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DATASHEET DESIGNATIONS 


Intel uses various datasheet markings to designate each phase of the document as it relates 
to the product. The markings appear in the lower inside corner of each datasheet page. 
Following are the definitions of each marking: 


Datasheet Marking Description 


Product Preview Contains information on products in the design phase of 
development. Do not finalize a design with this 
information. Revised information will be published when 
the product becomes available. 


Advanced Information Contains information on products being sampled or in the 
initial production phase of development.* 


Preliminary Contains preliminary information on new products in 
production.* 


No Marking Contains information on products in full production.* 


* Specifications within these datasheets are subject to change without notice. Verify with your local Intel sales 
office that you have the latest datasheet before finalizing a design. 
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a Supports the Pentium™ Processor at 
60 and 66 MHz (82430LX) 


Interfaces the Host and Standard 

Buses to the PCI Local Bus 

— Up to 132 MBytes/Sec Transfer Rate 

— Full Concurrency Between CPU Host 
Bus and PCI Bus Transactions 


m Integrated Cache Controller Provided 
for Optional Second Level Cache 

— 256 KByte or 512 KByte Cache 

— Write-Back or Write-Through Policy 


m Integrated Tag RAM for Cost Savings 
on Second Level Cache 


m Supports the Pipelined Address Mode 
of the Pentium Processor for Higher 
Performance 


82430LX/ 82430NX PClset 


Provides a 64-Bit Interface to DRAM 

Memory 

— From 2 MBytes to 512 MBytes of 
Main Memory 


-—70 ns and 60 ns DRAMs Supported 


Optional ISA or EISA Standard Bus 
Interface | 
— Single Component ISA Controller 

— Two Component EISA Bus Interface 
— Minimal External Logic Required 


Supports Burst Read and Writes of 
Memory from the CPU and PCI Buses 


Five Integrated Write Posting and Read 
Prefetch Buffers Increase CPU and PCI 
Performance 


Host CPU Writes to PCI Converted to 
Zero Wait-State PCI Bursts with | 
Optional TRDY # Connection 


Integrated Low Skew Host Bus Clock 


Driver for Cost and Board Space 
Savings 


PCiset Operates Synchronous to the 
CPU and PCI Clocks 


Byte Parity Support for the Host and 

Main Memory Buses 

— Optional Parity on the Second Level 
Cache 


The 82430LX/82430NX PClsets provide the Host/PCl bridge, cache/main memory controller, and an I/O 
subsystem core (either PCi/EISA or PCI/ISA bridge) for the next generation of high-performance personal 
computers based on the Pentium processor. System designers can take advantage of the power of the PCI 
Local bus for the local !/O while maintaining access to the large base of EISA and ISA expansion cards, and 
corresponding software applications. Extensive buffering and buffer management within the bridges ensures 
maximum efficiency in al! three bus environments (Host CPU, PCI, and EISA/ISA Buses). 


The 82430LX PClset consists of the 82434LX PCI/Cache Memory Controller (PCMC) and the 82433LX Local 
Bus Accelerator (LBX) components, plus, either a PCI/ISA bridge or a PCI/EISA bridge. The PCMC and LBX 
provide the core cache and main memory architecture and serve as the Host/PCI bridge. For an ISA-based 
system, the 82430LX PClset includes the 82378ZB System !/O (SIO) component as the PCI/ISA bridge. For 
an EISA-based system, the 82430LX PClset includes the 82375EB/SB PCI/EISA Bridge (PCEB) and the 
82374EB/SB EISA System Component (ESC). The PCEB and ESC work in tandem to form the complete 
PCI/EISA bridge. Both the ISA and EISA-based systems are shown on the following pages. 


Pentium is a trademark of intel Corporation. 
The complete documents for these products can be ordered by calling 1-800-548-4725. Refer to 290482 
(Cache/Memory Subsystem) and 290483 (EISA Bridge). 

November 1994 
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Host Bus | 
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PCI Bus 
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ISA Bus — 
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82430LX or 82430NX PCiset ISA Block Diagram 
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82430LX or Uni-Processor 82430NX PCliset EISA Block Diagram 
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82433LX/ 82433NX 
LOCAL BUS ACCELERATOR (LBX) 


m Supports the Full 64-bit Pentium™ - @ Dual-Port Architecture Allows 
Processor Data Bus at Frequencies up Concurrent Operations on the Host and 
to 66 MHz (82433LX and 82433NX) PCI Buses 


m Operates Synchronously to the CPU 
and PCI Clocks 


m Provides a 64-Bit Interface to DRAM @ Supports Burst Read and Writes of 


and a 32-Bit Interface to PCI Memory from the Host and PCi Buses 
m Five Integrated Write Posting and Read = Sequential CPU Writes to PCI 

Prefetch Buffers Increase CPU and PCI _ Converted to Zero Wait-State PCI 
Performance | = Bursts with Optional TRDY # 
— CPU-to-Memory Posted Write Buffer Connection 

4 Qwords Deep i Byte Parity Support for the Host and 
— PClI-to-Memory Posted Write Buffer _. Memory Buses 

Two Buffers, 4 Dwords Each — Optional Parity Generation for Host 
— PCI-to-Memory Read Prefetch Buffer to Memory Transfers 

4 Qwords Deep — — Optional Parity Checking for the 
— CPU-to-PCI Posted Write Buffer | _ Secondary Cache 

4 Dwords Deep — Parity Checking for Host and PCI 
— CPU-to-PCI Read Prefetch Buffer | Memory Reads 

4 Dwords Deep © — Parity Generation for PCI to emery. 

m CPU-to-Memory and CPU-to-PCI Write _ Writes 

Posting Buffers Accelerate Write m@. 160-Pin QFP Package 
Performance 


Two 82433LX or 82433NX Local Bus Accelerator (LBX) components provide a 64-bit data path between the 
host CPU/Cache and main memory, a 32-bit data path between the host CPU bus and PCI Local Bus, and a 
32-bit data path between the PCI Local Bus and main memory. The dual-port architecture allows concurrent 
operations on the host and PCI Buses. The LBXs incorporate three write posting buffers and two read prefetch 
buffers to increase CPU and PCI performance. The LBX supports byte parity for the host and main memory 
buses. The 82433NxX is intended to be used with the 82434NX PCI/Cache/Memory Controller (PCMC). The 
82433LX is intended to be used with the 82434LX PCMC.. During bus operations between the host, main 
memory and PCI, the PCMC commands the LBXs to perform functions such as latching address and data, 
merging data, and enabling output buffers. Together, these three components form a “Host Bridge” that 
provides a full function dual-port data path interface, linking the host CPU and PCI bus to main memory. 


. December 1994 
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1.0 ARCHITECTURAL OVERVIEW 


Thie 82430 PClset consists of the 82434LX PCMC 
and 82433LX LBX components plus either a PCI/ 
ISA bridge or a PCI/EISA bridge. The 82430NX PCI- 
set consists of the 82434NX PCMC and 82433NX 
LBX components plus either a PCI/ISA bridge or a 
PCI/EISA bridge. The PCMC and LBX provide the 
core cache and main memory architecture and 
serves as the Host/PCI bridge. An overview of the 
PCMC follows the system overview section. 


The Local Bus Accelerator (LBX) provides a high 
_ performance data and address. path for the 
82430LX/82430NX PClset. The LBX incorporates 
five integrated buffers to increase the performance 
of the Pentium processor and PCI master devices. 
Two LBXs.in the system support the following areas: 


1. 64-bit data and 32-bit address bus of the Pentium 
processor. — 
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2. 32-bit multiplexed address/data bus of PCI. 


3. 64-bit data bus of the main memory. 


In addition, the LBXs provide parity support for the | 
three areas noted above (discussed further in Sec- 
tion 1.4). | 


1.1 Buffers in the LBX 


The LBX components have five integrated buffers 
designed to increase the performance of the Host 
and PCI Interfaces of the 82430LX/82430NX 


~PClset. 


With the exception of the PCl-to-Memory write buffer 
and the CPU-to-PCI write buffer, the buffers in the | 
LBX store data only, addresses are stored in the 
PCMC component. 
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HOST BUS 


4 QWORDS 4 DWORDS 


MEMORY 


4 DWORDS 4QWORDS — 4 DWORDS 


PCI BUS 7 
— 290478-2 


NOTES: 

. CPU-to-Memory Posted Write Buffer: This buffer is 4 Qwords deep, enabling the Pentium processor to write back a 
whole cache line in 4-1-1-1 timing, a total of 7 CPU clocks. 

. PCl-to-Memory Posted Write Buffer: A PCl master can post two consecutive sets of 4 Dwords (total of one cache 
line) or two single non-consecutive transactions. 

. PCl-to-Memory Read Prefetch Buffer: A PCl master to memory read transaction will cause this prefetch buffer to 
read up to 4 Qwords of data from memory, allowing up to 8 Dwords to be read onto PCI in a single burst transaction. 

. CPU-to-PCI Posted Write Buffer: The Pentium processor can post up to 4 Dwords into this buffer. The TRDY # 
connect option allows zero-wait state burst writes to PCl, making this buffer especially useful for graphic write 
operations. 

. CPU-to-PCI Read Prefetch Buffer: This prefetch buffer is 4 Dwords deep, enabling faster sequential Pentium proc- 
essor reads when targeting PCI. 


Figure 1. Simplified Block Diagram of the LBX Data Buffers 
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1.2 Control Interface Groups 


The LBX is controlled by the PCMC via the control 
interface group signals. There are three interface 


groups: Host, Memory, and PCI. These control — 
groups are signal lines that carry binary codes which — 


the LBX internally decodes in order to implement 
specific functions such as latching data and steering 


data from PCI to memory. The control interfaces are 


described below. 


1. Host Interface Group: These control signals are 
named HIG[4:0] and define a total of 29 (30 for 
the 82433NX) discrete commands. The PCMC 
sends HIG commands to direct the LBX to per- 
form functions related to buffering and storing 
host data and/or address. 


2. Memory Interface Group: These control signals 
are named MIG[2:0] and define a total of 7 dis- 


_ crete commands. The PCMC sends MIG com- | 


mands to direct the LBX to perform functions re- 
lated to buffering, storing, and retiring data to 
memory. 


3. PCI Interface Group: These control signals are 


. named PIG[3:0] and define a total of 15 discrete 


commands. The PCMC sends PIG commands to 
direct the LBX to perform functions related to 
buffering and storing PCI data and/or address. 


A[0:15] 


MD[32:47] D[32:47] 


MD(0:15] D[0:15] 


LOW ORDER LBX 


AD[0:15] 
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1.3 System Bus Interconnect 


“The architecture of the 82430/82430NX PClset 


splits the 64-bit memory and host data buses into 


_ logical halves in order to manufacture LBX devices 


with manageable pin counts. The two LBXs interface 


‘to the 32-bit PCI AD[31:0] bus with 16 bits each. 


Each LBX connects to 16 bits of the AD[31:0] bus 
and 32-bits of both the MD[0:63] bus. and the | 
D[0:63] bus. The lower order LBX (LBXL) connects 
to the low word of the AD[31:0] bus, while the high 
order LBX (LBXH) connects to the high word of the 
AD[31:0] bus. 


Since the PCI connection for each LBX falls on 
16-bit boundaries, each LBX does not simply con- 
nect to either the low Dword or high Dword of the 
Qword memory and host buses. Instead, the low or-. 
der LBX buffers the first and third words of each 
64-bit bus while the high order LBX buffers the sec- 
ond and fourth words of the memory and host 
buses. | 


As shown in Figure 2, LBXL connects to the first and 
third words of the 64-bit main memory and host data 
buses. The same device also drives the first 16 bits 
of the host address bus, A[15:0]. The LBXH device 


connects to the second and fourth words of the 


64-bit main memory and host data buses. Corre- 


~ spondingly, LBXH drives the femenmang 16 bits of the 


host address bus, A[31:16]. 


A[16:31] 


MD[48:63] D[48:63] 


MD[16:31] D[16:31] 


HIGH ORDER LBX © 


| 


AD[16:31] 


290478-3 .. 


Figure 2. Simplified Interconnect Diagram of LBXs to System Buses 
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1.4 PCl TRDY # Interface 


The PCI control signals do not interface to the LBXs, 
instead these signals connect to the 82434LX 
PCMC component. The main function of the LBXs 
PCI interface is to drive address and data onto PCI 
when the CPU targets PCI and to latch address and 
data when a PCI master targets main memory. 


The TRDY # option provides the capability for zero- 
wait state performance on PCI when the Pentium 
processor performs sequential writes to PCI. This 
option requires that PC] TRDY# be connected to 
each LBX, for a total of two additional connections in 
the system. These two TRDY# connections are in 
addition to the single TRDY# connection that the 
PCMC requires. 


1.5 Parity Support 


The LBXs support byte parity on the host bus (CPU 
and second level cache) and main memory buses 
(local DRAM). The LBXs support parity during the 
address and data phases of PCI transactions to/ 
from the host bridge. 


D[31:0] 

Host 

Interface At ts:0} 
HP[3:0] 


Main 
Memory { 
Interface 


Reset 


and 
Clock 
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2.0 SIGNAL DESCRIPTIONS 


This section provides a detailed description of each 
signal. The signals (Figure 3) are arranged in func- 
tional groups according to their associated interface. 


The ‘#’ symbol at the end of a signal name indicates 
that the active, or asserted state occurs when the 
signal is at a low voltage level. When ‘#’ is not pres- 
ent after the signal name, the signal is asserted 
when at the high voltage level. ) 


The terms assertion and negation are used exten- 
sively. This is done to avoid confusion when working 
with a mixture of ‘active-low’ and ‘active-high’ sig- 
nals. The term assert, or assertion indicates that a 
signal is active, independent of whether that level is 
represented by a high or low voltage. The term ne- 
gate, or negation indicates that a signal is inactive. 


The following notations are used to describe the sig- 
nal type. z= 

in Input is a standard input-only signal. 

out Totem Pole output is a standard active driver. 


t/s___ Tri-State is a bi-directional, tri-state input/out- 
put pin. 


<——» AD[15:0]') pci 
<4+—— TRDY# Interface 


<+—_—_ HIG[4:0] 
<+——_ MIG[2:0] 
<¢—— MDLE 

<+——_  PIG[3:0] 
<¢—— DRvPci 


PCMC 
Interface 


290478-4 


Figure 3. LBX Signals 
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2. 1 Host intertace —_— 


Cae [ype egg 


ADDRESS BUS: The bi-directional A[15:0] lines are connected to the address lines of the 
host bus. The high order LBX (determined at reset time using the EOL signal) is" 
connected to A[31:16], and the low order LBX is connected to A[15:0]. The host address 
bus is common with the Pentium processor, second level cache, PCMC and the. two 
LBXs. During CPU cycles A[31:3] are driven by the CPU and A[2:0] are driven by the — 
PCMC, all are inputs to the LBXs. During inquire cycles the LBX drives the PCI master 
address onto the host address lines A[31:0]. This snoop address is driven to the CPU and 
‘the PCMC by the LBXs to snoop L1 and the integrated second level tags, respectively. 
During PCI configuration cycles bound for the PCMC, the LBXs will send or receive the 
configuration data to/from the PCMC by copying the host data bus to/from the host 
address bus. The LBX drives both halves of the Qword host data bus with data from the 
32-bit address during PCMC configuration read cycles. The LBX drives the 32-bit address 
with either the low Dword or the high Dword during PCMC configuration write cycles. 


HOST DATA: The bi-directional D[31:0] lines are connected to the data lines of the host 
data bus. The high order LBX (determined at reset time using the EOL signal) is 
connected to the host data bus D[63:48] and D[31:16] lines, and the low order LBX is 
connected to the host data bus D[47:32] and D[15:0] lines. In the 82433LX, these pins 
contain weak internal pull-up resistors. 


D[31:0] 


HOST DATA PARITY: HP[3:0] are the bi-directional byte parity signals for the host data 
bus. The low order parity bit HP[0] corresponds to D[7:0] while the high order parity bit 

HP[3] corresponds to D[31:24]. The HP[3:0] signals function as parity inputs during write 
cycles and as parity outputs during read cycles. Even parity is supported and the HP[3:0] 
signals follow the same timings as D[31:0]. In the 82433LX, these pins contain weak 
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2.2 Main Memory (Dram) Interface Signals 


| Signal [Type] i escription 


MEMORY DATA BUS: MD[31:0] are the bi-directional data lines for the memory data. 
bus. The high order LBX (determined at reset time using the EOL signal) is connected to 
the memory data bus MD[63:48] and MD[31:16] lines, and the low order LBX is 
connected to the memory data bus MD[47:32] and MD[15:0] lines. The MD[81:0] 
signals drive data destined for either the host data bus or the PCI bus. The MD[31:0] 
signals input data that originated from either the host data bus or the PCI bus. These 
pins contain weak internal pull-up resistors. 


MEMORY PARITY: MP[3:0] are the bi-directional byte enable parity signals for the 
memory data bus. The low order parity bit MP[0] corresponds to MD[7:0] while the high 
order parity bit MP[3] corresponds to MD[31:24]. The MP[3:0] signals are parity outputs 
during write cycles to memory and parity inputs during read cycles from memory. Even 

parity is supported and the MP[3:0] signals follow the same timings as MD[31 0]. These 
pins contain weak internal pull-up resistors. 


2.3 PCI Interface Signals 


i ee "cece 


AD[15:0] | t/s ADDRESS AND DATA: AD[15:0] are bi-directional data lines for the PCI bus. The 
AD[15:0] signals sample or drive the address and data on the PCI bus. The high order 
TRDY # Pi 


LBX (determined at reset time using the EOL signal) is connected to the PCI bus 
2.4 PCMC Interface Signals 


AD[31:16] lines, and the low order LBX is connected to the PCI AD[15:0] lines. © 
TARGET READY: TRDY # indicates the selected (targeted) device’s ability to complete 
the current data phase of the bus operation. For normal operation, TRDY # is tied 
asserted low. When the TRDY # option is enabled in the PCMC (for zero wait-state PCI 
[signet [Tye[SSSSCescription 
HIG(4:0] HOST INTERFACE GROUP: These signals are driven from the PCMC and control the 
host interface of the LBX. The 82433LX decodes the binary pattern of these lines to 
perform 29 unique functions (30 for the 83433NX). These signals are synchronous to the 
MIG[2:0] P| 
PIG[3:0] - 


burst writes), TRDY # should be connected to the PCI bus. 
rising edge of HCLK. 

MDLE MEMORY DATA LATCH ENABLE: During CPU reads from DRAM, the LBX uses a 
clocked register to transfer data from the MD[31:0] and MP[3:0] lines to the D[31:0] and 
HP[3:0] lines. MDLE is the clock enable for this register. Data is clocked into this register 
when MDLE is asserted. The register retains its current value when MDLE is negated. | 
During CPU reads from main memory, the LBX tri-states the D[31:0] and HP[3:0] lines 
on the rising edge of MDLE when HIG[4:0] = NOPC 


MEMORY INTERFACE GROUP: These signals are driven from the PCMC and control 
DRVPCI DRIVE PCI BUS: This signals enables the LBX to drive either address or data 
information onto the PCI AD[15:0] lines. 


the memory interface of the LBX. The LBX decodes the binary pattern of these lines to 
perform 7 unique functions. These signals are synchronous to the rising edge of HCLK. 


PCI INTERFACE GROUP: These signals are driven from the PCMC and control the PCI 
interface of the LBX. The LBX decodes the binary pattern of these lines to perform 15 
unique functions. These signals are synchronous to the rising edge of HCLK. 
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2.4 PCMC Interface ones (Continued) 
| Description 


End Of Line: »: This signal is asserted when a PCI master read or write transaction is about 
to overrun a cache line boundary. The low order LBX will have this pin connected to the 
PCMC (internally pulled up in the PCMC). The high order LBX connects this pin to a pull- 
down resistor. With one LBX EOL line being pulled down and the other LBX EOL pulled 
up, the LBX samples the value of this pin on the negation of the RESET igne to 
determine if it’s the high or low order LBX. 


LBX PARITY: This signal reflects the parity of the 16 AD lines driven from or latched into 
the LBX, depending on the command driven on PIG[3:0]. The PCMC uses PPOUT from 
both LBXs (called PPOUT[1:0]) to calculate the PCI parity signal (PAR) for CPU to PCI 
transactions during the address phase of the PCI cycle. The LBX uses PPOUT to check 
the PAR signal for PCI master transactions to memory during the address phase of the 


PCI cycle. When transmitting data to PCI the PCMC uses PPOUT to calculate the proper 
value for PAR. When receiving data from PCI the PCMC uses PPOUT to check the value - 
received on PAR. 


If the L2 cache does not implement parity, the LBX will calculate parity so the PCMC can 
drive the correct value on PAR during L2 reads initiated by a PCI master. The LBX — 
samples the PPOUT signal at the negation of reset and compares that state with the state 
of EOL to determine whether the L2 cache implements parity. The PCMC internally pulls 
down PPOUT [0] and internally pulls up PPOUT[1]. The L2 supports parity if PPOUT[0] is 
connected to the high order LBX and PPOUT[1] is connected to the low order LBX. The 
L2 is defined to not support parity if these connections are reversed, and for this case, the 
LBX will calculate parity. For normal operations either connection allows proper parity to 
be driven to the PCMC. 


2. 5 Reset and Clock Signals 


[sionat [tye] SSSCS~S~*C« neato 


HOST CLOCK: HCLK is input to the LBX to synchronize command and data from the host 
and memory interfaces. This pul is derived from a buffered copy of the PCMC ee 
output. 


PCI CLOCK: All timing on the LBX PCI interface is referenced to the PCLK input. All | 
output signals on the PCI interface are driven from PCLK rising edges and all input signals 
on the PCI interface are sampled on PCLK rising edges. This eee is derived froma 

buffered copy of the PCMC PCLK output. 


RESET: Assertion of this signal resets the LBX. After RESET has been negated the LBX 
configures itself by sampling the EOL and PPOUT pins. RESET is driven by the PCMC 

CPURST pin. The RESET signal is synchronous to HCLK and must be driven directly oy 
the PCMC. 


| LOOP 1: Phase Lock Loop Filter pin. The filter components required for the LBX are 
connected to these pins. 


LOOP 2: Phase Lock Loop Filter pin. The filter components required for the LBX are 
connected to these pins. 


TEST TEST: The TEST pin must be tied low for normal system operation. : 


TRI-STATE CONTROL: This signal enables the output buffers on the LBX. This pin must | 
be held high for normal operation. If TSCON is negated, all LBX outputs will tri-state. 
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3.0 FUNCTIONAL DESCRIPTION 


3.1 LBX Post and Prefetch Buffers 


This section describes the five write posting and 
read prefetching buffers implemented in the LBX. 
The discussion in this section refers to the operation 
of both LBXs in the system. 


3.1.1 CPU-TO-MEMORY POSTED WRITE 
BUFFER 


The write buffer is a queue 4 Qwords deep, it loads 
Qwords from the CPU and stores Qwords to memo- 
ry. It is 4 Qwords deep to accommodate write-backs 
from the first or second level cache. It is organized 
as a simple FIFO. Commands driven on the HIG[4:0] 
lines store Qwords into the buffer, while commands 
on the MIG[2:0] lines retire Qwords from the buffer. 
While retiring Qwords to memory, the DRAM control- 
ler unit of the PCMC will assert the appropriate MA, 
CAS[7:0]#, and WE# signals. The PCMC keeps 
track of full/empty states, status of the data and 
address. — 


Byte parity for data to be written to memory is either 
propagated from the host bus or generated by the 
LBX. The LBX generates parity for data from the 
second level cache when the second level cache 
does not implement parity. 


3.1.2 PCl-TO-MEMORY POSTED WRITE BUFFER 


The buffer is organized as 2 buffers (4 Dwords 
each). There is an address storage register for each 
buffer. When an address is stored one of the two 
buffers is allocated and subsequent Dwords of data 
are stored beginning at the first location in that buff- 
er. Buffers are retired to memory strictly in order, 
Qword at a time. 


Commands driven on the PIG[3:0] lines post ad- 
dresses and data into the buffer. Commands driven 
on HIG[4:0] result in addresses being driven on the 
host address bus. Commands driven on MIG[2:0] 
result in data being retired to DRAM. 


For cases where the address targeted by the first 
Dword is odd, i.e. A[2]=1, and the data is stored in 
an even location in the buffer, the LBX correctly 
aligns the Dword when retiring the data to DRAM. In 
other words the buffer is capable of retiring a Qword 
to memory where the data in the buffer is shifted by 
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-1 Dword (Dword is position 0 shifted to 1, 1 shifted 


to 2 etc.). The DRAM controller of the PCMC asserts 
the correct CAS[7:0] # signals depending on the PCI 
C/BE[3:0] # signals stored in the PCMC for that 
Dword. 


The End Of Line (EOL) signal is used to savant PCI 


master writes from bursting past the cache line 
boundary. The device that provides ‘“‘warning” to the 
PCMC is the low order LBX. This device contains the 
PCI master write low order address bits necessary to 
determine how many Dwords are left to the end of 
the line. Consequently, the LBX protocol uses the 
EOL signal from the low order LBX to provide this 
“end-of-line’” warning to the PCMC, so that it may 
retry a PCI master write when it bursts past the 
cache line boundary. This protocol is described fully 
in Section 3.3.6. 


The LBX calculates Dword parity on PCI write data, 
sending the proper value to the PCMC on PPOUT. 
The LBX generates byte parity on the MP signals for 
writing into DRAM. 


3.1.3 PCI-TO-MEMORY READ PREFETCH 
BUFFER 


This buffer is organized as a line buffer (4 Qwords) 
for burst transfers to PCI. The data is transferred into 
the buffer a Qword at a time and read out a Dword at 
a time. The LBX then effectively decouples the 
memory read rate from the PCI rate to increase con- 
currence. 


Each new transaction begins by storing the first 
Dword in the first location in the buffer. The starting 
Dword for reading data out of the buffer onto PCI 
must be specified within a Qword boundary; that is 
the first requested Dword on PCI could be an even 
or odd Dword. If the snoop for a PCI master read 
results in a write-back from first or second level 
caches, this write back is sent directly to PCI and 
main memory. The following two paragraphs de- 
scribe this process for cache line write-backs. 


Since the write-back data from L1 is in linear order, 
writing into the buffer is straightforward. Only those 
Qwords to be transferred into PCI are latched into 
the PCl-to-memory read buffer. For example, if the 
address targeted by PCI is in the 3rd or 4th Qword in 
the line, the first 2 Qwords of write back data are 
discarded and not written into the read buffer. The 
primary cache write-back must always be written 
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completely to the CPU-to-Memory posted . Write 
Buffer. | 


lf the PCI master read data is read from the second- 
ary cache, it is not written back to memory. Write- 
backs. from the second level cache, when using 
burst SRAMs, are in Pentium processor burst order 
(the order depending on which Qword of the line is 
targeted by the PCI read). The buffer is directly ad- 
dressed when latching second level cache write- 
back data to accommodate this burst order. For ex- 
ample, if the requested Qword is Qword 1; then the 
burst order is 1-0-3-2. Qword 1 is latched in buffer 
location 0, Qword 0 is discarded, Qword 3 is latched 
into buffer location 2 and Qword 2 is latched into 
buffer location 1. 


Commands driven on MIG[2:0] and HIG[4:0] enter 
data into the buffer from the DRAM interface and the 
host interface (i.e. the caches), respectively. Com- 
mands driven on the PIG[3:0] lines drive data from 
the buffer onto the PCI AD[31:0] lines. 3 


- Parity driven on the PPOUT signal is calculated from 
the byte parity received on the host bus or the mem- 
ory bus, whichever is the source. If the second level 
cache is the source of the data and does not imple- 
ment parity, the parity driven on PPOUT is generated 
by the LBX from the second level cache data. If 
main memory is the source of the read data, PCI 
parity is calculated from the DRAM byte parity. Main 
memory must implement byte parity to guarantee 
correct PCI parity generation. 


3.1.4 CPU-TO-PCI POSTED WRITE BUFFER 


The CPU-to-PCl Posted Write Buffer is 4 Dwords 
deep. The buffer is constructed as a simple FIFO, 
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with some performance enhancements. An address 
is stored in the LBX with each Dword of data. The 
structure of the buffer accommodates the packetiza- 
tion of writes to be burst on PCI. This is accom- 
plished by effectively discarding addresses of data 
Dwords driven within a burst. Thus, while an address 
is stored for each Dword, an address is not neces- 
sarily driven on PCI for each Dword. The PCMC de- 
termines when a burst write may be performed 
based on consecutive addresses. The buffer also 
enables consecutive bytes to be merged within a> 
single Dword, accommodating byte, word, and misa- 
ligned Dword string store and string move opera- 
tions. Qword writes on the host bus are stored within 
the buffer as two individual Dword writes, with sepa- 
rate addresses. 


The storing of an address with each Dword of data 
allows burst writes to be retried easily. In order to 
retry transactions, the FIFO is effectively “backed 
up” by one Dword. This is accomplished by making 
the FIFO physically one entry larger than it is logical- 
ly. Thus, the buffer is physically 5 entries deep (an 
entry consists of an address and a Dword of data), 
while logically it is considered full when 4 entries 
have been posted. This design allows the FIFO to 
be backed up one entry when it is logically full. _ 


Commands driven on HIG[4:0] post addresses and 
data into the buffer, and commands driven on 
PIG[3:0] retire addresses and data from the buffer 
and drive them onto the PCI AD[31:0] lines. As dis- 
cussed previously, when bursting, not all addresses 
are driven onto PCI. 


Data parity driven on the PPOUT signal is calculated 
from the byte parity received on the host bus. Ad- 
dress parity driven on PPOUT is calculated from the 
address received on the host bus. 
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3.1.5 CPU-TO-PCI READ PREFETCH BUFFER 


This prefetch buffer is organized as a single buffer 
4 Dwords deep. The buffer is organized as a simple 
FIFO. reads from the buffer are sequential; the buff- 
er does not support random access of its contents. 
To support reads of less than a Dword the FIFO 
read pointer can function with or without a pre-incre- 
ment. The pointer can also be reset to the first entry 
before a Dword is driven. When a Dword is read, it is 
driven onto both halves of the host data bus. 


Commands driven on the HIG[4:0] lines enable read 
addresses to be sent onto PCI, the addresses are 
driven using PIG[3:0] commands. Read data is 
latched into the LBX by commands driven on the 
PIG[3:0] lines and the data is driven onto the host 
data bus using commands driven on the HIG[4:0] 
lines. 


The LBX calculates Dword parity on PCI read data, 
sending the proper value to the PCMC on PPOUT. 
The LBX does not generate byte parity on the host 
data bus when the CPU reads PCI. 
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3.2 LBX Interface Command 
Descriptions 


This section describes the functionality of the HIG, 
MIG and PIG commands driven by the PCMC to the 
LBXs. 


_ 3.2.1 HOST INTERFACE GROUP: HIG[4:0] 


The Host Interface commands are shown in Table 1. 


These commands are issued by the host interface of 
the PCMC to the LBXs in order to perform. the fol- 
lowing functions: 


e Reads from CPU-to-PCI read prefetch buffer 
when the CPU reads from PCI. 


e Stores write-back data to PCl-to-memory read 
prefetch buffer when PCI read address results in 
a hit to a modified line in first or second level 
caches. 


e Posts data to CPU-to-memory write buffer in the 
case of a CPU to memory write. 


e Posts data to CPU-to-PCI write buffer in the case 
of a CPU to PCI write. 


e Drives host address to Data lines and data to ad- 
dress lines for programming the PCMC configura- 
tion registers. 
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_ Table 1. HIG Commands | 


Command | Code | ; Description 

Swo0 [oro [Store Weto-Seok Data QwordO to POLO Menor Reed Bur 
— 
Swed 
SWS 
pomwa [011000 
POMWFO 
PCMWNQ Post to CPU-to-Memory Write and PCl-to-Memory Read Buffer Next Qword 
Troew 
MCPSL 


POPWH 
OPWA 


ADCPY _| 11101b | Address to Data Copy in the LBX 


DACPYH 11011b | Data to Address Copy in the LBX High Dword 


DACPYL | 11010b | Data to Address Copy in the LBX Low Dword 


PSCD 01111b | Post Special Cycle Data . 
DRVFF 11110b | Drive FF..FF (All 1’s) onto the Host Data Bus 


* 
1 
< fl 


NOTE: 
All other patterns are reserved. 
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NOPC 


CMR 


CPRF 


CPRA 


CPRB 


CPRQ 


No Operation is performed on the host 
bus by the LBX hence it tri-states its 
host bus drivers. 


This command effectively drives 
DRAM data onto the host data bus. 
The LBX acts as a transparent latch in 
this mode, depending on MDLE for 
latch control. With the MDLE signal 
high the CMR command will cause the 
LBXs to buffer memory data onto the 
host bus. When MDLE is low. The LBX 
will drive onto the host bus whatever 
memory data that was latched when 
MDLE was negated. 


This command reads the first Dword of 
the CPU-to-PCl read prefetch buffer. 
The read pointer of the FIFO is set to 
point to the first Dword. The Dword is 
driven onto the high and low halves of 
the host data bus. 


This command increments the read 
pointer of the CPU-to-PCI read pre- 
fetch buffer FIFO and drives that 
Dword onto the host bus when it is 
driven after a CPRF or CPRB com- 
mand. If driven after another CPRA 
command, the LBX drives the current 
Dword while the read pointer of the 
FIFO is not incremented. The Dword is 
driven onto the upper and lower halves 
of the host data bus. 


This command increments the read 
pointer of the CPU-to-PCI read pre- 
fetch buffer FIFO and drives that 
Dword onto the host bus when it is 
driven after a CPRA command. If driv- 
en after another CPRB command, the 
LBX drives the current Dword while the 
read pointer of the FIFO is not incre- 
mented. The Dword is driven onto the 
upper and lower halves of the host 
data bus. 


This command drives the first Dword 
stored in the CPU-to-PCl read prefetch 
buffer onto the lower half of the host 
data bus, and drives the second Dword 
onto the upper half of the host data 
bus, regardless of the state of the read 
pointer. The read pointer is not affect- 
ed by this command. 
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SWB1 


SWB2 


SWB3 


PCMWQ 


PCMWFQ 


PCMWNQ 
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This command stores a Qword from 
the host data lines into location O of 
the PClI-to-Memory Read Buffer. Parity 
is either generated for the data or prop- 
agated from the host bus based on the 
state of the PPOUT signals sampled at 
the negation of RESET when the LBXs 
were initialized. 


This command, (similar to SWBO), 
stores a Qword from the host data 
lines into location 1 of the PCl-to-Mem- 
ory Read Buffer. Parity is either gener- 
ated from the data or propagated from 
the host bus based on the state of the 
PPOUT signal sampled at the falling 
edge of RESET. | 


This command, (similar to SWBO), 
stores a Qword written back from the 
first or second level cache into location 
2 of the PCl-to-memory read buffer. 
Parity is either generated from the data 
or propagated from the host bus based 
on the state of the PPOUT signal sam- 
pled at the falling edge of RESET. 


This command stores a Qword from 
the host data lines into location 3 of 
the PCl-to-Memory Read Buffer. Parity 
is either generated for the data or prop- 
agated from the host bus based on the | 
state of the PPOUT signal sea at 
the falling edge of RESET. 


This command posts one Qword of 
data from the host data lines to CPU- 
to-Memory Write Buffer in case of a 
CPU memory write or a write-back from 
the second level cache. 


If the PC] Memory read address leads 
to a hit on a modified line in the first 
level cache, then a _ write-back is 
scheduled and this data has to be writ- 
ten into the CPU-to-Memory Write Buff- 
er and PCl-to-Memory Read Buffer at 
the same time. The write-back of the 
first Qword is done by this command to 
both the buffers. 


This command follows the previous 
command to store or post subsequent 
write-back Qwords. 
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PCPWL 


MCP3L 
MCP2L 
MCP1iL 


PCPWH_ 


MCP3H 
MCP2H 
MCP1H 


LCPRAD 
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This command posts the low Dword of 
a CPU-to-PCI write. The CPU-to-PCl 
Write Buffer stores a Dword of PCI ad- 
dress for every Dword of data. Hence, 
this command also stores the address 
of the Low Dword in the address loca- 
tion for the data. Address bit 2 (A2) is 
not stored directly. This command as- 
sumes a value of 0 for A2 and this is 
what is stored. ; 


This command merges the 3 most sig- 
nificant bytes of the low Dword of the 
host data bus into the last Dword post- 
ed to the CPU-to-PCl write buffer. The 


_ address is not modified. 


This command merges the 2 most sig- 


nificant bytes of the low Dword of the 
‘host data bus into the last Dword post- 


ed to the CPU-to-PCI write buffer. The 
address is not modified. 


This command merges the most signif- 
- icant byte of the low Dword of the host. 


data bus into the last Dword posted to 
the CPU-to-PCI write buffer. The ad- 
dress is not modified. 


_ This command posts the upper Dword 


of a CPU-to-PCl write, with its address, 
into the address location. Hence, to do 
a Qword write PCPWL has to be fol- 
lowed by a PCPWH. Address bit 2 (A2) 
is not stored directly. This command 
forces a value of 1 for A2 and this is 
what is stored. 


This command merges the 3 most sig-. 


nificant bytes of the high Dword of the 
host data bus into the last Dword post- 
ed to the CPU-to-PCI Write Buffer. The 
address is not modified. 


This command merges the 2 most sig- 
nificant bytes of the high Dword of the 
host data bus into the last Dword post- 
ed to the CPU-to-PCl Write Buffer. The 
address is not modified. 


This command merges the most signif- _ 


icant byte of the high Dword of the host 
data bus into the last Dword posted to 
the CPU-to-PCl Write Buffer. The ad- 
dress is not modified. 


This command latches the host ad- 
dress to drive on PCI for a CPU-to-PCl 
read.. it is necessary to latch the ad- 
dress in order to drive inquire address- 
es on the host address bus before the 
CPU address is driven onto PCI. 


DPRA | 


DPWA 


ADCPY 


DACPYH 


DACPYL 


PSCD 


DRVFF 
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The PCl memory read address is 


_ latched in the PCi A/D latch by a PIG 


command LCPRAD, this address is 
driven onto the host address bus by 
DPRA. Used in PCI to memory read 
transaction. 


The DPWA command drives the ad- 
dress of the current PCI Master Write 
Buffer onto the host address bus. This 


“command is potentially driven for multi- 


ple cycles. When it is no longer driven, 
the read pointer will increment to point 
to the next buffer, and a subsequent 
DPWA command will read the address 
from that buffer. 


This command drives the host data 
bus with the host address. The ad- 
dress is copied on the high and low 
halves of the Qword data bus; i.e. 
A[31:0] is copied onto D[31:0] and 
D[63:32]. This command is used when 
the CPU writes to the PCMC a 
tion registers. 


This command drives the host address 
bus with the high Dword of host data. © 
This command is used when the CPU 


writes to the PCMC pomeuraen regis- 


ters. 


This command drives the host address 
bus with the low Dword of host data. 
This command is used when the CPU 
writes to the PCMC configuration regis- 

ters. | 


This command is used to post the val- 
ue of the Special Cycle code into the 


' CPU-to-PCI Posted Write Buffer. The 
value is driven onto the A[31:0] lines 


by the PCMC, after acquiring the ad- 
dress bus by asserting AHOLD. The 
value on the A[31:0] lines is posted 


_ into the DATA location in the CPU-to- 


PCI Posted Write Buffer. 


This command causes the LBX to drive 
all “1s” (i.e. FFFFFFFFh) onto the host 
data bus. It is used for CPU reads from 
PCI that terminate with master abort. 
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3.2.2 MEMORY INTERFACE GROUP: MIG[2:0] 


The Memory Interface commands are shown in Table 2. These commands are issued by the DRAM controller 
of the PCMC to perform the following functions: 


e Retires data from CPU-to-Memory Write Buffer to DRAM. 
¢ Stores data into PCl-to-Memory Read Buffer when the PCI read address is targeted to DRAM. 
e Retires PCl-to-Memory Write Buffer to DRAM. 


Table 2. MIG Commands 


[Command[ Code] —=S*~*~*~S«é nto SSSS~*d 
reMRNa [0106 | Place into PC!1oMemory Read ButferNetQwod 


Retire PCl-to-Memory Write Buffer Qword 


NOTE: . 
All other patterns are reserved. 


NOPMN Operation on the memory bus. The LBX RPMWQS_ This command retires one Qword of 


tri-states its drivers driving the memory data from one line of PCl-to-Memory 
bus. write buffer to DRAM. For this com- 
PMRFQ The PCl-to-Memory read address tar- mand the data in the buffer is shifted by 
gets memory if there is a miss on first one Dword (Dword in position 0 is shift- 
and second caches. This command ed to 1, 1 to 2 etc.). This is because the 
stores the first Qword of data starting at address targeted by the first Dword of 
the first location in the buffer. This buff- the write could be an odd Dword (\.e., 
er is 8 Dwords or 1 cache line deep. address bit[2] is a 1). To retire a misa- _ 
; 7 ligned line this command has to be 
PMRNQ = =This command stores subsequent used for all the data in the buffer. When 
Qwords from memory starting at the all the valid data in one buffer is retired, 
next available location in the PCl-to- the next RPMWQ (or RPMWQS) will 
ee Buffer. It is always used read data from the next buffer. 


MEMDRV_ For a memory write operation the data 
on the memory bus is required for more 
than one clock cycle hence all DRAM 
retires are latched and driven to the 
memory bus in subsequent cycles by 
this command. 


RCMWQ _ This command retires one Qword from 
the CPU-to-Memory Write Buffer to 
DRAM. The address is stored in the ad- 
dress queue for this buffer in the 
PCMC. 


RPMWQ This command retires one Qword of 
data from one line of the PCI-to-Memo- 
ry write buffer to DRAM. When all the 
valid data in one buffer is retired, the 
next RPMWQ (or RPMWQS) will read 
data from the next buffer. 
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3.2.3 PCI INTERFACE GROUP: PIG[3:0] _ 


The PCI Interface commands are shown in Table 3. 

These commands are issued by the PCI master/ 

slave interface of the PCMC to perform the following 

functions: Z 

e Slave posts address and data to PCl-to-Memory 

_ Write Buffer. | | 

e Slave sends PCI-to-Memory read data on the AD 
bus.  s. | : . 

¢ Slave latches PCl master memory address so 
that it can be gated to the host address bus. | 


e Master latches CPU-to-PCl read data from the 
AD bus. | co 


e Master retires CPU-to-PCl write buffer. | 
e Master sends CPU-to-PCI address to the AD bus. 


Table 3. PIG Commands 


TrPMwA | 10005 
Trpmwo | 100th 
sewn | 11015 
spew [11100 
Tucerr | 00000 
[tcera | oootb 
TocPwA 

Tocewo | 010%) 
sca | 01th 
Pua | 001th 


NOTE: 
All other patterns are reserved. 
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Post to PCI-to-Memory Write Buffer Address 


PAR 
re 

Ti | Post to Povo Memory Wie BuflerData 
oO | Send Pi MasterRead Data High Oword SSS 
To | Send PCI Master Read DataLow Ovord 
[0 | Send Pci MasterRead Data Next Dword 
Ci] atch CPU Read om PClino Read PreetchBufer Fst Dword | 
71] ateh GPU Read tom Pinto Pefech Butfr Next Dword A Toogie_| 
C1] ateh GPU Read tom Pint Prefech Butfr Nex Dword B Tooglo 
[oO | dive CPUo-PCIWiteBuferAddress 
To | ve CPUo-POIWiteBuferData 
To | ve CPU-o-POIWiteBuferLast Gata 
To | Discard Curent PUto-PCI Wie BufrOaa 
ro 
cm 
ra 


Backup CPU-to-PCI Write Buffer for Retry 
Send CPU-to-PCI Address 


Latch PCI Master Address 


a 5 
intel. 
The PCI AD[31:0] lines are driven by asserting the 


signal DRVPCI. This signal is used for both master. 
and slave transactions. : 


| Parity is calculated on either the value being driven 


onto PCI or the value being received on PCI, de- 
pending on the command. In Table 3, the PAR col- 
umn has been included to indicate the value that the 
PPOUT signals are based on. An ‘“‘l” indicates that 
the PPOUT signals reflect the parity of the AD lines 
as inputs to the LBX. An “O” indicates that the 
PPOUT signals reflect the value being driven on the 
PCI AD lines. See Section 3.3.4 for the timing rela- 
tionship between the PIG[3:0] command, the 
AD[31:0] lines, and the PPOUT signals. 


Description 
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PPMWA 


PPMWD 
SPMRH 


SPMRL 


SPMRN 


LCPRF 


LCPRA 


This command selects a new buffer 
and places the PCI master address 
latch value into the address register 
for that buffer. The next PPMWD 
command posts write data in the first 
location of this newly selected buff- 
er. This command also causes the 
EOL logic to decrement the count of 
Dwords remaining in the line. 


This command stores the value in 


the AD latch into the next data loca- 
tion in the currently selected buffer. 
This command also causes the EOL 
logic to decrement the count of 
Dwords remaining in the line. 


This command sends the high order 
Dword from the first Qword of the 
PCl-to-Memory Read Buffer onto 
PCl. This command also causes the 
EOL logic to decrement the count of 
Dwords remaining in the line. 


This command sends the low order 
Dword from the first Qword of the 
PCl-to-Memory Read Buffer onto 
PCI. This command also selects the 
Dword alignment for the transaction 
and causes the EOL logic to decre- 
ment the count of Dwords remaining 
in the line. 


This command sends the next 
Dword from the PCl-to-Memory 
Read Buffer onto PCI. This com- 
mand also causes the EOL logic to 
decrement the count of Dwords re- 
maining in the line. This command is 
used for the second and all subse- 
quent Dwords of the current transac- 
tion. 


This command acquires the value of 
the AD[31:0] lines into the first loca- 
tion in the CPU-to-PCl Read Pre- 
fetch Buffer until a different com- 
mand is driven. 


When driven after a LCPRF or 
LCPRB command, this command 
latches the value of the AD[31:0] 
lines into the next location into the 
CPU-to-PCI| Read Prefetch Buffer. 
When driven after another LCPRA 
command, this command latches 
the value on AD[31:0] into the same 
location in the CPU-to-PCI Read 
Prefetch Buffer, overwriting the pre- 
vious value. 
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DCPWA 


DCPWD 


DCPWL 


DCCPD 


BCPWR 


SCPA 


LPMA 
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When driven after a LCPRA com- 
mand, this command latches the val- 
ue of the AD[31:0] lines into the next 
location into the CPU-to-PCl Read 
Prefetch Buffer. When driven after 
another LCPRB command, this com- 
mand latches the value on AD[31:0] 
into the same location in the CPU-to- 
PCI Read Prefetch Buffer, overwrit- 
ing the previous value. 


This command drives the next ad- 
dress in the CPU-to-PCl Write Buffer 
onto PCI. The read pointer of the 
FIFO is not incremented. . 


This command drives the next data 
Dword in the CPU-to-PCI Write Buff- 
er onto PCI. The read pointer of the 
FIFO is incremented on the next 
PCLK if TRDY # is asserted. 


This command drives the previous 
data Dword in the CPU-to-PCl Write 
Buffer onto PCI. This is the data 
which was driven by the last DCPWD 
command. The read pointer of the 
FIFO is not incremented. 


This command discards the current 
Dword in the CPU-to-PCl Write Buff- 
er. This is used to clear write data 
when the write transaction termi- 
nates with master abort, where 
TRDY # is never asserted. . 


For this command the CPU-to-PCl 
Write Buffer is “backed up” one en- 
try such that the address/data pair 
last driven with the DCPWA and 
DCPWD commands will be driven 
again on the AD[31:0] lines when 
the commands are driven again. 
This command is used when the tar- 
get has retried the write cycle. 


This command drives the value on 
the host address bus onto PCI. 


This command stores the previous 
AD[31:0] value into the PCI master 
address latch. If the EOL logic deter- 
mines that the requested Dword is 
the last Dword of a line, then the 
EOL signal will be asserted; other- 
wise the EOL signal will be negated. 
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3.3 LBX Timing Diagrams 


This section describes the timing relationship be- 
tween the LBX control signals and the interface 
buses. | 


3.3.1 HIG (4:01 COMMAND TIMING 


The commands driven on: HIG[4:0] can cause the 
host address bus and/or the host data bus to be 


driven and latched. The following timing diagram il- 


lustrates the timing relationship between the driven 
command and the buses. The “host bus” in Figure 4 
could be address and/or data. 


Note that the Drive ‘command takes two cycles to 
drive the host data bus, but only one to drive the 
address. When the NOPC command is sampled, the 
_ LBX takes only one cycle to release the host bus. 


HIG[4:0) 77 


HA[31:0) 37 


HD{63:0] { 
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The Drive commands i in Figure 4 are any of the 


following: | 
CMR - CPRF CPRA CPRB 
CPRQ DPRA DPWA ADCPY 
DACPYH DACPYL DRVFF 

. The Latch command in Figure 4 is any of the 

following: 
SWBO - SWB1 SWB2 — SWB3 
PCMWQ PCMWFQ PCMWNQ_ PCPWL. 

. MCP3L MCP2L MCP1L PCPWH 
MCP3H MCP2H LCPRAD 


PSCD 
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Figure 4. HIG[4:0] Command Timing | 
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3.3.2 HIG[4:0] MEMORY READ TIMING 


Figure 5 illustrates the timing relationship between 
the HIG[4:0], MIG[2:0], CAS[7:0] #, and MDLE sig- 
nals for DRAM memory reads. The delays shown in 
the diagram do not represent the actual AC timings, 
but are intended only to show how the delay affects 
the sequencing of the signals. 


When the CPU is reading from DRAM, the HIG[4:0] 
lines are driven with the CMR command that causes 
the LBX to drive memory data onto the HD bus. Until 
the MD bus is valid, the HD bus is driven with invalid 
data. When CAS[7:0]# assert, the MD bus be- 
comes valid after the DRAM CAS[7:0]# access 
time. The MD and MP lines are directed through a 


HCLK 
HIG[4:0] 


HD[63:0] 
BRDY# 


CWE[7:0]# 
MIG[2:0] 
MDLE 


CAS[7:0]# 
MD[63:0] 
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synchronous register inside the LBX to the HD and 


HP lines. MDLE acts as a clock enable for this regis- 
ter. When MDLE is asserted, the LBX samples the 
MD and MP lines. When MDLE is negated, the MD 
and HD register retains its current value. 


The LBX releases the HD bus based on sampling 
the NOPC command on the HIG[4:0] lines and 
MDLE being asserted. By delaying the release of the 
HD bus until MDLE is asserted, the LBX provides 
hold time for the data with respect to the write en- 
able. strobes (CWE[7:0]#) of the second level 
cache. 


290478-6 


Figure 5. CPU Read from Memory 
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3. 3. 3 MIGI2: 0] COMMAND 
- Figure 6 illustrates the timing of the miGi2: 0] com- 


mands with respect to the MD bus, CAS[7:0] #, and — 


WE #. Figure 6 shows the MD bus transitioning from 
a read to a write cycle. 


The Latch command in Figure 6 is any of the 
~ following: 
PMRFQ PMRNQ 


The Retire command in Figure 6 is any of the 
following: . 
RCMWQ RPMWQ RPMWQS 


_ HCLK / 
MIG[2:0] 
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Figure 6. MIG[2:0] Command Timing 
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The data on the MD bus is sampled at the end of the 
first cycle into the LBX based on sampling the Latch 
command. The CAS[7:0] # signals can be negated 
in the next cycle. The WE # signal is asserted in the 
next cycle. The required delay between the asser- 


tion of WE# and the assertion of CAS[7:0] # means 


that the MD bus has 2 cycles to turn around; hence 
the NOPM command driven in the second clock. 
The LBX starts to drive the MD bus based on sam- 
pling the Retire command at the end of the third 
clock. After the Retire command is. driven for 1 cy- 
cle, the data is held at the output by the MEMDRV 
command. The LBX releases the MD bus based on 
sampling the NOPM command at the end of the 
sixth clock. 


NOPM 
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3.3.4 PIG[3:0] COMMAND, DRVPCI, AND PPOUT 
TIMING 


Figure 7 illustrates the timing of the PIG[3:0] com- 
mands, the DRVPCI signal, and the PPOUT[1:0] sig- 
nal relative to the PC! AD[31:0] lines. 


The Drive commands in Figure 7 are any of the fol- 
lowing: 

SPMRH SPMRL SPMRN 

DCPWA DCPWD . DCPWL 

SCPA 


The Latch commands in Figure 7 are any of the fol- 
lowing: 
PPMWA PPMWD LPMA 


The following commands do not fit in either catego- 
ry, although they function like Latch type commands 
with respect to the PPOUT[1:0] signals. They are 
described in Section 3.3.5. 


LCPRF LCPRA 


LCPRB 


HIG(4:0] | {Drive } | = NoPC, Latch J Drive jo! | 
! ' ' 


DRVPCI | | 


82433LX/82433NX 


The DRVPCI signal is driven synchronous to the PCI 
bus, enabling the LBXs to initiate driving the PCI 
AD[31:0] lines one clock after DRVPCI is asserted. 
As shown in Figure 7, if DRVPCI is asserted in cycle 
N, the PC! AD[31:0] lines are driven in cycle N+ 1. 
The negation of the DRVPCI signal causes the LBXs 
to asynchronously release the PCI bus, enabling the 
LBXs to cease driving the PCI AD[31:0] lines in the 
same clock that DRVPCI is negated. As shown in 
Figure 7, if DRVPCI is negated in cycle N, the PCI 
AD[31:0] lines are released in cycle N. 


PCI address and data parity is available at the LBX 
interface on the PPOUT lines from the LBX. The par- 
ity for data flow from PCI to LBX is valid 1 clock 
cycle after data on the AD bus. The parity for data 
flow from LBX to PCI is valid in the same cycle as 
the data. When the AD[31:0] lines transition from 


input to output, there is no conflict on the parity lines — 


due to the dead cycle for bus turnaround. This is 
illustrated in the sixth and seventh clock of Figure 7. 


ppouTii:o] "_{____{ Prout) { Prout { Pant) { Puna) { Prout2) } 


AD[31:0] | _outt | | _int f__in2 | {_out2 | 
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Figure 7. PIG[3:0] Command Timing 


ADVANCE INFORMATION 


1-27 


82433LX/82433NX 


3.3.5 PIG[3:0]: READ PREFETCH BUFFER 
COMMAND TIMING 


The structure of the CPU-to-PCl read prefetch buffer | 


requires special considerations due to the partition 


of the PCMC and LBX. The PCMC interfaces only to | 


the PCI control signals, while the LBXs interface only 
to the data. Therefore, it is not possible to latch a 
Dword of data into the prefetch buffer after it is quali- 
fied by TRDY#. Instead, the data is repetitively 


latched into the same location until TRDY # is sam- . 


pled asserted. Only after TRDY # is sampled assert- 
ed is data valid in the buffer. A toggling mechanism 
is implemented to advance the write pointer to the 


next Dword after the current Dword has been quali- _ 


fied by TRDY#. 


Other considerations of the partition are taken into 
account on the host side as well. When reading from 
the buffer, the command to drive the data onto the 
host bus is sent before it is known that the entry is 
valid. This method avoids the wait-state that would 
be introduced by waiting for an entry’s TRDY # to be 


asserted before sending the command to drive the | 


entry onto the host bus.. The FIFO structure of the 
buffer also necessitates a toggling scheme to ad- 
vance to the next buffer entry after the current entry 


has been successfully driven. Also, this method 


gives the LBX the ability to drive the same Dword 
twice, enabling reads of less than a Dword to be 
serviced by the buffer; reads of individual bytes of a 
Dword would read the same Dword 4 times. 
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The HIG[4:0] and PIG[3:0] lines are defined to en- 


_ able the features described previously. The LCPRF 


PIG[3:0] command latches the first PCI read Dword 
into the first location in the CPU-to-PCl read prefetch 
buffer. This command is driven until TRDY # is sam- 
pled asserted. The valid Dword would then be in the 


- first location of the buffer. The cycle after TRDY # is 


sampled asserted, the PCMC drives the LCPRA 
command on the PIG[3:0] lines. This action latches 


_ the value on the PCI AD[31:0] lines into the next 


Dword location in the buffer. Again, the LCPRA com- 
mand is driven until TRDY# is sampled asserted. 
Each cycle the LCPRA command is driven, data is 
latched into the same location in the buffer. When 
TRDY # is sampled asserted, the PCMC drives the 
LCPRB command on the PIG[3:0] lines. This latches 
the value on the AD[31:0] lines into the next location 
in the buffer, the one after the location that the previ- 
ous LCPRA command latched data into. After — 
TRDY # has been sampled asserted again, the com- 
mand switches back to LCPRA. In this way, the 
same location in the buffer can be filled repeatedly 
until valid, and when it is known that the location is - 
valid, the next location can be filled. 


The commands for the HIG[4:0], CPRF, CPRA, and 
CPRB, work exactly the same way. If the same com- 
mand is driven, the same data is driven. Driving an — 
appropriately different command results in the next. 
data being driven. Figure 8 illustrates the usage of 


- these commands. 
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D[63:0] 


HIG[4:0] 
FRAME# 
AD([31:0] 
PIG[3:0] 
PPOUT(1:0] 
IRDY# 


TRDY# 
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BRDY# | | | OBR AD: | | | | | | | | | | | | | | nore 


Li kis CPRF: st }_WNOPC | KCPRA} 1 NOPC: XCPRAX 1}: | 
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Figure 8. PIG([3:0] CPU-to-PCi Read Prefetch Buffer Commands 


Figure 8 shows an example of how the PIG com- 
mands function on the PCI side. The LCPRF com- 
mand is driven on the PIG[3:0] lines until TRDY # is 
sampled asserted at the end of the fifth PCI clock. 
The LCPRA command is then driven until TRDY # is 
again sampled asserted at the end of the seventh 
PCI clock. TRDY# is sampled asserted again so 
LCPRB is driven only once. Finally, LCPRA is driven 
again until the last TRDY # is asserted at the end of 
the tenth PCI clock. In this way, 4 Dwords are 
latched in the read CPU-to-PCl prefetch buffer. 


Figure 8 also shows an example of how the HIG 
commands function on the host side of the LBX. 
Two clocks after sampling the CPRF command, the 
LBX drives the host data bus. The data takes two 
cycles to become stable. The first data driven in this 
case is invalid, since the data has not arrived on PCI. 
The data driven on the host bus changes in the sev- 
enth host clock, since the LCPRF command has 
been driven on the PIG[3:0] lines the previous cycle, 
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latching a new value into the first location of the read 

prefetch buffer. At this point the data is not the cor- 
rect value, since TRDY # has not yet been asserted 
on PCI. The LCPRF command is driven again in the 
fifth PCI clock while TRDY # is sampled asserted at 
the end of this clock. The requested data for the 
read is then latched into the first location of the read 
prefetch buffer and driven onto the host data bus, 
becoming valid at the end of CPU clock 12. The 
BRDY# signal can therefore be driven asserted in 
this clock. The following read transaction (issued in 
CPU clock 15) requests the next Dword, and so the 
CPRA command is driven on the HIG[4:0] lines, ad- 
vancing to read the next location in the read pre- 
fetch buffer. As the correct data is already there, the 
command is driven only once for this transaction. 
The next read transaction requests data in the same 
Dword as the previous. Therefore, the CPRA com- 
mand is driven again, the buffer is not advanced, 
and the same Dword is driven onto the host bus. 
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3.3.6 PIG[3:0]: END-OF-LINE 
WARNING SIGNALS: EOL 


When posting PCI master writes, the PCMC must be 


informed when the line boundary is about to be over- — 
run, as it has no way of determining this itself (recall 


that the PCMC does not receive any address bits 
from PCl). The low order LBX determines this, as it 
contains the low order bits of the PCI master write 
~ address and also tracks how many Dwords of write 
data have been posted. Therefore, the low order 
LBX component sends the ‘“‘end-of-line’”’ warning to 


the PCMC. This is.accomplished with the EOL signal — 


driven from the low order LBX to the PCMC. Eiguie 9 
illustrates the timing of this signal. 


1. The FRAME # signal is sampled asserted in the 
_ first cycle. The LPMA command is driven on the 
PIG[3:0] signals to hold the address while it is 
being decoded (e.g. in the MEMCS# decode cir- 
cuit of the 82378 SIO). The first data (DO) remains 
on the bus until TRDY# is asserted in response 
to MEMCS # being sampled asserted in the third 
~ Clock. 


2. The PPMWA command is driven in response to 
sampling MEMCS # asserted. TRDY # is asserted 
in this cycle indicating that DO has been latched at 
the end of the fourth clock. The action of the 

_ PPMWA command is to transfer the PCI address 


PCLK 


~ AD[31:0] 
‘FRAME# 
_ MEMCS# 


DEVSEL# 


- PIG[3:0] 
STOP# 


_ EOL 


a . 

I ntel ° 
captured in the PCI AD latch at the end of the first 
clock to the posting buffer, and open the PCI AD 
latch in order to capture the data. This data will be 


posted to the write buffer in the following cycle by 
the PPMWD command. | 


. The EOL signal is first negated when the LPMA 


command is driven on the PIG[3:0] signals. How- 
ever, if the first data Dword accepted is also the 
last that should be accepted, the EOL signal will 
be asserted in the third clock. This is the “end-of- 
line” indication. In this case, the EOL signal is as- 
serted as soon as the LPMA command has been 
latched. The action by the PCMC in response is to 


negate TRDY# and assert STOP# in the fifth 


Clock. Note that the EOL signal is asserted even 
before the MEMCS# signal is sampled asserted 


_ in this case. The EOL signal will remain asserted 


until the next time the LPMA command is driven. 


. If the second Dword is the last that should be 


accepted, the EOL signal will be asserted in the 
fifth clock to negate TRDY# and assert STOP # 
on the following clock. The EOL signal is asserted 
in response to the PPMWA command being sam- 
pled, and relies on the knowledge that TRDY # for 
the first Dword of data will be sampled asserted 
by the master in the same cycle (at the end of the 
fourth clock). Therefore, to prevent a third asser- 
tion of TRDY # in the sixth clock, the EOL signal. 


~ must be asserted in the fifth ek: 
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Figure 9. EOL Signal Timing for PCI Master Writes 
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A similar sequence is defined for PC] master reads. 
While it is possible to know when to stop driving read 
data due to the fact that the read address is latched 
into the PCMC before any read data is driven on PCI, 
the use of the EOL signal for PCI master reads sim- 
plifies the logic internal to the PCMC. Figure 10 illus- 


trates the timing of EOL with respect to the PIG[3:0] 
commands to drive out PCI read data. 


Note that unlike the PCI master write sequence, the 


STOP # signal is asserted with the last data transfer, 
not after. 


PCLK 


AD[31:0] 


FRAME# 


MEMCS# 


DEVSEL# 


TRDY# 


82433LX/82433NX 


1. The LPMA command sampled at the end of the 
second clock causes the EOL signal to assert if 
there is only one Dword left in the line, otherwise 
it will be negated. The first TRDY# will also be 
the last, and the STOP# signal will be asserted 
with TRDY #. 


2. The SPMRH command causes the count of the 


number of Dwords left in the line to be decre- 
mented. If this count reaches one, the EOL signal 
is asserted. The next TRDY # will be the last, and 
STOP # is asserted with TRDY#. 


PIG[3:0] SCPA, _} LPMA(1) }_ SCPA } SPMRH \ SPMRN } NOP {| 


STO P# t t ( ' 


EOL 
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Figure 10. EOL Signal Timing for PCI Master Reads 


' (2) t u t 


(2) 
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3.4 PLL Loop Filter Components 


As shown in Figure 11, loop filter components are 
required on the LBX components. A 4.7 KX. 5% re- 
sistor is typically connected between pins LP1 and 
LP2. Pin LP2 has a path to the PLLAGND pin 
through a 1009. 5% series resistor and a 0.01 uF 
10% series capacitor. The ground side of capacitor 
Ci and the PLLVSS pin should connect to the 
ground plane at a common point. All PLL loop filter 
traces should be kept to minimal length and should 
_ be wider than signal traces. Inductor L1 is connect- 
ed to the 5V power supply on both the 82433LX and 
82433NX. | 


Some circuit boards may require filtering the power 
circuit to the LBX PLL. The circuit shown in Figure 
11 will typically enable the LBX PLL to have higher. 
noise immunity than without. Pin PLLVDD is con- 
nected to the 5V Vcc through a 100 5% resistor. 


- The PLLVDD and PLLVSS pins are bypassed with a_ 


0.01 uF 10% series capacitor. 


PLLAGND 


PLLVDD 


PLLVSS 


| ct | ootpF | o01pF | 0.01 pF 


[sae [ear [nm 


0.47 uF 
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Figure 11. Loop Filter Circuit 
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3.5 PCI Clock Considerations 


There is a 1.25 ns clock skew specification between 
the PCMC and the LBX that must be adhered to for 
proper operation of the PCMC/LBX timing. As 
shown in Figure 12, the PCMC drives PCLKOUT to 
an external clock driver which supplies copies of 
PCLK to PCI devices, the LBXs, and back to the 
PCMC. The skew specification is defined as the dif- 


PCMC 


CLOCK 
DRIVER 


PCLKOUT 


PCLKIN 


82433LX/82433NX 


ference in timing between the signal that appears at 
the PCMC PCLKIN input pin and the signal that.ap- 
pears at the LBX PCLK input pin. For both the low 
order LBX and the high order LBX, the PCLK rising 
and falling edges must not be more than 1.25 ns 
apart from the rising and falling edge of the PCMC 
PCLKIN signal. 
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Figure 12. Clock Considerations 


: ADVANCE INFORMATION 


1-33 


82433LX/82433NX , . . | intel. 


Maximum Power Dissipation: ......1.4W (82433LX) 


4.0 ELECTRICAL CHARACTERISTICS 


| 4.1 Absolute Maximum Ratings 


Table 4 lists stress ratings only. Functional operation 
at these maximums is not guaranteed. Functional 
operation conditions are given in Sections 4.2 
and 4.3. 


_ Extended exposure to the Absolute Maximum Rat- NOTICE: This data sheet contains information on 

_ ings may affect device reliability. products in the sampling and initial production phases 

, of development. The specifications are subject to 

Case Temperature under Bias ....... 0°C to + 85°C change without notice. Verify with your local Intel 

: ; : e Sales office that you have the latest data sheet be- 

Storage Temperature .......... — 40°C to + 125°C . fore finalizing a design. 

Voltage on Any Pin * WARNING: Stressing the device beyond the “Absolute 
with Respect to Ground eeeewe —0.3 to Voc a 0.3V _ Maximum Ratings” may cause permanent damage. 
Supply Voltage . | These are stress ratings only. Operation beyond the 
with Respect to Vgg ............ —0.3 to +7.0V “Operating Conditions” is not recommended and ex- 


tended exposure beyond the “Operating Conainana’s 
may affect device reliability. 


4. 2 Thermal Characteristics 


The LBX is designed for operation at case temperatures between 0°C and 85°C. The thermal resistances of 
the package are given in the following tables. 
Table 4. Thermal Resistance 


| Air Flow Rate (Linear Feet per Minute) : | 
0a (°C/Wat) 
jc CC/Watt) 


134 ADVANGE cali) 


ntl ® | 82433LX/82433NX 


i|eti PCI Interface Signals 
4.3 DC Characteristics : AD[15:0](t/s), TRDY # (in), PIG[3:0] (in), DRVPCI(in), 
Host Interface Signals  __ EOL(t/s), PPOUT(t/s) ? | 


A[15:0](t/s), D[31:0](t/s), HIG[4:0] (in), HP[3:0](t/s) 
Reset and Clock Signals 


Main Memory (DRAM) Interface Signals HCLK(in), PCLK(in), RESET(in), LP1(out), LP2(in), 
MD[31:0](t/s), MP[3:0](t/s), MIG[2:0] (in), MDLE(in) TEST(in) 


4.3.1 82433LX LBX DC CHARACTERISTICS 
Functional Operating Range: Vcc = 4.75 V to 5.25V; Tcase = 0°C to + 85°C 


Symbor | Parameter Min | Typical | max | Unit | Notes 
Tvur | tnputtowvotage | -os || os |v [1 


< 


Input High Voltage 


3 
> 


3 


33 
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Functional Operating Range: Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C (Continued) 


NOTES: 

1. Vi_q and Viy1 apply to the following signals: AD[15:0], A[15:0], D[31:0], HP[3:0], MD[31:0], MP[3:0], TRDY #, RESET, 
HCLK, PCLK 

2. Vito and Vivo apply to the following signals: HIG[4:0], PIG[3:0], MIG[2:0], MDLE, DRVPCI 

3. Voi1 and Von: apply to the following signals: AD[15:0], A[15:0], D[31:0], HP[3:0], MD[31:0], MP[3:0] 

4. Vot2 and Vox2 apply to the following signals: PPOUT, EOL 

5. loti and lox1 apply to the following signals: PPOUT, EOL 

6 

7 


. log and Ique apply to the following signals: AD[15:0] . 
. lotg and Iou3 apply to the following signals: A[15:0], D[31:0], HP[3:0], MD[31:0], MP[3:0] 
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4.4 82433LX AC Characteristics 


- The AC specifications given in this section consist of 
propagation delays, valid delays, input setup require- 
ments; input hold requirements, output float delays, 


output enable delays, clock high and low times and | 


clock period specifications. Figure 13 through Figure 
21 define these specifications. Sections 4.3.1 
through 4.3.3 list the AC Specifications. . 


Intel. 


In Figure 13 through Figure 21 VT = 1.5V for the fol- 


lowing signals: MD[31:0], MP[3:0], D[31:0], 
HP[3:0], A[15:0], AD[15:0], TRDY #, HCLK, PCLK, - 
RESET, TEST. | _ 


VT = 2.5V for the following signals: HiG[4:0], 
PIG[3:0], MIG[2:0], MDLE, DRVPCI, PPOUT, EOL. 


4.4.1 HOST AND PCI CLOCK TIMING, 66 MHZ (82433LX) | | 
Functional Operating Range: Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C 


[Symbol | ‘Parameter 
HCLK Period | 


: 
: 

3 

Tze OK Prod 
. 
ne 
a : 
se 


PCLK High Time 


NOTE: 
' 1. Measured on rising edge of adjacent clocks at 1.5 Volts. 
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4 
HCLK High Time 5 

1 

1 


HCLK Fall Time Ee ceased 


5. 
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4.4.2 COMMAND TIMING, 66 MHZ (82433LX) 
Functional Operating Range: Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C 


4 


5 
5 


4 


ADVANCE INFORMATION 1-39 


82433LX/82433NX | | intel ‘ 


4.4.3 ADDRESS, DATA, TRDY#, EOL, TEST, TSCON AND PARITY. TIMING, 66 MHz (82433LX) 

| Functional Operating Range: Vcc = 4.9V to 5.25V; Tcase = OC to +70°C | 

[Figure | Notes 
14. 


Parameter 
AD[15:0] Output Enable Delay from PCLK Rising 


| Symbol 
- {20a 
| t20b AD[15:0] Valid Delay from PCLK Rising 
t20c AD[15:0] Setup Time to PCLK Rising 
20d | AD[15:0] Hold Time from PCLK Rising 
| t20e AD[15:0] Float Delay from DRVPCI Falling 
21a TRDY # Setup Time to PCLK Rising 
| 21b | TRDY# Hold Time from PCLK Rising 
122a DI31 0], HP[3:0] Output Enable Delay from HCLK Rising 
t22b D[31:0], HP[3:0] Float Delay from HCLK Rising 
t22c D[31:0], HP[3:0] Float Delay from MDLE Rising 
122d D[31:0], HP[3:0] Valid Delay from HCLK Rising 
t22e - | D[31:0], HP[3:0] Setup Time to HCLK Rising 
t22f D[31:0], HP[3:0] Hold Time from HCLK Rising 
123 HA[15:0] Output Enable Delay from HCLK Rising 
t23b HA[15:0] Float Delay from HCLK Rising 
t23c HA[15:0] Valid Delay from HCLK Rising 
t23cc HA[15:0] Valid Delay from HCLK Rising 
t23d HA[15:0] Setup Time to HCLK Rising 
t23e | HA[15:0] Setup Time to HCLK Rising | 
t23f HA[15:0] Hold Time from HCLK Rising 
t24a MD[31:0], MP[3:0] Valid Delay from HCLK Rising 
124) _—'|-_ MDI31:0], MP[3:0] Setup Time to HCLK Rising 
124c MD[31:0], MP[3:0] Hold Time from HCLK Rising 
125 EOL, PPOUT Valid Delay from PCLK Rising 
t26a_ - All Outputs Float Delay from TSCON Falling 


t26b | All Outputs Enable Delay from TSCON Rising 


wh, — 
NI od = 


—> | SN 


—~ |} oO 
o;o 


N};oO |S Or as o ad ho N ]% N ]M]% 
wolpRlo wila]o. . ron) ak . 


ASN 


N |] OD oa; oa or] O17, oO PLOT NIL OAL ATR LDIDOINIALTat asl asta 


NOTES: 

1. Min: 0 pF, Max: 50 pF 

2.0 pF 

3. When NOPC command sampled on previous rising HCLK on HIG[4:0] 
4. CPU to PCI Transfers a 
5. When ADCPY command is sampled on HIG[4:0] 

. 50 pF 

7. When DACPYL or DACPYH commands are sampled on HIG[4:0] 

8. Inquire cycle 


o» 
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4.4.4 HOST AND PCI CLOCK TIMING, 60 MHz (82433LX) 
Functional Operating Range: Vcc = 4.75V to 5.25V; Tcase = 2°C to + 85°C 


| Symbol — | Parameter | Max Max / | Figure | Figure | | Notes | 
HOLK Period Ca 
HCLKHighTime 
HOLKRiseTime ff 19 
te |_HCLK Fall Time res ee Eee ee 
18 


ae 
eal 
a 
ee 
ed 


tif HCLK Period Stability 1 
PCLK Period pe 
PCLKHighTime 
PCLK Low Time a 
PCLK Rise Time _ | 
_ PCLK Fall Time 
PCLK to PCMC PCLKIN: Input to Input Skew 


NOTES: 
1. Measured on rising edge of adjacent clocks at 1.5 Voits 


4.4.5 COMMAND TIMING, 60 MHZ (82433LX) 


Parameter 
4:0] Setup Time to HCLK Rising 


DRVPCI Setup Time to PCLK Rising 
DRVPCI Hold Time from PCLK Rising 
RESET Hold Time from HCLK Rising 


PIG[3:0] Hold Time from PCLK Rising 


ADVANCE INFORMATION 1-41 


82433LX/82433NX | | ntel ® 


4.4.6 ADDRESS, DATA, TRDY#, EOL, TEST, TSCON AND PARITY TIMING, 60 MHz (82433LX) 
Functional Operating Range: Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C 


Symbol |__ Parameter, =| (Min | Max | Figure | Notes | 
t20a | ADI[15:0] Output Enable Delay from PCLK Rising | | 
t20b _|_ADI15:0] Valid Delay from PCLK Rising 11 | 


t20c AD[15:0] Setup Time to PCLK Rising 
t20d AD[15:0] Hold Time from PCLK Rising 


ae —_ 
Ol N 


4 
5 


Se 


as 


7 
15.5 


— 
>) 


seo 
~“J 


— | oe | we 
N | Or] O1 


11.0 


6 
5 
5 
6 
6 
7 4 


ro 


23d HA[15:0] Setup Time to HCLK Rising 


t23e HA[15:0] Setup Time to HCLK Rising Ee aa | 
123f HA[15:0] Hold Time from HCLK Rising re a 
; i isi 2.3 


= 
or 
NO 
— 
oO) 


—_hk 
© 
oo}; o 


— | oe | oo nh 
o;,oatn :~ 


oi 


’ 


4 


— | 
oro 


7 
4 
1 
1 2 


25. | EOL, PPOUT Valid Delay from PCLK Rising 
t26a All Outputs Float Delay from TSCON Falling fo =| 30 | 


30. 


—_- | — 
NO] 


t26b All Outputs Enable Delay from TSCON Rising 


NOTES: 
1. Min: 0 pF, Max: 50 pF 

2. 0 pF 

3. When NOPC command sampled on previous rising HCLK on HIG[4:0] 
4. CPU to PCI Transfers 

5. When ADCPY command is sampled on HIG[4:0] 

6. 50 pF 

7. When DACPYL or DACPYH commands are sampled on HIG[4:0] 

8. Inquire cycle 
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4.4.7 TEST TIMING (82433LX) 
Functional Operating Range: Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C 


All Test Signals Setup Time to In PLL Bypass 
HCLK/PCLK Rising Mode 
All Test Signals Hold Time to In PLL Bypass 
HCLK/PCLK Rising Mode 


Test Hold Time to HCLK/PCLK Rising fet 


PPOUT Valid Delay from PCLK Rising In PLL Bypass 
Mode 


t30 
131 
132 Test Setup Time to HCLK/PCLK Rising Ea eel 
133 
134 
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4.5.5 TIMING DIAGRAMS 


Input . wt | 
Propagation Delay 


Output : mK 


290478-14 
Figure 13. Propagation Delay 
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Figure 14. Valid Delay from Rising Clock Edge 
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Figure 15. Setup and Hold Times 
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Figure 16. Float Delay 
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Figure 17. Output Enable Delay 
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Figure 18. Clock High and Low Times and Period 
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Figure 19. Clock Rise and Fall Times 
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Figure 20. Pulse Width 
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Figure 21. Output to Output Delay 
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5.0 PINOUT AND PACKAGE INFORMATION 


5.1 Pin Assignment 
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Figure 22. 82433LX and 82433NX Pin Assignment 
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Table 5. 82433LX and 82433NX Te Pin Assignment 
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Table 5. 82433LX and 82433NX Numerical Pin Assignment (Continued) 
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Table 6. 82433LX and 82433NX Alphabetical Pin Assignment List 
[PinName | Pin# | Type 


— 
© 


MN 
ak 


: ADVANGE INFORMATION ) 1-51 


intel. 


Table 6. 824331.X and 82433NX Alphabetical Pin Assignment List (Continued) 
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Pin Name 
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Pin # 

74 
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102 
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MD10 
MD11 
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| MD26 
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| Mp20 
| MD30 
MD31 
MDLE 
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5.2 Package Information 
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Figure 23. 82433LX and 82433NX 160-Pin QFP Package 


Table 7. 160-Pin QFP Package Values 


Min Value Max Value 
(mm) ee 
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6.0 TESTABILITY 


The TSCON pin may be used to help test circuits 
surrounding the LBX. During normal operations, the 
TSCON pin must be tied to VCC or connected to 
VCC through a pull-up resistor. All LBX outputs are 
tri-stated when the TSCON pin is held low or 
grounded. 


6.1 NAND Tree 


A NAND tree is provided in the LBX for Automated 
Test Equipment (ATE) board level testing. The 


NAND tree allows the tester to set the connectivity 


of each of the LBX signal pins. 


The following steps must be taken to put the LBX 
into PLL bypass mode and enable the NAND tree. 
First, to enable PLL bypass mode, drive RESET in- 
active, TEST active, and the. DCPWA command 
(0100) on the PIG[3:0] lines. Then drive PCLK from 
low to high. DRVPCI must be held low on all rising 
edges of PCLK during testing in order to ensure that 
the LBX does not drive the AD[15:0] lines. The host 
and memory buses are. tri-statied by driving NOPM 


Table 8. Test Vectors to put LBX Into PLL Bypass and Enable NAND Tree Testing 


(000) and NOPC (00000) on the MIG[2:0] and 
HIG[4:0] lines and driving two rising edges on 


_ HCLK. A rising edge on PCLK with RESET high will 


cause the LBXs to exit PLL bypass mode. TEST 


‘must remain high throughout the use of the NAND 


tree. The combination of TEST and DRVPCI high 
with a rising edge of PCLK must be avoided. TSCON 
must be driven high throughout testing since driving 
it low would tri-state the output of the NAND tree. A 
10 ns hold time is required on all inputs sampled by | 
PCLK or HCLK when in PLL bypass mode. | 


6.1.1 TEST VECTOR TABLE 
The following test vectors can be applied to the 


82433LX and 82433NX to put it into PLL bypass 
mode and to enable NAND tree testing. 


' 6.1.2 NAND TREE TABLE 


Table 9 shows the sequence of the NAND tree in 

the 82433LX and 82433NX. Non-inverting inputs are 
driven directly into the input of a NAND gate in the 
tree. Inverting inputs are driven into an inverter be- 
fore going into the NAND tree. The output of the 
NAND tree is driven on the PPOUT pin. . 
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- ‘Table 9. NAND Tree Sequence 


Non- 
inverting 
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iD LO o!lo| 6] © co MINT RIN IRI NENT NIN 


3/5 5|5/S|S S 51S 
a SY FS OQ ks | ee a | eke =|= 
Qa ~rpstisti si sti ris wh wo; wm] wo} wo Oo; oOo; © © | Mm 


inverting 


T/Njpr[ sr © oO}; a lol] alo|+}a ° 
QO Oo a ‘al A a < 
4 
= 
rlrle le |e [| el ei erie 
—| nu] oo] s+] wo m]olo}lefefefle}| ef efe|e{ rte a} A] a} ala] a 
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Table 9. NAND Tree Sequence (Continued) 
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82434LX/82434NX PCI, CACHE AND MEMORY 


CONTROLLER (PCMC) 
| Supports the Pentium™ Processor at m Integrated DRAM Controller | 
iCOMPT™ Index 510\60 MHz and iCOMP — Supports 2 MBytes to 192 MBytes of 
index 567\66 MHz Cacheable Main Memory for the 


82434LX 


— Supports DRAM Access Times of 
Supports Pipelined Addressing 70 ns and 60 ns | | 
Capability of the Pentium Processor — CPU Writes Posted to DRAM 4-1-1-1 


— Refresh Cycles Decoupled from ISA 
Refresh to Reduce the DRAM 
Access Latency 7 


High Performance CPU/PCI/Memory 
Interfaces via Posted Write and Read 


Prefetch Buffers — Refresh by RAS#-Only, or aire : 


m Fully Synchronous PCI interface with Before-RAS#, in Single or Burst 
Full Bus Master Capability of Four 
m= Supports the Pentium Processor m Host/PCli Bridge 
Internal Cache in Either Write-Through _ Translates CPU Cycles into PCI Bus 
or Write-Back Mode bai ccieanpiaeces sas 
; — Translates Back-to-Back Sequentia 
= Programmable Attribute Map of DOS CPU Memory Writes into PCI Burst 
and BIOS Regions for System Cycles 
Flexibility — Burst Mode Writes to PCI in Zero PCI 
m Integrated Low Skew Clock Driver for Wait-States (i.e. Data Transfer Every 
Distributing Host Clock Cycle) 
— Full Concurrency Between CPU-to- 
es pecone ever ven? Main Memory and PCIl-to-PCl 
— Integrated Cache Tag RAM Ud cette 5 
— Write-Through and Write-Back Cache — Full Concurrency Between CPU-to- 


Second Levei Cache and PCI-to-Main 
Memory Transactions 

— Same Cache and Memory System 
Logic Design for ISA and EISA 
Systems 


— Direct uacped Organization . 
— Supports Standard and Burst SRAMs — Cache Snoop Filter Ensures Data 


— 256-KByte and 512-KByte Sizes Consistency for PCI-to-Main Memory 
— Cache Hit Cycle of 3-1-1-1 on Reads Transactions 

and Writes Using Burst SRAMs m 208-Pin QFP Package 
— Cache Hit Cycle of 3-2-2-2 on Reads 

and 4-2-2-2 on Writes Using 

Standard SRAMs 


*Other brands and names are the property of their respective owners. 


December 1994 
Order Number: 290479-004 1-57 
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The 82434LX/82434NX PCI, Cache, Memory Controllers (PCMC) integrate the cache and main memory 
DRAM control functions and provide bus control for transfers between the CPU, cache, main memory, and the 
PCI Local Bus. The cache controller supports write-back (or write-through for 82434LX) cache policy and 
cache sizes of 256-KBytes and 512-KBytes. The cache memory can be implemented with either standard or 
burst SRAMs. The PCMC cache controller integrates a high-performance Tag RAM to reduce system cost. | 
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intel ® - 82434LX/82434NX 
A[31:3] C/BE[3:0]# 
BE[7:0]# FRAME# 
ADS# TRDY# 
D/C# IRDY# 
M/IO# STOP# 
W/R# Pcl PLOCK# 
BRDY# Interface MEMCS# 
PEN# DEVSEL# 
MEMREQ# | 
PCHK# Interface 
EADS# PAR 
HITM# PERR# 
BOFF# dal 
AHOLD a 
NA# 
KEN# FLSHREQ# 
INV MEMACK# 
CACHE# 
HLOCK# sumed 
SMIACT# t onEE 
INIT 
CCS[1:0}#, CADV[1:0]# HCLKOSC - 
ae ee HCLKIN 
COE[1:0]# HCLK[A:F] 
CWE[7:0]#, CBS[7:0]# ee PCLKIN 
CADS[1:0]#, CR/W[1:0]# OKCETeSe PCLKOUT 
CAA[6:3] PCIRST# 
CAB[6:3] TESTEN 
PPOUT[1:0] 
wie MIG[2:0] 
# 
RAS[7:0]# = DRAM LBX — A[2:0] 
CAS[7:0]# Interface Interface [~ HIG[4:0] 
ocd PIG[3:0] 
MA[11:0] a 
DRVPCI 
a MDLE 
EOL 
290479-1 


RAS[7:6] # and MA11 are only on the 82434NX. CCS[1:0] functionality is only on the 82434NX. 
Simplified Block Diagram of the PCMC 
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1.0 ARCHITECTURAL OVERVIEW 


This section provides an 82430LX/82430NX PClset 
system overview that includes a description of the 
bus hierarchy and bridges between the buses. The 
- 82430LX PClset consists of the 82434LX PCMC and 
82433LX LBX components plus either a PCI/ISA 
bridge or a PCI/EISA bridge. The 82430NX PClset 


- consists of the 82434NX PCMC and 82433NX LBX . 
~. components plus either a PCI/ISA bridge or a PCI/ 


EISA bridge. The PCMC and LBX provide the core 
cache and main memory architecture and serve as 
~ the Host/PCl bridge. An overview of the PCMC fol- 
lows the system overview section. — 


1.1 System Overview 


The 82430LX/82430NX PCliset provides the Host/ 
PCI bridge, cache and main memory controller, and 
an I/O subsystem core (either PCI/EISA or PCI/ISA 
bridge) for the next generation of high-performance 
personal computers based on the Pentium proces- 
sor. System designers can take advantage of the 
power of the PCI (Peripheral Component Intercon- 
nect) local bus while maintaining access to the large 
base of EISA and ISA expansion cards. Extensive 
buffering and buffer: management within the bridges 
ensures maximum efficiency in all three buses (Host 
CPU, PCI, and EISA/ISA Buses). 


For an ISA-based system, the PClset includes the | 


System |/O (82378IB SIO) component (Figure 1) as 
the PCI/ISA bridge. For an EISA-based system (Fig- 
ure 2), the PClset includes the PCI-EISA bridge 
(82375EB PCEB) and the EISA System Component 
(82374EB ESC). The PCEB and ESC work in tan- 
dem to form the complete PCI/EISA bridge. 


1.1.1. BUS HIERARCHY—CONCURRENT 
_ OPERATIONS 


Systems based on the 82430LX/82430NX PClset 
contain three levels of buses structured in the fol- 
lowing hierarchy: — 
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° ISA or EISA Bus as a secondary I/O bus. 


e Host Bus as the execution bus 


-@ PCI Bus as a primary I/O bus 


This bus hierarchy allows concurrency for simulta- 
neous operations on all three buses. Data buffering 


permits concurrency for operations that crossover 


into another bus. For example, the Pentium proces- 
sor could post data destined to the PCI in the LBX. 
This permits the Host transaction to complete in 
minimum time, freeing up the Host Bus for further 
transactions. The Pentium processor does not have 


_to wait for the transfer to complete to its final desti- 


nation. Meanwhile, any ongoing PCI Bus transac- 
tions are permitted to complete. The posted data is 


- then transferred to the PCI Bus when the PCI Bus is 


available. The LBX implements extensive buffering 
for Host-to-PCl, Host-to-main memory, and PCI-to- 
main memory transactions. In addition, the PCEB/ 


ESC chip set and the SIO implement extensive buff- 


ering for transfers between the PCI. Bus and the 


_EISA and ISA Buses, respectively. 


Host Bus 


- Designed to meet the needs of nigp-peHornance | 
computing, the Host Bus features: 


e 64-bit data path 
e 32-bit address bus with address sipekniig 
e Synchronous frequencies of 60 MHz and 66 MHz 


-@ Burst read and write transfers 


e Support for first level and second level caches 


e Capable of full concurrency with the PCI and 
memory subsystems 


e Byte data parity 


e Full support for Pentium processor machine 
check and DOS compatible parity reporting 


e Support for Pentium processor System Manage- 
ment Mode (SMM). 
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Figure 1. Block Diagram of a 82430LX/82430NX PCiset ISA System 


PCI Bus 


The PCI Bus is designed to address the growing in- 
dustry needs for a standardized /oca/ bus that is not 
directly dependent on the speed and the size of the 
processor bus. New generations of personal com- 
puter system software such as Windows™ and 
Win-NTT™ with sophisticated graphical interfaces, 
multi-tasking, and multi-threading bring new require- 
ments that traditional PC 1/O architectures cannot 
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satisfy. In addition to the higher bandwidth, reliability 
and robustness of the |/O subsystem are becoming 
increasingly important. PCl addresses these needs 
and provides a future upgrade path. PCI features in- 
clude: 


e Processor independent 
e Multiplexed, burst mode operation 
e Synchronous at frequencies up to 33 MHz 


® 120 MByte/sec usable throughput | 
(132 MByte/sec peak) for a 32-bit data path 
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Low-latency random access (60 ns write access 
latency to slave registers from a master parked 
on the bus) 


Capable of full concurrency with the processor/ 


- memory subsystem 
Full multi-master capability allowing any PCI mas- 


ter peer-to-peer access to any PCI slave 
Hidden (overlapped) central arbitration 


intel. 


Low pin count for cost effective component pack- 
aging (multiplexed address/data) _ 


Address and data parity 


Three physical address spaces: memory, I/O, 
and configuration 


Comprehensive support for autoconfiguration 
through a defined set of standard configuration 


functions. 
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Figure 2. Block Diagram of the 82430LX/82430NX PCiset EISA System 
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ISA Bus 


Figure 1 represents a system using the ISA Bus as | 


the second level |/O bus. It allows personal comput- 
er platforms built around the PCI as a primary |/O 
bus to leverage the large ISA product base. The ISA 
Bus has 24-bit addressing and a 16-bit data path. 


EISA Bus 


Figure 2 represents a system using the EISA Bus as 
the second level I/O bus. It allows personal comput- 
er platforms built around the PCI as a primary I/O 
bus to leverage the large EISA/ISA product base. 
Combinations of PCI and EISA buses, both of which 
can be used to provide expansion functions, will sat- 
isfy even the most demanding applications. 


Along with compatibility for 16-bit and 8-bit ISA hard- 
ware and software, the EISA bus provides the fol- 
lowing key features: 


e 32-bit addressing and 32-bit data path 
e 33 MByte/sec bus bandwidth 


¢ Multiple bus master support through efficient arbi- 
tration 


e Support for autoconfiguration. 


1.1.2 BUS BRIDGES 
Host/PCI Bridge Chip Set (PCMC and LBX) 


The PCMC and LBX enhance the system perform- 
ance by allowing for concurrency between the Host 
CPU Bus and PCI Bus, giving each greater bus 
throughput and decreased bus latency. The LBX 
contains posted write buffers for Host-to-PCl, Host- 
to-main memory, and PCl-to-main memory transfers. 
The LBX also contains read prefetch buffers for 
Host reads of PCi, and PCi reads of main memory. 
There are two LBXs per system. The LBXs are con- 
trolled by commands from the PCMC. The PCMC/ 
LBX Host/PCl bridge chip set is covered in more 
detail in Section 1.2, PCMC Overview. 


PCI-EISA Bridge Chip Set (PCEB and ESC) 


The PCEB provides the master/slave functions on 
both the PCI Bus and the EISA Bus. Functioning as 
a bridge between the PCI and EISA buses, the 
PCEB provides the address and data paths, bus 
controls, and bus protocol translation for PCl-to- 
EISA and EISA-to-PCl transfers. Extensive data buff- 
ering in both directions increase system perform- 
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‘ance by maximizing PCI and EISA Bus efficiency and 


allowing concurrency on the two buses. The PCEB’s 
buffer management mechanism ensures data coher- 
ency. The PCEB integrates central bus control func- 
tions including a programmable bus arbiter for the 
PCI Bus and EISA data swap buffers for the EISA 
Bus. Integrated system functions include PCI parity 


generation, system error reporting, and programma- 


ble PCI and EISA memory and |/O address space 
mapping and decoding. The PCEB also contains a 
BIOS Timer that can be used to implement timing 
loops. The PCEB is intended to be used with the 
ESC to provide an EISA I/O subsystem interface. 


The ESC integrates the common I/O functions 
found in today’s EISA-based PCs. The ESC incorpo- 
rates the logic for EISA Bus controller, enhanced 
seven channel DMA controller with scatter-gather 
support, EISA arbitration, 14 level interrupt control- 


ler, Advanced Programmable Interrupt Controller 
(APIC), five programmable timer/counters, non- 


maskable-interrupt (NMI) control, and power man- 
agement. The ESC also integrates support logic to 
decode peripheral devices (e.g., the flash BIOS, real 


_ time clock, keyboard/mouse controller, floppy con- 


troller, two serial ports, one parallel port, and IDE 
hard disk drive). 


PCI/ISA Bridge (SIO): 


The SIO component provides the bridge between 
the PCl Bus and the ISA Bus. The SIO also inte- 
grates many of the common I/O functions found in 
today’s ISA-based PCs. The SIO incorporates the 
logic for a PCI interface (master and slave), ISA in- 
terface (master and slave), enhanced seven channel 
DMA controller that supports fast DMA transfers and 
scatter-gather, data buffers to isolate the PCI Bus 
from the ISA Bus and to enhance performance, PCI 
and ISA arbitration, 14 level interrupt controller, a 
16-bit BIOS timer, three programmable timer/coun- 
ters, and non-maskable-interrupt (NMI) control logic. 
The SIO also provides decode for peripheral devices 
(e.g., the flash BIOS, real time clock, keyboard/ 
mouse controller, floppy controller, two serial ports, 
one parallel port, and IDE hard disk drive). 


1.2 PCMC Overview 


The PCMC (along with the LBX) provides three basic 
functions: a cache controller, a main memory DRAM 
controller, and a Host/PCl bridge. This section pro- 
vides an overview of these functions. Note that, in 
this document, operational descriptions assume that 
the PCMC and LBX components are used together. 
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1.2.1 CACHE OPERATIONS 


The PCMC provides the control for a second level 
cache memory array implemented with either stan- 
dard asynchronous SRAMs or synchronous burst 
SRAMs. The data memory array is external to the 
PCMC and located on the Host address/data bus. 
Since the Pentium processor contains an internal 
cache, there can be two separate caches in a Host 
subsystem. The cache inside the Pentium processor 
is referred to as the first level cache (also called 
primary cache). A detailed description of the first lev- 
el cache is beyond the scope of this document. The 
PCMC cache control circuitry and associated exter- 
nal memory array is referred to as the second level 
cache (also called secondary cache). The second 
level cache is unified, meaning that both CPU data 
- and instructions are stored in the cache. The 
82434LX PCMC supports both write-through and 
write-back caching policies and the 82434NX sup- 
ports write-back. | 


The optional second level.cache memory array can 
be either 256-KBytes or 512-KBytes in size. The 
cache is direct-mapped and is organized as either 
8K or 16K cache lines of 32 bytes per line. 


In addition to the cache data RAM, the second level 
cache contains a 4K set of cache tags that are inter- 
nal to the PCMC. Each tag contains an address that 
is associated with the corresponding data sector 
(2 lines for a 256 KByte cache and 4 lines for a 
512 KByte cache) and two status bits for each line in 
the sector. 


256 KByte Cache Size 


Sector 


LineO Line1 
Cache Cache Data 
Tags RAM 
(Internal — 256 KBytes 


(External 


intel. 


During a main memory read or write operation, the 
PCMC first searches the cache. If the addressed 
code or data is in the cache, the cycle is serviced by 
the cache. If the addressed code or data is not in the 
cache, the cycle is forwarded to main memory. 


For the write-through (82434LX only) and write-back 
(both 82434LX and 82434NX) policies, the cache 
operation is determined by the CPU read or write 
cycle as follows: 


Write Cycle 


If the caching policy is write-through and the write 

‘cycle hits in the cache, both the cache and main 
memory are updated. Upon a cache miss, only 
main memory is updated. The cache is not updat- 
ed (no write-allocate). 


lf the caching policy is write-back and the write 
cycle hits in the cache, only the cache is updated; | 
main memory is not affected. Upon a cache miss, 
only main memory is updated. The cache is not 
updated (no write-allocate). 


Read Cycle 


Upon a cache hit, the cache operation is the same 
for both write-through and write-back. In this‘case, 
data is transferred from the cache to the CPU. 
Main memory is not accessed. 


512 KByte Cache Size 


Sector 

LineO Line1 Line2 Line3 

Cache Data 
RAM 


Cache 
Tags 
(internal 512 KBytes 


(External 
SRAMs) 


2 OFS OS OO8 SF SESSSSOSSEHSCSOHOSSEBOBVSASGSOCSCS 
y 
OOO SOS OFF SS COS COSSHESSOHSOSBSCESCSCESCCE 
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Figure 3. Second Level Cache Organization 
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If the read cycle causes a cache miss, the line 
containing the requested data is transferred from 
main memory to the cache and to the CPU. In the 
case of a write-back cache, if the cache line fill is 
to a sector containing one or more modified lines, 
the modified lines are written back to main memory 
and the new line is brought into the cache. For a 
modified line write-back operation, the PCMC 
- transfers the modified cache lines to main memory 
via a write buffer in the LBX. Before writing the last 
modified line from the write buffer to main memory, 
the PCMC updates the first and second level 


caches with the new line, allowing the CPU access 


to the requested data with minimum latency. 


1.2.1.1 Cache Consistency 


The Snoop mechanism in the PCMC ensures data 
consistency between cache (both first level and sec- 
ond level) and main memory. The PCMC monitors 
PCI master accesses to main memory and when 


needed, initiates an inquire (snoop) cycle to the first 


and second level caches. The snoop mechanism 
guarantees that consistent data is always delivered 
to both the host CPU and PCI masters. 


1.2.2 ADDRESS/DATA PATHS 


Address paths between the CPU/cache and PCI 
and data paths between the CPU/cache, PCI, and 
main memory are supplied by two LBX components. 
The LBX is a companion component to the PCMC. 
Together, they form a Host/PClI bridge. The PCMC 
(via the PCMC/LBX interface signals), controls the 
address and data flow through the LBXs. Refer to 
the LBX data sheet for more details on the address 
and data paths. 


Data is transferred to and from the PCMC internal 
registers via the PCMC address lines. When the 
Host CPU performs a write operation, the data is 
sent to the LBXs. When the PCMC decodes the cy- 
cle as an access to one of its internal registers, it 
~ asserts AHOLD to the CPU and instructs the LBXs 
to copy the data onto the Host address lines. When 
the PCMC decodes a Host read as an access to a 
PCMC internal register, it asserts AHOLD to the 
CPU. The PCMC then places the register data on its 
address lines and instructs the LBX to copy the data 
on the Host address bus to the Host data bus. When 
the register data is on the Host data bus, the PCMC 
negates AHOLD and completes the cycle. 
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1.2.2.1 Read/Write Buffers 


The LBX provides an interface for the CPU address 
and data buses, PCI Address/Data bus, and the 
main memory DRAM data bus. There are three post- 
ed write buffers and one read-prefetch buffers imple- 
mented in the LBXs to increase performance and to 


‘maximize concurrency. The buffers are: 


e CPU-to-Main Memory Posted Write Buffer 
‘ (4 Qwords) 


° CPU-to-PCI Posted Write Buffer (4 Dwords) 


e PCl-to-Main Memory Posted Write Buffer (2 x 4 
Dwords) 


e PCl-to-Main Memory Read Prefetch Buffer (line 
buffer, 4 Qwords). 


Refer to the LBX data sheet for details on the opera- 
tion of these buffers. | 


1.2.3 HOST/PCI BRIDGE OPERATIONS 


The PCMC permits the Host CPU to access devices 
on the PCI Bus. These accesses can be to PCI I/O 
space, PCI memory space, or PCI configuration 
space. 


As a PCI device, the PCMC can be either a master 
initiating a PCl Bus operation or a target responding 
to a PCI Bus operation. The PCMC is a PCI Bus 
master for Host-to-PCl cycles and a target for PCI- 
to-main memory transfers. Note that the PCMC does 
not permit peripherals to be located on the Host 
Bus. CPU I/O cycles, other than to PCMC internal 
registers, are forwarded to the PCI Bus and PCI Bus 
accesses to the Host Bus are not supported. 


When the CPU initiates a bus cycle to a PCI device, 
the PCMC becomes a PCI Bus master and trans- 
lates the CPU cycle into the appropriate PCI Bus 
cycle. The Host/PCl Posted write buffer in the LBXs 
permits the CPU to complete CPU-to-PCl Dword 
memory writes in three CPU clocks (1 wait-state), 
even if the PCI Bus is currently busy. The posted 
data is written to the PCI device when the PCI Bus is 
available. 


When a PCI Bus master initiates a main memory ac- 
cess, the PCMC (and LBXs) become the target of 
the PCI Bus cycle and responds to the read/write 
access. During PCl-to-main memory accesses, the 
PCMC automatically performs cache snoop opera- 
tions on the Host Bus, when needed, to maintain 
data consistency. 
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As a PCI device, the PCMC contains all of the re- 
quired PCI configuration registers. The Host CPU 
reads and writes these registers as described in 
Section 3.0, Register Description. 


1.2.4 DRAM MEMORY OPERATIONS 


The PCMC contains a DRAM controller that sup- 
ports CPU and PCI master accesses to main memo- 
ry. The PCMC DRAM interface supplies the control 
signals and address lines and the LBXs supply the 


data path. DRAM parity is generated for main mem-. 


ory writes and checked for memory reads. 


For the 82434LX, the memory array is 64-bits wide 
and ranges in size from 2 MBytes—192 MBytes. The 
array can be implemented with either single-sided or 
double-sided SIMMs. DRAM SIMM sizes of 256K x 
36, 1M x 36, and 4M x 36 are, supported. 


To provide optimum support for the various cache 
configurations, and the resultant mix of bus cycles, 
the system designer can select between 0-active 
RAS# and 1-active RAS# modes. These modes af- 
fect the behavior of the RAS # signal following either 
CPU-to-main memory cycles or PCI-to-main memory 
cycles. . 


The PCMC also provides programmable memory 
and cacheability attributes on 14 memory segments 
of various sizes in the ISA compatibility range 
(512 KByte-—1 MByte address range). Access rights 
to these memory segments from the PCI Bus are 
controlled by the expansion bus bridge. 


The PCMC permits a gap to be created in main 
memory within the 1. MByte-—16 MBytes address 
range, accommodating ISA devices which are 
mapped into this range (e.g., ISA LAN card or an ISA 
frame buffer). 
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2.0 SIGNAL DESCRIPTIONS 


This section provides a detailed description of each 
signal. The signals are arranged in functional groups 
according to their associated interface. The states of 
all of the signals during hard reset are provided in 
Section 8.0, System Clocking and Reset. 


The “#” symbol at the end of-a signal name indi- 
cates that the active, or asserted state occurs when 
the signal is at a low voltage level. When “#” is not 


: present after the signal name, the signal is asserted 


when at the high voltage level. 


The terms assertion and negation are used exten- 
sively. This is done to avoid confusion when working 
with a mixture of “active-low’ and “active-high”’ sig- 
nals. The term assert, or assertion indicates that a 
signal is active, independent of whether that level is 
represented by a high or low voltage. The term ne- 
gate, or negation indicates that a signal is inactive. 


The following notations are used to describe the sig- 
nal type. | 
in _ Input is a standard input-only signal 


out Totem pole output is a standard active driver 


o/d Open drain : 


t/s_ Tri-State is a bi-directional, tri-state input/out- 
put pin 


's/t/s Sustained tri-state is an active low tri-state sig- 


nal owned and driven by one and only one 
agent at a time. The agent that drives a s/t/s 
pin low must drive it high for at least one clock 
before letting it float. A new agent can not 
start driving a s/t/s signal any sooner than 
one clock after the previous owner tri-states it. 
An external pull-up is required to sustain the 
inactive state until another agent drives it and 
must be provided by the central resource. © 
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2.1 Host Interface 


ee is 


ADDRESS BUS: A[31:0] are the saaress lines of the Host Bus. A[31:3] are connected to 
the CPU A[31:3] lines and to the LBXs. A[2:0] are only connected to the LBXs. Along with 
the byte enable signals, the A[31:3] lines define the physical area of memory or |/O being 
accessed. During CPU cycles, the A[31:3] lines are inputs to the PCMC. They are used for 
address decoding and second level cache tag lookup sequences. Also during CPU cycles, 
A[2:0] are outputs and are generated from BE[7:0] #. A[27:24] provide hardware 
strapping options for test features. For more details on theses options, refer to Section 
11.0 Testability. 


During inquire cycles, A[31:5] are inputs from the LBXs to the CPU and the PCMC to 
snoop the first and the second level cache tags, respectively. In response to a Flush or 
Fiush Acknowledge Special Cycle, the PCMC asserts AHOLD and drives the addresses of 
the second level cache lines to be written back to main memory on A[18:7]. 


During CPU to PCI configuration cycles, the PCMC drives A[31:0] with the PCI 
configuration space address that is internally derived from the CPU physical I/O address. 
All PCMC internal configuration registers are accessed via A[31:0]. During CPU reads 
from PCMC internal configuration registers, the PCMC asserts AHOLD and drives the | 
contents of the addressed register on A[31:0]. The PCMC then signals the LBXs to copy 
this value from the address lines onto the host data lines. During writes to PCMC internal 
configuration registers, the PCMC asserts AHOLD and signals the LBXs to copy the write 
data onto the A[31:0] lines. 


Finally, when in deturbo mode, the PCMC periodically asserts AHOLD and then drives 
A[31:0] to valid logic levels to keep these lines from floating for an extended period of 
time. 


A[31:28] provide hardware strapping options at powerup. For more details on strapping 
options, refer to Section 8.0, System Clocking and Reset. A[27:24] provide hardware 
strapping options for test features. For more details on these options, refer to Section 
11.0 Testability. 
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BE[7:0] # BYTE ENABLES: The byte enables indicate which byte lanes on the CPU data bus 
J carry valid data.during the current bus cycle. In the case of cacheable reads, all 8 bytes — 
of data are driven to the Pentium processor, regardless of the state of the byte enables. 
The byte enable signals indicate the type of special cycle when M/IO# = D/C # =0 and 
W/R # = 1. During special cycles, only one byte enable is asserted by the CPU. The 
following table depicts the special cycle types and their byte enable encodings: 


Special Cycle Type §_ Asserted Byte Enable 


~ Shutdown BEO# 
Flush » | BE1# 
Halt/Stop Grant BE2# 
Write Back | BE3# 


Flush Acknowledge BE4# 
Branch Trace Message BE5# 


When the PCMC decodes a Shutdown Special Cycle, it asserts AHOLD, drives 
000...000 (the PC! Shutdown Special Cycle Encoding) on the A[31:0] lines and signals 
the LBXs to latch the host address bus. The PCMC then drives a Special Cycle on PCI, 
signaling the LBXs to drive the latched address (00...00) on the AD[31:0] lines during 
the data phase. The PCMC then asserts INIT for 16 HCLKs. 


In response to Flush and Flush Acknowledge Special Cycles, the PCMC intemally_ 
inspects the Valid and Modified bits for each of the Second Level Cache Sectors. Ifa 
line is both valid and modified, the PCMC drives the cache address of the line on the 

| A[18:7] and CAA/CAB[6:3] lines and writes the line back to main memory. The valid 
and modified bits are both reset to 0. All valid and unmodified lines are Imply marked 
‘invalid. 


In response to a write back special cycle, the PCMC simply returns BRDY # to the CPU. 
The second level cache will be written back to main memory in response to the 
following flush special cycle. 


In response to a a halt pnecle ne the PCMC asserts AHOLD, drives 000...001 (the PCI 
halt special cycle encoding) on the A[31:0] lines, and signals the LBXs to latch the host 
address bus. The PCMC then drives a special cycle on PCI, signaling the LBXs to drive 
the latched address (00...01) on the AD[31:0] lines during the data phase. 


ADDRESS STROBE: The Pentium processor asserts ADS # to indicate that a new bus 
cycle is beginning. ADS # is driven active in the same clock as the address, byte enable, 
and cycle definition signals. The PCMC ignores a floating low ADS# that may occur 
when BOFF # is asserted as the CPU is asserting ADS #. 


ADS # in 
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BURST READY: BRDY# indicates that the system has responded in one of three ways: 


1. valid data has been placed on the Pentium processor data pins in response to a read, 
2. CPU write data has been accepted by the system, or 
3. the system has responded to a special cycle. 


NEXT ADDRESS: The PCMC asserts NA# for one clock when the memory system is 
ready to accept a new address from the CPU, even if all data transfers for the current 
cycle have not completed. The CPU may drive out a pending cycle two clocks after NA# 
is asserted and has the ability to support up to two outstanding bus cycles. 


ADDRESS HOLD: The PCMC asserts AHOLD to force the Pentium processor to stop 
driving the address bus so that either the PCMC or LBXs can drive the bus. During PCI 
master cycles, AHOLD is asserted to allow the LBXs to drive a snoop address onto the 
address bus. If the PCI master locks main memory, AHOLD remains asserted until the 
PCI master locked sequence is complete and the PCI master negates PLOCK #. 


AHOLD is asserted during all accesses to PCMC internal configuration registers to allow 
configuration register accesses to occur over the A[31:0] lines. 


When in deturbo mode, the PCMC periodically asserts AHOLD to prevent the processor 
from initiating bus cycles in order to emulate a slower system. The duration of AHOLD 
assertion in deturbo mode is controlled by the Deturbo Frequency Control Register 
(offset 51h). When PWROK is negated, the PCMC asserts AHOLD to allow the strapping 
options on A[31:28] to be read. For more details on strapping options, see the System 


Clocking and Reset section. 


EXTERNAL ADDRESS STROBE: The PCMC asserts EADS # to indicate to the Pentium 
processor thai a valid snoop address has been driven onto the CPU address lines to 
perform an inquire cycle. During PCI master cycles, the PCMC signals the LBXs to drive a 
snoop address onto the host address lines and then asserts EADS # to cause the CPU to 
sample the snoop address. 


INVALIDATE: The INV signal specifies the final state (invalid or shared) that a first level 
cache line transitions to in the event of a cache line hit during a snoop cycle. When 
snooping the caches during a PCi master write, the PCMC asserts INV with EADS #. 
When INV is asserted with EADS #, an inquire hit results in the line being invalidated. 
When snooping the caches during a PCI master read, the PCMC does not assert INV with 
EADS #. In this case, an inquire cycle hit results in a line transitioning to the shared state. 


BACKOFF: The PCMC asserts BOFF # to force the Pentium processor to abort all 
outstanding bus cycles that have not been completed and float its bus in the next clock. 
The PCMC uses this signal to force the CPU to re-order a write-back due to a snoop cycle 
around a currently outstanding bus cycle. The PCMC also asserts BOFF # to obtain the 
CPU data bus for write-back cycles from the secondary cache due to a snoop hit. The 
CPU remains in bus hold until BOFF # is negated. 


HIT MODIFIED: The Pentium processor asserts HITM # to inform the PCMC that the 
current inquire cycle hit a modified line. HITM # is asserted by the Pentium processor two 
clocks after the assertion of EADS # if the inquire cycle hits a modified line in the primary 
cache. 
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BUS CYCLE DEFINITION (MEMORY/INPUT-OUTPUT, DATA/CONTROL, WRITE/ 
READ): M/lO, D/C # and W/R# define Host Bus cycles as shown in the table below. 


M/iO# D/C# W/R#_ Bus Cycle Type 
Low ‘Low Low Interrupt Acknowledge 
Low Low High _ Special Cycle 

- Low High Low 1/O Read 

Low High High 1/O Write 

High Low Low Code Read 

High Low High Reserved 

High High ~Low Memory Read 

High High High Memory Write 


Interrupt acknowledge cycles are forwarded to the PCI Bus as PCI interrupt 
acknowledge cycles (i.e. C/BE[3:0] # = 0000 during the address phase). All |/O cycles 
and any memory cycles that are not directed to memory controlled by the PCMC DRAM 
controller are forwarded to PCI. The Pentium processor generates six different types of 

special cycles. The special cycle type is encoded on the BE[7:0] # lines. - 


HOST BUS LOCK: The Pentium processor asserts HLOCK # to indicate the current bus 
cycle is locked. HLOCK # is asserted in the first clock of the first locked bus cycle and is 
negated after the BRDY # is returned for the last locked bus cycle. The Pentium 
processor guarantees HLOCK # to be negated for at least one clock between back-to- 
back locked operations. When a CPU locked cycle is directed to main memory, the 
PCMC guarantees that once the locked operation begins in main memory, the CPU has 
exclusive access to main memory (i.e., PCI master accesses to main memory will not be 
initiated until the CPU locked operation completes). When a CPU locked cycle is 
directed to PCI, the PCMC arbitrates for PLOCK # (PCI LOCK #) before initiating the 
cycle on PCI, except when the cycle is to the memory range defined by the Frame 
Buffer Range Register and the No Lock Requests bit in that register is set to 1. 


_-| CACHEABILITY: The Pentium processor asserts CACHE # to indicate the internal 
cacheability of a read cycle or that a write cycle is a burst write-back cycle. If the CPU — 
drives CACHE # inactive during a read cycle, the returned data is not cached, 

regardless of the state of KEN #. The CPU asserts CACHE # for cacheable data reads, 
cacheable code fetches, and cache line write-backs. CACHE # is driven along with the 
cycle definition pins. 


_ | CACHE ENABLE: The PCMC asserts KEN # to indicate to the CPU that the current 
_cycle is cacheable. KEN # is asserted for all accesses to memory ranges 0-—512-KBytes 
and 1024-KBytes to the top of main memory controlled by the PCMC when the Primary 
Cache Enable bit is set to 1, except in the following case: KEN # is not asserted for 
accesses to the top 64- -KByte of main memory controlled by the PCMC when the 
| SMRAM Enable bit in the DRAM Control Register (Offset 57h) is set to 1 and the area is 
not write protected. If the area is write protected and cacheable, KEN # is asserted for 
code read cycles, but is not asserted during data read cycle. KEN # is asserted for any 
CPU access within the range of 512-KBytes— 1024-KBytes if the corresponding Cache 
Enable bit in the PAM[6:0] Registers (offsets 59h-5Fh) is set to 1. When the Pentium 
processor indicates that the current read cycle can be cached by asserting CACHE # 
and the PCMC responds with KEN #, the cycle is converted into a.burst cache line fill. 
The CPU samples KEN # with the first of either BRDY # or NA#. 


HLOCK # 


CACHE # 
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SMIACT # SYSTEM MANAGEMENT INTERRUPT ACTIVE: The Pentium processor asserts 


SMIACT # to indicate that the processor is operating in System Management Mode 
(SMM). When the SMRAM Enable bit in the DRAM Control Register (offset 57h) is set 
PCHK# i 


to 1, the PCMC allows CPU accesses SMRAM as permitted by the SMRAM Space 
Register at configuration space offset 72h. 


PARITY ENABLE: The PEN # signal, along with the MCE bit in CR4 of the Pentium 
processor, determines whether a machine check exception will be taken by the CPU as 
a result of a parity error on a read cycle. The PCMC asserts PEN # during DRAM read 
cycles if the MCHK on DRAM/L2 Cache Data Parity Error Enable bit in the Error 
Command Register (offset 70h) is set to 1. The PCMC asserts PEN # during CPU 
second level cache read cycles if the MCHK on DRAM/L2 Cache Data Parity Error 
Enable and the L2 Cache Parity Enable bits in the Error Command Register (offset 70h) 
are both set to 1. 


DATA PARITY CHECK: PCHK # is sampled by the PCMC to detect parity errors on 
CPU read cycles from main memory if the Parity Error Mask Enable bit in the DRAM 
Control Register (offset 57h) is reset to 0. PCHK # is sampled by the PCMC to detect 
parity errors on CPU read cycles from the second level cache if the L2 Cache Parity 
Enable bit in the Error Command Register (offset 70h) is set to 1. If incorrect parity was 
detected on a data read, the PCHK # signal is asserted by the Pentium processor two 
clocks after BRDY # is returned. PCHK # is asserted for one clock for each clock in 
which a parity error was detected. 
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2.2 DRAM Interface 


RAS[5:0] # ROW ADDRESS STROBES: The RASIS: 0] # Sanale are used to latch the row 


address on the MA[10:0] lines into the DRAMs. Each RAS[5:0] # signal corresponds 
to one DRAM row. The 82434LX PCMC supports up to 6 rows in the DRAM array. 
RAS([7:6] # 
CAS[7:0] # | out 
|WE# | 


Each row is eight bytes wide. These signals drive the RAS # lines of the DRAM array 
directly, without external buffers. 


COLUMN ADDRESS STROBES: The CAS[?7: 0] # signals are used to latch the 
column address on the MA[10:0] lines into the DRAMs. Each CAS[7:0] # signal 
corresponds to one byte of the eight byte-wide array. These signals drive the CAS # 
lines of the DRAM array directly, without external buffers. In a minimum configuration, 
each CAS[7:0] # line only has one SIMM load, while the maximum configuration has 6 
SIMM loads. 


DRAM WRITE ENABLE: WE ¢ is asserted during both CPU and PCI master writes to 
main memory. During burst writes to main memory, WE # is asserted before the first 


DRAM MULTIPLEXED ADDRESS: MA[10:0] provide the row and column address to 
the DRAM array. The 82434LX uses MA[10:0] for the complete DRAM address bus. 
The MA[10:0] lines are externally buffered to drive the en address lines of 
the DRAM array. 


MA[10:0] 
MA11 | 


assertion of CAS[7:0] # and is negated with the last CAS[7:0] #. The WE # signal is 
externally buffered to drive the WE # inputs on the DRAMs. 
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2.3 Cache Interface 


signal [tye] ——SS~S~S ptm 


CALE out | CACHE ADDRESS LATCH ENABLE: CALE controls the external latch between the 
host address lines and the cache address lines. CALE is asserted to open the 
external latch, allowing the host address lines to propagate to the eaene address 
lines. CALE is negated to latch the cache address lines. 


CADS[1:0] #, | out 
CR/W[1:0] # 


This signal pin has two functions, depending on the type of SRAMs used for the 
second level cache. 


CACHE ADDRESS STROBE: CADS[1:0] # are used with burst SRAMs. When 
asserted, CADS[1:0] # cause the burst SRAMs to latch the cache address on the 
rising edge of HCLK. CADS[1:0] # are glitch-free synchronous signals. CADS[1:0] # 
functionality is selected by the SRAM type bit in the Secondary Cache Control 
Register. Two copies of this signal are provided for timing reasons only. 


CACHE READ/WRITE: CR/W # provide read/write control to the second level 
cache when using asynchronous dual-byte select SRAMs. This functionality is. 
selected by the SRAM Type and Cache Byte Control Bits in the Secondary Cache 
Control Register. The two copies of this signal are always driven to the same logic 
level. 


This signal pin has two functions. The Cache Chip Select function is only enabled 
when the SRAM connectivity bit (bit 2) in the SCC Register is set to 1. 


CACHE ADVANCE: CADV[1:0] # are used with burst SRAMs to advance the 

internal two bit address counter inside the SRAMs to the next address of the burst 
sequence. Two copies of this signal are provided for timing reasons only. The two 
copies are always driven to the same logic level 


out 


CAA[E6:3] out 
CAB[6:3] 


CACHE ADDRESS [6:3]: CAA[6:3] and CAB[6:3] are connected to address lines 
A[3:0] on the second level cache SRAMs. CAA[4:3] and CAB[4:3] are used with 
standard SRAMs to advance through the burst sequence. CAA[6:5] and CAB[6:5] 
are used during second level cache write-back cycles to address the modified lines 
within the addressed sector. Two copies of these signals are provided for timing 
reasons only. The two copies are always driven to the same logic level. 
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COE[1:0] # CACHE OUTPUT ENABLE: COE[1:0] # are asserted when data is to be read from 

the second level cache and are negated at all other times. Two copies of this signal 
are provided for timing r reasons oy: The two copies are always driven to the same 
- logic level. 


CWE[7:0] #, 


This signal pin has two functions, depending on the type of SRAMs used for the 
CBS[7:0] # | 


second level cache. 


CACHE WRITE ENABLES: CWE[7:0] # are asserted to write data to the second 
level cache SRAMs on a byte-by-byte basis. CWE7 # controls the most significant 
byte while CWEO # controls the least significant byte. These signals are cache write 
enables when using burst SRAMs (SRAM Type bit in SCC Register is 1) or when 
using asynchronous SRAMs (SRAM Type bit in SCC Register is 0) and the Cache 
Byte Control Bit is 1. 


CACHE BYTE SELECTS: The CBS[7:0] # lines provide byte control to the 

secondary cache when using dual-byte select asynchronous SRAMs. These signals | 
are Cache Byte select lines when the SRAM Type and Cache Byte Control Bits in the 
SCC Register are both 0. 


2.4 PCl Intertace 


cd a” ne 


C/BE[3:0] # PCI BUS COMMAND AND BYTE ENABLES: C/BE[3:0] # are driven by the current 
bus master during the address phase of a PCI cycle to define the PCI command, and 
during the data phase as the PCI byte enables. The PCI commands indicate the 
current cycle type, and the PCI byte enables indicate which byte lanes carry 
meaningful data. C/BE[3:0] # are outputs of the PCMC during CPU cycles that are 
directed to PCI. C/BE[3:0] # are inputs when the PCMC acts as a slave. The 
command encodings and types are listed below. 


C/BE[3:0] # Command — 


0000 Interrupt Acknowledge | 
0001 = Special Cycle 

0010 |/O Read 

0011 I/O Write — 

0100 Reserved 

0101 Reserved 

0110 Memory Read 

0111 Memory Write 

1000 Reserved 

1001 Reserved 

1010 Configuration Read 
1011 Configuration Write 
1100 Memory Read Multiple 
1101 Reserved 


1110 Memory Read Line 
1111 Memory Write and Invalidate 
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FRAME# | s/t/s | CYCLE FRAME: FRAME ¢ is driven by the current bus master to indicate the 


beginning and duration of an access. FRAME # is asserted to indicate that a bus 
transaction is beginning. While FRAME # is asserted, data transfers continue. When 
FRAME # is negated, the transaction is in the final data phase. FRAME # is an output 

IRDY# | s/t/s 

TRDY # 

DEVSEL # 


of the PCMC during CPU cycles which are directed to PCI. FRAME # is an input to the 
STOP # 


PCMC when the PCMC acts as a slave. 
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INITIATOR READY: The assertion of IRDY # indicates the current bus master’s ability 
to complete the current data phase. IRDY # works in conjunction with TRDY # to 
indicate when data has been transferred. On PCI, data is transferred on each clock 
that both IRDY # and TRDY # are asserted. During read cycles, IRDY # is used to 
indicate that the master is prepared to accept data. During write cycles, IRDY # is used 
to indicate that the master has driven valid data on the AD[31:0] lines. Wait states are 
inserted until both IRDY # and TRDY # are asserted together. IRDY # is an output of 
the PCMC when the PCMC is the PCI master. IRDY # is an input to the PCMC when 
the PCMC acts as a slave. 


TARGET READY: TRDY # indicates the target device’s ability to complete the current 
data phase of the transaction. It is used in conjunction with IRDY #. A data phase is 
completed on each clock that TRDY # and IRDY # are both sampled asserted. During 
read cycles, TRDY # indicates that valid data is present on AD[31:0] lines. During write 
cycles, TRDY # indicates the target is prepared to accept data. Wait states are 
inserted on the bus until both IRDY # and TRDY # are asserted together. TRDY # is an 
output of the PCMC when the PCMC is the PCI slave. TRDY # is an input to the PCMC | 
when the PCMC is a master. 


DEVICE SELECT: When asserted, DEVSEL # indicates that the driving device has 
decoded its address as the target of the current access. DEVSEL # is an output of the 
PCMC when PCWMC is a PCI slave and is derived from the MEMCS # input. MEMCS # 
is generated by the expansion bus bridge as a decode to the main memory address 
space. During CPU-to-PCI cycles, DEVSEL # is an input. It is used to determine if any 
device has responded to the current bus cycle, and to detect a target abort cycle. 
Master-Abort termination results if no subtractive decode agent exists in the system, 
and no one asserts DEVSEL # within a programmed number of clocks. 


STOP: STOP # indicates that the current target is requesting the master to stop the 
current transaction. This signal is used in conjunction with DEVSEL # to indicate 
disconnect, target-abort, and retry cycles. When PCMC is acting as a master on PCI, if 
STOP # is sampled active on a rising edge of PCLKIN, FRAME # is negated within a 
maximum of 3 clock cycles. STOP # may be asserted by the PCMC in three cases. If a 
PCI master attempts to access main memory when another PCI master has locked 
main memory, the PCMC asserts STOP # to signal retry. The PCMC detects this 
condition when sampling FRAME # and LOCK # both active during an address phase. 
When a PCI master is reading from main memory, the PCMC asserts STOP # when the 
burst cycle is about to cross a cache line boundary. When a PCI master is writing to 
main memory, the PCMC asserts STOP # upon filling either of the two PCl-to-main 
memory posted write buffers. Once asserted, STOP # remains asserted until FRAME # 
is negated. 
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PLOCK # s/t/s | PCI LOCK: PLOCK # is used to indicate an atomic operation that may require 
| multiple transactions to complete. PCI provides a mechanism referred to as 
“resource lock” in which only the target of the PCI transaction i is locked. The 

assertion of GNT # on PCI does not guarantee control of the PLOCK# signal. 
Control of PLOCK # is obtained under its own protocol. When the.PCMC is the PCI 

| slave, PLOCK # is sampled as an input on the rising edge of PCLKIN when FRAME # 
is sampled active. If PLOCK # is sampled asserted, the PCMC enters into a locked 
state and remains in the locked state until PLOCK # is sampled negated ona 
following rising edge of PCLKIN, when FRAME # is sampled asserted. 


REQUEST: The PCMC asserts REQ # to indicate to the PCI bus arbiter that the 
PCMC is requesting use of the PCI Bus in response to a CPU cycle directed to PCI. 


GRANT: When asserted, GNT#- indicates that access to the PCI Bus has been 
granted to the PCMC by the PCI Bus arbiter. 


MAIN MEMORY CHIP SELECT: When asserted, MEMCS # indicates to the POMC. 
that a PCI master cycle is targeting main memory. MEMCS # is generated by the 
expansion bus bridge. MEMCS # is sampled by the PCMC on the rising edge of | 
PCLKIN on the first and second cycle after FRAME # has been asserted. 


FLUSH REQUEST: When asserted, FLSHREQ # instructs the PCMC to flush the 
CPU-to-PCI posted write buffer in the LBXs and to disable further posting to this 
buffer as long as FLSHREQ# remains active. The PCMC acknowledges completion 
of the CPU-to-PCl write buffer flush operation by asserting MEMACK #. MEMACK# 
remains asserted until FLSHREQ# is negated. FLSHREQ# is drivenby the 
expansion bus bridge and is used to avoid deadlock conditions on the PCI Bus. 


MEMORY REQUEST: When asserted, MEMREQ # instructs the PCMC to flush the 
CPU-to-PCl and CPU-to-main memory posted write buffers and to disable posting in 
these buffers as long as MEMREQ # is active. The PCMC acknowledges completion 
of the flush operations by asserting MEMACK #. MEMACK # remains asserted until 
MEMREQ # is negated. MEMREQ # is driven by the expansion bus bridge. 


MEMORY ACKNOWLEDGE: When asserted, MEMACK # indicates the completion 
of the operations requested by an active FLSHREQ# and/or MEMREQ#. : 


PARITY: PAR is an even parity bit across the AD[31:0] and C/BE[3:0] # lines. Parity 
is generated on all PCl transactions. As a master, the PCMC generates even parity 
- on CPU writes to PCI, based on the PPOUT[1:0] inputs from the LBXs. During CPU}. 
read cycles from PCI, the PCMC checks parity by checking the value sampled on the 
PAR input with the PPOUT[1:0] inputs from the LBXs. As a slave, the PCMC 
generates even parity on PAR, based on the PPOUT[1:0] inputs during PCI master 
reads from main memory. During PCI master writes to main memory, the PCMC 
checks parity by checking the value sampled on PAR with the PPOUT[1:0] inputs. . 


MEMCS # 


FLSHREQ# 


MEMACK # 


MEMREQ# + 


1-82 : ADVANCE INFORMATION | 


int ; , 82434LX/82434NX 
[signal [Tre[ SS C(eseription. 


PERR# | s/t/s | PARITY ERROR: PERR# may be pulsed by any agent that detects a parity error during 
an address phase, or by the master or the selected target during any data phase in which 
| the AD lines are inputs. The PERR# signal is enabled when the PERR# on Receiving 

~ | Data Parity Error bit in the Error Command Register (offset 70h) and the Parity Error 
Enable bit in the PCl Command Register (offset 04h) are both set to 1. 
When enabled, CPU-to-PCl write data is checked for parity errors by sampling the 


PERR # signal two PCI clocks after data is driven. Also, when enabled, PERR # is 
asserted by the PCMC when it detects a data parity error on CPU read data from PCI and 
PCI master write data to main memory. PERR # is neither sampled nor driven by the 
PCMC when either the PERR # on Receiving Data Parity Error bit in the Error Command 
Register or the Parity Error Enable bit in the PCI Command Register is reset to 0. 


SERR# | o/d | SYSTEM ERROR: SERR# may be pulsed by any agent for reporting errors other than 
parity. SERR # is asserted by the PCMC whenever a serious system error (not 
necessarily a PCI error) occurs. The intent is to have the PCI central agent (for example, 
the expansion bus bridge) assert NMI to the processor. Control over the SERR# signal is 
provided via the Error Command Register (offset 70h) when the Parity Error Enable bit in 
the PCI Command Register (offset 04h) is set to 1. When the SERR# DRAM/L2 Cache 
Data Parity Error bit is set to 1, SERR# is asserted upon detecting a parity error on CPU 
read cycles from DRAM. If the L2 Cache Parity bit is also set to 1, SERR # will be | 
asserted upon detecting a parity error on CPU read cycles from the second level cache. 
The Pentium processor indicates these parity errors to the PCMC via the PCHK # signal. 


When the SERR # on PCI Address Parity Error bit is set to 1, the PCMC asserts SERR # if 
a parity error is detected during the address phase of a PCI master cycle. 


When the SERR # on Received PCI Data Parity bit is set to 1, the PCMC asserts SERR# 
if a parity error is detected on PCI during a CPU read from PCI. During CPU to PCI write 
cycles, when the SERR# on Transmitted PCI Data Parity Error bit is set to 1, the PCMC 
asserts SERR # in response to sampling PERR# active. When the SERR# on Received 
Target Abort bit is set to 1, the PCMC asserts SERR# when the PCMC receives a target 
abort on a PCMC initiated PCI cycle. If the Parity Error Enable bit in the PCI Command 
Register is reset to 0, SERR # is disabled and is never asserted by the PCMC. 
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2.5 LBX Interface 


HIG[4:0] HOST INTERFACE GROUP: HIG[4:0] are outputs of the PCMC used to control the 
| LBX HA (Host Address) and HD (Host Data) buses. Commands driven on HIG[4:0] 
cause the host data and/or address lines to be either driven or latched by the LBXs. 
See the 82433LX (LBX) Local Bus Accelerator Data Sheet ae a silting of the 
HIG[4:0] commands. 


MIG[2:0] MEMORY INTERFACE GROUP: MIG[2:0] are outputs of the PCMC and control the 
- LBX MD (Memory Data) bus. Commands driven on the MIG[2:0] lines cause the 
memory data lines to be either driven or latched by the LBXs. See the 82433LX (LBX) 
Local Bus Accelerator Data Sheet for a listing of the MIG[2:0] commands. 


MEMORY DATA LATCH ENABLE: During CPU reads from main memory, MDLE is 
used to control the latching of memory read data on the CPU data bus. MDLE is 
negated as CAS[7:0] # are negated to close the latch between the memory data bus 
and the host data bus. During CPU reads from main memory, the PCMC closes the 
memory data to host data latch in the LBXs as BRDY # is asserted and opens the 
latch after the CPU has sampled the data. 


PIG([3:0] PCI INTERFACE GROUP: PIG[3:0] are outputs of the PCMC used to control the LBX 
AD (PCI Address/Data) bus. Commands driven on the PIG[3:0] lines cause the AD - 
lines to be either driven or latched. See the 82433LX (LBX) Local Bus Accelerator 
Data Sheet for a listing of the PIG[3:0] commands. 


DRIVE PCI: DRVPCI acts as an output enable for the LBX AD lines. When sampled 
asserted, the LBXs begin driving the PCI AD lines. When negated, the AD lines on 
the LBXs are tri-stated. The LBX AD lines are tri- stated eeynemonouelys from the 
falling edge of DRVPCI. 


END OF LINE: EOL is asserted by the low order LBX when a PCI master read or 
write transaction is about to overrun a cache line boundary. EOL has an internal pull- 
up resistor inside the PCMC. The low order LBX EOL signal connects to this PCMC 
input. The high order LBX EOL signal is connected to ground through an external 
pull- -down resistor. | 


PCI PARITY OUT: These signals reflect the parity of the 32 AD lines driven from or 
latched in the LBXs, depending on the command driven on PIG[3:0]. The PPOUTO 
pin has a weak internal pull-down resistor. The PPOUT1 pin has a weak internal pull- 
up resistor. 


HOST CLOCK OSCILLATOR: The HCLKOSC input is driven externally by a 
crystal oscillator. The PCMC generates six copies of HCLK from HCLKOSC 
(HCLKA—HCLKF). During power-up, HCLKOSC must stabilize for 1 ms before 
PWROK is asserted. If an external clock driver is used to clock the CPU, PCMC, 
LBXs and second level cache SRAMs instead of the HCLKA- HCLKF outputs, 
HCLKOSC must be tied either high or low. 


HOST CLOCK OUTPUTS: HCLKA-HCLKF are six low skew copies of the host 
clock. These outputs eliminate the need for an external low skew clock driver. 


HCLKOSC 


HCLKA-HCLKF 
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| Signal |Type| SSC scription = 


HCLKIN HOST CLOCK INPUT: All timing on the host, DRAM and second level cache interfaces | 
is based on HCLKIN. If an external clock driver is used to clock the CPU, PCMC, LBXs 
CPURST 
| to 1 (82434LX and 82434NX). CPURST is driven econo to the rising edge of 
HCLKIN. 


and second level cache SRAMs, the externally generated clock must be connected to 
INIT INITIALIZATION: INIT is asserted in response to any one of two conditions. When the 

System Hard Reset Enable bit in the Turbo-Reset Control Register is reset to 0 and the 

Reset CPU bit toggles from 0 to 1, the PCMC initiates a soft reset by asserting INIT. 


negating CPURST. 


Software 
CPURST is also asserted when the System Hard Reset Enable bit in the Turbo-Reset 
Control Register (I/O address OCF9h) is set to 1 and the Reset CPU bit toggles from 0 


HCLKIN. During power-up HCLKIN must stabilize for 1 ms before PWROK is asserted. 
CPU HARD RESET: The CPURST pin is asserted in response to one of two conditions. 
Powerup | 
The PCMC also initiates a soft reset by asserting INIT in response to a shutdown 
special cycle. In both cases, INIT is asserted for a minimum of 2 Host clocks. 

PWROK POWER OK: When asserted, PWROK is an indication to the PCMC that power and 
HCLKIN have stabilized for at least 1 ms. PWROK can be driven asynchronously. 
82434LX: When PWROK is negated, the 82434LX asserts both CPURST and 
PCIRST #. When PWROK is driven se the 82434LX ensures that it is initialized 


82434LX: During powerup the 82434LX asserts CPURST when PWROK is negated. 
PCLKOUT PCI CLOCK OUTPUT: PCLKOUT is internally generated by a Phase Locked Loop 


When PWROK is asserted, the 82434LX first ensures that it has been initialized before 
(PLL) that divides the frequency of HCLKIN by 2. This output must be buffered 
externally to generate multiple copies of the PC] Clock. One of the copies must be 
connected to the PCLKIN pin. 
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PCLKIN PCi CLOCK INPUT: An internal PLL locks PCLKIN in phase with HCLKIN. All timing on 
the PCMC PCI interface is referenced to the PCLKIN input. All output signals on the PCI 


interface are driven from PCLKIN rising edges and all input signals on the PCI interface 
are sampled on PCLKIN rising edges. 


PCI RESET: PCIRST # is asserted to initiate hard reset on PCI. PCIRST # is asserted in 
response to one of two conditions. 

Power-up 

During power-up the PCMC asserts PCIRST # when PWROK is negated. 


82434LX: When PWROK i is asserted the PCMC will first ensure that it has been 
initialized before negating PCIRST #. 


| PCIRST# | out 
ots Sgate 
| PCIRST # is also asserted when the System Hard Reset Enable bit in the Turbo/Reset 


Software 
Control Register is set to 1 and the Reset CPU bit toggles from 0 to 1 (82434LX and 
82434NX). PCIRST # is driven asynchronously. — 


TESTEN | in | TEST ENABLE: TESTEN must be tied low for normalsystem operation. 


3.0 REGISTER DESCRIPTION 


The 82434LX/82434NX PCMC contains two sets of software accessible eaiae: These registers are ac- 
cessed via the Host CPU I/O address space. The PCMC also contains a set of configuration registers that 
reside in PCI configuration space and are used to specify PCI configuration, DRAM configuration, cache 
configuration, operating parameters and optional system features (see Section 3.2, PCI Configuration Space 
. Mapped Registers). The PCMC internal registers (both 1/O Mapped and Configuration registers) are only 
accessible by the Host CPU and cannot be accessed by PCI masters. The registers can be accessed as Byte, 
Word (16-bit), or Dword (32-bit) quantities. All multi-byte numeric fields use ‘“‘little-endian” ordering (i.e., lower 
addresses contain the least significant parts of the field). | 


Some of the PCMC registers described in this section contain reserved bits. These bits are labeled “R”. 
Software must deal correctly with fields that are reserved. On reads, software must use appropriate masks to 
extract the defined bits and not rely on reserved bits being any particular value. On writes, software must 
ensure that the values of reserved bit positions are preserved. That is, the values of reserved bit positions 
must first be read, merged with the new values for other bit positions and then written back. 


In addition to reserved bits within a register, the PCMC contains address locations in the PCI configuration 
space that are marked “Reserved” (Table 1). The PCMC responds to accesses to these address locations by 
completing the Host cycle. When a reserved register location is read, 0000h is returned. Writes to reserved 
registers have no affect on the PCMC. | , 


Upon receiving a hard reset via the PWROK signal, the PCMC sets its internal configuration registers to 
predetermined default states. The default state represents the minimum functionality feature set required to 
successfully bring up the system. Hence, it does not represent the optimal system configuration. It is the 
responsibility of the system initialization software (usually BIOS) to properly determine the DRAM configura- 
tions, cache configuration, operating parameters and optional system features that are applicable, and to 
program the PCMC registers accordingly. : 
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The following nomenclature is used for access attributes. 
RO Read Only. If a register is read only, writes to this register have no effect. 
R/W_ Read/Write. A register with this attribute can be read and written. 


R/WC Read/Write Clear. A register bit with this attribute can be read and written. However, a write of a 1 
clears (sets to 0) the corresponding bit and a write of a 0 has no effect. 


3.1 1/O Mapped Registers 


The 82434LX PCMC contains three registers that reside in the CPU I/O address space—the Configuration 
Space Enable (CSE) Register, the Turbo-Reset Control (TRC) Register and the Forward (FORW) Register. 
These registers can not reside in PCI configuration space because of the special functions they perform. The 
CSE Register enables/disables the configuration space and, hence, can not reside in that space. The TRC 
Register enables/disables deturbo mode which effectively slows the processor to accommodate software 
programs that rely on the slow speed of PC/XT systems to time certain events. The FORW Register deter- 
mines which of the possible hierarchical PCI Buses a cycle is directed. The 82434LX uses mechanism #2 for 
accessing PCI configuration space. 
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3.1.2 CSE—CONFIGURATION SPACE ENABLE REGISTER 


|/O Address: OCF8h 

Default Value: OOh © 

Attribute: Read/Write 

Size: 8 bits . ; ‘ 


The CSE Register enables/disables configuration space access and provides access to specific functions 

within a PCI agent. The register is located in the CPU I/O address space. The PCMC, as a Host/PCl Bridge, 
supports multi-function devices on the PCI Bus. The function number permits individual configuration spaces 
for up to eight functions within an agent. The register is located in the CPU I/O address space. 


el SSCS erption 


7:4 | KEY FIELD (KEY)—R/W: This field is used only when the PCI Mechanism Control Register (PMC) 
indicates Configuration Access Mechanism 2 is to be used. When the key field is programmed to Oh, 
the PCI configuration space is disabled. When the key field is programmed to a non-zero value, all 
CPU accesses to CnXXh (where n is a non zero value) are forwarded to PCI as configuration space 
accesses. Additionally, when the key field is programmed to a non-zero value, all CPU accesses to 
COXXh are intercepted by the PCMC and directed to a PCMC internal register. 


FUNCTION NUMBER (FN)—R/W: For multi-function devices, this field selects a particular function 
within a PCI device. During a configuration cycle, bits[3:1] become part of the PCI Bus address and 
correspond to AD[10:8]. — 


fo [Reserved OOSOSC~—SC“S*~SsS“S~—CSsSSCS 
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3.1.3 TRC—TURBO-RESET CONTROL REGISTER 


1/O Address: OCF9h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


The TRC Register is an 8-bit read/write register that selects turbo/deturbo mode of the CPU, initiates PCI Bus 
and CPU reset cycles, and initiates the CPU Built In Self Test (BIST). TRC is located in CPU I/O address 
space. | | 


Description 


RESERVED 


RESET CPU (RCPU)—R/W: RCPU is used to initiate a hard reset or soft reset to the CPU. During a 
hard reset, the PCMC asserts CPURST and PCIRST #. The PCMC initiates a hard reset when this 
register is programmed for a hard reset or when the PWROK signal is asserted. During a soft reset, the 
PCMC asserts INIT. The PCMC initiates a soft reset when this register is programmed for a soft reset 
and in response to a shutdown special cycle. 


Note that a hard reset initializes the entire system and invalidates the CPU cache. Asoftreset 
initializes only the CPU. The contents of the CPU cache are unaffected. 


This bit is used in conjunction with bit 1 of this register. Bit 1 must be set up prior to writing a 1 to this 
register. Thus, two write operations are required to initiate a reset using this bit. The first write 
operation programs bit 1 to the appropriate state while setting this bit to 0. The second write operation 
keeps bit 1 at the programmed state (1 or 0) while setting this bit to a 1. When RCPU transitions from a 
0 to a 1, a hard reset is initiated if bit 1 = 1 and a soft reset is initiated if bit 1=0. | 


SYSTEM HARD RESET ENABLE (SHRE)—R/W: This bit is used in conjunction with bit 2 of this 
register to initiate either a hard or soft reset. When SHRE = 1, the PCMC initiates a hard reset to the 
CPU when bit 2 transitions from 0 to 1. When SHRE=0, the PCMC initiates a soft reset when bit 2 
transitions from 0 to 1. 


DETURBO MODE (DM)—R/W: This bit enables and disables deturbo mode. When DM= 1, the PCMC 
is in the deturbo mode. In this mode, the PCMC periodically asserts the AHOLD signal to slow down 
the effective speed of the CPU. The AHOLD duty cycle is programmable through the Deturbo — 
Frequency Control (DFC) Register. When DM = 0, the deturbo mode is disabled. | 


Deturbo mode can be used to maintain backward compatibility with older software packages that rely 
on the operating speed of older processors. For accurate speed emulation, caching should be 
disabled. If caching is disabled during runtime, the following steps should be performed to make sure 
that modified lines have been flushed from the cache to main memory before entering deturbo mode. 
Disable the primary cache via the PCE bit in the HCS Register. This prevents the KEN # signal from 
being asserted, which prevents any further first and second level cache line fills. At this point, software 
executes the WBINVD instruction to flush the caches, and then sets DM to 1. When exiting the deturbo 
mode, the system software must first set DM to 0, then enable first and second level caching by writing 
to the HCS Register. 
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3.1.4 FORW—FORWARD REGISTER | 


|/O Address: OCFAh 


Default Value: OOh 
Attribute: Read/Write | 


Size: — 8 Bits 


This 8-bit register specifies which PCI Bus configuration space is enabled in a multiple PCI Bus configuration. 
The default value for the FORW Register enables the configuration space of the PCI Bus connected to the 


PCMC. _ 


Bus connected to the PCMC is enabled and the PCMC initiates a type 0 configuration cycle. If the 
value of this register is not OOh, the PCMC initiates a type 1 configuration cycle to forward the cycle 
(via one or more PCI/PCI Bridges) to the PCI Bus specified by the contents of this register. For non- 


zero values, bits[7:0] are mapped to AD[23:16], respectively. 


ntel ® 82434LX/82434NX 


3.2 PCI Configuration Space Mapped Registers 


The PCI Bus defines a slot based “configuration space” that allows each device to contain up to 256 8-bit 
configuration registers. The PCI specification defines two bus cycles to access the PCI configuration space— 
Configuration Read and Configuration Write. While memory and I/O spaces are supported by the Pentium 
processor, configuration space is not supported. For PCI configuration space access, the PCMC translates the 


Pentium processor I/O cycles into PCI configuration cycles. Table 1 shows the PCMC configuration space. 

cr 
[o0-01h | ViD___| _Vendoridentifcaton———=SSSSC*dYSCRO 
[oa-oan | DID | _Devicoldentifcaton S| RO 


Register-Level Programming Interface 


Table 1. PCMC Configuration Space 
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psn | | Resened 


59-—5Fh PAMI[6:0] Programmable Attribute Map (7 Registers) 
60-65h DRBI5:0] DRAM Row Boundary (6 Registers) 
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Address | Register 
Offset Symbol 


SMRAM Space Control | 


Memory Space Gap 


Reserved 


NOTE: | - | 
‘Shaded rows indicate register differences between the 82434LX and 82434NX devices. For non-shaded rows, the registers 
are the same for the two devices. 7 


3.2.1 CONFIGURATION SPACE ACCESS MECHANISM 


The 82434LX supports Configuration Space Access Mechanism #2 and the 82434NX supports both configu- 
ration space access mechanisms #1 and #2. The mechanism is selected via the PCAMS bit in the PMC 
Register. The bus cycles used to access PCMC internal configuration registers are described in Section 7.0, 
PCI Interface. iS = 4 ! 


3.2.1.1 Access Mechanism #1: 


x 
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Figure 4. Mechanism # 1 Type 0 Configuration Address to PCI Address Mapping | 
Type 1 Access 
If the BUSNUM field of the CONFADD Register is non-zero, a Type 1 configuration cycle is performed on the 


PCI Bus. CONFADD[23:2] are mapped directly to AD[23:2] (Figure 5). AD[1:0] are driven to 01 to indicate a 
Type 1 Configuration cycle. All other lines are driven to 0. 
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Figure 5. Mechanism #1 Type 1 Configuration Address to PCI Address Mapping 


3.2.1.2 Access Mechanism #2 


The 82434LX/82434NX PCMC uses the CSE and Forward Registers for configuration access mechanism #2. 
When PCI configuration space is enabled via the CSE Register, the PCMC maps PCI configuration space into 
4-KBytes of CPU |/O space. Each PCI device has its own 256-Byte configuration space. When configuration 
space is enabled, CPU accesses to I/O locations CXXXh are translated into configuration space accesses. In 
this mode, the PCMC translates all 1/O cycles in the C100h—CFFFh range into configuration cycles on the PCI 
Bus. |/O accesses within the COOOh-COFFh range are intercepted by the PCMC and are directed to the 
PCMC internal configuration registers. These cycles are not forwarded to the PCI] Bus. 


When configuration space access is disabled, CPU accesses to I/O locations CXXXh are forwarded to the PCI 


Bus I/O space. CPU cycles to I/O locations other than CXXXh are unaffected. by whether the configuration 
mode is enabled or disabled. These cycles are always treated as ordinary I/O cycles by the PCMC. 
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Type 0 Access 


If the Forward Register contains 00h a Type 0 configuration access is generated on the PCI Bus (Figure 6). For 

‘type 0 configuration cycles, AD[1:0]=00. Host CPU address bits A[7:2] are not translated and become: 
AD[7:2] on the PC! Bus. AD[7:2] select one of the 256 8-bit I/O locations in the PCI configuration space. The 
FUNCTION NUMBER field from the CSE Register (CSE[3:1]) is driven on AD[10:8]. Host CPU address bits 
A[11:8] are mapped to an IDSEL input for each of the 16 possible PCI devices. The IDSEL input for each PCI 
device must be hard-wired to one of the AD[31:16] signals on the PCI Bus. AD16 is reserved for the PCMC. 
When CPU address A[11:8] =Fh, PCI address bits A31 = 1 and A[30:16] =00h. Other devices on the PC! Bus 
should not use AD16. Note that when A[11:8] =Oh, an access to the PCMC internal registers occurs and the 
cycle is not forwarded to the PCI Bus. | 
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_ Figure 6. Mechanism #2 Type 0 Host-to-PCI Address Mapping 
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Type 1 Access 


lf the Forward Register is non-zero a Type 1 configuration access is generated on PCI. For type 1 configuration 
cycles, AD[1:0] =01. AD[10:2] are generated the same as for the type 0 configuration cycle. Host CPU 
address bits A[11:8] contain the specific device number and are mapped to AD[14:11]. AD[23:16] contain the 
Bus Number of the PCI Bus that is ey be accessed and corresponds to the Forward Address Register bits 
[7:0]. 


During a Type 1 configuration access AD[1:0] =01 (Figure 7). The Register Index and Function Number are 
mapped to the AD lines the same way in Type 1 configuration access as in a Type 0 configuration access. 
CPU address bits A[11:8] are mapped directly to PCI lines AD[14:11] as the Device Number. The contents of 
the Forward Register are mapped to AD[23:16] to form the Bus Number. 


15 12 11 8 7 2 


CPU Address Bus Reg. 
A[15:2], BE[7:0]# Number index 


PCI Address Bus rae facies Reg. 
AD(31:0] Number Number | Numbe —— 
16 15 14 11 10 210 
290479-8 


Figure 7. Mechanism #2 Type 1 Host-to-PCI Address Mapping 
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3.2.2 VID—VENDOR IDENTIFICATION REGISTER 
Address Offset: 00-O1h 


Default Value: 8086h 
Attribute: Read Only 
Size: 16 bits 


The VID Register contains the vendor identification number. This 16-bit register combined with the: Device 
Identification Register uniquely identify any PCI device. Writes to this register have no effect. 


so 


VENDOR IDENTIFICATION NUMBER: This is a 16-bit value assigned to Intel. _ 


3.2.3 DID—DEVICE IDENTIFICATION REGISTER 
Address Offset: 02-03h 


Default Value: 04A3h 
Attribute: ; Read Only 
Size: : 16 bits 


This 16-bit register combined with the Vendor Identification Register uniquely identifies any PCI device. Writes 
to this register have no effect. | 


fts[SSSCS™S~C«éeerption SS SS~wdS 


DEVICE IDENTIFICATION NUMBER: This is a 16 bit value assigned to the PCMC. 
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3.2.4 PCICMD—PCI COMMAND REGISTER 
Address Offset: 04—05h 


Default: O6h 
Attribute: Read/Write 
Size: 16 bits 


This 16-bit register provides basic control over the PCMC’s ability to respond to PCI cycles. The PCICMD 
Register enables and disables the SERR# signal, the parity error signal (PERR#), PCMC response to PCI 
special cycles, and enables and disables PCI master accesses to main memory. 


RESERVED ; 


SERR # ENABLE (SERRE): SERRE enables/disables the SERR# signal. When SERRE = 1 and 
PERRE = 1, SERR # is asserted if the PCMC detects a PCi Bus address/data parity error, or main 
-memory (DRAM) or cache parity error, and the corresponding errors are enabled in the Error- 
Command Register. When SERRE = 1 and bit 7 in the Error Command Register is set to 1, the PCMC 
asserts SERR # when it detects a target abort on a PCMC- initiated PCI cycle. When SERRE = 0, 
SERR # is never asserted. 
RESERVED | : 
PARITY ERROR ENABLE (PERRE): PERRE controls the PCMC’s response to PCI parity errors. This 
bit is a master enable for bit 3 of the ERRCMD Register. PERRE works in conjunction with the 


SERRE bit to enable SERR # assertion when the PCMC detects a PCI bus parity error, or a main 
memory or cache parity error. 


BUS MASTER ENABLE (BME): The PCMC does not support disabling of its bus master capability on 
the PCI Bus. This bit is always set to 1, permitting the PCMC to function as a PCI Bus master. Writes 
to this bit position have no affect. 


MEMORY ACCESS ENABLE (MAE): This bit enables/disables PCI master access to main memory 
(DRAM). When MAE = 1, the PCMC permits PCI masters to access main memory if the MEMCS # 
signal is asserted. When MAE = 0, the PCMC does not respond to PCI master main memory 
accesses (MEMCS# asserted). 


1/O ACCESS ENABLE (IOAE): The PCMC does not respond to PCI I/O cycles, hence this command 
is not supported. PCI master access to |/O space on the Host Bus is always disabled. 
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3.2.5 PCISTS—PCI STATUS REGISTER 
Address Offset: 06-07h 


Default Value: 40h 
Attribute: . Read Only, Read/Write Clear | 
Size: - 16 bits 


' PCISTS is a 16-bit status register that reports the occurrence of a PCI master abort, PCI target abort, and 
DRAM or cache parity error. PCISTS also indicates the DEVSEL# timing that has been set by the PCMC 
hardware. Bits[15:12] are read/write clear and bits[10:9] are read only. 


RECEIVED MASTER ABORT STATUS (RMAS): When the PCMC terminates a Host-to- 
12 R/WC 
. writing a 1 to it. 
command, except configuration read and write cycles. Note that these two bits determine 
DEVSEL # in slow time. 


Sie | seule Description 

PCI transaction (PCMC is a PCI master), which is not a special cycle, with a master abort, 
this bit is set to 1. Software resets this bit to 0 by writing a1 to it. 

: DEVSEL# TIMING (DEVT): This 2-bit field indicates the timing of the DEVSEL# signal | 
the slowest time that the PCMC asserts DEVSEL#. However, the PCMC can also assert |} 
DEVSEL# in medium time. 
DATA PARITY DETECTED (DPD): This bit is set to 1 when all of the following conditions 
are met: 1). The PCMC asserted PERR # or sampled PERR # asserted. 2). The PCMC 


R/WC_ | SIGNALED SYSTEM ERROR (SSE): When the PCMC asserts the SERR¥ signal, this bit 
RECEIVED TARGET ABORT STATUS (RTAS): When a PCMC-initiated PCI transaction 
is terminated with a target abort, RTAS is set to 1. The PCMC also asserts SERR # if the 
when the PCMC responds as a target. The PCI specification defines three allowable 
timings for assertion of DEVSEL #: 00 = fast, 01 = medium, and 10=slow (DEVT = 11 is 
The PCMC asserts DEVSEL # in response to sampling MEMCS # asserted. The PCMC 
samples MEMCS # one and two clocks after FRAME # is asserted. If MEMCS # is 
was the bus master for the operation in which the error occurred. 3). The PERRE bit in 

the Command Register is set to 1. Software resets DPD to 0 by writing a 1 to it. 


is also set to 1. Software sets SSE to 0 by writing a 1 to this bit. 

R/WC 
SERR # Target Abort bit in the ERRCMD Register i is 1. Software resets RTAS: to 0 by 
reserved). DEVT indicates the slowest time that a device asserts DEVSEL # for any bus 
asserted one PCI clock after FRAME # is asserted, then the PCMC responds with 
RESERVED - | 


ri R/WC 
cee 
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3.2.6 RID—REVISION IDENTIFICATION REGISTER 
Address Offset: O8h 


Default Value: 03h for A-3 deni (82434LX) 
h.for. A-1..otepping (82434L%) 

Attribute: Read ‘Only 

Size: 8 bits 


This register contains the revision number of the PCMC. These bits are read only and writes to this register 
have no effect. For the A-2 Stepping of the 82434LX, this value is 03h. 


Description 


REVISION IDENTIFICATION NUMBER: This i is an 8-bit value that indicates the revision identification 
number for the PCMC. 


3.2.7 RLPI—REGISTER-LEVEL PROGRAMMING INTERFACE REGISTER 
Address Offset: O9h 


Default Value: 00h 
Attribute: Read Only 
Size: 8 bits 


This register defines the PCMC as having no defined register-level programming interface. 


a 


7:0 | REGISTER-LEVEL PROGRAMMING INTERFACE (RLPI): The value of 00h defines the PCMC as 
having no defined register-level programming interface. 


3.2.8 SUBC—SUB-CLASS CODE REGISTER 
Address Offset: OAh 


Default Value: 0Ooh 
Attribute: Read Only 
Size: 8 bits 


This register defines the PCMC as a host bridge. 


En 
SUB-CLASS CODE (SCCD): The value of this register is 00h defining the PCMCG as host bridge. 
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3.2.9 BASEC—BASE CLASS CODE REGISTER 
Address Offset: OBh 


- Default Value: O6h_ - 
Attribute: Read Only 


Size: 8 bits 
This register defines the PCMC as a bridge device. 


Description 


_| BASE CLASS CODE (BCCD): The value in t this register is O6h defining the PCMC as bridge device. 


3.2.10 MLT—MASTER LATENCY TIMER REGISTER 
_ Address Offset: ODh 


Default Value: 20h — 
Attribute: . Read/Write 
Size: 8 bits 


MLT is an 8-bit register that controls the amount of time the PCMC, as a bus master, can burst data on the PCI 
Bus. MLT is used when the PCMC becomes the PCI Bus master and is cleared and suspended when the 
PCMC is not asserting FRAME#. When the PCMC asserts FRAME#, the counter is enabled and begins 
counting. If the PCMC finishes its transaction before the count expires, the MLT count is ignored. If the count 
expires before the transaction completes, the PCMC initiates a transaction termination as soon as its GNT # is 
removed. The number of clocks programmed in the MLT represents the guaranteed time slice (measured in 
PCI clocks) allotted to the PCMC, after which it must surrender the bus as soon as its GNT # is taken away. 
The number of clocks in the Master Latency Timer is the count value field multiplied by 16. 


MASTER LATENCY TIMER COUNT VALUE: If GNT# is negated after the burst cycle is initiated, the 
PCMC limits the duration of the burst cycle to the number of PCI Bus clocks specified by this field 
multiplied by 16. | 


3.2.11 BIST—BIST REGISTER 
Address Offset: OFh 


Default Value: Oh 
Attribute: — Read Only 
Size:. 8 bits 


The BIST function is not supported by the PCMC. Writes to this register have no affect. 


BIST SUPPORTED: This read only bit is always set to 0, Bening the BIST function. 
Writes to this bit position have no affect. 


START BIST: This function i is not supported and writes have no affect. 
RESERVED . 


COMPLETION CODE: This read only field always returns 0 when read and writes have 
no BHeCE 
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3.2.12 HCS—HOST CPU SELECTION REGISTER 


Address Offset: 50h 

Default. Value: 82h _(82434LX) 
Access: Read/Write, Read Only 
Size: 8 bits “4 


The HCS Register is used to specify the Host CPU type and speed. This 8-bit register is also used to enable 
and disable the first level cache. 


Description 


7:5 HOST CPU TYPE (HCT): This field defines the Host CPU type. | 
82434LX 
These bits are hardwired to 100 which selects the Pentium processor. All other 


4:3 | | RESERVED 


FIRST LEVEL CACHE ENABLE (FLCE): FLCE enables and disables the first level cache. 
When FLCE = 1, the PCMC responds to CPU cycles with KEN# asserted for cacheable 
memory cycles. When FLCE =0, KEN # is always negated. This prevents new cache line 
fills to either the first level or second level caches. 


HOST OPERATING FREQUENCY (HOF): The DRAM refresh rate is adjusted according to 
the frequency selected by this field. For the 82434LX, only bit 0 is used and bit 1 is 
reserved. 


82434LX . 
Bit 1 is reserved. If bit 0 is 1, the 82434LX supports a 66 MHz CPU. If bit 0 is 0, the 
orts a 60 MHz CPU 
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3.2.13 DFC—DETURBO FREQUENCY CONTROL REGISTER 
Address Offset: 51h | 


Default Value: 80h 
Attribute: Read/Write 
Size: 8 bits 


Some software packages rely on the operating speed of the processor to time certain system events. To 
maintain backward compatibility with these software packages, the PCMC provides a mechanism to emulate a 
slower operating speed. This emulation is achieved with the PCMC’s deturbo mode. The deturbo mode is 
enabled and disabled via the DM bit in the Turbo-Reset Control Register. When the deturbo mode is enabled, _ 
the PCMC periodically asserts AHOLD to slow down the effective speed of the CPU. The duty cycle of the 
AHOLD active period is controlled by the DFC Register. 


Description 


DETURBO MODE FREQUENCY ADJUSTMENT VALUE: This 8-bit value effectively defines the duty 
cycle of the AHOLD signal. DFC[7:6] are programmable and DFC[5:0] are 0. The value programmed > 
into this register is compared against a free running 8-bit counter running at 1% the CPU clock. When 

} the counter is greater than the value specified in this register, AHOLD is asserted. AHOLD is negated 
when the counter value is equal to or smaller than the contents of this register. AHOLD is negated — 


when the counter rolls over to 0Oh. The deturbo emulation speed is directly proportional to the value 
_in this register. Smaller values | in this register yield slower deturbo emulation speed. The value of OOh 
is reserved. 


+ 


| (S= Strapping option) 
Attribute: Read/Write 
Size: 8 bits 


This 8-bit register defines the secondary cache operations. The SCC Register enables and disables the 
second level cache, adjusts cache size, selects the cache write policy, and defines the cache SRAM type. | 
After hard reset, SCC[7:5] contain the opposite of the signal levels sampled on the Host address lines 
A([31:29]. 


ets] SSCS™~™~™CSC arp 
: SECONDARY CACHE SIZE (SCS): This field defines the size of the second level cache. The values 


sampled on the A[31:30] lines at the rising edge of the PWROK signal are inverted and stored in this 
field. 


Bits[7:6] Secondary Cache Size 
00 Cache not populated 
01 Reserved 
10 256-KBytes 
11 512-KBytes 
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SRAM TYPE (SRAMT): This bit selects between standard SRAMs or burst SRAMS to implement the 
second level cache. When SRAMT = 0, standard SRAMs are selected. When SRAMT = 1, burst 
SRAMs are selected. This bit reflects the signal level on the A29 pin at the rising edge of the PWROK 
signal. This value can be overwritten with subsequent writes to the SCC Register. 


82434LX: SECONDARY CACHE ALLOCATION (SCA): SCA controls when the PCMC performs line 
fills in the second level cache. When SCA is set to 0, only CPU reads of cacheable main memory with 
CACHE # asserted are cached in the second level cache. When SCA is set to 1, all CPU reads of 

cacheable main memory are cached in the second level cache. 


CACHE BYTE CONTROL (CBC): When programmed for asynchronous SRAMs, this bit defines 
whether the cache uses individual write enables per byte or has a single write enable and byte select 
lines per byte. When CBC is set to 1, write enable control is used. When CBC is set to 0, byte select 
control is used. 


82434LX: RESERVED 


write-through cache policies for the second level cache. When SCWP = 0 and the second level cache 
is enabled (bit 0 = 1), the second level cache is configured for write-through mode. When SCWP = 1 


and the second level cache is enabled (bit 0= 1), the second level cache is configured for write-back 
mode. 


SECONDARY CACHE ENABLE (SCE): SCE enables and disables the secondary cache. When 

SCE = 1, the secondary cache is enabled. When SCE = 0, the secondary cache is disabled. When the 
secondary cache is disabled, the PCMC forwards all main memory cycles to the DRAM interface. 
Note that setting this bit to 0 does not affect existing valid cache lines. If a cache line contains 
modified data, the data is not written back to memory. Valid lines in the cache remain valid. When the 
secondary cache is disabled, the CWE[7:0] # lines remain negated. COE[1:0] # may still toggle. 


When system software disables secondary caching through this register during run-time, the software 
should first flush the second level cache. This process is accomplished by first disabling first level 
caching via the PCE bit in the HCS Register. This prevents the KEN # signal from being asserted, 
which disables any further line fills. At this point, software executes the WBINVD instruction to flush 
the caches. When the instruction completes, bit 0 of this register can be reset to 0, disabling the 
secondary cache. The first level cache can then be enabled by writing the PCE bit in the HCS 
Register. 


82434LX: SECONDARY CACHE WRITE POLICY (SCWP): SCWP selects between write-back and 
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3.2.15 HBC—HOST READ/WRITE BUFFER CONTROL 
Address Offset: 53h 


Default Value: — 00h 
Attribute: Read/Write 
Size: 8 bits 


The HBC Register enables and disables Host-to-main memory and Host-to-PCl sssting of write cycles. When 
posting is enabled, the write buffers in the LBX devices post the data that is destined for either main memory 
or PCI. This register also permits a CPU-to-main memory read cycle to be performed before any pending 
posted write data is written to memory. 


a oa 
RESERVED | | | 
3 


READ-AROUND-WRITE ENABLE (RAWCWM): If enabled, the PCMC, during a CPU read cycle to 
memory where posted write cycles are pending, internally snoops the write buffers. If the address of 
the read differs from the posted write addresses, the PCMC initiates the memory read cycle ahead of 
the pending posted memory write. When RAWCM = 0, the pending posted write is written to memory 
before the memory read is performed. When RAWCM = 1, the PCMC initiates the memory read ahead 
of the pending posted memory writes. 


RESERVED ee ; 


HOST-TO-PCI POSTING ENABLE (HPPE): This bit enables/disables the posting of Host-to-PCl 
write data in the LBX posting buffers. Wnen HPPE = 1, up to 4 Dwords of data can be posted to PCI. 
HPPE = 0 is reserved. Buffering is disabled and each CPU write does not complete until the PCI 

transaction completes (TRDY # is asserted). 


82434LX: HOST-TO-MEMORY POSTING ENABLE (HMPE): This bit enables/disables the posting of | 
Host-to-main memory write data in the LBX buffers. When HMPE = 1, the CPU can post a single write 
or a burst write (4 Qwords). The CPU burst write completes at 4-1-1-1 when the second level cache is 
in write-back mode and at 3-1-1-1 when the second level cache is either disabled or in write-through 
mode. When HMPE = 0, Host-to-main memory posting is disabled and the CPU write cycles do not 
complete until the data is written to memory. 


ii 
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3.2.16 PBC—PCI READ/WRITE BUFFER CONTROL REGISTER 
Address Offset: 54h 


Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


The PBC Register enables and disables PCi-to-main memory write posting and permits single CPU-to-PCl 
writes to be assembled into PC! burst cycles. 


Description 


LBXs CONNECTED TO TRDY#: The TRDY # pin on the LBXs can be connected either to the PCI 
TRDY # signal or to ground. The cycle time for CPU-to-PCl writes is improved if TRDY # is connected 
to the LBXs. Since there are two LBXs used in a system, connecting this signal to the LBXs increases 
the electrical loading of TRDY # by two loads. When the LBXs are externally hard-wired to TRDY #, 
this bit should be set to 1. Note that this should be done prior to the first Host-to-PCl write or data 
corruption will occur. Setting this bit to 1 enables the capability of CPU-to-PClI writes at 2-1-1-1. 
(PCI clocks). When this bit is 0, the LBXs are not connected to TRDY # and CPU-to-PCI writes are 

_| completed at 2-2-2-2 .. . timing. 


PCI BURST WRITE ENABLE (PBWE): This bit enables and disables PCI Burst memory write cycles 
for back-to-back sequential CPU memory write cycles to PC]. When PBWE is set to 1, PCI burst 
writes are enabled. When PBWE is reset to 0, PCI burst writes are disabled and each single CPU write 
to PCI invokes a single PCI write cycle (each cycle has an associated FRAME # sequence). 


PClI-TO-MEMORY POSTING ENABLE (PMPE): This bit enables and disables posting of PCl-to- 
memory write cycles. The posting occurs in a pair of four Dword-deep buffers in the LBXs. When 
PMPE is set to 1, these buffers are used to post PCl-to-main memory write data. When PMPE is reset 
to 0, PCI write transactions to main memory are limited to single transfers. The PCMC asserts 
STOP # with the first TRDY # to disconnect the PCI Master. 
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3.2.17 DRAMC—DRAM CONTROL REGISTER 
Address Offset: 57h 


Default Value: 3th 
Attribute: Read/Write 
Size: 8 bits 


~ This 8-bit register controls main memory DRAM operating modes and features. 


a 


PARITY ERROR MASK (PERRM): When PERRM = 1, parity errors generated during DRAM read 
cycles initiated by either the CPU request or a PCI Master are masked. This bit affects bits 0 and 1 of 
the Error Command Register and the ability of the PCMC to respond to PCHK# and assert SERR # 
when a DRAM parity error occurs. When PERRM is reset to 0, parity errors are not masked. 


0-ACTIVE RAS # MODE: This bit determines if the DRAM page for a particular row remains open (i.e. 
RAS # remains asserted after a DRAM cycle) enabling the possibility that the next DRAM access may 
be either a page hit, a page miss, or a row miss. The DRAM interface is then in 1-active RAS # mode. 
If this bit is reset to 0, RAS # remains asserted after a DRAM cycle. If this bit is set to 1, RAS# is 
negated after every DRAM cycle, resulting in a row miss for every DRAM cycle. The DRAM interface 
is then in 0-active RAS # mode. 


SMRAM ENABLE (SMRE): When SMRE = 1, CPU accesses to SMM space are qualified with the 
SMIACT # pin of the CPU. The location of this space is determined by the SBS field of the SMRAM 
Register. Read and write cycles to SMM space function normally if SMIACT # is asserted. If 

| SMIACT # is negated when accessing this space, the cycle is forwarded to PCI. When SMRE =O, 
accesses to SMM space are treated normally and SMIACT # has no effect. SMRE must be set to 1 to 
enable the use of the SMRAM Register at configuration space offset 72h. 


BURST OF FOUR REFRESH (BFR): When BFR is set to 1, refreshes are performed in sets of four, at 
a frequency 1/, of the normal refresh rate. The PCMC defers refreshes to idle times, if possible. When j 
BFR is reset to 0, single refreshes occur at 15.6 ws refresh rate. 


82434LX: REFRESH TYPE (RT): When RT = 1, the PCMC uses CAS #-before-RAS # timing to 
refresh the DRAM array. For this refresh type, the PCMC does not supply refresh addresses. When 
RT=0, RAS # Only refresh is used and the PCMC drives refresh addresses on the MA[10:0] lines. 


RAS # only refresh can be used with any type of second level cache configuration (i.e., no second 

| level cache is present, or either a burst SRAM or standard SRAM second level cache is: 
implemented). CAS #-before-RAS # refresh should not be used when a standard SRAM second level 
cache is implemented. 


REFRESH ENABLE (RE): When RE is set to 1, the main memory array is refreshed as configured via 
bits 1 and 2 of this register. When RE is reset to 0, DRAM refresh is disabled. Note that disabling 
refresh results in the loss of DRAM data. 4 
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3.2.18 DRAMT—DRAM TIMING REGISTER 
Address Offset: 58h 


Default Value: OOh 
Attribute: Read/Write 
Size: 8 bits 


For the 82434LX, this register controls the leadoff latency for CPU DRAM accesses. 


Description 
‘2 | RESERVED 
82434LX: RESERVED 


CAS# WAIT-STATE (CWS): When CWS = 1, one additional wait state will be inserted before the first 
assertion of CAS # within a burst cycle. There is no additional delay between CAS # assertions. This 
provides additional MA[11:0] setup time to CAS # assertion. The CWS bit is typically reset to 0 for 

60 MHz operation and set to 1 for 66 MHz operation. | 


3.2.19 PAM—PROGRAMMABLE ATTRIBUTE MAP REGISTERS (PAMI[E6:0]) 


Address Offset: 59-—5Fh 
Default Value: PAMO=O0Fh, PAM[1:6] =00h 
Attribute: Read/Write 


The PCMC allows programmable memory and cacheability attributes on 14 memory segments of various sizes 
in the 512 KByte-1 MByte address range. Seven Programmable Attribute Map (PAM) Registers are used to 
support these features. Three bits are used to specify cacheability and memory attributes for each memory 
segment. These attributes are: 


RE: Read Enable. When RE =1, the CPU read accesses to the corresponding memory segment are direct- 
ed to main memory. Conversely, when RE=0, the CPU read accesses are directed to PCI. 


WE: Write Enable. When WE=1, the CPU write accesses to the corresponding memory segment are 
directed to main memory. Conversely, when WE=0, the CPU write accesses are directed to PCI. 


CE: Cache Enable. When CE = 1, the corresponding memory segment is cacheable. CE must not be set to 
1 when RE is reset to 0 for any particular memory segment. When CE= 1 and WE = 0, the correspond- 
ing memory segment is cached in the first and second level caches only on CPU coded read cycles. 


The RE and WE attributes permit a memory segment to be Read Only, Write Only, Read/Write, or disabled. 


For example, if a memory segment has RE= 1 and WE=0, the segment is Read Only. The characteristics for 
memory segments with these read/write attributes are described in Table 2. 
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Table 2. Attribute Definition 


[Read/Write| Definition 
Attribute | | 


| Read Only Read cycles: CPU cycles are serviced by the DRAM in a normal manner. 


Write cycles: CPU initiated write cycles are ignored by the DRAM interface as well as the 
cache. Instead, the cycles are passed to PCI for termination. 


Areas marked as Read Only are cacheable for Code accesses only. These regions may be 
cached in the second level cache, however as noted above, writes are forwarded to PCI, 
effectively write protecting the data. | 


Write Only | Read cycles: All read cycles are ignored by the DRAM interface as well z as s the second level 
cache. CPU-initiated read cycles are passed onto PCI for termination. The write only state 
can be used while copying the contents of a ROM, accessible on PCI, to main memory for © 
shadowing, as in the case of BIOS shadowing. 


Write cycles: GPU write cycles are serviced by the DRAM and cache in a normal manner. 


Read/Write This is the normal operating mode of main memory. Both read and write cycles from the CPU 
and PCI are serviced by the DRAM and cache interface. _ . | 


Disabled All read and write cycles to this area are ignored by the DRAM and cache interface. These 
cycles are forwarded to. PCI for termination. | 


Each PAM Register controls two regions, typically 16-KByte in size. Each of these regions have a 4-bit field. 
The four bits that control each region have the same encoding and are defined in Table 3. 


Table 3. Attribute Bit sie 


Bits [7,3] Bits [6,2] Bits [5,1] Bits[4,0] 
Cache Enable | Write Enable | Read Enable _ Description 


ae 
ee 
2 ee ee ee 
ESA I A SE NE OE 


Read Only, DRAM Write Protected, Non- 
Cacheable 


Read Only, DRAM Write Protected, 
Cacheable for Code Accesses Only 


Write Only 


Read/Write, Non- Cacheable 
dled Cacheable | 
NOTE: 


To enable PCI master access to the DRAM address space from Co000h to FFFFFh the MEMCS# configuration registers of 
the ISA or EISA bridge must be properly configured. These registers must correspond to the PAM Registers in the PCMC. 


As an example, consider a BIOS that is implemented on the expansion bus. During the initialization process 
the BIOS can be shadowed in main memory to increase the system performance. When a BIOS is shadowed 
_in main memory, it should be copied to the same address location. To shadow the BIOS, the attributes for that 
address range should be set to write only. The BIOS is shadowed by first doing a read of that address. This 
read is forwarded to the expansion bus. The CPU then does a write of the same address, which is directed to 
main memory. After the BIOS is shadowed, the attributes for that memory area are set to read ony so that all 
writes are forwarded to the expansion bus. 
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Table 4. PAM Registers and Associated Memory Segments 


Comments 


ofteet 
Pawers 
Pawat7 [oCc000h-OGFFFFh [ISA Addon BIOS | S8h 
eee 
pawatr: 
_ | ie 5 
5 
5 
5 


F9€0000n-0E9FFFh [BIOS Extension | seh 
PaWsi7: [0€4000h-0E7FFFh [BIOS Extension | Sen 
PAM6[3:0] _OE8000h-OEBFFFh | BIOS Extension | 5Fh_ 
Pawet7: [OE C000H-0EFFFFn | BIOS Extension | sFh_ 


DOS Application Area (00000h-9FFFh) 


9h 
Qh 

Ah 

Ah 

Bh 

Bh 

Pamala 

Dh 

Eh 

Eh 

5Fh 

5Fh 


PAMAI7:4] ODCO00h-ODFFFFh | ISA Add-on BIOS | 5Dh_| 


The 640-KByte DOS application area is split into two regions. The first region is O-512-KByte and the second 
region is 512-640 KByte. Read, write, and cacheability attributes are always enabled and are not programma- 
ble for the 0-512 KByte region. | 

Video Buffer Area (A0000h-BFFFFh) 


This 128-KByte area is not controlled by attribute bits. CPU-initiated cycles in this region are always forwarded 
to PCI for termination. This area is not cacheable. 


Expansion Area (COQ000h-DFFFFh) 

This 128-KByte area is divided into eight 16-KByte segments. Each segment can be assigned one of four 
Read/Write states: read-only, write-only, read/write, or disabled Memory that is disabled is not remapped. 
Cacheability status can also be specified for each segment. 


Extended System BIOS Area (E0000h-EFFFFh) 


This 64-KByte area is divided into four 16-KByte segments. Each segment can be assigned independent 
cacheability, read, and write attributes. Memory segments that are disabled are not remapped elsewhere. 
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System BIOS Area (FOOOOh-FFFFFh) 


This area is a single 64-KByte segment. This segment can be assigned cacheabllity, read, and write attributes. 
When disabled, this segment is not remapped. 


Extended Memory Area errr nn, 


The extended memory area can be split into several parts: 

e Flash BIOS area from 4 GByte to 4 GByte—512-KByte (aliased on ISA at 16 MBytes—15.5 MBytes) 

e DRAM Memory from 1 MByte to a maximum of 192 MBytes 

e PCl Memory space from the top of DRAM to 4 GByte — 512-KByte 

e Memory Space Gap between the range of 1 MByte up to 15.5 MBytes 

_ @ Frame Buffer Range mapped into PCI Memory Space or the Memory Space Gap. 

On power-up or reset the CPU vectors to the Flash BIOS area, mapped in the range of 4 GByte to 4 GByte - 
512-KByte. This area is physically mapped on the expansion bus. Since these addresses are in the upper 
4 GByte range, the request is directed to PCI. 


The DRAM memory space can occupy esiandea memory from a minimum of 2 MBytes up to 192 MBytes. This 
memory is cacheable. 


The address space on PCI between the Flash BIOS (4 GByte to 4 GByte - 512 KByte) and the top of DRAM 
(including any remapped memory) may be occupied by PCI memory. This memory space is not cacheable. 


3.2.20 DRB—DRAM ROW BOUNDARY REGISTERS 


Attribute. -~—-«~ Read/Write 
Size: | 8 bits 


Note the address offset for each DRB Register is DRBO=60h, DRB1=61h, DRB2=62h, DRB3=63h, 
DRB4= 64h, DRB5= 65h, DRB6= 66h, and DRB7 = 67h. 


3.2.20.1 82434LX Description 


The PCMC supports 6 rows of DRAM. Each row is 64 bits wide. The DRAM Row Boundary Registers define 
upper and lower addresses for each DRAM row. Contents of these 8-bit registers represent the boundary 
addresses in MBytes. 


DRBO = Total amount of memory in row 0 (in MBytes) 

DRB1 = Total amount of memory in row 0 + row 1 (in MBytes) 

DRB2 = Total amount of memory in row 0 + row 1 + row 2 (in MBytes) 

DRB3 = Total amount of memory in row 0 + row 1 + row 2 + row 3 (in MBytes) 

DRB4 = Total amount of memory in row 0 + row 1 + row 2 + row3 + row 4 (in MBytes) 

DRB5 = Total amount of memory in row 0 + row1 + row2 + row3 + row 4 + row 5 (in MBytes) 


The DRAM array can be configured with 256K x 36, 1M x 36 and 4M x 36 SIMMs. Each register defines an. 
address range that will cause a particular RAS # line to be asserted (e.g. if the first DRAM row is 2 MBytes in 
size then accesses within the 0 MByte-2 MBytes range will cause RASO# to be asserted). The DRAM Row 
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Boundary (DRB) Registers are programmed with an 8-bit upper address limit value. This upper address limit is 
compared to A[27:20] of the Host address bus, for each row, to determine if DRAM is being targeted. Since 
this value is 8 bits and the resolution is 1 MByte, the total bits compared span a 256 MByte space. However, 
only 192 MBytes of main memory is supported. | : : 


rs 


7:0 | ROW BOUNDARY ADDRESS IN MBYTES: This 8-bit value is compared against address lines 
A[27:20] to determine the upper address limit of a particular row, i.e. DRB — previous DRB = row 
size. 


Row Boundary Address in MBytes 


These 8-bit values represent the upper address limits of the six rows (i.e., this row - previous row = row size). 
Unpopulated rows have a value equal to the previous row (row size = 0). The value programmed into DRB5 
reflects the maximum amount of DRAM in the system. Memory remapped at the top of DRAM, as a result of 
setting the Memory Space Gap Register, is not reflected in the DRB Registers. The top of memory is always 
determined by the value written into DRB5 added to the memory space gap size (if enabled). | 


As an example of a general purpose configuration where 3 physical rows are configured for either single-sided 
or double-sided SIMMs, the memory array would be configured like the one shown in Figure 8. In this configu- 
ration, the PCMC drives two RAS # signals directly to the SIMM rows. If single-sided SIMMs are populated, the 
even RAS # signal is used and the odd RAS # is not connected. If double-sided SIMMs are used, both RAS # 
signals are used. 
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SIMM-2 Front 


SIMM-0 Back 
SIMM-0 Front 


CAS6# CAS4# $$ CAS2# CASO# 
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Figure 8. SIMMs and Corresponding DRB Registers 


The following 2 examples describe how the DRB Registers are programmed for cases of single-sided and 
double-sided SIMMs on a motherboard having a total of 6 SIMM sockets. 
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Example # 1 


The memory array is populated with six single-sided 256-KByte x 36 SIMMs. Two SIMMs are required for each 
populated row making each populated row 2 MBytes in size. Filling the array yields 6 MBytes total DRAM. The 
DRB Registers are programmed as follows: 


DRBO = 02h 
DRB1 = 02h 
DRB2 = 04h 
DRB3 = 04h 
DRB4 = O6h 
DRB5 = 06h 
Example #2 


populated 
empty row, not double-sided SIMMs 
populated 


, empty row, not double-sided SIMMs a 
‘ populated 
empty row, not double-sided SIMMs, maximum memory = 6 MBytes. 


As an another example, if the first four SIMM sockets are populated with 2 MBytes x 36 double-sided SIMMs 
and the last two SIMM sockets are populated with 4 MBytes x 36 single-sided SIMMs then filling the array 
yields 64 MBytes total DRAM. The DRB Registers are programmed as follows: 


DRBO 
DRB1 
DRB2 
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08h 
10h 
18h 


populated with 8 MBytes, 14 of the double-sided SIMMs 
the other 8 MBytes of the double-sided SIMMs 
populated with 8 MBytes, 14 of the double-sided SIMMs 
the other 8 MBytes of the double-sided SIMMs 
populated with 32 MBytes 

empty row, not double-sided SIMMs, maximum memory = 64 MBytes. 
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3.2.22 ERRCMD—ERROR COMMAND REGISTER 
Address Offset: 70h 


Default Value: ooh : 
Attribute: Read/Write — | : 
Size: 8 bits . 


The Error Command Register controls the PCMC responses to various system errors. Bit 6 of the PCICMD 
Register is the master enable for bit 3 of this register. Bit 6 of the PCICMD Register must be set to 1 to enable 
the error reporting function defined by bit 3 of this register. Bits 6 and 8 of the PCICMD Register are the master 
enables for bits 7, 6, 5, 4, and 1 of this register. Both bits 6 and 8 of the PCICMD Register must be set to 1 to . 
enable the error reporting functions defined by bits 7, 6, 5, 4, and 1 of this register. | 
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7 SERR # ON RECEIVED TARGET ABORT: When this bit is set to 1 (and bit 8 of the PCICMD 
Register is 1), the PCMC asserts SERR# upon receiving a target abort. When this bit is set to 0, the 
PCMC is disabled from asserting SERR # upon receiving a target abort. 


SERR# ON TRANSMITTED PCI DATA PARITY ERROR: When this bit is set to 1 (and bits 6 and 8 
of the PCICMD Register are both 1), the PCMC asserts SERR # when it detects a data parity error as 
a result of a CPU-to-PClI write (PERR# detected asserted). When this bit is set to 0, the PCMC is 
disabled from asserting SERR # when data parity errors are detected via PERR #. | 


82434LX: RESERVED 


82434LX: RESERVED 


4 


82434LX: RESERVED 


L2 CACHE PARITY ENABLE: This bit indicates that the second level cache implements parity. When 
this bit is set to 1, bits O and 1 of this register control the checking of parity errors during CPU reads 
from the second level cache. If this bit is 0, parity is not checked when the CPU reads from the _ 
second level cache (PCHK # ignored) and neither bit 1 nor bit O apply. 


SERR# ON DRAM/L2 CACHE DATA PARITY ERROR ENABLE: This bit enables/disables the 
SERR # signal for parity errors on reads from main memory or the second level cache. When this bit 
is set to 1 and bit 0 of this register is set to 1 (and bits 6 and 8 of the PCICMD Register are set to 1), 
SERR # is enabled upon a PCHK # assertion from the CPU when reading from main memory or the 
second level cache. The processor indicates that a parity error was received by asserting PCHK#. 
The PCMC then latches status information in the Error Status Register and asserts SERR #. When 
this bit is 0, SERR# is not asserted upon detecting a parity error. Bits[1:0] = 10 is a reserved 
combination. 


0 = Disable assertion of SERR# upon detecting a DRAM/second level cache read parity error. 
1 =Enable assertion of SERR # upon detecting a DRAM/second level cache read parity error. 
MCHK ON DRAM/L2 CACHE DATA PARITY ERROR ENABLE: When this bit is set to 1, PEN # is 


asserted for data returned from main memory or the second level cache. The processor indicates 
that a parity error was received by asserting the PCHK # signal. In addition, the processor invokes a 


1 


machine check exception, if enabled via the MCE bit in CR4 in the Pentium processor. The PCMC 
then latches status information in the Error Status register. When this bit is 0, PEN # is not asserted: 
Bits[1:0] = 10 is a reserved combination. 


ADVANCE INFORMATION 1-115 


82434LX/82434NX | | In 


3.2.23 ERRSTS—ERROR STATUS REGISTER 
Address Offset: 71h 


Default Value: 00h 
Attribute: Read/Write Clear 


Size: 8 bits 


The Error Status Register is an 8-bit register that reports the occurrence of PCI, second level cache, and 
DRAM parity errors. This register also reports the occurrence of a CPU shutdown cycle. 


RESERVED 


PCI TRANSMITTED DATA PARITY ERROR: The PCWC sets this bit to a 1 when it ‘detects a data 
parity error (PERR# asserted) as a result of a CPU-to-PClI write. Software resets this bit to 0 i 
writing a 1 to it. 


-82434LX: RESERVED 


82434LX: RESERVED 


MAIN MEMORY DATA PARITY ERROR: The PCMC sets this bit to a 1 when it detects a parity error 
from the CPU PCHK # signal resulting from a CPU-to-main memory read. Software resets this bit to 0 
by writing a 1 to it. 


L2 CACHE DATA PARITY ERROR: The PCMC sets this bit to a 1 when it detects a parity error from 
the CPU PCHK# signal resulting from a CPU read access that hit in the second level cache. Software 


dl resets this bit to 0 by writing a 1 to it. 


‘RESERVED | | 


| SHUTDOWN CYCLE DETECTED: The PCNC sets this bit to a 1 when it detects a shutdown special 
cycle on the Host Bus. Under this condition the PCMC drives a shutdown special eye on PCI and 
asserts INIT. Software resets this bit to 0 by writing a 1 to it. 
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3.2.24 SMRS—SMRAM SPACE REGISTER 
Address Offset: 72h 


Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


The PCMC supports a 64-KByte SMRAM space that can be selected to reside at the top of main memory, 
segment AOOOO-—AFFFFh or segment BOOOO-BFFFFh. The SMM space defined by this register is not cache- 
able. This register defines a mechanism that allows the CPU to execute code out of the SMM space at either 
A0000h or BOOOOh while accessing the frame buffer on PCI. The SMRAM Enable bit in the DRAM Control 
Register must be 1 to enable the features defined by this register. Register bits[5:3] apply only when segment 


A0Q000-AFFFFh or BOO0O0-BFFFFh are selected. 
| Description 


RESERVED 


OPEN SMRAM SPACE (OSS): When OSS = 1, the CPU can access SMM space without being in 
SMM mode. That is, accesses to SMM space are permitted even with SMIACT # negated. This bit is 
intended to be used during POST to allow the CPU to initialize SMRAM space before the first SMI # 
interrupt is issued. 


CLOSE SMRAM SPACE (CSS): When CSS = 1 and SMRANM is enabled, CPU code accesses to the 
SMM memory range are directed to SMM space in main memory and data accesses are forwarded to 
PCI. This bit allows the CPU to read and write the frame buffer on PCI while executing SMM code. 
When CSS =0 and SMRAM is enabled, all accesses to the SMRAM memory range, both code and 


data, are directed to SMRAM (main memory). 


LOCK SMRAM SPACE (LSS): When LSS = 1, this bit prevents the SMM space from being manually 
opened, effectively disabling bit 5 of this register. Only a power-on reset can set this bit to 0. 


SMM BASE SEGMENT (SBS): This field defines the 64 KByte base segment where SMM space is 
located. The memory that is defined by this field is non-cacheable. 
Bits[2:0] SMRAM Location Bits[2:0] SMRAM Location 
000 Top of main memory 100 Reserved 
001 Reserved 101 Reserved 
010 AOO0O—AFFFFh 110 Reserved 
011 BOOOO-—BFFFFh 111 Reserved 


3.2.25 MSG—MEMORY SPACE GAP REGISTER 
Address Offset: 78-79h 


Default Value: 00h 
Attribute: Read/Write 
Size: 16 bits 


The Memory Space Gap Register defines the starting address and size of a gap in main memory. This register 
accommodates ISA devices that have their memory mapped into the 1 MByte-—15.5 MByte range (e.g., an ISA 
LAN card or an ISA frame buffer). The Memory Space Gap Register defines a hole in main memory that 
transfers the cycles in this address space to the PCI Bus instead of main memory. This area is not cacheable. 


The memory space gap starting address must be a multiple of the memory space gap size. For example, a 
2 MByte gap must start at 2, 4, 6, 8, 10, 12, or 14 MBytes. 
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NOTE: 
Memory that is disabled by the gap created by this register is remapped to the top of memory. This 
remapped memory is accessible, except in the case where this would cause the top of main memory 
to exceed 192 MBytes (or 512 MBytes for the 82434NxX). 


| Bits Description 


MEMORY SPACE GAP ENABLE (MSGE): MSGE enables and disables the memory space gap. 
When MSGE is set to 1, the CPU accesses to the address range defined by this register are 
forwarded to PCI bus. The size of the gap created in main memory causes a corresponding amount 

_of DRAM to be remapped at the top of main memory (top specified by DRB Registers). If the Frame 

Buffer Range is programmed below 16 MBytes and within main memory space, the MSG register 

must include the Frame Buffer Range. When MSGE is reset to 0, the memory space gap is disabled. 


14:12 | MEMORY SPACE GAP SIZE (MSGS): This 3 bit field defines the size of the memory space gap. If 
| the Frame Buffer Range is programmed below 16 MBytes and within main memory space, this 

| register must include the frame buffer range. The amount of main memory specified by these bits is 
remapped to the top of main memory. 


Bit[14:12] Memory Gap Size 


000 1 MByte 
001 2 MBytes 
011 4 MBytes 
111 ' 8 MBytes 


: | NOTE: p 
All other combinations are reserved. | 
RESERVED | ; - | 
:-4 | MEMORY SPACE GAP STARTING ADDRESS (MSGSA): These 4 bits define the starting adchous 3 
of the memory space gap in the space from 1 MByte—16 MBytes. These bits are compared against 


-A[23:20]. The memory space gap starting address must be a multiple of the memory space gap 
size. For example, a 2 MBytes gap must start at 2, 4, 6, 8, 10, 12, or 14 mpyies 


[0 [RESERVED 


3.2.26 FBR—FRAME BUFFER RANGE REGISTER 
Address Offset: 7C-7Fh 


Default Value: 0000h 
Attribute: Read/Write 
Size: 32 bits 


This 32-bit register enables and disables a frame buffer area and provides attribute settings for the frame 
buffer area. The attributes defined in this register are intended to increase the performance of the frame buffer. 
The FBR Register can be used to accommodate PCI devices that have their memory mapped onto PCI from 
the top of main memory to 4 GByte—512-KByte range (e.g., a linear frame buffer). If the Frame Buffer Range is 
located within the 1 MByte-—16 MBytes main memory region where DRAM is populated, the Memory Space 
Gap Register must be programmed to include the Frame Buffer Range. 
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31:20 | BUFFER OFFSET (BO): BO defines the starting address of the frame buffer address space in 
increments of 1 MByte. This 12-bit field is compared directly against A[31:20]. The frame buffer 
range can either be located at the top of memory, including remapped memory or within the memory 
space gap (i.e., frame buffer range programmed below 16 MBytes and within main memory space. 
When bits [31:20] =0000h and bit 12=0, all features defined by this register are disabled. 


19:14 | RESERVED 


a BYTE MERGING (BM): Byte merging permits CPU-to-PCI byte writes to the LBX posted write buffer 


to be combined into a single transfer on the PCI Bus, when appropriate. When BM is set to 1, byte 
merging on CPU-to-PCl posted write cycles is enabled. When BM is reset to 0, byte merging is 
disabled. . 


128K VGA RANGE ATTRIBUTE ENABLE (VRAE): When VRAE = 1, the attributes defined in this 
register (bits [13, 10:7]) also apply to the VGA memory range of AO00Oh-BFFFFh regardless of the 
value programmed in the Buffer Offset field. When VRAE = 0, the attributes do not apply to the VGA 
memory range. Note that this bit only affects the mentioned attributes of the VGA memory range 

and does not enable or disable accesses to the VGA memory range. 


11:10] RESERVED 


ua NO LOCK REQUESTS (NLR): When NLR is set to 1, the PCMC never requests exclusive access to 


13 
a PCI resource via the PCI LOCK # signal in the range defined by this register. When NLR is reset to 
3:0 


0, exclusive access via the PCI LOCK # signal in the range defined by this register is enabled. 


TRANSPARENT BUFFER WRITES (TBW): When set to a 1, this bit indicates that writes to the 
Frame Buffer Range need not be flushed for deadlock or coherence reasons on synchronization 
events (i.e., PCI master reads, and the FLSHBUF # /MEMREQ ¥ protocol). 

When reset to 0, this bit indicates that upon synchronization events, flushing is required for Frame 
Buffer writes posted in the CPU-to-PCl Write Buffer in the LBX 


RESERVED 


BUFFER RANGE (BR): These bits define the size of the frame buffer address space, allowing up to 
16 MBytes of frame buffer. If the Frame Buffer Range is within the memory space gap, the buffer 
range is limited to 8 MBytes and must be included within the memory space gap. The bits listed 
below in the Reserved Buffer Offset (BO) Bits column are ignored by the PCMC for the 
corresponding buffer sizes. 
Bits[3:0] BufferSize Reserved Buffer Offset (BO) Bits 

0000 1 MByte None 

0001 2 MBytes [20] 

0011  4MBytes [21:20] 

0111 8 MBytes [22:20] 

1111 16 MBytes [23:20] 

NOTE: 

(all other combinations are reserved) 
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4.0 PCMC ADDRESS MAP 


The Pentium processor has two distinct physical ad- 
dress spaces: Memory and I/O. The memory ad- 
dress space is 4 GBytes and the I/O address space 
is 64 KBytes. The PCMC maps accesses to these 
_ address spaces as described in this section. 


4.1 CPU Memory Address Map 


Figure 9 shows the address map for the 4 GByte 
Host CPU memory address space. Depending on 
the address range and whether a memory gap is 
enabled via the MSG Register, the PCMC forwards 
CPU memory accesses to either main memory or 
PCI memory. Accesses forwarded to main memory 
invoke operations on the DRAM interface and ac- 
cesses forwarded to PCI memory invoke operations 
on PCI. Mapping to the PCI Bus permits PCI or 
EISA/ISA Bus-based memory. 


. The main memory size ranges from 2 MBytes- 
192 MBytes for the 82434LX and 2 MBytes- 
512 MBytes for the 82434NX. Memory accesses 
above 192 MBytes (512 MBytes for the 82434NX) 
are always forwarded to PCI. In addition, a memory 
gap can be created in the 1 MByte-—16 MBytes 


intel. 


region that provides a window to PCl-based memo- 
ry. The location and size of the gap is programma- 
ble. Accesses to addresses in the gap are ignored 
by the DRAM controller and forwarded to PCI. Note 
that CPU memory accesses that are forwarded to 
PCI (including the Memory Space Gap) are not 
cacheable. Only main memory controlled by the 
PCMC DRAN interface is cacheable. / 


4.2 System Management RAM— 


SMRAM 


The PCMC supports the use of main memory as 
System Management RAM (SMRAM) enabling the 
use of System Management Mode. This function is 
enabled and disabled via the DRAM Control Regis- 
ter. When this function is disabled, the PCMC mem- 
ory map is defined by the DRB and PAM Registers. 
When SMRANM is enabled, the PCMC reserves the 
top 64-KBytes of main memory for use as SMRAM. 


SMRAM can also be placed at AOOOO—AFFFFh or © 
BOOOO-BFFFFh via the SMRAM Space Register. 
Enhanced SMRAM features can also be enabled via 
this register. PCI masters can not access SMRAM 
when it is programmed to the A or B segments. 


192 MB (82434LX) . Main Memory 
512 MBytes (82434NX) | Upper Limit 
16 MByte _. MainMemory —_ 
Memory Space Gap End 
Memory Space Gap 

_ Memory Space Gap Base ao ay ie a2) 

Main Memory 
1024 KB 


Main Memory 
or PCI Memory 


(PC Compatibility Range) 
. Main Memory 
(PC Compatibility Range) 


Figure 9. CPU Memory Address Map—Full Range — 
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However, PCI masters can access SMRAM when 
the top of memory is selected. 


butes in the PAM Registers. The attributes are Read 
Enable (RE), Write Enable (WE) and Cache Enable 
(CE). The attributes determine readability, writeabili- 
ty and cacheability of the corresponding memory re- 
gion. When the associated bit in the PAM Register is 
set to a 1, the attribute is enabled and when set to a 
0 the attribute is disabled. The following rules apply 
for cacheability in the first level and second level 
caches: | 


1. If RE=1, WE=1, and CE=1, the region is 
cacheable in the first level and second level 
caches. 


2. If RE=1, WE=0, and CE=1, the region is 
cacheable only on code reads (i.e., D/C # =0). 
Data reads do not result in a line fill. Writes to the 
region are not serviced by the secondary cache, 
but are forwarded to PCI. 


4.3 PC Compatibility Range 


The PC Compatibility Range is the first MByte of the 
Memory Map. The 512 KByte—1 MByte range is sub- 
divided into several regions as shown in Figure 10. 
Each region is provided with programmable attri- 


1024KB  OoFFFFFh 
Planar BIOS Memory 


(64 KBytes) 


Programmable 


OF0000h Attributes: RE, WE, CE 


OEFFFFh BIOS Extension Memory 


Setup and POST Memory 
PCI Development BIOS Memory 
(64 KBytes) 


Programmable 
Attributes: RE, WE, CE 
0E0000h 


ODFFFFh 
ISA Card BIOS & Buffer Memory 


96 KBytes 


Programmable 


ocs000h Attributes: RE, WE, CE 


OC7FFFh 
Video BIOS Memory 


(32 KBytes) 


Programmable 


0C0000h Attributes: RE, WE, CE 


OBFFFFh . 
Read/Write Accesses 


PCI/ISA Video Buffer Memory 


0A0000h 
O9FFFFh 


080000h 
07FFFFh 


(128 KBytes) 


Host/PCI/EISA Memory 
(128 KBytes) 


Host Memory 
(512 KBytes) 


forwarded to PC! Bus 


Programmable 
Attributes: RE, WE, CE 


Fixed Attributes: 
RE, WE, CE 


Figure 10. CPU Memory Address Map—PC Compatibility Range 
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The RE and WE bits for each region are used to 
shadow BIOS ROM in main memory for improved 
“ system performance. To shadow a BIOS area, RE is 
reset to 0 and WE is set to 1. RE is set to 1 and WE 
is reset to 0. Any writes to the BIOS area are for- 
warded to PCI. 
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4.4 1/0 Address Map 


|/O devices (other than the PCMC) are not support-. 
ed on the Host Bus. The PCMC generates PCI Bus 
cycles for all CPU I/O accesses, except to the 
PCMC internal registers. Figure 11 shows the map- 
ping for the CPU I/O address space. For the 
82434LX, three PCMC registers are located in the 
CPU I/O address space—the Configuration Space 
Enable (CSE) Register, the Turbo-Reset Control 
(TRC) Register, and the Forward (FORW) Register. 


PCI I/O Space 
(12 KB) 


PCI Configuration Space For 
Access Mechanism #2 


PCI I/O Space 
(45KB) 


3KB 


CONFDATA Register 


(3K-3)B 
(3K-4)B 
(3K-5)B 
(3K-6)B 
(3K-7)B 
(3K-8)B 


PMC Register 


CSE Register 


FORW Register 
TRC Register 


(Note 1) 


CONFADD 
Register 
(Note 2) 


PCI /O Space 
(3K-8 Bytes) 
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Figure 11. CPU I/O Address Map 
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Except for the I/O locations of the above mentioned 
registers, all other CPU I/O accesses are mapped to 
either PCI 1/O space or PCI configuration space. If 


the access is to PCI I/O space, the PCi address is . 


the same as the CPU address. If the access is to PCI 
configuration space, the CPU address is mapped to 
a configuration space address as described in Sec- 
tion 3.0, Register Description. 


If configuration space is enabled via the CSE Regis- 
ter (access mechanism #2), the PCMC maps ac- 
cesses in the address range of C100h to CFFFh to 
PCI configuration space. Accesses to the PCMC 
configuration register range (COO0Oh to COFFh) are 
intercepted by the PCMC and not forwarded to PCI. 
If the configuration space is disabled in the CSE 
Register, CPU accesses to the configuration ad- 
dress range (CO0Oh to CFFFh) are forwarded to PC! 
1/O space. 


5.0 SECOND LEVEL CACHE 
INTERFACE 


This section describes the second level cache inter- 
face for the 82434LX Cache (Section 5.1) and the 
82434NX Cache (Section 5.2). The differences are 
in the following areas: 


1. The 82434LX supports both write-through and 
write-back cache policies. The 82434NX only 
supports the write-back policy. 


2. The 82434LX timings are for 60 and 66 MHz and 
the 82434NxX timings are for 50, 60, and 66 MHz. 
Note that the cycle latencies for 60 and 66 MHz 
are the same for both devices. 


3. When burst SRAMs are used to implement the 
secondary cache, address latches are not need- 
ed for the 82434NX type SRAM connectivity. 
However, a control bit has been added to the 
82434NX that permits address latches for 
82434LX type SRAM connectivity. 


4. A low-power second level cache standby mode 
has been added to the 82434NX. 


5. There are new or changed cache control bits as 
indicated by the shading in Section 3.0, Register 
Description. For example, the 82434NX supports 
zero wait-state cache at 50 MHz via the zero 
wait-state control bit. 
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NOTE: 


e Second level cache sizes and organization 
are the same for the 82434LX and 
82434NX. 


e The general operation of the second level 
cache write-back policy is the same for the 
82434LX and 82434NX. For example, the 
Valid and Modified bits operate the same 
for both devices. In addition, snoop opera- 
tions are the same for both devices, as 
well as the handling of flush, flush ac- 
knowledge, and write-back special cycles. 


5.1 82434LX Cache 


The 82434LX PCMC integrates a high performance 
write-back/write-through second level. cache con- 
troller providing integrated tags and a full first level 
and second level cache coherency mechanism. The 
second level cache controller can be configured to 
support either a 256-KByte cache or a 512 KByte 
cache using either synchronous burst SRAMs or 
standard asynchronous SRAMs. The cache is direct 
mapped and can be configured to support either a 
write-back or write-through write policy. Parity on the 
second level cache data SRAMs is optional. 


The 82434LX contains 4096 address tags. Each tag . 
represents a sector in the second level cache. If the 
second level cache is 256-KByte, each tag repre- 
sents two cache lines. If the second level cache is 
512-KByte, each tag represents four cache lines. 
Thus, in the 256-KByte configuration each sector 
contains two lines. In the 512-KByte configuration, 
each sector contains four lines. Va/id and modified 
status bits are kept on a per line basis. Thus, in the 
case of a 256-KByte cache each tag has two valid 
bits and two modified bits associated with it. In the 
case of a 512-KByte cache each tag has four valid 
and four modified bits associated with it. Upon a 
CPU read cache miss, the PCMC inspects the valid 
and modified bits within the addressed sector and 
writes back to main memory only the lines marked 
both valid and modified. All of the lines in the sector 
are then invalidated. The line fill will then occur and 
the valid bit associated with the allocated line will be 
set. Only the requested line will be fetched from 
main memory and written into the cache. If no write- 
back is required, all of the lines in the sector are 
marked invalid. The line fill then occurs and the valid 
bit associated with the allocated line will be set. 
Lines are not allocated on write misses. When a 
CPU write hits a line in the second level cache, the 
modified bit for the line is set. 
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The second level cache is optional to allow the 
82434LX PCMC to be used in a low cost configura- 
tion. A 256-KByte cache is implemented with a sin- 
gle bank of eight 32K x 9 SRAMs if parity is support- 
ed or 32K x 8 SRAMs if parity is not supported on 
the cache. A 512-KByte cache is implemented with 
four 64K x 18 SRAMs if parity is supported or 64K x 
16 SRAMs if parity is not supported on the cache. 


A[27:18] 
Tag 


Intel. 


Two 74AS373 latches complete the cache. Only 
main memory controlled by the PCMC DRAM inter- 
face is cached. Memory on PCI is not cached. | 


Figure 12 and Figure 13 depict the organization of 
the internal tags in the PCMC configured for a 
- 256 KByte cache and a 512-KByte cache. 


| 


Modified Modified 


LineO Line1 ae 
290479-14 


Figure 12. PCMC Internal Tags with 256-KByte Cache 
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Tag 


Modified 
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Modified Modified Modified 


Line3 
290479-15 


Line2 


Figure 13. PCMC Internal Tags with 512-KByte Cache 


In the 256-KByte cache configuration A[17:6] form 
the tag RAM index. The ten tag bits read from the 
tag RAM are compared against A[27:18] from the 
host address bus. Two valid bits and two modified 
bits are kept per tag in this configuration. Host ad- 
dress bit 5 is used to select between lines 0 and 1 
within a sector. In the 512-KByte cache configura- 
tion A[18:7] form the tag RAM index. The nine bits 
read from the tag RAM are compared against 
A[27:19] from the host bus. Four valid bits and four 
modified bits are kept per tag. Host address bits 5 
and 6 are used to select between lines 0, 1, 2 and 3 
within a sector. 
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The Secondary Cache Controller Register at offset 
52h in configuration space controls the secondary 
cache size, write and allocation policies, and SRAM 
type. The cache can also be enabled and disabled 
via this register. 


Figure 14 through Figure 18 show the connections 


between the PCMC and the external cache data 
SRAMs and latches. 
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Figure 14. 82434LX Connections to 256-KByte Cache with Standard SRAM 
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Figure 15. 82434LX Connections to 512-KByte Cache with Standard SRAM 
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Figure 16. 82434LX Connections to 512-KByte Cache with Dual-Byte Select Standard SRAMs 
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Figure 17. 82434LX Connections to 256-KByte Cache with Burst SRAM 
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Figure 18. 82434LX Connections for 512-KByte Cache with Burst SRAM 
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When CALE is asserted, HA[18:7] flow through the 
address latch. When CALE is negated the address is 
captured in the latch allowing the processor to pipe- 
line the next bus cycle onto the address bus. Two 
copies of CA[6:3], COE#, CADS# and CADV# are 
provided to reduce capacitive loading. Both copies 
should be used when the second level cache is im- 
plemented with eight 32K x 8 or 32K x 9 SRAMs. 
Either both copies or only one copy can be used 
with 64K x 18 or 64K x 16 SRAMs as determined by 
the system board layout and timing analysis. The 
two copies are always driven to the same logic level. 
CAA[4:3] and CAB[4:3] are used to count through 
the Pentium processor burst order when standard 
SRAMs are used to implement the cache. 


With burst SRAMs, the address counting is provided 
inside the SRAMs. In this case, CAA[4:3] and 
CAB[4:3] are only used at the beginning of a cycle 
to load the initial low order address bits into the 
burst SRAMs. During CPU accesses, host address 
lines 6 and 5 are propagated to the CAA[6:5] and 
CABI[6:5] lines and are internally latched. When a 
CPU read cycle forces a line replacement in the sec- 
ond level cache, all modified lines within the ad- 
dressed sector are written back to main memory. 
The PCMC uses CAA[6:5] and CAB[6:5] to select 
among the lines within the sector. The Cache Output 
Enables (COE[1:0] #) are asserted to enable the 
SRAMs to drive data onto the host data bus. The 
Cache Write Enables (CWE[7:0] #) allow byte con- 
trol during CPU writes to the second level cache. 


An asynchronous SRAM 512-KByte cache can be 
implemented with two different types of SRAM byte 
control. Figure 15 depicts the PCMC connections to 
a 512 KByte cache using 64K x 18 SRAMs or 64K x 
16 SRAMs with two write enables per SRAM. Each 
SRAM has a high and low write enable. Figure 16 


82434LX/82434NX 


depicts the PCMC connections to a 512-KByte 


cache using 64K x 18 SRAMs or 64K x 16 SRAMs 
with two byte select lines per SRAM. Each SRAM 
has a high and low byte select. . | 


The type of cache byte control (write enable or byte 
select) is programmed in the Cache Byte Control bit 


in the Secondary Cache Control Register at configu- 


ration space offset 52h. When this bit is set to 0, 
byte select control is used. In this mode,’ the 
CBS[7:0] # lines are multiplexed onto pins 90, 91, 
and 95-100 and CR/W[1:0]# pins are multiplexed 
onto pins 93 and 94. When this bit is set to 1, byte 
write enable control is used. In this mode, the 
CWE[7:0] # lines are multiplexed onto pins 90, 91, 
and 95-100. CADS[1:0] # and CADV[1:0] # are only 
used with burst SRAMs. The Cache Address 
Strobes (CADS[1:0]#) are asserted to cause the 
burst SRAMs to latch the cache address at the be- 
ginning of a second level cache access. 
CADS[1:0] # can be connected to either ADSP# or 
ADSC # on the SRAMs. The Cache Advance signals 
(CADV[1:0]#) are asserted to cause the burst 
SRAMs to advance to the next address of the burst 
sequence. 


5.1.1 CLOCK LATENCIES (82434LX) 


~ Table 5 and Table 6 list the latencies for various 


CPU transfers to or from the second level cache for 
standard SRAMs and burst SRAMs. Standard 
SRAM access times of 12 ns and 15 ns are recom- 
mended for 66 MHz and 60 MHz operation, respec- 
tively. Burst SRAM clock access times of 8 ns and 
9 ns are recommended for 66 MHz and 60 MHz op- 
eration, respectively. Precise SRAM timing require- 
ments should be determined by system board elec- 
trical simulation with SRAM |/O buffer models. 


Table 5. Second Level Cache Latencies with Standard SRAM (82434LX) 
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Table 6. Second Level Cache Latencies with Burst SRAM (82434LX) 


Single Read — 


5.1.2 STANDARD SRAM CACHE CYCLES 
| (82434LX) 7 


The following sections describe the activity of the 
second level cache interface when standard asyn- 
- chronous SRAMs are used to implement the cache. 


5.1.2.1 Burst Read (82434LX) 


Figure 19 depicts a burst read from the second level 
cache with standard SRAMs. The CPU initiates the 
read cycle by driving address and status onto the 
bus and asserting ADS #. Initially, the CA[6:3] are a 
propagation delay from the-host address lines 
A[6:3]. Upon sampling W/R# active and M/IO # in- 
active, while ADS# is asserted, the PCMC asserts 
COE # to begin a read cycle from the SRAMs. CALE 
is negated, latching the address lines on the SRAM 
address inputs, allowing the CPU to pipeline a new 
address onto the bus. CA[4:3] cycle through the 
Pentium processor burst order, completing the cy- 
cle. PEN# is asserted with the first BRDY# and 
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Cycle Type 


| | Burst Write | | 3-1-1-1 | _ 


¥ 


Pipelined Back to Back Burst Reads 3-1-1-1/1-1-1-1 | 
Read Followed by Pipelined Write BAA 2 0 


HCLK Count 


negated with the last BRDY # if parity is implement-. 
ed on the second level cache data SRAMs and the 
MCHK DRAM/Second Level Cache Data Parity bit 
in the Error Command Register (offset 70h) is set.: 


Figure 20 depicts a burst read from the second level 


cache with standard 16- or 18-bit wide dual-byte se- 
lect SRAMs. A single read cycle from the second 
level cache is very similar to the first transfer of a 
burst read cycle. CALE is not negated throughout 
the cycle. COE# is asserted as shown above, but is 
negated with BRDY #. | | 


When the Secondary Cache Allocation (SCA) bit in 
the Secondary Cache Control Register is set to 1, 
the PCMC performs a line fill in the secondary 
cache, even if the CACHE # signal from the CPU is 
inactive. In this case, AHOLD is asserted to prevent 
the CPU from beginning a new cycle while the sec- 
ond level cache line fill is completing. 


Back-to-back pipelined burst reads from the second 
level cache are shown in the Figure 21. 
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Figure 20. Burst Read from Second Level Cache with Dual-Byte Select SRAMs (82434LX) 
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Figure 21. Pipelined Back-to-Back Burst Reads from 
Second Level Cache with Standard SRAM (82434LX) 


Due to assertion of NA#, the CPU drives a new aca- 
dress onto the bus before the first cycle is complete. 
In this case, the second cycle is a hit in the second 
level cache. Immediately upon completion of the first 
read cycle, the PCMC begins the second cycle. 
When the first cycle completes, the PCMC drives the 
new address to the SRAMs on CA[6:3] and asserts 
CALE. The second cycle is very similar to the first, 
completing at a rate of 3-2-2-2. The cache address 
lines must be held at the SRAM address inputs until 
the first cycle completes. Only after the last BRDY # 
is returned, can CALE be asserted and CA[6:3] be 
changed. Thus, the pipelined cycle completes at the 
same rate as a non-pipelined cycle. 


5.1.2.2 Burst Write (82434LX) 


A burst write cycle is used to write back a cache line 
from the first level cache to either the second level 
cache or DRAM. Figure 22 depicts a burst write cy- 
cle to the second level cache with standard SRAMs. . 
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The CPU initiates the write cycle by driving address 
and status onto the bus and asserting ADS #. Initial- 
ly, the CA[6:3] propagate from the host address 
lines A[6:3]. CALE is negated, latching the address 
lines on the SRAM address inputs, allowing the CPU 
to pipeline a new address onto the bus. Burst write 
cycles from the Pentium processor always begin 
with the low order Qword and advances to the high 


order Qword. CWE[7:0] # are generated from an in- 


ternally delayed version of HCLK, providing address 


_setup time to CWE[7:0] # falling and data setup time 
to CWE[7:0] # rising edges. HIG[4:0] are driven to 


PCMWQ (Post CPU to Memory Write Buffer Qword) 
only when the PCMC is programmed for a write- 
through write policy. When programmed for write- 
back mode, the modified bit associated with the line 


- is set within the PCMC. The single write cycle is very 


similar to the first write of a burst write cycle. A burst 
read cycle followed by a pipelined write cycle with 
standard SRAMs is depicted in Figure 24. | 
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Figure 22. Burst Write to Second Level Cache with Standard SRAM (82434LX) 


HCLK 


eOrarapoce: 


A[31:3] 
NA# 
BRDY# 
CALE 
CA[6:5] 
CA[4:3} 
COE# 
CBS[7:0}# 
crwe | 


moeGewmepsmeDemceeasssadpemhec 


09 lem are aro rae ta sgh eae 


ae AS Sees GORE! 

HIG([4:0] _ ULENOPC) CUE RLUECUXNOPCK Ui XNOPCX. CS XNOBCX TF FYnopc 
PCMWQ PCMWO te ‘o of ; 

290479-—25 


Figure 23. Burst Write to Second Level Cache with Dual-Byte Select Standard SRAMs (82434LX) 
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Figure 24. Burst Read Followed by Pipelined Write with Standard SRAM (82434LX) 


5.1.2.3 Cache Line Fill (82434LX) 


If the CPU issues a memory read cycle to cacheable 
memory that is not in the second level cache, a first 
and second level cache line fill occurs. Figure 25 
depicts a CPU read cycle that results in a line fill into 
the first and second level caches. 
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Figure 27 depicts the host bus activity during a CPU 

read cycle that forces a write-back from the second 

level cache to the CPU-to-memory posted write buff- 
er as the DRAM read cycle begins. 
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Figure 25. Cache Line Fill with Standard SRAM 
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Figure 27. CPU Cache Read Miss, Write-Back, Line Fill with Standard SRAM (82434LX) 


The CPU issues a memory read cycle that misses in 
the second level cache. In this instance, a modified 
line in the second level cache must be written back 
to main memory before the new line can be filled 
into the cache. The PCMC inspects the valid and 
modified bits for each of the lines within the ad- 
dressed sector and writes back only the valid lines 
within the sector that are in the modified state. Dur- 
ing the write-back cycle, CA[4:3] begin with the ini- 
tial value driven by the Pentium processor and pro- 
ceed in the Pentium processor burst order. CA[6:5] 
are used to count through the lines within the ad- 
dressed sector. When two or more lines must be 
written back to main memory, CA[6:5] count in the 
direction from line 0 to line 3. CA[6:5] advance to 
the next line to be written back to main memory, 


ADVANCE INFORMATION 


skipping lines that are not modified. Figure 23 de- 
picts the case of just one of the lines in a sector 
being written back to main memory. In this case, the 
entire line can be posted in the CPU-to-Main memo- 
ry posted write buffer by driving the HIG[4:0] lines to 
the PCMWQ command as each Qword is read from 
the cache. At the same time, the required DRAM 
read cycle is beginning. As soon as the de-allocated 
line is written into the posted write buffer, the 
HIG[4:0] lines are driven to CMR (CPU Memory 
Read) to allow data to propagate from the DRAM 
data lines to the CPU data lines. The CWE[7:0] # 
lines are not generated from a delayed version of 
HCLK (as they are in the case of CPU to second 
level cache burst write), but from ordinary HCLK ris- 
ing edges. CMR is driven on the HIG[4:0] lines 
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throughout the DRAM read portion of the cycle. With 
the fourth assertion of BRDY# the HIG[4:0] lines 
change to NOPC. The LBXs however, do not tri- 
state the host data lines until MDLE rises. 
CWE[7:0] # and MDLE track such that MDLE will 
not rise before CWE[7:0] #. Thus, the LBXs contin- 
ue to drive the host data lines until CWE[7:0] # are 
negated. CA[6:3] remain at the valid values until the 
clock after the last BRDY #, providing address hold 
time to CWEI7: 0] # rising. 


PEN# is asserted as shown if the MCHK DRAM/L2 
_ Cache Data Parity Error bit in the Error Command 
Register (offset 70h) is set. If the second level cache 
supports parity, PEN# is always asserted during 
CPU read cycles in the third clock in case the cycle 
hits in the cache. 


If more than one line must be written back to main 
memory, the PCMC fills the CPU-to-Main Memory 
Posted Write Buffer and loads another Qword into 
the buffer as each Qword write completes into main 
memory. The writes into DRAM proceed as page hit 
write cycles from one line to the next, completing at 
a rate of X-4-4-4-5-4-4-4-5-4-4-4 for a three line 
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CA[4:3]} 


intel . 
write-back. All modified lines except for the last one 
to be written back are posted and written to memory 
before the DRAM read cycle begins. The last line to 
be written back is posted as the DRAM read cycle 


begins. Thus, the read data is returned to the CPU 
before the last line is retired to memory. 


- The line which was written into the second level 


cache is marked valid and unmodified by the PCMC. 


_ All the other lines in the sector are marked invalid. A 


subsequent CPU read cycle which hits in the same 
sector (but a different line) in the second level cache © 
would then simply result in a line fill without any 

write-back. : 


5.1.3 BURST SRAM CACHE CYCLES (82434LX) 
The following sections show the activity of the sec- 


ond level cache interface when burst SRAMs are 
used for the second level cache. 


5.1.3.1 Burst Read (82434LX) 


Figure 28 depicts a burst read from the second level 
cache with burst SRAMs. 
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Figure 28. CPU Burst Read from Second Level Cache with Burst SRAM (82434LX) 
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The cycle begins with the CPU driving address and 
status onto Host Bus and asserting ADS#. The 
PCMC asserts CADS# and COE# in the second 
clock. After the address is latched by the burst 
SRAMs and the PCMC determines that no write- 
back cycles are required from the second level 
cache, CALE is negated. Back-to-back burst reads 
from the second level cache are shown in Figure 29. 


When the Secondary Cache Allocation (SCA) bit in 
the Secondary Cache Control Register is set to 1, 
the PCMC performs a line fill in the secondary 
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cache, even if the CACHE # signal from the CPU is 
negated. In this case, AHOLD is asserted to prevent 
the CPU from beginning a new cycle while the sec- 
ond level cache line fill is completing. 


Back-to-back burst reads which hit in the second 
level cache complete at a rate of 3-1-1-1/1-1-1-1 
with burst SRAMs. As the last BRDY # is being re- 
turned to the CPU, the PCMC asserts CADS # caus- 
ing the SRAMs to latch the new address. This allows 
the data for the second cycle to be transferred to the 
CPU on the clock after the first cycle completes. 
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Figure 29. Pipelined Back-to-Back Burst Reads from Second Level Cache (82434LX) 
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5.1.3.2 Burst Write (82434LX) 


A burst write cycle is used to write back a line from 


the first level cache to either the second level cache 
or DRAM. A burst write cycle from the first level 
cache to the second level cache is shown in Fig- 
ure 30. 


The Pentium processor always writes back lines 
starting with the low order Qword advancing to the 
high order Qword. CADS # is asserted in the second 
clock. CWE[7:0] # and BRDY# are asserted in the 
third clock. CADV# assertion is delayed by one 
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clock relative to the burst read cycle. HIG[4:0] are — 
driven to PCMWQ (Post CPU-to-Memory Write Buff- 
er Qword) only when the PCMC is programmed for a 
write-through write policy. When programmed for 
write-back mode, the modified bit associated with 
the line is set within the PCMC. The single write is 
very similar to the first write in a burst write. CADS # 
is asserted in the second clock. BRDY# and 
CWE[7:0] # are asserted in the third clock. A burst 
read cycle followed by.a pipelined single write cycle 


is depicted in Figure 31. 
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Figure 30. Burst Write to Second Level Cache with Burst SRAM (82434LX) 
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Figure 31. Burst Read Followed by Pipelined Single Write Cycle with Burst SRAM (82434LX) 
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5.1.3.3 Cache Line Fill (82434LX) Figure 33 depicts a CPU read cycle which forces a 
| write-back in the second level cache. 

If the CPU issues a memory read cycle to cacheable. | . 

memory which does not hit in the second level 

cache, a cache line fill occurs. Figure 32 depicts a 

first and second level cache line fill with burst 

SRAMs. | 
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Figure 32. Cache Line Fill with Burst SRAM, DRAM Page Hit, 7-4-4-4 Timing (82434LX) 
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The CPU issues a memory read cycle which misses 
in the second level cache. In this instance, a modi- 
fied line in the second level cache must be written 
back to main memory before the new line can be 
filled into the cache. The PCMC inspects the valid 
and modified bits for each of the lines within the 
addressed sector and writes back only the valid 
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Figure 33. CPU Cache Read Miss, Write-Back, Line Fill with Burst SRAM (82434L.X) 


lines within the sector that are marked modified. 
CA[6:5] are used to count through the lines within 
the addressed sector. When two or more lines must 
be written back to main memory, CA[6:5] count in 
the direction from line 0 to line 3 after each line is 
written back. Figure 29 depicts the case of just one 
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of the lines in a sector being written back to main 
memory. In this case, the entire line can be posted in 
the CPU-to-Memory Posted Write Buffer by driving 
the HIG[4:0] lines to PCMWQ as each Qword is 
read from the cache. At the same time, the required 


DRAM read cycle is beginning. After the de-allocat- _ 


ed line is written into the posted write buffer, the 
HIG[4:0] lines are driven to CMR (CPU Memory 
Read) to allow data to propagate from the DRAM 
data lines to the CPU data lines. Figure 29 assumes 


that the read from DRAM is a page hit and thus the © 


first Qword is already read from the DRAMs when 
the transfer from cache to the CPU to Memory post- 
ing buffer is complete. The rest of the DRAM cycle 
completes at a -4-4-4 rate. CADV # is asserted with 
the last three BRDY # assertions. CMR is driven on 
the HIG[4:0] lines throughout the DRAM read por- 
tion of the cycle. Upon the fourth assertion of 
BRDY # the HIG[4:0] lines change to NOPC. 


PEN # is asserted as shown if the MCHK DRAM/L2 


Cache Data Parity Error bit in the Error Command. 


Register (offset 70h) is set. If the second level cache 
supports parity, PEN# is always asserted during 
CPU read cycles in clock 3 in case the cycle hits in 
the cache. 


lf more than one line must be written back to main 
memory, the PCMC fills the CPU-to-Main Memory 
Posted Write Buffer and loads another Qword into 
the buffer as each Qword write completes into main 
memory. The writes into DRAM proceed as page hit 
write cycles from one line to the next, completing at 
a rate of X-4-4-4-5-4-4-4-5-4-4-4 for a three line 
write-back when programmed for X-4-4-4 DRAM 
write timing or X-3-3-3-4-3-3-3-4-3-3-3 when pro- 
grammed for X-3-3-3 DRAM write timing. All modi- 
fied lines except for the last one to be written back 


to memory are posted and retired to memory before . 


the DRAM read cycle begins. The last line to be writ- 
ten back is posted as the DRAM read cycle begins. 
Thus, the read data is returned to the CPU before 
the last line is retired to memory. 
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The line which was written into the second level 
cache is marked valid and unmodified by the PCMC. 


All the other lines in the block are marked invalid. A 


subsequent CPU read cycle which hits the same 
sector (but a different line) in the second level cache 
results in a line fill without any write-back. 


‘5.1.4 SNOOP CYCLES 


Snoop cycles are the same for the 82434LX and 
82434NX. The inquire cycle is used to probe the first 
level and second level caches when a PCI master 
attempts to access main memory. This is done to » 
maintain coherency between the first and second 
level caches and main memory. When a PCI master 
first attempts to access main memory a snoop re- 
quest is generated inside the PCMC. The PCMC 
supports up to two outstanding cycles on the CPU 
address bus at a time. Outstanding cycles include 
both CPU initiated cycles and snoop cycles. Thus, if 
the Pentium processor pipelines a second cycle 
onto the host address bus, the PCMC will not issue a 
snoop cycle until the first CPU cycle terminates. If 
the PCMC were to initiate a snoop cycle before the 
first CPU cycle were complete then for a brief period 
of time, three cycles would be outstanding. Thus, a 
snoop request is serviced with a snoop cycle only 
when either no cycle is outstanding on the CPU bus 
or one cycle is outstanding. 


Snoop cycles are performed by driving the PCI mas- 
ter address onto the CPU address bus and asserting 
EADS #. The Pentium processor then performs a 
tag lookup to determine if the addressed memory is 
in the first level cache. At the same time the PCMC 
performs an internal tag lookup to determine if the 
addressed memory is in the second level cache. Ta- 
ble 7 describes how a PCI master read from main 
memory is serviced by the PCMC. 
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Table 7. Data Transfers for PC! Master Reads from Main Memory 


First Level Second Level | 
Cache Cache 


[Miss Data is transferred from DRAM to PCI. 


Hit Unmodified Line | Data is transferred directly from second level cache to PCI. The 
line remains valid and unmodified in the second level cache. 


Hit Modified Line Data is transferred directly from second level cache to PCI. Line 
remains valid and modified in the second level cache. The line 
is not written to DRAM. 


Hit Unmodified Line [Miss Data is transferred from DRAM to PCI. 


Hit Unmodified Line | Hit Unmodified Line | Data is transferred directly from second level cache to PCI. The 
line remains valid and unmodified in the second level cache. | 


Hit Unmodified Line | Hit Modified Line Data is transferred directly from second level cache to PCI. Line 
remains valid and modified in the second level cache. The line 
is not written to DRAM. 


A write-back from first level cache occurs. The data is sent to 
both PCI and the CPU-to-Memory Posted Write Buffer. The 
CPU-to-Memory Posted Write Buffer is then written to memory. 


Hit Modified Line 


Hit Modified Line Hit Unmodified Line | A write-back from first level cache occurs. The data is posted to 
PCI and written into the second level cache. When the second 
level cache is in write-back mode, the line is marked modified 
and is not written to DRAM. When the second level cache is in 
write-through mode, the line is posted and then written to 


DRAM. 


A write-back from first level cache occurs. The data is posted to 
PCI and written into the second level cache. The line is not 
written to DRAM. This scenario can only occur when the 
second level cache is in write-back mode. 


Hit Modified Line Hit Modified Line 


PCI master write cycles never result in a write direct- other lines in the sector are not written back to main 
ly into the second level cache. A snoop hit to a modi- memory or invalidated. A PCI master write snoop hit 
fied line in either the first level or second level cache to an unmodified line in either the first level or sec- 
results in a write-back of the line to main memory. ond level cache results in the line being invalidated. 


The line is invalidated and the PCI write to main Table 8 describes the actions taken by the PCMC 
memory occurs after the write-back completes. The when a PCI master writes to main memory. 
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Table 8. Data Transfers for PCI Master Writes to Main Memory a 3 


First Level Second Level 
Cache Cache 
[Miss ss] Miss The PCI master write data is transferred from PCI to DRAM. 
Miss Hit Unmodified Line | The PCI master write data is transferred from PCI to DRAM. 
) | The line is invalidated in the second level cache. 
Hit Modified Line ‘ | A write-back from second level cache to DRAM occurs. The 
PCI master write data is then written to DRAM. The line is — 
. invalidated in the second level cache. 
Hit Unmodified Line ef 
-Hit Unmodified Line | Hit Unmodified Line 


Hit Unmodified Line | Hit Modified Line 


Hit Modified Line aoe’ 


Hit Modified Line | Hit Unmodified Line 


The first level cache line is invalidated. The PCI master write 
data is written to DRAM. 


‘The line is invalidated in both the first level and second level 
caches. The PCI master write data is written to DRAM. 


The first level cache line is invalidated. The second level cache 
line is written back to main memory and invalidated. The PCI 
master write data is then written to DRAM. | 


The first level cache line is written back to DRAM and 
invalidated. The PCI master write data is then written to DRAM. 


The first level cache line is written back to DRAM and 
invalidated. The second level cache line is invalidated. The PCI 
‘master write data is then written to DRAM. 


The first level cache line is written back to DRAM and 
invalidated. The second level cache line is invalidated. The PCI 
master write data is then written to DRAM. 


Hit Modified Line 


Hit Modified Line 


A snoop hit results in one of three transfers; a write- |. posted to the LBXs and written to the second level 
back from the first level cache posted to the LBXs, a cache. A snoop cycle that does not result in a write- 
write-back from the second level cache posted to back is depicted in Figure 34. | 7 
the LBXs or a write-back from the first level cache a 
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Figure 34. Snoop Hit to Unmodified Line in First Level Cache or Snoop Miss 


The PCMC begins to service the snoop request by 
asserting AHOLD, causing the Pentium processor to 
tri-state the address bus in the clock after assertion. 
In the case of a PCI master read cycle, the PCMC 
drives the DPRA (Drive PCI Read Address) com- 
mand onto the HIG[4:0] lines causing the LBXs to 
drive the PCI address onto the host address bus. 
For a write cycle, the PCMC drives the DPWA (Drive 
PCI Write Address to CPU Address Bus) command 
on the HIG[4:0] lines, also causing the LBXs to be- 
gin driving the host address bus. The PCMC then 
asserts EADS#, initiating the snoop cycle to the 
CPU. The INV signal is asserted by the PCMC only 
during snoops due to PCi master writes. INV re- 
mains negated during snoops due to PCI master 
reads. If the snoop results in a hit to a modified line 
in the first level cache, the Pentium processor as- 
serts HITM#. The PCMC samples the HITM # signal 
two clocks after the CPU samples EADS# asserted 
to determine if the snoop hit in the first level cache. 
By this time the PCMC has completed an internal tag 
lookup to determine if the line is in the second level 
cache. Since this snoop does not result in a write- 
back, the NOPC command is driven on the HIG[4:0] 
lines, causing the LBXs to tri-state the address bus. 
The sequence ends with AHOLD negation. 
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If the Pentium processor asserts ADS # in the same 
clock as the PCMC asserts AHOLD, the PCMC will 
assert BOFF # in two cases. First, if the snoop cycle 
hits a modified line in the first level cache, the PCMC 
will assert BOFF # for 1 HCLK to re-order the write- 


__ back around the currently sending cycle. Second, if 


the snoop requires a write-back from the second lev- 
el cache, the PCMC will assert BOFF#-: to enable 
the write-back from the secondary cache SRAMs. 


Figure 35 depicts a snoop hit to a modified line in the 
first level cache due to a PCI master memory read 
cycle. 


The snoop cycle begins when the PCMC asserts 
AHOLD causing the CPU to tri-state the address ~ 
bus. The PCMC drives the DPRA (Drive PC! Read 
Address) command on to the HIG[4:0] lines causing 
the LBXs to drive the PCI address onto the host ad- 
dress bus. The PCMC then asserts EADS #, initiat- 
ing the snoop to the first level cache. INV is not 
asserted since this is a PCI master read cycle. INV is 
only asserted with EADS# when the snoop cycle is 
in response to a PCI master write cycle. As the CPU 
is sampling EADS # asserted, the PCMC latches the 
address. Two clocks later, the PCMC completes the 
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HCLK } 
A[31:5] | 
AHOLD } 


EADS# } 
INV 
HITM# 
HIG[4:0] ; 
“ADS# | 
CACHES } 
we 
BRDY# ! 


internal tag lookup to determine if the line is in the 
second level cache. In this instance, the snoop hits 
a modified line in the first level cache and misses in 
the second level cache. Thus, the second level 
cache is not involved in the write-back cycle. The 


PCMC allows the LBXs to stop driving the address 


lines by driving NOPC command on the HIG[4:0] 
lines. The CPU then drives the write-back cycle onto 


the bus by asserting ADS# and driving the write- | 
back data on the data lines even though AHOLD is 


still asserted. The write-back into the LBX buffers 
occurs at a rate of 3-1-1-1. The PCMC drives 
PCMWF@ on the HIG[4:0] lines for one clock caus- 
ing the write data to be posted to both PCI and main 
memory. For the next three clocks, the HIG[4:0] 
lines are driven to PCMWNQ, posting the final three 
Qwords to both PCI and main memory. 


A similar transfer from first level cache to the LBXs 
occurs when a snoop due to a PCI master write hits 
a modified line in the first level cache. In this case, 
the write-back is transferred to the CPU-to-Memory 
Posted Write Buffer. If the line is in the second level 
cache, it is invalidated. The cycle is similar to the 
snoop cycle shown above with two exceptions. The 
PCMC drives the DPWA command on the HIG[4:0] 
lines instead of the DPRA command. During the four 
clocks where the PCMC drives BRDY # active to the 
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CPU, it also drives PCMWQ on the HIG[4:0] lines, 
causing the write to be posted to main memory. 


In both of the above cases where a write-back from | 
the first level cache is required, AHOLD is. asserted 
until the write-back is complete. If the CPU has be- 
gun a read cycle directed to PCI and the snoop re- 
sults in a hit to a modified line in the first level cache, 
BOFF # is asserted for one clock to abort the CPU 
read cycle and re-order the write-back cycle: before 


the read cycle. 


When a PCI master read or write cycle hits a modi- 
fied line in the second level cache and either misses 
in the first level cache or hits an unmodified line in | 
the first level cache, a write-back from the second 
level cache to the LBXs occurs. When a PCI master 
write snoop hits an unmodified line in the second 
level cache and either misses in the first level cache 
or hits an unmodified line in the first level cache, no | 


data transfer from the second level cache occurs. | 


The line is simply invalidated. In the case of a PCI 
master write cycle, the line is invalidated in both the 
first level and second level caches. In the case of a 
PCI master memory read cycle, neither cache is in- 
validated. A PCl master read from main memory 


_ which hits either a modified or unmodified line in the 


second level cache is shown in Figure 36. 


ADVANCE INFORMATION 


HITM# ; High: 


HIG(4:0) | 
CALE | 
COEs | 

CAle:5) 


CAL4:3] SS 


82434LX/82434NX 


290479-38 


Figure 36. Snoop Hit to Modified Line in Second Level Cache, Store in PCI Read Prefetch Buffer 


The snoop cycle begins with the PCMC asserting 
AHOLD, causing the CPU to tri-state the host ad- 
dress bus. The PCMC drives the DPRA command 
enabling the LBXs to drive the snoop address onto 
the host address bus. The PCMC asserts EADS #. 
INV is not asserted in this case since the snoop cy- 
cle is in response to a PCI master read cycle. If the 
snoop were in response to a PCI master write cycle 
then INV would be asserted with EADS#. Two 
clocks after the CPU samples EADS# active, the 
PCMC completes the internal tag lookup. In this 
case the snoop hit either an unmodified line or a 
modified line in the second level cache. Since 
HITM# is inactive, the snoop did not hit in the first 
level cache. The PCMC then schedules a read from 
the second level cache to be written to the LBXs. 
When the CPU burst cycle completes the PCMC ne- 
gates the control signals to the second level cache 
and asserts CALE opening the cache address latch 
and allowing the snoop address to flow through to 
the SRAMs. The second level cache executes a 


i 
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read sequence which completes at 3-2-2-2 in the 
case of standard SRAMs and 3-1-1-1 in the case of 
burst SRAMs. During all snoop cycles where a write- 
back from the second level cache is required, 
BOFF # is asserted throughout the write-back cycle. 
This prevents the deadiock that would occur if the — 
CPU is in the middle of a non-postablie write and the 
data bus is required for the second level cache 
write-back. 


When using burst SRAMs, the read from the SRAMs 
follows the Pentium processor burst order. However, 
the memory to PCI read prefetch buffer in the LBXs 
is organized as a FIFO and cannot accept data out 
of order. The SWBO, SWB1, SWB2 and SWB3 com- 
mands are used to write data into the buffer in as- 
cending order. In the above example, the PCI master 
requests a data item which hits Qword 0 in the 
cache, thus CA[4:3] count through the following se- 
quence: 0, 1, 2, 3 (00, 01, 10, 11). If the PCI mas- 
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ter requests a data item that hits Qword 1, the SWBO 
command is sent via the HIG[4:0] lines to store 
Qword 1in the first buffer location. The next read 
from the cache is not in ascending order, thus a 
NOPC is sent on the HIG[4:0] lines. This Qword is 
not posted in the buffer. The next read from the 
cache is to Qword 3. SWB2 is sent on the HIG[4:0] 
lines. The final read from the cache is Qword 2. 
SWB1 is sent on the HIG[4:0] lines. Thus, Qword 1 
is placed in entry 0 in the buffer, Qword 2 is placed 
in entry 1 in the buffer and Qword 3 is placed in entry 
2 in the buffer. The ordering between the Qwords 
read from the cache and the HIG[4:0] commands 
when using burst SRAMs is summarized in Table 9. 


Table 9. HIG[4:0] Command Sequence for 
Second Level Cache to PCI Master Read 
Prefetch Buffer Transfer 


Burst Order HIG[4:0] Command 
from Cache Sequence 


0,1,2,3 SWBO, SWB1, 
SWB2, SWB3 
1,0, 3,2 SWBO, NOPC 
SWB2, SWB1 


~ SWBO, NOPC 
| NOPC, NOPC 
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2, 3, 0, 1 SWBO, SWB1, | 
| NOPC, NOPC 


: . 

intel ° 
When using standard asynchronous SRAMs, the - 
read from the SRAMs occurs in a linear burst order. 
Thus, CAA[4:3] and CAB[4:3] count in a linear burst 
order and the Store Write Buffer commands are sent 
in linear order. The burst ends at the cache line 


boundary and does not wrap around and continue 
with the beginning of the cache line. 


A PCI master write cycle which hits a modified line in 
the second level cache and either hits an unmodified 
line in the first level cache or misses in the first level 
cache will also cause a transfer from the second 
level cache to the LBXs. In this case, the read from 
the SRAMs is posted to main memory and the line is 
invalidated in the second level cache. The cycle 
would differ only slightly from the above cycle. INV 
would be asserted with EADS#. Instead of the 
DPRA command, the PCMC would use the DPWA 
command to drive the snoop address onto the host. 
address bus. The write would be posted to the | 
DRAM, thus the PCMC would drive the PCMWQ 
command on the HIG[4:0] lines to post the write to 
DRAM. 


A snoop cycle can result in a write-back from the 
first level cache to both the second level and LBXs 
in the case of a PCI master read cycle which hits a 
modified line in the first level cache and hits either a 
modified or unmodified line in the second level 
cache. The line is written to both the second level 
cache and the memory to PCI read prefetch buffer. 
The cycle is shown in Figure 37. 
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Figure 37. Snoop Hit to Modified Line in First Level Cache, Write-Back from First Level Cache to | 
Second Level Cache and Send to PCI 


This cycle is shown for the case of a second level 
cache with burst SRAMs. In this case, as it com- 
pletes the second level cache tag lookup, the PCMC 
samples HITM# active. The write-back is written to 
the second level cache and simultaneously stored in 
the memory to PCI prefetch buffer. In the case 
shown in Figure 33, the PCl master requests a data 
item which is contained in Qword 0 of the cache line. 
Note that a write-back from the first level cache al- 
ways starts with Qword 0 and finishes with Qword 3. 
Thus the HIG[4:0] lines are sequenced through the 
following order: SWBO, SWB1, SWB2, SWBS3. If the 
PCI master requests a data item which is contained 
in Qword 1, the HIG[4:0] lines sequence through the 
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following order: NOPC, SWBO, SWB1, SWB2. If the 
PCI master requests a data item which is contained 
in Qword 2, the HIG[4:0] lines sequence through the 
following order: NOPC, NOPC, SWBO, SWB1. If the 
PCI master requests a data item which is contained 
in Qword 3, the HIG[4:0] lines sequence through the 
following order: NOPC, NOPC, NOPC, SWBO. 
AHOLD is negated after the write-back cycle is com- 
plete. 


lf the CPU has begun a read cycle directed to PCI 
and the snoop results in a hit to a modified line in the 
first level cache, BOFF # is asserted for one clock to 
abort the CPU read cycle and re-order the write- 
back cycle before the pending read cycle. 
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5.1.5 FLUSH, FLUSH ACKNOWLEDGE AND 
WRITE-BACK SPECIAL CYCLES 


_ There are three special cycles that affect the second 
level cache, flush, flush acknowledge, and write- 
back. If the processor executes an INVD instruction, 
it will invalidate all unmodified first level cache lines 
and issue a flush special cycle. If the processor exe- 
cutes a WBINVD instruction, it will write back all 
modified first level cache lines, invalidate the first 
level cache, and issue a write-back special cycle fol- 
lowed by a flush special cycle. If the Pentium proc- 
essor FLUSH# pin is asserted, the CPU will write- 
back all modified first level cache lines, invalidate 
the first level cache, and issue a flush acknowledge 
special cycle. 


The second level cache behaves the same way in 
response to the flush special cycle and flush ac- 
knowledge special cycle. Each tag is read and the 
valid and modified bits are examined. If the line is 
both valid and modified it is written back to main 
memory and the valid bit for that line is reset. All 
valid and unmodified lines are simply marked invalid. 
The PCMC advances to the next tag when all lines 
within the current sector have been examined. 
BRDY # is returned to the Pentium processor after 
all modified lines in the second level cache have 
been written back to main memory and all of the 
valid bits for the second level cache are reset. The 
sequence of write-back cycles will only be interrupt- 
ed to service a PCI master cycle. 


The write-back special cycle is ignored by the PCMC 
because all modified lines will be written back to 
main memory by the following flush special cycle. 
Upon decoding a write-back special cycle, the 
PCMC simply returns BRDY # to the Pentium proc- 


essor. 
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6.0 DRAM INTERFACE 


This section describes the DRAM interface for the 
82434LX DRAM Interface (Section 6.1) and the 
82434NX DRAM Interface (Section 6.2). The differ- 
ences are in the following areas: 


1. Increased maximum DRAM memory size to 
512 MBytes. An extra address line (MA11) has 
been added to the 82434NX. 


2. Two additional RAS# lines for a total of eight 
(RAS[0:7] #. 


3. Addition of 50 MHz host-bus optimized DRAM 
timing sets. Thus, the 82434LX supports 60 and 
66 MHz frequencies and the 82434NX supports 
50, 60, and 66 MHz. 


- 6.1 82434LX DRAM Interface 


The 82434LX PCMC integrates a high performance 
DRAM controller supporting from 2-192 MBytes of 
main memory. The PCMC generates the RAS#, 
CAS #, WE# and multiplexed addresses for the 
DRAM array, while the data path to DRAM is provid- 
ed by two 82433LX LBXs. The DRAM controller in- 
terface is fully configurable through a set of control 
registers. Complete descriptions of these registers 
are given in Section 3.0, Register Description. A brief 
overview of the registers which configure the DRAM — 
interface is provided in this section. 


The 82434LX controls a 64-bit memory array (72-bit 
including parity) ranging in size from 2 MBytes up to 

192 MBytes using industry standard 36-bit wide. 
memory modules with fast page-mode DRAMs. Both 

single- and double-sided SIMMs are supported. The 

eleven multiplexed address lines, MA[10:0] allow 

the PCMC to support 256K x 36, 1M x 36, and 

4M x 36 SIMMs. The PCMC has six RAS # lines en- 

abling the support of up to six rows of DRAM. Eight 

_ CAS # lines allow byte control over the array during 

read and write operations. The PCMC supports 70 

and 60 ns DRAMs. The PCMC DRAM interface is 

synchronous to the CPU clock and supports page 

mode accesses to efficiently transfer data in bursts 

of four Qwords. 


The DRAM interface of the PCMC is configured by 


the DRAM Control Mode Register (offset 57h) and 
the six DRAM Row Boundary (DRB) Registers (off- 
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sets 60h-65h). The DRAM Control Mode Register 
contains bits to configure the DRAM interface for 
RAS# modes. and refresh options. In addition, 
DRAM Parity Error Reporting and System Manage- 
ment RAM space can be enabled and disabled. 
When System Management RAM is enabled, if 
SMIACT # from the Pentium processor is not assert- 
ed, all CPU read and write accesses to SMM memo- 


- ry are directed to PCI. The SMRAM Space Register 


at configuration space offset 72h provides additional 
control over the SMRAM space. The six DRB Regis- 
ters define the size of each row in the memory array, 
enabling the PCMC to assert the proper RAS # line 
for accesses to the array. | 


CPU-to-Memory write posting and read-around-write 
operations are enabled and disabled via the Host 
Read/Write Buffer Control Register (offset 53h). 


-PCl-to-Memory write posting is enabled and dis- 


abled via the PC! Read/Write Buffer Control Regis- 
ter (offset 54h). PCI master reads from main memory 
always result in the PCMC and LBXs reading the 
requested data and prefetching the next seven 
Dwords. 


Seven Programmable Attribute Map (PAM) Regis- 
ters (offsets 59h-5Fh) are used to specify the 
cacheability and read/write status of the memory 
space between 512 KBytes and 1 MByte. Each PAM 
Register defines a specific address area enabling 
the system to selectively mark specific memory 
ranges as cacheable, read-only, write-only, read/ 
write or disabled. When a memory range is disabled, 
all CPU accesses to that range are directed to PCI. 


Two other registers also affect the DRAM interface, 
the Memory Space Gap Register (offsets 78h-79h) 
and the Frame Buffer Range Register (offsets 7Ch- 
7Fh). The Memory Space Gap Register is used to 
place a logical hole in the memory space between 
1 MByte to 16 MBytes to accommodate memory 
mapped ISA boards. The Frame Buffer Range Reg- 
ister, is used to map a linear frame buffer into the 
Memory Space Gap or above main memory. When 
enabled, accesses to these ranges are never direct- 
ed to the DRAM interface, but are always directed to 
PCI. | 
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6.1.1 DRAM CONFIGURATIONS 


Figure 42 illustrates a 12-SIMM configuration which 
supports single-sided SIMMs. A row in the DRAM 
array is made up of two SIMMs which share a com- 
mon RAS # line. SIMMO and SIMM1 are connected 
to RASO# and therefore, comprise row 0. SIMM10 
and SIMM11 form row 5. Within any given row, the 
two SIMMs must be the same size. Among the six 
rows, SIMM densities can be mixed in any order. 
That is, there are no restrictions on the ordering of 
SIMM densities among the six rows. 


The low order LBX (LBXL) is connected to byte 
lanes 5, 4, 1, and O of the host and memory data 
buses, and the lower two bytes of the PCI AD bus. 
The high order LBX (LBXH) is connected to byte 
lanes 7, 6, 3, and 2 of the host and memory data 
buses, and the upper two bytes of the PCI AD bus. 
Thus, SIMMs connected to LBXL are connected to 
CAS[5:4,1:0] # and SIMMs connected to LBXH are 
connected to CAS[7:6, 3:2] #. 


The MA[10:0] and WE# lines are externally buff- 
ered to drive the large capacitance of the memory 
array. Three buffered copies of the MA[10:0] and 
WE # signals are required to drive the six row array. 


82434LX/82434NX 


Figure 43 illustrates a 6-SIMM configuration that 
supports either single- or double-sided SIMMs. In 
this configuration, single- and double-sided SIMMs 
can be mixed. For example, if single-sided SIMMs 
are installed into the sockets marked SIMMO and 
SIMM1, then RASO# is connected to the SIMMs ~ 
and RAS1 # is not connected. Row 0 is then popu- 
lated and row 1 is empty. Two double-sided SIMMs 
could then be installed in the sockets marked 
SIMM2 and SIMM3, populating rows 2 and 3. 


6.1.2 DRAM ADDRESS TRANSLATION 
The 82434LX multiplexed row/column address to 


the DRAM memory array is provided by the 
MA[10:0] signals. The MA[10:0] bits are derived 


_ from the host address bus as defined by Table 12. 


MA[10:0] are translated from the host address 
A[24:3] for all memory accesses, except those tar- 
geted to memory that has been remapped as a re- 
sult of the creation of a memory space gap in the 
lower extended memory area. In the case of a cycle 
targeting remapped memory, the least significant 
bits come directly from the host address, while the 
more significant bits depend on the memory space 
gap start address, gap size, and the size of main 
memory. 


Table 12. DRAM Address Translation 


Row | Row Address 
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~ MA[10:0] 


PCI Address/Data 


AD[31:0] 
MD[31:16] MD[15:0] 
LBXH MP[3:2] | MP[1:0] 
AD[31:16] AD[15:0] 
AD[15:0] , 
D[31:16] D[15:0] 
HP[3:2] HP[1:0] 
D[63:48] D[31:16] 
Host Data DP[7:6] DP[3:2] 
D[63:0] 
DP[7:0] 


NOTE: 


| A[10:0] 


> [ant 


CAS[7:6,3:2]# 


CAS[3:0]# 


RAS0#,RAS2# vene 


D[31:16} D[15:0] 
3: 


CAS[3:0]# 
RASO#,RAS2# 


A[10:0] pr31:16] [15:0] 
WE#  DP[3:2]_ DP[1:0] 


SIMM2 


CAS[3:0]# 
RASO#,RAS2# 


A[10:0] py31:16] [15:0] 
WE# DP[3:2] DP[1:0] 


SIMM4 


CAS[3:0]# 
RASO#,RAS2# 


A[10:0] py31:16) [15:0] 
WE#  DP[3:2]_ DP[1:0] 


SIMM6 


-CAS[3:0]# 
RASO#,RAS2# 


A[10:0] p(31:16] [15:0] 
WE#  DP[3:2] DP[1:0] 


SIMM8 


CAS[3:0}# 
RASO#, RAS2# 


oe [31:16] D[15:0] 
DP[3:2] DP[1:0] 


SIMM10 


fart 


LBXL 


CAS[5:4,1:0}# 


CAS(3:0]# SIMM1 


—>|RASO#,RAS2# 
A[10:0] pr34:16] [15:0] 


WE# DP[3:2] DP[1:0} 


CAS[3:0]# 
RASO#,RAS2# 


A[10:0] pr34:16) [15:0] 
WE# —DP[3:2]_ DP[1:0] 


SIMM3 


CAS[3:0]# 
RAS0#,RAS2# 


A[10:0] D[31:16) D[15:0] 
WE# —DP[3:2]_ DP[1:0] 


SIMM5 


CAS[3:0}# 
RASO#,RAS2# 


A[10:0] o731:16) [15:0] 
WE# — DP[3:2]_ DP[1:0] 


SIMM7 


CAS[3:0]# 
RASO#,RAS2# 


A[10:0] pf31:16) [15:0] 
WE#  DP[3:2] DP[1:0] 


SIMM9 


CAS[3:0]# 


RASO#,RAS2¢ SIMM11 


A[10:0]  o131:16] [15:0] | 


WE# DP[3:2] DP[1:0] 


| | 


MD[31:16] MD[15:0] 
MP[3:2]  MP[1:0] 


AD[15:0] 


D[31:16]  D[15:0] 
HP[3:2]  HP[1:0] 
D[47:32] * p[15:0) 4. 
DP[5:4] | DP[1:0] 
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The figure shows the connections for the 82434LX. For the 82434NX, there are two additional RAS lines (RAS[7:6] #) 
and one additional address line (MA1 1). 


Figure 42. 82434LX DRAM Configuration Saupeenine Single-Sided SIMMs 
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CAS[7:0]# 


RASO# 
RAS1# 


CAS[7:6,3:2]# 


CAS[3:0]# 
RASO#,RAS2# 
RAS1#,RAS3# 


SIMMO 
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CAS[5:4,1:0}# 


CAS[3:0]}# 


SIMM1 


RAS0O#,RAS2# 
RAS1#,RAS3# 


AUIO0) pistst6]ppts:o) Pn prst-16] 18:0) 
WE# = DP[3:2] DP[1:0] ;-|WE#  DP[3:2]  DP[1:0] 


MA[10:0] CAS[3:0]# 


RAS0#,RAS2# 
RAS1#,RAS3# RAS1#,RAS3# 


ALN°01 pratzt6) ppis:o) [Ppt prst:16) p15:0) | 
WE# —DP[3:2] DP[1:0] ->|WE#  DP[3:2] DP[1:0] 


CAS[3:0]}# 
RASO#,RAS2# 


SIMM2 


SIMM3 


CAS[3:0]# 
RASO#,RAS2# 
RAS1#,RAS3# 
A[10:0] 


CAS[3:0]# 
RAS0#,RAS2# 
RAS1#,RAS3# 


pr3i:16} 15:0) [yal pray-46)  p15:0] 
DP[3:2] DP[1:0] WE# DP[3:2] DP[1:0] 


SIMM4 SIMM5 


PCli Address/Data 
AD[31:0] 


MD[31:16] MD[15:0] MD[31:16] MD[15:0] 
LBXH MP[3:2]  MP[1:0] LBXL MP[3:2]  MP[1:0] 
AD[31:16] AD[15:0] 


AD[15:0] 53:16] [15:0] AD[15:0]  5f31:16] [15:0] 
HP[3:2]  HP[1:0] HP[3:2]  HP[1:0] 


D[63:48] “A - D[31:16] D[47:32] * D[15:0] 
Host Data DP[7:6] DP[3:2] | DP[5:4] DP[1:0] 
D[63:0] 
DP[7:0] 
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NOTE: 
The figure shows the connections for the 82434LX. For the 82434NX, there are two additional RAS lines (RAS[7:6] #) 
and one additional address line (MA11). 


Figure 43. 82434LX DRAM Configuration Supporting Single- or Double-Sided SIMMs 
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6.1.3 CYCLE TIMING SUMMARY 


The 82434LX PCMC DRAM performance is summa- 
rized in Table 13 for all CPU read and write cycles. 


Table 13. CPU to DRAM Performance Summary 


CPU writes to the CPU-to-Memory Posted Write 
Buffer are completed at 3-1-1-1 when the second 
level cache is configured for write-through mode and 
4-1-1-1 when the cache is configured for write-back 
mode. Table 14 shows the refresh performance in 
CPU clocks. : 
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Table 14. Refresh Cycle Performance 

Refresh . |Hidden | RAS# only|CAS# before 
Type Refresh | Refresh RAS # 
single | 12 | 18 | 4 
BurstofFour] 48 | 52 | 86 
6.1.4 CPU TO DRAM BUS CYCLES 


This section describes the CPU-to-DRAM cycles for 
the 82434LX. : 


6.1.4.1 Read Page Hit 


Figure 44 depicts a CPU burst read page hit from 
DRAM. The 82434LX PCMC decodes the CPU ad- 
dress as a page hit and drives the column address 
onto the MA[10:0] lines. CAS[7:0] # are then assert- 
ed to cause the DRAMs to latch the column address 
and begin the read cycle. CMR (CPU Memory Read) 
is driven on the HIG[4:0] lines to enable the memory 
data to host data path through the LBXs. The PCMC 
advances the MA[1:0] lines through the Pentium 
processor burst order, negating and asserting 
CAS[7:0] # to read each Qword. The host data is 


latched on the falling edge of MDLE, when 


CAS[7:0] # are negated. The latch-is opened again 

when MDLE is sampled asserted by the LBXs. The 

LBXs tri-state the host data bus when HIG[4:0] 

change to NOPC and MDLE rises. A single read 

page hit from DRAM is similar to the first read of this . 
sequence. The HIG[4:0] lines are driven to NOPC 

when BRDY # is asserted. 
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MAB[10:0] | 


Figure 44. Burst DRAM Read Cycle-Page Hit 
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6.1.4.2 Read Page Miss The PCMC advances the MA[1:0] lines through the 
: : Pentium processor burst order, negating and assert- 
Figure 45 depicts a CPU burst read page miss from ing CAS[7:0] # to read each Qword. The host data is 
DRAM. The 82434LX decodes the CPU address as latched on the falling edge of MDLE, when 
a page miss and switches from initially driving the CAS[7:0] # are negated. The latch is opened again 
column address to driving the row address on the when MDLE is sampled asserted by the LBXs. The 
MA[10:0] lines. RAS # is then negated to precharge LBXs tri-state the host data bus when HIG[4:0] 
the DRAMs and then asserted to cause the DRAMs change to NOPC and MDLE rises. A single read 
to latch the new row address. The PCMC then page miss from DRAM is similar to the first read of 
switches the MA[10:0] lines to drive the column ad- this sequence. The HIG[4:0] lines are driven to 
dress and asserts CAS[7:0] #. CMR (CPU Memory NOPC when BRDY # is asserted. 
_ Read) is driven on the HIG[4:0] lines to enable the . 
memory data to host data path through the LBXs. 


OW _ ADDR 


: 
§ 
° 


RAS# } 


CAS# 


- MD[63:0] ! 


HIG[4:0] | 4 
HD[63:0) | 


BRDYs ! 


-290479-54 


Figure 45. DRAM Read Cycle-Page Miss 
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6.1.4.3 Read Row Miss 


Figure 46 depicts a CPU burst read row miss from 
DRAM. The 82434LX decodes the CPU address as 
a row miss and switches from initially driving the col- 
umn address to driving the row address on the 
MA[10:0] lines. The RAS # signal that was asserted 
is negated and the RAS # for the currently accessed 
row is asserted. The PCMC then switches the 
MA[10:0] lines to drive the column address and as- 
serts CAS[7:0] #. CMR (CPU Memory Read) is driv- 
en on the HIG[4:0] lines to enable the memory data 


MD[63:0] ! 

MDLE | 
HIG[4:0] | 
HD[63:0) | 


BRDY*# i 
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to host data path through the LBXs. The PCMC ad- 
vances the MA[1:0] lines through the Pentium proc- 
essor burst order, negating and _ asserting 
CAS[7:0] # to read each Qword. The host data is 
latched on the falling edge of MDLE, when 
CAS[7:0] # are negated. The latch is opened again 
when MDLE is sampled asserted by the LBXs. The 
LBXs tri-state the host data bus when HIG[4:0] 
change to NOPC and MDLE rises. A single read row 
miss from DRAM is similar to the first read of this 
sequence. The HIG[4:0] lines are driven to NOPC 
when BRDY # is asserted. 


. 
« 

4 
° ‘ 
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Figure 46. Burst DRAM Read Cycle-Row Miss 
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6.1.4.4 Write Page Hit | 


Figure 47 depicts a CPU burst write page hit from 


DRAM. The 82434LX decodes the CPU write cycle 
as a DRAM page hit. The HIG[4:0] lines are driven 


to PCMWQ to post the write to the LBXs. In the fig- 


ure, the write cycle is posted to the CPU-to-Memory 
Posted Write Buffer at 4-1-1-1. The write is posted at 
4-1-1-1 when the second level cache is configured 
for a write-back policy. The write is posted to DRAM 
at 3-1-1-1 when the second level cache is config- 


jax 
ADS# ; ! 
A[31:3] ™ 
MA[10:0] [ 
MAB[10:0] (.. 

RASS | 

WEE | 


WEBE | 
CAS# } 
MD[63:0] |—+-—_+-—_+-— = aa 


MIG[2:0] } 
HIG[4:0] : 
HD[63:0] | 
BRDY# | 
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ured for a write-through policy. When the cycle is 
decoded as a page hit, the PCMC asserts WE# and 
drives the RCMWQ command on MIG[2:0] to enable 
the LBXs to drive the first Qword of the write onto 
the memory data lines. MEMDRV is then driven to 
cause the. LBXs to continue to drive the first Qword 
for three more clocks. CAS[7:0] # are then negated 
and asserted to perform the writes to the DRAMs as 
the MA[1:0] lines advance through the Pentium 


processor burst order. A single write is similar to the 


first write of the burst sequence. MIG[2:0] are driven 
to NOPM in the clock after CAS[7:0] # are asserted. 


womens Dracacminsecas 
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Figure 47. Burst DRAM Write Cycle-Page Hit 
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6.1.4.5 Write Page Miss 


Figure 48 depicts a CPU burst write page miss to 
DRAM. The 82434LX decodes the CPU write cycle 
as a DRAM page miss. The HIG[4:0] lines are driven 
to PCMWQ to post the write to the LBXs. In the fig- 
ure, the write cycle is posted to the CPU-to-Memory 
Posted Write Buffer at 4-1-1-1. The write is posted at 
4-1-1-1 when the second level cache is configured 
for a write-back policy. The write is posted to DRAM 
at 3-1-1-1 when the second level cache is config- 
ured for a write-through policy. When the cycle is 
decoded as a page miss, the PCMC switches the 
MA[10:0] lines from the column address to the row 
address and asserts WE#. The PCMC drives the 


HCLK } 


ADS# | 


MD[63:0] 3 


MIG[2:0] : 


HD[63:0] 7 


BRDY# } 
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RCMWQ command on MIG[2:0] to enable the LBXs 
to drive the first Qword of the write onto the memory 
data lines. MEMDRV is then driven to cause the 
LBXs to continue to drive the first Qword. The RAS # 
signal for the currently decoded row is negated to 
precharge the DRAMs. RAS# is then asserted to 
cause the DRAMs to latch the row address. The 
PCMC then switches the MA[10:0] lines to the col- 
umn address and asserts CAS[7:0] # to initiate the 
first write. CAS[7:0] # are then negated and assert- 
ed to perform the writes to the DRAMs as the 
MA[1:0] lines advance through the Pentium proces- 
sor burst order. A single write is similar to the first 
write of the burst sequence. MIG[2:0] are driven to 
NOPM in the clock after CAS[7:0] # are asserted. 
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Figure 48. Burst DRAM Write Cycle-Page Miss 
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6.1.4.6 Write Row Miss 


Figure 49 depicts a CPU burst write row miss to 
DRAM. The 82434LX decodes the CPU write cycle 
as a DRAM row miss. The HIG[4:0] lines are driven 
to PCMWQ to post the write to the LBXs. In the fig- 


ure, the write cycle is posted to the CPU-to-Memory | 


Posted Write Buffer at 4-1-1-1. The write is posted at 
4-1-1-1 when the second level cache is configured 
for a write-back policy. The write is posted to DRAM 
at 3-1-1-1 when the second level cache is config- 
ured for a write-through policy. When the cycle is 


_ decoded as a row miss, the PCMC negates the al- | 


ready active RAS# signal, switches the MA[10:0] 
lines from the column address to the row address 


HCLK 
ADS# 
A(31:3] 


MA[10:0] 


MAB[10:0] 


RAS# 
WE# 
WEB# 
CAS# ! 
MD[63:0] 
MIG(2:0} 
HIG[4:0] 
HD[63:0} | | 


BRDY# 


1-170 


Figure 49. Burst DRAM Write Cycie-Row Miss 
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and asserts the RAS# signal for the currently de- 
coded row. The PCMC asserts WE# and drives the 
RCMW@Q command on MIG[2:0] to enable the LBXs 
to drive the first Qword of the write onto the memory 
data lines. MEMDRV is then driven to cause the 
LBXs to continue to drive the first Qword. The PCMC 
then switches the MA[10:0] lines to the column ad- 
dress and asserts CAS[7:0]# to initiate the first 
write. CAS[7:0] # are then negated and asserted to 
perform the writes to the DRAMs as the MA[1:0] 
lines advance through the Pentium processor burst 
order. A single write is similar to the first write of the 
burst sequence. MIG[2:0] are driven to NOPM in the 
clock after CAS[7:0] # are asserted. 
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6.1.4.7 Read Cycle, 0-Active RAS # Mode 


When in 0-active RAS# mode, every CPU cycle to 
DRAM results in a RAS# and CAS# sequence. 
RAS# is always negated after a cycle completes. 
Figure 50 depicts a CPU burst read cycle from 
DRAM where the 82434LX is configured for 0-active 
RAS# mode. When in 0-active RAS# mode, the 
PCMC defaults to driving the row address on the 
MA[10:0] lines. The PCMC asserts the RAS# signal 
for the currently decoded row causing the DRAMs to 
latch the row address. The PCMC then switches the 
MA[10:0] lines to drive the column address and as- 
serts CAS[7:0] #. CMR (CPU Memory Read) is driv- 


HCLK 
ADS# 
A[31:3] 
MA[10:0] 
MAB[10:0] 
RAS# 


CAS# 


MD([63:0] 


MDLE 
HIG[4:0] 
HD{63:0] 


BRDY# 
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en on the HIG[4:0] lines to enable the memory data 
to host data path through the LBXs. The PCMC aa- 
vances the MA[1:0] lines through the Pentium proc- 
essor burst order, negating and_ asserting 
CAS[7:0] # to read each Qword. The host data is 
latched on the falling edge of MDLE, when 
CAS[7:0] # are negated. The latch is opened again 
when MDLE is sampled. asserted by the LBXs. The 
LBXs tri-state the host data bus when HIG[4:0] 
change to NOPC and MDLE rises. A single read row 
miss from DRAM is similar to the first read of this 
sequence. The HIG[4:0] lines are driven to NOPC 
when BRDY # is asserted. RAS# is negated with 
CAS[7:0] #. aa 
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Figure 50. Burst DRAM Read Cycle, 0-Active RAS # Mode 
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6.1.4.8 Write Cycle, 0-Active RAS# Mode 


When in 0-active RAS# mode, every CPU cycle to 
DRAM results in a RAS# and CAS# sequence. 
RAS# is always negated after a cycle completes. 
Figure 51 depicts a CPU Burst Write Cycle to DRAM 
where the 82434LX is configured for 0-active RAS # 
mode. The HIG[4:0] lines are driven to PCMWQ to 
post the write to the LBXs. In the figure, the write 
cycle is posted to the CPU-to-Memory Posted Write 
Buffer at 4-1-1-1. The write is posted at 4-1-1-1 
when the second level cache is configured for a 
write-back policy. The write is posted to DRAM at 
3-1-1-1 when the second level cache is configured 
for a write-through policy. When in 0-active RAS# 
mode, the PCMC defaults to driving the row address 


HCLK 
ADS# ! 
A[31:3] 
MA[10:0] 
MAB[10:0) 
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WEF 
WEB# | 
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on the MA[10:0] lines. The PCMC asserts the RAS # 
signal for the currently decoded row causing the 
DRAMs to latch the row address. The PCMC asserts 
WE# and drives the RCMWQ command on 
MIG[2:0] to enable the LBXs to drive the first Qword 
of the write onto the memory data lines. MEMDRV is 
then driven to cause the LBXs to continue to drive 
the first Qword. The PCMC then switches the 
MA[10:0] lines to the column address and asserts 
CAS[7:0] # to initiate the first write. CAS[7:0] # are 
then negated and asserted to perform the writes to 
the DRAMs as the MA[1:0] lines advance through 
the Pentium processor burst order. A single write is 
similar to the first write of the burst sequence. 
MIG[2:0] are driven to NOPM in the clock after 
CAS[7:0] are asserted. 
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Figure 51. Burst DRAM Write Cycle, 0-Active RAS# Mode 
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6.1.5 REFRESH 


The refresh of the DRAM array can be performed by 
either using RAS #-only or CAS #-before-RAS# re- 
fresh cycles. When programmed for CAS #-before- 
RAS# refresh, hidden refresh cycles are initiated 
when possible. RAS # only refresh can be used with 
any type of second level cache configuration (i.e., no 
second level cache is present, or either a burst 
SRAM or standard SRAM second level cache is im- 
plemented). CAS #-before-RAS # refresh can be en- 
abled when either no second level cache is present 
or a burst SRAM second level cache is implement- 
ed. CAS #-before-RAS# refresh should not be used 
when a standard SRAM second level cache is imple- 
mented. The timing of internally generated refresh 
cycles is derived from HCLK and is independent of 
any expansion bus refresh cycles. 


The DRAM controller contains an internal refresh 
timer which periodically requests the refresh control 
logic to perform either a single refresh or a burst of 
four refreshes. The single refresh interval is 15.6 ys. 
The interval for burst of four refreshes is four times 
the single refresh interval, or 62.4 ws. The PCMC is 
configured for either single or burst of four refresh 
and either RAS#-only or CAS#-before-RAS# re- 
fresh via the DRAM Control Register (offset 57h). 


To minimize performance impact, refresh cycles are 
partially deferred until the DRAM interface is idle. 
The deferment of refresh cycles is limited by the 
DRAM maximum RAS # low time of 100 us. Refresh 
cycles are initiated such that the RAS# maximum 
low time is never violated. 
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Hidden refresh cycles are run whenever all eight 
CAS # lines are active when the refresh cycle is in- 
ternally requested. Normal CAS #-before-RAS # re- 
fresh cycles are run whenever the DRAM interface is 
idle when the refresh is requested, or when any sub- 
set of the CAS# lines is inactive as the refresh is 


_ internally requested. 


To minimize the power surge associated with re- 
freshing a large DRAM array the DRAM interface 
staggers the assertion of the RAS# signals during 
both CAS #-before-RAS# and RAS#-only refresh 
cycles. The order of RAS# edges is dependent on 
which RAS # was most recently asserted prior to the 
refresh sequence. The RAS # that was active will be 
the last to be activated during the refresh sequence. 
All RAS[5:0] # lines are negated at the end of re- 
fresh cycles, thus, the first DRAM cycle after a re- 
fresh sequence is a row miss. 


6.1.5.1 RAS #-Only Refresh-Single 


Figure 52 depicts a RAS #-only refresh cycle when 


the 82434LX is programmed for single refresh cy- 
cles. The diagram shows a CPU read cycle complet- 
ing as the refresh timing inside the PCMC generates 
a refresh request. The refresh address is driven on 
the MA[10:0] lines. Since the CPU cycle was to row 
0, RASO# is negated. RAS1 # is the first to be as- 
serted. RAS2# through RAS5# are then asserted 
sequentially while RASO# is driven high, precharg- 
ing the DRAMs in row 0. RASO# is then asserted 
after RAS5#. Each RAS# line is asserted for six 
host clocks. 
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Figure 52. RAS # Only Refresh-Single 
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less than a Qword, therefore a hidden refresh is not 
initiated. After the CPU read cycle completes, all of 
the RAS# and CAS # lines are negated. The PCMC 
RASO# was the last RAS# line asserted. Each 
RAS # line is asserted for six clocks. : 


then asserts CAS[7:0]# and then sequentially as- 
serts the RAS# lines, starting with RAS1# since 


MAB([10:0] 
CAS[7:0}# 


6.1.5.2 CAS #-before-RAS# Refresh-Single 

Figure 53 depicts a CAS #-before-RAS# refresh cy- 
cle when the 82434LX is programmed for single re- 
fresh cycles. The diagram shows a CPU read cycle 
completing as the refresh timing inside the PCMC 
generates a refresh request. The CPU read cycle is 


RAS# Refresh-Single 


-before- 


Figure 53. CAS # 
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Qword, therefore a hidden refresh is initiated. After 


82434LX/82434NX 


the CPU read cycle completes, RAS# is negated, 
but all eight CAS# lines remain asserted. The 


6.1.5.3 Hidden Refresh-Single 


Figure 54 depicts a hidden refresh cycle which takes 


tive RAS# line. Each RAS # line is asserted for six 


starting with RAS1# since RASO# was the last ac- 
clocks. 


PCMC then sequentially asserts the RAS# lines, 


a 
= 
= 
0 
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place after a DRAM read page hit cycle. The dia- 
gram shows a CPU read cycle completing as the 
refresh timing inside the 82434LX generates a re- 
fresh request. The CPU read cycle is an entire 


-Single 


Figure 54. Hidden Refresh 
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Table 15. DRAM Address Translation 


Tres Tea [aa [as [wo [as | oe [ar | os Ls me | oe | 
| A26 | A24 | A22 A18 | A17 | Ate | A15 | A14 | A13 | A12 


Memory Address 
MA[11:0] 


Column Address 
Row Address 
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7.0 PCI INTERFACE 


The description in this section applies to both the 
82434LX and 82434NX. oe 


7.1 PCI Interface Overview 


The PCMC and LBXs form a high performance 
bridge from the Pentium processor to PCI and from 
PCI to main memory. During PCi-to-main memory 
cycles, the PCMC and LBXs act as a target on the 
PCI Bus, allowing PCI masters to read from and 
- write to main memory. During CPU cycles, the 
PCMC acts as a PCI master. The CPU can then read 
and write 1/O, memory and configuration spaces on 
PCI. When the CPU accesses I/O mapped and con- 
figuration space mapped PCMC registers, the PCMC 
intercepts the cycles and does not forward them to 
PCI. Although these CPU cycles do not result in a 
PCI bus cycle, they are described in this section 
since most. of the PCMC internal registers are 
mapped into PCI configuration space. 


7.2 CPU-to-PCl Cycles 


7.2.1 CPU WRITE TO PCI 


Figure 64 depicts a series of CPU memory writes — 


which are posted to PCI. The CPU initiates the 
cycles by asserting ADS# and driving the memory 
address onto the host address lines. The PCMC 
asserts NA# in the clock after ADS# allowing the 
Pentium processor to drive another cycle onto the 
host bus two clocks later. The PCMC decodes the 
memory address and drives PCPWL on the HIG[4:0] 
lines, posting the host. address bus and the low 
_ Dword of the data bus to the LBXs. The PCMC as- 
serts BRDY#, terminating the CPU cycle with one 
wait state. Since NA# is asserted in the second 
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~ clock of the first cycle, the Pentium processor does 


not insert an idle cycle after this cycle completes, 
but immediately drives the next cycle onto the bus. 
Thus, the Pentium processor maximum Dword write 
bandwidth of 89 MBytes/second is achieved during 
back-to-back Dword writes cycles. Each of the fol- 


_ lowing write cycles is posted to the LBXs in three 
clocks. 3 


In this example, the PCMC is parked on PCI and 
therefore, does not need to arbitrate for the bus. 
When parked, the PCMC drives the SCPA command 
on the PIG[3:0] lines and asserts DRVPCI, causing 
the host address lines to be driven on the PCI 
AD[31:0] lines. After the write is posted, the PCMC 
drives the DCPWA command on the PIG[3:0] lines . 
to drive the previously posted address onto the 
AD[31:0] lines. The PCMC then drives DCPWD onto 
the PIG[3:0] lines, to drive the previously posted 
write data onto the AD[31:0] lines. As this is occur- 
ring on PCI, the second write cycle is being posted 


~on the host bus. In this case, the second write is to a 


sequential and incrementing address. Thus, the 
PCMC leaves FRAME# asserted, converting the 
write cycle into a PCI burst cycle. The PCMC contin- 
ues to drive the DCPWD command on the PIG[3:0] 
lines. The LBXs advance the posted write buffer 
pointer to point to the next posted Dword when 
DCPWD is sampled on PIG[3:0] and TRDY# is 
sampled asserted. Therefore, if the target inserts a . 
wait-state by negating TRDY#, the LBXs continue 
to drive the data for the current transfer. The remain- | 
ing writes are posted on the host bus, while the 
PCMC and LBXs complete the writes on PCI. 


CPU |/O write cycles to PCI differ from the memory 
write cycle described here in that I/O writes are nev- 
er posted. BRDY # is asserted to terminate the cycle 
only after TRDY# is sampled asserted, completing 
the cycle on PCI. 
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HCLK | 
ADS# | 


REQ# 
GNT# 
PIG[3:0] 
DRVPC!I 
FRAME# 
AD[31:0] 
IRDY# 
TRDY# 
DEVSEL# 


7.3 Register Access Cycles 


The PCMC contains two registers which are mapped 
into 1/O space, the Configuration Space Enable 
Register (I/O port CF8h) and the Turbo-Reset Con- 
trol Register (I/O port CF9h). All other internal 
PCMC configuration registers are mapped into PCI 
configuration space. Configuration space must be 
enabled by writing a non-zero value to the Key field 
in the CSE Register before accesses to these regis- 
ters can occur. These registers are mapped to loca- 
tions COOOh through COFFh in PCI configuration 
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Figure 64. CPU Memory Writes to PCI 
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space. If the Key field is programmed with Oh, CPU 
1/O cycles to locations COO0Oh through CFFFh are 
forwarded to PCI as ordinary |/O cycles. Externally, 
accesses to the |/O mapped registers and the con- 
figuration space mapped registers use the same bus 
transfer protocol. Only the PCMC internal decode of 
the cycle differs. NA# is never asserted during 
PCMC configuration register or PCI configuration 
register access cycles. See Section 3.2, PCI Config- 
uration Space Mapped Registers for details on the 
PCMC configuration space mapping mechanism. 
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7.3.1 CPU WRITE CYCLE TO PCMC INTERNAL 
REGISTER 


A write to an internal PCMC register (either CSE 
Register, TRC Register or a configuration space- 
mapped register) is shown in Figure 65. The cycle 
begins with the address, byte enables and status 


signals (W/R#, D/C# and M/IO#) being driven to | 


a valid state indicating an I/O write to either CF8h to 
access the CSE register, CF9h to access the TRC 


Register or COXXh when configuration space is en- - 


abled to access a PCMC internal configuration regis- 
ter. The PCMC decodes the cycle and asserts 
AHOLD to tri-state the CPU address lines. The 
PCMC signals the LBXs to copy either the upper 
Dword or the lower Dword of the data bus onto the 


intel. 


address lines. The PCMC makes the decision on 
which Dword to copy based on the BE[7:0] # lines. 
The HIG[4:0] lines are driven to DACPYH or 
DACPYL depending on whether the lower Dword of 
the data bus or the upper Dword of the data bus 
needs to be copied onto the address bus. The LBXs 
sample the HIG[4:0] command, and drive the data 
onto the address lines. The PCMC samples the 
A[31:0] lines on the second rising edge of HCLK 


_ after the LBXs begin driving the data. Finally, the 


PCMC negates AHOLD and asserts BRDY #, termi- 
nating the cycle. 


If the write is to the CSE Register and the Key field is 
programmed to 0000b then configuration space is 
disabled. If the Key field is programmed to a non- 
zero value then configuration space is enabled. 
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Figure 65. CPU Write to a PCMC Configuration Register 
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7.3.2 CPU READ FROM PCMC INTERNAL 
REGISTER 


A read from an internal PCMC register (either CSE 
Register, TRC Register or a configuration space- 
mapped register) is shown in Figure 66. The I/O 
read cycle is from either CF8h to access the CSE 
register, CF9h to access the TRC Register or COXXh 
when configuration space is enabled to access a 
configuration space-mapped register. The PCMC 
decodes the cycle and asserts AHOLD to tri-state 


82434LX/82434NX 


the CPU address lines. The PCMC then drives the 
contents of the addressed register onto the A[31:0] 
lines. One byte is enabled on each rising HCLK edge 
for four consecutive clocks. The PCMC signals the | 
LBXs that the current cycle is a read from an internal 
PCMC register by issuing the ADCPY command to 
the LBXs over the HIG[4:0] lines. The LBXs sample 
the HIG[4:0] command and copy the address lines 
onto the data lines. Finally, the PCMC negates 
AHOLD, and asserts BRDY # terminating the cycle. 
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Figure 66. CPU Read from PCMC Configuration Register 
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7.3.3 CPU WRITE TO PCI DEVICE 
CONFIGURATION REGISTER 


In order to write to or read from a PCI device config- 
uration register the Key field in the CSE register 
must be programmed to a non-zero value, enabling 
configuration space. When configuration space is 
enabled, PCI device configuration registers are’ ac- 
cessed by CPU I/O accesses within the range of 
CnXXh where each PCI device has a unique non- 
zero value of n. This allows a separate configuration 
space for each of 15 devices on PCI. Recall that 
when configuration space is enabled, the PCMC 
configuration registers are mapped into |/O ports 
C000h through COFFh. 


A write to a PCI device configuration register is 
shown in Figure 67. The PCMC internally latches the 
host address lines and byte enables. The PCMC as- 
serts AHOLD to tri-state the CPU address bus and 
drives the address lines with the translated address 
for the PCI configuration cycle. The translation is de- 
scribed in Section 3.2, PCl Configuration Space 
Mapped Registers. On the HIG[4:0] lines, the PCMC 


signals the LBXs to latch either the upper Dword of 
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the host data bus or the lower Dword of the host 
data bus to be driven onto PCI during the data phase 
of the PCI cycle. On the PIG[3:0] lines, the PCMC 
signals the LBXs to drive the latched host address 
lines on the PCI AD[31:0] lines. The upper two bytes 
of the address lines are used during configuration as 
IDSEL signals for the PCI devices. The IDSEL pin on 


each PCI device is connected to one of the 
AD[31:17] lines. : 


The PCMC drives the command for a configuration 


~ write (1011) onto. the C/BE[3:0] # lines and asserts 


FRAME# for one PCI clock. The PCMC drives the 
PIG[3:0] lines ‘signaling the LBXs to drive the con- 
tents of the PCI write buffer onto the PC! AD[31:0] 
lines. This command is driven for only one PCI clock 
before returning to the SCPA command on the 
PIG[3:0] lines. The LBXs continue to drive the 
AD[31:0] lines with the valid write data as long as 
DRVPCI is asserted. The PCMC then asserts 
IRDY # and waits until sampling the TRDY# signal 
active. When TRDY# is sampled asserted, the 
PCMC negates DRVPCI tri-stating the LBX AD[31:0] 
lines. BRDY # is asserted for one clock to terminate 
the CPU cycle. 
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Figure 67. CPU Write to PCI Device Configuration Register 


1-193 


I ADVANCE INFORMATION 


82434LX/82434NX 


7.3.4 CPU READ FROM PCI DEVICE 
CONFIGURATION REGISTER 


In order to write to or read from a PCI device config- 
uration register the Key field in the CSE register 
must be programmed to a non-zero value, enabling 
configuration space. When configuration space is 
enabled, PCI device configuration registers are ac- 
cessed by CPU I/O accesses within the range of 
CnXXh where each PCI device has a unique non- 
~ zero value of n. This allows a separate configuration 
space for each of 15 devices on PCI. Recall that 
when configuration space is enabled, the PCMC 
configuration registers occupy 
COXXH. | 


A CPU read from a PCI device configuration register 
is shown in Figure 68. The PCMC internally latches 


the host address lines and byte enables. The PCMC — 


asserts AHOLD to tri-state the CPU address bus. 
The PCMC drives the address lines with the translat- 
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ed address for the PCI configuration cycle. The 
translation is described in Section 3.2, PCI Configu- 
ration Space Mapped Registers. On the PIG[3:0] 
lines, the PCMC signals the LBXs to drive the 
latched host address lines on the PCI AD[31:0] 
lines. The upper two bytes of the address lines are 
used during configuration as IDSEL signals for the 
PCI devices. The IDSEL pin on each PCI device is 
connected to one of the AD[31:17] lines. 


The PCMC drives the command for a configuration 
read (1010) onto the C/BE[3:0] # lines and asserts 
FRAME # for one: PCI clock. The PCMC drives the 
PiG[3:0] lines signaling the.LBXs to latch the data 
on the PCI AD[31:0] lines into the CPU-to-PCI first 
read prefetch buffer. The PCMC then drives the 
HIG[4:0] lines signaling the LBXs to drive the data 
from the buffer onto the host data lines. The PCMC 
asserts IRDY # and waits until sampling TRDY # ac- 
tive. After TRDY # is sampled active, BRDY # is as- 
serted for one clock to terminate the CPU cycle. 
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Figure 68. CPU Read from PCI Device Configuration Register 
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During system initialization, the CPU typically at- 


attempted read from a configuration register of a 
non-existent device. If no device responds then the ~ 


PCMC aborts the cycle and sends the DRVFF com- 
mand over the HIG[4:0] lines causing the LBXs to 


drive FF . 


tempts to read from the configuration space of all 15. 
possible PCI devices to detect the presence of the 
devices. If no device is present, DEVSEL # is not be 
asserted and the cycle is terminated,. returning 


.. FFh onto the host data lines. 


FFh to the CPU. Figure 69 depicts an 
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Figure 69. CPU Attempted Configuration Read from Non-Existent PCI Device 
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7.4 PCli-to-Main Memory Cycles 


7.4.1 PCl MASTER WRITE TO MAIN MEMORY 


Figure 70 depicts a PCI master burst write to main 
memory. The PCI master begins by driving the ad- 
dress on the AD[31:0] lines and asserting FRAME #. 
Upon sampling FRAME# active, the PCMC drives 


the LCPA command on the PIG[3:0] lines causing — 


the LBXs to retain the address that was latched on 
the previous PCLK rising edge. The PCMC then 
samples MEMCS#¥ active, indicating that the cycle 
is directed to main memory. The PCMC drives the 
PPMWA command on the PIG[3:0] lines to move 
the latched PCI address into the write buffer address 
register. The PCMC then drives the DPWA com- 
mand on the HIG[4:0] lines enabling the LBXs to 
drive the PCI master write address onto the host 
address bus. The PCMC asserts EADS # to initiate a 
first level cache snoop cycle and simultaneously be- 
gins an internal second level cache snoop cycle. 
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Since the snoop is a result of a PCI master write, 
INV is asserted with EADS #. HITM# remains nega- 
ted and the snoop either hits an unmodified line or 
misses in the second level cache, thus no write-back 
cycles are required. If the snoop hit an unmodified 
line in either the first or second level cache, the line 
is invalidated. The cycle is immediately forwarded to 


- the DRAM interface. The four posted Dwords are 


written to main memory as two. Qwords with two 
CAS[7:0] # cycles. In this example, the DRAM inter- 
face is configured for X-3-3-3 write timing, thus each 
CAS[7:0] # low pulse is two HCLKs in length. 


The PCMC disconnects the cycle by asserting 
STOP # when one of the two four-Dword-deep PCI- 
to-Memory Posted Write Buffers is full. If the master 
terminates the cycle before sampling STOP# as- 
serted, then IRDY#, STOP# and DEVSEL# are 
negated when FRAME # is sampled negated. If the 
master intended to continue bursting, then the mas- 
ter negates FRAME# when it samples STOP # as- 
serted. IRDY#, STOP# and DEVSEL# are then 
negated one clock later. 
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Figure 70. PCI Master Write to Main Memory-Page Hit 
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7.4.2 PC| MASTER READ FROM MAIN MEMORY 


Figure 71 depicts a PCI master read from main 
memory. The PCI master initiates the cycle by driv- 
ing the read address on the AD[31:0] lines and as- 
serting FRAME #. The PCMC drives the LPMA com- 
mand on the PIG[3:0] lines causing the LBXs to re- 
tain the address latched on the previous PCLK rising 
edge. The PCMC drives the DPRA command on the 
HIG[4:0] lines enabling the LBXs to drive the read 
address onto the host address lines. The snoop cy- 
cle misses in the second level cache and either hits 
an unmodified line or misses in the first level cache. 


A[31:3] 
AHOLD 
INV 
EADS# 
HITM# 
HIG[4:0) 
MA[10:0) 
CAS# 
MD[63:0] 
MIG[3:0] 
PCLK 
PIG[3:0] 
DRVPCI 
MEMCS# 
FRAME# 
AD[31:0] 
IRDY# 
TRDY# 
STOP# 
DEVSEL# 


82434LX/82434NX 


The cycle is then forwarded to the DRAM interface. 
A read of four Qwords is performed. Each Qword is 
posted in the PCl-Memory Read Prefetch Buffer. 
The data is then driven onto PCI in an eight Dword 
burst cycle. If the master terminates the cycle before 
sampling STOP#, then IRDY#, STOP# and 
DEVSEL# are all negated after FRAME# is sam- 
pled inactive. If the master intended to continue 
bursting, then the master negates FRAME # when it 
samples STOP# asserted and IRDY#, STOP# and 
DEVSEL# are negated one clock later. 
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Figure 71. PCi Master Read from Main Memory-Page Hit 


ADVANCE INFORMATION 


1-199 


82434LX/82434NX 


8.0 SYSTEM CLOCKING AND RESET 


8.1 Clock Domains 


The 82434LX and 82434NX PCMCs and 82433LX 
and 82433NX LBXs operate based on two clocks, 
HCLK and PCLK. The CPU, second level cache, and 
the DRAM interfaces operate based on HCLK. The 
PCI interface timing is based on PCLK. 


8.2 Clock Generation and Distribution 


Figure 72 shows an example of the 82434LX and 
82434NX PCMC host clock distribution in the CPU, 
cache and memory subsystem. HCLK is distributed 
to the CPU; PCMC, LBXs and the second level 
cache SRAMs (in the case of a burst SRAM second 
level cache). 


The host clock originates from an oscillator which is 
connected to the HCLKOSC input on the PCMC. 
The PCMC generates six low skew copies of HCLK, 
HCLKA-—HCLKF. Figure 72 shows an example of a 
host clock distribution scheme for a uni-processor 
system. In this figure, clock loading is balanced with 


To Burst SRAMs 
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each HCLK output driving two loads in the system. 
Each clock output should drive a trace of length k 
with stubs at the end of the trace of length / connect- 


7 ing to the two loads. The / and A parameters should 


be matched for each of the six clock outputs to mini- 
mize overall system clock skew. One of the HCLK 
outputs is used to clock the PCMC and the Pentium 
processor. Because the clock driven to the PCMC 
HCLKIN input and the Pentium processor CLK input 
Originates with the same HCLK output, clock skew 
between the PCMC and the CPU can be kept lower 
than between the PCMC and other system compo- 
nents. Another copy of HCLK is used to clock the 
LBXs. A 256 KByte burst SRAM second level cache 
can be implemented with eight 32 KByte x 9 syn- 
chronous SRAMs. The four remaining copies of 
HCLK are used to clock the SRAMs. Each HCLK 
output drives two SRAMs. A 512 KByte second level 
cache is implemented with four 64 KByte x 18 syn- 
chronous SRAMs. Two of the four extra copies are 


- used to clock the SRAMs while the other two are 


unused. Any one of the HCLK outputs can be used 
to clock the PCMC and Pentium processor, the two 
LBXs or any pair of SRAMs. All six copies are identi- 
cal in drive strength. 


Figure 73 depicts the PCI clock distribution. 


| Oscillator 
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Figure 72. HCLK Distribution Example 
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Figure 73. PCI Clock Distribution 


The PCMC generates PCLKOUT with an internal 
Phase Locked Loop (PLL). The PCLKOUT signal is 
buffered using a single component to produce sev- 
eral low skew copies of PCLK to drive the LBXs and 
other devices on PCI. One of the outputs of the 
clock driver is directed back to the PCLKIN input on 
the PCMC. The PLL locks the rising edges of 
PCLKIN in phase with the rising edges of HCLKIN. 
The PLL effectively compensates for the delay of 
the external clock driver. The resulting PCI clock is 
one half the frequency of HCLK. Timing for all of the 
PCI interface signals is based on PCLKIN. All PCI 
interface inputs are sampled on PCLKIN rising edg- 
es and all outputs transition as valid delays from 
PCLKIN rising edges. Clock skew between the 
PCLKIN pin on the PCMC and the PCLK pins on the 
LBXs must be kept within 1.25 ns to guarantee prop- 
er operation of the LBXs. 


8.3 Phase Locked Loop Circuitry 


The 82434LX and 82434NX PCMCs each contain 
two internal Phase Locked Loops (PLLs). Loop fil- 
ters and power supply decoupling circuitry must be 
provided externally. Figure 74 shows the PCMC con- 
nections to the external PLL circuitry. 


One of the PCMC internal Phase Locked Loops 
(PLL) locks onto the HCLKIN input. The PLL is used 
by the PCMC in generating and sampling timing crit- 
ical signals. An external loop filter is required. The 
PLLARC1 and PLLARC2 pins connect to the exter- 
nal HCLK loop filter. Two resistors and a capacitor 
form the loop filter. The loop filter circuitry should be 
placed as close as possible to the PCMC loop filter 
pins. The PLL also has dedicated power and ground 
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pins, PLLAVDD, PLLAVSS and PLLAGND. These 
power pins require a low noise supply. PLLAVDD, 
PLLAVSS and PLLAGND must be connected to the 
RC network shown in Figure 74. 


The second PCMC internal Phase Locked Loop 
(PLL) locks the PCLKIN input in phase with the 
HCLKIN input. The PLL is used by the PCMC to 
keep the PCI clock in phase with the host clock. An 
external loop filter is required. The PLLBRC1 and 
PLLBRC2 pins connect to the external PCLK loop 
filter. Two resistors and a capacitor form the loop 
filter. The loop filter circuitry should be placed as 
close as possible to the PCMC loop filter pins. The 
PLL also has dedicated power and ground pins, 
PLLBVDD, PLLBVSS and PLLBGND. These power 
pins require a low noise supply. PLLBVDD, 
PLLBVSS and PLLBGND must be connected to the 
RC network shown in Figure 74. 


The resistance and capacitance values for the exter- 
nal PLL circuitry are listed below. 


R1 = 10 KO + 5% 
R2= 1509 + 5% 
R3 = 339 + 5% 
C1 = 0.01 pF + 10% 
C2 = 0.47 pF + 10% 


An additional 0.01 uF capacitor in parallel with C2 
will help to improve noise immunity. 
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Figure 74. PCMC PLL Circuitry Connections 
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8.4 System Reset - Hard reset is initiated by the PCMC in response to 
. one of two conditions. First, hard reset is initiated 
Figure 75 shows the 82434LX and 82434NX PCMC __ when power is first applied to the system. PWROK 


system reset connections. The 82434LX and must be driven inactive and must not be asserted 
82434NX PCMC reset logic monitors PWROK and until 1 ms after VDD and HCLK have stabilized at 
generates CPURST, PCIRST # and INIT. their AC and DC specifications. While PWROK is 


negated, the 82434LX asserts CPURST and 
When asserted, PWROK is an indicator to the PCMC PCIRST #. PWROK can be asserted asynchronous- 
that VDD and HCLK have stabilized long enough for __ ly. When PWROK is asserted, the 82434LX first en- 


proper system operation. CPURST is asserted to ini- sures that it has been completely initialized before 
tiate hard reset. INIT is asserted to initiate soft reset. negating CPURST and PCIRST #. CPURST is nega- 
PCIRST# is asserted to reset devices on PCI. ted synchronously to the rising edge of HCLK. 


PCIRST # is negated asynchronously. 


Power Stable 
& 
Front Panel Reset 


CPURST 


KBD_RST# 


PCIRST# ALT_RST# 
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Figure 75. PCMC System Reset Logic 
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When PWROK is negated, the PCMC asserts 
AHOLD causing the CPU to tri-state the host ad- 
dress lines. Address lines A[31:29] are sampled by 
the PCMC 1 ms after the rising edge of PWROK. 
The values sampled on A[31:30] are inverted inside 
_ the PCMC and then stored in Configuration Register 

52h bits 7 and 6. The A[31:30] strapping options are 
depicted in Table 18. 


Table 18. A[31:30] Strapping Options 


Configuration 
Register 52h, 
Bits[7:6] 


Secondary 
Cache Size 


The value sampled on A29 is inverted inside the 
' PCMC and stored in the SRAM Type Bit (bit 5) in the 
SCC Register. A28 is required to be pulled high for 
compatibility with future versions of the PCMC. 


The PCMC also initiates hard reset when the System 
Hard Reset Enable bit in the. Turbo-Reset Control 
Register (I/O address CFQh) is set to 1 and the Re- 
set CPU bit toggles from 0 to 1. The PCMC drives 
CPURST and PCIRST# active for a minimum of 
1 ms. 


Table 19 shows the state of all 82434LX PCMC 
output and bi-directional signals during hard reset. 
During hard reset both CPURST and PCIRST# are 
asserted. When the hard reset is due to PWROK 
negation, AHOLD is asserted. The PCMC samples 
the strapping options on the A[31:29] lines 1 ms af- 
ter the rising edge of PWROK. When hard reset is 
initiated via a write to the Turbo-Reset Control Reg- 
ister (I/O port CF9h) AHOLD remains negated 
throughout the hard reset. Table 19 also applies to 
the 82434NxX, with the exception of the signals listed 
in Section 8.5, 82434NX Reset Sequencing. 


1-204 


= | 
intel. 
Table 19. 82434LX Output and I/O Signal States 
During Hard Reset 


BOFF# |High | MA[10:0] _| Undefined 


A(31:0] | 
AHOLD 


Q ‘ 
> 
> 
o 


{63} [High-Z 
caste 
[High Hi 
CADV[1:0] # PAR 
High | 


[ign [ene 


‘@) 
> 
— 
mT 


CAS([7:0] # 


COE[1:01# | High 
Gwetrole [eh [oc [iow 


Lo 
C/BE(301+ 
RASIE.O1# 


DEVSEL# 


fe) 
Ow 

INT [tow [Wee 
Low — 


eaps# [High [SERR# [Input 
FRAME# [input |STOP# | input 
Higa] [tow |TRDY# | Input 
INT wee {High | 
wy tow fT 


Soft reset is initiated by the PCMC in response to 
one of two conditions. First, when the System Hard 
Reset Enable bit in the TRC Register is reset to 0, 
and the Reset CPU bit toggles from 0 to 1, the 
PCMC initiates soft reset by asserting INIT for a min- 
imum of 2 HCLKs. Second, the PCMC initiates a soft 
reset upon detecting a shutdown cycle from the 
CPU. In this-case, the PCMC first broadcasts a shut- 
down special cycle on PCI and then asserts INIT for 
a minimum of 2 HCLKs. 
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9.0 ELECTRICAL CHARACTERISTICS 


9.1 Absolute Maximum Ratings 


_ Case Temperature under Bias ..... ,.0°C to + 85°C 
Storage Temperature .......... — 55°C to + 150°C 
Voltage on Any Pin | 

with Respect to Ground..... —0.3 to Voc + 0.3V 
Supply Voltage | 
with Respect to Vss ............ —0.3 to +6.5V 


Maximum Total Power Dissipation ........... 2.0W 


NOTICE: This data sheet contains information on 
products in the sampling and initial production phases 
of development. The specifications are subject to 
change without notice. Verify with your local Intel 
Sales office that you have the latest data sheet be- 
fore finalizing a design. : 


*WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” — 
may affect device reliability. 


9.2 Thermal Characteristics 


The 82434LX and 82434NX PCMCs are designed — 


for operation at case temperatures between 0°C and 
85°C. The thermal resistances of the package are 
given in Table 20. 


| Table 20. PCMC Package Thermal Resistance 


Parameter 


Oya °C/Watt) 
ac cc/wat) | 86 | 


9.3 82434LX DC Characteristics 


Air Flow Meters/Second | 
| _ (Linear Feet per Minute) 7 


0 0.5 1.0 2.0 5.0 
(0) (98.4) (196.9) (393.7) (984.3) 


Functional Operating Range (Vcc = 5V +5%; Tcase = 0°C to + 85°C) 


VTi _ Schmitt Trigger Threshold Voltage, 
Falling Edge 


Vio Hysterersis Voltage 
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Wak Schmitt Trigger Threshold Voltage, | Note 3, Voc = 5.0V 
. Falling Edge 


VTo+ | Schmitt Trigger Threshold Voltage, 3.7 
Rising Edge . 
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| Note 2, Voc = 4.75V | 
Note 2, Voc = 5.25V 


Note 3, Voc = 5.0V 


Note 3, Vcc = 5.0V | 


Note 3, Voc = 5.0V 


Note 3, Voc = 5.0V 
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Functional Operating Range (Vcc = 5V +5%; Tcase = 0°C to + 85°C) (Continued) 


Your [Ouputtowotage 
ooo oo 
Tix [teput Leakage Curent 
[on [nputCepactarce 


NOTES: 


1. Vi-q and Vin; apply to the following signals: A[31:0], BE[7:0])#, D/C#, W/R#, M/IO#, HLOCK#, ADS#, PCHK#, 
HITM#, CACHE#, SMIACT#, PCLKIN, HCLKIN, HCLKOSC, FLSHBUF#, MEMCS#, SERR#, PERR#, MEMREQ#, 
GNT#, PLOCK#, STOP#, IRDY#, TRDY #, FRAME#, C/BE[3:0] #. 
. Vito and Vio apply to the following signals: PPOUT[1:0], EOL. 
.Vti—, Vr1+ and Vy apply to PWROK. Vro_, Vr2+ and Vo apply to TESTEN. 
. Vo_1 and Vox apply to the following signals: HIG[4:0], MIG[2:0], PIG[3:0], DRVPCI, MDLE, PCIRST #. 
_VoL2 and Vox apply to the following signals: REQ#, MEMACK#, FRAME#, C/BE[3:0] 4, TRDY#, IRDY#, STOP#, 
PLOCK#, DEVSEL#, PAR, PERR#, SERR#, BOFF#, AHOLD, BRDY#, NA#, EADS#, KEN#, INV, A[31:0], 
PCLKOUT, HCLKA-HCLKF, CALE, COE[1:0]#, CWE[7:0]#, CADV[1:0]#, CADS[1:0]#, CAA[6:3], CAB[6:3], 
RAS[5:0] #, CAS[7:0] #, MA[10:0], WE #. 
6. loy and Io; apply to the following signals: HIG[4:0], MIG[2:0], PIG[3:0], DRVPCI, MDLE, PCIRST#. 
7. loc2 and love apply to the following signals: C/BE[3:0] #, REQ#, MEMACK#, MAI[10:0], WE#. 
8. lov3 and Ion3 apply to the following signals: FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, DEVSEL#, PAR, PERR#, 
SERR#. 

9. lo.a and lou4 apply to the following signals: BOFF#, AHOLD, BRDY#, NA#, EADS#, KEN#, INV, CPURST, INIT, 
A[31:0], PCLKOUT, CALE, COE[1:0]#, CADS[1:0]#, CADV[1:0]#, CWE[7:0]#, CAA[6:3], CAB[6:3], RAS[5:0] #, 
CAS[7:0] #. 
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9.5 82434LX AC Characteristics 


The AC characteristics given in this section consist of propagation delays, valid delays, input setup require- 
ments, input hold requirements, output float delays, output enable delays, output-to-output delays, pulse 
widths, clock high and low times and clock period specifications. Figure 77 through Figure 85 define these 
specifications. Section 9.5 lists the 82434LX AC Characteristics. Output test loads are listed in the right 
column. | 


In Figure 77 through Figure 85, VT = 1.5V for the following signals: 

A[31:0], BE[7:0)#, PEN#, D/C #, W/R#, M/IO#, HLOCK#, ADS#, PCHK#, HITM#, EADS#, BRDY#, 
BOFF#, AHOLD, NA#, KEN#, INV, CACHE#, SMIACT#, INIT, CPURST, CALE, CADV[1:0] #, COE[1:0] #, 
CWE[7:0] #, CADS[1:0] #, CAA[6:3], CAB[6:3], WE#, RAS[5:0]#, CAS[7:0]#, MA[10:0], C/BE[3:0] #, 
FRAME #, TRDY#, IRDY#, STOP#, PLOCK#, GNT#, DEVSEL#, MEMREQ#, PAR, PERR#, SERR#, 
REQ#, MEMCS#, FLSHBUF #,MEMACK#, PWROK, HCLKIN, HCLKA—HCLKF, PCLKIN, PCLKOUT. 

VT = 2.5V for the following signals: 


PPOUT[1:0], EOL, HIG[4:0], PIG[3:0], MiIG[2:0], DRVPCI, MDLE, PCIRST#. 


9.5.1 HOST CLOCK TIMING, 66 MHz (82434LX) 
Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C) 


NOTE: 
1. Measured on rising edge of adjacent clocks at 1.5V. 
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9.5.2 CPU INTERFACE TIMING, 66 MHz (82434LX) | 
Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C) 


Srmbe[ —__parmetr__*_ [wn exo] nets 


t10a ADS#, HITM#, W/R#, M/IO#, D/C#, | 4.6 
HLOCK #, CACHE #, BE[7:0] #, 
SMIACT # Setup Time to HCLKIN 
Rising 


t10b ADS#, HITM#, W/R#, M/IO#, D/C#, 
HLOCK #, CACHE #, BE[7:0] #, 


SMIACT # Hold Time from HCLKIN 
Rising 


ftt1b | PCHK# Hold Time from HCLKIN Rising | 1.1 al lw 


ti2a A[18:3] Rising Edge Setup Time to 4.5 79 | Setup to HCLKIN rising when 
HCLKIN Rising ADS # is sampled active by PCMC. 


A[18:3] Falling Edge Setup Time to 
HCLKIN Rising 


3.2 79 | Setup to HCLKIN Rising when 
ADS# is Sampled Active by 
4,7 Setup to HCLKIN Rising when 
ADS # is Sampled Active by 
; | |e 
. ay 
. BE 


A[18:3] Rising Edge Setup Time to 
HCLKIN Rising 


A[18:3] Falling Edge Setup Time to 
HCLKIN Rising 


Setup to HCLKIN Rising when 
ADS # is Sampled Active by - 


A[31:0] Hold Time from HCLKIN Rising Hold from HCLKIN rising two 
clocks after ADS # is sampled 


active by PCMC. 


Setup to HCLKIN rising when 
EADS # is sampled active by the 


A[31:0] Setup Time to HCLKIN Rising 


A[31:0] Hold Time from HCLKIN Rising Hold from HCLKIN rising when 
EADS # is sampled active by the 


CPU. 
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_ Functional Operating Range (Vcc = 4.9V to 5.25V; rar 0° C to + 70°C) (Continued) 


Parameter 


t12e | A[31:0] Output Enable from HCLKIN_ ee | | 
Rising 

tt 2f A[31:0] Valid Delay from HCLKIN- | 
Rising 

t12p A[31:0] Float Delay from HCLKIN 
Rising 

ti2h A[2:0] Propagation Delay from 16 | 77 | OpF 
BE[7:0] # 


t13a BRDY # Rising Edge Valid Bae 
from HCLKIN Rising 
t13b BRDY # Falling Edge Valid Delay 
from HCLKIN Rising 
NA# Valid Delay from HCLKIN 
Rising 
t1 5a AHOLD Valid Delay from HCLKIN 
Rising 
t1 5b BOFF # Valid Delay from HCLKIN 
Rising 
t16a EADS #, INV, PEN# Valid Delay from 
HCLKIN Rising 
t16b CPURST Rising Edge Valid Dale 
from HCLKIN Rising 
t16c CPURST Falling Edge Valid Delay 
from HCLKIN Rising 
tt 6d KEN # Valid delay from HCLKIN 
Rising 
INIT High Pulse Width 2 HCLKs 


CPURST High Pulse Width 


84 | Soft reset via TRC register or 
CPU shutdown special ee 


Hard reset via TRC register, 0 | Hard reset via TRC register, 0 pF | 
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9.5.3 SECOND LEVEL CACHE STANDARD SRAM TIMING, 66 MHz (82434LX) 
Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C) 


Symbol| Parameter = |_ Min. |Max|Fig/ Notes, 
CAA[6:3]/CAB[6:3] Propagation 77 | OpF 
Delay from A[6:3] 
CAA[6:3]/CAB[6:3] Valid Delay from 7.2 | 78 | OpF 
HCLKIN Rising 
t21 COE[1:0] # Falling Edge Valid Delay 78 | OpF 
from HCLKIN Rising 
t21b COE[1:0] # Rising Edge Valid Delay 5.5 | 78 | OpF 
from HCLKIN Rising 
t22a CWE[7:0] #/CBS[7:0] # Falling Edge 14 | 78 | CPU burst or single write to 
Valid Delay from HCLKIN Rising second level cache, 0 pF 
t22b CWE[7:0] #/CBS[7:0] # Rising Edge 14 | 78 | CPU burst or single write to 
Valid Delay from HCLKIN Rising second level cache, 0 pF 
t22c CWE[7:0] #/CBS[7:0] # Valid Delay A 7.7 | 78 | Cache line Fill, 0 pF 
from HCLKIN Rising 
t22d CWE[7:0] #/CBS[7:0] # Low Pulse 1 HCLK 84 | OpF 
Width 
t22e CWE[7:0] #/CBS[7:0] # Driven High -1 85 | Last write to second level cache 
before CALE Driven High during cache line fill, O pF 
t22f CAA[4:3]/CAB[4:3] Valid before 1.5 85 | CPU burst write to second level 
CWE[7:0] # Falling ; cache, 0 pF 
t23 CALE Valid Delay from HCLKIN 7.5 | 78 | OpF 
Rising 
CR/W[1:0] # Valid Delay from 7.6 | 78 | OpF 
HCLKIN Rising 
CBS[1:0] # Valid Delay from HCLKIN 12.0] 78 | OpF 
Rising; Reads from Cache SRAMs 


tha 
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9.5.4 SECOND LEVEL CACHE BURST SRAM TIMING, 66 MHz (82434LX) 
Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C) 


Min 
Oo 
- CaAT6I/CABIES] Vale Doty om HGLKIN sing [0 
CADSI[1:0] # Valid Delay from HCLKIN Rising 


31 :0} # Vali isi 
| 
ie4a__| COETTi01# Faling Edge Vaid Delay from HCLKIN Rising | 0 


/ +35 | CALE Valid Delay from HCLKIN Rising 


9.5.5 DRAM INTERFACE TIMING, 66 MHz (82434LX) 
Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C) 


[Symbol] Parameter [Max | Fig 
t40a RASI[5:0] # Valid Delay from 7.5 | 78 
HCLKIN Rising 
7.5 


4 HCLKs — 5 


t40b RAS[5:0] # Pulse Width High 
t41a CAS[7:0] # Valid Delay from . 
HCLKIN Rising . 
t41b CAS[7:0] # Pulse Width High 1 HCLKIN — 5 84 | CAS# precharge during burst 
| , cycles, 50 pF aa ne 
t43a MA[10:0] Propagation Delay from | 
A(23:3] 


t43b MA[10:0] Valid Delay from 
HCLKIN Rising 


9.5.6 PCI CLOCK TIMING, 66 MHz (82434LX) | | | 
Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C) 
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9.5.7 PCI INTERFACE TIMING, 66 MHz (82434LX) 
Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = 0°C to + 70°C) 


a ee 


t60a C/BE[3:0] #, FRAME #, TRDY #, IRDY #, STOP #, 11 | 78 | Min: 0 pF 
PLOCK#, PAR, PERR#, SERR#, DEVSEL# Valid Max: 50 pF 
Delay from PCLKIN Rising 

t60b C/BE[3:0] #, FRAME #, TRDY#, IRDY #, STOP #, 


PLOCK #, PAR, PERR#, SERR#, DEVSEL# Output 
Enable Delay from PCLKIN Rising ‘: 


C/BE[3:0] #, FRAME#, TRDY#, IRDY#, STOP#, 
PLOCK#, PAR, PERR#, SERR#, DEVSEL# Float 
Delay from PCLKIN Rising 


‘60d | C/BE[3:0] #, FRAME #, PLOCK#, PAR, PERR#, 79 

SERR#, Setup Time to PCLKIN ap arree eeni aeaee 
ieoda | TRDY#, IRDY# Setup Time to PCLKIN Rising _| ——— 
t60db | STOP#, DEVSEL# Setup Time to PCLKIN Rising res) lat. 


t60e C/BE[3:0] #, FRAME #, PLOCK#, PAR, PERR#, 77 
SERR # Hold Time from PCLKIN Rising 
t61a REQ#,MEMACK# Valid Delay from PCLKIN Rising 2 12 | 78 | Min: 0 pF 
Max: 50 pF 
t61b REQ#, MEMACK# Output Enable Delay from 81 
PCLKIN Rising 


REQ#, MEMACK # Float Delay from PCLKIN Rising pi a dns =| 


t62a FLSHREQ#, MEMREQ# Setup Time to PCLKIN 12 79 
Rising 
FLSHREQ#, MEMREQ # Hold Time from PCLKIN bs es 
Rising 


[éea | GNT# Soup TimetoPCLKNRKng ——~SC«dt to |e] 

0p [GNTe Hold Tine tom PCLKN lor 0 | Pe 
[ea [ MEMOS# Setup Time toPOLKINisng «dt 7 ~| pe) 
[ab [ MEMCS# Hold Time rom PCLKINRisng—+| 0 | [vel 


t65 PCIRST # Low Pulse Width 1 ms 84 | Hard Reset via TRC 
Register, 0 pF 
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9.5.8 LBX INTERFACE TIMING, 66 MHz (82434LX) 
Functional Operating Range (Vcc = 4.9V to 5.25V; Tcasg = 0°C to + 70°C) 


Parameter | 
HIG[4:0] Valid Delay from HCLKIN Rising | 
MIG[2:0] Valid Delay from HCLKIN Rising 


PIG[3:0] Valid Delay from PCLKIN Rising 
PCIDRV Valid Delay from PCLKIN Rising 
MDLE Falling Edge Valid Delay from HCLKIN Rising 


_ Symbol 


MDLE Rising Edge Valid Delay from HCLKIN Rising 
EOL, PPOUT[1:0] Setup Time to PCLKIN Rising 


~ EOL, PPOUT[1:0] Hold Time from PCLKIN Rising 


9.5.9 HOST CLOCK TIMING, 60 MHz (82434LX) | 
Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C) 


HCLKA-HCLKF Low Time 


NOTE: | 
1. Measured on rising edge of adjacent clocks at 1.5V. 


| t2c | HCLKIN High Time 4 
zd | 4 


tia 
tib 
t2a 
t2b 
t2c 
t2d 
tof 
t8a 
t3b 
3c 
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9.5.10 CPU INTERFACE TIMING, 60 MHz (82434LX) 
Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C) 


[Symbor[ Parameter [Min | Max| Fig 


t10a ADS#, HITM#, W/R#, M/IO#, D/C#, 
HLOCK#, CACHE #, BEI7:0] #, 
SMIACT # Setup Time to HCLKIN 
Rising | | | 

t10b ADS#, HITM#, W/R#, M/IO#, D/C#, | 


HLOCK#, CACHE #, BE[7:0] #, 
SMIACT # Hold Time from HCLKIN 
Rising 


t11a__| PCHK# Setup Time to HCLKIN Rising 
t11b | PCHK# Hold Time from HCLKIN Rising 
si i 4.5 


t12a A[18:3] Rising Edge Setup Time to 
HCLKIN Rising 


t12aa A[18:3] Falling Edge Setup Time to | 


79 
HCLKIN Rising 


Setup to HCLKIN Rising when 
ADS # is Sampled Active by 
PCMC. 


Setup to HCLKIN Rising when 
ADS # is Sampled Active by 
PCMC. | 


Setup to HCLKIN Rising when 
ADS # is Sampled Active by 
PCMC. 


Hold from HCLKIN rising two 
clocks after ADS # is sampled 
active by PCMC. 


Setup to HCLKIN rising when 
EADS # is sampled active by the 
CPU. 


Hold from HCLKIN rising when 
EADS # is sampled active by the 
CPU. 


t12ab A[18:3] Rising Edge Setup Time to 


HCLKIN Rising 


t12ac A[18:3] Falling Edge Setup Time to 


HCLKIN Rising 


t12b A[31:0] Hold Time from HCLKIN Rising 


t12c A[31:0] Setup Time to HCLKIN Rising 


t12d 


1.5 
t12e A[31:0] Output Enable from HCLKIN 13 
Rising 


124 A[31:0] Valid Delay from HCLKIN Rising 13 | 78 | OpF 
3 


t12g A[31:0] Float Delay from HCLKIN 1 80 
Rising 


A[31:0] Hold Time from HCLKIN Rising 
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Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C) (Continued) 


t12h A(2:0] Propagation Delay from 
BE([7:0] # | 

t13a BRDY # Rising Edge Valid Delay 
from HCLKIN Rising 

t13b BRDY # Falling Edge Valid Delay 
from HCLKIN Rising 
-NA#¥ Valid Delay from HCLKIN 
Rising 

ti5a AHOLD Valid Delay from HCLKIN 
Rising 


t15b BOFF # Valid Delay from HCLKIN 
Rising ; 

t16a EADS #, INV, PEN# Valid Delay from | 
HCLKIN Rising 

t16b CPURST Rising Edge Valid Delay 
from HCLKIN Rising 

t16c CPURST Falling Edge Valid Delay 
from HCLKIN Rising 

t16d KEN # Valid delay from HCLKIN 
Rising 

ee INIT High Pulse Width 2 HCLKs 


CPURST High Pulse Width | ims | 


84 | Soft reset via TRC register or 
CPU shutdown special cycle 


4 | Hard reset via TRC register, 0 pF 
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9.5.11 SECOND LEVEL CACHE STANDARD SRAM TIMING, 60 MHz (82434LX) 
Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C) 


[Symboi| Parameter | Min [Max] Fig] Notes 
CAA[6:3]/CAB[6:3] 77 | OpF 
Propagation Delay from A[6:3] 
t20b CAA([6:3]/CAB[6:3] Valid 7.2 | 78 | OpF 
Delay from HCLKIN Rising 
t21a COE[1:0] # Falling Edge Valid 78 | OpF ) 
Delay from HCLKIN Rising 
t21b COE[1:0] # Rising Edge Valid 78 | OpF | 
Delay from HCLKIN Rising 


2 

t22a CWE[7:0] #/CBS[7:0] # 14 | 78 | CPU burst or single write to second 
Falling Edge Valid Delay from level cache, 0 pF 
HCLKIN Rising 


t22b CWE([7:0] #/CBS[7:0] # Rising 15 | 78 | CPU burst or single write to second 
Edge Valid Delay from HCLKIN level cache, 0 pF 
Rising 
t22c CWE[7:0] #/CBS[7:0] # Valid 1.4 7.7 | 78 | Cache line Fill, 0 pF 
Delay from HCLKIN Rising 
t22d CWE[7:0] #/CBS[7:0] # Low 1 HCLK 84 | OpF 
Pulse Width 
t22e CWE[7:0] #/CBS[7:0] # Driven =a Last write to second level cache during 
High before CALE Driven High cache line fill, 0 pF 
t22f CAA[4:3]/CAB[4:3] Valid 1:5 CPU burst write to second level cache, 
before CWE[7:0] # Falling 0 pF 
t23 CALE Valid Delay from HCLKIN 78 | OpF 
Rising 
t24 CR/W[1:0] # Valid Delay from 1.5 8.2 | 78 | OpF | 
HCLKIN Rising 


CBS[1:0] # Valid Delay from 12.0 
HCLKIN Rising; Reads from 
Cache SRAMs 
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9.5.12 SECOND LEVEL CACHE BURST SRAM TIMING, 60 MHz (82434LX) | 
| Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C) 
Parameter 


134b 
135 


t43a_—| MA[10:0] Propagation Delay from 77 | 50 pF a 
| A[23:3] | | de, at | 
MA[10:0] Valid Delay from HCLKIN Rae 10.7 50pE tt” a 
Rising 
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9.5.14 PCI CLOCK TIMING, 60 MHz (82434LX) 
Functional Operating Range (Vcc = 4.75V to 5.25V; Tcasge = 0°C to + 85°C) 


(“Syme Pavameter [win wax | Fg | Notes 
[soa | poLKoUT Hin Time | 19 | SiS 
[woe PciKouTLowtime | 13 |——~S*d?Cn iS 
[ta POLKINghTime | tei 
[sto | POLK LowTime | te | ide 
[ste | POuKINRsoTine | Sid we 
[sta | PcuKNFaltime | *+| es | | 


9.5.15 PCI INTERFACE TIMING, 60 MHz (82434LX) 
Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C) 


N 


PAR, PERR#, SERR#, DEVSEL# Valid Delay from PCLKIN 
Rising 
t60b 
PCLKIN Rising 
t60c C/BE[3:0] #, FRAME #, TRDY #, IRDY#, STOP #, PLOCK#, 2 
PAR, PERR#, SERR#, DEVSEL # Float Delay from PCLKIN 


C/BE[3:0] #, FRAME #, TRDY #, IRDY#, STOP #, PLOCK#, 
PAR, PERR#, SERR#, DEVSEL# Setup Time to PCLKIN 
Rising 


Symbol] __—=Parameter =| Min| Max] Fig] Noten 
C/BE[3:0] #, FRAME #, TRDY#, IRDY#, STOP #, PLOCK#, 
Rising 


C/BE[3:0] #, FRAME, TRDY #, IRDY#, STOP#, PLOCK#, 2 78 | Min: OpF 
PAR, PERR#, SERR#, DEVSEL# Output Enable Delay from 

t60e —|: C/BE[3:0] #, FRAME #, TRDY#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERR#, DEVSEL# Hold Time from PCLKIN 


Rising 


t61a REQ#,MEMACK# Valid Delay from PCLKIN Rising 12 | 78 | Min: 0 pF 
Max: 50 pF 


REQ#, MEMACK# Output Enable Delay fromPCLKIN Rising | 2 | [at]; 
REQ#, MEMACK # Float Delay from PCLKIN Rising | 2 | 28 }sof 
FLSHREQ#, MEMREQ# Setup Time to PCLKIN Rising P12] |v) 
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Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C) (Continued) 


: Parameter oy 


FLSHREQ#, MEMREQ# Hold Time 
from PCLKIN Rising 


t63b GNT # Hold Time from PCLKIN Rising 
MEMCS # Setup Time to PCLKIN Rising | 7 
MEMCS # Hold Time from PCLKIN Rising 


7 PCIRST# Low Pulse Width { 


GNT # Setup Time to PCLKIN Rising 


9.5.16 LBX INTERFACE TIMING, 60 MHz (82434LX) 
Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0°C to + 85°C) 


1. 
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ie 


ee 
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9.6.17 TIMING DIAGRAMS 


Input VT 40s | 
Propagation Delay 


Output VT 
290479-87 


Figure 77. Propagation Delay 


1.5V 


Valid Delay 


VT 
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Figure 78. Valid Delay from Rising Clock Edge 


1.5V 


Setup Time Hold Time 
<—___» 


¢—_____p> 
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Figure 79. Setup and Hold Times 
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Input | VT 
- 4 Float Delay 


Output 
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Figure 80. Float Delay © 
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Figure 81. Output Enable Delay 


High Time 


Low Time 
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Figure 82. Clock High and Low Times and Period 


—p| iq Fall Time 


—p| |< Rise Time . 
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Figure 83. Clock Rise and Fall Times 
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<——— Pulse Width ————» 
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Figure 84. Pulse Width 


Output! 


OG creer een 
Output-to-Output Delay 
Output2 VT 
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Figure 85. Output-to-Output Delay 
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10.0 PINOUT AND PACKAGE INFORMATION 


10.1 Pin Assignment. | 
Except for the pins listed in Figure 86 notes, the pin assignment for the 82434LX and 82434NxX are the same. 


PCLKIN 


30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 
$0 
$1 
§2 


vss 
HCLKOSC NC (note 
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NOTES: | 

1. For the 82434NX, pin 105=RAS6#, 106=RAS7#, and 109=MA11. These pins are no connects for the 82434LX 
and are signal connections for the 82434NX. 

2. For the 82434NxX, pins 23, 35, 43, 74, 86, and 102 are 3.3V VDD pins (i.e., VDD3). These pins are VDD pins for the 
82434LX. > 


Figure 86. PCMC Pin Assignment 
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Table 21. 82434LX Alphabetical Pin Assignment 


[Finvame [Pine | Type | [Finvane [Pine [Type 
m | 26 | ts 
er 
COEO# 
COE1# cars 


CWE1 #/CBS1# 
CWE2 #/CBS2# 
CWE3 #/CBS3 # 
CWE4 #/CBS4# 
CWE5 #/CBS5# 
CWE6 #/CBS6 # 
CWE7 #/CBS7# 
[pice | os | in 


EOL 161 


FLSHREQ # 162 


97 


9 
91 


on 


Cc Cc c 
as | ee | me | & | 


fe) 
Cc 
a 


a 

QO 

a 

~~ 

> 

~ 
olololo 2. 
e Pele be rd 
ete |= fs dT rv) 


fe) 
Cc 
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Table 21. 82434LX Alphabetical Pin Assignment (Continued) 


[pinnae [Pin [Type 


HCLKOSC 


Pin # Type 


eine | Type | 
Ps | in | 

THigo | 184 | out | (t@edeaNXoniyy [ Ppuarct | 46 | in | 
Pris | 103 [out pot | Feuance | 4 | in | 
Price | 122 | ot | 105 | out_ 
set 
Fries | 100 | out cA 
Pamwe [65 | in 170 | ot | [ouipror | 152 | in 
Pint | 28 | out 
Pinvy | 28 | out _| 
Fao [122 | out _| pwrok | 62 | in 
Puaz | 110 | ow | [PoHke | 72 | in | Frasier | 125 | out 
out | {PoLKIN, | 156 | in| 12a | out 
es, ae an | Oe fone 12 
Puss | a | out | re 

169 | s/o/d 

out 192 

MAIO 191 | out 

Men ea [ser [on 
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Table 21. 82434LX Alphabetical Pin Assignment (Continued) 


tb 
rae 
O 
< 
= 
e) 
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A28 


rae x 
[AB 
Ae! 
Ag 
Ae 
Bile aed 


fe 
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or | ms ~- | 
=p ol at ne bes < | 
m1” nm 1n 


< |< 
<lolo 


_ Table 22. Numerical Pin Assignment | 


V 
Per [Hour | ot 
Pee [HouKe | out 
Tee [HouKo | out | 
Tao [Hous | out | 
Tar [wes | ot 
Tae [HouKa | out _ 


PLLAGND = ||§s V_— 
Cae [euancs | 
Car [puaves —[v_ 
Tae [ruance | 
so Prcuew [on 
se neose —[n 
Vea fects 
sa [oese Pm) 
ss [see 
ss [aoe 
Cer [eee 
se [ocee  n 
se [esse 
Ceo faere 
Cer Panos Tn 


[ee [PwROK | in 
Pee [resten | in 
Tee Joactee | in 
es fame on 
[es ase in 


er [wae | on 


[ee force 
ee [swacte | in 
rn [woo | in 
Tre [pone | in 


rs lv | 
re foams | at 
Pr foase | out 
Tre Jones | out 
rao ome | out 
rar fone | out 
rae foams out 
[as [oor | out 


a 
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Table 22. Numerical Pin Assignment (Continued) 


[Fin name [Type] 


Pin # 
151 
152 
153 
154 
155 
156 
157 
158 
159 
160 
161 
162 
163 
164 
165 


Pin Name 
PLLBGND 
PLLBRC1 
PLLBVSS 
PLLBRC2 
PLLBVDD | 
PCLKIN 


a 
5 
me 


Type 
V 


Type 


91 


< 


out 
V 
out 
out | 


co 


io) 


CWES #/CBS5# 

CWE4#/CBS4# 

7 | CWE3#/CBS3# 
u 


Vss 


co 


Vpp 
PPOUTO 
PpouT! |. in 
EOL 
FLSHREQ# 
GNT# 
MEMCS# 
MEMREQ# 


t 

out 
CWE2#/CBS2# 
CWE1 #/CBS1 # 


100 | CWEO#/CBSO# - 


101 | CALE out 


Vss 
Vpp 
132 out 


V 
V 
out 


ale 
id) 
o>) 


134 CAS6# out 166 Vss 
135 CASO # out 167 STOP# | s/t/s 


PLOCK# 
PERR# 
DEVSEL# 
PAR 
SERR# 
FRAME# 
PCLKOUT 
MIG2 


168 
169 
170 
171 
172 
173 
174 
175 
176 


s/t/s 
s/o/d 
s/t/s 
tt 
s/o/d 
s/t/s 


136 out 
138 out 
141 s/t/s 
142 s/t/s 
143 t/s 
144 t/s 


145 CBE1# ~t/s 
146 CBEO# t/s 


107 | Vss 


~ 
” 


V 
V 


IS 
E 


out 
t 


oO 
Cc 


Vpp 


ah 
N 
™N 


Vss 


178 MIG1 


147. | PCIRST# 179 | MIGO 
148 180 | HIG4 out 
149 | Vop 181 out 
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Table 22. Numerical Pin Assignment (Continued) 


1-244 7 ADVANCE INFORMATION 


ntal , 82434LX/82434NX 


10.2 Package Characteristics 


-D— 
AIAN TET 


HAHEI 


HUTTE LOD SHIT 


UU TTP TT 


HUAN HL 


ULSI UIE OULU ETAT 


EE EE Le A ER, 
MB LVNAHAVVANNAANNGADRGADEPUAUEADEUAGA ANE TEDTAU LAY TGUATUERUCADACTAUTEET AYU ETTT 


Figure 87. 208-Pin Quad Flatpack (QFP) Dimensions 
Table 23. 82434LX Package Dimensions 


Value (mm) 
Seating Height 3.5 (max) 


290479-97 


Stand-Off Height 0.20-0.50 
Package Height 3.0 (nominal) 
Lead Width 0.18 +0.1/—0.05 


Package Length and | 30.6 + 0.3 

Width, Including Pins 

Package Length and | 28 + 0.1 

Width, Excluding Pins 


Linear Lead Pitch 0.5 + 0.1 


Lead Coplanarity 0.1 (max) 
Lead Length 0.5 + 0.2 
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11.0 TESTABILITY 


A NAND tree is provided in the 82434LX and 
82434NX PCMCs for Automated Test Equipment 
(ATE) board level testing. The NAND tree allows the 


tester to test the connectivity of a subset of the - 


PCMC signal pins. 


For the 82434LX, the output of the NAND tree is 
driven on pin 109. The NAND tree is enabled when 
A24=1, A25=0, A26=1, and TESTEN=1 at the 


rising edge of PWROK. PLL Bypass mode is en- | 


abled when A24=1, and TESTEN=1 at the rising 
. edge of PWROK. In PLL Bypass mode, the 82434LX 
and 82434NX PCMC AC specifications are affected 
as follows: , 


1. Output valid delays increase by 20 ns. 
2. All hold times are 20 ns. 


3. Setup times and propagation delays are 
unaffected. 


4. Input clock high and low times are 100 ns. 


In both the NAND tree test mode and PLL Bypass 
mode, TESTEN must remain asserted throughout 
the testing. A[28:24] should be set up at least 
1 HCLK before the rising edge of PWROK and held 
at least 3 HCLKs after PWROK. Table 11 shows the 
order of the NAND tree inside the PCMC. 


When not in NAND Tree test mode, the 82434LX 
drives the output of the host clock PLL onto pin 109.. 
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Corser [pm * [sional 
2 [ae Praove 
a [ae [oseze 
| 145 | CBE1# 
ae 


145 

CBEO# 
PPOUTO 
PPOUT1 
| 161 
| 162 | FLSHBUF# 
GNT# 
MEMCS# 
| 165 | MEMREQ# 
| 167 | STOP# 
PLOCK# 


ADDITIONAL TESTING NOTES: 


| 5 | 145 | cBEte 
| 6 | 146 | cBEo* 
| 7 | 159 | ProuTo 
| 8 | 160 | ProuTt 
9 | ter fe 
| 10 | 162 _| FLSHBUF | 
| 11 | 163 [ante 
| 12 | 164 | MeMcs# | 
| 13, | 165 | MEMREQ# | 
| 14 | 167 | sTop# | 
| 15 | 168 | PLOck# | 


Table 25. NAND Tree Order 


05 


82434LX/82434NX 


Pin # 


= [Sanat 
22 
[ae 
[ase 
o Loc. 


49 


UE 


o> 


> 
OD 
” 
4h 


O 
~ 
©) 
He 


ng a 


1. HCLKOUT[6:1] can be toggled via HCLKIN. 

. CAx[6:3] are flow through outputs via A[6:3] after PWROK transitions high. 

. MA[10:0] are flow through outputs via A[13:3] after PWROK transitions high. 
. CAS[7:0] # outputs can be tested by performing a DRAM read cycle. — 
PCLKOUT can be tested in PLL bypass mode, frequency is HCLK/2. 

. PCIRST is the NAND Tree output of Tree Cell 6. 

. INIT is the NAND Tree output of Tree Cell 53. 
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82420 PCiset 


Intel’s 82420 PClset enables workstation level of performance for Intel486™ CPU desktop systems. The 
Peripheral Component Interconnect Bus (PCI) is driving a new architecture for PC’s—eliminating the I/O 
bottleneck of standard expansion busses. PCI! provides a glueless interface for high performance peripherals 
such as graphics, SCSI, LAN and video to be placed onto a fast local bus. By utilizing this technology and 
incorporating read/write bursts along with write buffers into the 82420 PClset, a new level of performance is 
now possible for today’s Intel486 CPU desktop systems. 


The Intel 82420 PClset is comprised of three components: the 82424ZX Cache DRAM Controller (CDC), the 
82423TX Data Path Unit (DPU), and the 82378ZB System I/O (SIO). The CDC and DPU provide the core 
system architecture while the SIO is a PC! master/slave agent which bridges the core architecture to the ISA 
standard expansion bus. Intel also offers two components, the 82374EB (ESC) and 82375EB (PCEB), that 
work in conjunction to bridge the PCI bus to the EISA expansion bus. Refer to the ESC and PCEB data sheets 
for information regarding the EISA bridge components. 


The chip set supports the Intel486 CPU family as well as Intel’s future OverDrive™ processor for the 
Intel486 DX2 CPU. The high performance memory subsystem supports concurrent operation between PCi bus 
masters while the CPU accesses memory. An integrated second level cache can be programmed for write- 
through or write-back operation. 


82420 PCiset 
RR aa ese 
intelDX4™ 1M Cache SRAM 
pein | OverDrive i | 
1486 DX2 | overone™ | \S4KB - Polen 
i486" DX/SX noe 
_ CPU/HOST Bus 


GRAPHICS/ SCSI LAN 
VIDEO 


Fea ea lea ac 
ISA Expansion Buffers MSE BIOS | |_IDE 
olt=-s > {> 
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Product shastiiecilani 


: aa ee I/O wn 
82424ZX—Cache DRAM Controller | (SIO) 


(CDC) , m Supports Fast DMA ees A, B, or F 
w Concurrent Linefill during Copyback Cycles 


yates Supports DMA Scatter/Gather 
° ait aed ese pamlyane Arbitration Logic for Four PCI Masters 
= Supports OverDrive Upgrade Reusable across Multiple Platforms 
m 64K-512K Level 2 Cache Support Directly Drives Six External ISA Slots 
m Level 2 Cache Configurable as Write- pear of Today’s Common 
Back or Write-Through 


m 208-Pin QFP Package 208-Pin QFP Package 


82423TX—Data Path Unit (DPU) 
Highly Integrated 

@ Four Dword Write Buffers 

w Zero Wait-States for CPU Write Cycles 
mw PCI Burst Write Capability 

m 160-Pin QFP Package 


Product Description 


The 82424Z2X Cache DRAM Controller (CDC) is a single-chip bridge from the CPU to the PCI bus. It provides 
the integrated functionality of a second level cache controller, a DRAM controller, and a PCI bus controller. It 
also features an optimized memory subsystem. The CDC is a dual ported device with one port as the host port 
and the other as the PCI port. 


The 82423TX Data Path Unit (DPU) integrates the host data, memory data, and PCI data interface, DPU 
control/parity and four deep posted write buffers. With glue and buffers integrated directly into the DPU, the 
Intel 82420 PClset reduces board space requirements. The DPU’s posted write buffers allow CPU write cycles 
to be executed as 0 wait-states. 


The 82378ZB System I/O (SIO) is a dual ported device which acts as a bridge between the PCI and standard 


ISA 1/O bus. The SIO integrates the functionality of an ISA controller, PCl.controller, fast 32-bit DMA controller, 
and standard system |/O functions. 
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| — 82423TX 
DATA PATH UNIT (DPU) 


m A 32-bit High Performance Host/PCI/ 
Memory Data Path 


m Operates Synchronously to the CPU 
and PCI Clocks 


mg Dual-Port Architecture Allows 
_. Concurrent Operations on the Host and 
PCI Buses 


= Burst Read of Memory from the Host 
and PCI Buses 


= Host-to-Memory and Host-to-PCI Post 
‘Buffers Permit Zero Wait-State Write 
Performance 


a Byte Parity Support for the Host and 

Memory Buses 

— Optional Parity Generation for Host- 
to-Memory Transfers 

— Optional Parity Checking Residing on 

| the Host Data Bus 

— Parity Checking for Host and PCI 
Memory Reads 

— Parity Generation for PClI-to-Memory 
Writes 


m@ Force Bad Parity to Memory Capability 
for Diagnostic Purposes 


The 82423TX Data Path Unit (DPU) provides the 32-bit data path connections between the Host (CPU/cache), 
main memory, and the Peripheral Component Interconnect (PCI) Bus. The dual-port architecture allows con- 
current operations on the Host and PCI Buses. Two 4-Dword deep Post buffers permit Host posting of data to 
main memory and the PCI Bus. The DPU supports byte parity for the Host and main memory buses. The DPU 
is intended to be used with the 82424ZX Cache DRAM Controller (CDC). During bus operations between the 
Host, main memory, and PCI, the CDC provides the address paths and bus controls. The CDC also controls 
the data flow through the DPU. Together, these two chips provide a full function dual-port data path connec- 


tion to main memory and forms a Host/PCI bridge. 


+ HD[31:00] <> > ADI31:00] 
Host HDPO <——» <———_ IRD Y# PCI 
Interface HDP1 <> <4——- TRD Y# Interface 
HDP2 <——» <—_—— DEVSL# 
HDP3 <——__»> 
<+—_——- PM/H# 
MD[31:00] <> <+———- PSTB# 
i — PW/R# 
Main MDPO < > ——— ; 
vera MDP1 <——_» <—_—_MHiP# 
nterface MDP? <--> <¢—___ MSTB# 
MDP3 <——> << MR/W# CDC 
Interface 
Reset <—_— HM/P# 
pe - RCLK |<¢—— HSTB# 
Clock RST# +_— HW/R# 
_ FPE > DPUPE# 
PMODE PCIDP 
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ADVANCE INFORMATION 


82424ZX CACHE AND DRAM 


CONTROLLER (CDC) 


m@ Supports 25/33 MHz Intel486™ SX, 
Intel487™ SX, Intel486 DX, Intel486 
DX2, IntelDX4™, OverDrive™ for 
intel486 and OverDrive for DX2 
Processors 


m Fully Backward Compatible with Intel 
82424TX 


m Synchronous, 25/33 MHz PCI Bus 
Interface Capable of Supporting Bus 
Masters 


m Supports OverDrive Upgrade Socket 


m= Programmable Attribute Map for First 
1 MByte of Main Memory 


m= Posted Write Buffers for Improved 
Performance 


m Integrated DRAM Controller 
— 2 to 160 MByte Main Memory Using 
70 ns Fast Page Mode SIMM Memory 
— Decoupled Refresh Cycles to 
Reduce DRAM Access Latency 


m Integrated Cache Controller 
— Write-Through and Write-Back Cache 
Options 
— 64 KB, 128 KB, 256 KB, and 512 KB 
Cache Sizes Using Standard SRAMS 


— Burst Line Fill of 2-1-1-1 from — 
Secondary Cache at 25 and 33 MHz 

— Zero Wait-State Write to L2 Cache 
for a Cache Write Hit 

— Main Memory Posting at Zero Wait- 
States, Enabling Optimum Write- 
Through Cache Performance 

— Concurrent Cache Line Replacement 
from Secondary Cache in Write-Back 
Mode 


PCI Bridge 

— Translates CPU Cycles into PCI Bus 
Cycles 

— Translates Back-to-Back Sequential 
Memory Write Cycles into PCI Burst 
Cycles 

— Separate PCI-to-Main Memory Port 
Allows Concurrent/Independent CPU 
and PCI Bus Operations 

— Zero Wait-State Write Posting into 
the DPU for Fast Graphics Transfers 


_ —Integrated Snoop Filter 


Complete Support for SL Enhanced 

intel486 CPUs 

— SMM Space Remapping to TOM, 
A0000 and B0000 Segments 

— Stop Grant Cycle Translation from 
Host-to-PCI Bus 


The 82424ZX Cache DRAM Controller (CDC) integrates the cache and main memory DRAM control functions 
and provides the address paths and bus control for transfers between the Host (CPU/cache), main memory, 
and the Peripheral Component Interconnect (PCI) Bus. The 82424ZX is completely backward compatible with 
the 82424TX. The Dual-ported architecture permits concurrent operations on the Host and PCI Buses. The 
cache controller supports both write-through and write-back cache policies and cache sizes from 64 to 512 
KBytes. The cache memory can be implemented using standard asynchronous SRAMs. The dual-ported main 
memory DRAM controller interfaces DRAM to the Host Bus and the PCI Bus. The CDC supports a two-way 
interleaved DRAM organization for optimum performance. The CDC is intended to be used with the 82423TX 
Data Path Unit (DPU). The DPU provides 32-bit data paths between the Host, main memory, and the PCI. 
Together, these two components provide a full function dual-port data path connection to main memory and 
form a Host/PCl Bridge. 


The complete document for this product can be ordered by calling 1-800-548-4725 and ask for order number 
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82424ZX 


CPURST/SMI# <——>/ 


A[31:2] <—_» 
BE[3:0]# 
HLOCK# -——> 


KEN# 
PCD/CACHE# ———> 


SMIACT# ———? 


INIT 
HITM# 
INV 


LCA3 
LCA2 
HCA3 
HCA2 
LCCS# 
HCCS# 
CWE[3:0}# 
COE# 
CALE 
TA[8:0] q——_»> 
VALID 
TWE# 
TOE# 
DIRTYD 
DWE# 
DIRTYQ 


MA[10:1] < 
OMAO 
EMAO 

RAS[4:0]# 
CAS[7 :0]# 
WE# 
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> 


Host 
CPU 
Interface 


PCI 
Interface |4—> 


<< 


OverDrive 
for DX2 
Specific 
Signals 


Secondary 
(L2) 
‘Cache 
Control 
interface 


DPU 


Control. 
‘Interface 
DRAM 
Control 


Interface 


Simplified CDC Block Diagram 


PCIRST# 
AD[31:0] 
C/BE[3:0]# 
FRAME# 
TRDY# 
IRDY# 
LOCK# 
STOP# 
REQ# 
GNT# 
PAR 
SERR# 


> DEVSEL# 


FLSHREQ# 
MEMREQ# 
MEMACK# 


- PWROK 


SRESET# 
CLK2 
CLK1 
CLK1A 
CLK1B 
CLK1C 
CLK1D 
CLK1IE 
CLKIF 


DPUPE# 


PCIDP 
HW/R# 
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82425EX PCI SYSTEM CONTROLLER (PSC) 
AND 82426EX ISA BRIDGE (IB) | 


gw Host CPU 
— 25-33 MHz Intel486™ and 
OverDrive™ Processors 
—L1 Write-Back Support 


mg Integrated DRAM Controller 

— 1 to 128 MByte Main Memory 

— 70 ns Fast Page Mode DRAM SIMMs 
Supported 

— Supports 256 KByte, 1 MByte, and 
4 MByte Double and Single Sided 
SIMMs 

— Read Page Hit Timing of 3-2-2-2 at 
33 MHz 

— Burst Mode PCI Master Accesses 

— Decoupled Refresh Reduces DRAM 
Latency | 

— Five RAS Lines 


m Integrated L2 Cache Controller 

— Write-Back and Write-Through Cache 
Policies 

— Direct Mapped Organization 

— 64, 128, 256 or 512 KByte Cache 
Sizes 

— Programmable Zero Wait-State L2 
Cache Read and Write Accesses 

— Two Banks Interleaved or a Single 
Bank Non-Interleaved Operation 

— No VALID Bit Required 


m 25/33 MHz PCI Bus Interface 
— Two Bus Masters 
— PCI Auto Configuration Support 
m Host/PCl Bridge 
— Converts Back-to-Back Sequential 
Memory Writes to PCI Burst Writes 
— CPU Memory Write Posting to PCI 
m PCi Local Bus IDE Interface 
— Supports Mode 3 Timing 


December 1994 
Order Number: 290488-003 


Programmable Attribute Map for First 
1 MByte of Main Memory 


100% ISA Compatible 
— Directly Drives 5 ISA Slots 


Two 8237 DMA Controllers 
— 7 DMA Channels 

— 27-bit Addressability 

— Compatible DMA Transfers 


One 82C54 Timer/Counter 
— System Timer 

— Refresh Request 

— Speaker Tone 


Two 82C59 Interrupt Controllers 

— 14 Interrupts | 

— Edge/Level Sense is Programmable 
per Channel 

— PCI Interrupt Steering for Plug and 
Play Compatibility 


X-Bus Peripheral Support 

— RTC, KBC, BIOS Chip Selects 

— Control for Lower X-Bus Transceiver 
— Integrates Mouse interrupt 

— Coprocessor Error Reporting 


Non-Maskable Interrupts (NMI) 
— PCI System Errors 

— Main Memory Parity Errors 
— ISA Parity Errors 


System Power Management (Intel SMM 

Support) 

— Programmable System Management 
Interrupt (SMl)—Hardware Events, 
Software Events, EXTSMI # 

— Programmable CPU Clock Control 

— Fast On/Off Mode 


Generates System Clocks 
160-Pin QFP Package for IB 
208-Pin QFP Package for PSC 
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The 82420EX PCiset is the foundation for the Value Flexible Motherboard solution for entry-level Intel486™ 
processor-based PCI systems. The Value Flexible Motherboard solution, including 82420EX, Intel486 proces- 
sor, 82091AA Advanced Integrated Peripherals, 82C42 Keyboard Controller, Flash BIOS, and Plug & Play 
software, drives PCI into the mainstream. The 82420EX PClset is a highly integrated solution enabling low 
cost, small form factor motherboard designs. All Intel486 processors and upgrades are supported, including L1 
write-back and Intel SMM power management. PCI Local Bus IDE is incorporated for higher performance IDE 
at no-additional cost. 


The 82420EX was designed from the ground up for PCI performance. It consists of two components—the 
82425EX PCI System Controller (PSC) and the 82426EX ISA Bridge (IB). The PSC integrates the L2 cache 
controller and the DRAM controller. The cache controller supports both write-through and write-back cache 
policies and cache sizes from 64 KBytes to 512 KBytes in an interleaved or non-interleaved configuration. The 
DRAM controller interfaces main memory to the Host Bus and the PCI Bus. The PSC supports a two-way 
interleaved DRAM organization for optimum performance. Up to ten single-sided SIMMs or four double-sided 
and two single-sided SIMMs provide a maximum of 128 MBytes of main memory. The PSC provides memory 
write posting to PCI for enhanced CPU-to-PCI memory write performance. In addition, the PSC provides a high 
performance PCI Local Bus IDE interface. | 


The IB is the bridge between the ISA Bus and Host Bus, and integrates the common I/O functions found in 
today’s ISA-based PC systems—a seven channel DMA controller,.two 82C59 interrupt controllers, an 8254 
timer/counter, Intel SMM power management support, and control logic for NMI generation. The IB also 
provides the decode for external BIOS, real time clock, and keyboard controller. Edge/Level interrupts and | 
interrupt steering are supported for PCI plug and play compatibility. The IB integrates the ISA address and data 
path, reducing TTL and system cost. In addition, the integration of system clock generation logic eliminates the 
need for external host and PCI clock drivers. 
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Figure 1. Example System Block Diagram 


1.0 PINOUT INFORMATION 


This section provides the PSC and IB pin assignment and package information. For each device, the pin 
assignments are listed in both alphabetical and numerical order. 
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1.1 PSC Pin Assignment 


- The PSC package is a 208-pin Quad Flatpack (QFP). Figure 2 shows the pin assignment on the package. 
Tables 1 and 2 list the pin assignments alphabetically and numerically, respectively. 
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Figure 2. PSC Pin Assignment 
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Table 1. Alphabetical PSC Pin Assignment List 


Pin Name 
AD10 
AD11 
AD13 
AD14 
AD15 
AD16 
AD17 
AD18 
AD1i9 
AD20 
AD21 
AD22 
AD23 
AD24 
AD25 
AD26 
AD27 
AD28 
AD29 
AD30 
AD31 
ADS # 
BEO# 
BE1# 
BE2# 


A10 


A11 
A13 
A15 
A17 
A18 
A19 
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Table 1. Alphabetical PSC Pin Assignment List (Continued) 
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Table 2. Numerical PSC Pin Assignment List 
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Table 2. Numerical PSC Pin Assignment List (Continued) 
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1.2 IB Pin Assignment 


The IB package is a 160-pin Quad Flatpack (QEP). Figure 3 shows the package pin assignment. Table 3 and 
Table 4 list the pin assignment alphabetically and numerically, respectively. 
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Figure 3. IB Pin Assignment 
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Table 3. Alphabetical IB Pin Assignment List 
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Table 3. Alphabetical IB Pin Assignment List (Continued) 


[Pin Name [Pin # [V0 
sreser | 76 | 1 


[Pin Name | Pin # | 1/0 
so | 8 [vo 
sors | 80 [v0 
sos | 62 [vO 
SERR# | 116 | 1 


[Pin Name [Pin # [170 
ves | oo |v 
xBusoEe | 6s [0 
xaustae | 64 [0 
zenowse| 194 [ 1 
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Table 4. Numerical IB Pin Assignment List. 
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? 

9.0 SIGNAL DESCRIPTION | The following notations are used to describe signal 

types. | : 
This section contains a detailed description of each sity. : | oe 3 
signal. The PSC signals are presented first, followed Signal Type : Description 
by the IB signals. The signals are arranged in func- | _ Input. Standard input-only signal. 
tional groups according to their interface. 7 IS Input. Schmitt Trigger 

O Totem Pole Output. Standard 

Note that the ‘#”’ symbol at the end of a signal active driver. 
name indicates that the active, or asserted state oc- OD Open Drain. Input/Output 
curs when the signal is at a low voltage level. When  VYo- Input/Output. Bi-directional, 
“#” is not present after the signal name, the signal tri-state pin. 
is asserted when at the high voltage level. s/t/s Sustained Tri-state. Active low, 
The terms assertion and negation are used exten- | dene lnc aa ai ; 
sively. This is done to avoid confusion when working tri-state. Turn-around time must be 
with a mixture of “active-low” and “active-high” sig- maintained. 


nals. The term assert, or assertion indicates that a 
signal is active, independent of whether that level is 
represented by a high or low voltage. The term ne- 
gate, or negation indicates that a signal is inactive. 


2.1 PSC Signals 


2.1.1 HOST CPU INTERFACE SIGNALS (PSC) 


SRESET/ SOFT RESET/INITIALIZE: This is the soft reset output of the PSC and should be 
INIT connected to the SRESET or INIT input to the CPU, depending on the CPU type. 


A[31:30, |/O | HOST ADDRESS: A[31:30,26:2] are used as inputs to the PSC for CPU driven cycles. 
26:2] A[31:30,26:4] are outputs during Snoop cycles. Note that A[29:27] are not driven by 
the PSC. These signal lines must be externally driven low by either weak pull-down 
resistors or by driving these lines low when HLDA is active asserted. A[17:2] are also 
used for PSC/IB Link Interface transfers. These signals are tri-stated after a hard reset. 


HD[31:0] | I/O | HOST DATA: HD[31:0] are connected to the host CPU data bus. These signals are | 
inputs after a hard reset. 


HDP[3:0] | !/O | HOST DATA PARITY: HP[3:0] are bi-directional parity signals for the host data bus. 


These signals provide parity to the PSC during main memory read cycles. The PSC 
BE[3:0] # 


sends parity information to main memory during non-CPU main memory write cycles. 
1/0 


\ 


These signals are tri-stated after a hard reset. 


BYTE ENABLE: The Byte Enable signals indicate active bytes during read and write 
cycles. These signals are tri-stated after a hard reset. 


BUS CYCLE DEFINITION (Memory/Input-Output, Data/Code, Write/Read: These 
signals define the Host Bus cycle. Note that special cycles are identified by BE[3:0] # 
and A[4:2]. These signals are tri-stated after a hard reset. 


| 
I/O 


1-274 ADVANGE INFORMATION. 


| ntel F 82420EX 


2.1.1 HOST CPU INTERFACE SIGNALS (PSC) (Continued) 


name [tye] Cpt SS 


PCD/ PAGE CACHE DISABLE/CACHE: This multiplexed signal pin has two functions, 
CACHE # depending on the type of CPU used. The PCD input signal, when asserted, indicates the 
current cycle can not be cached in the L2 cache during a cache line fill operation. When 
PCD is asserted the line will not be cached in L1 or L2. : 
| The CACHE # signal is active along with the first ADS # until the first RDY # or BRDY #. 
For line fills, the functionality of the CACHE # signal is identical to that of the PCD — 


signal. During write-back cycles, CACHE # is always asserted at the beginning of the 
line write-back. The beginning of a write-back cycle is uniquely identified by active 
ADS #, W/R# and CACHE #. Beginning of the snoop write-back is identified by the 
ADS #, W/R#, CACHE# and HITM# being active. oN 


ADDRESS STATUS: The ADS # input indicates that the bus cycle definition signals 
(M/IO#, D/C#, W/R#), BE[3:0] #, and A[31:30, 26:2] are available on their 
corresponding pins. 


READY: RDY # indicates that the current non-burst bus cycle is complete. This signal is 
negated after a hard reset. ; 


BURST READY: BRDY performs the same function during a burst cycle that RDY # 
performs during a non-burst cycle. This signal is negated after hard reset. _ 


BURST LAST: BLAST # indicates the end of a burst access for CPU-initiated cycles. 


HOLD: The PSC asserts HOLD to the CPU to request ownership of the Host Bus. This _ 
signal is negated after a hard reset. Oo 


HOLDA: HLDA must be asserted by the CPU for the PSC to grant a new master on the 
PCI or ISA Buses. When HLDA is negated, the CPU is the Host Bus master and the PSC 
is the PCI Bus master. When HLDA is negated, the PSC is also the master on the 
PSC/IB link interface. 


ADDRESS HOLD: The AHOLD output signal forces the CPU to float its address bus in 
the next clock. The PSC asserts this signal in preparation to perform a PSC/IB Interface 
transfer, when SRESET needs to be asserted, or upon Deturbo logic requests. This 
signal is negated after a hard reset. | 


EXTERNAL ADDRESS: EADS #,, when asserted, indicates that an external address 
has been driven onto the CPU address lines. This address is used to perform an internal 
cache snoop cycle. This signal is negated after a hard reset. 


CACHE ENABLE: KEN #, when asserted, indicates whether the current cycle is 
cacheable in the CPU internal (L1 or primary) cache. This signal is negated after a hard 


HIT MODIFIED: HITM#, when asserted, indicates that a hit to a modified data cache 
has occurred during the snoop cycle. A pull-up is used to keep HITM# negated, when 
not used. 
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2.1.2 SECONDARY CACHE SIGNALS (PSC) 


CACHE INDEX SIGNALS: The Cache Index Srna generate the burst sequence 
required by the CPU during secondary cache accesses. The PSC latches the starting 
burst address and internally generates subsequent dword addresses for the entire 
cache line. 


The CI3E signal is always used for cache index bit 3. When used in a bank interleaved 
configuration, CI3O2 is used to drive cache index bit 3 to the odd bank, and CI3E is 
used to drive bit 3 to the even bank. When used in non-interleaved mode (only one 
bank), Cl3O2 is used to drive cache index bit 2. 


CWE[1:0] # CACHE WRITE ENABLE: CWE[1:0] # are used to enable single writes and line fills 
to be written into the L2 cache. CWEO # is driven to all SRAMs in the even bank and 
CWE 1 # is driven to all SRAMs in the odd bank. The chip select signals of the SRAMs 
are asserted based on the byte enable signals and the W/R# signal, which are gated 
externally. Thus, only the bytes selected by the CPU are written. When programmed 
for non-interleaved mode, CWE[1:0] # mirror each other and are asserted to both 
banks. These signals are negated after a hard reset. 


COE[1:0] # CACHE OUTPUT ENABLE: COE[1:0] # are used to perform read cycles from the 
: cache data SRAMs. COE0 # is connected to the output enable pins of the cache data 
SRAMs of the even bank. COE1 # is connected to the output enable pins of the 
cache data SRAMs of the odd bank. When programmed for non-interleaved mode, | 
COE[1:0] # mirror each other and are asserted to both banks. These signals are 
negated after a hard reset. 


TAG WRITE ENABLE: TWE # is connected to the tag SRAM write enable (WE #) pin. 
TWE # is asserted during CPU read-miss cycles when a cache line is allocated and — 
during write-hit cycles, when the Dirty (Modified) bit of the tag is updated. This signal 
is negated after a hard reset. 


CACHE TAG: TAG[8:0] are directly connected to the tag SRAM data bus. The L2 
cache size determines the relationship between TAG[7:0] and the A[26:16] host 
address signals (see Section 4.0, Functional Description). TAG8 is always used as 
the Dirty (Modified) bit for the write-back L2 cache. 
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2.1.3 PCI SIGNALS (PSC) 


| Name |Type| Cescription 

AD[31:0] I/O | ADDRESS/DATA: AD[31:0] are connected to the PCI multiplexed address/data 
bus. These signals are also multiplexed with the IDE interface (refer to the section on 
PCI Bus IDE Signals). These signals are driven high after a hard reset. : 


C/BE[3:0] # | I/O | BUS COMMAND/BYTE ENABLE: PCI Bus commands (C) and Byte Enables 
(BE[3:0] #) are multiplexed on the same pins. PCI local bus command encoding and 


types are listed in Section 4.0, Functional Description. These signals are driven high 
FRAME # 1/0 
s/t/s 


after a hard reset. 
FRAME: FRAME # is an output when the PSC is a master on the PCI bus. FRAME 
indicates that a PCI cycle has started. This signal is tri-stated after a hard reset. 
TRDY # I/O | TARGET READY: TRDY # is an input when PSC is a master on the PCI Bus. TRDY # 
s/t/s | is an output when the PSC acts as a PCI slave. TRDY # indicates that the target 
device is ready. This signal is tri-stated after a hard reset. 
IRDY # 1/O 
s/t/s 


INITIATOR READY: IRDY # is an output when PSC is a PCI master. IRDY # is an 
LOCK# 


input when the PSC is a PCI slave. IRDY # indicates that the initiator of the cycle is 
ready. This signal is tri-stated after a hard reset. 


LOCK: LOCK # indicates an exclusive bus operation and may require multiple 
transactions to complete. The PSC supports a bus type of LOCK only. Thus, when a 
PCI master locks the PCI Bus, it owns the system for the duration of the locked 

transactions. 


STOP # I/O | STOP: STOP # indicates that the current bus target is requesting the master to stop 
s/t/s | the current transaction. STOP # is used for disconnect, retry, and abort sequences 
on the PCI Bus. This signal is tri-stated after a hard reset. 


PAR I/O | PARITY: PAR is driven by the PSC, as a PCI master, during the address and data 
phases for a write cycle and during the address phase for a read cycle. When the 
PSC is a PCI slave, parity is driven by the PSC for the data phase of a PCI read cycle. 
Parity is even parity across AD[31:0] and C/BE[3:0] #. PAR lags the corresponding 

address or data phase by 1 PCICLK. This signal is asserted after a hard reset. 


SERR# OC | SYSTEM ERROR: SERR #, when driven by the PSC, indicates that either a main 


memory parity error occurred or the PSC, as a master, received a target abort. 


DEVSEL# /O | DEVICE SELECT: DEVSEL #, when asserted, indicates that a PCI slave device has 
s/t/s | decoded the bus cycle address as the target of the current access. The PSC drives 
| DEVSEL# based on the main memory address range being accessed by a PCI 
master. As an input, DEVSEL # indicates whether any device on the bus has been 


selected. This signal is tri-stated after a hard reset. 


2.1.4 SYSTEM POWER MANAGEMENT (SMM) SIGNALS (PSC) 


| Name | Type | Description 


SMI# SYSTEM MANAGEMENT INTERRUPT: SMI #, when asserted, indicates that there is 
an active SMI #. It is used, along with SMIACT #, to block SRESET. 


SMIACT # SYSTEM MANAGEMENT INTERRUPT ACTIVE: SMIACT # indicates that the system 
is running in system management mode. SMIACT # is used by the PSC to access the 
SMRAM for CPU-initiated cycles. While SMIACT # is active, SRESET and A20M# 


must be blocked. 
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2.1.5 DRAM CONTROL SIGNALS (PSC) 


| Name [type] Description 


MA[10:0] MULTIPLEXED DRAM ADDRESS: The MA[10:0] bus provides row and column 


he address information to the main memory DRAMs. 
RAS[4:0] # =| 


COLUMN ADDRESS STROBE: CAS[7:0] # are used to latch the column addresses 
on the MA[10:0] bus into the DRAMs. CAS[7:0] # drive the DRAMs directly, without 
any external buffers. These signals:‘are negated after a hard reset. 


DRAM WRITE ENABLE: WE # is externally buffered when MA[10: i are externally 
buffered. This signal is asserted after a hard reset. 


ROW ADDRESS STROBE: Each of the RAS[4:0] # output signals corresponds to one 
DRAM row of four or eight bytes. These signals are used to latch the row addresses [ 
CASI7:0] # 


on the MA[10:0] bus into the DRAMs. RAS[4:0] # drive the DRAMs directly, without 
any external buffers. These signals are negated after a hard reset. 

2.1.6 PSC/IB LINK INTERFACE (PSC) 

See Section 2.2.7, PSC/IB Link Interface Signals (IB). 


ce 1.7 PC! BUS ARBITRATION/HOST BUS SLAVE DEVICE (PSC) 


ne #/ 
HDEV # 


| PREQO# 
PGNT1# | I/O 
HRDY # 

PGNTO# ual id 


Description 


REQUEST 1/HOST DEVICE: This multiplexed signal has two functions. PREQ1 # is 
used by the PCI master to gain control of the PCI Bus. This signal can be externally 
cascaded to support multiple PCI masters. The HDEV # function is used when the PSC 
is programmed to support a Host Bus slave device. 


-REQUESTO: PREQO# is used by PCI master to gain control of the PCI Bus. This signal 
can be externally cascaded to support multiple PCI masters. - 


GRANT 1/HOST READY: PGNT1# is driven by the PSC to grant control of the PCI 
Bus to a PCI master. PGNT1 # can be externally cascaded to support multiple PCI 

masters. The HRDY # function is used when the PSC is programmed to support a Host 
Bus slave device. This signal is driven high during and after a hard reset. 


GRANTO: PGNT0 # is driven by the PSC to grant control of the PCI Bus to a PCI 
master. PGNTO# can be externally cascaded to support multiple PCI masters. This 
signal is driven high during and after a hard reset. 
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2.1.8 PCI BUS IDE (PSC) 


LBIDE # is the only signal dedicated to PCI Bus IDE support. This pin is used to control the output enable of 
the 245 data transceivers and 244 control signal buffer. The other signals that support the IDE are shared with 
the PCI AD lines. 


PCI PCI IDE 
Signal Signal | Description 
ADName Name 


NA LBIDE # LOCAL BUS IDE: LBIDE# controls the output enables of the data 
transceivers and control signal buffers during accesses to the PCI local 
bus IDE path. 


IDE1CS# IDE 1XX CHIP SELECT: When the primary PCI local bus IDE is enabled, 
this signal is asserted for accesses to |/O addresses 1FO-—1F7h. When 
the secondary PCI local bus IDE is enabled, this signal is asserted for an 
|/O cycle to addresses 170-177h. 


IDE3CS # IDE 3XX CHIP SELECT: When the primary PCI local bus IDE is enabled, 
this signal is asserted for accesses to |/O addresses 3F6,3F7h. When the 
secondary PCI local bus IDE is enabled this signal is asserted for 
accesses to |/O addresses 376,37 7h. 


DIRECTION: DIR controls the direction of the data transceivers 


connected to the IDE connector. This signal is driven high for IDE reads 
and low for IDE writes. 


10 READY: IORDY allows the IDE drive to extend the cycle. The IDE 
cycle is held in wait-states as long as IORDY is sampled low. This input is 
synchronous to the first sample point, but asynchronous to subsequent 
sample points. 


IDE ADDRESS [2:0]: These outputs are the A[2:0] signals that select 
individual ports on the IDE drive. 


1/O READ STROBE: IOR # is asserted for PCI local bus IDE I/O read 
cycles. | 


I/O WRITE STROBE: IOW # is asserted for PCI local bus IDE I/O write 
cycles. 


IDE DATA: These bi-directional signals output data during IDE write 
cycles and input data during PCI local bus IDE read cycles. 
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2.1.9 CLOCKS AND RESET (PSC) | 3 
[Name [Type] SSS~*~*~«é arp 
PCICLKIN PCI CLOCK INPUT: PCICLKIN is the clock input used by the PCI interface. PCI clock 
frequency can be configured to be the same or half the Host Bus frequency. - 


HCLKIN HOST BUS CLOCK INPUT: HCLKIN is used for the Host Bus, L2 cache, PSC/IB Link 
and DRAM interfaces. Host Bus frequency can be configured to be the same or twice 


the PCI clock frequency. 


CLK2IN | 1 | CLOCK 2 INPUT: CLK2IN is a 2X clock that is used during L2 cache writes. 


CPURST CPU RESET: CPURST is used as an input to place the PSC in a known state. 
-CPURST is driven by the IB when PWROK is negated or when hard reset is driven by 
software through the TRC Register. 


KBDRST # KEYBOARD RESET: This signal is an input from the keyboard controller and is used 
| to generate a soft reset to the CPU. | 


2.2 IB Signals 


2.2.1 ISA INTERFACE SIGNALS (IB) 


~ i 
lee bd 


revscik | 0 
1/O 


lIOCHRDY 


lIOCS16# bas 


Description 


BUS ADDRESS LATCH ENABLE: BALE is asserted by the IB to indicate that the 
address (SA[19:0], LA[23:17]) and SBHE # signal lines are valid. This signal i is negated 
after a hard reset. 


ADDRESS ENABLE: AEN is asserted during DMA cycles to prevent I/O slaves from 
mis-interpreting DMA cycles as valid I/O cycles. This signal is also asserted during IB- 
initiated refresh cycles. This signal is negated after a hard reset. 


SYSTEM CLOCK: Refer to the Clock signal descriptions. 


I/O CHANNEL READY: Resources on the ISA Bus negate IOCHRDY to indicate that 
additional time (wait-states) is required to complete the cycle. This signal is normally 
high on the ISA Bus. IOCHRDY is an input when the IB owns the ISA Bus and the CPU 
| or a PCI agent is accessing an ISA slave or during DMA transfers. IOCHRDY is output 
when an external ISA Bus master owns the ISA Bus and is accessing main memory or 
an IB register. As an IB output, IOCHRDY is negated from the falling edge of the ISA 
commands. After data is available for an ISA master read or the IB latches the data for 
a write cycle, IOCHRDY is asserted for 70 ns. After 70 ns, the IB tri-states IOCHRDY. 
The IB does not drive this signal when an ISA Bus master is accessing an ISA Bus 
slave. IOCHRDY is tri-stated upon CPURST. 


16-BIT I/O CHIP SELECT: This signal is driven by |/O devices on the ISA Bus to 
indicate that they support 16-bit |/O bus cycles. 


1/O CHANNEL CHECK: IOCHK# can be driven by any resource on the ISA Bus. When 
asserted, it indicates that a parity or an uncorrectable error has occurred for a device or 
memory on the ISA Bus. If IOCHK # is asserted and NMIs are enabled (via the NMISC 

and NMIERTC Registers), an NMI is generated to the CPU. 


IOCHK# 
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2.2.1 ISA INTERFACE SIGNALS (IB) (Continued) 
Type Description 


lOR# I/O | 1/0 READ: IOR# asserted indicates to an ISA |/O slave device that the slave may 
drive data on to the ISA data bus (SD[15:0]). The 1/O slave device must hold the 

data valid until after |OR # is negated. IOR # is an output when the IB owns the ISA 
Bus. IOR # is an input when an external ISA master owns the ISA Bus. This signal is 
negated after a hard reset. 


I/O WRITE: IOW # asserted indicates to an ISA |/O slave device that the slave may 
latch data from the ISA data bus (SD[15:0]). |OW # is an output when the IB owns 

the ISA Bus. lIOW # is an input when an external ISA master owns the ISA Bus. This 
signal is negated after a hard reset. 


LA[23:17] 1/O | UNLATCHED ADDRESS: These bi-directional address lines allow accesses to 
physical memory on the ISA Bus up to 16 MBytes. LA[23:17] are outputs when the 

IB owns the ISA Bus. The LA[23:17] lines become inputs when an ISA master owns | 
the ISA Bus. The LA[23:17] signals are driven to an unknown state after a hard 

reset. 


SA[19:0] |/O | SYSTEM ADDRESS BUS: SA[19:0] are outputs when the IB owns the ISA Bus. 
SA[19:0] are inputs when an external ISA master owns the ISA Bus. Note that 
SA[19:17] have the same values as LA[19:17] for all memory cycles. For I/O 
accesses, only SA[15:0] are used. SA[19:0] are driven to an unknown state after a 
hard reset. 


SBHE # I/O | SYSTEM BYTE HIGH ENABLE: SBHE # indicates, when asserted, that a byte is 
being transferred on the upper byte (SD[15:8]) of the data bus. SBHE # is negated 
during refresh cycles. SBHE # is an output when the IB owns the ISA Bus and an 
input when an external ISA master owns the ISA Bus. This signal is at an unknown 
state after a hard reset . 


MEMORY CHIP SELECT 16: ISA slaves that are 16-bit memory devices drive this 
signal low. MEMCS16 # is an input when the IB owns the ISA Bus. MEMCS16# is an 
output when an ISA Bus master owns the ISA Bus. The !B drives this signal low 
during ISA master to main memory cycles. 


MEMR # I/O | MEMORY READ: MEMR # is the command to a memory slave that it may drive data 
onto the ISA data bus. MEMR # is an output when the IB is a master on the ISA Bus 
and an input when an ISA master, other than the IB, owns the ISA Bus. This signal is 
also driven by the IB during refresh cycles. For DMA cycles, the IB, as a master, 
asserts MEMR#. This signal is tri-stated after a hard reset. 


MEMW # I/O | MEMORY WRITE: MEMW # is the command to a memory slave that it may latch 
data from the ISA data bus. MEMW # is an output when the IB owns the ISA Bus and 
an input when an ISA master, other than the IB, owns the ISA Bus. For DMA cycles, 
the IB, as a master, asserts MEMW #. This signal is tri-stated after a hard reset. 


STANDARD MEMORY READ: The |B asserts SMEMR # to request an ISA memory 
slave to drive data onto the data lines. If the access is below the 1 MByte range 
(OO000000—O00FFFFFh) during DMA compatible, iB master, or ISA master cycles, 
the IB asserts SMEMR #. SMEMR # is a delayed version of MEMR#. This signal is 
negated after a hard reset. 


STANDARD MEMORY WRITE: The IB asserts SMEMW # to request an ISA 
memory slave to accept data from the data lines. If the access is below the 1 MByte 
range (QOOO0000-COOFFFFFh) during DMA compatible, |B master, or ISA master 
cycles, the IB asserts SMEMW #. SMEMW # is a delayed version of MEMW#. This 
signal is negated after a hard reset. | 


lOW # 


= 
O 


MEMCS16 # 


SMEMR # 


SMEMW # 
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2.2.1 ISA INTERFACE SIGNALS (IB) (Continued) 


ZEROWS # ZERO WAIT-STATES: An ISA slave asserts ZEROWS # after its address and 
| command signals have been decoded to indicate that the current cycle can be 
shortened. If IOCHRDY is negated and ZEROWS # is asserted during the same 
clock, then ZEROWS # is ignored and wait-states are added as a function of 


lIOCHRDY (i.e., IOCHRDY has precedence over ZEROWS #). . 


SD[15:0] I/O | SYSTEM DATA: SD[15:0] provide the 16-bit data path for devices residing on the ISA 
2 Bus. SD[15:8] correspond to the high order byte and SD[7:0] correspond to the low 
: order byte. SD[15:0] are undefined during refresh. These signals are tri-stated after a 


hard reset. 


2.2.2 NMI SIGNALS (IB) 
Description 


NON-MASKABLE INTERRUPT: NMI is used to force a non-maskable interrupt to the 
CPU. The IB generates an NMI when either SERR # or IOCHK # is asserted, depending 
on how the NMI Status and Control Register is programmed. NMI generation can be 
globally disabled. This signal is negated after a hard reset. 


SYSTEM ERROR: SERR# can be pulsed active by any PCI device that detects a system 
error condition. Upon sampling SERR # active, the IB generates a non-maskable interrupt 
(NMI) to the CPU. 


DREQ DMA REQUEST: The DREQ lines are used to request DMA service from the IB’s 
[3:0,7:5] DMA controller or for a 16-bit master to gain control of the ISA expansion bus. The 


active level (high or low) is programmed via the DMA Command Register. All inactive. 
to active edges of DREQ are assumed to be asynchronous. The request must remain 
active until the appropriate DACKx# signal is asserted. 


DMA ACKNOWLEDGE: The DACK output lines indicate that arequestfor DMA  _-- 
service has been granted by the IB or that a 16-bit master has been granted the bus. 
The active level (high or low) is programmed via the DMA Command Register. These 
signals are negated after a hard reset. 


TERMINAL COUNT: The IB asserts TC to DMA slaves as a terminal count indicator. 
This signal is negated after a hard reset. 


REFRESH# | I/O | REFRESH: As an output, REFRESH # asserted indicates when a refresh cycle is in 
progress. As an output, this signal is driven directly onto the ISA Bus. This signal is 
an output only when the IB DMA refresh controller is a master on the bus responding 
to an internally generated request for refresh. As an input, REFRESH # is driven by 
16-bit ISA Bus masters to initiate refresh cycles. This signal is tri-stated after a hard 
reset. 
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2.2.4 TIMER/COUNTER SIGNALS (IB) 


i a aan 


SPEAKER DRIVE: This signal drives an external speaker driver device, which in turn drives 
the ISA system speaker. This signal can be enabled/disabled via the NMI Status and | 
Control Register. When enabled, the SPKR signal is the output of counter 2. This signal is 
negated after a hard reset. 


OSCILLATOR: The oscillator is the 14.31818 MHz ISA clock signal. It is used by the 
internal 82C54 Timer, counters 0, 1, and 2. 


2.2.5 INTERRUPT CONTROLLER SIGNALS (IB) 


[wae [Type [etn 


IRQ(15,14, INTERRUPT REQUEST: The IRQ signals provide both system board components 
11:9,7:3,1] and ISA Bus I/O devices with a mechanism for asynchronously interrupting the CPU. 
The assertion mode (edge or level triggered) is selected via the Edge/Level 
Triggered 1 Register and Edge/Level Triggered 2 Register. For edge triggered mode, 
a low-to-high transition on the IRQ line is recognized as an interrupt request. For level 
triggered mode, a low level on the IRQ line is recognized as an interrupt request. 


IRQ(8 # 2:0] and the internal |RQ13 (FERR #) are not programmable through the 
ELCR registers. These IRQ’s, with the exception of IRQ8#, are always active high 
edge triggered and can not be modified by software. IRQ8 # is always active low 
edge sensitive. A low-to-high transition on IRQ1 is latched by the IB. The IB continues 
to generate an internal IRQ1 to the 8259 core until a CPURST or an I/O read access 
to port 60h is detected. 


These signals are placed in edge triggered mode after a hard reset. 
IRQ8 # IS | INTERRUPT REQUEST 8: IRQ8 # is always an active low edge triggered interrupt 
input (i.e. this interrupt can not be modified by software). 
IRQ12/M IS | INTERRUPT REQUEST 12/MOUSE INTERRUPT: Refer to the X-Bus Signal 
Description. - | 


PIRQ[O,1] # IS | PROGRAMMABLE INTERRUPT REQUEST: The PIRQO and PIRQ?1 signals can be 
shared with interrupts IRQ[15,14,12:9,7:3]. The routing is controlled by the PIRQ 
Route Control Registers. Each PIRQx# line has a separate Route Control Register. 


These signals require external pull-up resistors. 
- Ps 


CPU INTERRUPT: The |B asserts INTR to signal the CPU that an interrupt request is 
pending and needs to be serviced. It is asynchronous with respect to SYSCLK or 

HCLKIN. The interrupt controller must be programmed following reset to ensure that 
INTR is at a known state. This signal is negated after a hard reset. 


ADVANCE INFORMATION 1-283 


82420EX a 3 | intel , 
2.2.6 X-BUS SIGNALS (IB) 


| Name | Type. | 7 7 Description 


XBUSTR# O | X-BUS DATA TRANSMIT/RECEIVE: XBUSTR # is tied directly to the direction 
control of a 74F245 that buffers the X-Bus data (XD[7:0]). XBUSTR # is asserted for 
all 1/O read cycles, regardless if the access is to an IB supported device. XBUSTR # is 
asserted for memory cycles only if BIOS space has been decoded. This signal is 
negated after a hard reset. 


X-BUS OUTPUT ENABLE: XBUSOE # is tied ieceily to the output enable ofa 
74F245 that buffers the X-Bus data (XD[7:0]), from the system data bus, SD[7:0]. 
XBUSOE # is asserted anytime an IB supported X-Bus device is decoded, and the 
devices decode is enabled in the X-Bus Chip Select Enable Register ween 
Register). This signal is negated after a hard reset. 


KEYBOARD CONTROLLER CHIP SELECT: This signal i is asserted during read or 
write accesses to KBC iocations 60h, 62h, 64h, or 66h. This signal is negated after a 
hard reset. 


BIOS CHIP SELECT: This signal i is asserted aie read or write accesses to BIOS. 
During DMA cycles, BIOSCS # is not generated. This signal is negated after a hard 
reset. 


REAL TIME CLOCK CHIP SELECT: This signal is asserted during read or write 
accesses to RTC location 71h. RTCALE can be tied to a pair of external OR gates to 
generate the real time clock read and write command signals. This la is negated 
after a hard reset. 


REAL TIME CLOCK ADDRESS LATCH: RTCALE latches the appropriate memory — 
address into the RTC. A write to port 70h with the appropriate RTC memory address. 
that will be written to or read from, causes RTCALE to be asserted. RTCALE is 
asserted based on IOW # falling, and remains asserted for two SYSCLKs. This signal 
is negated after a hard reset. 


IGNORE ERROR: This signal is connected to the | ignore error pin on the CPU. 
IGNNE # is only used if the IB coprocessor error reporting function is enabled in the 


IGNNE# 
XBCSA Register (bit 5= 1). This signal is negated aftera hard reset. 


| FERR# IS NUMERIC COPROCESSOR ERROR: This pin functions as a FERR# signal 
supporting coprocessor errors. This signal is tied to the coprocessor error signal on 


XBUSOE # 


KBCCS # 


the CPU. FERR # is only used if the IB coprocessor error reporting function is enabled 
in the XBCSA Register (bit 5= 1). FERR # has a weak internal pull-up resistor to 
ensure a high level when the coprocessor error function is disabled. 


IRQ12/M IS | INTERRUPT REQUEST/MOUSE INTERRUPT: In addition to providing the standard 
| interrupt function as described in the signal description for IRQ([15,14, 11:9, 7:3, 1], the 
IRQ12/M signal also provides a mouse interrupt function. The X-Bus Chip Select 
Register determines the functionality of IRQ12/M. An internal |RQ12 interrupt 
continues to be generated until a reset or an |/O read access to address 60h (falling 
edge of IOR #) is detected. After a reset, this pin provides the standard IRQ12 
function. 
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2.2.7 PSC/IB LINK INTERFACE SIGNALS (IB) 


se 


CMDV# | I/O | COMMAND VALID: The link master (PSC or IB) asserts CMDV # to indicate the 
beginning of a link transfer. The PSC negates this signal after a hard reset. 


CMDV # is used along with SIDLE # to set the PSC/IB system clock configuration during 
a PWROK hard reset. These inputs are strapped to the appropriate levels, sampled while 
PWROK is inactive, and latched when PWROK goes active (see Section 4.0, Functional 

Description). | 


PWROK hard reset. These inputs are strapped to the appropriate levels, sampled while 
PWROK is inactive, and latched when PWROK goes active (see Section 4.0, Functional 
Description). 


LREQ# LINK REQUEST: The IB asserts LREQ# to request a link transfer. This signal is negated 
after a hard reset. 

LGNT # LINK GRANT: The PSC asserts LGNT # to grant the IB a link transfer. This signal is | 
negated after a hard reset. | 

A(17:2] |/O | HOST ADDRESS/LINK: For PSC/IB Link transfers, A[17:2] transfer data/commands 
between the IB and PSC. These signals are tri-stated after a hard reset. 


2.2.8 SYSTEM POWER MANAGEMENT (SMM) SIGNALS (IB) 


[wane [tye[C(eeepton 


SMI # SYSTEM MANAGEMENT INTERRUPT: SMI # is an active low synchronous output 
that is asserted by the IB in response to one of many enabled hardware or software 
STPCLK# * 


events. SMI # is ORed externally with SRESET and driven to the CPU. This signal is 
EXTSMI# : 


SIDLE# | I/O | SLAVE IDLE: The link slave (PSC or IB) asserts SIDLE # to indicate that it is available for 
data transfers. The IB asserts this signal after a hard reset. 
SIDLE # is used along with CMDV # to set the PSC/IB system clock configuration during 


negated after a hard reset. 


STOP CLOCK: STPCLK # is an active low synchronous output that is asserted by the 
IB in response to one of many enableable hardware or software events. STPCLK# 
connects directly to the CPU. This signal is negated after a hard reset. 


EXTERNAL SYSTEM MANAGEMENT INTERRUPT: EXTSMI/# is a falling edge 
triggered input to the IB indicating that an external device is requesting the system to 
enter SMM mode. When enabled, a falling edge on EXTSMI# results in the assertion 
of the SMI# signal to the CPU. EXTSMI # is an asynchronous input to the IB. However, 
when the setup and hold times are met it is only required to be asserted for one 
HCLKIN. Once negated it must remain negated for at least four HCLKINs in order to 
allow the edge detect logic to reset. 
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2.2.9 SYSTEM CLOCK SIGNALS (IB) , 


| Name [type{ SS sC~é scription 
CLK2IN 2X CLOCK IN: CLK2IN is a 2X clock input. CLK2IN is divided as shown in Section 
| 4.0, Functional Description, to generate HCLKIN, PCICLK, and SYSCLK. 


CLK20UT ed 2X Clock Out: CLK20UT is a delayed version of CLK2IN. The PSC uses this ‘| 
clock. 


HCLKOUTI[2,1] HOST CLOCK OUT: HCLKOUT[2,1] provide the reference clock for the IB, PSC, 


and CPU devices. The IB divides the CLK2IN input to generate HCLKOUT [2,1]. 
Either HCLKOUT2 or HCLKOUT1 is routed back to the IB’s HCLKIN input 
providing the |B with its HCLKIN reference. 
HCLKIN a 
PCICLK[2,1] | 
SYSCLK - 


HOST CLOCK IN: This 1X clock input provides the fundamental timing and 
internal operating frequency for the IB. This signal is connected as a feedback 
from the HCLKOUT outputs. The IB operates at 25 MHz or 33 MHz, depending on 
the frequency of the CLK@2IN input. 
8.33 MHz. 
2.2.10 SYSTEM RESET SIGNALS (IB) | | 
[name [type] SSS~S*~«iecription. 
POWER OK: When asserted, PWROK is an indication to the IB that power and CLK2IN 
have been stable for at least 1 ms. PWROK can be driven asynchronously. When 
CPURST 
Register. If a hard reset is initiated through the TRC register, the IB resets it’s internal 
registers and signals to their default state, but maintains its clock divisor values. | | 
SRESET | | | Soft Reset: SRESET is used internally by the IB. | 


PCI CLOCK OUT: PCICLK[2,1] provide the reference clock for the PSC and PCI 
PWROK is negated, the IB asserts CPURST, PCIRST # and RSTDRV. The IB also uses 
PCIRST # . PCi RESET: The IB asserts PCIRST # to reset devices that reside on the PCI bus. The 


devices. The IB divides the CLK2IN input to generate PCICLK[2,1]. The PCI Bus 
operates at 25 MHz or 33 MHz, depending on the frequency of the CLK2IN input. 
ISA SYSTEM CLOCK: SYSCLK is the reference clock for the ISA Bus. It drives © 
the ISA Bus directly. The SYSCLK frequencies supported are 8 MHz and 
the rising edge of PWROK to sample the CMDV # and SIDLE# signals to determine the 
HCLKIN, PCICLK, and SYSCLK divisor values. 
CPU RESET: The IB asserts CPURST to reset the CPU, IB, and PSC. The IB asserts 
CPURST during power-up and when a hard reset sequence is initiated through the TRC 
IB asserts PCIRST # during power-up and when a hard reset sequence is initiated 
through the TRC register. PCIRST # is driven asynchronously relative to PCICLK. 
RSTDRV RESET DRIVE: The IB asserts RSTDRV to reset devices that reside on the ISA Bus. 
The IB asserts this signal during a hard reset and during power-up. 


2.2.11 TEST SIGNALS (IB) 


| Name _| Type 


TESTIN# a TEST: The TESTIN# signal is used to tri-state all of the IB outputs. During normal 


operation, this input should be pulled up. 
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3.0 REGISTER DESCRIPTION | 


The 82420EX PClset contains |/O control registers, 
PCI configuration registers, and ISA Compatible reg- 
isters. These registers are discussed in this section. 


The PClset, upon receiving a hard reset, sets its in- 
ternal registers to pre-determined default states. 
The default values are indicated in the individual reg- 
ister descriptions. Note that the default state of 
some ISA-Compatible register bits is indeterminate 
after a hard reset. 


The following notation is used to describe register 
access attributes: 


RO Read Only. if a register is read only, 
writes have no effect. 


wo Write Only. If a register is write only, 
reads have no effect. 


R/W Read/Write. A register with this attribute 
can be read and written. Note that individ- 
ual bits in some read/write registers may 
be read only. 


3.1 Register Access 


Table 5, Table 6, and Table 7 show the I/O assign- 
ments for the |/O Control Registers, PCI Configura- 
tion Registers, and the ISA-Compatible Registers. 
Little-endian ordering is used for all multi-byte ac- 
cesses (i.e., lower addresses contain the least sig- 
nificant parts of the fields). 


NOTE: 
Aliasing of the 90-9Fh address range to 
80-8Fh is enabled/disabled in the ISA Con- 
troller Recovery Timer Register. When alias- 
ing is enabled, the IB aliases |/O accesses 
in the 90-9Fh range to the 80-8Fh range. 
In this case, the IB only forwards write ac- 
cesses to these locations to the ISA Bus. 
When aliasing is disabled, the IB allows both 


82420EX 


read and write accesses to the 90-9Fh 
range to be forwarded to the ISA Bus (i.e. 
they are no longer considered |B internal 
registers). Note that port 92h is always a dis- 
tinct ISA register in the 90-9Fh range and is 
always forwarded to the ISA Bus. In addition, 
when aliasing is disabled, ISA master ac- 
cesses to the 90h-9Fh range are ignored by 
the IB. 


1/O Control Registers 


The I/O control registers (Table 5) are located in the 
CPU |/O space and can only be accessed by the 
CPU. The TRC and CONFDATA Registers can be 
accessed as byte, word, or dword quantities. The 
CONFADD Register can. only be accessed as a 


dword quantity. 


The CONFADD and CONFDATA Registers are used 
to access PCI configuration space. This is accom- 
plished in two steps. First, the PCI configuration ad- 
dress is written to the CONFADD Register using the 
PCI configuration space access mechanism 1 ad- 
dress field definitions. Second, configuration register 
data is read/written from/to the CONFDATA Regis- 
ter address location. 


The address written to the CONFADD Register con- 
tains five programmable fields (Bus Number, Device 
Number, Function Number, Configuration Register 
Offset, and the configuration enable bit—bit 31). If 
the Device Number= 05, the Bus Number=00, and 
bit 31 = 1, subsequent CONFDATA Register access- 
es, read/write the PCI configuration register pointed 
to by the Register Offset field. If the Register Offset 
field points to a reserved register location, reads re- 
turn all 0’s to the CPU and writes are ignored by the 
PSC. If bit 31=1, but the Device Number\05, a PCI 
configuration cycle is run on the PCI Bus. If bit 31=0 
(regardless of the Bus Number or Device Number 
values), the access to the CONFDATA Register lo- 
cation is forwarded to the PCI Bus and, if unclaimed 
on PCI, forwarded to ISA as a normal access to I/O 
address OCFCh. 


Table 5. 1/O Control Registers | 
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_ Mechanism 1 PCI Configuration Address Fields 


38t 30 24 23 16 15 11 10 8 7 2 1 0 
Device Function Register _ | 
|__| resenes | eusrumoer | Rover, | Rammer | Gromer foo 


NOTE: 
Device number=05 is equivalent to IDSEL 
16. Thus, other PCI devices cannot use ID- 
SEL 16. 


PCI Configuration Registers 


The PCI configuration registers are located in the 82420EX 
PClset’s PCI configuration space and can only. be ac- 
cessed by the CPU. These registers (Table 6) can be ac- 
cessed as byte, word, or dword quantities. The addresses 
for the configuration registers in the table are PCI configu- 
ration space offset values. The CPU accesses PCI configu- 
ration space (all PCI devices including the PSC) using 
mechanism 1 configuration access. For a detailed descrip- 
tion of the PCI mechanism 1 configuration. access, refer to 
the PCI Local Bus Specification document. 


Some of the PCI configuration registers contain reserved | 


bits. When reserved bits are read, a value of 0 is returned. 
In addition, the PCI configuration space includes reserved 
1/O locations. When reserved I/O locations are read, a val- 
ue of 00h is returned. Writes to reserved bits or foeenee \/ 
O locations have no affect. 
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ISA-Compatible Registers 


The ISA Compatible registers (Table 7) include DMA 
registers, timer registers, interrupt control registers, 
non-maskable interrupt, X-Bus support, and ad- 
vanced power management control. These registers 
can be accessed by the CPU, a PCI master, or an 
ISA master as shown in Table 7. CPU or PCI mas- 
ters can access the ISA-Compatible registers as 
8-bit, 16-bit, 24-bit, or 32-bit quantities. However, 
only the first active BE[3:0]# is processed by the 
PSC. The remaining active byte enables in the same 
cycle are ignored. ISA Bus masters access the reg- 
isters as 8-bit quantities. Unless otherwise stated in 
the individual register description, reserved bits must 
be written with a 0 and these bits return a 0 when 
read. 
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Table 6. PCI Configuration Register 


Register Bus 
Access Master | 


CPU Only 
CPU Only 
CPU Only 
CPU Only 
CPU Only 


010 | Devoe dentfcaton 
Tosh RIO Revision identicaion 
a 
Taman | Resend 
[asm [id Cena 


R/WC 


R 
R 


CPU Only 


/W 
/W 
WW 


CPU Only 


CPU Only | 


~~ | Cpu Only 
CPU Only 
CPU Only 


R/W 
| /W 
R/W 
XBCSA X-Bus Chip Select Enable A R/W 
ae a i 
/W CPU Only 
/W CPU Only 
/W CPU Only © 
/W 


R 
sesh | ~*dCResoned 
; 
58h ,. 2 Reserved 


R 
R 


CPU Only” 
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Table 6. PCI Configuration Register (Continued) 
Configuration 
Offset 


Bus 
Master 


Register 
Access 


_ Programmable Attribute Map Registers 


DRAM Row Boundary Registers CPU Only 
a 
Pea-rh | — | Resoned COT 
Porn| —*i| ~Resoned SCS 
Pah |i «(Reserved SCC 
Paz-aah | SEN | SMiEnable «| -RAW |“ GPUOny 
OO 
PAA-ABh | SMIREQ | SMiRequest «| SW ‘| “CPUOnly 
raps | i Ces | 
Darren | — | Reeve TT 


1-290 ADVANCE INFORMATION | 


A Nn 82420EX 


Table 7. ISA-Compatible Registers 
Access Bus 
Type Access 
fw | CPU/PCL 


}0002h | 0000 | 0000 | 000x | 0010 | DMA1 CH1 Base and Current Address | r/w | GPU/PCI_ 
DMA1 CH2 Base and Current Count 
DMA1 CHS Base and Current Address 
DMA1 CH3 Base and Current Count 
000x 
00 00 


2 
oO 
o) 
x< 
A 


© 
© 
© 
(o) 
— 


0009h__| 0000 _ 001|DMA1Request | wo CPU/PC 
OO0Ah 000x | 1010 | DMA1 Write Single Mask Bit | wo | CPU/PCL_ 
000Bh_ | 000 1011 | DMA1 Channel Mode }wo | CPU/PCI 
o00ch | 0000 | 0000 | 000x | 1100 | DMA Clear Byte Pointer | wo | CPU/PCL 
000Dh [DMAiMasterClear | wo 
O00Eh |DMA1ClearMask [WO 
000Fh |DMA1 Write AllMask Bits | r/w | CPU/PCI__ 

pw 

pw 

pw 

pw 

iw 

|wo | 

ed 


© 
oO 
i) 
i) 
oO 
© 
oO }oO 
om k=) 
x | xX 
io) 


© 
O};O|oO 
O;O;]oO 
oO;O;O 
«x | K | xX 
eet seek | cc 

— | oo 
ak [oe 

oO }|]— 


Oo 
—_— 
~h 


O 
— 
< 


0021n | 0000 | 0000 | 001x | xx01 | INT1 Mask 
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Table ‘e ISA-Compatible Registers (Continued) 


| Address | FEDC | BA98 | 7654 | 3210 Register Name pceeee sis 


Type Access 
PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
‘CPU/PCI/ISA 
r/w CPU/PCI/ISA 
r/w CPU/PCI/ISA 
r/w CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA | 


!o070h1 | 0000 | 0000 0111 | Oxxd | CMOS RAM Address and NMI Mask 


0o80h2 | 0000 | 0000 | 400x | 0000 | DMA Page Register (Reserved) r/w 


0081h | 0000 | 0000 | 100x | 0001 | DMA Channel 2 Page r/w 
}0082h | 000 0010 | DMA Channel 3 Page 
i 0011 | DMA Channel 1 Page 
-| 0100 | DMA Page Register (Reserved) 
| 0101 | DMA Page Register (Reserved) 
[0000 | :00x | 0110 | DMA Page Register (Reserved) 
!0087h | 0000 | 0000 | 100x | 0111 | DMA Channel 0 Page r/w 
0088h2 0000 | 0000 | 100x | 0100 DMA Page Register (Reserved) r/w 
0000 | 0000 | 100x | 1001 | DMA Channel 6 Page 


1001 
008Ah | 0000 | 0000 | 100x | 1010 | DMA Channel 7 Page r/w 


|008Ch2 | 0000 0000 100x | 1100 | DMA Page Register (Reserved) r/w 
0000 DMA Page Register (Reserved) r/w | CPU/PCI/ISA 
}ooseh | 0000 | 0000 | 100x | 1111 | DMA Low Page Register Refresh | r/w__| CPU/PCI/ISA 


r/W 


r/w 


r/w 


00B3h | 0000 | 000G | 1011 | 0011 | Advanced Power Management Status CPU/PCI 
~| 0OOCOh 0000 | 0000 | 1100 | 000x | DMA2 CHO Base and Current Address CPU/PCI 


00C2h | 0000 | 0000 | 1100 | 001x | DMA2 CHO Base and Current Count 7 r/w CPU/PCI 
00C4h | 0000 | 0000 | 1100 | 010x | DMA2 CH1 Base and Current Address _| r/w CPU/PCI _ 


r/wW 
r/w 
r/w 
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Table 7. ISA-Compatible Registers (Continued) 


Type 


1101 | 000 [DAZ Status) Commandiv) 


Bus 
Access | 


CPU/PCI 
CPU/PCI 
CPU/PCI 
CPU/PCI 
‘CPU/PCI 
CPU/PCI 
CPU/PCI 
CPU/PCI 
CPU/PCI 
CPU/PCI 
CPU/PCI 


iw 
iw 
fw | 
iw | 
iw | 
iw | 
wo 
wo 
wo 
jwo 
wo 
foopch | 0000 | 0000 | 1101 | 110x | DMAZClearMask_— | wo. | CPU/PCI 
lw 
wo 
iw | 
iw | 
iw | 
iw | 
iw | 
jw 
lw 
iw | 


CPU/PCI 

CPU/PCI/ISA 
CPU/PGI/ISA 
CPU/PGI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 
CPU/PCI/ISA 


048Bh 0000 | 0100 | 1000 | 1011 | DMA CH5 High Page Register 
04D0h 0000 | 0100 | 1101 | 0000 | INT-1 Edge/Level Control 


04D1h 0000 | 0100 | 1101 | 0001 | INT-2 Edge/Level Control 


NOTES: 

1. Read and write accesses to these locations are always forwarded to the ISA Bus. 

2. Write accesses to these locations are forwarded to the ISA Bus. Read Accesses are not forwarded to the ISA Bus. If 
programmed in the ISA I/O Recovery Timer Register, the IB will not alias the 90-9Fh address range with the 80-—8Fh 
address range. In this case, accesses to the 90-9Fh address range are forwarded to the ISA Bus for both reads and 
writes (i.e. they are no longer considered IB registers). 


r/w 
r/w 
r/w 
r/w 
r/w 
r/w 
wo. 
r/w 
r/w 
r/w 
r/w 
r/w 
r/w 
r/w 
r/w 
r/w 
/w 
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3.2 I/O Control Registers 


There are three I/O control registers (CONFADD, CONFDATA, and TRC) ee these registers are all located in 
the CPU |/O space. | 


3.2.1 CONFADD—CONFIGURATION ADDRESS REGISTER 


lO Address: OCF8h | 
Default Value: O00000000h 
_ Attribute: Read/Write 
Size: 32 Bits 


to the CONFDATA Register. Only dword accesses are permitted to this register. 
CONFE = 0 (default), PCI configuration space access is disabled. When disabled, accesses to the 
PSC is bus number 0 (00h). Thus, this field must be 00h for access to the PClset’s eomnguaten 
15:11 
lines are only driven when BUSNUM = OOh. Otherwise, the PSC sends the configuration to a PCI-to- 
10:8 
This field selects a particular function within a device and must be 000 for access to the PClset’s 
dword in configuration space. REGNUM is used during initialization to select a specific device 
lO Address: OCFCh 


The CONFADD Register contains the address information for the next PCI configuration space access. Once 
the address is programmed into this register, the CPU can access the selected device register by a read/write 
31 PCI Configuration Space Enable (CONFE): This bit enables/disables access to the PCI | 
configuration space. When CONFE = 1, PCI configuration space access is enabled. When 
CONFDATA Register, if not claimed on the PCI Bus, are forwarded to the ISA Bus. 
23:16 | Bus Number (BUSNUM): This field selects the PCI Bus to be accessed. The PCI Bus behind the 
registers. 
Device Number (DEVNUM): This field selects the PCI Bus device to be accessed. The PSC uses 
this field to drive the IDSEL lines that select a specific PCI device during initialization. The IDSEL 
PCI bridge device. This field must be 05h for access to the PCliset’s configuration registers (which is 
equivalent to IDSEL 16). Note that other PCI devices cannot use IDSEL 16. 
: Function Number (FUNCNUM): A device connected to the PC] Bus can have up to eight functions: 
| configuration registers. 
7:2 Register Number (REGNUM): This field is the configuration register offset address and indexes a 
configuration registers. | 
Reserved: Fixed at 00. | 
3.2.2 CONFDATA—CONFIGURATION DATA REGISTER 
Default Value: Q0000000h 
Attribute: Read/Write 
Size: _ 32 Bits 
The CONFDATA Register contains the data that is sent or received during a PCI configuration space access. 


Note that a read or write to this register accesses the PCI configuration space location specified by the | 
contents of the CONFADD Register. CONFDATA supports CPU byte, word, and dword accesses. 
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3.2.3 TRC—TURBO/RESET CONTROL REGISTER 


lO Address: OCF9h 
Default Value: OOh 
Attribute: Read/Write 
Size: 8 Bits 


The TRC Register provides a means of generating soft or hard resets. During a hard reset, CPURST, 
PCIRST #, and RSTDRV are asserted for approximately 1 ms. A hard reset is initiated when this register is 
programmed for a hard reset or PWROK is asserted. During a soft reset, SRESET is asserted for a minimum of 
16 Host Bus clocks. This register also selects the CPU De-Turbo mode. The TRC Register can only be 
accessed by the CPU with 8 bit IN or OUT instructions. Note that it is illegal for a PCI master or an ISA master 
to access the TRC Register. 


Bit | : Description 
Reserved: Must be 0 when programming this register. 


Reset CPU (RCPU): RCPU is used to initiate a hard reset or soft reset to the CPU, depending on the 
state of bit 1 of this register. Bit 1 must be set up prior to writing a 1 to bit 2. Thus, two write operations 
are required to initiate a reset. The first write programs bit 1 to the appropriate state while setting this 
bit to 0. The second write operation keeps bit 1 at its programmed state while setting this bit to a 1. 
When RCPU transitions from a 0 to a 1, a hard reset is initiated if bit 1= 1 and a soft reset is initiated if 
bit 1=0. 


Reset CPU Mode (RCPUM): This bit is used in conjunction with bit 2 of this register to initiate either a 
hard or soft reset. When RCPUM = 1, the PSC initiates a hard reset to the CPU when bit 2 transitions 
from 0 to 1. When RCPUM = 0, the PSC initiates a soft reset when bit 2 transitions from a0 toa 1. 


| Deturbo Mode (DM): This bit enables/disables deturbo mode. When DM = 1, the 82420EX PCiset is 


in deturbo mode. In this mode, the PSC periodically asserts HOLD. The frequency of the HOLD 
assertion is fixed at once in 1024 Host Clocks. The duty cycle of the HOLD active period is controlled 
by the Deturbo Frequency Control (DFC) Register. When DM=0, the Deturbo mode is disabled. Note 
that the deturbo counter does not start until HLDA is returned by the CPU. 


Deturbo mode can be used to maintain backward compatibility with older software packages that rely 
on the operating speed of the older processors. For accurate speed emulation, L1 caching should be 
disabled. If L1 is disabled during runtime, the following steps should be performed to make sure that all 
dirty data has been flushed from the cache to main memory before entering deturbo mode. Disable the 
L1 cache via the L1EN bit in the HOSTSEL Register. This prevents the KEN # signal from being 
asserted, which effectively disables the L1 cache. Thus, no new L1 cache line fills will occur. At this 
point, software executes the WBINVD of INVD instruction to flush the L1 cache, and then sets DM to 
1. When exiting the deturbo mode, the system software must first set DM to 0, then enable L1 caching 
by writing to the HOSTSEL Register. 
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3.3 PCI Configuration Registers 

This section describes the PCI connanration registers of the 82420 PClset. The registers are listed in the order 
that they appear in Table 6. 

3.3.1 VID—VENDOR IDENTIFICATION REGISTER 

Address Offset:  00-O1h 


Default Value: 8086h 
Attribute: Read Only 
Size: 16 Bits 


This 16-bit register, combined with the Device Identification Register, uniquely identifies any PCI device. The 
VID Register contains the vendor identification number assigned to Intel. Writes to this register have no effect. 


3.3.2 DID—DEVICE IDENTIFICATION REGISTER 
Address Offset: 02-03h | 


Default Value: 0486h 
Attribute: Read Only 
Size: 16 Bits 


This 16-bit register, combined with the Vendor Identification register, uniquely identifies any PCI device. The 
16-bit value in this register is the device number assigned to the 82425EX PSC. Writes to this register have no 
effect. 

3.3.3 PCICOM—PCI COMMAND REGISTER — 


Address Offset: 04-05h 


Default Value: 0007h 
Attribute: Read/Write 
Size: 16 Bits 


This 16-bit register enables/disables the SERR# signal. 


Coe [SSCS~S~S~SC pt 


- SERR*# Enable (SERRE): SERRE enables/disables the SERA# signal. When SERRE =1, SERR# 


is asserted if the PClset detects a parity error during a main memory read cycle or a target abort is 
received on a PSC-initiated PCI cycle. When SERRE = 0, SERR # is never asserted. | 


Not Used: Defaults to 07h for compatibility reasons. 
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3.3.4 DS—DEVICE STATUS REGISTER 
Address Offset: 06-07h 


Default Value: 0200h 
Attribute: Read Only and Read/Write Clear 
Size: 16 Bits 


DS is a 16-bit status register that reports the occurrence of a PCI master abort, PCi target abort, and main 
memory or cache parity errors. PCISTS also indicates the DEVSEL# timing that has been set by the PSC 
hardware. 


| Bit | Attribute | Description 


R/WC Main Memory Parity Error (MMPERR): When the PSC detects a parity error, this bit is 


set to 1. Software sets this bit to 0 by writing a 1 to it. 
R/WC 


NOTE: 
When a PSC-initiated PCI memory access under 16 MBytes or in an enabled BIOS range 
above 16 MBytes is not claimed, the PSC master aborts the cycle and forwards the cycle 
to ISA. When a PSC-initiated PCi |/O access is not claimed, the PSC master aborts the 
cycle and forwards the cycle to ISA. For these master aborts, the MAS bit is not set to 1. 


Received Target Abort Status (RTAS): When a PSC-initiated PCI transaction is 
terminated with a target abort, RTAS is set to 1. In addition, when the SERRE bit in the 
PCICOM Register is set to a 1 (enabling SERR #), the PSC asserts the SERR # signal. 


SERR# Status (SERRS): When the PSC asserts the SERR # signal, this bit is set to a 1. 
Note that the SERR# signal is enabled/disabled in the PCICOM Register. When SERR # 
is enabled (via the PCICOM Register) and the PSC detects a parity error on a main 
memory read cycle or receives a target abort during a PSC-initiated PCI cycle, the PSC 
13 R/WC 
PSC returns all 1s. When a memory cycle above 16 MBytes and notin an enabled BIOS 
region is not claimed, the PSC master-aborts the cycle and sets this bit to a 1. Software 
12 R/WC 
Software sets this bit to 0 by writing a 1 to it. Note that if the target aborted cycle is an |/O | 
or memory read, the PSC completes the CPU cycle by returning RDY #. 
hi [peeved 
10:9 DEVSEL # Timing (DEVT): This 2-bit field indicates the timing of the DEVSEL# signal 
command, except configuration read and write cycles. The 82420EX PCiset implements 
medium speed DEVSEL # timing and, therefore, bits[10:9] =01 when read. 


sets this bit to a 1. 
sets this bit to 0 by writing a 1 to it. 
when the PSC responds as a target. The PCI specification defines three allowable 
eo | [Reeves CS 


Master Abort Status (MAS): When a PSC-initiated PCI configuration cycle is not 
claimed, the PSC master aborts the cycle and sets this bit to a 1. For a CPU read, the 
timings for assertion of DEVSEL #: 00 = fast, 01 = medium, and 10= slow (DEVT = 11 is 
reserved). DEVT indicates the slowest time that a device asserts DEVSEL# for any bus 
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3.3.5 RID—REVISION IDENTIFICATION REGISTER 
Address Offset: 08h | 


Default Value: OOh 
Attribute: Read Only 
Size: 8 Bits 


This register contains the revision number of the PSC. The Fabrication House ID Number and Revision 
Number correspond to bits 7-5 and the lower nibble respectively of the Revision Identification Register as 
follows: 


bits 7-5 (upper 3 bits) Fabrication House ID Number 
bits 3-0 (lower nibble) Revision Number 


3.3.6 PCICON—PC!I CONTROL REGISTER 
Address Offset: 40h 


Default Value: 00h 
Attribute: Read /Write 
Size: | 8 Bits 


The PCICON register enables/disables target abort and main memory DRAM parity error reporting. This 


register also selects the subtractive decode sample point, enables/disables PCI write buffers, and controls 
PCI bursting of consecutive CPU-to-PCl write cycles and byte merging. 


eel SSCSCS~S~SC septic 


Target Abort Error Enable (TAEE): When ATEE = 1 and a PSC-initiated cycle is target aborted, the 
| PSC asserts SERR# for a PCI Clock. When TAEE = 0 (default) and a PSC-initiated cycle i is target 
aborted, the PSC does not assert SERR #. 


DRAM Parity Error Enable (DPEE): When DPEE=1 and a main Sey parity error is detected, the 
PSC asserts SERR # for a PCI Clock. When DPEE = 0 (default) and a main memory parity erroris | 
detected, the PSC will not assert SERR#. 


Subtractive Decode Sample Point (SDSP): The SDSP field determines the DEVSEL# sample point, 
after which an inactive DEVSEL# results in the PSC forwarding the unclaimed PCI cycle to the ISA 
Bus (subtractive decoding). This setting should match the slowest device in the erm The values eu 
this field and associated sampling point meaning are shown below. 


Bits[4:3] Sampling Point 
00 Slow (default) 
01 Typical 
10 Fast 
11 Reserved 


PCI Posted Write Buffer Enable (PPBE): When PPBE = 1, the PCI posted write buffers are enabled. 
When PPBE = 0 (default), the PCI posted write buffers are disabled. 
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CPU-to-PCI Bursting Enable (CPBE): This bit enables/disables PCI burst cycles for CPU-to-PCI write 
cycles. When CPBE = 1, back-to-back sequential CPU memory writes are sent out on the PCI Bus as a 
burst cycle. When CPBE = 0 (default), CPU write cycles are always sent out on the PCI Bus as 

separate PCI memory write cycles. 


CPU-to-PCI Byte Merging (CPME): Byte merging permits the PSC to merge the data of consecutive 
CPU-to-PCl byte/word writes within the same dword address, into the same posted write buffer 
location. The merged collection of bytes is then sent over the PCI Bus as a single dword. Byte merging 
is performed in the compatible VGA range only (QAQ000-OBFFFFh). 


When CPME = 1, back-to-back CPU memory byte/word write cycles within the same dword address (in 
the OAOOOO—OBFFFFh range) are merged into a single posted write buffer location. Wnen CPME=0 
(default), or when the address location is outside of the VGA range, each memory write is stored in a 
separate posted write buffer location and sent separately over the PCI Bus. 


Some PCI graphics cards memory map their I/O location in the AO000h to BOOOOh memory region. If 
consecutive, multiple 8 or 16 bit write cycles are made to the add-in card at a memory mapped I/O 
location between AOOOOh-BFFFFh, the PSC will merge the data if the PSC is programmed for byte 
merging. The first write cycle will be written to the add-in card. However, subsequent write cycles will 
be overwritten in the PSC and never reach the add-in card. Because the consecutive, multiple write 
cycles are to the same address, the PSC will “merge’”’ (overwrite the previous data) as long as the PCI 
bus is unavailable, causing the add-in card to not receive all the intended write cycles. 


Byte merging should be disabled when used with graphics cards that memory map I/O locations in the 
compatibility Video buffer area (AQOOO0h—-BFFFFh). Byte merging enhances graphics performances 
when used in operating systems that write to the video memory area in 8- or 16-bit writes (e.g. DOS). 
For operating systems that write to the video memory area in 32-bit writes, byte merging is not 
necessary. 
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3.3.7 HOSTDEV—HOST DEVICE CONTROL REGISTER 
Address Offset: 44h 


Default Value: 00h 
Attribute: Read /Write 
Size: 8 Bits 


The HOSTDEV Register indicates to the PSC if there is a slave device, other than the PSC, that resides on the 
Host Bus. If there is another slave device present, the PSC sampling points for HDEV# and HRDY # are set in 
this register. 


‘Description 


s[Reoned 


Host Device Present (HDEVP): When HDEVP = 1, there is a Host Bus slave device present. This 
device can claim any I/O or memory range that is not positively decoded by the PSC by asserting 
HDEV #. When HDEVP = 0 (default), there is no host bus slave device in the system. 


1 HDEV # Signal Sampling Point (HDEVSP): HDEVSP specifies the maximum delay for HDEV # 

response and this bit only has meaning when HDEVP = 1. When HDEVSP = 1 (and HDEVP = 1), the 
PSC assumes that the Host Bus slave device asserts HDEV # with Host Bus fast timing (i.e., HDEV # 
can be asserted as late as one host clock after ADS # is.asserted). In this case, the PSC samples 
HDEV # in the host cycle after ADS # and, if not asserted, forwards the cycle to the PCI Bus. When _ 
HDEVSP = 0 (and HDEVSP = 1), the PSC assumes that the Host Bus slave device asserts HDEV # 
with Host Bus slow timing (i.e., HDEV # can be asserted as late as two host clocks after ADS # is 
asserted). In this case, the PSC samples HDEV # in the host cycle after ADS # and one host cycle 
later and if not asserted, forwards the cycle to the PCI Bus. | 


HRDY # Maximum Signal Sampling Point (HRDYSP): HDEVSP specifies the delay from HRDY # to . 
RDY # and this bit only has meaning when HDEVP = 1. When HRDYSP = 1 (and HDEVP = 1), the PSC 
assumes that the Host Bus slave device asserts HRDY # with Host Bus fast timing (i.e., Host RDY # is 
asserted in the same host clock as HRDY # is asserted). When HRDYSP = 0 (and HDEVP = 1), the 
PSC assumes that the Host Bus slave device asserts HRDY # with host bus slow timing (i.e., Host 
RDY # is asserted one host clock after HRDY # is asserted). Note that, when HDEVP=0, HRDYSP 
has no meaning. 


3.3.8 LBIDE—PCI LOCAL BUS IDE CONTROL REGISTER 
Address Offset: 48-49h 


Default Value: ooo00oh 
Attribute: Read /Write 
Size: 16 Bits 


The LBIDE Register controls the PSC’s IDE interface. The register determines when the PCI Local Bus IDE 
path will be used and the timing characteristics of the PC! Local Bus IDE cycle. 
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12:10 | Recover Time (RCT[2:0]): This field controls the minimum time from the time IORDY is sampled 
asserted on the first cycle to the |Ox# assertion of the next cycle. This recovery time mechanism 
applies to all cycles using the fast timing bank, even if the next cycle is a compatible cycle. For 
example, if a first cycle is a data port access using the fast timing bank and the next cycle is to a 
control or status port, LBIDE # is negated and the full setup protocol occurs prior to the second 
cycle. Normally, this setup protocol is longer than the programmed recovery time. However, if the 
setup protocol is shorter, the proper recovery time must still be met. The value of this field 
determines the minimum number of PCI clocks between the'‘last IORDY sample point and the lOx# 
strobe of the next cycle. 


RCT(2:0] RCT[2:0] 


Bits[12:10] Recovery Time Bits[12:10] Recovery Time 
000 8 100 4 
001 7 101 . 3 
010 6 110 Note 
011 5 111 Note 


NOTE: The recovery time is 3 PCI clocks. 


IORDY Sample Point (ISP[1:0]): This field determines the number of clocks between lOx# 
assertion and the first |ORDY sample point (see the following table). I|ORDY is sampled for the first 
time on the programmed number of clocks (number of low-to-high clock transitions) following the 
assertion of lOx#. If IORDY is negated when sampled, wait-states are inserted until IORDY is 
sampled asserted. 


ISP[1:0] 


Bits [9:8] IORDY Sampling Point 
00 6 Clocks (default) 
01 5 Clocks 
10 4 Clocks 
11 3 Clocks 


lORDY Sample Point Enable Drive Select (ISPEDS[1:0]): ISPEDS[1:0] enable/disable the 
sampling of IORDY for drive 0 and 1. When this feature is enabled for a drive (via this field), and the 
drive is selected (via a copy of bit 4 of 1x6h), all accesses to the enabled I/O address range sample 
IORDY. The IORDY sample point is specified by the |SP[1:0] field. When the drive is disabled (0), 
lIORDY sampling is disabled. The internal IORDY signal is forced asserted guaran-teeing that 
lIORDY is sampled asserted at the first sample point as specified by the ISP[1:0] field. 


ISPEDS[1:0] 
Bits[5:4] IORDY Sampling Point Enable Drive Select 
00 Neither Drive Enabled (default) 
01 Drive 0 Enabled 
10 Drive 1 Enabled 


11 Both Drives Enabled 
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3:2 | Fast Timing Bank Drive Select 1 (FTBDS1): FTBDS[1:0] enable/disable the fast timing PCI local bus 
IDE path for drive 0 and 1. When this feature is enabled for a drive (via this field), and the drive is 
| selected (via a copy of bit 4 of 1x6h), all accesses to the enabled I/O address range will use the fast 
timing bank PCI local bus. IDE path. Note that accesses to all non-data ports of the enabled I/O 
address range use the 8-bit compatible timing PCI local bus path. When the drive is disabled (0), 


accesses to the data port of the selected I/O address range use the 16-bit compatible timing PCI local 
bus path. | | 


Bits[3:2] Fast Timing Bank Select 


00 Neither Drive Enabled (default) 
01 Drive 0 Enabled 

10 Drive.1 Enabled 

11 Both Drives Enabled 


Primary/Secondary PCI IDE Enable (IDEE): This field enables/disables the PCI IDE, and, if enabled, 
selects the primary/secondary IDE address that is used as shown below. Accesses to the unselected 
address range (primary/secondary) are forwarded to the ISA Bus. 


Bits[1:0] Primary/Secondary IDE Address Select 


00 IDE Disabled (default) 

01 Primary: 1FO-—1F7h, 3F6h,3F7h 

10 - Secondary: 170-—-177H, 376h, 377h 
11 - Reserved 


LBIDE Programming Information 


The BIOS code will assess the CPU frequency and drive capabilities, and then program the timing fields 
appropriately. Table 8 shows the typical settings of the various cycle timing bits for the supported CPU 
frequencies and IDE modes. The table assumes that the drives are utilizing IORDY. If IORDY is not utilized, 
additional wait-states may be deleted via the ISP bits. , | 


Table 8. Typical Register Settings for Different CPU Frequencies 


PCI | IDE RCT(2:0) | ISP(1:0) Cycle Length (ns) | 
Frequency | Mode. | : Bits[12:10] Bits [9:8] 1x Clock Mode(1) 
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NOTES: _ 

1. The clock modes are determined by strapping options at powerup and the mode is reflected in the HOSTSEL Register. 

2. Cycle times are governed by the inherent RDY#, ADS#, and address decoding delay between back-to-back cycles 
rather than the programmed value in the RCT field. 
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3.3.9 IORT—ISA I/O RECOVERY TIMER REGISTER 
Address Offset: 4Ch 


Default Value: 4Dh 
Attribute: Read/Write 
Size: 8 bits 


The IORT Register provides ISA I/O recovery time control and enables/disables the aliasing of addresses 
80-8Fh and 90-9Fh. The I/O recovery mechanism in the IB adds recovery delay between CPU or PCI master 
Originated 8-bit and 16-bit |/O cycles to the ISA Bus. The IB automatically forces a minimum delay of 
3.5 SYSCLKs between back-to-back 8 and 16 bit |/O cycles to the ISA Bus. This delay is measured from the 
rising edge of the |1/O command (lIOR# or IOW#) to the falling edge of the next |/O command. If a delay of 
greater than 3.5 SYSCLKs is required, the ISA I/O Recovery Time Register can be programmed to increase 
the delay in increments of SYSCLKs. No additional delay is inserted for back-to-back I/O “sub-cycles” gener- 
ated as a result of byte assembly or disassembly. This register defaults to 8- and 16-bit recovery enabled with 
one SYSCLK clock added to the standard I/O recovery. 


pele 


DMA Reserved Page Register Aliasing Disable (DMAAD): When DMAAD = 0 (default), the IB 
aliases I/O accesses in the 90-—9Fh range to the 80-—8Fh range. In this case, the IB only forwards 
CPU/PCI write accesses to the 90-9Fh range to the ISA Bus. When DMAAD = 1, the IB forwards both 
CPU/PCI read and write accesses to these address locations to the ISA Bus (i.e. the 1/O address 
locations are no longer considered IB internal registers). Note, that port 92h is always a distinct ISA 
register in the 90-9Fh range and is always forwarded to the ISA Bus. When DMAAD = 1, ISA master 
accesses to the 90-9Fh range are ignored by the IB. 


When this bit is set to 1, the IB does not re-load the power management Fast Off-Timer with its original 
value when accesses to the 90-9Fh address range are decoded. 


8-Bit 1/O Recovery Select (IOR8E): When IOR8E = 1, bits[5:3] select the I/O recovery time. When 
lIOR8E = 0, programmable recovery times are disabled and the standard recovery time of 3.5 
SYSCLKS is inserted. 


8-Bit 1/O Recovery Times (IOR8): This 3-bit field defines the recovery time for 8-bit |/O as shown 
Below. Programmable delays between back-to-back 8-bit PCI or CPU cycles to ISA I/O slaves are 
shown in terms of additional ISA clock recovery cycles (SYSCLK). The selected delay programmed 
into this field is enabled/disabled via bit 6 of this register. 


Bits[5:3] 8-Bitl/O Recover Time Bits[5:3] 8-Bit 1/O Recover Time 


000 8 SYSCLKs 100 4 SYSCLKs 
001 1 SYSCLKs (default) 101 5 SYSCLKs 
010 2 SYSCLKs 110 6 SYSCLKs 
011 3 SYSCLKs 111 7 SYSCLKs 


16-Bit |1/O Recovery Enable (1OR16E): When |OR16E = 1, bits[1:0] select the I/O recovery time. 
When IOR16E =0, programmable recovery times are disabled and the standard recovery time of 3.5 
SYSCLKS is inserted. 
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Bit | Description | | 


1 0 16-Bit |/O Recovery Times (1OR16): This 2- bit field defines the recovery time for 16-bit I/O as shown 
below. Programmable delays between back-to-back 16-bit PCI or CPU cycles to ISA I/O slaves are 
shown in terms of additional ISA clock recovery cycles (SYSCLK). The selected delay programmed 
into this field is enabled/disabled via bit 2 of this register. 


Bits[1:0] 16-Bit I/O Recover Time 


00 4 SYSCLKs 
01 1 SYSCLKs (default) 
10 2 SYSCLKs 


11 3 SYSCLKs 


3.3.10 PREV—PART REVISION REGISTER 
Address Offset: 4Dh 


Default Value: 00h 
Attribute: Read/Write. Read Only 
Size: 8 bits 


This register provides the device stepping information for the IB and enables/disables DMA and ISA master 
accesses to DRAM BIOS locations EQOO0-EFFFFh. Bits 0 and 1 in this register are hardwired and write. 
accesses have no effect. 


[en ante [Denton 

el IB Fabrication House ID : = 
E0000-EFFFFh ISA Forwarding Enable: When bit 4= 1 (and bit 6 in the XBCSA Register 
is set to 0), ISA master and DMA accesses to memory locations EOOOO—EFFFFh are 
forwarded to main memory. When bit 4=0 (default), ISA master and DMA accesses to this 
memory region are confined to the ISA Bus. Note that if bit 6= 1 in the XBCSA Register, 
memory accesses to memory locations EQOO0—EFFFFh are always confined to the ISA 
Bus, regardless of the setting of bit 4 of this register. 

[so RO Revision ID: This field contains the device stepping information for the 82426EX IB. , 

3.3.11 XBCSA—X-BUS CHIP SELECT A REGISTER 

Address Offset:  4Eh 


Default Value: 03h 
Attribute: Read/Write 
Size: 8 bits 


This register enables/disables accesses to the real time clock (RTC), keyboard controller (KBC), and BIOS. 
Disabling any of these bits prevents the chip select and X-Bus output enable control signal (XBUSOE #) for 
that device from being generated. The XBCSA Register also provides coprocessor error and mouse functions. 
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Description 


Extended BIOS Enable (EXBIOSE): When EXBIOSE = 1 (enabled), CPU or PCI master accesses to 
locations FFF80000—-FFFDFFFFh, that are not claimed by a PC! device are forwarded to the ISA Bus 
and results in the generation of BIOOSCS # and XBUSOE #. Note that forwarding this region at the top | 
of 4 GBytes to the ISA Bus (24-bit addressing) results in aliasing this 384 KByte region to the top of the 
16 MByte ISA memory space. To avoid contention, ISA add-in memory must not be present in this 
space. 


When EXBIOSE = 0 (disabled: default), BIOSCS # or XBUSOE# are not generated. CPU accesses to 
locations FFF8O000-FFFDFFFFh, that are not claimed by PCI devices are master-aborted by the 
PSC. Note that the Master Abort Status bit is set to 1 (DS Register). For reads, data of all 1’s is 
returned to the CPU. PCI master accesses to locations FFF80000—FFFDFFFFh that are not claimed 
by PCI devices are ignored by the PSC. | 


Lower BIOS Enable (LBIOSE): When LBIOSE = 1 (enabled: default), CPU, PCI master, or ISA master 
accesses to the lower 64 KByte BIOS block at the top of 1 MByte (EOOO0-EFFFFh), or the aliases at 
the top of 4 GByte, that are not claimed by PCI devices, result in the generation of BIOSCS# and | 
XBUSOE #. Note that forwarding this region at the top of 4 GBytes to the ISA Bus (24-bit addressing) 
results in aliasing this region to the top of the 16 MByte ISA memory space. To avoid contention, ISA 
add-in memory must not be present in this space. 


When LBIOSE = 0 (disabled: default), BIOSCS #4 or XBUSOE # are not generated during these 
accesses. Also, when LBIOSE = 0 (and bit 4 is 1 in the IB’s PREV Register), ISA master or DMA | 
accesses to this region are forwarded to main memory. CPU accesses to the lower 64 KByte BIOS 
region (OFFFEQOOO—OFFFEFFFFh) that are not claimed by PCI devices are master-aborted by the 
PSC. The Master Abort Status bit is set to 1 (DS Register). For reads, data of all 1’s is returned to the 
CPU. PCI master accesses to the lower 64 KByte BIOS region (OFFFEQOOO—-OFFFEFFFFh), that are 
not claimed by PCI devices, are ignored by the PSC. 


ws 


Coprocessor Error Function Enable (CPEE): This bit enables/disables the coprocessor error 
support. When CPEE = 1 (enabled), the FERR # input, when asserted, triggers IRQ13 (internal). 
FERR# also gates the IGNNE # output. This bit defaults to disabled (0). 


1RQ12/M Mouse Function Enable (IRQ12/ME): When bit 4= 1, IRQ12/M provides the mouse 
function. When bit 4=0 (default), IRQ12/M provides the standard |RQ12 interrupt function. 


Reserved: Must be set to 0. 
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BIOS Memory Write Protect (BIOSWP): When BIOSWP = 1 (read/write access), BIOSCS # is 
asserted for BIOS memory read and write cycles in the decoded BIOS region. When BIOSWP=0 
(write protect: default), BIOSCS # is only asserted for BIOS read cycles. 


Keyboard Controller Address Enable (KBCAE): When KBCAE = 1 (enabled: default), the keyboard 
controller chip select signal (KBCCS #) and the XBUSOE # signals are generated for accesses to the 
keyboard controller address locations 60h, 62h, 64h, and 66h. Wnen KBCAE = 0 (disabled), KBCCS # 
and XBUSOE # are not generated for these accesses. 


RTC Address Enable (RTCAE): When RTCAE = 1 (enabled: default), the RTCCS#, RTCALE, and 
XBUSOE # signals are generated for accesses to the RTC address locations 70-77h. When 
RTCAE = 0 (disable), the RTCCS #, RTCALE, and XBUSOE # signals are not generated for accesses 


to these addresses. | | 


i. ae 
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3.3.12 HOSTSEL—HOST SELECT REGISTER 
Address Offset: 50h 


Default Value: 00000xx0 (x= - Depends on hardware strapping Stisad 
_ Attribute: Read/Write 
Size: 8 Bits 


The HOSTSEL Register enables/disables the L1 cache, indicates the clock configuration selected by hard- 
ware strapping options, and selects the L1 caching policy. 
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L1 Caching Policy Select (L1CPSEL): L1CPSEL selects the caching policy for the L1 cache. When 
L1CPSEL= 1, the L1 caching policy i is write-back and when L1CPSEL = 0, the caching policy is write- 
through. 


Clock Configuration Status (CLKCONFS): Clock configuration is determined by hardware strapping 
options on the SIDLE# and CMDV # signal pins at power-up (see Section 4.15, Clocks). This field is 
read only. CLKCONEFS indicates the clock mode and frequencies selected by the strapping options. 


Bits[2:1] HCLK PCICLK Clock Mode 


00 25MHz 25MHz 1x 
01 33 MHz 33 MHz 1x 

10 Reserved 

11 Reserved — 


L1 Cache Enable (L1CE): L1CE enables/disables the first level cache in the CPU. When L1CE= 1 
(enable), the PSC responds to the CPU with KEN # asserted for cacheable memory cycles. When 

L1CE=0 (disable), the KEN# signal is always negated to the CPU. This prevents new cache line fills 
to either the first level or second level caches. 


3.3.13 DFC—DETURBO FREQUENCY CONTROL REGISTER 
Address Offset: 51h 


Default Value: 80h 
Attribute: Read /Write 
Size: | 8 Bits 


Some old software packages that rely on the operating speed of the processor do not work on today’s faster 
systems. To maintain backward compatibility with these software packages, the 82420EX PCiset provides a 
mechanism to emulate the operating speed of PC/AT systems. This emulation is achieved with the deturbo 
- mode (enabled/disabled via the Turbo/Reset Control Register). When the deturbo mode is enabled, the PSC 

periodically asserts the HOLD signal to slow down the effective speed of the CPU. The frequency of the HOLD 
assertion is fixed to once in 1024 Host Clocks. The duty cycle of the HOLD active period is controlled by the 
DFC Register. 
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7:0 | Deturbo Mode Frequency Adjustment Value: This 8-bit value effectively defines the duty cycle of 
the HOLD signal. The value programmed into this register is compared against a free running 8-bit 
counter running at 1/4 the CPU clock. When the counter is greater than the value specified in this 
register, HOLD is asserted to the CPU. HOLD is negated when the counter value is equal to or smaller 
than the contents of this register. HOLD is negated when the counter rolls over to OOh. Note that the 
deturbo counter does not start until HLDA is returned by the CPU. The deturbo emulation speed is 
directly proportional to the value in this register. The smaller the value in this register the lower the 
deturbo emulation speed. 


3.3.14 SCC—SECONDARY (L2) CACHE CONTROL REGISTER 
Address Offset: 52-—53h 


Default Value: 0000h 
Attribute: Read /Write 
Size: 16 Bits 


This 16-bit register defines the L2 cache operations. SCC enables/disables the L2 cache, adjusts cache size, 
selects the cache write policy, defines the cache SRAM type, and selects various read/write cache cycle 
times. In addition, a cache miss can be forced for each access permitting software to initialize the cache. 
Cache hits can also be forced permitting software to determine the size of the L2 cache memory. 


NOTE: 
The L2 timings must be programmed at least as fast as the DRAM timings. 


oe 


Hit Dirty Write Cycle Timing (HDWRTIME): When HDWRTIME = 1, the PSC performs 0 wait-state 
accesses (2-1-1-1) for hit dirty write cycles. When HDWRTIME = 0 (default), the access time for 
write hit dirty cycles is determined by WRTIME (bit 11). See Section 3.3.14.1. 


Write Cycle Timing (WRTIME): When WRTIME = 1, the timing for PSC L2 cache write accesses is 
3-2-2-2. In this case, the WRTIME bit is ignored for write hit dirty cycles. When WRTIME=0 
(default), the timing for PSC L2 cache write accesses is 4-2-2-2. See Section 3.3.14.1. 


Subsequent Read Timing (SUBRD): This field determines the access time for subsequent reads to 
the L2 cache as shown below. 


Bits[10:9] Subsequent Cache Read Timing 


00 X-3-3-3 (default) 
01 X-2-2-2 
10 X-1-1-1 


11 Reserved 


Initial Read Timing (INITRD): This bit determines the access time for initial reads to the L2 cache. 
When INITRD = 1, the initial read timing is 2-X-X-X. When INITRD = 0 (default), the initial read timing 
is 3-X-X-X. 
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Cache Force Hit (L2FHIT): When L2FHIT =0, the cache operation is normal. When L2FHIT = 1, the 
L2 data SRAMs are accessed, for cacheable data reads and writes, as if they were main memory. 
Since all data reads and writes hit the cache, none of the data cycles go to main memory. Thus, BIOS 
can determine the L2 cache size and configuration during POST. While L2FHIT = 1 forces a hit for 
cacheable data cycles, all code reads are forced to be non-cacheable. Thus, the CPU can perform 
code read cycles from main memory without the L2 cache generating write-back cycles and without 
the L2 generating code-read-allocate cycles (that may interfere with the L2 sizing algorithm). 


When in L2FHIT mode, the primary (L1) cache must be disabled. L2 configuration is determined by 
setting the cache in Interleaved mode and performing line write/read. The L2 cache size is determined | 
by setting L2SIZE (from 64 KBytes and up) and performing a write to location (K + cache-size) and a 
read to location (K). When L2SIZE = 000, the L2FHIT bit has no effect. 


L2 Cache Force Miss Clean (L2FMISS): When L2FMISS = 0 (default), the L2 Cache operation is 
normal. When L2FMISS = 1, all cacheable accesses to L2 are forced to be a cache miss. This bit is 
used to initialize the cache with valid locations. BIOS can set this bit and read a block of main memory 
equal to the cache size. This fills the cache with valid data. Once the cache is initialized, software sets 
this bit to 0, and the PSC keeps the cache coherent with main memory. When L2SIZE=000 (L2 _ 
| disabled), the L2FMISS bit has no effect. 


| Cache Configuration (L2CONF): This bit determines the configuration of the L2 cache SRAMs. For 
an interleaved memory configuration, L2ECONF = 1 and for a non-interleaved configuration, 
L2CONF = 0 (default). 


Cache Write Policy (L2WPOL): This bit determines the L2 cache policy. Wnen WRPOL = 1, the L2 
cache policy is write-back. When WRPOL = 0 (default), the cache policy is write-through. 


Cache Size (L2SIZE): This field determines the L2 cache size as shown below. 


- Bits([2:0] _ Cache Size Bits[2:0] Cache Size 
000 L2 Cache Disabled (default) 100 512 KBytes 
001 64 KBytes 101 Reserved 
010 | 128 KBytes 110 ‘Reserved 


011 . 256 KBytes 111 Reserved 


3.3.14.1 L2 Write Timing 


Bits 11 and 12 control the write timing for the L2 cache controller. Bit 12=1, bit 11=0 is an invalid combina- 
tion which will cause the PSC to lock up. The following table shows the various bit 11, 12 combinations and © 


how they program the L2 cache controller write timings. | 
L2 Cache Write Timing 


pti 
2-1-1-1 (hit dirty write cycles) 
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3.3.15 DRAMC—DRAM CONTROL REGISTER 
Address Offset: 56-57h 


Default Value: 0000h 
Access: Read/Write 
Size: 16 bits 


The DRAMC Register selects various DRAM interface timing parameters. This register also enables/disables 
fast page mode for DRAM access, enables/disables CAS pipelining, and provides a refresh test option. 


NOTE: 
The L2 timings must be programmed at least as fast as the DRAM timings. 


Description 1 
Muxed Address Hold Time (MAH): This bit determines the number of clocks from RAS# or CAS # |. 
active before MA can be changed. When MAH is 1, the hold time is 0.5 active clocks and, when © 
MAH is 0 (default), the hold time is 1.0 active clock. 


Muxed Address Setup Time (MASU): This bit determines the number of clocks from Muxed 
Address driven to RAS# or CAS# active. When MASU is 1, the address setup is 0.5 active ee 
and, when MASU is 0 (default), the address setup is 1.0 active clocks. 


CAS Write Timing (CASWR): This bit determines the number of clocks CAS # remains active 
during a write access, and inactive between accesses as shown below. 


Bit 13 Active, Inactive Clocks 


2 Active, 1 Inactive (default) 
1 Active, 1Inactive 


CAS Read Timing (CASRD): This field determines the number of clocks CAS # remains active 
during a read access and inactive between accesses as shown below. 


Bits[12:11] Active, Inactive Clocks 


00 3 Active, 1 Inactive (default) 
01 2 Active, 1 Inactive 

10 1.5 Active, 0.5 Inactive 
11 1 Active, 1 Inactive 


RAS Precharge Timing (RASPRE): This field determines the minimum number of Host Bus clocks 
that RAS # remains inactive as shown below. 


Bits[10:8] RAS Pre-Charge Time Bits[10:8] RAS Pre-Charge Time 


000 4 Clocks (default) 100 1.5 Clocks 
001 3 Clocks 101 1 Clock 

010 2 Clocks 110 Reserved 
011 Reserved 111 Reserved 


Pipelined CAS Enable (PCASEN): When PCASEN = 1, the DRAM controller does not provide any 
time between CAS[3:0] # negation and CAS[7:4] # assertion (interleaved row only). When 
PCASEN = 0 (default), the DRAM controller provides 1 Host Bus clock between CAS[3:0] # 
negation and CAS[7:4] # assertion (interleaved row only). 
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Refresh Test Enable (REFTSTE): When REFTST= 1, a test mode for the refresh generator is . 
enabled. In this mode, a refresh request is generated every 32 HCLK cycles. men REFTST=0 
(default), the DRAM controller generates a refresh cycle every 15 js. 


Fast Page Write Enable (FPWE): This bit permits the PSC to keep the currently accessed DRAM ~ 
page active following a CPU write cycle. When FPWE = 1, the PSC keeps the page open (keeps RAS # 
asserted) following a write cycle to main memory. When FPWE = 0 (default), the PSC closes the page 

(negates RAS #) following a write cycle to main memory, creating a row miss for every CPU write. 


Fast Page Data Read Enable (FPDRE): This bit permits the PSC to keep the currently accessed 
DRAM page active following a CPU data read cycle. When FPDRE = 1, the PSC keeps the page open 
(keeps RAS # asserted) following a data read cycle to main memory. When FPDRE = 0 (default), the 

| PSC closes the page (negates RAS #) following a data read cycle to main memory, creating a row miss 
for every CPU data read. 


Fast Page Code Read Enable (FPCRE): This bit permits the PSC to keep the currently accessed 
DRAM page active following a CPU code read cycle. When FPCRE = 1, the PSC keeps the page open 
(keeps RAS # asserted) following a code read cycle to main memory. When FPCRE = 0 (default), the . 
PSC closes the page (negates RAS #) following a code read cycle to main memory, eas @ row 
miss for every CPU code read. 
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3.3.16 PAM[6:0]—PROGRAMMABLE ATTRIBUTE MAP REGISTERS 


Address Offset: PAM6(5Fh), PAM5(5Eh), PAMA(5Dh), PAM3(5Ch) 
PAM2(5Bh), PAM1(5Ah) PAMO(59h) 

Default Value: PAM[6:0] = 00h 

Attribute: Read/Write 


The 82420EX PCiset allows programmable memory and cacheability attributes on 13 memory segments of 
various sizes in the ISA compatibility hole—640 KByte to 1 MByte address range. Seven Programmable. 
Attribute Map (PAM) Registers support these features. Four bits specify cacheability and memory attributes for 
each memory segment. These attributes are: : 


RE Read Enable. When RE=1, the CPU read accesses to the corresponding memory segment are 
directed to main memory. Conversely, when RE=0, the CPU read accesses are forwarded to PCI and, 
if not claimed on PCI, are forwarded to ISA. 


WE Write Enable. When WE = 1, the PCI write accesses to the corresponding memory segment are direct- 
ed to main memory. Conversely, when WE=0, the CPU write accesses forwarded to PCI and, if not 
claimed on PCI, are forwarded to ISA. 


CE Cache Enable. When CE=1, the corresponding memory segment is cacheable. It is illegal to set 
CE=1 and RE=0 for the same segment. When CE= 1 and WE=0, the corresponding memory range 
is not cached in the L1 cache (KEN# is negated on CPU accesses). However, it is cached and write 
protected in the L2 cache: The L2 cache handles cached write protected ranges as follows: 


Code read (L2 miss): _L2 line is allocated, data is read from main memory. 
Data read (L2 miss): data is read from main memory. 

Any read (L2 hit): data is read from the L2 cache 

Any write: _ subtractively decoded to PCI Bus. 


PE PCI Enable. When PE=1, the corresponding memory range is accessible by PCI masters, as a func- 
tion of the RE, WE and CE bits setting. Wnen PE =0, the corresponding memory range is inaccessible 
by PCI masters (the PCI master cycles are either claimed by PCI slaves or sent to ISA). _ 
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Each PAM Register controls two ranges as shown in Table 9. 
NOTE: 
The combination RE=Oand CE=1 is illegal. 
Table 9. PAM Registers and Associated Memory Ranges 


es oe 
Tace000-ocaFrh | ISA Add-on BIOS 


PAM Reg 
PAMO[3:0] 
PAMO[7:4] | PE  C W 
PAM1[3:0] | PE CC W 
PAM1[7:4] | PE  C W 
PAM2[3:0] | PE C W 
PAM2[7:4) | PE  C W 

W 

W 


! 


PAM3[3:0] PE C W 
PAM3[7:4] PE C 
PE C 


! 


PAM4([3:0] 
PAM4([7:4] PE C W 
PAM5[3:0] PE C W 
WwW 
W 


0D8000-ODBFFFh ISA Add-on BIOS 


0D4000-OD7FFFh ISA Add-on BIOS 
ODCO00-ODFFFFh ISA Add-on BIOS 


| 


0ECO00-OEFFFFh 


‘@) 
m m);m 


PAM5[7:4] PE 
PAM6[3:0] PE C 


E RE 
E RE 
E RE 
E RE 
E RE 
E RE 
E RE 
E RE 
E RE 
E RE 
E RE 
E RE 
PAM6[7:4] | PE  C WE RE 


DOS Application Area (00000h-9FFFFh) 


The 640 KByte DOS application area always has read, write, and cacheability attributes enabled and are not 
programmable for the 0-640 KByte region. | 


Video Buffer Area (A0N000h-BFFFFh) 

This 128 KByte area is not controlled by attribute bits. It is always subtractively decoded to ISA. 

Expansion Area (COQ0Q00h-DFFFFh) 

This 128 KByte area is divided into eight 16 KByte segments. Each segment can be assigned one of four 
Read/Write states: read-only, write-only, read/write, or disabled (memory that is disabled is not remapped 
elsewhere). Cacheability status can also be specified for each segment. 


Extended System BIOS Area (EQO000h-EFFFFh) 


This 64 KByte area is divided into four 16 KByte segments. Each segment can be assigned independent 
cacheability, read, and write attributes. Memory segments that are disabled are not remapped elsewhere. | 


System BIOS Area (F0000h-FFFFFh) 


This area is a single 64 KByte segment. This segment can be assigned cacheability, read, and write attributes 
and PCI enabled. 
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Extended Memory Area (100000h-FFFFFFFFh) 


The extended memory area can be split into several parts; 
e BIOS area from 4 GByte to (4 GByte minus 512 KByte) (aliased on ISA at 16 MByte minus 15.5 MByte) 
_@ Main memory from 1 MByte to a maximum of 128 MBytes 


e PCl memory space from TOM to 128 MBytes or, (2 GBytes minus 128 MBytes) to (2 GByte plus 
128 MByte), or 4 GByte to (4 GByte minus 128 MByte) 


On power-up or reset the CPU vectors to the Flash BIOS area, mapped in the range of 4 GByte to 4 GByte- 
512 KByte. However, this area is physically mapped on ISA. Since these addresses are in the upper 4 GByte 
range, the request is directed to PCI. The 82420EX PClset strips the upper address bits to effectively map the | 
~ BIOS on ISA in the area between 16 MByte to 15.5 MByte. 


The main memory space can occupy extended memory from a minimum of 1 MByte up to 128 MBytes. This 

memory is cacheable. The following areas may be occupied by PC! memory: the address space on PCI from 

TOM to 128 MBytes, between the Flash BIOS (4 GByte minus 512 KByte) and (4 GByte minus 128 MByte), 

and the range from (2 GBytes minus 128 MBytes) to (2 GByte plus 128 MByte) may ee occupied by PCI. 
memory. This memory space is not cacheable. 


3.3.17 DRB—DRAM ROW BOUNDARY REGISTERS 


Address Offset: | DRB4(64h), DRB3(63h) DRB2(62h) 
~ DRB1(61h), DRBO(60h) 


Default Value: Oth (for each DRB) - 
Access: _ Read/Write 
Size: |—6~B bits 


The PSC supports up to 5 rows of DRAM. When populated, each row contains 32 (non-interleaved) or 64 
_ (interleaved) bits of data. The DRAM Row Boundary registers define upper and lower addresses for each 
DRAM row. Contents of these 8-bit registers represent the amount of memory in MBytes. 


DRBO = Total amount of memory in row 0 (in MBytes) 

DRB1 = Total amount of memory in row 0 + row 1 (in MBytes) 

DRB2 = Total amount of memory in row 0 + row 1 + row 2 (in MBytes) 

DRB3 = Total amount of memory in row 0 + row 1 + row 2 + row 3 (in MBytes) - 
DRB4 = Total amount of memory in row 0 + row 1 + row 2 + row3 + row4 (in MBytes) 


The DRAM array can be configured with SIMMs that have address depths of 256 KByte, 1 MByte, and 
4 MByte. Each register defines an address range that causes a particular RAS # line to assert (e.g. if the first 
DRAM row is 2 MBytes in size, then accesses within the 0 to 2 MByte range causes the RASO# line to be 
asserted). The DRAM Row Boundary (DRB) Registers are programmed with an 8-bit upper address limit value. 


| 7:0 | Memory Boundary in MBytes: This 8-bit value is used to determine the upper address limit of this 
row (i.e., this row - previous row = row size). Unpopulated rows have a value equal to the previous row 
(row size = 0). The value programmed into DRB4 always reflects the maximum amount of DRAM in the 
system. ; 
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Example 1: 
If SIMMO contains a 256K x 36 SIMM,(which is equivalent to 1 MByte DRAM), DRBO is set to O1h. If this i Is the 
only SIMM in the system, DRB[4:1] are each set to Oth. 


Example 2: 

One way to achieve maximum main memory is 5 to populate SIMMs 0-3 with 8M x 36 double- sided SIMMs 
(which have 32 MBytes each). In this case, DRB[4:0] would be programmed as follows: DRBO= 20h, 
DRB1 = 40h, DRB2=60h, DRB3= 80h, DRB4 = 80h. 


3.3.18 PIRQ1RC/PIRQORC—PIRQ ROUTE CONTROL REGISTERS 


Address Offset: 66h (PIRQORC) 
67h (PIRQ1RC) 


Default Value: PIRQORC 80h 

PIRQ1RC 80h 
Attribute: Read/Write 
Size: 8 bits 


The PIRQ1RC/PIRQORC Registers control the routing of PIRQ[1:0] signals to the internal IRQ inputs of the 
interrupt controller. Each PIRQx# can be independently routed to any one of 11 interrupts. One or both 
PIRQx# lines can be routed to the same IRQx input. Note that the IRQ selected through bits[3:0] must be set 
to level sensitive mode in the corresponding ELCR Register. 


a 


PIRQx Interrupt Signal Routing Enable: When bit 7 =0 (enabled), PIRQx# is routed to the IRQ — 
selected by bits[3:0] of this register. When bit 7=1 (disabled: default), the PIRQx# signal is not routed 
to any IRQ line. 


Reserved: Read as zeros. | 


PIRQx Interrupt Signal Routing: When bit 7 =0, bits[3:0] select how each PIRQx# is routed to each 
internal 8259 IRQx. The routing for different values of this field are shown below. 


Bits[3:0] PIRQx interrupt Routing Bits[3:0] PIRQx Interrupt Routing 


0000 Reserved (default) 1000 Reserved 
0001 Reserved 1001 IRQ9 
0010 Reserved 1010 IRQ10 
0011 IRQ3 1011 IRQ11 
0100 IRQ4 1100 | IRQ12 
0101 IRQ5 1101 Reserved 
0110 IRQ6 1110 IRQ14 


0111 IRQ7 1111 IRQ15 
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3.3.19 DMH—DRAM MEMORY HOLE REGISTER 
- Address Offset: 68h 


Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


The DMH Register defines a hole in main memory between 1 MByte and 16 MBytes. ISA memory accesses to 
the region defined by the memory hole are not forwarded to main memory. The ISA cycle is confined to the 
ISA Bus. 


a 


Memory Hole Enable (MHE): When MHOLEE = 1, the memory hole is enabled and all ISA master and 
DMA accesses within the programmed hole are confined to the ISA Bus. All CPU and PCI master 

accesses within the hole are forwarded to the PCI/ISA Bus. When MHOLEE = 0 (default), the memory 
hole is disabled. 


Memory Hole Size (MHSIZE): This field selects the memory hole size as shown in the table below. 


Bits[6:4] Memory Hole Size Bits[6:4] Memory Hole Size 


000 1 MByte (default) 100 Reserved 
001 . 2MBytes 101 Reserved 
010 Reserved 110 Reserved 


011 4 MBytes 111 8 MBytes - 


Memory Hole Start Address (MHSTRT): This four bit field defines the starting address of the memory 
hole. Bits[3:0] correspond to A[23:20], respectively. The memory hole starting address can be 
between 1 MByte and 16 MBytes, with 1 MByte granularity. Note that the top of the memory hole 
range must be below 16 MBytes. It is the responsibility of the BIOS to set the hole size and starting 
address accordingly. 


3.3.20 TOM—TOP OF MEMORY 
Address Offset: 69h 


Default Value: 02h 
Attribute: Read/Write 
Size: . 8 bits 


The 82420EX PClset supports up to 128 MBytes of system memory. The Top Of Memory Register must be set 
by the BIOS to the value of the DRB4 Register plus the memory hole size. For example, the top of memory for 
a system with 16 MBytes of DRAMs, and a 1 MByte Hole (somewhere between 1 and 16 MBytes), is at 
17 MBytes. 


The TOM Register is programmed with an 8-bit upper address limit value. This upper address limit is compared 
to A[31:30,26:20] of the Host address bus to determine if main memory is being targeted. When 
A[31:30,26:20] <TOM, and the access is not to the memory hole, main memory is being targeted. Otherwise, a 
PCI or ISA region is being targeted. Bits[7:0] of this register correspond to A[31:30,26:20]. 


Note that SMRAM can be placed at the top of memory between TOM-64 KByte and TOM. Note, also, that the 
maximum supported DRAM size is 128 MBytes minus the Memory Hole size. 


For use with operating systems other than Windows’, DOS*, and OS/2*, the TOM register should not be 
programmed with a value of greater than 127M. | 


*Other brands and names are the property of their respective owners. 
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3.3.21 SMRAMCON—SMRAM CONTROL REGISTER 
Address Offset: 70h 


Default Value: 00h 
Attribute: Read/Write 
Size: 8 Bits 


The SMRAMCON Register sets the SMRAM location and attributes. SMRAM is always located in main memo- 
ry and it is always non-cacheable. The memory block that shares the same bus address range with SMRAM is 
also non-cacheable (even if it is defined as cacheable by other configuration settings). 


Description 
Reserved 


SMRAM Space Open (SMOPN): This bit manually opens SMRAM space. When SMOPN = 1, CPU 
accesses (only CPU accesses) to SMRAM are re-mapped (see SMBASE description). BIOS uses this 
bit to manually open the SMRAM when the CPU is not in SMM. SMOPN is used by the BIOS to 
initialize the SMRAM. Setting the SMOPN bit to 1 has no effect when the CPU is in SMM (SMLCK bit 
is 1) or when the CPU is not the current system master (HLDA = 1). 


SMRAM Close (SMCLS): This bit manually closes SMRAM space. The SMI handler uses SMCLS to 
access the physical memory block that shares the same bus address range with SMRAM. When 
SMCLS = 1, re-mapping of SMRAM (code and data) is disabled. This permits the CPU to access the 
data in system.memory that is aliased by SMM memory, even when the CPU is in SMM. Note that 


SMCLS affects data accesses only; code read cycles are not affected. 


SMRAM Lock (SMLCK): SMLCK locks SMRAM space from manual opening. When SMLCK = 1, the 
SMOPN function is disabled, as well as write protecting the SMBASE. The SMLCK bit is a write once 
bit. This means that once set, this bit cannot be cleared by software. Only a CPURST clears this bit. 


SMLCK permits BIOS, after initialization is complete, to protect the SMRAM from other programs. 
Once SMLCK is set to 1, no manual opens of the SMRAM are possible. 


SMRAM Base Address (SMBASE): SMBASE selects the SMRAM segment. Based on this selection, 
the SMRAM address is re-mapped as shown below. The setting of the SMRAM range forces the CPU 
bus range to be non-cacheable, regardless of other bit settings. The following table describes some 
SMBASE values and attributes. 
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010 | AOOOO-— | AOOO0O- | Subtractively to PCI/ISA graphic frame buffer region. Region can 
= AFFFFh | AFFFFh | PCI/ISA not be used as SMRAM if it is also used as a 

011 BOooo- | BO000- 

| BFFFFh | BFFFFh 


graphic frame buffer of a Host Bus device. 
100 Coooo- ; AOOO0O- | Main memory or - 
CFFFFh | AFFFFh | subtractively PCI/ISA, 


pooo0- | A0000— Function of registers 
DFFFFh | AFFFFh | Sng. 

E0000- | Aoo00- 
EFFFFh | AFFFFh 
Fo000- | A0c00- 
-FFFFFh | AFFFFh 
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3.3.22 SMICNTL—SMI CONTROL REGISTER 
Address Offset: AOh 


Default Value: O8h 
Attribute: ~ Read/Write 
Size: 8 Bits 


The SMICNTL Register provides Fast Off Timer control, STPCLK# enable/disable, and throttle control. This 
register also enables/disables the system management interrupt (SMI). 


NOTE: 
Bits[4:3] =01 can be used to freeze the Fast Off Timer when in SMM. Freezing the Fast Off Timer 
prevents time-outs from occurring while executing SMM code. This prevents the system from being 
confused by asynchronous events that could happen while servicing SMM code. 


Description 


rai 
ns [Reweved —OOSSCSC~“~SC“S~Ss‘“‘~sSSSS 
4:3 


Fast Off Timer Control (CTMRCNTL): This field enables/ disables the Fast Off Timer and when 
enabled, selects the timer’s counting granularity as shown below. 


Bits[4:3] Count Granularity for 33 MHz Count Granularity for 25 MHz 
Host Bus Operation Host Bus Operation 


00 1 Minute 1.32 Minutes 
01 Disabled (default) Disabled (default) 
10 1 HCLKIN 1 HCLKIN 

11 1 msec 1.32 msec 


STPCLK # Signal Throttle Enable (CSTPCLKTHE): This bit enables/disables control of the 


STPCLK # high/low times by the clock throttle timers. When bit 2= 1, the STPCLK # signal throttle 
control is enabled. When enabled (and bit 1=1, enabling the STPCLK# signal), the high and low. 
times for the STPCLK# signal are controlled by the Clock Throttle STPCLK# High Timer and Clock 
Throttle STPCLK # Low Timer Registers, respectively. When bit 2= 0 (default), the throttle controt of 
the STPCLK# signal is disabled. 


STPCLK # Signal Enable (CSTPCLKE): This bit permits software to place the CPU into a low power 
state. When bit 1=1, the STPCLK# signal is enabled and a read from the APMC Register causes 
STPCLK # to be asserted. When bit 1 =0 (default), the STPCLK# signal is disabled and is negated 
(high). Software can set this bit to 0 by writing a 0 to it. 


SMI# Gate (CSMIGATE): When bit 0= 1, the SMI # signal is enabled and a system management 
interrupt condition causes the SMI # signal to be asserted. When bit 0 = 0 (default), the SMI # signal is 
masked and negated. This bit only affects the SMI# signal and does not affect the detection/ 
recording of SMI events (i.e., this bit does not affect the SMI status bits in the SMIREQ Register). 
Thus, SMI conditions can be pending when this bit is set to 1. If an SMI is pending when this bit is set 
to 1, the SMI # signal is asserted. 
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3.3.23 SMIEN—SMI ENABLE REGISTER 
Address Offset: A2-A3h 


Default Value: 0000h 
— Attribute: Read/Write 
Size: 16 Bits 


This register enables the generation of SMI (asserting the SMI# signal) for the associated hardware events 
(bits[5:0]), external SMI signal (bit 6), and software events (bit 7). When a hardware event is enabled, the 
occurrence of a corresponding event results in the assertion of SMI#, if enabled via the SMICNTL Register. 
The SMI# is asserted independent of the current power state (Power-On or Fast Off). The default for all 
sources in this register is disabled. 


ae a cine nn area sine 


APMC Write SMI Enable: This bit enables SMI for writes to the APMC Register. When bit 7=1, 
writes to the APMC Register generate an SMI. When bit 7 = 0, writes to the APMC Register do not 
generate an SMI. _—-- 


EXTSMI# Signal SMI Enable: When bit 6 = 1, asserting the EXTSMI # input signal generates an 
SMI. When bit 6=0, asserting EXTSMI# does not generate an SMI. 


Fast Off Timer SMI Enable: This bit enables the Fast Off Timer to generate an SMI. When bit5=1, 
the timer generates an SMI when it decrements to zero. When bit 5 =0, the timer does not generate 
an SMI. 


| IRQ12 SMI Enable (PS/2 Mouse Interrupt): This bit enables the IRQ12 signal to generate an SMI. 
When bit 4= 1, asserting the IRQ12 input signal generates an SMI. When bit 4=0, asserting IRQ12 
does not generate an SMI. 


IRQ8 SMI Enable (RTC Alarm Interrupt): This bit enables the IRQ8 signal to generate an SMI. 
| When bit 3= 1, asserting the IRQ8 input signal generates an SMI. When bit 3=0, asserting IRQ8 
does not generate an SMI. 


-IRQ4 SMI Enable (COM2/COM4 Interrupt or Mouse): This bit enables the IRQ4 signal to generate 
an SMI. When bit 2= 1, asserting the IRQ4 input signal generates an SMI. When bit 2=0, asserting 
IRQ4 does not generate an SMI. 


IRQ3 SMI Enable (COM1/COMS Interrupt or Mouse): This bit enables the IRQ3 signal to generate 
an SMI. When bit 1 = 1, asserting the IRQ3 input signal generates an SMI. When bit 1 =0, asserting 
IRQ3 does not generate an SMI. 


IRQ1 SMI Enable (Keyboard Interrupt): This bit enables the IRQ1 signal to generate an SMI. When 
bit 0=1, asserting the IRQ1 input signal generates an SMI. When bit O=0, asserting IRQ1 does not 
generate an SMI. 
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3.3.24 SEE—SYSTEM EVENT ENABLE 
Address Offset: A4-A7h 


Default Value: 00000000h 
Attribute: Read/Write 
Size: 32 Bits 


This register enables hardware events as system events or break events for power management control. Note 
that all of the functional bits in the SEE Register provide system event control. In addition, all bits provide 
break event control. The default for each system/break event in this register is disabled. 


System Events: Activity by these events can keep the system from powering down. When a system event is 
enabled, the corresponding hardware event activity prevents a Fast Off powerdown condition. Anytime the 
corresponding hardware event occurs (signal is asserted), the Fast Off Timer is re-loaded with its initial count. 


Break Events: These events can awaken a powered down system. When a break event is enabled, the 
corresponding hardware event activity powers up the system by negating STPCLK#. Note that STPCLK # is 
not negated until the stop grant special cycle has been generated by the CPU. Thus, from the time that 
STPCLK# is asserted until the stop grant cycle is returned, the occurrence of subsequent break events are 
latched in the IB. 


NOTE: 
Bit 30 in this register is used as a global break event and should be set to 1 if ISA cards that gener- 
ate IRQ’s by driving them low and then high and keeping them high until another interrupt is oanane 
ed, are supported. Refer to the bit description. 


SRESET is always enabled as a break event. However, SRESET only causes a break event after a 
stop grant special cycle has been received. If SRESET is asserted while STPCLK # is active and then 
negated before the stop grant cycle is received, SRESET does not cause a break event. 


(disabled), an SMI does not re-load the Fast Off Timer or negate the STPCLK # signal. 


INTR Enable (FINTREN): When bit 30 of this register is set to 1, INTR will be used as a global break 
event. In this case, any IRQ that is generated will cause the system to power-up via the negation of 
STPCLK#, regardless of the state of bits 0, 1, and 3 through 15 in this register. When this bit is set 
to 0, INTR is not used as a break event and bits 0, 1, and 3 through 15 can be used to individually 
enable/disable break events. Note that this bit has no effect on the setting of system events and 
only effects the break event function. 


Fast Off NMI Enable (FNMIEN): When bit 29= 1 (enabled), an NMI (e.g., parity error) causes a 
system event that re-loads the Fast Off Timer and a break event that negates the STPCLK # signal. 


ree] SS™SC~™~™~C~Sseription 
When bit 29 = 0 (disabled), an SMI does not re-load the Fast Off Timer or negate the STPCLK# | 


Fast Off SMI Enable (FSMIEN): When bit 31 = 1 (enabled), an SMI causes a system event that re- 
a signal. 


loads the Fast Off Timer and a break event that negates the STPCLK# signal. When bit 31=0 
28:16 
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break any current powerdown state when the selected hardware interrupt occurs. When a bit= 1 
(enabled), the corresponding interrupt causes a system event that re-loads the Fast Off Timer and a’ 
break event that negates the STPCLK# signal. When a bit=0 (disabled), the neem interrupt 
does not re-load the Fast Off Timer or negate the STPCLK # signal. 


Fast Off IRQ[1:0] Enable: These bits are used to prevent the system from entering Fast Off and 
break any current powerdown state when the selected hardware interrupt occurs. When a bit= 1, the 
corresponding interrupt causes a system event that re-loads the Fast Off Timer and a break event . 
that negates the STPCLK# signal. When a bit=0 (disabled), the corresponding interrupt does not re- 
load the Fast Off Timer or negate the STPCLK # signal. 


3.3.25 FTMR—FAST OFF TIMER REGISTER 
Address Offset: A8h 


Default Value: OFh 
Attribute: Read/Write 


Size: — 8 Bits 


The Fast Off Timer is used to indicate (through an SMI) that the system has been idle for a pre-programmed 
period of time. The Fast Off Timer consists of a count-down timer and the count down value programmed into 
this register. The Fast Off Timer count down value is (x + 1) where x equals the value programmed in the Fast 
Off Timer register and the unit of measurement is in minutes or msec, depending on the value of bits 4-3 in 
the SMI Control register. The Fast Off Timer count down value is loaded into the Fast Off Timer when an 
enabled system event occurs. When the timer expires, an SMI special cycle is generated. When the Fast Off 
Timer is enabled (bits[4:3] =00, 10, or 11 in the SMICNTL register), the timer counts down from the Fast Off 
_ Timer count down value. The count time interval is programmable (via the SMICNTL Register). When the Fast 
Off Timer reaches 00h, an SMI is generated and the timer is re-loaded with the Fast Off Timer count down 
value. If an enabled system event occurs before the Fast Off Timer reaches 00h, the Fast Off Timer is re-load- 
ed with the Fast Off Timer count down value. Note that the Fast Off Timer should never be programmed to a 
value of OOh. | | 


NOTE: 
Before writing to the FTMR Register, the Fast Off Timer must be stopped by setting bits[4:3] to 01 in 
the SMICNTL Register. The Fast Off Timer will epee decrementing when the these bits are subse- 
quently set to 00, 10, or 11. 


feel SSSCS~S~S into 


7:0 | Fast Off Timer Value: Bits[7:0] contain value x, where the Fast Off Timer count down value i is (x + 1). 
A read from the FTMR Register returns the value last written. 


1-320 | ADVANCE INFORMATION 


r ntl : 82420EX 


3.3.26 SMIREQ—SMI! REQUEST REGISTER 
Address Offset: AA-ABh 


Default Value: 00h 
Attribute: Read/Write 
Size: 16 Bits 


The SMIREQ Register contains status bits indicating the cause of an SMI. When an enabled event causes an 
SMI, the IB automatically sets the corresponding event’s status bit to 1. Software sets the status bits to 0 by 
writing a 0 to them. 


The SMI handler can query the status bits to see what caused the SMI and then branch to the appropriate 
routine. As the individual routines complete, the handler resets the appropriate status bit by writing a 0 to the 
corresponding bit. 


Each of the SMIREQ bits is set by the IB in response to the activation of the corresponding SMI event. If the 
SMI event is still active when the corresponding SMIREQ bit is set to 0, the IB does not set the status bit back 
to a 1 (i.e., there is only one status indication per active SMI event). 


When an IRQx signal is asserted, the corresponding RIRQx bit is set to a 1. If the IRQx signal is still active 
when software sets the RIRQx bit to 0, RIRQx is not set back to a 1. The IRQx may be negated before 
software sets the RIRQx bit to 0. If the RIRQx bit is set to 0 at the same time a new IRQx is activated, RIRQx 
remains set to 1. This indicates to the SMI handler that a new SMI event has been detected. 


NOTE: 
The SMIREQ bits are set, cleared, or read independently of each other and independently of the 
CSMIGATE bit in the SMICNTL Register. 


pee rpg 


APM SMI Status (RAPMC): The IB sets this bit to 1 to indicate that a write to the APM Control 
Register caused an SMI. Software sets this bit to a 0 by writing a 0 to it. 


EXTSMI# SMI Status (REXT): The IB sets this bit to 1 to indicate that EXTSMI# caused an:SMI. 
Software sets this bit to a 0 by writing a 0 to it. 


Fast Off Timer Expired Status (RFOT): The IB sets this bit to 1 to indicate that the Fast Off Timer 
expired and caused an SMI. Software sets this bit to a O by writing a 0 to it. 


IRQ12 Request SMI Status (RIRQ12): The IB sets this bit to 1 to indicate that IRQ12 caused an SMI. 
Software sets this bit to a 0 by writing a 0 to it. 


iIRQ8 # Request SMI Status: The |B sets this bit to 1 to indicate that IRQ8# caused an SMI. 
Software sets this bit to a 0 by writing a 0 to it. 


iIRQ4 Request SMI Status: The IB sets this bit to 1 to indicate that IRQ4 caused an SMI. Software 
sets this bit to a 0 by writing a 0 to it. 


IRQ3 Request SMI Status: The IB sets this bit to 1 to indicate that IRQ3 caused an SMI. Software 
sets this bit to a 0 by writing a 0 to it. 


iIRQ1 Request SMI Status: The |B sets this bit to 1 to indicate that |RQ1 caused an SMI. Software 
sets this bit to a O by writing a 0 to it. 
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3.3.27 CTLTMRL—CLOCK THROTTLE STPCLK# LOW TIMER 
Address Offset: ACh 


Default Value: 00h 
Attribute: Read/Write 
Size: 8 Bits 


The duration of the STPCLK# asserted period when bit 2 in the SMICNTL Register is set to 1 is (x + 1) where 
x equals the value programmed in this register. The value in this register plus 1 is loaded into the STPCLK# 
Timer when STPCLK# is asserted. However, the timer does not start until the Stop Grant mae Cycle is 
received. The STPCLK# timer counts using a 32 ps clock. 
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7:0 | Clock Throttle STPCLK # Low Timer Value: Bits[7:0] define the value x, where the Clock Throttle 
STPCLK # Low Timer count down value is (x + 1). (x + 1) defines the duration of the STPCLK# 
asserted period during clock throttling. 


3.3.28 CTLTMRH—CLOCK THROTTLE STPCLK# HIGH TIMER 
Address Offset: AEh 


Default Value: 00h 
Attribute: Read/Write 


Size: . 8 Bits 


The duration of the STPCLK# negated period when bit 2 in the SMICNTL Register is set to 1 is (x + 1) where 
x equals the value programmed in this register. The value in this register plus 1 is loaded into the STPCLK# 
Timer when STPCLK# is negated. The STPCLK# timer counts using a 32 ps clock. 
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7:0 | Clock Throttle STPCLK # High Timer Value: Bits[7:0] define the value x, where the Clock Throttle 


STPCLK # High Timer count down value is (x + 1). (x + 1) defines the duration of the STPCLK# 
negated period during clock throttling: 


3.4 ISA-Compatible Registers 


This section describes the ISA-Compatible registers consisting of the DMA, interrupt controller, timer/counter, 
X-Bus control, NMI control, clock/reset, and advanced power management registers. Some of the registers 
- are only accessible from the CPU/PCI Buses while others can be accessed by the CPU, PCI, or ISA Buses 
(see Table 7). 


3.4.1 DMA REGISTER DESCRIPTION 


The IB contains DMA circuitry that incorporates the functionality of two 82C37 DMA controllers. The two DMA 
controllers consist of two logical channel a ale [3:0] (Controller 1DMA1) and channels [7:4] (Con- 
troller 2DMA2). 
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This section describes the DMA registers. Unless otherwise stated, a CPURST sets each register to its default 
value. In addition, the DMA Master Clear Command (address 00Dh for channels [3:0] and ODAh for channels 
[7:4]) permits software to set the DMA Command, DMA Status, DMA Request, and internal First/Last Flip- 
Flop Registers to their default values. The DMA Master Clear Command also sets the mask registers to their 
default values. 


3.4.1.1 DCOM—DMA Command Register 


1/O Address: Channels [3:0] —08h 
Channels [7:4]—ODOh 

Default Value: 00h 

Attribute: Write Only 

Size: 8 bits 


This 8-bit register enables/disables the DMA channel groups, selects the priority scheme for responding to 
DMA requests, and selects the DMA request signal (DREQ) sense level. Following a CPURST or DMA Master 
Clear, both DMA1 and DMA2 are enabled in fixed priority and the DREQ sense level is active high. 


DACK# Active Level (DACK(3:0,(7:5)] #): Bit 7 controls the DMA channel request acknowledge 


(DACK #) assertion level. When bit 1 = 1, DACK# is an active high signal. When bit 1 =0 (default), 
DACK # is an active low signal. 


DREQ Sense Assert Level (DREQ([3:0, (7:5)]): Bit 6 controls the DREQx signal assertion level that 
the DMA controller detects as an active DMA channel request. Note that the DREQ channel assertion 
sensitivity is assigned by channel group, not per individual channel. When bit 6 = 0 (default), the 
DREQx sense assert level is active high. When bit 6= 1, the DREQx sense assert level is active low. 
Following CPURST, the DREQx sense assert level is active high. 


Reserved: Must be 0 when programming this register. 


DMA Group Arbitration Priority: For priority resolution, the DMA consists of two logical channel 
groups—channels [3:0] (Controller 1—DMA1) and channels [7:4] (Controller 2—DMA2). Each group 
can be assigned fixed or rotating priority. Thus, both groups can be assigned fixed priority, one group 
can be assigned fixed priority and the other rotating priority, or both groups can be assigned rotating 
priority. When bit 4 =0 (default), fixed priority is assigned to the channel. For fixed priority, the priority 
ordering is 0 (highest priority), 1, 2, 3, 5, 6, and 7 (lowest priority). Channels [3:0] of DMA-1 assume the 
priority position of Channel 4 in DMA-2, thus taking priority over channels 5, 6, and 7. Following 
CPURST, each group is initialized in fixed priority. 


When bit 4 = 1, rotating priority is assigned to the channel group. For rotating priority, the priority chain 
rotates so that the last channel serviced is assigned the lowest priority in the channel group ([3:0] or 
[7:5]). Channels [3:0] rotate as a group of 4. They are always placed between Channel 5 and Channel 
7 in the priority list. Channel [7:5] rotate as part of a group of 4. That is, channels [7:5] form the first 
three positions in the rotation, while channels [3:0] comprise the fourth position in the arbitration. 


Reserved: Must be 0 when programming this register. 


DMA Channel Group Enable: When bit 2= 1, the DMA channel group is disabled. Note that disabling 
channel group [7:4] also disables channel group [3:0], which is cascaded through channel 4. When bit 
2 =0 (default), the DMA channel group is enabled. Following CPURST, both channel groups are 


Bit, 
Bu 
i enabled. 


Reserved: Must be 0 when programming this register. 
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3.4.1.2 DCM—DMA Channel Mode Register 


1/O Address: Channels [3:0]—OBh 

Channels [7:4]—OD6h | 
Default Value: — Bits[7:2] =0, Bits[1:0] = undefined. 
Attribute: Write Only — 
Size: 8 bits 


The Channel Mode Register controls DMA transfer type, transfer mode, address increment/decrement, and 
autoinitialization. The DMA transfer mode for channel 4 defaults to cascade and cannot be programmed for 
any mode other than DMA transfer mode. 


oO  asetptton 


7:6 | DMA Transfer Mode: Bits[7:6] select the DMA transfer mode as shown below. 


Bits[7:6] DMA Transfer Mode 


00 . Demand (default) 
01 Single 

10 Block 

11 Cascade 


Address Increment/Decrement Select: Bit 5 controls address increment/decrement during multi- | 
byte DMA transfers. When bit 5=0 (default), address increment is selected. When bit 5= 1, address 
decrement is selected. 


Autoinitialize Enable: When bit 4= 1, the DMA restores the base page, address, and word count 
information to their respective current registers following a terminal count (TC). When bit 4=0 
(default), the autoinitialize feature is disabled and the DMA does not restore the above mentioned 
registers. 


DMA Transfer Type: This field selects verify, write, or read data transfer types as shown below. Write 
transfers move data from an !/O device to memory. Read transfers move data from memory to an I/O 
device. Verify transfers are pseudo transfers; addresses are generated as in a normal read or write 
transfer. However, with Verify transfers, the ISA memory and I/O cycle lines are not driven. When the 
channel is programmed for cascade (bits[7:6] = 11), the transfer type bits are irrelevant. 


Bits[3:2] DMA Transfer Type 


00 Verify (default) 
01 Write 

10 Read 

11 Illegal: do not write 


: DMA Channel Select: This field select the DMA Channel Mode Register that will be written by 
bits[7:2] as shown below. These bits are undefined ones a hard reset. 


Bits[1:0] DMA Channel Select 


00 Channel 0(4) 
01 Channel 1(5) 
10 Channel 2(6) 
11. Channel 3(7) 
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3.4.1.3 DREQ—DMA Request Register 


|/O Address: Channels [3:0] —0O9h 
Channels [7:4]—OD2h 
Default Value: — Bits[1:0] =undefined, Bits[7:2] =0 
Attribute: Write Only 
Size: 8 bits 


The DMA Request Register is used by software to initiate a DMA request. The DMA responds to the software 
request as though DREQx is asserted. These requests are non-maskable and subject to prioritization by the 
priority encoder. When a TC is generated, the channel’s request bit is set to 0. For software DMA requests, the 
channel must be in Block Mode. Note that the DMA Request Register status for DMA1 and DMA2 can be 
obtained from bits[7:4] of the DMA Status Register. The request bit for each channel is set to its default value 
by a CPURST or a Master Clear. The register is not affected by the RSTDRV output. 1 


| Bit Description 
Reserved: Must Be 0 when programming this register. 


DMA Channel Service Request: When bit 2= 1, a software DMA transfer is requested for the channel 
specified by bits[1:0]. When bit 2=0 (default), software DMA transfers are not requested for the 
channel specified by bits[1:0]. 


DMA Channel Select: This field selects the DMA channel to be written by bit 2 as shown below. — 


Bits[1:0] DMA Channel Select 


00 Channel 0(4) 
01 Channel 1(5) 
10 Channel 2(6) 
11 Channel 3(7) 


3.4.1.4 WSMB—Write Single Mask Bit Register 


1/O Address: Channels [38:0] —OAh 
Channels [7:4] —OD4h 
Default Value: — Bits[1:0] = undefined, Bit 2= 1, BitsI7: 3)= 
Attribute: Write Only 
Size: 8 bits 


The WSMB Register permits the masking of the incoming DMA requests (DREQx) for each channel. A chan- 
nel’s mask bit is automatically set when the Current Byte/Word Count Register reaches terminal count, unless 
the channel is programmed for autoinitialization. This register is set to its default value by a CPURST ora 
Master Clear. Setting the entire register disables all DMA requests until a Clear Mask Register instruction 
allows them to occur. This instruction format is similar to the format used with the DMA Request Register. 


NOTE: 
Individually masking DMA channel 4 (DMA controller 2, channel 0) automatically masks DMA chan- 
nels [3:0], as this channel group is logically cascaded onto channel 4. Setting this mask bit disables 
the incoming DREQ’s for channels [3:0]. 
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Reserved: Must be 0 when programming this register. | 


Channel Mask Select: When bit 2= 1 (default), DREQ is masked (disabled) for the channel selected 
by bits[1:0]. When bit 2=0, DREQ is not masked (enabled) for the channel selected by bits[1:0]. 


1:0 | DMA Channel Select: This field selects the DMA channel to be written by bit 2 as shown below. 


Bits[1:0] DMA Channel Select 


00 Channel 0(4) 
01 Channel 1(5) 
10 Channel 2(6) 
11 Channel 3(7) 


3.4.1.5 WAMB—Write All Mask Bits Register 


1/O Address: Channels [3:0]—OFh | 
Channels [7:4] —ODEh 

Default Value:  Bit[3:0] = 1, Bit[7:4]=0 

Attribute: Read/Write 

Size: 8 bits 


This register enables/disables the incoming DREQx signals. All four channels can be simultaneously enabled/ 
disabled instead of enabling/disabling each channel individually, as is me case with the Write Single Mask Bit 
Register. 


Unlike the WSMB Register, the WAMB Register includes a status read to check the current mask status of the 
selected DMA channel group. A channel’s mask bit is automatically set to 1 when the Current Byte/Word 
Count Register reaches terminal count, unless the channel is programmed for autoinitialization. All mask bits 
are set to 1 (disable) by CPURST or a Master Clear. Setting these bits to 1 disables all DMA requests until a 
Clear Mask Register instruction enables the requests. | 


NOTES: 
1. Individually masking DMA channel 4 (DMA controller 2, channel 0) anrnaticaly masks DMA chan- 
nels [3:0], as this channel group is logically cascaded onto channel 4. 


2. Masking DMA controller 2 with a write to address ODEh also masks DREQ assertions from the DMA 
controller, as this channel group is logically cascaded onto channel 4. When DMA channel 4 is 
masked, so are DMA channels [s: Oo}. 


Re ene tea emeomretaoeseneriane 
7:4 | Reserved: Must be 0 when programming this register. : | a 
3:0 | Channel Mask Bits: Setting the bit(s) to a 1 (default) disables the corresponding DREQ(s). Setting the 


bit(s) to a 0 enables the corresponding DREQ(s). When read, bits[3:0] indicate the DMA channel [3:0] 
([7:4]) mask status. 
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3.4.1.6 DS—DMA Status Register 


\/O Address: Channels [3:0] —O8h 
Channels [7:4]—ODOh 

Default Value: 00h 

Attribute: Read Only 

Size: 8 bits 


This register indicates which channels have reached terminal count and which channels have a pending DMA 
request. 


pet} eseription 


7:4 | Channel Request Status: When a valid DMA request is pending for a channel (on its DREQ signal 
line), the corresponding bit is set to 1. When a DMA request is not pending for a particular channel, the 
corresponding bit is set to 0. The source of the DREQ may be hardware or a software request. Note 
that channel 4 does not have DREQ or DACK lines, so the response for a read of DMA2 status for 
channel 4 is irrelevant. 


Channel Terminal Count Status: When a channel reaches terminal count (TC), its status bit is set to 
1. If TC has not been reached, the status bit is set to 0. Note that channel 4 is programmed for . 
cascade, and is not used for a DMA transfer. Therefore, the TC bit response for a status read on 
DMA2 for channel 4 is irrelevant. Bits[3:0] are set to O upon CPURST and on a read of the DS 
Register. | 


3.4.1.7 DB&CA—DMA Base And Current Address Registers (8237 Compatible Segment) 


1/O Address: DMA Channel 0—000h, DMA Channel 1—002h, DMA Channel 2—004h, 
DMA Channel 3—006h, DMA Channel 4—0COh, DMA Channel 5—0C4h, 
DMA Channel 6—OC8h, DMA Channel 7—OCCh 

Default Value: Undefined 

Attribute: Read/Write 

Size: 16 bits per channel 


Each channel has a 16-bit Current Address Register. This register contains the value of the 16 least significant 
bits of the full 27-bit address used during DMA transfers. The address is automatically incremented or decre- 
mented after each transfer and the intermediate values of the address are stored in the Current Address 
Register during the transfer. The Host CPU reads/writes the register in successive 8-bit bytes. This register is 
not accessible by ISA Bus masters. The programmer must issue the Clear Byte Pointer Flip-Flop Command to 
reset the internal byte pointer and correctly align the write prior to programming the Current Address Register. 
After clearing the Byte Pointer Flip-Flop, the first read/write accesses the low byte (bits[7:0]), and the second 
read/write accesses the high byte (bits[15:8]). Note that a mixed sequence of read and write cycles continues 
to toggle the Byte Pointer Flip-Flop, and successive reads and writes from this register alternate between the 
low byte and the high byte. An autoinitialize re-initializes the Current Address Register back to its original value 
following a TC. Autoinitialize occurs only after a TC. 
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Each channel has a Base Address Register located at the same address as the corresponding Current 
Address Register. These registers store the original value of their associated Current Address Registers. 
During autoinitialize these values are used to restore the Current Address Registers to the original values. The . 
Base Registers are written simultaneously with their corresponding Current Address Register in successive 
8-bit bytes. The Base Registers are write only. 


roe [ pon 


15:0 | Base and Current Address[15:0]: These bits represent the 16 least significant address bits used 
during DMA transfers. Together with the DMA Low Page Register, they form the ISA-Compatible 
24-bit DMA address. As an extension of the ISA-Compatible functionality, the DMA High Page 
Register completes the 27-bit DMA address generation, supporting DMA transfers throughout the full 
128 MBytes of main memory. Upon CPURST or Master Clear, the value of these bits are undefined. 


3.4.1.8 DB&CBW—DMA Base And Current Byte/Word Count Registers (8237 Compatible Segment) 


_1/O Address: DMA Channel 0—001h, DMA Channel 1—003h, DMA Channel 2—005h, 
| - DMA Channel 3—007h, DMA Channel 4—0C2h, DMA Channel 5—0C6h, 
. ‘DMA Channel 6—OCAh, DMA Channel 7—OCEh 
Default Value: Undefined 
Attribute: Read/Write 
Size: 16 bits per channel 


Each channel has a 16-bit Current Byte/Word Count Register that determines the number of transfers to be 
performed. The actual number of transfers is one more than the number programmed in the Current Byte/ 
Word Count Register (i.e., programming a count of 100 results in 101 transfers). The byte/word count is 
decremented after each transfer. The intermediate value of the byte/word count is stored in the register during 
the transfer. When the value in the register goes from 0000h to FFFFh, a TC is generated. 


Following the end of a DMA service, the register may also be re-initialized by an autoinitialization back to its 
original value. Autoinitialize can only occur when a TC occurs. If it is not autoinitialized, this register has a count 
of FFFFh after TC. 


For transfers to/from an 8-bit |/O, the byte/word count indicates the number of bytes to be transferred. This 
applies to DMA channels [3:0]. For transfers to/from a 16-bit |/O, with shifted address, the byte/word count 
indicates the number of 16-bit words to be transferred. This applies to DMA channels [7:5]. 


Each channel has a Base Byte/Word Count Register located at the same I/O address as the corresponding 
Current Byte/Word Count Register. These registers store the original value of their associated Current Byte/— 
Word Count Registers. During autoinitialize, these values are used to restore the Current Registers to their 

original values. The Base Registers are written simultaneously with their corresponding Current Register in 

successive 8-bit bytes. The Base Registers cannot be read by external agents. 


15: 0 | Base and Current Byte/ Word Count: These bits a the 16 byte/word count bits used when 
counting down a DMA transfer. Upon CPURST or Master Clear, the value of these bits are undefined. 
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3.4.1.9 DMLPG—DMA Memory Low Page Registers 


1/O Address: DMA Channel 0—087h, DMA Channel 1—083h, DMA Channel 2—081h, 
DMA Channel 3—082h, DMA Channel 5—0O8Bh, DMA Channel 6—089h, 
DMA Channel 7—08Ah 

Default Value: Undefined 

Attribute Read/Write 

Size: 8 bits per channel 


Each channel has an 8-bit Low Page Register. The DMA memory Low Page Register contains bits[23:16] of 
the 27-bit address. The register works in conjunction with the DMA controller’s High Page Register and 
Current Address Register to define the complete address (27 bits) for the DMA channel. This register is static 
throughout the DMA transfer. Following an autoinitialization, this register retains the original Programmes 
value. Autoinitialize takes place only after a TC. 
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7:0 | DMA Low Page Address Bits[23:16]: These bits represent the eight second most significant address 
bits when forming the 27-bit address for a DMA transfer. Upon CPURST or Master Clear, the value of 
these bits are undefined. 


3.4.1.10 DMHPG—DMA Memory High Page Register 


1/O Address: DMA Channel 0—487h, DMA Channel 1—483h, DMA Channel 2—481h, 
DMA Channel 3—482h, DMA Channel 5—48Bh, DMA Channel 6—489h, 
DMA Channel 7—48Ah 

Default Value: Undefined 

Aitribute Read/Write 

Size: 8 bits per channel 


Each channel has an 8-bit High Page Register. The DMA Memory High Page Register contains the three most 
significant bits of the 27-bit address. The register works in conjunction with the Current Address Register and 
Low Page Register to define the complete 27-bit address for the DMA channel. This register is static through- 
out the DMA transfer. Following an autoinitialization, this register retains the original programmed value. 
Autoinitialize occurs only after a TC. 
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Reserved: Must be 0 when programming this register. 


2:0 | DMA High Page [26:24]: These bits represent the three most significant address bits when forming 
the 27-bit address for a DMA transfer. Following the programming of achannel’s Current Address __ 
Register or Low Page Register, this register is initialized to 00h. Upon CPURST or Master Clear, the 

value of these bits are undefined. 
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3.4.1.11 DCLBP—DMA Clear Byte Pointer Register 


|/O Address: Channels [3:0] —O00Ch 
Channels [7:4]—OD8h 

Default Value: | Undefined 

Attribute: Write Only 

‘Size: 8 bits 


Writing to this register executes the Clear Byte Pointer Command. This command is executed prior to writing/ 
reading new address or word count information to/from the DMA. This command initializes the byte pointer 
flip-flop to a known state so that subsequent byte accesses to the 16-bit register contents address upper and 
lower bytes in the correct sequence. 


The clear byte pointer command clears the internal flip-flop used to address the upper or lower byte of the 
-16-bit Address and Word Count Registers. The latch is also cleared at power-on by CPURST and by the 
Master Clear Command. The Host CPU may read or write a 16-bit DMA controller register by performing two 
consecutive accesses to the I/O port. The Clear Byte Pointer Command precedes the first access. The first 
1/O write to the register address loads the least significant byte, and the second access automatically access- 
es the most significant byte. | 


Sn 


Clear Byte Pointer: No specific pattern. The command is invoked with a write to the 1/O address. 


3.4.1.12 DMCL—DMA Master Clear Register 


|/O Address: Channel [3:0] —00Dh 
Channel [7:4]—ODAh — 

Default Value: Undefined 

Attribute: Write Only | 

Size: 8 bit 


This software command has the same effect as the hardware reset. The Command, Status, Request, and 
Internal First/Last Flip-Flop registers are cleared and the Mask Register is set. The DMA controller enters the 
idle cycle. 
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Master Clear Command: No specific pattern. This command is invoked with a write to the I/O 
address. 


3.4.1.13 DCLM—DMA Clear Mask Register 


1/O Address: Channel [3:0] —O0Eh 
Channel [7:4]—ODCh 

Default Value: | Undefined . 

Attribute: Write Only 

Size: 8 bit 


This command clears the mask bits of all four channels, enabling them to accept DMA requests. I/O port OEh 
is used for channels 0-3 and I/O port ODCh is used for channels 4-7. 


se 


Clear Mask Register Command: No specific pattern. This command is invoked with a write to the I/O 
port address. 
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3.4.2 TIMER/COUNTER REGISTER DESCRIPTION 


There are three counters that are equivalent to those found in the 82C54 Programmable Interval Timer. The 
counters are controlled by timer/counter registers that can be accessed from either the CPU, PCI Bus, or ISA 
Bus. 


3.4.2.1 TCW—Timer Control Word Register 


1/O Address: 043h 
Default Value: Undefined 
Attribute: Write Only 
Size: 8 bits 


The Timer Control Word Register specifies the counter selection, the operating mode, the counter byte pro- 
gramming order and size of the count value, and whether the counter counts down in a 16-bit binary or binary- 
coded decimal (BCD) format. After writing the control word, a new count can be written at any time. The new 
value takes effect according to the programmed mode. 


There are six programmable counting modes. Typically, Timer Counters 0 and 2 are programmed for Mode 3, 
the Square Wave Mode, while Counter 1 is programmed in Mode 2, the Rate Generator Mode. 


Two latch commands are selected through the Timer Control Word Register. The Read Back Command is 
selected when bits[7:6] = 11 and the Counter Latch Command is selected when bits[5:4] = 00. When either of 
these two commands are selected, the meaning of the other bits in the register changes. 


Following CPURST, the control words for each register are undefined and each timer must be programmed for 
the counters to be in a known state. Note however, that some counter/timer functions are set to known states 
following CPURST. Each counter OUT signal is set to 0 (and the Timer Counter 2 OUT status bit in the NMISC 
Register is 0). The SPKR output, interrupt controller input IRQO (internal), and the internally generated refresh 
request are each set to 0 following CPURST. 
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7:6 | Counter Select: The Counter Selection bits select the counter the control word acts upon or the Read 
Back Command as shown below. 


Bits[7:6] Counter Select 


00 Counter 0 
01 Counter 1 
10 Counter 2 
11 Read Back Command 


Read/Write Select: This field selects the count register read/write programming mode or the Counter 
Latch Command as shown below. The read/write programming selection chosen indicates the 
programming sequence that must follow when initializing the counter specified in bits[7:6]. If a counter 
is programmed to read/write two byte counts, note that a program must not transfer control between 
writing the first and second byte to another routine that also writes into that same counter. Otherwise, 
the counter will be loaded with an incorrect count. The count must be completely loaded with both — 
bytes. Note that the actual counter programming occurs by accessing I O addresses 040h, 041h, and 
042h for counters 0, 1, and 2, respectively. 


Bits[5:4] Read/Write Programming Select 


00 Counter Latch Command 

01 R/W Least Significant Byte (LSB) 
10 R/W Most Significant Byte (MSB) 
11 R/W LSB, Then MSB 


Counter Mode Selection: This field selects one of six possible modes of operation for the counter as 
shown below. 


Bits[3:1] Counter Mode 


000 Out Signal On End of Count 

001 Hardware Re-triggerable one-shot 
X10 Rate Generator (divide by n counter) 
X11 Square Wave Output 

-100 Software Triggered Strobe 

101 Hardware Triggered Strobe 


Binary/BCD Countdown Select: When bit O=0, a binary countdown is used. The largest possible 
binary count is 216. When bit 0= 1, a binary-coded decimal (BCD) count is used. The largest BCD 
count allowed is 104. 
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Read Back Command 


The Read Back Command provides the count value, programmed mode, and current states of the OUT pin 
and Null count flag of the selected counter or counters. The Read Back Command is written to the Timer 
Control Word Register that latches the current states of the above mentioned variables. The value of the 
counter and its status may then be read by I/O access to the counter address. 


Status and/or count may be latched on one, two, or all three of the counters by selecting the counter during 
the register write. The count latched remains latched until read, regardiess of further latch commands. The 
count must be read before newer latch commands latch a new count. The status latched by the Read Back 
Command also remains latched until after a read of the Counter Access Ports Register. Thus, the status and 
count are unlatched only after a counter read of the Timer Status Byte Format Register, the Counter Access 
Ports Register, or the Timer Status Byte Register and Counter Access Ports Register in succession. 


Both count and status of the selected counter(s) may be latched simultaneously by setting both bit 5 and bit 4 
to 0. This is functionally the same as issuing two consecutive, separate Read Back Commands. As mentioned 
above, if multiple count and/or status Read Back Commands are issued to the same counter(s) without any 
intervening reads, all but the first are ignored. 


If both count and status of a counter are latched, the first read operation from that counter returns the latched 
status, regardless of which was latched first. The next one or two reads (depending on whether the counter is 
programmed for one or two byte counts) returns the latched count. Subsequent reads return an unlatched 
count. 
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7:6 | Read Back Command: When bits[7:6] = 11 during a write to the Timer Control Word Register, the 
Read Back Command is selected. As noted above, the normal meanings (mode, countdown, R/W 
select) of the bits in the control register at |/O address 043h change when the Read Back Command is 
selected. Following the Read Back Command, I/O reads from the selected a |/O addresses 

produce the current latch status, the current latched count, or both if bits[5:4] =0 


Latch Count of Selected Counters: When bit 5= 1, the count is not latched. When bit 5= 0, the 
current count value of the selected counters is latched. 


Latch Status of Selected Counters: When bit 4 = 1, the status is not latched. When bit 4=0, the 
status of the selected counters is latched. The status byte format is described in Section 3.4.2.2, 
Interval Timer Status Byte Format Register. 


Counter 2 Select: When bit 3= 1, Counter 2 is selected for the latch command selected with bits 4 
and 5. When bit 3=0, status and/or count is not latched. 


Counter 1 Select: When bit 2= 1, Counter 1 is selected for the latch command selected with bits 4 
and 5. When bit 2=0, status and/or count is not latched. 


Counter 0 Select: When bit 1=1, Counter 0 is selected for the latch command selected with bits 4 
and 5. When bit 1=0, status and/or count is not latched. 


Reserved: Must be 0 when programming this register. | 


cs 
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Counter Latch Command 


The Counter Latch Command latches the current count value at the time the command is issued. This com- 
mand is used to insure that the count read from the counter is accurate (particularly when reading a two-byte 
count). The count value is then read from each counter’s count register (via the Counter Access Ports Regis- 
ter). One, two, or all three counters may be latched with one Counter Latch Command. 


lf a Counter is latched once and then, some time later, latched again before the count is read, the second 
Counter Latch Command is ignored. The count read is the count at the time the first Counter Latch Command 
was issued. 


The count must be read according to the programmed format. Specifically, if the counter is programmed for 
_ two byte counts, two bytes must be read. The two bytes do not have to be read one right after the other (read, 
write, or programming operations for other counters may be inserted between the reads). 


NOTES: 


_ 1. If a counter is programmed to read/write two byte counts, a program must not transfer control 
_ between reading the first and second byte to another routine that also reads from that same counter. 
~ Otherwise, an incorrect count will be read. Finish reading the latched two-byte count before transfer- 
ring control to another routine. 
2. The Timer Counter Register bit definitions are different during the Counter Latch Command than for a 
| normal Timer Counter Register write. 


7:6 | Counter Selection: This field selects the counter for latching by the Counter Latch Command as 
shown below. | 


Bits[7:6] Counter Select 


00 Counter 0 
01 Counter 1 
10 Counter 2 
11 -Not Used; Do Not Write 


Counter Latch Command: When bits[5:4] = 00 during a write to the Timer + Control Word Register, the 
Counter Latch Command is selected. As noted above, the normal meanings (mode, countdown, R/W 
select) of the bits in the control register at |/O address 043h change when the Counter Latch 
Command is selected. Following the Counter Latch Command, I/O reads from the selected counter’s 
\/O addresses produce the current latched count. 


Reserved: Must be 0 when programming this register. 
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3.4.2.2 TMSTAT—iInterval Timer Status Byte Format Register 


I/O Address: Counter 0O—040h 
Counter 1—04 1h 
Counter 2—042h 
Default Value: —_ Bits[6:0] = undefined, Bit 7=0 
Attribute: Read Only 
Size: 8 bits per counter 


Each counter’s status byte can be read following an Interval Timer Read Back Command. The Read Back 
Command is programmed through the Timer Control Word Register. If latch status is chosen (bit 4=0, Read 
Back Command) as a read back option for a given counter, the next read from the counter’s Counter Access 
Ports Register returns the status byte. The status byte returns the countdown type (either BCD or binary), the 
counter operational mode, the read/write selection status, the Null count (also referred to as the count register 
status), and the current state of the counter OUT pin. 


Counter OUT Pin State: When bit 7=1, the OUT pin of the counter is 1. When bit 7 = 0 (default) , the 
OUT pin of the counter is 0. 


Count Register Status: Null Count (also referred to as the Count Status Register) indicates when the 
last count written to the Count Register (CR) has been loaded into the counting element (CE). The 
exact time this happens depends on the counter mode. However, until the count is loaded into the 
counting element (CE), it can’t be read from the counter. If the count is latched or read before the load 
time, the count value returned does not reflect the new count written to the register. When bit 6=0, 
the count has been transferred from CR to CE and is available for reading. When bit 6= 1, the Null 
count condition exists. The count has not been transferred from CR to CE and is not yet available for 
reading. 


Read/Write Selection Status: Bits[5:4] reflect the read/write selection made through bits[5:4] of the 
Timer Control Word Register. The binary codes returned during the status read match the codes used 
to program the counter read/write selection. 


Bits[5:4] Read/Write Programming Select Status 


00 Counter Latch Command 

01 R/W Least Significant Byte (LSB) 
10 R/W Most Significant Byte (MSB) 
11 R/W LSB, Then MSB 


Mode Selection Status: Bits[3:1] return the counter mode programming made through bits[3:1] of the 
Timer Control Word Register. The binary code returned matches the code used to program the 
counter mode, as listed under the bit function above. 


Bits [3:1] Counter Mode 


000 Out Signal On End of Count 

001 Hardware Re-triggerable one-shot 
X10 Rate Generator (divide by n counter) 
X11 Square Wave Output 

100 Software Triggered Strobe 

101 Hardware Triggered Strobe 


Countdown Type Status: Bit 0 reflects the current countdown type—either 0 for binary countdown or 
a 1 for binary coded decimal (BCD) countdown. 
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3.4.2.3 CAPS—Counter Access Ports Register 


1/O Address: Counter 0, System Timer—040h 
Counter 1, Refresh Request—041h 
| Counter 2, Speaker Tone—042h 
Default Value: | Undefined 
Attribute: Read/Write 
Size: ta 8 bits per counter 


These I/O addresses provide access for a) writing count values to the Count Registers, b) reading the current 
count value from the counter by either an 1/O read, after a counter-latch command, or after a Read Back 
Command, and c) reading the status byte following a Read Back Command. 
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7:0 | Counter Port Byte: Each counter |/O address is used to program the 16-bit Count Register. The order 
of programming, either LSB only, MSB only, or LSB then MSB, is defined by the Timer Control Word 
Register. This register 1/O address also reads the current count from the Count Register and returns 
the status of the counter programming following a Read Back Command. 


3.4.3 INTERRUPT CONTROLLER REGISTER DESCRIPTION 


The 82420EX PCiset contains an ISA-Compatible interrupt controller that incorporates the functionality of two 
82C59 interrupt controllers. The interrupt registers control the operation of the interrupt controller and can be 
accessed from the CPU or PCI Bus. In addition, some of the registers can be accessed from the ISA Bus. 


3.4.3.1 ICW1—Initialization Command Word 1 Register 
I/O Address: | INT CNTRL-1—020h | 


| INT CNTRL-2—OA0h 
Default Value: | Undefined 

Attribute: = = Write Only 

Size: 8 bits per controller 


A write to Initialization Command Word 1 starts the interrupt controller initialization sequence. Addresses 020h 

and OAOh are referred to as the base addresses of CNTRL-1 and CNTRL-2, respectively. An I/O write to the 

CNTRL-1 or CNTRL-2 base address with bit 4 equal to 1 is interpreted as ICW1. For the 82420EX PCliset- 

based ISA systems, three I/O writes to “base address + 1” must follow the ICW1. The first write to “base 

address + 1” performs ICW2, the second write performs |CW3, and the third write performs ICW4. ICW1 

starts the initialization sequence during which the following automatically occur: 

1. The Interrupt Mask Register is cleared. 

. IRQ7 input is assigned priority 7. 

. The slave mode address is set to 7. 

. Special Mask Mode is cleared and Status Read is set to IRR. 

. If IC4 was set to 0, then all functions selected by ICW4 are set to 0. However, in the IB implementation, 
ICW4 must be programmed and IC4 must be set to a 1. 
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ICW1 has three significant functions in the IB interrupt controller. configuration. ICW4 is needed, so bit 0 must 
be programmed to a 1. Since there are two interrupt controllers in the system, bit 1 (SNGL) must be pro- 
grammed to a 0 on both CNTRL-1 and CNTRL-2, to indicate a cascade configuration. The IB provides 
separate registers (ELCR Registers) to program level or edge sensitive interrupt IRQ lines. Thus, bit 3 (LTIM in 
the 82C59) is not used. Bit 4 must be a 1 when programming ICW1. This bit indicates that ICW1, and not 
OCW2 or OCW3, will be programmed during the write to this port. 
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Bit Description 


5 | ICW/OCW Select: Bits[7:5] are MCS-85 implementation specific bits. These bits are not used and 
should be 000 when programming the interrupt controller. 


ICW/OCW Select: Bit 4=1 selects ICW1. OCW2 and OCW3 are also addressed at the same port as 
ICW1. A “1” on this bit at any time will force the interrupt controller to interpret the write as an ICW1. 
The controller will then expect to see ICW2, ICW3, and ICW4. After the fixed initialization sequence to 
ICW1, ICW2, ICWS, and ICW4, the controller base address is used to write to OCW2 and OCW3. Bit 4 
is a “OQ” on writes to these registers. 


Edge/Level Bank Select (LTIM): This bit is disabled. Its 82C59 Interrupt Controller function is 


| 


AN 


replaced by the Edge/Level Triggered Control Registers (ELCR). The ELCR registers allow the 
interrupts to be programmed for edge or level mode on an interrupt by interrupt basis. 


2 ADI: Bit 2 (ADI) is a MCS-85 implementation specific bit. This bit is not used and should be 0 when 
programming the IB. 


controllers are operating in cascade mode on the IB. 


Single/Cascade Select (SNGL): SNGL must be programmed to a 0 to indicate that two interrupt 


programmed. The IB requires that |CW4 be programmed to indicate that the controllers are operating 


ICW4 Write Required (ICW4): This bit must be set to a 1. |C4 indicates that |CW4 needs to be 
in an 80x86 type system. 


3.4.3.2 ICW2—lInitialization Command Word 2 Register 


1/O Address: INT CNTRL-1—021h 
INT CNTRL-2—OA1h 

Default Value: | Undefined 

Attribute: Write Only 

Size: 8 bits per controller 


ICW2 is used to initialize the interrupt controller with the five most significant bits of the interrupt vector 
address. The value programmed for bits[7:3] is used by the Host CPU to define the base address in the 
interrupt vector table for the interrupt routines associated with each IRQ on the controller. Typical ISA ICW2 
values are 08h for CNTRL-1 and 70h for CNTRL-2. 


| Bit Description 


7:3 | Interrupt Vector Base Address: Bits[7:3] define the base address in the interrupt vector table for the 
interrupt routines associated with each interrupt request level input. For CNTRL-1, a typical value is 
00001b, and for CNTRL-2, 01110b. 


The interrupt controller combines a binary code representing the interrupt level to receive service with 


this base address to form the interrupt vector that is driven onto the bus. For example, the complete 
interrupt vector for IRQO (CNTRL-1), would be 0000 1000b (CNTRL-1 [7:3] =00001b and 000b 
representing IRQO). This vector is used by the CPU to point to the address information that defines the 
start of the interrupt routine. 


2:0 | Interrupt Request Level: When writing ICW2, this field should be 000. During an interrupt 
acknowledge cycle, this field is programmed by the interrupt controller with the interrupt code 
representing the interrupt level to be serviced. This interrupt code is combined with bits[7:3] to form 
the complete interrupt vector driven onto the data bus during the second INTA# cycle. The 3-bit binary 
codes are: 000 represents IRQO (IRQ8), 001 IRQ (IRQ9), 010 IRQ2 (IRQ10), 011 IRQ3 (IRQ11), 100 
IRQ4 (IRQ12), 101 IRQ5(IRQ13), 110 IRQ6(IRQ14), and 111 IRQ7 (IRQ15). | 
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3.4.3.3 ICW3—Initialization Command Word 3 Register 


|/O Address: INT CNTRL-1—021h 
Default Value: Undefined 

Attribute: Write Only 

Size: 8 bits 


The meaning of ICW3 differs between CNTRL-1 and CNTRL-2. On CNTRL-1, the master controller, ICW3 
indicates which.CNTRL-1 IRQ line physically connects the INTR output of CNTRL-2 to CNTRL-1. ICW3 must 
be programmed to 04h, indicating the cascade of the CNTRL-2 INTR output to the IRQ2 input of CNTRL-1. 


An interrupt request on IRQ2 causes CNTRL-1 to enable CNTRL-2 to bale the interrupt vector address 
sail the second interrupt acknowledge cycle. 


| Not Used: Must be 0. | 
identification code to broadcast on the internal cascade lines, alerting the slave controller that itis 


2 Cascaded Interrupt Controller IRQ Connection: Bit 2 must always be programmed to a 1. This bit 
indicates that CNTRL-2, the slave controller, is cascaded on interrupt request line two (IRQ2). When 
an interrupt request is asserted to CNTRL-2, the IRQ goes through the priority resolver. After the slave 
controller priority resolution is finished, the INTR output of CNTRL-2 is asserted. However, this INTR 
assertion does not go directly to the CPU. Instead, the INTR assertion cascades into IRQ2 on 
CNTRL-1. IRQ2 must go through the priority resolution process on CNTRL-1. If it wins the priority 
resolution on CNTRL-1 and the CNTRL-1 INTR signal is asserted to the CPU, the returning interrupt 
responsible for driving the interrupt vector during the second INTA# pulse. | 
Not Used: Must be 0. 
3.4.3.4 ICW3—Initialization Command Word 3 Register 
1/O Address: INT CNTRL-2—OAth 
Default Value: | Undefined 
Attribute: Write Only 
Size: 8 bits 


acknowledge cycle is really destined for CNTRL-2. The interrupt was originally requested at CNTRL-2, 
so the interrupt acknowledge is destined for CNTRL-2, and not a response for |RQ2 on CNTRL-1. 


When an interrupt request from IRQ2 wins the priority arbitration, in reality an interrupt from CNTRL-2 
has won the arbitration. Because bit 2 of ICW3 on the master is set to 1, the master knows which 


On CNTRL-2 (the slave controller), Icws is the slave identification code broadcast by CNTRL-1 from the 
trailing edge of the first INTA# pulse to the trailing edge of the second INTA# pulse. CNTRL-2 compares the 
value programmed in ICWS3 with the incoming identification code. The code is broadcast over three internal 
cascade lines. ICW3 must be programmed to 02h for CNTRL-2. When 010b is broadcast by CNTRL-1 during 
the INTA# sequence, CNTRL-2 assumes responsibility for broadcasting the interrupt vector during the second 
interrupt acknowledge cycle. 
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As an illustration, consider an interrupt request on |RQ2 of CNTRL-1. By definition, a request on IRQ2 must 
have been asserted by CNTRL-2. If IRQ2 wins the priority resolution on CNTRL-1, the interrupt acknowledge 
cycle returned by the CPU following the interrupt is destined for CNTRL-2, not CNTRL-1. CNTRL-1 will see the 
INTA# signal, and knowing that the actual destination is CNTRL-2, will broadcast a slave identification code 
across the internal cascade lines. CNTRL-2 compares this incoming value with the 010b stored in ICWS. 
Following a positive decode of the incoming message from CNTRL-1, CNTRL-2 drives the appropriate inter- 
rupt vector onto the data bus during the second interrupt acknowledge cycle. 


5 a 
Reserved: Must be 0 when programming this register. 


2:0 | Slave Identification Code: The Slave Identification code must be programmed to 010b during the 
initialization sequence. The code stored in ICW3 is compared to the incoming slave identification code 
broadcast by the master controller during interrupt acknowledge cycles. | 


3.4.3.5 ICW4—Initialization Command Word 4 Register 


1/O Address: INT CNTRL-1—021h 
INT CNTRL-2—OAth 

Default Value: Oth 

Attribute: Write Only 

Size: 8 bits 


Both interrupt controllers must have |CW4 programmed as part of their initialization sequence. Minimally, the 
microprocessor mode bit (bit 0) must be set to a 1 to indicate an Intel architecture-based platform. Failure to 
program this bit will result in improper controller operation during interrupt acknowledge cycles. Additionally, 
the Automatic End of Interrupt (AEOI) may be selected, as well as the Special Fully Nested Mode (SFNM) of 
operation. 


fetlS™~™~™CSCSCi pti 
Reserved: Must be zero when programming this register. 3 


Special Fully Nested Mode (SFNM): When bit 4= 1, the special fully nested mode is enabled. When 
bit 4=0, the special fully nested mode is disabled (this is the normal mode). 


Buffered Mode (BUFM): Must be 0 (non-butfered mode). 


Master/Slave in Buffered Mode: Must be 0. 


Automatic End of Interrupt (AEO): When bit 1 = 1, the automatic end of interrupt mode is selected. 
When bit 1 =0, the normal end of interrupt is selected. This bit should normally be programmed to 0. 


Microprocessor Mode: The Microprocessor Mode bit must be programmed to 1 to indicate that the 
interrupt controller is operating in an Intel Architecture-based system. Never program this bit to 0. 
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3.4.3.6 OCW1—Operational Control Word 1 Register 


|/O Address: INT CNTRL-1—021h 
- INT CNTRL-2—OAth 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 


_ OCW1 sets and clears the mask bits in the Interrupt Mask Register (IMR). Each interrupt request line may be 
selectively masked or unmasked any time after initialization. Note that masking |RQ2 on CNTRL-1 also masks 
all of controller 2’s interrupt requests (IRQ[15:8]). Reading OCW1 returns the controller’s mask status. 


The IMR stores the bits that mask the interrupt lines to be masked. The IMR operates on the IRR. Masking of a 
_ higher priority input does not affect the interrupt request lines of lower priority. Unlike status reads of the ISR 
and IRR, for reading the IMR, no OCW3 is needed. The output data bus contains the IMR when a read occurs 
to I/O address 021h or OA1h (OCW1). All writes to OCW1 must occur following the ICW1-ICW4 initialization 
sequence, since the same |/O addresses are used for OCW1, ICW2, ICW3 and ICW4. 
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Interrupt Request Mask (Mask [7:0]): When a 1 is written to any bit in this register, the corresponding 
IRQx line is masked. For example, if bit 4= 1, IRQ4 is masked. Interrupt requests on IRQ4 will not set 
channel 4’s interrupt request register (IRR) bit as long as the channel is masked. When a bit=0 
(default), the corresponding IRQx mask bit is cleared, and interrupt requests are accepted by the 
controller. Note that masking IRQ2 on CNTRL-1 also masks the interrupt requests from CNTRL-2, 
which is physically cascaded to IRQ2. 


Bit Interrupt Bit Interrupt 
0 IRQO 4 IRQ4 


1 IRQ1 5 IRQ5 
2 IRQ2 6 IRQ6 
3 IRQ3 7 IRQ7 


3.4.3.7 OCW2—Operational Control Word 2 Register 


I/O Address: INT CNTRL-1—020h 
INT CNTRL-2—OAOh 
Default Value: Bit[4:0] = undefined, Bit[7:5] =001 
Attribute: Write Only 
Size: 8 bits 


OCW2 controls both the Rotate Mode and the End of Interrupt Mode, and combinations of the two. OCW2 
also selects individual interrupt channels during three of the seven commands. The three low order bits 
(labeled L2, L1 and LO) are used when. bit 6 is set to a 1 during the command. Following a CPURST or ICW 
initialization, the controller enters the fully nested mode of operation. Non-specific EOI without rotation is the 
default. Both rotation mode and specific EOI mode are disabled following initialization. — | 
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Rotate and EOI Codes: These three bits control the Rotate and End of Interrupt modes and 
combinations of the two as shown below. Bit 7 = R(rotate), Bit 6= SL, and Bit 5= EOI. 


Rotate and EOI Modes Bit[7:5] Rotate and EOI Modes 


Non-Specific EO| Command 000 Rotate in Auto EO! Mode (clear) 
Specific EO| Command 111 Rotate on Specific EO| Command* 
Rotate on Non-Specific EOl Command 110 Set Priority Command* 

Rotate in Auto EOI Mode (set) 010 No Operation 


NOTE: 
*Interrupt Select Levels are used. 


OCW2 Select: When selecting ocw2, bits 3 and 4 must both be 0. If bit 4 is a 1, the interrupt controller 
interprets the write to this port as an ICW1. Therefore, always ensure that these bits are both 0 when 
writing an OCW2. 


Interrupt Level Select (L2, L1, LO): L2, L1, and LO determine the interrupt level acted on when the SL 
bit is active. A simple binary code, outlined below, selects the channel for the command to act on. When 
the SL bit is inactive, these bits do not have a defined function. In this case, programming L2, L1 and LO 
to 0 is sufficient. 


Bits[2:0] interrupt Level Bits[2:0] interrupt Level 


000 IRQO(8) 100 IRQ4(12) 
001 IRQ1(9) 101 IRQ5(13) 
010 IRQ2(10) | 110 IRQ6(14) 
011 IRQ3(11) 111 IRQ7(15) 
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3.4.3.8 OCW3—Operational Control Word 3 Register 
I/O Address: INT CNTRL-1—020h 


INT CNTRL-2—OAOh 
Default Value:  Bit[6,0] =0, Bit[7,4:2] = undefined, Bitls, 1]=1 
Attribute: ‘Read/Write 
Size: 8 bits 


OCWS serves three important functions—Enable Special Mask Mode, Poll Mode control, and IRR/ISR register 
read control. First, OCW3 is used to set or reset the Special Mask Mode (SMM). The Special Mask Mode can 
be used by an interrupt service routine to dynamically alter the system priority structure while the routine is 
executing, through selective enabling/disabling of the other channel’s mask bits. ~ 


Second, the Poll Mode is enabled when a write to OCW3 is issued with bit 2 equal to 1. The next I/O read to. 
_ the interrupt controller is treated like an interrupt acknowledge—a binary code fepresening the highest priority 
level interrupt request is released onto the bus. | 


Third, OCW3 provides control for reading the ineSenice Register (ISR) and the Interrupt poguedt Register 
(IRR). Either the ISR or IRR is selected for reading with a write to OCW3. Bits 0 and 1 carry the encoded 
command to select either register. The next I/O read to the OCW3 port address returns the register status 
specified during the previous write. The register specified for a status read is retained by the interrupt control- 
ler. Therefore, a write to OCW3 prior to every status read command is unnecessary, provides the status read 
desired is from the register selected with the last OCWS write. 


Reserved: Must be zero when programming this register. | : 


Special Mask Mode (SMM): If SMME = 1 and SMM = 1 the interrupt controller enters Special Mask 
Mode. If SMME= 1 and SMM = 0 (default), the interrupt controller is in normal mask mode. When 
SMME = 0, SMM has no effect. 


Special Mask Mode Enable (SMME): When ESMM= 1 (default), the SMM bit is enabled to set or 
reset the Special Mask Mode. When ESMM = 0, the SMM bit becomes a ‘‘don’t care’”’. 


| OCWS Select: When selecting OCW3, bit 3 must be a 1 and bit 4 must be 0. If bit 4= 1, the interrupt 
controller interprets the write to this port as an ICW1. Therefore, aways ensure that bits [4:3] =01 . 
when writing an OCW3. 


Poll Mode Command: When bit 2=0, the Poll command is not issued. When bit 2= 1, the next 1/O 
read to the interrupt controller is treated as an interrupt acknowledge cycle. An encoded byte is driven 
onto the data bus, representing the highest priority level requesting service. 


Register Read Command: Bits[1:0] provide control for reading the In-Service Register (ISR) and the 
Interrupt Request Register (IRR). When bit 1 =0, bit 0 does not affect the register read selection. 
When bit 1 = 1, bit O selects the register status returned following an OCWS read. If bit O=0, the IRR is 
read. If bit 0 = 1, the ISR is read. Following ICW initialization, the default OCW3 I/O address read is | 
“read IRR”. To retain the current selection (read ISR or read IRR), always write a 0 to bit 1 when 
programming this register. The selected register can be read repeatedly without reprogramming 
OCW3. To select a new status register, OCW3 must be reprogrammed prior to attempting the read. 
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3.4.3.9 ELCR1—Edge/Level Triggered Register 


1/O Address: INT CNTRL-1—4D0h 
Default Value: 00h 

Attribute: Read/Write 

Size: 8 bits 


The ELCR1 Register selects either edge triggered or level sensitive operations for the IRQ[7:3] signals. In 
edge triggered mode, the interrupt is recognized by a low to high transition. In level sensitive mode, the 
interrupt is recognized by a low level. Note that IRQ0, IRQ1 and IRQ2 are not programmable and are always 
edge sensitive. The default for |RQ([7:3] is edge triggered. 
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7:3 | Bit 7 - Bit 3: IRQ[7:3] ECL: Bit 7 to bit 3 select edge trigger or level sensitive modes for IRQ([7:3], | 
respectively. When a bit is 1, the corresponding IRQx is in the level sensitive mode and when a bit is 0, 
the corresponding IRQx is in the edge trigger mode. 


Reserved: Must be 0 when programming this register. 


3.4.3.10 ELCR2—Edge/Level Triggered Register 


1/O Address: INT CNTRL-2—4D1h 
Default Value: 00h 

Attribute: Read/Write 

Size: 8 bits 


The ELCR2 Register selects either edge triggered or level sensitive operations for the IRQ(15,14,12:9] sig- 
nals. In edge triggered mode, the interrupt is recognized by a low to high transition. In level sensitive mode, the 
interrupt is recognized by a low level. Note that |RQ13 and IRQ8 are not programmable and are always edge 
sensitive. The default for IRQ[15,14,12:9] is edge triggered. 
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7:6 | Bit 7 - Bit 6: IRQ([15,14] ECL: Bit 7 and bit 6 select edge trigger or level sensitive modes for 
IRQ(15,14], respectively. When a bit is 1, the corresponding IRQx is in the level sensitive mode and 
when a bit is 0, the corresponding IRQx is in the edge trigger mode. 


Reserved: Must be 0 when programming this register. | 


Bit 4 - Bit 1: IRQ([12:9] ECL: Bit 4 to bit 1 select edge trigger or level sensitive modes for IRQ{12:9], 
respectively. When a bit is 1, the corresponding IRQx is in the level sensitive mode and when a bit is 0, 
the corresponding IRQx is in the edge trigger mode. 


Oe | Reserved: Must be zero when programming this register. 


3.4.4 X-BUS REGISTER DESCRIPTION 


There are two X-Bus registers described in this section—the Reset X-Bus IRQ[12,1] Register and the 
Coprocessor Error Register. These registers can be accessed from the CPU, PCI Bus, or ISA Bus. 
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3.4.4.1 RIRQ—Reset IRQ([12,1] 


1/O Address: 60h 
Default Value: NA 
Attribute: Read only 
Size: . 8 bits 


Address locations 60h and aliased address 62h are used to clear the mouse interrupt (IRQ12) and keyboard 
interrupt (IRQ1). When the mouse interrupt function is enabled (bit 4 in the X-Bus Chip Select Register is 1), 
the mouse interrupt function is provided on the IRQ12/M input signal. In this mode, a mouse interrupt gener- 
ates an interrupt through IRQ12 to the Host CPU. A read of 60h releases IRQ12. If bit 4=0 in the X-Bus Chip 
Select’ Register, a read of 60h or 62h has no effect on IRQ12/M. Note, however, that a read of these 
addresses always clears the keyboard interrupt (IRQ1). Reads and writes to this em flow through to the 
ISA Bus. 


a ae see 
Reset IRQ([12,1]: No specific pattern. A read of address 60h executes the command. 
Reset IRQ[12,1]: No specific pattern. A read of address 60h executes the command. . . 


3.4.4.2 CPERR—Coprocessor Error Register 


1/O Address: FOh 
Default Value: NA 
Attribute: Write only 
Size: 8 bits 


Writes to this address are monitored by the IB. Writing to address FOh causes the IB to drive IGNNE#¥ low to 
the CPU (informing the CPU to ignore future coprocessor errors). The IB also negates IRQ13 (internal to the . 
IB). Note, that IGNNE # is not asserted unless FERR # is active. Reads and writes to this register flow through 
to the ISA Bus. 
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Ignore Coprocessor Error Command: No special pattern required: A write to address FOh executes 
the command. 


3.4.5 NMI REGISTER DESCRIPTION 


An NMI is an interrupt requiring immediate attention and has priority over the normal interrupt lines (IRQx). The 
IB indicates error conditions by generating a non-maskable interrupt. NMI interrupts (special cycles) are 
caused by the following conditions: 


1. System errors on the PCI Bus. SERR # is driven low by a PCI resource when this error occurs. 

2. Parity errors on the add-in memory boards on the ISA expansion bus. IOCHK # is driven low when this error 
occurs. : 

3. Main memory parity errors, through the SERR# signal. 


There are two 8-bit registers that support NMl—The NMI Status and Control (NMISC) Register and the NMI 
Enable and Real Time Clock Address (NMIERTC) Register. These registers can be accessed from the CPU, 
PCI Bus, or ISA Bus. Note that masking the NMI signal for all sources via the NMIERCT Register does not 
affect the input NMI status conditions (i.e., bits 6 and 7 in the NMISC Register). This means that,. if NMI is 
masked and then unmasked, an NMI will occur if an NMI had previously been detected. To ensure that all NMI 
requests are serviced, the NMI service routine software flow should be as follows: 
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1. NMI is detected by the CPU on the rising edge of the NMI input. 


2. The CPU reads NMI status via the NMISC Register to determine the NMI source. Software may then set the 
status bits that caused the NMI to 0. Between the time the CPU reads the NMI sources and sets them to a 
0, an NMI may have been generated by another source. In this case, the NMI signal remains asserted. If 
this happens, the new NMI source will not be recognized by the because there was no edge on NMI. 


3. Software must then disable the NM! signals in the NMIERTC Register. This causes the NMI ou to 
transition low then high if there are any pending NMI sources. 


3.4.5.1 NMISC—NMI Status and Control Register | 


|/O Address: O61h 
Default Value: OOU0 0000 
Attribute: Read/Write 
Size: 8 bits 


This register provides status of various system components, speaker counter (Counter 2) output control; and 
gates the counter output that drives the SPKR signal. 


Bit; Description 


SERR # NMI Source Status: System agents on the PCI Bus (PCI devices or main memory) 
assert the SERR # signal to report system errors. When the SERR # signal is asserted (and bit 
2 of this register is 0), this bit is set to a 1. In addition, if bit 7 of the NMIERTC Register is 1, an 
NMI is generated. Software can clear this bit and the interrupt by setting bit 2 to O and then 
setting bit 2 to 1. This bit is read only. When writing to this register, bit 7 must be 0. 


IOCHK # NMI Source Status: Expansion boards on the ISA Bus assert IOCHK # to request 
high priority servicing (e.g., parity errors on memory cards). When the IOCHK # signal is 
asserted (and bit 3 of this register is 0), this bit is set to'a 1. In addition, if bit 7 of the NMIERTC 
Register is 1, an NMI is generated. Software can clear this bit and the interrupt by setting bit 3 
to 0 and then setting bit 3 to 1. This bit is read only. When writing to this register, bit 6 must be 
0. 


Timer Counter 2 OUT Status: This bit reflects the current state of the Interval Timer Counter 2 
OUT signal. Counter 2 must be programmed following a CPURST for this bit to have a 
determinate value. This bit is read only. When writing to this register, bit 5 must be 0. 


Refresh Cycle Toggle: The Refresh Cycle Toggle signal toggles from either 0 to 1 or 1 toO 
following every refresh cycle. This bit is read only. When writing to this register, bit 4 must be 0. 


IOCHK # NMI Enable: When bit 3= 1, |OCHK # NMI’s are disabled and cleared, and bit 6 of 
this register is disabled (always reads 0). When bit 3=0 (default), bit 6 is enabled and, if bit 7 of 
the NMIERTC Register is 1, the IOCHK # NMI is enabled. 


2 | R/W | PCI SERR# Enable: When bit 2=1, SERR# NMI’s are disabled and cleared, and bit 7 of this 
register is disabled (always reads 0). When bit 2= 0 (default), bit 7 is enabled and, if bit 7 of the 
NMIERTC Register is 1, the SERR# NMI is enabled. 


1 | R/W | Speaker Data Enable: This bit enables/disables the SPKR output signal. When bit 1 = 1, the 
SPKR output signal is enabled and equivalent to the Counter 2 OUT signal. When bit 1=0 
(default), the SPKR output is disabled and always 0. 


R/W | Timer Counter 2 Enable: When bit 0= 1, Timer Counter 2 counting is enabled. When bit O=0 
(default), Counter 2 counting is disabled. 
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3.4.5.2 NMIERTC—NMI Enable and Real Time Clock Address Register 


|/O Address: 070h 

Default Value: _ Bit[6:0] = undefined, Bit 7= 1 
Attribute: Write Only 

Size: 8 bits 


This register enables/disables all NMIs and provides a real time clock address pointer field to address memory 
locations. Do not modify the contents of this register without considering the effects on the state of the other 
bits. Reads and writes to this register address flow through to the ISA Bus. 


pe onepton 


NMI Enable (NMIE): This bit provides a mask of the NMI output signal. When bit 7= 1 (default), NMI is 
disabled for all sources and the NMI signal is negated. When bit 7 =0, NMIs are enabled. Setting this 
bit to 1 does not clear or disable the NMI status conditions. Thus, if NMI is disabled then enabled via 
this register, an NMI will occur if one of the NMI status bits (6 or 7) is set in the NMISC Register. 


Real time Clock Address: Used by the Real Time Clock on the Base I/O component to address 
memory locations. | 


3.4.6 POWER MANAGEMENT REGISTER DESCRIPTION 


This section describes two power management registers—APMS and APMC Registers. These registers are 
located in normal I/O space and must be accessed (via the CPU or PCI Bus) with 8 bit accesses. Note that the 
rest of the power management registers are located in PCI configuration space oe Section 3.3, PCI Configu- 
ration Registers). 


3.4.6.1 APMC—Advanced Power Management Control Port . 


|/O Address: OB2h 

Default Value: OOh 

Attribute: Read/Write 
Size: 8 Bits 


This register passes data (APM Commands) between the OS and the SMI! handler. In addition, writes can 
generate an SMI and reads can cause STPCLK# to be asserted. The IB operation is not affected by the data | 
in this register. 
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7:0 | APM Control Port (APMC): Writes to this register store data in the APMC Register and.reads return 
the last data written. In addition, writes generate an SMI, if bit 7 of the SMIEN Register and bit 0 of the 
SMICNTL Register are both is set to 1. Reads cause the STPCLK # signal to be asserted, if bit 1 of the 
SMICNTL Register is set to 1. Reads do not generate an SMI. | 
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3.4.6.2 APMS—Advanced Power Management Status Port 


1/O Address: OB3h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 Bits — 


This register passes status information between the OS and the SMI handler. The IB operation is not affected 


by the data in this register. 


4.0 FUNCTIONAL DESCRIPTION 


This section describes the 82420EX PClset func- 
tions and hardware interfaces including the PCliset 
memory and |/O address map, system arbitration, 
DMA, interrupt controller, Timer/counter, power 
management, and clock/reset. The Clock/Reset 
section also covers the strapping options for the dif- 
ferent hardware configuration modes and provides 
tables listing the state of each 82420EX PClset out- 
put or bi-directional signal during a hard reset. The 
Host Bus, PCI Bus, ISA Bus, X-Bus, and the PSC/IB 
Link interfaces are described. The L2 cache and 
main memory DRAM interfaces and associated 
memory arrays are covered. 


4.1 Memory and I/O Address Map 


The 82420EX PClset interfaces to three system 
Buses—CPU, PCI, and ISA Buses. The 82425EX 
PSC provides positive decode for certain |/O and 
memory space accesses on the CPU and PCI Bus- 
es. These decodes include accesses to the PCI Lo- 
cal Bus IDE (CPU only), main memory (CPU, ISA, 
and PCl), ISA-Compatible registers (CPU, ISA, and 
PCl), and the PSC’s I/O Control Registers (CPU 
only). In addition, the PSC subtractively decodes 
certain CPU/PCI cycles. 


The 82426EX IB provides positive decode for cer- 


tain ISA |/O and memory space accesses. These 
decodes include accesses to the ISA-Compatible 
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APM Status Port (APMS): Writes store data in this register and reads return the last data written. 


registers (for ISA master and DMA initiated cycles), 
main memory (for ISA and DMA initiated cycles), 
BIOS, X-Bus, and system events for SMM support. 
Note that DMA devices and ISA masters can not 
access the PCI or CPU Buses. 


4.1.1 MEMORY ADDRESS MAP 


The PSC positively decodes accesses to main mem- 
ory space (128 MBytes maximum as programmed in 
the DRB Registers). Accesses in the following 
ranges are forwarded to the PCIl Bus: TOM to 
128 MBytes, (2 GByte minus 128 MByte) to (2 GByte 
plus 128 MByte), and 4 GByte to (4 GByte minus 
128 MByte). 


All other memory spaces are not intended for use. 


NOTE: 
The PSC does not decode host CPU ad- 
dress signals A[29:27]. 


All CPU/PCI accesses to the 0-640 KByte main 
memory region are forwarded to main memory (Ta- 
ble 10). Accesses to the video region (640- 
768 KBytes) are subtractively decoded to the ISA 
Bus. Accesses to the 768 KByte to 1 MByte region 
are controlled by attribute bits in the PAM Registers. 
Accesses to the region between 1 MByte and 
128 MByte are either sent to main memory or sub- 
tractively decoded to either PCI or ISA. 
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“Table 10. CPU/PCI 0 to 128 MByte Address Map © 


| Bottom of Hole to the Top of Hole 
Positive decode(1.2) 
Positive decode or subtractively decoded to ISA(S) 
ee ee 


NOTES: 

1. As programmed in the DRAM Row Boundary Register. . 

2. For memory accesses that are > top of DRAM <16M, the PSC subtractively decodes and forwards to ISA. 

3. The 82420EX allows 13 programmable memory and cacheability attributes on 13 memory eeament> of various sizes in 
the ISA compatiblity hole (768 KBytes to 1 MByte). Refer to the PAM Register description. 

4. Always in DRAM. 


All ISA master and DMA accesses to memory locations 0-640 KByte are forwarded to main memory. ISA 
memory accesses from 1 MByte to the top of memory are forwarded to main memory, except for accesses to 
the programmable memory hole. ISA accesses from 768 KByte to 1 MByte (except for EQOOO—-EFFFFh, if 
forwarding is enabled) and accesses above the top of main memory are confined to the ISA Bus. 


- Table 11. DMA and ISA Master Accesses to Main Memory 


NOTES: 

1. Except accesses to programmed memory hole. 

2. If bit 6 is O in the XBCSA Register and bit 6 is 1 in the PIRQO Register, accesses to EQOO0-—-EFFFFh are forwarded to 
main memory. 


The 82420EX supports one hole in main memory, as defined by the MEMHOLE Register. CPU accesses in the 
memory hole are forwarded to the PCI Bus and, if not claimed, forwarded to the ISA Bus. PCI master accesses 
in the memory hole are subtractively decoded to ISA, if necessary. ISA master accesses are confined to the 
ISA Bus. 


is | - ADVANCE INFORMATION 


intel. 


4.1.2 BIOS MEMORY SPACE 


The 82420EX PClset supports 512 KBytes of BIOS 
space. This includes the normal 128 KByte space 
plus an additional 384 KByte BIOS space (known as 
the enlarged BIOS area). All BIOS regions that are 
not shadowed in main memory are subtractively de- 
coded. 


The 128 KByte BIOS memory space is located at 
OOOEQO00-OO0FFFFFh (top of 1 MByte), and is ali- 
ased at FFFEQOOO—FFFFFFFFh (top of 4 GByte). 
This 128 KByte block is split into two 64 KByte 
blocks. CPU/PCI accesses to the top 64 KByte re- 
gion (QOOFOO00-OOOFFFFFh) that are not claimed 
by main memory or PCI, are forwarded to ISA. The 
subsequent ISA cycle always generates a BIOS chip 
select (asserts BIOSCS #). 


CPU/PCI accesses to the bottom 64 KByte region 
(OOOEQOOO-OOOEFFFFh) that are not claimed by 
main memory or PCI are forwarded to ISA. The sub- 
sequent ISA cycle generates a BIOS chip select, if 
lower BIOS is enabled (via the XBCSA Register). 


The additional 384 KByte region resides at 
FFF8O0000—FFFDFFFFh. When enabled (via the 
XBCSA Register), CPU/PCI memory accesses to 
this region are subtractively decoded to the ISA Bus 
and BIOS chip select is generated. 


All ISA BIOS accesses within the FOOOO-—FFFFFh 


region are confined to the ISA Bus, even if BIOS is 
shadowed in main memory. Accesses to the EQOQ00- 
EFFFFh region are confined to the ISA Bus, when 
this BIOS region is enabled (via the XBCSA Regis- 
ter). When the region is disabled, accesses are for- 
warded to main memory, if forwarding is enabled (via 
the PREV Register). Note that bit 6 in the XBCSA 
Register overrides bit 4 in the PREV Register. 


4.1.3 VIDEO FRAME BUFFER 


The Video Frame Buffer can be mapped in the fol- 
lowing ranges: 
1. In the standard VGA range. 


2. In a defined memory hole. In this case, DRAM 
size is limited to 128 MByte Memory minus the 
hole size. For example, if there is a 2 MByte 
Frame Buffer hole, somewhere between 1 MByte 
and 16 MByte, then the maximum DRAM size al- 
lowed is 128 MByte minus 2 MByte equal 
126 MByte. 


ADVANCE INFORMATION 


82420EX 


3. Above Top of Memory, but under 128 MByte. In 
this case, maximum DRAM size is limited to 
128 MByte minus the Frame Buffer Size. . 


4. Above 128 MByte. There are three non-aliased 
ranges above 128 MByte, which can be used for 
Frame Buffer: . 


(2 GByte minus 128 MByte) to 


2 GByte When HA[31:27] =01111 
2 GByte to (2 GByte plus 
128 MByte) When HA[31:27] = 10000 


(4 GByte minus 128 MByte) to 
(4 GByte minus .5 MByte) | 
When HA[81:27] = 11111 


4.1.4 1/0 ACCESSES 


The PSC positively decodes access to the I/O con- 
trol registers, PCI configuration registers, and ISA- 
Compatible Registers. For details concerning ac- 
cessing these registers, see Section 3.0, Register 
Description. In addition, the PSC positively decodes 
CPU I/O accesses to the IDE ports, when enabled. 
For IDE port accesses, see Section 4.5, PCI Local 
Bus IDE. . 


4.1.5 SMRAM: PROTECTED SMM MEMORY 
BLOCK 


The 82420EX PClset supports a_ dedicated 
64 KBytes of SMM memory, called SMRAM. The 
SMRAM is accessible only when certain conditions 
are met. In normal operations, the SMRAM is hid- 
den. SMRAM can be located at the AOO00—FOO00h 
segment. The SMRAM can be enabled/disabled 
and programmed via the SMRAM Control Register. 


When SMRAM is hidden, the whole memory space 
can be accessed, excluding the SMRAM block. 
When the SMRAM is visible, most of the memory 
space is visible, in addition to the SMRAM block. 
Only the memory block that shares the same bus 
address ranges with SMRAM cannot be accessed in 
this case. | 


SMRAM is visible under the following conditions: 


e The CPU is in SMM, performing a memory cycle 
in the SMRAM range, while the SMRAM is not 
manually closed. This’ is_ indicated by 
SMIACT # =0, HLDA=0, HA is in the SMRAM 
range (as programmed by SMBASE field of the 
SMRAMCON Register), and SMCLS=0. The 
SMCLS bit only affects data cycles and is ignored 
for code read cycles. 
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e The CPU is not in SMM, performing a memory 
cycle in the SMRAM range, while the SMRAM is 
manually opened. This is_ indicated by 
SMIACT # =1, HLDA=0O, HA is in the SMRAM 

range, and the SMOPN= 1. 


~@ On each CPU access when SMIACT # is assert- 
ed (or SMOPN= 1), the main memory address is 
compared to the selected SMM memory address 
as determined by the SMBASE field. These bits 
allow the user to select from eight different 
64 KByte main memory locations used for el 
memory. 


4.2 PSC/IB Link Interface 


The PSC and IB communicate using the PSC/IB in-_ 


terface. Interface communications include CPU/PCI 
accesses of the IB internal registers, CPU/PCI cy- 
cles forwarded to the ISA Bus, and ISA master or 
DMA accesses to main memory. The PSC/IB Link 
interface is a point-to-point communication connec- 


- tion between the PSC and the IB. 


Four sideband signals synchronize data flow and 
bus ownership—Link Request (LREQ#), Link Grant 
(LGNT #), Command Valid (CMDV #), and Slave Idle 
(SIDLE#). LREQ# and LGNT# are used by the IB 
- to arbitrate for link mastership. Only the IB drives 
_ LREQ# while only the PSC drives LGNT #. CMDV# 
is driven by the current link master, while SIDLE # is 
driven by the current link slave. Commands, ad- 
dresses, and data are transferred between the PSC 
and IB using the host address bus signals (A[17:2]). 


4.3 Host CPU Interface | 

The 82420EX PClset provides a host interface to all 
of the Intel486 family of processors and upgrades. 
4.3.1 HOST BUS SLAVE DEVICE 


The PClset can be configured (via the HOST Device 
Control Register) to support an Intel486 Host Bus 
Slave device (specifically, a graphics device). Two 


special signals (HDEV # and HRDY #) as defined by | 


the VL Bus specification are used in the interface to 
the Host Bus slave. The PSC can be configured to 
monitor HDEV # for all memory and |/O ranges that 
are not positively decoded by the PSC. The PSC can 
be configured to monitor HRDY # and return RDY # 
to the CPU, based on HRDY #. The host device may 
include an I/O. range, memory range or both I/O and 
memory ranges. In all cases, these ranges must 
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not be programmed (positively decoded) by the 
PSC. The host device’s memory ranges are non- 
cacheable. — 


NOTES: 


1. DMA, ISA Masters and PCI masters cannot 
access the Host Bus device. 


' 2. The PSC does not contain a time-out 
mechanism to recover a cycle when 
HDEV # is asserted but HRDY # is not as- 
serted. When the Host Bus device asserts. 
HDEV #, it is assumed that the HRDY # as-- 
sertion will follow. 


3. Host Bus Device—Read and Write fastest 
timing. During a CPU read (fastest timing 
programmed), the Host Bus device must 
not start driving the data bus until two Host 
Bus clocks after the active ADS# period. 
This is required so the L2 cache can drive 
the data bus for a 0 wait-state L2 read. 
During a CPU write, the Host Bus device 
can respond with HRDY # in the cycle fol- 
lowing ADS#, to achieve a 0 wait-state 
write cycle. 


4. If the Host bus slave device is implement- 
ed on the motherboard, the graphics con- 
troller and video DAC chip must be ac- 
cessed through the host bus. The graphics | 
ROM must also be accessed through the 
host bus or integrated into system BIOS. If 
the graphics ROM is not integrated into 
system BIOS, and the graphics ROM is 
shadowed into DRAM, the host device 
must not respond with HDEV# when the 
graphics ROM area is accessed. If the 
graphics ROM is not shadowed, the PSC. 
PAM registers must be programmed not to. 
respond to the graphics ROM area. 


5. If the host bus slave device is implemented 
using a connector, the graphics controller 
and video DAC chip must be accessed 
through the host bus. The graphics ROM 
can be accessed through the ISA bus. 
However, when accessing the ROM BIOS, 
the card in the connector must latch the 
address with ADS #. 


6. Not all host bus slave devices use all of the 
host address lines for decode. If this is the 
case, note that PCl memory and system 
memory is limited by the number of ad- 
dress lines used by the host bus device for 
decode (e.g. if [25:2] are only used by the 
host device, usable system memory is lim- 
ited to 64 MByte, as the host device will 
alias anything above 64 MByte). 
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4.3.2 L1 CACHE SUPPORT 


The 82420EX PClset provides signals that support 
the CPU’s L1 cache. For the S-Series CPUs, the sig- 
nals are the PCD, KEN#, and EADS# signals. For 
the D-Series and P24T CPUs, the signals are the 
KEN #, EADS#, CACHE#, and HITM#. The P24T 
and the D-Series CPUs include certain signals that 
are not connected to the PCliset. These signals are 
fixed to 1 or 0, depending on the system configura- 
tion as discussed in Table 12. 


4.3.3 SOFT AND HARD RESETS 


The 82420EX PClset generates soft reset (SRESET) 
and hard resets (PCIRST#, RSTDRV, and 
CPURST). 


Soft Reset 


SRESET/INIT is generated under the following con- 
ditions: 


1. Programming the TRC Register (see TRC Regis- 
ter Description). 
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2. Keyboard KBDRST#: This signal from the key- 
board controller is used to generate a soft reset 
to the CPU via the PSC’s SRESET/INIT signal. 


3. Shutdown special cycle: When the CPU executes 
a shutdown special cycle, SRESET is generated. 


Hard Reset 


The IB generates a hard reset under two conditions: 

1. PWROK; When PWROK is driven low, the IB as- 
serts PCIRST#, RSTDRV, and CPURST. These 
hard reset signals remain asserted until 2 
HCLKIN cycles after the rising edge of PWROK. 

2. Programming the TRC Register (see TRC Regis- 
ter description). 


Reset Distribution 


Figure 4 and Figure 5 show how the hard and soft 
resets are distributed in the system. The specific im- 
plementation depends on the CPU type as shown in 
the figures. 


To ensure that SMI# is not generated during 
SRESET, an external “OR” gate must be used as 
shown in Figure 6. 


Table 12. L1 Cache Signals Not Connected to the PSC 


The CPU asserts HIT to indicate that an Inquire cycle hits a line. The PSC only needs to know 
when the L1 cache line needs to perform write-back, as a result of Inquire cycle. Since the 
need to perform write backs is indicated by HITM #, the HIT is not needed in the PSC. 


INV INV input is tied to 1 for P24T and D-Series processor configuration. When INV = 1, the 
cache line is invalidated as a result of snoop-hit cycle. 


Therefore, FLUSH # can be tied to 1. The PSC recognizes the FLUSH special cycles and 


FLUSH # The PSC does not support L1 hardware flush. Since SMRAM must be configured in a non- 
cacheable region, there is no need for automatic FLUSH # in a 82420 PClset-based system. 


responds with RDY # to allow external logic to activate FLUSH # (if desired). 


BLEN# BLEN # is tied to 0 for P24T and D-Series configurations to enable bursted write-back cycles. 


WB/WT# | WB/WT# is tied to 1 for P24T and D-Series configurations to set all cache lines in write-back 
mode. Individual lines can be configured in write-through mode by software only. 


PWT is used as an indication to cache a line in a write-through mode. The PSC L2 Cache 


EWBE # P24T External Write Buffer Empty input is used to enforce correct cycle ordering in 
concurrent systems. In 82420 PClset-based systems, there is only a single active master at a 
time. Thus, the PSC does not use the EWBE # signal. 
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Figure 4. Reset Distribution for CPU’s with Hard Reset and Soft Reset Inputs 
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Figure 5. Reset Distribution for CPU’s with One Reset Input 
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Figure 6. SMI# Gated with SRESET 


4.3.4 KEYBOARD CONTROLLER (A20) 


The 82420EX supports the generation of A2Z0M# via 
the keyboard controller. To support the generation 
of A20M #, external logic may be required (Figure 7), 
depending on system requirements. “OR” gates 1 
and 2 ensure that A20M# is negated during a SRE- 
SET or CPURST, respectively. OR” gate 2 is not 
required if the KBC firmware forces KBCA20M# 
high during a hard reset. ‘‘OR”’ gate 3 and the invert- 
er ensure that A20M # is negated when SMIACT # is 
asserted. “OR” gate 3 and the inverter are not re- 
quired if the SMRAM is located under 1 MByte or at 
an even 1 MByte boundary and the SMRAM code 
does not need to go above the 1 MByte range while 
in SMM mode. 


Keyboard | KBDA20M# 


Controller 


KBDRST# 


CPURST 


4.4 PCl interface 


The PSC has a standard master/slave PCI Bus in- 
terface. As a PCI device, the PSC can be either a 
master initiating a PCI Bus operation or a target re- 
sponding to a PCI Bus operation. The PSC is a PCI 
Bus master for Host-to-PCl accesses and a target 
for PCl-to-Main memory accesses (or accesses that 
are forwarded to the ISA Bus). The Host can read or 
write configuration spaces, PCl memory space, and 
PCI 1/O space. 


NOTES: 

1. PCi-to-Host accesses are not permitted. 
However, PCI-to-Main memory cycles that 
require the Li/L2 caches to be snooped, 
do invoke Host Bus cycles. 


2. ISA-to-PCl accesses are not permitted. 


2 (optional) , (optional) 


Dp 
SMIACT# 
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Figure 7. System Connection for Keyboard A20M# Generation 


ADVANCE INFORMATION 


1-353 


82420EX 


4.4.1 PCI BUS CYCLES SUPPORT 


When the host initiates a bus cycle to a PCI device, 
the PSC becomes a PCI Bus master and translates 
the CPU cycle into the appropriate PCI Bus cycle. 
Post buffers permit the CPU to complete Host-to- 
PCI writes in zero wait-states. | 


When a PCI Bus master initiates a main memory ac- 
cess, the PSC becomes the target of the PCI Bus 
cycle and responds to the read/write access. As a 
PCI master, the PSC generates address parity for 


read and write cycles, and data parity for write cy-_ 


cles. As a target, the PSC generates data parity for 
read cycles. During PCl-to-Main memory accesses, 
the PSC automatically performs cache snoop opera- 
tions on the Host Bus, if needed, to maintain data 
consistency. . 


PCI Bus commands indicate to the target the type of 
transaction desired by the master. These commands 
are presented on the C/BE[3:0] # signals during the 
address phase of a transfer. Table 13 summarizes 
The PSC’s support of the PCI Bus commands. 


intel. 


The PCI Bus specification supports bridges that con- 
nect the system’s local PCI Bus with other remote 
busses (PCI or others). The PSC supports the ability 
to connect bus bridges onto the local PCI Bus. 


PSC Supports Other PCI Bridges 


One type of PCI bridge interfaces the local PCI Bus 


to a set of slave (only) devices. In this case, the 
bridge performs protocol translation and may in- 
clude write buffers (pointing away from the local 
PCl). An example of such a bridge is the PCl-to- 
PCMCIA bridge device (PPEC). 


A second type of PCI bridge interfaces the local PCI 
Bus with another bus that supports masters and 
slaves—a remote PCI Bus. This type of bridge can 
generally include write buffers (and pre-fetchers) 
that are pointing in both directions (to local PCI Bus 
and away from local PC! Bus). 


Table 13. Supported PCI Bus Commands . 


Interrupt Acknowledge 


0000 


0010 


0100 Reserved 
0101 | Reserved 


1111 Memory Write and Invalidate 


NOTES: 


0001 Special Cycle 
I/O Read 


C/BE(3:0]# | Command Type Supported As Target Supported As Master - 
VO Write 


Reserved 
[1010 | Confguatonead «SCN SSSCSC*dSC(‘“‘CT‘VO@®”=O™~™C 


Yes 
Yes 
Yes 
Yes 


1. As a target, the PSC treats this command as a memory read command. 
2. As a target, the PSC treats this command as a memory write command. 


1-354 


ADVANCE INFORMATION 


intel. 


The PSC supports PCl-to-PCl bridges, with the fol- 
lowing restrictions: 


e The 82420EX PCliset does not allow more than a 
single active master in the entire system. This re- 
striction prevents a remote PCI Bus master from 
performing an exclusive access that is claimed by 
the bridge (the target is on the local PCl Bus), 
while there is another active master in the system 
(that may be performing another exclusive ac- 
cess on the local PCI Bus). 


e When a master is granted, it is guaranteed that 
the PSC’s PCI write buffers are empty. Since the 
PSC does not know the status of other bridges’s 
buffers (that point to the PCI) while it grants the 
CPU, the other bridge’s buffers must be disabled. 


4.4.2 HOST TO PCI CYCLES 


Host bus accesses to PCI Bus are always in the 
Host Bus address range, as_ defined by 
A[31:30,26:2] and the four BE lines. The PCI ad- 
dress lines are driven during the address phase. 
AD[29:27] lines are driven to the value of A[30], dur- 
ing Host accesses to PCI. 


The PSC has the ability to burst up to 32 back-to- 
back CPU memory writes on the PCI Bus. This func- 
tion is controlled by the PCICON Register. The PSC 
is capable of merging 8/16-bit graphic write cycles 
to the same dword address into the same posted 
write buffer location (controlled by the PCICON Reg- 
ister). The merged data is then driven as a single 
dword cycle on the PCI Bus. Byte merging is per- 
formed in the compatible VGA range only. 


4.4.3 PCI CYCLE TERMINATIONS 


The PSC performs a master abort, received target 
abort, signaled target abort, and a disconnect (as 
either a master or slave) as described in this section. 


Master Abort—PSC as a Master 


The PSC performs two types of master abort when a 
PCI cycle is not claimed by PCI Bus devices. 


Master-Abort of Type 1 is performed by the PSC for 
the following conditions: 


e When the memory address is lower than 
16 MBytes. 


e When the memory address is higher than 
16 MBytes, but it is an enabled BIOS range. 


e When the I/O address is lower than 64 KBytes. 
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Type 1 master abort actions: 
e Master abort is performed. 
e The cycle is forwarded to the ISA Bus. 


Master abort of Type 2 is performed by the PSC for 
the following conditions: 


e When the memory address is higher than 
16 Mbytes, and it is not an enabled BIOS range. 


e |/O address is above 64 KBytes. 


e When a configuration access to a PCI device is 
not claimed. 


Type 2 master abort actions: 

e Master abort is performed. 

e Master abort status bit (DS Register) is set. 

e For reads, data of all 1’s is returned to the CPU. 


e For writes, RDY# is activated to complete the 
CPU cycle. 


Received Target Abort—PSC as a Master: 


When a PSC driven cycle is target aborted, the PSC 
sets the Received Target Abort status bit to 1 (in the 
DS Register). In addition, when SERR# is enabled, 
this signal is asserted for a single PCICLK. RDY # is 
asserted to complete the CPU cycle. 


. NOTE: 
When the CPU attempts an access configu- 
ration registers and the function number is 
not 000, data of all 1’s is returned (if it is a 
read cycle) and Target Abort Status bit is 
set. 


Disconnect—PSC as a Master 


When the PSC, as a PCI master, generates a burst 
memory write, it can be disconnected by the PCI 
target. The PSC will retry the disconnected cycle be- 
fore any arbitration changes can be performed, 
since the PSC write buffers must be emptied and the 
on-going CPU access must be completed before an 
arbitration transfer can take place. 


Disconnect—PSC as a Target 


The PSC, as a PCI target, performs a disconnect 
when burst PCI master accesses are destined to the 
ISA Bus. The disconnect is performed at the com- 
pletion of the first data phase. In addition, for burst 
PCI master cycles to main memory, the PSC per- 
forms a disconnect at the completion of the last data 
phase in a line boundary. | 
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4.4.4 EXCLUSIVE CYCLES 


The PSC, as a PCI master, never performs LOCKed ° 


cycles. The CPU does not return active HLDA while 
it is performing a LOCKed sequence. Also, the CPU 
- js the only active master, as long as HLDA is inac- 
tive. Thus, the PSC does not need to drive LOCK to 
guarantee the CPU atomic LOCK sequence. Note 
that the 82420EX PClset supports a bus locking 
mechanism (i.e., when a PCI master performs 
locked accesses, the arbitration is not changed, until 
the locked sequence is completed). 


4.4.5 Parity Support 


As a master, the PSC generates address parity for 
read and write cycles, and data parity for write cy- 
cles. As a slave, the PSC generates data parity for 
read cycles. Even parity is generated using the PAR 
line in the PCICLK following the PCI address or data 
phase. | 


The PSC does not check parity or generate SERR#, 
based on the PCI parity. The PSC only generates 


SERR # (if enabled via the PCICOM Register), when. 


a main memory read results in a parity error. When a 
main memory parity error is detected, the PSC acti- 
vates SERR#, if enabled, for a single PCICLK. 


When a main memory parity error is detected and 
SERR # generation is enabled, the DPE bit in the DS 
Register is set to 1. When SERR # is activated, the 
SERRS bit in the DS Register is set to 1. 


4.5 PCI Local Bus Ide 


The PSC has a full-function PCI Local Bus IDE Con- 
troller capable of generating high speed PCI Local 
Bus IDE cycles. The PCI IDE address, control, and 
data signals are multiplexed with the PCI AD signals 
(Figure 8). They are buffered by external TTL devic- 
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es to drive the IDE connector. Only CPU accesses 
to IDE can use the PCI local bus path. PCI masters 


and ISA masters can not access the drive connect- 
ed to the PCI Local Bus. 


The PSC’s IDE interface supports one IDE connec- 
tor (two drives). An additional IDE connector could 
be connected to the ISA or PCI Bus. The PCI IDE 
interface can be programmed at either the primary 
address (1FOh-1F7h, 3F6h, 3F7h) or secondary ad- 
dress (170h-177h, 376h, 377h) locations. 


The selected IDE’s data port, as well as the control/ 
status ports, are accessed through the PCI Local 
Bus path. The PSC provides data steering to route 
data between the IDE data bus and the correct Host 
Bus byte lane. However, the PSC does not support 
multiple assembly/disassembly cycles for data size 
mismatches. Data size matching is guaranteed by 
the IDE device driver. The PSC assumes that all 
data port accesses (1FOh, 170h) are 16 bits wide. If 
an 8-bit.IDE drive is accessed, the PSC still drives 16 
bits onto the PC! AD signals for data port writes to 
IDE, and drive HD(15:0) for data port reads. Access- 


~es to the PCI Local Bus control and status ports are 
- assumed to be 8-bit accesses and the PSC steers 


the data to the appropriate byte lane. Table 14 
shows the |/O addresses for the various IDE data, 
control, and status ports: 


The PSC controls the timing of the high speed ac- 
cesses to the PCI IDE connector and provides pro- 
grammable timing fields (via the LBIDE Register). 


This allows the PCI local bus IDE timing to be pro- — 


grammed to cover 25 MHz and 33 MHz PCl frequen- 
cies, and IDE Modes 1, 2, and 3. The programmable 
timing also allows. additional flexibility in the event 
that still faster IDE modes are defined in the future. | 
Note that, the faster timing applies to data port ac- 
cesses only. Accesses to all other ports, except the 
data port, run with compatible timings. ? 
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AD31/IDE1CS# 


AD30/IDE3CS# 


! 


AD25/IDEAO 


AD26/IDEA1 


AD27NDEA2 


AD28/ORDY 


AD(31:0) 


AD23/0W# 


LBIDE# 
AD29/DIR 


i 


AD24/lOR# 


| 

D 

E 

~~ 3 
| t 


lIORDY 


\/ 


i 
i 


T/R# OE# 


AD[15:0)/IDED(15:0) 


A 


2xALS245 


All 244 outputs have pull-ups. 
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Figure 8. PSC PCI Local Bus IDE Connection 


The PSC supports one connector that can be as- 
signed at the primary or secondary address. This 
One connector can support two drives. The drive is 
selected through the Drive, Head port at I/O ad- 
dress 1x6h. The CPU writes bit 4 to a 0 to select 
drive 0, and writes bit 4 to a 1 to select drive 1. The 
PSC snoops writes to the enabled 1x6h (1F6h for 
primary, 176h for secondary) and keeps its own 
copy of bit 4 of |/O 1x6h. The fast timing bank can 
be programmed to apply to data port accesses to 
either drive 0, drive 1, or both. Accesses to the non- 
selected drive run with compatible timings. 


Typically in a PC, when reading from port 3x7h, 


bits[6:0] are provided by the IDE drive and bit 7 is 
provided by the floppy disk controller as a reflection 


| ADVANCE INFORMATION 


of the DSKCHG from the floppy disk drive. This oc- 
curs for both the primary and secondary locations. 
The PSC handles CPU I/O reads to port 3x7h in a 
unique fashion. For example, when the primary ad- 
dress range is enabled, the PSC splits the read to 
3F7h and generates both a PSC/IB link interface 
bus cycle as well as a PCI Local Bus IDE cycie. The 
PSC takes bit 7 from the link cycle, merges it with 
bits[6:0] from the PCI local bus IDE cycle, and re- 
turns the complete 8 bits to the CPU. If the primary 
address range is not enabled, only the PSC/IB link 
interface bus cycle is generated. The same opera- 
tion applies to 377h reads, when the secondary ad- 
dress range is enabled. This feature permits the PCI 
Local Bus IDE to be used in a system where, for 
example, the AIP is placed on an add-in card. 


1-357 


82420EX 


Table 14. IDE i/O Addresses 


Pron [owe 
[win _| erorFoaures 


1x7h Status/Command | 
Alternate Status/Device Control 
Drive Address 


NOTE: : 
x=F for Primary and 7 for Secondary 


4.6 ISA Interface 


The |B incorporates a fully ISA Bus compatible mas- 
ter and slave interface. The IB directly drives five 
ISA slots without external data or address buffers. 
The ISA interface also provides byte swap logic, I/O 
recovery support, wait-state generation, and 
SYSCLK generation. The ISA interface supports the 
following cycle types: 


e CPU or PCi master initiated |1/O and memory cy- _ _ 


cles to the ISA Bus. 


e DMA compatible cycles between main memory 
and ISA I/O and between ISA I/O and ISA mem- 

_ Ory. - 

e ISA refresh cycles initiated by either the IB or an 
external ISA master. 


e ISA master-initiated memory cycles to main mem- 
ory and ISA master-initiated !/O cycles to the in- 
ternal IB registers. | 


NOTES: 


1. The IB does not grant the ISA Bus to an 
ISA master before gaining ownership of the 
system (i.e. Host and PCI Buses). 


2. All cycles forwarded to main memory run 

as 16-bit extended cycles (i.e. IOCHRDY is 
negated until the cycle completes). Be- 
cause the ISA Bus size is different from the 
main memory bus size, the data steering 
logic inside the IB steers the data to the 
correct byte lanes. 
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I/O Recovery Support 


The I/O recovery mechanism in the IB is used to 


add additional recovery delay between the CPU or 
PCI master initiated 8-bit and 16-bit 1/O cycles to the 
ISA Bus. The IB automatically forces a minimum de- 


lay of 3.5 SYSCLKs between back-to-back 8- and 


16-bit 1/O cycles to the ISA Bus. This delay is mea- 
sured from the rising edge of the 1/O command 
(IOR# or IOW #) to the falling edge of the next I/O 
command. If a delay of greater than 3.5 SYSCLKs is 
required, the ISA |/O Recovery Timer Register can 
be programmed to increase the delay in increments 
of SYSCLKs. No additional delay is inserted for 

back-to-back I/O sub-cycles generated as a result © 
of byte assembly or disassembly. . 


SYSCLK Generation 


The IB generates the ISA system clock (SYSCLK). 
SYSCLK is a divided down version of HCLKOUT and 
has a frequency of either 8.00 or 8.33 MHz, depend- 
ing on the HCLKOUT frequency. The clock divisor 
value is determined by strapping options as dis- 
cussed in the Clock section. _. 


For CPU or PCI initiated cycles to the ISA Bus, 
SYSCLK is stretched to synchronize BALE falling to 
the rising edge of SYSCLK. During CPU or PCI initia- 
ted cycles to the IB, BALE is normally driven high, 
synchronized to the rising edge of SYSCLK and then 
driven low to initiate the cycle on the ISA Bus. How- 
ever, if the cycle is aborted, BALE remains high and 
is not driven low until the next cycle to the ISA Bus. 


Data Byte Swapping (ISA Master or DMA to ISA. 
Device) 


The data swap logic is integrated in the IB. For 
slaves that reside on the ISA Bus, data swapping is 
performed if the slave (I/O or memory) and ISA Bus 
master (or DMA) sizes differ and the upper (odd) — 
byte of data is being accessed. The data swapping 
direction is determined by the cycle type (read or 
write). Table 15 shows when data swapping is pro- 
vided during DMA and ISA master cycles to ISA 
slaves. 
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Table 15. DMA Data Swap 


are [re | 

Size Size 
eS 

[eet «dC SSCS~*dSC*‘éN«SCSSOIOe>spIro 
a 

SS 


Comments 
(I/O) <—> Memory 


SD[7:0] <— SDI[7:0] 


SD[7:0] <—> SD[15:8] 
Not Supported 7 


Table 16. 16-bit Master to 8-bit Slave Data Swap 


NOTES: 


[sence [sao | soiteei | soi | comments 
To fo | ous | even | Word Transfer data swapping rotrequred) 
Se a 
[4 [Even | byte Traeter data swapping ot required) 
Se 


Byte Swap(1, 2) 


Not Allowed 


1. For ISA master read cycles, the IB swaps the data from the lower byte to the upper byte. 
2. For ISA master write cycles, the IB swaps the data from the upper byte to the lower byte. 


Wait-State Generation 


The IB adds wait-states to the following cycles, if 
lIOCHRDY is sampled negated (low). Wait-states are 
added as long as IOCHRDY remains low. 


e During Refresh and IB master cycles (not includ- 
ing DMA) to the ISA Bus. 


e During DMA compatible transfers between ISA 
I/O and ISA memory only. 


For ISA master cycles targeted for the IB’s internal 
registers or main memory, the IB always extends the 
cycle by driving I|OCHRDY low until the transaction is 
complete. 


Cycle Shortening 


The IB shortens the following cycles, if ZEROWS # 
is sampled asserted (low). 


e During IB master cycles (not including DMA) to 
8-bit and 16-bit ISA memory. 


e During IB master cycles (not including DMA) to 
8-bit ISA |/O only. 
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For ISA master cycles targeted for the |B’s internal 
registers or main memory, the IB does not assert 


ZEROWS#. If IOCHRDY and ZEROWS# are sam- 


pled low at the same time, IOCHRDY will take prece- 
dence and wait-states will be added. 


4.7 X-Bus 


The 82420EX PClset provides the decode (chip se- 
lects) and X-Bus buffer control (XBUSOE# and 
XBUSTR#) for a Real Time Clock, Keyboard Con- 
troller, and BIOS (Figure 9). The chip selects are 
generated combinatorially from the ISA SA[16:0] 
and LA[23:17] address bus. (Note that the ISA 
master must drive SA[19:16] and LA[23:17] low 
when accessing I/O space.) The IB also provides 
PS/2 mouse support via the IRQ12/M signal and 
coprocessor functions (FERR# and IGNNE#). The 
chip selects and X-Bus buffer control lines can be 
enabled/disabled via the XBCSA Configuration Reg- 
ister. 
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XBUSTR# 
XBUSOE# 
RTCALE 


RTCCS# 


IRQ12/M 
KBCCS# 


_ BIOSCS# 
MEMR# 
MEMW# 


FERR# |«—— CPU FERR# 
IGNNE# +> CPU IGNNE# 


RTCRD# RTC 
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Figure 9. X-Bus Support 


4.7.1 COPROCESSOR ERROR FUNCTION 


The IB provides coprocessor error support for the 
CPU (enabled/disabled via the XBCSA Register). 


FERR # is tied directly to the coprocessor error sig- - 


nal of the CPU. If FERR# is asserted, an internal 
IRQ13 is generated and the INTR signal is asserted. 
When a write to I/O location FOh is detected, the IB 
negates IRQ13 (internal to the iB) and asserts 
IGNNE#. IGNNE# remains asserted until FERR# 
is negated. Note, that IGNNE# is not asserted un- 
less FERR# is asserted. 


4.7.2 MOUSE FUNCTION 


The IB provides a mouse interrupt function (en- 
abled/disabled via the XBCSA Register) on the 
IRQ12/M input signal. In this mode, a mouse inter- 
rupt generates an interrupt through IRQ12 to the 
Host CPU. The IB informs the CPU of this interrupt 
via a INTR. A read of 60h or 62h releases IRQ12. If 
bit 4=0 in the XBCSA Register, a read of address 
60h or 62h has no effect on IRQ12/M. Reads and 
writes to this register flow through to the ISA Bus. 
For additional information, see the IRQ12/M de- 
scription in the Signal Description. 
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4.8 System Arbitration 


The 82420EX PClset provides bus arbitration on the 
Host Bus, PCI Bus, and the PCI/IB Interface (to the 
ISA Bus). A device that is the master on any bus is 
the master of the entire system. (i.e., concurrency of 
more than one active master is not supported). 


Signals associated with the system arbitration are 
the HOLD/HLDA signals (CPU Bus), PREQ[1:0]/ 
PGNT[1:0]# signals (PCI Bus), and the LREQ#/ 
LGNT# signals (PSC/IB Link Interface). 


4.8.1 SYSTEM ARBITRATION SCHEME 


When there are no active requests, the CPU owns 
the system. The system arbitration rotates between 
the PCI Bus, CPU Bus, and Link Interface Bus (on 
behalf of DMA and ISA Master devices), with the 
CPU permitted access every other transition. ~ 
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1. The PSC, as a PCI master, never performs 
locked cycles. However, locked cycles are 
supported for PCi masters. When a PCl 
master performs a locked access, the arbi- 
tration is not changed until the locked se- 
quence is completed. 


2. After PGNT[1:0] # is asserted by the PSC, 
it is negated when FRAME# is sampled 
active (regardless the state’ of 
PREQ[1:0] #). The PCI master is expected 
to continue its current cycle (with potential 
multiple data phases), and then get-off the — 
PCl Bus. The PSC does not release HOLD 
until the PC! Bus is idle. When a PCI mas- 
ter is re-tried by the PCI target, 
PGNT([1:0] # is already negated. Thus, the 
PCI master must get-off the bus. Since the 
PSC always gives the bus back to the CPU 
and the arbitration is rotated, PREQ[1:0] # 
can remain active as long as the PCI mas- 
ter has cycles to perform. 


3. The PSC precludes fast back-to-back PCI 
master transactions. In addition, the PSC, 
as a PCI master, does not support fast 
back-to-back transactions. 


4. When the PSC, as a PCI master, is re-tried, 
target-aborted or master-aborted, by a PCI 
target, the arbitration mechanism does not 
assert PGNT[1:0] # or LGNT#. 


4.9 DMA Controller 


The DMA circuitry incorporates the functionality of 
two 82C37 DMA controllers with seven indepen- 
dently programmable channels (Channels [3:0] and 
Channels [7:5]). The DMA supports 8/16-bit device 
size using ISA-compatible timings and 27-bit ad- 
dressing as an extension of the ISA-compatible 
specification. The DMA channels can be _ pro- 
grammed for either fixed (default) or rotating priority. 
The DMA controller also generates ISA refresh cy- 
cles. DMA Channel 4 is used to cascade the two 


Channel 0 
Channel 1 
Channel 2 
Channel 3 
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controllers and default to cascade mode in the DMA 
Channel! Mode (DCM) Register (Figure 10). In addi- 
tion to accepting requests from DMA slaves, the 
DMA controller also responds to requests that are 
initiated by software. Software may initiate a DMA 
service request by setting any bit in the DMA Chan- 
nel Request Register to a 1. The DMA controller for 
Channels [3:0] is referred to as ‘‘DMA-1” and the 
controller for Channels [7:4] is referred to as 
“DMA-2”. | 


Each DMA channel is hardwired to the compatible , 
settings for DMA device sizechannels [3:0] are 
hardwired to 8-bit, count-by-bytes transfers and 
channels [7:5] are hardwired to 16-bit, count-by- 
words (address shifted) transfers. The IB provides 
the timing control and data size translation neces- 
sary for the DMA transfer between the memory (ISA 
or main memory) and the ISA Bus I/O. ISA-Compati- 
ble DMA timing is supported. The DMA controller 
also features refresh address generation and auto- 
initialization following a DMA termination. 


Note that a DMA device (I/O device) is always on 
the ISA Bus, but the memory referenced is located 
on either an ISA Bus device or in main memory. 
When the IB is running a DMA cycle, it drives the 
MEMR# or MEMW# strobes, if the address is less 
than 16 MBytes (QOOOOO-FFFFFFh). The IB always 
generates ISA-Compatible DMA memory cycles. 
The SMEMR# and SMEMW# are generated if the 
address is less than 1 MByte (QOQOOQO0-OOFFFFFh). — 
To avoid aliasing problems when the address is 
greater than 16 MBytes (1000000-—7FFFFFFh), the 
MEMR# or MEMW# strobe is not generated. 


The channels can be programmed for any of four 
transfer modessingle, block, demand, or cascade. 
Each of the three active transfer modes (single, 
block, and demand), can perform three different 
types of transfers (read, write, or verify). Note that 
memory-to-memory transfers are not supported by 
the IB. The DMA supports fixed and rotating channel 
priorities. 


Channel 4 


Channel 5 
Channel 6 
Channel 7 
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Figure 10. Internal DMA Controller 
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4.10 Interval Timer 


The 82420EX PClset contains three counters that 
are equivalent to those found in the 82C54 program- 
mable interval timer. Each counter output provides a 
key system function. Counter 0 is connected to inter- 
rupt controller IRQO and provides a system timer in- 


terrupt for a time-of-day, diskette time-out, or other | 


system timing functions. Counter 1 generates a re- 


fresh request signal and Counter 2 generates the 


tone for the speaker. 
| Counter 0 (System Timer) 


This counter functions as the system timer by 
controlling the state of IRQO and is typically pro- 


grammed for Mode 3 operation. The counter produc- _ 


es a square wave with a period equal to the product 
of the counter period (838 ns) and the initial count 
value. The counter loads the initial count value one 
counter period after software writes the count value 


to the counter I/O address. The counter initially as- _ 


serts IRQO and decrements the count value by two 
each counter period. The counter negates IRQO 
when the count value reaches 0. It then re-loads the 
initial count value and again decrements the initial 
count value by two each counter period. The counter 
then asserts IRQO when the count value reaches 0, 
re-loads the initial count value, and repeats the cy- 
cle, alternately asserting and negating IRQO. 


Counter 1 (Refresh Request Signal) 


This counter provides the refresh request signal and | 
is typically programmed for Mode 2 operation. The | 


counter negates refresh request for one counter pe- 
riod (838 ns) during each count cycle. The initial 
count value is loaded one counter period after being 
written to the counter |/O address. The counter ini- 
tially asserts refresh request, and negates it for 1 
counter period when the count value reaches 1. The 
counter then asserts refresh request and continues 
counting from the initial count value. 


4 
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This counter provides the speaker tone and is 
typically programmed for Mode 3 operation. The 
counter provides a speaker frequency equal to the 
counter clock frequency (1.193 MHz) divided by the 
initial count value. The speaker must be enabled Py 
a write to I/O address 06th. 


Counter 2 (Speaker Tone) 


4.11 Interrupt Controller 


The 82420EX PClset contains an ISA-compatible in- 
terrupt controller that incorporates the functionality 
of two 82C59 interrupt controllers. The two control- 
lers (CNTRL-1and CNTRL-2) are cascaded allowing 
thirteen external and three internal interrupts (Figure 
11). CNTRL-1 and CNTRL-2 are initialized separate- 
ly and can be programmed to operate in different . 
modes. CNTRL-1 is connected as the master inter- 
rupt controller and CNTRL-2 is connected as the 
slave interrupt controller. The three internal inter- 
rupts are used for internal functions only and are not 
available to the user. IRQ2 cascades the two con- 
trollers. IRQO provides a system timer interrupt and 
is tied to the Interval Timer, Counter 0. IRQ13 is con- 
nected internally to FERR# for coprocessor error 
support. The remaining thirteen interrupt lines 
(IRQ(15,14,12:9,8 #,7:3,1]) are available for external 
system interrupts. Edge or level sense selection is 
programmable on an individual channel by channel 


_ _basis. Interrupt steering permits two programmable 


interrupts (PIRQO0# and PIRQ1#) to be internally 
routed (steered) to one of eleven interrupts 
(IRQ(15,14,12:9,7:3]). 


NOTES: 


1. The standard external IRQ12 signal func- — 
tion or internally generated IRQ12/Mouse 
function are selected via the XBCSA Reg- 
ister. 


2. The IB translates the CPU generated inter- 
rupt acknowledge cycle internally into the 
two INTA# pulses expected by the inter- 
rupt controller system. 
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82C59 
Core 
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1IRQ12/Mouse —————> 


FERR# —————> 
iIRQ14 ————-» 
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NOTE: 


82420EX 


Timer 1 
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IRQ] ————> 82C59 


Core 
Controller 1 


(Master) 


NO Oh WD = © 
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IRQO, IRQ2, and IRQ13 are internally connected and do not appear spekomally 


Figure 11. Block Diagram of the Interrupt Controller 


4.11.1 PROGRAMMING THE INTERRUPT 
CONTROLLER 


The Interrupt Controller accepts two types of com- 
mand words generated by the CPU or bus master— 
Initialization Command Word (ICWx) and Operation 
Command Word (OCW x). 


Initialization Command Words (ICWs) 


Before normal operation can begin, each interrupt 
controller in the system must be initialized. In the 
82C59, this is a two to four byte sequence. However, 
for the 82420EX PClset, each controller must be 
initialized with a four byte sequence. This four byte 
sequence is required to configure the interrupt con- 
troller correctly for the IB implementation. This im- 
plementation is ISA compatible. 


The four initialization command words are referred 
to by their acronyms: ICW1, ICW2, ICW3, and ICW4. 
These command registers are discussed in Section 
3.0, Register Description. The sequence must be ex- 
ecuted for CNTRL-1 and CNTRL-2. ICW1, ICW2, 
ICW3, and ICW4 must be written in order. Any diver- 
gence from this sequence, such as an attempt to 
program an OCW, will result in improper initialization 
of the interrupt controller and unexpected, erratic 
system behavior. It is suggested that CNTRL-2 be 
initialized first, followed by CNTRL-1. 


Operation Command Words (OCWs): 
These are the command words which dynamically 
reprogram the Interrupt Controller to operate in vari- 


ous interrupt modes. OCW1 masks interrupt lines. 
OCW2 controls rotation in interrupt rotation priority 
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mode and the End of Interrupt (EOI). OCW3 sets up 
reads of the ISR and IRR, enables/disables the 
Special Mask Mode (SMM), and sets up the polled 
interrupt mode. The OCWs can be invoked any time 
after initialization. 


4.11.2 EDGE AND LEVEL INTERRUPT 
TRIGGERED MODE 


In ISA systems, this mode is programmed using bit 3 
in ICW1. For the IB, this bit is disabled and the 
Edge/Level Control Registers (ELCR1 and ELCR2) 
are included that select edge and level triggered 
mode per interrupt input. The default programming is 
equivalent to programming the LTIM bit (ICW1 bit 3) 
to a O (all interrupts selected for edge triggered 
mode). Note, that IRQ([13,8 #,2,1,0] can not be pro- 
grammed for level sensitive mode. 


In both the edge and level triggered modes, the 
IRQx input must remain active until after the falling 
edge of the first INTA#. If IRQx is negated before 
this time, a default [RQ7 occurs when the CPU ac- 
knowledges the interrupt. This can be a useful safe- 
guard for detecting interrupts caused by spurious 
noise glitches on the IRQ inputs. To implement this 
feature, the IRQ7 routine is used for “clean up” by 
simply executing a return instruction, thus ignoring 
the interrupt. If IRQ7 is needed for other purposes, a 
default IRQ7 can still be detected by reading the 
ISR. A normal IRQ7 interrupt sets the corresponding 
ISR bit; a default IRQ7 does not set this bit. If a 
default IRQ7 routine occurs during a normal IRQ7 
routine, however, the ISR remains set. In this case, it 
is necessary to keep track of whether or not the 
IRQ7 routine was previously entered. If another 
IRQ7 occurs, it is a default. 
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4.11.3 INTERRUPT STEERING 


The IB contains two programmabie interrupts 
(PIRQO and PIRQ1 #) that can be internally routed 
to one of eleven interrupts (IRQ(15,14,12:9,7:3]) by 
programming the PIRQx Route Control Registers. 
One or both PIRQx# lines can be routed to the 
same |IRQx input or interrupt steering can be dis- 
abled. 


The PIRQx# lines are defined as active low, level 
- gensitive to allow multiple interrupts on a PCI board 

to share a single line across the connector. When a 
PIRQx# is routed to a specified IRQ line, the soft- 
ware must change the IRQ’s corresponding ELCR 
bit to level sensitive mode. Note, that this means 
that the selected IRQ can no longer be used by an 
ISA device, unless that ISA device can respond as 
an active low level sensitive interrupt. 


4.12 L2 Cache 


The L2 cache memory array contains a cache data 
RAM with a selectable storage capacity of either 64, 
128, 256, or 512 KBytes. The cache data RAM is a 
direct-mapped memory array, write-through or write- 
back, that can be organized in either an interleaved 
or non-interleaved configuration. In addition to the 
cache data RAM, the L2 cache contains a RAM ar- 
ray that holds the tag address and a dirty bit that is 
associated with each line of data. Table 17 provides 
a summary of the L2 cache. A valid bit is not used in 
this architecture. The L2 cache is programmed via 
the SCC Register. 


Capacity 64, 128, 256, or 
. _| 512 KByte 


a . 
intel. 
Table 17. L2 Cache Features 


Feature | Desorption —_ 


Data Banks | dor 2, depending 
, on capacity 


Cacheable Main Memory | 8 MBytes to | 
128 MBytes 


Allocation Policy Allocate on CPU 


_ reads; no allocate 
Cache Policy 


on writes 
4.12.1 L2 CACHE SIZES/PERFORMANCE 


Non-cacheable, 
write-through (WT), 
and write-back (WB) 


The PSC allows four cache sizes. Table 18 shows | 
the tag and data SRAMs used for various user set- 
tings. The PSC supports 15 ns tag SRAMs and 20 ns 
data SRAMs for the L2 cache at all frequencies. Ta- 
ble 19 shows the range of L2 performance achiev- 
able. 


Table 18. L2 Options and Component List 
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Table 19. Performance 


NOTES: 
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1. 2-1-1-1 may be used only with minimum margin design (light Host Bus loading) and 12 ns Data SRAMs. 
2. Programmable option and applies to cache hit dirty write cycles. 


4.12.2 CACHE OPERATIONS 


During a CPU memory read or write operation, the 
PSC searches the cache first. Then, if required, it 
searches main memory for addressed data loca- 
tions. The L2 cache operation is determined by the 
cache policy (non-cacheable, write-through, or write- 
back) as determined by the Secondary Cache Con- 
trol Register (see Section 3.0, Register Description). 
If the caching policy is non-cacheable, the cache is 
not accessed. 


Write-through and write-back are two caching poli- 
cies for updating main memory with data in the 
cache. For these policies, the cache operation is de- 
termined by the type of operation as follows: 


CPU Write Cycle 


If the caching policy is write-through and there is a 
cache hit, both the cache and main memory are 
updated. If there is a cache miss, only main memory 
is updated. The cache is not updated (no write-allo- 
cate). 


If the caching policy is write-back and there is a 
cache hit, only the cache is updated; main memory 
is not affected. If there is a cache miss, only main 
memory is updated. The cache is not updated (no 
write-allocate). 


CPU Read Cycle 
lf there is a cache hit, the cache operation is the 
same for both write-through and write-back. In this 


case, data is transferred from the cache to the CPU. 
Main memory is not accessed. 
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If there is a cache miss, the line containing the re- 
quested data is transferred from main memory to the 
cache. During the cache line update, a line fill (burst 
read) memory operation containing four dword 
transfers occurs on the Host Bus to bring in the new 
line. This occurs for both write-through and write- 
back. However, in the case of write-back, if the 
cache line fill is to a dirty line (D=1), the dirty line is 
first written back to main memory before the new 


_ line is brought into the cache. For a dirty line write- 


back operation, the PSC first performs a read from 
the dirty cache line and writes the data to main 
memory. Then, the PSC updates the cache (both L1 
and L2 simultaneously) with the new line. 


4.12.3 CACHE CONSISTENCY 


The Snoop mechanism in the PSC ensures data 
consistency between cache (both Li and L2 
caches) and main memory. Note that, for write-back 
cache control, the term “Inquire” is sometimes used 
to describe the snooping operation. In this docu- 
ment, the term “Snoop” is used for both write- 
through and write-back cache policies. 


The PSC monitors PCI master, ISA master and DMA 
accesses to main memory and when needed, initi- 
ates an inquire (snoop) cycle to the L1 and L2 
caches. The snoop mechanism guarantees that | 
consistent data is always delivered to the host CPU, 
PCI master, ISA master or DMA. 
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4.12.4 INITIALIZING THE L2 CACHE 


The 82420EX PClset L2 cache architecture does not 
use a valid bit. Instead, BIOS initializes the L2 cache 
with valid data. After initialization, the cache control- 
ler maintains data coherency between the cache 
and main memory by keeping all cache lines valid. 
The PSC cache controller has two special bits to 
support initialization—Force Hit (SCC Register bit 6) 
and Force Miss Clean (SCC Register bit 5). 


BIOS can use the Force Hit bit to determine the size 
of the L2 cache. When Force Hit is enabled, BIOS 
can attempt to alias cache locations on writes. For 


-— example, to check a 128 KByte cache size, BIOS 


writes location ‘‘x” with value 00h. BIOS can then 
write location 128k + x with 11h. With Force Hit 
enabled and the cache in write-back mode, the write 
does not access main memory. When a value of 00h 
is read from location “x’’, the L2 cache is greater 
than 128 KBytes. If 11h is read, the L2 cache is 
smaller than 128 KBytes. This process is repeated 
for all cache boundaries. 


The Force Miss Clean bit causes all accesses to the 
L2 cache to be treated as a clean miss. This allows 
BIOS to initialize the L2. At start-up BIOS enables 
Force Miss Clean and reads a block of memory 
equal to the cache size. This initializes the L2 cache 
with data that is coherent with main memory. 


4.12.5 CACHE LINE DESCRIPTION 
Each line consists of four dwords of data, a tag field 
and a.Dirty (D) bit. The tag field and control bits are 


read/written by the PSC during normal cache opera- 
tions and are not accessible by software. 
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The Dirty bit is set to 1 by the PSC to indicate that — 
data modified in the cache line has not been written 
back to main memory. 


D: Dirty . 


Tag: Real Address Tag 


_ The PSC uses the Tag field for cache line hit/miss 


determination. The width of the Tag field is fixed at 8 
bits. The table below shows the real address bits 
that are stored in the Tag field as a function of the 
cache sizes. | 


Cache Size 8-Bit Tag 

64 KBytes A[23:16] 

128 KBytes A[24:17] 

256 KBytes A[25:18] © 

512 KBytes A[26:19] . 
Doubleword(3:0] 


Each line of the cache data RAM contains four 
dwords. 4 
4.12.6 L2 CACHE STRUCTURE 


The tag is 8 bits plus a dirty bit. Either interleaved or 
non-interleaved organizations are permitted. The 


PSC will assert the COE[1:0] # and CWE[1:0] # sig- 


nals to both banks, even when programmed for non- 
interleaved mode. The interleaved L2 can provide 
zero wait-state reads and writes. Figure 12 shows > 
the interconnection between the PSC and an inter- 
leaved L2. The PSC has a variety of programmable 
access timings to support 25 MHz, 33 MHz, and 
50 MHz. These options are controlled by the Sec- 
ondary Cache Control Register (SCC). | 
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TAG[?:0] | <«—————_> | D[7:0] 


TAG 
SRAM A[12:0] 
32Kx9 


82420EX 


Data Bus 


Address Bus 


A[17:12], 
A[11:4] 


74F373 


A[17:4] 
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Figure 12. The PSC with an Interleaved L2 (256 KBytes Data) 


4.13 Dram Interface 


The DRAM controller interfaces main memory to the 
Host Bus, PCI Bus, and ISA Bus. The PSC provides 
the control signals, address lines, and data path 
control. A two-way interleaved DRAM organization is 
supported for optinum main memory performance. 


ADVANCE INFORMATION 


Up to ten single-sided SIMMs or four double-sided 
and two single-sided SIMMs provide a maximum of 
128 MBytes of main memory. The DRAM controller 
interface is fully configurable through a set of control 
registers (the DRAM Control Mode Register, the 
DRAM Memory Hole Register, and the five DRAM 
Row Boundary [DRB] Registers). | . 
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The PSC controls a 64-bit memory array (72-bit 
including parity) and/or a 32-bit memory array (36-bit 
including parity) ranging in size from 1. to 
128 MBytes using industry standard 36-bit wide 
memory modules with fast page-mode DRAMs. Both 
_single- and double-sided SIMMs are supported. The 
‘eleven multiplexed address lines (MA[10:0]) permit 
_ the use of 256Kx36, 1Mx36, and 4Mx36 SIMMs. 
Both interleaved and non-interleaved rows are sup- 
ported simultaneously. Five RAS# lines enable up 
_ to five rows of DRAM. Eight CAS # lines allow byte 
control over the array during read and write opera- 
tions. The PSC supports 70 ns DRAMs. Page mode 
- accesses efficiently transfer data in bursts. Parity 
- support is optional. 


The PSC DRAM performance is controlled through 
programmable wait-states. Various DRAM timing pa- 
rameters may be set in the DRAM Control Register. 
Programmable timings support 70 ns DRAMs at 
25 MHz and 33 MHz. Programmable parameters in- 
clude RAS precharge, CAS precharge, CAS low 
time, MA setup time, and MA hold time. The PSC 
- provides RAS only refresh, de-coupled from ISA re- 
fresh, and hidden from any access. 


4.13.1 DRAM ADDRESS TRANSLATION 


The multiplexed row/column address to the DRAM 
memory array is provided by the MA[10:0] signals 
and is derived from the host address bus as defined 
by Table 20. The page size is 2 KBytes for non-inter- 
leaved rows and 4 KBytes for interleaved rows. The 
_ page offset address is driven over the MA[8:0] lines 
when driving the column address. In non-interleaved 
rows the PSC drives address bit 2 on the MA8& line, 
minimizing the multiplexing required. The MA[10:0] 
lines are translated from the address lines A[24:3] 
for all memory accesses. 


intel. 


4.13.2 DRAM STRUCTURE 


Figure 13 illustrates an 8-SIMM configuration sup- 


porting single-sided SIMMs. A row in the DRAM ar- 


_ ray is made up of two SIMMs that share a common 


RAS # line. SIMMO and SIMM1 comprise row 0 and 
are connected to RASO#. Within any given row, the 
two SIMMs must be the same size. Among the four 
rows, SIMM densities can be mixed in any order (i.e., 
there are no restrictions on the ordering of SIMM 
densities among the four rows). Any row may also 
contain a single SIMM (non-interleaved). This allows 
the user to upgrade the 82420EX PCliset platform 
one SIMM at a time. Each row is controlled by up to 
8 CAS lines. Any row that is populated with only one 
SIMM must be connected to the low order CAS lines 
(CAS[3:0] #). The MA[10:0] and WE# lines should 
be externally buffered if a load of more than two 
double-sided SIMMs is implemented. Two buffered 
copies of the signals are recommended to drive the 
four row array. Three buffered copies of the signals 
are recommended to drive the five row array. 


Figure 14 illustrates a 3-SIMM configuration using 
one single-sided SIMM in row one, and two double 
sided SIMMs in row 2. In this configuration, single- 


and double-sided SIMMs can be mixed. For ex- _ 


ample, if a single-sided SIMM is installed into the 
socket marked SIMMO (connected to RASO#) and 
RAS1# is not connected, row 0 is then populated 
and row 1 is empty. Two double-sided SIMMs could 
then be installed in the sockets marked SIMM2 and 
SIMM3, populating rows 2 and 3. For systems with 
no more than 2 SIMMs, the 244’s buffering MA[10:0] 
and WE #, as well as the 245’s.on the host data bus, 
may be omitted. (Note that the 245’s on the Host 
Data Bus are recommended at 50 MHz, regardless 
of the number of SIMMs.) 


Table 20. DRAM Address Translation for Interleaved Rows 
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CAS[7:4]# 


RASO# 


PSC CAS[3:0]# : SIMMO 


RAS[3:0}# | 


CAS[7:0}# Pe PAR[3:0] MD[31:0] 
rock 
| 
et bee en 
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PAR[3:0] MD[31:0] 


WE# 


“Nie RAS1# 


245's Must 
Also Be CAS[3:0]# 
Included 
At Speeds a 
Above 
33 MHz 
PAR[3:0] MD[31:0] | 
RAS2# 
CAS[3:0]# 


PAR[3:0] MD[31:0] 


RAS3# 
CAS[3:0]# 


PAR[3:0] MD[31:0] 


PAR[3:0] MD[31:0] 


[DIR 245 | 
Host Data | | 


Figure 13. 8-SIMM Configuration Supporting Single-Sided SIMMs 
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Figure 14. 3-SIMM Configuration (One Single-Sided SIMM 
in Row One and Two Double-Sided SIMMs in Row Two) 


4.13.3 DRAM SIMM SIZE/DENSITY OPTIONS 4.13.4 DRAM PAGE MODE 


_ The PSC may be programmed to leave the RAS 
lines active after a DRAM access for faster page 
mode accesses. The mode is programmed in the 
DRAM Control Register. When Page Mode is en- 
abled, the RAS lines remain active after the access. 


Providing support for both interleaved and non-inter- 
leaved rows gives the user a wide range of DRAM 
population options. In any row the PSC supports ad- 
dress depths of 256K, 1M, or 4M. Each row may be 
populated with one or two SIMMs. 
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The next access is considered a page hit if the ac- 
cess is to the same page. The PSC has a 2 KByte 
page size for non-interleaved rows and a 4 KByte 
page size when accessing an interleaved row. If the 
page mode is not enabled all accesses are row 
misses. 


4.13.5 PROGRAMMABLE WAIT-STATES 


4.13.5.1 RAS Precharge 


RAS precharge impacts page miss accesses, as 
well as the refresh time. In a page miss, the active 
RAS line must be negated and a new row address 
strobed into the DRAMs. When negated, RAS pre- 
charge determines the number of cycles before the 
RAS line can be re-asserted. Similarly, the RAS pre- 
charge determines the time RAS must be negates 
before and after refresh. 


4.13.5.2 CAS Read Time 


CAS read time indicates how long to leave CAS low 
after asserted during a DRAM read and how long it 
is negated between access. In the case of inter- 
leaved DRAM access, the CAS high time implied by 
this setting is ignored as this high time is more con- 
strained by the opposite banks low time. 


4.13.5.3 CAS Write Time 


CAS write time controls the CAS waveform for 
DRAM writes. The high time defined by the CAS 
write time setting is ignored for interleaved rows. 
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4.13.5.4 MA Setup Time 


The MA setup time defines the number of cycles 
after MA is switched before RAS or CAS are driven 
active. DRAMs latch row and column address when 
RAS and CAS fall. The setup time of the addresses 
to RAS/CAS for all DRAMs is 0 ns. The PSC sup- 
ports direct drive of the MA lines, which removes 
any external logic between the MA on the PSC and 
the DRAM. When there is no external buffering, the 
MA-to-DRAM path and the CAS-to-DRAM path are 
well matched. In these cases an aggressive MA set- 
up time can be programmed. When the external 
buffers are present, there could be mismatch in the 
paths, and a more conservative MA setup should be 
chosen. 


4.13.5.5 MA Hold Time 


The MA hold time defines the number of clocks after 
RAS or CAS have been asserted before MA can be 
changed. This value is determined in a manner simi- 
lar to MA setup time. DRAM requirements for 60 ns 
and 70 ns DRAMs range from 10 ns to 15 ns. 


4.13.6 DRAM PERFORMANCE 


Table 21 summarizes DRAM performance for vari- 
ous programming options for both 60 ns and 70 ns 


_. DRAMs. Other cycle constraints that are met by de- 


sign include DRAM access from RAS falling and 
DRAM access from row address, and many others. 
All accesses shown below assume no wait-states 
required for other Host Bus devices (L2, etc.). If, as 
discussed in the previous section, buffers must be 
turned around and contention with other host devic- 
es avoided, the minimum lead off for read page hits 
will be lengthened by one cycle. 
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Table 21. DRAM Performance 


pp" 


NOTES 
| = Interleaved 
Ni = Non-Interleaved 


4.14 Power Management 


The 82420EX PClset has extensive power manage- 
ment capability permitting a system to operate in a 
low power state without being powered down. In a 
typical desktop personal computer there are two 
states—Power On and Power Off. Leaving a system 
powered on when not in use wastes power. The 
82420EX PClset provides a Fast On/Off feature that 
creates a third state called Fast Off (Figure 15). 
When in the Fast Off state, the system consumes 
less power than the Power On state. 


The 82420EX PClset’s power management architec- 


ture is based on three functions—System Manage- 
ment Mode (SMM), Clock Control, and Advanced 


1-372 


25 
MHz 
33 
MHz 
25 
MHz 
1 33 
MHz 
25 | 
MHz 
33 
MHz 
25 
MHz 
33 
MHz 


Performance 
No L2 


Ird: 3/5/5-1-1-1 
Nird: 3/5/5-2-2-2 
wr: 3/5/5-2-2-2 
Ird: 3/6/7-2-2-2 
Nird: 3/6/7-2-2-2 
wr: 3/5/6-2-2-2 
Ird: 3/5/6-2-2-2 
Nird: 3/5/6-2-2-2 


_ wr: 3/5/6-2-2-2 


Ird: 3/7/7-2-2-2 


wr: 3/6/7-2-2-2 


Ird: 3/5/6-2-2-2 
Nird: 3/5/6-2-2-2 
wr: 3/5/6-2-2-2 


Ird: 3/6/7-2-2-2 
Nird: 3/6/7-2-2-2 
wr: 3/5/7-2-2-2 


Ird: 3/5/7-2-2-2 
Nird: 3/5/7-2-2-2 
wr: 3/5/6-2-2-2 
Ird: 4/7/9-2-2-2 
Nird: 4/7/9-3-3-3 
wr: 3/6/8-2-2-2 


Nird: 3/7/7-2-2-2 | 


Performance 
With L2 


Ind: 3/5/5-1-1-1 
Nird: 3/5/5-2-2-2 
Same as No L2 
Ind: 4/6/7-2-2-2 
Nird: 4/6/7-2-2-2 


‘Same as No L2 


Ird: 4/5/6-2-2-2 
Nird: 4/5/6-2-2-2 
Same as No L2 
Ird: 4/7/7-2-2-2 
Nird: 4/7/7-2-2-2 
Same as No L2 
Ird: 4/5/6-2-2-2 
Nird: 4/5/6-2-2-2 
Same as No L2 
Ird: 4/6/7-2-2-2 
Nird: 4/6/7-2-2-2 
Same as No L2 
Ird: 4/5/7-2-2-2 
Nird: 4/5/7-2-2-2 
Same as No L2 


Ird: 4/7/9-2-2-2 


_Nird: 4/7/9-3-3-3 


Same as No L2 


Power Management (APM). Software (called SMM 
code) controls the transitions between the Power On 
state and the Fast Off state. The IB invokes this 
software by generating an SMI to the CPU (asserting 
the SMI# signal). A variety of programmable events 
are provided that can generate an SMI. The SMM 
code places the system in either the Power On state 
or the Fast Off state. | | 


A Fast On event is an event that instructs the com- 
puter (via an SMI to the CPU) to enter the Power On 
state in anticipation of system activity by the user. — 
Fast On events are programmable and include mov- 
ing the mouse, pressing a key on the keyboard, an 
external hardware event, an incoming call to a sys- 
tem FAX/Modem, a RIC alarm, or the operating 
system. 
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Figure 15. Fast On/Off Flow 


4.14.1 SMM MODE 


SMM mode is invoked by asserting the SMI# signal 
to the CPU. The PClset provides a variety of pro- 
grammable events that can generate an SMI. When 
the CPU receives an SMI, it enters SMM mode and 
executes SMM code out of SMRAM. The SMM code 
places the system in either the Power On state or 
the Fast Off state. In the Power On state, the com- 
puter system operates normally. In this state one of 
the four programmable events listed below can trig- 
ger an SMI. 


1. A global idle timer called the Fast Off timer ex- 


pires (an indication that the end user has not 
used the computer for a long period of time). 


2. The EXTSMI# pin is asserted. 
3. ARTC alarm interrupt is detected. 
4. The operating system issues an APM call. 


4.14.2 SMI SOURCES 


The SMI# signal can be asserted by hardware 
events, an external SMI event (EXTSMI#), and soft- 
ware events (via the APMC and APMS Registers). 
Enable/disable bits (in the SMIEN Register) permit 
each event to be individually masked from generat- 
ing an SMI. In addition, the SMI # signal can be glob- 
ally enabled/disabled in the SMICNTL Register. 
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Status of the individual events causing an SMI is 
provided in the SMIREQ Register. For detailed infor- 
mation on the SMI control/status registers, refer to 
Section 3.0, Register Description. 


Hardware interrupt Events 


Hardware events are enabled/disabled from gener- 
ating an SMI in the SMIEN Register. The hardware 
events consist of IRQ([12,8#,4,3,1] and the Fast Off 
Timer. When enabled, the occurrence of the corre- 
sponding hardware event generates an SMI (asserts 
the SMI# signal), regardless of the current power 
state of the system. 


Fast Off Timer 


The Fast Off Timer is used to indicate (through an 
SMI) that the system has been idle for a pre-pro- 
grammed period of time. The timer counts down at a 
selectable rate from a programmed start value and 
when the count reaches 00h, an SMI is generated. 
The timer decrement rate can be set to 1 count ev- 
ery minute, ms, or HCLKIN (via the SMICNTL Regis- 
ter) and is re-loaded each time a System Event 
occurs. 


System events are programmable events that can 
keep the system in the Power On state when there is 
system activity. These events are indicated by the 
assertion of IRQ(15:9,8#,7:3,1:0], NMI, or SMI 
signals. 
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In addition to system events, break events cause the 
system to transition from a Fast Off state to the 
Power On state. System events (and break events) 
are enabled/disabled in the SEE Register. When en- 
abled and the associated hardware event occurs 
(signal is asserted), the Fast Off Timer is re-loaded 
with its initial count. | 


EXTSMI # 
The EXTSMI# input pin provides the system design- 


er the capability to invoke SMM with external hard- 
ware. For example, the EXTSMI# input could be 


connect to a “green button” permitting the user to — 


enter the Fast Off state by depressing a button. The 
EXTSMI# generation of an SMI is enabled/disabled 
in the SMIEN Register. 


Software Events 


Software events (accessing the APMx Registers) in- 
dicate that the OS is passing power management 
information to the SMI handler. There are two Ad- 
vanced Power Management (APM) registersAPM 
Control (APMC) and APM Status (APMS) Registers. 
These registers permit software to generate an SMI; 


by writing to the APMC Register. For example, the — 


APMC can be used to pass an APM command be- 
tween APM OS and BIOS and the APMS Register 
could be used to pass data between the OS and the 


SMI handler. For detailed descriptions of these reg-. 


isters See Section 3.0, Register Description. Note 
that the two APM Registers are located in normal 
I/O space. The remaining power management regis- 
ters are located in PCI configuration space. 


4.14.3 SMI (SMI#) AND INTERRUPT (INTR) 
ORDERING 


To maintain the SMI#/INTR order, an interrupt 
blocking mechanism has been incorporated into the 
IB. The blocking mechanism blocks interrupt re- 
quests that can generate an SMI# from being pro- 
cessed by the interrupt controller until the SM! # has 
been serviced by the SMM code. This blocking 
~ mechanism is selective and only affects the 
IRQ(12,8 #,4,3,1] signals that are enabled to gener- 
ate an SMI# (via the SMIEN Register). In addition, 
the blocking mechanism is only invoked if the SMI # 
signal is unmasked (via the SMICNTL Register). 
Note that PIRQ([1,0]s routed to one of the dual-pur- 
pose interrupt request lines are also affected by the 
blocking mechanism. Thus, the following criteria ap- 
plies to the blocking mechanism: 
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1. The assertion of IRQ[12,8#,4,3,1] are blocked if 
the interrupt request line is programmed for SMI 
(i.e., the interrupt request line is enabled for SMI 
via the SMIEN Register and the SMI# signal is 
not masked via the CSMIGATE bit in the 
SMICNTL Register). 

2. A blocked IRQ request is unblocked and pro- 
cessed by the interrupt controller when software 
masks the SMI# signal by setting the CSMI- 
GATE bit to 0 in the SMICNTL Register. 


3. IRQs that are already asserted when SMI # is un- 


masked (CSMIGATE set from a 0 to 1) are not 
blocked and are processed by the interrupt con- 
troller. 


The following are BIOS and hardware considera- 
tions regarding the SMI #/INTR ordering: 


e To process blocked, active IRQs, software (SMM 
code only) should mask the SMI # signal. If SMI # 
is masked outside SMM code when an IRQ that 
can generate an SMI# and the INTR signal is 
active, the SMI# and INTR order is not guaran- 
teed. 


e The SMI software handler should use the SMI- 
REQ Register status bits and not the interrupt 
controller IRR to dispatch the routine (vector to 
the appropriate SMI function). By using the SMI- 
REQ Register, the SMI handler has the freedom 
to mask the SMI# signal before or after the exe- 
cution of the SMI function. Note that the IRR is 
updated only when the SMI# signal is masked. 


e The IB updates new active SMI sources while the 
system is in SMM, independent of the state of the 
mask/unmask of the SMI# signal. When the SMI 
handler completes the execution of a certain SMI 
function, it should check whether other active 
SMI sources exist and service these sources be- 
fore executing the RSM instruction. 


e When the SMIREQ Register indicates that all SMI 
sources are inactive, the SMI handler should un- 
mask the SMI# signal and execute the RSM in- | 
struction. Note that, all active SMI sources (status 
bits not set to 0 in the SMIREQ Register), will 
generate a new SMI# to the CPU when SMI# is 
unmasked. 


e The SMI handler should not check for active SMI 
sources, or execute the new sources, after the 
SMI# signal is unmasked. Such an SMI source 
will generate a new active SMI# and the CPU will 
latch the new SMI # (and recognize it after RSM). 
Thus, executing the SMI/ source before RSM will 
cause a spurious SMI # after the RSM execution. 
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4.14.4 CLOCK CONTROL 


The CPU can be put in a low power state by assert- 
ing the STPCLK# signal. STPCLK# is an interrupt 
to the CPU. However, for this type of interrupt, the 
CPU does not generate an interrupt acknowledge 
cycle. Once the STPCLK # interrupt is executed, the 
CPU enters the Stop Grant state. In this state, the 
CPU’s internal clocks are disabled and instruction 
execution is stopped. The Stop Grant state is exited 
when the STPCLK# signal is negated. 


Software can assert STPCLK#, if enabled via the 
SMICNTL Register, by a read of the APMC Register. 
Note that STPCLK# can also be periodically assert- 
ed by using clock throttling as described below. 


The IB automatically negates STPCLK# when a 
break event occurs (if enabled in the SEE Register) 
and the CPU stop grant special cycle has been re- 
ceived. Software can negate STPCLK # by disabling 
STPCLK # in the SMICNTL Register or by a write to 
the APMC Register. 


Clock Throttling (Emulating Clock Division) 


Clock throttling permits the IB to periodically place 
the CPU in a low power state. This emulates clock 
division. When clock throttling is enabled, the CPU 
runs at full frequency for a pre-defined time period 
and then is stopped for a pre-defined time period. 
The Run/Stop time interval ratio emulates the clock 


NOTE: 


HCLKOUT1 
HCLKOUT2 
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division effect from a power/performance point of 
view. However, clock throttling is more effective 
than dividing the CPU frequency. For example, if the 
CPU is in the Stop Grant state and a system break 
event occurs, the CPU clock returns to full frequen- 
cy. In addition, there is no recovery time latency to 
start the clock. | 


Two programmable 8-bit clock throttle timer control 
registers set the STPCLK# high (negate) and low 
(assert) times—the CTLTMRH and CTLTMRL Reg- 
isters. The timer is clocked by a 32 us internal clock. 
This allows a programmable timer interval for both 
the STPCLK# high and low times of 0-8 ms. 


4.15 Clocks 


The IB contains a clock generation unit that gener- 
ates the system clocks. The IB~ generates 
HCLKOUTx (host clocks), PCICLKx (PCI clocks), 
SYSCLK (ISA System clock), and CLK2OUT (de- 
layed version of CLK2IN) signals to the system (Fig- 
ure 16). An external clock driver is not required. Two 
HCLKOUT signals and two PCICLK signals are pro- 
vided to drive the loads. One of the HCLKOUT out- 
puts is fed back to the HCLKIN pin to become the IB 
clock. CLK2OUT is used by the PSC. The IB uses a 
2X clock input (CLK2IN) as the source to generate 
the system clocks. For CPU or PCI initiated cycles to 
the ISA Bus, SYSCLK is stretched to synchronize 
the falling edge BALE to the rising edge of the 
SYSCLK. 


SYSCLK 


To ISA Devices 


CLK2OUT 


CLK2OUT To PSC 


To PSC & 
PCI Devices 


\ 10 PSC & CPU 


HCLKIN 


290488-13 


HCLKIN can be connected to either HCLKOUT1 or HCLKOUT2. 


Figure 16. System Clock Distribution 
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There are three clock configurations (strapping op- 
tions) that set the clock divisors as shown in Table 
22. The IB samples the CMDV# and SIDLE# sig- 
nals on the rising edge of PWROK to determine the 
clock divisor value. The IB CLK2IN pin is divided by 
either 1 or 2 to generate HCLKOUT[2,1] and 
PCICLK[2,1]. One of the HCLKOUT signals is fed 
back to the HCLKIN input of the IB and divided by 
either 3, 4, 5, or 6, to generate SYSCLK. Note that 
the configuration information provided in Table 22 is 
software accessible in the Host Bus Select Register. 


5.0 DESIGN CONSIDERATIONS | 


Design considerations are chip set related issues 
which affect all 82420EX PClset designs. See your 
Intel representative and the 82420EX PClset Value 
Flexible Motherboard Design Guide (297460) for the 
latest version of the design considerations. 


6.0 ELECTRICAL CHARACTERISTICS 


This section provides the 82420EX PClset maximum 
ratings, DC characteristics and AC characteristics in- 
cluding timing diagrams. 


| Table 22. Clock Configurations 


HCLKOUT PCICLK 
SIDLEs | CMDV# CLK2iIN | HCLKOUT PCICLK 


po {| Of s0MHz | 25MH2 | 2 | 25MHz | 2 | 8.99 MHz | 
po | 1 | eeMH2 | ganz | 2 | SMe | 2 | 825MHz | 4 


Strapping Options 


a ace 
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NOTICE: This data sheet contains information on 
products in the sampling and initial production phases 
of development. The specifications are subject to 
change without notice. Verify with your local Intel 
Sales office that you have the latest data sheet be- 
fore finalizing a design. . 


* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


6.1 Maximum Ratings 
Case Temperature Under Bias ...-65°C to + 110°C 


Storage Temperature .......... —65°C to + 150°C 
Supply Voltages 

with Respect to Ground ...—0.5V to Vcc + 0.5V 
Voltage on Any Pin.......... —0.5V to Voc + 0.5V 
Power Consumption (IB) ..... geen Pe ee 0.5W 
Power Consumption (PSC) ...............06. 1.0W 


sysc_k | SYSCLK 
Divisor 


Reserved 


Reserved 
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6.2 PSC and IB DC Characteristics 


DC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) 
0 


| Test 
10 


Vu [Inputtowvotage ——~=S~wC os | oe |v 
c 


Vind Input High Voltage 


Input Low Voltage 


V 

Vin2 Input High Voltage 0.7*Vcc 
V TTL Schmitt Trigger, Rising Threshhold 

V TTL Schmitt Trigger, Falling Threshhold 

V 

V 


0.3*Vcc 


Voc = 5V 
Voc = 5V 


a) 


iE 
ooh 


Hysteresis Voltage Voc = 5V | 117 
VoL Output Low Voltage (IB) 0.45 OL=24 mA 
Output High Voltage (|B) OH= —-3.0m 


IL2 
T+ 
TT 
T+ 
as 
Vous 
Vous 
Vous 
VoH9 Output High Voltage | 0.9*Vcc PT vf ign= ema [9 


io) 
LS 


OL=4mA 
lon= —2mMA 


ih 


OL=8mA 


lon= —2mA 


3 
on 


loL=8 mA 


0 
OH= —2mA 
0 


5 


4 OL=4mA 


or 


0 
lon = —2.0 mA 
0 


iN 


OL=4 mA. 
lon= —4 mA 


© 
aA 


0 
9 
4 
4 
4 
4 
4 
4 
OL=6mA 

4 


OH= —2.0 mA 7 


BAN 


0 


2 
1 
2 
2 
2 
2 
2 
2 
2 

loL=4mA 

0 


< 
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Capacitance Input 
Capacitance Output or |/O 
Voc Supply Current (IB) 


Voc Supply Current (PSC) 


NOTES: 
1. Vor1, Vout = SDI15:0], SA[19:0], LA[23:17], SBHE#, MEMR#, MEMW#, AEN, SPKR, BALE, SYSCLK, IOR#, lOW#, 
SMEMR#, SMEMW#, RSTDRV, REFRESH#, IOCHRDY, MEMCS16#, TC, DACK# 
2. Vor2, VoH2=XBUSTR#, XBUSOE#, IGNNE#, RTCCS#, KBCCS#, BIOSCS#, RTCALE, INTR, NMI, CMDV#, 
SIDLE#, LREQ#, SMI#, STPCLK# 
3. Vo_3, VoH3 = A[17:2], HCLKOUT1, HCLKOUT2, PCICLK1, PCICLK2, CPURST, PCIRST # 
4. Vota, VoH4=Al31,26:2], HD[31:0], HDP[3:0], BE[3:0]#, W/R#, RDY#, BRDY#, CI3E, Cl302, CWE[1:0]#, 
COE[1:0] #, MA[10:0], RAS[4:0] #, CAS[7:0] #, WE#, LBIDE# . 
5. Vos Vous=HOLD, AHOLD, EADS#, KEN#, TWE#, TAG[8:0], AD[31:0], C/BE[3:0]#, PAR, CMDV#, SIDLE#, 
LGNT#, PGNT[1:0] 
6. Vote, VoHe = SRESET/INIT | | | 
7. VoL7, Von7 =FRAME#, IRDY #, TRDY#, STOP#, SERR#, DEVSEL# 
8. Vo_s, VoHs = CMDV#, SIDLE#, LREQ#, LGNT# 
9. Voto, Vong = CLK20UT, PCICLK1, PCICLK2, HCLKOUT1, HCLKOUT2 
10. Vito, Vig2=HCLKIN (IB), CADV#, SIDLE#, LGNT# ; 
11. This applies to PWROK, EXTSMI#, FERR#, IRQ[1,3-7,9-11,14,15],IRQ12M, PIRQ[1:0]. 
12. This applies to pins that include a weak internal pull-up (IRQ8#([IB], FERR#([IB], D/C#[PSC], ADS#[PSC], 
BLAST #[PSC], HITM#[PSC], SM!#[PSC], SMIACT #[PSC]). 
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6.3 IB AC Characteristics 


This section provides the AC parameters and timing diagrams. 


6.3.1 CLOCK/RESET TIMINGS 
AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) 


Symbol 
tla 
t1b 
tic 
tid 
le 
1f 
1g 
1 


O 
r_ 
A 
hm 
z 
U 
co) 

—. 
Oo 

‘om 
pan 
on 
— 
CO 


tth 


t1i 
t 


[etka rightowtine ——SCS~—~‘s ws id 


ik [OLKANRise/Faltime ——S~—~S~“—~SsSC«d A ws |i 


@) 
Tr 
x 
fo 
O 
Cc 
| 
vU 
® 
re) 
Q. 


t 
| | 
| | 
| | 
til 
t1 , 

7[ [= | | 


[SSCS —SCStC“‘~*~“~*~* 
SYSCLK 
ritv | Risorrantime ———SSSSOS~—SYSSCd a ws id 


MISCELLANEOUS CLOCK TIMINGS 


Tiw [POCLKtoHoLKOUTSew ———SSC=*dYSC*‘id ws 


RESET TIMINGS 
t1x CPURST, PCIRST #, RSTDRV Driven Inactive After HCLKIN 20 
PWROK is Driven Active High. | 
tly CPURST, PCIRST #, RSTDRV Active Pulse Width. 1 | 21 
Initiated via the TRC Register. 
CPURST Valid Delay from HCLKIN Rising a - e e e 


NOTES: . 
1. Except when STPCLK# is active. 


o>) 


pepe — 
Nh 
Oo oO 
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6.3.2 PSC/IB LINK INTERFACE TIMINGS 

AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) 


[Smmboi[ SSC ammeter 
feo [Alt72}SetptoHCLKIRisng Sid 
t2d V#, isi 
es 
t2f | 


2s [OMDVe,SIDLE¢,Alv7.2] Vale Delay for HGLRN Rag ras 
fe [LGNTe SeupwoHOuKAsing | | ne [Lae 
(sie va rmtcuatamy Te aT 

12g _| LREQ# Valid Delay from HCLKIN Rising }2]9] ns | | 25] 


fen | SIDLE* riven Vaid ter CPURST is Ovenigh | 2 | [nouKN] | ae 


6.3.3 SYSTEM POWER MANAGEMENT TIMINGS , 
AC Characteristics (Vpp = 5V + 5%, Tcase = 0to 85°C) | 


[symbor [Parameter |_Min | Max | Units | Notes | Fig 


- SMI # | 


Tia | Vaidelaytomvoikn [2 [8 | rs] 
Tie [Active Pusewiah sds |i CRN |i a 


EXTSMI# | 
a 


CMDV # Hold from HCLKIN Rising 2.6 | 


-- STPCLK# 


Pia | stPoike inactive use wan [5 [| wan |_| 2a 
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6.3.4 ISA BUS AND X-BUS TIMINGS 
ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) 


| Symbol Parameter [Min | Max Units | Type | Size| Notes} Fig 


IB AS MASTER TIMINGS 
BALE 


eon use wan [rs [wivoere] | 2earaeze 


BALE Driven Active from MEMx#, c= M,I/O | 8,16 26,27,28,29 
| lOx # Inactive 


LA([23:17] 


tsa _—_| LA[23:17] Valid Setup to BALE 150 816| 7 26,27 
Inactive 
LA[23:17] Valid Hold from BALE 8,16 26, 27 
Inactive 
LA[23:17] Valid Setup to MEMx# 150 16 
Active 
LA[23:17] Valid Setup to MEMx# 173 
Active 
LA[23:17] Invalid from MEMx# 16 | 
Active 
LA[23:17] Invalid from MEMx# 39 
Active 


SA[19:0], SBHE # 


SA[19:0], SBHE # Valid Setup to 16 | 13,15 27 
MEMx# Active | 

t6b SA[19:0], SBHE # Valid Setup to 100 1/0 16 
lIOx# Active 

t6c SA[19:0], SBHE # Setup to MEMx#, | 100 M,1/O 
lOx# Active 

t6d SA[19:0], SBHE # Valid Setup to M,i/O | 8,16 26,27,28,29 

| BALE Inactive | 

SA[19:0], SBHE# Valid Hold from 51 M,I/O | 8,16 26,27,28,29 
MEMx#, lOx# Inactive | : 
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ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) (Continued) 


[Symbot] Parameter | Min Max[ units| Type [size [Notes | Fig 


MEMR #, MEMW#, IOR# and 
lOw# | | 


[t7a__ | MEMx# Active Pulse wiath (std) | 225] | ns | mM | te | a7 
t7b _| 1Ox# Active Pulse Width (std) fico} | ns | vo | 16] | 2 | 
Zo | MeMee Aeve Paso waninws) [105[ [m= | _w [eta | ar 


t7d MEMx# or |Ox# Active Pulse Width 
(std) 


MEMx# or lOx# Active Pulse Width | 160 
(nws) 


[MEMn@ inactive Puso wan [100] | os | mw [we] | a7 | 
= 


MEMx# Inactive Pulse Width 163 
|Ox# Inactive Pulse Width [res] | ns | vo fare] | 2820 | 
MEMx#, |Ox# Driven Inactive from 120 M,|I/O | 8,16 26,27 ,28,29 
lIOCHRDY Active _ | 
SMEMR # and SMEMW# | | 
8a SMEMR# & SMEMW # Propagation 8,16 26,27 
| Delay from MEMR# and MEMW# 
Read Data | a 
Read Data Driven from MEMR#, M,I/O | 8,16 | | 26,28,29 
IOR # Active | , 
Read Data Valid Setup to MEMR#, hot OR haa M,I/O ee 26,27,28 
lIOR# 


t7e 
t7f 
t7g 
t7h 
7i 


t 


Read Data Valid Hold from MEMR #, M,I/O | 8,16 26,27 ,28,29 
IOR # Inactive 
| Read Data Tri-stated from MEMR # a1 ae M,I/O a ae 26,27,28,29 


and IOR # Inactive 
— Write Data ' 
Gal a ed WY as 
Write Data Valid Hold from 45 M,I/O | 8,16 26,27,28,29 |. 
MEMW #, lIOW# Inactive 
t10c Write Data Tri-Stated from MEMW #, 75 M,I/O | 8,16 26,27,28,29 
| IOW # Inactive 


t9c 
Od 


t 


t10a 


t10b 


Os 
=3 
=o 
=I 
2. 8 
os 
2 
2) 
© 
Cc 
oO 
o 
= 
m 
= 
= 
* 


t10d M,I/O ‘cine 26,27,28,29 
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ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) (Continued) 


'Symbol| Parameter | Min | Max | Units | Type | Size | Notes | Fig _| 


MEMCS16 # 


tiia MEMCS16# Driven Active from 94 16 27 
LA[23:17] Valid j 
tlib MEMCS16# Inactive from LA[23:17] 91 26,27 
Valid ; 
tlic MEMCS16¥# Valid Hold from LA[23:17] 16 27 
Invalid. | 
tlid MEMCS16# Driven Active from 35 16 27 
SA[19:2] Valid : . 1 


IOCS16# 


t12a 1OCS16 # Driven Active from Valid 123 1/O 16 
SA[19:0] 


[ria | 10cs16¢ inaciverromvaiasarronl | | 1 | ms | vols | 


t12c 10CS16 # Valid Hold from SA[19:0] 1/O 
invalid 


[riz [10C816¢ Driven Actve romioxacive| | 75 | ne | volt] | 2 


ZEROWS# ~ 


t13a ZEROWS # Driven Active from MEMx# 27 27 
Active 

t13b ZEROWS # Driven Active from M,I/O 
MEMx#, lOx# Active 

t13c ZEROWS # Driven Active from 180 16 27 
LA[23:17] Valid 

t13d ZEROWS # Driven Active from 300 26 
LA[23:17] Valid 

t1i3e ZEROWS # Driven Active from 27 

| SA[19:0], SBHE # Valid 

t13f ZEROWS # Driven Active from M,|/O 
SA[19:0], SBHE # Valid 

t14b AEN Valid Setup to BALE Driven 111 ns /O | 8,16 
Inactive 

t14c AEN Valid Hold from |Ox# Driven 41 1/O | 8,16 
Inactive 


lIOCHRDY 

t15a IOCHRDY Driven Valid from MEMx#, 78 
lOx# Active 

t15b IOCHRDY Driven Valid from MEMx#, 
1Ox# Active 
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ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) (Continued) 
[symboi] ____—_-Parameter_————_—| Min [Max] Units | Type | Size | Notes | Fig 
LA[23:17] 


ae 
a [Aes variety omnia acve [roa [Tore | w [ve [| oo 
neo [tAessriimakttom mene acive [a | [re | w [ve] | ao 
sxe 


SA[19:0], SBHE # 


t17a SA[19:0],SBHE # Setup to MEMx# 
Active 


't17b _| SA[19:0],SBHE# Setup tolOx# Active | 89 | | ns | vo | 8 | | 


t17¢ | SA[19:0],SBHE# Valid Hold from ad a Gad a 
MEMx#, |Ox# Inactive 
Tiga [MEM Acive Pulsowidh ‘(ea me | w [ie] | oo 
[ib [ter Ate sows [te | [re [vo |e [a 
rae | WeNoe inecive use wah | @ || ns | m [ve] | a0 
rie [10x nacive use win | 62 [re | vo.p es || ar 
Read Data 
Ea TD 
reef [vole [a 3 


t19c Read Data Valid Hold from MEMR #, M,I/O | 8,16 30,31 
IOR # Inactive 

t19d Read Data Tri-State from MEMR #, IOR# M,I7O 30,31 
Inactive 


t20a Write Data Valid Setup to MEMW #, —54 . M,1/O 30,31 
_| l|OW# Active 
t20b _—‘|_ Write Data Valid Hold from MEMW#, 14 M,I/O | 8,16 30,31 
lOW # Inactive 
MEMCS16# 


t21a MEMCS16# Driven Active from Valid 
LA[23:17]. 


MEMCS16# Float from Valid LA[23:17] 


t21c_ MEMCS16# Valid Hold from LA[23:17] 
Invalid 


IOCHRDY 


IOCHRDY Inactive from MEMx#, lOx# M,I/O | 8,16 30,31 
Active 


is []OCHADY rant Pusowian | 20 25 T na [wvolase[ ~—Tanar 
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ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) (Continued) 


[Symbot] Parameter Min Max] Units | Type | size | Notes | Fig 


INTERRUPT AND NMI TIMINGS 
NMI Timing 


t23a_ SERR #, IOCHK# Active to NMI Driven 200 32 
Active _ | 


Interrupt Timing 


~~ nepeting —OOSC“=SSCSCS 


ISA BUS MASTER TIMINGS 


DACK # : 


ae 
Tata [DACK® hacive ron OREO necive [eo] [ws] | | [& 


Tri-Stating and Driving the Bus , 

t27a IB Tri-States Address, Data, and Control 30 34 
Signals from DACK# Active 

t27b IB Drives Address, Data, and Control Signals 71 34 
from DACK # Inactive 


SMEMR # and SMEMW # 


t28a SMEMR# & SMEMW # Valid from MEMR# 34 
and MEMW # Valid | 


DATA SWAP LOGIC TIMING 
(ISA Master to ISA Slave) 


Taba [ Soi7. ole SoLtsel Propagation Oelay | |e [= [ | | [es 
fas | SoLtsal 0 SOI7.0 Propagation Delay | | 16 | ns | | 


P| 35 | 
t29c IB Drives Data Bus from IOR#, lOW#, 20 35 
MEMR# or MEMW# Active 
t29d IB Tri-States Bus from |OR#, MEMR#, or 5 20 2,3 35 
SMEMR ¥ Inactive 
t29e IB Tri-States Bus from lIOW #, MEMW #, or 15 | 2,3 35 
SMEMW # Inactive 


DMA COMPATIBLE TIMINGS 


[a [REG Arve Has tom OF howe [68 
DREQ Active Hold from IOW # Active es 

es 
; 
105] fe | 
es 


\ 
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ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) (Continued) 


[Symbol Parameter [Min | Max | Unite | Type | size | Notes | Fla 
Tata [AEN ActvetolOxe Acive ——SSC=*d sw | Cd 
[faa [AEN and BALE nacive rom ioxe inactive [at | [ne | | | [aaa7. 


LA[23:19], SA[19:0], SBHE # 


LA[23:19],SA[19:0], SBHE # Valid Setup to | ons 36,37 
MEMx# Active © | 

t383b LA[23:19],SA[19:0], SBHE # Valid Hold 51 36,37 
from MEMx# Inactive 


_ MEMR#, MEMW#, IOR#, IOW# | 
t84a_ | IOW# and MEMW¢ Active Pulse Width | 474; | ns | | | si 86,37. 
tab ee ee ee 
2G ae ae Sa 


“] O01 
oO 1;NM 
o!;o 


A 
N 


co 


SMEMR# and SMEMW # Valid from 36,37 |. 
MEMR# and MEMW# Valid 


Read Data 


"a6a [Read Data Vaid romiOR@ Acie | 
a6 | Read Data Vaid Holdtromions nacive | 0 | | ns || | | a7 


io) 


Read Data Float from IOR # Inactive 


Tra | White Data Vaid Setup olOws racine [282 [me [| | + a 


Write Data Valid Hold from IOW # Inactive 33] fm | |. [| | 36 
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ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) (Continued) 


[symbot| ____—Parameter_—== | Min| Max] Units | Type | Size | Notes | Fig _ 
(ISA to ISA Transaction) 

[ia8a | S0I7.0] 0 SDI15:8] Propagation Delay | | 15 | =| | | ‘| 38 

ris [ns | 


t38c IB Drives Data Bus from |OR# or MEMR# 20 38 
Active 

t38d IB Tri-States Bus from |OR # or MEMR# 
Inactive 


[aba [TCAcive SetuptolOwe inactive fan] [me | [| 6 [aear. 
fasb | TC Active Hold tom One inactive ft | [ns | | | 6 _[aear, 
rash [ToPusewah ————SSS~*i oo] ns | Yio 
PC wcnySC—“—SC“‘“(‘#S#NNSONSCNSNNN 


lIOCHRDY 


Tab [I0CHRDY ValdiomMEMae Active | [oe ns | | | [asa 
rade [1OCHRDY inactive Pulse win vest [ne || | ‘saan. 


ISA REFRESH TIMINGS , 


REFRESH # 


t62a REFRESH # Active Setup to MEMR# 120 39,40 
Active 

t62b REFRESH # Active Hold from MEMR # 31 | 218 39,40 
Inactive 

t62c REFRESH # Driven Active to SA[15:0] 11 39,40 
Valid 

t62d | REFRESH# Active Hold from SA[15:0] ay ey 4d 39,40 
Invalid 


AEN Driven Active to MEMR# Active 

AEN Hold from MEMR # Inactive 

SA[15:0] 

SA[15:0] Valid Setup to MEMR # Active 
SA[15:0] Valid Hold from MEMR # Inactive 
SA[15:0] Valid Float from MEMR # Inactive 


woe | ech 
coe | meh 


© 


BAN 
oT 


o};}— 
we) 

oO 

a | 0 
p | |o 
Ora] aA 
oO!1o 
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ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, TCASE = 0 to 85°C) (Continued) 


Symboi| Parameter _————_~([Min| Max] Unite Type | size [Notes] Fig 

_ MEMR#, SMEMR# | | | 
isa [MEWR Active Pusowiah _——~—~*dwaas| [ws || |‘ 
1650 [MEMR Ti-state rom MEWA® Inacive | 45 [120| ns | | | [3940 
1850 [MEM Dive Inacve ftom OCHADY Active | 120| | ns | | |_| a040 
- frase [SEM Propagation Delay rommewne | [5 | os | | | [oe] 
88a []OCHRDY inactive fom MEMR# Acive 
686 []OCHRDY Val om MEMR# Acive | | 76[ ns | | | [2040 
i680 [OCHROY Actvetoinactve __————~—~=*d@o| ws | | |_| s040 


IB Drives Control and Address from REFRESH # te Seis 
| Active . . 


ome 
o>) 
CO 
8 
>O 
20) 
© + 
a0 
=. 
< 
@O 
pas | 
> 
je) 
Q 
ot 
< 
@D 
ow, 
oa 
(@) 
3 
—n 
> 
> 
soy) 
2 
rr 
= 
N 
Go 
— 
xq 
N | N 
Be 
Ee 
anh, 


B 
awh, 


XBUSTR # and XBUSOE # 
/XBUSTR ¥ Active from |OR#, MEMR # Active 
XBUSOE # Active from IOx#, MEMx# Active 
XBUSTR # Active Setup to XBUSOE # Active 
XBUSOE # Inactive from lOx#, MEMx# Inactive 
XBUSTR # Inactive from IOR#, MEMR# Inactive 
XBUSOE # Setup to XBUSTR # Inactive 
XBUSOE # Inactive from SA[16:0] and LA[23:17] 


XBUSTR # Inactive from IOR#, MEMR# Inactive 


t69a 
t69b 
t69c 
—|t69d 


_ 
Oo oO; 


4 
t69f 


t69h 1 


~~ 

o> 

ye) 

O 
NILALS — _ 
alas nN Ni 
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_ ISA Bus and X-Bus AC Characteristics (Vpp = 5V + 5%, Tcase = 0 to 85°C) (Continued) 


[type | size | Notes | Fi 


DMA ACCESSES TO X-BUS 
XBUSTR # 


toa [reustas hao ton OAC hoe | [we || ae 
ES 


Mouse Timing Support 


t71a IRQ12/M and IRQ1 Minimum Active Pulse 43 
Width (for Mouse Function and Keyboard) 


Coprocessor Error Support 


t73a IGNNE # Active from |OW # Active from Port 
FOh Access 


[rae _[1Gwve® naciveromrenne rece | [isofw | | | 


Real Time Clock — (RTCALE) 


Tea [ATCALEPusowiah ———=—S~i at oo | we | Cd 
‘irs [ RTCALE Active romiOwa Acts | [70 [me] | | [aa 
Paper tag 


Speaker Timing 


[t76a__ | SPKRValidDelaytromOscRising |_| 200] ns | || a8 | 


NOTES: 

. No-wait-state (ZEROWS #) asserted. 

. This applies to the byte lane that the data has been swapped to. 

. Data is tri-stated from the standard memory commands (SMEMR # or SMEMW 4), when they are generated. 

. This specification includes both the time the IB drives IOCHRDY active and the time it takes the IB to float IOCHRDY. 

. This applies to the last cycle of a demand mode DMA transfer. 

. Output from IB. 

. 36 ns has been added to the ISA spec to meet ZEROWS# setup requirements. 

. This applies to ISA Master initiated refresh only.. 

. IB as a master cycles only. 

10. ISA master cycles only. 

11. This applies to the IB cycles that IOCHRDY is not driven low. 

12. This applies to all DACK# signals. 

13. 56 ns has been added to the ISA spec to meet MEMCS16# setup requirements. ISA devices are not suppose to use 
the SA address as part of their MEMCS16# decode. However, some devices do use SA as part of MEMCS16# decode. 

14. X-Bus read 

15. For back-to-back ‘“‘sub cycles” generated as a result of byte assembly or disassembly, this spec is 34 ns. 


OON OAR ON — 
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6.3.5. AC TEST LOADS 


Table 23. AC Test Loads 


Capacitive Load 
) REFRESH #, TC, SD[15:0], SA[19:0], SBHE#, LA[23:17], |OCS16#, MASTER#, 
MEMCS16#, MEMR#, MEMW#, SMEMR #, SMEMW#, IOR#, lOW#, AEN, BALE, 


IOCHRDY, ZEROWS#, RSTDRV, SYSCLK - 


120 pF DACK # [7:5,3:0] 


50 pF SPKR, INTR, NMI, BIOSCS#, KBCCS#, RTCCS#, RTCALE, XBUSTR#, XBUSOE#, 

| | IGNNE# | 
Output a 

if | 


Cc, Includes all Parasitic Capacitance 
290488~16 


Figure 17. Test Load 


6.3.6 AC TIMING WAVEFORMS 


q—_tiligh Time _, 


Low Time Rise 


290488-17 


Figure 18. Clock Timing 
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PCICLK 


HCLKOUTx 
290488-18 


Figure 19. PCICLK-to-HCLKOUT Skew Timing 


HCLKIN 


PWROK 


CPURST, PCIRST#, 
RSTDRV 
290488-20 


Figure 20. Reset Inactive after PWROK 


CPURST, PCIRST#, 
RSTDRV 


(Write to TRC Register) 
290488-21 


Figure 21. Reset Active Pulse Width 


HCLKIN 


CPURST 


t2h 
SIDLE# | , ——| . 


290488-—22 


Figure 22. SIDLE # Active after CPURST 
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HCLKIN 


HCLKIN 


EXTSMi# 


HCLKIN 


STPCLK# 
290488-23 


Figure 23. SMI#, EXTSMI#, and STPCLK # Timing 


HCLKIN 


CMDV#, SIDLE#, 
scala! = at 7:2], 


TSMl# 


290488-24 


HCLKIN 


CMDV3#, SIDLE#, 

A[17:2], SMI4, 

EXTSMI#, STPCLK# | 
290488—25 


Figure 25. HCLKIN to Output Valid Delay 
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t4a 


BALE 


| 


LA[23:17] 


SA[19:0], SBHE# 


- 
> 
| 


t7d, t7e 
MEMR#, MEMW# 


SMEMx# 


ita 
ial 
| 


MEMCS16# 


ZEROWS# 


IOCHRDY 


SD[7:0] R 


SD[7:0] W 
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Figure 26. 8-Bit ISA Memory Slave Timing (IB as Master) 
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BALE 


LA[23:17] =~: 


SA[15:0] SBHE# = 


ie ee 


a 


MEMR#, MEMW# |e 


t7f 
1c 


SMEMW#, SMEMR# 


tl 
MEMCS164 


ZEROWS# y 


IOCHRDY ~. pe 
SD[15:0] R Ee ees SE eee 


SO[15:0]) Wy 


290488 -27 
Figure 27. 16-Bit ISA Memory Slave Timing (IB as Master) 
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SA[19:0], SBHE# ~ 


IOR#, |OW# 


1O0CS16# 


ZEROWS# 


tOCHRDY 


$D[7:0] R 


SD[7:0]) W _ 


a 
- 
a" 


82420EX 


t7d, t7e 


| 
| 


S 
» 
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Figure 28. 8-Bit ISA 1/O Slave Timing (IB as Master) 
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82420EX | | . intel . 
AEN | | | 
BALE ~ 
SA[19:0], SBHE# 
IOR4#, IOW# 


ae 
10CS16# i 
Gay 


IOCHRDY 


$D[15:0] R 


SD[15:0] W : 
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Figure 29. 16-Bit I/O Slave Timing (IB as Master) 
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LA[23:17] 


SA[19:0], SBHE# 


MEMR#, MEMW4 


1OCHRDY 


MEMCS16# 


SD[(7:0)R 


SD{7:0} W 
290488-30 


Figure 30. ISA Master Accessing PCI Memory Timing 


ADVANCE INFORMATION 1-397 


82420EX a | intel ‘ 


Hi 
BALE 


SA[19:0], SBHE# 


(OR#, (OWF 


jOCHRDY 


SO7:0)8 eee 


SD[7:0] Ww BERET ree Bae 
290488-31 


Figure 31. ISA Master Accessing IB Register Timing 


SERR#, IOCHK# 


290488-—32 


Figure 32. NMI Timing 


IRQx 


t24a 
290488-33 


Figure 33. interrupt Timing 
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SD[15:0) 2 
SA[15:0] mugs pete ab 


LA[23:19] Pe ee ae 


BHE# 2 


MEMR#, MEMW# 


lIOR#, |OW# 


MEMR#, MEMW# 


SMEMR#, SMEMW# 


-290488-34 


Figure 34. ISA N aster Miscellaneous Timing 
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SD[7:0] 


SD[15:8] 


lIOR#, IOW# 
MEMR#, MEMW# 


SD[7:0] or SD[15:8] 
IOR#, MEMR#, OR 
SMEMR# 

SD[7:0] or SD[15:8] 


lOWw#, MEMW#, OR 
SMEMW# 


5S 
S 


er 
a 
a 


SD[7:0] or SD[15:8] 


290488-35 


Figure 35. ISA Master Data Swap Timing 
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DACK# 


LA(23:17] oo 


SA[15:0] 


t40b t40c 


lOw# 


MEMR# 


$D[15:0] 


t39a__| t39b 
___t39h__ 
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Tc 


Figure 36. DMA Com patible Timing (Memory Read) 
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DACK# 


LA[23:17] 


Salt 9:0} 


IOCHRDY 


MEMW# 


SMEMW# 


SD[15:0] 
t39a 
on 
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Figure 37. DMA Compatible Timing (Memory Write) 
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; ntal ; | 82420EX 
SD[7:0] | 
t3€ 


SD[15:8) 


IOR#, MEMR# 


SD[7:0] or SD[15:8] 


Figure 38. DMA Cc mpatible Timing (Data Swap) 


REFRESH# 


SA[15:0] 


SMEMR# 


IOCHRDY 
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Figure 39. IB Initiated Refresh Timing 
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- 82420EX 


_ REFRESH# 


SA[15:0] 2c es Fd 


- SMEMR# 


IOCHRDY . STRESSORS Debi weet ES Eee Se 2 OLE Gb oe SEED DoD EEL Ene BED 
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Figure 40. ISA Master-initiated Refresh Timing 
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BALE a 


LA[23:17] 


SA[16:0] 


BIOSCS#, KBCCSs#, 
RTCCS# 


MEMR#, MEMW2#, 
IOR#, IOW#F 


XBUSOE#s 
XBUSTR# 
SD[7:0] R SE EE REAL ea a eT 


SD(7:0) W 


- ISA Master 
XBUSOE*# 


XBUSTR# 


290488-—41 


Figure 41. IB and IS/, Master Access to X-Bus Timing 


DACKx# 


t70a t70b 


XBUSTR# 
290488-42 


Figure 42. DMA Access to X-Bus Timing 


ADVANCE INFORMATION 1-405 


82420EX r ntel . 


| low# 
(Write to FOh) 


IGNNE# 


IRQ12/M, 
IRQ1 


290488-44 


290488-45 


290488-46 


Figure 45. Speaker Timing 
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6.4 PSC AC Characteristics | 
This section provides the AC parameters and tiriing diagrams for the 82425EX PSC. 


6.4.1 HOST CLOCK TIMING 
AC Characteristics (Vr p = 5V + 5%, Tcase = 0 to 85°C) 


6.4.2 CPU INTERFACE TIMINGS 
AC Characteristics (Vp = 5V +5%, Tcase = 0 to 85 °C) 


tla 
t1b 
tic 
tid 
tle 
t1f 


t10a_ | HITM#, PCD, HLDA, BE[3:0], SMIACT#, SMI# Setup Time | 10.0 
to HCLKIN Rising 
ADS #, BLAST # Setup Time to HCL <IN Rising 12.0 


—_ 
= 
© 


— 
Nm 
Oo 


W/R#, M/IO#, D/C# Setup Time to HCLKIN Rising 


t10c || ADS#, HITM#, W/R#, M/IO#, D/C:#, PCD, HLDA, 

BLAST #, BE[3:0]#, SMIACT#, SMi#, HLDA Hold Time 
+ from HCLKIN Rising 

HD[31:0], HDP[3:0] Setup Time to KCLKIN Rising 

HD[31:0], HDP[3:0] Hold Time from HCLKIN Rising 20 

HD[31:0], HDP[3:0] Output Enable fom HCLKIN Rising | 0.0 
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AC Characteristics (Vpp= 5V +5%, Tcase = 0 to 85 °C) (Continued) 
Parameter Min 

-HD[31:0], HDP[3:0] Valid Delay from HCLK Rising 

HD[31:0], HDPI3: 0] Float Delay from HCLKIN Rising 

A[31,26:2] Setup Time to HCLKIN Rising 

A[31,26:2] Hold Time from HCLKIN Rising 

| A[31,26:2] Output Enable from HCLKIN Rising 


A(31,26:2], BE[3:0] #, W/R# Valid Delay from HCLKIN 
Rising 


t12e A[31,26:2], BE[3:0] #, W/R# Float Delay from HCLKIN 
Rising 


RDY #, BRDY # Rising Edge Valid Delay from HCLKIN 
Rising 


t13b RDY #, BRDY # Falling Edge Valid Delay from HCLKIN 
Rising 


AHOLD Valid Delay from HCLKIN Rising 
EADS #, CPURST, HOLD Valid Delay from HCLKIN Rising 
KEN # Valid Delay from HCLKIN Rising 
INIT/SRESET High Pulse Width 

INIT/SRESET Valid Delay from HCLKIN Rising 
CPURST Setup Time to HCLKIN Rising 
CPURST Hold Time to HCLKIN Rising 
CPURST Pulse Width 

LDEV # Setup Time to HCLKIN Rising 

LDEV # Hold Time to HCLKIN Rising 

LRDY # Early Setup Time to HCLKIN Rising 
LRDY # Late Setup Time to HCLKIN Rising 
LRDY # Hold Time to HCLKIN Rising © 

LRDY # to RDY# Propagation Delay 


a" 
o 
ron) 

a8 He 

‘@) @) 

— — 

A A 
Be 
or) 


Symbol 
ti1d 
tile 
ti2a 
t12b 
ti2c 
t12d 


_ 
> 
ro) 


—_ 
> 
ro) 


ah 
Nh 
ro) 


t13a 


~ 
_ 
ro) 


3. 


nN | — 
N | 
o1o 


ti5a 
t16a . 
t16b 
(ti7a 
t17b 
ti7c 
t18a 
t18b 
t18c 
t18d 
t18e 
t18f 


Note 1 
Note 1 
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HPs a as 
woh, 
o 
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NOTES: 
1. Synchronous Reset 
2. Asynchronous Reset 
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6.4.3 SECOND LEVEL CACHE TIMING 
AC Characteristics (Vij.p= 5V +5%, Tcase = 0 to 85 °C) 
Parameter 
CI3E/CI302 Propagation Delay from A3 
t20b CI3E/CI302 Valid Delay from HCLK!N Rising 
t21a COE[1:0] # Falling Edge Valid Delay from HCLKIN Rising 13.0 
COE[1:0] # Rising Edge Valid Delay from HCLKIN Rising 
CWE[1:0] # Falling Edge Valid Delay’ from HCLKIN Rising | 3.0 
CWE|1:0] # Rising Edge Valid Delay from HCLKIN Rising 
t22c | CWE[1:0] # Low Pulse Width 
TWE# Valid Delay from HCLKIN Rising 
t24a TAG[8:0] Valid Delay from HCLK 
t24b TAG[8:0] Setup Time to HCLKIN Rising 
t24c TAG[8:0] Hold Time to HCLKIN Risi 1g 


oe) 
oO 


_ 
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ND | — 
ae on 


—s f ow | ow 
o};rmM |] oa 
O;/O!lo 


S 
oo 
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° 


Beuh eoaal fos 
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6.4.4 DRAM INTERFACE TIMING 
AC Characteristics (V »p= 5V +5%, Tcase = 0 to 85 °C) 
Parameter 


82420EX 


pian b plaljalala 
wo | © © olaololaoloa 


| Min | Max | Units | 
130a RAS|4:0] # Valid Delay from HCL KIN Rising I es 


t31a CAS[7:0] # Valid Delay from HCL KIN Rising 
t31b CAS[7:0] # Pulse Width High 


WE # Valid Delay from HCLKIN Fiising 
t33a MA[10:0] Propagation Delay fron: A[26:5] 
t33b MA[10:0] Row to Column Switch ng Delay 
t33c MA[10:0] Valid Delay from HCLKIN Rising 
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6.4.5 PCI TIMING a 


in [wax 
oO 


mm 
mo 
eas 
wie [POLKINFaltime SSCS 
Pretintertace Timing SSC*dSCS 


iS) 
© 


C/BE[3:0] #, FRAME#, TRDY#, IRDY#, STOP#, LOCK#, 
PAR, SERR#, DEVSEL # Valid Delay from PCLKIN Rising 


t50a 


C/BE[3:0] #, FRAME#, TRDY#, IRDY#, STOP#, LOCK#, 
PAR, SERR#, DEVSEL# Output Enable Delay from 
PCLKIN Rising ? 


t50c C/BE[3:0] #, FRAME#, TRDY#, IRDY #, STOP#, LOCK#, 
PAR, SERR#, DEVSEL# Float Delay from PCLKIN Rising 


t50d C/BE[3:0]#, FRAME#, TRDY#, IRDY#, STOP#, LOCK#, | 7.0 
PAR, SERR#, DEVSEL# Setup Time to PCLKIN Rising 


t50b 


tS1a AD[31:0] Setup Time to PCLKIN Rising 7.0 
t51b —_| AD[31:0] Hold Time to PCLKIN Rising | 0.0 
t51c —_| AD[31:0] Valid Delay from PCICLK 11.0 


t52c_ _—- | PGNT1, PGNTO Valid Delay from PCLKIN | 2.0 | 12.0 
t53a___ | PWRGOOD Setup Time to HCLKIN Rising Re7Orts. 2) 


t53b PWRGOOD Hold Time to HCLKIN Rising 2.0 
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6.4.6 PSC/IB LINK INTERFACE TIMING 
AC Characteristics (Vjjp = 5V +5%, Tcase = 0 to 85 °C) 
Parameter 


t60b CMDV#, SIDLE# Setup Time to F CLKIN Rising 
t60c CMDV #, SIDLE # Hold Time to HGLKIN Rising 

t61a LREQ Setup Time to HCLKIN Risirg 
t61b LREQ Hold Time to HCLKIN Rising 
t62 LGNT Valid Delay from HCLKIN Rising 


6.4.7 PCi BUS IDE TIMING 
AC Characteristics (Vp = 5V +5%, Tcasge = 0 to 85 °C) 


Symbol Parameter | Min | Max | Units | Notes | Fig | 
{70 LBIDE #, IDE1CS#, IDESCS#, DIR, IOR#, |IOW# Lad has te 
Valid Delay from PCLKIN Rising 
‘71a _| IORDY Falling Setup Time to HCLHIN Rising -180/ | ns |. | 49] 
t71a1 | IORDY Rising Setup Time to HCLK IN Rising 80 | | ns | | 49. 
t71b | IORDY Hold Time to HCLKIN Risir g 20} | ns | | 49) 
|DEA[2:0] Valid Delay from PCLKIIN Rising | 20 | 120] ns | | 48 | 
{73a IDED[15:0] Valid Delay from PCLKIN Rising | 20 | 120{ ns | | 48. 
{73b _|_ IDED[15:0] Setup Time to HCLKIN Rising 380 { | ons | | 49. 
t73c | IDED[15:0] Hold Time to HCLKIN ising | 20] | ons | | 49. 
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Table 24. AC Test Loads | 


Capacitive 
Load 


0 pF 
0 pF 


Pin 


RAS[3:0] #, CAS[7:0] #, WE #, MA[10:0] 


HD[31:0], HDP[3:0], A{31:30,26:2], RDY #, BRDY #, BOFF #, AHOLD, EADS #, INV, KEN#, 
CPURST, HOLD, A20M#, CISE, C1302, COE[1:0] #, CWE[1:0] #, TWE#, TAG[8:0], CMDV#, 
SIDLE #, LGNT, PGNT1, PGNTC, LBIDE #, IDE1CS#, IDE3CS#, DIR, IOR#, l|OW# 
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_ High Time 


CLKQ2IN, 
HCLKIN, 
PCICLK 


Low Time 


Fall Time | _ Rise Time 
| 290488-58 


Figure 46. Clock Timing 


Propagation Delay 
¢—————— 


VT 
290488-59 


Figure 47. Propagation Delay 


Valid Delay . 
Output VT 


Figure 48. Valid Delay from Rising Clock Edge 
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Clock —~*. 2 


Setup lime | Hold Time 
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Figure 49, Setup and Hold Times 
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Figt re 50. Float Delay 
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Figure 5 |. Output Enable Delay 
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Pulse Width . 


Figure 52. Pulse Width | 
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Figure 53. Output-to-Output Delay 


7.0 IB AND PSC PACKAGE INFORMATION 


Figure 54 shows the package information for the 82426EX IB and Figure 55 shows the package information for 
the 82425EX PSC. 
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Figure 54. IB Package Dimensions 
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Figure 55. |\?>SC Package Dimensions 


7.1 Thermal Characteristics 


The 82420EX PClset is designed for operaticn at case temperatures between 0°C and 85°C. The thermal 
resistances of the packages are given in Table: 25 and Table 26. 


Table 25. PSC Package Thermal Resistance 


6 Junction to Case (°(C/Watt) 


@ Case to Ambient ((C/Watt) 


@ Junction to Case °C/Watt) 


6 Case to Ambient (°°C/Watt) 


Air Flow (Linear Feet per Minute) 


ADVANCE INFORMATION 1-415 


82420EX 


8.0 TESTABILITY 


8.1 PSC Testability 


8.1.1 PSC TRI-STATE CONTROL 


The PSC can be forced to tri-state all of its output 
drivers. The LOCK# must be connected to Vcc 
_ through a pull-up resistor for normal operation. The 
PSC will latch the values of LOCK# on the falling 
edge of CPURST. If these signals have been driven 
to a logic “‘O’’, the PSC will tri-state all of its drivers 
on the next rising edge of HCLKIN. The PSC will 
continue to tri-state all drivers until the rising edge of 
HCKLIN after LOCK # is forced to a logic “1”. 
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8.1.2 PSC NAND TREE 


A NAND Tree is provided in the PSC for Automated 
Test Equipment (ATE) board level testing. The 
NAND tree allows the tester to set the connectivity 


of each of the PSC signal pins. While in NAND tree 


mode, all PSC drivers except A30 are tri-stated. The 
NAND tree output is driven on pin A30. 


NAND tree mode is entered similar to tri-state mode. 
During CPURST, PREQO#, like LOCK#, is driven 
low. NAND tree mode is entered on the rising edge 
of HCLKIN after CPURST goes inactive. 


Table 27 shows the sequence of the NAND tree in 


the PSC. Non-inverting inputs are driven directly into 
the input of a NAND gate in the NAND tree. — 
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Table 27. P!iC NAND Tree Structure 
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Table 27. PSC NAND Tree Structure (Continued) 
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Table 27. PSC NAIND Tree Structure (Continued) 
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Table 27. PSC NAND Tree Structure (Continued) 
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Table 27. PSC NAIID Tree Structure (Continued) 


1-421 


82420EX 


Table 27. PSC NAND Tree Structure (Continued) 
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Table 27. PSC NA ND Tree Structure (Continued) : 


174 PCICLKIN | NI | 
NOTES: _ 
Ni = Non-Iinverting 
INV = Inverting 
8.1.3 PSC NAND TREE DIAGRAM 
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Figure 56. PSC NAND Tree Diagram 
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8.2 IB Testability 


The TESTIN # pin is used to test the IB. During nor- 
mal operations, the TESTIN# pin must be pulled 
high through an exteina) pull-up. 


8.2.1 IB TRI-STATE 


The TESTIN# pin and IRQ3 are used to provide a 
high impedence tri-state test mode. When the fol- 
lowing input combination occurs, all outputs and bi- 
directional pins are tri-stated, including SPKR: 


TESTIN # =0 
IRQ3= 1 
IRQ5=0 
IRQ6= 1 


The IB must be reset after the bidirectional and out- 
put pins have been tri-stated in this manner. 


8.2.2 IB NAND TREE 


A NAND Tree is provided primarily for VIL/VIH test- 
ing. The NAND Tree is also useful for ATE at board 
level testing. The NAND Tree allows for the tester to 
test the solder connections for each individual signal 


pin. 
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The TESTIN# pin along with IRQ5 and IRQ6 acti- 
vate the NAND Tree. All outputs and bidirectional 
pins, except SPKR, are tri-stated when the following 
input combinations occur: 


_TESTIN# =0 and IRQ5=1 
or 
_ TESTIN# =0 and IRQ6=0 


The output pulse train is observed at the SPKR test 
output, which is not tri-stated while in NAND Tree 
mode. — 


The sequence of the ATE test is as ows: 

1. Drive TESTIN# low. 

2. Drive each input and bidirectional pin noted in 
Section 8.2.3 high, except for SPKR. wo 

3. Starting with pin 1, SYSCLK, individually drive 

- each pin low. Expect SPKR to toggle with each 
pin. | 

4. Turn off tester drivers before driving TESTIN# 
high. | 

5. Reset the IB prior to proceeding with further 
testing. 


8.2.3 IB NAND TREE CELL ORDER 
NAND Tree cell order is dependent on pin place- 


ment. The IB NAND Tree follows pin order around 
the part from pin 1 to pin 158. 
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Table 28. 13 NAND Tree Structure 
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Table 28. IB NAND Tree Structure (Continued) 
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Table 28. IB NAN ) Tree Structure (Continued) 
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Table 28. IB NAND Tree Structure (Continued) : 
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Table 28. IB NANI) Tree Structure (Continued) 
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8.2.4 IB NAND TREE DIAGRAM 


Figure 57 shows the NAND Tree diagram. The only function pin not included i in the pin order | is SPKR, which is 
_used as the Test Output at the end of the tree. 
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Figure 57. IB NAND Tree Diagram 


9.0 REVISION HISTORY 


Revision -003 of the 82420EX PCliset data sheet contains upsales and improvements to the original version. A 
revision summary of changes is listed below. 


The sections significantly revised since revision -001 are: 


Global The 82420EX PCiset supports host bus operations of 25 and 33 MHz. All references to 
50 MHz support have been removed. 


Sections 1.1, PGNT1#/HRDY# and M/IO# signal type was incorrectly published. M/lO# and 
1.2, 2.1.1 PGNT1 #/HRDY # are I/O pins. 


EXTSMI# and Pee signal type was incorrectly published. EXTSMI# and PWROK are IS 
pins. 


SERR# was added to Table 3. 
Section 2.2.4 — Pin description for the OSC pin has been added. 


Section 3.1 -Data returned during accesses to a reserved register location was incorrectly published. 
Reads return all 0’s during accesses to a reserved register location. 


Section 3.3.5 | More information is provided on the contents of the Revision Identification Register. 
Section 3.3.6 | The byte merging feature description has been updated. 
Section 3.3.10 Part Revision Register description has been updated. 


Section 3.3.20 A warning has been added concerning O/S which size system memory directly without the . 
use of system BIOS. 
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Section 3.3.21 


Section 3.3.22 
Section 3.3.25 
Section 3.3.26 


Section 3.3.27 
Section 3.3.28 
Section 4.3.4 
Section 4.12.1 
Section 4.13.6 
Section 5.0 


Section 6.0 
Section 6.1 


82420EX 


Bits[2:0] =000 and bits[2:0] =()01 are now reserved configurations in the SMRAM Control 
Register. 


Changes have been made to t1e Fast Off Timer Count Granularity. 
Changes have been made to t1e Fast Off Timer count down value. 


Bits[15:8] were incorrectly omii ted from the SMI Request Register. Bits[15:8] are shown as 
reserved. 


Value of the duration of the S1PCLK# asserted period has changed. 

Value of the duration of the S1PCLK# negated period has changed. 

Further information has been ¢ dded to the keyboard controller circuit description.. 
Table'19 has been updated. Nsw notes have been added to Table 19. | 
Table 21 has been updated. 


Section 5.0 has been removec. The 82420EX PClset electrical characteristics will be pub- 
lished as a separate document. See your Intel representative for a copy of the document 
with the 82420EX PClset electrical characteristics. 


Section 6.0 is now Section 5.0. Figure 54 and Figure 55 have changed. 
Section 6.1 is now Section 5.1, Table 25 and Table 26 have changed. 


The sections significantly revised since revision -002 are: 


Section 3.3.22 


Section 5.0 
Section 6.0 


The description of bit 1 in the SMI Control Register has changed. Software can only set bit 1 
to a 0 by writing a 0 to it. 


Section 5.0 has been added. ‘his is a new section titled Design Considerations. 


Section 6.0 has been added. “his section includes the AC, DC and mechanical specifica- 
tions and timings. The followin:) IB specifications have changed since the electrical charac- 
teristics were last published in revision -001: t1c (min), t1f (min). The following PSC specifi- 
cations have changed since the electrical characteristics were last published in revision 
-001: tic (min), tid (min), t41& (min), t41c (min). 
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82420/82430 


PCiset BRIDGE COMPONENT 


82378ZB (SIO), 82379AB (SIO.A) FOR 


82374EB/SB (ESC), 82375EB/SB 


ISA BUSES (PCEB) FOR EISA BUSES 

m Provides the Bridge between the PCI _m@ Provides the Bridge between the PCI 
_ Bus and ISA Bus Bus and EISA Bus 

m 100% PCI and ISA Compatible m 100% PCI and EISA Compatible | 


Enhanced DMA Functions (82378ZB 
Only) 


Integrated Data Buffers to Improve 
Performance 


Data Buffers Improve Performance 


Data Buffer Management Ensures Data 
Coherency 


Burst Transfers on both the PCI and 


w Integrated 16-bit BIOS Timer _EISA Buses 
@ Arbitration for PCi Devices m 32-Bit Data Paths 
@ Arbitration for ISA Devices m PCI and EISA Address Decoding and 
m Integrates the Functionality of One Mapping | 
82054 Timer m= Programmable Main Memory nceress 
m Integrates the Functionality of Two Decoding 

82C59 Interrupt Controllers m Integrated EISA Compatible Bus 


Controller 


Non-Maskable Interrupts (NMI) 
m Four Dedicated PCI Interrupts m-Supperte Figut Esn sos 
= Complete Support for SL Enhanced m Provides Enhanced DMA Controller 
Intel486™ CPU’s m Provides High Performance Arbitration 
m Integrated Power Management Support mg Integrates Support Logic for X-Bus 
— System Management Interrupts Peripheral and more 
— Fast Off Timer m Integrates the Functionality of Two 


— STPCLK# Signal to Throttle CPU 
~ Clock 
— APM Port 


Provides I/O APIC for Dual-Processor 


(DP) Support 


82C59 Interrupt Controllers and Two 
82C54 Timers 


Generates Non-Maskable Interrupts 


m Provides BIOS Interface 


The 82420/82430 PClset Bridge components provide a bridge between the PCI to either EISA or ISA buses. 
The 82378 provides the bridge between PCI bus and the ISA bus while the 82374 and 83275 together provide 
the bridge between the PC! bus and the EISA bus. 


The SIO integrates many of the common I/O functions found in todays ISA based PC systems. The SIO 
incorporates the logic for a PCI interface (master and slave), ISA interface (master and slave), enhanced 
seven channel DMA controller and support for other decode bas The 82379AB adds an APIC for dual-pro- 
cessing Pentium™ Processor systems. | 


The complete documents for these products can be ordered by calling 1-800-548-4725. Ask for 290473 (ISA 
Bridge), 290520 (ISA-APIC Bridge), 290483 (EISA Bridge). 
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The 82374 EISA System Component (ESC) and 83275 PCI-EISA Bridge (PCEB) together provide the EISA 
system compatible master/slave functions on bot1 the PCI Local Bus and the EISA Bus and the common |/O 
functions found in today’s EISA systems. The ESC incorporates the logic for an EISA (master and slave) 
interface, EISA bus controller, enhanced seven shannel DMA controller with Scatter-Gather support, EISA 
arbitration, 14 channel interrupt controller, five programmable timer/counters and non-maskable control logic. 
The ESC also integrates support logic to decode })eripheral devices such as the Flash BIOS, Real Time Clock, 
Keyboard/Mouse Controller, Floppy Controller, t\vo Serial Ports, one Parallel Port, and IDE Hard Disk Drive. 
The PCEB provides the address and data paths, cus controls, and bus protocol translation for PCI-to-EISA and 
EISA-to-PCl transfers. Extensive data buffering ir both directions increases system performance by maximiz- 
ing PCI and EISA Bus efficiency and allowing con >urrency on the two buses. The PCEB integrates central bus 
control functions, PCI parity generation, system e' ror reporting, and programmable PCI and EISA memory and 
|/O address space mapping and decoding. 
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Integrates EISA CompatibleBus tsi 


Controller 

— Translates Cycles between ISA and 
ISA Bus 

— Supports EISA Burst and Standard 

_ Cycles 

— Supports ISA Zero Wait-State Cycles 

— Supports Byte Assembly/ 
Disassembly for 8-, 16- and 32-Bit 


for Edge or Level interrupts 
— Provides 4 PCI Interrupts Routable 
to any of 11 Interrupt Channels 
— Supports Timer Function for Refresh 
- Request, System Timer, Speaker 
Tone, Fail Safe Timer, and CPU 
~ Speed Control 


Advanced Programmable Interrupt 

Controller (APIC) 

— Multiprocessor Interrupt 
Management 

— Separate Bus for Interrupt Messages 


— Supports Eight EISA Masters and 
PCEB 

— Supports ISA Masters, DMA 
‘Channels, and Refresh 

— Provides Programmable Arbitration 
Scheme for Fixed, Rotating, or 
Combination Priority 


7 m Integrates Support Logic for X-Bus" 
Transfers Peripherals 
_— Supports EISA Bus Frequency of Up — Generates Chip Selects/Encoded 
to 8.33 MHz Chip Selects for Floppy and 
Supports Eight EISA Slots Keyboard Controller, IDE, Parallel/ 
— Directly Drives Address, Data and Serial Ports, and General Purpose 
Control Signals for Eight Slots Peripherals 
— Decodes Address for Eight Slot — Provides Interface for Real Time 
Specific AENs | Clock | 
Provides Enhanced DMA Controller — Generates Control Signals for X-Bus 7 
— Provides Scatter-Gather Function Data Transceiver 
— Supports Type A, Type B, Type C — Integrates Port 92, Mouse Interrupt, 
(Burst), and Compatible DMA and Coprocessor Error Reporting 
Transfer | m Generates Non-Maskable Interrupts 
— Provides Seven Independently (NMI) 
Programmable Channels — PCI System Errors 
— Integrates Two 82C37A Somber — PCI Parity Errors 
DMA Controllers — EISA Bus Parity Errors 
integrates the Functionality of Two ral Safe Timer 
82C59 Interrupt Controllers and Two Se 
82C54 Timers — Via Software Control 
— Provides 14 Programmable Ghannels m Provides BIOS Interface 


— Supports 512 KBytes of Flash or 
EPROM BIOS on the X-Bus | 

— Allows BIOS on PCI 

— Supports Integrated VGA BIOS 


m 5V CMOS Technology 


m 208-Pin QFP Package 


The complete document for this product can be ordered by calling 1-800-548-4725 and ask for order number 
290483. 
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IMPORTANT—READ THIS SECTION BEFORE READING THE REST OF THE DATA SHEET. 


This data sheet describes the 82374EB and 82:'74SB components. All normal text describes the function- 
ality for both components. All features that exist on the 82374SB are shaded as shown below. 


The 82374EB/SB EISA System Component (Ef C) provides all the EISA system compatible functions. The 
ESC with the PCEB provide all the functions to mplement an EISA-to-PCI bridge and EISA !/O subsystem. 
The ESC integrates the common I/O functions ound in today’s EISA-based PC systems. The ESC incorp- 
orates the logic for an EISA (master and slave) ir terface, EISA bus controller, ennanced seven channel DMA 
controller with scatter-gather support, EISA arbitration, 14 channel interrupt controller, Advanced Programma- 
ble Interrupt Controller (APIC), five programmab:e timer/counters, and non-maskable-interrupt (NMI) control 
logic. The ESC also integrates support logic to decode peripheral devices such as the Flash BIOS, real time 
clock, keyboard/mouse controller, floppy controll 2r, two serial ports, one parallel port, and IDE hard disk drive. 


ADVANCE INFORMATION 1-435 


82374EB/SB 


PCICLK 
PERR# 


SERR# 
RESET# 


EISAHOLD 
EISAHLDA 


PEREQ#INTA# 
NMFLUSH# 


SDCPYEN[13,3:1]# 
SDCPYUP 
SDOE[2:0]# 
SDLE[3:0}# 


AFLUSH# 
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SLOWH# 


IRQ(15:9,7:3,1] 
— IRQ8# 


INT 
_ NMI 
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IGNNE# 


LBIOSCS# 
KYBDCS# 
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Interface 
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Integrated 


Support 
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BCLK 
LA[31:27]#/CPG[4:0] 
LA[26:24]# 

LA[23:2] 

LA[23:2] 

BE[3:0]# 

M/AO# 

W/R# 

EX32# 


EX16# 
START# 


CMD# 


EXRDY 
SLBURST# 


'MSBURST# 


MASTER16# 
SD[7:0] 


BALE 
SA[1:0] 
SBHE# 
M16# 
1016# 


>» MRDC# 


MWTC# 
SMRDC# 


SMWTC# 
lIORC# 
lOWC# 


CHRDY 
IOCHK# 
NOWS# 


osc 
REFRESH# 


RSTDRV 
AEN# 


DREQ[7:5,3:0] 
DACK{[7:5,3:0] 


EOP 


MREQ[7:4]#/PIRQ(0:3]# 
MREQ[3:0]# 


MACK[3:0]#/EMACK[3:0] 
INIT/TEST 


STPCLK# 
SMI# 

EXTSMIl# 
STPGNT# ; 
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Simplified ESC Block Diagram 
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82375EB/82375SB PCI-EISA BRIDGE (PCEB) 


, 


m Provides the Bridge Between the PCI integrated EISA Data Swap Buffers 
Boca oe eeteisn cue m@ Arbitration for PCi Devices — 
m 100% PCi and EISA Compatible _ =< Supports Six PCI Masters 
— PCI and EISA Master/Sliave Interface — Fixed, Rotating, or a Combination of 
— Directly Drives 10 PCI Loads and 8 the Two 
 EISA Slots — Supports External PCI Arbiter and 
— Supports PCI from 25 to 33 MHz Arbiter Cascading 
= Data Buffers Improve Performance m PCI and EISA Address Decoding and 
— Four 32-Bit PCIi-to-EISA Posted Write Mapping 
Buffers _-— Positive Decode of Main Memory 
— Four 16-Byte EISA-to-PCI Read/Write Areas (MEMCS# Generation) 
Line Buffers — Four Programmable PCI Memory 
— EISA-to-PCi Read Prefetch ‘Space Regions 
— EISA-to-PCi and PCI-to-EISA Write — Four Programmable PCI I/O Space 
Posting | Regions 
m Data Buffer Management Ensures Data m Programmable Main Memory Address 
Coherency Decoding 
— Flush Posted Write Buffers — Main Memory Sizes Up to 
— Flush or Invalidate Line Buffers 512 MBytes 
— System-Wide Data Buffer Coherency — Access Attributes for 15 Memory 
Control Segments in First 1 MByte of Main 
= Burst Transfers on Both the PCI and Memory 
EISA Buses — Programmable Main Memory Hole 
32-Bit Data Paths m Integrated 16-Bit BIOS Timer 


The 82375EB/SB PCI-EISA Bridge (PCEB) provides the master/slave functions on both the PCI Local Bus 
and the EISA Bus. Functioning as a bridge between the PCI and EISA buses, the PCEB provides the address 
and data paths, bus controls, and bus protocol translation for PCI-to-EISA and EISA-to-PCl transfers. Exten- 
sive data buffering in both directions increases system performance by maximizing PCI and EISA Bus efficien- 
cy and allowing concurrency on the two buses. The PCEB’s buffer management mechanism ensures data 
coherency. The PCEB integrates central bus control functions including a programmable bus arbiter for the 
PCI Bus and EISA data swap buffers for the EISA Bus. Integrated system functions include PCI parity genera- 
tion, system error reporting, and programmable PCI and EISA memory and I/O address space mapping and 
decoding. The PCEB also contains a BIOS Timer that can be used to implement timing loops. The PCEB is 
intended to be used with the EISA System Component (ESC) to provide an EISA I/O subsystem interface. 


The complete document for this product can be ordered by calling 1-800-548-4725 and ask for order number 
290483. 
November 1994 
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82375EB/SB 


PCICLK 
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TRDY# 
IRDY# 
STOP# 
PLOCK# 
IDSEL 
DEVSEL# 
PAR 
PERR# 


MEMCS# 
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CPUGNT# 

REQ1# 
GNT1#/RESUME# 
REQO#/PCEBGNT# 


GNT0#/PCEBREQ# 


REQ(3:2]# 
GNT[3:2]# 


MEMREG# 


FLSHREQ# 
MEMACK# 


TEST# 
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PCEB Simplified Block Diagram 
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82378 SYSTEM I/O (SIO) 


m Provides the Bridge Between the PCI 
Bus and ISA Bus 


m@ 100% PCI and ISA Compatible 
— PCI and ISA Master/Slave Interface 
— Directly Drives 10 PCI Loads and 6 
ISA Slots 
— Supports PCi at 25 MHz and 33 MHz 
— Supports ISA from 6 MHz to 8.33 
MHz 


m Enhanced DMA Functions 

— Scatter/Gather 

— Fast DMA Type A, B and F 

— Compatible DMA Transfers 

— 32-bit Addressability 

— Seven Independently Programmable 
Channels 

— Functionality of Two 82C37A DMA 
Controllers 


m Integrated Data Buffers to Improve 
Performance 
— 8-Byte DMA/ISA Master Line Buffer 
— 32-bit Posted Memory Write Buffer 
to ISA 


m Integrated 16-bit BIOS Timer 


m@ Non-Maskable Interrupts (NMI) 
— PCi System Errors 
— ISA Parity Errors 


w Arbitration for ISA Devices 
— ISA Masters 
— DMA and Refresh 


Four Dedicated PCI Interrupts 

— Level Sensitive 

— Can be Mapped to Any Unused 
interrupt 


Arbitration for PCI Devices 

— Six PCI Masters Supported 

— Fixed, Rotating, or a Combination of | 
the Two 


Utility Bus (X-Bus) Peripheral Support 

— Provides Chip Select Decode 

— Controls Lower X-Bus Data Byte 
Transceiver 


Integrates the Functionality of One 
82C54 Timer 

— System Timer 

— Refresh Request 

— Speaker Tone Output 


Integrates the Functionality of Two 

82C59 Interrupt Controllers 

— 14 interrupts Supported 

— Edge/Level Selectable Interrupts: 
Each Interrupt Individually 
Programmable 


Complete Support for SL Enhanced 

Intel486 CPU’s 

—SMI# Generation Based on System 
Hardware Events | 

— STPCLK# Generation to Power 
Down the CPU 


The 82378 System I/O (SIO) component provides the bridge between the PCI bus and the ISA expansion bus. 
The SIO also integrates many of the common I/O functions found in today’s ISA based PC systems. The SIO 
incorporates the logic for a PCI interface (master and slave), ISA interface (master and slave), enhanced 
seven channel DMA controller that supports fast DMA transfers and Scatter/Gather, data buffers to isolate the 
PCI bus from the ISA bus and to enhance performance, PCI and ISA arbitration, 14 level interrupt controller, a 
16-bit BIOS timer, three programmable timer/counters, and Non-Maskable Interrupt (NMI) Control Logic. The 
SIO also provides decode for peripheral devices such as the Flash BIOS, Real Time Clock, Keyboard/Mouse 
Controller, Floppy Controller, two Serial Ports, one Parallel Port, and IDE Hard Disk Drive. 


The 82378 also supports several Advanced Power Management features such as SMI #, APM Register, Fast 
On and Fast Off Event Timers, Clock Throttling, and support for an external SMI# Interrupt. The 82378 also 
supports a total of 6 PCi Masters, and can support up to 4 PCI Interrupts. 


December 1994 
Order Number: 290473-004 — 
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1.0 ARCHITECTURAL OVERVIEW 


The major functions of the SIO component are bro- 
ken up into blocks as shown in the SIO Component 
Block Diagram. A description of each block is provid- 
ed below. 


PCI Bus Interface 


The PCI Bus Interface provides the interface be- 
tween the SIO and the PCI bus. The SIO provides 
both a master and slave interface to the PCI bus. As 
a PCI master, the SIO runs cycles on behalf of DMA, 
ISA masters, and the internal data buffer manage- 
ment logic when buffer flushing is required. The SIO 
will burst a maximum of two Dwords when reading 
from PCI memory, and one Dword when writing to 
PCI memory. The SIO does not generate PCI I/O 
' cycles as a master. As a PCI slave, the SIO accepts 
cycles initiated by PC! masters targeted for the SIO’s 
internal register set or the ISA bus. The SIO will ac- 
_ cept a maximum of one data transaction before ter- 
minating the transaction. This supports the Incre- 
mental Latency Mechanism as defined in the Periph- 
eral Component Interconnect (PCI) Specification. 


As a master, the SIO generates address and com- 
mand signal (C/BE #) parity for read and write cy- 
cles, and data parity for write cycles. As a slave, the 
SIO generates data parity for read cycles. Parity 
checking is not supported. The SIO also provides 
support for system error reporting by generating a 
Non-Maskable-Interrupt (NMI) when SERR # is driv- 
en active. 


The SIO, as a resource, can be locked by any PCI 
master. In the context of locked cycles, the entire 
SIO subsystem (including the ISA bus) is considered 
a single resource. 
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The SIO directly supports the PCI Interface running 
at either 25 MHz or 33 MHz. If a frequency of less 
than 33 MHz is required (not including 25 MHz), a 
SYSCLK divisor value (as indicated in the ISA Clock 
Divisor Register) must be selected that guarantees 
that the ISA bus frequency does not violate the 
6 MHz to 8.33 MHz SYSCLK range. 


PCI Arbiter 


The PCI arbiter provides support for six PCI masters; 
the Host Bridge, SIO, and four PCI masters. The ar- 
biter can be programmed for a purely rotating 
scheme, fixed, or a combination of the two. The Ar- 


_ biter can also be programmed to support bus park- 


ing. This gives the Host Bridge default access to the 
PCI bus when no other device is requesting service. 
The arbiter can be disabled if an external arbiter is 
used. 


PCI Decode/ISA Decode 


The SIO contains two address decoders; one to de- 
code PCI initiated cycles and one to decode ISA 
master and DMA initiated cycles. Two decoders are 
used to allow the PCI and ISA buses to run concur- 
rently. 


The SIO is also programmable to provide address 
decode on behalf of the Host Bridge. When pro- 
grammed, the SIO monitors the PCI and ISA ad- 
dress buses, and generates a memory chip select 
signal (MEMCS #) indicating that the current cycle is 
targeted for system memory residing behind the 
Host Bridge. This feature can be disabled through 
software. ) 
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Data Buffers 


To isolate the slower ISA bus from the PCI bus, the 
SIO provides two types of data buffers. One Dword 
deep posted write buffer is provided for the posting 
of PCI initiated memory write cycles to the ISA bus. 
The second buffer is a bi-directional, 8-byte line buff- 
er used for ISA master and DMA accesses to the 


PCI bus. All DMA and ISA master read and write | 


cycles go through the 8-byte line buffer. 


The data buffers also provide the data assembly or 
disassembly when needed for transactions between 
the PCI and ISA buses. 


Buffering is programmable and can be enabled or 
disabled through software. 


ISA Bus Interface 


The SIO incorporates a fully ISA-bus compatible 
master and slave interface. The SIO directly drives 
six ISA slots without external data or address buffer- 
ing. The ISA interface also provides byte swap logic, 
|/O recovery support, wait-state generation, and 
SYSCLK generation. The SIO supports ISA bus fre- 
quencies from 6 MHz to 8.33 MHz. 


As an ISA master, the SIO generates cycles on be- 
half of DMA, Refresh, and PCI master initiated 
cycles. The SIO supports compressed cycles when 
accessing ISA slaves (i.e. ZEROWS# asserted). As 
an ISA slave, the SIO accepts ISA master accesses 
targeted for the SIOQ’s internal register set or ISA 
master memory cycles targeted for the PCI bus. The 
SIO does not support ISA master initiated |/O cycles 
targeted for the PCI bus. 


The SIO also monitors ISA master to ISA slave cy- 


cles to generate SMEMR# or SMEMW+#, and to 
support data byte swapping, if necessary. 
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DMA 


The DMA controller incorporates the functionality of 
two 82C37 DMA controllers with seven indepen- 
dently programmable channels. Each channel can 
be programmed for 8- or 16-bit DMA device size, 
and ISA-compatible or fast DMA type “A”, type “B”, 
or type “F”’ timings. Full 32-bit addressing is sup- 
ported as an extension of the ISA-compatible speci- 
fication. The DMA controller is also responsible for 
generating ISA refresh cycles. 


The DMA controller supports an enhanced feature 
called Scatter/Gather. This feature provides the ca- 
pability of transferring multiple buffers between 
memory and |/O without CPU intervention. In Scat- 
ter/Gather mode, the DMA can read the memory 
address and word count from an array of buffer de- 
scriptors, located in system memory, called the 
Scatter/Gather Descriptor (SGD) Table. This allows 
the DMA controller to sustain DMA transfers until all 
of the buffers in the SGD table are read. 


Timer Block 


The timer block contains three counters that are 
equivalent in function to those found in one 82C54 
programmable interval timer. These three counters 
are combined to provide the System Timer function, 
Refresh Request, and speaker tone. The three 
counters use the 14.31818 MHz OSC input for a 
clock source. 


In addition to the three counters, the SIO provides a 
programmable 16-bit BIOS timer. This timer can be 
used by BIOS software to implement timing loops. 
The timer uses the ISA system clock (SYSCLK) di- 
vided by 8 as a clock source. An 8:1 ratio between 
the SYSCLK and the BIOS timer clock is always 
maintained. The accuracy of the BIOS timer 
is +1 ms. 
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Utility Bus (X-Bus) Logic 


~The SIO provides four encoded chip selects that are 


decoded externally to provide chip selects for Flash 
BIOS, Real Time Clock, Keyboard/Mouse Control- 
ler, Floppy Controller, two Serial Ports, one Parallel 
Port, and an IDE Hard Disk Drive. The SIO provides 
the control for the buffer that isolates the lower eight 
bits of the Utility Bus from the lower 8 bits of the ISA 
bus. 


In addition to providing the encoded chip selects 
and Utility Bus buffer control, the SIO also provides 


Port 92 functions (Alternate Reset and Alternate - 
A20), Coprocessor error reporting, the Floppy | 


DSKCHG function, and a mouse interrupt input. 


2.0 PIN ASSIGNMENT 


intel. 


The SIO provides an ISA compatible interrupt con- 


interrupt Controller Block 


troller that incorporates: the functionality of two 


82C59 interrupt controllers. The two interrupt con- 
trollers are cascaded so that 14 external and 2 inter- 
nal interrupts are possible. 


Test 


The test block provides the interface to the test cir- 
cuitry within the SIO. The test input can be used to 
tri-state all of the SIO outputs. 


The SIO package is a 208-pin Quad Flatpack (QFP). The package signals are listed in Table 1. The following 


notations are used to describe pin types. 


Sustained Tri-State is an active low tri-state signal owned and driven by one and only one agent 
at a time. The agent that drives a s/t/s pin low must drive it high for at least one clock before letting 
it float. A new agent can not start driving a s/t/s signal any sooner than one clock after the 
previous owner tri-states it. A pull-up sustains the inactive state until another agent drives it and is 
provided by the central resource. | 


| Tri-State Output | | 
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Figure 1. SIO Package Pinout Diagram 
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Table 1. Alphabetical Pin Assignment 


i 


CPUREQ# | 
DACKO# 

DACK1 # 

DACK2# 

DACK3# 

DACK5 # : 
DACK6 # 

DACK7 # 

DEVSEL# 

DREQO 

DREQ1 

DREQ2 


4 
4 


4 


en 
I/O (s/t/s) 

4 
5 
5 


5 
6 


DREQ6 
DREQ7 
DSKCHG 
ECSADDRO 
ECSADDR1 
ECSADDR2 
ECSEN# 


6 
2 


m 
O 
5 


Ve) 

 EXTSMI# 
FERR#/IRQ13. 
FLSHREQ# 
FRAME # 
GNT0#/SIOREQ# 
GNT1#/RESUME # 


GNT2# 


7 


t/s/o 


z 
c 


9 

9 

1 

1 
5 

16 

1 

1 

1 

1 
0 

1 

1 


5 
6 
5 
8 
8 
9 
9 
28 
7 
6 
7 
1 
1 

1 
75 
74 
73 
70 
71 
1 
25 
2 


A | 
alTorst# | 76 | OT 
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Table 1. Alphabetical Pin Assignment (Continued) 


Type 
I/O (o/d) 


MEMREQ# 


= 
i 


= 
O 


191 
joosies | a3] 1 


[one | a0 


PIRQ1 # 
PIRQ2 # 


REQO #/SIOGNT # 
REQ1 # 


REQ3# 100 


ASTORV 


= 


O 


= 


= 
O 


= 


5|6 


= 


MASTER # 
MEMACK # 
MEMCS # 
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Table 1. Alphabetical Pin Assignment (Continued) 


Pin # |__PinName | Pin# | Type | 
ZEROWS# 188 a 
: : 


_SA16 


O 
O 


fr 

O 

Oo 
if 
co 


104 


O 
Oo 


ood, 
10.2) 
© 


a!lo 


o>) 
NO 


Oo 
N 


N 
io) 


134 


7 


svsok | 168 | 0 
es 
7 


r 
2 
E 
a 


Vss 
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Table 2. Numerical Pin Assignment 


[Ros 
[sas 


DACK2 # 


IRQ3 


BALE 


V 
V 


[Ves 
[sae 
sa 


a 


Vpp 

ss 
SAQ 

SS 
SA8 
SA7 
SA6 
SA5 
EOP 
SA4 
SA3 
Vop 
Vss 

Ss 
SA2 
SA1 

AO 

23 
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Table 2. Numerical Pin Assignment (Continued) 
Pin # Type 
7 
7 


coal, 


 FERR#/IRQ13 
IGNNE # 
-SPKR 


~N 
Gq} M 


Zz 
~I 
a 


< 
| 
S 


© 
Oo 


76 
77 


ALT__RST# 
Ss 
Ss 
Vpp 


< 
| ~ 
© | @ 


O 
~” 
@) 


© 
— 


PIRQ0# 
PIRQ1 # 


PIRQ2# 
PIRQ3# 84 

ALT_A20 

MEMCS# v0 
MEMREQ# 7 t/s/o VO 
MEMACK # 76 
FLSHREQ# t/s/o a6 


PCICLK 


GNT2# 1 t/s/o 
GNTO#/SIOREQ# | 92 | t/s/o 
REQO#/SIOGNT# | 93 
GNT1#/RESUME# | 94 t/s/0 
CPUGNT# 95 t/s/o 
REQ2# 97 
a 
REQ3 # 100 
~ IDSEL 101 ee 
V 
Voc 0s 
/0 
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Table 2. Numerical Pin Assignment (Continued) 


[sven | 196 =| O 


Vppb 
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3.0 SIGNAL DESCRIPTION 


This section contains a detailed description of each 
signal. The signals are arranged in functional groups 
according to the interface. 


: | 

intel. 
The terms assertion and negation are used exten- 
sively. This is done to avoid confusion when working 
with a mixture of “active-low” and “‘active-high”’ sig- 


nals. The term assert, or assertion indicates that a 
signal is active, independent of whether that level is 


represented by a high or low voltage. The term ne- 
Note that the ‘“#” symbol at the end of a signal gate, or negation indicates that a signal is inactive. 
name indicates that the active, or asserted state oc- 
curs when the signal is at a low voltage level. When 
‘*#” is not present after the signal name, the signal 


is asserted when at the high voltage level. 


3.1 PCI Bus Interface Signals 


Signal Name 


PCICLK PCI CLOCK: PCICLK provides timing for all transactions on the PCI Bus. All other 
PCI signals are sampled on the rising edge of PCICLK, and all timing parameters are 
defined with respect to this edge. Frequencies supported by the SIO include 25 MHz 
and 33 MHz. 


PCI RESET: PCIRST # forces the SIO to a known state. AD[31:0], C/BE[3:0] #, and 
PAR are always driven low by the SIO synchronously from the leading edge of 
PCIRST #. The SIO always tri-states these signals from the trailing edge of 
PCIRST #. If the internal arbiter is enabled (CPUREQ# sampled high on the trailing 
edge of PCIRST #), the SIO will drive these signals low again (synchronously 2-5 
PCICLKs later) until the bus is given to another master. If the internal arbiter is 
disabled (CPUREQ# sampled low on the trailing edge of PCIRST #), these signals 
remain tri-stated until the SIO is required to drive them valid as a master or slave. 


FRAME #, IRDY #, TRDY#, STOP#, DEVSEL#, MEMREQ#, FLSHREQ#, 
CPUGNT #, GNT0#/SIOREQ#, and GNT1#/RESUME # are tri-stated from the 
leading edge of PCIRST #. FRAME#, IRDY #, TRDY #, STOP#, and DEVSEL# 
remain tri-stated until driven by the SIO as either a master or a slave. MEMREQ#, 
FLSHREQ#, CPUGNT #, GNT0#/SIOREQ#, and GNT1 #/RESUME # are tri- 
stated until driven by the SIO. After PCIRST #, MEMREQ# and FLSHREQ# are 
driven inactive asynchronously from PCIRST # inactive. CPUGNT #, GNTO#/ 
SIOREQ#, and GNT1#/RESUME # are driven based on the arbitration scheme 
and the asserted REQx #’s. 

All registers are set to their default values. PCIRST # may be asynchronous to 


PCICLK when asserted or negated. Although asynchronous, negation must be a 
clean, bounce-free edge. Note that PCIRST # must be asserted for more than 1 ps. 


PCIRST # 
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3.1 PCI Bus Interface Signals (Continued) 


AD[31:0] |/O | PC! ADDRESS/DATA. AD[31:0] is a multiplexed address and data bus. During the 
first clock of a transaction, AD[31:0] contain a physical byte address (32 bits). 
C/BE[3:0] # 


During subsequent clocks, AD[31:0] contain data. 
: ADVANCE INFORMATION 1-459 


A SIO Bus transaction consists of an address phase followed by one or more data 
phases. Little-endian byte ordering is used. AD[7:0] define the least significant byte 
(LSB) and AD[31:24] the most significant byte (MSB). 


When the SIO is a target, AD[31:0] are inputs during the address phase of a 
transaction. During the following data phase(s), the SIO may be asked to supply 
data on AD[31:0] for a PC! read, or accept data for a PCI write. 


As a master, the SIO drives a valid address on AD[31:2] during the address phase, 
and drives write or latches read data on AD[31:0] during the data phase. The SIO 
always drives AD[1:0] low as a master. 


AD[31:0] are always driven low by the SIO synchronously from the leading edge of 
PCIRST #. The SIO always tri-states AD[31:0] from the trailing edge of PCIRST #. If 
the internal arbiter is enabled (CPUREQ# sampled high on the trailing edge of 
PCIRST #), the SIO drives AD[31:0] low again (synchronously 2-5 PCICLKs later) 
until the bus is given to another master. If the internal arbiter is disabled (CPUREQ # 
sampled low on the trailing edge of PCIRST #), AD[31:0] remain tri-stated until the 
SIO is required to drive them valid as a master or slave. 


When the internal arbiter is enabled, the SIO acts as the central resource 
responsible for driving the AD[31:0] signals when no one is granted the PCI Bus and 
the bus is idle. When the internal arbiter is disabled, the SIO does not drive AD[31:0] 
as the central resource. The SIO is always responsible for driving AD[31:0] when it 
is granted the bus (SIOGNT # and idle bus) and as appropriate when it is the master 
of a transaction. 


BUS COMMAND AND BYTE ENABLES: The command and byte enable signals are 
multiplexed on the same PCI pins. During the address phase of a transaction, 
C/BE[3:0] # define the bus command. During the data phase C/BE[3:0] # are used 
as Byte Enables. The Byte Enables determine which byte lanes carry meaningful 
data. C/BE # [0] applies to byte 0, C/BE[1] to byte 1, C/BE[2] to byte 2, and 
C/BE # [3] to byte 3. 


The SIO drives C/BE[3:0] # as an initiator of a PCI Bus cycle and monitors 
C/BE[3:0] # as a Target. 


C/BE[3:0] # are always driven low by the SIO synchronously from the leading edge 
of PCIRST #. The SIO always tri-states C/BE[3:0] # from the trailing edge of 
PCIRST #. If the internal arbiter is enabled (CPUREQ# sampled high on the trailing 
edge of PCIRST #), the SIO drives C/BE[3:0] # low again (synchronously 2-5 
PCICLKs later) until the bus is given to another master. If the internal arbiter is 
disabled (CPUREQ# sampled low on the trailing edge of PCIRST #), C/BE[3:0] # 
remain tri-stated until the SIO is required to drive them valid as a master or slave. 


When the internal arbiter is enabled, the SIO acts as the central resource 
responsible for driving the C/BE[3:0] # signals when no one is granted the PCI Bus 
and the bus is idle. When the internal arbiter is disabled, the SIO does not drive 
C/BE[3:0] # as the central resource. The SIO is always responsible for driving 
C/BE[3:0] # when it is granted the bus (SIOGNT # and idle bus) and as appropriate 
when it is the master of a transaction. 
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3.1 PCI Bus Interface Signals (Continued) 


FRAME# | 1/O — | CYCLE FRAME: FRAME # is driven by the current master to indicate the 
(s/t/s) | beginning and duration of an access. FRAME # is asserted to indicate a bus 
transaction is beginning. While FRAME # is asserted data transfers continue. 
When FRAME # is negated the transaction is in the final data phase. FRAME # is 
an input to the SIO when the SIO is the target. FRAME # is an output when the SIO 
is the initiator. FRAME # is tri-stated from the leading edge of PCIRST #. FRAME # 
remains tri-stated until driven by the SIO as either a master or a slave. 


TARGET READY: TRDY # indicates the SIO’s ability to complete the current data 
phase of the transaction. TRDY # is used in conjunction with IRDY #. A data phase 
is completed when both TRDY # and IRDY # are sampled asserted. During a read, 
TRDY # indicates that the SIO, as a target, has placed valid data on AD[31:0]. 
During a write, it indicates the SIO, as a target is prepared to latch data. TRDY is an 
input to the SIO when the SIO is the initiator and an output when the SIO is a 
target. TRDY # is tri-stated from the leading edge of PCIRST #. TRDY # remains 
tri-stated until driven by the SIO as either a master or a slave. 


INITIATOR READY: IRDY # indicates the SIO’s ability, as an initiator, to complete 
the current data phase of the transaction. It is used in conjunction with TRDY #. A 
data phase is completed on any clock that both IRDY # and TRDY # are sampled 
asserted. During a write, IRDY # indicates the SIO has valid data present on 
AD[31:0]. During a read, it indicates the SIO is prepared to latch data. IRDY is an 
input to the SIO when the SIO is the target and an output when the SIO is an 

| initiator. IRDY # is tri-stated from the leading edge of PCIRST #. IRDY # remains 
tri-stated until driven by the SIO as either a master or a slave. 


TRDY # I/O 
(s/t/s) 


1/0 
(s/t/s) 


IRDY # 


(/O 
(s/t/s) 


- aa 
: [ 


| DEVSEL# | 1/0 
(s/t/s) 
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STOP: STOP # indicates that the SIO, as a target, is requesting a master to an 
the current transaction. As a master, STOP # causes the SIO to stop the current 
transaction. STOP # is an output when the SIO is a target and an input when the 
SIO is an initiator. STOP # is tri-stated from the leading edge of PCIRST #. STOP # 
remains tri-stated until driven by the SIO as either a master or a slave. 


LOCK: LOCK # indicates an atomic operation that may require multiple 
transactions to complete. LOCK # is always an input to the SIO. When the SIO is 
the target of a transaction and samples LOCK # negated during the address phase 
of a transaction, the SIO considers itself a locked resource until it samples LOCK # 
and FRAME# negated. When other masters attempt accesses while the SIO is 
locked, the SIO responds with a retry termination. LOCK # is tri-stated during reset. 


INITIALIZATION DEVICE SELECT: IDSEL is used as a chip select during 
configuration read and write transactions. The SIO samples IDSEL during the 
address phase of a transaction. If IDSEL is sampled active, and the bus command 
is a configuration read or write, the SIO responds by asserting DEVSEL # on the 
next cycle. 


DEVICE SELECT: The SIO asserts DEVSEL# to claim a PCI transaction through 
positive or subtractive decoding. As an output, the SIO asserts DEVSEL# when it 
samples IDSEL active in configuration cycles to SIO configuration registers. The 
SIO also asserts DEVSEL# when an internal SIO address is decoded or when the 
SIO subtractively decodes a cycle. As an input, DEVSEL # indicates the response 
to a SIO master-initiated transaction. The SIO also samples this signal for all PCI 
transactions to decide to subtractively decode the cycle. DEVSEL # is tri-stated 
from the leading edge of PCIRST #. DEVSEL# remains tri-stated until driven oe 
the SIO as either a master or a slave. 
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3.1 PCI Bus Interface Signals (Continued) 


PIRQ([3:0] # : PCI INTERRUPT REQUEST: PIRQ #s are used to generate asynchronous 


interrupts to the CPU via the Programmable Interrupt Controllers (82C59s) 
/| 


integrated in the SIO. These signals are defined as level sensitive and are asserted 
SERR# | 


low. 


The PIRQx# interrupts can be steered into any unused IRQ interrupt. The PIRQx# 
Route Control Register determines which IRQ interrupt each PCI interrupt is steered 
into. 


These pins include a weak internal pull-up resistor. 


CALCULATED PARITY SIGNAL: PAR is ‘‘even” parity and is calculated on 
36 bits—AD[31:0] plus C/BE[3:0] #. “Even” parity means that the number of ‘1’’s 
within the 36 bits plus PAR are counted and the sum is always even. PAR is always 
calculated on 36 bits regardless of the valid byte enables. PAR is generated for 
address and data phases and is only guaranteed to be valid one PCI clock after the 
corresponding address or data phase. PAR is driven and tri-stated identically to the 
AD[31:0] lines except that PAR is delayed by exactly one PCI clock. PAR is an 
output during the address phase (delayed one clock) for all SIO master transactions. 
It is also an output during the data phase (delayed one clock) when the SIO is the 
master of a PCI write transaction, and when it is the target of a read transaction. 


PAR is always driven low by the SIO synchronously from the leading edge of 
PCIRST #. The SIO always tri-states PAR from the trailing edge of PCIRST #. If the 
internal arbiter is enabled (CPUREQ# sampled high on the trailing edge of 

PCIRST #), the SIO drives PAR low again (synchronously 2-5 PCICLKs later) until 
the bus is given to another master. If the internal arbiter is disabled (CPUREQ # 
sampled low on the trailing edge of PCIRST #), PAR remains tri-stated until the SIO 
is required to drive them valid as a master or slave. 


When the internal arbiter is enabled, the SIO acts as the central resource 
responsible for driving PAR when no device is granted the PCI Bus and the bus is 
idle. When the internal arbiter is disabled, the SIO does not drive PAR as the central 
resource. The SIO is always responsible for driving PAR when it is granted the bus 
(SIOGNT # and idle bus) and as appropriate when it is the master of a transaction. 


SYSTEM ERROR: SERR# can be pulsed active by any PCI device that detects a 
system error condition. Upon sampling SERR # active, the SIO generates a non- 
maskable interrupt (NMI) to the CPU. 
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3.2 PCI Arbiter Signals 


CPUREQ# : CPU REQUEST: This signal provides the following functions: 


1. If CPUREQ# is sampled high on the trailing edge of PCIRST #, the internal arbiter 
REQO #/ 
SIOGNT # 


is enabled. If CPUREQ# is sampled low on the trailing edge of PCIRST #, the 
internal arbiter is disabled. This requires that the host bridge drive CPUREQ # high 


during PCIRST #. 
t/s/o 


2. If the SIO’s internal arbiter is enabled, this pin is configured as CPUREQ#. An 
active low assertion indicates that the CPU initiator desires the use of the PCI Bus. If 
the internal arbiter is disabled, this pin is meaningless after reset. This pin has a 
weak internal pull-up resistor. 


REQUEST 0/SIO GRANT: If the SIO’s internal arbiter is enabled, this pin is 
configured as REQO#. An active low assertion indicates that InitiatorO desires the 
use of the PCI Bus. If the internal arbiter is disabled, this pin is configured as 
SIOGNT #. When asserted, SIOGNT # indicates that the external PCI arbiter has 
granted use of the bus to the SIO. This pin has a weak internal pull-up resistor. 


-REQUEST 1: If the SIO’s internal arbiter is enabled through the Arbiter Configuration 
Register, then this signal is configured as REQ1 #. An active low assertion indicates 
that Initiator’ desires the use of the PC! Bus. If the internal arbiter is disabled, the 

SIO ignores REQ1 # after reset. This pin has a weak internal pull-up resistor. _ 


CPU GRANT: If the SIO’s internal arbiter is enabled, this pin is configured as 
CPUGNT #. The SIO’s internal arbiter asserts CPUGNT # to indicate that the CPU 
initiator has been granted the PCI Bus. If the internal arbiter is disabled, this signal is 
meaningless. CPUGNT # is tri-stated from the leading edge of PCIRST #. 
CPUGNT # is tri-stated until driven by the SIO. CPUGNT # is driven based on the 
arbitration scheme and the asserted REQx#'’s. | 


GRANT 0/SIO REQUEST: If the SIO’s internal arbiter is enabled, this pin is 
configured as GNTO#. The SIO’s internal arbiter asserts GNTO # to indicate that 
InitiatorO has been granted the PCI Bus. If the internal arbiter is disabled, this pin is 
configured as SIOREQ#. The SIO asserts SIOREQ# to request the PC/ Bus. 
GNT0#/SIOREQ # is tri-stated from the leading edge of PCIRST #. 
GNT0#/SIOREQ # is tri-stated until driven by the SIO. GNT0#/SIOREQ # is driven 
based on the arbitration scheme and the asserted REQx#'’s. : 


GRANT 1/RESUME: If the SIO’s internal arbiter is enabled, this pin is configured as 
GNT1#. The SIO’s internal arbiter asserts GNT1 # to indicate that Initiator1 has 
been granted the PCI Bus. If the internal arbiter is disabled, this pin is configured as 
RESUME #. The SIO asserts RESUME #¥ to indicate that the conditions causing the 
SIO to retry the cycle has passed. GNT1#/RESUME # is tri-stated from the leading 
edge of PCIRST #. GNT1#/RESUME # is tri-stated until driven by the SIO. 

GNT1 #/RESUME # is driven based on the arbitration scheme and the asserted 
REQx#'’s. 


REQUEST 2: This pin is an active low signal that indicates that Initiator2 desires the 
use of the PCI Bus. This signal has a weak internal pull-up resistor. 


CPUGNT # - 


GNT0#/ 
SIOREQ # 


GNT1 #/ 
RESUME # 


REQ2#4 - 
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3.2 PCl Arbiter Signals (Continued) 


Signal Name 


REQ3 # REQUEST 3: This pin is an active low signal that indicates that Initiator3 desires the 

use of the PCI Bus. This signal has a weak internal pull-up resistor. 
GNT2# GRANT 2: This pin is configured as GNT2#. The SIO’s internal arbiter asserts - 
GNT3# 


GNT2# to indicate that Initiator2 has been granted the PCI Bus. GNT2# is high 
MEMREQ# 


upon reset. 
GRANT 3: This pin is configured as GNT3 #. The SIO’s internal arbiter asserts 
FLSHREQ# 
MEMACK # 7 


GNT$3 # to indicate that Initiator3 has been granted the PCI Bus. GNT3 # is high 
upon reset. 


MEMORY REQUEST: If the SIO is configured in Guaranteed Access Time (GAT) 
Mode, MEMREQ # will be asserted when an ISA master or DMA is requesting the. 
ISA Bus (along with FLSHREQ #) to indicate that the SIO requires ownership of the 
main memory. MEMREQ # is tri-stated from the leading edge of PCIRST#. 
MEMREQ# remains tri-stated until driven by the SIO. After PCIRST, MEMREQ # is 
driven inactive asynchronously from PCIRST # inactive. The SIO asserts 
FLSHREQ# concurrently with asserting MEMREQ#. 


FLSHREQ# MEMREQ# Meaning 


1 1 Idle — 

0 1 Flush buffers pointing towards PCI to avoid ISA 
deadlock 

1 0 Reserved 

0 0 GAT mode. Guarantee PCI Bus immediate access to 


main memory (this may or may not require the PCI-to- 
main memory buffers to be flushed first depending on 
the number of buffers). 


FLUSH REQUEST: FLSHREQ # is generated by the SIO to command all of the: 
system’s posted write buffers pointing towards the PCI Bus to be flushed. This is 
required before granting the ISA Bus to an ISA master or the DMA. FLSHREQ # is 
tri-stated from the leading edge of PCIRST #. FLSHREQ# remains tri-stated until 
driven by the SIO. After PCIRST, FLSHREQ # is driven inactive asynchronously 
from PCIRST # inactive. 


MEMORY ACKNOWLEDGE: MEMACK # is the response handshake that indicates 
to the SIO that the function requested over the MEMREQ# and/or FLSHREQ # 
signals has been completed. In GAT mode (MEMREQ# and FLSHREQ# asserted), 
the main memory bus is dedicated to the PCI Bus and the system’s posted write 
buffers pointing towards the PCI Bus have been flushed and are disabled. In non- 
GAT mode (FLSHREQ # asserted alone), this means the system’s posted write 
buffers have been flushed and are disabled. In either case, the SIO can now grant 
the ISA Bus to the requester. 
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3.3 Address Decoder Signal 


| Signal Name 


MEMCS# ¥ 


3.4 Power Management Signals 


SMI# — SYSTEM MANAGEMENT INTERRUPT: SMI# is an active low output that is 
. | asserted by the SIO in response to one of many enableable hardware or software 
STPCLK# a 


Description 


MEMORY CHIP SELECT: MEMCS # is a programmable address decode signal 
provided to a Host CPU bridge. A CPU bridge can use MEMCS # to forward a PC! 
cycle to main memory behind the bridge. MEMCS # is driven one PCI clock after 
FRAME # is sampled active (address phase) and is valid for one clock cycle before 
going inactive. MEMCS # is high upon reset. 


input to the CPU. The CPU recognizes the falling edge of SMI # as the highest 
priority interrupt in the system. The CPU responds by entering SMM (System 
Management Mode). SMI # is deasserted during and following reset. 


STOP CLOCK: STPCLK # is an active low output that is asserted by the SIO in 
response to one of many enableable hardware or software events. STPCLK # 
connects directly to the CPU. The STPCLK # signal is an asynchronous input to the 
CPU. When the CPU samples STPCLK # asserted it responds by stopping its 
internal clock. STPCLK # is deasserted during and following reset. 


EXTERNAL SYSTEM MANAGEMENT INTERRUPT: EXTSMI# is a falling edge 
triggered input to the SIO indicating that an external device is requesting the system 
to enter SMM mode. When enabled, a falling edge on EXTSMI# will result in the 
assertion of the SMI # signal to the CPU. EXTSMI # is an asychronous input to the 
SIO. However, when the setup and hold times are met, it is only required to be 
asserted for one PCICLK. Once deasserted, it must remain deasserted for at least 
‘four PCICLKs in order to allow the edge detect logic to reset. 


This pin includes a weak internal pull-up resistor. 


INIT: INIT is an input to the SIO indicating that the CPU is actually being soft reset. It 
is connected to the INIT pin of the CPU. 


This pin includes a weak internal pull-up resistor. 


events. SMI # connects directly to the CPU. The SMI# signal is an asychronous 
EXTSMI # 


3.5 ISA Interface Signals 


wd ADDRESS ENABLE: AEN is asserted during DMA cycles to prevent I/O slaves from 


misinterpreting DMA cycles as valid |/O cycles. When negated, AEN indicates that 
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an I/O slave may respond to address and I/O commands. When asserted, AEN 
informs I/O resources on the ISA Bus that a DMA transfer is occurring. This signal is 
also driven high during refresh cycles. AEN is driven low upon reset. 
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3.5 ISA Interface Signals (Continued) 


BALE BUS ADDRESS LATCH ENABLE: BALE is an active high signal asserted by the 
SIO to indicate that the address (SA[19:0], LA[23:17]), AEN and SBHE # signal 
lines are valid. The LA[23:17] address lines are latched on the trailing edge of 
BALE. BALE remains asserted throughout DMA and ISA master cycles. BALE is 
driven low upon reset. 

SYSCLK SYSTEM CLOCK: SYSCLK is an output of the SIO component. The frequencies 
supported are 6 MHz to 8.33 MHz. 

lOCHRDY 1/O I/O CHANNEL READY: Resources on the ISA Bus assert IOCHRDY to indicate that 
additional time (wait-states) is required to complete the cycle. This signal is normally 
high on the ISA Bus. IOCHRDY is an input when the SIO owns the ISA Bus and a 
PCI agent is accessing an ISA slave or during compatible DMA transfers 
(compatible cycles only). IOCHRDY is output when an external ISA Bus Master ; 
owns the ISA Bus and is accessing a PCI slave or an SIO register. As an SIO output, | 
IOCHRDY is driven inactive (low) from the falling edge of the ISA commands. After 
data is available for an ISA master read or the SIO latches the data for a write cycle, 
lIOCHRDY is asserted for 70 ns. After 70 ns, the SIO floats IOCHRDY. The 70 ns 
includes both the drive time and the time it takes the SIO to float IOCHRDY. The 
SIO does not drive this signal when an ISA Bus master is accessing an ISA Bus 
slave. IOCHRDY is tri-stated upon reset. 

lOCS16# 16-BIT I/O CHIP SELECT: This signal is driven by |/O devices on the ISA Bus to 
indicate that they support 16-bit |/O bus cycles. 

lIOCHK # 1/0 CHANNEL CHECK: IOCHK # can be driven by any resource on the ISA Bus. 
When asserted, it indicates that a parity or an un-correctable error has occurred for 
a device or memory on the ISA Bus. A NMI will be generated to the CPU if the NMI 
generation is enabled. 

lOR#. 1/O I/O READ: JOR # is the command to an ISA I/O slave device that the slave may 
drive data on to the ISA data bus (SD[15:0]). The I/O slave device must hold the 
data valid until after |OR # is negated. IOR # is an output when the SIO owns the 


ISA Bus. IOR # is an input when an external ISA master owns the ISA Bus. IOR# is 
driven high upon reset. 


lIOW # 1/0 I/O WRITE: |OW # is the command to an ISA I/O slave device that the slave may 
latch data from the ISA data bus (SD[15:0]). |OW # is an output when the SIO owns 


the ISA Bus. IOW # is an input when an external ISA master owns the ISA Bus. 
lOW # is driven high upon reset. | 
LA[23:17] I/O 
SA[19:0] I/O 
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UNLATCHED ADDRESS: The LA[23:17] address lines are bi-directional. These 
address lines allow accesses to physical memory on the ISA Bus up to 16 MBytes. 
LA[23:17] are outputs when the SIO owns the ISA Bus. The LA[23:17] lines 
become inputs whenever an ISA master owns the ISA Bus. These signals are 
undefined during DMA type “A”, ““B’”’, and “F’”’ cycles. The LA[23:17] signals are at 
an unknown state upon reset. 


SYSTEM ADDRESS BUS: These bi-directional address lines define the selection 
with the granularity of one byte within the one Megabyte section of memory defined 
by the LA[23:17] address lines. The address lines SA[19:17] that are coincident 
with LA[19:17] are defined to have the same values as LA[19:17] for all memory 
cycles. For I/O accesses, only SA[15:0] are used. SA[19:0] are outputs when the 
SIO owns the ISA Bus. SA[19:0] are inputs when an external ISA Master owns the 
ISA Bus. SA[19:0] are undefined during DMA type “A”, ‘B”, or “F’” cycles. SA[19:0] 
are at an unknown state upon reset. 
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3.5 ISA Interface Signals (Continued) 


SBHE # 1/0 SYSTEM BYTE HIGH ENABLE: SBHE # indicates, when asserted, that a byte is 
being transferred on the upper byte (SD[15:8]) of the data bus. SBHE # is negated 
MEMCS16# 


_ | during refresh cycles. SBHE # is an output when the SIO owns the ISA Bus. SBHE # 
MASTER # MASTER: An ISA Bus master asserts MASTER # to indicate that it has control of 
3 the ISA Bus. Before the ISA master can assert MASTER #, it must first sample 
| DACK# active. Once MASTER # is asserted, the ISA master has control of the ISA 
Bus until it negates MASTER #. 


refresh cycles. During DMA cycles, this signal is only used by the byte swap logic. 

MEMCS16 # is an input when the SIO owns the ISA Bus. MEMCS16 # is an output 
when an ISA Bus master owns the ISA Bus. The SIO drives this signal low during , 
ISA master to PCI memory cycles. MEMCS16# is at an unknown state upon reset. 


onto the ISA data bus. MEMR # is an output when the SIO is a master on the ISA 
Bus. MEMR # is an input when an ISA master, other than the SIO, owns the ISA 
Bus. This signal is also driven by the SIO during refresh cycles. 


For compatible timing mode DMA cycles, the SIO, as a master, asserts MEMR # if 
the address is less than 16 MBytes. This signal is not generated for accesses to _ 
addresses greater than 16 MByte. 


is an input when an external ISA master owns the ISA Bus. SBHE # is at an 
unknown state upon reset. 
| 
MEMR# 1/O MEMORY READ: MEMR # is the command to a memory slave that it may drive data 
MEMR # is not driven active during DMA type “A”, ““B”’, or “F” cycles. 
MEMW # I/O MEMORY WRITE: MEMW # is the command to a memory slave that it may latch 
data from the ISA data bus. MEMW # is an output when the SIO owns the ISA Bus. 
| MEMW # is an input when an ISA master, other than the SIO, owns the ISA Bus. 
For compatible timing mode DMA cycles, the SIO, as a master, asserts MEMW # if 
the address is less than 16 MBytes. This signal is not generated for accesses to 
addresses greater than 16 MByte. : 
MEMW # is not driven active during DMA type “A”, “B”, or ‘“F” cycles. 


MEMORY CHIP SELECT 16: MEMCS16# is a decode of LA[23:17] without any 
SMEMW# Z SYSTEM MEMORY WRITE: The SIO asserts SMEMW¢ to request a memory slave 


drive this signal low. The SIO ignores MEMCS16# during I/O access cycles and 
(O0000000h-O000FFFFFh) during DMA compatible, SIO master, or ISA master 

cycles, the SIO asserts SMEMW #. SMEMW # is a delayed version of MEMW#. 
SMEMW # is driven high upon reset. 


SYSTEM MEMORY READ: The SIO asserts SMEMR # to request a memory slave 
to accept data from the data lines. If the access is below the 1 MByte range 
(O0000000h-000FFFFFh) during DMA compatible, SIO master, or ISA master 
cycles, the SIO asserts SMEMR #. SMEMR # is a delay version of MEMR #. Upon 
PCIRST # this signal is low. SMEMR # is driven high upon reset. 


qualification of the command signal lines. ISA slaves that are 16-bit memory devices 
to accept data from the data lines. If the access is below the 1 MByte range 
SMEMR # 
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3.5 ISA Interface Signals (Continued) 


ZEROWS # ZERO WAIT-STATES:An ISA slave asserts ZEROWS # after its address and 
command signals have been decoded to indicate that the current cycle can be 
inl 
RSTDRV 7 


shortened. A 16-bit ISA memory cycle can be reduced to two SYSCLKs. An 8-bit 
SD[15:0] 


memory or |/O cycle can be reduced to three SYSCLKs. ZEROWS # has no effect 
3.6 DMA Signals 


during 16-bit 1/O cycles. 
lf lOCHRDY and ZEROWS # are both asserted during the same clock, then 
ZEROWS # is ignored and wait states are added as a function of IOCHRDY (i.e., 
IOCHRDY has precedence over ZEROWS#). - 
OSCILLATOR: OSC is the 14.31818 MHz ISA clock signal. It is used by the internal 
8254 Timer, counters 0, 1, and 2. 
RESET DRIVE: The SIO asserts RSTDRV to reset devices that reside on the ISA 
Bus. The SIO asserts this signal when PCIRST # (PCI Reset) is asserted. In 
addition, the SIO can be programmed to assert RSTDRV by writing to the ISA Clock 
Divisor Register. Software should assert the RSTDRV during configuration to reset 
the ISA Bus when changing the clock divisor. Note that when RSTDRV is generated 
via the ISA Clock Divisor Register, software must ensure that RSTDRV is driven 
active for a minimum of 1 ps. | 
System DATA: SD[15:0] provide the 16-bit data path for devices residing on the 
ISA Bus. SD[15:8] correspond to the high order byte and SD[7:0] correspond to the 
low order byte. SD[15:0] are undefined during refresh. The SIO tri-states SD[15:0] 
during reset. 

DREQ [3:0,7:5] DMA REQUEST: The DREQ lines are used to request DMA service from the 
SIO’s DMA controller or for a 16-bit master to gain control of the ISA expansion 
bus. The active level (high or low) is programmed via the DMA Command 
Register (bit 6). When the bit 6 = 0, DREQ[3:0,7:5] are active high and when 
bit 6 = 1, the signals are active low. All inactive to active edges of DREQ are 
assumed to be asynchronous. The request must remain active until the 
appropriate DACK signal is asserted. 

DMA ACKNOWLEDGE: The DACK output lines indicate that a request for DMA 
service has been granted by the SIO or that a 16-bit master has been granted 
the bus. The active level (high or low) is programmed via the DMA Command 
Register (bit 7). When bit 7 = 0, DACK #[3:0,7:5] are active low and when bit 
7 = 1, the signals are active high. These lines should be used to decode the 
DMA slave device with the IOR # or IOW # line to indicate selection. If used to 
signal acceptance of a bus master request, this signal indicates when it is legal 
to assert MASTER #. If the DMA controller has been programmed for a timing 
mode other than compatible mode, and another device has requested the bus, 
and a 4 us time has elapsed, this line will be negated and the transfer stopped 
before the transfer is complete. In this case, the transfer is re-started at the next 
arbitration period that the channel wins the bus. Upon PCIRST #, these lines are 
set inactive (high). 


DACK# [38:0,7:5] 
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3.6 DMA Signals (Continued) 


I/O END OF PROCESS: EOP is bi-directional, acting in one of two modes, and is directly 
connected to the TC line of the ISA Bus. DMA slaves assert EOP to the SIO to 
terminate DMA cycles. The SIO asserts EOP to DMA slaves as a terminal count 
indicator. | 


EOP-IN MODE: For all transfer types during DMA, the SIO samples EOP. If it is 
sampled asserted, the transfer is terminated. 


TC-OUT MODE: The SIO asserts EOP after a new address has been output, if the 
byte count expires with that transfer. The EOP (TC) remains asserted until AEN is 
negated, unless AEN is negated during an autoinitialization. EOP (TC) is negated 
before AEN is negated during an autoinitialization. ; . 


When all the DMA channels are not in use, the EOP signal is in output mode and 
negated (low). After PCIRST #, EOP is in output mode and inactive. 


REFRESH: As an output, REFRESH # is used by the SIO to indicate when a refresh 
cycle is in progress. It should be used to enable the SA[15:0] address to the row 
address inputs of all banks of dynamic memory on the ISA Bus. Thus, when 

MEMR # is asserted, the entire expansion bus dynamic memory is refreshed. | 
Memory slaves must not drive any data onto the bus during refresh. As an output, 
this signal is driven directly onto the ISA Bus. This signal is an output only when the 
SIO DMA refresh is a master on the bus responding to an internally generated 
request for refresh. 


As an input, REFRESH # is driven by 16-bit ISA Bus masters to initiate refresh 
cycles. Upon PCIRST #, this signal is tri-stated. 


3.7 Timer Signal 


Signal Name 


SPKR Pi SPEAKER DRIVE: The SPKR signal is the output of counter 2 and is “ANDed” with 


REFRESH # 


Port 061h bit 1 to provide Speaker Data Enable. This signal drives an external 
speaker driver device, which in turn drives the ISA system speaker. SPKR has a 
24 mA drive capability. Upon reset, its output state is 0. . 
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3.8 Interrupt Controller Signals 


IRQ(15,14, INTERRUPT REQUEST: The IRQ signals provide both system board components 
11:9, 7:3,1] and ISA Bus I/O devices with a mechanism for asynchronously interrupting the 
CPU. The assertion mode of these inputs depends on the programming of LTIM, 
bit 3 of ICW1 on both Controller-1 and Controller-2. When LTIM is programmed to a 
0, a low-to-high transition on any of that controller’s IRQ lines is recognized as an 
interrupt request. This is ““edge-triggered’’ mode. Edge-triggered mode is the SIO 
default. When LTIM is programmed to a 1, a high level on any of that controller’s 
IRQ lines is recognized as an interrupt request. This mode is ‘‘level-triggered” mode. 
Upon PCIRST #, the IRQ lines are placed in edge-triggered mode. 


An active IRQ input must remain asserted until after the interrupt is acknowledged. If 
the input goes inactive before this time, a DEFAULT IRQ7 occurs when the CPU 
acknowledges the interrupt. 


NOTE: 
Refer to the Utility Bus Signal descriptions for |IRQ12 and IRQ13 signal descriptions. 


INTERRUPT REQUEST EIGHT SIGNAL: IRQ8 # is an active low interrupt input. 
The assertion mode of this input depends on the programming of the LTIM bit of 
ICW1 on both Controller-1 and Controller-2. When the LTIM = 0, a high-to-low 
transition on IRQ8 # is recognized as an interrupt request. This is ““edge-triggered” 
mode. Edge triggered mode is the SIO default. When the LTIM = 1, a low level on 
IRQ8 # is recognized as an interrupt request. This mode is “‘level-triggered” mode. 
Upon PCIRST #, IRQ8 # will be placed in edge-triggered mode. 


IRQ8 # must remain asserted until after the interrupt is acknowledged. If the input 
goes inactive before this time, a DEFAULT IRQ7 will occur when the CPU 
acknowledges the interrupt. 


CPU INTERRUPT: INT is driven by the SIO to signal the CPU that an interrupt 
request is pending and needs to be serviced. It is asynchronous with respect to 
SYSCLK or PCICLK and is always an output. The interrupt controller must be 
programmed following a reset to ensure that INT is at a known state. Upon 
PCIRST #, INT is driven low. 


NON-MASKABLE INTERRUPT: NMI is used to force a non-maskable interrupt to 
the CPU. The SIO generates an NMI when either SERR # or IOCHK # is asserted, 
depending on how the NMI Status and Control Register is programmed. The CPU 
detects an NMI when it detects a rising edge on NMI. After the NMI interrupt routine 
processes the interrupt, the NMI status bits in the NMI Status and Control Register 
are cleared by software. The NMI interrupt routine must read this register to 
determine the source of the interrupt. The NMI is reset by setting the corresponding 
NMI source enable/disable bit in the NMI Status and Control Register. To enable 
NMI interrupts, the two NMI enable/disable bits in the register must be set to 0, and 
the NMI mask bit in the NMI Enable/Disable and Real-Time Clock Address Register 
must be set to 0. Upon PCIRST #, this signal is driven low. 
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3.9 Utility Bus Signals 


UBUSTR i UTILITY DATA BUS TRANSMIT/RECEIVE: UBUSTR is tied directly to the 


direction control of a 74F245 that buffers the utility data bus, UD[7:0]. UBUSTR is 
asserted for all I/O read cycles (regardless if a Utility Bus device has been 
decoded). UBUSTR is asserted for memory cycles only if BIOS space has been 
decoded. For PCI and ISA master-initiated read cycles, UBUSTR is asserted from 
the falling edge of either |OR # or MEMR#, depending on the cycle type (driven 
from MEMR # only if BIOS space has been decoded). When the rising edge of 
lOR# or MEMR# occurs, the SIO negates UBUSTR. For DMA read cycles from the 
Utility Bus, UBUSTR is asserted when DACKx# is asserted and negated when 
DACKx# is negated. At all other times, UBUSTR is negated. Upon PCIRST #, this 
signal is driven low. . 


UTILITY DATA BUS OUTPUT ENABLE: UBUSOE # is tied directly to the output 
enable of a 74F245 that buffers the utility data bus, UD[7:0], from the system data 
bus, SD[7:0]. UBUSOE # is asserted anytime a SIO supported Utility Bus device is 
decoded, and the devices decode is enabled in the Utility Bus Chip Select Enable 
Registers. UBUSOE # is asserted from the falling edge of the ISA commands 
(IOR#, |OW#, MEMR#, or MEMW #) for PCI and ISA master-initiated cycles. 
UBUSOE # is negated from the rising edge of the ISA command signals for SIO- 
initiated cycles and the SA[16:0] and LA[23:17] address for ISA master-initiated 
cycles. For DMA cycles, UBUSOE # is asserted when DACK2# is asserted and 
negated when DACK2# negated. UBUSOE # is not driven active under the 
following conditions: 


UBUSOE # 


NOTES: 
1. During an I/O access to the floppy controller, if DSKCHG is sampled low at reset. 
2. If the Digital Output Register is programmed to ignore DACK2#. | 
3. During an |/O read access to floppy location 3F7h (primary) or 377h (secondary), 
if the IDE decode space is disabled (i.e. IDE is not resident on the Utility Bus). _ 
4. During any access to a utility bus peripheral in which its decode space has been 
disabled. 
Upon a PCIRST #, this signal is driven inactive (high). 


ENCODED CHIP SELECTS: ECSADDR[2:0] are the encoded chip selects and/or 
control signals for the Utility Bus peripherals supported by the SIO. The binary code 
formed by the three signals indicates which Utility Bus device is selected. These 
signals tie to the address inputs of two external 74F138 decoder chips and are 
driven valid/invalid from the SA[16:0] and LA[23:17] address lines. Upon 
PCIRST #, these signals are driven high. 


ENCODED CHIP SELECT ENABLE: ECSEN # is used to determine which of the 
two external 74F 138 decoders is to be selected. ECSEN # is driven low to select 
decoder 1 and driven high to select decoder 2. This signal is driven valid/invalid 
from the SA[16:0] and LA[23:17] address lines (except for the generation of 
RTCALE #, in which case, ECSEN # is driven active based on lOW # falling, and 
remains active for two SYSCLKs). During a non-valid address or during an access 
not targeted for the Utility Bus, this signal is driven high. Upon PCIRST #, this signal 
is driven high. 


ECSADDR 
[2:0] 


ECSEN # 
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3.9 Utility Bus Signals (Continued) 


ALT__RST# i 
ALT__A20 7 


DSKCHG | 
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ALTERNATE RESET: ALT__RST # is used to reset the CPU under program control. 
This signal is AND’ed together externally with the reset signal (KBDRST #) from the 
keyboard controller to provide a software means of resetting the CPU. This provides 
a faster means of reset than is provided by the keyboard controller. Writing a 1 to bit 
0 in the Port 92 Register causes this signal to pulse low for approximately 

4 SYSCLKs. Before another ALT__RST # pulse can be generated, bit 0 must be set 
to 0. Upon PCIRST #, this signal is driven inactive high (bit 0 in the Port 92 Register 
is set to 0). 


ALTERNATE A20: ALT__A20 is used to force A20M # to the CPU low for support of 
real mode compatible software. This signal is externally OR’ed with the AZOGATE 
signal from the keyboard controller and CPURST to control the A20M # input of the 
CPU. Writing a 0 to bit 1 of the Port 92 Register forces ALT__A20 low. ALT__A20 
low drives A20M # to the CPU low, if AZOGATE from the keyboard controller is also 
low. Writing a 1 to bit 1 of the Port 92 Register force ALT__A20 high. ALT__A20 high 
drives A20M # to the CPU high, regardless of the state of AZOGATE from the 
keyboard controller. Upon reset, this signal is driven low. 


DISK CHANGE: DSKCHG is tied directly to the DSKCHG signal of the floppy 
controller. This signal is inverted and driven on SD7 during I/O read cycles to floppy 
address locations 3F7h (primary) or 377h (secondary) as shown in the table below. 
Note that the primary and secondary locations are programmed in the Utility Bus 
Address Decode Enable/Disable Register ‘‘A’’. 


FLOPPYCS# IDECSx# State of SD7 (output) State of UBUSOE# 
Decode Decode 
Enabled Enabled Tri-stated | Enabled 
Enabled Disabled Driven via DSKCHG Disabled 
Disabled Enabled Tri-stated Enabled (note) 
Disabled Disabled Tri-stated Disabled 

NOTE: 
For this mode to be supported, extra logic is required to disable the U-bus 
transceiver for accesses to 3F7/377. This is necessary because of potential 
contention between the Utility Bus buffer and a floppy on the ISA Bus erying the 
system bus at the same time during shared I/O accesses. 


This signal is also used to determine if the floppy controller is present on the Utility 
Bus. It is sampled on the trailing edge of PCIRST #, and if high, the Floppy is 
present. For systems that do not support a Floppy via the SIO, this pin should be 
strapped low. If sampled low, the SD7 function, UBUSOE #, and ECSADDR[2:0] 
signals will not be enabled for DMA or programmed I/O accesses to the floppy disk 
controller. This condition overrides the floppy decode enable bits in the Utility Bus 
Chip Select A. 
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3.9 > Ut Bus Signals (Continued) 


FERR#/ = NUMERIC COPROCESSOR ERROR/IRQ13: This signal has two separate 
IRQ13 


functions, depending on bit 5 in the ISA Clock Divisor Register. This pin functions as 
IGNNE # E 


a FERR# signal supporting coprocessor errors, if this function is enabled 
IRQ12/M ine 


(bit5 = 1), or as an external IRQ13, if the coprocessor error function is disabled 
3.10 Test Signals 


(bit 5 = 0). 


If programmed to support coprocessor error reporting, this signal is tied to the 
TEST a TEST: The TEST signal is used to tri-state all of the SIO outputs: During normal 


The SIO then asserts the INT output to the CPU. Also, in this mode, FERR# gates 
the IGNNE # signal to ensure that IGNNE # is not asserted to the CPU unless 
FERR # is active. When FERR # is asserted, the SIO asserts INT to the CPU as an 
IRQ13. IRQ13 continues to be asserted until a write to FOh has been detected. 


lf the Coprocessor error reporting is disabled, FERR # can be used by the system as 
IRQ13. Upon PCIRST #, this signal provides the standard IRQ13 function. 


This signal should be pulled high with an external 8.2 KQ pull-up resistor if the 
IRQ13 mode is used or the pin is left floating. 


IGNORE ERROR: This signal is connected to the ignore error pin of the CPU. 
IGNNE # is only used if the SIO coprocessor error reporting function is enabled in 
the ISA Clock Divisor Register (bit 5 = 1). If FERR # is active, indicating a 
coprocessor error, a write to the Coprocessor Error Register (FOh) causes the 
IGNNE # to be asserted. IGNNE # remains asserted until FERR # is negated. If 
FERR # is not asserted when the Coprocessor Error Register is written, the 
IGNNE # is not asserted. IGNNE # is driven high upon a reset. 


INTERRUPT REQUEST/MOUSE INTERRUPT: In addition to providing the standard 
interrupt function as described in the pin description for IRQ[15,14, 11:9, 7:3, 1], this 
pin also provides a mouse interrupt function. Bit 4 in the ISA Clock Divisor Register 
determines the functionality of IRQ12/M. When bit 4 = 0, the standard interrupt 
function is provided and this pin can be tied to the ISA connector. When bit 4 = 1, 
the mouse interrupt function is provided and this pin can be tied to the DIRQ12 
output of the keyboard controller. 


When the mouse interrupt function is selected, a low to high transition on this signal 
is latched by the SIO and an INT is generated to the CPU as IRQ12. An interrupt will 
continue to be generated until a PCIRST # or an 1/O read access to address 60h 

(falling edge of IOR #) is detected. After a PCIRST #, this pin provides the standard 
IRQ12 function. 


coprocessor error signal on the CPU. If FERR# is asserted by the coprocessor 
inside the CPU, the SIO generates an internal |RQ13 to its interrupt controller unit. 
operation, this input should be tied to ground. 
TESTO © fo TEST OUTPUT: This is the output pin used during NAND tree testing. . 
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4.0 REGISTER DESCRIPTION — 


The SIO contains both PCI configuration registers 
and non-configuration registers. The configuration 
registers (Table 3) are located in PCI configuration 
space and are only accessible from the PCI Bus. 
Addresses for configuration registers are offset val- 
ues that appear on AD[7:2] and C/BE#[3:0]. The 
configuration registers (Section 4.1) can be ac- 
cessed as Byte, Word (16-bit), or Dword (32-bit) 
quantities. All multi-byte numeric fields use “‘little-en- 
dian” ordering (i.e., lower addresses contain the 
least significant parts of the fields). 


The non-configuration registers (Table 4) include 
DMA Registers (Section 4.2), Timer Registers (Sec- 
tion 4.3), Interrupt Controller Registers (Section 4.4), 
and Control Registers (Section 4.5). All of these reg- 
isters are accessible from the PCI Bus. In addition, 
some of the registers are accessible from the ISA 
Bus. Table 4 indicates the bus access for each reg- 
ister. Except for the DMA scatter/gather registers 
and the BIOS timer registers, the non-configuration 
registers can only be accessed as byte quantities. If 
a PCl master attempts a multi-byte access (i.e., 
more than one Byte Enable signal asserted), the SIO 
responds with a target-abort. The scatter/gather 
registers and BIOS timer registers can be accessed 
as Byte, Word, or Dword quantities. 
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Some of the SIO configuration and non-configura- 
tion registers contain reserved bits. These bits are 
labeled “Reserved”. Software must take care to 
deal correctly with bit-encoded fields that are re- 
served. On reads, software must use appropriate 
masks to extract the defined bits and not rely on 
reserved bits being any particular value. On writes, 
software must ensure that the values of reserved bit 
positions are preserved. That is, the values of re- 
served bit positions must first be read, merged with 
the new values for other bit positions, and the data 
then written back. 


In addition to reserved bits within a register, the SIO 
contains address locations in the PCI configuration 
space that are marked “Reserved” (Table 3). The 
SIO responds to accesses to these address loca- 
tions by completing the PCI cycle. However, reads of 
reserved address locations yield all zeroes and 
writes have no affect on the SIO. | 


The SIO, upon receiving a hard reset (PCIRST # sig- 
nal), sets its internal registers to pre-determined de- 
fault states. The default values are indicated in the 
individual register descriptions. 
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Offset 


Table 3. Configuration Registers 


Register 


Register 
Access 


Bus Access 


PCI Only _ 
PCI Only . 
PCI Only 
PCI Only 
~ PCI Only 
“PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
_ PCI Only 
PCI Only — 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only. 
PCI Only 
PCI Only 
PCI Only | 
PCI Only 
PCI Only | 
PCI Only 


Revision Identification 


PCI Control 


MEMCS # Bottom of Hole 
MEMCS # Top of Hole 
MEMCS # Top of Memory 


3 
: 


PCI Arbiter Priority Control . 
PCI Arbiter Priority Control Extension Register 
MEMCS # Control . 


[sen 3 


MEMCS # Attribute Register #3 
Scatter/Gather Relocation Base Address 


R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
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Table 3. Configuration Registers (Continued) 


BIOS Timer Base Address R/W 
SMI Control (SMICNTL) 
Reserved eed PCI Only 
pAgn | Reseved Oy 

 SMiRequest @MiREG)S*YCW 

ee 

_—e 


9 
SMI Request (SMIREQ) 
Clock Throttle STPCLK# High Timer (CTLTMRH) 


PCI Only 
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Table 4. Non-Configuration Registers 


Register Bus 
PCI Only 
PCI Only | 


DMA1 CH1 Base and Current Address | RW PCI Only 


Address 


DMA1 CHO Base and Current Address 


DMA1 CHO Base and Current Count 


~ 0000h 
0001h 
0002h 
0003h 
0004h 
0005h - 
0006h — 
0007h 
0008h 
0009h 
O00Ah 
000Bh 
000Ch 
O0ODh 
000EH 
O00Fh 
-0020h 
002th 
0040h 
0041h 
0042h 
0043h 
oo60h(2) 
006th 
0070h(2) 


0078h- 
007Bh(3.4.5) 


0080h(1) 
0081h 
0082h 
0083h 


DMA1 CH1 Base and Current Count | B/W PCI Only 


PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only © 
PCI Only — 
PCI Only 
PCI Only 
PC] Only | 
PCI/ISA 
PCI/ISA 
PCI/ISA 
PCI/ISA 
PCI/ISA  - 


DMA1 CH2 Base and Current Address 
[DMAT CHS Base and Curent Address | A/W 
[DMAT CHa Base and Current Count | RW 
[DMAT Status(R) Commanatw) «| -R/W 


DMA1 Write Request 


R/W 
R/W 
R/W 
| R/W 

R/W 

R/W 

R/W 

R/W 

R/W 

ji WO 

R/W 

| R/W 

R/W 

R/W 

R/W 

WO 

R/W 

WO 

R/W 

R/W 

R/W 

R/W 

R/W 


DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
‘DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA 


Timer Timer Counter 1—Counter 1 Count | RW 


Timer Timer Counter 1—Counter 2 Count | RW 
Timer Timer Counter 1 Command Mode | WO 
Control | Reset UBus IRQ12 | ROO 


~PCI/ISA 


PCI/ISA 
PCI/ISA 


Control NMI Status and Control | RW 

Control CMOS RAM Address and NMI Mask | wo | PCI/ISA 
Timer BIOS Timer PCI Only 
D DMA Page Register Reserved | R/W | PCIISA 


DMA Channel 2 Page Register PCI/ISA 
DMA Channel 3 Page Register | RW | PCI/ISA 


MA. 
DMA 
DMA 
DMA 


DMA Channel 1 Page Register | R/W | PCI/ISA 
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Table 4. Non-Configuration Registers (Continued) 
Register Bus 
| PCI/ISA 
PCI/ISA 
~ PCI/ISA 


PCI/ISA 
PCI/ISA 


Address 


0084h(1) 
0085h(1) 
0086h(1) 
0087h 
0088h(1) 
0089h 


DMA Page Register Reserved 


DMA Page Register Reserved 


R/W 
R/W 
DMA Pape Register Resened—~+d 
uw 


DMA Page Register Reserved | 
DMA Channel 6 Page Register R/W PCIJISA —_ 
OO8Ah DMA DMA Channel 7 Page Register R/W PCI/ISA 
OO8Bh DMA DMA Channel 5 Page Register | R/W PCI/ISA 


oosch(!) | DMA R/W PCI/ISA 

ae 

0092h2) | Control PGI/ISA 
| DMAPageRedisterReserved | 


0095h(6) D i PCI/ISA 


DMA 
DMA 
DMA 
DMA 


DMA 
DMA 


Cc 


R/W 


~ 


~~ 


DMA Page Register Reserved 
o0g6h() D PCI/ISA 


: 
D 
D 
D 
D 


PCI/ISA 
PCI/ISA 
PCI/ISA 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 


009Fh 
OOAOh 
OOATh 
OOB2h 
OOB3h 
00COh 
00C2h 
00C4h 
00C6h 
00C8h 


MA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 


R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 

/W 
R/W 
R/W 


D 
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Table 4. Non-Configuration Registers (Continued) 


on [|e | 
TOMA Ww 
W 


TOMA” | OMA2 Read/Wte Al Mask Regist Bits 


/ 
/ 
R/ 


0ODCh 


D 
. D 
OODEh | D 
~ PCI/ISA 
PCI/ISA 
| PCI/ISA 
PCI Only 
PCI/ISA 
PCI Only 
_ PCI Only 
PCI Only 
. PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
PCI Only 
. PCI Only 
PCI Only 


PCI Only 
OOFOh(2) Coprocessor Error Register 
0372h() Secondary Floppy Disk Digital Output Register 


O03F2h(2) Primary Floppy Disk Digital Output Register 
Scatter/Gather Interrupt Status Register 


040Ah(S) 


DMA1 Extended Mode Register 


040Bh 


CHO Scatter/Gather Command 


0410h(S,4) 
041 1h(3,4) CH1 Scatter/Gather Command 


041 2h(3.4) 


0413h(3,4) D 


W 
W 
W 
W 
W 
W 
W 
W 
. W 
Ww 
TOMA Ww 
Ww 
Ww 
TOMA | CH Scattr/Gather Command |W 

D 


0420h- CHO Scatter/Gather Descriptor Table Pointer R/W 
0423h(3,4) 


CH2 Scatter/Gather Command. 


R 
R 
R 
R 


O 
O 
O 
O 
O 
O 
/W 
O 
O 
O 
e) 
O 
O 
O 
O 
O 
O 
O 


DMA 
DMA — 
DMA 
MA 
MA 
DMA 
DMA 
MA 
DMA 
MA 
MA. 
MA 
MA 
DMA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 
MA | 
MA 
MA 
MA 
MA 
MA 


ewohh, 
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Table 4. Non-Configuration Registers (Continued) 


‘ , Register Bus 
| medrese | Fogo | eater | Access 
0424h- DMA CH1 Scatter/Gather Descriptor Table Pointer R/W PCI Only 
0427h(3.4) 
0428h- DMA CH2 Scatter/Gather Descriptor Table Pointer R/W PCI Only 
042Bh(3.4) 
042Ch- DMA CH3 Scatter/Gather Descriptor Table Pointer R/W PCI Only 
042Fhi3.4) 
0434h- DMA CH5 Scatter/Gather Descriptor Table Pointer R/W PCI Only 
0437h(3.4) | 
0438h- DMA CH6 Scatter/Gather Descriptor Table Pointer R/W PCI Only 
043Bh(3.4) | 
043Ch- DMA CH7 Scatter/Gather Descriptor Table Pointer R/W _ PC Only 
043Fh(3.4) | 
0482h DMA CHS High Page Register PCI/ISA 
DMA CH1 High Page Register R/W PCI/ISA 
0487h DMA CHO High Page Register R/W PCI/ISA 
0489h DMA CH6 High Page Register R/W PCI/ISA 
O48Ah DMA CH7 High Page Register PCI/ISA 
048Bh DMA CHS High Page Register PCI/ISA 
04D0h Edge/Level Control Register—INT CNTRL 1 PCI Only 
Edge/Level Control Register-—INT CNTRL 2 PCI Only 
04D6h DMA2 Extended Mode Register PCI/ISA 


NOTES: 

1. PCI write cycles to these address locations flow through to the ISA Bus. PCI read cycles to these address locations do 

not flow through to the ISA Bus. 

PCI read and write cycles to these address locations flow through to the ISA Bus. 

. The |/O address of this register is relocatable. The value shown in this table is the default address location. 

. This register can be accessed as a Byte, Word, or Dword quantity. 

. If this register location is enabled, PCl accesses to the BIOS Timer Register do not flow through to the ISA Bus. If 
disabled, accesses to this address location flow through to the ISA Bus. , 

. When the DMAAC bit in the PCI Control Register is ‘0’, the 82378 will alias 1/O accesses in the 80h—8Fh range to the 
90h-9Fh range. Write accesses to these address locations flow through to the ISA Bus. Read cycles to these address 
locations do not flow through to the ISA Bus. When DMAAC = 1, the SIO will only respond to the 80h-8Fh range and 
read and write accesses to these addresses in the 90h-9Fh range will be forwarded from the PCi bus to the ISA Bus 
(I/O port 92h is always a distinct register in the 90h-9Fh range and is always fully decoded, regardless of the setting of 
the DMAAC bit). 


oh oN 
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4.1 SIO Configuration nevenee 
Description 


This section destribesttne SIO configuration regis- 
ters. These registers include the Mandatory Header 
Registers (located in the first 64 bytes of configura- 
tion space) and the SIO specific registers (located 
from configuration offset 40h-56h). 


4.1.1 VID—VENDOR IDENTIFICATION 


REGISTER 
Address Offset: 00h, 01h 
‘Default Value: 8086h 
Attribute: _ Read Only 
Size: 16 bits 


The VID Register contains the vendor identification 
number. This 16-bit register combined with the De- 
vice Identification Register uniquely identifies any 
PCI device. Writes to this register have no effect. 


Bits[15:0]: Vendor Identification Number 
This is a 16-bit value assigned to Intel. 


4.1.2 DID—DEVICE IDENTIFICATION REGISTER 


Address Offset: 02h, 03h 
Default Value: |. 0484h 
Attribute: Read Only 
Size: 16 bits 


The DID Register contains the device identification 
number. This register, along with the Vendor ID, 
uniquely identifies the SIO. Writes to this register 
have no effect. 


Bits[15:0]: Device Identification Number 
This is a 16-bit value assigned to the SIO. 


1-480 


intel. 


4.1.3 COM—COMMAND REGISTER 


Address Offset: 04h-05h 
Default Value: 0007h 
Attribute: Read/Write 
Size: 16 bits 


Bits[15:5]: Reserved 
Read 0. 


Bit 4: PMWE (Postable Memory Write Enable) 
Enable Postable memory write, memory write and 
invalidate, and memory read Pre-fetch commands. 
The SIO does not support these commands as a 
master or slave so this bit is not implemented. This 
bit will always be read as a 0. 


Bit 3: SCE (Special Cycle Enable) 


_ When this bit is set to a “1”, the SIO will recognize 


PCI Special Cycles. When set to ‘Q”, the SIO will 
ignore all PCI Special Cycles. This bit MUST be en- 
abled in the 82378ZB if the STPCLK feature is sks 
used. 


Bit 2: BME (Bus Master Enable) 

Since the SIO always requests the PC! Bus on be- 
half of ISA masters, DMA, or line buffer PCI re- 
quests, this bit is hardwired to a 1 and will always be 
read aS a 1. : 


Bit.1: MSE (Memory Space Enable) 

Enables SIO to accept a PCl-originated memory cy- 
cle\Since the SIO always responds to PCl-originat- 
ed memory cycles (and ISA-bound cycles) by assert- 
ing DEVSEL*#, this bit is hardwired to a 1 and will 
always be read as a 1: 


Bit 0: IOSE (I/O Space Enable) | 

Enable SIO to accept.a PCli-originated 1/O cycle. 
Since the SIO always responds to a master I/O cy- — 
cle, this bit is hardwired to a 1 and will always be 
read as a 1. 
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4.1.4 DS—DEVICE STATUS REGISTER 


Address Offset: 06h, 07h 
Default Value: 0200h 
Attribute: Read/Write 
Size: 16 bits 


DSR is a 16-bit status register that reports the occur- 
rence of a PCI master-abort by the SIO or a PCI 
target-abort when the SIO is a master. The register 
also indicates the SIO DEVSEL# signal timing that 
is hardwired in the SiO. 


Bit 15: Reserved 
Read as 0. 


Bit 14: SERRS (SERR# Status) 

This bit is set by the PC] devices that assert the 
SERR # signal. Since SERR # is only an input to the 
SIO, this bit is not implemented and will always be 
read as 0. 


Bit 13: MA (Master-Abort Status) 

When the SIO, as a master, generates a master- 
abort, MA is set to a 1. Software sets MA to 0 by 
writing a 1 to this bit location. 


Bit 12: RTA (Received Target-Abort Status) 
When the SIO is a master on the PCI Bus and re- 
ceives a target-abort, this bit is set to a 1. Software 
sets RTA to 0 by writing a 1 to this bit location. 


Bit 11: STA (Signaled Target-Abort Status) 
This bit is set to a 1 by the SIO when it generates a 
target-abort. 


Bits[10:9]: DEVT (SIO DEVSEL# Timing Status) 

This 2-bit field defines the timing for DEVSEL# as- 
sertion. These read only bits indicate the SIO’s 
DEVSEL# timing when performing a positive de- 
code. Since the SIO always generates DEVSEL# 
with medium timing, DEVT = 01. This DEVSEL# 
timing does not include Configuration cycles. 


Bits[8:0]: Reserved 
Read as 0’s. 


ADVANCE INFORMATION 


82378 SYSTEM 1/0 (SIO) 


4.1.5 RID—REVISION IDENTIFICATIO 


REGISTER | 
Address Offset: 08h 3 
Default Value: xxh (dependent on Part Revision) 
Attribute: Read Only 


Size: 4 bits (upper nibble reserved) 

This 4-bit register contains the revision number for 
the SIO. This number indicates the stepping number 
of the component. Additionally, the upper nibble of 
the value is reserved. BIOS should mask the upper 
nibble when reading this register. These bits are 
read only. Writes to this register have no effect. 


Bits[7:4]: Reserved 
These 4 bits are reserved. 


Bits[3:0]: Revision Identification Number 
This is an 4-bit value that indicates the revision iden- 
tification number for the SIO. Numbers used so far 
include: 
Oh: 823781B AO0-Stepping 
th: 823781IB BO-Stepping 
WAS NOT IMPLEMENTED. BO steppings 
read Oh also. Read the BIOS Timer Base Ad- 
dress Configuration Register to identify be- 
tween AO and BO steppings. 
AO = 0000h 
BO = 0078h 
3h: 82378ZB A0-Stepping 


4.1.6 PCICON—PCI CONTROL REGISTER 


Address Offset: 40h 
Default Value: 20h 
Attribute: Read/Write 
Size: 8 bits 


This 8-bit register controls the Line Buffer operation, 
the SIO’s PCI Posted Write Buffer enabling, and the 
DEVSEL# signal sampling point. The PCICON Reg- 
ister also controls how the SIO responds to INTA 
cycles on the PCI Bus and if the reserved DMA page 
registers are aliased from 80h-8Fh to 90h-9Fh. 
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Bit 7: Reserved 
. Read as 0. 


Bit 6: DMAAC (DMA Reserved Page Register 
Aliasing Control) 

These register bits control whether the SIO will alias 
I/O accesses in the 80h-8Fh to the 90h-9Fh 
range. When DMAAC = 0, the SIO will alias I/O 
accesses in the 80h-8Fh to the 90h-9Fh range 
(AD4 is not used for decoding the DMA reserved 
page registers). When DMAAC = 1, the SIO will 
only respond to the 8Oh—8Fh range (AD4 is used for 
decoding the DMA reserved page registers). Read 
and write accesses to the 90h-9Fh range will be 
forwarded from the PCI bus to the ISA bus. 


NOTE: 
1/O port 92h is always a distinct register in 
the 90h-9Fh range and is always fully de- 
coded, regardless of the setting of this bit. 


Bit 5: IAE (Interrupt Acknowledge Enable) 

When IAE = 0, the SIO ignores INTA cycles gener- 
ated on the PCI Bus. However, when disabled, the 
SIO still responds to accesses to the 8259’s register 
set and allows poll mode functions. When IAE = 1, 
the SIO responds to INTA cycles in the normal fash- 
ion. This bit defaults to a 1 (respond to INTA cycles). 


Bits[4:3]: SDSP (Subtractive Decoding Sample 
Point) 

The SDSP field determines the DEVSEL# sample 

point, after which an inactive DEVSEL# results in 

the SIO forwarding the unclaimed PCI cycle to the 

ISA Bus (subtractive decoding). This setting should 

match the slowest device in the system. 


Bit 4 3 Operation 
- 0 0 Slowsample point — 
0 1 Typical sample point 
1 0 Fast sample point 
1 1 Reserved 


Bit 2: PPBE (PCI Posted Write Buffer Enable) 
When PPBE = 0, the PCI posted write buffer is dis- 
abled. When PPBE = 1, the PCI posted write buffer 
is enabled. This bit defaults to disabled mode 
(PPBE = 0). 
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Bit 1: ILBC (ISA Master Line Buffer 
Configuration) 


When ILBC = 0, the Line Buffer is in single transac- 
tion mode. When ILBC = 1, the Line Buffer is in 


- 8-byte mode. This bit applies only to ISA Master 


transfers. This bit defaults to single transaction 
mode (ILBC = 0). 


Bit 0: DLBC (DMA Line Buffer Configuration) 
When DLBC = 0, the Line Buffer is in single trans- 
action mode. When DLBC = 1, the Line Buffer is in 
8-byte mode. This bit applies only to DMA transfers. 
This bit defaults to single transaction mode (DLBC 
= 0). 


4.1.7 PAC—PCI ARBITER CONTROL REGISTER 


Address Offset: 41h 

Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


This 8-bit register controls the operation of the PCI 
arbiter. The PAC register enables/disables the guar- 
anteed access time mode, controls bus lock cycles, 
enables/disables CPU bus parking, and contels the 
master retry timer. 


Bits[7:5]: Reserved 
Read as 0’s. 


Bits[4:3]: MRT (Master Retry Timer) , 
This 2-bit field determines the number of PCICLKs 
after the first retry that a PCI initiator’s Bus request 
will be unmasked. 


Bit 4 3 Operation 
0 O Timer disabled, retries never masked. 
QO 1 Retries unmasked after 16 PCICLK’s. 
1 O Retries unmasked after 32 PCICLK’s. 
1 1 Retries unmasked after 64 PCICLK’s. 


Bit 2: BP (Bus Park) 

Set to a 1 the SIO will park CPUREQ# on the PCI 
bus when it detects the PCI bus idle. If Bus Park is 
disabled, the SIO takes responsibility for driving AD, 


-C/BE# and PAR upon detection of bus idle state if 


the internal arbiter is enabled. 
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Bit 1: BL (Bus Lock) 


This bit selects between bus lock and resource lock. 
When BL = 1, Bus Lock is selected. The arbiter 


considers the entire PCI bus locked upon initiation of 


any locked transaction. When BL = 0, resource lock 
is enabled. A locked agent is considered a locked 
resource and other agents may continue normal PCI 
transactions. 


Bit 0: GAT (Guaranteed Access Time) 

This bit enables/disables the guaranteed access 
time mode. When GAT = 1, the SIO is configured 
for Guaranteed Access Time mode. This mode is 
available in order to guarantee the 2.5 us CHRDY 
time-out specification for the ISA Bus. When the SIO 
is an Initiator on behalf of an ISA master, the PCI 
and memory busses are arbitrated for in serial and 
must be owned before the ISA master is given own- 
ership of the ISA Bus. When GAT = 0, the guaran- 
teed access time mode is disabled. When guaran- 
teed access time mode is disabled, the ISA master 
is first granted the ISA Bus and then the SIO arbi- 
trates for the PCI Bus. 


4.1.8 PAPC—PCI ARBITER PRIORITY CONTROL 
REGISTER 


Address Offset: 42h 
Default Value: 04h 
Attribute: Read/Write 
Size: 8 bits 
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This register controls the PCI arbiter priority scheme. 
The arbiter supports six masters arranged through 
four switching banks. This permits the six masters to 
be arranged in a purely rotating priority scheme, one 
of twenty-four fixed priority schemes, or a hybrid 
combination of the fixed and rotating priority 
schemes. Bits[4:7] enable/disable rotate priority for 
the four banks. For each bit, a 1 enables the mode 
and a 0 disables the mode. If both fixed and rotate 
modes are enabled for the same bank, the bank will 
be in rotate mode. For example, if both bits 0 and 4 
are set to a 1, bank 0 will be in rotate mode. 


Bit 7: Bank 3 Rotate Control 

Bit 6: Bank 2 Rotate Control 

Bit 5: Bank 1 Rotate Control 

Bit 4: Bank 0 Rotate Control 

Bit 3: Bank 2 Fixed Priority Mode Select B | 
Bit 2: Bank 2 Fixed Priority Mode Select A 
Bit 1: Bank 1 Fixed Priority Mode Select 


Bit 0: Bank 0 Fixed Priority Mode Select 
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Fixed Priority Mode . 
The fixed bank control bits select which requester is the highest priority device within that particular bank. 


Table 5. Fixed Mode Bank Control Bits 
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Rotating Priority Mode 

When any Bank Rotate Control bit is set to a one, 
that particular bank rotates between the two re- 
questing inputs. Any or all banks can be set in rotate 
mode. If, within a rotating bank, the highest priority 
input does not have an active request, then the low- 
er priority input will be granted the bus. However, 
this does not change the rotation scheme. When the 
bank toggles, the previously lowest priority input will 
become the highest priority input. Because of this, 
_ the maximum latency a device may encounter would 
be two complete rotations. 


4.1.9 ARBPRIX—PCI ARBITER PRIORITY 
CONTROL EXTENSION REGISTER 


Address Offset: 43h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


This register provides the Fixed Priority Mode select 
for Bank 3 of the arbiter. The ARBPRIX Register 
fields are shown. 


Bits[7:1]: Reserved 
Read as 0. 


Bit 0: Bank 3 Fixed Priority Mode Select 


0 
1 


REQ2# higher priority 
REQ3# higher priority 


Nt 


4.1.10 MEMCSCON—MEMCS# CONTROL 
REGISTER 


Address Offset: 44h 
Default value: 00h 
Attribute: Read/Write 
Size: 8 bits 


Bits 0-2 of this register enable MEMCS # blocks. PCI 
addresses within the enabled blocks result in the 
generation of MEMCS #. Note that the 0-512 KByte 
segment does not have RE and WE bits. The 
0-512 KByte segment can only be turned off with 
the MEMCS# Master Enable bit (bit 4). Note also, 
that when the RE and WE bits are both 0 for a partic- 
ular segment, the PCI master can not access the 
segment. 


Bits(7:5]: Reserved 
Read as 0’s. 
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Bit 4: MEMCS# Master Enable 

When the MEMCS# master enable bit is set to a 1, 
the SIO asserts MEMCS# for all accesses to the 
defined MEMCS# region (that have been pro- 
grammed in this register and the MAR1, MAR2, and 
MAR3 Registers). Also, when this bit is a 1, the posi- 
tive decoding functions enabled by having the ISA 
Clock Divisor Register bit 6 = 1 and the Utility Bus 
Chip Select Register “A” bit 6 = 1 are ignored. Sub- 
tractive decoding is provided for these memory ar- 
eas, instead. When the MEMCS# master enable bit 
is set to a 0, the entire MEMCS# function is dis- 
abled. When this bit is 0, MEMCS# will never be 
asserted. 


Bit 3: Write Enable For OFQO00h-OFFFFFh 
(Upper 64 KByte BIOS) 

When this bit is set to a 1, the SIO generates 
MEMCS# for PCI master memory write accesses to 
the address range OFOOOOh-OFFFFFh. When this 
bit is set to a 0, the SIO does not generate 
MEMCS # for PC] master memory write accesses to 
the address range OFOOQOOh-OFFFFFh. | 


Bit 2: Read Enable For OFOOOOh-OFFFFFh 
(Upper 64 KByte BIOS) 

When this bit is set to a 1, the SIO generates 
MEMCS # for PCI master memory read accesses to 
the address range OFOOOOh-OFFFFFh. When this 
bit is set to a 0, the SIO does not generate 
MEMCS # for PCI master memory read accesses to 
the address range OFOOOOh-OFFFFFh. 


Bit 1: Write Enable For 080000h-O9FFFFh 

(512 KByte-640 KByte) 

When this bit is set to a 1, the SIO generates 
MEMCS # for PCI master memory write accesses to 
the address range O080000h-O9FFFFh. When this 
bit is set to a 0, the SIO does not generate 
MEMCS # for PCI master memory write accesses to 
the address range 080000h—O9FFFFh. 


Bit 0: Read Enable For 080000h-O9FFFFh 

(512 KByte-640 KByte) 

When this bit is set to a 1, the SIO generates 
MEMCS # for PCI master memory read accesses to 
the address range 080000h-—O9FFFFh. When this 
bit is set to a 0, the SIO does not generate 
MEMCS# for PCI master memory read accesses to 
the address range 080000h—09FFFFh. 
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4.1.11 MEMCSBOH—MEMCS# BOTTOM OF 
HOLE REGISTER 


Address Offset: 45h 
Default value: 10h 
Attribute: Read/Write 
Size: + 8 bits 


This register defines the bottom of the MEMCS# 
hole. MEMCS # is not generated for accesses to ad- 
dresses within the hole defined by this register and 
the MCSTOH Register. The hole is defined by the 
following equation: TOH = address = BOH. TOH is 
the top of the MEMCS# hole defined by the 
MCSTOH Register and BOH is the bottom of the 
MEMCS # hole defined by this register. . 


For example, to program the BOH at 1 MByte, the 
value of 10h should be written to this register. To 
program the BOH at 2 MByte + 64 KByte this regis- 
ter should be programmed to 21h. To program the 
BOH at 8 MByte this register should be programmed 
to 80h. | 

When the TOH < -BOH the hole is effectively dis- 
abled. It is the responsibility of the programmer to 
guarantee that the BOH is at or above 1 MB. 
AD[31:24] must be 0’s for the hole, meaning the 
hole is restricted to be under the 16 MByte bounda- 
ry. The default value for the BOH and TOH effective- 
ly disables the hole. 

Bit 7: AD23 

Bit 6: AD22 

Bit 5: AD21 

. Bit 4: AD20 

Bit 3: AD19 

Bit 2: AD18 

Bit 1: AD17 


Bit 0: AD16 


1-486 


a 
intel. 
4.1.12 MEMCSTOH—MEMCS# TOP 
OF HOLE REGISTER |. 


Address Offset: 46h. 
Default value: OFh 
Attribute: Read/Write 
Size: 8 bits 


This register defines the top of the MEMCS# hole. 
MEMCS # is not generated for accesses to address- 
es within the hole defined by this register and the 
MCSBOH Register. The hole is defined by the fol- 
lowing equation: TOH = address = BOH. TOH is 
the top of the MEMCS # hole defined by this register 
and BOH is the bottom of the MEMCS# hole de- 
fined by the MCSBOH Register. 


For example, to program the TOH at 1 MByte + 
64 KByte, this register should be programmed to 
10h. To program the TOH at 2 MByte + 128 KByte 
this register should be programmed to 21h. To pro- 
gram the TOH at 12 MByte this register should be 
programmed to BFh. 


When the TOH < BOH the hole is effectively dis- 
abled. It is the responsibility of the programmer to 
guarantee that the TOH is above 1 MbByte. 
AD[31:24] must be 0’s for the hole, meaning the 
hole is restricted to be under the 16 MByte bounda- 
ry. The default value for the BOH and TOH effective- 
ly disables the hole. 

Bit 7: AD23 

Bit 6: AD22 

Bit 5: AD21 

Bit 4: AD20 

Bit 3: AD19 

Bit 2: AD18 

Bit 1: AD17 


Bit 0: AD16 
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4.1.13 MEMCSTOM—MEMCS# TOP OF 
MEMORY REGISTER 


Address Offset: 47h 
Default value: 00h 
Attribute: Read/Write 
Size: 8 bits 


This register determines MEMCS# top of memory 
boundary. The top of memory boundary ranges up to 
512 MBytes, in 2 MByte increments. This register is 
typically set to the top of main memory. Accesses 
> 2 MByte and < top of memory boundary results in 
the assertion of the MEMCS# signal (unless the ad- 
dress resides in the hole programmed by the 
MCSBOH and MCSTOH Registers). A value of 00h 
disables this 2 MByte-to-top of memory region. A 
value of OOh assigns the top of memory to include 
2 MByte — 1. A value of FFh assigns the top of 
memory to include 512 MByte — 1. 


Bit 7: AD28 
Bit 6: AD27 
Bit 5: AD26 
Bit 4: AD25 
Bit 3: AD24 
Bit 2: AD23 
Bit 1: AD22 


Bit 0: AD21 


4.1.14 IADCON—ISA ADDRESS DECODER 
CONTROL REGISTER 


Address Offset: 48h 
Default value: Oth 
Attribute: Read/Write 
Size: 8 bits 


This register enables the forwarding of ISA or DMA 
memory cycles to the PCl Bus. In addition, this regis- 
ter sets the top of the “1 MByte to top of main mem- 
ory”’ region. 
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Bits[7:4]: 

The top can be assigned in 1 MByte increments 
from 1 MByte up to 16 MByte. ISA master or DMA 
accesses within this region are forwarded to PCI un- 
less they are within the hole. 


Bits 4 Top of Memory 
0 1 MByte 

1 2 MByte 

0 3 MByte 

1 4MByte — 
0 5 MByte 

1 6 MByte 

0 7 MByte 

1 8 MByte 
0 9 MByte 

1 10 MByte 
QO 11MByte 

1 12 MByte 
0 13 MByte - 
1 14 MByte 
0 15 MByte 

1 16 MByte 


—a~ Sass st KH OOO OOOO ON 


—- —-~ or tt OOOO 23 = HA OOOO 0 
—=a- O0O+-'o0o0O0c-1/00++00 M0 


Bits(3:0]: 

ISA and DMA Memory Cycle To PCli Bus Enables. 
The memory block is enabled by writing a 1 to the 
corresponding bit position. Setting the bit to 0 dis- 
ables the corresponding block. ISA or DMA memory 
cycles to the enabled blocks result in the ISA cycle 
being forwarded to the PCI Bus. The BIOSCS# en- 
able bit (bit 6 in the UBCSA Register) for the 
896K-—960K region overrides the function of bit 3 of 
this register. If the BIOSCS # bit is set to a 1, the ISA 
or DMA memory cycle is always contained to ISA, 
regardless of the setting of bit 3 in this register. If the 
BIOSCS # bit is disabled, the cycle is forwarded to 
the PCI bus if bit 3 in this register is enabled. Refer 
to Section 5.5.1.2 for a complete description of BIOS 
decoding. 


Bit Memory Block 
0 0-512 KByte Memory 
1 512-640 KByte Memory 
2 640-768 KByte VGA Memory 
3 896-960 KByte Low BIOS 
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4.1.15 IADRBE—ISA ADDRESS DECODER ROM 
BLOCK ENABLE REGISTER 


- Address Offset: 49h 


Default value: 00h | 

Attribute: Read/Write 

Size: 8 bits 

ISA addresses within the enabled ranges result in 
the ISA memory cycle being forwarded to the PCI 
Bus. For each bit position, the memory block is en- 
abled if the bit is set to 1 and is disabled if the bit is 
set to 0. If the memory block is disabled, the ISA 
cycle is not forwarded to the PCI Bus. 

Bit 7: 880-896K Memory Enable 

Bit 6: 864-—880K Memory Enable 

Bit 5: 848-864K Memory Enable 

Bit 4: 832—848K Memory Enable 

Bit 3: 816-832K Memory Enable 

Bit 2: 800-816K Memory Enable 

Bit 1: 784-800K Memory Enable 


Bit 0: 768-784K Memory Enable 
4.1.16 |ADBOH—ISA ADDRESS DECODER | 
BOTTOM OF HOLE REGISTER 


Address Offset: 4Ah 
Default value: | 10h 


Attribute: Read/Write 
Size: 8 bits 
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This register defines the bottom of the ISA Address 
Decoder hole. The hole is defined by the following 
equation: TOH = address > BOH, where BOH is 
the bottom of the hole address programmed into this 
register and TOH is the top of the hole address pro- 
grammed into the IADTOH Register. ISA master or 
DMA addresses falling within the hole will not be 
forwarded to the PCI Bus. The hole can be sized in 
64 KByte increments and placed anywhere between 
1 MByte and 16 MByte on any 64 KByte boundary. It 
is the responsibility of the programmer to guarantee 
that the BOH is at or above 1 MByte. A[31:24] must 
be 0’s for the hole, meaning the hole is restricted to 
be under the 16 Mbyte boundary. When 
TOH < BOH, the hole is effectively disabled. The 
default value for the BOH and TOH disables the 
hole. | 


For example, to program the BOH at 1 MByte, this 
register should be set to 10h. To program the BOH 
at 2 MBytes, this register should be set to 20h. To. 
program the BOH at 8 MBytes, this register should 
be set to 80h. These settings are shown in 
Figure 2. 
Bit 7: A23 
Bit 6: A22 
Bit 5: A21 
Bit 4: A20 . 
Bit 3: A19 
Bit 2: A18 
Bit 1: A17 


Bit 0: A16 
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4.1.17 |ADTOH—ISA ADDRESS DECODER TOP For example, to program the TOH at 1 MByte + 


OF HOLE REGISTER 64 KByte, this register should be set to 10h. To pro- 
gram the TOH at 2 MByte + 128 KByte, this register 
Address Offset: 4Bh should be set to 21h. To program the TOH at 
Default value: OFh 12 MByte, this register should be set to BFh. These 
Attribute: Read/Write _ settings are shown in Figure 2. 
Size: 8 bits : | 
| Bit 7: A23 


This register defines the top of the ISA Address De- 

coder hole. The hole is defined by the following Bit 6: A22 

equation: TOH = address => BOH, where BOH is 

the bottom of the hole address programmed into the Bit 5: A21 

LADBOH Register and TOH is the top of the hole 
address programmed into this Register. ISA master Bit 4: A20 | 1 
or DMA addresses falling within the hole will not be 

forwarded to the PCI Bus. The hole can be sized in Bit 3: A19 

64 KByte increments and placed anywhere between 

1 MByte and 16 MByte on any 64 KByte boundary. It Bit 2: A18 

is the responsibility of the programmer to guarantee 

that the TOH is at or above 1 MByte. A[31:24] must Bit 1: A17 

be 0’s for the hole, meaning the hole is restricted to 

be under the 16 MByte boundary. When Bit 0: A16 

TOH < BOH, the hole is disabled. The default value 

for the BOH and TOH disables the hole. 


16 MByte 16 MByte 


16 MByte 


TOH=BFh| 12 MByte 
Hole 
BOH=80h 8 MByte 


2 MByte 


TOH=21h | + 128 KByte 
Hole 
BOH=20h | 9 MByte 


TOH=10h |+ 64 KByte 
Hole 
BOH=10h 


Figure 2. ISA Address Decoder Hole Examples 


1 MByte 
290473-3 
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Table 6. Examples of ISA Decoding 


> 


TOM | TOH | BOH | 


01000000h 
OOFFFFFFh 
00800000h 
007FFFFFh 
00100000h 
OOOFFFFFh 


8MB TOM, no hole @ 1M 


4MB TOM, no hole @ 2M 


1MB TOM, no hole @ 1M 


16MB TOM, 64KB hole @ 15MB 


12MB TOM, 2MB + 128KB 
hole @ 2MB 
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OFh 


FOh 


21h 


10h 


FOh 


20h 


01000000h 
OOFFFFFFh 
00400000h 
OO3FFFFFh 
00200000h 
001FFFFFh 
00100000h 


01000000h 
OOFFFFFFh 
00100000h 

OOOFFFFFh 


01000000h 
OOFFFFFFh 
00F10000h 
OOFOFFFFh 
OOFOO000h 
OOEFFFFFh 
00E10000h 
OOEOFFFFh 
00E00000h 
OODFFFFFh 


01000000h 
OOFFFFFFh 
00CO0000h 
OOBFFFFFh 
00220000h 
0021FFFFh 
00210000h 
OO20FFFFh 
00200000h 
OO1FFFFFh 
00100000h 


t 


16MB 

16MB-1 

15MB+ 64KB 
15MB + 64KB-1 
15MB 

15MB-1 
14MB+64KB 
14MB + 64KB-1 
14MB 

14MB-1 


16MB 
16MB-1 

12MB 

12MB-1 
2MB + 128KB 
2MB + 128KB-1 
2MB + 64KB 
2MB + 64KB-1 
2MB 7 


- 2MB-1 


1MB 
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Table 6. Examples of ISA Decoding (Continued) 


5MB TOM, 3MB hole @ 


4.1.18 ICRT—ISA CONTROLLER RECOVERY 
TIMER REGISTER 


Address Offset: 4Ch 
Default Value: 56h 
Attribute: Read/Write 
Size: 8 bits 


The |/O recovery mechanism in the SIO is used to 
add additional recovery delay between PCI originat- 
ed 8-bit and 16-bit |/O cycles to the ISA bus. The 
SIO automatically forces a minimum delay of five 
SYSCLKs between back-to-back 8- and 16-bit I/O 
cycles to the ISA bus. The delay is measured from 
the rising edge of the |/O command (IOR# or 
lOW #) to the falling edge of the next BALE. If a 
delay of greater than five SYSCLKs is required, the 
ISA |/O Recovery Time Register can be pro- 
grammed to increase the delay in increments of 
SYSCLKs. Note that no additional delay is inserted 
for back-to-back I/O “sub cycles” generated as a 


Bit 


onAr ase est SH OOO MW 
o--" 00+ + O 
o- oO + 0+ 0 —$ Ww 
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psa TOM TOH BOH 
Test Case Description (48h) (4Bh) (4Ah) Address (hex) | Address | Recut | 


01000000h 
OOFFFFFFh 
00500000h 
OO4FFFFFh 
00480000h 
0047FFFFh 
00180000h 
0017FFFFh 
00100000h 


result of byte assembly or disassembly. This register 
defaults to 8- and 16-bit recovery enabled with two 
clocks added to the standard |/O recovery. 


Bit 7: Reserved 
Read as 0. 


Bit 6: 8-Bit 1/O Recovery Enable | | 

This bit enables the recovery times programmed into 
bits 0 and 1 of this register. When this bit is set to 1, 
the recovery times shown for bits[5:3] are enabled. 
When this bit is set to 0, recovery times are disabled. 


Bits[5:3]: 8-Bit 1/O Recovery Times 

This 3-bit field defines the recovery times for 8-bit 
1/O. Programmable delays between back-to-back 
8-bit PCI cycles to ISA I/O slaves is shown in terms 
of ISA clock cycles (SYSCLk) added to the five mini- 
mum. The selected delay programmed into this field 
is enabled/disabled via bit 6 of this register. 


SYSCLK Added Total SYSCLKs 
sah 6 
2 7 
+3 8 
+4 | 9 
+5 10 
+6 11 
+7 12 
+8 13 
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Bit 2: 16-Bit I/O Recovery Enabie 

This bit enables the recovery times programmed into 
bits 0 and 1 of this register. When this bit is set to 1, 
the recovery times shown for bits 0 and 1 are en- 
abled. When this bit is set to 0, recovery times are 
disabled. 


Bits[1:0]: 16-Bit |1/O Recovery Times | 
This 2-bit field defines the recovery time for 16-bit 


|/O. Programmable delays between back-to-back | 


16-bit PCI cycles to ISA I/O slaves is shown in terms 
of ISA clock cycles (SYSCLK) added to the five mini- 
mum. The selected delay programmed into this field 
is enabled/disabled via bit 2 of this register. 


Bit’ 1 0 SYSCLK Added Total SYSCLKs 
0 1 +4 6 
1 0 +2 ae 
1 1 +30 8 
0 0 +4 9 


4.1.19 ICD—ISA CLOCK DIVISOR REGISTER 


Address Offset: 4Dh 
Default Value: 40h 
Attribute: Read/Write 
Size: 8 bits 


This register selects the integer value used to divide 
the PCI clock (PCICLK) to generate the ISA clock 
(SYSCLK). In addition, this register provides an ISA 
Reset bit to software control RSTDRV, a bit to en- 
able/disable the MOUSE function, a bit to enable/ 
disable the coprocessor error support, and a bit to 
disable the positive decode for the upper 64 KBytes 
of BIOS at the top of 1 MByte (FOOOOh—FFFFFh) 
and aliased regions. 


Bit 7: Reserved 


Bit 6: Positive Decode of Upper 64 KByte BIOS 
Enable 

This bit enables (bit 6 = 1) and disables (bit 6 = 0) 
the positive decode of the upper 64 KBytes of BIOS 
area at the top of 1 MByte (FOOOOh—FFFFFh) and 
the aliased regions at the top of 4 GBytes 
(FFFFOOOOh-FFFFFFFFh) and 4 GByte-1 MByte 
(FFEFOOOO-FFEFFFFFh). When bit 6 = 1, these 
address regions are positively decoded, unless bit 4 
in the MEMCS# Control Register is set to a 1 in 
which case these regions are subtractively decoded. 
When bit 6 = 0, these address regions are subtrac- 
tively decoded. The encoded chip selects for 


1-492 


intel. 


BIOSCS# and the UBUSOE ¥ signal will always be 
generated when these locations are accessed, re- 
gardless of the state of this bit. A reset sets this bit 
to a 1 (positive decode enabled). 


Bit 5: Coprocessor Error Enable 

This bit is used to enable and disable the Coproces- 
sor error support. When enabled (bit 5 = 1), the 
FERR # input, when driven active, triggers an IRQ13 
to the SIO’s interrupt controller. FERR # is also used 
to gate the IGNNE# output. When disabled (bit 5 = 
0), the FERR # signal can be used as IRQ13 and the 
coprocessor support is disabled. A reset sets this bit 
to 0 (coprocessor support disabled). 


Bit 4: IRQ12/M Mouse Function Enable 

When this bit is set to 1, IRQ12/M provides the 
mouse function. When this bit is set to 0, |RQ12/M 
provides the standard |RQ12 interrupt function. A 
hard reset sets this bit to 0. | 


Bit 3: RSTDRV Enable : 
This bit is used to enable RSTDRV on the ISA Bus. 
When this bit is set to 1, RSTDRV is asserted and 
remains asserted until this bit is set to a 0. When set 
to 0, normal operation of RSTDRV is provided. This . 
bit should be used during configuration to reset the 
ISA Bus when changing the clock divisor. For a re- 
set, this bit defaults to 0. Note that the software — 
must ensure that RSTDRV is asserted for a mini- 
mum of 1 ps. 


Bit[2:0]: PCICLK-to-ISA SYSCLK Divisor 
These bits are used to select the integer that is used | 
to divide the PCICLK down to generate the ISA 
SYSCLK. Upon reset, these bits are set to 000 (divi- 
sor of 4 selected). For PCI frequencies less than 
33 MHz (not including 25 MHz), a clock divisor value 
must be selected that ensures that the ISA Bus fre- 
quency does not violate the 6 MHz to 8.33 MHz 
SYSCLK specification. 

Bit SYSCLK 
8.33 MHz 
8.33 MHz 


0 Divisor 
0 4 (33 MHz) 
1 3 (25 MHz) 
0 Reserved 
1 Reserved 
0 

, 

0 

1 


RO 


Reserved 
Reserved 
Reserved 
Reserved 


a~=-0O0-8-00" 
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4.1.20 UBCSA—UTILITY BUS CHIP SELECT A 
REGISTER 


Address Offset: 4Eh 
Default Value: O7h 
Attribute: Read/Write 
Size: 8 bits 


This register enables/disables accesses to the RTC, 
keyboard controller, Floppy Disk controller, IDE, and 
BIOS locations EQOOOh—-EFFFFh and FFF80000h- 
FFFDFFFFh. Disabling any of these bits prevents 
the encoded chip select bits (ECSADDR[2:0]) and 
utility bus transceiver control signal (UBUSOE #) for 
that device from being generated. 


This register is also used to select which address 
range (primary or secondary) will be decoded for the 
resident floppy controller and IDE. This ensures that 
there is no contention with the Utility bus transceiver 
driving the system data bus during read accesses to 
these devices. 


Bit 7: Extended BIOS Enable 

When bit 7 = 1 (enabled), PCI accesses to loca- 
tions FFF8OOOOh—FFFDFFFFh result in the genera- 
tion of the encoded signals (ECSADDR[2:0]) for 
BIOS. When enabled, PCI master accesses to this 
area are positively decoded and UBUSOE # is gen- 
erated. When this bit is disabled (bit 7 = 0), the SIO 
does not generate the encoded (ECSADDR[2:0]) 
signals or UBUSOE #. 


Bit 6: Lower BIOS Enable 

When bit 6 = 1 (enabled), PCI or ISA accesses to 
the lower 64 KByte BIOS block (EQOOOh-EFFFFh) 
at the top of 1 MByte, or the aliases at the top of 


3F2h-3F7h 
370h, 371h 
372h-37Fh 


NOTE: 
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4 GByte and 4 GByte-1 MByte results in the gener- 
ation of the encoded (ECSADDRI[2:0]) signals for 
BIOS. When enabled, PCI master accesses to this 
area are positively decoded to the ISA Bus, unless 
bit 4 in the MEMCS # Control Register is set to a 1 in 
which case these regions are subtractively decoded. 
Also, when enabled, ISA master or DMA master ac- 
cesses to this region are not forwarded to the PCI 
Bus. When this bit is disabled (bit 6 = 0), the SIO 
does not generate the encoded (ECSADDR[2:0]) 
signals. Also, when this bit is disabled, ISA master or 
DMA accesses to this region are forwarded to PCI, if 
bit 3 in the IADCON Register is set to 1. 


Bit 4: IDE Decode Enable , 

Bit 4 enables/disables IDE locations 1FOh-1F7h 
(primary) or 170h-177h (secondary) and 3F6h, 
3F7h (primary) or 376h, 377h (secondary). When bit 
4 = 1, the IDE encoded chip select signals and the 
Utility Bus transceiver signal (UBUSOE# ) are gen- 
erated for these addresses. When bit 4 = 0, the IDE 
encoded chip select signals and the Utility Bus 
transceiver signal (UBUSOE#) are not generated 
for these addresses. 


Bit [5, 3:2]: Floppy Disk Address Locations En- 
able 

Bits 2 and 3 are used to enable or disable the floppy 
locations as indicated below. A PCIRST# sets bit 2 
to 1 and bit 3 to 0. Bit 5 is used to select between 
the primary and secondary address range used by 
the Floppy Controller and the IDE. Only primary or 
only secondary can be programmed at any one time. 
A PCIRST# sets this bit to 0 (primary). 


The following table shows how these bits are used 


to select the floppy controller: 
FLOPPYCS# 


If IDE decode is enabled (bit 4 = 1), all accesses to locations O3F6h and O3F7h (primary) or 0376h and 0377h (secondary) 
result in the ECSADDR[2:0] signals generating a decode for IDECS1# (FLOPPYCS# is not generated). An external AND 
gate can be used to tie IDECS1# and FLOPPYCS# together to insure that the floppy is enabled for these accesses. If IDE 
decode is disabled (bit 4 = 0), and the decode for the floppy is enabled, then the encoded chip selects for the floppy 
locations are generated. 


: ADVANCE INFORMATION 4-493 


82378 SYSTEM I/O (SIO) 


Bit 1: Keyboard Controller Address Location 
Enable 

Enables (1) or disables (0) the Keyboard controller 
address locations 60h, 62h, 64h, and 66h. When this 
bit is set to 0, the Keyboard Controller encoded chip 
select signals (ECSADDR[2:0]) and the Utility Bus 
transceiver signal (JBUSOE#) are not generated 
for these locations. 


Bit 0: RTC Address Location Enable 

Enables (1) or disables (0) the RTC address loca- 
tions 70h-77h. When this bit is set to 0, the RTC 
encoded chip select signals (ECSADDR[2:0]), 
RTCALE#, RTCCS#, and UBUSOE# signals are 
not generated for these addresses. 


4.1.21 UBCSB—UTILITY BUS CHIP 
SELECT B REGISTER 


Address Offset: 4Fh 
Default Value: 4Fh . 
Attribute: Read/Write 
Size: 8 bits 


This register is used to enable/disable accesses to 
the serial ports and parallel port locations supported 
by the SIO. When disabled, the ECSADDR(2:0) en- 
coded chip select bits and Utility Bus Transceiver 
control signal (UBUSOE #), for that device, are not 
' generated. This register is also used to disable ac- 
cesses to port 92 and enable or disable configura- 
tion RAM decode. 
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Bit 7: Configuration RAM Decode Enable 
This bit is used to enable (bit 7 = 1) or disable (bit 
7 = 0) I/O write accesses to location OCOOh and 
1/O read/write accesses to locations O800h-—08FFh. 
When enabled, the encoded chip select signals for 
generating an external configuration page chip se- 
lect (CPAGECS#) are generated for accesses to 
OCOOh. The encoded chip select signals for generat- 
ing an external configuration memory chip select 
(CFIGMEMCS#) are generated for accesses to 
0800h-08FFh. When bit 7 = 0, configuration RAM 
decode is disabled and the CPAGECS# and 
CFIGMEMCS# are not generated for the corre- 
sponding accesses. 


Bit 6: Port 92 Enable 
This bit is used to enable/disable access to Port 92. 
When bit 6 = 1, Port 92 is enabled. When bit 6 = 0, 
Port 92 is disabled. When a PCIRST# occurs, this 
bit is set to 1 (enable). 


Bits[5:4]: Parallel Port Enable 

These bits are used to select the parallel port ad- 
dress range: (LPT1, LPT2, LPT3, or disable). When a 
PCIRST# occurs, this field is set to 00 (LPT1). 

Bit Function 
3BCh-3BFh (LPT1) 
378h-—37Fh (LP2) 
278h-27Fh (LPT3) 
Disabled 


_~ — OO OU 
-~oO- oO & 
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Bits[3:2]: Serial Port B Enable 

These bits are used to assign serial port B address 
range: (COM1, COM2, or disable). If either COM1 or 
COM2 address ranges are selected, the encoded 
chip select signals [ECSADDR(2:0)] for Port B will 
be generated. A PCIRST# sets bits[3:2] to 11 (Port 
B disabled). 

Bit Function 
3F8h-3FFh (COM1) 
2F8h-2FFh (COM2) 
Reserved 


3 
0 
0 
1 
1 Port B Disabled 


-—-O-+ ON 


NOTE: 
If Serial port A and B are programmed for 
the same I/O address, the encoded chip se- 
lect signals, ECSADDR(2:0), for port B are 
disabled. . 


Bits[1:0]: Serial Port A Enable 

These bits are used to assign serial port A address 
range: (COM1, COM2, or disable). If either COM1 or 
COM2 address ranges are selected, the encoded 
chip select signals (ECSADDR[2:0]) for Port A will 
be generated. A PCIRST# sets bits[1:0] to 11 (port 
A disabled). 

Bit Function 
3F8h-3FFh (COM1) 
2F8h-2FFh (COM2) 
Reserved 
Port A disabled 


--A00—_ 
=Oo-00 


NOTE: 
lf Serial port A and B are programmed for 
the same I/O address, the encoded chip se- 
lect signals, ECSADDR[2:0], for port B are 
disabled. 


4.1.22 MAR1—MEMCS# ATTRIBUTE 
REGISTER #1 


54h 

00h 
Read/Write 
8 bits 


Address Offset: 
Default Value: 
Attribute: 

Size: 
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RE—Read Enable. When the RE bit (bit 6, 4, 2, 0) is 
set to a 1, the SIO generates MEMCS# for PCI mas- 
ter, DMA, or ISA master memory read accesses to 
the corresponding segment. When the RE bit is set 
to a 0, the SIO does not generate MEMCS # for PCI 
master memory read accesses to the corresponding 


~ segment. When the RE and WE bits are both 0 (or 


bit 4 in the MEMCS# Control Register is set to a 
0O-disabled), the PCi master, DMA, or ISA master 
can not access the corresponding segment. . 


WE—Write Enable. When the WE bit (bit 7, 5, 3, 1) 
is set to a 1, the SIO generates MEMCS# for PCI 
master, DMA, or ISA master memory write accesses 
to the corresponding segment. When this bit is set to 
a 0, the SIO does not generate MEMCS# for PCI 
master memory write accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMCS# Control Register is set to a 
O-disabled), the PCI master, DMA, or ISA master 
can not access the corresponding segment. 

Bit 7: OCCO00h-OCFFFFh Exp. ROM: WE 

Bit 6: OCCOOO0h-OCFFFFh Exp. ROM: RE : 

Bit 5: OC8000h-OCBFFFh Exp. ROM: WE 

Bit 4: OC8000h-OCBFFFh Exp. ROM: RE 

Bit 3: 0C4000h-0C7FFFh Exp. ROM: WE 

Bit 2: 0C4000h-0C7FFFh Exp. ROM: RE 

Bit 1: OCOO00h-OC3FFFh Exp. ROM: WE . 


Bit 0: OCO000h-OC3FFFh Exp. ROM: RE | 
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4.1.23 MAR2—MEMCS# ATTRIBUTE 
REGISTER #2 | 


Address Offset: 55h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


RE—Read Enable. When the FE bit (bit 6, 4, 2, 0) is 
set to a 1, the SIO generates MEMCS# for PCI mas- 
ter, DMA, or ISA master memory read accesses to 
the corresponding segment. When this bit is set to a 
0, the SIO does not generate MEMCS# for PCI 
master memory read accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMCS# Control Register is set to a 
O-disabled), the PCI master, DMA, or ISA master 
can not access the corresponding segment. 


WE—Write Enable. When the WE bit (bit 7, 5, 3, 1) 
is set to a 1, the SIO generates MEMCS# for PCI 
master, DMA, or ISA master memory write accesses 
to the corresponding segment. When this bit is set to 
a 0, the SIO does not generate MEMCS# for PCI 
master memory write accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMCS# Control Register is set to a 
O-disabled), the PCI master, DMA, or ISA master 
can not access the corresponding segment. 

Bit 7: OOCO00h-ODFFFFh Exp. ROM : WE 

Bit 6: OOCOOOh-ODFFFFh Exp. ROM : RE 

Bit 5: OD8000h-ODBFFFh Exp. ROM : WE 

Bit 4: OD8000h-ODBFFFh Exp. ROM : RE 

Bit 3: 0D4000h-0D7FFFh Exp. ROM : WE 

Bit 2: 0D4000h-0D7FFFh Exp. ROM : RE 

Bit 1: 0D0000h-OD3FFFh Exp. ROM : WE 


Bit 0: OD0000h-OD3FFFh Exp. ROM : RE 
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4.1.24 MAR3—MEMCS# ATTRIBUTE 
REGISTER #3 


Address Offset: 56h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


RE—Read Enable. When the RE bit (bit 6, 4, 2, 0) is 
set to a 1, the SIO generates MEMCS # for PCI mas- 
ter, DMA, ISA master memory read accesses to the 
corresponding segment. When this bit is set to a 0, 
the SIO does not generate MEMCS# for PCI master 
memory read accesses to the corresponding seg- 
ment. When the RE and WE bits are both 0 (or bit 4 
in the MEMCS# Control Register is set to a 
0-disabled), the PCI master can not access the cor- 
responding segment. 


WE—Write Enable. When the WE bit (bit 7, 5, 3, 1) 
is set to a 1, the SIO generates MEMCS# for PCI 
master, DMA, ISA master memory write accesses to 
the corresponding segment. When this bit is set to a 
0, the SIO does not generate MEMCS# for PCI 
master memory write accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMCS# Control Register is set to a 
0-—disabled), the PCI master can not access the cor- 
responding segment. 


Bit 7: O0&CO00h-OEFFFFh Lower 64 KByte 
BIOS: WE 


Bit 6: O0ECO00h-OEFFFFh Lower 64 KByte 
BIOS: RE 


Bit 5: OE8000h- OEBFFFh Lower 64 KByte 
BIOS WE ? 


Bit 4: O0E8000h-OEBFFFh Lower 64 das 
BIOS: RE 


Bit 3: O0E4000h-—0E7FFFh Lower 64 KByte 
BIOS: WE 


Bit 2: 0E4000h-O0E7FFFh Lower 64 KByte 
BIOS: RE 


Bit 1: O0EO000h-OE3FFFh Lower 64 KByte 
BIOS: WE 


Bit 0: OEQO00h-OE3FFFh Lower 64 KByte 
BIOS: RE 
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4.1.25 DMA SCATTER/GATHER RELOCATION 
BASE ADDRESS REGISTER 


Address Offset: 57h 
Default Value: 04h 
Attribute: Read/Write 
Size: 8 bits 


The value programmed into this register determines 
the high order |/O address of the Scatter/Gather 
Command Registers, Scatter/Gather Status Regis- 
ters, and the Scatter/Gather Descriptor Table Reg- 
isters. The default value is 04h so the first S/G regis- 
ter default address is at 0410h. 

Bit 7: A15 

Bit 6: A14 

Bit 5: A13 

Bit 4: A12 

Bit 3: A11 


Bit 2: A10 
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Bit 1: A9 


Bit 0: A& 


4.1.26 PIRQ([3:0] #—PIRQ ROUTE 
CONTROL REGISTERS 


Register Name: PIRQO#, PIRQ1#, PIRQ2#, 
PIRQ3# Route Control 


Address Offset: 60h, 61h, 62h, 63h 
Default Value: 80h 

Attribute: Read/Write 

Size: | 8 bits 


These registers control the routing of PCI Interrupts 
(PIRQ([0:3] #) to the PC compatible Interrupts. Each 
PCI interrupt can be independently routed to 1 of 11 
compatible interrupts. Note that two or more PCI in- 
terrupts (PIRQ(3:0] #) can be steered into the same 
IRQ signal (the interrupts are level sensitive and can 
be shared). 


Each IRQ to which a PCI Interrupt is steered into 
must have its interrupt set to level sensitive in the 


Edge/Level Control Register. 


Default 


IRQx# Routing Bits 


Routing of Interrupt (R/W) 
1=Disabled 
0=Enabled 


Bits 
0000000 
0000001 
0000010 
0000011 
0000100 
0000101 
0000110 
0000111 
0001000 
0001001 
0001010 
0001011 
0001100 
0001101 
0001110 
0001111 


0010000 
to 
1111111 


Figure 3. PIRQ Route Control Registers 
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IRQx# 
Reserved 
Reserved 
Reserved 
IRQ3 
IRQ4 
IRQ5 
IRQ6 
IRQ7 
Reserved 
IRQ9 
IRQ10 
IRQ11 
IRQ12 
Reserved 
IRQ14 
IRQ15 


Reserved 


290473-17 


1-497 


82378 SYSTEM 1/0 (SIO) 


Bit 7: Routing of Interrupts 

When enabled, this bit routes the PCI Interrupt signal 
to the PC compatible interrupt signal specified in 
bits[3:0]. At reset, this bit is disabled (set to 1). 


Bits[6:4]: Reserved | 
Read as 0’s. 


Bits[3:0]: IRQx# Routing Bits 
These bits specify which IRQ signal to generate. 


4.1.27 BIOS TIMER BASE ADDRESS REGISTER 


Address Offset: 80h-81h 
Default value: 0078h 
Attribute: Read/Write 
Size: 16 bits 


This register determines the base address for the 
BIOS Timer Register located in the I/O space. The 
base address can be set at Dword boundary any- 
where in the 64 KByte I/O space. This register also 
provides the BIOS Timer access enable/disable 
control bit. 


Bits[15:2]: BIOS Timer Base Address 
Bits[15:2] correspond to PCI address lines A[15:2]. 


Bit 1: Reserved 

Bit 0: BIOS Timer Access Enable 

When bit 0 = 1, access to the BIOS Timer is en- 
abled. When bit 0 = 0, access to the BIOS Timer is 
disabled. The default value is 0 (disabled). 

4.1.28 SMICNTL—SMI CONTROL REGISTER 


Address Offset: AOh 
Default value: O8h 


Attribute: - -Read/Write 
Size: | 8 bits 
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Bit 7: Reserved 
Reserved for future Intel use. 


Bit 6: Reserved 
Reserved for future Intel use. 


Bits[5:4]: Reserved 
Reserved for future Intel use. 


Bit 3: CTMRFRZ | 
Used to freeze the timers when in SMM. When this 
bit is set, the Fast Off timer will stop counting. This 
prevents time-outs from occurring while executing 
SMM code. 


Bit 2: CSTPCLKTH 
When set, the STPCLK# throttle is enabled. 


Bit 1: CSTPCLKEN 

When set, a read from the APMC register will cause 
STPCLK# to be asserted. CSTPCLKEN will be 
cleared by writing it to 0 or by any write to the APMC 
register. Enables SW to put the CPU into a low pow- 
er state. . | 


Bit 0: CSMIGATE | 
When this bit is written to 0” SMI # will be deassert- 
ed. When this bit is written to a “1”, SMI# will be 
asserted if any SMIs are pending. 


4.1.29 SMIEN—SMI ENABLE REGISTER 


Address Offset: A2h-—A3h 
Default value: 0000h 
Attribute: Read/Write 
Size: 16 bits 


The following bits control the enabling of associated 
hardware events that will generate an SMI. When. 
set to a ‘‘1”, SMI# will be asserted when the associ- 
ated event occurs. When bit 7 is set, writes to the 
APM Control port (APMC) will generate an SMI. 
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Bits([15:8]: Reserved 

Will be read as 0. Writes have no effect. 


Bit 7: SAPMCEN 
Write to APM Control Port. 


Bit 6: SEXTSMIEN 
EXTSMI# input asserted. 


Bit 5: SFOFFTMREN 
Fast Off (Idle) Timer Enable. 


Bit 4: SIRQ12EN 
PS/2 Mouse Interrupt. 


Bit 3: SIRQ8EN 
RTC Alarm Interrupt. 


Bit 2: SIRQ4EN 
COM2/COM4 Interrupt (Mouse). 


Bit 1: SIRQ3EN 
COM1/COMS Interrupt (Mouse). 


Bit 0: SIRQ1EN 

Keyboard Interrupt. 

4.1.30 SEE—SYSTEM EVENT ENABLE 
REGISTER 

Address Offset: A4h, A5h, A6h, A7h 


Default value: 00000000h 
Attribute: Read/Write 
Size: 32 bits 


These bits are used to enable the corresponding 
hardware events as system events. When set to a 
“1”, anytime the associated hardware event occurs, 
the Fast Off Timer is reloaded with its initial count. 
Also, when enabled the associated hardware sys- 
tem event is recognized as a Break Event causing 
STPCLK# to be deasserted. 


Bit 31: FSMIEN 

Prevents the system from entering Fast Off and 
causes STPCLK# to be deasserted when an SMI 
occurs. 


Bit 30: Reserved 
Will be read as 0. Writes have no effect. 
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Bit 29: FNMIEN 

Prevents the system from entering Fast Off and 
causes STPCLK# to be deasserted when an NMI 
occurs (parity error for example). 


Bits[28:16]: Reserved 
Will be read as 0. Writes have no effect. 


Bits[15:3]: FIRQ([15:3] EN 
This prevents the system from entering Fast Off and 
causes STPCLK# to be deasserted when selected 
hardware interrupts occur. 


Bit 2: Reserved 
Will be read as 0. Writes have no effect. 


Bits[1:0]: FIRQ(1:0)EN 

Prevents the system from entering Fast Off and 
causes STPCLK# to be deasserted when selected 
hardware interrupts occur. 


4.1.31 FTMR—FAST OFF TIMER 


Address Offset: A8h 
Default value: OFh 
Attribute: Read/Write 
Size: 8 bits 


The Fast Off Timer is used to indicate (through an 
SMI) that the system has been idle for a pre-pro- 
grammed period of time. The Fast Off Timer con- 
sists of a count down timer that is decremented ev- 
ery minute. The value programmed into this register 
gets loaded into the Fast Off Timer when an enabled 
system event occurs. Each count represents one 
minute. When the timer expires, an SMI Special Cy- 
cle is generated. Writes to the FTMRLD register 
cause the Fast Off Timer to be loaded. When this 
register is read, the value last written to this register 
is returned. 


PROGRAMMER’S NOTE: 
Before writing to the FTMRLD register the 
Fast Off Timer must be stopped by writing a 
“1” to the CTMRFRZ bit. The Fast Off Timer 
will begin decrementing when the CTMRFRZ 
bit is subsequently set to “0”. 
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Bits[7:0): FTMRLD[7:0] 

A write to the FTMRLD register when the Fast Off 
Timer is stopped (CTMRFRZ = 1) will load the Fast 
Off Timer with the value being written to FTMRLD 
register. When the Fast Off Timer is enabled 
(CTMRFRZ = 0) it counts down from the value 
loaded into it. When the Fast Off Timer reaches 00h 
it will trigger an SMI. If an enabled system event 
occurs before the Fast Off Timer reaches 00h the 


Fast Off Timer is reloaded with the value stored in | 


the FTMRLD register. A read from the FTMRLD reg- 
ister will return the value last written to this register. 


4.1.32 SMIREQ-SMI REQUEST REGISTER 


Address Offset: AAh, ABh 
Default vaiue: 00h 
Attribute: Read/Write 
Size: 16 bits 


These bits are status bits indicating the cause of the 
_ SMI. When an enabled event causes an SMI, the 
hardware automatically sets the corresponding 
-event’s request bit. The request bits are cleared by 
writing a ‘“O” to them. Only the hardware can set 
request bits to a “1’’. In the event that the hardware 
is trying to set the bit to a “1” at the same time that it 
is being cleared, the hardware set to “1” will domi- 


~ nate. 


Bits[15:8]: Reserved 
Reserved for future intel use. 


Bit 7: RAPMC 
When set to a ‘“‘1” indicates that a write to the APM 
Control Port caused an SMI#. 


Bit 6: REXT 
When set to a “1”, indicates that EXTSMI# was 
sampied asserted, causing an SMI#. — 


Bit 5: RFOFFTMR: 3 
Fast Off Timer expired causing an SMI#. 


Bit 4: RIRQi2 | 
IRQ12 was asserted causing an SMI#. 


Bit 3: RIRQ8 
IRQ8 was asserted causing an SMI#. 
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Bit 2: RIRQ4 
IRQ4 was asserted causing an SMI#. 


Bit 1: RIRQ3 
IRQ3 was asserted causing an SMI#. 


Bit 0: RIRQ1 
IRQ1 was asserted causing an SMI#. 


4.1.33 CTLTMRL—CLOCK THROTTLE 
STPCLK# LOW TIMER 


‘Address Offset: ACh 


Default Vaiue: OOh 
Attribute: Read/Write 
Size: 8 bits 


The value in this register defines the duration of the 
STPCLK# asserted period when the CSTPCLKTH 
bit is set. The value in this register is loaded into the 
STPCLK# Timer when STPCLK# is asserted. The 
STPCLK# timer runs off a 32 ws clock. Note that 
the timer does not begin to count until the Eler | 
Grant Special Cycle is received. | 


Bits|7:0/: KSTPLOLD([7:6] 

The vaiue in this register defines the duration of the 
STPCLK# asserted period when the CSTPCLKTH 
bit is set. 


4.1.34 CTLTMRH—CLOCK THROTTLE 


STPCLK # HIGHTIMER 


Address Offset: AEh 
Default vaiue: 00h 
Attribute: — Read/Write 
Size: 8 bits 


The value in this register defines the duration 
of the STPCLK# deasserted period when the 
CSTPCLKTH bit is set. The value in this register is 
loaded into the STPCLK# Timer when STPCLK# is 
deasserted. The STPCLK# timer runs off a 32 us 


clock. 


Bits[7:0]: KSTPHILD[7:0) . 
The value in this register defines the duration 
of the STPCLK# deasserted period when the 
CSTPCLKTH bit is set. 
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4.2 DMA Register Description 


The SIO contains DMA circuitry that incorporates 
the functionality of two 82C37 DMA controllers 
(DMA1 and DMA2). The DMA registers control the 
operation of the DMA controllers and are all accessi- 
ble from the PCI Bus via PCI I/O space. In addition, 
some of the registers are accessed from the ISA 
Bus via ISA |/O space. Table 4, at the beginning of 
Section 4.0 lists the bus access for each register. 


This section describes the DMA registers. Unless 
otherwise stated, a PCIRST # sets each register to 
its default value. The operation of the DMA is further 
described in Section 5.4, DMA Controller. 


4.2.1 DCOM—DMA COMMAND REGISTER 


Address Offset: Channels 0-3—08h 
Channels 4-—7-—OD0h 

Default Value: 00h 

Attribute: Write Only 

Size: 8 bits 


This 8-bit register controls the configuration of the 
DMA. It is programmed by the microprocessor in the 
Program Condition and is cleared by PCIRST# ora 
Master Clear instruction. Note that disabling chan- 
nels 4-7 also disables channels 0-3, since chan- 
nels 0-3 are cascaded onto channel 4. The DREQ 
and DACK# channel assertion sensitivity is as- 
signed by channel group, not per individual channel. 
For priority resolution, the DMA consists of two logi- 
cal channel groups—channels 0-3 (Controller 
1-DMA1) and channels 4-7 (Controller 2-DMA2). 
Each group can be assigned fixed or rotating priority. 
Both groups can be assigned fixed priority, one 
group can be assigned fixed priority and the second 
rotating priority, or both groups can be assigned ro- 
tating priority. Following a PCIRST # or DMA Master 
Clear, both DMA1 and DMA2 are enabled in fixed 
priority, the DREQ sense level is active high, and the 
DACK# assertion level is active low. 


Bit 7: DACK# Assert Level (DACK # [3:0], [7:5]) 

Bit 7 controls the DMA channel request acknowl- 
edge (DACK #) assertion level. Following PCIRST #, 
the DACK# assertion level is active low. The low 
level indicates recognition and acknowledgment of 
the DMA request to the DMA slave requesting serv- 
ice. Writing a 0 to bit 7 assigns active low as the 
assertion level. When a 1 is written to this bit, a high 
level on the DACK# line indicates acknowledgment 
of the request for DMA service to the DMA slave. 
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Bit 6: DREQ Sense Assert Level 

(DREQ[3:0], [7:5]) 

Bit 6 controls the DMA channel eaucet (DREQ) as- 
sertion detect level. Following PCIRST #, the DREQ 
sense assert level is active high. In this condition, an 
active high level sampled on DREQ is decoded as 
an active DMA channel request. Writing a 0 to bit 6 
assigns active high as the sense assert level. When 
a 1 is written to this bit, a low level on the DREQ line 
is decoded as an active DMA channel request. 


Bit 5: Reserved 
Must be 0. 


Bit 4: DMA Group Arbitration Priority 

Each channel group is individually assigned either 
fixed or rotating arbitration priority. At PCIRST#, 
each group is initialized in fixed priority. Writing a 0 to 
bit 4 assigns fixed priority to the channel group, 
while writing a 1 assigns rotating priority to the 
group. 


Bit 3: Reserved 
Must be 0. 


Bit 2: DMA Channel Group Enable 

Writing a 1 to this bit disables the DMA channel 
group, while writing a 0 to this bit enables the DMA 
channel group. Both channel groups are enabled fol- 
lowing PCIRST #. Disabling channel group 4-7 also 
disables channel group 0-3, which is cascaded 
through channel 4. 


Bits[1:0]: Reserved 
Must be 0. 


4.2.2 DCM—DMA CHANNEL MODE REGISTER 


DMA Channel Mode 
Channels 0-3-—OBh 
Channels 4-7-—OD6h 


Register Name: 
Address Offset: 


Default Value: Bits[7:2] = 0, 
Bits[1:0] = undefined 

Attribute: Write Only 

Size: 6 bits 


Each channel has a 6-bit DMA Channel Mode Regis- 
ter. The Channel Mode Registers provide control 
over DMA Transfer type, transfer mode, address in- 
crement/decrement, and autoinitialization. Bits[1:0] 
select the appropriate Channel Mode Register and 
are not stored. Only bits[7:2] are stored in the regis- 
ter. This register is set to its default value upon 
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PCIRST # or Master Clear. Its default value is Verify 
transfer, Autoinitialize disable, Address increment, 
and Demand mode. Channel 4 defaults to cascade 
mode and cannot be programmed for any mode oth- 
er than cascade mode. 


Bits[7:6]: DMA Transfer Mode 

Each DMA channel can be programmed in one of 
four different modes: single transfer, block transfer, 
demand transfer and cascade. 


Bits 7 6 Transfer Mode 
0 0 Demand mode 
0 1 Single mode 
1 0 Block mode 
1 1 Cascade mode 


Bit 5: Address Increment/Decrement Select 

Bit 5 controls address increment/decrement during 
multi-byte DMA transfers. When bit 5 = 0, address 
increment is selected. When bit 5 = 1, address dec- 
rement is selected. Address increment is the default 
after a PCIRST # cycle or Master Clear command. 


Bit 4: Autoinitialize Enable 

When bit 4 = 1, the DMA restores the Base Page, 
Address, and Word count information to their re- 
spective current registers following a terminal count 
(TC). When bit 4 = 0, the autoinitialize feature is 
disabled and the DMA does not restore the above 
mentioned registers. A PCIRST# or Master Clear 
disables autoinitialization (sets bit 4 to 0). 


Bits[3:2]: DMA Transfer Type 

Verify, write and read transfer types are available. 
Verify transfer is the default transfer type upon 
PCIRST# or Master Clear. Write transfers move 
data from an I/O device to memory. Read transfers 
move data from memory to an I/O device. Verify 
transfers are pseudo transfers; addresses are gen- 
erated as in a normal read or write transfer and the 
device responds to EOP etc. However, with Verify 
transfers, the ISA memory and I/O cycle lines are 
not driven. Bit combination 11 is illegal. When the 
channel is programmed for cascade ([7:6] = 11) 
the transfer type bits are irrelevant. 


Bits 3 2 Transfer Mode 
0 0 Verify transfer 
0 1 Write transfer 

1 0 Read Transfer 
1 1 Illegal 
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Bits[1:0]: DMA Channel Select 


Bits[1:0] select the DMA Channel Mode Register 


that will be written by bits[7:2]. 


Channel 

Channel 0 (4) 
Channel 1 (5) 
Channel 2 (6) 
Channel 3 (7) 


Bits 


1 
0 
0 
, 
, 


—_~O--- OO 


4.2.3 DCEM—DMA CHANNEL EXTENDED MODE 
REGISTER 


Address Offset: Channels 0-3-—040Bh 
Channels 4-7—04D6h 
Bits[1:0] = undefined, 


Bits[3:2] = 00 for DMA1, 


Default Value: 


Bits[3:2] = 01 for DMA2, 
Bits[7:4] = 0 

Attribute: Write Only 

Size: 6 bits 


Each channel has a 6-bit Extended Mode Register. 
The register is used to program the DMA device 
data size, timing mode, EOP input/output selection, 
and Stop Register selection. Bits[1:0] select the ap- 
propriate Channel Extend Mode Register and are 
not stored. Only bits[7:2] are stored in the register. 
Four timing modes are. available: |SA-compatible, 
“A”, “B”, and “F’’. Timings “A”, “B”, and “F” are 


extended timing modes and can only be run to main 


memory. DMA cycles to ISA expansion bus memory 
defaults to compatible timing if the channel is pro- . 
grammed in an extended timing mode. 


The default bit values for each DMA group are se- 
lected upon PCIRST #. A Master Clear or any other . 
programming sequence will not set the default regis- 
ter settings. The default programmed values for 
DMA1 channels 0-3 are 8-bit |1/O count by bytes, 
compatible timing, and EOP output. The default val- 
ues for DMA2 channels 4-7 are 16-bit |/O count by 
words with shifted address, compatible timing, and 
EOP output. 


Bit 7: Reserved 
Must be 0. 
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Bit 6: EOP Input/Output Selection 

Bit 6 selects whether the EOP signal is to be used as 
an output during DMA transfers on this channel or 
an input. EOP is typically used as an output, as was 
available on the PC/AT. The input function was add- 
ed to support data communication and other devices 
that would like to trigger an autoinitialize when a col- 
lision or some other event occurs. The direction of 
EOP is switched when DACK is changed (when a 
different channel is granted the bus). There may be 
some overlap of the SIO driving the EOP signal 


along with the DMA slave. However, during this — 


overlap, both devices drive the signal to a low level 
(inactive). For example, assume channel 2 is about 
to go inactive (DACK negating) and channel 1 is 
about to go active. In addition, assume that channel 
2 is programmed for “EOP OUT” and channel 1 is 
programmed for ‘EOP IN’. When channel 2’s DACK 
is negated and channel 1’s DACK is asserted, the 
SIO may be driving EOP to a low value on behalf of 
channel 2. At the same time the device connected to 
channel 1 is driving EOP in to the SIO, also at an 
inactive level. This overlap only lasts until the SIO 
EOP output buffer is tri-stated, and does not effect 
the DMA operation. Upon PCIRST#, bit 6 is set to 
O-EOP output selected. 


Bits[5:4]: DMA Cycle Timing Mode 

The SIO supports four DMA transfer timings: ISA- 
compatible, type ‘‘A’’, “B’”’, and “F’’. Each timing and 
its corresponding code are described below. Upon 
PCIRST #, compatible timing is selected and the val- 
ue of these bits is “OO”. The cycle timings noted 
below are for a SYSCLK (8.33 MHz, maximum 
SYSCLK frequency). DMA cycles to ISA expansion 
bus memory defaults to compatible timing if the 
channel is programmed in one of the performance 
timing modes (type “A’’, “B”’, or ‘‘F’’). 


Bits[5:4] = 00: Compatible Timing 

Compatible timing is provided for DMA slave devic- 
es, that, due to some design limitation, cannot sup- 
port one of the faster timings. Compatible timing 
runs at 9 SYSCLKs (1080 nsec/single cycle) and 8 
SYSCLKs (960 nsec/cycle) during the repeated 
portion of a BLOCK or DEMAND mode transfer. 
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Bits[5:4] = 01: Type “A” Timing 

Type “A” timing is provided to allow shorter cycles 
to main memory (via the PCI Bus). Type “A” timing 
runs at 6 SYSCLKs (720 nsec/cycle) during the 
repeated portion of a BLOCK or DEMAND mode 
transfer. Type “A” timing varies from compatible 
timing primarily in shortening the memory opera- 
tion to the minimum allowed main memory. The I/ 
O portion of the cycle (data setup on write, |/O 
read access time) is the same as with compatible 
cycles. The actual active command time is shorter. 
However, it is expected that the DMA devices that 
provide the data access time or write data setup 
time should not require excess |OR# or IOW# 
command active time. Because of this, most ISA 
DMA devices should be able to use type “A” tim- 


ing. 


Bits[5:4] = 10: Type “B” Timing 

Type “B” timing is provided for 8/16-bit ISA DMA 
devices that can accept faster I/O timing. Type 
“B” only works with fast main memory. Type ‘B”’ 
timing runs at 5 SYSCLKs (600 nsec/cycle) during 
the repeated portion of a BLOCK or DEMAND 
mode transfer. Type ‘B” timing requires faster 
DMA slave devices than compatible timing. In 
Type “B” timing the cycles are shortened so that 
the data setup time on I/O write cycles is short- 
ened and the I/O read access time is required to 
be faster. 


Bits[5:4] = 11: Type “F” Timing 

Type “F” timing provides high performance DMA 
transfer capability. Type “F” timing runs at 3 
SYSCLKs (360 nsec/single cycle) during the re- 
peated portion of a BLOCK or DEMAND mode 
transfer, resulting in a maximum data transfer rate 
of 8.33 MBytes/second. 


Bits[3:2]: Addressing Mode 

The SIO supports both 8- and 16-bit DMA device 
data sizes. Three data size options are programma- 
ble with bits[3:2]. Both the 8-bit I/O, “count by 
bytes” mode and the 16-bit I/O, “count by words” 
(address shifted) mode are ISA compatible. The 16- 
bit I/O, “count by bytes” mode is offered as an ex- 
tension of the ISA compatible modes. Bits[3:2] = 
10 is reserved. Byte assembly/disassembly is per- 
formed by the ISA control unit. Each of the data 
transfer size modes is discussed below. 
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Bits[3:2] = 00: 8-bit 1/0, “Count By Bytes” 
Mode 


In 8-bit I/O, ‘count by bytes” mode, the Current. 


Address Register can be programmed to any ad- 
dress. The Current Byte/Word Count Register is 
programmed with the “number of bytes minus 1” 
to transfer. | 


Bits[3:2] = 01: 16-bit I/O, “Count By Words” 
(Address Shifted) Mode 

In “count by words” mode (address shifted), the 
Current Address Register can be programmed to 
any even address, but must be programmed with 
the address value shifted right by one bit. The Low 
Page and High Page Registers are not shifted dur- 
ing DMA transfers. Thus, the least significant bit of 
the Low Page register is ignored when the address 
is driven out onto the bus. The Current Byte/Word 


Count Register is programmed with the number of 


words minus 1 to be transferred. 


Bits[3:2] = 10: Reserved 
Bits[3:2] = 11: 16-Bit I/O, “Count By Bytes” 
Mode 


In 16-bit ‘‘count by bytes” mode, the Current Ad- 
dress Register can be programmed to any byte ad- 
dress. For most DMA devices, however, it should 
be programmed only to even addresses. If the ad- 
dress is programmed to an odd address, the DMA 
controller does a partial word transfer during the 
first and last transfer, if necessary. The bus con- 
troller does the Byte/Word assembly necessary to 
write any size memory device. In this mode, the 
Current Address Register is incremented or decre- 
mented by two and the byte count is decremented 


by the number of bytes transferred during each — 


bus cycle. The Current Byte/Word Count Register 
is programmed with the “number of bytes minus 1” 
to be transferred. This mode should only be pro- 
grammed for 16-bit ISA DMA slaves. 
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Bits[1:0]: DMA Channel Select 


Bits[1:0] select the particular channel that will have 


its DMA Channel Extend Mode Register pro- 
grammed with bits[7:2]. 


Bits Channel 

_Channel 0 (4) 
Channel 1 (5) 
Channel 2 (6) 


Channel 3 (7) 


~oA0c%0 


1 
-0 
0 
1 
1 


4.2.4 DR—-DMA REQUEST REGISTER 


Address Offset: Channels 0-3-—09h 
Channels 4-7-—OD2h 


Default Value: Bits[1:0] = re 


Bits[7:2] = 
Attribute: Write Only 
Size: 4 bits 


Each channel has a request bit in one of the two 


—4-bit DMA Request Registers. The Request Register 


is used by software to initiate a DMA request. The 
DMA responds to the software request as though 
DREQ[x] is asserted. These requests are non-mask- 
able and subject to prioritization by the priority 


- encoder network. Each register bit is set to 1 or 0 


separately under software control or is set to 0 upon 
generation of a TC. The entire register is set to 0 
upon PCIRST# or a Master Clear. It is not affected 
upon a RSTDRV output. To program a bit, the soft- 
ware loads the proper form of the data word. 
Bits[1:0] determine which channel Request Register 
will be written. In order to make a software request, 
the channel must be in Block Mode. The Request 
Register status for DMA1 and DMA2 is output on 
bits[7:4] of a Status Register read to the appropriate 
port. 


Bits[7:3]: Reserved 
Must be 0. 


Bit 2: DMA Channel Service Request 

Writing a O to bit 2 resets the individual software 
DMA channel request bit. Writing a 1 to bit 2 sets the 
request bit. The request bit for each DMA channel is 
reset to O upon a PCIRST # or a Master Clear. 
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Bits[1:0]: DMA Channel Select 


Bits[1:0] select the DMA channel mode register to © 


program with bit 2. | 


Channel 
Channel 0 
Channel 1 (5) 
Channel 2 (6) 
Channel 3 (7) 


Bits 


1 
0 
0 
1 
1 


- O- O @O 


4.2.5 MASK REGISTER—WRITE 
SINGLE MASK BIT 


Channels 0-3-0Ah 
Channels 4-7-0D4h 
Bits[1:0] = undefined, 
Bit 2 = 1, Bits[7:3] = 0 
Attribute: Write Only 

Size: 1 bit/channel 


Address Offset: 


Default Value: 


Each DMA channel has a mask bit that enables/dis- 
ables an incoming DMA channei service request 
DREQ|[x]. Two 4-bit registers store the current mask 
status for DMA1 and DMA2. Setting the mask bit 
disabies the incoming DREQ[x] for that channel. 
Clearing the mask bit enables the incoming 
DREQ|[x]. A channel’s mask bit is automatically set 
when the Current Byte/Word Count register reaches 
terminal count (unless the channel is programmed 
for autoinitialization). Each mask bit may also be set 
or cleared under software control. The entire regis- 
ter is also set by a PCIRST# or a Master Clear. 
Setting the entire register disables all DMA requests 
until a clear mask register instruction allows them to 
occur. This instruction format is similar to the format 
used with the DMA Request Register. 


Individually masking DMA channel 4 (DMA controller 
2, channel 0) will automatically mask DMA channels 
[3:0], as this channel group is logically cascaded 
onto channel 4. Setting this mask bit disables the 
incoming DREQ’s for channels [3:0]. 


Bits[7:3]: Reserved 
Must be 0. 


Bit 2: Channel Mask Select 

When bit 2 is set to a 1, DREQ is disabled for the 
selected channel. When bit 2 is set to a 0, DREQ is 
enabled for the selected channel. 
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Bit[1:0]: DMA Channel Select 
Bits[1:0] select the DMA Channel Mode Register to 
program with bit 2. 

Bits Channel 
Channel 0 (4) 
Channel 1 (5) 
Channel 2 (6) 


1 
0 
0 
1 
1 Channel 3 (7) 


-_-OoO- OO 


4.2.6 MASK REGISTER—WRITE ALL MASK 
BITS 


Address Offset: Channels 0-3-OFh 
Channels 4-7-—ODEh 
Default Value:  Bit[3:0] = 1, Bit[7:4] = 0 
Attribute: Read/Write 


Size: 4 bits 


Writing to this register enables/disables incoming 
DREQ assertions. There are four mask bits per reg- 
ister, one for each channel. This permits all four 
channels to be simultaneously enabled/disabled in- 
stead of enabling/disabling each channel individual- 
ly, as is the case with the Mask Register—Write Sin- 
gle Mask Bit. 


Two 4-bit registers store the current mask status for 
DMA1 and DMA2. Unlike the Mask Register—Write 
Single Mask Bit, this register and includes a status 
read to check the current mask status of the select- 
ed DMA channel group. A channel’s mask bit is au- 
tomatically set to 1 when the Current Byte/Word 
Count Register reaches terminal count (unless the 
channel is programmed for autoinitialization). 
Bits[3:0] are set to 1 by a PCIRST# or a Master 
Clear. Setting bits[3:0] to 1 disables all DMA re- 
quests until a clear mask register instruction enables 
the requests. 


Two important points should be taken into consider- 
ation when programming the mask registers. First, 
individually masking DMA channel 4 (DMA controller 
2, channel 0) will automatically mask DMA channels 
[3:0], as this channel group is logically cascaded 
onto channel 4. Second, masking DMA controller 2 
with a write to port ODEh will also mask DREQ as- 
sertions from DMA controller 1 for the same reason. 
When DMA channel 4 is masked, so are DMA chan- 
nels 0-3. 


Bits[7:4]: Reserved 
Must be 0. 
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Bits[3:0]: Channel Mask Bits 

Setting the bit(s) to a 1 disables the corresponding 
DREQ(s). Setting the bit(s) to a 0 enables the corre- 
sponding DREQ(s). Bits[3:0] are set to 1 upon 
PCIRST # or Master Clear. When read, bits[3:0] indi- 
cate the DMA channel [3:0] ([7:4]) mask status. 


Bit _ Channel 
0 0 (4) 
1 1 (5) 
2 2 (6) 
3 3 (7) 
NOTE: 


Disabling channel 4 also disables channels 
0-3 due to the cascade of DMA1 through 
channel 4 of DMA2. 


4.2.7 DS—DMA STATUS REGISTER 


Channels 0-3-08h 
Channels 4-7-0D0h 
Default Value: OOh 
Attribute: Read Only 

Size: 8 bits 


Address Offset: 


Each DMA controller has a read-only DMA Status 


Register. This register indicates which channels | 


have reached terminal count and which channels 
have a pending DMA request. Bits[3:0] are set every 
time the corresponding TC is reached by that chan- 
nel. Bits[3:0] are set to 0 upon PCIRST# and on 
each status read. Bits[7:4] are set whenever their 
corresponding channel is requesting service. 


Bits[7:4]: Channel Request Status 

When a valid DMA request is pending for a channel 
(on its DREQ signal line), the corresponding bit is set 
to 1. When a DMA request is not pending for a par- 
ticular channel, the corresponding bit is set to 0. The 
source of the DREQ may be hardware, a timed-out 
block transfer, or a software request. Note that 
channel 4 does not have DREQ or DACK lines, so 
the response for a read of DMA2 status for channel 
4 is irrelevant. 


Bit Channel 
4 0 
5 1 (5) 
6 2 (6) 
7 3 (7) 
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Bits[3:0]: Channel Terminal Count Status 


-’ When a channel reaches terminal count (TC), its 
_ status bit is set to 1. If TC has not been reached, the 


status bit is set to 0. Note that channel 4 is pro- 
grammed for cascade, and is not used for a DMA 
transfer. Therefore, the TC bit response for a status 
read on DMA2 for channel 4 is irrelevant. 


«Bit Channel 
0 0 
1 1 (5) 
2 2 (6) 
3 3 (7) 


4.2.8 DMA BASE AND CURRENT ADDRESS 
REGISTERS (8237 COMPATIBLE 
SEGMENT) 


Address Offset: DMA Channel 0-000h 
DMA Channel 1—002h 
DMA Channel 2-004h 
DMA Channel 3-006h 
DMA Channel 4—0COh 
DMA Channel 5-—0C4h 
DMA Channel 6-—OC8h 
DMA Channel.7-—0CCh 
Default Value: All bits undefined 
Attribute: Read/Write | 
Size: 16 bits per channel 


Each channel has a 16-bit Current Address Register. 
This register contains the value of the 16 least signif- 
icant bits of the full 32-bit address used during DMA 
transfers. The address is automatically incremented 
or decremented after each transfer and the interme- 
diate values of the address are stored in the Current. 
Address Register during the transfer. This register is 
written to or read from by the PCI Bus or ISA Bus 
master in successive 8-bit bytes. The programmer 
must issue the “Clear Byte Pointer Flip-Flop” com- 
mand to reset the internal byte pointer and correctly 
align the write prior to programming the Current Ad- 
dress Register. After clearing the Byte Pointer Flip- 
Flop, the first write to the Current Address Register 
programs the low byte, bits[7:0], and the second | 
write programs the high byte, bits[15:8]. This proce- 
dure also applies to read cycles. It may also be re- 
initialized by an Autoinitialize back to its original val- 
ue. Autoinitialize takes place only after a TC or EOP. 
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Each channel has a Base Address Register located 
at the same port address as the corresponding Cur- 
rent Address Register. These registers store the 
original value of their associated Current Address 
Registers. During autoinitialize these values are 
used to restore the Current Address Registers to 
their original values. The Base Registers are written 
simultaneously with their corresponding Current Ad- 
dress Register in successive 8-bit bytes. The Base 
Registers are write-only. 


In Scatter/gather mode, these registers store the 
lowest 16 bits of the current memory address. Dur- 
ing a Scatter/gather transfer, the DMA will load 
a reserve buffer into the base memory address 
register. 


Bits[15:0]: Base and Current Address [15:0] 
These bits represent the 16 least significant address 
bits used during DMA transfers. Together with the 
DMA Low Page Register, they form the ISA-compati- 
ble 24-bit DMA address. As an extension of the ISA 
compatible functionality, the DMA High Page Regis- 
ter completes the 32-bit address needed when im- 
plementing SIO extensions such as DMA to the PCI 
Bus slaves that can take advantage of full 32-bit ad- 
dressability. Upon PCIRST# or Master Clear, the 
value of these bits is O00Oh. 


4.2.9 DMA BASE AND CURRENT BYTE/WORD 
COUNT REGISTERS (8237 COMPATIBLE 
SEGMENT) 


Address Offset: DMA Channel 0-—001h 
DMA Channel 1-003h 
DMA Channel 2-005h 
DMA Channel 3-007h 
DMA Channel 4-0C2h 
DMA Channel 5-—OC6h 
DMA Channel 6-OCAh 
DMA Channel 7-OCEh 
All bits undefined 
Read/Write 

16 bits per channel 


Default Value: 
Attribute: 
Size: 


Each channel has a 16-bit Current Byte/Word Count 
Register. This register determines the number of 
transfers to be performed. The actual number of 
transfers is one more than the number programmed 
in the Current Byte/Word Count Register (i.e., pro- 
gramming a count of 100 results in 101 transfers). 
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The Byte/Word count is decremented after each 
transfer. The intermediate value of the Byte/Word 
count is stored in the register during the transfer. 
When the value in the register goes from zero to 
OFFFFh, a TC is generated. 


Following the end of a DMA service the register may 
also be re-initialized by an autoinitialization back to 
its original value. Autoinitialize can only occur when 
a TC occurs. If it is not autoinitialized, this register 
has a count of FFFFh after TC. | 


When the Extended Mode Register is programmed 
for, or defaulted to, transfers to/from. an 8-bit I/O, 
the Byte/Word count indicates the number of bytes 
to be transferred. 


When the Extended Mode Register is programmed 
for, or defaulted to, transfers to/from a 16-bit I/O, 
with shifted address, the Byte/Word count indicates 
the number of 16-bit words to be transferred. 


When the Extended Mode Register is programmed 
for transfers to/from a 16-bit |1/O, the Byte/Word 
Count indicates the number of bytes to be trans- 
ferred. The number of bytes does not need to be a 
multiple of two or four in this case. 


Each channel has a Base Byte/Word Count Regis- 
ter located at the same port address as the corre- 
sponding Current Byte/Word Count Register. These 
registers store the original value of their associated 
Current Byte/Word Count Registers. During Autoini- 
tialize these values are used to restore the Current 
registers to their original values. The Base registers 
are written simultaneously with their corresponding 
Current register in successive 8-bit bytes. The Base 


_ registers cannot be read by any external agents. 


In Scatter/gather mode, these registers store the 16 
bits of the current Byte/Word count. During Scatter/ 
gather transfer, the DMA will load a reserve buffer 
into the base Byte/Word Count register. 


Bits[15:0]: Base and Current Byte/Word Count 
These bits represent the 16 byte/word count bits 
used when counting down a DMA transfer. Upon 
PCIRST # or Master Clear, the value of these bits is 
0000h. 
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4.2.10 DMA MEMORY BASE LOW PAGE AND 
CURRENT LOW PAGE REGISTERS 


Register Name: DMA Memory Current Low Page 
Register (Read/Write) 
DMA Memory Base Low Page 
Register (Write Only) . 
DMA Channel 0-087h 
DMA Channel 1-083h 
~ DMA Channel 2-081h 
DMA Channel 3-082h 
DMA Channel 5-08Bh 
DMA Channel 6-089h | 
DMA Channel 7-—08Ah 
Default Value: _—Alll bits undefined 
Size: 8 bits per channel 


Address Offset: 


_ Each channel has an 8-bit Low Page Register. The 
DMA memory Low Page Register contains the eight 
second most-significant bits of the 32-bit address. 
The register works in conjunction with the DMA con- 
troller’s High Page Register and Current Address 
Register to define the complete (32-bit) address for 
the DMA channel. This 8-bit register is read or writ- 
ten directly. It may also be re-initialized by an autoini- 
tialize back to its original value. Autoinitialize takes 
place only after a TC or EOP. 


Each channel has a Base Low Page Address Regis- 
ter located at the same port address as the corre- 
sponding Current Low Page Register. These 
registers store the original value of their associated 
Current Low Page Registers. During autoinitializa- 
tion, these values are used to restore the Current 
Low Page Registers to their original values. The 8-bit 
‘Base Low Page Registers are written simultaneously 
with their corresponding Current Low Page Register 
by the microprocessor. The Base Low Page regis- 
ters are write only. 


During Scatter/gather, these registers store the 8 
bits from the third byte of the current memory ad- 


dress. During a Scater-Gather transfer, the DMA will 


load a reserve buffer into the base memory address 
register. 


Bits[7:0]: DMA Low Page and Base Low Page 
[23:16] | 

These bits represent the eight second most signifi- 
cant address bits when forming the full 32-bit ad- 
dress for a DMA transfer. Upon. PCIRST # or Master 
Clear, the value of these bits is OOh. 
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4.2.11 DMA MEMORY BASE HIGH PAGE AND 
CURRENT HIGH PAGE REGISTERS 


Register Name: DMA Memory Current High Page 
Register (Read/Write) 

DMA Memory Base High Page 

Register (Write Only) 

DMA Channel 0-0487h 

DMA Channel 1-0483h 

DMA Channel 2-0481h 

DMA Channel 3-0482h 

DMA Channel 5-048Bh 

DMA Channel 6-—0489h 

DMA Channel 7-048Ah 

Default Value: _—_ All bits undefined 

Size: 8 bits per channel 


Address Offset: 


Each channel has an 8-bit Current High Page Regis- 
ter. The DMA memory Current High Page Register 
contains the eight most significant bits of the 32-bit 
address. The register works in conjunction with the 
DMA controller's Current Low Page Register and | 
Current Address Register to define the complete 

(32-bit) address for the DMA channels and corre- 
sponds to the Current Address Register for each 
channel. This 8-bit register is read or written directly. 


- It may also be autoinitialized back to its original val- 


ue. Autoinitialize takes place only after a TC or EOP. 


This register is set to 0 during the programming of 
both the Current Low Page Register and the Current 
Address Register. Thus, if this register is not pro- 
grammed after the other address and Low Page 
Registers are programmed, then its value is OOh. In 
this case, the DMA channel operates the same as | 
an 82C37 (from an addressing standpoint). This is 
the address compatibility mode. 


‘If the high 8 bits of the address are programmed — 


after the other addresses, then the channel modifies 
its operation to increment (or decrement) the entire 
32-bit address. This is unlike the 82C37 “Page” reg- 
ister in the original PCs which could only increment 
to a 64 KByte boundary for 8-bit channels or 
128 KByte boundary for 16-bit channels. This is ex- 
tended address mode. In this mode, the ISA Bus 
controller generates the signals MEMR# and. 
MEMW # only for addresses below 16 MBytes. 
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Each channel has a Base High Page Register locat- 
ed at the same port address as the corresponding 
Current High Page Register. These registers store 
the original value of their associated Current High 
Page Registers. During autoinitialize, these values 
are used to restore the Current High Page Registers 
to their original values. The 8-bit Base High Page 
Registers are written simultaneously with their corre- 
sponding Current High Page Register. The Base 
High Page Registers are write only. 


During Scatter/Gather, these registers store the 
8 bits from the highest byte of the current memory 
address. During a Scatter/Gather transfer, the DMA 
will load a reserve buffer into the base memory ad- 
dress register. 


Bits[7:0]: DMA High Page and Base High 

Page [31:24] 

These bits represent the eight most-significant ad- 
dress bits when forming the full 32-bit address for a 
DMA transfer. Upon PCIRST # or Master Clear, the 
value of these bits is OOh. 


4.2.12 DMA CLEAR BYTE POINTER REGISTER 


Address Offset: Channels 0-3-—00Ch 
Channels 4-—7-OD8h 

Default Value: All bits undefined 

Attribute: Write Only 

Size: 8 bits 


Writing to this register executes the clear byte point- 
er command. This command is executed prior to 
writing or reading new address or word count infor- 
mation to the DMA. This command initializes the 
byte pointer flip-flop to a known state so that subse- 
quent accesses to register contents will address 
upper and lower bytes in the correct sequence. 


The clear byte pointer command clears the internal 
latch used to address the upper or lower byte of the 
16-bit Address and Word Count Registers. The latch 
is also cleared at power on by PCIRST# and by the 
Master Clear command. The Host CPU may read or 
write a 16-bit DMA controller register by performing 
two consecutive accesses to the I/O port. The Clear 
Byte Pointer command precedes the first access. 
The first |/O write to a register port loads the least 
significant byte, and the second access automatical- 
ly accesses the most significant byte. 
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When DMA registers are being read or written, two 
Byte Pointer flip-flops are used. One flip-flop is for 
Channels 0-3 and one for Channels 4-7. Both of 
these act independently. There are separate soft- 
ware commands for clearing each of them (OCh for 
Channels 0-3, OD8h for Channels 4-7). 


Bits[7:0]: Clear Byte Pointer 
No specific pattern. Command enabled with a write 
to the I/O port address. 


4.2.13 DMC—DMA MASTER CLEAR REGISTER 


Address Offset: Channel 0-—3-00Dn 
Channel 4-7-—ODAh 

Default Value: All bits undefined 

Attribute: Write Only 

Size: 8 bit 


This software instruction has the same effect as the 
hardware Reset. The Command, Status, Request, 
and Internal First/Last Flip-Flop registers are 
cleared and the Mask Register is set. The DMA 
controller enters the idle cycle. There are two inde- 
pendent Master Clear Commands; ODh acts on 
Channels 0-3, and ODAN acts on Channels 4-7. — 


Bits[7:0]: Master Clear 
No specific pattern. Command enabled with a write 
to the |/O port address. 


4.2.14 DCM—DMA CLEAR MASK REGISTER 


Address Offset: Channel 0-3-—O0Eh 
Channel 4-—7—ODCh 

Default Value: All bits undefined 

Attribute: Write Only 

Size: 8 bit 


This command clears the mask bits of all four chan- 
nels, enabling them to accept DMA requests. |/O 
port OEh is used for Channels 0-3 and I/O port 
ODCh is used for Channels 4-7. 


Bits[7:0]: Clear Mask Register 


No specific pattern. Command enabled with a write 
to the I/O port address. 
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4.2.15 SCATTER/GATHER COMMAND 
REGISTER 


Register Name: DMA Scatter Gather Command — 


Address Offset: Channels 0 default 
address—0410h 
Channels 1 default 
address—0411h 
Channels 2 default 
address—0412h 
Channels 3 default 
address—0413h 
Channels 5 default 
address—0415h 
Channels 6 default 
address—0416h 

' Channels 7 default 

, address—0417h 

Default Value: 00h 

Attribute: Write Only, Relocatable 

Size: 8 bits 


The Scatter/Gather Command Register controls op- 
eration of the descriptor table aspect of scatter/ 
gather transfers. This register can be used to start 
and stop a scatter/gather transfer. The register can 
also be used to select between IRQ13 and EOP to 
be asserted following a terminal count. The current 
scatter/gather transfer status can be read in the 
-scatter/gather channel’s corresponding Scatter/ 
Gather Status Register. After a PCIRST # or Master 
Clear, IRQ13 is disabled and EOP is. enabled. 


Bit 7: IRQ13/EOP Select 

Bit 7, if enabled via bit 6 of this register, selects 
whether EOP or IRQ13 is asserted at termination 
caused by a last buffer expiring. The last buffer can 
be either the last buffer in the list or the last buffer 
loaded in the DMA while it is suspended. If bit 7 = 1 


(and bit 6 = 1), EOP is asserted when the last buffer . 


is completed. If bit 7 = 0 (and bit 6 = 1), IRQ13 is 
asserted when the last buffer is completed. 


EOP can be used to alert an expansion bus I/O de- 
vice that a scatter/gather termination condition was 
reached. The I/O device, in turn, can assert its own 
interrupt request line to invoke a dedicated interrupt 
handling routine. IRQ13 should be used when the 
CPU needs to be notified directly. 
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Following PCIRST#, or Master Clear, the value — 
stored for this bit is “1”; and EOP is selected. Bit-6 
must be set to a “1” to enable this bit during a S/G 
Command register write. When bit 6 is a “0” during 


the write, bit 7 will not have any effect on the current 
EOP/IRQ13 selection. 


Bit 6: |IRQ13/EOP Programming Enable 

Enabling |RQ13/EOP programming allows initializa- 
tion or modification of the S/G termination handling 
bits. When bit 6 = 0, bit 7 does not affect the state 
of IRQ13 or EOP assertion. When bit 6 = 1, bit 7 
determines the termination handling following a ter- 
minal count. 


Bits[5:2]: Reserved 
Must be 0. 


Bits[1:0]: Scatter/Gather Commands 
This 2-bit field is used to start and stop scatter/ 
gather. 


Bits[1:0] = 00: No S/G operation 

No S/G command operation is _ performed. 
Bits[7:6] may still be used to program IRQ13/EOP 
selection. : 


Bits[1:0] = 01: Start S/G Command 

The Start command initiates the scatter/gather 
process. Immediately after the start command is 
issued (setting bits[1:0] to 01), a request is issued 
to fetch the initial buffer from the descriptor table © 
to fill the Base Register set in preparation for per- 
forming a transfer. The buffer prefetch request has 
the same priority with respect to other channels as 
the DREQ it is associated with. Within the channel, 
DREQ is higher in priority than a prefetch request. 


The Start command assumes the Base and Cur- 
rent registers are both empty and will request a 
prefetch automatically. Note that this command 
also sets the Scatter/Gather Status Register to 
S/G Active, Base Empty, Current Empty, not Ter- 
minated, and Next Null Indicator to 0. The EOP/ 
IRQ13 bit will still reflect the last value pro- 
grammed. 
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Bits[1:0] = 10: Stop S/G Command 

The Stop command halts a Scatter/gather transfer 
immediately. When a Stop command is given, the 
Terminate bit in the S/G Status register and the 
DMA channel mask bit are both set. 


Bits[1:0] = 11: Reserved 


4.2.16 SCATTER/GATHER STATUS REGISTER 


Address Offset: Channels 0 default 
address—0418h 
Channels 1 default 
address—0419h 
Channels 2 default 
address—041Ah 
Channels 3 default 
address—041Bh 
Channels 5 default 
address—041Dh 
Channels 6 default 
address—041Eh 
Channels 7 default 
address—041Fh 
Default Value: 00h 

Attribute: Read Only, Relocatable 
Size: 8-bits 


The Scatter/Gather Status Register contains infor- 
mation on the scatter/gather transfer status. This 
register provides dynamic status information on S/G 
transfer activity, the current and base buffer state, 
S/G transfer termination, and the End of the List 
indicator. 


An Active bit is set to “1” after the S/G Start com- 
mand is issued. The Active bit will be “0” before the 
initial Start command, following a terminal count, 
and after a S/G Stop command is issued. The Cur- 
rent Register and Base Register Status bits indicate 
whether the corresponding register has a buffer 
loaded. It is possible for the Base Register Status to 
be set while the Current Register Status is cleared. 
When the Current Register transfer is complete, the 
Base Register will not be moved into the Current 
Register until the start of the next data transfer. 
Thus, the Current Register State is empty (cleared), 
while the Base Register State is full (set). The Termi- 
nate bit is set active after a Stop command, after TC 
for the last buffer in the list, and both Base and Cur- 
rent Registers have expired. The EOP and !RQ13 
bits indicate which end of process indicator will be 
used to alert the system of an S/G process termina- 
tion. The EOL status bit is set if the DMA controller 
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has loaded the last buffer of the Link List. Following 
PCIRST #, or Master Clear, each bit in this register is 
reset to “O”’. 


Bit 7: Next Link Null Indicator 

lf the next scatter/gather descriptor fetched from 
memory during a fetch operation has the EOL value 
set to 1, the current value of the Next Link Register 
is not overwritten. Instead, bit 7 of the channel’s 
Scatter/Gather Status Register is set to a 1. If the 
fetch returns a EOL value set to 0, this bit is set to 0. 
This status bit is written after every fetch operation. 
Following PCIRST #, or Master Clear, this bit is set 
to 0. This bit is also cleared by an S/G Start Com- 
mand write to the Scatter/Gather Command Regis- 
ter. 


Bit 6: Reserved 


Bit 5: Issue IRQ13/EOP on Last Buffer 

When bit 5 = 0, EOP was either defaulted to at 
reset or selected through the Scatter/Gather Com- 
mand Register as the S/G process termination indi- 
cator. EOP is issued when a terminal count occurs 
or following the Stop Command. When bit 5 = 1, an 
IRQ13 is issued to alert the CPU of this same status. 


Bit 4: Reserved 


Bit 3: Scatter/Gather Base Register Status 
When bit 3 = 0, the Base Register is empty. When 
bit 3 = 1, the Base Register has a buffer link loaded. 
Note that the Base Register State may be set while 
the Current Register state is cleared. This condition 
occurs when the Current Register expires following 
a transfer. The Base Register will not be moved into 
the Current Register until the start of the next DMA 
transfer. 


Bit 2: Scatter/Gather Current Register Status 
When bit 2 = 0, the Current Register is empty. 
When bit 2 = 1, the Current Register has a buffer 
link loaded and is considered full. Following 
PCIRST #, bit 2 is set to 0. 


Bit 1: Reserved 


Bit 0: Scatter/Gather Active 

The Scatter/gather Active bit indicates the current 
S/G transfer status. Bit 0 is set to a 1 after an S/G 
Start Command is issued. Bit 0 is set to 0 before the 
Start Command is issued. Bit 0 is 0 after terminal 
count on the last buffer on the channel is reached. 
Bit 0 is also O after an S/G Stop Command has been 
issued. Following a PCIRST# or Master Clear, this 
bit is 0. 
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4.2.17 SCATTER/GATHER DESCRIPTOR TABLE 
POINTER REGISTER ~ 7 


Address Offset: Channel 0 default 
address—0420h-0423h 
Channel 1 default 
address—0424h-0424h_ 
Channel 2 default 
address—0428h—-042Bh 
Channel 3 default 
address—042Ch-042Ch 
Channel 5 default 
address—0434h-0437h 
Channel 6 default 
address—0438h-—043Bh 
Channel 7 default 

: address—043Ch-043Fh 
Default Value: All bits undefined 
Attribute: . Read/Write, Relocatable 
Size: 32 bits 


The Scatter/Gather Descriptor Table Pointer Regis- 
ter contains the 32-bit pointer address to the first 
scatter/gather descriptor entry in the descriptor ta- 
ble in memory. Before the start of a S/G transfer, 
this register should be programmed to point to the 
first descriptor in the Scatter/Gather Descriptor Ta- 
ble. Following a S/G Start command, the SIO reads 
the first SGD entry. Subsequently, at the end of the 
each buffer block transfer, the contents of the SGD 
Table pointer registers are incremented by 8 until 
the end of the SGD Table is reached. 


The Scatter/Gather Descriptor Table Pointer Regis- 
ters can be programmed with a single 32-bit PCI 
write. 


Following a prefetch to the address pointed to by the 
channel’s Scatter/Gather Descriptor Table Pointer 
Register, the new memory address is loaded into the 
Base Address Register, the new Byte Count is load- 
ed into the Base Byte Count Register, and the newly 
fetched next scatter/gather descriptor replaces the 
current next scatter/gather value. 


The end of the Scatter/Gather Descriptor Table is 
indicated by an End of Table field having a MSB 
equal to 1. When this value is read during a scatter/ 
gather descriptor fetch, the current scatter/gather 
descriptor value is not replaced. Instead, bit 7 of the 
channel’s Status Register is set to a 1, when the 
EOL is read from memory. 
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Bits[3 1:0]: 


The Scatter/Gather Descriptor Table Pointer Regis- 
ter contains a 32-bit pointer address to the main 
memory location where the software maintains the 
Scatter Gather Descriptors for the linked-list buffers. 
Bits[31:0] correspond to A[31:0] on the PCI. 


4.2.18 SCATTER/GATHER INTERRUPT 
STATUS REGISTER 


Address Offset: 040Ah 

Default Value: 0Oh . 

Attribute: Read Only, Relocatable | 
Size: 8 bits 


The Scatter/Gather Interrupt Status Register is a 
read only register and is used to indicate the source 
(channel) of a DMA Scatter/Gather interrupt on 
IRQ13. The DMA controller drives IRQ13 active af- 
ter reaching terminal count during a Scatter/Gather 
transfer. It does not drive |RQ13 active during the. 
initial programming sequence that loads the Base 
registers. 


Bit 7: Channel 7 Interrupt Status 

When this bit is set to a 1, Channel 7 has an interrupt 
due to a Scatter/Gather Transfer: otherwise this bit 
is set to a 0. 


Bit 6: Channel 6 Interrupt Status | 
When this bit is set to a 1, Channel 6 has an interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 


-is set toa 0. 


Bit 5: Channel 5 Interrupt Status 

When this bit is set to a 1, Channel 5 has an interrupt 
due to a Scatter/Gather Transfer: otherwise this bit 
is set to a 0. 


Bit 4: Reserved 
Read as 0. 


Bit 3: Channel 3 Interrupt Status 

When this bit is set to a 1, Channel 3 has an interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set toa 0. 


Bit 2: Channel 2 Interrupt Status 

When this bit is set to a 1, Channel 2 has an interrupt 
due toa Seane ane Transfer; otherwise this bit 
is set to a 0. 
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Bit 1: Channel 1 Interrupt Status 

When this bit is set to a 1, Channel 1 has an interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set to a 0. . 


Bit 0: Channel 0 Interrupt Status 

When this bit is set to a 1, Channel 0 has an interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set toa 0. 


4.3 Timer Register Description 


The SIO contains three counters that are equivalent 
to those found in the 82C54 Programmable Interval 
Timer. The Timer registers control these counters 
and can be accessed from either the ISA Bus via 
ISA I/O space or the PC! Bus via PCI I/O space. 


This section describes the counter/timer registers 
on the SIO. The counter/timer operations are further 
described in Section 5.7, Timer Unit. 


4.3.1 TCW—TIMER CONTROL 
WORD REGISTER 


Address Offset: 043h 

Default Value: All bits undefined 
Attribute: Write Only 

Size: 8 bits 


The Timer Control! Word Register specifies the coun- 
ter selection, the operating mode, the counter byte 
programming order and size of the count value, and 
whether the counter counts down in a 16-bit or bina- 
ry-coded decimal (BCD) format. After writing the 
control word, a new count can be written at any time. 
The new value will take effect according to the pro- 
grammed mode. 


There are six programmable counting modes. Typi- 
cally, the SIO Timer Counters 0 and 2 are pro- 
grammed for Mode 3, the Square Wave Mode, while 
Counter 1 is programmed in Mode 2, the Rate 
Generator Mode. 


Two special commands are selected through the 
Timer Control Word Register. The Read Back Com- 
mand (see Section 4.3.1.1) is selected when 
bits{[7:6] are both 1 and the Counter Latch Com- 
mand (see Section 4.3.1.2) is selected when 
bits[5:4] are both 0. When either of these two com- 
mands are selected, the meaning of the other bits in 
the register changes. 
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Bits 4 and 5 are also used to select the count regis- 
ter programming mode. The read/write selection 
chosen with the control word indicates the program- 
ming sequence that must follow when initializing the 
specified counter. If a counter is programmed to 
read/write two byte counts, note that a program 
must not transfer control between writing the first 
and second byte to another routine that also writes 
into that same counter. Otherwise, the counter will 
be loaded with an incorrect count. The count must 
always be completely loaded with both bytes. 


Bits 6 and 7 are also used to select the counter for 
the control word being written. 


Following PCIRST#, the control words foreachreg- —t«™* 


ister are undefined. Each timer must be programmed 
to bring it into a known state. However, each counter 
OUT signal is set to 0 following PCIRST#. The 
SPKR output, interrupt controller inout IRQO (inter- 
nal), bit 5 of port O61h, and the internally generated 
refresh request are each set to 0 following 
PCIRST #. | 


Bits[7:6]: Counter Select 

The Counter Selection bits select the counter the 
control word acts upon as shown below. The Read 
Back Command is selected when bits[7:6] are 


- both 1. 


Bit Function 

Counter 0 select 
Counter 1 select 
Counter 2 select 
Read Back Command 


(see Section 4.3.1.1) 


—-=-O0O0ON 
-O-O00 


Bits[5:4]: Read/Write Select 

Bits[5:4] are the read/write control bits. The Counter 
Latch Command is selected when bits[5:4] are both 
0. The read/write options include r/w least signifi- 
cant byte, r/w most significant byte, or r/w the LSB 
and then the MSB. The actual counter programming 
is done through the counter 1/O port (040h, 04 1h, 
and 042h for counters 0, 1, and 2, respectively). 


Bit 5 4. Function 
| 0 0 Counter Latch Command 
(see Section 4.3.1.2) | 
0 1  £4R/W Least Significant Byte (LSB) 
1 0  R/W Most Significant Byte (MSB) 
1 1  R/WLSB then MSB 
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Bits[3:1]: Counter Mode Selection 

Bits[3:1] select one of six possible modes of opera- 
tion for the counter as shown below.. 

Bit 3 2 1 Mode Function 


000 0  Outsignal on end of count (= 0) 

001 1 Hardware retriggerable one-shot 
X10 2 _ Rate generator (divide by n counter) 

X11 3 Square wave output 

100 4 _ Software triggered strobe 

101 5 Hardware triggered strobe 


Bit 0: Binary/BCD Countdown Select 

When bit 0 = 0, a binary countdown is used. The 
largest possible binary count is 216. When bit O = 1, 
a binary coded decimal (BCD) count is used. The 
largest BCD count allowed is 104. 


4.3.1.1 Read Back Command 


The Read Back Command is used to determine the 
count value, programmed mode, and current states 
of the OUT pin and Null count flag of the selected 
counter or counters. The Read Back Command is 
written to the Timer Control Word Register which 
latches the current states of the above mentioned 
variables. The value of the counter and its status 
may then be read by I/O access to the counter ad- 
dress. 


Status and/or count may be latched on one, two, or 
all three of the counters by selecting the counter 
during the register write. The count latched remains 
latched until read, regardless of further latch com- 
mands. The count must be read before newer latch 
commands latch a new count. The status latched by 
the Read Back Command also remains latched until 
after a read to the counter’s I/O port by reading the 
Counter Access Ports Register. Thus, the status and 
count are unlatched only after a counter read of the 
Timer Status Byte Format Register, the Counter Ac- 
cess Ports Register, or the Timer Status Byte Regis- 
ter and Counter Access Ports Register in succes- 
sion. 


Both count and status of the selected counter(s) 
may be latched simultaneously by setting both bit 5 
and bit 4 to 0. This is functionally the same as issu- 
ing two consecutive, separate Read Back Com- 
mands. As mentioned above, if multiple count and/ 


or status Read Back Commands are issued to the . 


same counter(s) without any intervening reads, all 
but the first are ignored. 
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If both count and status of a counter are latched, the 
first read operation from that counter returns the 
latched status, regardless of which was latched first. 
The next one or two reads (depending on whether 
the counter is programmed for one or two byte 
counts) returns the latched count. Subsequent reads 
return an unlatched count. 


NOTE: 
The Timer Counter Register bit definitions 
are different during the Read Back Com- 
mand than for a normal Timer Counter Reg- 
ister write. 


Bits[7:6]: Read Back Command 

When bits[7:6] are both 1, the Read Back Command 
is selected during a write to the Timer Control Word 
Register. As noted above, the normal meanings 
(mode, countdown, r/w select) of the bits in the con- 


trol register at 1/O address 043h change when the 


Read Back Command is selected. Following the 
Read Back Command, |/O reads from the selected 
counter’s -1/O addresses produce the current latch 
status, the current latched count, or both if bits 4 and 
5 are both 0. 


Bit 5: Latch Count of Selected Counters 

When bit 5 = 1, the current count value of the se- 
lected counters will be latched. When bit 4 = 0, the 
status will not be latched. 


Bit 4: Latch Status of Selected Counters 

When bit 4 = 1, the status of the selected counters 
will be latched. When bit 4 = 0, the status will not be 
latched. The status byte format is described in Sec- 
tion 4.3.2, Interval Timer Status Byte Format Regis- 
ter. 


Bit 3: Counter 2 Select 
When bit 3 = 1, Counter 2 is selected for the latch 
command selected with bits 4 and 5. When bit 3 = 
0, status and/or count will not be latched. 


Bit 2: Counter 1 Select 

When bit 2 = 1, Counter 1 is selected for the latch 
command selected with bits 4 and 5. When bit 2 = 
0, status and/or count will not be latched. 


Bit 1: Counter 0 Select 

When bit 1 = 1, Counter 0 is selected for the latch 
command selected with bits 4 and 5. When bit 1 = 
0, status and/or count will not be latched. 


Bit 0: Reserved 
Must be 0. 
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4.3.1.2 Counter Latch Command 


The Counter Latch Command latches the current 
count value at the time the command is received. 
This command is used to insure that the count read 
from the counter is accurate (particularly when read- 
ing a two-byte count). The count value is then read 
from each counter’s count register (via the Counter 
Access Ports Register). One, two or all three coun- 
ters may be latched with one Counter Latch Com- 
mand. 


lf a Counter is latched once and then, some time 
later, latched again before the count is read, the 
second Counter Latch Command is ignored. The 
count read will be the count at the time the first 
Counter Latch Command was issued. 


The count must be read according to the pro- 
grammed format. Specifically, if the Counter is pro- 
grammed for two byte counts, two bytes must be 
read. The two bytes do not have to be read one right 
after the other (read, write, or programming opera- 
tions for other counters may be inserted between 
the reads). 


NOTES: 


1. If a counter is programmed to read/write two- 
byte counts, a program must not transfer con- 
trol between reading the first and second byte 
to another routine that also reads from that 
same counter. Otherwise, an incorrect count 
will be read. Finish reading the latched two- 
byte count before transferring control to an- 
other routine. 


2. The Timer Counter Register bit definitions are 
different during the Counter Latch Command 
than for a normal Timer Counter Register 
write. 


Bits[7:6]: Counter Selection 
Bits 6 and 7 are used to select the counter for latch- 


ing. 


Bit 7 6 Function 
0 0 _ latch counter 0 select 
O 1 latch counter 1 select 
1 0 _ latch counter 2 select 
1 1 Read Back Command select 


Bits[5:4]: Counter Latch Command 

When bits[5:4] are both 0, the Counter Latch Com- 
mand is selected during a write to the Timer Control 
Word Register. As noted above, the normal mean- 
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ings (mode, countdown, r/w select) of the bits in the 
control register at |/O address 043h change when 
the Counter Latch Command is selected. Following 
the Counter Latch Command, !/O reads from the 
selected counter’s !|/O addresses produce the cur- 
rent latched count. 


Bits[3:0]: Reserved 
Must be 0. 


4.3.2 INTERVAL TIMER STATUS BYTE FORMAT 
REGISTER 


Address Offset: Counter 0-—040h 

Counter 1-041h 

Counter 2-042h 

Default Value: —Bits[6:0] = X, Bit 7 = 0 | 
Attribute: Read Only 
Size: 8 bits per counter 


Each counter’s status byte can be read following an 
Interval Timer Read Back Command. The Read 
Back Command is programmed through the Timer 
Control Word Register. If latch status is chosen (bit 
4 = 0, Read Back Command) as a read back option 
for a given counter, the next read from the counter’s 
Counter Access Ports Register returns the status 
byte. The status byte returns the countdown type, 
either BCD or binary; the counter operational mode; 
the read/write selection status; the Null count, also 
referred to as the count register status; and the cur- 
rent state of the counter OUT pin. 


Bit 7: Counter OUT Pin State | 

When this bit is a 1, the OUT pin of the counter is 
also a 1. When this bit is a 0, the OUT pin of the 
counter is also a 0. 


Bit 6: Count Register Status 

Null Count, also referred to as the Count Status 
Register, indicates when the last count written to the 
Count Register (CR) has been loaded into the 
Counting Element (CE). The exact time this happens 
depends on the counter mode, but until the count is 
loaded into the counting element (CE), it can’t be 
read from the counter. If the count is latched or read 
before the load time, the count value returned will 
not reflect the new count written to the register. 
When bit 6 = 0, the count has been transferred 
from CR to CE and is available for reading. When bit 
6= 1, the Null count condition exists. The count has 
not been transferred from CR to CE and is not yet 
available for reading. 
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Bits[5:4]: Read/Write Selection Status 

Bits[5:4] reflect the read/write selection made 
through bits[5:4] of the control register. The binary 
codes returned during the status read match the 


codes used to program the counter read/write se- 


lection. 
Bit Function 

Counter Latch Command 

R/W Least Significant Byte (LSB) 

R/W Most Significant Byte (MSB) 

R/W LSB then MSB 


~=-oouN 
-O-O8 


Bits[3:1]: Mode Selection Status 

Bits[3:1] return the counter mode programming. The 
binary code returned matches the code used to pro- 
gram the counter mode, as listed under the bit func- 
tion above. 


Bit 3 2 1 Mode Selected 
0) 0 0 : 0. 
0 0 1 1 
X 1 0 2 
X 1 1 3 
1 0 0 4 
1 0 1 5 


-Bit 0: Countdown Type Status 

Bit reflects the current countdown type; either 0 for 
binary countdown or a 1 for binary coded decimal 
(BCD) countdown. 


4.3.3 COUNTER ACCESS PORTS REGISTER 


Address Offset: Counter 0, System Timer-040h 

| Counter 1, Refresh Request-041h 
Counter 2, Speaker Tone-042h 
Default Value: All bits undefined 

Attribute: Read/Write 


Size: 8 bits per counter 


Each of these |/O ports is used for writing count 
values to the Count Registers; reading the current 
count value from the counter by either an |/O read, 
after a counter-latch command, or after a Read 
Back Command; and reading the status byte follow- 
ing a Read Back Command. 
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Bits[7:0]: Counter Port Bit[x!] 


Each counter I/O port address is used to program 
the 16-bit Count Register. The order of program- 
ming, either LSB only, MSB only, or LSB then MSB, 
is defined with the Interval Counter Control Register 
at 1/O port address 043h. The counter I/O port is 
also used to read the current count from the Count 
Register, and return the status of the counter pro- 
gramming following a Read Back Command. 


4.3.4 BIOS TIMER REGISTER 


Register Location: Default = 78h-7Bh 
(Dword aligned) 
‘Default Value: 0000xxxxh 


Attribute: Read/Write, Programmable 
Size: 32 bit 


A write to the BIOS Timer initiates a counting se- 
quence. The timer can be initiated by writing either a 


- 16-bit data portion or the entire 32-bit register (the 


upper 16 bits are don’t cares). Bits[15:0] can be writ- 
ten with the initial count value to start the timer or 
read to check the current count value. It is the pro- 
grammer’s responsiblity to ensure that all 16 bits are 
written at the same time. After data is written into 
BIOS timer, the timer will start decrementing until it 
reaches zero. It will ‘freeze’ at zero until the new 
count value is written. 


The BIOS Timer consists of a single 32-bit register 
mapped in the I/O space on the location determined 
by the value written into the BIOS Timer Base Ad- 
dress Register. Bit O of the BIOS Timer Base Ad- 
dress Register enables/disables accesses to the 
BIOS Timer and must be 1 to enable access to the 
BIOS Timer Register. When the BIOS Timer is en- 
abled, PCl accesses to the BIOS Timer Register do 
not flow through to the ISA Bus. If the BIOS Timer is 
disabled, accesses to the addresses assigned to the 
BIOS Timer Register flow through to the ISA bus. 
Note, however, that. the counter continues to count 
normally. 


Bits[31:16]: Reserved 


Read as 0. 


Bits[15:0]: 
Timer count value. 
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4.4 Interrupt Controller Register 
Description 


The SIO contains an ISA compatible interrupt con- 
troller that incorporates the functionality of two 
82C59 interrupt controllers. The interrupt registers 
control the operation of the interrupt controller and 
can be accessed from the PCI Bus via PCI 1/O 
space. In addition, some of the registers can be ac- 
cessed from the ISA Bus via ISA I/O space. The bus 
access for each register is listed in Table 4. 


4.4.1 ICW1—INITIALIZATION COMMAND WORD 
1 REGISTER 


INT CNTRL-1-020h 
INT CNTRL-2—O0A0h 
All bits undefined 
Write Only 

8 bits per controller 


Register Location: 


Default Value: 
Attribute: 
Size: 


A write to Initialization Command Word 1 starts the 
interrupt controller initialization sequence. Address- 
es 020h and OAOh are referred to as the base ad- 
dresses of CNTRL-1 and CNTRL-2, respectively. 


An |/O write to the CNTRL-1 or CNTRL-2 base ad- 
dress with bit 4 equal to 1 is interpreted as ICW1. 
For SlO-based ISA systems, three I/O writes to 
“base address + 1” must follow the ICW1. The first 
write to “base address + 1” performs ICW2, the 
second write performs ICW3, and the third write per- 
forms ICW4. 


ICW1 starts the initialization sequence during which 
the following automatically occur: 


a. The edge sense circuit is reset. This means that 
following initialization, an interrupt request (IRQ) 
input must make a low-to-high transition to gener- 
ate an interrupt. 


b. The Interrupt Mask register is cleared. 
c. IRQ7 input is assigned priority 7. 
d. The slave mode address is set to 7. 


e. Special Mask Mode is cleared and Status Read is 
set to IRR. 

f. If |C4 was set to 0, then all functions selected by 
ICW4 are set to 0. However, ICW4 must be pro- 
grammed in the SIO implementation of this inter- 
rupt controller, and |C4 must be set to a 1. 
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ICW1 has three significant functions within the SIO 
interrupt controller configuration. |CW4 is needed, 
so bit O must be programmed to a 1. There are two 
interrupt controllers in the system, so bit 1, SNGL, 
must be programmed to a 0 on both CNTRL-1 and 
CNTRL-2, to indicate a cascade configuration. LTIM, 
the interrupt controller IRQ edge/level detection 
control bit, defines the IRQ sensing mode for each 
controller. When bit 3 is a 0, each IRQ line on the 
selected controller is programmed for edge-trig- 
gered mode. This mode is signified by a low-to-high 
transition on an IRQ input line. When bit 3 is a 1, the 
controller is programmed in level-triggered mode, 
where a high level on an IRQ input indicates the 
presence of an interrupt request. LTIM is global for 
each controller. The incoming IRQs are either all 
edge-triggered or all level-triggered. Bit D4 must be 
a 1 when programming ICW1. OCW2 and OCW3 are 
also addressed at the same port as ICW1. This bit 
indicates that ICW1, and not OCW2 or OCWS3, will 
be programmed during the write to this port. 


Bit 2, ADI, and bits[7:5], A7-A5, are specific to an 
MSC-85 implementation. These bits are not used by 
the SIO interrupt controllers. Bits[7:5,2] should each 
be initialized to 0. 


In the 82378ZB, bit 3, the LTIM bit, is not used by 
the interrupt controller and is always read as a 1. 


Bits(7:5]: ICW/OCW Select | 

A7-A5 are MCS-85 implementation specific bits. 
They are not needed by the SIO. These bits should 
be 000 when programming the SIO. 


Bit 4: |ICW/OCW Select 

Bit 4 must be a 1 to select ICW1. After the fixed 
initialization sequence to ICW1, ICW2, ICWS3, and 
ICW4, the controller base address is used to write to 
OCW2 and OCWS. Bit 4 is a 0 on writes to these 
registers. A 1 on this bit at any time will force the 
interrupt controller to interpret the write as an ICW1. 
The controller will then expect to see ICW2, ICWS3, 
and ICW4. 


Bit 3: LTIM (Edge/Level Bank Select) 
Ignored for the SIO. 


Bit 2: ADI 
Ignored for the SIO. 
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Bit 1: SNGL (Single or Cascade) 

SNGL must be programmed to a 0 to indicate that 

_ two interrupt eontroners: are operating in cascade 
mode on the SIO. 


Bit 0: IC4 (ICW4 Write Required) 

This bit must be set to a 1. IC4 indicates that ICW4 
needs to be programmed. The SIO requires that 
ICW4 be programmed to indicate that the controllers 
are operating in an 80x86 "pe system. 


4.4.2 ICW2—INITIALIZATION COMMAND 
WORD 2 REGISTER 


Address Offset: INT CNTRL-1-021h 
| INT CNTRL-2~—O0At1h 
Default Value: All bits undefined 
Attribute: Write Only 

Size: 8 bits per controller 


ICW2 is used to initialize the interrupt controller with 
the five most significant bits of the interrupt vector 
address. The value programmed for bits[7:3] is used 
by the Host CPU to define the base address in the 
interrupt vector table for the interrupt routines asso- 
ciated with each IRQ on the controller. Typical ISA 
ICW2 values are 04h for CNTRL-1 and 70h for 
CNTRL-2. 


Bits[7:3]: Interrupt Vector Base Address 
Bits[7:3] define the base address in the interrupt 
vector table for the interrupt routines associated with 
each interrupt request level input. For CNTRL-1, a 
typical value is 00001, and for CNTRL-2, 10000. 


The interrupt controller combines a binary code rep- 
resenting the interrupt level to receive service with 
this base address to form the interrupt vector that is 
driven out onto the bus. For example, the complete 
interrupt vector for IRQ[0] (CNTRL-1), would be 
0000 1000b (CNTRL-1 [7:3] = 00001b and 000b 
representing IRQ[0]). This vector is used by the 
CPU to point to the address information that defines 
the start of the interrupt routine. 
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- Bits[2:0]: Interrupt Request Level 


When writing ICW2, these bits should all be 0. Dur- 
ing an interrupt acknowledge cycle, these bits are 
programmed by the interrupt controller with the in- 
terrupt code representing the interrupt level to be 
serviced. This interrupt code is combined with 
bits[7:3] to form the complete interrupt vector driven 
onto the data bus during the second INTA# cycle. 
Section 5.0, Detailed Function Description, outlines | 
each of these codes. The code is a simple three bit 
binary code: 000 represents IRQO (IRQ8), 001 IRQ1 
(IRQ9), 010 IRQ2 (IRQ10), and so on until 111 IRQ7 
(IRQ15). 


4.4.3 ICW3—INITIALIZATION COMMAND 
WORD 3 REGISTER 


- Initialization Command Word 3 
(Controller 1-Master Unit) 
INT CNTRL-1-021h 

Default Value: All bits undefined 

Attribute: Write Only 

Size: 8 bits 


Address Offset: 


The meaning of ICW3 differs between CNTRL-1 and 
CNTRL-2. On CNTRL-1, the master controller, ICW3 
indicates which CNTRL-1 IRQ line physically con- 
nects the INT output of CNTRL-2 to CNTRL-1. ICW3 
must be programmed to 04h, indicating the cascade 
of the CNTRL-2 INT output to the IRQ[2] input of 
CNTRL-1. 


An interrupt request on IRQ2 causes CNTRL-1 to 
enable CNTRL-2 to present the interrupt vector ad- 
dress during the second interrupt eennomodge cy- 
cle. | 


Bits[7:3]: 
These bits must be programmed to zero. 


Bit 2: Cascaded Interrupt Controller IRQ Connec- 
tion 

Bit 2 must always be programmed to a 1. This bit 
indicates that CNTRL-2, the slave controller, is cas- . 
caded on interrupt request line two (IRQ[2]). When 
an interrupt request is asserted to CNTRL-2, the IRQ 
goes through the priority resolver. After the slave 
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controller priority resolution is finished, the INT out- _ 


put of CNTRL-2 is asserted. However, this INT as- 
sertion does not go directly to the CPU. Instead, the 
INT assertion cascades into IRQ[2] on CNTRL-1. 
IRQ[2] must go through the priority resolution pro- 
cess on CNTRL-1. If it wins the priority resolution on 
CNTRL-1 and the CNTRL-1 INT signal is asserted to 
the CPU, the returning interrupt acknowledge cycle 
is really destined for CNTRL-2. The interrupt was 
originally requested at CNTRL-2, so the interrupt ac- 
knowledge is destined for CNTRL-2, and not a re- 
sponse for IRQ[2] on CNTRL-1. 


When an interrupt request from IRQ[2] wins the pri- 
ority arbitration, in reality an interrupt from CNTRL-2 
has won the arbitration. Because bit 2 of ICW3 on 
the master is set to 1, the master knows which iden- 
tification code to broadcast on the internal cascade 
lines, alerting the slave controller that it is responsi- 
ble for driving the interrupt vector during the second 
INTA# pulse. 


Bits[1:0): 
These bits must be programmed to zero. 


4.4.4 ICW3—INITIALIZATION COMMAND 
WORD 3 REGISTER 


Initialization Command Word 3 
(Controller 2-Slave Unit) 


Register Name: 


Address Offset: INT CNTRL-2-O0At1h 
Default Value: All bits undefined 
Attribute: Write Only 

Size: 8 bits 


On CNTRL-2 (the slave controller), ICW3 is the 
slave identification code broadcast by CNTRL-1 
from the trailing edge of the first INTA# pulse to the 
trailing edge of the second INTA# pulse. CNTRL-2 
compares the value programmed in ICW3 with the 
incoming identification code. The code is broadcast 
over three SIO internal cascade lines. ICW3 must be 
programmed to 02h for CNTRL-2. When 010b is 
broadcast by CNTRL-1 during the INTA# sequence, 
CNTRL-2 assumes responsibility for broadcasting 
the interrupt vector during the second interrupt ac- 
knowledge cycle. 
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As an illustration, consider an interrupt request on 
IRQ[2] of -CNTRL-1. By definition, a request on 
IRQ[2] must have been asserted by CNTRL-2. If 
IRQ[2] wins the priority resolution on CNTRL-1, the 
interrupt acknowledge cycle returned by the CPU 
following the interrupt is destined for CNTRL-2, not 
CNTRL-1. CNTRL-1 will see the INTA# signal, and 
knowing that the actual destination is CNTRL-2, will 
broadcast a slave identification code across the in- 
ternal cascade lines. CNTRL-2 will compare this in- 
coming value with the 010b stored in ICW3. Follow- 
ing a positive decode of the incoming message from 
CNTRL-1, CNTRL-2 will drive the appropriate inter- 
rupt vector onto the data bus during the second in- 
terrupt acknowledge cycle. 


Bits[7:3]: Reserved 
Must be 0. | 


Bits[2:0]: Slave Identification Code 

The Slave Identification code must be programmed 
to 010b during the initialization sequence. The code 
stored in ICW3 is compared to the incoming slave 
identification code broadcast by the master control- 
ler during interrupt acknowledge cycles. 


4.4.5 ICW4—INITIALIZATION COMMAND WORD 
4 REGISTER 


Address Offset: INT CNTRL-1-021h 
INT CNTRL-2-0A1h 

Default Value: Oth 

Attribute: Write Only 

Size: 8 bits 


Both SIO interrupt controllers must have |ICW4 pro- 
grammed as part of their initialization sequence. 
Minimally, the microprocessor mode bit, bit 0, must 
be set to a 1 to indicate to the controller that it is 
operating in an 80x86 based system. Failure to pro- 
gram this bit will result in improper controller opera- 
tion during interrupt acknowledge cycles. Additional- 
ly, the Automatic End of Interrupt (AEOI) may be 
selected, as well as the Special Fully Nested Mode 
(SFNM) of operation. 


The default programming for |CW4 is 01h, which se- 


lects 80x86 mode, normal EOI, buffered mode, and 
special fully nested mode disabled. 
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Bits 2 and 3 must be programmed to 0 for the SIO 
interrupt controller to function correctly. - 


Both bit 1, AEOI, and bit 4, SFNM, can be pro- 
grammed if the system developer chooses to invoke 
either mode. 


Bits[7:5]: Reserved 
Must be 0. 


Bit 4: SFNM (Special Fully Nested Mode) 

Bit 4, SFNM, should normally be disabled by writing 
a 0 to this bit. If SFNM = 1, the Spore! fully nested 
mode is programmed. 


Bit 3: BUF (Buffered Mode) 

Bit 3, BUF, must be programmed to 0 for the SIO. 
This is non-buffered mode. As illustrated above un- 
der bit functionality, different programming options 
are offered for bits 2 and 3. However, within the SIO 
interrupt unit, bits 2 and. 3 must always be pro- 
grammed to OOb. — 


Bit 2: Master/Slave in Buffered Mode 


This bit is not used by the SIO interrupt unit. Bit 2 | 


should always be programmed to 0. 


Bit 1: AEOI (Automatic End of Interrupt) 

This bit should normally be programmed to 0. This is 
the normal end of interrupt. If this bit is 1, the auto- 
matic end of interrupt mode is programmed. | 


Bit 0: Microprocessor Mode 
The Microprocessor Mode bit must be programmed 
to 1 to indicate that the interrupt controller is operat- 


ing in an 80x86-based system. Never program this _ 


bit to 0. 


4.4.6 OCW1—OPERATIONAL CONTROL WORD 
1 REGISTER 


INT CNTRL-1-—021h 
INT CNTRL-2-OAth 
Default Value: 00h 


Address Offset: 


Attribute: Read/Write 
Size: 8 bits 
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OCW1 sets and clears the mask bits in the Interrupt 
Mask Register (IMR). Each interrupt request line 


may be selectively masked or unmasked any time 
after initialization. A single byte is written to this reg- 


ister. Each bit position in the byte represents the 


same-numbered channel: bit O = IRQ[O], bit 1 = 
IRQ[1] and so on. Setting the bit to a 1 sets the 
mask, and clearing the bit to a 0 clears the mask. 
Note that masking IRQ[2] on CNTRL-1 will also 
mask all of controller 2’s interrupt requests (IRQ8- 
IRQ15). Reading OCW1 returns the controller’s 
mask register status. 


The IMR stores the bits which mask the interrupt 
lines to be masked. The IMR operates on the IRR. 
Masking of a higher priority input will not affect the 
interrupt request lines of lower priority. 


Unlike status reads of the ISR and IRR, for reading 
the IMR, no OCW3 is needed. The output data bus 
will contain the IMR whenever I/O read is active and 
the I/O port address is 021h or OA1h (OCW1). 


All writes to OCW1 must occur following the 
ICW1-ICW4 initialization sequence, since the same 
I/O ports are used for OCW1, ICW2, ICW3 and 
ICW4. - 


Bits[7:0]: Interrupt Request Mask (Mask [7:0]) 
When a 1 is written to any bit in this register, the 
corresponding IRQ[x] line is masked. For example, if 
bit 4 is set to a 1, then IRQ[4] will be masked. Inter- 
rupt requests on IRQ[4] will not set channel 4’s in- 
terrupt request register (IRR) bit as long is the chan- 
nel is masked. 


When a 0 is written to any bit in this register, the 


- corresponding IRQ[x] mask bit is cleared, and inter- - 


rupt requests will again be accepted by the control- 
ler. 


NOTE: | 
Masking IRQ[2] on CNTRL-1 will also mask 
the interrupt requests from CNTRL-2, which 
is physically cascaded to IRQ([2]. 
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4.4.7 OCW2—OPERATIONAL CONTROL 
WORD 2 REGISTER 


Address Offset: INT CNTRL-1-—020h 
INT CNTRL-2-OA0h 


Default Value: Bit[4:0] = undefined, 


Bit[7:5] = 001 
Attribute: Write Only 
Size: 8 bits 


OCW2 controls both the Rotate Mode and the End 
of Interrupt Mode, and combinations of the two. The 
three high order bits in an OCW2 write represent the 
encoded command. The three low order bits are 
used to select individual interrupt channels during 
three of the seven commands. The three low order 
bits (labeled L2, L1 and LO) are used when bit 6 is 
set to a 1 during the command. 


Following a PCIRST# and ICW initialization, the 
controller enters the fully nested mode of operation. 
Non-specific EO! without rotation is the default. Both 
rotation mode and specific EO! mode are disabled 
following initialization. 


Bits[7:5]: Rotate and EOI Codes 

R, SL, EOl-These three bits control the Rotate and 
End of Interrupt modes and combinations of the two. 
A chart of these combinations is listed above under 
the bit definition. 


Bits 


om 
or 


Function 

Non-Specific EO] Command 

Specific EOl Command 

Rotate on Non-Specific EO| Command 
Rotate in Auto EO! Mode (Set) 

Rotate in Auto EO! Mode (Clear) 
*Rotate on Specific EO] Command 
*Set Priority Command 


7 
0 
0 
1 
1 
0 
1 
1 
0 No Operation 


a = COO © 
oor 0 0 =—- — — 


NOTE: 
* LO-L2 Are Used 
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Bits[4:3]: OCW2 Select 

When selecting OCW2, bits 3 and 4 must both be 0. 
lf bit 4 is a 1, the interrupt controller interprets the 
write to this port as an |CW1. Therefore, always en- 
sure that these bits are both 0 when wating an 
OCcW2. 


Bits[2:0]: Interrupt Level Select (L2, L1, LO) 


-L2, L1, and LO determine the interrupt level acted 


upon when the SL bit is active. A simple binary code, 
outlined above, selects the channel for the com- 
mand to act upon. When the SL bit is inactive, these 
bits do not have a defined function; programming L2, 
Li and LO to 0 is sufficient in this case. 

Bit interrupt Level 
IRQ 0(8) 
IRQ 1(9) - 
IRQ 2(10) 
IRQ 3(11) 
IRQ 4(12) 
IRQ 5(13) 
IRQ 6(14) 
IRQ 7(15) 


nO 


ak at ot CH OO O 
—~- OO OO = 
=~ oO - oO - oO + O @ 


4.4.8 OCW3—OPERATIONAL CONTROL 
WORD 3 REGISTER 


Address Offset: INT CNTRL-1-020h 
INT CNTRL-2—OA0h 


Default Value: Bitl6,O] = 0, 
Bit(7,4:2] = undefined, 
Bit[5,1] = 1 

Attribute: Read/Write 

Size: 8 bits 


OCW3 serves three important functions: Enable 
Special Mask Mode, Poll Mode control, and IRR/ 
ISR register read control. 
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First, OCW3 is used to set or reset the Special Mask 
Mode (SMM). The Special Mask Mode can be used 
by an interrupt service routine to dynamically alter 
the system priority structure while the routine is exe- 
cuting, through selective enabling/disabling of the 
other channel’s mask bits. 


Second, the Poll Mode is enabled when a write to 
OCW3 is issued with bit 2 equal to 1. The next I/O 
read to the interrupt controller is treated like an inter- 
rupt acknowledge; a binary code representing the 
highest priority level interrupt request is released 
onto the bus. 


Third, OCW3 provides control for reading the In- 
Service Register (ISR) and the Interrupt Request 
Register (IRR). Either the ISR or IRR is selected for 
reading with a write to OCWS. Bits 0 and 1 carry the 
encoded command to select either register. The 
next I/O read to the OCW3 port address will return 
the register status specified during the previous 
write. The register specified for a status read is re- 
tained by the interrupt controller. Therefore, a write 
to OCW3 prior to every status read command is un- 
necessary, provided the status read desired is from 
the register selected with the last OCWS write. 


Bit 7: Reserved 
Must be 0. 


Bit 6: SMM (Special Mask Mode) 

lf ESMM = 1 and SMM = 1 the interrupt controller 
enters Special Mask Mode. If ESMM = 1 and 
SMM = 0, the interrupt controller is in normal mask 
mode. When ESMM = 0, SMM has no effect. 


Bit 5: ESMM (Enable Special Mask Mode) 

When ESMM = 1, the SMM bit is enabled to set or 
reset the Special Mask Mode. When ESMM = 0, 
the SMM bit becomes a “don’t care’. 


Bits[4:3]: OCW3 Select 

When selecting OCW3, bit 3 must be a 1 and bit 4 
must be 0. If bit 4 = 1, the interrupt controller inter- 
prets the write to this port as an ICW1. Therefore, 
always ensure that bits[4:3] = 01 when writing an 
OCWS. 
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Bit 2: Poll Mode Command 


When bit 2 = 0, the Poll command is not issued. 
When bit 2 = 1, the next I/O read to the interrupt 
controller is treated as an interrupt acknowledge cy- 
cle. An encoded byte is driven onto the data bus, 
representing the highest ae level requesting 


service. 


Bits[1:0]: Register Read Command 

Bits[1:0] provide control for reading the In-Service 
Register (ISR) and the Interrupt Request Register 
(IRR). When bit 1 = 0, bit 0 will not affect the regis- 
ter read selection. When bit 1 = 1, bit O selects the 
register status returned foiiowing an OCWS read. If 
bit O = 0, the IRR will be read. If bitO = 1, the ISR 
will be read. Following ICW initialization, the default 
OCWS port address read will be ‘read IRR”. To re- 
tain the current selection (read ISR or read IRR), 
always write a 0 to bit 1 when programming this reg- 


‘ister. The selected register can be read repeatedly 


without reprogramming OCWS. To select a new 
Status register, OCW3 must be reprogrammed prior 
to attempting the read. | 

Bit Function 
No Action 
No Action 
Read IRQ Register 
Read IS Register 


—a —- © © um 
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4.5 Control Registers 


This section contains NMI registers, a real-time 
clock register, Port 92 Register, and the Digital Out- 
put Register. 


4.5.1 NMISC—NMI STATUS AND CONTROL 
REGISTER 


Address Offset: O61h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


This register is used to check the status of different 
system components, control the output of the 
speaker counter (Counter 2), and gate the counter 
output that drives the SPKR signal. 
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Bits 4, 5, 6, and 7 are read-only. When writing to this 
port, these bits must be written as 0’s. Bit 6 returns 
the IOCHK# NMI status. This input signal comes 
from the ISA Bus. It is used for parity errors on mem- 
ory cards plugged into the bus, and for other high 
priority interrupts. The current status of bit 3 enables 
or disables this NMI source. Bit 5 is the current state 
of the OUT pin of interval Timer 1, Counter 2. Bit 4 
toggles from 1-0 or from 0-1 after every Refresh cy- 
cle. Following PCIRST #, bits 4 and 6 are both 0. Bit 
5 is undetermined until Counter 2 is properly pro- 
grammed. Bit 7 returns the PCI System Error status 
(SERR #). If 0, bit 7 indicates that SERR# was not 
pulsed active by a PCI agent. If 1, bit 7 indicates that 
SERR# was pulsed active by a PCI agent and that 
an NMI will be issued to the Host CPU. This NMI can 
be disabled with bit 2 of this register. 


Bits O-3 are both read and write. Bit 0 is the GATE 
input signal for Timer 1, Counter 2. The GATE input 
is used to disable counting in Counter 2. The Coun- 
ter 2 output is ANDed with bit 1 to form the SPKR 
output signal. Bit 1 gates the Counter 2 OUT value. 
When bit 1 is disabled, the SPKR signal is disabled; 
when bit 1 is enabled, the SPKR output follows the 
value at the OUT pin of Counter 2. The Counter 2 
OUT pin status can be checked by reading port 
061h and checking bit 5. Bit 2 is used to enable the 
System Error (SERR#) signal. Bit 3 enables or dis- 
ables the incoming |OCHK# NMI signal from the ex- 
pansion bus. Each of these bits is reset to 0 follow- 
ing PCIRST #. 


Bit 7: SERR# Status 

Bit 7 is set if a system board agent (PCI devices or 
main memory) detects a system board error and 
pulses the PCI SERR # line. This interrupt is enabled 
by setting bit 2 to 0. To reset the interrupt, set bit 2 to 
0 and then set it to 1. This bit is read-only. When 
writing to port O61h, bit 6 must be a 0. 


Bit 6: IOCHK# NMI Source Status 

Bit 6 is set if an expansion board asserts IOCHK # 
on the ISA/SIO bus. This interrupt is enabled by set- 
ting bit 3 to 0. To reset the interrupt, set bit 3 to 0 
and then set it to 1. This bit is read-only. When writ- 
ing to port 061h, bit 6 must be a 0. 
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Bit 5: Timer Counter 2 OUT Status 

The Counter 2 OUT signal state is reflected in bit 5. 
The value on this bit following a read is the current 
state of the Counter 2 OUT signal. Counter 2 must 
be programmed following a PCIRST # for this bit to 
have a determinate value. Bit 5 is read-only. When 
writing to port 0O61h, bit 5 must be a 0. 


Bit 4: Refresh Cycle Toggle | 

The Refresh Cycle Toggle signal toggles from either 
0 to 1 or 1 to 0 following every refresh cycle. This 
read-only bit is a 0 following PCIRST #. When writing 
to port 061h, bit 4 must be a 0. 


Bit 3: IOCHK# NMI Enable 

When bit 3 = 1, IOCHK# NMI’s are disabled and 
cleared. When bit 3 = 0, IOCHK# NMIl’s are en- 
abled. Following PCIRST #, bit 3 is reset to 0. 


Bit 2: PCI SERR# Enable 

When bit 2 = 1, the PCI System Error (SERR #) is 
disabled and cleared. When bit 2 = 0, SERR# is 
enabled. Following PCIRST#, bit2isa0. | 


Bit 1: Speaker Data Enable 

Speaker Data Enable is ANDed with the Counter 2 
OUT signal to drive the SPKR output signal. When 
bit 1 = 0, the result of the AND is always 0 and the 
SPKR output is always 0. When bit 1 = 1, the SPKR 
output is equivalent to the Counter 2 OUT signal val- 
ue. Following PCIRST #, bit 1 is a-0. 


Bit 0: Timer Counter 2 Enable 

When bit 0 = 0, Counter 2 counting is disabled. 
Counting is enabled when bit 0 = 1. This bit controls 
the GATE input to Counter 2. Following PCIRST#, 
the value of this bit is 0. 
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4.5.2 NMI ENABLE AND REAL-TIME CLOCK 
ADDRESS REGISTER 


Address Offset: 070h 
Default Value: —_ Bit[6:0] = undefined, 


| Bit7 = 1 
Attribute: Write Only 
Size: 8 bits 


The Mask register for the NMI interrupt is at 1/O ad- 


dress 070h shown below. The most significant bit. 


enables or disables all NMI sources including 
IOCHK# and the NMI Port. Write an 80h to port 70h 
to mask the NMI signal. This port is shared with the 
real-time clock. The real-time-clock uses the lower 
six bits of this port to address memory locations. 
Writing to port 70h sets both the enable/disable bit 
and the memory address pointer. Do not modify the 
contents of this register without considering the ef- 
fects on the state of the other bits. Reads and writes 
to this register address flow through to the ISA Bus. 


Bit 7: NMI Enable 

Setting bit 7 to a 1 disables all NMI sources. Setting 
the bit to a 0 enables the NMI interrupt. Following 
PCIRST #, this bit is a 1. 


Bits[6:0]: Real Time Clock Address - 

Used by the Real Time Clock on the Base I/O com- 
ponent to address memory locations. Not used for 
NMI enabling/disabling. a 


_ 4.5.3 PORT 92 REGISTER 


_Address Offset: 92h 
Default Value: 24h 
Attribute: Read/Write 
Size: 1 8 bits 


This register is used to support the alternate reset - 


(ALT_.RST#) and alternate A20 (ALT__A20) func- 
tions. This register is only accessible if bit 6 in the 
Utility Bus Chip Select B Register is set to a 1. 
Reads and writes to this register location flow 
through to the ISA Bus. 


Bits[7:6]: Reserved 
Returns 00 when read. 


Bit 5: Reserved 
Returns a 1 when read. 
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Bit 4: Reserved 


Returns a 0 when read. 


Bit 3: Reserved 
Returns a 0 when read. 


Bit 2: Reserved 
Returns a 1 when read. 


Bit 1: ALT_.A20 Signal Control | 
Writing a 0 to this bit causes the ALT__A20 signal to _ 
be driven low. Writing a 1 to this bit causes the 
ALT__A20 signal to be driven high. 


Bit 0: Alternate System Reset 


This read/write bit provides an alternate system re- 


set function. This function provides an alternate 
means to reset the system CPU to effect a mode 
switch from Protected Virtual Address Mode to the 
Real Address Mode. This provides a faster means of 
reset than is provided by the Keyboard controller. | 
This bit is set to a 0 by a system reset. Writing a 1 to 
this bit will cause the ALT_.RST# signal to pulse 
active (low) for approximately .4 SYSCLK’s. Before 
another ALT__.RST# pulse can be generated, this 
bit must be written back to a 0. 


4.5.4 DIGITAL OUTPUT REGISTER 
Address Offset: O3F2h (Primary), 0372h 


. . (Secondary) 
Default Value: _Bit[7:4,2:0] = undefined, 
Bit3 = 0 
Attribute: Write only 
Size: 8 bits 


- This register is used to prevent UBUSOE # from re- 


sponding to DACK2# during a DMA read access to 


a floppy controller on the ISA Bus. If a second floppy ~ 


(residing on the ISA Bus) is using DACK2# in con- 
junction with a floppy on the utility bus, this prevents 
the floppy on the utility bus and the utility bus trans- 
ceiver from responding to an access targeted for the 
floppy on the ISA Bus. This register is also located in 
the floppy controller device. Reads and writes to this 


register location flow through to the ISA Bus. 


Bits[7:4]: Not Used 
These bits exist in the floppy controller. 
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Bit 3: DMA Enable 

When this bit is a 1, the assertion of DACK# will 
result in UBUSOE# being asserted. If this bit is 0, 
DACK2# has no effect on UBUSOE#. This port bit 


also exists on the floppy controller. This bit defaults 
to disable (0). 


Bits[2:0]: Not Used 
These bits exist in the floppy controller. 


4.5.5 RESET UBUS IRQ12 REGISTER 


Address Offset: 60h 
Default Value: N/A 
Attribute: Read only 
Size: 8 bits 


This address location (60h) is used to clear the 
mouse interrupt function to the CPU. Reads to this 
address are monitored by the SIO. When the mouse 
interrupt function is enabled (bit 4 of the ISA Clock 
Divisor Register is 1), the mouse interrupt function is 
provided on the !RQ12/M input signal. In this mode, 
a mouse interrupt generates an interrupt through 
IRQ13 to the Host CPU. A read of 60h releases 
IRQ12. If bit 4 = 0 in the ISA Clock Divisor Register, 
a read of address 60h has no effect on IRQ12/M. 
Reads and writes to this register flow through to the 
ISA Bus. For additional information, see the 
IRQ12/M description in Section 3.0, Signal Descrip- 
tion. 


Bits[7:0]: Reset IRQ12 


No specific pattern. A read of address 60h executes 
the command. 
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4.5.6 COPROCESSOR ERROR REGISTER 


Address Offset: FOh 
Default Value: N/A 
Attribute: Write only 
Size: 8 bits 


This address location (FOh) is used when the SIO is 
programmed for coprocessor error reporting (bit 5 of 
the ISA Clock Divisor Register is 1). Writes to this 
address are monitored by the SIO. In this mode, the 
SIO generates an interrupt (INT) to the CPU when it 
receives an error signal (FERR# asserted) from the 
CPU’s coprocessor. Writing address FOh, when 
FERR# is asserted, causes the SIO to assert 
IGNNE# and negate IRQ13. IGNNE# remains as- 
serted until FERR# is negated. If FERR# is not as- 
serted, writing to address FOh does not effect 
IGNNE#. Reads and writes to this register flow 
through to the ISA Bus. For additional information, 
see the IGNNE# description in Section 3.0, Signal 
Description. 


Bits[7:0]: Reset IRQ12 


No specific pattern. A write to address FOh executes 
the command. 
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4.5.7 ELCR—EDGE/LEVEL CONTROL The Edge/Level Control Register is used to set the 

REGISTER interrupts to be triggered by either the signal edge or 

the logic level. INTO, INT1, INT2, INT8, INT13 must 

Address Offset: INT CNTRL-1~04D0h be set to edge sensitive. After a reset, all the INT 

INT CNTRL-2-04D1h signals are set to edge sensitive. Figure 4 shows 

Default Value: 00h | which bit numbers represent the various INT signals. 
Attribute: Read/Write 


Size: 8 bits Each IRQ to which a PCI interrupt is steered into 
(see the PIRQ Route Control Register) must have its 
interrupt set to level sensitive. 


0. Bit 
Default 


Edge/Level Control(R/W) | 
Bit Port 04D0h Port 04D1h 
INTO INT8 
INT1 INTS 
INT2 INT10 
INT3 INT11 
INT4 INT12 
INT5 INT13 
INT6 INT14 
INT7 INT15 


290473~A0 


Figure 4. Edge/Level Select Register 
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Register Location: O04D0h-INT CNTRL-1 


04D1h-INT CNTRL-2 
04D0h-INT CNTRL-1 Register 


Bit[7:0]: Edge/Level Select 

These bits select if the interrupts are triggered by 
either the signal edge or the logic level. A 0 bit repre- 
sents an edge sensitive interrupt, and a 1 is for level 
sensitive. The following bits MUST be set to 0: 


Port 04D0h (INT-CNTRL-1) 


O-INTO 0 Reserved. Read as zero. 
1-INT1 0) Reserved. Read as zero. 
2-INT2 0 Reserved. Read as zero. 
3-INTS Xx 
4-INT4 4 
5-INT5 x 
6-INT6 x 
7-INT7 x 


x = selectable to either a0 or a1, 
0 = edge sensitive, 1 = level sensitive 


After reset, this register is set to OOh. 
04D1h-INT CNTRL-2 Register 


Bit[7:0]: Edge/Level Select 

These bits select if the interrupts are triggered by 
either the signal edge or the logic level. A 0 bit repre- 
sents an edge sensitive interrupt, and a 1 is for level 
sensitive. The following bits MUST be set to 0: 


Port 04D 1h (INT-CNTRL-2) 


O-INT8 O Reserved. Read as zero. 
1-INT9 X 
2-INT10 x 
3-INT11 x 
A-INT12 x 
5-INT13 0 Reserved. Read as zero. 
6-INT14 x 
7-INT15 = x 


x = selectable to either a0 ora 1, 
0 = edge sensitive, 1 = level sensitive 


After reset, this register is set to OOh. 
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4.6. Power Management Registers 


This section contains the Power Management Reg- 
isters located in non-configuration space. 


4.6.1 APMC—ADVANCED POWER 
MANAGEMENT CONTROL PORT 


Address Offset: OB2h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


Bits[7:0]: APMC[7:0] | 

APM Control Port. Readable/writeable at system 
\/O address OB2h. Used to pass an APM command 
between the OS and the SMI handler. Writes to this 
port not only store data in the APMC register, but 
also generate an SMI when the SAPMCEN bit is set. 
Reads to this port will not generate an SMI. If 
CSTPCLKEN is set, a read from the APMC will 
cause STPCLK# to be asserted. 


4.6.2 APMS—ADVANCED POWER 
MANAGEMENT STATUS PORT 


Address Offset: OB3h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


Bits[7:0]: APMS([7:0] 


Readable/writeable at system address OB3h. Used 
to pass data between the OS and the SMI handler. 
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5.0 DETAILED FUNCTIONAL | 5.1.2 PCI BUS TRANSFER BASICS 
DESCRIPTION 


Details of PCl Bus operations can be found in the 

: | Peripheral Component Interconnect (PCI) Specifica- 

5.1 PCI Interface _ tion. Only details of the PCI Bus unique to the SIO 
| are included in this data sheet. 


5.1.1 PC!| COMMAND SET 


Bus commands indicate to the slave the type of 
transaction the master is requesting. Bus Com- 
mands are encoded on the C/BE[3:0] # lines during 
the address phase of a PCI cycle. 


Table 7. PCI Commands 


T0000 | Intoruptacknowedge | ves CN 
e001 |Special yoo) «CNY 
ooo vores ——SSSC*dSCYos SCN 
Term vowite ——SOSCS~SSCtYws SiN 
a 
i 
T1000 | Reserved® ——SS«dSNSSC*dSSCSCN 
Sc 
[010 | Configuratonead «|e iY 
Ee a a aT Se 

en ee 

eo 

Gat Rene 


Tor Resoned® dN 


NOTES: 

1. Treated as Memory Write. 

2. Treated as Memory Read. . 

3. Reserved Cycles are considered invalid by the SIO and are to be competely ignored. All internal address decoding is 
ignored and DEVSEL # is never to be asserted. | 

4. The 82378 responds to a Stop Grant Special Cycle. 
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5.1.2.1 PCl Addressing 


PCI address decoding uses the AD[31:0] signals. 
AD[31:2] are always used for address decoding 
while the information contained in the two low order 


bits AD[1:0] varies for memory, |/O, and configura- 


tion cycles. 


For |/O cycles, AD[31:0] are decoded to provide a 
byte address. AD[1:0] are used for generation of 
DEVSEL # only and indicate the least significant val- 
id byte involved in the transfer. For example, if only 
BEO# is asserted, AD[1:0] are 00. If only BE3# is 
asserted, then AD[1:0] are 11. If BE3# and BE2# 
are asserted, AD[1:0] are 10. If all BEx#’s are as- 
serted, then AD[1:0] are 00. The byte enables deter- 
mine which byte lanes contain valid data. The SIO 
requires that PCl accesses to byte-wide internal reg- 
isters must assert only one byte enable. 


When the SIO is the target of any PCI transaction in 
which BE[3:0]# = 1111, the SIO terminates the cy- 
cle normally by asserting TRDY #. No data is written 
into the SIO during write cycles and the data driven 
by the SiO during read cycles is indeterminate. 


For memory cycles, accesses are decoded as 
Dword accesses. This means that AD[1:0] are ig- 
nored for decoding memory cycles. The byte en- 
ables determine which byte lanes contain valid data. 
When the SIO is a PCI master, it drives 00 on 
AD[1:0] for all memory cycles. 


For configuration cycles, DEVSEL# is a function of 
IDSEL and AD[1:0]. DEVSEL# is selected during a 
configuration cycle only if IDSEL is active and both 
AD[1:0] = 00. The cycle is ignored by the SIO if 
either AD1 or ADO is non-zero. Configuration regis- 
ters are selected as Dwords using AD[7:2]. The byte 
enables determine which byte lanes contain valid 
data. 


5.1.2.2 DEVSEL# Generation 


As a PCI slave, the SIO asserts the DEVSEL# sig- 
nal to indicate it is the slave of the PCI transaction. 
DEVSEL# is asserted when the SIO positively or 
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subtractively decodes the PCI transaction. The SIO 
asserts DEVSEL# (claim the transaction) before it 
issues any other slave response, i.e., TRDY#, 
STOP#, etc. After the SIO asserts DEVSEL#, it 
does not negate DEVSEL # until the same edge that 
the master uses to negate the final IRDY #. 


It is expected that most (perhaps all) PCI target de- 
vices will be able to complete a decode and assert 
DEVSEL# within 1 or 2 clocks of FRAME#. Since 
the SIO subtractively decodes all unclaimed PCI cy- 
cles (except configuration cycles), it provides a con- 
figuration option to pull in (by 1 or 2 clocks) the edge 
when the SIO samples DEVSEL#. This allows faster 
access to the expansion bus. Use of such an option 
is limited by the slowest positive decode agent on 
the bus. This is described in more detail in Section 
5.5.1.4, Subtractively Decoded Cycles to ISA. 


As a PCI master, the SIO waits for 5 PCICLKs after 
the assertion of FRAME# for a slave to assert 
DEVSEL#. If the SIO does not receive DEVSEL # in 
this time, it will master-abort the cycle. See Section 
5.1.3.1, SIO as MasterMaster-Initiated Termination, 
for further details. 


5.1.2.3 Basic PCI Read Cycles (I/O and Memory) 


As a PCI master, the SIO only performs memory 
read transfers (i.e. |/O read transfers are not sup- 
ported). When reading data from PCI memory, the 
SIO requests a maximum of 8 bytes via a two data 
phase burst read cycle to fill its internal 8 byte line 
buffer. If the line buffer is programmed for single 
transaction mode, fewer bytes are requested (refer 
to Section 5.6.1, DMA/ISA Master Line Buffer). 
Read cycles from PCI memory are generated on be- 
half of ISA masters and DMA devices. 


As a PCI slave, the SIO responds to both i/O read 
and memory read transfers. For multiple read trans- 
actions, the SIO always target-terminates after the 
first data read transaction by asserting STOP# and 
TRDY # at the end of the first data phase. For single 
read transactions, the SIO finishes the cycle in a 
normal fashion, by asserting TRDY # without assert- 
ing STOP #. 
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5.1.2.4 Basic PCI Write Cycles (1/O and Memory) 


As a PCI master, the SIO generates a PCI memory 
write cycle when it decodes an ISA-originated/PCI- 
bound memory write cycle. I/O write cycles are nev- 
er initiated by the SIO. When writing data to PCI 
memory, the SIO writes a maximum of 4 bytes via a 
single data transaction write cycle. If the SIO’s inter- 


nal ISA master/DMA line buffer is programmed for | 


single transaction mode, fewer bytes will be generat- 
ed (refer to Section 5.6.1, DMA/ISA Master Line 
Buffer). In either case, only one data transaction will 
be performed. Cycles to PCI memory are generated 
on behalf of ISA masters, DMA devices, and the SIO 
when the SIO needs to flush the ISA master/DMA 
line buffer. 


As a PCI master, the SIO drives the ADO and AD1 
signals low during the address phase of the cycle. 
This is done to indicate to the slave that the address 
will increment during the transfer. If there is no re- 
sponse on the PCI Bus, the SIO will master-abort 
due to the DEVSEL# time out. 


As a PCI slave, the SIO will respond to both !/O 
write and memory write transfers. For multiple write 
transactions, the SIO will always target-terminate af- 
ter the first data write transaction by asserting 
STOP# and TRDY# at the end of the first data 
phase. For single write transactions, the SIO will fin- 
ish the cycle normally by asserting TRDY # without 
asserting STOP#. 


5.1.2.5 Configuration Cycles 


The configuration read or write command defined by 
the bus control signals C/BE[3:0] # is used to con- 
figure the SIO. During the address phase of the con- 
figuration read or write command, the SIO will sam- 
ple its IDSEL (ID select). If IDSEL is active and 
AD[1:0] are both zero, the SIO generates 
DEVSEL#. Otherwise, the cycle is ignored by the 
SiO. During the configuration cycle address phase, 
bits AD[7:2] and C/BE[8:0] # are used to select par- 
ticular bytes within a configuration register. Note that 
IDSEL is normally a “don’t care” except during the 
address phase of a transaction. 


NOTE: 


An unclaimed configuration cycle is never 
forwarded to the ISA Bus. 


1-530 


intel. 


5.1.2.6 Interrupt Acknowledge Cycle 


The interrupt acknowledge command is a single byte 

read implicitly addressed to the SIO’s interrupt con- 
troller. The address bits are logical ‘don’t cares” 
during the address phase and the byte enables will 
indicate to the SIO an 8-bit interrupt vector is to be 
returned on AD[7:0]. The SIO converts this single 
cycle transfer into two cycles that the internal 8259 
pair can respond to (see Section 5.8, Interrupt Con- 
troller). The SIO will hold the PCI Bus in wait states 
until the 8 bit interrupt. vector is returned. | 


SIO responses to an interrupt acknowledge cycle 
can be disabled by setting bit 5 in the PCI Control 
Register to a 0. However, if disabled, the SIO will still 


respond to accesses to the interrupt register set and 


allow poll mode functions. 


5.1.2.7 Exclusive Access 


The SIO marks itself locked anytime it is the slave of 
the access and LOCK# is sampled negated during 
the address phase. As a locked slave, the SIO re- 
sponds to a master only when it samples LOCK# 
negated and FRAME # asserted. The locking master - 
may negate LOCK# at the end of the last data 
phase. The SIO unlocks itself when FRAME# and 
LOCK# are both negated. The SIO will respond by 
asserting STOP # with TRDY # negated (retry) to all 
transactions when LOCK# is asserted during the 


address phase. 


Locked cycles are never generated by the SIO. 


5.1.2.8 PCI Special Cycle 


When the SCE bit (bit 3) in the COM PCI configura- 
tion register (configuration offset 04h) is set to a “0”, 
the SIO will ignore all PCI Special Cycles. When the 
SCE bit is set to a “1”, the SIO will recognize PCI 
Special Cycles. 


The only PCI Special Cycle currently recognized is 
the Stop Grant Special Cycle which is broadcast 
onto the PCI bus when an S-series processor enters 
the Stop Grant State. The SCE bit must be set to a 
“1” when the Stop Clock feature is being used. 
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5.1.3 TRANSACTION TERMINATION 


The SIO supports both Master-initiated Termination 
as well as Target-initiated Termination. 


5.1.3.1 SIO As Master—Master-Initiated 
Termination 


The SIO supports two forms of master-initiated 
termination: 


1. Normal termination of a completed transaction. 


2. Abnormal termination due to no slave responding 
to the transaction (Abort). 


_ Figure 5 shows the SIO performing master-abort ter- 
mination. This occurs when no slave responds to the 
SIO’s master transaction by asserting DEVSEL# 
within 5 PCICLK’s after FRAME# assertion. This 
master-abort condition is abnormal and it indicates 
an error condition. The SIO will not retry the cycle. 
The Received Master-abort Status bit in the PCl 
Status Register will be set indicating that the SIO 
experienced a master-abort condition. 


If an ISA master or the DMA is waiting for the PCI 
cycle to terminate (CHRDY negated), the master- 
abort condition will cause the SIO to assert CHRDY 
to terminate the ISA cycle. Note that write data will 
be lost and the read data will be all 1’s at the end of 
the cycle. This is identical to the way an unclaimed 
cycle is handled on the “normally ready” ISA Bus. If 
the line buffer is the requester of the PCI transac- 
tion, the master-abort mechanism will end the PCI 
cycle, but no data will be transferred into or out of 
the line buffer. The line buffer will not be allowed to 
retry the cycle. 
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5.1.3.2 SIO As A Master—Response To Target- 
Initiated Termination 


‘SIO’s response as a master to target-termination: 


1. For a target-abort, the SIO will not retry the cycle. 
If an ISA master or the DMA is waiting for the PCI 
cycle to complete (CHRDY negated), the target- 
abort condition will cause the SIO to assert 
CHRDY and end the cycle on the ISA Bus. If the 
ISA master or DMA device was reading from PCI 
memory, the SIO will drive all 1’s on the data lines 
of the ISA Bus. The Received Target-abort Status 
bit in the PCI Status Register will be set indicating 
that the SIO experienced a target-abort condition. 


2. If the SIO is retried as a master on the PCI Bus, it 
will remove it’s request for 2 PCI clocks before 
asserting it again to retry the cycle. 


3. If the SIO is disconnected as a master on the PCI 
Bus, it will respond very much as if it had been 
retried. The difference between retry and discon- 
nect is that the SIO did not see any data phase for 
the retry. Disconnect may be generated by a PCI 
slave when the SiO is running a burst memory 
read cycle to fill it's 8-byte Line Buffer. In this 
case, the SIO may need to finish a multi-data 
phase transfer, and thus, must recycle through ar- 
bitration as required for a retry. An example of this 
is when the on-board DMA requests an 8-byte 
Line Buffer transfer and the SIO is disconnected 
before the Line Buffer is completely filled. 


—NO RESPONSE. —— .— 
ACKNOWLEDGE 
290473-14 


Figure 5. Master—Initiated Termination (Master-Abort) 
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5.1.3.3 SIO As A Target—Target-initiated 
Termination 


The SIO supports three forms of Target-initiated Ter- 
mination: 
Disconnect Disconnect refers to termination re- 
quested because the SIO is unable to 
respond within the latency guidelines 
of the PCI specification. Note that this 
is not usually done on the first cals 
phase. 


Retry Retry refers to termination requested 
because the target is currently in a 
state which makes it unable to pro- 
cess the transaction. 

Abort Abort refers to termination requested 


because the target will never be able 
to respond to the transaction. 


The SIO will initiate Disconnect for PCl-originated/ 
ISA-bound cycles after the first data phase due to 
incremental latency requirements. Since the SIO has 
only one Posted Write Buffer and every PCI to ISA 
incremental data phase will take longer than the 
specified 8 clocks, the SIO will always terminate 
burst cycles with a disconnect protocol. An example 
of this is when the SIO receives a burst memory 
write. Since the SIO only has one Posted Write Buff- 
er, the transaction will automatically be disconnect- 
ed after the first data phase. 


The SIO will retry PCI masters: 


1. For memory write cycles when the posted write 
buffer is full. 


2. When the pending PCI cycle initiates some type 
of buffer management activity. 


3. When the SIO is locked as a resource and a PCI 
master tries to access the SIO without negating 
the LOCK# signal in the address phase. 


4. When the ISA Bus is occupied by an ISA master 
or DMA. 


Target-abort is issued by the SIO when the internal 
SIO registers are the target of a PCI master I/O 
cycle and more than one byte enable is active. 
Accesses to the BIOS Timer Register and the Scat- 
ter/Gather Descriptor Table Pointer Registers are 
exceptions to this rule. Accesses to the Scatter/ 
Gather Descriptor Table Pointer Register must be 
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32-bits wide and accesses to the BIOS Timer Regis- 
ter must be 16- or 32-bits wide. These accesses will 
not result in a SIO target-abort. The SIO responds 
with a target-abort since the registers must be ac- 
cessed as 8-bit quantities. Target-abort resembles a 
retry, although the SIO also negates DEVSEL# 
along with the assertion of STOP#. Bit 11 in the 


Device Status Register is set toa 1 when the SIO 
target-aborts. 


5.1.4 BUS LATENCY TIME-OUT 


5.1.4.1 Master Latency Timer 


Because the SIO only bursts a maximum of two 
Dwords, the PCI master latency timer is not imple- 
mented. 


5.1.4.2 Target Incremental Latency Mechanism 


As a Slave, the SIO supports the Incremental Laten- 
cy Mechanism for PCI to ISA cycles. The PCI specifi- 
cation states that for multi-data phase PCI cycles, if 
the incremental latency from current data phase (N) 
to the next data phase (N+1) is greater than 
8 PCICLK’s, then the slave must manipulate TRDY # 
and STOP# to stop the transaction upon comple- 
tion of the current data phase (N). Since all PCl-origi- 
nated (SIO is a slave)/ISA-bound cycles will require 
greater than the stated 8 PCICLK’s, the SIO will au- 
tomatically terminate these cycles after the first data 
phase. Note that latency to the first data Plazes is 
not restricted by this mechanism. 


5.1.5 PARITY SUPPORT 


As a master, the SIO generates address parity for 
read and write cycles, and data parity for write cy- 
cles. As a slave, the SIO generates data parity for 
read cycles. The SIO does not check parity and 
does not generate SERR#. 


- PAR is the calculated parity signal. PAR is “even” 


parity and is calculated on 36 bits; the 32 AD[31:0] 
signals plus the 4 C/BE[3:0] # signals. “Even” pari- 
ty means that the number of 1’s within the 36 bits 
plus PAR are counted and the sum is always even. 
PAR is always calculated on 36 bits, regardless of 
the valid byte enables. PAR is only guaranteed to be 
valid one PCI clock after the corresponding address 
or data phase. 
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5.1.6 RESET SUPPORT 


The PCIRST # pin acts as the SIO hardware reset 
pin. 


During Reset 


AD[31:0], C/BE[3:0] #, and PAR are always driven 
low by the SIO from the leading edge of PCIRST #. 
FRAME#, IRDY#, TRDY#, STOP#, DEVSEL#, 
MEMREQ#, FLSHREQ#, CPUGNT#, GNT0#/ 
SIOREQ#, and GNT1#/ RESUME# are tri-stated 
from the leading edge of PCIRST #. 


GNT2# and GNT3# are tri-stated from the leading 
edge of PCIRST #. 


After Reset 


AD[81:0], C/BE[3:0] #, and PAR are always tri-stat- 
ed from the trailing edge of PCIRST #. If the internal 
arbiter is enabled (CPUREQ# sampled high on the 
trailing edge of PCIRST#), the SIO will drive these 
signals low again (synchronously 2-5 PCICLKs later) 
until the bus is given to another master. If the inter- 
nal arbiter is disabled (CPUREQ# sampled low on 
the trailing edge of PCIRST #), these signals remain 
tri-stated until the SIO is required to drive them valid 
as a master or slave. 


FRAME#, IRDY#, TRDY#, STOP#, and 
DEVSEL# remain tri-stated until driven by the SIO 
as either a master or a slave. MEMREQ#, 
FLSHREQ#, CPUGNT#, GNT0#/SIOREQ#, and 
GNT1#/RESUME # are tri-stated until driven by the 
SIO. 


GNT2# and GNT3¥# are tri-stated until driven by the 
SIO. 


After PCIRST, MEMREQ# and FLSHREQ# are 
driven inactive asynchronously from PCIRST # inac- 
tive. CPUGNT #, GNTO0#/SIOREQ#, and GNT1 #/ 
RESUME# are driven based on the arbitration 
scheme and the asserted REQx#’s. 


GNT2# and GNT3#¥ are also driven based on the 
arbitration scheme and the asserted REQx#’s. 
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5.1.7 DATA STEERING 


Data steering logic internal to the SIO provides the 
assembly/disassembly, copy up/copy down mecha- 


‘nism for cycles between the 32-bit PC! data bus and 


the 16-bit ISA Bus. The steering logic ensures that 
the correct bytes are steered to the correct byte lane 
and that multiple cycles are run where applicable. 


5.2 PCI Arbitration Controller 


The 82378 contains a PCi Bus arbiter that supports 
six PCI masters; the Host Bridge, SIO, and four other 
masters. The SIO’s REQ #/GNT # lines are internal. 
The integrated arbiter can be disabled by asserting 
CPUREQ# during PCIRST# (see Section 5.2.7, 
Power-up Configuration). When disabled, the SIO’s 
REQ#, GNT #, and RESUME # signals become visi- 
ble for an external arbiter. The internal arbiter is en- 
abled upon power-up. 


The internal arbiter contains several features that 
contribute to system efficiency: 


e Use of a RESUME#¥ signal to re-enable a 
backed-off initiator in order to minimize PCI Bus 
thrashing when the SIO generates a retry (Sec- 
tion 5.2.4.1). 


e A programmable timer to re-enable retried initia- 
tors after a programmable number of PCICLK’s 
(Section 5.2.4.2). 


e The CPU (host bridge) can be optionally parked 
on the PCI Bus (Section 5.2.5). 


e A programmable PCI Bus lock or PC! resource 
lock function (Section 5.2.6). 


The PCI arbiter is also responsible for control of the 


Guaranteed Access Time (GAT) mode signals (Sec- 
tion 5.2.3.2). 
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5.2.1 ARBITRATION SIGNAL PROTOCOL 


The internal arbiter follows the PCI arbitration meth- 
od as outlined in the Peripheral Component Inter- 
connect (PCI) Specification. The SIO’s arbiter is dis- 
cussed in this section. 


5.2.1.1 Back-To-Back Transactions 


The SIO as a master does not generate fast back- 
to-back accesses since it does not know if it is ac- 
cessing the same target. 


. The SIO as a target supports fast back-to-back 
' transactions. Note that for back-to-back cycles, the 
SIO treats positively decoded accesses and subtrac- 
tively decoded accesses as different targets. There- 
fore, masters can only run fast back-to-back cycles 
to positively decoded addresses or to subtractively 
decoded addresses. Fast back-to-back cycles must 
not mix positive and subtractive decoded addresses. 
See: the address decoding section to determine 
what addresses the SIO positively decodes and sub- 
tractively decodes. 


5.2.2 PRIORITY SCHEME 
The PCI arbitration priority scheme is programmable 


through the PCI Arbiter Priority Control and Arbiter 
Priority Control Extension Register. The arbiter con- 


sists of four banks that can be configured for. the six — 
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masters to be arranged in a purely rotating priority 
scheme, one of twenty-four fixed priority schemes, 


or a hybrid combination (Figure 6). 


Note that SIOREQ#/SIOGNT# are SIO internal 


signals. 


The PCI Arbiter Priority Control (PAPC) and PCI Arbi- 
ter Priority Control Extension Register bits are 


shown below: 


PCI Arbiter Priority Control Register Bits (PAPC) 


Bit Description 

Bank 3 Rotate Control 

Bank 2 Rotate Control 

Bank 1 Rotate Control 

Bank 0 Rotate Control 

Bank 2 Fixed Priority Mode select B 
Bank 2 Fixed Priority Mode select A 
Bank 1 Fixed Priority Mode select 
Bank 0 Fixed Priority Mode select 


oOo-F-?NOWDOA OO N 


PCI Arbiter Priority Control Extension power 
Bits (ARBPRIX) — 


Bit Description 
7:1 Reserved. Read as 0 
0 Bank 3 Fixed Priority Mode select 


PAPC defaults to 04h and ARBPRIX to 00h at reset 
selecting fixed mode #10 (Table 8) with the CPU the 
highest priority device guaranteeing access to BIOS. 


> 00 
01 Bank 2 
10 


Fixed Rotate 
Control Control 
Bank2 Bank2 

(a,b) 
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Figure 6. Arbiter Configuration Diagram for 82378ZB 
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5.2.2.1 Fixed Priority Mode 
The 24 selectable fixed priority schemes are listed in Table 8. 


Table 8. Fixed Priority Mode Bank Control Bits 


Banke forty 
Mode ome Highest _ Lowest 
[reo foto [ofolo|sioncar [Recor [REa2e [REGs# [CPUREG#|REGI# 
Tor fo} o}olo|s|rccoe |sioneae |Reaze |Recs* |cPuncae|Acr 
[oz [of 0] o|slo|sioneas [Recoe |[pcaze [Recor [REGIe 
[os [of o|o|1|1[Reqor |sioneas [pecze [Rese [REGI® 
[os [o[o| 1 [olo|cruncos|reate |sioneae [REco* | AcG2e 
[os [o| o| + [ol +[oruncas|reate [REGoe | sioneae | REGZe 
[06 [ofo[+|s[o[reci* [cruncas|sioncax [peace |[Recze 
Tor [of o|+|1|1[Rear* |cPUREGe|REGo* | SIOREG# |REG2® |REGOr 
[08 [ol 1[ololo[pecer [recor |cPuREe|pcaie | sioneae |REGO* 
Toe [ol 1|olo|1|recee |[rease [cpuncas|Reci* [Accor | sionEGe 
Ton [ol 1|o|sfo|reaze [pease [reais | CPUREGs|sioREG® [REGO 
0B jol1jo|s|1|Rece* |Reaae | REQi# | CPUREQ# | REGO# | SIOREQ# | 
foc-oF [of + | 4 [x]x Reserved 
[10 [+[o|o[olo|sioneas [peace [Rese |[REG2* [cPUREGe|[REGIe 
Par [sf o]ofol+|Recos |sioncae [Recae |[reaze | cpuncae [pears 
P12 [1] o[0[1[o|sioneae [peace [Recee [REG2e [REcie | cPUREO® 
Ta _[s}o]o|s|+[Recos |sioneae [Recae |[reaze | REci# | cPUREGe 
[4 [+f o [1 |olo|cruncas|Recie |sioneae [Reaoe [Recor | REaze 

fof s|ceuncas [Reais [Reaoe | sioncae [pease | REGZe 
rr [i[o[ Rear | SPUREGe | sIOREGs nECoe 
al 
[REQ2# | 


rreee 
[SIOREGY 
fol o| Reaee | Reaoe AEQo® 
fol 1[meaee [Reae* [opuncae |Reai# [REao* | siOREGS 
ri[o]Reaee [Reae# [rear | cruneas | sioneae | REaos 
oO 


SIOREQ # 
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The fixed bank control bit(s) selects which requester 
is the highest priority device within that particular 
bank. For fixed priority mode, bits[7:4] of the PAPC 
Register and bit zero of ARBPRIX must be 0’s (ro- 
tate mode disabled). — a 


The selectable fixed priority schemes provide 24 of 
the 64 possible fixed mode permutations possible 
for the six masters. 


5.2.2.2 Rotating Priority Mode 


‘When any bank rotate control bit is set to a one, that 
_ particular bank rotates between the requesting in- 
puts. Any or all banks can be set in rotate mode. If 
all four banks are set in rotate mode, the six support- 
ed masters are all rotated and the arbiter is in a pure 


rotating priority mode. If, within a rotating bank, the 


highest priority device (a) does not have an active 
request, the lower priority device (b or c) will be 
granted the bus. However, this does not change the 
rotation scheme. When the bank toggles, device b is 
the highest priority. Because of this, the maximum 
latency a device can encounter is two complete ro- 
tations. 


5.2.2.3 Mixed Priority Mode 


Any combination of fixed priority and rotate priority 
modes can be used in different arbitration banks to 
_achieve a specific arbitration scheme. 


FLSHREQ # MEMREQ # 
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When a master acquires the LOCK # signal, the arbi- 
ter gives that master highest priority until the 
LOCK # signal is negated and FRAME # is negated. 
This ensures that a master that locked a resource 
will eventually be able to unlock that same resource. 


5.2.2.4 Locking Masters 


5.2.3 MEMREQ#, FLSHREQ#, AND MEMACK# 
PROTOCOL 


Before an ISA master or the DMA can be granted 
the PCI Bus, it is necessary that all PCI system post- 
ed write buffers be flushed (including the SIO’s Post-. 
ed Write Buffer). Also, since the ISA originated cycle 
could access memory on the host bridge, it’s possi- 
ble that the ISA master or the DMA could be held in 
wait states (via IOCHRDY) waiting for the host 
bridge arbitration for longer than the 2.5 us ISA 
specification. The SIO has an optional mode called 
the Guaranteed Access Time Mode (GAT) that en- 
sures that this timing specification is not violated. 
This is accomplished by delaying the ISA REQ # sig- 
nal to the requesting master or DMA until the ISA 
Bus, PCI Bus, and the System Memory Bus are arbi- 
trated for and owned. 


sideband signals, MEMREQ#, 
FLSHREQ#, and MEMACK# are used to support 
the System Posted Write Buffer Flushing and Guar- 
anteed Access Time mechanisms. The MEMACK # 
signal is the common acknowledge signal for both 
mechanisms. Note that when MEMREQ# is assert- 
ed, FLSHREQ # is also asserted. Table 9 shows the 
relationship between MEMREQ# and FLSHREQ#: 


Table 9. FLSHREQ#, MEMREQ # 


SA | 
po | 1] Fash buers pointing towards PCI to avoid SA deadlock 
a 
[0 [0 | a mode, Guarantoo POI Bus immediate access to main memory 
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§.2.3.1 Flushing the System Posted Write 
Buffers 


Once an ISA master or the DMA begins a cycle on 
the ISA Bus, the cycle can not be backed-off. It can 
only be held in wait states via IOCHRDY. In order to 
know the destination of ISA master cycles, the cycle 
needs to begin. However, after the cycle has start- 
ed, no other device can intervene and gain owner- 
ship of the ISA Bus until the cycle has completed 
and arbitration is performed. A potential deadlock 
condition exists when an ISA originated cycle to the 
PCI Bus finds the PC! target inaccessible due to an 
interacting event that also requires the ISA Bus. To 
avoid this potential deadlock, all PC] posted write 
buffers in the system must be disabled and flushed 
before DACK can be returned. The buffers must re- 
main disabled while the ISA Bus is occupied by an 
ISA master or the DMA. 


When an ISA master or the DMA requests the ISA 
Bus, the SIO asserts FLSHREQ#. FLSHREQ# is 
an indication to the system to flush all posted write 
buffers pointing towards the PCI Bus. The SIO also 
flushes it’s own Posted Write Buffer. Once the post- 
ed write buffers have been flushed and disabled, the 
system asserts MEMACK#. Once the SIO receives 
the MEMACK# acknowledgment signal, it asserts 
the DACK signal giving the requesting master the 
bus. FLSHREQ# stays active as long as the ISA 
master or DMA owns the ISA Bus. 


5.2.3.2 Guaranteed Access Time Mode 


Guaranteed Access Time (GAT) Mode is enabled/ 
disabled via the PCI Arbiter Control! Register. When 
this mode is enabled, the MEMREQ# and 
MEMACK*# signals are used to guarantee that the 
ISA 2.5 ws IOCHRDY specification is not violated. 


When an ISA master or DMA slave requests the ISA 
Bus (DREQ# active), the ISA Bus, the PCI Bus, and 
the memory bus must be arbitrated for and all three 
must be owned before the ISA master or DMA slave 
is granted the ISA Bus. After receiving the DREQ# 
signal from the ISA master or DMA slave, 
MEMREQ# and FLSHREQ#~= are asserted 
(FLSHREQ# is driven active, regardless of GAT 
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mode being enabled or disabled). MEMREQ# is a 
request for direct access to main memory. 
MEMREQ# and FLSHREQ# will be asserted as 
long as the ISA master or the DMA owns the ISA 
Bus. When MEMACK # is received by the SIO (all 
posted write buffers are flushed and the memory bus 
is dedicated to the PCI interface), it will request the 
PCI Bus. When it is granted the PCI Bus, it asserts 
the DACK signal releasing the ISA Bus to the re- 
questing master or the DMA. 


The use of MEMREQ#, FLSHREQ#, and 
MEMACK# does not guarantee functionality with 
ISA masters that don’t acknowledge IOCHRDY. 
These signals just guarantee the IOCHRDY inactive 
specification. 


NOTE: 
Usage of an external arbiter in GAT mode 
will require special logic in the arbiter. 


5.2.4 RETRY THRASHING RESOLVE 


When a PCI initiator’s access is retried, the initiator 
releases the PC! Bus for a minimum of two PCI 
clocks and will then normally request the PCI Bus 
again. To avoid thrashing the bus with retry after re- 
try, the PCI arbiter provides REQ# masking. The 
REQ# masking mechanism differentiates between 
SIO target retries and all other retries. 


For initiators which were retried by the SIO as a tar- 
get, the masked REQ# is flagged to be cleared 
upon RESUME # active. All other retries trigger the 
Master Retry Timer, if enabled. Upon expiration of. 
this timer, the mask is cleared. 


5.2.4.1 Resume Function (RESUME #) 

The conditions under which the SIO forces a retry to 
a PCI master and will mask the REQ# are: 

1. Any required buffer management 

2. ISA Bus occupied by ISA master or DMA 

3. The PCI to ISA Posted Write Buffer is full 


4. The SIO is locked as a resource and LOCK# is 
asserted during the address process. 
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The RESUME # signal is pulsed whenever the SIO 
has retried a PCI cycle for one of the above reasons 
and that condition has passed. When RESUME # is 
asserted, the SIO will unmask the REQ#’s that are 
_ masked and flagged to be cleared by RESUME #. 


If the internal arbiter is enabled, RESUME# is an 


internal signal. The RESUME # signal becomes visi- 
ble as an output when the internal arbiter is disabled. 


- This allows an external arbiter to optionally avoid re- 


try thrashing associated with the SIO as a target. 
The RESUME # signal is asserted for one PCI clock. 


5.2.4.2 Master Retry Timer 


To re-enable a PC] master’s REQ# which resulted 
in a retry to a slave other than the SIO, a SIO pro- 
grammable Master Retry Timer has been provided. 
This timer can be programmed for 0 (disabled), 16, 
32, or 64 PCICLKs. Once the SIO has detected that 
a PCI slave has forced a retry, the timer will be trig- 
gered and the corresponding master’s REQ# will be 
masked. All subsequent PCI retries by this REQ# 
signal will by masked by the SIO. Expiration of this 
timer will unmask all of the masked requests. This 
timer has no effect on the request lines that have 
been masked due to a SIO retry. 


If no other PCI masters are requesting the PCI Bus, 
all of the REQ#’s masked for the timer will be 
cleared and the timer will be reset. This is necessary 


to assist the host bridge in determining when to re- | 


enable any disabled posted write buffers. 


5.2.5 BUS PARKING 


The SIO arbitration logic supplies a mechanism for 
PCI Bus parking. Parking is only allowed for the de- 
vice which is tied to CPUREQ# (typically the system 
CPU). When bus parking is enabled, CPUGNT # will 
be asserted when no other agent is currently using 
or requesting the bus. This achieves the minimum 
PCI arbitration latency possible. Enabling of bus 
parking is achieved by programming the Arbiter Con- 
trol Register. REQO0#, REQi#, and the internal 
SIOREQ# are not allowed to park on the PC/ Bus. 


Upon assertion of CPUGNT# due to bus parking 
enabled and the PCI Bus idle, the CPU (or the 
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parked agent) must ensure that AD[31:0], 
C/BE[3:0], and (one PCICLK later) PAR are driven. 


If bus parking is disabled, the SIO takes responsibili- 
ty for driving the bus when it is idle. 


5.2.6 BUS LOCK MODE 


As an option, the SIO arbiter can be configured to 
run in Bus Lock Mode or Resource Lock Mode. The 


‘Bus Lock Mode is used to lock the entire PCI Bus. 


This may improve performance in some systems 
that frequently run quick read-modify-write cycles. 
Bus Lock Mode emulates the LOCK environment 
found in today’s PC by restricting bus ownership 
when the PCI Bus is locked. With Bus Lock enabled, 
the arbiter recognizes a LOCK # being driven by any 
initiator and does not allow any other PCI initiator to 
be granted the PCI Bus until LOCK# and FRAME # 
are both negated indicating the master released 
lock. When Bus Lock is disabled, the default re- 
source lock mechanism is implemented (normal re- 
source lock) and a higher priority PCI initiator could 
intervene between the read and write cycles and run 
non-exclusive accesses to any unlocked resource. 


5.2.7 POWER-UP CONFIGURATION 


The SIO’s arbiter is enabled if CPUREQ# is sam- 
pled high on the trailing edge of PCIRST#. When 
enabled, the arbiter is set in fixed priority mode 4 
with CPU bus parking turned off. Fixed mode 4 guar- 
antees that the CPU will be able to run accesses to 
the BIOS in order to configure the system, regard- 
less of the state of the other REQ#’s. Note that the 
Host Bridge should drive CPUREQ# high during the. 
trailing edge of PCIRST#. When the arbiter is en- 
abled, the SIO acts as the central resource responsi- 
ble for driving the AD[31:0], C/BE[3:0] #, and PAR 
signals when no one is granted the PCI Bus and the 
bus is idle. The SIO is always responsible for driving 
AD([31:0], C/BE[3:0] #, and PAR when it is granted 
the bus and as appropriate when it is the master of a 
transaction. After reset, if the arbiter is enabled, 
CPUGNT#, GNT0O#, GNT1#, and the _ internal 
SIOGNT# will be driven based on the arbitration 
scheme and the asserted REQ#’s. 
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lf an external arbiter is present in the system, the 
CPUREQ#_ signal should be tied low. When 
CPUREQ# is sampled low on the trailing edge of 
PCIRST #, the internal arbiter is disabled. When the 
internal arbiter is disabled, the SIO does not drive 
AD([31:0], C/BE[3:0] #, and PAR as the central re- 
source. In this case, the SIO is only responsible for 
driving AD[31:0], C/BE[3:0] #, and PAR when it is 
granted the bus. If the SIO’s arbiter is disabled, 
GNTO# becomes SIOREQ#, GNT1# becomes 


RESUME #, and REQ0# becomes SIOGNT #. This | 


exposes the normally embedded SIO arbitration sig- 
nals. 


NOTE: 
Usage of an external arbiter in GAT mode 
will require special logic in the arbiter. 


5.3 ISA Interface 


5.3.1 ISA INTERFACE OVERVIEW 


The SIO incorporates a fully ISA Bus compatible 
master and slave interface. The SIO directly drives 
six ISA slots without external data or address buff- 
ers. The ISA interface also provides byte swap logic, 
I/O recovery support, wait-state generation, and 
SYSCLK generation. 


The ISA interface supports the following types of cy- 
cles: 


e PCl-initiated |/O and memory cycles to the ISA 
Bus. 


e DMA compatible cycles between PCI memory 
and ISA I/O and between ISA I/O and ISA mem- 
ory, DMA type “A’’, type ““B’’, and type ‘“‘F”’ cycles 
between PCI memory and ISA I/O. 
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e ISA Refresh cycles initiated by either the SIO or 
an external ISA master. 


e ISA master-initiated memory cycles to the PCI 
Bus and ISA master-initiated |/O cycles to the 
internal SIO registers. | 


The refresh and DMA cycles are shown and de- 
scribed in Section 5.4. 


5.3.2 SIO AS AN ISA MASTER 


The SIO executes ISA cycles as an ISA master 


' whenever a PCI initiated cycle is forwarded to the 


ISA Bus. The SIO also acts as an ISA master on 
behalf of DMA and refresh. 


ISYSCLK is an internal 8 MHz clock. 


5.3.3 SIO AS AN ISA SLAVE 


The SiO operates as an ISA slave when: 
e An ISA master accesses SIO internal registers. 


e An ISA master accesses PCI memory on the PC! 
Bus. 


5.3.3.1 ISA Master Accesses To SIO Registers 


An ISA Bus master has access to SIO internal regis- 
ters as shown in Table 19. An ISA master to SIO 
register ‘cycle will always run as an 8-bit extended 


cycle (IOCHRDY will be held inactive until the cycle _ 


is completed). 


Table 10. Arbitration Latency 
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Bus Condition Arbitration Latency 
0 PCICLKs for Agent 0, 2 PCICLKs for All Other 
Not Parked 1 PCICLK for All Agents 
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5.3.3.2 ISA Master Accesses to PCI Resource 


An ISA master can access PCI memory, but not 1/O 
devices residing on the PCI Bus. The ISA/DMA ad- 
dress decoder determines which memory cycles 
should be directed towards the PCI! Bus. During ISA 


master read cycles to the PCI Bus, the SIO will re-. 
turn all 1’s if the PCI cycle is target-aborted or does . 


_ not respond. 


If the SIO is programmed for GAT mode, the SIO 
arbiter will not grant the ISA Bus before gaining own- 
ership of both the PCI Bus and system memory. 
However, if the SIO is not programmed in this mode, 
the SIO does not need to arbitrate for the PCI Bus 
before granting the ISA Bus to the ISA master. For 
‘more details on the arbitration, refer to Section 
5.2.2. | 


All cycles forwarded to a PCI resource will run as 
16-bit extended cycles (i.e. IOCHRDY will be held 
inactive until the cycle is completed). 


Because the ISA bus size is different from the PCI 
bus size, the data steering logic inside the SIO is 
responsible for steering the data to the correct byte 
lanes on both buses, and assembling/disassembly- 
ing the data as necessary. 


5.3.4 ISA MASTER TO ISA SLAVE SUPPORT 


During ISA master cycles to ISA slaves, the SIO 
drives several signals to support the transfer: 


BALE: 


This signal is driven high while the ISA master owns 
the ISA Bus. 


Table 11. DMA Data Swap 


DMA 1/0 Device ISA Memory Slave 
Size Size 
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This signal is driven low while the ISA master owns 
the ISA Bus. | | 


AEN: 


SMEMR# and SMEMW#: | 


These signals are driven active by the SIO whenever 
the ISA master drives a memory cycle to an address 
below 1 Mb. | 


Utility Bus Buffer Control Signals and Chip Se- 
lect Signals: 


These signals are driven active as appropriate. . 


whenever an ISA master accesses devices on the 
Utility Bus. For more details, see Section 5.9. 


Data Swap Logic: 


The data swap logic inside the SIO is activated as 
appropriate to swap data between the even and odd 
byte lanes. This is discussed in further detail in Sec- 
tion 5.3.5. 


5.3.5 DATA BYTE SWAPPING 


The data swap logic is integrated in the SIO. For 
slaves that reside on the ISA Bus, data swapping is 
performed if the slave (1/O or memory) and ISA bus 
master (or DMA) sizes differ and the upper (odd) 
byte of data is being accessed. Table 11 shows 
when data swapping is provided during DMA. Table 
12 shows when data swapping is provided during 
ISA master cycles to 8-bit ISA slaves. 


Comments 
1/0 Memory 


SD[15:0] SD[15:0] 


is | 

¢+ 
SD[7:0] — SD[15:8] 

<— : 
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The SIO monitors the SBHE # and SAO signals to determine when to swap the data. The SIO ensures that the 
data is placed on the appropriate byte lane. 


Table 12. 16-Bit Master to 8-Bit Slave Data Swap 


sores) | soir) | ——sComments 
Tous even aye Swan 
[= [Even | Be Transfer (ata swapping not required) 
<a ae 


Not Allowed 


NOTES: . 
1. For ISA master read cycles, the SIO swaps the data from the lower byte to the upper byte. 
2. For ISA master write cycles, the SIO swaps the data from the upper byte to the lower byte. 


5.3.6 ISA CLOCK GENERATION 


The SIO generates the ISA system clock (SYSCLK). SYSCLK is a divided down version of the PCICLK (see 
Table 13). The clock divisor value is programmed through the ISA Clock Divisor Register. 


Table 13. SYSCLK Generation from PCICLK 


PCICLK (MHz) Divisor (Programmable) SYSCLK (MHz) | 
4 (default ee eee 


NOTE: 
For PCI frequencies less than 33 MHz (not including 25 MHz), a clock divisor value must be selected that ensures that the 
ISA Bus frequency does not violate the 6 MHz to 8.33 MHz SYSCLK specification. 


5.3.7 WAIT STATE GENERATION The SIO will shorten the following cycles, if 
ZEROWS # is sampled active. 


The SIO will add wait states to the following cycles, ¢ During SIO master cycles (not including DMA) to 


if IOCHRDY is sampled active low. Wait states will 8-bit and 16-bit ISA memory. 
be added as long as IOCHRDY is low. | 
¢ During SIO master cycles (not including DMA) to 
e During Refresh and SIO master cycles (not in- 8-bit ISA I/O only. | 
cluding DMA) to the ISA Bus. 
e During DMA compatible transfers between ISA For ISA master cycles targeted for the SIO’s internal 
1/O and ISA memory only. registers or PCl memory, the SIO will not assert 
ZEROWS #. 


For ISA master cycles targeted for the SIO’s internal 


registers or PCI memory, the SIO will always extend ; NOTE: 
the cycle by driving IOCHRDY low until the transac- If IOCHRDY and ZEROWS# are sampled 
tion is complete. active at the same time, IOCHRDY will take 


precedence and wait-states will be added. 
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5.3.8 1/0 RECOVERY 


The |/O recovery mechanism in the SIO is used to - 


add additional recovery delay between PCI originat- 
ed 8-bit and 16-bit I/O cycles to the ISA Bus. The 
SIO automatically forces a minimum delay of four 
SYSCLKs between back-to-back 8- and 16-bit I/O 
cycles to the ISA Bus. This delay is measured from 
the rising edge of the 1/O command (lIOR# or 
lOW#) to the falling edge of the next BALE. If a 
delay of greater than four SYSCLKs is required, the 
ISA !/O Recovery Time Register can be pro- 
grammed to increase the delay in increments of 
SYSCLKs. No additional delay is inserted for back- 
to-back I/O “sub cycles” generated as a result of 
byte assembly or disassembly . 


5.4 DMA Controller 


5.4.1 DMA CONTROLLER OVERVIEW 


The DMA circuitry incorporates the functionality of 


two 82C37 DMA controllers with seven indepen- — 


dently programmable channels (Channels 0-3 and 
Channels 5-7). DMA Channel 4 is used to cascade 
the two controllers and will default to cascade mode 
in the DMA Channel Mode (DCM) Register. In addi- 
tion to accepting requests from DMA slaves, the 


Channel 0 
Channel 1 
Channel 2 
Channel 3 
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DMA controller also responds to requests that are 
initiated by software. Software may initiate a DMA 
service request by setting any bit in the DMA Chan- 
nel Request Register to a 1. The DMA controller for 
Channels 0-3 is referred to as “DMA-1” and the 
controller for Channels 4-7 is referred to as 
“DMA-2”. | 


Each DMA channel may be programmed for 8- or 
16-bit DMA device size and ISA-compatible, Type 


“A”, Type “B”, or Type “F” transfer timing. Each 


DMA channel defaults to the compatible settings for 
DMA device size: channels [3:0] default to 8-bit, 
count-by-bytes transfers, and channels [7:5] default 
to 16-bit, count-by-words (address shifted) transfers. 
The SIO provides the timing control and data size 
translation necessary for the DMA transfer between 
the PCI and the ISA Bus. ISA-compatible is the de- 
fault transfer timing. 


Full 32-bit addressing is supported as an extension 
of the ISA-compatible specification. Each channel 
includes a 16-bit ISA compatible Current Register 
which holds the 16 least-significant bits of the 32-bit 
address, and an ISA compatible Low Page Register 
which contains the eight second most significant 
bits. An additional High Page Register contains the 
eight most significant bits of the 32-bit address. 


Channel 4 


Channel 5 
Channel 6 


Channel 7 
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Figure 7. Internal DMA Controller 
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The DMA controller also features refresh address 


generation, and auto-initialization following a DMA 


termination. 


The DMA controller receives commands from the 
ISA Bus arbiter to perform either DMA cycles or re- 
fresh cycles. The arbiter determines which requester 
from among the requesting DMA slaves, the PCI 
Bus, and refresh should have the bus. 


The DMA controller is at any time either in master 
mode or slave mode. In master mode, the DMA con- 
troller is either servicing a DMA slave’s request for 
DMA cycles, or allowing a 16-bit ISA master to use 
the bus via a cascaded DREQ signal. In slave mode, 
the SIO monitors both the ISA Bus and the PCI, de- 
coding and responding to |/O read and write com- 
mands that address its registers. 


Note that a DMA device (I/O device) is always on 
the ISA Bus, but the memory device is either on the 
ISA or PCI Bus. If the memory is decoded to be on 
the ISA Bus, then the DMA cycle will run as a com- 
patible cycle. If the memory is decoded to be on the 
PCI Bus, the cycle can run as compatible, ‘‘A’’, “B”’, 
or “F’’ type. The ISA controller will not drive a valid 
address for type “A’’, “B’, and “F’’ DMA transfers 
on the ISA Bus. 


When the SIO is running a DMA cycle in compatible 
timing mode, the SIO will drive the MEMR# or 
MEMW¥# strobes if the address is less than 
16 MBytes (OOOQQQOO0Oh-OOFFFFFFh). These 
memory strobes will be generated regardless of 
whether the cycle is decoded for PCI or ISA mem- 
ory. The SMEMR# and SMEMW#¥ will be gener- 
ated if the address is less than 1 MBytes 
(OOOOOOO0Oh-OOOFFFFFh). If the address is greater 
than 16 MBytes (O1000000h-FFFFFFFFh) the 
MEMR# or MEMW # strobe will not be generated in 
order to avoid aliasing problems. For type ‘‘A’”’, “B”, 
and “F” timing mode DMA cycles, the SIO will only 
generate the MEMR# or MEMW# strobe when the 
address is decoded for ISA memory. When this oc- 
curs, the cycle converts to compatible mode timing. 
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During DMA cycles, the ISA controller drives AEN 
high to prevent the I/O devices from misinterpreting 
the DMA cycle as a valid |/O cycle. The BALE signal 
is also driven high during DMA cycles. Also, during 
DMA memory read cycles to the PCI Bus, the SIO 
will return all 1’s to the ISA Bus if the PCI cycle is 
either target-aborted or does not respond. 


Further details can be found in the 82C37 data 
sheet. | 


5.4.2 DMA TIMINGS 


ISA Compatible timing is provided for DMA slave de- 1 


vices. Three additional timings are provided for !/O 
slaves capable of running at faster speeds. These 
timings are referred to as Type “A’’, Type “B”, and 


Type “F”. : 


5.4.2.1 Compatible Timing 


Compatible timing runs at 8 SYSCLKs during the re- 
peated portion of a Block or Demand. mode transfer. 


5.4.2.2 Type “A” Timing 


Type ‘‘A” timing is provided to allow shorter cycles 
to PCI memory. Type “A” timing runs at6 SYSCLKs 
(720 ns/cycle) during the repeated portion of a block 
or demand mode transfer. This timing assumes an 
8.33 MHz SYSCLK. Type ‘‘A” timing varies from 
compatible timing primarily in shortening the memo- 
ry operation to the minimum allowed by system 
memory. The |/O portion of the cycle (data setup on 
write, |/O read access time) is the same as with 
compatible cycles. The actual active command time 
is shorter, but it is expected that the DMA devices 
which provide the data access time or write data 
setup time should not require excess IOR# or 
lOW # command active time. Because of this, most 
ISA DMA devices should be able to use type ‘A”’ 
timing. | 


1-543 


82378 SYSTEM I/0 (SIO) 


5.4.2.3 Type “B” Timing 


Type ‘“‘B” timing is provided for 8-/16-bit ISA DMA 
devices which can accept faster |/O timing. Type 
“B” only works with PCI memory. Type “B” timing 
runs at 5 SYSCLKs (600 ns/cycle) during the re- 
peated portion of a Block or Demand mode transfer. 
This timing assumes an 8.33 MHz SYSCLK. Type 
“‘B” timing requires faster DMA slave devices than 
compatible timing in that the cycles are shortened 
so that the data setup time on I/O write cycles is 
shortened and the I/O read access time is required 
to be faster. Some of the current ISA devices should 
be able to support type “B” timing, but these will 
probably be more recent designs using relatively fast 
technology. | 


5.4.2.4 Type “F” Timing 


Type “F’ timing provides high performance DMA 
transfer capability. These transfers are mainly for 
fast 1/O devices (i.e. IDE devices). Type ““F” timing 
runs at 3 SYSCLKs (360 ns/cycle) during the re- 
peated portion of a Block or Demand mode transfer. 


5.4.2.5 DREQ and DACK# Latency Control | 


~The SIO DMA arbiter maintains a minimum DREQ to 
DACK# latency an DMA channels programmed to 


DMA System 


Refresh 
PCI 


(3-Way 
Rotation) 
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operate in compatible timing mode. This is to sup- 
port older devices such as the 8272A. The DREQs 
are delayed by eight SYSCLKs prior to being seen 
by the arbiter logic. Software requests will not have — 
this minimum request to DACK # latency. 


5.4.3 ISA BUS/DMA ARBITRATION 


The ISA Bus arbiter evaluates requests for the ISA 
Bus coming from several different sources. The 
DMA unit, the refresh counter, and the PCI Bus (pri-- 
marily the Host CPU) may all request access to the 
ISA Bus. Additionally, 16-bit ISA masters may re- 
quest the bus through a cascaded DMA channel. 


The SIO ISA arbiter uses a three-way rotating priority 
arbitration method. At each level, the devices which 
are considered equal are given a rotating priority. On 
a fully loaded bus, the order in which the devices are 
granted bus access is independent of the order in 
which they assert a bus request. This is because 
devices are serviced based on their position in the 
rotation. The arbitration scheme assures that DMA 
channels access the bus with minimal latency. 


290473-43 


Figure 8. ISA Arbiter with DMA in Fixed Priority 
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Figure 9. ISA Arbiter with DMA in Rotating Priority 


5.4.3.1 Channel Priority 


For priority resolution the DMA consists of two logi- 
cal channel groups: channels 0-3 and channels 
4-7 (see Figure 7). Each group may be in either 
fixed or rotate mode, as determined by the DMA 
Command Register. 


For prioritization purposes, the source of the DMA 
request is transparent. DMA !/O slaves normally as- 
sert their DREQ line to arbitrate for DMA service. 
However, a software request for DMA service can 
be presented through each channel’s DMA Request 


ADVANCE INFORMATION 


Register. A software request is subject to the same 
prioritization as any hardware request. Please see 
the detailed register description in Section 4.2.4 for 
Request Register programming information. 


Fixed Priority 


The initial fixed priority structure is as follows: 


Tabie 14. Initial Fixed Priority Structure 
High Priority ..... Low Priority 
(0, 1, 2, 3), 5, 6, 7 
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The fixed priority ordering is 0, 1, 2, 3, 5, 6, and 7. In 
this scheme, Channel 0 has the highest priority, and 
channel 7 has the lowest priority. Channels [3:0] of 


DMA-1 assume the priority position of Channel 4 — 


in DMA-2, thus taking priority over channels 5, 6, 
and 7. 


: ie 
Rotating Priority 


Rotation allows for “fairness” in priority resolution. 
The priority chain rotates so that the last channel 
serviced is assigned the lowest priority in the chan- 
nel group (0-3, 5-7). 


_ | 
intel. 
Channels 0-3 rotate as a group of 4. They are al- 


ways placed between Channel 5 and Channel 7 in 
the priority list. ° 


_ Channel 5-7 rotate as part of a group of 4. That is, 


channels (5-7) form the first three positions in the 
rotation, while channel group (0-3) comprises the 
fourth position in the arbitration. 


Table 15 demonstrates rotation priority. 


Table 15. Rotating Priority Example 


Programmed Mode — 


‘Group (0-3) is in Rotation Mode 
Group (4-7) is in Fixed Mode 


Group (0-3) is in Rotation Mode 


Group (4-7) is in Rotation Mode. 


NOTE: 
The first servicing of channel 0 caused double rotation. 
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1) Initial Setting 
2) After Servicing Channel 2 
3) After Servicing Channel 3 (0, 1, 2, 3), 5, 6, 7 


1) Initial Setting 


2) After Servicing Channel 0 5, 6, 7, (1, 2, 3, 0) 


3) After Servicing Channel 5 » 7, (1, 2, 
4) After servicing Channel 6 7, (1, 2, 3, 0), 5,6 
5) After servicing Channel 7 (1, 2, 3, 0), 5, 6, 7 


(0, 1, 2, 3), 5, 6, 


(3, 0, 1, 2), 5, 6, 7 


(0,1,2,3),5,6,7 


6, 7, (1, 2, 3, 0), 5 | 
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5.4.3.2 DMA Preemption In Performance Timing 
Modes | 


A DMA slave device that is not programmed for 
compatible timing will be preempted from the bus by 
another device that requests use of the bus. This will 
occur, regardless of the priority of the pending re- 
quest. For DMA devices not using compatible timing 
mode, the DMA controller stops the DMA transfer 
and releases the bus within 32 BCLK (4 pus) of a 
preemption. Upon the expiration of the 4 pus timer, 
the DACK will be inactivated after the current DMA 
cycle has completed. The bus will then be arbitrated 
for and granted to the highest priority requester. This 
feature allows flexibility in programming the DMA for 
long transfer sequences in a performance timing 
mode while guaranteeing that vital system services 
such as refresh are allowed access to the ISA Bus. 


The 4 ps timer is not used in compatible timing 
mode. It is only used for DMA channels programmed 
for Type “‘A’”’, Type ‘‘B’’, or Type “F”’ timing. It is also 
not used for 16-bit ISA masters cascaded through 
the DMA DREQ lines. 


If the DMA channel that was preempted by the 4 us 
timer was operating in Block Mode, an internal bit 
will be set so that the channel will be arbitrated for 
again, independent of the state of DREQ. 


5.4.3.3. Arbitration during Non-Maskable 
Interrupts 


lf anon-maskable interrupt (NMI) is pending, and the 
CPU is requesting the bus, then the DMA controller 
will be bypassed each time it comes up for rotation. 
This will give the CPU the bus bandwidth it requires 
to process the interrupt as fast as possible. 


5.4.3.4 Programmable Guaranteed Access Time 
Mode (GAT Mode) 


The PCI Arbiter Register contains a bit for configur- 
ing the SIO in “Guaranteed Access Time Mode” 
(GAT Mode). This mode guarantees that the 2.5 ps 
CHRDY time-out specification for ISA masters run- 
ning cycles to PCI will not be exceeded. When an 
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ISA master or DMA slave arbitrates for the ISA Bus, 
and the SIO is configured in Guaranteed Access 
Time Mode, the MEMREQ #¥ pin will be asserted by 
the PCI arbiter in order to gain ownership of main 
memory. The arbitration for the PCI and then the 
main memory bus must be completed prior to grant- 
ing the DACK# to the ISA master or DMA slave. A 
MEMACK # signal to the SIO indicates that the SIO 
now owns main memory and can grant the DACK# 
to the ISA master or DMA slave. A detailed descrip- 
tion is contained in Section 5.2.3.2. | 


5.4.4 REGISTER FUNCTIONALITY 


Please see Section 4.2 for detailed information on | 
register programming, bit definitions, and default val- 
ues/functions of the DMA registers after a 
PCIRST #. 


DMA Channel 4 is used to cascade the two DMA 
controllers together and should not be programmed 
for any mode other than cascade. The DMA Chan- 
nel Mode Register for channel 4 will default to cas- 
cade mode. Special attention should also be take 
when programming the Command and Mask Regis- 
ters as related to channel 4. 


5.4.4.1 Address Compatibility Mode 


Whenever the DMA is operating in address compati- 
bility mode, the addresses do not increment or dec- 


~ rement through the High and Low Page Registers, 


and the High Page Register is set to 00h. This is 
compatible with the 82C37 and Low Page Register 
implementation used in the PC/AT. This mode is set 
when any of the lower three address bytes of a 
channel are programmed. If the upper byte of a 
channel’s address is programmed last, the channel 
will go into extended address mode. In this mode, 
the high byte may be any value and the address will 
increment or decrement through the entire 32-bit ad- 


~ dress. 


After PCIRST # is negated, all channels will be set 
to address compatibility mode. The DMA Master 
Clear command will also reset the proper channels 
to address compatibility mode. 
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5.4.4.2 Summary of DMA Transfer Sizes 


. Table 16 lists each of the DMA device transfer sizes. 
The column labeled “Current. Byte/Word Count 
Register’ indicates that the register contents repre- 
sents either the number of bytes to transfer or the 
number of 16-bit words to transfer. The column 
labeled ‘Current Address Increment/Decrement’’ 
indicates the number added to or taken from the 
Current Address register after each DMA transfer 
cycle. The DMA Channel Mode Register determines 


if the Current Address Register will be incremented 


_ or decremented. 


5.4.4.3 Address Shifting when Programmed for 
| 16-Bit 1/O Count by Words 


To maintain compatibility with the implementation of 
the DMA in the PC/AT which used the 82C37, the 
DMA will shift the addresses when the DMA Chan- 
nel Extended Mode Register is programmed for, or 
defaulted to, transfers to/from a 16-bit device count- 
by-words. Note that the least significant bit of the 
Low Page Register is dropped in 16-bit shifted 
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mode. When programming the Current Address 


Register when the DMA channel is in this mode, the 


_ Current Address must be programmed to an even 


address with the address value shifted right by one 
bit. The address shifting is shown in Table 17. 


5.4.4.4 Autoinitialize 


By programming a bit in the DMA Channel Mode 
Register, a channel may be set up as an autoinitial- 
ize channel. During Autoinitialize initialization, the 
original values of the Current Page, Current Address 
and Current Byte/Word Count Registers are auto- 


_ matically restored from the Base Page, Address, and 


Byte/Word Count Registers of that channel follow- 


ing TC. The Base Registers are loaded simulta- 


neously with the Current Registers by the microproc- 
essor and remain unchanged throughout the DMA 
service. The mask bit is not set when the channel is 
in autoinitialize. Following Autoinitialize, the channel 
is ready to perform another DMA service, without 
CPU intervention, as soon as a valid DREQ is 
detected. 


Table 16. DMA Transfer Size 


DMA Device Date Size and Word Count 


16-Bit |/O, Count by Bytes | 


Count Register ‘Increment/Decrement 


Table 17. Address Shifting in 16-Bit |1/O DMA Transfers 


| 8-Bit I/O Programmed 


NOTE: 


16-Bit 1/O Programmed 
Address (Shifted) 


Se 


16-Bit I/O Programmed 
Address (No Shift) _ 


The least significant bit of the Low Page Register is dropped in 16-bit shifted mode. 
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5.4.5 SOFTWARE COMMANDS 


There are three additional special software com- 
mands which can be executed by the DMA control- 
ler. The three software commands are: 


1. Clear Byte Pointer Flip-Flo 
2. Master Clear : 
3. Clear Mask Register 


They do not depend on any specific bit pattern on 
the data bus. 


5.4.5.1 Clear Byte Pointer Flip-Flop 


This command is executed prior to writing or reading 
new address or word count information to/from the 
DMA controller. This initializes the flip-flop to a 
known state so that subsequent accesses to regis- 
ter contents by the microprocessor will address up- 
per and lower bytes in the correct sequence. 


When the Host CPU is reading or writing DMA regis- 
ters, two Byte Pointer Flip-Flops are used; one for 
channels 0-3 and one for channels 4-7. Both of 
these act independently. There are separate soft- 
ware commands for clearing each of them (OCh for 
channels 0-3, OD8h for channels 4-7). 


5.4.5.2 DMA Master Clear 


This software instruction has the same effect as the 
hardware reset. The Command, Status, Request, 
and Internal First/Last Flip-Flop Registers are 
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cleared and the Mask Register is set. The DMA con- 
troller will enter the idle cycle. 


There are two independent master clear commands, 
ODh which acts on channels 0-3, and ODAh which 
acts on channels 4-7. ; 


5.4.5.3 Clear Mask Register 


This command clears the mask bits of all four chan- 
nels, enabling them to accept DMA requests. I/O 
port OOEh is used for channels 0-3 and 1/O port 
ODCh is used for channels 4-7. 


5.4.6 TERMINAL COUNT/EOP SUMMARY 


This is a summary of the events that will happen as 
a result of a terminal count or external EOP when 
running DMA in various modes. (See Table 18.) 


5.4.7 ISA REFRESH CYCLES 


Refresh cycles are generated by two sources: the | 
refresh controller inside the SIO component or by 
ISA bus masters other than the SIO. The ISA bus 
controller will enable the address lines SA[15:0] so 
that when MEMR#¥ goes active, the entire ISA sys- 
tem memory is refreshed at one time. Memory 
slaves on the ISA Bus must not drive any data onto 
the data bus during the refresh cycle. 


Counter 1 in the timer register set should be pro- 
grammed to provide a request for refresh about ev- 
ery 15 ps. 


Table 18. Terminal Count/EOP Summary Table 


| Conditions 
AUTOINIT 


SW Recauest 


NOTES: 

load = load current from base 
— = nochange 

X = don't care 

clr = clear 
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Word Counter Expired 
EOP input 
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5.4.8 SCATTER/GATHER DESCRIPTION 


Scatter/Gather (S/G) provides the capability of 
transferring multiple buffers between memory and 
1/O without CPU intervention. In Scatter/Gather, the 
DMA can read the memory address and word count 
from an array of buffer descriptors, located in sys- 
tem memory (ISA or PCl), called the Scatter/Gather 
Descriptor (SGD) Table. This allows the DMA con- 
troller to sustain DMA transfers until all of the buffers 
in the SGD Table are transferred. 


The S/G Command and Status Registers are used 
- to contro! the operational aspect of S/G transfers. 
The SGD Table Pointer Register holds the address 
of the next buffer descriptor in the SGD Table. 


The next. buffer descriptor is fetched from the SGD 
Table by a DMA read transfer. DACK# will not be 
asserted for this transfer because the IO device is 
the SIO itself. The SIO will fetch the next buffer de- 
scriptor from either PCI memory or ISA memory, de- 
pending on where the SGD Table is located. If the 
SGD table is located in PCl memory, the memory 
read will use the line buffer to temporarily store the 
PCI read before loading it into the DMA S/G regis- 
ters. The line buffer mode (8 byte or single transac- 
tion) for the S/G fetch operation will be the same as 
what is set for all DMA operations. If set in 8 byte 
mode, the SGD Table fetches will be PCI burst 


memory reads. The SGD Table PCI cycle fetches | 


are subject to all types of PCI cycle termination (re- 
try, disconnect, target-abort, master-abort). The 
fetched SGD Table data is subject to normal line 
buffer coherency management and _ invalidation. 
EOP will be asserted at the end of the complete link 
transfer. | 


Dword 6 
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Figure 10. SGD Format 


3 
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To initiate a typical DMA Scatter/Gather transfer be- 


tween memory and an !/O device, the following 
steps are required: 


1. Software prepares a SGD Table in system memo- 

_ ry. Each SGD is 8 bytes long and consists of an 
address pointer to the starting address and the 
transfer count of the memory buffer to be trans- 
ferred. In any given SGD Table, two consecutive 
SGDs are offset by 8 bytes and are aligned on a 
4-byte boundary. 


Each Scatter/Gather Descriptor for the linked list 
contains the following information: 


a. Memory Address (buffer start) 4 bytes 
b. Transfer Size (buffer size) - 2 bytes 
c. End of Link List 1 bit (MSB) 


2. Initialize the DMA Channel Mode and DMA Chan- 
nel Extended Mode Registers with transfer specif- 
ic information like 8-/16-bit 1/O device, Transfer 
Mode, Transfer Type, etc. 


3. Software provides the starting address of the 
SGD Table by loading the SGD Table Pointer 
Register. 


4. Engage the Scatter/Gather function by writing a 
Start command to the S/G Command Register. 


5. The Mask register should be cleared as the last 
step of programming the DMA register set. This is 
to prevent the DMA from starting a transfer with a 
partially loaded command description. 


6. Once the register set is loaded and the channel is 
unmasked, the DMA will generate an internal re- 
quest to fetch the first buffer from the SGD Table. 


byte 1 Address 


Memory Address 
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After the above steps are finished, the DMA will then 
respond to DREQ or software requests. The first 
transfer from the first buffer moves the memory ad- 
dress and word count from the Base register set to 
the Current register set. As long as S/G is active 
and the Base register set is not loaded and the last 
buffer has not been fetched, the channel will gener- 
ate a request to fetch a reserve buffer into the Base 
register set. The reserve buffer is loaded to minimize 
latency problems going from one buffer to another. 
Fetching a reserve buffer has a lower priority than 
completing DMA transfers for the channel. 


The DMA controller will terminate a Scatter/Gather 
cycle by detecting an End of List (EOL) bit in the 
SGD Table. After the EOL bit is detected, the chan- 
nel transfers the buffers in the Base and Current reg- 
ister sets, if they are loaded. At terminal count the 
channel asserts EOP or IRQ13, depending on its 
programming and set the terminate bit in the S/G 
Status Register. If the channel asserted |RQ13, then 
the appropriate bit is set in the S/G Interrupt Status 
Register. The active bit in the S/G Status Register 
will be reset and the channel’s Mask bit will be set. 


SGD Table Ptr. Register 


SGD TABLE 
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5.5 Address Decoding 


The SIO contains two address decoders; one to de- 
code PCI master cycles and one to decode DMA/ 
ISA master cycles. Two decoders are required to 
support the PCI and ISA Buses running concurrently. 
The PCI address decoder decodes the address from 
the multiplexed PCI address/data bus. The DMA/ 
ISA master address decoder decodes the address 
from the ISA address bus for DMA and ISA master 
cycles. The address decoders determine how the 
cycle is handled. 


5.5.1 PCl ADDRESS DECODER 
PCl address decoding is always a function of 
AD[31:2]. The information contained in the two low 


order bits (AD[1:0]) varies for memory, I/O, and con- 
figuration cycles. 


MEMORY BUFFERS 


co 
oo 
Le 


Ptr. + 8h 
SGD B 


Ptr. + 10h 
SGD C 
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Figure 11. Link List Example 
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For I/O cycles, AD[31:0] are all decoded to provide 
‘a byte address. The byte enables determine which 
byte lanes contain valid data. The SIO requires that 
PCI accesses to byte-wide internal gee must 
assert only one byle enable. 


For memory jee accesses are Beceded as 
-Dword accesses. This means that AD[1:0] are ig- 
nored for decoding memory cycles. The byte en- 
_ ables are used only to determine which byte lanes 
— contain valid data. | 


For configuration cycles, DEVSEL# is a function of 
IDSEL# and AD[1:0]. DEVSEL# is generated only 
when AD[1:0] are both zero. If either AD[1:0] are 
non-zero, the cycle is ignored by the SIO. Individual 
bytes of a configuration register can be accessed 
with the byte enables. A particular configuration reg- 
ister is selected using AD[7:2]. Again, the byte en- 
ables determine which byte lanes contain valid data. 


All PCi cycles decoded in one of the following ways 
result in the SIO generating DEVSEL#. The PCI 
master cycle decoder decodes the following ad- 
dresses based on the settings of the relevant config- 
uration registers: 


SIO I/O Addresses: Positively decodes I/O ad- 
dresses for registers contained within the SIO (ex- 
ceptions: 60h, 92h, 3F2h, 372h, and FOh). 


BIOS Memory Space: Positively decodes BIOS 
_ memory space. 


MEMCS# Address Decoding: Decodes memory 
addresses that reside on the other side of the Host 
bridge and generates the MEMCS# signal. (SIO 
does not generate DEVSEL # in this case). The ad- 
dress range(s) used for this decoding is selected via 
the MEMCSCON, MEMCSBOH, MEMCSTOH, 
MEMCSTOM, MAR1, MAR2, and MARS Registers 
(see Section 4.1). 


Subtractively Decoding Cycles to ISA: Subtrac- 
tively decodes cycles to the ISA Bus. Accesses to 
registers 60h, 92h, 3F2h, 372h, and FOh are also 
subtractively decoded to the ISA Bus. 
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One of the PCI requirements is that, upon power-up, 
PCI agents do not respond to any address. Typically, 
the only access to a PCI agent is through the IDSEL 
configuration mechanism until it is enabled through 
configuration. The SIO is an exception to this, since 
it controls access to the BIOS boot code. All ad- 
dresses decoded by the PCI address decoder, that 


are enabled after chip reset, are accessible immedi- 
ately after power-up. 


5.5.1.1 SIO 1/O Addresses 


These addresses are the internal, non-configuration 
SIO register locations and are shown in the SIO Ad- 
dress Decoding Table, Table 19. These addresses 
are fixed. Note that the Configuration Registers, list- 
ed in Table 3, are accessed with PCI configuration 
cycles as described in Section 5.1.2.5 


In general, PCI accesses to the internal SIO regis- 


ters will not be broadcast to the ISA Bus. However, 
PCI accesses to addresses 70h, 60h, 92h, 3F2h, 
372h, and FOh are exceptions. Read and write ac- 
cesses to these SIO locations are broadcast onto 
the ISA Bus. PCI master accesses to SIO registers 
will be retried if the ISA Bus is owned by an ISA 
master or the DMA controller. All of the registers are 
8 bit registers. Accesses to these registers must be 
8 bit accesses. Target-abort is issued by the SIO 
when the internal SIO non-configuration registers 
are the target of a PCI master I/O cycle and more 


than one byte enable is active. Refer to Table 19 for 


the SIO Address Decoding Map. 


Accesses to the BIOS Timer Register (78h-7Bh) are 
broadcast to the ISA bus only if this register is dis- 
abled. If this register is enabled, the cycle is not 
broadcast to the ISA bus. 


The address decoding logic includes the read/write 
cycle type. For example, read cycles to write only 
registers are not positively decoded and get forward- 
ed to the ISA bus via subtractive decoding. 
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Table 19. SIO Address Decoding | | 


Address 


0002h | 0000 DMA1 CH1 Base and Current Address 
0003h | 0000 DMA1 GH1 Base and Current Count 
0004nh | 0000 DMA1 CH2 Base and Current Address . 


Address 


000Ah | 0000 | wo | DMA1 Write Single Mask Bit | 

000Dh | 0000 000x | 1101 | wo | DMA1 Master Clear 

Foozon [0000 | 0000 | oo%%| 00 [vw [INT ConrelRegbter 

rc 
Focasn [0000 | 0000 [10x [001% [ wo | Tier Courter Conmand Mode Rapier [TC 


0070h 0000 0000 | 01114 CMOS RAM Address and NM! Mask Control | ° 
Register 


1001 


_— 
co) 
ok 
© 


0 
0 
0 
0 
0 
0 
0 
0 


00x 
00x 
00x 
00x 
00x 
00x 
00x 
000x 
00x 
00x 
000x 


ADVANGE INFORMATION oe 


82378 SYSTEM I/0 (SIO) | et. intel. 


~ Table 19. SIO Address Decoding (Continued 


Address ata da Type : Name 
| FeDC | Bags | 7654 | 3210 | 


r 


0087h 0000 |'100x } 0111 | r/w 
008Fh 0000 DMA Low Page Register Refresh . 


SSS U5 
2i|F? 


DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA 
DMA | 
DMA 
DMA 
DMA 
DMA 


r 
0090h | 0000 | 0000 0000 DMA Page Register (Reserved) 
0000 | 0000 | 1001 | 0010. System Control Port 
0094n | 0000 | 0000 | 100x | 0100 DMA Page Register (Reserved) | 


Control 


oO 
= 
~ 


OOAth INT 2 Mask Register 
0083 


p 


Oo 


x< 


D 
D 
D 
D 
D 
D 
DM 
DM 
DM 
DM 
| 
Pl 


MA 
MA 
MA 
MA 
MA 
MA | 
7 
A 
A 
A 
C 
C 
MA 
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Table 19. SIO Address Decoding (Continued) 


are: se 
[wo | DMA@ Wite Request Resiser 
Two | DMA@ Wit Single Mask it 
Torx | wo | OMA2 Wite Mode Resistr 
re 
re 
i 


w 


OOD8h 0000 | 0000 DMA2 Clear Byte Pointer 
0000 DMA2 Master Clear 
0ODCh 0000 | 0000 DMA2 Clear Mask Register 


D 
D 
D 
D 
D 
D 
D 


ee ee See ee ee ee ee ee Se ee ee ee ee ee ee ee ee ee 
oe Se ee ee ee Se ee ee ee ee ee ee ee ed ee Ss ee ee ee 
DIDIO!lOIO!lOlOIlOoOlolo 

olo 

=4|/o 

oO; 

x |x 


OODEh 0000 | 0000 111x | r/w DMA2 Read/Write All Mask Register Bits 
Secondary Floppy Disk Digital Output Reg. | Control 


— 
oe 
=k 
=k 
© 
Oo 
© 
co) 


040Ah 0 


[wo 
a 
[ro | Seater Gather interrupt Status Register 
wo 
wo 
wo 
[we 
Two 
rae 
[to 


o;}o;]— }|oO 
Se 
a Se eS 
oO; | 


Oo 
—_> | | © 
OoO;o;oO 
—_ | —- | O 
—_— | oO } — 

=< 

e) 


Oo 
io) 
oO 


Foaten? | 0000 | ot00 | 0001 | 1011 [ro | CHS Scattr/GatherStaus 


oO1o 

wth 
—-- | © 
o};=4 


4 


oO};o;o;oO;]o 

o;o;o;o;o 

O1OoO!los;}o}]}o 
ks hee ck Pe ee |) 

—_~ | Oo 

oO;— 

oO; — 

oO; — 

i 

oO 


D 
D 
D 
D 
D 
D 
D 
D 
D 


DMA 
DMA 
DMA 
DMA 
DMA 
MA 
MA 
MA 
MA 
MA 
MA 
MA 
DMA 
MA 
MA 
MA 
MA 
MA 
MA 
MA. 
MA 
MA 
MA 
MA | 
MA 
MA | 


D 
D 
D 
D 
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Table 19. SIO Address Decoding (Continued) 


Address Type 


—— [| ww 


0428h(1) 0000 | 0100 | 0010 10x | r/w CH2 Scatter/Gather Descriptor Table Pointer 
042chi1) | 0000 | 0100 | 0010 | 11xx CH3 Scatter/Gather Descriptor Table Pointer 


© 
© 
io) 
oak 
al 
oO 
ak 
3 


0434h(1) | 0000 | 010 r/w | CHS Scatter/Gather Descriptor Table Pointer 
0438h(1) | 0000 | 0100 CH6 Scatter/Gather Descriptor Table Pointer 
0100 


eS 


r 
oaba 


NOTE: . 
1. The |/O address of this register is relocatable. The value shown in this table is the default address location. 


MA 
MA 
MA 
MA. 
MA 
MA 
MA 
MA 
MA 
MA 
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5.5.1.2 BIOS Memory Space 


The 128 Kb BIOS memory space is located at 
OOOEOOOOh to OOOFFFFFh (top of 1 Mb), and is ali- 
ased at FFFEOQ000h to FFFFFFFFh (top of 4 Gb) 
and FFEE0000h to FFEFFFFFh (top of 4 Gb-1 Mb). 
The aliased regions account for the CPU reset vec- 
tor and the uncertainty of the state of AZOGATE 
when a software reset occurs. This 128 Kb block is 
split into two 64 Kb blocks. The top 64 Kb is always 
enabled while the bottom 64 Kb can be enabled or 
disabled (the aliases automatically match). Enabling 
the lower 64 Kb BIOS space (QO0EO0000h to 
OOOEFFFFh, 896 Kb-960 Kb) results in positively de- 
coding this region and enables the BIOSCS # signal 
generation. The upper 64 Kb is positively decoded 
only if bit 6 = 1 in the ISA Clock Divisor Register. 
Otherwise this region is subtractively decoded. Posi- 
tively decoding these cycles expedites BIOS cycles 
to the ISA Bus. Note that both of these regions are 
subtractively decoded if bit 4 in the MEMCS# Con- 
trol Register is set to a 1. 


When PCI master accesses to the 128 Kb BIOS 
space at 4 Gb-1 Mb are forwarded to the ISA Bus, 
the LA20 line is driven to a 1 to avoid aliasing at the 
15 Mb area. The 4 Gb-1 Mb BIOS decode area ac- 
counts for the condition when A20M# is asserted 
and an ALT-CTRL-DEL reset is generated. The 
CPU’s reset vector will access 4 Gb-1 Mb. When this 
gets forwarded to ISA, AD[32:24] are truncated and 
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the access is aliased to 16 Mb-1 Mb = 15 Mb 
space. If ISA memory is present at 15 Mb, there will 
be contention. Forcing LA20 high aliases this region 
to 16 Mb. The alias here is permissible since this is 
the 80286 reset vector location. 


In addition to the normal 128 Kb BIOS space, the 
SIO supports an additional 384 Kb BIOS space. The 
SIO can support a total of 512 Kb BIOS space. The 
additional 384 Kb region can only be accessed by 
PCI masters and resides at FFF80000h_ to 
FFFDFFFFh. When enabled via the UBCSA Regis- 
ter, memory accesses within this region will-be posi- 
tively decoded, forwarded to the ISA Bus, and en- 
coded BIOSCS # will be generated. When forwarded 
to the ISA Bus, the PCI AD[23:20] signals will be 
propagated to the ISA LA[23:20] lines as all 1’s 
which will result in aliasing this 512 Kb region at the 
top of the 16 Mb space. To avoid contention, ISA 
add-in memory must not be present in this space. 


All PCI cycles positively decoded in the enabled 
BIOS space will be broadcast to the ISA Bus. Since 
the BIOS device is 8 or 16 bits wide and typically has 
very long access times, PCI burst reads from the 
BIOS space will invoke “disconnect target termina- _ 
tion” semantics after the first data transaction in or- 
der to meet the PCI incremental latency guidelines. 


The following tables and diagrams describe the op- 


eration of the SIO in response to PCI BIOS space 
accesses. 
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ae TOP 64KB AAA 


4GB-64KB [- 
LOW 64KB BBB 


4GB-128KB 
ENLARGED BIOS 
384KB 


_ a 


4GB-1MB 

| TOP 64KB AA 
4GB-(1MB-64KB) 

| LOW 64KB BB 


4GB-(1MB-128KB) 


16MB 
TOP 64KB a 
16MB-64KB 
LOW 64KB_ b 


16MB-128KB 


ar a | 


1MB 
TOP 64KB 
1MB-64KB 
LOW 64KB 


_ ne 


- FFFFFFFFh 
FFFFOOOOh 


FFFEFFFFh 
FFFE0000h 
FFFDFFFFh 


FFF80000h 


‘FFEFFFFFh 


FFEFOO00h 
FFEEFFFFh 
FFEE0000h 


OOFFFFFFh 


OOFDFFFFh 


00F80000h 


OOOFFFFFh 
000F0000h 
OOOEFFFFh 
000E0000h 


BIOS is not directly accessible at these 
address locations. This space is 
reserved on the ISA bus since the ISA 
bus will see these addresses when a 
PCI bus master requests BIOS accesses 
at areas AAA, BBB, CCC, AA, or BB. 


ACCESSES TO THESE REGIONS 
MAY RESULT IN ENCODED BIOSCS# 
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Figure 12. BIOS Space Decode Map 


The BIOS space decode map, Figure 12, shows the possible BIOS spaces and the aliases throughout the 
memory space. The various regions are designated with code letters; ‘‘a’s’”’ for the top 64 Kb, “‘b’s” for the low 


64 Kb, and “‘c’s” for the enlarged space. 
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Table 20 indicates the SIO’s response to PCI BIOS space accesses based on its configuration state. 
Table 20. PCI Master BIOS Space Decoding 


Top 64 Kb 
BIOS Low 64Kb/} Enlarged | Encoded Positive | Subtractive 
Positive BIOS | BIOSCS # PCI 
Decode | Enabled(2) Decode 
Enabled(1) 


Pass (0) Ca 
Yes(6 


a  - 
CC 


el 
. The column labeled “Top 64 Kb BIOS Positive Decode Enable” shows the value of the ISA Clock Register bit 6. This bit 

determines the decoding for memory regions A, AA, and AAA (1 = positive, 0 = negative decoding). 
Note that if bit 4 in the MEMCS# Control Register is set to a 1 (Global MEMCS# decode enabled), the positive 
decoding function enabled by having ISA Clock Register bit 6 = 1 is ignored. Subtractive decoding is provided, instead. 

2. The column labeled “Low 64 Kb BIOS Enable” shows the value of the Utility Bus Chip Select Enable A Bit 6. This bit 
determines whether memory regions B, BB, and BBB are enabled (bit = 1) or disabled (bit = 0). 

3. The column labeled “Enlarged BIOS Enabled’ shows the value of the Utility Bus Chip Select Enable A Bit 7. This bit 
determines whether memory region CCC is enabled (bit = 1) or disabled (bit = 0). 

4. ISA memory is not allowed to be enabled at the corresponding aliased areas or contention will result. 

5. When bit 4 in the MEMCS# Control Register is set to a 1 (Global MEMCS# decode enabled), positive decoding for 
these areas will be disabled. The SIO will only provide subtractive decoding in this case. 
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5.5.1.3 MEMCS# Decoding _—@ 512 KB to 640 KB Memory : 


; : | e (1 MB-64 KB) to 1 MBM | 
For MEMCS# decoding, the SIO decodes sixteen Meee emory (BIOS Area) 


ranges. Fourteen of these ranges canbe enabled or § ° 768 KB to 918 KB in 16 KB sections (total of 8 
disabled independently for both read and write cy- _-—-—- Sections) 

cles. The fifteenth range (0 KB-512 KB) and six- e 918 KB to 983 KB in 16 KB sections (total of 4 
teenth range (programmable from 1 MB up to sections) 

512 MB in 2 MB increments) can be enabled or dis- e 1M-to-proarammable boundary on 2 MB incre- 
abled only. Addresses within these enabied regions ments pte 2 MB up to 512 cc 


generate a MEMCS # signal that can be used by the 
host bridge to know when to forward PCI cycles to 
~ main memory. A seventeenth range is available that 
~ can be used to identify a “memory hole’. Addresses 
within this hole will not generate a MEMCS#. The __‘[able 21 and Figure 13 show the registers and de- 
address regions are summarized: code areas for MEMCS #. | 


e 0 KB to 512 KB Memory (can only be disabled if 
MEMCS # is completely disabled) 


© programmable “memory hole” in 64 KB incre- 
ments between 1 MB and 16 MB — | 


Table 21. MEMCS# Decoding Register Summary 


MCSCONI4} = 0|Disable —_—| Disable MEMCS# Function|Enable/Disable MEMCS# Function _ 


MCSCON[4] = 1]Enable Enable MEMCS # Function |When Enabled, 0 KB to 512 KB Range 
is also Automatically Enabled (RE/WE) 


MCSTOH/ 
MCSBOH 


MEMCS # Hole 100000h-—OFFFFFFh 1 MB to 16 MB Hole in MEMCS # Region 


MCSTOM MEMCS # Top 200000h-1FFFFFFFh 2 MB to 512 MB Top of MEMCS# Region 


MCSCONI1:0] | [0] = RE[1] = 


= WE/080000h-09FFFFh 512 KB to 640 KB R/W Enable 
MCSCON[3:2] | [2] = RE[3] = WE|OFO0O00h-OFFFFFh BIOS Area R/W Enable 


WAR Tt:o] [[O.= RELI] = WEloCoooon-oGaFFFh ISA Add-On BIOS R/W Enable 
WARIS 
WAR [5:7 f= REI61 = Weloceocon-OGBFFH ISA Add-On BIOS R/W Enable | 
WAR IZ) 


WE 
waRav01 IO) = RE(HT= WE 900000n-ODGEFFn ISA Ade-On BIOS /WEnablo 
waR2:2) le) = REIS} = WE|o0«000n-ODTEFFn [ISA Ade-On BIOS F/W Enable 
wars] |lal= REI = WElODe000h-ODBFFFH ISA AddOn BOS R/WEnablo 
MAR2{7:6]___|[6] = REI7] = WE 
MAR3[1:0] [0] = RE[1] = WE|OE0000h-OE3FFFh 
warts 
MARSI5:4] [4] = RE[5] = WE|OE8000h-OEBFFFh 


MARSI7:6] —_—| [6] = RE[7] = WE|OECO00h-OEFFFFh BIOS Extension R/W Enable 
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512MB Max 


PROGRAMMABLE 


|| DECODE AREAS 


jue Ls r00000 
BIOS Area (Upper) 
1MB-64KB (64KB) OF 0000 


960KB ae — _ | OEFFFF 
( x ~ 7 BIOS Area (Lower) ~ ~ 


oe 64KB nee 
1MB-128KB one 0E0000 
(896KB) ODFFFF 


0C0000 
0A0000 
080000 
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Figure 13. MEMCS# Decode Areas 


The SIO generates MEMCS# from the PCi address. MEMCS# is generated from the clock edge after 
FRAME # is sampled active. MEMCS # will only go active for one PCI clock period. The SIO does not take any 
other action as a result of this decode other than generating MEMCS#. It is the responsibility of the device 
using the MEMCS# signal to generate DEVSEL#, TRDY# and any other cycle response. The device using 
MEMCS# will always generate DEVSEL# on the next clock. This fact can be used to avoid an extra clock 
delay in the subtractive decoder described in the next section. 
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PCICLK fi A 
FRAME# \ 


AD[31:0] 


1 
i Addres 2 
t 


Data 
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Figure 14. MEMCS# Generation 


5.5.1.4 Subtractively Decoded Cycles to ISA 


The addresses that reside on the ISA Bus could be 
highly fragmented. For this reason, subtractive de- 
coding is used to forward PCI cycles to the ISA Bus. 
An inactive DEVSEL# will cause the SIO to forward 
the PCI cycle to the ISA Bus. The DEVSEL# sample 
point can be configured for three different settings. If 
the ‘‘fast” point is selected, the cycle will be forward- 
ed to ISA when DEVSEL # is inactive at the F sam- 
ple point as shown in Figure 15. If the “typical’’ point 
is selected, DEVSEL# will be sampled on both F 
and T, and if inactive, will be forwarded to the ISA 
Bus. Likewise, if the “slow” point is selected, 
DEVSEL# will be sampled at F, T, and S. The sam- 


PCICLK 


FRAME# 

FAST DEVSEL# 
TYP. DEVSEL# 
SLOW DEVSEL# 


From 
External 
Slave 


DEVSEL# 


(Generated by SIO 
for cycles forwarded 
to ISA Bus) 


Figure 15. DEVSEL # Generation 
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ple point should be configured to match the slowest 
PCI device in the system. This capability reduces the 
latency to ISA slaves when all PCI devices are 
“fast” and also allows for devices with slow decod- 
ing. Note that when these unclaimed cycles are for- 
warded to the ISA Bus, the SIO will drive the 
DEVSEL# active. 


Since an active MEMCS# will always result in an- 
active DEVSEL# at the ‘Slow’ sample point, 
MEMCS# is used as an early indication of 
DEVSEL#. In this case, if the device using 
MEMCS # is the only “slow” agent in the system, 
the sample point can be moved in to the “typical” 
edge. 


Sample'Points 
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Unclaimed PCI cycles with memory addresses 
above 16M and I/O addresses above 64K will not be 
forwarded to the ISA Bus. The SIO will not respond 
with DEVSEL# (BIOS accesses are an exception to 
this). This is required to avoid the possibility of alias- 
ing. Under this condition, these unclaimed cycles will 
be recognized as such by the originating master and 
the master will use “master-abort” semantics to ter- 
minate the PCI cycle. | 


5.5.2 DMA/ISA MASTER CYCLE ADDRESS 
DECODER 


The SIO also contains a decoder which is used to 
determine the destination of ISA master and DMA 
master cycles. This decoder provides: 


Positive Decode to PCI: Positively decodes ad- 
dresses to be forwarded to the PCI Bus. This in- 
cludes addresses residing directly on PCI as well as 
addresses that reside on the back side of PCI bridg- 
es (Host Bridges). 


Access to SIO internal Registers: Positively de- 
codes addresses to registers within the SIO. 


BIOS Accesses: Positively decodes BIOS memory 
accesses and generates encoded BIOSCS #. 


Utility Bus Chip Selects: Positively decodes utility 
bus chip selects. | 


Subtractive Decode: Subtractively decodes cycles 
to be contained to the ISA Bus. 


5.5.2.1 Positive Decode to PCI 


ISA master or DMA addresses that are positively de- 
coded by this decoder will be propagated to the PCI 
Bus. This is the only way to forward a cycle from an 
ISA master or the DMA to the PCI Bus. If the cycle is 
not decoded by this decoder it will not be forwarded 
to the PCI Bus. 
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This decoder has several memory address regions 
to positively decode cycles that should be forwarded 
to the PCI Bus. These regions are listed below. Re- 
gions “‘a’”’ through ‘“e” are fixed and can be enabled 
or disabled independently. Region ‘f” defines a 
space starting at 1M with a programmable upper 
boundary up to 16 MB. Within this region a hole can 
be opened. Its size and location are programmable 
to allow a hole to be opened in the memory space. A 
memory address above 16 MB will be forwarded to 
the PCI Bus automatically. This is possible only dur- 
ing DMA cycles in which the DMA has been pro- 
grammed for 32-bit addressing above 16 MB. 


a. Memory: 0 KB-—512 KB 
b. Memory: 512 KB-640 KB 
c. Memory: 640 KB-—768 KB (Video buffer) 


d. Memory: 768 KB-896 KB in eight 16K sections 
(Expansion ROM) 


e. Memory: 896 KB-960 KB (lower BIOS area) 


f. Memory: 1 MB-to-X MB (up to 16 MB) within which 
a hole can be opened. Accesses to the hole are 
not forwarded to PCI. The top of the region can be 
programmed on 64 KByte boundaries up to 
16 MB. The hole can be between 64 KB and 8 MB 
in size in 64 KB increments located on any 64 KB 
boundary. (Refer to the ISA Address Decoder 
Register in the register description section, Sec- 
tion 5.5.2) 


g. Memory: > 16 MB automatically forwarded to PCI 
Figure 16 shows a map of the ISA master/DMA de- 


code regions and Table 22 summarizes the registers 
used to configure the decoder. 
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FFFFFFFF 


1000000 
OFFFFFF 


| PROGRAMMABLE 


|| DECODE AREAS 


100000 
OFFFFF 


“1MB-64KB , AEEEEE 
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Figure 16. ISA Master/DMA to PCI Bus Decoder Regions 
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Table 22. ISA Master/DMA to PCI Bus Decoding Register Summary 


NOTE: 


MARRegisters | Attribute | MemorySegments | Comments 
[ADCON(7:4] ISA Memory Top | 100000h—OFFFFFFh | 1 MB to 16 MB Top of ISA Region 
IADTOH/IADBOH | ISA Hole 100000h-OFFFFFFh | 1 MB to 16 MB Hole in ISA Region © 


IADCON[0] | Enable/Disable | OOOO0OO0O0h-O7FFFFh 0 to 512 KB Enable/ Disable . 
IADCON[1] Enable/Disable | 080000h-O9FFFFh 512 KB to 640 KB Enable/Disable 
IADCON[2] Enable/Disable | OAQOOOOhH—OBFFFFh | 640 KB to 768 KB Enable/Disable i 


} | Enable/Disable — 


ISA Add-On BIOS (Expansion ROM) Enable 


* This can be overridden by bit 6 of the UBCSA Register being set to a 1. 


5.5.2.2 SIO Internal Registers 


Most of the internal SIO registers are accessible by 
ISA masters. Table 19 lists the registers that are not 
accessible by ISA masters. Registers accessed by 
ISA masters are run as 8-bit extended |/O cycles. 


5.5.2.3 BIOS Accesses 


The 128K BIOS memory space is located at 
OOOEOO00h to OOOFFFFFh, and is aliased at 
FFFEOQOQOOh to FFFFFFFFh (top of 4 GB) and 
FFEEQOQOOh to FFEFFFFFh (top of 4 GB-1 MB). 
The aliased regions account for the CPU reset vec- 
tor and the uncertainty of the state of AZOGATE 
when a software reset occurs. This 128K block is 
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split into two 64K blocks. The top 64K is always en- 
abled while the bottom 64K can be enabled or dis- 
abled (the aliases automatically match). ISA masters 
can only access BIOS in the OOOEOO00 to 
OOOFFFFFh region. 


ISA originated accesses to the enabled 64K sec- 
tions of the BIOS space (QOOEQOOOh-—OOOFFFFFh) 
will activate the encoded BIOSCS # signal. ISA origi- 
nated cycles will not be forwarded to the PCI Bus. 
Encoded BIOSCS# is combinatorially generated 
from the ISA, SA, and LA address bus. Encoded 
BIOSCS # is disabled during refresh and DMA cy- 
cles. The ISA Master/DMA BIOS Decoding Table 


‘indicates the SIO’s response to BIOS accesses 


based on the configuration state. 
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| _. Table 23. ISA Master/DMA BIOS Decoding 


. Top 64 KB PCI 
: Positive 
(1) 
Region Decode 
Enabled(2) 


A 


BIOS 


Master 


pA 
nd 
eae 
|B 
pa 
= of these cycles. 


ISA/DMA 


NOTES: 


1. The memory sections referenced can be found in Figure 12. 


SIO Configuration 


Enabled(3) 


64 KB to PCI 
Enabled(4) 


BIOSCS# pips Contain 
Generated |. 


These cycles will be forwarded to PCI dependent on the state of the ISA Address 
Decoder Configuration Registers. Encoded BIOSCS # will not be generated for any 


2. The column labeled “Top 64 KB BIOS Positive Decode Enabled” shows the value of the ISA Clock Divisor Configuration 
Register bit 6. This bit determines how the memory region is decoded (0 = subtractively decoded, 1 = positively decod- - 


ed). . 


3. The column labeled ‘Low 64 KB BIOS Enable” shows the value of the Utility Bus Chip Select Enable A Configuration 
Register bit 6. This bit determines if the memory region is enabled (bit = 1) or disabled (bit = 0). 
_ 4, The column labeled “Forward Low 64 KB to PCI Enables” shows the value of the ISA Address Decoder Control Configu- 


ration Register Bit 3. This bit determines whether PCI Bus forwarding is enabled (bit = 1) or disabled (bit = 0). 


5. Forward to PCI if IADCON Bit 6 = 1. 


5.5.2.4 Utility Bus Encoded Chip Selects 


The SIO generates encoded chip selects for certain 
functions that are located on the utility bus (formerly 
X-Bus). The encoded chip selects are generated 
combinatorially from the ISA SA[15:0] address bus. 
The encoded chip selects are decoded externally 
(see Figure 19). , : 


The encoded chip select table (Table 24) shows the 
_addresses that result in encoded chip select genera- 
tion. Chip selects can be enabled or disabled via 
configuration registers. In general, the addresses 


Table 24. Encoded Chip Select Table 


Type Encoded 
si Chip Select 


[eat0 
reason | 0000 | 0000 | 0110 | oon | vw | Keyboard Gontoter | KEYaRDOS® 
Foto | rw 


- Address 


Address ; 
FEDC BA98 7654 
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shown in Table 24 do not reside in the SIO itself. 
Write only addresses 70h, 372h, 3F2h are excep- 
tions since particular bits from these registers reside 
in the SIO. For ISA master cycles, the SIO will re- 
spond to writes to address 70h, 372h, and 3F2h by 
generating IOCHRDY and writing to the appropriate 
bits. | | 


Note that the SIO monitors read accesses to ad- 


dress 60h-to support the mouse function. In this 
case, IOCHRDY is not generated. 


Keyboard Controller KEYBRDCS # 
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Table 24. Encoded Chip Select Table (Continued) 
Encoded 


_ Address 
Chip Select 


Address EDC | BASS aay 


ype 


Oxx1 r/w 


S A 
oO 


~ 
5 


r 
0171h 0000 | 0001 
0172h 0000 | 0001 / Secondary Sector Count Register IDECSO # 
/w | Secondary Sector Number Register IDECSO# 
r 


5 


OoO;fros;so;}o}]o 
—_ | se | ae | ee | oe 
—_ | se | — | ow | 
— fmf kf kf ee 
o;ro|;o|]o 
O;o!;o 

— | - | O 
—_~|/oO;—~ | oO 


A 


DECSD4 


: 


0174h 0111 | 0100 
0175h 0001 | 0111 | 0101 
0176h 0111 | 0 


WwW 
Ww 


— 
—_— 
© 
~ 


r 


mw 


— 


—bh | wh | eh | CE) 
— | | 
ee 
eS 
OQ;o;O;0 
oO;o;oit- 
— | OO ;}OoO | — 
o;- |}O;— 
~~ 


01F3h 0000 | 0001 | 1111 | 0011 | r/w | Primary Sector Number Register IDECSO # 
01F4h 0000 |; 0001 | 1111 | 0100 | r/w | Primary Cylinder Low Register IDECSO# — 


w_ | Primary Cylinder High Register IDECSO# 


O1F5h 1111 | 010 
0278h 0010 | 0 
0279h o111 | 1 
027Ah 0111 | 1x1 
027Bh 0010 | 0114 | 1x11 
O2F8h 111 
02F9h 114 


O2FAh 0000 | 0010 | 1111 | 1010 


O2FBh 0010 
02FDh 0010 
O2FEh 0010 
O2FFh 0010 


/w | Primary Drive/Head Register IDECSO # 


w | Primary Status Register IDECSO # 
r/w LPT3 PP Data Latch LPTCS# 


—h | ek 
ne a © 
a_t | ot 
Bi 
— | © | © 
< [os | oo 
oO] ~s | as 
oO;—-|1o 
~ 


~ SESS S/S] ys 


onal, 
—s 
aah, 


— 
x< 

oO 
= 


COM2 SP Interrupt Identification COM2CS # 
Register 


/w {| COM2 SP Line Control Register COM2CS # 


/ 


ro) 
= 


r/ 
r/ 


oad, 
alg 

o;oO 

oO 

Oo 


— 
© 
— 


WwW 
WwW 


ae 
eo | 
—h | wk 
a 
—_—-t | —t 
—_— | © 
(oman. 
oO;— 
“= 


/w | COM2 SP Modem Control Register COM2CS# 
COM2 SP Line Status Register COM2CS # 
r COM2 SP Modem Status Register COM2CS# 


r/w | COM2 SP Scratch Register - | COM2CS# 


or oo 9 
oe a 9 
ah | eh 
—h | ok 
ah | ok 
—h | ok 
— | Oo 
(om. 


J 
ed 
—J 
— 
oh 
oh 
_s 
—h 
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: - Table 24. Encoded Chip Select Table (Continued) . 
0370h 0000 0011 | 0111 | 0000 | r/w Secondary Floppy Disk Extended Mode | FLOPPYCS # 
| Register : | 
0371h 0000 | 0011 | 0111 | 0001 | r/w | Secondary Floppy Disk Extended Mode | FLOPPYCS # 
| | | Register ie 

| 0372 0000 | 0011 | 01114 | 0010 cy Secondary Floppy Disk Digital Output | FLOPPYCS# 

| Register 3 


0373h | 0000 | 0011 FLOPPYCS# 
0374n | 0000 | 0011 | 0111 | 0100 | r/w | Secondary Floppy Disk Status Register | FLOPPYCS# 
0376h | 0000 | 0011 | 011 IDECS1 # 

1 


1 
1 | 0111 Secondary Drive Address Register IDECS1 # 


0373h_| 
}og74h 
[0375h 
}os76h 
[0377h 
0011 | 0111 O11x Secondary Floppy Disk Digital Input FLOPPYCS # 
| on | Register 2 4 
[o376n_| 
0379h | 
[O37An 
[037Bh | 
/03BCh_| 
|038Dh 
[O3BEh 
O3BFh | 


> 
ro 
a. 
—= 
@ 
” 
~ 


oO 
G. 
~“ 
foe) 
a 
oO 
(o) 
(o) 
oO 
‘o) 
g 
mare 
oO 
pare 
~_ 
— 
_ 


0379h | 0000 o111| 1x01] r |LPT2PPStaus = =  +|LPTCS# | 
! LPTos# 
og7Bh_| 0000 | oot [otis | txts | rw | | PTS 


x 


03BCh | 0000 | 0011 | 1011 | 1100 LPT1 PP Data Latch LPTCS# 
03BDh | 0000 | 0011 | 1011 | 1101 LPT1 PP Status 


LPTCS# 
LPTCS# 


O03BEh | 0000 | 0011 | 1011 | 1110 LPT1 PP Control 


LPTCS# 7 


/ FLOPPYCS# | 


r/w_ | Primary Floppy Disk Extended Mode 
| Register 
o3Fih. | 0000 | 0011 | 1111 | 0001 7 
O3F2h 0000 | 0011 | 1114 | 0010 Primary Floppy Disk Digital Output 
| Register 


FLOPPYCS# | 


FLOPPYCS# 


oO 


Primary Floppy Disk Extended Mode 

Register 

103F4h | 0000 | 0011 | 1111 | 0100] r/ Primary Floppy Disk Status Register FLOPPYCS# 
O3F5h 0000 | 001 1111 | 0101 | r/w | Primary Floppy Disk Data Register FLOPPYCS # 


O3F6h {| 0000 | 0011 | 1111} 0110] r/w | Primary Drive Alternate Status Register | IDECS1# | 
03F7h | 0000 1111} 0111| | Primary Drive Address Register IDECSi# =| 


1 
O3F7h* | 0000 | 0011 | 1111 | 011x | r/w_ | Primary Floppy Disk Digital Input FLOPPYCS # 
Register 
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Table 24. Encoded Chip Select Table (Continued) 


Address Encoded 
Address Type . 


03F8n | 0000 | 0011 | 1111 | 1000 COM1 SP Transmit/Receive Register | COM1CS# 
03F8h | 0000 | 0011 | 1111 | 1001 COM1 SP Interrupt Enable Register | COM1CS# 


O3FAh | 0000 | 0011 | 1111 | 1010] +r | COM1SP Interrupt Identification COMiCS# | 
Register 


O3FBh | 0000 | 0011 | 1111 | 1011 COM1 SP Line Control Register COMICS# =| | 


O3FDh 
O3FFh 


O800h- {| 0000 
O8FFh 


OCOOh 


NOTE: 


0000 4444 | 4141 COM1CS# 


CPAGECS# 


*If both the IDE and Floppy Drive are located on the UBUS, FLOPPYCS# will not be generated, IDECS1# will be 


generated. 
5.5.2.5 Subtractive Decode to ISA 


ISA master and DMA cycles not positively decoded 
by the ISA decoder are contained to the ISA Bus. 


5.6 Data Buffering 


The SIO contains data buffers to isolate the PCI Bus 
from the ISA Bus. The buffering is described from 
two perspectives: PCI master accesses to the ISA 
Bus (Posted Write Buffer) and DMA/ISA master ac- 
cesses to the PCI Bus (Line Buffer). Temporarily 
buffering the data requires buffer management logic 
to ensure that the data buffers remain coherent. 


5.6.1 DMA/ISA MASTER LINE BUFFER 


An 8-byte Line Buffer is used to isolate the ISA Bus’s 
slower |/O devices from the PCI Bus. The Line Buff- 
er is bi-directional and is used by ISA masters and 
the DMA controller to assemble and disassemble 
data. Only memory data written to or read from the 
PCI Bus by an ISA master or DMA is assembled/dis- 
assembled using this 8 byte line buffer. |/O cycles 
do not use the buffer. 
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Bits 0 and 1 of the PCI Control Register set the buff- 
er to operate in either single transaction mode (bit = 
0) or 8-byte mode (bit = 1). Note that ISA masters 
and DMA controllers can have their buffer modes 
configured separately. 


In single transaction mode, the buffer will store only 
one transaction. For DMA/ISA master writes, this 
single transaction buffer looks like a posted write 
buffer. As soon as the ISA cycle is complete, a PCI 
cycle is scheduled. Subsequent DMA/ISA master 
writes are held off in wait-states until the buffer is 
empty. For DMA/ISA master reads, only the data 
requested is read over the PCI Bus. For instance, if 
the DMA channel is programmed in 16-bit mode, 16 
bits of data will be read from PCI. As soon as the 
requested data is valid on the PCI bus, it is latched 
into the Line Buffer and the ISA cycle is then com- 
pleted, as timing allows. Single transaction mode will 
guarantee strong read and write ordering through 
the buffers. 


In 8 byte mode, for write data assembly, the Line 
Buffer acts as two individual 4 byte buffers working 
in ping pong fashion. For read data disassembly, the 
Line Buffer acts as one 8 byte buffer. 
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32-bit Data 
DMA/ISA Path 
Master 


32-bit Data 
Path 


To PCI Bus Interface 


PCI Master | 


Posted Memory 
Write Buffer 


PCI Master 
Memory Read 
VO Read, 

/O Write 


To ISA Bus Interface 


5.6.2 PC| MASTER POSTED WRITE BUFFER 


PCI master memory write cycles destined to iSA 
memory are buffered in a 32-bit Posted Write Buffer. 
The PCI Memory Write and Memory Write and Invali- 
date commands are all treated as a memory write 
and can be posted, subject to the Posted Write Buff- 
er status. The Posted Write Buffer has an address 
associated with it. A PCI] master memory write can 
be posted any time the posted write buffer is empty 
and write posting is enabled (bit 2 of the PCI Control 
Configuration Register is set to a 1). Also, the ISA 
Bus must not be occupied. If the posted write buffer 
contains data, the PCI master write cycle is retried. If 
the posted write buffer is disabled, the SIO’s re- 
sponse to a PCI master memory write is dependent 
on the state of the ISA Bus. If the ISA Bus is avail- 
able and the posted write buffer is disabled, the cy- 
cle will immediately be forwarded to the ISA Bus 
(TRDY # will not be asserted until the ISA cycle has 


completed). If the ISA Bus is busy and the posted. 


write buffer is disabled, the cycle is retried. 

Memory read and I/O read and I/O write cycles do 
not use the 32-bit Posted Write Buffer. 

5.6.3 BUFFER MANAGEMENT 


Any time data is temporarily stored in the buffers 
between the ISA Bus and the PCI Bus, there are 
potential data coherency problems. 


The SIO contains buffer management circuitry which. 


guarantees data coherency by intercepting synchro- 
nization protocol between the buses and managing 
the buffers before synchronization communication 


between the buses is complete. The buffers are — 
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Figure 17. SIO Buffer Diagram 
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flushed or invalidated as appropriate before a bus 
cycle is allowed to occur in cases where data coher- 
ency could be lost. 


5.6.3.1 DMA/ISA Master Line Buffer—Write 
State 


When the DMA/ISA Master Line Buffer contains 


data that is to be written to the PCI Bus, it is in the 


Write State. The 8-byte line buffer is flushed when 
the line becomes full, when a subsequent write is a 
line miss, when a subsequent write would overwrite 
an already valid byte, or when a subsequent cycle is 
a read. The ISA master or DMA cycle that triggers 
the buffer flush will be held in wait-states until the 
flush is complete. The buffer is also flushed whenev- 
er there is a change in ISA Bus ownership as indicat- 
ed by any DACK# signal going inactive. — 


Once the buffer is scheduled to be flushed to PCI, 
any PCI cycle to the SIO or ISA Bus will get retried 
by the SIO. ? 


5.6.3.2 DMA/ISA Master Line Buffer—Read 
State 


When the DMA/ISA Master Line Buffer contains 
data that has been read from the PCI Bus, it is in the 
Read State. The data in the buffer will be invalidated 
when the SIO accepts a PCI memory or I/O write 
cycle. The line buffer in the read state is also invali- 
dated when a subsequent read is a line miss, or 
when a subsequent cycle is a write. The line buffer in 
the read state is not invalidated on a change of ISA 
ownership. Note that as bytes are disassembled 
from the line buffer, they are invalidated so that sub- 
sequent reads to the same byte will cause a line 
buffer miss. 
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5.6.3.3 PCI Master Posted Write Buffer 5.7 SIO Timers 


As soon as a PCI master has posted a memory write 
into the posted write buffer, the buffer is scheduled § 5.7.1 INTERVAL TIMERS 
to be written to the ISA Bus. Any subsequent PCI 
master cycles to the SIO (including ISA Bus) will be 
retried until the posted write buffer is empty. 


The SIO contains three counters that are equivalent 
to those found in the 82C54 programmable interval 
timer. The three counters are contained in one SIO 
timer unit, referred to as Timer-1. Each counter out- 
put provides a key system function. Counter 0 is 
connected to interrupt controller IRQO and provides 
a system timer interrupt for a time-of-day, diskette 
time-out, or other system timing functions. Counter 1 
generates a refresh request signal and Counter 2 
generates the tone for the speaker. Note that the 
14.31818 MHz counters use OSC for a clock source. 


Prior to granting the ISA Bus to an ISA master or the 
DMA, the PCI master posted memory write buffer is 
flushed. Also, as long as the ISA master or DMA 
owns the ISA Bus, the posted write buffer is dis- 
abled. A PCI master write can not be posted while 
an ISA master or the DMA owns the ISA Bus. 


Full details of this counter can be found in the 82C54 
data sheet. | 


Table 25. Interval Timer Functions Table 


: 


: 


Clock In 1.193 MHz (OSC/12) 


5.7.1.1 Interval Timer Address Map 


Table 26 shows the !|/O address map of the interval timer counters. 


Table 26. Interval Timer Counters I/O Address Map 
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Counter 0, System Timer 


This counter functions as the system timer by con- 
trolling the state of IRQO and is typically pro- 
grammed for Mode 3 operation. The counter produc- 
es a square wave with a period equal to the product 
of the counter period (838 ns) and the initial count 
value. The counter loads the initial count value one 
counter period after software writes the count value 
to the counter I/O address: The counter initially as- 
serts IRQO and decrements the count value by two 
each counter period. The counter negates IRQO 
when the count value reaches 0. It then reloads the 
initial count value and again decrements the initial 
count value by two each counter period. The counter 
then asserts IRQO when the count value reaches 0, 
reloads the initial count value, and repeats the cycle, 
alternately asserting and negating IRQO. 


Counter 1, Refresh Request Signal 


This counter provides the refresh request signal and 
is typically programmed for Mode 2 operation. The 
counter negates refresh request for one counter pe- 
riod (833 ns) during each count cycle. The initial 
- count value is loaded one counter period after being 
written to the counter I/O address. The counter ini- 
tially asserts refresh request, and negates it for 1 
counter period when the count value reaches 1. The 
counter then asserts refresh request and continues 
counting from the initial count value. 


- Counter 2, Speaker Tone 


This counter provides the speaker tone and is typi- 
cally programmed for Mode 3 operation. The coun- 
ter provides a speaker frequency equal to the coun- 
ter clock frequency (1.193 MHz) divided by the initial 
count value. The speaker must be enabled by a 
write to port O61h (see Section 4.5.1 on the NMI 
Status and Control Register). 


5.7.2 BIOS TIMER 


5.7.2.1 Overview | 


The SIO provides a system BIOS Timer that decre- 
ments at each edge of its 1.04 MHz clock (derived 
by dividing the 8.33 MHz SYSCLK by 8). Since the 
state of the counter is undefined at power-up, it must 
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be programmed before it can be used. Accesses to 


the BIOS Timer are enabled and disabled through 
the BIOS Timer Base Address Register. The timer 


continues to count even if accesses are disabled. 


A BIOS Timer Register is provided to start the timer 
counter by writing an initial clock value. The BIOS 
Timer Register can be accessed as a single 16-bit 
1/O port or as a 32-bit port with the upper 16-bits 
being “don’t care” (reserved). It is up to the software 
to access the I/O register in the most convenient 
way. The I/O address of the BIOS Timer Register is 
software relocatable. The I/O address is determined 
by the value programmed into the BIOS Timer Base | 
Address Register. 


The BIOS Timer clock has a value of 1.04 MHz using 
an 8.33 MHz SYSCLK input (an 8 to 1 ratio will al- 
ways exist between SYSCLK and the timer clock). 
This allows the counting of time intervals from 0 ms 
to approximately 65 ms. Because of the PCI clock 
rate, it is possible to start the counter and read the 
value back in less than 1 ys. The expected value of 
the expired interval is 0, but depending on the state 
of the internal clock divisor, the BIOS Timer might 
indicate that 1 ms has expired. Therefore, accuracy 
of the counter is + 1 ps. 


5.7.2.2 BIOS Timer Operations 


A write operation to the BIOS Timer Register will 
initiate the counting sequence. The timer can be ini- 
tiated by writing either the 16-bit data portion or the 
whole 32-bit register (upper 16 bits are “don’t 
care’’). After initialization, the BIOS timer will start 
decrementing until it reaches zero. Then it will stop 
decrementing (and hold a zero value) until initialized 
again. 


‘After the timer is initialized, the current value can be 


read at any time and the timer can be reprogrammed 
(new initial value written), even before it reaches 
zero. 


All write and read operations to the BIOS timer Reg- 
ister should include all 16 counter bits. Separate ac- 
cesses to the individual bytes of the counter must be 
avoided since this can cause unexpected results 
(wrong count intervals). 
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5.8 Interrupt Controller 


The SIO provides an ISA compatible interrupt con- 
troller which incorporates the functionality of two 
82C59 interrupt controllers. The two controllers are 
cascaded so that 14 external and two internal inter- 
rupts are possible. The master interrupt controller 
provides IRQ[7:0] and the slave interrupt controller 
provides IRQ [15:8] (see Figure 18). The two inter- 
nal interrupts are used for internal functions only and 
are not available to the user. IRQ2 is used to cas- 
cade the two controllers together and IRQO is used 
as a system timer interrupt and is tied to Interval 
Timer 1, Counter 0. The remaining 14 interrupt lines 
(IRQ1, IRQ3-IRQ15) are available for external sys- 
tem interrupts. Edge or level sense selection is pro- 
grammable on a by-controller basis. 


The Interrupt Controller consists of two separate 
82C59 cores. Interrupt Controller 1 (CNTRL-1) and 


Timer 1 Counter 0 ————————————__>| 0 


IRQ8# 

IRQ9 

-IRQ10 
IRQ11 
IRQ12/M 
FERR#IRQ13 
IRQ14 

IRQ15 
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Interrupt Controller 2 (CNTRL-2) are initialized sepa- 
rately and can be programmed to operate in differ- 
ent modes. The default settings are: 80x86 Mode, 
Edge Sensitive (IRQ0-15) Detection, Normal EOI, 
Non-Buffered Mode, Special Fully Nested Mode dis- 
abled, and Cascade Mode. CNTRL-1 is connected 


as the Master Interrupt Controller and CNTRL-2 is 


connected as the Slave Interrupt Controller. 


Note that IRQ13 is generated internally (as part of 
the coprocessor error support) by the SIO when bit 5 
in the ISA Clock Divisor Register is set to a 1. When 
this bit is set to a 0, then the FERR#/iIRQ13 signal | 
is used as an external IRQ13 signal and has the 
same functionality as the normal !RQ13 signal. 
IRQ12/M is generated internally (as part of the 
mouse support) by the SIO when bit 4 in the ISA 
Clock Divisor Register is set to a 1. When set to a 0, 
the standard IRQ12 function is provided. 


82C59 


CORE (INTR) 


INT 


CONTROLLER 1 (TO CPU) 


(MASTER) 


82C59 
CORE 


INT 
CONTROLLER 2 ee 


(SLAVE) 
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Figure 18. Block Diagram of the Interrupt Controller 
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Table 27 lists the I/O port address map for the interrupt registers: 


IRQI7:0] | 8s | CNTRL-1 Control Register 
IRQI7:01 002th CNTRL-1 Mask Register 


Table 27. interrupt Registers |/O Port Address Map 


— IRQL15:8} O0A0bh =|. 8 | __ CNTRL-2 Control Register 
IRQ[15:8) | 8s CNTRL-2 Mask Register 


IRQO, IRQ2, (and possibly IRQ13 and IRQ12 if the “mouse” or floating point error logic is disabled in the ISA 
Clock Divisor Register), are connected to the interrupt controllers internally. The other interrupts are always 
generated internally and their typical functions are shown in Table 28: 


Table 28. Typical Interrupt Functions 


| Controller _ Typical Interrupt Source 
Interval timer 1, Counter O OUT 


Expansion Bus Pin D0O3 


Expansion Bus Pin D04 
Mouse Interrupt 


Coprocessor Error 


Tings 
re 


IRQ7 | it Parallel Port 1, Expansion Bus B21 


ie 
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5.8.1 EDGE AND LEVEL TRIGGERED MODES 


There are two ELCR registers, one for each 82C59 
bank. They are located at I/O ports 04DOh (for the 
Master Bank, IRQ[0:1,3:7]#) and O4Dth (for the 
Slave Bank, IRQ[8:15])#. They allow the edge and 
level sense selection to be made on an interrupt by 
interrupt basis instead of on a complete bank. Inter- 
rupts reserved for ISA use MUST be programmed 
for edge sensitivity (to ensure ISA compatibility). 
That is, IRQ (0,1,2,8#,13) must be programmed for 
edge sensitive operation. The LTIM bit (Edge/Level 
Bank select, offsets 20h, AOh) is disabled in the SIO. 
The default programming is equivalent to program- 
ming the LTIM bit (ICW1 bit 3) to a 0. 


If an ELCR bit is equal to “O’’, an interrupt request 
will be recognized by a low to high transition on the 
corresponding IRQ input. The IRQ input can remain 
high without generating another interrupt. 


lf an ELCR bit is equal to “1”, an interrupt request 
will be recognized by a “‘low” level on the corre- 
sponding IRQ input, and there is no need for an 
edge detection. For level triggered interrupt mode, 
the interrupt request signal must be removed before 
the EOI command is issued or the CPU interrupt 
must be disabled. This is necessary to prevent a 
second interrupt from occurring. 


In both the edge and level triggered modes the IRQ 
inputs must remain active until after the falling edge 
of the first INTA#. If the IRQ input goes inactive 
before this time a DEFAULT IRQ7 will occur when 
the CPU acknowledges the interrupt. This can be a 
useful safeguard for detecting interrupts caused by 
spurious noise glitches on the IRQ inputs. To imple- 
ment this feature the IRQ7 routine is used for ‘“‘clean 
up” simply executing a return instruction, thus ignor- 
ing the interrupt. If IRQ7 is needed for other purpos- 
es a default IRQ7 can still be detected by reading 
the ISR. A normal IRQ7 interrupt will set the corre- 
sponding ISR bit, a default IRQ7 won't. If a default 
IRQ7 routine occurs during a normal IRQ7 routine, 
however, the ISR will remain set. In this case it is 
necessary to keep track of whether or not the IRQ7 
routine was previously entered. If another IRQ7 oc- 
curs it is a default. 


5.8.2 REGISTER FUNCTIONALITY 
For a detailed description of the Interrupt Controller 


register set, please see Section 4.4, Interrupt Con- 
troller Register Description. 
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5.8.3 NON-MASKABLE INTERRUPT (NMI) 


An NMI is an interrupt requiring immediate attention 
and has priority over the normal interrupt lines 
(IRQx). The SIO indicates error conditions by gener- 
ating a non-maskable interrupt. 


NMI interrupts are caused by the following condi- 
tions: 


1. System Errors on the PCI Bus. SERR # is driven 


low by a PCI resource when this error occurs. 


2. Parity errors on the add-in memory boards on the 
ISA expansion bus. IOCHK# is driven low when 
this error occurs. 


The NMI logic incorporates two different 8-bit regis- | 
ters. These registers are addressed at locations 


.061h and 070h. The status of Port (O61h) is read by 


the CPU to determine which source caused the NMI. 
Bits set to 1 in these ports show which device re- 
quested an NMI interrupt. After the NMI interrupt 
routine processes the interrupt, the NMI status bits 
are cleared by the software. This is done by setting 
the corresponding enable/disable bit high. Port 
(070H) is the mask register for the NMI interrupts. 
This register can mask the NMI signal and also dis- 
able or enable all NM! sources. 


The individual enable/disable bits clear the NMI de- 
tect flip-flops when disabled. 


All NMI sources: can be enabled or disabled by set- 
ting Port 070h bit 7 to a 0 or 1. This disable function 
does not clear the NMI detect flip-flops. This means, 
if NMI is disabled then enabled via Port 070h, then 
an NMI will occur when Port 070h is re-enabled if 
one of the NMI detect flip-flops had been previously 
set. 


To ensure that all NMI requests are serviced, the 
NMI service routine software needs to incorporate a 
few very specific requirements. These requirements 
are due to the edge detect circuitry of the host mi- 
croprocessor, 80386 or 80486. The software flow 
would need to be the following: 


1. NMI is detected by the processor on the rising 
edge of the NMI input. 


2. The processor will read the status stored in port 
061h to determine what sources caused the NMI. 
The processor may then set to 0 the register bits 
controlling the sources that it has determined to 
be active. Between the time the processor reads 
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the NMI sources and sets them to a 0, an NMI 
may have been generated by another source. 
The level of NMI will then remain active. This new 


NMI source will not be recognized by the proces- 


sor because there was no edge on NMI. 


3. The processor must then disable all NMI’s by set- 
ting bit 7 of port. 070H to a 1 and then enable all 
~NMI’s by setting bit 7 of port O70H to a 0. This will 
cause the NMI output to transition low then high if 
there are any pending NMI sources. The CPU’s 
NMI input logic will then register a new NMI. 


Section 4.5 Control Registers, contains a detailed 
description of the NMI Status and Control Register 
_ (port O61h) and the NMI Enable and Real-Time 
Clock Address Register at port 070h. 


5.9 Utility Bus Peripheral Support 


The Utility Bus is a secondary bus buffered from the 
ISA Bus used to interface with peripheral devices 
that do not require a high speed interface. The buffer 
control for the lower 8 data signals is provided by the 
SIO via two control signals; UBUSOE# and 
UBUSTR. Figure 19 shows a block diagram of the 
_ external logic required as part of the decode and 
Utility Bus buffer control. 


SERR # Port 061h, Bit 7 
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NMISource | I/O Port Bit for Status Reads 
IOCHK # | _ Port 061h, Bit 6 ° Port 061h, Bit 3 


| Table 29. NMI Source Enable/Disable and Status Port Bits 


_ 
intel. 
The SIO provides the address decode and three en- : 
coded chip selects to support: 


1. Floppy Controller 
2. Keyboard Controller 
3. Real Time Clock 


4. IDE Drive 


5. 2 Serial Ports (COM1 and COM2) 
6. 1 Parallel Port (LPT1, 2, or 3) 


7. BIOS Memory | 
- 8. Configuration Memory (8 Kbyte |1/O Mapped) 


The SIO also supports the following functions: 
1. Floppy DSKCHG Function 


2. Port 92 Function (Alternate A20 and Alternate 
Reset) 


3. Coprocessor Logic (FERR# and IGNNE# 
Function) 


The binary code formed by the three Encoded Chip 
Selects determines which Utility Bus device is se- 
lected. The SIO also provides an Encoded Chip Se- 
lect Enable signal (ECSEN#) that is used to select 
between the two external decoders. A zero selects 
decoder 1 and a one selects decoder 2. The table 
below shows the address decode for each of the 
Utility Bus devices. 


I/O Port Bit for Enable/Disable 
Port 06th, Bit 2 - 
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Table 30. Encoded Chip Select Summary Table 


| External Chip Cycle 
ECSADDR2|/ECSADDR1|ECSADDRO|ECSEN#| Address Decoded a ee 


Decoder 1 

o [© | 0 | © |fon7ehva7en  [ATCAEe | [V/OW | 
po | of tf [rth 73h, 75n,77n |RTCcs# || VORIW | 
po | tf o_o [ooh 62h, 64h, 66h |KEYBRDCS# | |/OR/W | 


1 1 OOOEQO00H-OO0FFFFFh |BIOSCS # 1 jMEM R/W 
FFFEOOOOhH—FFFFFFFFh | 
FFF80000h-FFFDFFFFh | 
1 3FOh-3F7h (primary) FLOPPYCS # 1/0 R/W 
370h-377h (secondary) 
1 1 1FOh-1F7h (primary) IDECSO # I/O R/W 
170h-177h (secondary) 
3F6h-3F7h (primary) IDECS1 # /0 R/W 
376h-377h (secondary) 
ae ee ae ee ee eee eee ee ee 
poo | lo fT ot fReseved | 


poo | co | tt focoon PGC | 8 VORMW | 
ee Se ee Oo ee Re 


3F8h-3FFh (COM1) COMACS # I/O R/W 
-Or- 

2F8h-37Fh (COM2) 

3F8h-3FFh (COM1) COMBCS # I/O R/W 
-Or- 

2F8h-37Fh (COM2) 

3BCh-3BFh (LPT 1) LPTCS# I/O R/W 

378h-37Fh (LPT2) 

278h-27Fh (LPT3) 


ae ee a ee ee ee (ae 
pot tt tt fidlestte ET 


NOTES: 

1. The encoded chip select signals for BIOSCS# will always be generated for accesses to the upper 64 KB at the top of 
1 MByte (FOOOOh-FFFFFh) and its aliases at the top of the 4 GB and 4 GB-1 MByte. Access to the lower 64 KByte 
(EQOOOh—-EFFFFh) and its aliases at the top of 4 GB and 4GB-1MB can be enabled or disabled through the SIO. An 
additional 384 KB of BIOS memory at the top of 4 GB (FFFDOOOOh-FFFDFFFFh) can be enabled for BIOS use. 

2. The primary and secondary locations are programmable through the SIO. Only one location range can be enabled at any 
one time. The floppy and IDE share the same enable and disable bit (i.e. if the floppy is set for primary, the IDE is also 
set for primary). 

. These signals can be used to select additional configuration RAM. 

. COM1 and COM2 address ranges can be programmed for either port A (COMACS #) or port B (COMBCS #). 

. Only one address range (LPT1, LPT2, or LPT3) can be programmed at any one time. 


om & © 
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Port 92h Function 


The SIO integrates the Port 92h Register. This regis- 


ter provides the alternate reset (ALTRST) and alter- 
nate A20 (ALT__A20) functions. Figure 19 shows 
how these functions are tied into the system. 


FLOPPYCS # Decode 
Enabled 
Enabled 
Disabled 
Disabled 


Disabled 


Disabled 


NOTE: — 


intel. 


DSKCHG is tied directly to the DSKCHG signal of 
the floppy controller. This signal is inverted and driv- 
en onto system data line 7 (SD7) during !/O read 
cycles to floppy address locations 3F7h (primary) or 


~ DSKCHG Function 


_ 377 (secondary) as indicated by Table 31. 


Table 31. DSKCHG Summary Table 


~ Disabled | 


1. For this mode to be supported, extra logic is required to disable the U-bus transceiver for accesses to 3F7/377. This is 
necessary because of potential contention between the Utility bus buffer and a floppy on the ISA Bus driving the system 


bus at the same time during shared I/O accesses. 


Coprocessor Error Support 

If bit 5 in the ISA Clock Divisor Register is set to a 
one, the SIO will support coprocessor error reporting 
through the FERR #/IRQ13 signal. 


FERR # is tied directly to the Coprocessor error sig- 
nal of the CPU. If FERR# is driven, active in this 
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mode (coprocessor error detected by the CPU), an 
internal IRQ13 is generated and the INT output from 
the SIO is driven active. When a write to I/O location 
FOh is detected, the SIO negates IRQ13 and drives 
IGNNE# active. IGNNE# remains active until 
FERR # is driven inactive. Note that IGNNE# is not 
generated unless FERR # is active. 
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$D0-7 F245 UDO-7 a 


UBUSOE# 

SD0-7 
UBUSTR 
UBUSOE# 


RTCALE# 


DACK6# Fos ) 


Note: DACK6# supports 
IDE DMA 


IRQ12/M 
Note: Applicable when 
ICD bit 4=0 


KEYBRDCS# 


XMEMW# 


ECSADDRO |-—___—¢-> a aah 
ECSADDR1 


ECSADDR2}———_—_e|-+-» 
alli 
ECSEN# 
S é 
/ 
O DSKCHG 


RR# 
FERR#ARQ13 = l 


Note: Applicable 
when ICD bit 5 = 1 


IDECSO# 


IGNNE# 

IGNNE# ‘ 
COMACS# 
COMBCS# | 
LPTCS# | 
not used 
<IDLE_STATE> L xion#_)F32> | 

KBDRST# ; NOTE: Not Used If Conf. Mem. 
in Flash Device 
ALT_RST# ALT_RST# | Fos —SRESET# 
ALT_A20 ALT_A20 


A20GATE_)F32> BURST )Fa2 >—AzOt 


290473-61 


Figure 19. Utility Bus External Support Logic 
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Utility Bus accesses by the SIO, by an ISA master, and by the DMA is shown in Figure 20 and Figure 21. 
UBUSOE# and UBUSTR are driven differently for DMA cycles as shown in Figure 21. 


BALE 


SA [16:0], 
LA[23:17],SBHE# 


lOR#,1OW# 
SD[7:0] R 
SD[7:0] W 
ECSADDR[2:0] 
ECSEN# 
UBUSOE# 
UBUSTR 


| U-Bus Access Cycle (SIO as Master) 


UBUSOE# 


UBUSTR __ 


_ U-Bus Access Cycle (ISA Master) 


~~) 


ECSEN# 
RTCALE# 


RTCALE 
U-Bus Access, 8-Bit I/O, RTCALE Cycle 
290473-62 


Figure 20. Utility Bus Access (SIO and ISA Master) 


DACK2# 


- UBUSOE# 
UBUSTR 


DACKO,1,3,5,6,7# 
UBUSOE# 


UBUSTR 


290473-63 


Figure 21. Utility Bus Access (DMA) 
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5.10 Power Management 

The SIO’s power management architecture is based 
around three core functions: 

1. SMM (System Management Mode) 

2. Clock Throttling 

3. APM (Advanced Power Management Interface) 


SMM is a mode during which an S Series Processor 


is executing SMM code from a secure memory 
space (SMRAM). SMM is invoked through the asser- 
tion of an SMI (System Management Interrupt). 


SMI# 


STPCLK# 
(pin 167) 


(pin 171) KYBDRST# 


External "Green" 
Interrupt Source 


CPURST 
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Physically, this is signaled over the SMI# pin. SMI’s 
are triggered by various hardware and software 
events. SMRAM is used to store the SMM code 


which is really the SMI interrupt handler routine. 


Clock Throttling will be used to reduce the power 
consumption of the CPU. STPCLK# is the physical 
signal used to control the CPU’s clock. 


APM creates an interface to allow the Operating 
System to communicate with the SMM code. 


Figure 22 shows how the power management sig- 


nals are connected in a Saturn based system with 
an S-series CPU. 


SRESETANIT 


SMIACT# 
INIT 
TA8 


290473-A3 


Figure 22. Power Management 


6.0 ELECTRICAL CHARACTERISTICS 


6.1 Absolute Maximum Ratings* 


Case Temperature under Bias ...—65°C to + 110°C 
Storage Temperature .......... —65°C to + 150°C 
Supply Voltages 

with Respect to Ground ...—0.5V to Vcc + 0.5V 
Voltage On Any Pin ......... —0.5V to Vcc + 0.5V 
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* WARNING: Stressing the device beyond the “‘Ab- 
solute Maximum Ratings” may cause permanent 
damage. These are stress ratings only. Operation 
beyond the “Operating Conditions” is not recom- 
mended and extended exposure beyond the “Oper- 
ating Conditions” may affect device reliability. 
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7.0 MECHANICAL SPECIFICATIONS 


7.1 Package Diagram 


25.35 (ref)——_______» 
156 . 


3.4020.10 | - 


3.86 Max 


0.076 Max >| |<~0.2320.05 


*Note* Height Measurements same 
as Width Measurements 


Tolerance Window for 
Lead Skew from Theoretical 
True Position 


—> oats Max 


Figure 23. 208-Pin Quad Flat Pack (QFP) Package Dimensions 


Units: mm 
290473-98 
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7.2 Thermal Specifications | 
Table 32. 82378 QFP Package Thermal Characteristics 


Parameter 


6 Case to Ambient 


8.0 TESTABILITY 


The TEST and TESTO pins are used to test the SIO. 
During normal operations, the TEST pin must be 
grounded. The test output TESTO may be left as a 
no-connect (NC). 


8.1 Global Tri-State 


The TEST pin and IRQ3 are used to provide a high- 
impedance tri-state test mode. When the following 
input combination occurs, all outputs and bi-direc- 
tional pins are tri-stated, with the exception of 
TESTO: 


TEST 
IRQ3 


‘4 33 
a 33 


The SIO must be reset after the bi-directional and 
output pins have been tri-stated in this manner. 


8.2 NAND Tree 


A NAND Tree is provided primarily for Vj, /Vj4 test- 
ing. The NAND Tree is also useful for ATE at board 
level testing. The NAND Tree allows the tester to 
test the solder connections for each individual signal 


pin. 


The TEST pin, along with IRQ5 or IRQ6, activates 
the NAND Tree. All bi-directional pins, and certain 
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pure output pins using bi-directional buffers for per- 
formance reasons, are tri-stated when the following 
input combinations occur: : 


TEST 
IRQ5 

- Or - 
TEST 
IRQ6 


‘*4 35 
“4 33 


‘4 $3 
“*9” 


In the 82378, the output pulse train is observed at 
the TESTO test output. Pure output pins are not in- 
cluded directly in the NAND Tree. As noted in Sec- 
tion 8.3, each output can be expected to toggle after 
the corresponding node noted next to the pin name 
toggles from a “1” to a “O”. 


The sequence of the ATE test is as follows: 


1. Drive TEST and IRQ5 high or TEST high and 


IRQ6 low. 
2. Drive each input and bi-directional pin noted in 
Section 8.3 high. 


3. Starting with the pin farthest from TESTO (SA8), 
individually drive each pin low. Expect TESTO to 
toggle with each pin. Expect each pure output 
noted in Section 8.3 to toggle after each corre- 
sponding input pin has been driven low. 

4. Turn off tester drivers before driving TEST low. 


5. Reset the SIO prior to proceeding with further 
testing. 
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8.3 NAND Tree Cell Order 
| Table 33. NAND Tree Cell Order 


ESTO _ Test Mode Output . 
Cell Closest to TESTO | 


Tree 
| Output # 


Pin # 


14 
21 


| 


7 


(>) ss 


207 SA14 
0 


© 
©) 


rs 
© 
qa 


or 


201 SA17 
0 


co) 
NO 
ro) 


oe) 
coma, 
Ce) 
Oo | 
w 
> 
on, 
co 


N 


19 


<o) 


197 SA19 


NO 
co) 


—_ : N a 


N 
© 
Oo 
on 
= 
mi 
= 
0 
+ 


<e) 


re) ra) 

co ;©o © 

= 10/10 5 
” re | =| wn 
= m > 
m = co 
Ss = 
= | % | ae 
+H 


= 
m 
= 
ae) 
4k 


NO Nh 
fe>) - 
_ 

1o 
© 


1584 ADVANGE INFORMATION 


intel ® 82378 SYSTEM I/O (SIO) 


Table 33. NAND Tree Cell Order (Continued) 

loupe [Pe | name | ome 
fer [we [zenowse[ OOSOS—S—SSC“CSCSCSCS 
ee ijwr [soe] OSOS~—SSSOSC“CS*~SCSCS 
feo jw [soo | OSOS—SSSOSCSCSC“‘“‘S*S*S~S™S 


io) 


2 180 

3 179 SD6 
4 178 SD7 
177 
176 
175 
174 
173 


172 


Gd) 


G@ | @® 


5 
6 


RSTDRV 


CHK ft 


i) 


ECSADDRO | NAND Tree Output of Tree Cell 28 


ECSADDR1 | NAND Tree Output of Tree Cell 29 
ECSADDR2 | NAND Tree Output of Tree Cell 30 


IRQ8 # 


170 | ECSEN# NAND Tree Output of Tree Cell 32 
169 | TEST Pi = > VCC, TEST must be ‘1’ 


167 STPCLK # 


165 UBUSTR NAND Tree Output of Tree Cell 33 
164 UBUSOE# | NAND Tree Output of Tree Cell 34 


163 PCIRST # 
161 DSKCHG 
160 SMI # 
159 ADO 

155 AD1 

154 AD2 

153 AD3 


GO 


7 
8 


1¢e) 


a 


9 


40 


ASN 


, 
42 


43 
4 
5 
46 


| fh 
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Table 33. NAND Tree Cell Order (Continued) 


Tree 
Output # 


ak 
NM 


pAN 
—_— | os 
ory; or; on 
oOo;]— 


aN 


ol 
—_ 


148 


_ 


oO 

sf 

— | 
A; PLT 
mw },o]o 


an} o 
“N | oO 
ra ae nee 
. ae ie 
oO |— 


C/BE1 # 


o 


oO | 
& | @ 


DEVSEL # 


oh, 


©) 
or 
wah | wh | 
N | © | 
MO;nm ] o@ 


o>) 
N 


FRAME # 
124 C/BE2# 


oO 
© 


N 
G 


My} oO 


NJ 
ié) 


120 


MN 
& 


50 
st 
so 
s3 
55 
sy 
se 
so 
60 
62 
6 
ey 
eo 
tO 
73 


1-586 | ADVANCE INFORMATION 


intel ° 82378 SYSTEM I/O (SIO) 


Table 33. NAND Tree Cell Order (Continued) 


81 AD25 
82 AD26 


a 
Te) 
> 
oO 
nO 
a | 


rs 
—h, 
ro) 
re) 
> 
Oo 
i) 
fo) 


REQ2# 


CPUGNT# | NAND Tree Output of Tree Cell 93 
GNT1# __| NAND Tree Output of Tree Cell 95 


GNTO# —_| NAND Tree Output of Tree Cell 100 


| 89 | FLSHREQ# | NAND Tree Output of Tree Cell 102 
NAND Tree Output of Tree Cell 103 


7 [119 | Ab20 
CC Ee 
7 [415 | abee 
Cs EE 
79 | 119 | C/BES# 
eo [112 | apaa 
Ca Ee 
e210 | AD26 
a 
i rears 
a 
EE 
jer 102 fast 
a 
EE 
a a 
a 
popuREQ# | 
| [95 | CPUGNT # 
| fee NTI 
|REQO# 
| [92 aNTo# 
/PCICLK 
| feo | FLSHREQ# 
}95 [88 | MEMACK# 
| 87 | MEMREG# 
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Table 33. NAND Tree Cell Order (Continued) : 


MEMCS# 


OT 


oo 
a 


PIRQ[3] # 
PIRQ(2] # 
PIRQ([1] # 


POI | 


10.2) 


76 . ALT__RST # | NAND Tree Output of Tree Cell 23 


NAND Tree Output of Tree Cell 24 | 
NAND Tree Output of Tree Cell 25 
72 - IGNNE # _NAND Tree Output of Tree Cell 26 


N 
Go 


NIN 


_ 
Ss 


NEN 
io) 


o 
A 


DACK7 # 


oO 


on 


a 
70 
[oo 
ca 
5 
64 
63 
62 
et 
60 | 
59 
58 
56 
55 
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Tree 
a # 


Table 33. NAND Tree Cell Order (Continued) 


after this pin is driven low. 


= Output signals will transition from high-impedance state to driving state 


8.4 NAND Tree Diagram 
Figure 24 shows the NAND Tree Diagram. 


IGNNE# 


| Cell 151 


Cell 150 NMI 


Cell 27 


ZEROWS# 
ee $D1 


290473-A4 


- Figure 24. NAND Tree Diagram for 82378 
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82379AB SYSTEM I/O-APIC (SIO.A) 


m Provides the Bridge between the PCI m Arbitration for ISA Devices 
Bus and ISA Bus — ISA Masters 
m 100% PCI and ISA Compatible — DMA and Refresh 
— PCIi and ISA Master/Slave Interface — @ Arbitration for PCi Devices 
— Directly Drives 10 PCi Loads and — Six PCI Masters Are Supported 
6 ISA Slots. — Fixed, Rotating, or a Combination of 
— Supports PCI at 25 MHz and 33 MHz the Two - 
eae ISA from 6 MHz to = Utility Bus (X-Bus) Peripheral Support 
7 — Provides Chip Select Decode 
m Enhanced DMA Functions — Controls Lower X-Bus Data Byte 
— Compatible DMA Transfers Transceiver 
— 27-Bit Addressability , . | 
— Seven Independently Programmable " st esha Punctonally eh one: 
Channels ne : 
— Functionality of Two 82C37A DMA af Ltt Se 
Controllers — Speaker Tone Output 
a" sili Honest dea Buffers to Improve m Integrates the Functionality of Two 
— 8-Byte DMA/ISA Master Line Buffer eoAa Wieige Gineo 
Bey Posted Memory Write Buffer — Edge/Level Selectable Interrupts: 
2 Each Interrupt Individually | 
m Integrated 16-Bit BIOS Timer Programmable | 
m Non-Maskable Interrupts (NMI) m= Complete Support for SL Enhanced 
— PCi System Errors Intel486™ CPU’s 
— ISA Parity Errors — SMI# Generation Based on System 
mw Four Dedicated PCI Interrupts Hardware Events 


— Level Sensitive 
— Can be Mapped to Any Unused 
Interrupt 


— STPCLK# Generation to Power 
Down the CPU 


Integrated I/O Advanced 
Programmable Interrupt Controller 
(APIC) 


The 82379AB System |/O-APIC (SIO.A) component provides the bridge between the PCI bus and the ISA 
expansion bus. The 82379AB also integrates many of the common I/O functions found in today’s, ISA based 
PC systems. The 82379AB incorporates the logic for a PCI interface (master and slave), ISA interface (master 
and slave), enhanced seven channel DMA controller that supports data buffers to isolate the PCI bus from the 
ISA bus and to enhance performance, PCI and ISA arbitration, 14 level interrupt controller, a 16-bit BIOS timer, 
three programmable timer/counters, and Non-Maskable Interrupt. (NMI) Control Logic. The 82379AB also 
provides decode for peripheral devices such as the Flash BIOS, Real Time Clock, Keyboard/Mouse Control- 
ler, Floppy Controller, two Serial Ports, one Parallel Port, and IDE Hard Disk Drive. The 82379AB supports 
several Advanced Power Management features such as SMI # Interrupt. The 82379AB also supports a total of 
6 PCI Masters, and can support up to 4 PCI Interrupts. The 82379AB incorporates an Advanced Programma- 
ble Interrupt Controller (APIC) that communicates with the processor via a dedicated two data bit bus. 


The complete document for this product can be ordered by calling 1-800-548-4725. 
December 1994 
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PCICLK 
PCIRST# 
AD[31:0] 

C/BE#(3:0] 


FRAME# © 


TRDY# 
IRDY# 
STOP# 
LOCK# 
DEVSEL# 
SERR# 
PAR 
IDSEL 
MEMCS# 


CPUREQ# 


CPUGNT#. 


REQO#/SIOGNT# 
GNTO#/SIOREQ# 
REQI# 
GNT1#/RESUME# 
———- REQ(S:2)# 
GNT[3:2]# 
MEMREQ# 
MEMACK# 


FLSHREQ# - 


IRQ8# 
IRQ12/M 
INT 

NMI 
IRQ(15,14, 
11:9,7:3,1] 
PIRQ[3:0]# 


TEST 
SPKR/TESTO 
SMIt 
STPCLK# 


EXTSMI# 
INIT 


APICCLK 
APICDO 


_ APICD1 


1-592 


PCI 
Arbiter 


(Scatter/ 
Gather) 


ISA 
. Bus 
Interface 


DMA 


Timers/ 
Counters 


BIOS Timer 


82379AB Component Block Diagram 
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ADVANCE INFORMATION 


82091AA 


ADVANCED INTEGRATED PERIPHERAL (AIP) | 


Single-Chip PC Compatible I/O Solution 

for Notebook and Desktop Platforms: 

— 82078 Floppy Disk Controller Core 

— Two 16550 Compatible UARTs 

— One Multi-Function Parallel Port 

— IDE Interface 

— Integrated Back Power Protection 

— Integrated Game Port Chip Select 

— 5V or 3.3V Supply Operation with 5V 
Tolerant Drive Interface 

— Full Power Management Support 

— Supports Type F DMA Transfers for 
Faster |/O Performance 

— No Wait-State Host I/O Interface 

— Programmable Interrupt Interfaces 

— Single Crystal/Oscillator Clock 
(24 MHz) 

— Software Detectable Device ID 

— Comprehensive Powerup 
Configuration 


The 82091AA is 100 Percent 
Compatible with EISA, ISA and AT 


Host Interface Features 

— 8-Bit Zero Wait-State ISA Bus 
interface 

— DMA with Type F Transfers 

— Five Programmable ISA Interrupt 
Lines 

— Internal Address Decoder 


Parallel Port Features 

— All IEEE Standard 1284 Protocols 
Supported (Compatibility, Nibble, 
Byte, EPP, and ECP) 

— Peak Bi-Directional Transfer Rate of 
2 MB/sec 

— Provides Interface for Low-Cost 
Engineless Laser Printer 

— 16-Byte FIFO for ECP 


Floppy Disk Controller Features | 

— 100 Percent Software Compatible 
with Industry Standard 82077SL and 
82078 | 

— Integrated Analog Data Separator 
250K, 300K, 500K, and 1 MBits/sec 

— Programmable Powerdown 
Command 

— Auto Powerdown and Wakeup 
Modes 

— Integrated Tape Drive Support 

— Perpendicular Recording Support for 
4 MB Drives 

— Programmable Write Pre- 
Compensation Delays 

— 256 Track Direct Address, Unlimited 
Track Support 

— 16-Byte FIFO 

— Supports 2 or 4 Drives 


16550 Compatible UART Features 

— Two Independent Serial Ports 

— Software Compatible with 8250 and 
16450 UARTs 

— 16-Byte FIFO per Serial Port 

— Two UART Clock Sources, Supports 
MIDI Baud Rate 


IDE Interface Features 

— Generates Chip Selects for IDE 
Drives 

— Integrated Buffer Control Logic 

— Dual IDE Interface Support 


Power Management Features 

— Transparent to Operating Systems 
and Applications Programs 

— Independent Power Control for Each 
Integrated Device 


100-Pin QFP Package 


(See Packaging Spec. 240800) 


— Interface Backpower Protection 


The 82091AA Advanced Integrated Peripheral (AIP) is an integrated |/O solution containing a floppy disk 
controller, 2 serial ports, a multi-function parallel port, an IDE interface, and a game port on a single chip. The 
integration of these I/O devices results in a minimization of form factor, cost and power consumption. The 


Refer to Chapter 2 for the complete document on this product. 
December 1994 
Order Number: 290486-003 1-593 
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floppy disk controller is the 82078 core. The serial ports are 16550 compatible. The parallel port supports all of 
the IEEE Standard 1284 protocols (ECP, EPP, Byte, Compatibility, and Nibble). The IDE interface supports 
8- or 16-bit programmed I/O and 16-bit DMA. The Host Interface is an 8-bit ISA interface optimized for type 
‘F” DMA and no wait-state 1/O accesses. Improved throughput and performance, the 82091AA contains six 
16-byte FIFOs-two for each serial port, one for the parallel port, and one for the floppy disk controller. The 
82091AA also includes power management and 3.3V capability for power sensitive applications such as 
notebooks. The 82091AA supports both motherboard and add-in card configurations. 


i Host 


le Interface 
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Interface Parallel 


Port — 


Floppy Drives 
Parallel Port 
Buffer Direction 
or 
Game Port 
Chip Select 


PPDIR or 
GAME 
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Figure 1. 82091AA Advanced Integrated Peripheral Block Diagram 
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UPI-C42/UPI-L42 
UNIVERSAL PERIPHERAL INTERFACE 
CHMOS 8-BIT SLAVE MICROCONTROLLER 


m Pin, Software and Architecturally _ One 8-Bit Status and Two Data 
Compatible with all UPI-41 and UPI-42 Registers for Asynchronous Slave-to- | 
Products Master Interface 

m Low Voltage Operation with the UPI- ‘| Fully Compatible with all Intel and Most 
L42 Other Microprocessor Families 


— Full 3.3V Support 


m@ Interchangeable ROM and OTP EPROM | 

@ Integrated Auto A20 Gate Support Versions 

m Suspend Power Down Mode m Expandable I/O 

m Security Bit Code Protection Support m Sync Mode Available | 

m 8-Bit CPU plus ROM/OTP EPROM, RAM, m Over 90 Instructions: 70% Single Byte 
1/0, Timer/Counter and Clock in a m@ Quick Pulse Programming Algorithm 
Single Package — Fast OTP Programming 

m 4096 x 8 ROM/OTP, 256 x 8 RAM 8-Bit m Available in 40-Lead Plastic, 44-Lead 
Timer/Counter, 18 Programmable I/O Plastic Leaded Chip Carrier, and 
Pins 44-Lead Quad Flat Pack Packages 

m DMA, Interrupt, or Polled Operation (See Packaging Spec., Order #240800, Package Type P, N, 
Supported ene) 7 


The UPI-C42 is an enhanced CHMOS version of the industry standard Intel UPI-42 family. It is fabricated on 
Intel’s CHMOS Ill-E process. The UPI-C42 is pin, software, and architecturally compatible with the NMOS UPI 
family. The UPI-C42 has all of the same features of the NMOS family plus a larger user programmable memory 
array (4K), integrated auto A20 gate support, and lower power consumption inherent to a CHMOS product. 


The UPI-L42 offers the same functionality and socket compatibility as the UPI-C42 as well as providing low 
voltage 3.3V operation. 


The UPI-C42 is essentially a “slave” microcontroller, or a microcontroller with a slave interface included on the 
chip. Interface registers are included to enable the UPI device to function as a slave peripheral controller in the 
MCS Modules and iAPX family, as well as other 8-, 16-, and 32-bit systems. 


To allow full user flexibility, the program memory is available in ROM and One-Time Programmable EPROM 
(OTP). 


Test oC] } 4019 Veg 
xTat1 42 390 Test 1 
XTAL2 [3 38 7) P,, /DACK 
RESET C94 37) P26 /0RQ 
ss qs 36 P,, /iBF 


UPi-C42 


3 
SYNC 11 ypj-caz 30fC9P,5 UPI-C42 
° 29 Fr, UPI-L42 fos 


UPI-L42 


12 13 14 15 16 17 18 19 20 21 22 
: 
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Figure 1. DIP Pin 290414-2 | 290414-3 
Configuration Figure 2. PLCC Pin Configuration Figure 3. QFP Pin Configuration 


Refer to Chapter 4 for the complete document on this product. 
October 1994 
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EISA TERMINOLOGY 


ISA BUS— The bus used in Industry Standard Archi- 
tecture compatible computers. In the context of an 
-EISA system, it refers to the ISA subset of the EISA 
bus. 


EISA BUS— Extended ISA bus, a superset of the 
ISA bus. It includes all ISA bus features, along with 
extensions to enhance Penonmante and capabili- 
ties. 


HOST CPU— The main system processor, located 
- ona separate Host Bus. This uses the EBC and oth- 

er system board facilities to interface to the EISA 
bus. 


CPU CYCLE— 386 CPU and/or the 82385 subsys- 
tem, or 80486 CPU is the master running the cycle. 


EISA MASTER— A 16-bit or 32-bit bus master that 
uses the EISA signal set to generate memory or I/O 
cycles. The bus controller will convert the EISA con- 
trol signals to ISA signals, when necessary. 


“ISA MASTER—A 16-bit bus master that uses the 


ISA subset of the EISA bus for generation of memo- 
ry or I/O cycles. This device must understand 8-bit 
or 16-bit ISA slaves, and route data to the appropri- 
ate byte lanes. It is not required to handle any of the 
signals associated with the extended portion of the 
_ EISA bus. 


EISA SLAVE— An 8-bit, 16-bit or 32-bit memory or 
I/O slave device that uses the extended signal set of 
_ the EISA bus to accept cycles from various masters. 
It returns information about its type and width using 
extended and ISA signals. 


ISA SLAVE— A 16-bit or 8-bit slave that uses the 
ISA subset of the EISA bus to accept cycles from 
various masters. It returns ISA signals to indicate its 
type and width. 


DMA SLAVE— An !/O device that uses the DMA 
signals (DREQ, DACK#) of the system board ISP to 
perform a direct memory access. 


-ISACMD— The ISA command signals (IORC#, 
lIOWC#, MRDC#, MWTC#) 


ASSEMBLY/DISASSEMBLY— This occurs when 
the master/slave data bus size are mismatched. The 
EBC runs multiple cycles to route bytes to the appro- 
priate byte lanes (byte swapping). For example, if 
the 32-bit CPU is accessing an 8-bit slave, the EBC 


Intel486 is a trademark of Intel-Corporation. 
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will need to run four cycles to the 8-bit slave and 
route the bytes to appropriate byte lanes 


CYCLE TRANSLATION— This is performed by the 
EBC when the master and slave are on different 
busses (Host/EISA/ISA). The EBC will translate the 
master protocol to the slave protocol (Host master 
accessing EISA slave). 


EISA System Introduction 


Extended Industry Standard Architecture (EISA) is a 
high performance 32-bit architecture based upon the 
Industry Standard Architecture (ISA) (PC AT*). The 
wide acceptance of the 32-bit 386 microprocessor 
family has led to this interest in extending ISA to 32- 
bits. EISA’s advanced capabilities and 32-bit archi- 
tecture can unleash the full potential of the 386 and 
i486™ CPUs. 


The EISA consortium has defined the EISA bus in 


_ response to the demand for a 32-bit high perform- 


ance ISA compatible system. The open industry 
standard allows for industry wide periepeton, com- 


patibility, and differentiation. 


EISA brings advances in performance and conve- 
nience to the user. It provides 32-bit memory ad- 
dressing and data transfers for CPU, DMA and bus 
masters allowing 33 Mbyte/second transfer rate for 
DMA and bus masters on the EISA bus. EISA pro- 
vides a specification for auto-configuration of add-in . 
cards that will eliminate the need for jumpers and 
switches on EISA cards. Interrupts are shareable 
and programmable. Figure 1 and 2 show the types 
of busses in an EISA system. A new bus-arbitration 
makes possible a new generation of intelligent bus 
master add-in cards that bring advanced applica- 
tions to PCs. 


Since the EISA system is 100% compatible with the 
ISA 8-bit and 16-bit expansion boards and software, 
ISA cards can be plugged into the EISA connector 


slots. The EISA slots can be defined as ISA or EISA 


for ease of compatibility during configuration. The 
EISA connector is a superset of the ISA connector 


‘maintaining full compatibility with ISA expansion 


cards and software. Simultaneous use of EISA and 
ISA add-in boards is available with automatic system 
and expansion board configuration. 


82350 EISA Chip Set Highlights 


The Intel 82350 EISA chip set is the industry’s first 
100% EISA/ISA compatible chip set. The 82350. 


*PC AT is a trademark of International Business Machine Corporation. 
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EISA chip set supports the 33 MHz and 25 MHz 
386 CPU or i486 CPU, 82385 Cache Controller, and 
optional 80387 numerics coprocessor. The EISA 
chip set includes three chips: 


82352DT EISA Bus Buffers (EBB) (Optional) 
82357 Integrated System Peripheral (ISP) 
82358 EISA Bus Controller (EBC) 


Information on the 82352DT EBB device is located 
in a separate data sheet. 


The ISP performs the DMA functions of the system 
and is fully compatible with ISA functions. It inte- 
grates seven 32-bit DMA channels, five 16-bit tim- 
er/counters, two eight channel interrupt controllers, 
and provides for multiple NMI control and genera- 
tion. It provides refresh address generation and 
keeps track of pending refresh requests when the 
bus is unavailable. The ISP supports multiple EISA 
bus masters while offering intelligent system arbiter 
services which grant the bus on a rotational basis. 


5386™ CPU 


"82395 
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Controller 


13871 Co-Proc. 


Yj ‘@, 
[ 18235201 
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DATA SWAP 
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E8235 201 
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ZOATA PARITY 
BUFFER 


Go 8235201 
1 EBB 
ADDRESS 
BUFFER J 
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The EBC is the EISA “engine”. It is an intelligent bus 
controller that controls 8, 16 and 32-bit bus masters 
and slaves. It provides the state machine interface 
to Host, ISA and EISA busses. and other IC’s in the 
chip set. It offers a simple interface to the 386/i486 
CPU and EISA bus. The EBC services as a bridge 
between the EISA and ISA devices. Data bus size 
mismatches are handled automatically by the EBC 
(including byte assembly and disassembly). It also 
guarantees cache operation on the Host, EISA, and 
ISA busses. 


More information on EBC and ISP devices can be 
found in the data sheets in this document. 


The 82355 Bus Master Interface Chip (BMIC) is a 
new device for add-in cards that takes advantage of 


the EISA bus master capabilities. Information on the 
82355 BMIC is located in a separate data sheet. 
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2) ASIC (Custom) 

3) ASIC (Standard) 
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Figure 1. Intel’s 386 CPU System with 82350 EISA Chip Set 
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NOTE: 

*Memory Controller can be implemented as: - 

1) Discrete + og 
2) ASIC (Custom) 

_ 3) ASIC (Standard) 


Figure 2. Intel’s i486T™ CPU System with 82350 EISA Chip Set 
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MECHANICAL DATA Introduction 
The individual components of Intel’s EISA Chip Set 
PACKAGING INFORMATION | come in JEDEC standard Gull Wing packages (25 
. MIL pitch), with “bumpers” on the corners for ease 
(See Packaging Spec. Order # 231369) of handling. Please refer to the accompanying table 


for the package associated with each device, and to 
the individual component specifications for pinouts. 
(Note that the individual pinouts are numbered con- 
sistently with the numbering scheme depicted in the 
accompanying figures). : 


TYPICAL LEAD 


Case Outline Drawings 
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PRINCIPAL DIMENSIONS & DATUMS 


Zz 

s ‘ 
an : 
wn 5 
Ss | 8 
ss 


Poi 
“Li 


D2 
D 
D1 


FOP VIEW 


mNM. : 
=- 
Lis 
Lil 
N 
bd 


1-602 oe — 


intel. 82350 


TERMINAL DETAILS 
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mm (inch) 
BUMPER DETAIL 
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1.22 (.848) 
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Package Thermal Specification | The PQFP case temperature should be measured at 
the center of the top surface opposite the pins, as 


The 82357 ISP and 82358 EBC are specified for op- shown in the figure below. 
eration when the case temperature is within the 

range of 0°C to 85°C. The case temperature may be 

measured in any environment, to determine whether 

the device is within the specified operating range. 


PLASTIC QUAD FLAT PACK (PQFP) 


MEASURE PQFP CASE TEMPERATURE 
AT CENTER OF TOP SURFACE 


290220-7 


ce [so [to | 200 | 400 | 600 | e00 
“esmcion—oao [7 | 7 | 7 | 7 | 7 |7 | 7 


NOTES: 
1. Table 2 applies to the PQFP device plugged into a socket or soldered directly into the board. 
2. Oya = Oyo + Oa. 


PROCESS NAME: 
1.24 CHMOS III P-well 


Icc AT HOT WITH NO RESISTIVE LOADS: 
150 mA Max at 85°C. 
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82352DT 
EISA BUS BUFFER (EBB) 
m Designed Specifically for EISA Bus m 120-Pin Quad Flat Pack (QFP) 
Requirements = Similar in Function to Discrete 
m Provides Three Modes of Operation implementation Using 74F543s/544, 
— Data Latch and Swap Functions 74180s, and 74ALS245s 
Allow Swapping and Assembly of = Re 
places 19 Discrete Components 
Data between the Host and EISA/ISA = __ Three 82352DTs are Used Per 82350 
Buses on a Byte by Byte Basis 
(Mode 0) EISA System 
— Provides a Buffered Path with Parity m The 82352DT Interfaces Easily to. the 1 
Generation/Check between the Host System 
Data Bus and DRAM (Mode 1) — Buffer Control for the 32-Bit Mode 
— Address Latch Functions Provide W/O Parity and the EISA Address 
Latching between the Host and Mode is Provided by the 82358 (EISA 
EISA/ISA Buses (LA and SA Bus Controller) 
Addresses) (Mode 3) pie oe Specification Order Number 240800, Package 
‘Type _ 


The 82352DT design allows it to replace the multiple address and data latch-buffer/driver ICs used in EISA 
applications. The EBB provides three modes of operation: a 32-bit mode without parity to replace the EISA 
data swap buffers, a 32-bit mode with parity to replace the EISA DRAM data parity buffers, and an EISA 
address mode to replace the host to EISA/ISA address buffers. Mode 2 on the EBB is reserved. The same 
chip is strapped in three different ways to obtain the three configurations. 


82352DT is manufactured and tested for Intel by LSI Logic in accordance with their internal standards. 


The complete document for this product is available on Intel’s “Data-on-Demand”’ CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 
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INTEGRATED SYSTEM PERIPHERAL (ISP) 


m@ Provides Enhanced DMA Functions m Incorporates the Functionality of Two 


— ISA/EISA DMA Compatible Cycles 
— All Transfers are Fly-By Transfers 
— 32-Bit Addressability : 
-—— Seven Independently Programmable 
Channels 
— Provides Timing Control for 8-, 16-, 
and 32-Bit DMA Data Transfers 
— Provides Timing Control for 
Compatible, Type “A”, Type “B’’, and 
Type “C” (Burst) Cycle Types 
_—33 Mbytes/sec Maximum Data 
Transfer Rate © 
— Provides Refresh Address 
- Generation 
— Supports Data Communication 
Devices and Other Devices That 
Work from a Ring Buffer in Memory 
— Incorporates the Functionality of 
Two 82C37A DMA Controllers 


Provides High Performance Arbitration 
— For CPU, EISA/ISA Bus Masters, 
DMA Channels, and Refresh 


82C59A Interrupt Controllers 

— 14 Independently Programmable 
Channels for Level-or-Edge 
Triggered Interrupts 


Five Programmable 16-Bit Counter/ 
Timers 
— Generates Refresh Request Signal 


_— System Timer Interrupt 


— Speaker Tone Output 

— Fail-Safe Timer 

— Periodic CPU Speed Control 

— 82C54 Programmable Interval Timer 
Compatible 


Provides Logic for Generation/Control 


of Non-Maskable Interrupts 


— Parity Errors for System and 
Expansion Board Memory 
— 8 ws and 32 us Bus Timeout 
— Immediate NMI Interrupt via 

Software Control 
— Fail-Safe Timer 


132-Pin PQFP Package 


(See Packaging Specifications: Order Number 240800, 
Package Type NG) 


82357 Internal Block Diagram 
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Intel486 is a trademark of Intel Corporation. | 

The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 

your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 
. . . March 1994 
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EISA BUS CONTROLLER 
m= Supports 82350 and 82350DT Chip Set —=—s m_=~Supports 8-, 16-, or 32-bit DMA Cycles 
Based Systems — Type A, B, or C (Burst) Cycles 
— Mode Selectable for Either 82350 or — Compatible Cycles 


82350DT Based Systems 


— Mode Defaults to 82350 Based m Supports Host and EISA/ISA Refresh 


Cycles 


Systems 
m Socket Compatible with the 82358 zs th hata hahaha Signal for newnee 
(EISA Bus Controller) — 82353 (ADP) and 82352 (EBB) 
7 Some” ISA Bus Cycle = Supports Byte Assembly/Disassembly 
—EISA/ISA Standard Memory or 1/0 eer omer 
Cycles m Selectable Host (CPU) Posted Memory 
— EISA/ISA Wait State Cycles __ Write Support to EISA/ISA Bus" 
— ISA No Wait State Cycles m Cache Controller (82385, 82395) 
— EISA Burst Cycles Interface to Maximize Performance for 
m Supports Intel386™ & Intel486™ 386 Based Systems 
Microprocessors | m Supports I/O Recovery Mechanism 
m Translates Host (CPU) and 82359 m Generates CPU, 82385, and System 
(DRAM Controller) Cycles to EISA/ISA Software Resets 
oe ca rae m 132-Pin PQFP Package 
ee asrers_g_ Low Power CHMOS Technology 
a Generates EISA Signals for ISA Masters (See Packaging Specification Order #240800, Package Type 


NG) 


The 82358DT EISA Bus Controller is part of Intel’s 82350 and 82350DT chip sets. There are five mode or 
function select pins which allow the 82358DT to be programmed for use in either 82350 or 82350DT based 
systems. The mode pins also provide support for posted memory write cycles to the EISA/ISA bus and 
Intel486™ burst support. The 82358DT defaults to 82350 mode and is 100% socket compatible with the 
82358 (EBC). 


The 82358DT interfaces the 386 and Intel486 microprocessors to the Extended Industry Standard Architec- . 
ture (EISA) bus. It is used to facilitate bus cycles between the Host (CPU) bus and the EISA/ISA bus. In an 
82350 system, the 82358DT interfaces to the cycle address and control signals of the Host bus. In an 
82350DT system, the 82358DT interfaces to the cycle address and control signals of the 82359 DRAM 
controller. The 82358DT generates the appropriate data conversion and alignment control signals to imple- 
ment an external byte assembly/disassembly mechanism for transferring data of different widths between the 
Host, EISA, and Industry Standard Architecture (ISA) buses. It also provides the cycle translation between the 
Host, EISA, and ISA buses. 


The 82358DT is tightly coupled with the 82357 DMA controller (ISP) to run 8-. 16-, or 32-Bit EISA/ISA DMA 
transfers. 


The 82358DT features hardware enforced I/O recovery logic to provide |/O recovery time between back- to- 
back I/O cycles. 


The 82358DT provides special cache hardware interface signals to implement a high performance 386 based 
system with an 82385 or 82395 cache controller. 


The 82358DT also provides resets to the Intel486, 80386, 82385, and other devices in the system to provide 
an integrated synchronous system reset. 


Intel486 is a trademark of Intel Corporation. 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 
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82355 
BUS MASTER INTERFACE CONTROLLER 
| _- (BMIC) 
m Designed for use in 32-Bit EISA Bus m Supports Automatic Handling of 
- Master Expansion Board Designs Complete EISA Bus Master Protocol 
— Integrates Three Interfaces | — EISA Arbitration/Preemption 
(EISA, Local CPU, and Transfer — Cycle Timing and Execution 
Buffer) — Byte Alignment 
m Supports 16- and 32-Bit Burst Transfers — 1K Boundary Detection 
— 33 Mbytes/Sec Maximum Data _ m Supports Local Data Transfer Protocol 
Transfers — - Similar to Traditional DMA 
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1.0 INTRODUCTION 


The 82355 Bus Master Interface Controller (BMIC) is - 


a highly integrated Bus Master designed for use in 
32-Bit EISA Bus Master expansion board designs 
and supports all of the enhancements defined in the 
EISA specifications required for EISA bus master ap- 
plications. The BMIC provides a simple, yet, power- 
ful and flexible interface between the functions on 
the expansion board and the EISA bus. With the 
help of external buffer devices, the BMIC provides 
all EISA control, address, and data signals neces- 
sary to interface to the EISA bus. 


The primary function of the 82355 is to support 16- 
and 32-bit burst data transfers between functions on 
the EISA expansion board and the EISA bus. Data 
transfer rates of up to 33 Mbytes/sec are supported 
(the fastest transfer rate available on an EISA bus). 
The following logic on the BMIC supports efficient 
burst transfers: 


e Arbitration logic, for gaining control of the EISA 
bus 


e Two transfer-address and byte counters 


e Two data FIFOs, which allow expansion board 
and EISA bus timing to operate asynchronously 


e Data shifters, which align data to specific byte 
boundaries 


e A transfer buffer interface, for the data transfers 
on the expansion board 

® General-purpose command and status interface 
logic 

@ Local processor interface, to allow programming 
by an on-board processor 


e EISA slave interface, to allow communication 
| with the EISA system 
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The BMIC greatly simplifies the design of EISA ex- 
pansion boards. With the 82355, a board can be im- © 
plemented with simple logic similar to that used in 
traditional ISA DMA designs. The EISA standard al- 
lows. designs with 32-bit data and address buses, 
burst transfers, and. automatic handling of the full 
EISA bus master protocol. 


To maximize system throughput, the 82355 BMIC 
incorporates three fully concurrent interfaces: EISA 
interface, Transfer Buffer interface, and Local Proc- 
essor interface. The EISA interface incorporates two 
24-byte FIFOs, and implements the full EISA proto- 
col. The Transfer Buffer interface is optimized for 
high speed static RAM buffers, and can operate at a 
maximum frequency of 20 MHz. The Local Proces- 
sor interface supports a generic slave interface, and 
allows the local processor to fully program the BMIC 
for operation. Local processors are supported with 
the ability to access individual locations in system 
memory or I/O space; this peek-and-poke feature 
allows the expansion board to communicate easily 
with other devices in the system. All three interfaces 
can operate simultaneously, thus maximizing overall 
system performance. 


Address-generation support for the data transfer 
buffer logic on the expansion board is provided on- 
chip. The transfer logic on the expansion board can 
use a high-speed asynchronous transfer clock. The 
BMIC handles all synchronization with the EISA bus. 
A FIFO within the BMIC eliminates performance 
degradation on burst transfers caused by synchroni- 
zation delays. The BMIC also provides a set of pro- 
grammable address comparators that drive external 
chip selects on the expansion board to assist local 


. devices in decoding |/O address ranges. 
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1.1 BMIC Terminology/Definitions 


EISA BUS MASTER—A 32- or 16-bit device that 
uses the extended part of the EISA bus to generate 
memory or I/O cycles. 


Downshifting Bus Master—A ‘“‘downshifting” mas- 


ter is a 32-bit master which can convert to a 16-bit: 


master ‘‘on the fly”. The BMIC will only downshift 
from a 32-bit master to a 16-bit master if pro- 
grammed for burst mode (refer to Section 4.2.1). 


EISA READ—A data transfer (burst, non-burst (two 
BCLK), or mismatched) from system to the expan- 
sion board across transfer channel 1. 


EISA WRITE—A data transfer (burst, non-burst (two 
BCLK), or mismatched) from the expansion board to 
system memory across one of the two transfer chan- 
nels. 


1/0 ADDRESS DECODE SUPPORT—Refers to slot 
specific or general |/O address decoding. 


Slot Specific Address Decoding—Refers to the 
decoding of unique addresses allocated to EISA slot 
specific expansion boards. These addresses are: 
X000h—XOFFh, X400h-X4FFh, X800h-X8FFh, and 
XCOOh-XCFFh, where X represents the EISA slot 
number. EISA slot number ‘‘O” is reserved for the 
EISA system board. 


General |/O Address Decoding—Refers to the de- 
coding of addresses allocated to ISA expansion 
boards. These addresses are: 0100h-—O03FFh. 


LOCAL PROCESSOR—A processor located on the 
expansion board. 


SYSTEM CPU—Processor located on the mother- 
board. 


SYSTEM MEMORY—Memory located on the EISA. 


bus or motherboard. 


TRANSFER INTERRUPTION—A transfer interrup- 
tion is defined as an occurrence resulting in a break 
in a transfer caused by one of the following condi- 
tions: A FIFO pause, a FIFO stall, a channel preemp- 
tion, a channel clear or suspension, a 1K page 
break, or a transfer complete (EOP). 
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FIFO Pause—This is a condition where the EISA 
bus does not provide or take data at a rate fast 
enough to keep up with the expansion board trans- 
fer buffer logic. During an EISA read, this condition is 
defined as an empty FIFO. During an EISA write, this 
condition is defined as a full FIFO. A FIFO pause is 
considered a preferred condition and under normal 
operations should occur frequently. A FIFO pause 
will result in the BMIC negating TRQ# until the FIFO 
becomes not full during an EISA write or not empty 
during an EISA read. 


FIFO Stall—This is a condition where the transfer 
buffer logic on the expansion board does not pro- 
vide or take data at a rate fast enough to keep up 
with the EISA bus. During an EISA read, this condi- 
tion is defined as a full FIFO. During an EISA write, 
this condition is defined as an empty FIFO. Under 
normal operations, a FIFO stall is expected to be a 
rare and exceptional event. For additional informa- 
tion regarding a FIFO stall, refer to Section 6.2. 


Channel Clear—A channel clear results in the im- 
mediate termination of the current transfer and the 
flushing of the channel’s corresponding FIFO. A 
channel clear is initiated by setting the CFGCL bit in 
the corresponding channel’s Configuration register 
to a 1. For additional information regarding channel 
clear, refer to Section 8.2.4.2. | 


Channel Suspension—This temporarily prevents a 


channel from proceeding with a transfer. A transfer 
can be temporarily suspended by setting the CFGSU 
bit in the corresponding channel's Configuration reg- 
ister to a 1. 


Channel Preemption—The BMIC can be preempt- 
ed from the EISA bus by the 82357 (ISP). The 82357 
negates MAK*# indicating to the BMIC that it must 
finish the current bus cycle and relinquish control of 
the EISA bus by negating MREQ# within 64 BCLK 
periods. The BMIC is programmable to relinquish the 
bus within 0, 32, or 64 BCLKs from the negation of 
MAK# (refer to Section 4.4.2). 


1K Page Break—The temporary termination of a 
burst, non-burst (two BCLK), or mismatched data 
transfer due to a 1K page address boundary cross- 
ing (refer to Section 4.2.2). 


Transfer Complete (EOP)—End of process due to 
the transfer byte count being exhausted or a chan- 
nel being cleared (channel clear). A transfer com- 
plete (EOP) will result in the BMIC asserting TEOP # 
with the last cycle (refer to Section 5.4). 
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TRANSFER BUFFER LOGIC—Logic located on the ‘The transfer buffer logic interfaces to the Transfer - 
expansion board used to support the transfer and Buffer Interface of the BMIC. Refer to Section 5.2 for 
storage of data during BMIC EISA master mode additional information regarding transfer buffer logic. 
transfers between the expansion board and system 

memory. | 


2.0 BMIC INTERFACE ILLUSTRATION 
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Figure 2-1. BMIC System Interface 
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3.0 FUNCTIONAL OVERVIEW 


The following is a brief discussion of the functional 
blocks and features of the 82355. The EISA inter- 
face, Transfer Buffer interface, FIFO/Data Aligner, 
and Local interface each have a corresponding de- 
tailed section later in this data sheet. 


3.1 EISA Master and EISA Slave 
Operations 


In EISA slave mode, the 82355 monitors the EISA 
address lines <11:2> for general I/O address de- 
coding, slot-specific address decoding, and Shared 
register accessing. During slave mode operations, 
all internal registers are accessible through the Lo- 
cal Processor interface, and all Shared registers are 
accessible through either the Local Processor inter- 
face or the EISA interface of the BMIC. 


In EISA master mode, the 82355 becomes the mas- 
ter of the EISA bus. It may perform burst, non-burst 
(two BCLK), mismatched, or Peek/Poke data trans- 
fers at this time. During master mode operations, all 
internal registers are accessible through the Local 
Processor interface of the BMIC. 


The arbiter portion of the BMIC determines which 
mode the device is in, performs the EISA arbitration, 
and provides the control signals necessary to regu- 
late the slave and master activities internal to the 
chip. In slave mode, the arbiter also mediates be- 
tween the EISA side and the local side during 
Shared register accesses. 


The following is a table of the functions that can be 
performed during master and slave operations: 


LocalCPU EISAI/O 
Shared Reg. Only Reg. Address Data 
Accessing Accessing Decoding Transfers 


EISA YES (1, 2) YES YES NO 
Slave Mode 

EISA YES (2) YES NO YES 
Master Mode 

NOTE: 


Shared Reg. Accessing refers to the registers that are ac- 
cessible through either the EISA interface or Local Proces- 
sor interface. 

Local Processor Only Reg. Accessing refers to the reg- 
isters that are accessible through the Local Processor in- 
terface only. 

EISA 1/O Address Decoding refers to either general or 
slot specific |/O decoding support for the expansion board. 
Data Transfers refer to either burst, non-burst (two BCLK), 
mismatched, or peek/poke data transfers. 

YES = Can Be Performed 


NO = Can Not Be Performed 
1 = EISA interface 
2 = Local interface 
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3.2 82355 Internal Architecture 
Description 


The 82355 contains four blocks of control logic. The 
EISA interface block, Transfer Buffer interface 
block, FIFO/Data Aligner block, and the Local Proc- 
essor interface block. 


3.2.1 EISA INTERFACE BLOCK 


The EISA interface block provides the following 
functions: 


— generates the 32-bit EISA address for burst, non- 
burst (two BCLK), and peek/poke data transfers 


— generates the EISA control signals necessary to 
implement an EISA 16-bit or 32-bit bus master, 
and a 32-bit EISA slave 


— generates the control signals necessary to en- 
able and disable the external buffer devices 


— performs the EISA arbitration and provides the 
internal control signals required to regulate the 
slave and master activities of the BMIC | 


— integrates the registers necessary for the above 
operations as well as the registers required to 
provide the configuration and status of the data 
transfers between the EISA bus and the memory 
buffer on the expansion board 


The EISA memory address range of the 82355 cov- 
ers the 4 Gigabytes and supports the detection of 
1K page address boundaries during burst, non-burst 
(two BCLK), and mismatched data cycles to and 
from system memory. 


During slave mode, the EISA interface also supports 
slot specific and general |/O address decode neces- 
sary for Shared Register accesses and general de- 
code as required by the expansion board. The 
shared register addresses are mapped into the slot 
specific 1/O range (C80h-C9Fh). 


The EISA interface block contains 43 registers nec- 
essary to execute the above functions. A detailed 
description of the registers and their functions can 
be found under Register Description (Sections 8.1 
and 8.2). 


3.2.2 TRANSFER BUFFER INTERFACE BLOCK 


The Transfer Buffer interface block provides the 
group of signals that are required to perform 16-bit 
data transfers to and from the memory buffer on the 
expansion board. The protocol used is similar to that 
found in standard DMA designs. The interface in- 
cludes a 16-bit data bus (TDAT), seven control sig- 
nals and a transfer clock (TCLK). The transfer clock 
can run completely eeyncnreneus to the EISA BCLK 
signal. 
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The Transfer Buffer interface block also provides a 
16-bit transfer start address which is generated at 
the beginning of all new data transfers to and from 
the memory buffer on the expansion board. The 16 
TDAT data lines are used to transfer the address. 


The Transfer Buffer interface block contains eight 
registers. A detailed description of the registers and 
their functions can be found under Register Descrip- 
tion (Section 8.2). 


3.2.3 FIFO/DATA ALIGNER BLOCK. 


The FIFO/Data Aligner block is used to isolate and 
simplify the timing relationships between the EISA 
bus and the bus master expansion board. This al- 
lows the transfer buffer logic and EISA bus timing to 


operate asynchronously. The FIFO provides the 


data channel between the EISA bus and the expan- 
sion board during BMIC master data transfers and 
the Data Aligner provides the byte alignment and 
assembly necessary for the EISA bus. 


There are two dual-port, six doubleword wide (24 
byte) FIFOs on-board, one per transfer channel. The 
data is written into the FIFO from either the EISA 
bus side or the expansion board side, depending on 
the direction of the transfer. The transfer direction is 
controlled by a bit in the Transfer Base Count regis- 
ter set. 


3.2.4 LOCAL PROCESSOR INTERFACE BLOCK 


The Local Processor interface block provides the in- 
terface between the BMIC and the local processor. 
If a local processor is not present, the processor 
interface can be connected to the ISA bus. The Lo- 
cal Processor interface block is based on an 8086 
style slave mode and provides an 8-bit data path for 
BMIC programming. All of the BMICs internal regis- 
ters are accessible through this interface. 


The Local Processor interface block contains a 
group of Shared registers used to support general- 
purpose command and status interactions between 
the system CPU or EISA bus master and the local 
processor. In addition to the command/status regis- 
ters, the CPU interface includes a set of ID registers 
for EISA expansion board ID support, and a set of 
_ Peek/Poke data registers used to hold the data dur- 
ing peek/poke operations. 


The local interface portion of the BMIC also contains 


three 8-bit registers which are used by the local - 


processor to access all of the BMICs internal regis- 
ters. These registers are mapped into the local proc- 
essor interface and include a local status register, 
local data register, and a local index peglsler (refer to 
Section 3.2.6.1). 
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The Local Processor block contains 31 registers. A 
detailed description of the registers and their func- 
tions can be found under Register Description (Sec- 
tions 8.1 and 8.2). | 


3.2.5 DATA TRANSFER TYPES 


The BMIC supports four types of data transfers on 
the EISA bus: Burst, non-burst (two BCLK), peek/ 
poke or locked exchange, and mismatched. For all 
of the above transfer types, the addressed slave de- 
vice can negate EXRDY if wait state timing is re- 
quired (each wait state is one BCLK). — 


The primary function of the BMIC is to support 16- 
and 32-bit burst data transfers between functions on 
the expansion board and the EISA memory. If the 
addressed memory is not capable of supporting 
burst transfers, the BMIC will run either 32-bit non- 
burst (two BCLK) cycles or, with the support of the 
82358 EISA Bus Controller, run mismatched data 
cycles. 


The burst cycle type provides a continuous se- 
quence of one BCLK read or write cycles to and 
from 16- or 32-bit EISA memory. Burst cycles can 
not be used with I/O devices or ISA devices (slaves 
or masters). 


_ The non-burst cycle type provides a continuous se- 


quence of two BCLK read or write transfers to and 
from 32-bit EISA memory. The BMIC will only re- 
spond as a 32-bit master when configured for two 
BCLK transfers (refer to Section 4.2.1). 


The peek/poke and locked exchange feature allows 
local processor accesses to and from individual |/O. 
space or system memory locations on the EISA bus. 
The BMIC responds as a 32-bit master and gener- 
ates two BCLK cycles when configured for peek/ 
poke transfers (refer to Section 4.3). A locked ex- 
change transfer consists of six BCLKs (peek fol- 


_ lowed by a poke). A peek/poke data transfer has the 


same timings as a non-burst (two BCLK) data trans- 
fer. 


The mismatched cycle type provides a means of 
communicating with 8- or 16-bit EISA or ISA devices. 
In the event the 1/O or memory slave device that 
has been addressed requires a data size translation, 
the BMIC will back-off the bus and allow the 82358 
EISA Bus Controller to perform the necessary data 
size translations (refer to Section 4.2.1). The BMIC 
will generate mismatched cycles as required for all 
data transfers (burst, non-burst, peek, poke, or 
locked-exchange). - _ | 


The following table identifies the BMIC cycle types, 
master sizes, slave types accessible (memory-I/O), 
and BCLKs per cycle. 


Transfer 
Type 


BMIC Slave Type BCLKs 
Master Size | Accessible per 


Cycle 


16-Bit|32-Bit|1/0| Memory 


x< 
x< 


Burst 
Mismatched 
Non-Burst 
Mismatched 
Peek/Poke 
Mismatched 
Locked Exchange 
Mismatched 


*Depends on slave type/size (EISA/ISA, I/O/Memory, 
8-bit/ 16-bit) 


x KKK KK OK 
KKK KK KK XK 


For all of the above transfer types, the addressed 
slave device can negate EXRDY if wait-state timing 
is required (each wait-state is one BCLK). 


3.2.6 REGISTER ACCESSING 


The BMIC provides three distinct groups of registers; 
the Shared register set, the Local Processor Only 
register set, and the Index register set. The Shared 
register set is used by the system CPU or EISA bus 
master and the local processor for general-purpose 
command and status interactions and expansion 
board ID support. The Local Processor only regis- 
ters are used by the local processor to program the 
BMIC and provide status for data transfers across 
the EISA bus and Transfer Buffer interface. The Lo- 
cal Processor Only register set also provides ad- 
dress range decode support for slot specific and 
general |/O address ranges of interest to the expan- 
sion board. The Index register set is used by the 
local processor as a means of accessing all of the 
above registers through an indexing scheme. 


The Shared register set is accessible through either 
the EISA interface or the Local Processor interface, 
the remaining two register sets are accessible 
through the Local Processor interface only. In the 
case of contention between the EISA bus and the 
local processor accessing a Shared register simulta- 
neously, the local processor on the expansion board 
will have initial priority. Consecutive multiple access- 
es to the BMIC’s shared registers result in a rotation- 
al arbitration between the EISA bus and the local 
processor. 


3.2.6.1 Register Accessing through the Local 
Processor Interface 


Register accessing on the local side of the BMIC is 
accomplished using an indexing procedure. The lo- 
Cal interface portion of the BMIC contains two 8-bit 
registers which are used by the local processor to 
access all of the BMIC’s internal registers. These 
registers are mapped into the Local Processor inter- 
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face and include a local data register and a local 
index register. The registers are selected using the 
two local address lines (LADS<1:0>). The BMIC’s 
internal register set is read by writing the address of 
the register to be accessed into the local index reg- 
ister. The register contents are then read through 
the Local Data register. To write to one of the 
BMIC’s internal registers, the local processor must 
first write the address of the register to be accessed 
into the local index register, same as a read, then 
write the new data value to the Local Data register. 


An optional auto-increment mode is supported by 
the BMIC, which automatically increments the index 
register after each register read or write. This allows 
for efficient programming of the register set by using 
byte string moves. If the Local Index register is given 
a local index address with bit (7) set high, the local 
index address will automatically increment each time 
the Local Data register is read or written. 


The Local Status/Control register is directly mapped 
into the Local Processor interface and is also acces- 
sible using the two address lines (LADS <1:0>). 


3.2.6.2 Register Accessing through the EISA 
Interface 


The shared registers are mapped directly into the 
EISA slot-specific |/O space XC80-—XC9F. The EISA 
address lines <11:2> and the byte enables <3:0> 
are used for decode during shared register access- 
es. 


A standard slave read or write access to the BMIC 
consists of two BCLKs + one wait-state (one wait- 
state = one BCLK period). During a slave cycle 
where the EISA access loses the internal register 
access through arbitration to the local processor, 
the cycle will consist of two BCLKs + two wait- 
states. The BMIC will negate EXRDY for one BCLK 
for each wait-state required. 


3.2.7 INTERRUPTS 


The BMIC provides two interrupt request lines, one 
for the EISA side (EINT), and one for the local side 
(LINT). The EISA interrupt (EINT) can be pro- 
grammed for either edge or level-triggered opera- 
tions. During edge-triggered operations the EINT 
signal will transition from a low level to a high level. 
In level-triggered mode, the EISA interrupt signal is 
an active low open collector output. The local inter- 
rupt signal (LINT) can be programmed for either ac- 
tive low or active high level operations and will de- 
fault to active low operation upon reset. The LINT 
signal is not an open collector output during active 
low operations and will require external logic if inter- 
rupts need to be tied together on the local side. The 
EINT and LINT modes of operation are programmed 
through the Global Configuration register. 


1-617 


82355 


3.2.7.1 Interrupt Sources 


Several events can trigger each of the two interrupt - 
request signals, and the events can be enabled or — 


disabled on an individual or global basis (refer to 
Sections 8.1.1.3 and 8.2.2). The system CPU or 
EISA bus master can only be interrupted by an I/O 
write from the local processor to the BMIC EISA 
System Doorbell register. However, the local proc- 
essor can be interrupted by several sources which 
are listed below: | 


— An I/O write from the system CPU or EISA bus 
master to the BMIC Local Doorbell register. 


— The completion of a data transfer on one of the 
transfer channels. 


3.2.7.2 Interrupt Handling 


To prevent the BMIC from allowing undetected inter- | 
rupts from occurring, when servicing an interrupt ini- 


tiated by the BMIC, all additional interrupts must be 
disabled prior to reading the Local or EISA System 
Doorbell Status registers. The interrupts are dis- 
abled by writing to the Local or EISA System Door- 
bell Enable registers, depending on the source. of 
the interrupt. 


This is required due to the nature of the interrupt 
mechanism of the BMIC. All interrupt sources have 
an edge triggered nature internal to the BMIC, with 
each event being ‘OR’ed together. Additional inter- 
rupt sources occurring after the first interrupt will set 
. their appropriate bit in the Status register, but they 
will not generate an external interrupt until the initial 
event has been cleared. Thus if the Status register 
was read first, and another interrupt occurred after 
this read, the second interrupt would remain unde- 
tected in the status register until another event oc- 
curred. Disabling of the interrupts prior to reading 
the status register will prevent this from occurring. 


4.0 EISA INTERFACE 


4.1 EISA Interface Signals 


The BMIC provides a complete interface to the EISA 
bus and supplies all of the control signals, data lines, 
and address lines necessary to implement a 16- or 
32-bit EISA bus master and a 32-bit EISA slave. This 
includes a 32-bit data path, a 32-bit address path, 


and 20 EISA control signals. The BMIC: also pro- 


vides five control signals used to enable and disable 
the external data buffers and address latches, as 
shown in Figure 2-1. 
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The BMIC uses four 74F245 external bidirectional 
buffers to drive and receive the 32 EISA data and 


_ three 74F573 external latches to latch and drive the 


upper 22 EISA address lines. The external data buff- — 
ers and address latches should be comprised of “F”’ 
or “AS” type logic to meet EISA speed require- 
ments. . 


The upper 22 EISA addresses are multiplexed 
through the 22 upper EISA data lines of the BMIC. 
They are latched externally by the 74F573’s. EISA 
address lines <11:2> and byte enable lines <3:0> 


are tied directly to the EISA bus. Address lines 10 


and 11 are input directly to the BMIC for slave mode 
address decode. During EISA master operation, 
lines 10 and 11 are driven indirectly through the ex- 
ternal latches. 


As a slave, the BMIC receives address lines 
[ADS <11:2> and byte enable lines IBE<3:0> # for 
I/O address decode. Address lines <11:2> are 
used for slot specific decode and address lines 
<9:2> are used for general |/O address decode. 
Address lines <11:2> along with IBE<3:0> # are 
used by the BMIC during Shared register accesses. 
Address lines <31:12> are not used by the BMIC in 
slave mode. . | 


The following address lines are used during I/O de- 
coding as shown: : 

Slot specific |/O address decoding (expansion 
board)—IADS < 11:2> 

Slot specific |/O address decoding (shared regis- 
ters)—IADS < 11:2>/IBE<3:0> # 

General I/O address decoding (expansion board)— 
[ADS <9:2> 


All of the BMIC EiSA control signals function as de- 
fined in the EISA bus specification. The signals are 
used to support the following cycles: 


BMIC as a Master 


(Cycle Type Performed) 


aste |Non-BurstMismatched Peek/Poke/ Locke | 
Type Exchange 
; 


BMIC as a Slave . 


1. Responds to EISA shared register accesses as 
32-bit slave. 


2. Responds to slot specific and general I/O ac- 
cesses (refer to Section 4.8). 
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4.2 Transfer Channels 


The BMIC contains two identical independent trans- 


fer channels which are configurable to run either 
burst or non-burst (two BCLK) cycles to and from 
system memory. The BMIC will automatically run 
non-burst (two BCLK) or mismatched cycles if the 
memory the BMIC has addressed cannot run burst 
cycles. Mismatched cycles will be run if data size 
translation is required. 


Channel 0 must be used for EISA READ operation 
only. Channel 1 can be used for both EISA READ 
and EISA WRITE operations. 


Each channel has three sets of registers to regulate 
data transfers. These are the Base register group, 
the Current register group, and the Data Status/ 
Control register group. This implementation of a tri- 
ple register set allows a processor to begin program- 
ming the next transfer on the channel while the cur- 
rent transfer is being executed. 


The Base register set contains seven 8-bit registers. 
These registers are programmed by the local proc- 
essor when a transfer is required across one of the 
channels. Four Transfer Channel Base Address reg- 
isters are combined to form the starting 32-bit EISA 
address to be used during the transfer. The remain- 
ing three registers are the Transfer Channel Base 
Count Registers. The Base Count registers are com- 
bined to determine the number of transfers (in bytes) 
to be performed. The number of bytes which can be 
transferred ranges from 1 byte to 4 Mbytes. The 
most significant bit of the Transfer Channel Base 
Count register group is used to control the start of 
the transfer and the second most significant bit is 
used to control the direction of the transfer (refer to 
Section 8.2.3.3). 


The Current register set contains seven registers 
each of which corresponds to a Base register. 
These registers are loaded from the Base registers. 
The Transfer Channel Current Address registers 
contain the 32-bit real-time EISA memory address. 
The Transfer Channel Current Count registers con- 
tain the number of bytes remaining to be transferred 
on the channel. The current register set is readable 
by the local processor. However, there are possible 
coherency problems involved with reading multiple 
bytes while the current registers are being updated 
during a transfer. To avoid these problems, a chan- 
nel’s transfer should be temporarily suspended (us- 
ing the channel’s Configuration Register) before try- 
ing to read the channel’s current register set. 


The Status/Control register set contains three regis- 
ters: the Transfer Channel Strobe register, Transfer 
Channel Configuration register, and the Transfer 
Channel Status register. The Transfer Channel 
Strobe register is used to initiate the transfer of data 
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from the Base register set to the associated Current 
register set. A transfer request for that channel will 
be generated following the Current register load. 
The Transfer Channel Configuration register is used 
to program the mode of the transfer. The Transfer 
Channel Status register provides current FIFO and 
transfer channel status. | 


To initialize a transfer over either of the two transfer 
channels, the following steps must be completed: 


1. Verify that the Base registers for the desired 
transfer channel are available. 


The Transfer Channel Base Address and Base 
Count registers must be available before they 
can be programmed. This is determined by the 
status of bits O and 1 in the Local Status/Control 
register. A “1” in either of the two bits indicates 
that the corresponding channel is currently run- 
ning a transfer and the Base registers are busy. A 
“0” indicates that the Base registers are free and 
available for programming. In the event that the 
Base registers are not available, the local proces- 
sor must wait until the data transfer executing on 
the requested channel has completed, at which 
time bits ‘‘O” or “‘1”’ (depending on which channel 
was programmed) in the Local Status/Control 
registers will be reset to 0. Programming the 
Base registers during a Base register Busy state, 
is illegal and will corrupt the Base register data of 
the pending transfer. Programming the Transfer 
Configuration register during a cycle in progress 
may cause the termination of the transfer, de- 
pending on which bit in the register was changed. 


2. Program the transfer channel’s associated 
Transfer Base register set with the desired trans- 
fer information (Base registers must be avail- 
able). 


3. Initiate the Base register to Current register load 
and schedule a transfer request by writing to the 
channel’s Transfer Strobe register. 


If a transfer is in progress on the requested chan- 
nel and a write to the associated channel’s 
Strobe register is done, the Base to Current reg- 
ister load will take place immediately after the 
data transfer on the requested channel has com- 
pleted. 


4.2.1 BURST AND NON-BURST MODES OF 
OPERATION 


The BMIC can be programmed for burst or non-burst 


(two BCLK) data transfers to and from EISA memo- 


ry. This is determined by a write to the Channel Con- 
figuration Register. 


if burst mode is enabled, the BMIC will look for the 


SLBURST # signal at the beginning of the transfer to 
determine if the slave device that was addressed is 
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capable of running burst cycles. If the slave device 

does not respond with an active SLBURST # signal, 

the BMIC will not activate the MSBURST# signal 

and will proceed with either non-burst (two BCLK) 
bus cycles or mismatched cycles. 


In burst mode, the BMIC can respond as a 16- or 32- 
bit master. The BMIC informs the system of this ca- 
pability by driving MASTER16# low from the same 
BCLK rising edge that START # is asserted. MAS- 
TER16# will remain low for one BCLK. The BMIC 
will automatically “downshift” from a 32- to a 16-bit 
master if the EX32# signal is sampled inactive and 
the SLBURST# signal is sampled active at the be- 
ginning of a transfer. If EX32# and SLBURST# are 
sampled active at the beginning of the transfer, the 
BMIC will proceed with a 32-bit burst transfer. 


in non-burst mode, the BMIC will respond as a 32- 
bit master. The BMIC will look for the EX32# signal 
at the beginning of the transfer to determine if the 
system memory it has addressed has the same bus 
width. If the EX32# signal is not returned (mis- 
matched cycle indicated), the BMIC will “back-off’’ 
the bus by floating START#, IBE#<3:0>, and 
IDAT <31:0> to allow the 82358 EISA Bus Control- 
ler-to take control of the transfer. The EISA Bus 
Controller will then proceed to assemble or disas- 
semble the data as needed. The EISA Bus Control- 
ler will return the EX32# signal after the mis- 
matched cycle is complete, indicating to the BMIC 
that a new address can be placed on the bus. If the 
EX32# signal is sampled active at the beginning of 
the transfer, the BMIC will proceed with a 32-bit non- 
burst (two BCLK) transfer. 


4.2.2 1K PAGE ADDRESS BOUNDARY 
DETECTION 


During burst, non-burst (two BCLK), and mis- 
matched data cycles, the BMIC provides the support 
to detect 1K page address boundary crossings. If 
the BMIC detects that the current cycle is about to 


cross a 1K page boundary, the transfer willbe tem- . 


porarily terminated on the next cycle. The BMIC will 
then arbitrate between restarting the transfer on the 
current channel, selecting the second channel, do- 
ing a peek/poke cycle, or preempting the channel 
(refer to Section 4.4 for information regarding BMIC 
arbitration). - . 


Example: Transfer = 32-bit transfer and page ad- 
dress boundary is at location 400h = 1024 
1. The BMIC detects that the current cycle is about 


to cross a 1K page address boundary—current 
address (3FCh = 1020). 


2. Address after BMIC has executed the current cy- 


cle (400h = 1024). 
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3. Transfer is temporarily terminated (interrupted). 


4. BMIC will now arbitrate between restarting the 
transfer on a new page, selecting the second 
channel, doing a peek/poke cycle, or preempting 
the channel. 


4. 3 Peek/Poke, Locked Exchange 
Transfers 


To allow the local processor to communicate with 
other devices in the main system, the BMIC allows 
the local processor to execute individual I/O or 
memory cycles over the EISA bus. These cycles can 
be thought of as being similar to “peek” and “poke” 
statements in the Basic programming language. | 
These cycles may be reads, writes, or locked ex- 
changes in 8-, 16-, 24-, or 32-bit values. All cycles 


_ must be contained within a single doubleword. 


The Peek/Poke operation requires the following set 
of registers: Four 8-bit Peek/Poke Address registers | 
which are combined to provide the 32-bit Peek/Poke 
address; One 8-bit Peek/Poke Control register 
which contains the bits defining whether the cycle is 
|/O or memory, peek (read)/poke (write) or locked 
exchange, and which byte enables are to be active 
during the cycle; and four 8-bit Peek/Poke Data reg- 
isters which are used to hold the data for the Peek/ 
Poke cycle. During all peek/poke or locked ex- 
change cycles, byte enables IBE<3:0># are de- 
rived from bits O—3 in the Peek/Poke Control regis- 
ter set. The lower two bits of the Peek/Poke Ad- 


dress register are ignored. Peek, poke, or locked ex- | 


change cycles will not be generated for illegal com- 
binations of byte enables (i.e., 1111, 1010, 0110, 
0101, 0100, 0010). 


~ To do an individual write cycle (poke), the local proc- 


essor must first write to the Peek/Poke Address reg- 
ister set to specify the 32-bit memory address or the 
16-bit 1/O address. It must then write the data to be 
transferred into the Peek/Poke Data register set. 
The data must be placed in the appropriate byte po- 
sitions in the Data register set so that it goes out on 
the correct byte lanes during a 32-bit bus master 
transfer. 


Once the appropriate data and address have been 
programmed, the local processor must write to the 
Peek/Poke Control register to specify the cycle type 
and initiate the cycle. After this write to the Peek/ 
Poke Control register, bit 2 in the Local Status/Con- 
trol register will be set to a 1 by the BMIC to indicate 
that a peek/poke request is pending and that the 
peek/poke registers are busy. When the poke cycle 
has finished executing on the EISA bus, the Peek/ 


Poke status bit 2 in the Local Status/Control register 


will return to normal (0). 
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To do an individual read cycle (peek), the local proc- 
essor must write to the Peek/Poke Address regis- 


ters, then to the Peek/Poke control register to initi- 


ate the read cycle. The Peek/Poke status bit 2 in the 
Local Status/Control register will be set high by the 
BMIC and remain active until the peek cycle finishes 
on the EISA bus. The local processor can then read 
the data from the Peek/Poke data registers. 


NOTE: 

When running consecutive peek transfers, the data 
must be read from the Peek/Poke data registers 
before each new peek transfer is generated. The 
BMIC will read the data off the EISA bus from all 
- four byte lanes regardless of which Byte enables 
(IBE<3:0>#) are active. (Although all bytes are 
read, the value of the byte enables are important to 
the system and must be programmed for the peek 
transfer). 


When a locked exchange cycle is requested by the 
local processor, a peek cycle is scheduled first and 
then immediately followed by a poke cycle. The 
LOCK # signal is active during the locked exchange 
cycle to indicate to the system that no other accesses 
to the addressed location can be made. 


Whenever the BMIC is commanded to do an EISA 
POKE cycle, the BMIC will assert the MREQ# signal 
low normally, transfer up to four bytes of data, and 
release the bus by de-asserting MREQ# high. A po- 
tential problem exists, however, when the slave de- 
vice extends the cycle by de-asserting EXRDY low. 
If the slave holds this signal low past the time that 
the BMIC is forced to release MREQ# high (it has 
been preempted while waiting for the slave to assert 
EXRDY high), then the BMIC will drive MREQ# 
back low again immediately after this cycle ends if 
there is another transfer pending (TBI, PEEK, POKE 
or LOCKED-EXCHANGE). Note that according to 
the EISA spec, MREQ* signal description ‘A bus 
master must wait at least two BCLKs after releasing 
the bus before reasserting its MREQx*”. To adhere 
to EISA specifications, it is required that LOCKED- 
EXCHANGE cycles be used in lieu of POKE cycles. 


Any consecutive Peek/Poke or Locked exchange 
transfers must be initiated only after the previous 
Peek/Poke or Locked exchange has been complet- 
ed. This can be accomplished by making sure that 
bit 2 of the local status/control register is set to a 
zero before initiating the transfer. 


4.4 Arbitration 


4.4.1 EISA/BMIC ARBITRATION 


The BMIC will begin master mode operation any 
time a transfer request is pending. If more than one 
transfer request is pending, the BMIC will service 
them in the following order. Peek/Poke cycles have 
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the highest priority access to the EISA bus followed 
by the two data channels. Once the BMIC has 
gained control of the EISA bus, the BMIC will first 
perform any peek, poke, or locked exchange trans- 
fers that may be pending. If there are no peek, poke, 
or locked exchange transfers pending, the BMIC will 
run data transfers initiated by either of the two trans- 
fer channels. The two transfer channels have equal 
priority with respect to each other and are serviced 
in an alternating fashion. The priorities and assign- 
ments are as follows: | 


Peek /Poke 
or 
Locked Exchange 


Priority (2) - 


Channel 0 
Channel 1 
(2 way Rotation) 
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The BMIC will maintain ownership of the EISA bus 
until it has serviced all outstanding data transfer re- 
quests or it is preempted from the bus by the remov- 
al of the MAK# signal. The BMIC can be configured 
to relinquish the EISA bus immediately, 4 ws, or 8 ws 
after a preempt is received. If the BMIC has com- 
pleted ail outstanding data transfer requests prior to 
the time-out of the preempt timer, it will give up the 
bus. If the BMIC finishes one task prior to the time- 
out of the preempt timer, it will start on the next 
pending transfer request unless the request is a 
peek, poke, or locked exchange cycle. The BMIC 
will not start a set of peek, poke, or locked exchange 
cycles after the MAK# signal has been removed. If 
a transfer is cut-off due to a preempt timer time-out, 
the BMIC, upon regaining access to the EISA bus 
and following its internal arbitration priority scheme, 
will continue the transfer that was preempted at the 
point the transfer was cut-off. 


When a channel is interrupted for any reason, 1K 
page break, FIFO stall, channel clear, channel sus- 
pend, or transfer complete, the BMIC may immedi- 
ately relinquish the EISA bus depending on the state 
of the CFGFF bit in the Channel Configuration regis- 
ter set. 


NOTE: 
During a FIFO pause, the CFGFF bit in the associ- 
ated Channel’s Configuration register is ignored. 
The function of the CFGFF bit, as related to the 
above channel interruptions, is as follows: 


If the CFGFF bit = 1, the BMIC will immediately 
relinquish control of the EISA bus upon the detec- 
tion of any of the above interruptions. This will occur 
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regardless if. there are additional data transfer re- — 


quests pending. If there are additional data transfer 
requests pending, the BMIC will reassert MREQ# a 
minimum of two BCLKs later to reacquire the EISA 
bus. The BMIC will follow the arbitration priority 
scheme outlined above when servicing a data. trans- 
fer request after a transfer interruption has occurred. 


If the CFGFF bit = 0, the BMIC retains ownership of 
- the EISA bus upon detection of a FIFO stall or 1K 
page break as long as a preempt timer timeout has 
not occurred. If there are additional data requests 
pending, the BMIC will immediately perform the 
- pending transfer and then rearbitrate for the EISA 
bus to complete the interrupted transfer. If there are 
no additional data requests pending, the BMIC will 
relinquish ownership of the EISA bus only after the 
current transfer interruption has been serviced and 
completed. 


4.4.2 BMIC PREEMPT TIMER 


The BMIC can be preempted from the EISA bus by 
the 82357 (ISP). The 82357 negates MAK #, indicat- 
ing to the BMIC that it must finish the current bus 
cycle and relinquish control of the EISA bus by neg- 
ating MREQ# within 64 BCLK periods (8 ps). 


intel. 


The BMIC provides a programmable preempt timer 
which can be programmed to relinquish the bus with- 
in 3, 32, or 64 BCLKs. The preempt timer is program- 
mable through the Global Configuration register. 


The following diagrams illustrate the latest the BMIC 
will start a new transfer after MAK # has been negat- 
ed. 7 | 


Depending on the type of transfer started, the BMIC 
will respond as follows: 


Assumptions: 


1. The 82357 has negated the MAK# signal at 
BCLK zero. 


2. The preempt timer is programmed to ralinguieh 
the EISA bus within 64 BCLKs after the negation 
of MAK#. : 


3. Let X = programmed value of preempt delay (in 
BCLKs). 


BMIC Response: 


For all transfers, the BMIC will negate MREQ# with- 


_ in (X-2.5) BCLK periods following the MAK# tran- 


sition to an inactive state (BCLK 61.5). 
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For all transfers, the BMIC may assert START # on any of the first X-3 rising edges of BCLK rong the 


MAK# transition to an inactive state (BCLK 61). 


MAK# ff 


MREQ# 55 / 


START# 
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If the last cycle is a non-burst two BCLK cycle, CMD # will become inactive within (X-1) BCLK periods from the 

inactive transition of MAK# (BCLK 63), this is assuming that EXRDY is active. 


MAK# / 


MREQH / 

nl, 

ceeemconeenenel, ry 
START# 5 \ / 


—_—__—_—_ 
CMD# 
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If the last cycle is a burst EISA cycle, the BMIC will negate MSBURST # within (X-0.5) BCLK periods from the 
inactive transition of MAK# (BCLK 63.5). The last CMD# will go inactive within X BCLK periods from the 
deassertion of MAK# (BCLK 64). This is assuming EXRDY is active. 


MAK# __ f 

MREQ# ee ea a 

STARTS fete me EN ee ee oe oe 

CMD# ik iis: oat ens ie 
MSBURST# Se ee 
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If the last cycle is mismatched, cycle completion will be controlled by the system. The BMIC will drive the LA 
address, M/IO, and W/R signals until the falling edge of BCLK after the last CMD # inactive transition. 


MAK# / ; 
MREQ# 
—_ $s —_/ 


el 
START# ; \ / 
es : 
CMD# \ / 
| 
EX324 ae. eee 


LA, M/I0, W/R 
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4.5 EISA Address Incrementer 


The Transfer Channel Current Address register set 


for each channel functions as an address incremen- | 


ter and is used to generate and track the address of 
the data during transfers. The register set incre- 
ments the address according to the number of bytes 


being transferred during that cycle. The transfer is » 
‘automatically aligned on doubleword boundaries. 


The two least significant bits of the starting 32-bit 
address (AO and A1) are used to determine the initial 
address increment value. 


For 32-bit transfers, the BMIC provides an initial ad- 
dress increment of 1, 2, 3 or 4 depending on the 
value of address lines A<1:0>. After the initial in- 
crement, the BMIC increments the address by 4 until 
the last cycle is detected. 


The following example illustrates the BMIC address 
incrementer during a 32-bit master mode transfer. 


EISA Address 


A3 A2 At AO . 


FFFFFOOIh O O O 1 
FFFFFOO04h O 1 #O O 


Start Address 

Initial Increment 
(Incremented by 3) 

All Increments Following FFFFFOO8h 1 0 oO O 
(Incremented by 4) FFFFFOOCh 1 1 0 60 


The starting address A<1:0> is 01, this means that 
the initial increment must be 3 in order to align the 
next increments on doubleword boundaries. The 
subsequent increments will be by 4 until the last cy- 
cle is detected. 


For 16-bit transfers, the BMIC provides an initial ad- 
dress increment of 1 or 2 depending on the status of 
address lines A<1:0>. After the initial increment, 
the BMIC increments the address by two until the 
last cycle is detected. 
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The following example illustrates the BMIC address 
incrementer during a 16-bit master mode transfer. 


EISA Address 
A3 A2 A1 AO 
FFFFFOO1Ih O O O 1 
FFFFFOO2h 0 0 1 + O 


Start Address 
Initial Increment 
(Incremented by 1) 
Allincrements Following FFFFF004n 0 1 O O 
(Incremented by 2) FFFFFOO6h O 1 #1 «=O 


The starting address A<1:0> is 01, this means that — 
the initial increment must be 1 in order to align the 
next increments on singleword boundaries. The sub- 
sequent increments will be by 2 until the last cycle is 
detected. 


NOTE: 


~The BMIC internally assembles 32-bit dwords. 


When a 16-bit burst transfer is preempted, the 
transfer will stop on a doubleword boundary. 


4.6 EISA Byte Decrementer 


The Transfer Channel Current Count register set for: 
each channel contains the intermediate value of the 
byte count during the transfer and is used as the 
byte decrementer. The decrementer’s function is 
partially based upon the address incrementer. In the 
above 32-bit incrementer example, the byte count 
would be decremented by 3 on the first cycle. After 
the initial decrement, the channel’s Current Count 
register set is decremented by 4 until the last cycle 
is detected. In the above 16-bit incrementer exam- 
ple, the byte count would be decremented by 1 on 
the first cycle. After the initial decrement, the chan- 
nel’s Current Count register set is decremented by 2 
until the last cycle is detected. Note that the Current 
Count register does not decrement entirely to zero. 
Instead, it retains the value of the number of bytes 
transferred during the last cycle. 


intel. 


4.7 EISA Address Incrementer/Byte Decrementer Illustration 
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The following table illustrates the various states of (AO, A1) vs the transfer byte-count and the initial address 


during a 32-bit transfer. 


- Byte Starting Next Initial Number of 
Count Address Address Increment Bytes Left 
1 NA NA 0 


NOTES: 


XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 
XXX 0000 
XXX 0001 
XXX 0010 
XXX 0011 


1. “X” = Don’t Care 
2. If the ‘byte count” is less than or equal to the “initial increment’, then the current cycle = the first cycle = the last 


cycle. 


XXX 0100 
NA 
NA 

XXX 0100 

XXX 0100 
NA 

XXX 0100 

XXX 0100 

XXX 0100 

XXX 0100 

XXX 0100 

XXX 0100 

XXX 0100 

XXX 0100 

XXX 0100 

XXX 0100 

XXX 0100 


XXX 0100 


XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 
XXX 0100 


—~ NMOWHHINWAHINOWAPHANWAHI NWA $M W Ff —$ HM WO 


OMAN DON ODONOOAAP ON AAW AA AWANDNAWNHAAWANHY ON TWO H ODO ODO0O0 NO 


Last 
Cycle 


3. If the number of bytes left is less than or equal to 4, then the next cycle = the last cycle. 


4. For information regarding byte alignment, refer to Section 6.3.1. 


Number of 
: Cycles Left 
| ) | 


ONNMONNNANNANNNANNAANAAAAA BBB OHA HOO HA OOOO OO 
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4.8 1/O Address Range Decode 
Support 


The BMIC provides on-board decoder logic, two |/O 


select pins (IOSEL<1:0> #), and a set of 8-bit I/O 
Decode Range registers to support both general !/O 
decode and expansion board slot specific |/O de- 
code. The BMIC also uses the AEN signal when de- 
coding I/O locations. 


The set of |/O Decode registers include two I/O De- 
code Range Base Address registers and two I/O 
Decode Range Control registers (refer to Section 
8.2.6). The |1/O Decode registers are used to define 
the address ranges of interest to the bus master 
expansion board. Each IOSEL# <1:0> pin has an 
associated Control and Base register along with an 

~associated address range as defined Ks the I/O De- 
code register set. 


Through the |/O Decode mands Control register set, 
the BMIC can be programmed to respond to a select 
1/O address range as either an 8-bit or 32-bit EISA 
device. The only control signal provided by the BMIC 
to the EISA bus during an I/O decode is the EX32# 
signal. The output state of the EX32# pin on the 
BMIC will indicate the elected response (low = 32- 
bit EISA, high = 8-bit EISA). The Control register set 
controls the size of the I/O decode range, the I/O 
decode type (slot specific or general |/O), and the 
|/O decode address latching. The |/O address can 
be latched by the CMD# signal (de-pipelined) or 
merely decoded. By latching the I/O address, the 
associated IOSEL# line will remain active a mini- 
mum of 5 ns from the rising edge of CMD#. 


The IDOEs do not go active during an IOSEL cycle 
outside the shared register access space. 


The |/O decode range size depends on the value of 
bits <4:0> in the Control register. Each of these 
bits masks a corresponding address comparison bit 
in the Base register. If no bits are masked in the 
Control register, the BMIC will decode a doubleword 
address. The bits are masked as follows: 


‘1/0 Control | 1/O Base Register | EISA Address 
Register Bit Masked Bit Masked 


IADS2 
- IADS3 
IADS4 
IADS5 
IADS <7:6> 


The |/O Decode Range Base Address register con- 
tains the address range that is used during the I/O 
decode address comparison. The following table 
gives the bits in the |/O Base Address Register and 
the EISA Address that are used during the compari- 
son: | 
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| -—~=Bi [ADS2 
IADS3 
IADS4 
IADS5 
IADS6 
IADS7 
IADS10 
IADS11 


If bit 6 in the 1/O Decode Range Control register is 
programmed for General 1/O decode, and the two 
most significant bits in the |1/O Decode Range Base 


Address register are programmed to O 
(IADS <9:8>), I/O decoding for that range will be 
disabled. This is done to ensure that the |/O address 
does not conflict with the slot specific address range 
or the EISA system board address range. The fol- 
lowing table summarizes the EISA system I/O ad- 
dress mapping: 


1/0 
Address 

Range 

(HEX) I/O Range Reserved for 
O000-OOFF EISA/ISA System Board 
0100-O3FF General I/O (ISA Expansion Board) 
0400-04FF ISP (82357) : 
0500-07FF General I/O (Alias of 0100h-—O3FFh) 
O800-O8FF EISA System Board 
O900-OBFF General I/O (Alias of 0100h-—03FFh) 
OCOO-OCFF EISA System Board 
ODOO-OFFF General I/O (Alias of 0100h—03FFh) 


Slot Specific Range where X = Slot Number 

X000-XOFF Slot (X) 

X100-X3FF General I/O (Alias of 0100h- 03FFh) 

X400-X4FF Slot (X) 

X500-X7FF General I/O (Alias of 0100h- _03FFh) 

X800-X8FF Slot (X) 

X900-XBFF General I/O (Alias of 0100h-—03FFh) 

XCOO-XCFF Slot (X) (BMIC Registers OC80h- 
OCAFh) 

XDOO-XFFF General I/O (Alias of 0100h- -O3FFh) | 


The following is an example of the BMIC pro- 
grammed for slot specific decode: | 


I/O Decode Range 0 Control register programmed 
for (EFh) 


[ar7[ ee] ete] ere] on3] ena] or [ano 
1 1 


(EFh) 1 1 1 0 1 1 


ae 
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— Bit 7—Respond as a 32-bit EISA slave 
— Bit 6—Slot specific decode enabled 


— Bit 5—Slot specific address latched by CMD # 


— Bit 4—Compare I/O Decode Range 0 Base Ad- 
dress Bits (5) and (4) with EISA address signals 
|IADS7 and IADS6 respectively 


— Bit 3—Mask I/O Decode Range 0 Base Address 
Bit (3) 


— Bit 2—Mask I/O Decode Range 0 Base Address 
Bit (2) | 


— Bit 1—Mask |/O Decode Range 0 Base Address 
Bit (1) 


— Bit O—Mask I/O Decode Range 0 Base Address 
Bit (0) 


|/O Decode Range 0 Base Address register pro- 
grammed for (2-h) 


IADS111ADS10 IADS7 IADS6 IADSS IADS4 IADS3 IADS2 


(2-h) 0 0 1 0 ae 


EISA slot specific address range decoded—X080h 
through XOBFh where X represents the expansion 
board slot number 


(X080h) (XOBFh) 
xxxx000010 (00) (00) 00throughxxxx000010(11) (11)11 
tT fT tT fT 


EISA Address 
Bits Masked 
(IADS<5:2>) 


Byte enables IBE<3:0> # and EISA address lines 
|IADS<1:0> are not used during either slot specific 
or general |/O decode. During slot specific |/O de- 
code, EISA address lines IADS<9:8> must be 0 to 
ensure that the I/O address does not conflict with 
the ISA general |/O address range (0100h-03FFh). 


lIOSELO# and EX32# will be driven low by the BMIC 
if addresses XO80h through XOBFh are present on 
the EISA bus. 


AEN is used as part of the decode and must be 
negated low when a response from the BMIC is re- 
quired. 


5.0 TRANSFER BUFFER INTERFACE 


5.1 Transfer Buffer Interface Signals 


The Transfer Buffer Interface portion of the BMIC 
provides the signals essential for interfacing to the 
expansion board as required for EISA-to-expansion 
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-board and expansion board-to-EISA burst data 


transfers. The Transfer Buffer Interface is designed 
to interface to a high speed transfer buffer and sim- 
ple logic similar to that used in traditional DMA de- 
signs. This interface includes a 16-bit data bus, one 
clock input, and seven control signals. 


The 16-bit data lines TDAT<15:0> are used by the 
BMIC to transfer the data to and from the transfer 
buffer logic on the expansion board during transfers. 
The data is word aligned. The BMIC automatically 
assembles the words received from the expansion 
board into 32-bit dwords for 32-bit transfers over the 
EISA bus. The data lines are also used by the BMIC 
to transport internally generated transfer start and 
real-time addresses to the external logic for use dur- 
ing data transfers (refer to Section 5.3). 


The clock input (TCLK) controls the transfer rate be- 
tween the BMIC and the external transfer buffer log- 
ic. The TCLK can be asynchronous to the BCLK. 


The seven control signals include: 


— Transfer Request (TRQ#): an output to eiied 
data transfers over the Transfer Buffer interface. 


— Transfer Acknowledge (TACK #): An input to ac- 
knowledge data transfers. The TACK# signal 
may be used by the transfer buffer Poe to add 
wait states to the data cycle. 


— Data Transfer Direction (TDIR): An output to in- 
form the external transfer buffer logic as to the 
direction of the current transfer (EISA read or 
EISA write). 


— Transfer Channel Select (TCHAN): An output to 
indicate which of the two channels-is ew 
active. 


— Transfer Address Counter Load (TLD #):-An out- 
put to load the current transfer start address to 
an external address counter, depending on the 
expansion board application. | 


— Transfer Data Output Enable (TDOE #): An input 
that unconditionally disables the BMIC from driv- 
ing the TDAT <15:0> lines. With this signal, the 
BMIC can be prevented from driving the 
TDAT <15:0> lines while the local processor ac- 
cesses the transfer buffer logic on the expansion 
board. No handshaking is required, so through- 
put is increased. 


— Transfer End-of-Process (TEOP #): TEOP# is a 
status output pin that signals the end of a data 
transfer to the external transfer buffer logic. 


NOTE: 


Refer to Section 9.4 for additional information re- 
garding the above signals. 
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5.2 External Transfer Buffer Logic | 


The Transfer Buffer interface is designed for high 
- speed devices, such as SRAM based designs, or 
FIFOs. The Transfer Buffer interface data path is 16 
bits wide. This requires the transfer clock (TCLK) to 
run at a speed of 16 MHz to 20 MHz to maintain the 
EISA maximum data rate of 33 Mbytes/sec. The fast 
cycle times required on the data Transfer Buffer 
interface can be implemented in the controlled envi- 
ronment found locally on the expansion board. If 
‘two BCLK transfers are used on the EISA side 
(16 Mbytes/sec), the timing requirements for the 
transfer buffer can be relaxed, and lower cost imple- 
_ mentations can be utilized. 


If the transfer buffer controller does dynamic arbitra- 
tion for the transfer buffer between the BMIC and 
the peripheral device(s) on the expansion board, the 
peripheral device accesses should be short enough 
so that the BMIC’s data FIFO can handle the inter- 
ruption to its data flow without stalling the EISA 
transfer. | 


Examples of transfer buffer architecture implemen- 
tations that could be interfaced to the BMIC include: 


— A FIFO implementation which is large enough to 
buffer the difference in throughput rates between 
the peripheral device on the expansion board 
and the EISA Bus. See Section 5.2.1. 


— A small high-speed DMA like device that gener- 
ates addressing for a SRAM based transfer buff- 
er. | 


— A controller implementation for dual-ported 
SRAM for high transfer buffer bandwidth. 


— A page or nibble-mode dynamic-RAM controller 
implementation for large, low cost transfer buff- 
ers. 


— For graphics systems, the frame buffer itself can 
be used for the transfer buffer with a non-linear 
address generator for transferring windows in the 
screen image. 


5.2.1 FIFO IMPLEMENTATION 


During EISA writes, the BMIC will overread the trans- 
fer buffer (read data beyond the number of bytes to 
be transferred) by a maximum of 28 bytes. These 
overread bytes may contain valid data (back to back 
transfers) which will be lost. The data loss can be 
avoided through software or hardware. The software 
solution avoids back to back transfers. This implies 
that there is data for only one transfer in the FIFO at 
any given time. 
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The hardware solution requires an external 22-bit 
Byte Counter and a Flip-Flop. The terminal count of — 
the Byte Counter is used to SET the Flip-Flop which 
disables BMIC reads to the FIFO. The BMIC will 
continue to read (overread) ‘‘stale” data. The BMIC 


TEOP# output signal is used to RESET the Flip- 
Flop enabling BMIC reads to the external FIFO. 


9.3 Transfer Interface Start Address 
Generation | —_ 


The BMIC provides four 8-bit Transfer Buffer Inter- 
face (TBI) registers, two Base and two Current regis- 
ters, which can be programmed with 16-bit transfer 


' start addresses. Each transfer channel has an asso- 


ciated Base and Current register pair. The Base reg- 
isters contain the start address and the Current reg- 
isters provide the real-time address used to track the 
current transfer. The Current registers will increment 
by one each time a 16-bit word is transferred across 
the Transfer Buffer interface. | 


The 16-bit start address is transferred across the 
TDAT <15:0> lines to the transfer buffer logic at the 
beginning of all new data transfers (i.e., each time 
the TBI Base register set contents are transferred to 
the TBI Current register set). The contents of the TBI 
Base registers are transferred to the TBI Current 
registers after a write to the associated channel’s 
Transfer Strobe register is completed (refer to Sec- 
tion 4.2). The BMIC provides a load signal (TLD#) 
which can be used to latch the start address into an 
external address counter for use by the transfer buff- 
er logic. 


The BMIC can also be programmed to generate the 
transfer address each time the associated channel 
regains the bus, in which case, the address will be 
the real-time address. By programming the CFGEA 
bit in the Channel Configuration register to a ‘‘1’’, the 
start address will be transferred to the transfer buffer 
logic at the beginning of all new transfers and the 
real-time address will be transferred each time the 
associated channel regains the bus. If the CFGEA 
bit is set to a “O”’, the transfer start address will be 
transferred at the beginning of all new transfers and 
the real-time address will not be transferred. 


| NOTE: | 
The TBI Current register set is readable by the lo- 
cal processor. However, there are possible coher- 
ency problems involved with reading multiple bytes 
while the current registers are being updated during 
a transfer. To avoid these problems, the channel’s 
transfer should be temporarily suspended (using 
the channel’s Configuration Register) before trying 
to read the channel’s TB! Current register set. 
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5.4 Transfer Buffer Interface Timing 


Example 


Figures 5-1 and 5-2 illustrate the start up and con- 
clusion of a transfer cycle across the Transfer Buffer 
interface and should be used as a reference when 
reading the following text. 


1. 


. TLD# 


At the start of a data transfer TCHAN and TDIR 
change to their new values prior to the falling 
edge of TLD# to set up the cycle. TCHAN and 
TDIR will not change states as long as TRQ# is 
asserted. 


is asserted until acknowledged by 
TACK#. The transfer address is transferred to 
the external logic each time the TBI Base register 
contents are transferred to the TBI Current regis- 
ter set (new transfer) and, if programmed, each 
time the current channel regains the bus. 


. The new address is loaded using the TDAT bus 


during TLD# at point (A). The TDAT bus should 
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be turned on by asserting TDOE# during TLD # if 
the internal start address is required. Once the 
external channel address and direction are set up, 
the data transfer can begin. 


. Data transfer requests are signaled by TRQ# be- 


ing asserted (low). TRQ# will remain active until 
the data transfer is completed or a transfer inter- 
ruption occurs (refer to Section 1.0) followed by 
TACK # active. During an EISA write, there will be 
a one TCLK delay between TLD# deasserting 
and TRQ# asserting as denoted by point (D) in 
Figure 5-2. This is to allow time for the external 
buffers to change direction after the TLD# has 
been completed. 


. Each word transfer to or from the BMIC is ac- 


knowledged by the TACK# signal. If TACK# is 
active at the rising edge of TCLK, one word will 
be transferred. If TACK # is not active at the ris- 
ing edge of TCLK, the word that is currently being 
transferred will be inhibited and a wait state will 
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Figure 5-1. Transfer Buffer Interface Timing (EISA READ) 


1-629 


— 82355 


be inserted. This is shown at point (B) in Figure 


5-1. Such a wait may be needed when the exter- 

nal transfer buffer logic is arbitrating between the 

BMIC and the I/O subsystem on the expansion 

board. Wait states may also be inserted by 

stretching TCLK at point (C) in both of the figures. 

_ Clock stretching is possible as long as the one to 
one ratio of TCLK to BCLK is not violated. — 


| NOTE: 
A long TCLK stretch time will hang the Transfer 
Buffer interface. Also, TCLK must be running dur- 
ing the time TRQ# is inactive in order for .the 
Transfer Buffer interface to function properly. - 


As indicated above, TACK # must be stable at the 
rising edge of TCLK. However, TACK# can as- 


sume any convenient pattern at other times. As © 


shown by the first pattern, TACK # (1) pulses low 
- at the TCLK edge that data is transferred. This 
pattern is particularly useful when TCLK wait- 
states are desired as indicated at point (B) in Fig- 
ure 5-1. The alternate pattern (TACK # 2) is useful 


= : 
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during TCLK stretching since TACK# is always 

low during TRQ# as shown at point (C). This is 


effective since the transfer clock edge timing is 
controlled by the amount TCLK is stretched. 


. TEOP # is asserted at the end of a transfer by the 


BMIC. 


The BMIC will indicate end-of-process by assert- 
ing TEOP# shortly after the negation of the last 
CMD# in the transfer. During an EISA write 
transfer, the BMIC will assert TEOP # a maximum 
of two TCLKs after CMD # is negated. During an 
EISA read transfer, the BMIC will assert TEOP # 
typically eight TCLKs after the negation of 
CMD #. In either case (EISA read or EISA write), 
the TEOP # signal is delayed from the rising edge 
of TCLK. 


NOTE: 
The BMIC will assert the expansion board inter- 
rupt signal (LINT) at the end of a transfer, if so 
programmed in the Transfer Channel Configura- 
tion register. : 
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Figure 5-2. Transfer Buffer interface Timing (EISA WRITE) 
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6.0 FIFO/DATA ALIGNER- 


6.1 FIFO/Data Aligner 


The BMIC uses two identical FIFOs, one per transfer 
channel, and a common data aligner for data trans- 
fers between system memory and the bus master 
expansion board. The primary function of the FIFO/ 
Data Aligner Unit is to help isolate and simplify the 
timing relationships between the EISA bus and the 
devices on the expansion board. 


The FIFO allows the timing on the expansion Board 
side of the BMIC to be based on a locally generated 
clock signal. This transfer clock (TCLK) can be inde- 
pendent of the EISA BCLK signal that governs EISA 
bus timing. The FIFO also provides latency protec- 
tion for wait states generated on either the EISA bus 
or expansion board. 


The Data Aligner arranges the 16-bit data from the 
external transfer buffer to any arbitrary byte align- 
ment in system memory. The data aligner also per- 
forms the assembly and disassembly of the EISA 
data during the transfer. The TDAT data assembly 
and disassembly is done by the Transfer Buffer in- 
terface portion of the BMIC. 


6.2 FIFOs 


Each FIFO on-board the BMIC is 24 bytes in size. 
The transfer data is written into the FIFOs from 
either the expansion board or the EISA bus side, 
depending on the direction of transfer. The data is 
written into the FIFO as doublewords during the 
transfer. However, if the data is not doubleword 
aligned, partial FIFO loads will be done at the begin- 
ning or end of a transfer depending on the byte 
count, address programmed and the direction of the 
transfer. 


The condition of the FIFOs can be determined by a 
read to the Transfer Channel Status register set. A 
read to this register will indicate whether the FIFOs 
are stalled or active. A FIFO stall is defined as a 
FIFO that is full during an EISA read or empty during 
an EISA write. In either case, the transfer buffer logic 
is unable to keep up with the EISA device. If a FIFO 
stall occurs, the transfer will be stopped and the 
BMIC will either service the transfer request with the 
highest priority or relinquish the EISA bus 
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to the system. The BMIC will relinquish the bus to 
the system if the CFGFF bit in the channel’s corre- 
sponding Configuration register is set to a 1. 


6.3 Data Aligner 


6.3.1 EISA BYTE ALIGNMENT 


The BMIC automatically handles the byte alignment 
for the EISA bus in the case of misaligned double- 
word boundaries and assumes no performance pen- 
alty. The BMIC will do any partial doubleword trans- 
fers as required at the beginning and the end of all 
transfers. The two least significant bits of the 32-bit 
transfer start address (A1 and AO) are used to pro- 
vide the byte alignment for both EISA read and EISA 
write transfers. The following tables illustate the 
BMIC’s byte alignment approach during 32- and 16- 
bit transfers: 


In the following tables ‘—’ represents no data 
transferred and the digits represent the data items 
being transferred. The byte alignment for an EISA 
read is identical to that of an EISA write. 


EISA Write (32-bit/12-byte Transfer) 
and (16-bit/6-byte Transfer) 


(32-Bit) (16-Bit) 
Output Data Output Data 
to EISA Bus to EISA Bus 
Byte 
Lane — 
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6.3.2 DATA ASSEMBLY/DISASSEMBLY — 
Before | being placed on either the TDAT or IDAT 


data buses during an EISA read or EISA write, the 


data will be assembled or disassembled as required. 
The IDAT data is assembled and disassembled by 
the FIFO/data aligner portion of the BMIC and the 
_ TDAT data is assembled and disassembled by the 
Transfer Buffer interface portion of the BMIC. The 
following paragraphs illustrate the BMIC’s assembly 
and disassembly approach during 32- and 16-bit 
transfers. The illustration assumes that byte align- 
~ ment is not required. 


During 32-bit EISA read transfers, the 32-bit double- 
words are removed from the EISA bus and placed 
into the FIFO. After flowing through the FIFO, the 
32-bit doublewords are copied-down to 16-bit words 
and then placed on the TDAT bus. 


During 32-bit EISA write transfers, the 16-bit words 
are removed from the TDAT lines, assembled into 
32-bit doublewords, and then placed into the FIFO. 
After flowing through the FIFO, the 32-bit data is 
placed on the EISA bus. No further assembly or dis- 
assembly is required after the FIFO as the data is 
already in 32-bit doubleword form. 


During 16-bit EISA read burst transfers, the 16-bit 
words are removed from the EISA bus, assembled 
into 32-bit doublewords, and then placed into the 
FIFO. After flowing through the FIFO, the 32-bit data 
is copied-down to 16-bit words and then placed on 
the TDAT bus. 


During 16-bit EISA write burst transfers, the 16-bit 
words are removed from the TDAT bus, assembled 
into 32-bit doublewords, and then placed into the 
FIFO. After flowing through the FIFO, the 32-bit data 
is copied-down to 16-bit words and then placed on 
the EISA bus. 


7.0 LOCAL PROCESSOR INTERFACE 


The BMIC’s Local Processor interface is based on 
an asynchronous, 8-bit interface. All of the slave sig- 
nals required for a local processor to program the 
BMIC are provided through this interface. These sig- 
nals include (.CS#, LRD#, LWR#); two address 
lines (LADSO and LADS1) for addressing internal 
registers; an 8-bit data path (LDAT); an interrupt sig- 
nal (LINT); and a ready signal (LRDY). LINT allows 
the BMIC to interrupt the local processor and the 
ready signal (LRDY) indicates when valid data is 
available on the LDAT lines (shared register access- 
es only, see below). If a local processor is not used, 
the Local Processor interface can be connected to 
the 8-bit ISA bus (refer to Section 7.3). The choice of 
the local microprocessor or microcontroller used de- 
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pends upon the specific application and the degree 


Of performance and data processing needed (refer 


to Section 7.2). 


The Local Processor interface portion of the BMIC 
contains two 8-bit registers which are used by the’ 
local processor to access all of the BMIC’s internal 
registers. These registers are mapped into the Local 
Processor interface and include a Local Data regis- 
ter and a Local Index register. These registers are 
selected using the Local Processor interface’s two 
address lines. The Local Status/Control register is 
also directly mapped into the Local Processor inter- 
face and is used to provide the local processor with 
the interrupt, peek/poke, and Base register status. 


The BMIC allows the local processor and the EISA 
bus to communicate with each other through a set of © 
Command/Status registers. The Command/Status 
registers are referred to as shared registers and in- 
clude a set of Mailbox registers, Semaphore ports, 
and doorbell registers. The mailbox registers are 


‘used to pass messages to and from the local proc- 


essor and the EISA bus and are controlled by the 
Semaphore ports. The Doorbell register set is used © 
to inform the respective processor of new mes- 
sages. Also part of the shared register set are the ID 
registers, which are used to support the EISA expan- 
sion board ID function. . 


The BMIC allows the local processor access to indi- 
vidual locations in system memory or I/O space us- 
ing the Peek/Poke feature. The local processor can 
also initiate BMIC burst and non-burst (two BCLKk) 
data transfers to and from system memory. 


7.1 Shared Registers—Status/ 
Command Support 


As data transfer rates increase, it is critical that an 
efficient command and status passing mechanism 
be implemented so that command and status ex- 
change does not become a new bottleneck to sys- 
tem performance. The BMIC utilizes a high-perform- 
ance command/status interface between the main 
system and the local processor to minimize com- 
mand/status overhead. 


The Shared registers are a group of registers ac- 
cessable by the system CPU or EISA bus master 
and the local processor for general-purpose com- 
mand and status interactions and EISA expansion 


~ board ID function support. The features of the BMIC 


command/status support include a pair of sema- 
phore ports, a set of interrupt ports (‘‘doorbell regis- 
ters”), and a set of mailbox registers. With these 
functions, many different types of high-performance 
communication protocols can be defined between 
the system and the expansion board. The Global | 
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Configuration register, the System Interrupt Enable/ 
Control register, and the ID registers are also part of 
the shared register set. 


7.1.1 SEMAPHORE PORTS 
The two semaphore ports are specifically designed 


to allow set-and-test functions in |/O space. Specifi- 
cally, the ports are used to lock access to the mail- 


box registers and to lock access to links in main © 


memory. Each of the semaphore ports consists of 
two parts: the semaphore flag bit and the sema- 
phore test bit. 


When a write occurs to the semaphore flag bit 
through either the EISA interface or the Local Proc- 
essor interface, the old value of the semaphore flag 
bit is copied to the appropriate semaphore test bit. 
The old value of the semaphore flag bit is then avail- 
able in the test bit to be read back by the processor. 
If the value read back from the semaphore test bit is 
a ‘‘1’’, the requested resource is unavailable for use. 
If the value read back is a ‘0’, the requested re- 
source is available for use and is now locked by the 
requesting processor or bus master. In this manner, 
set-and-test algorithms can be implemented without 
using the EISA bus lock function. The processor or 
EISA bus master unlocks the semaphore by simply 
writing a ‘‘O” to the associated semaphore flag bit. 


NOTE: 

The Semaphore ports and resources are locking 
only in a software sense, as in any semaphore in 
main memory. The Semaphore ports are identical 
and are not associated with either interface (EISA 
or Local). The protocol for the semaphores and the 
effect they have on other shared registers, like the 
Mailbox registers, is strictly a matter of how the 
system software chooses to use them. 


Implementing the semaphore in the BMIC instead of 
main memory eliminates the need for the BMIC to 
arbitrate for the EISA bus every time it wishes to 
update or test the semaphore. Note that the sema- 
phore scheme described here is functional only 
when a single device on the EISA is communicating 
with the BMIC; the semaphore coordinates “locks” 
between the single device and the local processor. 
In the case that multiple masters attempt to lock ac- 
cess to the BMIC, the masters must first agree 
amongst themselves which one has the privilege to 
use the BMIC semaphore port(s). 


7.1.2 MAILBOX REGISTERS 


A set of 16 8-bit general-purpose mailbox registers 
are used to pass information between the bus mas- 
ter expansion board and the EISA system. The 16 
registers are mapped contiguously in EISA slot-spe- 
cific |/O space, so they can be accessed as bytes, 
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words, or doublewords. These registers can be used 
to directly pass command and status information, or 
they can be used as pointers to larger command 
blocks in memory. 


The mailbox registers can be read or written at any 
time from either the EISA bus or the Local Processor 
interface. An internal arbitration is implemented in 
such a way that if there is a simultaneous read and 
write from both sides of a mailbox register, then the 
read operation will not contain indeterminate bits. In 
other words, when a read operation is done on a 
mailbox register at the same time as a write opera- 
tion to that register, the bit pattern that is read will be 
either the old bit pattern in the mailbox, or the new 
bit pattern being written, but never some transitory, 
invalid bit pattern. 


7.1.3 DOORBELL REGISTERS 


There are two 8-bit doorbell Interrupt/Status regis- 
ters in the BMIC, one assigned to the EISA side and 
one assigned to the expansion board side. The EISA 
System Doorbeli register is used by the local proces- 
sor to request service from the EISA side and the 
Local Doorbell register is used by the device on the 
EISA side to send an interrupt request to the local 
processor on the bus masier expansion board. The 
doorbell Interrupt/Status registers are implemented 
with “sticky”’ bits, so that individual bits in the regis- 
ter can be set by the interrupting device or reset by 
the servicing device without knowledge of the states 
of the other bits in the register. The eight bits in each 
doorbell register allow up to eight separate devices 
or events in each direction to have interrupt requests 
pending simultaneously. The interrupt requests 
pending in either of the two Doorbell registers are 
ORed with the other interrupt sources from within 
the BMIC, and the result is sent out over one of the 
two interrupt pins: LINT or EINT. 


Each doorbell register has an associated 8-bit Inter- 
rupt Enable register used to enable or disable the 
interrupts on an individual basis. The BMIC also in- 
cludes a System interrupt Enable/Conirol register 
and a Local Status/Control register used to disable 
the system (EINT) and local (LINT) interrupts and to 
verify the status of the system and local interrupts 
on a global basis (refer to Sections 8.1.1.3.3 and 
8.2.2). 


The following paragraphs describe the operation of 
the Local Doorbell Interrupt/Status register. The 
EISA System Doorbell Interrupt/Status register is 
similar, but operates in the opposite direction. 


Each device or event that can interrupt the bus mas- 


ter expansion board can be assigned a bit position 
within the BMIC’s Local Interrupt/Status Doorbell 
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register. When the device on the EISA bus wants to 
send an interrupt request to the bus master expan- 
sion board, it writes to the Local Interrupt/Status 
Doorbell register (from the EISA side) with that de- 
vice’s assigned bit position set active. This will set 
that bit in the Local Interrupt/Status Doorbell regis- 
_ ter, but leave the other bits in the register unaffect- 
ed. If that bit position is not disabled, then the inter- 
- rupt signal to the local processor will be asserted. 


When the local processor services the interrupt, it 
checks the Local Status/Control Register to deter- 
mine the source of the interrupt. If the control regis- 
ter indicates that the Local Doorbell register is one 
of the active interrupt sources, then the local proc- 
essor can read the Local Doorbell register to deter- 


mine which bits are active and requesting interrupts. . 


If the local processor decides to service one of the. 
requests from the Local Doorbell register, it ‘can 
write to the Local Doorbell register with that bit’s 
position set. This action will cause that bit in the Lo- 
cal Doorbell register to reset, but the other bits will 
remain unaffected. Thus, each bit in the Local Door- 
bell register is like a set-reset flip-flop, with the EISA 
bus controlling the “set” input, and the Local Proc- 
essor interface controlling the ‘reset’ input. 


7.2 Local Processor 
Recommendations 


The Local Processor interface to the BMIC will sup- 
port numerous processors, from the 8088 micro- 
processor to the 376 embedded processor. 


The 80186, 800186, 80188, and 80C188 family of 
processors provides a clean interface to the BMIC’s 
Local Processor interface and eliminates the need 
for additional logic. An on-board programmable wait- 


Board Select 
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state generator eliminates the need for external . 


wait-state generation logic between the processor 
and the BMIC during non-shared register accesses. 


7.3 Requirements for No Local 
_ Processor 


The BMIC allows for expansion board designs that — 
do not require a local processor. To support the pro- 
gramming of the BMIC in a no local processor board 
design, the Local Processor interface must be con- 
nected to the ISA bus. However, when the ISA bus is 
used, the BMIC must be informed that there is no 
local processor and that it must change its function 


Slightly (refer to next section). To inform the BMIC 


that no local processor is present, LRDY must be 
driven low during RESET and remain low a minimum 


of two BCLKs after RESET is negated. 


The following circuit can be used to establish the 
proper LRDY/RESET timing as required for a no lo- 
cal processor design (see Figure 7-1). 


7.4 EISAID Function Support/ 
Registers 


The BMIC provides support for the EISA expansion 
board ID function. The primary ID implementation 
takes advantage of the local processor. Upon reset, 
the local processor executes a routine from its ROM 
that writes the product identifier for the expansion 
board to the four 8-bit ID registers in the BMIC. The 
registers are accessed through the Local Processor 
interface and are located at local index addresses 
OOh-O3h. On the EISA side, these registers are 
mapped into the EISA slot specific ID address range 
XC80h-XC83h. 


Board Ready 


«—_————— Establish 2 BCLK delay with RC cir. 


_ RESDRV 


R1 = 8.2K 


T° 
GND 


290255-11 


R2 = Depends on frequency of BCLK and application implemented. 
Ci Depends on frequency of BCLK and application implemented. 


T1 = Active low tri-state buffer 
T2 = Active high tri-state buffer 


Figure 7-1. LRDY/RESET Circuit with No Local Processor 
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If the host CPU accesses the ID registers in the | 


BMIC before the local processor has programmed 
them, the BMIC will return the setup delay ID code 
0111XXXXh in the byte 0 ID register located at EISA 
slot specific |1/O address XC80h. The byte 0 ID regis- 
ter should be programmed last by the local proces- 
sor. 


If a local processor is not used, external registers 
will have to be implemented on the expansion board 
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to hold the expansion board ID value. The BMIC will 


_ automatically set its 1/O Decode Range 0 Control 


register to decode 8-bit EISA ID addresses. The 
IOSELO# output signal can then be used to trigger 
external logic on the expansion board to enable ID 
data onto the IDAT <7:0> data lines. The ID register 
must be connected as shown in Figure 7-2. The ex- 
ternal logic should monitor SA1 and SAO on the ISA 
bus to determine which data byte to drive. 


IDAT<0:7> 


IDOEO# 
IDDIR 


ID REGISTER ENABLE 


ID 
REGISTER 
IOSEL# 


290255-44 


Figure 7-2. IDOEO# Connection during ID Register Access 


8.0 REGISTER DESCRIPTION 


8.1 Shared Register Description 


The following is a table of the Shared register group listing:the number of registers, register type (read/write) 
as related to the local and EISA side, register name, and register size: 


ID Register 


Local Active Bits 


Semaphore Register 

Mailbox Register 

Local Doorbell Interrupt/Status Register 

Local Doorbell Enable Register 

EISA System Doorbell Interrupt/Status Register 
EISA System Doorbell Enable Register 

System Interrupt Enable/Control Register 
Global Configuration Register 
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8.1.1 COMMAND/STATUS SUPPORT 
REGISTERS 


8.1.1.1 Semaphore Ports (Read/Write) 


The BMIC contains two Semaphore ports which can 
be used to software lock resources between the 
EISA bus and the local processor. Each semaphore 
port controls a 1-bit semaphore flag. Upon reset, the 
Semaphore ports are reset to 0. 


Semaphore Port 0 EISA Address—XC8Ah 
Semaphore Port 0 Local Index Address—OAh 


~~ Semaphore Port 1 EISA Address—XC8Bh 
Semaphore Port 1 Local Index Address—OBh 


SSS Scio 


Bit 7-2 —Reserved, set to 0 


Bit 1 —Semaphore Test bit (Read Only) 


Bit O -——Semaphore Flag bit (Read/Write) 


Bit (0) reflects the actual value of the semaphore at 
any given instant. Whenever a write is done to the 
Semaphore Flag bit (0), its previous value is simulta- 
neously copied to the Semaphore test bit (1). Inter- 
nal to the BMIC, there are two test bits for each 
semaphore port: one for the EISA interface and one 
for the Local Processor interface. To do a test-and- 
set function, write to the semaphore port with the 
_ desired semaphore value in the flag bit. After a write 
has been completed, read the semaphore port and 
check the test bit to verify that a collision did not 
occur. 


8.1.1.2 Mailbox Registers (Read/Write) 


The mailbox registers are sixteen 8-bit, general pur- 
pose registers. The format of the contents of the 
mailbox registers is user-defined. The Mailbox regis- 
ter set is not initialized to a fixed value upon reset. 


_ EISA Address—XC90h through XC9Fh _ 
Local Index Address—10h through 1Fh 


(ai7 [ete [ets [ore ]ore] ena] ent [ aro 
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8.1.1.3 Doorbell Registers 


8. 1.1.3.1 Local Doorbell Interrupt/Status 
Register (Read/Write) 


This register is implemented with “sticky” bits (refer 
to Section 7.1.3). The Local Doorbell Interrupt/ 
Status register is used by the EISA bus to send an 
interrupt request to the expansion board. When read 
from, this register indicates. the status of pending in- 
terrupt events. Upon reset, the Doorbell Interrupt/ 
Status register is reset to 0. 


EISA Address—XC8Dh__ 
Local Index Address—ODh 


fan? [ens [ons [ens ana [ete | oti] aio. 


Bit7-O 1 = 


Doorbell interrupt pending (local CPU 
read) 


Set Doorbell bit (EISA write) 
Reset Doorbell bit (Local CPU write) 


0 = No doorbell interrupt pending (Local 
CPU read) 


No action (EISA or local CPU write) 


Bits 0-7 allow up to eight events or devices on the 
EISA side to interrupt the local side of the BMIC. The 
above bits can only be reset by the servicing proces- 
sor on the local side. 


8.1.1.3.2 Local Doorbell Enable Register (Read/ 
Write) 


The Local Doorbell Enable register is used by the 
local processor to enable or disable interrupt re- 
quests to the local expansion board. This register is 
read only from the EISA side. Upon reset, the Door- 
bell Enable register is set to 0. 


EISA Address—XC8Ch 


_Local Index Address—OCh 


Enable doorbell interrupt for corre- 


Bit7-O 1 = 
sponding bit position 
0 = Disable doorbell interrupt for corre- 


sponding bit position 
No action (local CPU write) 
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Bits 0 through 7 act as interrupt enables for bits 0 


through 7 in the Local Doorbell Interrupt/Status reg- 
ister respectively. 


8.1.1.3.3 EISA System Doorbell Interrupt/Status 
Register (Read/Write) 


This register is implemented with “‘sticky”’ bits (refer 
to Section 7.1.3). The EISA System Doorbell Inter- 
rupt/Status register is used by the expansion board 
to send an interrupt request to the EISA bus. When 
read from, this register indicates the status of pend- 
ing interrupt events. Upon reset, the EISA System 
Doorbell Interrupt/Status register is reset to 0. 


EISA Address—XC8Fh 
Local Index Address—OFh 


(EISA 


Bit 7-O 1 Doorbell 
read) 
Set Doorbell bit (Local CPU write) 
Reset Doorbell bit (EISA write) 


0 = No doorbell interrupt pending 


interrupt pending 


Bits 7-0 allow up to eight events or devices on the 
expansion board to send interrupts to the EISA bus. 
The above bits can only be reset by the servicing 
processor on the EISA side. 


8.1.1.3.4 EISA System Doorbell Enable Register 
(Read/Write) 


The EISA System Doorbell Enable register is used 
by the EISA processor to enable or disable interrupt 
requests to the EISA side. This register is read only 
from the local side. Upon reset, the EISA System 
Doorbell Enable register is reset to 0. 


EISA Address—XC8Eh 
Local Index Address—OEh 


Bit 7-O 1 = Enable doorbell interrupt for corre- 
sponding bit position 
0 = Disable doorbell interrupt for corre- 


sponding bit position 


Bits 0 through 7 act as interrupt enables for bits 0 
through 7 in the EISA System Doorbell Interrupt/ 
Status register respectively. 
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8.1.1.3.5 System Interrupt Enable/Control Reg- 
ister (Read/Write) 


This register is used by the processor on the EISA 
side to disable the EINT signal. The EISA processor 
also can read this register to determine whether 
there are any pending interrupt requests in.the EISA 
System Doorbell Interrupt/Status register. This reg- 
ister is read only from the local side. Upon reset, this 
register is reset to 0. 


EISA Address—XC89h 
Local Index Address—09h 


Pie eee ee 


Bit 7-2 — Reserved, set to 0 
Bit1 | — (read-only bit) 


1 = Enabled interrupts are pending in 
EISA System Doorbell Interrupt/ 
Status register — 

0 = No enabled interrupts are pending 


in EISA System Doorbell Interrupt/ 
Status register 


BitO — 
1 = Enable interrupts from System 
Doorbell register (EISA write) 
0 = Disable interrupts from System 
Doorbell register (EISA write) 


8.1.2 GLOBAL CONFIGURATION REGISTER 
(READ/WRITE) | 


This register is used to program the type of protocol, 
edge or level-triggered, that will be used with the 
EINT and LINT interrupt signals. The Global Config- 
uration register is also used to program the preempt 
timer and provide four bits for a BMIC hardware revi- 
sion number. This register is read only from the EISA 
side. Upon reset, bits O-3 are reset to 0. 


EISA Address—XC88h 
Local Index Address—08h 
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[pit | Bite | Bits | Bit4 | Bits | Bit2 | Bitt| Bito 

Bits 7-4 (read-only) . 

_ Hardware revision number of the 

BMIC 

Bit 3 1 = System interrupt pin (EINT) uses 
edge-triggered protocol (Active 
high) : 


0 = System interrupt pin (EINT) uses 
level-triggered protocol (Active low 
open collector) | 

Bit 2 — 1 = Local interrupt pin (LINT) is set for 
active high operation 

0 = Local interrupt pin (LINT) is set for 
active low operation 


Bits 1,0 Delay to give up bus after preempt 
00 = 3 BCLKs 
01 = 32 BCLKs 
10 = 64 BCLKs 


11 = reserved 


EISA Address—XC80h through XC83h (bytes 0-3) 
Local Index Address—Oh through 3h (bytes 0-3) 


ID Register Bytes 0-3: 


Byteo | — | mcci4 | moci3 | Mcct2 | MCC11_ 
Byte1 | Mcc22 | Mcc2t | MCC20 | 

Byte 2 M 

Byte 3 


ID Register Byte 0: 


Bit 7 — Reserved 


Bits 6-2 MCC1<4:0> 
Bits 1,0 MCC2<4:3> 


ID Register Byte 1: 


Bits 7-5 MCC2<2:0> 
Bits 4-0 MCC3<4:0> 


ID Register Byte 2: 


Bits 7-4 MCC4<3:0> 
Bits 3-0 MCC5<3:0> 


ID Register Byte 3: 


Bits 7-4. MCC6<3:0> 
Bits 4-0 _ MCC7<3:0> 
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The ID register set consists of four 8-bit registers. — 
These registers are programmed at initialization time 
with the product identifier for the expansion board 


8.1.3 ID REGISTERS 


‘ which contains the BMIC. The registers are mapped 


as read-only into the EISA ID I/O address range. 


_ Upon reset, the ID byte 0 register will contain the 


value 0111XXXX, which is the EISA ID delay value. 
The local processor should program byte 0 last. If 
the external ID support scheme is selected, then 
these registers are disabled. The bit definitions de- 
fined below have significance for the EISA ID proto- 
col but not for any BMIC hardware functionality. 
Upon reset, ID bytes 1-3 are not initialized to a fixed 
value. | 


ee ee 


MCC72 


First character of manufacturer’s code 
First portion of second character of manufacturer’s code . 


Second portion of second character of manufacturer’s code 
Third character of manufacturer’s code 


First hex digit of product number 
Second hex digit of product number 


Third hex digit of product number 
Hexadecimal digit of product revision 
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8.2 Local Processor Only Registers 


The following is a table of the Local Processor Only register group listing the number of registers, register type 
(read/write) as related to the local side, register name, and register size: 


Local Register Active Bits 
_ Type Name per Register 


INDEX REGISTERS 


1 R/W Local Index Register 
1 R/W Local Data Register 
1 R/W Local Status/Control Register 


Data Transfer Channel 0 Base Address Register 
Data Transfer Channel 1 Base Address Register 
Data Transfer Channel 0 Current Address Register 
Data Transfer Channel 1 Current Address Register 
Data Transfer Channel 0 Base Count Register 

Data Transfer Channel 1 Base Count Register 

Data Transfer Channel 0 Current Count Register 
Data Transfer Channel 1 Current Count Register 


Channel 0 Transfer Strobe Register 
Channel 1 Transfer Strobe Register 
Channel 0 Configuration Register — 
Channel 1 Configuration Register 

Channel 0 Status Register 
Channel 1 Status Register 


4 R/W Peek/Poke Address Register 
4 R/W Peek/Poke Data Register 
1 R/W Peek/Poke Control Register 


1 ~  R/W |/O Decode Range 0 Base Address Register 
1 R/W 1/O Decode Range 1 Base Address Register 
1 R/W |/O Decode Range 0 Control Register 
1 R/W |/O Decode Range 1 Control Register 


2 R/W TBI Channel 0 Base Address Register 
2 R/W TBI Channel 1 Base Address Register 
2 R TBI Channel 0 Current Address Register 
2 R TBI Channel 1 Current Address Register 
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8.2.1 INDEX REGISTERS 


The BMIC’s register set is accessed using the local 
Index and Local Data register set (refer to Section 
3.2.6.1). The Local Index and Local Data registers 
are mapped directly into the Local Processor inter- 
face of the BMIC. 


8.2.1.1 Local Index Register (Read/Write) 


-The Local Index register contains the address of the 
BMIC register that is currently being accessed. An 
optional auto-increment mode is supported through 
this register, which automatically increments the in- 
dex register after each Local Data register read or 
write. Upon reset, the Local Index register is set to 0. 


Local Address—t1h 


[ei7 [aie [ets en«[ara [ere] ent [aro 


Bit7 —1 = Autoincrement local index register 
after access to local data register 


0 = Do not autoincrement 
Bits . 
6-0 — Local index address 


8.2.1.2 Local Data Register (Read/Write) 
During a BMIC local register access, the value of the 
register being accessed is passed through this regis- 


ter. 


Local Address—Oh 
[ar7[en6[ens| ena [era] er2] err[eno 


8.2.2 LOCAL STATUS/CONTROL REGISTER 
(READ/WRITE) 


The Local Status/Control register is directly mapped 
into the Local Processor interface and is accessible 


using the two address lines (LADS <1:0>). This reg- — 


ister provides current local doorbell interrupt status, 
current Channel 0 and Channel 1 interrupt and Base 
register status, and current peek/poke cycle status. 
This register ig also used by the local processor on 
the expansion board to disable and provide the cur- 
rent status of the LINT signal (active or inactive). Bit 
4 in this register is read/write and the remaining bits 
are read only. Upon reset, the Local Status/Control 
register is reset to 0. 
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Bit7—R 1 = Enabled interrupts are pending in 
Local Doorbell register 
0 = No enabled interrupts are pend- 
ing in Local Doorbell register 
Bit6é—R 1 = Enabled interrupts are pending 


from channel 1 events 


0 = No enabled interrupts are pend- 
ing from channel 1 events 


BitS5—R 1 = Enabled interrupts are pending 
from channel 0 events 


0 = No enabled interrupts are pend- 
ing from channel 0 events 


Bit4— R/W 1 = Local interrupts enabled 
0 = All local interrupts disabled 


Bit3—R 1 = Local interrupt signal (LINT) is 
currently active | 


0 = LINT signal is currently inactive. | 
Bit2—R  1= Most recent peek/poke com- 
mand is still pending 


0 = Most recent peek/poke com- 
mand is complete 


Bit1 — R 1 = Base register set for channel 1 is 
busy . 

O = Base register set channel 1 is 
available 

1 = Base register set for channel 0 is 

~ busy 

O = Base register set for channel 0 is 

available | 


BitO—R 


8.2.3 DATA CHANNEL TRANSFER REGISTERS 


The Data Channel Transfer register set is used to 
control burst and standard EISA data transfers. 
Each transfer channel has a set of Base and Current 
registers, and also a Transfer Strobe, Configuration, 
and Status register. 


NOTE: 
The Base register set and the Transfer Strobe reg- 
ister must be initialized before a transfer can take 
place. They are not initialized to a fixed value upon 
reset. . 


B 
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8.2.3.1 Channel 0 and 1 Transfer Base Address 
Registers (Read/Write) 


Each Channel has an associated Base Address reg- 
ister set. The Transfer Base Address registers are 
programmed with the 32-bit starting address to be 
used during the data transfer. After the Base regis- 
ters have been programmed, they should not be pro- 
grammed again until the contents of the Base regis- 
ters have been transferred to the Current registers. 
The Base Address registers are not initialized to a 
fixed value upon reset. 


Channel 0 Local Index Address—43h through 46h 
(bytes 0 through 3) 
Channel 1 Local Index Address—63h through 66h 
(bytes 0 through 3) 


8.2.3.2 Channel 0 and 1 Transfer Current 
Address Registers (Read Only) 


Each Channel has an associated Current Address 
register set. The Transfer Current Address registers 
contain the real-time status of the 32-bit transfer ad- 
dress. The Current Address registers are not initial- 
ized to a fixed value upon reset. 


NOTE: 

The current register set is readable by the local 
processor. However, there are possible coherency 
problems involved with reading multiple bytes while 
the current registers are being updated during a 
transfer. To avoid these problems, a channel’s 
transfer should be temporarily suspended (using 
the channel's Configuration Register) before trying 
to read the channel’s current register set. 


Channel 0 Local Index Address—53h through 56h 
(bytes 0 through 3) 
Channel 1 Loca! Index Address—73h through 76h 
(bytes 0 through 3) 


8.2.3.3 Channel 0 and 1 Transfer Base Count 
Registers (Read/Write) 


Each Channel has an associated Base Count regis- 
ter set. The Transfer Base Count registers are pro- 
grammed with the number of bytes to be transferred. 
Each Channel has 22 bits of counter space for a 
maximum transfer block size of 4 Mbytes. Bits 22 
and 23 are used for channel control. The Base 
Count registers are not initialized to a fixed value 
upon reset. 
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Channel 0 Local Address—40h through 42h (bytes 0 
through 2) | 

Channel 1 Local Address—60h through 62h (bytes 0 
through 2) 


Bit 23 — R/W 1 = Start transfer as soon as 
base register set is copied 


to current register set 


O = Hold transfer after current {§ 


register set is loaded. Wait 
for transfer suspend bit 0 to 
be reset 


—W 1 = Transfer from bus master 
expansion board to EISA 
bus (EISA write) 


O = Transfer from EISA bus to 
bus master expansion 
board (EISA read). This is 
applicable only to channel 
1 and not for channel 0, as 
channel O can_ perform 
EISA WRITE transfers only. 


Transfer byte count 


Bit 22 


Bits 0-21 — R/W 


If bit 23 in the Base Count register is not set to a 1, 
the channel suspend bit (CFGSV) in that channel’s 
corresponding configuration register is automatically 
set to a 1. The bit will be set during the Base register 
to Current register transfer. This ensures that a 
channel request for that channel is not generated. 
When the local processor resets the channel sus- 
pend bit to 0 in the corresponding Configuration reg- 
ister, a transfer request will be generated. 


NOTE: 
If the initial byte count is programmed to be ‘0’, no 
transfer request will be generated and no transfer 
will occur. . 


8.2.3.4 Channel 0 and 1 Transfer Current Count 
Registers (Read Only) 


Each Channel has an associated Current Count reg- 
ister set. The Transfer Current Count registers con- 
tain the 22-bit value representing the number of 
bytes remaining to be transferred on the channel. 
This value can be from one byte to four Mbytes. Bit 
23 is reserved. Bit 22 is used to indicate the direction 
of the transfer. Upon reset, the Current Count regis- 
ters are not initialized. At the end of a transfer, this 
register contains the value of the number of bytes 
transferred during the last cycle. 


1-644 


1 


82355 


Channel 0 Local Index Address—50h through 52h 


(bytes 0 through 2) . 
Channel 1 Local Index Address—70h through 72h 
(bytes 0 through 2) | 


|  BYTE2 | BYTE 1 BYTE O 
Bit 23 | Bit22 | Bit16-21 | Bits8-15 | Bits 0-7 


Bit 23 — Reserved 
— 1 


= Current transfer is from bus mas- 
ter expansion board to EISA bus 


= Current transfer is from EISA bus 
to bus master expansion board 


Bits 0-21 — Current transfer byte count 


8.2.4 DATA TRANSFER STATUS/CONTROL 
REGISTERS 


8.2.4.1 Channel 0 and 1 Transfer Strobe 
Registers (Write Only) : 


Each channel has an associated Transfer Channel 
Strobe register. The Strobe register is used to initiate 
the transfer of information from the Base register set 
to the Current register set. The act of writing to this 
register will initiate the Base to Current transfer. 
There are no bits to this register, the data written to 
this register is ignored and the register cannot be 


read. ; 


If bit 23 in the Transfer Base Count Register is set to 
a 1, the data transfer will be requested immediately. 
Otherwise, the transfer will wait until the transfer 
suspend bit CFGSU for the corresponding channel 
is reset. The transfer suspend bit is located in the 
Configuration register. | 


Channel 0 Local Index Address—49h 
Channel 1 Local Index Address—69h 


8.2.4.2 Channel 0 and 1 Transfer Channel 
Configuration Registers (Read/Write) 


Each channel has an associated Transfer Configura- 
tion register. Upon reset, the Configuration registers 
are reset to 0. The Configuration register set is used 
to configure the channels as follows: 


Channel 0 Local Index Address—48h 
Channel 1 Local Index Address—68h 
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CFGEAICFGIE CFGIT|CFGFF|CFGBR|CFGCL|CFGE! CFGSU 


Bit7 —CFGEA 1 


Enable real-time address 
transfer to transfer buffer 


logic 
0 = Disable real-time address. 
transfer to transfer buffer 
logic 
Bit6 — CFGIE Reserved. This bit must always be — 
written with 0. . 
BitS — CFGIT 1 = Enable interrupt on transfer 
complete 
0 = Disable interrupt on transfer 
complete 


Bit4 — CFGFF 1 = Give up ownership of EISA 
bus if a transfer interruption 
occurs on this channel 


0 = Retain ownership of EISA 
bus if a transfer interruption 
occurs on this channel 


Bit3 — CFGBR 1 = Enable EISA burst transfer 


0 = Disable burst _ transfers 
(channel uses non-burst (2 
BCLK) cycle transfers) 


Bit2 —CFGCL 1 = Clear channel | 
| Stop any transfers and flush 
the data FIFO 
0 = No operation 
Always returns a 0 whe 
_ read os 
Bit1 — CFGEI Reserved. This bit must always be | 
written with 0. 
BitO —CFGSU 1 = Temporarily suspend trans- 
. fer 


0 = Allow transfer to proceed 


The CFGEA Bit enables the real-time address 
transfer to the transfer buffer logic. If the CFGEA bit 
is set to a 1, the transfer buffer real-time address for 
the active channel is transferred to the transfer buff- 
er logic each time that channel regains the bus and 
the start address is transferred each time the Base 
register contents are loaded into the corresponding 
Current registers. If the CFGEA bit is set to 0, the 
address load signal (TLD#) is activated only when 
the Base is loaded into the Current register (refer to 
Section 5.3). | | 7 


‘The CFGIE Bit is a reserved bit. Zero (0) must al- 


ways be written at this bit location. This bit can be 
ignored during register reads. 3 
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The CFGIT Bit enables an interrupt on transfer 
complete (EOP). A 


The CFGFF Bit controls whether EISA bus owner- 
ship is relinquished or maintained after a transfer in- 
terruption. When a channel is interrupted for any 
reason, (1K page break, FIFO stall, channel clear, 


transfer suspend, or transfer complete), the BMIC — 
may relinquish the EISA bus depending on the state | 


of the CFGFF bit in the above register. The function 
of the CFGFF bit, as related to the above channel 
interruptions, is as follows: 


lf the CFGFF bit = 1, the BMIC will relinquish con- 
trol of the EISA bus upon the detection of any of the 
above interruptions. This will occur regardless if 
there are additional data transfer requests pending. 
If there are additional data transfer requests pend- 
ing, the BMIC will reassert MREQ# a minimum of 
two BCLK’s later to reacquire the EISA bus. 


lf the CFGFF bit = 0, the BMIC retains ownership of 
the EISA bus upon detection of a FIFO stall or 1K 
page break as long as a preempt timer timeout has 
not occurred. lf there are additional data requests 
pending, the BMIC will immediately perform the 
pending transfer and then rearbitrate for the EISA 
bus to complete the interrupted transfer. If there are 
no additional data requests pending, the BMIC will 
relinquish ownership of the EISA bus only after the 
current transfer interruption has been serviced and 
completed. 


NOTE: 
During a FIFO pause, CFGFF is ignored. 


The CFGBR Bit defines the type of transfer cycles 
(burst or non-burst) that can be requested on the 
transfer channel. If burst cycles have been selected 
and system memory is unable to run burst cycles, 
the BMIC will default to non-burst (two BCLK) or 
mismatched cycles. 


The CFGCL Bit is used to generate a channel clear. 
A channel clear terminates the current transfer and 
flushes the associated FIFO. The FIFO is reset dur- 
ing the next Base to Current register copy. 


Before a channel is issued a clear command, the 
channel must first be suspended by writing a “1” 
into Bit O (CFGSU) of the Transfer Channel Configu- 
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ration Register. Next the Transfer Channel Status 
Register must be read. If the TSTTC (Bit 0) is set to 
a “1”, then the channel has already completed the 
transfer. The channel is then unsuspended (write a 
“O” into Bit O [CFGSU] of the Transfer Channel 
Configuration Register), and the TSTTC bit is then 
cleared. 


If the TSTTC bit is a “O”, then the TSTEN bit is 
checked. If this bit is a “1”, then the channel has not 
returned to idle yet, and the Transfer Channel Status 
Register is re-polled. If the TSTEN bit is a “0”, then 
the channel has successfully returned to idle and { 
can now be cleared with no errors. This is done by 
setting Bit 2 (CFGCL bit) to a “1” in the Transfer 
Channel Configuration Register. A flowchart for this 
operation is shown in the following figure. 


YES | THE TRANSFER HAS | 
ot ALREADY FINISHED, 
: NO CLEAR NEEDED 


ie 


| CLEAR THE 


290255-—43 


NOTE: 
TSTTC must ALWAYS be cleared when a Transfer is 
completed. 


Figure 8-1. Channel Clear Flowchart 
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If a channel is enabled for a transfer during a Chan- 
nel clear, the BMIC will generate an end of process 
by asserting TEOP*#. If the channel is not enabled 
for a transfer or the channel clear is preceded by a 
channel suspend, a TEOP# will not be generated. 
The channel clear will be active for at least two com- 
plete BCLK cycles. 


The CFGEI Bit is a reserved bit. Zero (0) must al- 
ways be written at this bit location. This bit can be 
ignored during register reads. | 


The CFGSU Bit is used to temporarily suspend the 
data transfer. 


8.2.4.3 Channel 0 and 1 Transfer Channel Status 
Registers (Read/Write) 


Each channel has an associated Transfer Channel 
Status register. Bits 2 through 4 are read only and 
bits 5 through 7 are reserved. Upon reset, the Chan- 
nel Status register set is reset to “0”. 


Channel 0 Local index Address—4Ah 
Channel 1 Local index Address—6Ah 


ae TSTAk| RSVD TSTEN! TSTIP| TSTET TSTTC 


Bit 7, 6, 5 —W 


ten into these bits ~during 
writes. Ignore any data on 
these bits during register 
reads 

Bit 4 —R Reserved 

Bit 3 —R _— 1 = The transfer channel is en- 
abled for transfer (transfer 
in progress) 

0 = The transfer channel is not 
enabled for transfer (trans- 
fer not in progress) | 

1 = A transfer request is active 
on this channel. 


0 = No transfer request is active 
on this channel. 


Bit 2 —R 
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_ Reserved. 0 should be writ- ~ 


intel. 


Bit 1 — Reserved. Ignore data at this bit loca- 
tion. 
= Transfer completed on this 


Bit 0 — R/W 1 
| channel (read) 


Reset this bit (write) 


0 = No transfer completion on 
this channel (read) 


No action (write) 


Bits (7), (6), TST1K, and (4) are reserved. Any data 
read from these bits should be ignored. 


The TSTIP and TSTEN Bits are read only and indi- 
cate whether the corresponding channel is request- 
ing a transfer or whether the channel’s transfer is 
currently in progress. 


The TSTET Bit is a reserved bit and should be ig- 
nored during all register reads. Zero (0) should al- - 
ways be written at this bit location. 


The TSTTC Bit is read/write and is used to indicate 
the current end-of-process status of the transfer. If 
an EOP occurs, the BMIC will set bit (0) to a ‘‘1” and 
generate an interrupt to the local processor. The 
BMIC will not generate the interrupt if the CFGIT bit 
in the channel’s corresponding Transfer venga: 
tion register is set to a “O”’. 


NOTE: 
The TSTTC bit is implemented as a sticky bit. This 
bit can be reset by the local processor without af- - 
fecting the status of the other bits in the register. 


8.2.5 PEEK/POKE REGISTERS 


The Peek/Poke register set consists of four 8-bit Ad- 
dress registers, four 8-bit Data registers and one 
Peek/Poke control register. The Address and Data 
registers are used to define the 32-bit address and 
data that will be used during the peek/poke cycles, 
and the Control register is used to request and de- 


_ fine the type of cycle that will be generated (peek, 


poke, or locked exchange). The peek/poke or 
locked exchange cycle is initiated by writing to the 
Peek/Poke control register. During Reset, the Peek/ 
Poke Address registers and the Control register are 
reset to “0”. | 


‘ | 
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8.2.5.1 Peek/Poke Address Registers 
(Read/Write) 


The four 8-bit Peek/Poke Address registers contain 
the 32-bit peek/poke address. Only the lower 16 bits 
are used for |/O cycles. Address bits 0 and 1 are 
ignored. Upon reset, this register is reset to “0”. 


Local Index Address—34h through 37h (bytes 0 
through 3) 


BYTE 3 BYTE 2 BYTE 1 BYTE O 
Bits 24-31 | Bits 16-23 | Bits8-15 | Bits 2-7 


8.2.5.2 Peek/Poke Data Registers (Read/Write) 


The four 8-bit peek/poke data registers hold the 
data for the peek/poke cycle. Each peek/poke data 
register is associated with one byte lane. During 
peek transfers, only those peek/poke data registers 
whose corresponding byte enable bit is set in the 
peek/poke control register contain valid data. During 
poke transfers, the data must be placed in the ap- 
propriate register as determined by the correspond- 
ing byte enable bit. | 


Local Index Address—30h through 33h (bytes 0 
through 3) 


BYTE 3 BYTE 2 BYTE 1 BYTEO 
Bits 24-31 | Bits 16-23 | Bits8-15 | Bits 0-7 


The Shared register timings (t85, t93, t96-t98) are 
used when accessing the Peek/Poke Data registers. 


8.2.5.3 Peek/Poke Control Register 
(Read/Write) 


The Peek/Poke Control register is written to by the 
local processor when a peek/poke transfer is de- 
sired over the EISA bus. Upon reset, this register is 
reset to “0”. 


Local Index Address—38h 


Bit 7 — Reserved. Set to 0 
Bits 6,5 — 10 = Do read cycle (peek) 
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Bits 6,5 —01 = Do write cycle (poke) 
11 = Do locked exchange cycle 
(peek/poke) 
00 = Do Nothing (Nop) 
Bit 4 — 1= Domemory cycle 
= Do 1/0 cycle 
Bit 3 : _ 
Bit 2 1 = Byte enable for given byte lane 
Bit 1 0 = Byte disable for given byte lane 
Bit O 


Bits (6) and (5) are used to define the type of cycle 
requested (peek, poke or locked exchange). 


Bit (4) defines whether the cycle is memory or 1/O. 


Bits (3-0) are used to define the byte enables for 
the doubleword data written to or read from the 
Peek/Poke data register. Peek/Poke cycles will not 
be generated for illegal combinations of byte en- 
ables. 


ILLEGAL COMBINATIONS OF BYTE ENABLES: 


Bits 3-0 IBE # <3:0> 
0000 1111 
0101 1010 
1001 0110 
1010 0101 
1011 0100 
1101 0010 

NOTE: 


Bits 3-0 in the above register are active high 
whereas the EISA byte enables (IBE#<3:0>) are 
active low. | 


8.2.6 1/0 RANGE DECODE REGISTERS 


The |/O Decode Range register set consists of two 
I/O Decode Range Base Address registers and two 
|/O Decode Range Control Registers. The Address 
registers are used to define the address range of 
interest to the expansion board and the Control reg- 
isters are used to define the decode range size, type 
of decode (slot specific or general), and the re- 
sponse of the local !/O (32-bit EISA or 8-bit EISA). 
The I/O decode register set controls the two 
lIOSEL# pins on the BMIC. Each pin has an associ- 
ated Address and Control register. 
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Upon reset, the |/O Decode Range registers are ini- 
tialized according to the following table: 


*Local 
Processor 
Not 
Present 


*Local 
Processor 
Present | 


Local 
Processor 


*Refer to Section 7.3 for information regarding “local proc- 
essor present” or “local processor not present”. 


8.2.6.1 Range 0 and 1 I/O Decode Base Address 
Registers (Read/Write) 


Each Decode range and IOSEL# pin has an associ- 
ated I/O Decode Range Base Address register. 


Range 0 Local Index Address—39h 
Range 1 Local Index Address—3Bh 


(ei? [ete [ens [are [ere] nz [en [eto: 


During general I/O decode, bits 7-0 are used to 
compare against EISA address lines LA<9:2>. Dur- 
ing slot specific decode, bits 7 and 6 are compared 
against EISA address lines LA<11:10> and bits 
5-0 are compared against EISA address lines 
LA<7:2> (refer to Section 4.8). 


8.2.6.2 Range 0 and 1 I/O Decode Control 
Registers (Read/Write) 


Each Decode range and IOSEL # pin has an associ- 
ated I/O Decode Range Control register. 


Range 0 Local Index Address—3Ah 
Range 1 Local Index Address—3Ch 


[a7 [ete| ors [ers |ors[ ere] Bn [ero 


= Respond as a 32-bit EISA I/O device 
0 = Respond as an 8-bit EISA I/O device 
Bit6 — 1 = Slot Specific |1/O Decode 
= General I/O Decode 

BitS5— 1 = IOSEL# held during CMD# active 
| = IOSEL# follows I/O address changes 

Bit4 | 1 = Do not compare I/O Range Base Ad- 
. Bits - dress Register and corresponding 
EISA address bit (Mask) 


- Bit2 | 0 = Compare I/O Range Base Address 


Bit 1 Register with corresponding EISA ad- 
BitO | dress bit 
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Control Registers | 60h | 60h | 20h | 20h 
Address Registers | EOh | OOh | OOh | OOh 
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_ Refer to Section 4.8 for a complete description of 


the 1/0 Decode Range Control registers and the 
BMIC decode function in general. 


8.2.7 TRANSFER BUFFER INTERFACE (TBI) 
REGISTERS (READ/WRITE) 


The TBI registers are programmed to provide the 16- 
bit start address of the data transfer for use by the 
transfer buffer logic (refer to Section 5.3). Each 
transfer channel has a corresponding TBI Base and 
Current Address register set. The contents of the 
TBI Base Address registers are transferred to the 
TBI Current Address registers during a write to the 
channel’s corresponding Transfer Channel Strobe 
Register. 


8.2.7.1 Channel 0 and 1 TBI Base Address - 
Registers (Read/Write) — 


The BMIC provides two 8-bit TBI Base Address reg- 
isters per channel. The registers are programmed — 
with the 16-bit start address of the data in the Trans- 

fer Buffer memory space. The TBI Base Address 


register set is not initialized to a fixed value upon 


reset. 


Channel 0 Local Index Address—4Bh and 4Ch (byte 
0 and 1) 

Channel 1 Local Index Address—6Bh and 6Ch (byte 
0 and 1) 


8.2.7.2 Channel 0 and 1 TBI Current Address 
Registers (Read Only) 


The BMIC provides two 8-bit TBI Current Address 
registers per channel. The TBI Current Address reg- 
isters contain the 16-bit real-time address of the 
data transfer. The contents of the Current register 
set are transferred to the external buffer logic at the 
beginning of every new data block transfer. The 
BMIC may also be programmed to transfer the con- 
tents of the Current Address register each time the 
corresponding channel regains control of the bus 
(refer to Section 5.3). The TBI Current Address reg- 
ister set is reset to “O’” upon device reset. 
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Channel 0 Local Index Address—58h and 59h (byte NOTE: 

0 and 1) The TBI current registers contain real-time status 
Channel 1 Local Index Address—78h and 79h (byte ‘and may change at anytime. If a stable value is 
0 and 1) needed while reading a set of these registers, the 


channel should be temporarily suspended by set- 
ting the CFGSU bit in the Channel Configuration 
register to a “1” before these registers are read. 


9.0 DETAILED PIN DESCRIPTION 


9.1 EISA Interface Signals 


START # /O TRI-STATED (EISA CYCLE START STROBE) 


The START # signal provides timing control at the start of a cycle. During EISA master 


mode, the BMIC drives this signal low after LA<31:2> and M/IO become valid and negates 
M/IO 


START # on the rising edge of BCLK after one BCLK cycle time. During EISA slave mode, 
the BMIC uses this signal to indicate the start of a slave bus cycle. It is sampled on the rising 
EXRDY 


edge of BCLK. Upon reset, this pin is tri-stated and placed in input mode. 
EX32# 


INPUT (EISA COMMAND STROBE) 
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The CMD # provides timing control within the cycle. The 82358 Bus Controller asserts 
CMD # on the rising edge of BCLK, simultaneously with the negation of START #. CMD # is 
held low until the end of the cycle. The BMIC uses CMD # in EISA slave mode for timing 
control during internal Shared register read/write accesses. 


I/O TRI-STATED (EISAMEMORY/IO CYCLE STATUS PIN) 
M/IO is used to indicate that the type of cycle in progress is a memory cycle (high) or I/O 
cycle (low). M/IO is pipelined from one cycle to the next and must be latched by the 
addressed memory slave if needed for the whole cycle. During EISA master mode, the 
BMIC drives this signal. The BMIC will drive this pin high during burst and non-burst (two 
BCLK) cycles. The value of M/IO in a Peek/Poke or locked exchange cycle depends on the 
programmed value of bit 4 in the Peek/Poke Control register. During EISA slave mode, the 
M/IO pin is an input. As a slave, the BMIC will respond only as an I/O device. Upon reset, 
this pin is tri-stated and placed in input mode. 


I/O TRI-STATED (EISA WRITE/READ CYCLE STATUS PIN) 3 
The W/R status signal identifies the cycle as a write (high) or read (low). W/R is pipelined 
from one cycle to the next and must be latched by the addressed memory slave if needed 
for the whole cycle. During EISA master mode, the BMIC drives this signal. During EISA 

slave mode, this pin is an input. Upon reset, W/R is tri-stated and placed in input mode. 


I/O OPENCOLLECTOR (EISA READY SIGNAL) 
EXRDY is used by EISA I/O and memory slaves to request wait states during a cycle. Each 
wait state is one BCLK period. During EISA master mode, the BMIC first samples this signal 
on the falling edge of BCLK after CMD # is asserted. If it is low, the BMIC will insert a wait 

state, and continue inserting wait states as long as EXRDY is low at each successive falling 
edge of BCLK. During EISA slave mode, the BMIC drives EXRDY inactive until it is ready to 
complete cycles addressed to it. The EXRDY pin is an open collector output. 


I/O OPEN COLLECTOR (EISA 32-BIT SLAVE RESPONSE PIN) 
EX32# is an open collector and is used by memory or I/O slaves to indicate their support of 
32-bit transfers. During EISA master mode, the BMIC samples EX32# on the same rising - 
edge of BCLK that START # is deasserted. The BMIC uses this pin to determine if the 
addressed slave is capable of 32-bit transfers. During peek/poke and non-burst EISA data 
transfers, the BMIC is a 32-bit master only and will allow the 82358 Bus Controller to do all 
necessary bus conversions. During EISA slave mode, the BMIC drives EX32 # low if it has 
32-bit data to send to the EISA bus, otherwise this signal is inactive. 
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MASTER16# | OUTPUT OPENCOLLECTOR (EISA 16-BIT MASTER CONTROL) 
In master mode, the BMIC will assert MASTER16 # (at the same time as START #) for one 
BCLK period when it is capable of downshifting from a 32-bit master to a 16-bit master. The 
BMIC will downshift if necessary during memory burst transfers only. The BMIC will 

automatically downshift from a 32- to 16-bit master if the EX32# signal is sampled inactive 
and the SLBURST # signal is sampled active. MASTER16# has no function in slave mode. 


INPUT (EISA ADDRESS ENABLE SIGNAL) 
The BMIC uses AEN when in EISA slave mode to qualify /0 addresses. When negated 
(low), the BMIC uses AEN to decode possible accesses to its general and slot specific |/O 
space. When asserted (high), the address on the EISA bus will be ignored by the BMIC. 
AEN is sampled on the falling edge of CMD #. This signal is not used in master mode. 


OUTPUT TRI-STATED (EISA MASTER BURST SIGNAL) 
The BMIC asserts MSBURST # to indicate to the addressed memory slave that the BMIC 
will provide burst cycles. If the BMIC samples SLBURST # active on the rising edge of BCLK 
after START # is asserted, the BMIC will activate MSBURST # on the next BCLK falling 
edge and will proceed with burst cycles. If the BMIC samples SLBURST negated, 
MSBURST # will not be activated and the BMIC will proceed with either non-burst (two 
BCLK) or mismatched cycles, depending on the size of the slave device addressed. This 
signal is not used in slave mode. Upon reset, this pin is tri-stated. 


INPUT (EISA SLAVE BURST SIGNAL) 
The BMIC uses this signal in master mode to determine if the addresed slave memory is 
capable of supporting burst transfers. If the BMIC samples SLBURST # active on the rising 
edge of BCLK after START # is asserted, the BMIC will proceed with burst cycles. If the 
BMIC samples SLBURST # negated, either non-burst (two BCLK) or mismatched cycles will 
be generated. 


OUTPUT TRI-STATED (EISA RESOURCE LOCK SIGNAL) 
The-BMIC asserts this signal to guarantee exclusive memory and I/O access during locked 
peek/poke exchange. Upon reset, this pin is tri-stated. 


OUTPUT (EISA MASTER BUS REQUEST SIGNAL) 
MREQ # is asserted by the BMIC to request EISA bus access. The BMIC will begin diving 
the bus with the address and control signals on the falling edge of BCLK, two BCLKs after _ 
MAK # is sampled active. During an EISA write transfer, MREQ# will not be asserted until 
the FIFO on the selected channel is full. During an EISA read transfer, MREQ# will be 
asserted immediately after receiving a transfer request, assuming that a slave cycle is not 
currently in progress. Upon reset, this pin is driven inactive high. | 


INPUT (EISA MASTER BUS ACKNOWLEDGE SIGNAL) 
The MAK # signal is asserted by the 82357 (ISP) to grant EISA bus access to the BMIC. The 
BMIC samples MAK # on the falling edge of BCLK and will begin driving the bus with the 
address and control signals on the falling edge of BCLK, two BCLKs after MAK # is sampled 
active. The MAK# signal may be negated by the ISP to indicate to the BMIC that another 
device requires EISA bus access. The BMIC will negate MREQ # to release the bus within 
64 BCLKs (8 ps) of sampling MAK # negated. 


OUTPUT OPENCOLLECTOR (EISA INTERRUPT REQUEST SIGNAL) 
The EINT line is used by the BMIC to interrupt the system CPU or EISA bus master to 
request service. EINT can be programmed for either edge or level-triggered operations and 
is an open collector output in level-triggered mode. “pen reset, EINT is placed in level- 
triggered mode and floating. . 


INPUT (EISA BUS CLOCK) 
This clock signal is used by the BMIC to synchronize the EISA control signals and data 
transfers to the system clock. BCLK typically runs at a frequency of 8.33 MHz with a normal 
duty cycle of 50%. The BCLK period is sometimes extended by the 82358 (EBC) by up to 
one BCLK period for synchronization purposes. 
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9.1 EISA Interface Signals (Continued) 


IDAT <31:0> 


IADS <11:10> 


IADS <9:2> 


IBE<3:0> # 


| Pinname |Description 


INPUT (EISA RESET SIGNAL) | 

This signal is used by the BMIC to initialize all of its internal registers and state machines to 
a known state. This signal is asynchronous with respect to BCLK. To reset the BMIC 
properly, the RESET signal must be active for eight BCLK periods. 


I/O TRI-STATED (EISA DATA LINES/UPPER 22 ADDRESS LINES) 

These data signals interface to the EISA bus through external, 74F245 bi-directional TTL 
buffers. The upper 22 data lines are also multiplexed to function as the upper 22 EISA 
address lines. The 22 upper address signals are latched into external 74F573 TTL latches 
during transfers as necessary by the BMIC. Both the external data buffers and the address 
latches are controlled by the BMIC during all slave and master mode data transfers. Upon 
reset, these pins are tri-stated. 


(INPUT) (EISA ADDRESS INPUT LINES) 

These two address lines are input only and are only used during slave mode. They are used 
along with IADS <9:2> and EISA byte enables IBE<3:0> # for I/O address decoding. The 
corresponding EISA output address lines LA<11:10> are part of the upper 22 address 
lines that are multiplexed and sent out through the upper 22 data lines. 


I/O TRI-STATED (EISA LOWER ADDRESS LINES) | 

These eight address lines are part of the lower EISA address lines and are connected 
directly to the EISA bus. When the BMIC is a master, it drives these lines directly to the EISA 
bus. The upper 22 addresses are latched from the data bus. |ADS <9:2> are pipelined from 
one cycle to the next and should be latched by the addressed slave if required for the whole 
cycle. 

When the BMIC is a slave, it monitors these lines along with EISA address lines 


| ADS <11:10> and EISA byte enables IBE<3:0> # for |/O address decoding. Upon reset, 


these pins are tri-stated and placed in input mode. 

The following address lines are used during I/O decoding as shown: 

Slot specific |/O address decoding (expansion board)—IADS < 11:2> 

Slot specific |/O address decoding (shared registers) —IADS < 11:2>/IBE<3:0> # 
General |/O address decoding (expansion board)—IADS <9:2> 


I/O TRI-STATED (EISA BYTE ENABLES) 

IBE # <3:0> are the byte enables of the EISA bus and identify the specific bytes that are 
active during the current EISA bus cycle. During EISA master mode, the BMIC drives these 
signals. IBE # <3:0> are pipelined from one cycle to the next and should be latched by the 
addressed slave if required for the whole cycle. 

During EISA slave mode, the byte enables are inputs and are used along with EISA address 
lines IADS<11:2> for internal shared register decoding. Upon reset, these pins are — 
tri-stated and placed in input mode. 
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9.2 EISA Buffer Control a 


UALOE# OUTPUT (EISA UPPER ADDRESS LATCH STROBE AND OUTPUT ENABLE) | 
: The UALOE # signal is used by the BMIC to control the external latching of the upper 22 
address lines LA<31:10>. UALOE # is designed to be connected to the latch enables and 
output enables of the 74F573 external address latches. The BMIC updates the external 
address latches at the beginning of all master mode transfers. The desired address value is 
placed on the IDAT <31:10> lines and latched by the external latches on the falling edge of 
UALOE # at the beginning of the transfer. 
During EISA master mode to enable the EISA address lines <31:10>, the BMIC drives 
UALOE # low on the rising edge of BCLK, one BCLK prior to the falling edge of START #. 
_ UALOE # will remain active until the end of the cycle. During slave mode, the BMIC holds 
UALOE # high to disable the latches. For additional information with regards to the timing 
for this signal, refer to the A.C. timing and Basic Function timing sections. Upon reset, this 
pin is driven inactive high. | 


OUTPUT (EISA DATA DIRECTION SIGNAL) 
The IDDIR signal is used by the BMIC to control the direction of the external 74F245 data 
buffers. During data transfers from the BMIC to the EISA bus, this signal will be driven low. 
During data transfers from the EISA bus to the BMIC, this signal will be driven high. For 
additional information regarding the timing for this signal, refer to the A.C. timing and Basic 
Function timing sections (master and slave). Upon reset, this pin is driven high. 


OUTPUT (EISA DATA BYTE LANE BUFFER ENABLES) | 
The IDOE # signals are used by the BMIC to control the output enables on the external 
74F245 data buffers. The IDOE # signals will be driven so that the data buffers are enabled 
at the appropriate times during master and slave transfers. For additional information with 
regards to the timing for these signals, refer to the A.C: timing and Basic Function timing 
sections. Upon reset, these signals are driven inactive high. 


IDOE23 # | 
IDOE1 # 
IDOEO # 


9.3 Address Decode Signals 


[ PinName [SSC 


IOSEL# <1:0>|OUTPUT (ADDRESS RANGE DECODE OUTPUTS) 

The lIOSEL# signals are used by the BMIC to enable external logic on the expansion board 
during slot specific and general purpose !/O decode. These pins become active when the | 
LA<11:2> address lines on the EISA bus contain a value mapped into one of the two | 
possible |/O address decode ranges provided by the BMIC (refer to Section 4.8). Upon 
reset, these pins are driven inactive high. 
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9.4 Transfer Buffer Interface Signals 
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OUTPUT (LOCAL DATA TRANSFER REQUEST SIGNAL) 

When a data transfer is desired over the Transfer Buffer interface, TRQ # is driven low, 
indicating to the transfer buffer logic that a transfer is following. TRQ# will remain active 
until the data transfer is completed or a transfer interruption occurs. Upon reset, this pin is 
driven inactive high. 


INPUT (LOCAL DATA TRANSFER ACKNOWLEDGE SIGNAL) 
External logic uses this signal to acknowledge the transfer of a data item (16-bit word) 0 over 
the Transfer Buffer interface. 


OUTPUT (LOCAL ADDRESS COUNTER LOAD SIGNAL) 
This signal when asserted (low) is used to load the transfer start address and the transfer 
real-time address into an external address counter as required for data transfers (refer to 
Section 5.3). TLD # is asserted at the beginning of all new channel accesses to the transfer 
buffer logic and will remain asserted until acknowledged by TACK #. Upon reset, this pin is 
driven inactive high. 


OUTPUT (DATA TRANSFER DIRECTION SIGNAL) 
This signal is used to inform the transfer buffer logic as to the direction of the current data 
transfer. When driven (high) data will be transferred from the EISA bus to the expansion 
board. When driven (low) data will be transferred from the expansion board to the EISA bus. 
TDIR will be held valid whenever TLD # and TRQ# are active. TDIR will not change states 
when TRQ# is active. Upon reset, this pin is driven high. 


OUTPUT (TRANSFER CHANNEL SELECT SIGNAL) 
This signal is used by the BMIC to inform the transfer buffer logic as to which channel will be 
active during the transfer. When driven (low) transfer channel 0 is active and when driven 
(high) transfer channel 1 is active. TCHAN has the same timings as TDIR and will not 
change states when TLD # or TRQ# are active. Upon reset, this pin is driven low. 


I/O TRI-STATED (TRANSFER DATA LINES) 
This bidirectional bus is the BMIC’s Transfer Buffer interface data bus. It is used during data 
transfers between the external transfer buffer logic and the BMIC. The data transferred 
across the TDAT bus is word aligned. The data lines are also used to transport the transfer 
address to the transfer buffer logic on the expansion board (refer to Section 5.3). The TDAT 
bus can be unconditionally disabled by driving the TDOE # signal high. NOTE: During EISA 
write data transfers, the TDAT lines are inputs and operate independent of the value of 
TDOE #. Upon reset, the TDAT bus is tri-stated. 


INPUT (TRANSFER INTERFACE DATA OUTPUT ENABLE) 
When driven high, this pin can be used by external logic to unconditionally disable the BMIC 
from driving the TDAT <15:0> lines. This feature eliminates the need for the BMIC to gain 
prior permission to drive the TDAT bus and also allows external logic the ability to time- 
share the TDAT bus. 


OUTPUT OPENCOLLECTOR (TRANSFER END-OF-PROCESS SIGNAL) 
This signal is an open collector signal that indicates the end of a transfer to the external 

transfer buffer logic. TEOP # is driven low by the BMIC to indicate the end of transfer. The 
TEOP # pin requires an external 2.5K to 3.2K pullup resistor for proper operation. 


INPUT (TRANSFER CLOCK) 
All transfer control signals are synchronous to this clock. The frequency should be in the 
range of 16 MHz to 20 MHz to maintain a 33 Mbyte/sec burst transfer rate over the EISA 
bus. This clock may be completely asynchronous to the EISA BCLK signal. 


TDAT <15:0> 
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9. 5 Local Processor Interface Signals 


i." "a 


LDAT<7:0> | I/O TRI-STATED (LOCAL PROCESSOR INTERFACE DATA BUS) 
| This bidirectional bus is used to transfer commands and status between the BMIC and the 
local processor on the expansion board. If a local Processor is not present, this bus will 
need to be connected to the ISA bus (refer to Section 7.3). Upon reset these pins are tri- 
stated. 


INPUT (LOCAL PROCESSOR INTERFACE READ STROBE) 
The local processor asserts LRD # to indicate to the BMIC that it should drive its data onto 
the LDAT bus. LRD# is asserted for register access to the BMIC’s Local Processor 

interface. The LADS lines and the LCS # signal must be valid 10 ns before the falling edge 
of LRD# and remain valid until LRD # is deasserted. 


INPUT (LOCAL PROCESSOR INTERFACE STROBE) 
The local processor asserts LWR # to indicate to the BMIC that it may latch data from the 
LDAT bus. LWR # is asserted for write accesses to the BMIC’s Local Processor interface. 
The LADS lines and the LCS signal must be valid 10 ns before the falling edge of LWR# 

and remain valid until LWR # is deasserted. 


INPUT . (LOCAL PROCESSOR INTERFACE CHIP) 
A (low) on this pin enables LWR# and LRD# communication between the BMIC and the 

| local processor on the expansion board. The LRD # and LWR# signals are ignored unless 
the LCS # signal is active. LCS # must be asserted 10 ns before LRD# and LWR# and 

remain active until the inactive edge of LRD# and LWR#. 


INPUT (LOCAL PROCESSOR ADDRESS SELECT) 
These address lines are used by the local processor to select the Local Data, Local index, 
and Local Status/Control registers. The BMIC uses these registers as part of an indexing 
scheme to access all of its internal registers (refer to Sections 3.2.6.1 and 8.2.1). 

LADS1 LADSO 


| LADS <1:0> 


0 0 = Local Data register 
0 1 = Local Index register 
1 0 = Local Status/Control register 


1 1 +. = Reserved 


OUTPUT (LOCAL PROCESSOR INTERRUPT SIGNAL) 
This signal informs the local processor that an event has occurred which requires the local 
processor’s attention. This pin can be programmed for either active high or active low level 
operations. After being asserted, LINT will not return to an inactive state until the interrupt 
has been serviced. The LINT signal is not an open collector output during active low 
operations and will require external logic if interrupts need to be tied together on the local 
side. Upon reset, this pin is driven high and placed in active low level mode. 


I/O (LOCAL PROCESSOR READY) 
This signal is the acknowledgement from the BMIC to the local processor that it is finished 
with the current Shared register access cycle. The LRDY pin is also used by external logic 
to indicate to the BMIC that a local processor is not present. If a local processor is not 
present, the LRDY signal must be driven low during reset (refer to Section 7.3). 

‘If alocal processor is present, a weak pullup resistor must be connected to the LRDY 

output to insure that LRDY is high during the time reset is active. — 


iy 


9.6 Power Supplies 


Voc — 11 Power pins 
Vss — 13 Ground pins 
Total number of power supply pins: 24 
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10.0 BASIC FUNCTION TIMING DIAGRAMS 


EISA INTERFACE SIGNALS ; ; ; ; : ; ; : ; : ; ; ; ; g ; : : 
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MREQ# : . . . é ; . ; : . ; ‘ ; : . : : : : ; . ; 
MAK# 
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CMD# ; 

M/I0, W/R 

EXRDY 
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IADS<9:2> oes AMAXXXAX SN 01101010 Se 01101 11 0 ee XXXXXXXX, * 

UALOE# : : : : : 5 : f ‘ : ; F : : : ee os ; : : 
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TRANSFER INTERFACE SIGNALS ee ee ee os ee ee ee ee 
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= 11400 11700 12000 12300 12600 12900 13200 13500 13800 14100 ns 

290255-31 


Figure 10-1. 32-Bit Burst Cycle (EISA Read) 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 


EISA INTERFACE SIGNALS 
_ BCLK 

“MREQ# 

MAK# 
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CMD¥ 

M/I0, W/R 

EXRDY 

EX32# 
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IBE<3:0># EBA : =e 0000 ICE XXXX SE 
IADS<9:2> a HOXKXXKK oe cae 01 00X21 sah 1 Oo XXXXXXXX == 
UALOE# : ; ee 
IDAT<31:0> = XXX XII IIA HARK HIRI 
IDOEs# eet : — ; = 000 IC Ta 
IDDIR a ee Die eNO ee le ee i Soy et eo gay le et) oe . 


TRANSFER BUFFER INTERFACE SIGNALS - By RE eta. Soe ahs a Bie os a, a Be Fe Nw ie ee at ve ae a et eat ae ee 
TCLK SULLA LLL 
TDAT<15:0> == ee 0000000000000000: ee: 
TLD¥ 
TROY 
TACK# 
TDOE# 
TEOP# 


Css: 11300 «#611700 12100 12500 12900 13300 13700 14100 14500 14900 15300 ns 
290255-32 


Figure 10-2. 32-Bit Burst Cycle (EISA Write) 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 
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290255-33 


Figure 10-3. 16-Bit Burst Cycle (EISA Read) 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 


EISA INTERFACE SIGNALS 
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Figure 10-4. 16-Bit Burst Cycle (EISA Write) 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 


EISA INTERFACE SIGNALS 
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Figure 10-5. 32-Bit Non-Burst Cycle (EISA Read) | 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 


EISA INTERFACE SIGNALS 
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Figure 10-6. 32-Bit Non-Burst Cycle (EISA Write) 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 
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Figure 10-7. Mismatched Cycle (EISA Read) 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 


EISA INTERFACE SIGNALS 
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Figure 10-8. Mismatched Cycle (EISA Write) 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) — 
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Figure 10-9. I/O Peek Cycle 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 
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Figure 10-10. 1/O Poke Cycle 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 
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MSBURST# SASS SSS Ee Set se Sa oe TSS ASSASSINS 
See: Gee i ee ee ee ee Oe ee a a ee a 
IBE<3:0># 

|ADS<9:2> 

UALOE# 

IDAT<3 1:0> 

IDOEs# 


IDDIR 


cr —Oiii1400 «= 11700-12000 «Ss 12300Ss «12600 «= 12900-Ss«13200 «Ss 13500 Ss «113800 «= 14100 =~: 14400ns 
290255-41 


Figure 10-11. Locked Exchange Cycle 
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10.0 BASIC FUNCTION TIMING DIAGRAMS (Continued) 


BCLK 
START# 
CMD# 
M/10 
w/R 
EXRDY 
EX32# 
AEN 
 IBEOY 
IBE1# 
IBE2# 
IBE34 
IADS<11:2> 000000000G_- +) 


Cs 


UALOE# 

IDAT<31:0> 

IDOEO# 

IDOE1# 

IDOE23# 

IDDIR 

a . 12900 | 13200 ) 13500 . 13800 14100 | 14400 . 14700 . 15000 15300 te 
290255-42 


Figure 10-12. Slave Access to BMIC 
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11.0 D.C. SPECIFICATIONS 


11.1 Maximum Ratings* 


Case Temperature under Bias ... —65°C to + 110°C 
Storage Temperature .......... —65°C to + 150°C 
Supply Voltages with 

Respect to Ground............ —0.5V to +6.5V 
Voltage on Any Pin.......... —0.5V to Voc + 0.5V 


11.2 D.C. Characteristics Table 


*WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings’ may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


Toase = 0°C to 70°C, Voc = 5V +5%, TamBieNT = 0°C to 55°C | 


Input Low Voltage 


CLOCK Input Low 


Output Low Voltage 
Output Low Voltage 
Output Low Voltage 


Output High Voltage 
Output Low Voltage 


< 


Capacitance Output or I/O 


TRQ#, TLD#, and TDAT <15:0> 
Vot2 = MREQ#, EINT, and LINT 
VoL3 = 


VoLa = UALOE#, IDDIR 


Input High Voltage 2.0 


| | 
>) ro) 
on or 


a|a| 2 eb det se 
Or] Mm] © on tn en 


CLOCK Input High 2.0 
Output High Voltage 2.4 
Output High Voltage 2.4 


cc 0.4 


Output High Voltage 2.4 


Limits 


Vocot+0.5 


lo. = 2.5mA 
O 


Voct+ 0.5 
0.45 


lon = —2.5 MA 


lol = 24mA 
lon = —100 nA 


Test 
Conditions | 


pF @ 1 MHz(2) 


pF @ 1 MHz(2) 
pF @ 1 MHz(2) 
mA 


190 


IDOE23#, IDOE1 #, IDOEO#, LRDY, LDAT<7:0>, IDAT<31:0>, TEOP#, TDIR, TCHAN, IOSELO#, iOSEL1#, 


IADS<9:2>, START #, M/IO, W/R, EXRDY, MASTER16#, EX32#, IBE# <3:0>, MSBURST#, and LOCK# 


VoH1 = 'IDOE23#, IDOE1#, IDOEO#, LRDY, LDAT<7:0>, IDAT<31:0>, TDIR, TCHAN, TRQ#, TLD#, IOSELO#, 
lIOSEL1 #, TDAT<15:0>, MREQ#, EINT, LINT, and TEOP# 


= IADS<9:2>, START#, M/IO, W/R, IBE# <3:0>, MSBURST#, LOCK#, EXRDY, EX32#, and MASTER16# 
UALOE#, IDDIR, IDOE23#, IDOE1#, IDOEO#, IADS<9:2>, LRDY, LDAT<7:0>, IDAT<31:0>, TDIR, 


TCHAN, EINT, IOSELO#, IOSEL1#, TRQ#, TLD#, TDAT<15:0>, MREQ#, LINT, IADS<9:2>, START#, 


VOH2 = 
VOH3 = 

: M/IO, W/R, IBE# <3:0>, MSBURST#, LOCK#, and TEOP4 
Voun4 = UALOE#¥, IDDIR © 


The following outputs are open collector: EXRDY, EX32#, MASTER16#, and TEOP#; EINT is an open collector output 


when programmed for active low operation. 
2. Sampled only 


3. Tested at Vcc = 5.30V and Frequency = BCLK (8.33 MHz) and TCLK (20 MHz) 
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12.0 A.C. SPECIFICATIONS 


12.1 A.C. Characteristics Tables 


The A.C. specifications given in the following tables consist of output delays/float times and input setup and 
hold times. | | 


TcasE = 0°C to 70°C, Voc = 5V +5%, TampBienT = 0°C to 55°C 
BCLK Timing 


[—symont [eraser [in| wn [ts [note 


Period Typical = 125 ns 
High Time Measured @ 2.0V 
Low Time Measured @ 0.8V 
Rise Time (13) 


Fall Time 


_ Reset Timing 
| Symbol__| Parameter | Min. | Max | Units |_—Notes— | 
[6 | Pusowiah [ea || rs dT 
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intel 82355 
® es 
From BCLK Falling 


To BCLK Falling 
From BCLK Falling 


; Master Timing 


Symbol Parameter 


MREQ# 
t7 Delay ACT/tnact 33 
MAK# 
Setup Time 
Hold Time 
IADS <9:2>, M/IO, W/R | 
t10 . Delay Valid 
IADS <9:2>, M/IO, W/R 
t10a Delay Valid 
t11 Delay Float 
IBE# <3:0> 
t12 Delay Valid 
t13 Delay Float 
START # 
t14 Delay Act/Inact 
t15 Delay Float 
EX32# 
t16 Setup Time 15 
t17 Hold Time 50 
EXRDY 
t18 Setup Time 15 To BCLK Falling 
t19 Hold Time 2 From BCLK Falling 
IDAT <31:0> : 
t20 Delay Valid 3 27 From BCLK Falling() 
t21 Delay Float 25 From BCLK Falling(’: 8) 
t22 Setup Time To BCLK Rising(2) 
23 Hold Time 6 From BCLK Rising(2) 
IDAT <31:10> 
t24 Delay Valid 45 From BCLK Falling(19) 
LOCK# 
t25 Delay Act/Inact 60 
t26 Delay Float 40 From BCLK Falling(?) 
IDOE # 
t27 Delay Act/Inact From BCLK Falling 


UALOE # . 
t28a Delay Active 60 From BCLK Rising 
t28b Delay Inactive 35 From BCLK Falling . 
IDDIR 
t29 Delay Act/Inact 40 From BCLK Falling 


From BCLK Falling(17) 


From BCLK Rising(18) 
From BCLK Falling() 


From BCLK Falling 
From BCLK Falling(’: 8) 


From BCLK Rising 
From BCLK Falling(”: 8) 


To BCLK Rising(9) 
From BCLK Rising(9) 


i 


From BCLK Rising 
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Master Timing (Burst) 


Symbol ee a 
MSBURST# _ | , 
| Delay ACT/INACT  _ 35 From BCLK Falling 
| Delay Float 40 From BCLK Rising(8) 
START #, IBE# <3: o> 
t31a Delay Float From BCLK disk ia 
SLBURST# | 
Setup Time 15 To BCLK Rising 
Hold Time : 50 From BCLK Rising 
IDOE # | 
134 Delay Act/Inact 25 From BCLK Rising 


IDAT <31:0> 
t35 Setup Time (Read) | 
t36 Hold Time (Read) 
{37 | Delay Valid | 27 
Delay Invalid 


To BCLK Rising(2) 
From BCLK Rising(2) 
From BCLK Rising(1) 
From BCLK Rising(?) 


2 pees 


MASTER16# | 
Delay Act 50 - From BCLK Rising 
Delay Float 40 From BCLK Rising(7.8) 
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IADS <11:12>, M/IO 


Setup Time 
Hold Time 


Delay Act/Float 
Delay Act/Float 


Setup Time 
Hold Time 


IBE# <3:0>,W/R 


Setup Time 
Hold Time 


EXRDY 


Delay Negated 
Delay Float 


IDAT <31:0> 


Setup Time 
Hold Time 
Delay Valid 
Delay Invalid 
Delay Float 


Delay Valid 
Delay Invalid 


Delay Act (Read) 


Slave Timing 


— 82355 


To CMD # Falling 
From CMD # Falling 


From IADS<11:2>, M/IO 
From AEN 


To CMD # Falling 
From CMD # Falling 


To CMD # Falling 
From CMD# Falling 


From START # Falling(2) 
From BCLK Falling 


To CMD # Falling(2) 
From CMD # Rising(2) 
From BCLK Rising(1) 
From CMD #¥ Rising(1) 
From CMD # Rising 


From W/R Valid 
From CMD # Rising 


From CMD # Falling 


Delay Inact (Read) 
Delay Act/Inact (Write) 


lIOSEL# 


From CMD # Rising 
From BCLK Rising 


Delay Active 
Delay Inactive 


From IADS<11:2> 
From CMD # Rising 
If Latched 
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Transfer Buffer Interface Timing 


TCLK 
Period 
High Time Measured @ 2.0V 
Measured @ 0.8V 


From TCLK Rising | 
TLD# 
Delay Act/Inact From TCLK Rising 


TEOP # 
Delay Act/Float 


TCHAN, TDIR 
Setup Time 


Setup Time : To TCLK Rising 
Hold Time : To TCLK Rising 


TDAT < 15:0> 
Delay Valid | From TCLK Rising/TDOE # Falling 


Delay Float From TCLK/TDOE # Rising 
Setup Time To TCLK Rising 

Hold Time | From TCLK Rising. 

Ratio of TCLK to BCLK 


LADS<1:0>, LCS# 
Setup Time To LRD# Falling 
Hold Time : From LRD# Rising 


LDAT<7:0> 
Delay Valid | From LRD # Falling(4) 
Max Delay Valid From LRD # Falling(5) 
Delay Float From LRD# Rising 


LRD# (inact) to LRD# 
(Act) or LWR # (Act) 
Recovery Time 
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Local Processor Interface (Write Cycle) 


| Symbol _| Parameter | Min. | Max | Units | Notes 


LADS <1:0>, LCS# 
t88 Setup Time 10 To LWR# Falling 
t89 Hold Time 0 From LWR # Rising 
LWR# 
t90 Pulse Width. 100 (4) 


LDAT <7:0> 
t91 Setup Time 
t92 Hold Time 
t93 Data Valid 


LWR # (inact) to LWR# 
(Act) or LRD # (Act) 
Recovery Time 


To LWR # Rising(4) 
From LWR # Rising 
From LWR # Falling() 


Local Processor Ready Timing 


Parameter | Min | = Max |_Units | Notes, 


LRDY 
Delay Inactive a a From LADS and LCS # Valid(5) 


Delay Active From LRD# or LWR# Active 
t96 Max Delay 3.5 (t1) +60 (5, 6) 
t97 Max Delay 2.5 (t1)+ 60 (5, 6) 
t98 Min Delay 1.5 (t1) (5, 6) 


LDAT <7:0> 
t99 Delay Valid From LRDY Rising(. 12) 
NOTES FOR A.C TIMINGS: | 


1. Specification does not include allowance for 13 ns max. and 2 ns min. into 240 pF for external buffer delay to EISA bus. 
2. Specification does not include allowance for 8 ns max. and 1 ns min. into 25 pF for external input delay from EISA bus. 
3. Delay includes 40 ns for pull-up rise time (300. into 240 pF, 2V rise). 

4. Applies to all non-shared registers excluding the Peek/Poke Data registers. LRDY will remain active. 

5. Applies to the Peek/Poke Data and Shared Registers. LRDY will be taken inactive as soon as LA<1:0> and LCS# are 
valid, and remain inactive until valid data is available, or has been written. The deassertion of the local read strobe (LRD#) 
or local write strobe (LWR #) indicates the end of the current shared register or peek/poke data register access. If the local 
chip select (LCS#) input remains asserted and the local address selects remain low (LADS<1:0>) after LRD# or LWR# 
deasserts, a new shared register or peek/poke data register cycle begins. Under these conditions, the LRDY output will 
become inactive again (driven low) within the time specified by t95. 

6. The maximum LRDY delay, 3.5 (t1) + 60 ns from LRD# or LWR#, only occurs if the local processor access loses the 
internal register access arbitration to an EISA access and if the following BCLK cycle is stretched. Without BCLK stretching, 
the maximum delay is 2.5 (t1) +60 ns. The minimum LRDY delay is 1.5 (t1). NOTE: The maximum BCLK stretch that will be 
seen by the BMIC is one BCLK period; this is assuming that the bus controller is the 82358 (EBC). If the 82358 is not used | 
as the bus controller, the LRDY and data delay max. specs (t96/t85) will not necessarily be valid. 

7. Exiting master mode, the address lines <31:2>, M/IO, LOCK# START#, IBE# <3:0>, MSBURST#, IDAT<31:0>, and 
W/R will float no later than the falling edge of BCLK after CMD# is deasserted. 

8. During a mismatched cycle START #, IBE# <3:0>, and IDAT<31:0> will float from the first falling edge of BCLK after 
START # is negated. 

9. Includes mismatched cycles. 

10. Refers to the upper 22 EISA address lines which are multiplexed into the upper 22 data lines IDAT<31:10>. The 
address will be available for latching into the external address latches 45 ns from the falling edge of BCLK. 

11. The TDIR and TCHAN signals are referenced to the falling edge of TRQ# during the cycles that TLD# is not requested. 
12. LRDY going active will always be delayed from data valid. The maximum delay seen will be no greater than one (t1) 
period. 

13. Characterized, not tested. 

14. Under non-preempt, MREQ# will deassert a minimum of 0.5 BCLKs after the negating edge of the last CMD# of the 
transfer, depending on the cycle type (refer to the Basic Function Timings, Section 10.0). 

15. During an EISA read transfer, the BMIC will assert TEOP # typically eight TCLKs after CMD # is deasserted from the last 
EISA cycle, indicating end of transfer (refer to the Basic Function Timings, Section 10.0). 

16. During an EISA write transfer, the BMIC will assert TEOP# two TCLKs after CMD# is deasserted, indicating end of 
transfer (refer to the Basic Function Timings, Section 10.0). 

17. For address changes while CMD # is active. 

18. During an upper address load cycle, at the beginning of a transfer sequence, CMD # is inactive. 

19. For “Downshifting Cases” where the transfer is misaligned. 
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12.2 A.C. Characteristics Waveforms 


A.C. Testing Input, Output Waveforms 


4.0V — yoy 
—- 0.8V 
OV ae } 


— 0V-— 


290255-12 


NOTE: 

The input waveforms have tr < 2.0 ns from 0.8V to 2.0V 

A. Output delay specification referenced from one of the following signals: BCLK, TCLK, CMD#, START#, AEN, 
IADS<11:2>, W/R, TDOE#, LRD#, LWR#, LADS<1:0>, LCS#, LRD#, or LWR#. 

B. Minimum input setup specification referenced to one of the following signals: BCLK, TCLK, CMD#, LWR#, LRD#, TLD#,. 
or TRQ#. 

C. Minimum input hold specification referenced to one of the following sionals: BCLK, TCLK, CMD#, LWR#, LRD#, TLD#, 
or TRQ#. 

A.C. Testing: All inputs are driven at 4V for a logic “4” and OV fora logic ‘‘0”. A.C. Timings are measured from the 0.8V and . 

2.0V levels on the source signal to either the 0.8V and 2V or 1.5V level on the signal under test; except as noted by the 

following: 

1. BCLK and TCLK high time measurements are made at 2. ov 

2. BCLK and TCLK low time measurements are made at 0.8V 

3. START #, CMD#, LRD#, and LWR# pulse wow measurements are made at 0.8V 


"A.C. TEST LOADS 

CL = 25 pF on IDAT<31:0>, IDOE#, IOSEL# <1:0>, TROQ#, TLD#, -TEOP#, TDAT<15:0>, TCHAN, TDIR, LRDY, and 
LDAT <7:0> 

CL = 35 pF on IDDIR 

CL = 50 pF on UALOE# and LINT 

CL = 120 pF on MREQ# and EINT 

CL = 240 pF on IADS<9:2>, BE# <3:0>, W/R, START#, EX32#, LOCK, MSBURST#, MASTER16#, EXRDY, and M/IO 


BCLK, TCLK Timing 


290255-13 
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€Z9-L 


Master Timing 


(Includes: all Cycle Types—Initial Burst, Non-Burst, Peek/Poke, and Mismatched) 


ec LJ LJ LJILJI LS LS LS US LS &vl 


MREQ# 


MAK# 


{DDIR 


UALOE# 


IDOE# 


LA<31:0>,M/10,W/R 


IBE#<3:0> 


START# 


CMD# 


EX32# 


EXRDY 


LOCK# 


IDAT<31:0> (READ) 


IDAT<31:0> (WRITE) 


CXXXKRRK RAMANA es 


Le of 


= oboe fed oe ee | 


KIX SS See XXX 
RKARKAKAKAXKASKARKARAAXKM | valid | valid Pt KAA Mico XARA 


RKAKAKKKXXXRKAKASKAAARAAAM [valid valid AXA Ee oct XXX 


mom thr 


RRXERERS el sos 


CKAKAKAXAKKKKAAKAXAXX a OOOO 


KKK KAKA AKAM eat XX ROKK emt KAKA sane x aid XK 


XKRKAKAAXKKAAXXXIXKAKKK AN 
KKK estree DX XXXXXK XXX AK eM valid KXXXXXXAXK XI v8 POO POO IK 


t20 t21 


KXAN D oderee DOO | valid OM PX 


| frente XXX cated KOO 
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Gsecs 


vLO-l 


Master Timing (Burst) 
BCLK 


MASTER 16# a im ien7ka XXXKAXAXA XEN KAKAKAXLAK ALAA AEE AKAKAKNAN 


t10a 


LA<9:2>,M/10,W/R XXXXXKXXKA valid | KD valid KX OOOO 


t12 t31a 


IBE#<3:0> XXX valid | KX XX roe OKA 


CMD# 


start# TXXXK +} —F RXXXXXXXXELXRLLRLLRSLALLAKS 


MSBURST# 


t35 [t36 


AT<31:0> (READ) Tra ae vata va RXNXKKXARXRLKARLARLARLARLLL 


t20 t37 t38 


oar<31:0> (wre) KXKX KXXREREREKEKEREKENEK 


KAKA foot XXX 


| |__+r O00r010505050505050105020202020005050505050202000. 


SLBURST# mmm KAD AXA KKK 
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SSece8 


GL9-1 


BCLK 


START# 


CMD# 


LA<11:2> 
M/10 


BE#<3:0> 
W/R 


IDDIR 


EX32# 


EXRDY 


IDAT<31:0> (READ) 


IDAT<31:0> (WRITE) 


IDOE# (READ) 


IDOE# (WRITE) 


Slave Timing (Shared Register Access) : 


—— t47 


XXXXXKM valid] RRL jE valid AXA AKA 
KKK XKNKX KXXKXXXAXXKXK ME valid | XXX AXA AAA 
KAN OX KKK 
KAKA | = KAKA MAK KA AAA KAKA 


XA AKKX i foot NAKA foot DIK 


XXKXAXAKXAKXAA KAKA KAXAXKKXAXAX 


XAXAXAXXXKK XANAX vid RX 


+60 
2 
— 
¥ 


XXX 
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Z+tL-SS¢062e 


KAKAKKKAKKX 


Bea XXX, 8X3 


a2) vr} 


XXX XXX KIKI KKK KKK KKK 


N3V 
<0:1>#13S0l 
| ea £9} 
XXXXXXXXXXXXXXKKAXXAKKAKAXKAKAXXAKKAXXAAKKAXXLKKAKAAKAAL | eH IKKXXXXKKK <zirova 
#QW9 


#LYVLS 


4108 


‘ (ssad0y 1a}sibay O/|) Bui, dAeis 
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TCLK 

TLD# 

TCHAN,TDIR 

TDAT (EISA READ) 
TRQ# 

TACK# 


TEOP# 


TDOE# 


Transfer Buffer Interface Timing (EISA Read) 


169 t69 


XXX AAM fT vtti$ PX KKK XXL KKK KK KEK K KKK NY 


t76 . t76 t77 
XT rates” DO XXARAXKK KAKA 


t75 
t74 


OOO OOO OOK ste ts OOO IO KOK 


POO OO IKI KIX 
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GSEz8 


829-1 


TCLK 

TLD# 

TCHAN, TDIR 

TDAT (EISA WRITE) 
TDOE# 

TRQ# 

TACK? 


TEOP# 


Transfer Buffer Interface Timing (EISA Write) 


(a (ea e ee | /5) cpa eee, 


t78 | t79 


XXX XX sss DO seta DOE vata POX KXXXKAXAXXAXX 


XK KXAN IKI AAAXXKAXX 


pd tet DX XXKXX 
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XXX 


XXX 
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Local CPU Interface Timing (Read Cycle/Non-Shared Register Access) 


LRD# 


Lcs# 


t81 182 
LADS<1:0> vet tih  AKKXXAAXXAAKAAX AXA AAA AKAN 
184 186 


LDAT<7:0>  XXXXXXXXXXXKAXAX XXX KXXKAXAXAAK AXA KAKA AK KAA 
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Local CPU Interface Timing (Read Cycle/Shared Register Access) 


LADS<1:0> a a - OI 100000000 00:00.0.0% 
t85 t86 
LDAT<7:0> XXXXXXAXMKAXXXA KAKA valid AXA 
t95 Lo isevtgrne 
LRDY | 
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Local CPU Interface Timing (Write Cycle/ Non-Shared Register Access) 


t90 t94 | 


LWR# 


LCS# 


LADS<1:0> 


vi KKK KXAXAXAXAXAXAKAK AAAI 


V/ 
t\ 


LDAT<7:0> | valid KXXXKXKXXAXK KAKA KAKA KIX 
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Local CPU Interface Timing (Write Cycle/Shared Register Access) 


LWR# 


LCSs# 


LADS<1:0> ti KK KKKXAXXKXKK 


| 193 | t92 : 
LDAT<7:0> i 


t95 


t96, t97, t98 . 


290255-23 


1-680 a - 


intel a 82355 
® 
13.0 BMIC PN AND PACKAGE INFORMATION 


13.1 Signal Overview 


Name = Pin Name, Type = |—Input, O—Output, Open Collector, B—Both Input and Output, BC—Both 
and Open Collector, Pin = Pin Location 


EISA BUS INTERFACE SIGNALS 


[Name | type [pm | SSCS~*~«é eto 


START # 
CMD # 

M/!O 

W/R 
EXRDY 
EX32 # 
MASTER16# 
IBE# <3:0> 


AEN 
MSBURST # 
SLBURST # 
LOCK # 
MREQ# 
MAK # 

EINT 

BCLK 
RESET 
IDAT <31:0> 
IADS <11:10> 
IADS <9:2> 


UALOE # 
IDDIR 

IDOE23 # 
IDOE # <1:0> 


TCLK 
TRQ# 
TACK# 
TDIR 
TCHAN 
TLD # 
TDOE # 
TEOP # 


TDAT<15:0> | 


84 

102 

81 

80 

103 

104 

82 

64, 61, 60 
59 

107 

96 

97 

98 

99 

100 

109 

101 

125 
Section 
105, 106 


57-55, 53, 


44, 40-38 


ection 


EISA Start of Cycle 

EISA Command Strobe 

EISA Memory/IO Cycle Status Signal 
EISA Write/Read Status Signal 

EISA Ready Signal 

EISA 32-Bit Slave Response Signal 
EISA 16-Bit Master Control Signal 
EISA Byte Enable Lines 


EISA Address Enable Signal 
EISA Master Burst Signal — 
EISA Slave Burst Signal 

EISA Resource Lock Signal 
EISA Bus Master Request Signal 
EISA Master Bus Acknowledge Signal 
EISA Interrupt Request Signal 
EISA Bus Clock 

EISA Reset Signal 

EISA Data Lines 

EISA Address Input Lines 

EISA Lower Address Lines 


EISA Upper Address Latch and Output Enable 
EISA Data Buffer Direction Signal 

-EISA Data Byte Line Buffer Enable (Bytes 3, 2) 
EISA Data Byte Line Buffer Enables (Bytes 1, 0) 


Transfer Clock 

Transfer Data Request Signal 
Transfer Data Acknowledge Signal 
Transfer Data Direction Signal 
Transfer Data Channel Select Signal 
Transfer Address Counter Load Signal 
Transfer Data Bus Output Enable 
Transfer End-of-Process 

Transfer Data Bus Lines 
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13.1 Signal Overview (Continued) | 


Name = Pin Name, Type = |—Input, O—Output, OC—Open Collector, B—Both Input and Output, BC—Both 
and Open Collector, Pin = Pin Location | 


a 


LOCAL PROCESSOR INTERFACE SIGNALS: 


LRD# 130 — Local Read Signal 
LWR# 129 Local Write Signal 
LCS# a 128 Local Chip Select Signal 
LDAT <7:0> 121-118 Local Data Bus Lines 
115-112 
LADS <1:0> 127,126 Local Address Register Select Signals 
LRDY # 122 Local Ready Signal 
LINT # 123, Local Processor Interrupt Signal 


MISCELLANEOUS SIGNALS 


IOSEL# <1:0> ae ce Expansion Board Address aoe Decode Signals 


POWER PINS 


108, 124 Power Pins for the Internal Logic 
42, 58 | Ground Pins for the Internal Logic 
12, 23, 41, 63, Power Pins for the Output Buffers 
74, 83, 94, 

117, 132 

13, 22, 33, 43, Ground Pins for the Output Buffers 
54, 62, 73, 85, 

95, 116, 131 


1-682 | | | 


intel. 


13.2 Device Pinout 


82355 


| = Input, O = Output, OC = Open Collector, B = Both Input and Output, BC = Both and Open Collector 


TDAT10 
TDAT11 
VssB 
VccB 
TDAT12 
TDAT13 
TDAT14 
TDAT15 
IDATO 
IDAT16 
IDAT1 
IDAT17 
TCLK 


VssB 


wnmnwwo-O0O00-O 


B 
B 
B 
B 
) 
B 
B 
B 


-—-WDBWODUDWWDA DW 


IDAT21 


IDAT6 
IDAT22 
IDAT7 
IDAT23 
|[ADS6 
VssB 

|IADS7 
IADS8 
|[ADS9 
Vss 

IBEO # 
IBE1 # 


| IBE2# 


VssB 


VccB 
IBE3 # 


IDAT8 


- IDAT24 


wow ow 


woo w 


WwWwWwdndwoww 


WWOWowdnwdwdwdnadoa ww 


MASTER16 # 


Voce 


START # 


VssB 
IDAT12 


IDAT28 
IDAT13 
IDAT29 
IDAT14 
IDAT30 
IDAT15 
IDAT31 


VccB 
Vssp 


MSBURST # 
SLBURST # 


LOCK # 


MREQ # 


WwoOonwondw w 


Qwmwoo0o0o0o 


88) 


WwWOWAWawawowws 


lIOSELO# 
lOSEL1# |. 


LDATO 
LDAT1 
LDAT2 
LDAT3 


Vssp 


VccB 
LDAT4 


LDAT5 
LDAT6 
LDAT7 
LRDY 
LINT 
Voc 
RESET 
LADSO 
LADS1 
LCS# 
LWR# 
LRD# 


VssB 
Vcocs 


| O 
WDOWWOOS 


Oouwnwunw 
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13.3 132-Pin PQFP Package Pinout 
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fan) 
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O 


112 — LDAT 0 
111 == loseL1# 
110 > IOSELO# 
109 EINT 
106 b> IADS10 © 
105 Do IADS11 
104 E> EX32# 
100 => MAK# 


MSBURST# 
Vgs 
Voc 

> IDAT31 
IDAT15 
IDAT30 
IDAT14 
IDAT29 
IDAT13 
IDAT28 

> IDAT12 


TOP VIEW 


1 
2 
3 
4 
5 
6 
7 
8 
9 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
2 
2 


> |DOE23# 

? Voc 
Vss 
iDAT27 
IDAT11 

? IDAT26 
IDAT10 
IDAT25 
IDAT9 


39 
60 


Vss 


IDAT2 G4 34 
IDAT18 G3 35 
IDAT19 C1 37 

IADS2 C3 38 

IADS3 Ga 39 
IADS4 g=a1 40 

IBEO 4 Semmens 

IDAT8 <——4 65 
IDAT24 <—— 66 


290255-24 
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PACKAGING INFORMATION | PLASTIC QUAD FLAT PACK (PQFP) 
(See Packaging Specification Order # 240800, | 
Package Type NG) 


Introduction 


The individual components of Intel’s EISA Chip Set 
come in JEDEC standard Gull Wing packages (25 
MIL pitch), with “bumpers” on the corners for ease 
of handling. Please refer to the accompanying table 
for the package associated with each device, and to 
the individual component specifications for pinouts. 
(Note that the individual pinouts are numbered con- 
sistently with the numbering scheme depicted in the 
accompanying figures.) 


TYPICAL LEAD 


Case Outline Drawings 
Plastic Fine Pitch Chip Carrier 
0.84 mm Pitch 


0.20 (0.008) 
0.14 (0.005) 


0.31 ee - 
0.20 (0.008 . 


DETAIL J DETAIL L 


mm (inch) 


[Need Count 
[at Standoff —=SC~=*dtC*iéto |e] iY 
[—p.E | Terminal Dimension | 1.078 | 1.008 | 27.91 | 2756 
[~2,€2 | Bumper bistance | 1.097 | 1.109 | e786 | 2002 
[p38 | LeadDimension |‘ O800Ref _—=«|~SCSC*«tO RT 
[ii Foot tength——=CSC*dtS=CtoO | C O76 
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13.4 PRINCIPAL DIMENSIONS & DATUMS 
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TERMINAL DETAILS 


= gece (8.825) 


mm (inch) 290255-28 


BUMPER DETAIL 


1.32 (,852) 
1.22 (.848) 


1.32 (.952) 


1.22 (.848) 
8.98 (.835) i LL 2.85 (. 988) 


1.95 (.876) 
2.83 (.888) 
1.93 ¢.876) 


mm (inch) 290255~29 
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13.5 Package Thermal Specification 


The 82355 (BMIC) is specified for operation when 


the case temperature is within the range of 0°C-— 


70°C. The case temperature may be measured in — 


any environment, to determine whether the device is 
within the specified operating range. 


The PQFP case temperature should be measured at 
the center of the top surface opposite the pins, as 
shown in the figure below. 


PLASTIC QUAD FLAT PACK (PQFP) 


290255-30 


14.0 BMIC REGISTER ADDRESS MAP 


14.1 Index Register Set 


loveneton—case[7|7[ 7 [717 [7] 7 


82355 PQFP Package Thermal 
Characteristics 


[a [50] 100] 200 400 600) 00 


Case o Amtient[2al2r|r03|175 [1435] 12| 10 


NOTES: 
1. Table applies to 82355 PQFP plugged into socket or sol- 
dered directly into board. 

2. Oya = Ojc + OCa~. 

Process Name: 

1.2u CHMOS III P-well 

Icc at Hot with no Resistive Loads: 


150 mA max at 70°C 
Measure PQFP case temperature 


at center of top surface 


The following registers are mapped directly into the local processor interface: 
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Local Address | Types Register Description 


Local Data Register 
Local Index Register 
Local Status/Control Register 
Reserved 
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14.2 Shared Register Set 


EISA Index 


XC80 ID Byte 0 
XC81 ID Byte 1 
XC82 ID Byte 2 
XC83 ID Byte 3 


XC84 Non BMIC Register (For Expansion Board Use) 
XC85 Non BMIC Register (For Expansion Board Use) 
XC86 Non BMIC Register (For Expansion Board Use) 
XC87 Non BMIC Register (For Expansion Board Use) 


XC88 Global Configuration Register __ 

XC89 System Interrupt Enable/Control Register 
XC8A Semaphore Port 0 

XC8B Semaphore Port 1 

XC8C Local Doorbell Enable Register 

XC8D Local Doorbell Interrupt/Status Register 
XC8E EISA System Doorbell Enable Register 
XC8F EISA System Doorbell Interrupt/Status Register 
XC90 ‘| Mailbox Register (1) 

XC91 Mailbox Register (2) 

XC92 Mailbox Register (3) 

XC93 Mailbox Register (4) 

XC94 Mailbox Register (5) 

XC95 Mailbox Register (6) 

XC96 Mailbox Register (7) 

XC97 Mailbox Register (8) 

XC98 Mailbox Register (9) 

XC99 Mailbox Register (10) 

XC9A Mailbox Register (11) 

XC9B Mailbox Register (12) 

XC9C Mailbox Register (13) 

XC9D Mailbox Register (14) 

XC9E Mailbox Register (15) 

XC9F Mailbox Register (16) 


XCA0-XCAF - Reserved 
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14.3 Processor Only Register Set 


index ; . : 
iewotey DescreNen, 3 | 


Peek/Poke Data Register Byte 0 
-Peek/Poke Data Register Byte 1 
-Peek/Poke Data Register Byte 2 

Peek/Poke Data Register Byte 3 

Peek/Poke Address Register Byte 0 

Peek/Poke Address Register Byte 1 

Peek/Poke Address Register Byte 2 

Peek/Poke Address Register Byte 3 

Peek/Poke Control Register 


|/O Decode Range 0 Base Address Register 
1/O Decode Range 0 Control Register | 
|/O Decode Range 1 Base Address Register 
|/O Decode Range 1 Control Register 


Reserved 
Reserved 
Reserved 


Channel 0 Base Count Register Byte 0 

Channel 0 Base Count Register Byte 1 

Channel 0 Base Count Register Byte 2 

Channel 0 Base Address Register Byte 0 

Channel 0 Base Address Register Byte 1 

Channel 0 Base Address Register Byte 2 

Channel 0 Base Address Register Byte 3 

Reserved 

Channel 0 Configuration Register 

Channel 0 Transfer Strobe Register 

Channel 0 Status Register 

Channel 0 TBI Base Address Register Byte 0 

Channel 0 TBI Base Address Register Byte 1 - 

Reserved | 

Reserved 

Reserved 

Channel 0 Current Count Register Byte 0 

Channel 0 Current Count Register Byte 1 

Channel 0 Current Count Register Byte 2 

Channel 0 Current Address Register Byte 0 

Channel 0 Current Address Register Byte 1 

Channel 0 Current Address Register Byte 2 

Channel 0 Current Address Register Byte 3 - 

Reserved 

Channel 0 TBI Current Address Register Byte 0 
~ Channel 0 TBI Current Address Register Byte 1 


Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
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14.3 Processor Only Register Set (Continued) 


Index _ 


Channel 1 Base Count Register Byte 0 
Channel 1 Base Count Register Byte 1 
Channel 1 Base Count Register Byte 2 
Channel 1 Base Address Register Byte 0 
Channel 1 Base Address Register Byte 1 
Channel 1 Base Address Register Byte 2 
Channel 1 Base Address Register Byte 3 
Reserved 


Channel 1 Configuration Register 

Channel 1 Transfer Strobe Register 

Channel 1 Status Register 

Channel 1 TBI Base Address Register Byte 0 
Channel 1 TBI Base Address Register Byte 1 
Reserved 

Reserved 

Reserved 


Channel 1 Current Count Register Byte 0 
Channel 1 Current Count Register Byte 1 
Channel 1 Current Count Register Byte 2 
Channel 1 Current Address Register Byte 0 
Channel 1 Current Address Register Byte 1 
Channel 1 Current Address Register Byte 2 
Channel 1 Current Address Register Byte 3 
Reserved 

Channel 1 TBI Current Address Register Byte 0 
Channel 1 TBI Current Address Register Byte 1 


Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
Reserved 


NOTES: 

1. TBI = Transfer Buffer Interface 

2. X = Slot number 

3. All the reserved locations, when read, will return a value of no practical use to the user. . 

4. The ‘“‘non BMIC” register locations (XC84h-XC87h & 04h-07h) are locations to be used by registers implemented exter- 
nally on the expansion board. The BMIC will not respond to these locations (KC84h-—CC87h) when accessed from the EISA 
side. However, the BMIC can be programmed to support the decode of the EISA addresses (XC84h-XC87h) through its 1/O 
decode register set (refer to Section 4.8). All “non BMIC” register locations (04h-07h) when read from the local side, will 
return a value of no practical use to the user. 


1-691 


82355 


82355 Revision Summary 
The following changes have been made since revi- 


sion O06: 
Section 1.1 


EISA READ definitions has been 
changed from “A data transfer 
(burst, non-burst (two BCLK), or 


_ mismatched) from system to the ex- 


Section 4.2 


Section 8.1.2 


Section 8.2.3.3 


Section 10.0 


pansion board across one of the 
two transfer channels” to “A data 
transfer (burst, non-burst (two 


BCLK), or mismatched) from system — 


to the expansion board across 
Channel 1 transfer channel 1.” 
New paragraph added after the first 
paragraph: 

Channel 0 can be used for EISA 
READ operation only. Channel 1 
can be used for both EISA READ 
and EISA WRITE operations. 


Bits 7-4 has been changed to Third 
hex digit of product number 


Bits 4-0 has been changed to Hex- 
adecimal digit of product revision — 


Sentence added to Bit 22: 


This is applicable only to channel 1 
and not for channel 0, as channel 0 
can perform EISA WRITE transfers 
only. 

Figure 10-1 TDIR, TCHAN dining di- 
agram has changed from 10 to 11. 
Figure 10-3 TDIR, TCHAN timing di- 
agram has changed from 10 to 11. 
Figure 10-7 TDIR, TCHAN timing di- 
agram has changed from 10 to 11. 


The following ae have been made since revi- 


sion 005: 
Section 4.3 


Section 4.8 
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New aalaaoh added at the end. . 


This paragraph reads: 


Any consecutive Peek/Poke or 
Locked exchanged transfers must 
be initiated only after the previous 
Peek/Poke or Locked exchange 
has been completed. This can be 
accomplished by making sure that 
bit 2 of the local status/control reg- 
ister is set to a zero before aan 
the transfer. 


New paragraph added after the third 
paragraph. This paragraph reads: 


The IDOEs do not go active during 
an IOSEL cycle outside the shared 
register access space. 


Section 7.4 


intel. 


The third paragraph had two sen- 
tences deleted that is replaced with 
Figure 7-2, IDOEO# Connection 
during ID Register Access. The sen- 
tences that were deieted read as 
follows: 


The external lines connected to the 
IDAT <7:0> lines should be con- 


‘nected to the bus between the 


BMIC and the external F245 data 
buffers. The BMIC will enable the | 
external data buffers to drive byte 
lane O of the EISA bus upon detec- 
tion of the ID address. 


The following changes have been made since revi- 


sion 004: 
Section 4.3 


Section 8.2.3.4 


New paragraph added at the end. 
This paragraph reads: 


Whenever the BMIC is commanded 
to do an EISA POKE cycle, the 
BMIC will assert the MREQ# signal 
low normally, transfer up to four 
bytes of data, and release the bus 
by de-asserting MREQ# high. A po- 
tential probiem exists, however, 
when the slave device extends the 
cycle by de-asserting EXRDY low. If 
the slave hoids this signal low past 
the time that the BMIC is forced to 
release MREQ# high (it has been 
preempted while waiting for the 
slave to assert EXRDY high), then 
the BMIC will drive MREQ# back 
low again immediately after this cy- 
cle ends if there is another transfer 
pending (TBi, PEEK, POKE or 
LOCKED-EXCHANGE). Note that 
according to the EISA spec, ‘‘A bus 
master must wait at least two 
BCLKs after releasing the bus be- 
fore re-asserting its MREQx*”’ (EISA 
spec, MREQ* signal description). 
To adhere to EISA specifications, it | 
is required that LOCKED-EX- 
CHANGE cycies be used in lieu of 
POKE cycles. 


New sentence added at the end of 
paragraph one: 


At the end of a transfer, this register 
contains the value of the number of 


- bytes transferred during the last cy- 


cle. 


intel. 


Section 8.2.4.2 


Section 8.2.4.3 


Two paragraphs added for the 
CFGCL bit: 


Before a channel is issued a clear 
command, the channel must first be 
suspended by writing a “1” into Bit 
0 (CFGSV) of the Transfer Channel 
Configuration Register. Next the 
Transfer Channel Status Register 
must be read. If the TSTTC (Bit 0) is 
set to a “1’’, then the channel has 
already completed the transfer. The 
channel is then unsuspended (write 
a “0” into Bit 0 [CFGSU] of the 
Transfer Channel Configuration 
Register), and the TSTTC bit is then 
cleared. 


If the TSTTC bit is a “O”, then the 
TSTEN bit is checked. If this bit is a 
“1”, then the channel has not re- 
turned to idle yet, and the Transfer 
Channel Status Register is re- 
polled. If the TSTEN bit is a “0”, 
then the channel has successfully 
returned to idle and can now be 
cleared with no errors. This is done 
by setting Bit 2 (CFGCL bit) to a 1 in 
the Transfer Channel Configuration 
Register. A flowchart for this opera- 
tion is shown in the following figure. 


Figure 8-1 was added to the data 
sheet. 


Bit 4 has been changed to reserved. 


First paragraph under bit description 
has been changed to read, “Bits (7), 
(6), TST1K, and (4) are reserved. 
Any data read from these bits 
should be ignored”. 


The paragraph following this one 
has been deleted. 


Section 11.2 


Section 12.1 


Section 12.2 


82355 


Max Limits on symbols Coyt. and 
Ccoik have been changed. 


Note 1 has been corrected. 

Symbol t1 has been corrected to 
read 2500 instead of 250 for max. 
Symbol t20 has been corrected to 
read 3 for min. | 
Symbol t22 has been corrected to 4 
from 7 for min. 

Symbol t35 has been corrected to 5 
from 7 for min. | 
Symbol t37 has been corrected to 3 
for min. 

Symbol t40 has been corrected to 1 
for min. | 
Symbol t50 has been corrected to 
124 from 125 for max. | 

Symbol t51 has been corrected to 1 
for min. 


The Local CPU Interface Timing 
(Read Cycle/Shared Register -Ac- 
cess) table has been corrected. The 
signal LDAT<7:0> has changed 
one portion from valid to float. 
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PC I/O Peripherals 


n ADVANCE INFORMATION 
t l. | 


82091AA 
ADVANCED INTEGRATED PERIPHERAL (AIP) 


m Single-Chip PC Compatible I/O Solution mg Floppy Disk Controller Features 


for Notebook and Desktop Platforms: — 100 Percent Software Compatible 
— 82078 Floppy Disk Controller Core | with industry Standard 82077SL and 
— Two 16550 Compatible UARTs 82078 
— One Multi-Function Parallel Port — Integrated Analog Data Separator 
— IDE Interface 250K, 300K, 500K, and 1 MBits/sec 
— Integrated Back Power Protection —~- Programmabie Powerdown 
— Integrated Game Port Chip Select Command 
— 5V or 3.3V Supply Operation with 5V — Auto Powerdown and Wakeup 
Tolerant Drive Interface Modes 
— Full Power Management Support — Integrated Tape Drive Support 
— Supports Type F DMA Transfers for — Perpendicular Recording muppor for 
Faster I/O Performance 4 MB Drives 
— No Wait-State Host I/O Interface — Programmable Write Pre- 
— Programmable Interrupt Interfaces Compensation Delays 
— Single Crystal/Oscillator Clock — 256 Track Direct Address, Unlimited 
(24 MHz) Track Support 
— Software Detectable Device ID — 16-Byte FIFO 
— Comprehensive Powerup — Supports 2 or 4 Drives | 
Configuration m 16550 Compatible UART Features 
m The 82091AA is 100 Percent — Two independent Serial Ports 
Compatible with EISA, ISA and AT — Software Compatible with 8250 and 
Host Interface Features 16450 UARTs : 
ues 8-Bit Zero Wait-State ISA Bus — 16-Byte FIFO per Serial Port 
Interface -— Two UART Ciock Sources, Supporis 
— DMA with Type F Transfers sia ase expad 
— Five Programmable ISA Interrupt m@ IDE Interface Features 
Lines | — Generates Chip Selects for IDE 
— Internal Address Decoder Drives 
a Parallel Port Features — Integrated Buffer Controi Logic 
— All IEEE Standard 1284 Protocols Sseah Po atenace upper 
Supported (Compatibility, Nibble, m Power Management Features 
Byte, EPP, and ECP) — Transparent to Operating Systems 
— Peak Bi-Directional Transfer Rate of and Applications Programs 
2 MB/sec — Independent Power Control for Each 
— Provides Interface for Low-Cost integrated Device 


Engineless Laser Printer 
— 16-Byte FIFO for ECP 
— Interface Backpower Protection 


m@ 100-Pin QFP Package 
(See Packaging Spec. 240800) 


The 82091AA Advanced Integrated Peripheral (AIP) is an integrated !/O solution containing a floppy disk 
controller, 2 serial ports, a multi-function parallel port, an IDE interface, and a game port on a single chip. The 
integration of these I/O devices results in a minimization of form factor, cost and power consumption. The 
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82091AA : | a | intel. 


floppy disk controller is the 82078 core. The serial ports are 16550 compatible. The parallel port supports all of 
the IEEE Standard 1284 protocols (ECP, EPP, Byte, Compatibility, and Nibble). The IDE interface supports 
8- or 16-bit programmed |/O and 16-bit DMA. The Host Interface is an 8-bit ISA interface optimized for type 
‘“F” DMA and no wait-state |/O accesses. Improved throughput and performance, the 82091AA contains six 
16-byte FIFOs—two for each serial port, one for the parallel port, and one for the floppy disk controller. The 
82091AA also includes power management and 3.3V capability for power sensitive applications such as 
notebooks. The 82091AA supports both motherboard and add-in card configurations. 


Host 


i interface 


IDE 
interface 


82078 | 
Parallel P 
| sabia ites PPDIR or 


Buffer Direction 
or 
Game Port 
Oscillator , | Chip Select 


GAME 
‘Chip Select 


290486-1 


Figure 1. 82091AA Advanced Integrated Peripheral Block Diagram 
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1.0. OVERVIEW 


The major functions of the 82091AA are shown | in Figure 1. A brief desea of each of these functions is 
presented in this section. , 


Host Interface 


The 82091AA host interface is an 8-bit direct-drive (24 mA) ISA Bus/X-Bus interface that permits the CPU to 
access its registers through read/write operations in |/O space. These registers may be accessed by pro- 
grammed |/O and/or DMA bus cycles. With the exception of the IDE Interface, all functions on the 82091AA 
require only 8-bit data accesses. The 16-bit access required for the IDE Interface is supported through the 
appropriate chip selects and data buffer enables from the 82091AA. 


Figure 2 shows an example system implementation with the 82091AA located on an ISA Bus add-in card. This | 
. add-in card could also be used in a PCl-based system as shown in Figure 3. For motherboard mp enene 
tions, the 82091AA can be located on the X-Bus as shown in Figure 4. 


Main _| Host CPU 
Memory 


Host Bus 


ISA -_ ISA | 
interface Master/Slave 


ISA Bus 


Serial Port A Parallel Port — 
Serial Port B | Floppy Disk Drives (up to 4) 


IDE Interface Game Port Chip Select 
290486-2 


Figure 2. Block Diagram of the 82091AA on the ISA Bus 
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IDE Interface Game Port enip Select 
290486-3 


Figure 3. Block Diagram of the 82091AA in a PCI System 
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7 i (up to 4) 


Figure 4. Block Diagram of the 82091AA on the X-Bus 
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Floppy Disk Controller 


The 82091AA’s enhanced floppy disk controller 
(FDC) incorporates several new features allowing for 
easy implementation in both the portable and desk- 
__ top markets. It provides a low cost, small form factor 
solution targeted for 5.0V and 3.3V platforms. The 
FDC supports up to four drives. 


The 82091AA’s FDC implements these new features 
while remaining functionally compatible with 82078/ 
82077SL/82077AA/8272A floppy disk controllers. 
Together, with a 24-MHz crystal, a resistor package 


and a device chip select, these devices allow for the © 


most integrated solution available. The integrated 
analog PLL data separator has better performance 
than most board level discrete PLL implementations 
and can be operated at 1 Mbps/500 Kbps/ 
300 Kbps/250 Kbps. A 16-byte FIFO substantially 
improves system performance and is ideal for multi- 
master systems (e.g., EISA). 


Serial Ports 


The 82091AA contains two independent serial ports 
that provide asynchronous communications that are 
equivalent to two 16550 UARTs. The serial ports 
have identical circuitry and provide the serial com- 
munication interface to a peripheral device or mo- 
dem via Serial Port A and Serial Port B. Each serial 
port can be configured for one of eight address as- 
signments. The standard PC/AT compatible logical 
address assignments for COM1, COM2, COM3, and 
COM4 are supported. . ; 


The seriai ports perform serial-to-parallel conversion 
on data characters received from a peripheral de- 
vice or modem, and parallel-to-serial conversion on 
data characters received from the host. The serial 
ports can operate in either FIFO mode or non-FIFO 
mode. In FIFO mode, a 16-byte transmit FIFO hoids 
data from the host to be transmitted on the serial 
link and a 16-byte receive FIFO that buffers data 
from the serial link until read by the host. 
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The serial ports contain programmable baud rate 
generators that divide the internal reference clock 
by divisors of 1 to (216 — 1), and produce a 16x 
clock for driving the transmitter and receiver logic. 
The internal reference clock can be programmed to 
support MIDI. The serial ports have complete mo- 
dem-control capability and a prioritized interrupt sys- 
tem. 


Parallel Port 


The 82091AA provides a multi-function parallel port 
that transfers information between the host and pe-. 
ripheral device (e.g., printer). The parallel port inter- 
face contains nine control/status lines and an 8-bit 
data bus. The standard PC/AT compatible logical 
address assignments for LPT1, LPT2, and LPT3 are 
supported. The parallel port can be configured for 
one of four modes and supports the following IEEE 
Standard 1284 parallel interface protocol standards: 


Parallel Port Parallel Interface — 
Mode Protocol 
ISA-Compatible Mode Compatibility, Nibble 
PS/2-Compatible Mode Byte 
EPP Mode EPP 


ECP Mode ECP 


For ISA-Compatible and PS/2-Compatible modes, 
software controls the handshake signals on the par- 
allel port interface to transfer data between the host 
and peripheral device. Status and Control registers 
permit software to monitor the state of the peripheral 
device and generate handshake sequences. 


The EPP parallel port interface protocol increases 
throughput by specifying an automatic handshake 
sequence. In EPP mode, the 82091AA parallel port 
automatically generates this handshake sequence in 
hardware to transfer data between the host and 
peripheral device. 
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In addition to a hardware handshake on the parallel 


port interface, the ECP protocol specification also 
defines DMA and FIFO capability. To minimize pro- 


cessor overhead data transfer to/from a peripheral. 


device, the 82091AA parallel port, in ECP mode, 
provides a 16-byte FIFO with DMA capability. 


IDE Interface 


The 82091AA supports the IDE (integrated Drive 
Electronics) interface by providing chip selects and 
lower data byte control. Two chip selects are used to 
access registers on the IDE device. Separate lower 
and upper byte data control signals are provided. 
With these control signals, minimal external logic is 
needed to implement 16-bit IDE |/O and DMA inter- 
faces. 


Game Port 


The 82091AA provides a game port chip select sig- 
nal for use when the 82091AA is in an add-in card 
application. This function is assigned to |/O address 
location 201h. Note that when the 82091AA is locat- 
ed on the motherboard, this feature is not available. 


Power Management 


82091AA power management provides a mecha- 
nism for saving power when the device or a portion 
of the device is not being used. By programming the 
appropriate 82091AA registers, software can invoke 
power management to the entire 82091AA or select- 
ed modules within the 82091AA (e.g., floppy disk 
controller, serial port, or parallel port). There are two 
methods for applying power management—direct 
powerdown or auto powerdown. Direct powerdown 
turns off the clock to a particular module immediate- 
ly placing that module into a powerdown state. This 
method removes the clock regardless of the activity 
or status of the module. When auto powerdown is 
invoked, the module enters a powerdown state 
(clock is turned off) after certain conditions are met 
and the module is in an idle state. 
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1.1. 3.3V/5V Operating Modes 


The 82091AA can operate at a power supply of 
3.3V, 5V or a mix of 3.3V and 5V. The mixed power 
supply mode provides 5V interfaces for the floppy 
disk controller and parallel port while all other 
82091AA interfaces and internal logic (including the 
floppy disk controller and parallel port internal cir- 
cuitry) operate at 3.3V. The mixed mode permits 5V 
floppy disk drives and parallel port peripherals to be 
used in a 3.3V system without external buffering. 


NOTE: 
3.3V operation is available only in the 
82091AA. 


2.0. SIGNAL DESCRIPTION 


This section describes the 82091AA signals. The in- 
terface signals are shown in Figure 5 and described 
in the following tables. Signal descriptions are orga- 
nized by functional group. 


Note that the “#’’ symbol at the end of a signal 
name indicates the active, or asserted, state occurs 
when the signal is at a low voltage level. When “#” 
is not present after the signal name, the signal is 
asserted when at the high voltage level. 


The terms assertion and negation are used exten- 
sively. This is done to avoid confusion when working 
with a mixture of ‘‘active-low” and “‘active-high”’ sig- 
nals. The term assert, or assertion, indicates that a 
signal is active, independent of whether that level is 
represented by a high or low voltage. The term ne- 


_ gate, or negation, indicates that a signal is inactive. 


The following notations are used to describe pin 
types: 

| Input Pin 

OQ Output Pin 

I/O Bi-Directional Pin 


82091AA 


SA[10:0]— 
SD[7:0] < 

lIOCHRDY <— 
lowc# —+- 


AEN 
NOWS# 


RSTDRV- 


TC 


IRQ(7:3]# 


PPDREQ + 
‘FDDREQ<+*- 
- PPDACK#—+— 
FDDACK#——— 


X1/0SC— 


X2 


PD[7:0] <— 
STROBE# <—+- 
AUTOFD# <—+- 

INIT# < 
SELECTING - 
SELECT - 


BUSY 


FAULT#— 


PERROR 


ACK#— 


PPDIR/GCS# 


Interface [| 


Parallel 
interface 


Select 


Figure 5. 82091AA Signals 


Serial A 
interface 


Serial B 
interface 


Floppy 
Disk 


| Interface 


IDE 
Interface 


SOUTA 
SINA 

DTRA# 
RTSA# 
DCDA# 
DSRA# 
CTSA# 
RIA# 


SOUTB 
SINB 

DTRB# 
RTSB# 
DCDB# 
DSRB# 
CTSB# 
RIB# 


RDDATA# 
WRDATA# 
HDSEL 

STEP# 

DIR# . 

WE# 

TRKO# 

INDX# 

WP# 
FDME0#/MEEN# 
FDS0#/MDSO0# 


> FDME1#/DSEN# 


FDS1#/MDS1# 
DSKCHG 
DRVDEN[1:0] 


IDECS[1:0}# 
DEN# 


HEN# 
1016# 
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2.1 Host Interface Signals 


Signal 


ISA SIGNALS 

SA[10:0] SYSTEM ADDRESS BUS: The 82091AA decodes the standard ISA I/O address 
space using SA[9:0]. SA10 is used along with SA[9:0] to decode the extended 
register set of the ECP parallel port. SA[10:0] connects directly to the ISA system 
address bus. 

SD[7:0] SYSTEM DATA BUS: SD[7:0] is a bi-directional data bus. Data is written to and 


read from the 82091AA on these signal lines. SD[7:0] connect directly to the ISA 
system data bus. 


I/O READ COMMAND STROBE: IORC # is an |/O access read control signal. 
When a valid internal address is decoded by the 82091AA and IORC # is asserted, 
data at the decoded address location is driven onto the SD[7:0] signal lines. 


I/O WRITE COMMAND STROBE: IOWC # is an |/O access write control signal. 
When a valid internal address is decoded by the 82091AA and lIOWC # Is asserted, 
data on the SD[7:0] signal lines is written into the decoded address location at the 

rising edge of IOWC#. 


NO WAIT-STATES: End data transfer signal. The 82091AA asserts NOWS # when 
a valid internal address is decoded by the 82091AA and the IORC # or |OWC # 
signal is asserted. This reduces the total bus cycle time by eliminating the wait- 
states associated with the default 8-bit |/O cycles. NOWS # is not asserted for IDE 
accesses or DMA accesses. This is an open drain output pin. 


I/O CHANNEL READY: The 82091AA uses this signal for parallel port data 
transfers when the parallel port is in EPP mode. In this case, the 82091AA negates 
lIOCHRDY to extend the cycle to allow for completion of transfers to/from the 
peripheral attached to the parallel port. When the parallel port is in EPP mode, the 
82091AA negates IOCHRDY to lengthen the ISA Bus cycle if the parallel port BUSY 
signal is asserted. 


The 82091AA also uses IOCHRDY during hardware configuration time (see Section 
4.0, AIP Configuration). If [OWC #/IORC # is asserted to the 82091AA during 
hardware configuration time, the 82091AA negates IOCHRDY until hardware 
configuration time is completed. This is an open drain output pin. 


ADDRESS ENABLE: AEN is used during DMA cycles to prevent the 82091AA from 
misinterpreting DMA cycles from valid |/O cycles. When negated, AEN indicates 
that the 82091AA may respond to address and I/O commands addressed to the 
82091AA. When asserted, AEN informs the 82091 AA that a DMA transfer is 
occurring. When AEN is asserted and a xDACK # signal is asserted, the 82091AA 
responds to the cycle as a DMA cycle. 


RESET DRIVE: RSTDRV forces the 82091 AA to a known state. All 82091AA — 
emer are set to their default state. 


CRYSTAL1/OSCILLATOR: Main clock input signal can be a 24 MHz crystal 
connected across X1 and X2 or a 24 MHz TTL level clock input connected to X1. 


IOCHRDY i 


RSTDRV 
X1/0SC 


CRYSTAL2: This signal pin is connected to one side of the crystal when a crystal 
oscillator is used to provide the main clock. If an external oscillator/clock is 
connected to X1, this pin is not used and left unconnected. 
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2.1 Host Interface Signals (Continued) 


Signal _ 
ee 


DMA SIGNALS 


FDDREQ FLOPPY DISK CONTROLLER DMA REQUEST: The 82091AA asserts FDDREQ - 
to request service from a DMA controller for the FDC module. This signal is 
| enabled/disabled by bit 3 of the Digital Output Register (DOR). When disabled, 


FDDREQ is tri-stated. 


FDDACK# | FLOPPY DISK CONTROLLER DMA ACKNOWLEDGE: The DMA controller 
asserts this signal to acknowledge the FDC DMA request. When asserted, the 
lIORC# and l|OWC # inputs are enabled during DMA transfers. This signal is 


enabled/disabled by bit 3 of the DOR. 


PPDREQ > PARALLEL PORT DMA REQUEST: Parallel port DMA service request to the 
system DMA controller. This signal is only used when the parallel port is in ECP 
hardware mode and is always negated when the parallel port is not in this mode. In 

. ECP hardware mode DMA requests are enabled/disabled by bit 3 of the ECP 


Extended Control Register (ECR). When disabled, PPDREQ is tri-stated. 


PPDACK # PARALLEL PORT DMA ACKNOWLEDGE: The DMA controller asserts this signal 
| to acknowledge the parallel port DMA request. When asserted the |ORC # and 
lOWC # inputs are enabled during DMA transfers. This signal is enabled/ disabled: 


by bit 3 of the ECR Register. 


TC TERMINAL COUNT: The system DMA controller asserts TC to indicate it has 
reached the last programmed data transfer. TC is accepted only when FDDACK # 
_ or PPDACK # is asserted. 
INTERRUPT SIGNALS | 


INTERRUPT 3 AND 4: IRQ3 and IRQ4 are associated with the serial ports and 
can be programmed (via the AIPCFG2 Register) to be either active high or active 
low. These signals can be configured for a particular serial channel via hardware 
configuration (at powerup) or by software configuration. 


Under Hardware Configuration 

IRQ3 is used as a serial port interrupt if the serial port is configured at address 
locations 2F8h-2FFh or 2E8h-2EF h. IRQ4 is used as a serial port interrupt if the 
serial port is configured at address locations 3F8h-3FFh or 3E8h-3EFh. 


Under Software configuration 


IRQ3 and IRQ4 are independently configured (i.e., the IRQ does not automatically 
track the communication port address assignment). 


These interrupts are enabled/disabled globally via bit 3 of the serial port Modem 
Control Register (MCR) and for specific conditions via the Interrupt Enable 
Register (IER). IRQ3 and IRQ4 are tri-stated when not enabled. 


INTERRUPT REQUEST 5: IRQ5 and IRQ7 are associated with the parallel port 
and can be programmed (via AIPCFG2 Register) to be either active high or active 
low. Either IRQ5 or IRQ7 is enabled/disabled via PCFG1 Register to signal a 
parallel port interrupt. The interrupt not selected is disabled and tri-stated. 


During hardware configuration (see Section 4.0, AIP Configuration), IRQS is used if 
the parallel port is assigned to 278h—27Fh and IRQ7 is used if the parallel pen. 
interrupt is assigned to either 3BCh-3BFh or 378h-—37Fh. 


IRQS, IRQ4 


IRQ5, IRQ7 
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2.1 Host Interface Signals (Continued) 


INTERRUPT SIGNALS (Continued) 


INTERRUPT REQUEST 6: IRQG6 is associated with the floppy disk controller and can 


be programmed (via the AIPCFG2 Register) to be either active high or active low. In 
non-DMA mode this signal is asserted to signal when a data transfer is ready. IRQ6 is 
also asserted to signal the completion of the execution phase for certain FDC 
commands. This signal is enabled/disabled by the DMAGATE bit in the Digital Output 
Register of the FDC. The signal is tri-stated when disabled. 


2.2 Floppy Disk Controller Interface 


Signal 


RDDATA# | | | READ DATA: Serial data from the disk drive. 


WRDATA# WRITE DATA: MFM serial data to the disk drive. Precompensation value is 
selectable through software. 


HDSEL HEAD SELECT: Selects which side of a disk is to be accessed. When asserted 
(low), side 1 is selected. When negated (high), side 0 is selected. 


STEP # STEP: STEP # supplies step pulses (asserted) to the drive to move the head 
between the tracks during a seek operation. : 


DIRECTION: Controls the direction the head moves when a step signal is present. 
The head moves toward the center when DIR # is asserted and away from the 
center when negated. 


WE# WRITE ENABLE: WE # is a disk drive control signal. When asserted, WE # 
enables the head to write to the disk. 

TRKO# TRACKO: The disk drive asserts this signal to indicate that the head is on track 0. 

Ca INDEX: The disk drive asserts this signal to indicate the beginning of the track. 


WRITE PROTECT: The disk drive asserts this signal to indicate that the disk drive 
is write-protected. 


DISK CHANGE: The disk drive asserts this signal to indicate that the drive door 
has been opened. The state of this signal input is available in the Digital Input 
Register (DIR #). 


DRIVE DENSITY: These signals are used by the disk drive to configure the drive 
for the appropriate media density. These signals are controlled by the FDC’s Drive 
Specification Command. 


DRIVDENO 
DRIVDEN1 
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2.2 Floppy Disk Controller Interface (Continued) 


FDME1 #/ FLOPPY DRIVE MOTOR ENABLE 1, IDLE, OR DRIVE SELECT ENABLE: This 

DSEN #(1) signal pin has two functions(1). FDME1 # is the motor enable for drive 1. FDME1 # 
is directly controlled via the Digital Output Register (DOR) and is a function of the 
mapping based on the BOOTSEL bits in the Tape Drive Register (TDR).. 


The Drive Select Enable (DSEN #) function is only used in a four floppy drive 
system (see Appendix A, FDC Four Drive Support). 


FDS1#/ FLOPPY DRIVE SELECT1, POWERDOWN, OR MOTOR DRIVE SELECT 1: This 

MDS1(1) signal pin has two functions(t). FDS1 # is the floppy drive select for drive 1. FDS1# 
is controlled by the select bits in the DOR and is a function of the mapping based 
on the BOOTSEL bits in the TDR. 


The Motor Drive Select 1 (MDS1) function is only used in a four floppy drive system 


(see Appendix A, FDC Four Drive Support). 


FDMEO #/ FLOPPY DRIVE MOTOR ENABLE 0 OR MOTOR ENABLE ENABLE: This signal 

MEEN #() pin has two functions(1). FDMEO # is the motor enable for drive 0. FDME0 # is 
directly controlled via the Digital Output Register (DOR) and is a function of the 
mapping based on the BOOTSEL bits in the Tape Drive Register (TDR). 


The Motor Enable Enable (MEEN #) function is only used in a four floppy drive 
system (see Appendix A, FDC Four Drive Support). 


FDSO # / FLOPPY DRIVE SELECT 0 OR MOTOR DRIVE SELECT 0: This signal pin has two 

MDSO(1) functions(). FDSO # is the floppy drive select for drive 0. This output is controlled 
by the drive select bits in the DOR and is a function of the mapping based on 
BOOTSEL bits in the TDR. 


The Motor Drive Select 0 (MDSO) function is only Booes in a four floppy drive system 
(see Appendix A, FDC Four Drive Support). 


NOTE: 
1. The function selected for these pins is based on the FDDQTY bit in the FCFG1 Register as shown in the following table. 


ees | ae 
(FDDQTY = 0) (FDDQTY = 1) 


When FDDQTY = 1, these signal pins are used to control an external decoder for a four floppy disk 
drive system as described in Appendix A, FDC Four Drive Support. 
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2.3 Serial Port interface 


Serial Port A signal names end in the letter A and Serial Port B signal names end in the letter B. Serial Port A 
and B signals have the same functionality. 


Signal 


CLEAR TO SEND: When asserted, this signal indicates that the modem or data 
set is ready to exchange data. The CTS# signal is a modem status input whose 
condition the CPU can determine by reading the CTS bit in Modem Status 
Register (MSR) for the appropriate serial port. The CTS bit is the compliment of 
the CTS# signal. The DCTS bit in the MSR indicates whether the CTS # input 
has changed state since the previous reading of the MSR. CTS# has no effect on 
the transmitter. 


DCDA#, DATA CARRIER DETECT: When asserted, this signal indicates that the data 

DCDB # carrier has been detected by the modem or data set. The DCD# signal is a 
modem status whose condition the CPU can determine by reading the DCD bit in 
the MSR for the appropriate serial port. The DCD bit is the compliment of the 


DCD # signal. The DDCD bit in the MSR indicates whether the DCD # input has 
| changed state since the previous reading of the MSR. DCD # has no effect on the 
transmitter. 


DATA SET READY: When asserted, this signal indicates that the modem or data 
set is ready to establish the communications link with the serial port module. The 
DSR # signal is a modem status whose condition the CPU can determine by 
reading the DSR bit in the MSR for the appropriate serial channel. The DSR bit is 
the compliment of the DSR # signal. The DSR bit in the MSR indicates whether 
the DSR # input has changed state since the previous reading of the MSR. DSR # 
has no effect on the transmitter. 


1/0 DATA TERMINAL READY: DTRA#/DTRB#¥ are outputs during normal system 
operations. When asserted, this signal indicates to the modem or data set that 
the serial port module is ready to establish a communications link. The DTR# 


DSRA#, 
DSRB # 
DTRA#, 
DTRB# 


RIA#, RIB# 


signal can be asserted via the Modem Control Register (MCR). A hard reset 
negates this signal. 


Hardware Configuration 


These signals are only inputs during hardware configuration time (RSTDRV 
asserted and for a short time after RSTDRV is negated). (See Section 4.0, AIP 
Configuration.) 


RING INDICATOR: When asserted, this signal indicates that a telephone ringing 
signal has been received by the modem or data set. The RI# signal is a modem 
status input whose condition the CPU can determine by reading the RI bit in the 
MSR for the appropriate serial channel. The RI bit is the compliment of the Rl # 
signal. The TERI bit in the MSR indicates whether the RI# input has changed 
from low to high since the previous reading of the MSR. 
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2.3 Serial Port interface (Continued) 


Signal — | | 


RTSA#, I/O REQUEST TO SEND: RTSA#/RTSB# are outputs during normal system 
RTSB# operations. When asserted, this signal informs the modem or data set that the 
serial port module is ready to exchange data. The RTS # signal can be asserted 
via the RTS bit in the Modem Control Register. A hard reset negates this signal. 


Hardware Configuration 


These signals are only inputs during hardware configuration time (RSTDRV 
asserted and for a short time after RSTDRV is negated). (See Section 4.0, AIP 
Configuration.) 


SERIAL INPUT: Serial data input from the communications link. heres: 
device, modem, or data set.) 


SERIAL OUTPUT: SOUTA/SOUTB are serial data outputs to the communications 
link during normal system operations. (Peripheral device, modem, or data set.) The 
SOUT signal is set to a marking state (logic 1) after a hard reset. 
Test Mode 
In test mode (selected via the SACFG2 or SBCFG2 Registers), the baudout from 
the baud rate generator is output on SOUTx. 
Hardware Configuration 
These signals are only inputs during hardware sonfiauration time (RSTDRV 
asserted and for a short time after RSTDRV is negated). (See Section 4.0, AIP 
Configuration.) 


SINA, SINB 2 


SOUTA, I/O 
SOUTB 


2.4 IDE Interface 


Signal ee . 


lO16# 16-BIT 1/0: This signal is driven by I/O devices on the ISA Bus to indicate 
support for 16-bit |/O bus cycles. The IDE interface asserts this signal to the 
82091AA to indicate support for 16-bit transfers. For IDE transfers, the 82091AA 
asserts HEN # when 1016# is asserted. 


IDE CHIP SELECT: IDECS[1:0] # are outputs during normal system operation 
and are chip selects for the IDE interface. IDECS[1:0] # select the Command 
Block Registers of the IDE device and are decoded from SA[9:3] and AEN. 
Hardware Configuration 


These signals are only inputs during hardware configuration time (RSTDRV 
asserted). (See Section 4.0, AIP Configuration.) 


IDECS[1:0] # 
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2.4 IDE Interface (Continued) 


Signal 


cf 


82091AA 


DATA ENABLE: DEN # is an output during normal system operations and is a data 
enable for an external data buffer for all 82091AA and IDE accesses. The SD[7:0] 
signals can be connected directly to the ISA. In this case, the DEN # signal is not used. 
However, an external buffer can be used to isolate the SD[7:0] signals from the 240 pF 
loading of the ISA Bus. With an external buffer implementation, DEN # controls the 
external buffers for transfers to/from the ISA Bus. 


Hardware Configuration 
This signal is only an input during hardware configuration time (RSTDRV asserted). 
(See Section 4.0, AIP Configuration.) 


IDE UPPER DATA TRANSCEIVER ENABLE: HEN # is an output during normal system 
operations and is a high byte data transceiver enable signal for the IDE hard disk drive 
interface. HEN # is asserted for |/O accesses to the IDE data register when the drive 
asserts |O16#. 


Hardware Configuration 


This signal is only an input during hardware configuration time (RSTDRV asserted). 
(See Section 4.0, AIP Configuration.) 


2.5 Parallel Port External Buffer Control/Game Port 


rales 


PPDIR/GCS# PARALLEL PORT DIRECTION (PPDIR) or GAME PORT CHIP SELECT 
(GCS #): This signal is an output during normal operations and provides the 
PPDIR and GCS # functions as follows: 
PPDIR 
This signal pin functions as a parallel port direction control output when the 
82091AA is configured for software motherboard mode (SWMB). For 
configuration details, see Section 4.0, AIP Configuration. If external buffers are 
used on PD[7:0], PPDIR can be used to control the buffer direction. The 
82091AA drives this signal low when PD[7:0] are outputs and the 82091AA 
drives this signal high when PD[7:0] are inputs. Note that if a configuration 
mode other than SWMB is selected, this signal pin is a game port chip select 
and does not track the PD[7:0] signal direction. 
GCS# 
This signal pin functions as a game port chip select output when 82091AA 
configuration is set for Software Add-in (SWAI), Hardware Basic (HWB), or 
Hardware Extended (HWE) modes. When the host accesses I/O address 201h, 
GCS # is asserted. , 
Hardware Configuration 
This signal is only an input during hardware eoniguratlon: time (RSTDRV 
asserted). (See Section 4.0, AIP Configuration.) 
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2.6 Parallel Port Interface 


The 82091AA parallel port is a multi-function inter- 
face that can be configured for one of four hardware 
modes (see Section 4.0, AIP Configuration). The 
hardware modes are ISA-Compatible, PS/2-Com- 
patible, EPP, and ECP modes. These parallel port 
modes support the compatibility, nibble, byte, EPP 
and ECP parallel interface protocols described in the 
IEEE 1284 standard. The operation and use of the 
interface signal pins are a function of the parallel 
port hardware mode selected and the protocol used. 


82091AA 


STROBE # 
BUSY 
ACK# 
SELECT 
PERROR 
FAULT # 
INIT # 
AUTOFD# 
PD[7:0] 


NOTE: 


Byte Protocol 
Signal Names | Signal Names 


Tacke =i uk ‘feu [mr ——‘([Perohome | 
[select [tag ——(xtag ———(d xtng 
——e 


Compatibility , 
Signal Protocol Signal woe nroroee, 
Signal Names 
Names Names 


rAckbaiaReg 
ie Ro 
a 


boa 

intel ; 
Table 1 shows a matrix of the 82091AA parallel port 
signal names and. corresponding signal names for 
each of the protocols. Sections 2.6.1-2.6.5 provide 
a signal description for the five interface protocols. 
Note that the 82091AA hardware operations are the 
same for Compatibility and Nibble protocols. The 


signals, however, are controlled and used differently 
via software and the peripheral device. | 


Table 1. Paraltel Port Signal Name Cross Reference 


ECP Protocoi 
Signal Names 


EPP Protocol 


Xflag Xflag 


PeriphRequest # 
ReverseRequest # 


Not all parallel port signal pins are used for certain parallel port interface protocols. These signals are labeled “—”. 
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2.6.1 COMPATIBILITY PROTOCOL SIGNAL DESCRIPTION 


Except for the data bus, the 82091AA and compatibility protocol signal names are the same. For the data bus, 
the 82091AA signal names PD[7:0] corresponds to the compatibility protocol signal names Data[8:1]. 


82091AA 
Signal 
Name 


STROBE # ae 
~ ot 


SELECT 


PERROR 


FAULT # 
INIT # 


AUTOFD# 


Compatibility Protocol Signal Name and Description 


STROBE: The host asserts STROBE # to latch data into the peripheral device’s 
input latch. This signal is controlled via the PCON Register. 


BUSY: BUSY is asserted by the peripheral to indicate that the peripheral device 
is not ready to receive data. The status of this signal line is reported in the PSTAT 
Register. ; 


ACKNOWLEDGE: The printer asserts this signal to indicate that it has received 
the data and is ready for new data. The status of this signal line is reported in the 
PSTAT Register. 


SELECT: SELECT is asserted by the peripheral device to indicate that the device 
is on line. The status of this signal line is reported in the PSTAT Register. 


PAPER ERROR: The peripheral device asserts PERROR to indicate that it has 
encountered an error in the paper path. The exact meaning varies from peripheral 
device to peripheral device. The status of this signal line is reported in the PSTAT 
Register. 


FAULT: FAULT # is asserted by the peripheral device to indicate that an error 
has occurred. The status of this signal line is reported in the PSTAT Register. 


INITIALIZE: The host asserts INIT # to issue a hardware reset to the peripheral 
device. This signal is controlled via the PCON Register. 


AUTO FEED: AUTOFD # is asserted by the host to put the peripheral device into 
auto-line feed mode. This means that when software asserts this signal, the 
printer is instructed to advance the paper one line for each carriage return 
encountered. This signal is controlled via the PCON Register. 


DATA: Forward channel data. 


SELECT INPUT: SELECTIN # is asserted by the host to select a peripheral 
device. This signal is controlled via the PCON Register. 


SELECTIN# 
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2.6.2 NIBBLE PROTOCOL SIGNAL DESCRIPTION 


The Nibble protocol assigns the following signal operation to the parallel port pins. The name in bold at the 
beginning of the signal description column is the Nibble protocol signal name. The terms assert and negate 
are used in accordance with the 82091AA signal name as described at the beginning of Section 2.0. For 
example, AUTOFD# (HostBusy) asserted refers to AUTOFD# (HostBusy) at a low level. 


82091AA | 
Signal 
Name | 


STROBE # 
BUSY 


SELECT 
PERROR 
FAULT # 


INIT # 


AUTOFD# 


PD[7:0] 


SELECTIN # 


Nibble Protocol Signal Name and Description _. 


STROBE: The host controls this signal via the PCON Register and STROBE # 
should be held negated by the host. 


PRINTER BUSY (PtrBusy): The peripheral drives this signal to transfer data bits 
3 and 7 sequentially. The status of this signal line is reported in the PSTAT 
Register. 7 


PRINTER CLOCK (PtrCik): The peripheral device asserts ACK # (PtrClk) to 
indicate to the host that data is available. The signal is subsequently asserted to 
qualify data being sent to the host. The status of this signal line is reported in the 
PSTAT Register. If interrupts are enabled via the PCON Register, the assertion of 
this signal causes a host interrupt to be generated. 


XFLAG: The peripheral device drives this signal to transfer data bits 1 and 5 
sequentially. The status of this signal line is reported in the PSTAT Register. 


ACKNOWLEDGE DATA REQUEST (AckDataReq): This signal is initially high. 
The peripheral device drives this signal low to acknowledge HostBusy assertion. 
PERROR is subsequently used to transfer data bits 2 and 6 sequentially. The 
status of this signal line is reported in the PSTAT Register. 


DATA AVAILABLE (DataAvail): The peripheral device asserts FAULT # 
(DataAvail) to indicate data availability. Subsequently used to transfer data bits 0 

_ and 4 sequentially. The status of this signal line is reported in the PSTAT 
Register. : 


INITIALIZE: The host controls this signal via the PCON Register. 


HOST BUSY (HostBusy): The host negates AUTOFD # (HostBusy) in response 
to ACK # being asserted. This signal is subsequently driven low to enable the: 
peripheral to transfer data to the host. AUTOFD # is then driven high to 
acknowledge receipt of byte data. This signal is controlled via the PCON 
Register. 


DATA: This 8-bit output data path to the peripheral Host data is written to the 
peripheral attached to the parallel port interface on these signal lines. 


SELECT INPUT: This signal is controlled by the PCON Register. 
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2.6.3 BYTE MODE SIGNAL DESCRIPTION 


The Byte protocol assigns the following signal operation to the parallel port pins. The name in bold at the 
beginning of the signal description column is the Byte protocol signal name. The terms assert and negate are 
used in accordance with the 82091AA signal name as described at the beginning of Section 2.0. For example, 
STROBE # (HostClk) asserted refers to STROBE # (HostClk) at a low level. 


82091AA : — | 
Signal Name Byte Protocol Signal Name and Description | 
STROBE # HOST CLOCK (HostClk): This signal is strobed low by the host to acknowledge 
receipt of data. Note that the peripheral must not interpret this as a latch strobe 
for forward channel data. | 


BUSY 4 PRINTER BUSY (PtrBusy): The peripheral device asserts BUSY (PtrBusy) to 


provide forward channel peripheral busy status. The status of this ee line is 
au 


reported in the PSTAT Register. 
PRINTER CLOCK (PtrClk): The peripheral device asserts ACK # (PtrClk) to 
indicate to the host that data is available. The signal is subsequently asserted to 
qualify data being sent to the host. The status of this signal line is reported in the 

SELECT 4 

PERROR 
The peripheral device drives this signal low to acknowledge HostBusy assertion. 
The status of this signal line is reported in the PSTAT Register. 

FAULT # DATA AVAILABILITY (DataAvail): The peripheral device asserts FAULT # 
(DataAvail) to indicate data availability. The status of this signal line is reported in 
the PSTAT Register. 

INIT # INITIALIZE: The host controls this signal via the PCON Register and INIT # 
should be held in the negated state. 


PSTAT Register. If interrupts are enabled via the PCON Register, the assertion 
AUTOFD# HOST BUSY (HostBusy): The host negates AUTOFD# (HostBusy) in response 
to ACK # being asserted. The signal is subsequently driven low to enable the 
peripheral to transfer data to the host. AUTOFD # is then driven high to 
acknowledge receipt of nibble data. This signal is controlled via the PCON 


Register. 
ACKNOWLEDGE DATA REQUEST (AckDataReq): This signal is initially high. 


of this signal causes a host interrupt to be generated. 
Register. 


XFLAG: SELECT (XFLAG) is asserted by the peripheral device to indicate that 
the device is on line. The status of this signal line is reported in the PSTAT | 
PD([7:0] ee DATA: This 8- bit data bus is used for bi-directional data transfer. 
SELECTIN# SELECT INPUT: This signal is controlled by the PCON Register. 
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2.6.4 ENHANCED PARALLEL PORT (EPP) PROTOCOL SIGNAL DESCRIPTION 


EPP protocol assigns the following signal operation to the parallel port pins. The name in bold at the beginning 
of the signal description column is the EPP mode signal name. The terms assert and negate are used in 
accordance with the 82091AA signal name as described at the beginning of Section 2.0. For example, BUSY 
(Wait #) asserted refers to BUSY (Wait #) being high. 


82091AA 7 
Signal Name EPP idee Signal Name and Description 
STROBE # WRITE (Write 4): STROBE # (Write #) indicates an address or data read/write 


P| operation to the peripheral. The 82091 AA drives this signal low for a write and 
— u 


high for a read. 
SELECT 


WAIT (Wait #): The peripheral sets BUSY (Wait #) low to indicate that the device 
PERROR 


is not ready. When BUSY signal is low, the 82091AA negates IOCHRDY on the 
ISA Bus to lengthen the I/O cycles. The peripheral device sets BUSY ae 
FAULT # 
INIT # 


high to indicate that transfer of data or address is completed. 
AUTOFD# | 


an interrupt the host. When this signal is low and interrupts are enabled via bit 4 
of the PCON Register, the 82091 AA generates an interrupt request (via either 
IRQ5 or IRQ7) to the host. 


SELECT: SELECT is asserted by the peripheral device to indicate that the | 
device is on line. The status of this signal line is reported in the PSTAT Register. 


PAPER ERROR: The peripheral device asserts PERROR to indicate that it has 
encountered an error in the paper path. The exact meaning varies from 

peripheral device to peripheral device. The status of this signal line is reported in 
the PSTAT Register. 


FAULT: FAULT # is asserted by the peripheral device to indicate that an error 
has occurred. The status of this signal line is reported in the PSTAT Register. 


INITIALIZE: The host asserts INIT # to issue a hardware reset to the peripheral 
device. This signal is controlled via the PCON Register. 


DATA STROBE (DStrb #): The 82091AA asserts AUTOFD# (DStrb#) to 
indicate that valid data is present on PD[7:0] and is used by the peripheral to 
latch data during write cycles. For reads, the 82091AA reads in data from 

PD[7:0] when this signal is asserted. 


DATA: This 8-bit bi-directional bus provides addresses or data during the write 
cycles and supplies addresses or data to the 82091 AA during the read cycles. 


ADDRESS STROBE (AStrb #): The 82091AA asserts SELECTIN # (AStrb#) to 
indicate that a valid address is present on PD[7:0] and is used by the peripheral 
to latch addresses during write cycles. For reads, the 82091AA reads in an 

address from PD[7:0] when this signal is asserted. 


INTERRUPT REQUEST (intr): The peripheral asserts ACK # (intr) to generate _ 
PD[7:0] 


SELECTIN # 


2.6.5 EXTENDED CAPABILITIES PORT (ECP) PROTOCOL SIGNAL DESCRIPTION 


ECP protocol assigns the following signal operation to the parallel port pins. The name in bold at the beginning 
of the signal description column is the ECP protocol signal name. The terms assert and negate are used in 
accordance with the 82091AA signal name as described at the beginning of Section 2.0. For example, 
STROBE # (HostCik) asserted refers to STROBE # (HostClk) being low. 
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82091AA 
Signal 
Name 


STROBE # 


ECP Protocol Signai Name and Description 


HOST CLOCK (HostCik): In the forward direction, the 82091AA asserts 
STROBE # (HostClk) to instruct the peripheral to latch the data on PD[7:0]. 
During write operations, the peripheral should latch data on the rising edge of 
STROBE # (HostClk). STROBE # (HostClk) handshakes with BUSY (PeriphAck) 
during write operations and is negated after the 82091 AA detects BUSY 
(PeriphAck) asserted. STROBE # (HostClk) is not asserted by the 82091AA again 
until BUSY (PeriphAck) is detected negated. For read operations (reverse 
direction), STROBE # (HostClk) is not used. 


PERIPHERAL ACKNOWLEDGE (PeriphAck): The peripheral device asserts this 
signal during a host write operation to acknowiedge receipt of data. The 
peripheral device then negates the signal after STROBE # is detected high to 
terminate the transfer. For host write operations (forward direction), this signal 
handshakes with STROBE # (HostClk). During a host read operation (reverse 
direction), BUSY (PeriphAck) is normally low and is driven high by the peripheral 
to identify Run Length Encoded (RLE) data. 


PERIPHERAL CLOCK (PeriphCik): During a peripheral to host transfer (reverse 
direction), ACK # (PeriphClk) is asserted by the peripheral to indicate data is valid 


BUSY 
on the data bus and then negated after AUTOFD # is detected high. This signal 


ACK # 
handshakes with AUTOFD # to transfer data. 


SELECT XFLAG (Xflag): This signal is asserted by the peripheral to indicate that it is on- 
line. The status of this signai line is reported in the PSTAT Register. 


PERROR ACKNOWLEDGE REVERSE (AckReverse # ): PERROR (AckReverse #) is 
driven low by the peripheral to acknowledge a reverse transfer request by the 
host. This signal handshakes with INIT # (ReverseRequest#). The status of this 
signal line is reported in the PSTAT Register. 

FAULT # 

INIT # a 

AUTOFD# 
an address/RLE or data. The 82091AA asserts this signal to identify an address/ 

RLE transfer and negates it to identify a data transfer. 


PD[7:0] DATA: PD[7:0] is a bi-directional data bus that transfers data, addresses, or RLE 
data. 

SELECTIN# ECP MODE (ECPmode): The host (via the PCON Register) negates this signal 
during ECP mode operation. 


PERIPHERAL REQUEST (PeriphRequest# ): The peripheral asserts FAULT # 
(PeriphRequest #) to request a reverse transfer. The status of this signal line is 
reported in the PSTAT Register. 


REVERSE REQUEST (ReverseRequest +# ): The host controls this signal via the 
PCON Register to indicate the transfer direction. The host asserts this signai to 

request a reverse transfer direction and negates the signal for a forward transfer 
direction. 


HOST ACKNOWLEDGE (HostAck): The 82091AA asserts AUTOFD# 
(HostAck) to request data from the peripheral (reverse direction). This signal 

handshakes with ACK # (PeriphClk). AUTOFD# (HostAck) is negated when the 
peripheral indicates valid state of the data bus (i.e., ACK # is detected asserted). 


In the forward direction, AUTOFD# (HostAck) indicates whether PD[7:0] contain 
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2./ Hard Reset Signal Conditions 


Table 1 shows the state of all 82091AA output and bi-directional signals during hard reset (RSTDRV asserted). 
The strapping options described in Section 4.0, AIP Configuration are sampled when the 82091AA is hard 
reset. | | | 


Table 2. Output and I/O Signal States During a Hard Reset 


Signal Name | State | Signal Name | State 
High ee 

aTSIABI# 
IDECST1O# Tsatool | — 
SDI7:01 


SIN[A,B] 


SOUTIA,B] High(1) 


POIr.o| 


DSKCHG # 
DTRIA,B] # 
FAULT # 
FDDACK # 


NOTES: 

1. During and immediately after a hard reset, this signal is an input for hardware configuration. After the hardware configura- 
tion time, these signals go to the state specified in the table. 

2. If IORC# or IOWC# is asserted, IOCHRDY will be asserted by the IOCHRDY. 

3. Dashes represent input signals. : 
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2.8 Power And Ground 


to Voc. 


is applied to Voc. 


NOTE: 
1. 3.3V operation is available only in the 82091AA. 


3.0 1/0 ADDRESS ASSIGNMENTS 


The 82091AA assigns CPU I/O address locations to 
its game port chip select, IDE interface, serial ports, 
parallel port, floppy disk controller, and the 82091AA 
configuration registers as indicated in Table 3. Ex- 
cept for the game port chip select (address 201h), 
address assignments are configurable. For example, 
the serial port can be assigned to one of eight ad- 
dress blocks. The parallel port can be assigned to 
one of three address blocks, and the IDE interface 
and floppy disk controller can be assigned to one of 
two address blocks. These address _ assign- 
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vss ft GROUND: The ground reference for the 82091AA. 


POWER: The 5V/3.3V(1) modes are selected via strapping options at power-up (see 
Section 4.2, hardware Configuration). When strapping options (Vs__) are set to 5V, the 
Vcc pins must be connected to 5V. When strapping options are set to 3.3V, the Voc 
pins must be connected to 3.3V. 


POWER: The 5V/3.3V(1) power supply for the 82091AA. In 5V or 3.3V power supply 
modes (non-mixed mode), the voltage applied to Vccr is the same voltage as applied 


For mixed mode operations, 5V is applied to Vocr. This voltage provides 5V reference 
for the parallel port and floppy disk controller interfaces. Note that in mixed mode, 3.3V 


82091AA 


ments are made during 82091AA configuration (ei- 
ther hardware configuration at powerup or a hard 
reset, or software configuration by programming the 
82091AA configuration registers). In addition, the 
82091AA configuration registers can be located at 
one of two address blocks during hardware configu- 
ration. 


All of the 82091AA address locations are located in 
the host 1/O address space. The address block as- 
signments are shown in Table 3. The first hex ad- 
dress in the Address Block column represents the 
base address for that particular block. 
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Table 3. AiP Address Assignments 
Address | 
Block (ISA Bus) | 


170-177h IDE Interface—Secondary Address Block | | | 
IDE Interface—Primary Address Block _- oe 


Assignment 


- 238-23Fh 
26E-26Fh 


[are-aren 


3FO-—3F7h Floppy Disk Controlier—Primary Address (3F6h.and 3F7h are Shared with the IDE 
Drive Interface Primary Address) 


Floppy Disk Controller—Secondary Address Block (376h and 377h are Shared with 
the IDE Drive Interface Secondary Address) | 


Serial Port | | 
| 678-67Ah _ Parallel Port (ECP Mode Peripheral Interface Protocol) 
| 778-77Ah | Parallel Port (ECP Mode Peripheral interface Protocol) 


7BC—7BEh Parallel Port (ECP Mode Peripherai interface Protocol) 


NOTES: 

1. The 82091AA does not contain IDE registers. However, the 82091AA provides the address block assignments for access- 
ing the IDE registers that are located in the IDE device. . . 

2. The standard PC/AT* compatible logical |/O address assignments are supported. For example, COM1 (8F8-3FFh) and 
COM2 (2F8-2FFh) are part of the serial port assignments and LPTi1 (8BC-—3BFh), LPT2 (378-37Fh), and LPT3 
(278-—27Fh) are part of the parallel port assignments. . 


*Other brands and names are the property of their respective owners. 
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4.0 AIP CONFIGURATION 


82091AA configuration consists of setting up overall 
device operations along with certain functions 
pertaining to the individual 82091AA modules 
(parallel port, serial ports, floppy disk controller, and 
IDE interface). Overall device operations include 
selecting the clock frequency, power supply voltage, 
and address assignment for the configuration 
registers. Overall device operations also enable/ 
disable access to the configuration registers and 
provide interrupt signal level control. For the 
individual modules, 82091AA configuration includes 
module address assignment, interrupt control, 
module enable/disable, powerdown control, test 
mode control, module reset, and certain functions 
specific to each module. The remainder of the 
functions unique to each module are handled via the 
individual module registers. 


Two methods are provided for configuring the 
82091 AA—hardware configuration via strapping op- 
tions at powerup (or whenever RSTDRYV is asserted) 
and software configuration by programming the con- 
figuration registers. (For information on hardware 
configuration, see Section 4.2, Hardware Configura- 
tion. For information on software configuration, see 
Section 4.1, Configuration Registers.) 


NOTE: 

1. There are four hardware configuration 
modes—SWMB (Software Motherboard), 
SWAI (Software Add-in), HWB (Hardware 
Basic), and HWE (Hardware Extended). 
Some of these modes can be used without 
the need for programming the 82091AA 
configuration registers. Other modes use 
both hardware configuration strapping op- 
tions and programming the configuration 
registers to set up the 82091AA. 

2. The 82091AA’s operating power supply 
voltage level, 82091AA clock frequency, 
and address assignment for the 82091AA 
configuration registers can only be config- 
ured by hardware configuration. 


4.1 Configuration Registers 


82091AA Configuration Space contains 13 configu- 
ration registers. Four of the registers (Product and 
Revision Identification Registers and the 82091AA 
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Configuration 1 and 2 Registers) provide control and 
status information for the entire chip. In addition, two 
registers each for the floppy disk controller, parallel 
port, serial port A, and serial port B and one register 
for the IDE interface provide certain module status 
and control information. The 82091AA configuration 
registers are indirectly addressed by first writing to 
the 82091AA Configuration Index Register as de- 
scribed in Section 4.1.1. Thus, the 13 configuration 
registers occupy two address locations in the host’s 
I/O address space—one for indirectly selecting the 
specific configuration register and the other for 
transfering register data. All 82091AA configuration 
registers are 8-bits wide and are accessed as byte 
quantities. 


Some of the 82091AA Configuration registers de- 
scribed in this section contain reserved bits. These 
bits are labeled ‘‘R’’. Software must deal correctly 
with fields that are reserved. On reads, software 
must use appropriate masks to extract the defined 
bits and not rely on reserved bits being any particu- 
lar value. On writes, software must ensure that the 
values of reserved bit positions are preserved. That 
is, the value of reserved bit positions must first be 
read, merged with the new values for other bit posi- 
tions, and then written back. 


In addition to reserved bits within a register, the 
82091AA configuration space contains address lo- 
cations that are labeled “Reserved” (Table 5). While 
the 82091 AA responds to accesses to these I/O ad- 
dresses by completing the host cycle, writing to a 
reserved |/O address can result in unintended de- 
vice operations. Values read from a reserved I/O 
address should not be used to permit future expan- 
sion and upgrades. 


During a hard reset (RSTDRV asserted), the 
82091AA sets its configuration registers to pre-de- 
termined default states. The default values are indi- 
cated in the individual register descriptions. The fol- 
lowing nomenclature is used for register access at- 
tributes: 


RO Read Only. If a register is read only, writes 
have no effect. 


R/W Read/Write. A register with this attribute can 
be read and written. Note that individual bits in 
some read/write registers may be read only. 
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4.1.1 CFGINDX, CFGTRGT—CONFIGURATION INDEX REGISTER AND TARGET PORT 


|/O Address: Hardware Configurable (see Table 4) 
Default Value: OOh | 
Attribute: Read/Write 

Size: 8 bits 


CFGINDX and CFGTRGT are used to access 82091AA configuration space where all of the 82091AA configu- 
ration registers are located. CFGINDX and CFGTRGT are located in the host I/O address space and the 
address locations are hardware configurable as shown in Table 4. CFGINDxX is an 8-bit register that contains 
the address index of the 82091AA configuration register to be accessed. CFGTRGT is a port for reading data 
from or writing data to the configuration register whose index address matches the address stored in the 
CFGINDX Register. Thus, to access a configuration register, CFGINDX must first be programmed with the 
index address. A software example is provided in this section demonstrating how to access the configuration 
registers. 


Table 4. Configuration Register Access Addresses 


X-Bus Implementation ISA Bus Implementation 

Address Selection 

_ | index | Target | index | Target 
Secondary Address | 399h 


Table 5 summarizes the 82091AA configuration space. Following the table, is a detailed description of each 
register. The register descriptions are arranged in the order that they appear in Table 5. 


7:0 | 82091AA Configuration Register Address Index: Bits[7:0] correspond to SD[7:0]. 
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Software Configuration 


Access Addresses for the two Software Configuration Modes: 
Index Target 


For SWMB Mode Primary Address: 22h 23h 
For SWMB Mode Secondary Address: 24h 25h 
For SWAI, HWE, and HWB Modes Primary Address: 26Eh 26Fh 


For SWAI!I, HWE, and HWB Modes Secondary Address: 398h 399h 
The following pseudo code sequence could be used to access the configuration registers under SWMB 


primary address: 


Configuration register write: OUT 22h, ConfigRegAddr 
‘ QUT 23h, ConfigRegData 


Configuration register read: OUT 22h, ConfigRegAddr 
IN 23h 


Table 5. AIP Configuration Registers 


Abbreviation Register Name 


AIPID Product Identification | 
AIPREV Revision Identification 
O2h 


82091AA 
Configuration 
Address Index 


| 02h sd] ~sAIPCFG1 82091 AA Configuration 1 
AIPCFG2 82091AA Configuration 2 


Ro 
a 
: 
ad pee 

2 
a 
SO 
aan fd ened 
a 


NOTE: 
Writing to a reserved |/O address should not be attempted and can result in unintended device operations. 
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4.1.2 AIPID—AIP IDENTIFICATION REGISTER 


Index Address: - 0Oh 


Default Value: AOh © 
Attribute: ~ Read Only 
Size: 8 bits 


Lo 
: AIP IDENTIFICATION (AIPID): A value of AOh is assigned to the 82091AA. This 8-bit register 
combined with the 82091 AA Revision Identification Register uniquely identifies the device. 


4.1.3 AIPREV—AIP REVISION IDENTIFICATION 


Index Address: Oth 


Default Value: 00h 
Attribute: Read Only 
Size: 8 bits 


This register contains two fields that identify the revision of the 82091AA device. The revision number will be 
incremented for every stepping, even if change is invisible to software. 


7 : 43 © Bit 


| |____ Revision Identification Number (RO) 
290486-6 


Figure 6. AIP Revision Identification Register 


-4 | STEP NUMBER: Contains the hexadecimal representation of the device stepping. 


DASH NUMBER: Contains the hexadecimal representation of the dash number of the device 
stepping. 
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4.1.4 AIPCFG1—AIP CONFIGURATION 1 REGISTER 


index Address: 02h 


Default Value: Depends upon hardware strap 
Attribute: Read/Write | 
Size: 8 bits 


The AiPCFG1 Register enables/disables master clock circuitry for power management, enables/disables 
access io the configuration registers, and selects the 82091AA configuration mode. This register provides 
status for certain hardware configuration selections—the 82091 AA clock frequency, power supply voltage, and 
' address assignment for the configuration registers (address locations of the INDEX and TARGET Registers). 


7 6 5 4 3 2 1 OO Bit 
po | x] xx | x] al n| 0 | pete 


- Clock Off (R/W) 
1=AIP Powered Off 
0=AIP Powered On 


Reserved 
Reserved 


Configuration Address Select (RO) 
1=Secondary Address (24h/25h for X-Bus and 
398h/399h for iSA Bus) 


0=Primary Address (22h/23h for X-Bus and 
26Eh/26Fh for iSA Bus) 


Configuration Mode Select (R/W) 
00=Software Motherboard 
01=Software Add-in 
10=Extended Hardware 
11=Basic Hardware 

Supply Voltage (RO) 

1=3.3 Volts * 

0=5.0 Volts 

Not Used 


Always Write 0 
290486-7 


NOTES: 
*3.3V operation is available only in the 82091AA. 
X= Value is determined by hardware strapping options as described in Section 4.2, Hardware Configuration. 


Figure 7. AIP Configuration 1 Register 
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NOT USED: Always write to 0. | | - 


VOLTAGE SELECT (VSEL): This bit indicates whether 3.3V or 5V has been selected for the 
operating power supply voltage during hardware configuration. A 1 indicates that 3.3V is selected 
and a 0 indicates that 5V is selected. This bit is read only and writes have no effect. 

NOTE: 


3.3V operation is available only in the 82091 AA. 


CONFIGURATION MODE SELECT (CFGMOD): These bits indicate the configuration mode for the — 
82091AA. After a hard reset, these bits reflect the mode selected by hardware configuration. If 
configuration register access is not locked out during hardware configuration, software can change 
the configuration mode by writing to this field. For configuration mode details, (see Section 4.2, 
Hardware Configuration). 
Bits[5:4] | Configuration Mode 

00 Software Motherboard (SWMB) 

01 Software Add-in (SWAIl) 
10 Extended Hardware (HWE) 
11 Basic Hardware (HWB) 


CONFIGURATION ADDRESS SELECT (CFGADS): This read only bit indicates the address 
assignment for the 82091AA configuration registers as selected by hardware configuration. 

Hardware configuration selects between primary addresses (22h/23h and 26Eh/26Fh) and 
secondary addresses (24h/25h and 398h/399h) for accessing the 82091AA configuration registers. 
When CFGADS = 0, the primary addresses are selected and when CFGADS = 1, the secondary 


3 
. | addresses are selected. 


RESERVED 7 
RESERVED | 


CLOCK OFF (CLKOFF): The CLKOFF bit is used to implement clock circuitry power management. 
When CLKOFF = 0, the main clock circuitry is powered on. When CLKOFF = 1, the main clock 

circuitry is powered off. This capability is independent of the 82091AA’s powerdown state. Note that 
auto powerdown mode and powerdown have no effect over the power state of the clock circuitry. 


4.1.5 AIPCFG2—AIP CONFIGURATION 2 REGISTER 


Index Address: 03h 


Default Value: 0000 ORRR 
Attribute: Read/Write 
Size: 8 bits 


This register selects the active signal level for IRQ[7:3]. The interrupt signals can be individually programmed 
for either active high or active low drive characteristics. The active high mode is ISA (non-share) compatible 
and has tri-state drive characteristic. The active low mode is EISA (sharable) compatible and has an open 
collector drive characteristic. 
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Default 


Reserved 


IRQ3 Mode Select (R/W) 
1=Active Low (Open Collector Drive) 
0=Active High (Tri-state Drive) 


IRQ4 Mode Select (R/W) 
_ 1=Active Low (Open Collector Drive) 
0=Active High (Tri-state Drive) 


IRQS Mode Select (R/W) 
1=Active Low (Open Collector Drive) 
0=Active High (Tri-state Drive) 


IRQ6 Mode Select (R/W) 

1=Active Low (Open Collector Drive) 

0=Active High (Tri-state Drive) 
iIRQ7 Mode Select (R/W) 


1=Active Low (Open Collector Drive) 


0=Active High (Tri-state Drive) 
290486-8 


Figure 8. AIP Configuration 2 Register 


IRQ7 MODE SELECT (IRQ7MOD): When IRQ7MOD = 0, IRQ7 is an active high tri-state drive signal. 
When IRQ7MOD = 1, IRQ7 is an active low open collector drive signal. 


IRQ6 MODE SELECT (IRQ6MOD): When IRQ6MOD = 0, IRQ6 is an active high tri-state drive signal. 
When IRQ6MOD = 1, IRQ6 is an active low open collector drive signal. 


IRQ5 MODE SELECT (IRQ5MOD): When IRQ5MOD = 0, IRQ5 is an active high tri-state drive signal. 
When IRQ5MOD = 1, IRQ85 is an active low open collector drive signal. 


IRQ4 MODE SELECT (IRQ4MOD): When IRQ4MOD = 0, IRQ4 is an active high tri-state drive signal. 
When IRQ4MOD = 1, IRQ4 is an active low open collector drive signal. 


IRQ3 MODE SELECT (IRQ3MOD): When IRQ3MOD = 0, IRQ3 is an active high tri-state drive signal. 
When IRQ3MOD = 1, IRQ3 is an active low open collector drive signal. 


RESERVED 


oo 
ia 
20 


2:0 
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4.1.6 FCFG1-—-FDC CONFIGURATION REGISTER 


Index Address: 10h 


Default Value: ORRA-RRO1 
Attribute: Read/Write 
Size: ~ §8 bits 


This register selects between a 2 and 4 floppy drive system, selects primary/secondary ISA address range for 
the FDC, and enables/disables the FDC. All bits in this register are read/write. 


FDC Enable (R/W) 

1=Enable 

0=Disable 
FDC Address Select (R/W) 
1=Secondary FDC Address (370-377) 
0=Primary FDC Address (3F0-3F7) 


—~ Reserved 


Floppy Disk Drive Quantity (R/W) 
1=Four Floppy Disk Drives (with External Decoder) 
0=Two Floppy Disk Drives (without External Decoder) - 990486-9 


NOTES: 

*Default shown is for SWMB, ‘SWAl, and HWB hardware configuration modes. For HWE, the default is determined by 
hardware strapping options as described in Section 4.2, Hardware Configuration. | 
**Default shown is for SWMB and SWAI configuration modes. For HWB and HWE configuration modes, the default is 
determined by hardware stappind options as described in Section 4.2, Hardware Configuration. 


Figure 9. FDC Configuration Register 
7 FLOPPY DISK DRIVE QUANTITY (FDDQTY): This bit selects between two and four floppy disk 
drive capability. When FDDQTY =0, the 82091AA can control two floppy disk drives directly without 
| an external decoder. When FDDQTY = 1, the 82091AA can control four floppy disk drives with an 
external decoder. When FDDQTY = 1, the PDEN feature in the powerdown command is disabled. 
For further details, see Appendix A, FDC Four Drive Support. This bit can be configured by hardware 
| extended configuration (HWE) at powerup. For all other hardware configuration modes (SWMB, 
SWAI, and HWB), the floppy disk drive quantity is not configurable by hardware strapping options 
and defaults to 2 drives. . | ee | —— 
RESERVED | | 
1 FLOPPY DISK CONTROLLER ADDRESS SELECT (FADS): When FADS = 0, the primary FDC 
address (3F0-3F7) is selected. When FADS = 1, the secondary FDC address (370-377) is 
selected. For SWMB and SWAI configuration modes, the default is 0 (primary address). For HWB 
| and HWE hardware configuration modes, the default is determined by signal pin strapping options. 
FLOPPY DISK CONTROLLER ENABLE (FEN): This bit enables/disables the FDC. When FEN= 1, 
the FDC is enabled. When FEN=0, the FDC module is disabled. For SWMB and SWAI configuration 
modes, the default is 1 (enabled). For HWB and HWE hardware configuration modes, the default is 
determined by signal pin strapping options. Note that, when the FDC is disabled, IRQ6 and FDDREQ 
are tri-stated. | 
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4.1.7 FCFG2—FDC POWER MANAGEMENT AND STATUS REGISTER 


Index Address: 1th 

Default Value: RRRR 0000 
Attribute: Read/Write 
Size: 8 bits 


This register enables/disables FDC auto powerdown and can place the FDC into direct powerdown. The 
register also provides FDC idle status and FDC reset control. 


FDC Direct Powerdown Control (R/W) 
1=Powerdown 
0=Not in Direct Powerdown 


FDC Idle Status (RO) 


1=Idle 
0=Active 
FDC Reset (R/W) 
1=Reset FDC Module 
0=No FDC Module Reset 
FDC Auto Powerdown Enable (R/W) 
1=Enabie 
0=Disable 


Reserved 290486-10 


Figure 10. FDC Power Management and Status Register 


Cee [enero 
RESERVED 


FLOPPY DISK AUTO POWERDOWN ENABLE (FAPDN): This bit is used to enable/disable auto 
powerdown for the FDC. When FAPDN = 1, the FDC will enter auto powerdown when the required 
conditions are met. When FAPDN= 0, FDC auto powerdown is disabled. 


FLOPPY DISK CONTROLLER RESET (FRESET): FRESET is a reset for the FDC. When 
FRESET = 1, the FDC is reset (i.e., all programming and current state information is lost). 
FRESET = 1 has the same affect on the FDC as a hard reset (asserting the RSTDRV signal). When 
resetting the FDC via this configuration bit, the software must toggle this bit and ensure the reset 
active time (FRESET = 1) of 1.13 us minimum is met. 


FLOPPY DISK CONTROLLER IDLE STATUS (FIDLE): When the FDC is in the idle state, this bit is 


set to 1 by the 82091AA hardware. In the idle state the FDC’s Main Status Register (MSR) = 80h, 
IRQ6 = inactive, and the head unload timer has expired. When the FDC exits its idle state, this bit is 
set to 0. This bit is read only. 


FLOPPY DISK CONTROLLER POWERDOWN (FDPDN): When FDPDN is set to 1, the FDC is 
placed in direct powerdown. Once in powerdown the following procedure should be used to bring 
the FDC out of powerdown: 
© Write this bit low 
e Apply a hardware reset (via bit 2 of this register) or a software reset (via either bit 2 of the FDC’s 
DOR or bit 7 of the FDC’s DSR). 
NOTE: 
A hard reset via the RSTDRV pin also removes the FDC powerdown. 
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4.1.8 PCFG1—PARALLEL PORT CONFIGURATION REGISTER 


Index Address: 20h 


Default Value: OOOR 0000 
Attribute: Read/Write 
Size: 8 bits 


The PCFG1 Register enables/disables the parallel port, selects the parallel port address, and selects the 
parallel port interrupt. This register also selects the hardware operation mode for the parallel port. 


7 6 5 4 3 2 1 0 86«6Bit 
ole e[*[e]* fe] mm 


PP Enable (R/W) 
1=Enable 
0=Disable 


PP Address Select (R/W) 
00=378h-37Fh 
01=278h-27Fh 
10=3BCh-3BEh 
11=Reserved 


PP Interrupt Select (R/W) 


1=IRQ7 
0=IRQ5 


Reserved 


— PP Hardware Mode Select (R/W) 
See Text Description 


PP FIFO Threshold Select (R/W) 
1=1 (forward), 15 (reverse) 
0=8 (forward and reverse) 
290486-11 


NOTES: | 
*Default shown is for SWMB and SWAI configuration modes. For HWB and HWE modes, the default is determined by 

hardware configuration options as described in Section 4.2, Hardware Configuration. 

**Default shown is for SWMB, SWAI, and HWB configuration modes. For HWE mode, the default is determined by 

hardware configuration options as described in Section 4.2, Hardware Configuration. 


Figure 11. Parallel Port Configuration Register . 
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PARALLEL PORT FIFO THRESHOLD SELECT (PTHRSEL): This bit controls the FIFO threshold 
and only affects parallel port operations when the parallel port is in ECP mode or ISA-Compatible 
FIFO mode. When PTHRSEL = 1, the FIFO threshhold is 1 in the forward direction and 15 in the 
reverse direction. When PTHRSEL = 0, the FIFO threshold is 8 in both directions. This bit can only 
be programmed when the parallel port is in |ISA-Compatible or PS/2-Compatible mode. These 
modes can be selected via bits[6:5] of this register or the ECP Extended Control Register (ECR). 


NOTE: 


In the reverse direction, a threshold of 15/8 means that a request (DMA or Interrupt is 
enabled) is generated when 15/8 bytes are in the FIFO. In the forward direction, a threshold 
of 1/8 means that a request is generated when 1/8 byte locations are available. 


PARALLEL PORT HARDWARE MODE SELECT (PPHMOD): This field selects the parallel port 
hardware mode. The ISA-Compatible mode is for compatibility and nibble mode peripheral interface 
protocols. The PS/2-Compatible mode is for the byte mode peripheral interface protocol. The EPP 
and ECP modes are for the EPP and ECP mode peripheral interface protocols, respectively. This 
field can be configured by strapping options at powerup for hardware extended configuration (HWE) 
mode only. For all other hardware configuration modes (SWMB, SWAI, and HWB), the default is 00 
(ISA-Compatible). 


Bits [6:5] Read Write 
00 ISA-Compatible ISA-Compatible() 
01 PS/2-Compatible |. PS/2-Compatible() 
10 EPP EPP(1, 3) 
11 ECP(2) Reserved; do not write(2) 
NOTES: 


1. ISA-Compatible, PS/2-Compatible, and EPP modes are selected via this field or hardware 
configuration. In addition, |SA-Compatible and PS/2-Compatible modes can be selected via the 
ECP Extended Control Register (ECR). When the ECR is programmed for one of these two 
modes (ECR[7:5] = 000, 001), this field is updated to match the selected mode. 

2. ECP Mode can not be entered by programming this field. ECP Mode can only be selected through 
the ECR. When the ECR is programmed for ECP mode, the 82091AA sets this field to 11. 

3. Parallel port interface signals controlled by the PCON Register (SELECTIN#, INIT#, AUTOFD#, 
and STROBE #) should be negated before entering EPP mode. 


4 RESERVED 


PARALLEL PORT IRQ SELECT (PIRQSEL): When PIRQSEL = 1, IRQ7 is selected as the parallel 
port interrupt. When PIRQSEL = 0, IRQS is selected as the parallel port interrupt. This field can be 
configured by strapping options at powerup for HWB and HWE modes only. For all other hardware 
configuration modes (SWMB and SWAI), the default is 0 (IRQ5). 


| ADVANCE INFORMATION | 2-99 


82091AA _ | - intel . 


Cel S*SCSCSCSCS~SC gto 


PARALLEL PORT ADDRESS SELECT (PADS): This field selects the address for the parallel port 

as follows: 

Bits[2:1] | Address _ Parallel Port Hardware Mode 
00 , 378-37F _ All 


01 | 278-27F All | 
10. : 3BC-3BE = All except EPP 
11: Reserved None, do not write 


This field can be configured by strapping options at powerup for HWB and HWE edes saiy: For all 
other hardware configuration modes (SWMB and SWA\), the default is 00 (378h-—37Fh). Note that 
the SWMB and SWAI default settings for PIRQSEL (bit 3) and PADS (bits[2,1]) do not match a 
standard PC/AT* combination for address assignment and interrupt setting. However, for SWMB 
and SWAI, the parallel port defaults to a disabled condition and this register must be programmed to 
enable the parallel port (i.e., bit O set to 1). At this time, the selections for interne and address 
assignments should be made. 


PARALLEL PORT ENABLE (PEN): When PEN =0, the parallel port is disabled. When PEN = 1, the 
parallel port is enabled. This bit can be configured by hardware strapping options at powerup for 
HWB and HWE modés only. For all other hardware configuration modes (SWMB and SWAI), the 
default is O (disabled). Note that when the parallel port is disabled, IRQ[7,5] and PPDREQ are tri- 
stated. 


4.1.9 PCFG2—PARALLEL PORT POWER MANAGEMENT AND STATUS REGISTER 


Index Address: 21h | 
Default Value: RROR 0000 


Attribute: Read/Write 
Size: 8 bits 


This register enables/disables parallel port auto powerdown and can place the parallel port into a powerdown 
_ mode directly. The register also provides parallel port idle status, resets the parallel port, and reports FIFO 
underrun or overrun errors. 


*Other brands and names are the property of their respective owners. 
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7 6 5 4 3 2 1 Oo Bit 
pk [etre] oof 0] cetaur 


PP Port Direct Powerdown (R/W) | 
1=Enabled 
0=Disabled 
PP Idie Status (RO) 
1=Idle 
0=Active 
- PP Reset (R/W) 
1=Active 
0=Inactive 
~ PP Auto Powerdown Enable (R/W) 
1=Enable 
0=Disable 
Reserved 
PP FIFO Error Status (RO) 
1=Underrun or Overrun 
O=No Underrun or Overrun 


-_—— Reserved 


290486-12 


Figure 12. Parallel Port Power Management and Status Register 


reef SSCS ston SSCS 
7:6 RESERVED 


PARALLEL PORT FIFO ERROR STATUS (PFERR): When PFERR = 1, a FIFO underrun or overrun 
condition has occurred. This bit is read only. Setting PRESET to 1 Clears this bit to 0. 


RESERVED | | 


PARALLEL PORT AUTO POWERDOWN ENABLE (PAPDN): When PAPDN = 1, the parailel port 
can enter auto powerdown if the required auto powerdown conditions are met. When PAPDN= 0, 
auto powerdown is disabled. 


PARALLEL PORT RESET (PRESET): When PRESET is set to 1, the parallel port is reset (i.e., all 
programming and current state information is lost). This is the same state the module would be in 
after a hard reset (RSTDRV asserted) to the 82091AA. When resetting the parallel port via this 

configuration bit, the software must toggle this bit and ensure the reset active time (PRESET = 1) of 
1.13 zs minimum is met. 


PARALLEL PORT IDLE STATUS (PIDLE): This bit reflects the idle state of the parallel port. When 
the parallel port is in an idle state (i.e., when the same conditions are met that apply to entering auto 
powerdown) the 82091AA sets this bit to 1. The parallel port idle state is defined as the FIFO empty 
and no activity on the parallel port interface. This bit is read only. 


PARALLEL PORT DIRECT POWERDOWN (PDPDN): When PDPDN is set to 1, the parallel port 
enters direct powerdown. When PDPDN is set to 0, the parallel port is not in direct powerdown. Note 
that a parallel port module reset (PRESET bit in this register) also brings the parallel port out of the 

direct powerdown state. 
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4.1.10 SACFG1—SERIAL PORT A CONFIGURATION REGISTER 


Index Address: 30h 


Default Value: ORRO 0000 
Attribute: Read/Write 
Size: 7 8 bits 


The SACFG1 register enables/disables Serial Port A, selects the Serial Port A address range, and selects 
between IRQ3 and IRQ4 as the Serial Port A interrupt. This register also selects the appropriate clock frequen- 
cy for use with MIDI. 


NOTES: 

1. Through programming of this register and the SBCFG1 Register, the 82091AA permits serial ports A 
and B to be configured for the same interrupt assignment. However, software must take care in 
responding to interrupts correctly. 

2. It is possible to enable and assign both serial ports to the same address through software. In this 
configuration, the 82091AA disables serial port B, but does not set serial port B into it’s powerdown 
condition. Although this is a safe configuration for the 82091AA, it is not power conservative and is 
not recommended. 


7 #66 5 4 3 1 0 Bit 
oT [ele |e] 


Serial Port A Enable (R/W) 
1=Enable 
0=Disable 


Serial Port A Address Select (R/W) 
(ISA Address Range) 

000=3F8-3FFh 

001=2F8-2FFh 

010=220-227h 

011=228-22Fh 

100=238-23Fh 

101=2E8-2EFh 

110=338-33Fh 

111=3E8-3EFh 


Serial Port A IRQ Select (R/W) - 
1=IRQ4 
0=IRQ3 


Reserved 


MIDI Clock Enable for Serial Port A (R/W) 
1=2 MHz Clock for Serial Port A (used for generating MIDI baud rate) 
0=1.8462 MHz Clock for Serial Port A 


290486-13 


NOTE: 
*Default shown is for SWMB and SWAI hardware configuration modes. For HWB and HWE modes, the default is deter- _ 
mined by hardware strapping options as described in Section 4.2, Hardware Configuration. 


Figure 13. Serial Port A Configuration Register 
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MIDI CLOCK FOR SERIAL PORT A ENABLE (SAMIDI): When SAMIDI = 1, the clock into Serial 
Port A is changed from 1.8462 MHz-2 MHz. The 2 MHz clock is needed to generate the MIDI baud 
rate. When SAMIDI=0, the clock frequency is 1.8462 MHz. 


7 
RESERVED 
SERIAL PORT A IRQ SELECT (SAIRQSEL): When SAIRQSEL =0, IRQ3 is selected for the Serial 
3:1 


Port A interrupt. When SAIRQSEL = 1, IRQ4 is selected for the Serial Port A interrupt. This bit can be 
configured by strapping options at powerup for HWB and HWE modes only. For SWMB and SWAI 
hardware configuration modes, the default is 0 (IRQ3). Note that, while the default address and IRQ 
assignments for SWMB and SWAI modes are the same for both serial ports, the serial ports are 
disabled and programming of this register is required for operation. 


SERIAL PORT A ADDRESS SELECT (SAADS): This field selects the ISA address range for Serial 
Port A as follows: 
Bits[3:1] ISA Address Range 

000 — 3F8-3FFh 

001 2F8-2FFh 

010 220-227h 

011 228-22Fh 

100 238-—23Fh 

101 2E8-2EFh 

110 338-33Fh 

111 3E8-—3EFh 
This field can be configured by strapping options at powerup for HWB and HWE modes only. For 
SWMB and SWAI hardware configuration modes, the default is O00 (3F8-3FFh). Note that, while 
the default address and IRQ assignments for SWMB and SWAI modes are the same for both serial 
ports, the serial ports are disabled and programming of this register is required for operation. 


SERIAL PORT A ENABLE (SAEN): When SAEN = 1, Serial Port A is enabled. When SAEN = 0, 
Serial Port A is disabled. This bit can be configured by strapping options at powerup for HWB and 
HWE modes only. For SWMB and SWAI hardware configuration modes, the default is 0 (disabled). 


4.1.11 SACFG2—SERIAL PORT A POWER MANAGEMENT AND STATUS REGISTER 


Index Address: 31h 


Default Value: RRRO OOUO 
Attribute: Read/Write 
Size: 8 bits 


This register enables/disables the Serial Port A module auto powerdown and can place the module into a 
direct powerdown mode. The register also provides Serial Port A idle status, resets the Serial Port A module, 
and places Serial Port A into test mode. | 
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Default 


Serial Port A Direct Powerdown (R/W) 
1=Enable 
0=Disable 


Serial Port A Idle Status (RO) 
1=Idle 
0=Active 

Serial Port A Reset (R/W) 


1=Reset Active 
0=Reset Inactive 
Serial Port A Auto Powerdown Enable (R/W) 
1=Enable 
0=Disable . 
Serial Port A Test Mode (R/W) 
1=Enable — 
0=Disable 


Reserved 
290486-14 


NOTE: 
U = Undefined 


Figure 14. Serial Port A Power Management and Status Register 


RESERVED 


SERIAL PORT A TEST MODE (SATEST): The serial port test mode provides user access to the 
output of the baud out generator. When SATEST = 1 (and the DLAB bit is 1 in the LCR), the Serial — 
Port A test mode is enabled and the baud rate clock is output on the SOUTA pin (Figure 15). When 
SATEST = 0, the Serial Port A test mode is disabled. 
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BAUDOUT 
(+1) 


BAUDOUT 


(+2) 


BAUDOUT 
(+3) 


BAUDOUT 
(+N, N>3): 


290486-15 


Figure 15. Test Mode Output (SOUTA and SOUTB) 


Ls 


SERIAL PORT A AUTO POWERDOWN ENABLE (SAAPDN): This bit enables/disables auto 
powerdown. When SAAPDN = 1, Serial Port A can enter auto powerdown if the required conditions 
are met. The required conditions are that the transmit and receive FIFOs are empty and the timeout 
counter has expired. When SAAPDN=0, auto powerdown is disabled. 


SERIAL PORT A RESET (SARESET): When SARESET = 1, the Serial Port A module is reset (i.e. all 
programming and current state information is lost). This is the same state the module would be in 
after a hard reset (RSTDRV asserted). When resetting the serial port via this configuration bit, the 
software must toggle this bit and ensure the reset active time (SARESET = 1) of 1.13 ws minimum is 
met. 


SERIAL PORT A IDLE STATUS (SAIDLE): When Serial Port A is in an idle state the 82091AA sets | 
this bit to 1. Serial Port A is in the idle state when the transmit and receive FIFOs are empty and the 
timeout counter has expired. Note that these are the same conditions that apply to entering auto 
powerdown. When serial port A is not in an idle state, the 82091AA sets this bit to 0. Direct 
powerdown does not affect this bit and in auto powerdown SAIDLE is only set to a 1 if the receive 
and transmit FIFOs are empty. This bit is read only. 


During a hard reset (RSTDRV asserted), The 82091AA sets SAIDLE to 0. However, because the 


serial port is typically initialized by software before the idle conditions are met, the default state is 
shown as undefined. 


SERIAL PORT A DIRECT POWERDOWN (SADPDN): When SADPDN = 1, Serial Port A is placed in 
direct powerdown mode. Setting this bit to 0 brings Serial Port A out of direct powerdown mode. 
Setting bit 2 (SARESET) of this register to 1 will also bring Serial Port A out of the direct powerdown 
mode. 


NOTE: 


Direct powerdown resets the receiver and transmitter portions of the serial port including the 
receive and transmit FIFOs. To ensure that the resetting of the FIFOs does not cause data 
loss, the SAIDLE bit should be 1 before placing the serial port into direct powerdown. 
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4.1.12 SBCFG1—SERIAL PORT B CONFIGURATION REGISTER 


Index Address: 40h 


Default Value: ORRO 0000 
Attribute: Read/Write 
Size: 8 bits 


The SBCFG1 register enables/disables Serial Port B, selects the Serial Port B address range, and selects 
between IRQ3 and IRQ4 as the Serial Port B interrupt. This register also selects the appropriate clock frequen- 
cy for use with MIDI. | 


NOTES: 

1. Through programming of this register and the SBCFG1 Register, the 82091AA permits serial ports A 
and B to be configured for the same interrupt assignment. However, software must take care in 
responding to interrupts correctly. 

2. It is possible to enable and assign both serial ports to the same address through software. In this 
configuration, the 82091AA disables serial port B, but does not set serial port B into it’s powerdown 
condition. Although this is a safe configuration for the 82091AA, it is not power conservative and is 
not recommended. 


7 6 5 4 38 1 0. Bit 
T= [ee = ef] mn 


Serial Port B Enable (R/W) 
1=Enable 
0=Disable 


Serial Port B Address Select (R/W) 
(ISA Address Range) 

000=3F8-3FFh 

001=2F8-2FFh 

010=220-227h 

011=228-22Fh 

100=238-23Fh 

101=2E8-2EFh 

110=338-33Fh 

111=3E8-3EFh 


Serial Port B IRQ Select (R/W) » 
1=IRQ4 
0=IRQ3 


Reserved 


MIDI Clock Enable for Serial Port B (R/W) 
1=2 MHz Clock for Serial Port B (used for generating MIDI baud rate) 
0=1.8462 MHz Clock for Serial Port B 


290486-16 


NOTE: 
*Default shown is for SWMB and SWAI hardware configuration modes. For HWB and HWE modes, the default is 
determined by hardware strapping options as described in Section 4.2, Hardware Configuration. 


Figure 16. Serial Port B Configuration Register 
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Description 


MIDI CLOCK FOR SERIAL PORT B ENABLE (SBMIDI): When SBMIDI = 1, the clock into Serial 
Port B is changed from 1.8462 MHz to 2 MHz. The 2 MHz clock is needed to generate the MIDI baud 
rate. When SBMIDI = 0, the clock frequency is 1.8462 MHz. The default value is 0. 


RESERVED i 


SERIAL PORT B IRQ SELECT (SBIRQSEL): When SBIRQSEL = 0, IRQ3 is selected for the Serial 
Port B interrupt. When SBIRQSEL = 1, IRQ4 is selected for the Serial Port B interrupt. The default 
value is 0. This bit can be configured by strapping options at powerup for HWB and HWE modes 
only. For SWMB and SWAI configuration modes, the default is 0 (IRQ3). Note that, while the default 
address and IRQ assignments for SWMB and SWAI modes are the same for both serial ports, the 
serial ports are disabled and programming of this register is required for operation. 


SERIAL PORT B ADDRESS SELECT (SBADS): This field selects the ISA address range for Serial 
Port B as follows: 
Bits[3:1] ISA Address Range 

000 3F8-3FFh 

001 2F8-2FFh 

010 220-227h 

011 228-22Fh 

100 238-23Fh 

101 2E8-2EFh 

110 338-33Fh 

111 3E8-3EFh 
This field can be configured by strapping options at powerup for HWB and HWE modes only. For 
SWMB and SWAI configuration modes, the default is O00 (3F8-3FFh). Note that, while the default 
address and IRQ assignments for SWMB and SWAI modes are the same for both serial ports, the 
serial ports are disabled and programming of this register is required for operation. 


SERIAL PORT B ENABLE (SBEN): When SBEN = 1, Serial Port B is enabled. When SAEN=0, 
Serial Port B is disabled. This bit can be configured by strapping options at powerup for HWB and 
HWE modes only. For SWMB and SWAI configuration modes, the default is 0 (disabled). 
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4.1.13 SBCFG2—SERIAL PORT B POWER MANAGEMENT AND STATUS REGISTER 


Index Address: 41h. 


Default Value. © RRROOOUO 
Attribute: Read/Write 
Size: 8 bits 


This register enables/disables the Serial Port B module auto powerdown and can place the module into a 
powerdown mode directly. The register also provides Serial Port B idle Status, resets the Serial Port B module, 
and enables/disables Serial Port B test mode. 


Default 


Serial Port B Direct Powerdown (RW) 
1=Enable 
0=Disabie 


Serial Port B Idle Status (RO) 
1=Idle 
0=Active 
Serial Port B Reset (R/W) 


1=Reset Active 
0=Reset Inactive 
Serial Port B Auto Powerdown Enable (R/W) 
1=Enable 
0=Disable 
Serial Port B Test Mode (R/W) 
1=Enable 
0=Disable 


Reserved 
290486-17 


NOTE: 
U= Undefined 


Figure 17. Serial Port B Power Management and Status Register 
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| Description 


RESERVED 


SERIAL PORT B TEST MODE (SBTEST): The serial port test mode provides user access to the 
output of the baud out generator. When SBTEST = 1 (and the DLAB bit is 1 in the LCR), the Serial 

Port B test mode is enabled and the baud rate clock is output on the SOUTB pin (Figure 15). When 
SBTEST = 0, the Serial Port B test mode is disabled. 


SERIAL PORT B AUTO POWERDOWN ENABLE (SBAPDN): This bit enables/disables auto 
powerdown. When SBAPDN = 1, Serial Port B can enter auto powerdown if the required conditions 
| are met. The required conditions are that the transmit and receive FIFOs are empty and the timeout 
counter has expired. When SBAPDN = 0, auto powerdown is disabled. 


| SERIAL PORT B RESET (SBRESET): When SBRESET = 1, Serial Port B is reset (i.e., all 
| programming and current state information is lost). This is the same state the module would be in 
afier a hard reset (RSTDRV asserted). When resetting the serial port via this configuration bit, the 
software must toggle this bit and ensure the reset active time (SBRESET = 1) of 1.13 zs minimum is 
met. 


1 SERIAL PORT B IDLE STATUS (SBIDLE): When Serial Port B is in an idle state the 82091AA sets 
this bit to 1. Serial Port B is in the idle state when the transmit and receive FIFOs are empty and the 
timeout counter has expired. Note that these are the same conditions that apply to entering auto 
powerdown. When serial port B is not in an idle state, the 82091AA sets this bit to 0. Direct 
powerdown does not affect this bit and in auto powerdown, this bit is only set to a 1 if the receive 
and transmit FIFOs are empty. This bit is read only. 

During a hard reset (RSTDRV asserted), the 82091AA sets this bit to 0. However, because the serial 
port is typically initialized by software before the idle conditions are met, the defaullt state is shown 
as undefined. 


SERIAL PORT B DIRECT POWERDOWN (SBDPDN): When SBDPDN = 1, Serial Port B is placed in 
powerdown mode. Setting this bit to O brings the module out of direct powerdown mode. Setting bit 2 
(SBRESET) of this register to 1 will also bring Serial Port B out of the direct powerdown mode. 


NOTE: 


Direct powerdown resets the receiver and transmitter portions of the serial port including the 
receive and transmit FIFOs. To ensure that the resetting of the FIFOs does not cause data 
loss, the SBIDLE bit should be 1 before placing the serial port into direct powerdown. 
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4.1.14 IDECFG—IDE CONFIGURATION REGISTER — 


Index Address: 50h 


Default Value: RRRR ROO1 
Attribute: Read/Write 
Size: 8 bits 


The IDECFG Register sets up the 82091AA IDE interface. This register enables the IDE interface and selects 
the address for accessing the IDE. 


Default 


IDE Interface Enable (R/W) 
1=Enable 
0=Disable 


IDE Address Select (R/W) 


1=Secondary IDE Address (170-177, 376, 377) 
0=Primary IDE Address (1F0-1F7, 3F6, 3F7) 


IDE Dual Interface Select (R/W) 

1=Primary and Secondary Addresses Selected 

0=Dual Interface Disabled 

Reserved . 
290486-18 
NOTES: 
* Default shown is for SWMB and SWAI configuration modes. For HWB and HWE hardware configuration modes, the 
default is determined by hardware strapping options as described in Section 4.2, Hardware Configuration. 

** Not hardware configurable. . 


Figure 18. IDE Configuration Register 


pa ion 
RESERVED 


IDE DUAL SELECT (IDUAL): When IDUAL = 0, the IDE address selection is determined by the 
-IADS bit. When IDUAL = 1, both the primary and secondary IDE addresses are selected and the 
setting of the IADS bit does not affect IDE address selection. 


IDE ADDRESS SELECT (IADS): When |ADS=0, the primary IDE address is selected (1FOh—1F7h, 
3F6h, 3F7h ). When IADS = 1, the secondary IDE address is selected (1FOh—1F7h, 376h, 377h). For 
all hardware configuration modes (SWMB, SWAI, HWB, and HWE), the default is determined by 

signal pin strapping options. 


IDE INTERFACE ENABLE (IEN): When JEN =0, the IDE interface is disabled (i.e., the IDE chip | 
selects (IDECS[1:0]), DEN#, and HEN# are negated (remain inactive) for accesses to the IDE 
primary and secondary addresses). When IEN= 1, the IDE interface is enabled. For all hardware 
configuration modes (SWMB, SWAI, HWB, and HWE), the default is determined by signal pin 

strapping options. 
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4.2 Hardware Configuration 


Hardware configuration provides a mechanism for 
configuring certain 82091AA operations at powerup. 
Four hardware configuration modes provide different 
levels of configuration depending on the type of ap- 
plication and the degree of hardware/software con- 
figuration desired. The hardware _ configuration 
modes are: 


e Software Motherboard (SWMB) 
e Software Add-In (SWAI) 

e Hardware Extended (HWE) 

e Hardware Basic (HWB) 


These modes support a variety of system implemen- 
tations. For example, with Hardware Basic (HWB) 


and Hardware Extended (HWE) modes, an exten- . 


sive set of 82091AA configuration options are avail- 
able for setting up the 82091AA at powerup. This 
permits the 82091AA to be used in systems without 
82091AA software drivers. For many of these sys- 
tems, access to the 82091AA configuration registers 
may not be necessary. As such, access to these 
registers can be disabled via hardware configura- 
tion. This option could be used to prevent software 
from inadvertently re-configuring the 82091AA. 


NOTE: 

If the 82091AA is configured in HWB or 
HWE configuration mode at powerup, and 
reconfiguration with software is desired, the 
82091AA configuration mode must first be 
changed to SWAI configuration mode by 
writing the AIPCFG1 register. The 82091AA 
can then remain in SWAI configuration mode 
to accomodate software programmable con- 
figuration changes as desired. 


Software Motherboard (SWMB) and Software Adda- 
In (SWAI) modes provide a minimum hardware con- 
figuration in systems where software/firmware driv- 
ers are used for configuration. Because access to 
the 82091AA configuration registers after powerup/ 
hardware configuration is needed, the SWMB and 
SWAI modes do not provide disabling access to 
these registers (i.e., the strapping of the ee sig- 
nal has no effect). 


The desired hardware configuration mode and op- 


tions within the mode are selected by strapping cer- 
tain 82091AA signal pins at powerup. These signal 
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pins are sampled when the 82091AA receives a 
hard reset (via RSTDRV). This section describes 
how to select the configuration mode and options 
within the mode. The section also provides example 
hardware connection diagrams for the different 
modes. 


4.2.1 SELECTING THE HARDWARE 
CONFIGURATION MODE 


During powerup or a hard reset, four signal pins 
(DEN#, PPDIR/GCS#, DTRA, and HEN#) select 
the hardware configuration mode, |/O address as- 
signment for the 82091AA configuration registers, 
and whether software access to these configuration 
registers is permitted. The following mnemonics and 
signal pins are assigned for these functions: 


CFGMOD[1,0] Hardware Configuration Mode, 
The  82091AA samples __ the 
CFGMODO (DEN #) and CFGMOD1 
(PPDIR/GCS #) signal pins to select 
one of the four hardware configura- 
tion modes as shown in Table 6. 


82091AA Configuration Register 
Address Assignment. The 
82091AA samples the DTRA# sig- 
nal (CFGADS function) to determine 
the address assignment of the 
82091AA configuration registers as 
shown in Table 6. CFGADS works in 
conjunction with CFGDIS. Note that 
the 82091AA configuration register 
address assignment for Hardware 
Basic mode is not selectable. 


82091AA Configuration Register 
Disable. The 82091AA samples 
CFGDIS (HEN# signal) to enable/ 
disable access to the 82091AA con- 
figuration registers as shown in Ta- 
ble 6. Note that CFGDIS only affects 
the HWE and HWB modes. 


CFGADS 


CFGDIS 


NOTE: 

For Extended Hardware Configuration, the 
time immediately following the RSTDRV 
pulse is required to complete the configura- 
tion time. If IORC#/IOWC# are asserted 
during this time, IOCHRDY will be negated 
(wait-states inserted) until the 82091AA con- 
figuration time expires. 
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CFGMOD1 
(PPDIR) 


4.2.2 SELECTING HARDWARE 
CONFIGURATION MODE OPTIONS 


Within each hardware configuration mode, a number 
of options are available. For the HWB and HWE 
hardware configuration modes, the user can enable/ 


Configuration 
Register iSA 
Address — 
(INDEX/TARGET) 


disable the floppy disk controller and the IDE inter- 
face via the IDE chip select pins (see Table 7). If 
enabled, these signal pins also select the address 
assignment. For SWMB and SWAI configuration 
modes, these signal pins have no effect. 


Table 7. FDC and IDE Enable/Disable 


DDCFG1 . DDCFGO 
(IDECS1#) (IDECSO #) 


1 
The 82091AA provides additional hardware configu- 


ration options through the SOUTA, SOUTB, RTSA#, 
RTSB#, DTRA#, and DTRB# signal pins as shown 


in Table 8. In the case of the Hardware Extended © 


Mode, the 82091AA samples the signal pins at two 
different times (once for HWEa options and again for 
HWEb options). The timing for signal sampling is dis- 
cussed in Section 4.2.3, Hardware Configuration 
Timing Relationships. The options provide configura- 
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a 
| 4 |) Enabled (8F6-3F7h; Primary) Disable 
| 0 ~~‘ |. Enabled (370-377h; Secondary) 


1 
foo4 [4 | Enabled (3F6-3F7h; Primary) Enabled (1FO—1F7h; Primary) 


Enabled (170-—177h; Secondary) 


tion of the. serial ports, floppy disk controller, parallel 
port, IDE interface, 82091 AA operating power supply 
voltage, 82091AA clock frequency, and address as- 
signment for the 82091AA configuration registers. 
Table 8 provides a matrix of the options availiable for 
each hardware configuration mode. The configura- 
tion options are selected as shown in Table 8 
through Table 14. 
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Note that for the SWAI and SWMB modes, the se- and SWMB modes, the 82091AA modules are 
lection of the operating frequency (CLKSEL), power placed in the following states after powerup or a 
supply voltage level (VSEL), and 82091AA configu- hard reset: 

ration register address assignment (CFGADS) are © Serial ports disabled 

the only hardware configuration options (Table 8). In Paik i 
these modes, software/firmware provides the re- e Parallel port disabled 

mainder of the 82091AA configuration by program- e FDC enabled for two drives (primary address) 
ming the 82091AA configuration registers (see Sec- ® IDE enabled (primary address 

tion 4.1, Configuration Registers). For the SWAI eprmniary ) 


Table 8. Hardware Configuration Mode Option Matrix 


Software 
MotherBoard 
_ Configuration 


Tsou | sporct | prwooo | srorcn | «dS 
rarsae | sporca | prmoor | srorae | =~. SSS 
Carsee | sores | rooary | stores] = ~—~«dY SO 


NOTES: 

1. HWEa and HWEb reference the switching banks shown in Figure 22. 

2. The following mnemonics are used in the table: SPCFGx= serial port configuration, PPCFGx= parallel port configuration, 
CLKSEL=clock select, PPMODx= parallel port hardware mode, FDDQTY = floppy disk drive quantity, VSEL= power sup- 
ply voltage select, CPGADS = 82091AA configuration register address assignment select. 

3. Always tie this signal low with a 10K resistor. 


Software Add-in 
Configuration 


Extended Hardware 
Configuration 


Basic Hardware 
Configuration 
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SPCFG3 | SPCFG2 | SPCFG1 | SPCFGO : ; 

(RTSB#) | (RTSA#) | (SOUTB) | (SOUTA) _ Serial Port B Serial Port A 
Address Interrupt Address Interrupt 

Assignment | Assignment | Assignment 


3F8-3FFh IRQ4 
IRQ3 


IRQ4 


rok Assignment 
ae Le] 
a | Disable | — | 2F8-2F Fh 
— 
| RO4 


ee 

ae 

ed 

fe 3E8-3EFh 
pt | 0 | 3 F8-3F Fh 

poi | co | it 3€6-36Fh | IRO4 | Disable 
pi | tt | 0 | are-3FFh | IRQs | aF8-2FFh 
3E8-3EFh 
a 
Een 
a 
= 


IRQ4 Disable 
IRQ3 
IRQ4(1) 


NOTE: 


1. In this configuration, the two serial ports share the same interrupt line. Responding correctly to interrupts generated in this 
configuration is the exclusive responsibility of software. 


IRQ4 
IRQ3 
IRQ4 


—IRQ4 
IRQ3Q) | 
IRQ4 


3E8-3EFh ~ 


7 ; “ 
‘ 


Table 10. Parallel Port Address and Interrupt Assignments 


PPCFG1(DTRB#) | PPCFGO(DTRA#) ayer ini oat laa, 


oo 


Parallel Port Interrupt 
Assignment 
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Table 11. Parallel Port Hardware Mode Select 


ISA-Compatible 


a a 


NOTES: 

1. PPMODx hardware configuration is effective in HWE 
mode only. 

2. ECP mode is not selectable via hardware configuration. 

3. For EPP mode, address assignment must be either 278h 
or 378h. 


Table 12. AIP Clock Select 


CLKSEL(SOUTA) | 


NOTE: 
Always tie this low. 


Table 13. AIP Power Supply Voltage 


VSEL Power Supply Voltage 


(DTRB#) 


NOTES: 

1. VSEL hardware configuration is not available in HWB 
mode only. 

2. To operate the 82091AA and all of the interfaces at 5V 
or 3.3V, both Vcc and Vocr are connected to 5V or 
3.3V power supplies, respectively. However, in the 
mixed mode, hardware configuration (Vs ,) is set to 
3.3V, Vcc is connected to 3.3V, and Vccr connected to 
5V. 

3. 3.3V operation is available only in the 82091AA. 
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PPMOD1 PPMODO 
(RTSA #) (SOUTB) 


82091AA 


Table 14. Floppy Drive Quantity Select 


FDDQTY Number of Supported 
Floppy Drives 


(RTSB#) 


NOTES: 

1. FDDQTY hardware configuration is effective in HWE 
mode only. 

2. Four floppy drive support requires external logic to de- 
code. 


4.2.3 HARDWARE CONFIGURATION TIMING 
RELATIONSHIPS 


The 82091AA samples all of the hardware configu- 
ration signals on the high-to-low transition of 
RSTDRV. For the HWB, SWMB, and SWAI modes, 
the 82091AA completes hardware configuration on 
this sampling (Figure 19). For HWE mode, the 
82091AA samples some of the signals twice (Figure 
20). The first sampling occurs on the high-to-low 
transition of RSTDRV. As Figure 22 shows (see Sec- 
tion 4.2.5, Extended Hardware Configuration Mode), 
the HC367 tri-states its outputs when RSTDRV is 
negated. This permits the strapping options from the 
HWEb block to be sampled. A short time after 
RSTDRV is negated (the time is specified in Section 
11.0, Electrical Characteristics), the 82091AA sam- 
ples the SOUTA, RTSA#, DTRA#, SOUTB, 
RTSB#, and DTRB# signals. 
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All Hardware 
Configuration 
Signals Sampled © 


RSTDRV 


Hardware 
_ Configuration Driven by pullup/pulldown X AIP Operational 


Signals 


290486-19 


Figure 19. HWB, SWMB, and SWAI Hardware Configuration Mode Timing 


HWEa, CFGMOD([1,0], _ 
VSEL, CFGDIS, CLKSEL, HWEb, 
DDCFG[1,0],. CFGADS, SPCFG[3:0], 
PPMODE[1,0], FDDQTM PPCFG[1,0] 


RSTDRV 
Hardware Serer ao 
Configuration riven by riven by 
‘alonala Configuration Buffer pullup/pulidown /\“!P Operational 


Figure 20. HWE Hardware Configuration Mode Timing 


290486-20 


23 


2-56 | ADVANCE INFORMATION 


intel. 


4.2.4 HARDWARE BASIC CONFIGURATION 


The Hardware Basic configuration mode permits the 
user to assign addresses to the serial ports and par- 
allel ports. This is achieved by sampling several of 
the serial port connections at the end of a hardware 
reset. The PPDIR/GCS# signal defaults to game 
port chip select output (GCS #). The 82091AA pow- 
er supply voltage is not selectable in this mode and 


Vcc/Vss is Optional 


SOUTA 
RTSA# 
DTRA# 

SOUTB 
RTSB# 
DTRB# 

IDECSO# 
IDECS1# 


ie 
=a, 
GN LE = 


Hard Wire to 
Vec/Vss is Optional 


|>o 


82091AA 


is fixed at 5V. The parallel port mode is set to ISA- 
Compatible. In addition, the FDC floppy drive sup- 
port is set at two floppy drives. If configuration regis- 
ter access is enabled, the access address is fixed at 
398h/399h. To reconfigure the 82091AA using soft- 
ware, the 82091AA configuration mode must be 
changed to SWAI mode (refer to AIPCFG1 register). 
Figure 21 shows the implementation of a basic hard- 
ware configuration. 


Hard Wire to 
Vec/Vss is Optional 


V/ 


10 K 


Serial Port A 
Connector 


Serial Port B 
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Figure 21. Hardware Basic Configuration 
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4.2.5 HARDWARE EXTENDED 
CONFIGURATION MODE 


The Hardware Extended configuration mode pro- 
vides all of the features of the Hardware Basic con- 
figuration mode. Additional features in Hardware Ex- 
tended configuration permit the user to select quan- 
tity of floppy drives can be selected for either 2 or 4 
floppy drive support. The 82091AA operating volt- 
age is selectable between 3.3V* and 5V. In addition, 
the parallel port can be configured to operate in ISA- 
.Compatible, PS/2-Compatible, or EPP modes. Hard- 
ware extended configuration provides these addi- 
tional hardware configuration options by sampling 
the pins on the serial ports at two different times. 


a 

intel. 
When RSTDRV is asserted, the HC367 drives the 
values on SOUTA, RTSA#, DTRA#, SOUTB, 
RTSB#, and DTRB # (Figure 22). When RTSDRV is 
negated, the HC367 is disabled and these serial port 
signals are driven by HWEb pullup/down resistors. 
The PPDIR/GCS# signal defaults to a game port 
chip select (GCS#). To reconfigure the 82091AA 
using software, the 82091AA configuration mode 
must be changed to SWAI mode (refer to. AIPCFG1 
register). 


NOTE: | 
*3.3V operation is only available in the 
82091AA. 


Hard Wire to A ee 


Vec/Vss is Optional al 


Hard Wire to 
Vcc/Vss is Optional 


Hard Wire to 
Vec/Vss is Optional 


/ 


10 K 


Serial Port A 
Connector 


\ Serial Port B 


Connector 


IDE 
Signals 
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Figure 22. Hardware Extended Configuration 
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4.2.6 SOFTWARE ADD-IN CONFIGURATION registers are accessible. The registers are located in 
the ISA Bus I/O address space and can be selected 

The Software Add-in configuration mode permits the to be at either 398h/399h or 26Eh/26Fh. The 

user to assign the address for the 82091AA configu- PPDIR/GCS# signal defaults to a game port chip 

ration registers, and select the power supply voltage select (GCS #). 

for the 82091AA. The 82091AA_ configuration . 


Hard Wire to 
Vec/Vss is Optional 


V/ 


10K 
SOUTA S 

Connector 
DTRA# >. 


SOUTB 
RTSB# 
DTRB# 


Serial Port B 
Connector 


IDECSO# 
IDECS1# , IDE 
Signals 


Hard Wire to 
Vec/Vss is Optional 


|>0 
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Figure 23. Software Add-In Configuration 
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4.2.7 SOFTWARE MOTHERBOARD | are accessible via the X-Bus I/O address space and 
CONFIGURATION | can be selected to be at either 22h/23h or 24h/25h. 
. In addition, the user selects the power supply volt- | 
The Software Motherboard configuration mode per- age for the 82091AA. The PPDIR/GCS# signal de- 


mits the 82091AA to be located on the motherboard. — faults to a Parallel Port Direction Control Output 
In this mode, the 82091AA configuration registers (PPDIR). 


a" 
Hard Wire to : 


Vec/Vss is Optional 


\/ “ee 


10K 

SOUTA > | 

a mx oe Port A 
Connector 

DTRA# > 

SOUTB 


RTSB# 
-DTRB# S Serial Port B 


IDECSO# Connector 
IDECS1# a 
Signal 
DEN# 


HEN# 


RSTDRV 
PPDIR/ 


GCS# 


10 K 


Hard Wire to 
Vcc/Vss is Optional 


>o 


290486-24 


Figure 24. Software Motherboard Hardware Configuration 
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5.0 HOST INTERFACE 


The 82091AA host interface is an 8-bit direct-drive 
(24 mA) ISA Bus/X-Bus interface that permits the 
CPU to access its registers through read/write oper- 
ations in 1/O space. These registers may be ac- 
cessed by programmed |/O and/or DMA bus cycles. 
With the exception of the IDE Interface, all functions 
on the 82091AA require only 8-bit data accesses. 
The 16-bit access required for the IDE Interface is 
supported through the appropriate chip selects and 
data buffer enables from the 82091AA. The 
82091AA does not participate in 16-bit IDE DMA 
transfers. 


Although the 82091AA has an ISA/X-Bus host inter- 
face, there are a few features that differentiate it 
from conventional ISA/X-Bus peripherals. These 
features are as follows: 


e Internal, Configurable Chip Select Decode 
Logic. SA[9:0] allow full decoding of the ISA I/O 
address space such that the functional modules 
contained in the 82091AA can be relocated to 
the desired I/O address. This feature can be 
used to resolve potential system configuration 
conflicts. 


e IOCHRDY for ISA Cycle Extension. During cer- 
tain 1/O cycles to the parallel port controller in the 
82091AA, it is necessary to extend the current 


82091AA 


bus cycle to match the access time of the device 
connected to the Parallel Port. The 
lIOCHRDY signal is used by the 82091AA to ex- 
tend ISA Bus cycles, as needed, according to the 
ISA protocol. IOCHRDY overrides all other 
strobes that attempt to shorten the bus cycle. 


e NOWS# for 3 BCLK I/O Cycles. All pro- 
grammed |/O accesses to 82091AA registers 
can be completed in a total of 3 BCLK cycles. 
This is possible because the 82091AA register 
access times have been minimized to allow data 
transfers to occur with shortened read/write con- 
trol strobes. As a result, the 82091 AA is well suit- 
ed for use in embedded control designs that use 
an asynchronous microprocessor interface with- 
out any particular reference to ISA cycle timings. 


e¢ DMA Transfers: The 82091AA supports DMA 
compatible, type A, type B and type F DMA cy- 
cles. Some newer system DMA controllers are 
capable of generating fast DMA cycles (type F) 
on all DMA channels. If such a controller is used 
in conjunction with the 82091AA, it will be possi- 
ble to accomplish a DMA transfer in 2 BCLKs. 


The 82091AA ISA data lines (SD[7:0]) can be con- 
nected directly to the ISA Bus. If external buffers are 
used to isolate the SD[7:0] signals from the 240 pF 
loading of the ISA Bus, the DEN# signal can be 
used to control the external buffers as shown in Fig- 
ure 25. 


Optional 
Buffer 


290486-25 


Figure 25. ISA Interface (with Optional Data Buffer) 
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6.0 PARALLEL PORT 
The 82091AA parallel port can be configured for 


four parallel port modes. These parallel port modes - 


and the associated parallel interface protocols are: 


Parallel Port Mode _ Parallel Interface Protocol 


ISA-Compatible Mode Compatibility, Nibble 
PS/2-Compatible Mode Byte 
EPP Mode EPP 
ECP | ECP 


ISA-Compatible, PS/2-Compatible, and EPP modes 
are selected through 82091AA configuration (see 
Section 4.0, AIP Configuration). ECP is selected by 
- programming the ECP Extended Control Register 
_ (ECR). . 


In ISA-Compatible mode, the parallel port exactly 
emulates a standard ISA-style parallel port. The par- 
allel port data bus (PD[7:0]) is uni-directional. The 
compatibility protocol transfers data to the peripher- 
al device via PD[7:0] (forward direction). Note that 
the Nibble protocol permits data transfers from the 
peripheral device (reverse direction) by using four 
peripheral status signal lines to transfer 4 bits of 
data at a time. 


PS/2-Compatible mode differs from ISA-Compatible 
mode by providing bi-directional transfers on 
PD[7:0]. A bit is added to the PCON Register to al- 
low software control of the data transfer direction. 


For both the ISA-Compatible and PS/2-Compatible 


modes, the actual data transfer over the parallel port. 


interface is accomplished by software handshake 
(i.e., automatic hardware handshake is not used). 
Software controls data transfer by monitoring hand- 
shake signal status from the peripheral device via 
the PSTAT Register and controlling handshake sig- 
nals to the peripheral device via the PCON Register. 


EPP mode provides bi-directional transfers on 
PD[7:0]. The 82091AA automatically generates the 
address and data strobes in hardware. 


ECP is a high performance peripheral interface 
mode. This mode uses an asynchronous automatic 
handshake to transfer data over the parallel port in- 
terface. In addition, the parallel port contains a FIFO 
for transferring data in ECP mode. The ECP register 
set contains an Extended Control Register (ECR) 
that provides a wide range of functions including the 
ability to operate the parallel port in either ECP, ISA- 
Compatible, or PS/2-Compatible modes. 
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In general, this document describes parallel 
port operations and functions in terms of 
how the 82091AA parallel port hardware op- 
erates. Detailed descriptions of the parallel 
interface protocols are beyond the scope of 
this document. Readers should refer to the 
proposed IEEE Standard 1284 for detailed 
descriptions of the Compatibility, Nibble, 
Byte, EPP, and ECP protocols. 


Special circuitry on the 82091 prevents it from being 


powered up or being damaged while a parallel port 
peripheral is powered on and the 82091 is powered 
off. 


6.1 Parallel Port Registers 


This section is organized into three sub-sections— 
ISA-Compatible and PS/2-Compatible Modes, EPP 
Mode, and ECP Mode. Since the register sets are 
similar for ISA-Compatible and PS/2-Compatible 
modes (differing by a direction control bit in the 
PCON Register) the register set descriptions are 
combined. The EPP mode and ECP mode register 
sets are described separately. Each register set de- 
scription contains the I/O address assignment and a - 
complete description of the registers and register 
bits. Note that the PSTAT and PCON Registers are 
common to all modes and for completeness are re- 
peated in each sub-section. Any difference in bit op- 
erations for a particular mode is noted in that partic- 
ular register description. 


The registers provide parallel port control/status in- 
formation and data paths for transferring data be- 
tween the parallel port interface and the 8-bit host 
interface. All registers are accessed as byte, quanti- 
ties. The base address is determined by hardware 
configuration at powerup (or a hard reset) or via soft- 
ware configuration by programming the 82091AA 
configuration registers as described in Section 4.0, 
AIP Configuration. The parallel port can be disabled 
or configured for a base address of 378h (all 
modes), 278h (all modes), or 3BCh (all modes ex- 
cept EPP and ECP). This provides the system de- 
signer with the option of using additional parallel 
ports on add-in cards that have fixed address de- 
coding. 
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Some of the parallel port registers described in this 
section contain reserved bits. These bits are labeled 
“R”’. Software must deal correctly with fields that are 
reserved. On reads, software must use appropriate 
masks to extract the defined bits and not rely on 
reserved bits being any particular value. On writes, 
software must ensure that the values of reserved bit 
positions are preserved. That is, the value of re- 
served bit positions must first be read, merged with 
the new values for other bit positions, and then writ- 
ten back. 


During a hard reset (RSTDRV asserted), the 
82091AA registers are set to pre-determined de- 
fault states. The default values are indicated in the 
individual register descriptions. 


82091AA 


The following nomenclature is used for register ac- 
cess attributes: 


RO Read Only. Note that for registers with read 
only attributes, writes to the |/O address have 
no affect on parallel port operations. 


R/W Read/Write. A register with this attribute can 
be read and written. Note that individual bits in 
some read/write registers may be read only. 


6.1.1 ISA-COMPATIBLE AND PS/2- 
COMPATIBLE MODES 


This section contains the registers used in ISA-Com- 
patible and PS/2-Compatible modes. The I/O ad- 
dress assignment for this register set is shown in 
Table 15 and the register descriptions are presented 
in the order that they appear in the table. 


Table 15. Parallel Port Register (ISA-Compatible and PS/2-Compatible) 


Abbreviation Register Name 


Parallel Port Register 
Address Access 
(AEN = 0) Base + 


Access 


NOTE: 
Parallel port base addresses are 278h, 378h and 3BCh. 
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Control Register 


status Register| RO 
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6.1.1.1 PDATA—Parallel Port Data Register (ISA-Compatible and PS/2-Compatible Modes) 


1/O Address: Base +00h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


ISA-Compatible Mode 


The PDATA Register is a uni-directional data port that transfers 8-bit data from the host to the peripheral 
device (forward transfer). A write to this register drives the written data onto PD[7:0]. Reads of this register 
should not be performed in ISA-Compatible mode. For a host read of this address location, the 82091AA 
completes the handshake on the ISA Bus and the value is the last value stored in the PDATA Register. 


PS/2-Compatible Mode 


The PDATA Register is a bi-directional data port that transfers 8-bit data between the peripheral device and 
host. The direction of transfer is determined by the DIR# bit in the PCON Register. If DIR#=0 (forward 
direction), and the host writes to this register, the data is stored in the PDATA Register and driven onto 
PD[7:0]. If DIR# = 1 (reverse direction), a host read of this register returns the data on PD[7: 0]. Note that read 
data is not stored in the PDATA Register. 


a 


PARALLEL PORT DATA: Bits[7-0] correspond to parallel port data lines PD[7:0] and ISA Bus data 
lines SD[7:0]. 


6.1.1.2 PSTAT—Status Register (ISA-Compatible and PS/2-Compatible Modes) 


1/O Address: Base +0O1th 
Default Value: XXXX X1RR 
Attribute: | Read Only 
Size: 8 bits 


The PSTAT Register provides the status of certain parallel port signals and whether a CPU interrupt has been 
generated by the parallel port. This register indicates the current state of the BUSY, ACK#, PERROR, 
SELECT, and FAULT # signals. . 
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Reserved 
Not Used (ISA-Compatible Mode) (RO) 
Always 1 
IRQ Signal Status (PS/2-Compatible) (RO) 
1=Asserted 
0=Negated 


Fault# Signal Status (RO) 
1=Negated 
0=Asserted 


SELECT Signal Status (RO) 


1=Asserted 
0=Negated 


PERROR Signal Status (RO) 
1=Asserted 
0=Negated 


ACK# Signal Status (RO) 
1=Negated 
0=Asserted 


BUSY Signal Status (RO) 
0=Asserted 
1=Negated 


290486-26 


NOTE: 
X= Default value is determined by signal state at reset. 


Figure 26. Status Register (ISA-Compatible and PS/2-Compatible Modes) 
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BUSY STATUS (BUSYS): This bit indicates the state of the parallel port interface BUSY signal. | 


When BUSY is asserted, BUSYS=0. When BUSY is negated, BUSYS = 1. This bit is an inverted 
version of the parallel port BUSY signal. . 


ACK # STATUS (ACKS): This bit indicates the state of the parallel port interface ACK # signal. This 
bit indicates when the peripheral has received a data byte and is ready for another. When ACK # is 

asserted, ACKS= 0. When ACK # is negated, ACKS = 1. Note that if interrupts are enabled (via bit 4 
of the PCON Register), the assertion of the ACK # signal generates an interrupt to the CPU. 


PERROR STATUS (PERRS): This bit indicates the state of the parallel port interface PERROR 
signal. This bit indicates when an error has occurred in the peripheral paper path (e.g., out of paper). 
When PERROR is asserted, PERRS= 1, When PERROR is negated, PERRS=0. 


SELECT STATUS (SELS): This bit indicates the state of the parallel port interface SELECT signal. 
When the SELECT signal is asserted, SELS = 1, When the SELECT signal is negated, SELS=0. 


FAULT # STATUS (FAULTS): This bit indicates the state of the parallel port interface FAULT # 
signal being driven by the peripheral device. When the FAULT # signal is asserted, FAULTS = 0. 
When the FAULT # signal is negated, FAULTS = 1. 


PARALLEL PORT INTERRUPT STATUS (PIRQ): This bit indicates a CPU interrupt by the parallel 
port. PIRQ indicates that the printer has accepted the previous character and is ready for another. 
In ISA-Compatible mode, interrupt status is not reported in this register and this bit is always 1. 

In PS/2-Compatibile mode, if interrupts are enabled via the PCON Register and the ACK # signal is 
asserted (low-to-high transition), PIRQ is set to a 0 (and an IRQ generated to the CPU). The 


82091AA sets PIRQ to 1 when this register is read or by a hard reset. If interrupts are disabled via 
the PCON Register, this bit is never set to 0. 


RESERVED | 


oo 
7 
2 
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6.1.1.3 PCON—Control Register (ISA-Compatible And PS/2-Compatible Mode) 


\/O Address: Base + 02h 
Default Value: RROO 0000 
Attribute: Read/Write 
Size: 8 bits 


The PCON Register controls certain parallel port interface signals and enables/disables parallel port inter- 
rupts. This register permits software to control the STROBE #, AUTOFD#, INIT#, and SELECTIN# signals. 
For PS/2-Compatible mode, this register also controls the direction of transfer on PD[7:0]. 


7 6 5 4 3 2 1 0 ~Bit 
SOOO... 


STROBE# Signal (R/W) 
1=Assert 
0=Negate 
AUTOFD# Signal (R/W) 
1=Assert 
0=Negate 
INIT# Signal (R/W) 
1=Negate 
0=Assert 
SELECTIN# Signal (R/W) 
1=Assert 
0=Negate 
PP Interrupt Enable (ACK#) (R/W) 
1=Enable 
0=Disable 


Reserved (ISA-Compatible Mode) (R/W) 


Direction (PS/2-Compatible Mode) (R/W) 
1=Reverse 
0=Forward 


Reserved 
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Figure 27. Control Register (ISA-Compatible and PS/2-Compatible Modes) 
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RESERVED (ISA-COMPATIBLE MODE): Not used and undefined when read. Writes have no affect 
on parallel port operations. 


DIRECTION (DIR #) (PS/2-COMPATIBLE MODE): This bit is used to control the direction of data 
transfer on the parallel port data bus (PD[7:0]). When DIR # =0, PD[7:0] are outputs. When 
DIR # = 1, PD[7:0] are inputs. 


ACK # INTERRUPT ENABLE (ACKINTEN): ACKINTEN enables CPU interrupts (via either IRQ5 or 
IRQ7) to be generated when the ACK # signal on the parallel port interface is asserted. When 
ACKINTEN= 1, a CPU interrupt is generated when ACK # is asserted. When ACKINTEN =0, the 
ACK # interrupt is disabled. | 


SELECTIN# CONTROL (SELINC): This bit controls the SELECTIN # Paarl SELINC is set to 1 to 
select the printer. When SELINC= 1, the SELECTIN# signal is asserted, When SELINC=0, the 
SELECTIN# signal is negated. 


INIT # CONTROL (INITC): This bit controls the INIT # signal. When INITC = 1, the INIT # signal is 
negated. When INITC=0, the INIT # signal is asserted. 


AUTOFD # CONTROL (AUTOFDC): This bit controls the AUTOFD# signal. AUTOFDC is set to 1 to 
instruct the printer to advance the paper one line each time a carriage return is received. When 
AUTOFDC = 1, the AUTOFD # signal is asserted. Wnen AUTOFDC = 0, the AUTOFD# eae is 
negated. 


STROBE # CONTROL (STROBEC): This bit controls the STROBE # signal. The STROBE # signal 
is set active to instruct the printer to accept the character being presented on the data lines. When 
STROBEC= 1, the STROBE # signal is asserted. When STROBEC= 0, the STROBE # signal is 
negated. 
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6.1.2 EPP MODE 


This section contains the registers used in EPP mode. The I/O address assigment for this register set is shown 
in Table 16 and the register descriptions are presented in the order that they appear in the table. 


Table 16. Parallel Port Registers (EPP Mode) 
Parallel Port Register 
Address Access 


Abbreviation ~ Register Name 
(AEN = 0) Base + 


thi stat | Status Register ——SCSC*dS RO 
; 

: 

ss | RW 


ADDSTR Address Strobe Register 
4h-7h DATASTR Data Strobe Registers 


NOTE: 
Parallel port base addresses are 278h (LPT2) and 378h (LPT1). Base address 3BCh is not : ‘ailable in EPP or ECP modes. 


6.1.2.1 PDATA—Parallel Port Data Register (EPP Mode) 


1/O Address: Base +00h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


The PDATA Register is a bi-directional data port that transfers 8-bit data between the peripheral device and 
host. The direction of transfer is determined by the DIR# bit in the PCON Register. If DIR#=0 (forward 
direction) and the host writes to this register, the data is stored in the PDATA Register and driven onto 
PD[7:0]. If DIR# =1 (reverse direction), a host read of this register returns the data on PD[7:0]. However, read 
data is not stored in the PDATA Register. 
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PARALLEL PORT DATA: Bits[7:0] correspond to parallel port data lines PD[7:0] and ISA Bus data 
lines. 
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6.1.2.2 PSTAT—Status Register (EPP Mode) 


1/O Address: Base +0Oth 


Default Value: XXXX X1RR 
Attribute: Read Only 
Size: 8 bits 


The PSTAT Register provides the status of certain parallel port signals. It also indicates whether a CPU 
interrupt has been generated by the parallel port. This register indicates the current state of the BUSY, ACK#, 
PERROR, SELECT, and FAULT # signals. 


7 6 5 4 3 2 1 0 Bit 
BoD 
Reserved 


IRQ Signal Status (RO) 
Not Used in EPP Mode 
Always 1 


Fault# Signal Status (RO) 


1=Negated 
0=Asserted 


- SELECT Signal Status (RO) 


1=Asserted 
0=Negated 
PERROR Signal Status (RO) 
1=Asserted 
0=Negated 
ACK# Signal Status (RO) 
1=Negated 
0=Asserted 
BUSY Signal Status (RO) 
0=Asserted 


1=Negated 
290486-28 


NOTE: | 
X = Default value is determined by signal state at reset. 


Figure 28. Status Register (EPP Mode) 
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BUSY STATUS (BUSYS): This bit indicates the state of the parallel port interface BUSY signal. 


When BUSY is asserted, BUSYS=0. When BUSY is negated, BUSYS = 1. This bit is an inverted 
version of the parallel port BUSY signal. 


ACK# STATUS (ACKS): This bit indicates the state of the parallel port interface ACK # signal. This 
bit indicates when the peripheral has received a data byte and is ready for another. When ACK # is 
asserted, ACKS=0. When ACK # is negated, ACKS = 1. Note that if interrupts are enabled (via bit 4 
of the PCON Register), the assertion of the ACK # signal generates an interrupt to the CPU. 


PERROR STATUS (PERRS): This bit indicates the state of the parallel port interface PERROR 
signal. This bit indicates when an error has occurred in the peripheral paper path (e.g., out of paper). 
When PERROR is asserted, PERRS = 1. When PERROR is negated, PERRS = 0. 


When the SELECT signal is asserted, SELS= 1. When the SELECT signal is negated, SELS=0. 


FAULT # STATUS (FAULTS): This bit indicates the state of the parallel port interface FAULT # | 
signal being driven by the peripheral device. When the FAULT # signal is asserted, FAULTS = 0. 
When the FAULT # signal is negated, FAULTS= 1. 


2 PARALLEL PORT INTERRUPT (PIRQ): In EPP mode interrupt status is not reported in this register 
and this bit is always 1. 


RESERVED 


7 
SELECT STATUS (SELS): This bit indicates the state of the parallel port interface SELECT signal. 


1:0 
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6.1.2.3 PCON—Control Register (EPP Mode) 


1/O Address: Base + 02h. 
Default Value: - RROOQ 0000 — 
Attribute: Read/Write © 
Size: 8 bits 


The PCON Register controls certain parallel port interface signals, enables/disables parallel port interrupts, 
and selects the direction of data transfer on PD[7:0]. This register permits software to control the INIT # 
signal. Note that in the EPP parallel interface protocol, the STROBE#, AUTOFD#, and SELECTIN# signals 
are automatically generated by the parallel port and are not controlled by software. 


7 6 5 4 3 2 #1 0 Bit 
{Lk fo fofo]o fo | o | petaun 


STROBE# Signal (R/W) | 
Write to 0 


AUTOFD# Signal (R/W) 
Write to 0 


INIT# Signal (R/W) 


1=Negate 

0=Assert 
SELECTIN# Signal (R/W) 
Write to 0 


ACK# Interrupt Enable (R/W) 
1=Enable 
0=Disable 

Direction (R/W) 

1=Reverse 

0=Forward 


Reserved 
290486—29 


Figure 29. Control Register (EPP Mode) 
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a 
RESERVED 


DIRECTION (DIR #): This bit is used to control the direction of data transfer on the parallel port data 
bus (PD[7:0]). When DIR # =0 (forward direction), PD[7:0] are outputs. When DIR # = 1 (reverse 
direction), PD[7:0] are inputs. 


ACK# INTERRUPT ENABLE (ACKINTEN): ACKINTEN enables CPU interrupts (via IRQ5 or IRQ7) 
to be generated when the ACK # signal on the parallel port interface is asserted. When 
ACKINTEN = 1, a CPU interrupt is generated when ACK # is asserted. When ACKINTEN =0, the 


ACK # interrupt is disabled. 


INIT # CONTROL (INITC): This bit controls the INIT # signal. When INITC = 1, the INIT # signal is 
negated. When INITC=0, the INIT # signal is asserted. 


AUTOFD# CONTROL (AUTOFDC): Write to 0 when programming this register. 


STROBE # CONTROL (STROBEC): Write to 0 when programming this register. This bit must be 0 
for the parallel port handshake to operate properly. 


6.1.2.4 ADDSTR—EPP Auto Address Strobe Register (EPP Mode) 


\/O Address: Base +03h 
Default Value: OOh 
Attribute: Read/Write 
Size: 8 bits 


The ADDSTR Register provides a peripheral address to the peripheral (via PD[7:0]) during a host address 
write operation and to the host (via PD[7:0]) during a host address read operation. An automatic address 
strobe is generated on the parallel port interface when data is read from or written to this register. 


Teel SSCS pts 


ADVANCE INFORMATION | 2-73 


82091AA | | | I ntel ‘ 


6.1.2.5 DATASTR—Auto Data Strobe Register (EPP Mode) 


|/O Address: Base +04h, 05h, 06h, 07h 
Default Value: 00h 

Attribute: Read/Write 

Size: 8 bits 


The DATASTR Register provides data from the host to the peripheral device (via PD[7:0]) during host write 
operations and from the peripheral device to the host (via PD[7:0]) during a host read operation. An automatic 
data strobe is generated on the parallel port interface when data is read from or written to this register. To 
maintain compatibility with Intel’s 82360SL I/O device that has a 32-bit Host Bus interface, four consecutive 
byte address locations are provided for transferring data. | 
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EPP DATA: Bits[7:0] correspond to SD[7:0] and PD[7:0]. 


6.1.3 ECP MODE 


This section contains the registers used in ECP mode. The I/O address assignment for this register set is 
shown in Table 17 and the register descriptions are presented in the order that they appear in the table. The 
Extended Control Register (ECR) permits various modes of operation. Note that ECR[7:5] =000 selects ISA- 
Compatible mode and ECR[7:5] =001 selects PS/2-Compatibile mode. These modes are discussed in Sec- 
tion 6.1.1, ISA-Compatible and PS/2 Compatible modes. The other modes selected by ECR[7:5] are dis- 
cussed in this section. — 3 


Table 17. Parallel Port Registers (ECP Mode) 


Register Name Sa 
: ea rite 


om 
RW 
om 


NOTES: 

1. Parallel port base addresses are 278h, 378h, and 3BCh. 

2. A register is accessible when the ECR[7:5] field contains the value specified in the ECR[7:5] column. The register is not 
accessible if the ECR[7:5] field does not match the value specified in this column. The term ‘All’ means that the register 


, 


Parallel Port 
Register Address 
Access (AEN = 0) 
Base + 


- Abbreviation 


is accessible in all modes selected by ECR[7:5]. 
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6.1.3.1 ECPAFIFO—ECP Address/RLE FIFO Register (ECP Mode) 


1/O Address: Base +00h Ss 
Default Value: UUUU UUUU (Undefined) 
Attribute: Read/Write 

Size: 8 bits 


The ECPAFIFO Register provides a channel address or a Run Length Count (RLE) to the peripheral, depend- 
ing on the state of bit 7. This |/O address location is only used in ECP mode (ECR bits[{7:5] =011). In this 
mode, bytes written to this register are placed in the parallel port FIFO and transmitted over PD[7:0] using 
ECP protocol. 


16 Byte FIFO 


Default 


ECP Address/RLE Value (R/W) 

Bit 7=1: Bits[6:0] Represents a Channel 
Address to the Peripheral 

Bit 7=0: Bits[6:0] Represents a Run Length 


Count to the Peripheral 
290486-30 


NOTE: 
U = Undefined 


Figure 30. ECP Address/RLE FIFO Register (ECP Mode) 
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ECP ADDRESS/RLE VALUE: Bits[7:0] correspond to parallel port data lines PD[7:0] and ISA Bus 
data lines SD[7:0]. The peripheral device should interpret bits[6:0] as a channel address when 

bit 7= 1 and as arun length count when bit 7 = 0. Note that this interpretation is performed by the 
peripheral device and the value of bit 7 has no affect on 82091 AA operations. Note that the 
82091AA asserts AUTOFD # to indicate that the information on PD[7:0] represents an ECP 
address/RLE count. The 82091AA negates AUTOFD # (drives high) when PD[7:0] is transferring 
data. 
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6.1.3.2 PSTAT—Status Register (ECP Mode) 


1/O Address: Base +0O1h 
Default Value: XXXX X1RR 
Attribute: Read Only 
Size: 8 bits 


The PSTAT Register provides the status of certain parallel port signals and whether a CPU interrupt has been 
generated by the parallel port. This register indicates the current state of the BUSY, ACK#, PERROR, 
SELECK, and FAULT # signals. | 


7 6 5 4 3 2 1 .-0_ Bit 
BVO 


Reserved 


IRQ Signal Status (RO) 
Not Used on ECP Mode 
Always 1 


Fault# Signal Status (RO) 
1=Negated 
=Asserted 


SELECT Signal Status (RO) 


1=Asserted 
0=Negated 
PERROR Signal Status (RO) 


1=Asserted 
0=Negated 
ACK# Signal Status (RO) 


1=Negated 
0=Asserted 


BUSY Signal Status (RO) 
0=Asserted 
1=Negated 
290486-31 


NOTE: | 
X = Default value is determined by the state of the corresponding signal pin at reset. 


Figure 31. Status Register (ECP Mode) 
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BUSY STATUS (BUSYS): This bit indicates the state of the parallel port interface BUSY signal. 
When BUSY is asserted, BUSYS = 0. When BUSY is negated, BUSYS = 1. This is an inverted 
version of the parallel port BUSY signal. Refer to Section 6.2.3 ECP Mode for more detail. 


ACK # STATUS (ACKS): This bit indicates the state of the parallel port interface ACK # signal. This 
bit indicates when the peripheral has received a data byte and is ready for another. When ACK # is 

asserted, ACKS = 0. When ACK # is negated, ACKS = 1. Note that if interrupts are enabled (via bit 4 
of the PCON Register), the assertion of the ACK # signal generates an interrupt to the CPU. Refer to 
Section 6.2.3 ECP Mode for more detail. 


PERROR STATUS (PERRS): This bit indicates the state of the parallel port interface PERROR 
signal. This bit indicates when an error has occurred in the peripheral paper path (e.g., out of paper). 
When PERROR is asserted, PERRS= 1, When PERROR is negated, PERRS=0. 


SELECT STATUS (SELS): This bit is used in all parallel port modes and indicates the state of the 
parallel port interface SELECT signal. When the SELECT signal is asserted, SELS = 1. When the 
SELECT signal is negated, SELS=0. 


FAULT # STATUS (FAULTS): This bit is used in all parallel port modes and indicates the state of 
the parallel port interface FAULT # signal being driven by the peripheral device. When the FAULT # 


3 
i signal is asserted, FAULTS =0. When the FAULT # signal is negated, FAULTS = 1. 
ia 


2 PARALLEL PORT INTERRUPT (PIRQ): In ECP mode, interrupt status is not reported in this register 
and this bit is always 1. | 


RESERVED 


:0 
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6.1.3.3 PCON—Control Register (ECP Mode) 


1/O Address: 
Default Value: 
Attribute: 
Size: | 


Base + 02h 
RROO 0000 
Read/Write 
8 bits 


The PCON Register controls certain parallel port interface signals, enables/disables parallel port interrupts, 
and selects the direction of data transfer on PD[7:0]. Note that the function of some bits depends on the 
programming of the ECR. | 


7 6 5 4 3 2 1 0-—sC*BBit . 
ooooooL 
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STROBE# Signal (R/W) 


AUTOFD# Signal (R/W) 


INIT# Signal (R/W) 
1=Negate 
0=Assert 
SELECTIN# Signal (R/W) 
1=Assert 
0=Negate 
ACK# Interrupt Enable (R/W) 
1=Enable — 
0=Disable 


ISA-Compatible Mode (ECR[7:5]=000, 010) (RO) 
Not Used (PD[7:0] are outputs) 


PS/2-Compatible and ECP Modes (ECR[7:5] = 001, 011) (R/W) 
1=Reverse Direction (PD[7:0] are inputs) 
0=Forward Direction (PD[7:0] are outputs) 


Reserved 
290486-32 


Figure 32. Control Register (ECP Mode) 
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RESERVED 


DIRECTION (DIR #): This bit is used to control the direction of data transfer on the parallel port data 
bus (PD[7:0]). When DIR # =0 (forward direction), PD[7:0] are outputs. When DIR # = 1 (reverse 
direction), PD[7:0] are inputs. 


INTERRUPT ENABLE (ACK #) (IRQEN): IRQEN enables interrupts to the CPU to be generated 
when the ACK # signal on the parallel port interface is asserted and is used in all parallel port 

interface modes. When IRQEN = 1, a CPU interrupt is generated when ACK # is asserted. When 
IRQEN=0, parallel port interrupts are disabled. 


SELECTIN# CONTROL (SELINC): This bit controls the SELECTIN # signal. SELINC is set to 1 to 
select the printer. When SELINC= 1, the SELECTIN# signal is asserted, When SELINC = 0, the 
SELECTIN# signal is negated. 


INIT # CONTROL (INITC): This bit controls the INIT # signal When INITC = 1, the INIT # Sec is 
negated. When INITC=0, the INIT # signal is asserted. 


AUTOFD # CONTROL (AUTOFDC): In ECP mode or ISA-Compatible FIFO mode (ECR[7:5] =011, 
010), this bit has no effect. Refer to Section 6.2.3 ECP Mode for more details. 


STROBE # CONTROL (STROBEC): In ECP mode or ISA-Compatible FIFO mode (ECR[7:5] = 011, 
010), this bit has no effect. Refer to Section 6.2.3 ECP Mode for more details. 


6 


| Bit 
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6.1.3.4 SDFIFO—Standard Parallel Port Data FIFO 


1/O Address: Base + 400h and (ECR[7:5] =010) 
Default Value: UUUU UUUU (undefined) 
Attribute:. Read/Write 

Size: 8 bits 


SDFIFO is used to transfer data from the host to the peripheral when the ECR Register is set for ISA-Compati- 
ble FIFO mode (bits[7:5] =010). Data bytes written or DMAed from the system to this FIFO are transmitted by 
a hardware handshake to the peripheral using the standard ISA-Compatible protocol. Note that bit 5 in the 
PCON Register must be set to 0 for a forward transfer direction. | 


16 Byte FIFO 


Default 


ECP Standard Parallel Port FIFO Mode Data (R/W) 
(ECR[7:5}=010) 


290486-33 


NOTE: 
U = Undefined 


Figure 33. ECP ISA-Compatible Data FIFO 


a 


ECP STANDARD PARALLEL PORT DATA: Bits[7:0] correspond to SD[7:0] and PD[7:0]. 
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6.1.3.5 DFIFO—Data FIFO (ECP Mode) 


|/O Address: Base +400h and (ECR[7:5] = 011) 
Default Value: © UUUU UUUU (undefined) 
Attribute: Read/Write 


Size: 8 bits 


This |/O address location transfers data between the host and peripheral device when the parallel port is in 
ECP mode (ECR Bits[7:5] =011). Transfers use the parallel port FIFO. Data is transferred on PD[7:0] via 
hardware handshakes on the parallel port interface using ECP parallel port interface handshake protocol. 


16 Byte FIFO 


Default 


ECP Mode Data (R/W) 
(ECR[7:5]=011) 
290486-34 


NOTE: 
U = Undefined 


Figure 34. ECP Data FIFO (ECP Mode) 


pit] eseription 


ECP MODE DATA: Data bytes written or DMAed from the system to this FIFO in the forward 
direction (PCON bit 5=0) are transmitted to the peripheral by an ECP mode protocol hardware 
handshake. In the reverse direction (PCON bit 5= 1) data bytes from the peripheral are transferred 
to the FIFO using the ECP mode protocol hardware handshake. Reads or DMAs from the FIFO 
return bytes of ECP data to the system. Bits[7:0] correspond to SD[7:0] and PD[7:0]. 
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6.1.3.6 TFIFO—ECP Test FIFO Register (ECP Mode) 


1/O Address: Base +400 and (ECR[7:5] = 110) 
Default Value: ~ UUUU UUUU (undefined). 
Attribute: Read/Write | 

Size: 8 bits 


The TFIFO nesses provides a test mechanism for the ECP mode FIFO. Test mode is enabled via the ECR 
Register. In test mode (ECR[7:5] = 1 10), eae can be read, written or DMAed to/from the FIFO by accessing 
this register I/O address. 


Data bytes may be read, written or DMAed to or from the system to this FIFO in any dracon: The parallel port 
interface signals are not affected by TFIFO accesses and TFIFO data is not transmitted to PD[7:0]. The test 
FIFO does not stall when overwritten or underrun. Data is simply re-written or over-run. The full and the empty 
bits in the ECR always keep track of the correct FIFO state. 


The test FIFO transfers data at the maximum ISA rate so that software can generate performance metrics. 
The FIFO write threshold can be determined by starting with a full TFIFO and emptying it a byte at a time until 
a service interrupt is set to.1 in the ECR. The FIFO read threshold can be determined by setting the direction 
bit in the PCON Register to 1, and filling the FIFO a ' byte at a time until the service interrupt is set to 1 in the 
ECR. 


16 Byte FIFO 


ECP Test Mode Data (R/W) 
(ECR[7:5]=110) 
290486-35 


NOTE: 
U = Undefined 


Figure 35. ECP Test FIFO Register (ECP Mode) 
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ECP TEST FIFO Data: Bits[7:0] correspond to SD[7:0]. 
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6.1.3.7 ECPCFGA—ECP Configuration A Register (ECP Mode) 


1/O Address: Base + 400h and (ECRI[7:5] = 111) 
Default Value: 1001 RRRR 

Attribute: Read/Write 

Size: 8 bits 


The ECPCFGA Register provides information about the ECP mode implementation. Access to this register is 
enabled by programming the ECR Register (ECRI7:5] = 111). 


7 4 3 0 Bit 
Reserved 


Implementation Identification (RO) | 
(8-bit Implementation) 3 
290486-36 


Figure 36. ECP Configuration A Register (ECP Mode) 
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7:4 | IMPLEMENTATION IDENTIFICATION (IMPID): This field is hardwired to 1001 to indicate an 8-bit 
implementation (bit 4) and an ISA-style interrupt (bit 7). This field is read only and writes have no 


affect. 


RESERVED 
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6.1.3.8 ECPCFGB—ECP Configuration B Register (ECP Mode) 


|/O Address: Base + 401h and (ECR[7:5] = 111) 
Default Value: 00h | 7 
Attribute: Read/Write 

Size: 8 bits 


The ECPCFGB Register is part of the ECP specification and is implemented in the 82091AA as a scratchpad 
register. Software can use the fields in this register to maintain system information. Programming these bits 
does not affect parallel port operations. Access to the ECPCFGB Register is enabled by programming the 
ECR Register (ECR[7:5] = 111). 


Bit 


Default 


Reserved 


IRQ Signal Status (R/W) 
See Bit Description 


Reserved 
290486-37 


Figure 37. ECP Extended Control Register (ECP Mode) 


a 
RESERVED: This bit always reads back as 0. 


INTRVALUE (INTRV): This bit returns the value on the ISA IRQ line (IRQ5/IRQ7) to determine 
possible conflicts. The value of either IRQ5 or IRQ7 is read back based on the parallel port interrupt 
selection in the 82091AA configuration registers. IRQ5/IRQ7 are tri-stated in ECP configuration 
mode (ECR[7:5] = 111] to allow the state of the selected parallel port interrupt line to be read back. 
Note that the ACKINTEN bit in the PCON register must be written to 0 before the interrupt status can 
be read on this bit. 


| 5:0 | RESERVED: These bits always read back as 0. | | 


2840 | ADVANCE INFORMATION 


I ntel . 82091AA 


6.1.3.9 ECR ECP—Extended Control Register (ECP Mode) 


1/O Address: Base +402h 
Default Value: 00h 

Attribute: Read/Write 
Size: 8 bits 


This register selects the ECP mode, enables service and error interrupts and provides interrupt status. The 
ECR also enables/disables DMA operations and provides FIFO empty and FIFO full status. The FIFO empty 
and FIFO full status bits are also used to report FIFO overrun and underrun conditions. 


Default 


FIFO Empty Status (RO) 
1=Empty 
0=Not Empty 


FIFO Full Status (RO) 


1=Full 
0=Not Full 


Service Interrupt Enable/Status (R/W) 
See Table 


DMA Enable (R/W) 


1=Enable 
0=Disable 


ERROR Interrupt Enable/Status (R/W) 
1=ERROR Interrupts Disabled 
0=ERROR Interrupts Enabled 


ECP Modes (R/W) 
000=ISA-Compatible 
001=PS/2-Compatible 
010=ISA-Compatible FIFO 
011=ECP 

100=Reserved 
101=Reserved 

110=Test 


111=Configuration 
290486-—38 


Figure 38. ECP Extended Control Register (ECP Mode) 
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T 
: ECP MODE SELECT: This field selects one of the following ECP Modes: | 


Mode Operation 

000 #£«.1ISA-Compatible Mode. In this mode the parallel port operates in ISA- carpe mode. 
The FIFO is reset and common collector drivers are used on the control lines (STROBE #, 
AUTOFD#, INIT # and SELECTIN #). Setting the direction bit to 1 in the PCON Register 
does not affect the parallel port interface. For register descriptions in this mode, See 
Section 6.1.1, ISA-Compatible and PS/2-Compatible Modes. 


001 PS/2-Compatible Mode. In this mode the parallel port operates in PS/2-Compatible 
mode. The FIFO is reset and common collector drivers are used on the control lines 
(STROBE #, AUTOFD#, INIT # and SELECTIN #). Unlike mode 000 above, setting the © 
direction bit to 1 in the PCON Register tri-states the data lines and reading the data 
register returns the value on the PD[7:0]. For register descriptions in this mode, see 
Section 6.1.1, ISA-Compatible and PS/2-Compatible Modes. 


010 ISA-Compatible FIFO Mode. This mode is the same as mode 000 above, except that 
data is written or DMAed to the FIFO. FIFO data is automatically transmitted using the ISA- 
style protocol. For this mode, the direction control bit in the PCON register must be 0. 


011 ECP Mode. In the forward direction, bytes written to the ECP DFIFO location and bytes 
written to the ECP AFIFO location are placed in the ECP FIFO and transmitted 
automatically to the peripheral using ECP protocol. In reverse direction bytes are 
transferred from PD[7:0] to the ECP FIFO. 


100 Reserved | 
101 Reserved 


110 Test Mode. In this mode, the FIFO may be written and read, but the data will not be 
: transmitted on PD[7:0]. 


111 Configuration Mode. In this mode, the ECP Configuration A and B Registers are 
accessible. 


ECP Mode Switching Guidelines 


Software will execute P1284 negotiations and all operation prior to a data transfer phase under 
programmed 1/O (using mode 000 or 001). Hardware provides an automatic control line handshake, 
moving data between the FIFO and the ECP port only in the data transfer phase (using modes 011 
or 010). 


Setting the mode to 011 or 010 causes the hardware to initiate the data transfer. 


If the parallel port is in mode 000 or 001, the port can be switched to any other mode. If the parallel 
port is not in mode 000 or 001, the port can only be switched into mode 000 or 001. The direction 
and the FIFO threshold can only be changed in modes 000 or 001. Note that the FIFO, FIFO Error, 
and TC conditions are also reset when the mode is switched to 000 or 001. 


Once in an extended forward mode, the software should wait for the FIFO to be empty before 
switching back to mode 000 or 001. In this case, all control signals are negated before the mode 
switch. In an ECP reverse mode the software waits for all the data to be read from the FIFO before 
changing to mode 000 or 001. 
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ERROR INTERRUPT DISABLE (ERRINTREN): This bit enables error interrupts to the host. In ECP 
Mode, When ERRINTREN = 1, interrupts are disabled. When ERRINTREN =0, interrupts are 
enabled. When enabled and a high-to-low transition occurs on the FAULT # signal (FAULT # 
asserted), an interrupt is generated to the host. Note that if this bit is written from a 1 to a0 while 
FAULT # is asserted, an interrupt is generated to the host. 


DMA ENABLE (DMAEN): This bit enables/disables DMA. When DMAEN = 1, DMA is enabled and 
the host uses PPDREQ, PPDACK, and TC to transfer data. When DMAEN = 0, DMA is disabled and 
the PPDREQ output is tri-stated. In this case, programmed I/O is used to transfer data between the 
host and the 82091AA FIFO. The Service Interrupt (bit 2) needs to be set to 0 to allow generation of 
a TC interrupt. This bit must be written to 0 to reset the TC interrupt. 


SERVICE INTERRUPT (SERVICEINTR): This bit enables FIFO and TC service interrupts. When the 
CPU writes SERVICEINTR = 1, FIFO request interrupts, FIFO error interrupts, and TC interrupts are 
disabled. Setting this bit to a 0 enables interrupts for one of the four cases listed below. When 
enabled (set to 0) and one of the four conditions below occurs, the 82091AA sets SERVICEINTR to 
a 1 and generates an interrupt to the host. 


1. During DMA operations (DMAEN = 1), when terminal count is reached (TC asserted). To clear the 
TC interrupt, switch to ISA-Compatible or PS/2-Compatible mode (write ECR[7:5] to 000, 001) or 
set DMAEN to 0. | 

2. In the forward direction and DMAEN = 0, when there is a threshold number of bytes in the FIFO to 
be written. 

3. In the reverse direction and DMAEN = 0, when there is a threshold number of bytes in the FIFO to 
be read. 

4. In either DMA or programmed !/O mode when there is a FIFO overrun or underrun. 

Reading the SERVICEINTR bit indicates the presence of an active interrupt when this bit has been 

written to a O prior to reading it back. To disable interrupts, the SERVICEINTR bit must be explicitly 

written to a 1. 


NOTE: 


The ACK# and FAULT # interrupts can be generated independent of the value of the 
SERVICEINTR bit. ACK # and FAULT # interrupts are enabled via the ACKINTREN bit in the PCON 
Register and the ERRINTREN bit in the ECR Registers, respectively. The parallel port [RQ output 
(IRQ5/IRQ7) is enabled when ACKINTREN = 1 in the PCON Register or when ECR[7:5] =010, 011, 
or 110. Otherwise, the IRQ output is tri-stated. 


FIFO FULL STATUS (FIFOFS): This bit indicates when the FIFO is full. When FIFOFS = 1 (and 
FIFOES = 0), the FIFO is full and cannot accept another byte of data. When FIFOFS = 0, at least one 
byte location is free in the FIFO. This bit is read only and writes have no affect. When a FIFO overrun 
or underrun occurs, the 82091AA sets both FIFOES and FIFOFS to 1. To clear the FIFO error 
condition interrupt, swiitch the parallel port mode from ECP (011) to either ISA-Compatible or PS/2- 
Compatible modes (000 or 0071). 


FIFO EMPTY STATUS (FIFOES): This bit indicates when the FIFO is empty. When FIFOES = 1 (and 
FIFOFS = 0), the FIFO is empty. When FIFOES = 0, the FIFO contains at least one byte. This bit is 
read only and writes have no affect. When a FIFO overrun or underrun occurs, the 82091AA sets 
both FIFOES and FIFOFS to 1. To clear the FIFO error condition interrupt, swiitch the parallel port 
mode from ECP (011) to either ISA-Compatible or PS/2-Compatible modes (000 or 001). 
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6.2 Parallel Port Operations 


The parallel port can be placed in ISA-Compatible, 


PS/2-Compatible, or EPP mode by hardware config- 
uration or by writing to the 82091AA’s configuration 
registers (PCFG1 Register). If access to the configu- 
ration registers is not disabled by hardware configu- 
ration, a hardware configured parallel port mode can 
be changed by programming the PCFG1 Register. 


ECP mode is entered by programming the ECP Ex- 
tended Control Register (ECR). Writing to this regis- 
ter changes any previously selected parallel port 
mode (via hardware configuration or writing the 
PCFG1 Register) to one of the ECP ECR Register 
modes selected via ECR[7:5]. Note that ECP mode 


cannot be entered by hardware configuration or pro-. 


gramming the 82091AA configuration registers. 


a 
intel. 
6.2.1 ISA-COMPATIBLE AND PS/2- 
COMPATIBLE MODES | 


The ISA-Compatible mode is used for standard ISA- 
type parallel port interfaces. Figure 39 shows the 
parallel port interface for ISA-Compatible mode. 
STROBE#, AUTOFD#, INIT#, and SELECTIN# 
are controlled by software via the PCON Register 
and the status of SELECT, PERROR, FAULT, 
ACK#, and BUSY are reported in the PSTAT Regis- 
ter. PD[7:0] are outputs only. Note that for a reverse 
data transfer using the Nibble protocol, the peripher- 
al device supplies data, 4 bits at a time, using the 
BUSY, SELECT, PERROR, and FAULT # signals. 


AUTOFD# — 
SELECTIN# 


AIP SELECT 


Parallel 


Parallel 


| PERROR 
FAULT# 
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Figure 39. ISA-Compatible Mode 
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The following general protocol is used when com- 
municating with a printer or other parallel port de- 
vice. 


Software selects the peripheral device by asserting 
the SELECTIN# signal. The peripheral device, in 
turn, acknowledges that it is selected by asserting 
the SELECT signal. The INIT # signal is used to ini- 
tialize the peripheral device. If an error is encoun- 
tered during initialization or normal operations, the 
peripheral device asserts FAULT #. If a printer (or 
plotter) encounters problems in the paper path, the 
device asserts PERROR. Other peripheral devices 
may not use the PERROR signal. 


During normal operation, the peripheral device as- 
serts BUSY when it is not ready to receive data. 
When it has finished processing the previous data, 
the peripheral device asserts ACK# and negates 
BUSY. If interrupts are enabled, a low-to-high tran- 
sition on ACK# when the signal is negated gener- 
ates an interrupt. If interrupts are not enabled, soft- 
ware must poll the PSTAT Register to determine 
when ACK # is pulsed. 
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The parallel port driver software sends data to the 
peripheral device by writing to the PDATA Register 
and asserting the STROBE# signal after an appro- 
priate data stabilization interval. After a sufficient 
setup time has elapsed, software then negates 
STROBE#. Valid data is read by the peripheral de- 
vice. 


In the PS/2-Compatible mode, data can be written 
to or read from the parallel port. Figure 40 shows the 
parallel port interface for PS/2-Compatible mode. 
The Byte protocol signal names are shown in paren- 
thesis. Before reading or writing the PDATA Regis- 
ter, the direction control bit in the PCON Register 
must be set to the proper transfer direction on 
PD[7:0]. During a write to the PDATA Register (with 
DIR # =O), data is latched by the PDATA Register 
and driven onto PD[7:0]. During a parallel port read 
of the PDATA Register (with DIR # = 1), the data on 
PD[7:0] is driven onto SD[7:0]. The data is not 
latched by the PDATA Register during the read cy- 
cle. 


STROBE# (HostClk) 
AUTOFD# (HostBusy) 
INIT# (Init#) 
SELECTIN# (Selectin#) 
SELECT (Xflag 


AIP 
Parallel 


Port FAULT # (DataAvail#) 


Parallel 


PERROR (AckDataReq) Port 


Connector 


ACK# (PtrCik) 
BUSY (PtrBusy) 
PD[7:0] 


290486-40 


Figure 40. PS/2-Compatible Mode 
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6.2.2 EPP MODE 


The 82091AA is EPP 1.7 compliant. This means EPP 
cycles will begin with WAIT (Busy) inactive, however, 


WAIT will still prolong the cycle when active. Figure 


41 shows the parallel port interface for EPP mode. 
The EPP parallel port interface protocol signal 
names are shown in parenthesis. In EPP mode, the 
initialization, printer selection, and error signals 
(PERROR and FAULT #) work the same way as in 
the ISA-Compatible mode. However, in EPP mode, 
SELECTIN# and AUTOFD# are automatically gen- 


a 

intel. 
erated and become Address Strobe (AStrb#) and 
Data Strobe (DStrb#), respectively, enabling direct 
access to parallel port devices. STROBE (Write #) is. 
used to indicate a read or write cycle. Note that 
BUSY (Wait) is an active low signal in EPP mode 
rather than an active high signal as in ISA-Compati- 
ble mode. In addition, BUSY, in combination with 
IOCHRDY on the ISA Bus extends clock cycles to 
enable the completion of a read or write without ad- 
ditional wait states. EPP write and read cycles are 
shown in Figure 42 and Figure 43. 


AIP 


Parailel 
Port 


SD[7:0] 


lOWC# 


STROBE# 
(write#) 


SELECTIN#/AUTOFD# 
(AStrb#/DStrb#) 


PD[7:0] 


BUSY 
(wait) 


IOCHRDY 
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STROBE# (Write#) 


ees 


PD[7:0] 
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Figure 41. EPP Mode 


Valid Data 


Valid Data Mee 
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Figure 42. EPP Mode Write Cycle 
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lIORC# 


STROBE# 
(write#) 


SELECTIN#/AUTOFD# 


(AStrb#/DStrb#) : 


PD[7:0] oN Valid Data 


x 


BUSY 
(wait) cS 


IOCHRDY 
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Figure 43. EPP Mode Read Cycle 
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6.2.3 ECP MODE 


Figure 44 shows the parallel. port interface for ECP _. 


mode with the ECP protocol signal names in paren- 
thesis. The ECP modes are selected by program- 
ming the Extended Control Register (ECR bits[7:5]). 
Two of the modes (Test and Configuration) provide 
information about the 82091AA’s parallel port and 
are not used for interfacing with a peripheral device. 
Four peripheral interface modes are selectable via 
the ECR—ISA-Compatible mode, ISA-Compatible 
FIFO mode, PS/2-Compatible mode, and ECP 
mode. : 


intel. 


ISA-Compatible and PS/2-Compatible Modes 


(ECRI7:5] = 000,001) | 


The ISA-Compatible and PS/2-Compatible mode se- 

lections in the ECR are equivalent to selecting these 
modes via hardware configuration or programming 
the PCFG1 Register. For these modes the operation 
is the same as described in Section 6.2.1, ISA-Com- 


patible and PS/2-Compatible Modes. 


STROBE# (HostCik) 
AUTOFD# (HostAck) 


INIT# (ReverseRequest#) | 
SELECTIN# 


AIP SELECT (Xflag) 
PERROR (AckReverse#) Port 


Parallel 


Parallel 


Port FAULT# (PeriphRequest#) Connector 


ACK# (PeriphCik#) 
BUSY (PeriphAck) 


Buffers 
optional) 


| ( 
PPDIR 
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Figure 44. ECP Mode 


2-92 


ADVANCE INFORMATION 


intel. 


ISA-Compatible FIFO Mode (ECR[7:5] = 010) 


The ISA-Compatible FIFO mode uses the same sig- 
naling protocol on the parallel port interface as the 
ISA-Compatible mode. However, there are two ma- 
jor operational differences. First, data is written to a 
16-byte FIFO (via the SDFIFO address location). 
The FIFO empty and FIFO full bits in the ECR pro- 
vide FIFO status. In addition, DMA can be used to 
transfer data to the FIFO by enabling this feature in 
the ECR. 


82091AA 


Second, the data is transferred to the peripheral us- 
ing an automatic hardware handshake. This hand- 
shake emulates the standard ISA-Compatible style 


- software generated handshake (Figure 45). For ISA- 


Compatible FIFO mode, the 82091AA does not 
monitor the ACK# signal. Service interrupts are en- 
abled and reported via the ECR. The generation of 
service interrupts is based on the state of the FIFO 
and not individual transfers (using ACK #) as is the 
case in standard ISA-Compatible mode. 


STROBE# 


BUSY a \ 


Figure 45. ISA-Compatible Timing 
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ECP Mode (ECRI7:5] = 011) 


When ECR[7:5] =011, the parallel port operates in 


ECP mode. In ECP mode, both data and commands — 


(addresses and RLE) are transferred using the paral- 
lel port 16-byte FIFO. This information can be either 
written to or read from the FIFO using DMA or non- 
DMA ISA Bus transfers. The parallel port interface 
transfers use an automatic handshake generated by 
the 82091AA. The host controls the transfer direc- 
tion by programming the DIR # bit in the PCON Reg- 
ister. 


When the host is writing to the peripheral device 
(forward direction), STROBE#, and BUSY provide 
the automatic handshake for transfer on the parallel 
port interface (Figure 46). The peripheral device ne- 
gates BUSY when it is ready to receive data or com- 
mands. AUTOFD# indicates whether PD[7:0] con- 
tain data (AUTOFD# is high) or a command (AU- 
TOFD# is low). For commands (address or RLE), 
the host writes to the ECPAFIFO Register I/O ad- 
dress and for data, the host writes to the DFIFO 
Register |1/O address. The addresses and data are 
placed in the same 16-byte FIFO. When the FIFO is 
full and cannot accept more data/addresses, the 
FIFO Full status bit is set in the ECR. 


. | 

intel. 
Data/addresses written to the FIFO are transferred 
to the peripheral device via PD[7:0]. To begin a 
transfer on the peripheral interface, the 82091AA 
checks BUSY to make sure the peripheral is in the 
ready state. If BUSY is negated, the 82091AA drives 
PD[7:0] and AUTOFD#, and asserts STROBE # to 
indicate that the data/command is on PD[7:0]. The 
peripheral device asserts BUSY to indicate that it is 
receiving the data/command. BUSY asserted caus- 
es the 82091AA to negate STROBE #. 


When the host is reading from the peripheral device 
(reverse direction), AUTOFD# and ACK# provide 
the automatic handshake for transfer on the parallel 
port interface (Figure 47). Data/commands from the 
peripheral device are placed in the parallel port FIFO 
using this handshake. In this case, BUSY indicates 
whether PD[7:0] contain data (BUSY is high) or a 
command (BUSY is low). 


The peripheral device asserts ACK # to indicate that 
a data/command is on PD[7:0]. The 82091AA ne- 
gates AUTOFD# when it is ready for a peripheral 
transfer and asserts AUTOFD ¥# to indicate that it is 
receiving the data/command. AUTOFD# asserted 
causes the peripheral device to negate ACK#. The 
peripheral transfers are to the parallel port 16-byte 
FIFO. 


PD[7:0], 
AUTOFD# 


STROBE# 
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Figure 46. ECP Mode Handshake (Forward Direction) 


i, ED, a 
BUSY 


ACK# \ / 


AUTOFD# / \ 
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Figure 47. ECP Mode Handshake (Reverse Direction) 
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Test Mode (ECR[7:5]=110) and Configuration 
Mode (ECR7:5] = 111) 


The test mode can be used to check the FIFO read 
and write interrupt thresholds as described in Sec- 
tion 6.1.3.7, TFIFO—ECP Test FIFO Register. Note 
that for the 82091AA parallel port, the read and write 
FIFO interrupt thresholds are the same. The FIFO 
threshold is set by programming the PCFG1 Regis- 
ter in the 82091AA configuration space. The config- 
uration mode is used to access the ECPCFGA and 
ECPCFGB Registers. This mode must first be set 
before the ECPCFGA and ECPCFGB Registers can 
be accessed. 


6.2.3.1 FIFO Operations 


The parallel port FIFO is used for ECP transfers 
(ECR[7:5] =011), ISA-Compatible FIFO transfers 
(ECR[7:5] =010), and Test mode (ECR[7:5] = 110). 
Either DMA or programmed |/O can be used for 
transfers between the host and the parallel port. 


The FIFO threshold value is selected via the 
82091AA configuration registers (PCFG1 Register). 
The threshold is set to either 1 (forward)/15 (re- 
verse) or 8 in both directions. A threshold setting of 
1 (forward)/15 (reverse) results in longer periods of 
time between service request, but requires faster 
servicing of both read and write requests. A thresh- 
old setting of 8 results in more service requests, but 
tolerates slower servicing of the requests. 


In modes 010 and 011, an internal temporary hold- 
ing register is used in conjunction with the 16-byte 
FIFO to provide 17 bytes of storage for both forward 
and reverse transfers. Thus, in the forward direction 
if the peripheral asserts the BUSY signal during the 
filling of the FIFO, the host needs to write 17 bytes 
before the FIFO full flag in the ECR is set to 1. In 
Test mode (110) only the 16-byte FIFO is used and 
the temporary holding register is not used. 


The FIFO is reset by a hard reset (RSTDRV assert- 
ed) or whenever the parallel port is placed in ISA- 
Compatible or PS/2-Compatible modes. Note that 
the FIFO threshold can only be changed when the 
parallel port is in ISA-Compatible or PS/2-Compati- 
ble mode. 


6.2.3.2 DMA Transfers 


The 82091AA contains parallel port DMA request 
(PPDREQ) and acknowledge (PPDACK #) signals to 
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communicate with a standard PC DMA controller. 
Before initiating a DMA transfer the direction bit in 
the PCON Register must be set to the proper direc- 
tion. To initiate DMA transfers, software sets the 
DMAEN bit to 1 and the SERVICEINTR bit to 0 in the 


ECR. The PPDREQ and PPDACK # signals will then 


be used to fill (forward direction) or empty (reverse 
direction) the FIFO. When the DMA controller reach- 
es terminal count and asserts the TC signal, an inter- 
rupt is generated and the SERVICEINTR bit is set to 
1. To reset the TC interrupt, software can either 
switch the mode to 000 or 001 or write the DMAEN 
bit to 0. 


In DMA mode, if 32 consecutive reads or writes are 
performed to the FIFO and PPDREQ is still asserted, 
the 82091AA negates PPDREQ for the length of the 
last PPDACK#/command pulse to force an arbitra- 
tion cycle on the ISA Bus. 


6.2.3.3 Reset FIFO and DMA Terminal Count 
Interrupt | 


The following operations are used to reset the paral- 
lel port FIFO and TC interrupt 


Function Reset Operations 

FIFO -Changing to modes 000 or 001 
-Hard reset 

FIFO Error §-Changing to modes 000 or 001 
-Hard reset 


TC Interrupt -Changing to modes 000 or 001 
-Setting DMAEN to 0 in ECR 


-Hard reset 


6.2.3.4 Programmed I/O Transfers 


Programmed I/O (non-DMA) can also be used for 
transfers between the host and the parallel port 
FIFO. Software can determine the read/write FIFO 
thresholds and the FIFO depth by accessing the 
FIFO in Test mode. To use programmed I/O trans- 
fers software sets the direction bit in the PCON Reg- 
ister to the desired direction and sets the DMAEN bit 
to 0 and the SERVICEINTR bit to 0 in the ECR. The 
parallel port requests programmed 1|/O transfers 
from the host by asserting IRQ5/IRQ7. 


In the reverse direction an interrupt occurs when 
SERVICEINTR=0 either 8 or 15 bytes (depending 
on threshold setting) are in the FIFO. IRQ5/IRQ7 
can be used in an interrupt-driven system. The host 
must respond to the interrupt request by reading 
data from the FIFO. 
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In the forward direction an interrupt occurs when 
SERVICEINTR=0 and there are either 8 or 1 byte 
locations available in the FIFO (depending on 
threshold setting). |RQ5/IRQ7 can be used in an in- 
terrupt-driven system. The host must respond to the 
interrupt request by writing data to the FIFO. 


6.2.3.5 Data Compression 


The 82091AA supports Run Length Encoded (RLE) 
decompression in hardware and can transfer com- 
pressed data to the peripheral. To transfer com- 
pressed data to the peripheral (forward direction), 
the compression count is written to the ECPAFIFO 
location and the data is written to the ECPDFIFO 
location. The most significant bit (bit 7) in the byte 
written to the ECPAFIFO Register informs the pe- 
ripheral whether the value is a channel address (bit 
7=1) or a run length count (bit 7=0). The RLE 
count in the ECPAFIFO (bits[6:0]) informs the pe- 
ripheral of how many times the data in the 
~ ECPDFIFO is to be repeated. An RLE count of 0 
indicates that only one byte of the data is present 
and a count of 127 indicates to the peripheral that 
the next byte should be expanded 128 times. An 
RLE count of 1 should be avoided as it will cause 
unnecessary expansions. Note that the 82091AA 
asserts AUTOFD # to indicate that PD[7:0] contains 
address/RLE instead of data. 


In the reverse direction, the peripheral negates the 
BUSY signal to indicate that PD[7:0] contains ad- 
dress/RLE. During an address/RLE cycle, the 
82091AA checks bit 7 to see if the next byte re- 


ceived needs to be decompressed. If bit 7 is 0, the 
ECRI7:5] 
ISA-Compatible | 000 
PS/2-Compatible 
Epp | NA 
ISA-Compatible FIFO 


Table 18. Parallel Port Summary. 


Parallel Port 
Control Signals 
Controlled By PCON 


|Output_ | Open Drain | ACKINTEN, | 
[Bi-directional | PushPull | ACKINTEN, | 
[Output | Push Pull | Always Enabled | | DMAEN _ 

[ECPTest 


PD[7:0] 
Direction 


Parallel Port 
Mode 


ECP Test 
ECP Configuration 


NOTES: 


Push Pull ‘| AlwaysEnabled| DMAEN 
Push Pull ACKINTEN DMAEN 
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82091AA decompresses (replicates) the next data 
received by the RLE count received on bits[6:0]. 


6.2.4 PARALLEL PORT EXTERNAL BUFFER 
CONTROL 


A multi-function signal (GCS #/PPDIR) is provided 
for controlling optional external parallel port data 
buffers. The PPDIR function is only available when 
the 82091AA configuration is in software mother- 
board (SWMB) mode. In this mode, this signal oper- 
ates as.a parallel port direction control signal 
(PPDIR). Note that, if any other configuration is used 
(SWAI, HWB, or HWE configuration modes), this 
multi-function signal operates as a game port chip 
select (GCS#). In SWMB, PPDIR is low when 
PD[7:0] are outputs and high when PD[7:0] are in- 
puts. Figure 44 shows an example of external buff- 
ers being used when the parallel port is in ECP 
mode. 


External buffering affects the ability of the port to 
read software security devices. Typically these soft- 
ware secutiry devices are designed to hold the data 
pins of the parallel port connector at either high or 
low logic levels when the pins are not being driven 
by the parallel port. The bit pattern read from the 
parallel port by the security software may not be cor- 
rectly transferred through the external buffer. 


6.2.5 PARALLEL PORT SUMMARY 


Table 18 summarizes the parallel port interrupt, 
DMA, and parallel port signal drive type for the vari- 


ous modes of operation. 
DMA Enable 


IRQ Enable 


DMAEN 


1. The selected IRQ pin (IRQ5/IRQ7) is enabled if ACKINTEN is enabled in the PCON Register. Otherwise, the IRQ pin is 


tri-stated. 


2..PPDREQ is enabled whenever the DMAEN bit is enabled in the ECR, independent of the parallel port mode. 
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7.0 SERIAL PORT 


The two 82091AA serial ports are identical. This 
section describes the serial port registers and FIFO 
operations. 


7.1 Register Description 


The register descriptions in this section apply to both 
serial port A and serial port B and provide a com- 
plete operational description of the serial ports. Ta- 
ble 19 shows the I/O address assignments for the 
serial port registers. The individual register descrip- 
tions follow in the order that they appear in the table. 
Note that serial port interrupt assignments (IRQ3 or 
IRQ4) and the base address assignments are made 
by 82091AA configuration as described in Section 
4.0, AIP Configuration. 


All registers are accessed as byte quantities. The 
base address is determined by hardware configura- 
tion at powerup (or a hard reset) or via software con- 
figuration by programming the 82091AA configura- 
tion registers as described in Section 4.0, AIP Con- 
figuration. Note that access to certain serial port reg- 
isters requires prior programming of the DLAB bit in 
- the Line Control Register (LCR). 
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During a hard reset (RSTDRV asserted), the 
82091AA registers are set to pre-determined de- 
fault states. The default values are indicated in the 
individual register descriptions. Reserved bits in the 
82091AA’s_ serial port registers must be pro- 
grammed to 0 when writing the register and these 
bits are 0. when read. The following bit notation is 
used for default settings: 


X Default bit position value is determined by 
conditions on an 82091AA signal pin. 


The following nomenclature is used for serial port 
register access attributes: , , 


RO Read Only. Note that for all registers with 
read only attributes, writes to the |/O address 
access a different register. . 

WO Write Only. Note that for all registers with 
write only attributes, reads to the |/O address 
access a different register. 

R/W Read/Write. A register with this attribute can 
be read and written. Note that some read/ 
write registers contain bits that are read only. 


Table 19. Serial Port Registers 


Register Address 
Access (AEN = 0) 
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Abbreviation Register Name 


| DLM_~—_—_—|_Divisor Latch MSB 


T 
a ae FIFO Control Register 


| SCR Scratch Pad Register 


Receiver Buffer Register 


Transmit Holding Register 
Divisor Latch LSB 


| LCR Line Control Register 


HR 
RBR 
DLL 
DLM 
FCR 
LCR . 
MCR 
LSR 
MSR 
SCR 


Modem Control Register 
Line Status Register 


Interrupt Identification Register 
Modem Status Register | 


a 
[Ro 
[Ro 
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Table 20. Serial Port Register Summary 


Transmitter 
Holding | 
Register 


Receiver 
Buffer 
Register 


a Data Bit 0 | Data Bit 0 
Data Bit 1 | Data Bit 1 
Line Status 


Data Bit 2 | Data Bit 2 
Interrupt 
3 Data Bit 3 | Data Bit 3 Enable Modem 
| Status Interrupt 


Interrupt 
Enable 
Register 


Enable Received 
Data Available 


Interrupt _ 
identification 
Register 


0 if Interrupt 
Pending 


FIFO Control 
Register 


FIFO Enable 


Line Control _ 
- Register 


Word Length 
Select Bit 0 


Interrupt 
Enable XMTR Interrupt ID Bit | RCVRFIFO | Word Length 
Holding Register Reset Select Bit 1 


Empty Interrupt 
Enable RCVR 


Number of Stop 
Bits 


XMIT FIFO 
Reset 


Interrupt ID Bit | DMAMode | Parity Enable 
(Non-FIFO=0) | Select | 
4 | 0s Reserved __| Event Parity Select 
| 5 | Data Bits | Data Bit 5 | 0s Reserved _| Stick Parity 


Data Bit 6 | Data Bit 6 FIFOs Enabled | RCVR Trigger | Set Break 

7 (Non-FIFO=0) | (LSB) © | | 

7 Data Bit 7 | Data Bit 7 FIFOs Enabled | RCVR Trigger | Divisor Latch 
(Non-FIFO=0) | (MSB) Access Bit (DLAB) 


Table 20. Serial Port Register Summary (Continued) 
Control Line Status Modem ScratchPad | Divisor Latch Divisor Latch 
Register Register Register 


Status 
Register 
Data Terminal | Data Ready Delta Clear to Bits — 
Ready (DTR) | (DR) Send 
1 Request to Overrun Error Delta Data Set Bit 1 Bit 1 
. | Send (RTS) (OE) Ready 
Out1Bit — | Parity Error | Trailing Edge Bit 2  Bit2 Bit 10 
: (PE) Ring Indicator : 

IRQ Enable Framing Error Delta Data Bit 3 Bit 11 
| (FE) Carrier Detect . 


Transmitter Data Set Bit 5 Bit 13 
Holding Register | Ready (DSR) . 
(THRE) 
6 Transmitter Ring Indicator Bit 6 Bitt4 
| Empty (TEMT) | (RI) 
7 | 0 Error in RCVR Data Carrier Bit 7 Bit 7 Bit 15 
| FIFO : Detect (DCD) 


Interrupt ID Bit 


Modem 
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7.1.1 THR(A,B)—TRANSMITTER HOLDING REGISTER 


|/O Address: Base +0h (DLAB=0) 
Default Value: 00h 
Attribute: Write Only 


Size: 8 bits 


The THR contains data to be transmitted out on the SOUT[A,B] signal line. Bit 0 is the least significant bit and 
is the first bit serially transmitted. If the serial word length is less than 8 bits (as selected in the LCR), the data 
word must be written to this register right-justified. Bit positions above the number of bits selected for the word 
size are discarded (not transmitted). 


a 
Transmit Data: Bits[7:0] correspond to SD[7:0]. 


7.1.2 RBR(A,B)—RECEIVER BUFFER REGISTER 


|/O Address: Base +0h (DLAB=0) 
Default Value: 00h 

Attribute: Read Only 

Size: 8 bits 


The RRB contains data received from the SIN[A,B] signal line. Bit 0 is the least significant bit and is the first bit 
serially received. If the serial word length is less than 8 bits (as selected in the LCR), the data word in this 
register is right-justified. Bit positions above the number of bits selected for the word size are 0. 


Bit] i eseription SS 
Receiver Data: Bits[7:0] correspond to SD[7:0]. 


7.1.3 DLL(A,B), DLM(A,B)—DIVISOR LATCHES (LSB AND MSB) REGISTERS 


1/O Address: Base +0h,1h (DLAB= 1) 
Default Value: 00h 

Attribute: Read/Write 

Size: 8 bits 


The 82091AA contains two independently programmable baud rate generators. The 24 MHz crystal oscillator 
frequency input is divided by 13, resulting in a frequency of 1.8462 MHz. This frequency is the input to each 
baud rate generator and is divided by the divisor of the associated serial pore The output frequency of the 
baud rate generator (BOUT[A,B]) is 16 x the baud rate. 


divisor # = (frequency input)/(baud rate x 16) 


The output of each baud rate generator drives the transmitter and receiver sections of the associated serial 
port. Two 8-bit latches per serial port store the divisor in a 16-bit binary format. These divisor latches must be 
loaded during initialization to ensure proper operation of the baud rate generator. Upon loading either of the 
divisor latches, a 16-bit baud counter is loaded. Tabie 21 provides decimal divisors to use with crystal frequen- 
cies of 24 MHz. Using a divisor of zero is not recommended. 


ADVANCE INFORMATION 2-99 


82091AA - 2 | intel - 


_Divisor Latch LSB (Least Significant Byte) | Base + 0h (DLAB=1) 


16-Bit Baud Counter (R/W) 


290486-—48 


Figure 48. Divisor Latches (LSB and MSB) Registers 
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7.1.4 IER(A,B)—INTERRUPT ENABLE REGISTER 


|/O Address: Base + 1h (DLAB=0) 
Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 


This register enables/disables interrupts for five types of serial port conditions. If a particular condition occurs 
whose interrupt is disabled in this register, the corresponding interrupt status bit in the IIR will not be set and 
an interrupt request (IRQ3 or IRQ4) will not be generated. | 


Default 


Receiver Data Available and 
Timeout Interrupts Enable (R/W) 
1=Enable 

0=Disable 


Transmitter Holding Register Empty 


Interrupt Enable (R/W) 
1=Enable 
0=Disable 


Receiver Line Status Interrupt Enable (R/W) 
1=Enable 
0=Disable 


Modem Status Interrupt Enable (R/W) 
1=Enable 
0=Disable 


Reserved 
290486-49 


Figure 49. Interrupt Enable Register 
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MODEM INTERRUPT ENABLE (MIE): When MIE = 1, the Modem Status Interrupt is enabled. When 


MIE =0, the Modem Status Interrupt is disabled. 


RECEIVER INTERRUPT ENABLE (RIE): When RIE = 1, the Receiver Line Status interrupt is 
enabled. When RIE = 0, the receiver line status interrupt is disabled. 


TRANSMITTER HOLDING REGISTER EMPTY INTERRUPT ENABLE (THEIE): When THREIE = 1, 
the Transmitter Holding Register Empty Interrupt is enabled. When THREIE = 0, the Transmitter 
Holding Register Empty Interrupt is disabled. 


RECEIVER DATA AVAILABLE INTERRUPT ENABLE AND TIMEOUT INTERRUPT ENABLE IN 
FIFO MODE (RAVIE): When RAVIE = 1, the Received Data Available Interrupt is Enabled. When 

RAVIE = 0, the Received Data Available Interrupt is disabled. In addition, in the FIFO Mode, this bit 
enables the Timeout Interrupt when set to 1 and disables the Timeout Interrupt when set to 0. 
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7.1.5 IIR(A,B)}—INTERRUPT IDENTIFICATION REGISTER 


1/O Address: Base +2h 
Default Value: Oth 
Attribute: Read Only 
Size: 8 bits 


This register provides interrupt status and indicates whether the serial port receive/transmit FIFOs are en- 
abled (FIFO mode) or disabled (non-FIFO mode). In order to provide minimum software overhead during data 
character transfers, the serial port prioritizes interrupts into four levels and records these in the Interrupt 
Identification Register. The four levels of interrupt conditions in order of priority are Receiver Line Status; 
Received Data Ready; Transmitter Holding Register Empty; and Modem Status. When the CPU accesses the 
IR, the serial port freezes all interrupts and indicates the highest priority pending interrupt to the CPU. While 
this CPU access is occurring, the serial port records new interrupts, but does not change its current mcteaten 
until the current access is complete. 


Default 


Interrupt Pending Status (RO) 
1=No Interrupt Pending 
O=Interrupt Pending 


Highest Priority Pending Interrupt (RO) 


see Text 


Timeout Interrupt Pending (RO) 
(FIFO Mode only) 
1=Pending 

=Not Pending 


Reserved 


FIFO Enable Status (RO) 
11=XMIT/RCVR FIFOs Enabled 


00=XMIT/RCVR FIFOs Disabled (non-FIFO mode) 
290486-50 


Figure 50. Interrupt Identification Register 
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FIFO MODE ENABLE STATUS (FIFOES): This status field indicates whether the serial port is in 
FIFO mode or non-FIFO mode (FIFO/non-FIFO mode is selected via the FCR). When FIFOES = 11, 
the serial port is in FIFO mode (FIFOs enabled). When FIFOES= 00, the serial port is in non- rIEO 
mode (FIFOs disabled). The 82091AA never sets this field to either =01 or 10. 


ESERVED 


TIMEOUT INTERRUPT PENDING (TOUTIP)—FIFO MODE ONLY: In the non-FIFO mode, this bit is 
0. In FIFO mode TOUTIP is set to 1 when no characters have been removed from or input to the 


receive FIFO during the last 4 character times and there is at least 1 character in the FIFO during 
this time. When a timeout interrupt is pending, the 82091AA sets this bit along with bit 2 of this 
register. 


HIGHEST PRIORITY INTERRUPT INDICATOR: This field identifies the highest priority interrupt 
pending as indicated in Table 22. 


INTERRUPT PENDING STATUS (IPS): This bit can be used in an interrupt environment to indicate 
whether an interrupt condition is pending. When IPS=0, an interrupt is pending and the IIR contents 
may be used as a pointer to the appropriate interrupt service routine. When IPS = 1, no interrupt is 
pending. 


Table 22. Interrupt Priority 


interrupt 
identification Interrupt Set and Reset Functions 
Register 


Priority Interrupt Interrupt Reset 


= ese Line jee Error, Parity aang the Line 
Status Error, Framing Error, or | Status Register 
Break Interrupt 
Second | Received Receiver Data Read Receiver Buffer 
Data Available | Available 


Second | Character No Characters Have Reading the Receiver 
Timeout Been Removed from or | Buffer Register 
Indication Input to the RCVR 

FIFO during the Last 4 
Char. Times and there 
is at least 1 Char. in it 
during this time 

Third Transmitter Transmitter Holding Reading the IIR 
Holding Register Empty Register (if Source or 
Register Interrupt) or Writing the 
Empty Transmitter Holding 

Register 
Fourth | Modem Status | Clear to Send or Data | Reading the Modem 
‘Set Ready or Ring Status Register 
Indicator or Data 
Carrier Detect. 
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7.1.6 FCR(A,B)—FIFO CONTROL REGISTER 


1/O Address: Base +2h 
Default Value: 00h 
Attribute: Write Only 
Size: 8 bits 


FCR is a write only register that is located at the same address as the IIR (the IIR is a read only register). FCR 
enables/disables the transmit/receive FIFOs, clears the transmit/receive FIFOs, and sets the receive FIFO 
trigger level. 


7 6 5 4 3 2 1 0 __Bit 
Cee [Tee] *] oe 


Transmit and Receive FIFOs Enable (WO) 
1=Both FIFOs Enabled | 
0=Both FIFOs Disabled 


Receive FIFO Reset (WO) 
(self-clearing) 

1=Clears All Bytes 

O=No Reset 


Transmit FIFO Reset (WO) 
(self-clearing) 

1=Clears All Bytes 

O0=No Reset 


— Not Used 
Reserved 


Receive Interrupt Trigger Level (WO) 
00=1 Byte 
01=4 Bytes 
10=8 Bytes 
11=14 Bytes 
290486-51 


Figure 51. FIFO Control Register 
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INTERRUPT TRIGGER LEVEL (ITL): The ITL field indicates the interrupt trigger level. When the 
number of bytes in the receive FIFO equals the interrupt trigger level programmed into this field and 
the Received Data Available Interrupt enabled (via the IER), an interrupt will be generated and the 
appropriate bits set in the IIR. 


Bits [7:6] Trigger Level (Bytes) 


00 01 (default) 
01 04 
10 08 


11 14 


NOT USED: Writing to this bit causes no change in serial port operations. The serial port does not 
support DMA operations. Note that the TXRDY # and RXRDY # pins are not available in the 
82091AA. ' 


RESET TRANSMITTER FIFO (RESETTF): When RESETTF is set to a 1, the FIFO counter is set to 
0. The shift register is not cleared. When the FIFO is cleared, the 82091AA sets this bit to 0. 


RESET RECEIVER FIFO (RESETRF): When RESETRF is set to a 1, the FIFO counter is set to 0. 
The shift register is not cleared. When the FIFO is cleared, the 82091AA sets this bit to 0. 


TRANSMIT AND RECEIVE FIFO ENABLE (TRFIFOE): TRFIFOE enables/disables the transmit 
and receive FIFOs. When TRFIFOE = 1, both FIFOs are enabled (FIFO Mode). When TRFIFOE =0, 
the FIFOs are both disabled (non-FIFO MODE). Writing a 0 to this bit clears all bytes in both FIFOs. 
When changing from FIFO mode to non-FIFO mode and vice versa, data is automatically cleared 
from the FIFOs. This bit must be written with a 1 when other bits in this register are written or the 
other bits will not be programmed. 
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77 LCR(A,B)—LINE CONTROL REGISTER 


1/O Address: Base +3h 
Default Value: 00h 
Attribute: Read/Write 
Size: : 8 bits 


This register specifies the format of the asynchronous data communications exchange. LCR also enables/dis- 
_ ables access to the Baud Rate Generator Divisor latches or the Transmitter Data Holding Register, Receiver 
Buffer Register, and Interrupt Enable Register. 


7 6 5§ 4 3 #=2 +41 #439 _ Bit 
po fo fofofo}o lo o | petaun 
Word Length Select (R/W) 
00=5 Data Bits 
01=6 Data Bits 


10=7 Data Bits 
11=8 Data Bits 


Stop Bit Select (R/W) 
1=1.5 Stop Bits if 5 Data Bits Selected or 

2 Stop Bits if 6, 7, or 8 Data Bits Selected 
0=1 Stop Bit / 


Parity Enable (R/W) | 
1=Enable 


0=Disabie 


Even Parity Selected (R/W) 
1=Even Parity 
0=Odd Parity 


Stick Parity (R/W) 
1=Enable 
0=Disable 


Break Control (R/W) 
1=Enable 7 
0=Disable 


Divisor Latch Access Bit (R/W) 
1=Enables Access to Divisor Latches 


O=Enables access to THR, RBR and IER 
290486-52 


Figure 52. Line Control Register 
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DIVISOR LATCH ACCESS BIT (DLAB): DLAB controls access to the Baud Rate Generator Divisor 
Latches (and to the Transmit Holding Register, Receiver Buffer Register and Interrupt Enable 
Register which are located at the same |/O addresses). When DLAB = 1, access to the two Divisor 
Latches is selected and access to the THR, RBR, and IER is disabled. When DLAB = 0, access to 
the two Divisor Latches is disabled and access to the THR, RBR, and IER is selected. 

During test mode operations, DLAB must be set to 1 for the BOUT signal to appear on the SOUT 
pin. 

BREAK CONTROL (BRCON): When BRCON = 1, a break condition is transmitted from the 
82091AA serial port to the receiving device. When BRCON = 1, the serial output (SOUT) is forced to 
the ‘spacing’ state (logical 0). BRCON only affects the SOUT signal and has no effect on the 
transmitter logic. Note that this feature permits the CPU to alert a terminal. If the following sequence 
is used, no erroneous characters will be transmitted because of the break. 


1. Wait for the transmitter to be idle (TEMT = 1). 


2. Set break (BRCON = 1) for the appropriate amount of time. If the transmitter will be used to time 
the break duration, then check that TEMT = 1 before clearing the BRCON. 


3. Clear break (BRCON = 0) when normal transmission has to be restored. 


During the break, the transmitter can be used as a character timer to accurately establish the break: 
duration by sending characters and monitoring THRE and TEMT. 


STICKY PARITY (STICPAR): STICPAR is the Stick Parity bit. When parity is enabled (PAREN = 1) 
this bit is used in conjunction with EVENPAR to select “Mark” or “Space” Parity. When bits PAREN, 
EVENPAR and STICPAR are 1, the parity bit is transmitted and checked as a 0 (Space Parity). If bits 


PAREN and STICPAR are 1 and EVENPAR is 0, the parity bit is transmitted and checked as a 1 
(Mark Parity). When STICPAR =O, stick parity is disabled. 


EVEN PARITY SELECT (EVENPAR): EVENPAR selects between even and odd parity. When parity 
is enabled (PAREN = 1) and EVENPAR =0, an odd number of 1s is transmitted or checked in the 
data word bits and parity bit. When parity is enabled and EVENPAR = 1, an even number of 1s is 
transmitted or checked. 


PARITY ENABLE (PAREN): This bit enables/disables parity generation and checking. When 
PAREN = 1, a parity bit is generated (transmit data) or checked (receive data) between the last data 
bit and stop bit of the serial data. (The Parity bit is used to produce an even or odd number of 1s 

_ when the data bits and the Parity bit are summed.) When PAREN = 0, parity generation and 
checking is disabled. 


STOP BITS (STOPB): This bit specifies the number of stop bits transmitted with each serial 
character. When STOPB = 0, one stop bit is generated in the transmitted data. When STOPB = 1 
and a 5-bit data length is selected, one and a half stop bits are generated. When STOPB = 1 and 
either a 6-, 7-, or 8-bit data length is selected, two stop bits are generated. The receiver checks the 
first Stop bit only, regardless of the number of Stop bits selected. 


SERIAL DATA BITS (SERIALDB): This field specifies the number of data bits in each transmitted or 
received serial character as follows: 
Bits[1:0] | Data Length 
00 5 Bits - Default 
01 6 Bits 
10 7 Bits 
11 8 Bits 
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7.1.8 MCR(A,B)}—MODEM CONTROL REGISTER 


|/O Address: Base + 4h 
Default Value: 00h a 
Attribute: Read/Write 
Size: 8 bits 


This register controls the interface with the modem or data set (or a peripheral device emulating a modem). 


7 5 4 3 2 1 0 Bt | 
Ce [oT Te [| on 
DTR# Signal Control (R/W) 


1=DTR# Asserted 
. 0=DTR# Negated 


RTS# Signal Control (R/W) 
1=RTS# Asserted 
0=RTS# Negated 


OUT1 Control (R/W) 
(AIP Does Not Have An OUT1 Signal) 
See Text For Loopback Operation 


IRQ3 and IRQ4 Enable (R/W) 
See Text for Loopback Operation 
1=Interrupts Enabled 
O=Interrupts Disabled 


Local Loopback Enable (R/W) 
1=Enable 
0=Disable 


Reserved . 
290486-53 


Figure 53. Modem Control Register 
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a 
RESERVED 


LOOPBACK MODE ENABLE (LME): LME provides a local loopback feature for diagnostic testing of 
the serial port module. When LME = 1, the following occurs: 


1. The transmitter Serial Output (SOUT) is set to the Marking (logic 1) state. 
2. The receiver Serial Input (SIN) is disconnected. 


3. The output of the Transmitter Shift Register is “looped back’ (connected) to the Receiver Shift 
Register. 


4. The four modem control inputs (DSR #, CTS#, RI and DCD #) are disconnected. 


5. The DTRC, RTSC, OUT1C, IE bits in the MCR are internally connected to DSRS, CTSS, RIS, and 
DCDS in MSR, respectively. 


6. The modem control output pins are forced to their high (inactive) state. 
7. Data that is transmitted is immediately received. 


This feature allows the CPU to verify the transmit and received data paths of the serial port. In the 
loopback mode, the receiver and transmitter interrupts are fully operational. The modem status 
interrupts are fully operational. The modem status interrupts are also operational, but the interrupt 
sources are the lower four bits of MCR instead of the four modem control inputs. Writing a 1 to any 
of these 4 MCR bits (bits[3:0]) causes an interrupt. In Loopback Mode the interrupts are still 
controlled by the Interrupt Enable Register. The IRQ3 and IRQ4 signal pins are tri-stated i in the 
loopback mode. 


INTERRUPT ENABLE (IE): When IE=1, the associated interrupt is enabled (either IRQ3 or IRQ4 as 
selected via the associated serial port configuration register - A or B). In Local Loopback Mode, this 
bit controls bit 7 of the Modem Status Register. 


OUT1 BIT CONTROL (OUT1C): This bit is the OUT1 bit. It does not have an output pin associated 
with it. It can be written to and read by the CPU. In Local Loopback Mode, this bit controls bit 6 of the 
Modem Status Register. 


REQUEST TO SEND CONTROL (RTS): This bit controls the Request to Send (RTS #) output. 
When RTSC = 1, the RTS# output is asserted. When RTSC=0, the RTS# output is negated. In 
Local Loopback Mode, this bit controls bit 4 of the Modem Status Register. 


DATA TERMINAL READY CONTROL (DTRC): This bit controls the Data Terminal Ready (DTR #) 
output. When DTRC= 1, the DTR# output is asserted. When DTRC=0, the DTR# output is 
negated. In Local Loopback Mode, this bit controls bit 5 of the Modem Status Register. 

NOTE: 
The DTR# and RTS # outputs of the serial port may be applied to an EIA inverting line driver (such 
as the DS1488) to obtain the proper polarity input at the modem or data set. 


7.1.9 LSR(A,B)—LINE STATUS REGISTER 


|/O Address: Base +5h 
Default Value: 60h 
Attribute: Read/Write 
Size: 8 bits 


This 8-bit register provides data transfer status information to the CPU. Note that the Line Status Register is 
intended for read operations only. Writing to this register is not recommended and could result in unintended 
operations. For this reason, the figure shows these bits as RO (read only). 
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Receiver Data Ready Status (RO) 
1=Character Ready To Be Read. 
O=No Character 
Overrun Error Status (RO) 
1=Overrun 
0=No Overrun 
Parity Error Status (RO) 


1=Parity Error 
0=No Parity Error 


Framing Error Status (RO) 


1=Framing Error 
O=No Framing Error 


Break Interrupt Status (RO) 
1=Received a Break 
0=No Break Received 
Transmitter Holding Register Status (RO) 
1=Ready For A Character 
0=Not Ready For A Character 
Transmitter Empty Status (RO) 
1=Empty 
0=Not Empty . 
FIFO Error Status (RO) 
1=Error 
O=No Error 


290486-54 


Figure 54. Line Status Register 
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FIFO ERROR STATUS (FIFOE): In the non-FIFO. Mode this is a 0. In the FIFO Mode, FIFOE is set to 
1 when there is at least one parity error, framing error, or break indication in the FIFO. FIFOE is set 
to 0 when the CPU reads the LSR, if there are no subsequent errors in the FIFO. 


TRANSMITTER EMPTY STATUS (TEMT): This bit is the Transmitter Empty (TEMT) indicator. When 
the Transmitter Holding Register (THR) and the Transmitter Shift Register (TSR) are both empty, the 
82091AA sets TEMT to a 1. When either the THR or TSR contains a data character, TEMT is set to 
a 0. The default is 0. In FIFO mode, this bit is set to 1 when the transmitter FIFO and the shift 
register are both empty. 
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ree[SSCS~*~—~SCS~S septic SSS 


TRANSMITTER HOLDING REGISTER STATUS (THRE): This bit is the Transmitter Holding 
Register Empty (THRE) indicator. THRE indicates that the serial port module is ready to accept a 
new character for transmission. In addition, this bit causes the serial port module to issue an 
interrupt to the CPU when the Transmit Holding Register Empty Interrupt enable is set to a 1. THRE 
is set to 1 when a character is transferred from the Transmitter Holding Register into the Transmitter 
Shift Register. THRE is set to 0 when the CPU loads the Transmitter Holding Register. In the FIFO 
mode, this bit is set to a 1 when the transmit FIFO is empty, and is set to 0 when at least 1 byte | is 
written to the transmit FIFO. 


BREAK INTERRUPT STATUS (BI): This bit is the Break Interrupt (BI) indicator. BI is set to a 1 when 
the received data input is held in the Spacing state (logic 0) for longer than a full word transmission 
time (that is, the total time of Start bit + data bits + Parity + Stop bits). When the CPU reads the 
contents of the Line Status Register, Bl is set to 0. 


In FIFO mode, this error is associated with the particular character in the FIFO associated with the 
Break. BI is indicated to the CPU when its associated character is at the top of the FIFO. When 
break occurs only one character is loaded into the FIFO. Restarting after a break is received 
requires the SIN pin to be a logical 1 for at least 1% bit times. 


NOTE: 
Bits[3:0] are the error conditions that produce a Receiver Line Status interrupt whenever any of the 
corresponding conditions are detected and that interrupt is enabled. 


FRAMING ERROR STATUS (FE): This bit is the Framing Error (FE) indicator. FE indicates that the 
received character did not have a valid stop bit. FE is set to a 1 when the stop bit following the last 
data bit or parity bit is O (spacing level). FE is set to O when the CPU reads the contents of the Line 
Status Register. 


In FIFO mode, this error is associated with the particular character in the FIFO that it applies to. This 
error is revealed to the CPU when its associated character is at the top of the FIFO. When a framing 
error is due to the next start bit, the serial port attempts to resynchronize. In this case, the serial port 
module samples this start bit twice and, if no FE exists, then the module takes in the rest of the bits. 


PARITY ERROR STATUS (PE): This bit is the Parity Error (PE) indicator. PE indicates that the 
received data character does not have the correct even or odd parity, as selected by the EVENPAR 
bit in the Line Status Register. When a parity error is detected, PE is set to 1. PE is set to 0 when the 
CPU reads the contents of the Line Status Register. In the FIFO mode, this error is associated with 
the particular character in the FIFO that it applies to. This error is indicated to the CPU when its 
associated character is at the top of the FIFO. 


OVERRUN ERROR STATUS (OE): OE indicates that data in the Receiver Buffer Register was not 
read by the CPU before the next character was transferred into the Receiver Buffer Register. In this 
case, the previous character is overwritten. When an overrun is detected, OE is set to 1. when the 
CPU reads the Line Status Register, OE is set to 0. This bit is read only. 

If the FIFO mode data continues to fill the FIFO beyond the trigger level, an overrun error will occur 
only after the FIFO is completely full and the next character has been received in the shift register. 
OE is indicated to the CPU as soon as it happens. The character in the shift register is overwritten, 
but it is not transferred to the FIFO. 


RECEIVER DATA READY STATUS (DR): DR is set to 1 when a complete incoming character has 
been received and transferred into the Receiver Buffer Register or the FIFO. When the data in the 
Receiver Buffer Register or FIFO is read, DR is set to 0. This bit is read only. 
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7.1.10 MSR(A,B)—MODEM STATUS REGISTER 


1/O Address: Base +6h 
- Default Value: XXXX 0000 
Attribute: Read/Write 


Size: 8 bits 


The MSR provides the current state of the control lines from the Modem (or peripheral device) to the CPU. 
Bits[7:4] provide the status of the DCD#, RI, DSR#, and CTS# Modem signals. In addition to the current- 
state information of the Modem signals, bits[3:0] provide change information for these signals. Bits[3:0] are 
set to a 1 when the corresponding input signal changes state. Bits[3:0] are set to a 0 when the CPU reads the 
_ Modem Status Register. 


Delta CTS# Status (RO) 
1=Change 
0=No Change 


Delta DSR# Status (RO) 
(Change Since Last CPU Read) 
1=Change 

0=No Change 


Trailing Edge of I# Status (RO) 
(Low-to-High Transition Since Last CPU Read) 
1=Change 

0=No Change 


Delta DCD# Status (RO) 
(Change Since Last CPU Read) 
1=Change 
0=No Change 

CTS# Status (RO) 


1=Asserted 
0=Negated 


DSR# Status (RO) 
1=Asserted 
0=Negated 

Ri# Status (RO) 

1=Asserted 

0=Negated 


DCD# Status (RO) 
1=Asserted 
0=Negated 
290486-55 


NOTE: 
X= Value determined by state of the corresponding modem control signal. 


Figure 55. Modem Status Register 
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DATA CARRIER DETECT STATUS: This bit is the compliment of the Data Carrier Detect (DCD #) 
input. If bit 4 of the MCR is set to a 1, this bit is equivalent to IRQ ENABLE in the MCR. 


RING INDICATOR STATUS: This bit is the compliment of the Ring Indicator (RI) input. If bit 4 of the 
MCR is set to a 1, this bit is equivalent to OUT1 in the MCR. | 


DATA SET READY STATUS: This bit is the compliment of the Data Set Ready (DSR #) input. If bit 4 
of the MCR is set to a 1, this bit is equivalent to DTR in the MCR. : | 


CLEAR TO SEND STATUS: This bit is the compliment of the Clear to Send (CTS #) input. If bit 4 of 
the MCR is set to a 1, this bit is equivalent to RTS in the MCR. 


DELTA DATA CARRIER DETECT STATUS: This bit is the Delta Data Carrier Detect (DDCD) | 


indicator. Bit 3 indicates that the DCD # input to the chip has changed state. 
NOTE: 
Whenever bit 0, 1, 2, or 3 is set to logic 1, a Modem Status Interrupt is generated. 


TRAILING EDGE OF RING INDICATOR STATUS: This bit is the Trailing Edge of Ring Indicator 
(TERI) detector. Bit 2 indicates that the RI # input to the chip has changed from a low to a high state. 


DELTA DATA SET READY STATUS: This bit is the Delta Data Set Ready (DDSR) indictor. Bit 1 
indicates that the DSR # input to the chip has changed state since the last time it was read by the 
CPU. | 


DELTA CLEAR TO SEND STATUS: This bit is the Delta Clear to Send (DCTS) indicator. Bit 0 
indicates that the CTS # input to the chip has changed state since the last time it was read by the 
CPU. 


7.1.11 SCR(A,B)—SCRATCHPAD REGISTER 


|/O Address: Base +7h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


This 8-bit read/write register does not control the serial port module in any way. It is intended as a scratchpad 
register to be used by the programmer to hold data temporarily. 


Description 


7:0 | SCRATCHPAD DATA: Bits[7:0] of this register correspond to SD[7:0]. 
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7.2 FIFO Operations 


This section describes the FIFO operations for inter- 
rupt and polled modes. 


7.2.1 FIFO INTERRUPT MODE OPERATION 


When the Receive FIFO and receiver interrupts are | 


enabled (FCRO= 1 and IERO= 1), receiver ee 
occur as follows: 


1. The receive data available interrupt is invoked 
when the FIFO has reached its programmed trig- 
ger level. The interrupt is cleared when the FIFO 
drops below the programmed trigger level. 


2. The IIR receive data available indication also oc- 

- curs when the FIFO trigger level is reached, and 
like the interrupt, the bits are cleared when the 
FIFO drops below the trigger level. 


3. The receiver line status interrupt (IIR-O6h), as be- 
fore, has higher priority than the received data 
available (IIR =04h) interrupt. 


4. The data ready bit (LSRO) is set as soon as a 
character is transferred from the shift register to 


the receive FIFO. This bit is set to 0 when the. 


FIFO is empty. 


When receiver FIFO and receiver interrupts are en- 


abled, receiver FIFO timeout interrupts occur as fol- — 


lows: 


' 1. A FIFO timeout interrupt occurs, if the following 
conditions exist: 


a. At least one character is in the FIFO. 


b. The most recent serial character received was 
longer than 4 continous character times ago (if 
2 stop bits are programmed, the second one is 
included in this time delay). 


c. The most recent CPU read of the FIFO was 
longer than 4 continous character times ago. 


The maximum time between a received charac- 
ter and a timeout interrupt is 160 ms at 300 
baud with a 12-bit receive character (i.e., 1 
start, 8 data, 1 parity, and 2 stop bits). 


2. Character times are calculated by using the RCLK 
input for a clock signal (this makes the delay pro- 
portional to the baud rate). 
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3. When a timeout interrupt occurs, it is cleared and 


the timer reset when the CPU reads one charac- 
ter from the receiver FIFO. 


4. When a timeout interrupt does not occur, the 
timeout timer is reset after a new character is re- 
ceived or after the CPU reads the receiver FIFO. 


When the transmit FIFO and transmitter interrupts 
are enabled (FCRO= 1, IER1 = 1), transmit interrupts 
occur as follows: 


1. The transmitter holding register interrupt occurs 
when the transmit FIFO is empty. The interrupt is 
cleared as soon as the transmitter holding regis- 
ter is written (1 to 16 characters may be written to 
the transmit FIFO while servicing the interrupt) or 
the IIR is read. 


Character timeout and receiver FIFO trigger level in- 
terrupts have the same priority as the current re- 
ceived data available interrupt. Transmit FIFO empty 
has the same priority as the current transmitter hold- 
ing register empty interrupt. 


7.2.2 FIFO POLLED MODE OPERATION 


With FIFO= 1, setting IER[3:0] to all Os puts the se- — 
rial port in the FIFO polled mode of: operation. Since 
the receiver and transmitter are controlled separate- 
ly, either one or both can be in the polled mode of 
operation. 


In this mode, software checks receiver and transmit: 
ter status via the LSR. As stated in the register de- 
scription: 

e LSRO is set as long as there is one mer in the 
receiver FIFO. 

e LSR1 and LSR4 specify which error(s) has oc- 
curred. Character error status is handled the 
same way as interrupt mode. The IIR is not af- 
fected since IER2=0. 

e LSR5 indicates when the transmitter FIFO is 
empty. 

e LSR6 indicates that both the Tahemitisr FIFO 
and shift register are empty. 


e LSR7 indicates whether there are any errors in 
the receiver FIFO. 
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8.0 FLOPPY DISK CONTROLLER 


The 82091AA’s Floppy Disk Controller (FDC) is 
functionally compatible with 82078/82077SL/ 
82077AA/8272A floppy disk controllers. During 
82091AA configuration, the FDC can be configured 
for either two drive support or four drive support via 
the FCFG1 Register. This section provides a com- 
plete description of the FDC when it is configured for 
two drive support. Additional information on four 
drive support is provided in Appendix A, FDC Four 
Drive Support. 


NOTE: 
For FDC compatibility and programming 
guidelines, refer to the 82078 Floppy Disk 
Controller Data sheet. 


8.1 Floppy Disk Controller Registers 


The FDC contains seven status, control, and data 
registers. Table 23 shows the I/O address assign- 
ments for the FDC registers and the individual regis- 
ter descriptions follow in the order that they appear 
in the table. The registers provide control/status 
information and data paths for transfering data be- 
tween the floppy disk controller interface and the 
8-bit host interface. In some cases, two different reg- 
isters occupy the same I/O address. In these cases, 
one register is read only and the other is write only 
(i.e., a read to the |/O address accesses one regis- 
ter and a write accesses the other register). 


All registers are accessed as byte quantities. The 
base address is determined by hardware configura- 
tion at powerup (or a hard reset) or via software con- 
figuration by programming the 82091AA configura- 
tion registers as described in Section 4.0, AIP Con- 
figuration. 
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During a hard reset (RSTDRV asserted), the 
82091AA registers are set to pre-determined de- 
fault states. The default values are indicated in the 


_ individual register descriptions. Reserved bits in the 


FDC registers must be programmed to 0 when writ- 


_ ing the register and these bits are 0 when read. The 


following bit notation is used for default settings: 


xX Default bit position value is determined by 
conditions on an 82091AA signal pin. 


The following nomenclature is used for register ac- 
cess attributes: 


RO Read Only. Note that for registers with read 
only attributes, writes to the |/O address have 
no affect on floppy disk operations. | 


WO Write Only. Note that for all FDC registers 
with write only attributes, reads of the I/O ad- 
dress access a different register. 


R/W Read/Write. A register with this attribute can 
be read and written. Note that individual bits in 
some read/write registers may be read only. 


Table 23 lists the register accesses that bring the 
FDC out of a powerdown state. All other registers 
accesses are possible without waking the part from 
a powerdown state and reads from these registers 
reflects the true status as shown in the register de- 
scription. For writes that do not affect the power- 
down state, the FDC retains the data and will subse- 
quently reflect it when the FDC awakens. Note that 
for accesses that do not affect powerdown, the ac- 
cess may Cause a temporary increase in FDC power 
consumption. The FDC reverts back to low power 
mode when the access has been completed. None 
of the extended registers effect the behavior of the 
powerdown mode. 
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FDC Register 
Address Access 


NOTES: . 

1. The base address is 3FOh (primary address) or 370 (secondary address). . 

2. While writing to the DOR or DSR does not wake up the FDC, writing any of the motor enable bits in the DOR or invoking 
a software reset (either via DOR or DSR reset bits) will wake up the FDC. 
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8.1.1 SRB—STATUS REGISTER B (EREG EN= 1) 


1/O Address: Base + 1th 
Default Value: RRRR RRXX 
Attribute: Read/Write 
Size: 8 bits 


SRB provides status and control information when auto powerdown is enabled. In the AT/EISA mode the SRB 
“is made available whenever the EREG EN bit in the POWERDOWN MODE Command is set to 1. When EREG 

EN bit is set to 0, this register is not accessible. In this case, writes have no affect and reads return indetermi- 
nate values. 


Default 


IDLE Status (RO) 
1=IDLE State 
0=Not in IDLE State 


Powerdown Status (RO) 
1=Powerdown State 
0=Not in Powerdown State 


Reserv 
served 290486-56 


NOTE: 
X= Value is determined by the state of the corresponding signal pin. 


Figure 56. Status Register B 


a 
RESERVED 


1 POWERDOWN STATUS (PD): This bit reflects the powerdown state of the FDC module. The 
82091AA sets PD to 1 when the FDC is in the powerdown state. When PD = 0, the FDC is not in the 


powerdown state. 


IDLE STATUS (IDLE): This bit reflects the idle state of the FDC module. The 82091AA sets IDLE to 
1 when the FDC is in the idle state. When IDLE =0, the FDC is not in the idle state. 
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8.1.2 DOR—DIGITAL OUTPUT REGISTER 


|/O Address: §_ Base + 2h 
Default Value: = = OOh 
Attribute: Read/Write 
Size: | 8 bits 


The Digital Output Register enables/disables the floppy disk drive motors, selects the disk drives, enables/dis- 
ables DMA, and provides a FDC module reset. The DOR reset bit and the motor enable bits have to be 
inactive when the FDC is in powerdown. The DMAGATE# and drive select bits are unchanged. During 
powerdown, writing to the DOR does not wake up the FDC, except for activating any of the motor enable bits. 
Setting the motor enable bits to 1 wakes up the FDC. 


NOTES: 

1. The descriptions in this section for DOR only apply when two-drive support is selected in the FCFG1 
Register (FDDQTY = 0). For four-drive support (FDDQTY = 1), refer to Appendix A, FDC Four Drive 
Support. 

_ 2. The drive motor can be enabled separately without selecting the drive. This permits the motor to 
come up to speed before selecting the drive. Note also that only one drive can be selected at a time. 
However, the drive should not be selected without enabling the appropriate drive motor via bits[5:4] 
of this register. 


7 6 5&5 4 38 2 1 +O Bit 
fo of o{o|o]o| o| o| betaun 
Drive Select (R/W) 
1=Drive 1 Selected 


0=Drive 0 Selected 
Reserved 


FDC Reset (R/W) 


0=Resets FDC 
1=Does Not Reset FDC 


DMA Enable (R/W) 
1=Enable 
0=Disable 


Motor Enable 0 (R/W) 
(for Drive 0) 
1=Enable 
0=Disable 
Motor Enable 1 (R/W) 
1=Enable 
0=Disable 


Reserved 
290486—57 


Figure 57. Digital Output Register 
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RESERVED: For a two-drive system, these bits are not used and have no affect on FDC operation. 
For a four drive system, see Appendix A, FDC Four Drive Support. 


MOTOR ENABLE 1 (ME1): This bit controls a motor drive enable signal. ME1 directly controls either 
the FDME1 # signal or FDMEO# signal, depending on the state of the BOOTSEL bit in the TDR. 
When ME1 = 1, the selected motor enable signal (FDME1 # or FDMEO #) is asserted and when 

ME1 = 0, the selected motor enable signal is negated. 


MOTOR ENABLE 0 (MEO): This bit controls a motor drive enable signal. ME1 directly controls either 
the FDME0O# signal or FDME1 # signal, depending on the state of the BOOTSEL bit in the TDR. 
When MEO = 1, the selected motor enable signal (FDME0# or FDME1 #) is asserted and when 
MEO =0, the selected motor enable signal is negated. 


DMA GATE (DMAGATE): This bit enables/disables DMA for the FDC. When DMAGATE= 1, DMA 
for the FDC is enabled. In this mode, FDDREQ, TC, IRQ6, and FDDACK# are enabled. When | 
DMAGATE = 0, DMA for the FDC is disabled. In this mode the IRQ6, and DRQ outputs are tri-stated 
and the DACK# and TC inputs are disabled to the FDC. Note that the TC input is only disabled to 
the FDC module. Other functional units in the 82091AA (e.g., parallel port or IDE interface) can still 
use the TC input signal for DMA activities. 


FDC RESET (DORRST): DORRST is a software reset for the FDC module. When DORRST is set to 
0, the basic core of the FDC and the FIFO circuits are cleared conditioned by the LOCK bit in the 
CONFIGURE Command. This bit is set to 0 by software or a hard reset (RSTDRV asserted). The 
FDC remains in a reset state until software sets this bit to 1. This bit does not affect the DSR, CCR - 
and other bits of the DOR. DORRST must be held active for at least 0.5 ws at 250 Kbps. This is less 
than a typical ISA I/O cycle time. Thus, in most systems consecutive writes to this register to toggle 
this bit allows sufficient time to reset the FDC. 


RESERVED: For a two-drive system, this bit is not used and must be programmed to 0. For a four 
drive system, see Appendix A, FDC Four Drive Support. 


DRIVE SELECT (DS): This selects the floppy drive by controlling the FDSO# and FDS1# output 
signals. DS directly controls FDS1 and FDSO as follows: 
Bit 0 Output Pin Status 
0 FDSO# asserted (FDS1 asserted if BOOTSEL = 1) 
1 FDS1# asserted (FDS1 asserted if BOOTSEL = 1) 


8.1.3 TDR—ENHANCED TAPE DRIVE REGISTER 


|/O Address: Base +3h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


This register allows the user to assign tape support to a particular drive during initialization. Any future refer- 
ences to that drive number automatically invokes tape support. A hardware reset sets all bits in this register to 
0 making drive 0 not available for tape support. A software reset via bit 2 of the DOR does not affect this 
register. Drive O is reserved for the floppy boot drive. Bits[7:2] are only available when EREG EN= 1; other- 
wise the bits are tri-stated. EREG EN is a bit in the POWERDOWN Command. 
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7 3 2 1 +O Bit 
Default 


Tape Select 0 (R/W) 
(for Drive 0) 
1=Selected 
0=Not Selected 
Tape Select 1 (RW) — 
(for Drive 1) 
1=Selected 
0=Not Selected 
Boot Drive Select (R/W) 
see Table 


Reserved 
290486-58 


Figure 58. Enhanced Tape Drive Register 


a8 
RESERVED 


BOOT DRIVE SELECT (BOOTSEL): The BOOTSEL bit is used to remap the drive selects and 
motor enables. The functionality is as described below: 


BOOTSEL Mapping 
0. DSO —> FDSO, MEO — FDMEO (default) 
DS1 — DS1, ME1 — FDME1 
1 DSO — DS1, MEO — FDME1. 


DS1 — FDSO, ME1 —> FDMEO 


Note that this mapping also applies to a four drive system (FDDQTY = 1 in the FCFG1 Register). Ina 
four drive system, only drive 0 or drive 1 can be selected as the boot drive. 


RESERVED: For a two-drive system, this bit is not used and must be programmed to 0. For a four 
drive system, see Appendix A, FDC Four Drive Support. 


TAPE SELECT (TAPESEL): This bit is used by software to assign logical drive number 1 tobe a 
tape drive. Other than adjusting precompensation delays for tape support, this bit does not affect the 
FDC hardware. The bit can be written and read by software as an indication of the tape drive 
assignment. Drive 0 is not available as a tape drive and | is reserved as the floppy disk boot drive. The 
tape drive assignment is as follows: 
Bit 0 Drive Selected 
0 None (all are floppy disk drives) 
1 Drive 1 is a tape drive. 
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8.1.4 MSR—MAIN STATUS REGISTER 


1/O Address: 


Default Value: 


Attribute: 
Size: 


Base + 4h 
OOh 

Read Only 
8 bits 


This read only register provides FDC status information. This information is used by software to control the 
flow of data to and from the FIFO (accessed via the FDCFIFO Register). The MSR indicates when the FDC is 
ready to send or receive data through the FIFO. During non-DMA transfers, this register should be read before 
each byte is transferred to or from the FIFO. 


After a hard or soft reset or recovery from a powerdown state, the MSR is available to be read by the host. The 
register value is 00h until the oscillator circuit has stabilized and the internal registers have been initialized. 
When the FDC is ready to receive a new command, MSR[7:0] = 80h. The worst case time allowed for the MSR 
to report 80h (i.e., RQM is set to 1) is 2.5 ws after a hard or soft reset. 


Main Status Register is used for controlling command input and result output for all commands. Some oon 
values of the MSR are: 


¢ MSR= 80H; The controller is ready to receive a command. 
¢ MSR= 90H; executing a command or waiting for the host to read status bytes (assume DMA mode). 
e MSR= DOH; waiting for the host to write status bytes. 


7 6 5 4 3 2 +1 + +O Bit 
of ofofofeo o| oe] o| oem 
Drive 0 Busy (RO) 


see Text 


Drive 1 Busy (RO) 
see Text 


Reserved 
Command Busy (RO) 


1=FDC Command in Progress 
0=No FDC Command in Progress 


Non DMA Mode (RO) 
see Text 


Data I/O Direction (RO) 
1=Host Data Read Required 
0=Host Data Write Required 


Request for Master (RO) 
1=Host can Transfer Data 


0=Data Transfer is not Permitted 
290486-59 


Figure 59. Main Status Register 
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REQUEST FOR MASTER (RQM): When RQM = 1, the FDC is ready to send/receive data through . 
the FIFO (FDCFIFO Register). The FDC sets this bit to 0 after a byte transfer and then sets the bit to 
1 when it is ready for the next byte. During non-DMA execution phase, RQM indicates the status of © 
IRQ6. ; 


DIRECTION I/O (DIO): When RQM = 1, DIO indicates the direction of a data transfer. When | 
DIO = 1, the FDC is requesting a read of the FDCFIFO. When DIO=0, the FDC is requesting a write 
to the FDCFIFO. 


NON-DMA (NONDMA): Non-DMA mode is selected via the SPECIFY Command. In this one: the 
FDC sets this bit to a 1 during the execution phase of a command. This bit is for polled data 
transfers and helps differentiate between the data transfer phase and the reading of result bytes. 


COMMAND BUSY (CMDBUSY): CMDBUSY indicates when a command is in progress. Whenthe 
first byte of the command phase is written, the FDC sets this bit to 1. CMDBUSY is set to 0 after the 
last byte of the result phase is read. If there is no result phase (e.g., SEEK or RECALIBRATE 
Commands), CMDBUSY is set to 0 after the last command byte is written. 


RESERVED: For a two-drive system, these bits are not used and must be programmed to 0. Fora 
four drive system, see Appendix A, FDC Four Drive Support. 


DRIVE 1 BUSY (DRV1BUSY): The FDC module sets this bit to 1 after the last byte of the command 
phase of a SEEK or RECALIBRATE Command is issued for drive 1. This bit is set to 0 after the host. 
reads the first byte in the result phase of the SENSE INTERRUPT Command for this drive. 


DRIVE 0 BUSY (DRVOBUSY): The FDC module sets this bit to 1 after the last byte of the command 
phase of a SEEK or RECALIBRATE Command is issued for drive 0. This bit is set to 0 after the host 
reads the first byte in the result phase of the SENSE INTERRUPT Command for this drive. 


8.1.5 DSR—DATA RATE SELECT REGISTER 


|/O Address: Base + 4h 
Default Value: 02h 
Attribute: Write Only 
Size: 8 bits 


The DSR selects the data rate, amount of write precompenstion, invokes direct powerdown, and invokes a 
FDC software reset. This write only register ensures backward compatibility with the Intel series of floppy disk 
controllers. Changing the data rate changes the timings of the drive control signals. To ensure that drive 
timings are not violated when changing data rates, choose a drive timing such that the fastest data rate will not 
violate the timing. 


In the default state, the PDOSC bit is low and the oscillator is powered up. When this bit is src senna toa, 
the oscillator is shut off. Hardware reset sets this bit to a 0. Neither of the software resets (via DOR or DSR) 
have any effect on this bit. Note that PDOSC should only be set to a 1 when the FDC module is in the 
powerdown state. Otherwise, the FDC will not function correctly and must be hardware reset once the oscilla- 
tor has turned back on and stabilized. Setting the PDOSC bit has no effect on the clock input to the FDC (the 
X1 pin). The clock input is separately disabled when the part is powered down. The Save Command checks 
the status of PDOSC. However the Restore Command will not restore this bit to a 1. 


Software resets do not affect the DRATE or PRECOMP bits. 
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Data Rate (R/W) 
00=500 Kbps 
01=300 Kbps 


10=250 Kbps 
11=1 Mbps 


Precompensation Delays (R/W) 

000=Default Precompensation Delay Values (see Text) 
001=41.67 ns 
010=83.34 ns 
011=125.00 ns 
100=166.67 ns 
101=208.33 ns 
110=250.00 ns 
111=0.00 ns (Disabled) 


Reserved 
Always Write to 0 


Powerdown (R/W) 


1=FDC in Powerdown 
0=FDC Powerdown Not Selected 


Software Reset (R/W) 
(Self-Clearing) 
1=Resets FDC 

0=Does Not Reset FDC 


290486-60 


Figure 60. Data Rate Select Register 
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SOFTWARE RESET (DSRRST): DSRRST operates the same as the DORRST bit in the DOR, 
except that this bit is self clearing. 


POWERDOWN (FPD): FPD provides direct powerdown for the FDC module. When FPD = 1, the 
FDC module enters the powerdown state, regardless of the state of the module. The FDC module is 
internally reset and then put into powerdown. No status is saved and any operation in progress is 
aborted. A hardware or software reset causes the 82091 AA to exit the FDC module powerdown 
state. 


RESERVED i | | 


PRECOMPENSATION (PRECOMP): Bits[4:2] adjusts the WRDATA output to the disk to 
compensate for magnetic media phenomena known as bit shifting. The data patterns that are 
susceptible to bit shifting are well understood and the FDC compensates the data pattern as it is 
written to the disk. The amount of precompensation depends on the drive and media but in most 
cases the default value is acceptable. The FDC module starts pre-compensating the data pattern 
starting on Track 0. The CONFIGURE Command can change the track where pre-compensating 
originates. | : 
Bits [4:2] Precompensation Delays (ns) 

000 Default mode 

001 41.67 

010 83.34 

011 125.00 

100 166.67 

101 208.33 

110 250 

111 0.00 (disabled) 


The default precompensation delay mode provides the following delays: 


DataRate Default Precompensation Delays (ns) 
1 Mbps 41.67 

0.5 Mbps 125.00 

0.3 Mbps 125.00 

0.25 Mbps 125.00 | 


DATA RATE SELECT (DRATESEL): DRATESEL[1:0] select one of the four data rates as listed 
below. The default value is 250 Kbps. 
Bits[1:0] Date Rate 
11 1 Mbps 
00 500 Kbps 
01 300 Kbps 
10 250 Kbps - default 
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8.1.6 FDCFIFO—FDC FIFO (DATA) 


i/O Address: Base + 5h 


Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


All command parameter information and disk data transfers go through the 16-byte FIFO. The FIFO has 
programmable threshold values. Data transfers are governed by the RQM and DIO bits in the MSR. At the start 
of a command, the FIFO action is always disabled and command parameters must be sent based upon the 
RQM and DIO bit settings. At the start of the command execution phase, the FDC clears the FIFO of any data 
to ensure that invalid data is not transferred. An overrun or underrun will terminate the current command and 
the transfer of data. Disk writes complete the current sector by generating a 00 pattern and valid CRC. 


The FIFO defaults to an 8272A compatible mode after a hardware reset (via RSTDRV pin). Software resets 
(via DOR or DSR) can also place the FDC into 8272A compatible mode, if the LOCK bit is set to 0 (see the 
definition of the LOCK bit) maintaining PC-AT hardware compatibility. The default values can be changed 
through the CONFIGURE Command (enable full FIFO operation with threshold control). The FIFO provides 
the system a larger DMA latency without causing a disk error. The following table gives several examples of 
the delays with a FIFO. The data is based upon the formula: Threshold# x 1/DATA RATE xX 8 — 1.5 
ws = DELAY. 


16 Byte FIFO 


/7 O\ Bit 


Disk Data or FDC Commands (R/W) 


Figure 61. FDC FIFO 


FIFO DATA: Bits[7:0] correspond to SD[7:0]. 


290486-61 
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8.1.7 DIR—DIGITAL INPUT REGISTER. 


1/O Address: Base +7h 
Default Value: OOh 
Attribute: Read Only 
Size: 8 bits 


This register is read only in all modes. In PC-AT mode only bit 7 is driven and all other bits remain tri-stated. 


Not Used (RO) 
(Tri-Stated During Reads) 


Disk Change (RO) 
1=Disk Change (DSKCHG# Signal Asserted) 


0=No Disk Change (DSKCHG# Signal Negated) 
290486-62 


Figure 62. Digital Input Register 


a 
DISK CHANGE (DSKCHG): This bit monitors a disk change in the floppy disk drive. DSKCHG is set 


‘to a 1 when the DSKCHG # signal on the floppy interface is asserted. DSKCHG is set to a 0 when 
the DSKCHG# signal on the floppy interface is negated. During powerdown, this bit is invalid. 


| 6:0 NOT USED: These bits are tri-stated during a read. | 
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8.1.8 CCR—CONFIGURATION CONTROL REGISTER 


1/O Address: Base +7h 
Default Value: 02h 
Attribute: Write Only 
Size: 8 bits 


This register sets the data rate. 


Data Rate (WO) 
00=500 Kbps 
01=300 Kbps 


10=250 Kbps 
eiate®) 11=1 MBps 


Not Used 


290486-63 


Figure 63. Configuration Control Register 
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8.2 Reset 


There are four sources of FDC reset—a hard reset 
via the RSTDRV signal and three software resets 
(via the FCFG2, DOR, and DSR Registers). At the 
end of the reset, the FDC comes out of the power- 
down state. Note that the DOR reset condition re- 
mains in effect until software programs the DORRST 
bit to 1 in the DOR. All operations are terminated 
and the FDC enters an idle state. Invoking a reset 
while a disk write activity is in progress will corrupt 
the data and CRC. On exiting the reset state, various 
internal registers are cleared, and the FDC waits for 
a new command. Drive polling will start unless dis- 
abled by a new CONFIGURE Command. 


8.2.1 HARD RESET AND CONFIGURATION 
| REGISTER RESET 


A hard reset (asserting RSTDRV) and a software re- 
set through the FCFG2 Registers have the same af- 
fect on the FDC. These resets clear all FDC regis- 
ters, except those programmed by the SPECIFY 
command. The DOR reset bit is enabled and must 
be set to 0 by the host to exit the reset state. 


8.2.2 DOR RESET vs DSR RESET 


The DOR and DSR resets are functionally the same. 
The DSR reset is included to maintain 82072 com- 


patibility. Both reset the 8272 core, which affects. 


drive status information. The FIFO circuits are also 
reset if the LOCK bit is a 0 (see definition of the 
LOCK bit). The DSR reset is self-clearing (exits the 
reset state automatically) while the DOR reset re- 
mains in the reset state until software writes the 
DOR reset bit to 0. DOR reset has precedence over 
the DSR reset. The DOR reset is set automatically 
when a hard reset or configuration reset occurs. 
Software must set the DOR reset bit to 0 to exit the 
reset state. 


The AC Specifications gives the minimum amount of 
time that the DOR reset must be held active. This 
‘amount of time that the DOR reset must be held 
active is dependent upon the data rate. FDC re- 
quires that the DOR reset bit must be held active for 
at least 0.5 ws at 250 Kbps. This is less than a typi- 
cal ISA !/O cycle time. 
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8.3 DMA Transfers — 


DMA transfers are enabled with the SPECIFY Com- 
mand. When enabled, The FDC initiates DMA trans- 
fers by asserting the FDDREQ signal during a data 
transfer command. The FIFO is enabled directly by 
asserting FDDACK# and addresses need not be 
valid. 


8.4 Controller Phases 


The FDC handles commands in three phases—com- 
mand, execution and result. Each phase is de- 
scribed in the following sections. When not process- 
ing a command, the FDC can be in the /dle, drive 


_ polling or powerdown state. This section describes 


the command, execute and result phases. 


8.4.1. COMMAND PHASE 


After a reset, the FDC enters the command phase 
and is ready to accept a command from the host. 
For each of the commands, a defined set of com- 
mand code bytes and parameter bytes must be writ- 
ten to the FDC (as described in Section 8.8, Com- 
mand Set Description) before the command phase 
is complete. These bytes of data must be trans- 
ferred in the order described. 


Before writing to the FDC, the host must examine 
the RQM and DIO bits of the Main Status Register. 
RQM must be 1 and DIO must be 0, before com- 
mand bytes may be written. The FDC sets RQM to 0 
after each write cycle and keeps the bit at 0 until the 
received byte is processed. After processing the 
byte, the FDC sets RQM to 1 again to request the 
next parameter byte of the command, unless an ille- 
gal command condition is detected. After the last 
parameter byte is received, RQM remains 0, and the 
FDC automatically enters the next phase (execution 
or result phase) as defined by the command defini- 
tion. 


The FIFO is disabled during the command phase to 
retain compatibility with the 8272A, and to provide 
for the proper handling of the Invalid Command con- - 
dition. 
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8.4.2 EXECUTION PHASE 


The following paragraphs detail the operation of the 
FIFO flow control. In these descriptions, threshold is 
defined as the number of bytes available to the FDC 
when service is requested from the host, and ranges 
from 1 to 16. The FIFOTHR parameter, which the 


user programs, is one less and ranges from 0 to 15. 


A low threshold value (e.g., 2) results in longer peri- 
ods of time between service requests but requires 
faster servicing of the request for both read and 
write cases. The host reads (writes) from (to) the 
FIFO until empty (full), then the transfer request 
goes inactive. The host must be very responsive to 
the service request. This is the desired case for use 
with a “fast” system. 


A high value of threshold (e.g., 12) is used with a 
“sluggish” system by affording a long latency period 
after a service request, but results in more frequent 
service requests. 


8.4.2.1 Non-DMA Mode Transfers from the FIFO 
to the Host 


The IRQ6 pin and RQM bits in the Main Status Reg- 
ister are activated when the FIFO contains 16 (or set 
threshold) bytes, or the last bytes of a full sector 
transfer have been placed in the FIFO. The IRQ6 pin 
can be used for interrupt driven systems and RQM 
can be used for polled sytems. The host must re- 
spond to the request by reading data from the FIFO. 
This process is repeated until the last byte is trans- 
ferred out of the FIFO, then FDC negates the IRQ6 
pin and RQM bit. 


8.4.2.2 Non-DMA Mode Transfers from the Host 
to the FIFO 


The IRQ6 pin and RQM bit in the Main Status Regis- 
ter are activated upon entering the execution phase 
of data transfer commands. The host must respond 
to the request by writing data into the FIFO. The 
IRQ6 pin and RQM bit remain true until the FIFO 
becomes full. They are set true again when the FIFO 
has (threshold) bytes remaining in the FIFO. The 
IRQ6 pin is also negated if TC and DACK# both go 
inactive. The FDC enters the result phase after the 


last byte is taken by the FDC from the FIFO (i.e. 


FIFO empty condition). 


ADVANGE INFORMATION 


82091AA 


8.4.2.3 DMA Mode Transfers from the FIFO to | 
the Host 


The FDC asserts the FDDREQ signal when the FIFO 
contains 16 (or set threshoid) bytes or the last byte 
of a full sector transfer has been placed in the FIFO. 
The DMA controller must respond to the request by 
reading data from the FIFO. The FDC negates 
FDDREQ when the FIFO is empty. FDDREQ is neg- 
ated after FDDACK# is asserted for the last byte of 
a data transfer (or on the active edge of RD#, on 
the last byte, if no edge is present on FDDACK #). 


NOTE: 
FDDACK# and TC must overiap for at least 
50 ns for proper functionality. A data under- 
run may occur if FODDREQ is not removed in 
time to prevent an unwanted cycle. , 


8.4.2.4 DMA Mode Transfers from the Host to 
the FIFO 


The FDC asserts FDDREQ when entering the exe- 
cution phase of data transfer commands. The DMA 
controller must respond by asserting FDDACK# and 
WR#_ signals and placing data in the FIFO. 
FDDREQ remains asserted until the FIFO becomes 
full. FDDREQ is again asserted when the FIFO has 
(threshold) bytes remaining in the FIFO. The FDC 
also negates the FDDREQ when the FIFO becomes 
empty (qualified by DACK# and TC overlapping by 
50 ns) indicating that no more data is required. 
FDDREQ is negated after FDDACK # is asserted for 
the last byte of a data transfer (or on the active edge 
of WR# of the last byte, if no edge is present on 
DACK#). A data overrun may occur if FDDREQ is 
not removed in time to prevent an unwanted cycle. 
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8.4.3 DATA TRANSFER TERMINATION 
The FDC supports terminal count explicitly through 


the TC signal and implicitly through the underrun/ © 


overrun and end-of-track (EOT) functions. For full 
sector transfers, the EOT parameter can define the 
last sector to be transferred in a single or multi-sec- 


tor transfer. If the last sector to be transferred is a. 


partial sector, the host can stop transferring the data 
in mid-sector and the FDC will continue to complete 
the sector as if a hardware TC was received. The 
only difference between these implicit functions and 
TC is that they return ‘‘abnormal termination” result 
status. Such status indications can be ignored if they 
were expected. 


NOTE: 
When the host is sending data to the FIFO, 
the internal sector count will be complete 
when the FDC reads the last byte from its 
_ side of the FIFO. There may be a delay in 
the removal of the transfer request signal of 
up to the time taken for the FDC to read the 
last 16 bytes from the FIFO. The host must 
be able to tolerate this. In a DMA system, 
FDDREQ is removed (negated) as soon as 
TC is received indicating the termination of 
_ the transfer. The reception of TC also gener- 
— ates an interrupt on IRQ6. However, in a 
non-DMA system the interrupt will not be 
generated until the FIFO is empty. 
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The generation of IRQ6 determines the beginning of 
the result phase. For each of the commands, a de- 
fined set of result bytes has to be read from the FDC 
before the result phase is complete (refer to Section 
8.5, Command Set/Descriptions). These bytes of 
data must be read out for another command to start. 


RQM and DIO must both be 1 before the result bytes 
may be read from the FIFO. After all the result bytes © 
have been read, RQM=1, DIO=0, and CMDBU- 
SY =0 in the MSR. This indicates that the FDC is 
ready to accept the next command. | 


8.5 Command Set/Descriptions 


Commands can be written whenever the FDC is in 
the command phase. Each command has a unique 
set of needed parameters and status results. The 
FDC checks to see that the first byte is a valid com- 
mand and, if valid, proceeds with the command. If it 
was invalid, the next time the RQM bit in the MSR 
register is 1 the DIO and CB bits will also be 1, indi- 
cating the FIFO must be read. A result byte of 80h 
will be read out of the FIFO, indicating an invalid 
command was issued. After reading the result byte 
from the FIFO, the FDC returns to the command 
phase. Table 23 shows the FDC Command set. 


ADVANCE INFORMATION 


| ntel | | 82091AA 


& 


Table 24. FDC Command Set 


Phase | R/W : Remarks 


D7 D6 D5 D4 D3 D2 D1 DO 
Read Data 


1 1 0 | Command Codes 
HDS DS1 DSO 
Sector ID 
Information Prior to 
Command 
Execution 


Command 


Ww 
Ww 
W 
Ww 
Ww 
Ww 
W 
W 
W 


Execution Data Transfer 
Between the FDD 
and System 


Status Information 
After Command 
Execution 


Result 


Sector ID 
Information After 
Command | 
Execution 


DVVIIIAD 


Command 1 0 0 Command Codes 
HDS DS1 DSO 
Sector ID 
Information Prior to 
Command 
Execution 


Execution Data Transfer 
Between the FDD 
and System 


Status Information 
After Command 
Execution 


Result 


Sector ID 
Information After 
Command 
Execution 


DVUVDVIDIIID 
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Tabie 24. FDC Command Set (Continued) 


; . Data Bus . 
Phase | R/W : 3 
D7 D6 D5 D4 D3 D2 D1 DO 


Write Data 
0 4 0 1 
0 HDS DS1 DSO 
eeeUadbaeeneee- Me .etvumennoas en aioe Sector ID 
‘eliwteseiavenehes: $j, qq Woeuetued bie atinadies Information Prior to 
Ssintone mesa teeuee . Command 

Execution 


Command Command Codes 


CO Oi i 


Cr c,h SD 


SZ=tzzz 22222 


Data Transfer 
Between the FDD 
and System 


Execution 


Scatemeeeeeeeee. ‘SRO  .waremewetencamnens Status Information 
Chto tues Maret. “SIE 8 “vee Shahi eonemery o tas After Command 
CaMestuieewedie.. |... 9062. | atacand ....e.. | Execution 
ESeaGGauimeneeae 0 060|0|€|€|€|€UCUE ll tttt(‘éC A A Sector ID 
Gate eeeeee WA Breet Rudetadweas Information After 
Lemumetdichntetete. TIS  adtadeettorss weeeeeeee. | Command 
| Execution 


| } Write Deleted Data | 2 


MT MFM 0 0 1 0 0 1 Command Codes 
0 HDS DSi DSO 
iRidcwameeaaeie -~M  =deiehaeaahcis ....... | Sector ID 
akhaddtewmaigunaetet Sie = 8 § — , aominbrcnsiare Stamens Information Prior to 
indatameewauiewion ... “WR. ( (ttt:tC(‘“«‘é RIB re ‘Command 
Execution 


DUVUDMDVIIID 


Ce 2 ee 2 | 


oereeevoeoceere se ee oe we oe wo wo ooo er ee ee ow we ee we Oe ew 


ee sy 


S555 35555 


Ce i SD 


Data Transfer 
Between the FDD 
and System 


Execution 


Sivtetiuuenmees . Fee  ubeteiu se eee Status Information 
Ghee eee sei meee eres triacs. After Command 
idattatetowenMiae SOASE | Riadiedi aetna 5 Execution 
Aes sige ata gad Sake | (eines te suerte eet OOCIOL IL 
sete hel ‘eae, ce, --"sauatataaecoenate Saaeal Information After 
auyeidweaaee .  lNMe #§§§ |  . @thatedtetec cama gig *.... | Command 
Execution 


Result 


yvpuvuUvID 
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Table 24. FDC Command Set (Continued) 


R/W Data Bus 
D7 D6 D5 D4 D3 D2 D1 DO 


Read Track 


0 1 QO |Command Codes 
HDS DS1 DSO 
Sector ID 
information Prior to 
| Command 
Execution 


Execution Data Transfer 
Between the FDD 
and System. FDC 
Reads All Sectors 
From Index Hole 
to EOT ~ 


Status Information 
After Command 
Execution 


Sector ID 
Information After 
Command 
Execution 


R 
R 
R 
R 
R 
R 
R 


Command Codes 
HDS DS1 DSO 
Sector ID 
Information Prior to 
Command 
Execution 


EOT 
GPL 
DTL/SC 
Execution Data Transfer 
Between the FDD 
and System 


Status Information 
After Command 
Execution 


Result 


Sector ID 
information After 
Command 
Execution 


DUDDIIVA 
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Table 24. FDC Command Set (Continued) 


| Data Bus 
Phase |R/W | : 

D7 D6 D5 D4 D3 D2 D1 DO | 
Command| W 0 0 0 1 0 0 0 0 |Command Codes — | 
Result W 1 0 0 1 0 0 0 Q |Enhanced Controller 


| Format Track 
7 q 1 0 1 |Command Codes 


| 0 
wivagteaseesawtene. ~ NE. § * gavenmgircdatome ses Bytes/Sector 
Oe eee ee eee | dae eee eeeeeeeeee | SOCtor/Cylinder 
Koh we WEG bates ean : ioc Sawaeneeseed: | Gap sO 
RdaWtame@aanems:  O'  -— inna nmunle acre ares Filler Byte 
Execution 
FOrEACh 1 W disseslestuarnmameae.  - j- = aihwuraeewesamaeaion 
Sector emigre cen! igure do ae Ree ae 4 Input Sector 
Repeat: | W |............. qlee GR = Sriidoennaieteis bas ...| Parameters 
FDC Formats an 
Entire Cylinder 


Status Information 
after Command 
Execution 


Undefined 
Undefined 
Undefined 
Undefined 


0 ‘Command Codes 
HDS DSi DSO 


Sector ID 
information Prior 
to Command 
Execution 


Execution 
Data Compared 
Between the FDD 
and Main-System 


Status Information 
After Command 
Execution 


Sector ID 
Information After 
Command 
Execution 
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Table 24. FDC Command Set (Continued) 


ean Low or Saal 


0 0 1 Command Codes 
HDS DS1 DSO 
Sector ID 
Information Prior 
to Command 
Execution 


Execution . 
Data Compared 
Between the FDD 
and Main-System 


Result Status Information 
After Command 
Execution | 


Sector ID 
Information After 
Command | 
Execution . 


1 0 1 Command Codes 
HDS DS1 DSO 
Sector ID 
Information Prior 
to Command 
Execution 


Execution 
Data Compared 
Between the FDD 
and Main-System 


Result Status Information 
After Command - 
Execution 


Sector ID 
Information After 
Command 
Execution 


1 | Command Codes 
DSO DSi | Enhanced 
Controller 


Execution Head Retracted to | 
. Track O Interrupt 
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Table 24, FDC Command Set (Continued) 


_ intel. 
: Data Bus 
D7 D6 D5 D4 | D3 D2 D1 DO 


Sense Interrupt Status 


Command Codes — 


Status Information 
at the End of Each 
Seek Operation 


Command Codes 


Command Codes 


HDS DSi DSO 
Status Information 
About FDD ~ 


Result 


Drive Specification Command 


| 1 0 }|Command Code 
FD1 FDO PTS DRT1 DRTO DT1i DTO 
a : : |0-4 bytes issued 
0 0 0 0 
Result DRT1i DRTO DT1~ ODTO | DrivedO 
DRT1 DRTO DT1  DTO | Drive 1 

0 0 0 0 |RSVD 

0 0 0 0 |RSVD 


1 1 1 Command Codes 
HDS DS1 DSO 7 an 
Head is Positioned 
Over Proper 
Cylinder on Diskette 


0 Command Code 
0 0 
EIA EFIFO POLL 
PRETRK 


1 1 1. | Command Code 


HDS DS1 DSO 
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Table 24. FDC Command Set (Continued) 


Data Bus . | 


Note: Registers 
Execution placed in FIFO 


Result  PCN-Drive 0 
PCN-Drive 1 


PCN-Drive 2 


PCN-Drive 3 


POLL 
PRETRK 


Command| W 1 0 Commands 

W HDS DSs1 DSO 
The First Correct ID 
Information on the 
Cylinder is Stored in 
Data Register 


Status Information 
After Command 
Execution 


Disk Status After the 
Command has 
Completed 


DVDIIIID 


Perpendicular Mode 


Command; W 0 0 0 1 0 0 1 0 Command Codes 
W OW 0 0 0 D1 DO GAP WGATE 


. Lock 
Command} W |LOCK 0 0 1 0 1 0 0 Command Codes 
Result R 0 6) 0 LOCK 0 0 0 0 
Command} W 
Result R 


Command Code 
Part ID Number 


Command Code 
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Table 24. FDC Command Set (Continued) 


Data Bus ; 7 
R/W : | Remarks 
D7 D6 D5 D4 D3 D2 D1 DO | 
Command Code > 


Command Code 


R |RSVD RSVD PD PC2 PC1 PCO DRATE1 DRATEO|]Save Information to 
| Reprogram the FDC 


PCN-Drive 0 
~PCN-Drive 1 
PCN-Drive 2 
PCN-Drive 3 


GAP WGATE 


EIS EFIFO POLL — FIFOTHR 
PRETRK | 
RSVD FDI MIN AUTO 
TRI DLY 


PCN-Drive 0 
PCN-Drive 1 
PCN-Drive 2 
PCN-Drive 3 


0 
EIS EFIFO POLL 
PRETRK 


RSVD FDI MIN 
TRI DLY 


DISK/STATUS 
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Table 24. FDC Command Set (Continued) 


Remarks 
Format and Write 


0 1 | 0 1 | Command Code 
HDS DSi DSO 


eer ev eeeveere eee ee eee 


eeoevv ep eee eevee ere ves 


eoeeseoevee eee ee ee ees 


oeoereereeveeeeeee verve 


Execution re eee ee ee ee Input 
repealed: | Witscetrewewaeeskesee § I: qj |. . -bvsiheSawencawsaaes Sector 
MOFGOAGH | Ws Wiaatueeaswemeeetete ‘TR $$ =  spiarearbentrentakmtaess Parameters 
Sector = Woeitwedéstetedseeeeeed.. uN . . . . .meeeee Date bicasawnais 
Data Transfer Of N Bytes 


FDC Formats and 
Writes Entire Track 


SEO j- Stes smousmathewaas 
Sei - <@¢exSeneeeleunaues 
Ste: 0 hae Bees Naess 
Undefined —«—_—_—__c ccc cece cee eens 
Undefined —=—send.n cece eee eee 
Undefined —«—_—__dn. cece cece ee ee 
Undefined —ssan cece ee eee eee 


Invalid 


Invalid Command 
Codes (Noop—FDC 
goes into Standby 
State) 


Command} W 


esa [A 
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Parameter Abbreviations . 


Symbol 
AUTO PD 


DIR # 


DSO, DS1 


DTL 


DRATE[0:1] 
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Description A | 7 


AUTO POWERDOWN CONTROL: When AUTO PD=0, automatic powerdown is disabled. 
When AUTO PD=1, automatic powerdown is enabled. 


CYLINDER ADDRESS: The currently selected cylinder address, 0 to 255. 


DRIVE SELECT 0-1: Designates which drives are Perpendicular drives. A 1 indicates Per- 
pendicular drive. 


DATA PATTERN: The pattern to be written in each sector data field during formatting. 


DONE: This bit indicates that this is the last byte of the drive specification command. The 
FDC checks to see if this bit is 1 or 0. When DN=0, the FDC expects more bytes. 


DN=0 FDC expects more subsequent bytes. 


_ DN=1 Terminates the command phase and enters the results phase. An additional benefit 


is that by setting this bit to 1, a direct check of the current drive specifications can be 
done. | 


DIRECTION CONTROL: When DIR#=0, the head steps out from the spindle during a 
relative seek. When DIR # = 1, the head steps in toward the spindle. 


DISK DRIVE SELECT: 


*Available when FDDQTY=1 in the FCFG1 Register (see Appendix A, FDC Four Drive 
Support) | 

SPECIAL SECTOR SIZE: By setting N to zero (00), DTL may be used to control the number 
of bytes transferred in disk read/write commands. The sector size (N= 0) is set to 128. If the 
actual sector (on the diskette) is larger than DTL, the remainder of the actual sector is read 
but is not passed to the host during read commands; during write commands, the remainder 
of the actual sector is written with all zero bytes. The CRC check code is calculated with the 
actual sector. When N is not zero, DTL has no meaning and should be set to FFh. 


DATA RATE: Data rate values from the DSR register. 
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Symbol 
DRTO, DRT1 


DT0,DT1 
EC 
EFIFO 
EIS 

EOT 
EREG EN 


FDI TRI 


82091AA 


Description 


DATA RATE TABLE SELECT: These two bits select between the different data rate tables. 
The default is the conventional table. These also provide mapping of the data rates selected 
in the DSR and CCR. The table below shows this. 


Bits in DSR 


1 Mbps 
500 Kbps 
300 Kbps 


2sokbps | 


DRIVE DENSITY SELECT TYPE: These bits select the outputs on DRVDENO and 
DRVDEN1 (see DRIVE SPECIFICATION Command). 


ENABLE COUNT: When EC=1, the DTL parameter of the Verify Command becomes SC 
(Number of sectors per track). 


Enable FIFO: When EFIFO=0, the FIFO is enabled. EFIFO=1 puts the FDC in the 8272A 
compatible mode where the FIFO is disabled. 


ENABLE IMPLIED SEEK: When EIS=1, a seek operation is performed before executing 
any read or write command that requires the C parameter in the command phase. EIS=0 
disables the implied seek. 

END OF TRACK: The final sector number of the current track. 


ENHANCED REGISTER ENABLE: When EREG EN =1, the TDR register is extended and 
SRB is made visible to the user. When EREG EN=0, the standard registers are used. 


FLOPPY DRIVE INTERFACE TRI-STATE: When FDI TRI=0, the output pins of the floppy 
disk drive interface are tri-stated. This is also the default state. When FDI TRI= 1, the floppy 
disk drive interface remains unchanged. 
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Symbol 
FDO, FD1 


GAP. 
GPL 


H/HDS 
HLT 


HUT 


ISO 


LOCK 


MFM 
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Description 


FLOPPY DRIVE SELECT: These two bits select which physical drive is being specified. The 
FDn corresponds to FDSn and FDMEn on the floppy drive interface. The drive is selected 
independent of the BOOTSEL bit in the TDR. Refer to Section 8.1.3, TDR—Enhanced Tape 
Drive Register, which explains the distinction between physical drives and their virtual map- 
ping as defined by the BOOTSEL bit. 


[rot | FO | Drive slot 
ro fo | diwo 
Tae | ative 1 
Toft | ative 2 


-* Available if the four floppy drive option is selected in the FCFG1 Register. 


GAP: Alters Gap 2 length when using Perpendicular Mode. 

GAP LENGTH: The gap 3 size. (Gap 3 is the space between sectors excluding the VCO 
synchronization field). 

HEAD ADDRESS: Selected head: 0 or 1 (disk side 0 or 1) as encoded in the sector ID field. 
HEAD LOAD TIME: The time interval that FDC waits after loading the head and before 
initiating a read or write operation. Refer to the SPECIFY Command for actual delays. 


HEAD UNLOAD TIME: The time interval from the end of the execution phase (of a read or 
write command) until the head is unloaded. Refer to the SPECIFY Command for actual 
delays. : | 


__ ISO FORMAT: When ISO = 1, the ISO format is used for all data transfer commands. When 
ISO=0, the normal IBM system 34 and perpendicular is used. The default is ISO=0. 


LOCK: Lock defines whether EFIFO, FIFOTHR, and PRETRK parameters of the CONFIG- 
URE Command can be reset to their default values by a software reset (Reset made by 
setting the proper bit in the DSR or DOR registers). 


MFM MODE: A one selects the double density (MFM) mode. A zero is reserved. 
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Symbol 
MIN DLY 


MT 


NCN 
ND 


NRP 


OW 


82091AA 


Description 


_ MINIMUM POWERUP TIME CONTROL: This bit is active only if AUTO PD bit is enabled. 


When MIN DLY=0, a 10 ms minimum powerup time is assigned and when MIN DLY=1, a 
0.5 sec. minimum powerup time is assigned. 

MULTI-TRACK SELECTOR: When MT =1, the multi-track operating mode is selected. In 
this mode, the FDC treats a complete cylinder, under head 0 and 1, as a single track. The 
FDC operates as if this expanded track started at the first sector under head 0 and ended at 
the last sector under head 1. With this flag set, a multitrack read or write operation will 
automatically continue to the first sector under head 1 when the FDC finishes operating on 
the last sector under head 0. 

SECTOR SIZE CODE: This specifies the number of bytes in a sector. When N=0O0h, the 
sector size is 128 bytes. The number of bytes transferred is determined by the DTL parame- 
ter. Otherwise the sector size is (2 raised to the “N’th’ power) times 128. All values up to 
07h are allowable. A value of 07h equals a sector size of 16 Kbytes. It is the users responsi- 
bility to not select combinations that are not possible with the drive. 


128 bytes 
256 bytes 


ra eer 


NEW CYLINDER NUMBER: The desired cylinder number. 


NON-DMA MODE FLAG: When ND=1, the FDC operates in the non-DMA mode. In this 
mode, the host is interrupted for each data transfer. When ND=0, the FDC operates in DMA 
mode and interfaces to a DMA controller by means of the DRQ and DACK# signals. 

NO RESULTS PHASE: When NRP=1, the result phase is skipped. When NRP=0, the 
result phase is generated. 

OVERWRITTEN: The bits denoted DO and D1 of the PERPENDICULAR MODE Command 
can only be overwritten when OW = 1. 
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Symbol 
~PCN’ 


PC2,PC1,PCO 
PDOSC 
PTS 


POLL 


PRETRK 
R 


RCN 
sc 
SK 
SRT 


ST0-3 


WGATE 


7 = 
intel. 
Description 


PRESENT CYLINDER NUMBER: The current position of the head at the completion of 
SENSE INTERRUPT STATUS Command. 


PRECOMPENSATION VALUES: Precompensation values from the DSR register. 
POWERDOWN OSCILLATOR: When this bit is set, the internal oscillator is turned off. 


PRECOMPENSATION TABLE SELECT: This bit selects whether to enable the precompen- 
sation value programmed in the DSR or not. In the default state, the value programmed in 
DSR will be used. More information regarding the precompensation is available in Section 
8.1.5. 

PTS=0 DSR programmed precompensation delays 

PTS=1 No precompensation delay is selected for the corresponding drive. 


POLLING DISABLE: When POLL=1, the internal polling routine is disabled. When 
POLL =0, polling is enabled. 


PRECOMPENSATION START TRACK NUMBER: Programmable from track 00 to FFh. 


SECTOR ADDRESS: The sector number to be read or written. In multi-sector transfers, this 
parameter specifies the sector number of the first sector to be read or written. 

RELATIVE CYLINDER NUMBER: cree cylinder offset from REI cylinder as used by 
the RELATIVE SEEK Command. 

NUMBER OF SECTORS: The number of sectors to be initialized by the FORMAT Command. 
The number of sectors to be verified during a Verify Command, when EC= 1. | 
SKIP FLAG: When SK =1, sectors containing a deleted data address mark will automatically 
be skipped during the execution of a READ DATA Command. If a READ DELETED DATA 
Command is executed, only sectors with a deleted address mark will be accessed. When 
SK=0, the sector is read or written the same as the read and write commands. 

STEP RATE INTERVAL: The time interval between step pulses issued by the FDC. Pro- 
grammable from 0.5 ms to 8 ms, in increments of 0.5 ms at the 1 Mbit data rate. Refer to the 
SPECIFY Gommand for actual delays. 

STATUS REGISTERS 0-3.Registers within the FDC that store status information after a 
command has been executed. This status information is available to the host during the 
result phase after command execution. 

WRITE GATE: Write gate alters timing of WE, to allow (Or pre-erase loads in perpendicular 
drives. 


8.5.1 STATUS REGISTER ENCODING 


The contents of these registers are available only through a command sequence. 
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8. aS: 1.1 Status Register 0 


Symbol |___ Nave] aiption 


7,6 IC Interrupt Code 00 Normal termination of command. The specified command 
was properly executed and completed without error. 
| 01 Abnormal termination of command. Command execution was 
| started, but was not successful completed. 
| 10 Invalid command. The requested command could not be 
executed. 
11 Abnormal termination caused by Polling. 


SE Seek End The 82091AA completed a SEEK or RECALIBRATE command, 
ora READ or WRITE with implied seek command. 


Equipment Check | The TRK pin failed to become a “1” after: 
1. 80 step pulses in the RECALIBRATE COMMAND. 
2. The RELATIVE SEEK command causes the 82078 to step 
outward beyond Track 0. 


3 | = | == __| Unused. This bit is always “0”. 
Head Address The current head address. 
DS1,0 Drive Select The current selected drive. 


8.5.1.2 Status 9 ae eae 1 


Symbol | = Name | Description 


EN End of Cylinder The 82078 tried to access a section beyond the final sector of 
the track (255D). Will be set if TC is not issued after Read or 
Write Data Command. 


eS a Unused. This bit is always “O”’. 


DE Data Error The 82078 detected a CRC error in either the ID field or the data 
field of a sector. 
Overrun/Underrun | Becomes set if the 82078 does not receive CPU or DMA service 
within the required time interval, resulting in data overrun or 
underrun. 


ra unused. Ths bits always 0 


Any one of the following: 
— 


1. READ DATA, READ DELETED DATA command, the 
MA Missing 
Address Mark 


82091AA did not find the specified sector. 
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2. READ ID command, the 82091AA cannot read the ID field 
without an error. 

3. READ TRACK command, the 82091AA cannot find the 

proper sector sequence. 


WP pin became a “1” while the 82091AA is executing a WRITE 
DATA, WRITE DELETED DATA, or FORMAT TRACK 
command. 


Any one of the the following: 

1. The 82091AA did not detect an ID address mark at the 
specified track after encountering the index pulse from the 
INDX # pin twice. 

2. The 82091AA cannot detect a data address mark or a 

deleted data address mark on the specified track. 


82091AA - - intel. 


8.5.1.3 Status Register 2 


Unused. This bit is always “0”. 


CM Control Mark Any one of the following: 
1. READ DATA command, the 82078 encounters a deleted data 
address mark. ne 
2. READ DELETED DATA command, the 82078 encountered a data 
address mark. 
Data Errorin | The 82091AA detected a CRC error in the data field. . | 
Data Field | 
4 WC Wrong The track address from the sector ID field is different from the track 
a | Cylinder address maintained inside the 82091AA. 


(3 | — | = _[ Unused. This bit is always “0” 
(2 | — | —- | Unused. This bit is always ‘‘0”. | 


1 BC Bad Cylinder The track address from the sector ID field is different from the track 
| address maintained inside the 82091 AA and is equal to FF hex 
which indicates a bad track with a hard error according to the IBM 
soft-sectored format. : 


Missing Data The 82091 AA cannot detect a data address mark or a deleted data — 
Address Mark | address mark. 7 


8.5.1.4 Status Register 3 | 
eit | symbot | Name | —~=SC«saription 
con a Ca ee Unused. This bit is always “0”. — | | 

Pe | WP | Write Protected | Indloates the status ofthe WP pin, 


eu 
3 
+ 


ae ese Oe 
oe a 
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8.5.2 DATA TRANSFER COMMANDS 


All of the READ DATA, WRITE DATA and VERIFY | 


type commands use the same parameter bytes and 
return the same results information. The only differ- 
ence being the coding of bits[4:0] in the first byte. 


An implied seek will be executed if the feature was 
enabled by the CONFIGURE Command. This seek 
is completely transparent to the user. The Drive 
Busy bit for the drive will go active in the Main Status 
Register during the seek portion of the command. A 
seek portion failure is reflected in the results status 
normally returned for a READ/WRITE DATA Com- 
mand. Status Register 0 (STO) contains the error 
code and C contains the cylinder that the seek 
failed. 


8.5.2.1 Read Data 


-A set of nine bytes is required to place the FDC into 
the Read Data Mode. After the READ DATA Com- 
mand has been issued, the FDC loads the head (if it 
is in the unloaded state), waits the specified head 
settling time (defined in the SPECIFY Command), 
and begins reading ID address marks and ID fields. 
When the sector address read from the diskette 
matches with the sector address specified in the 
command, the FDC reads the sector’s data field and 
transfers the data to the FIFO. 


After completion of the read operation from the cur- 
rent sector, the sector address is incremented by 
one, and the data from the next logical sector is read 
and output via the FIFO. This continuous read func- 
tion is called “Multi-Sector Read Operation’. Upon 
receipt of TC or an implied TC (FIFO overrun/under- 
run), the FDC stops sending data. However, the FDC 
will continue to read data from the current sector, 
check the CRC bytes, and, at the end of the sector, 
terminate the READ DATA Command. 


N determines the number of bytes per sector (Table 
25). If N is set to zero, the sector size is set to 128. 
The DTL value determines the number of bytes to 
be transferred. If DTL is less than 128, the FDC 
transfers the specified number of bytes to the host. 
For reads, it continues to read the entire 128 byte 
sector and checks for CRC errors. For writes it com- 
pletes the 128 byte sector by filling in zeroes. If N is 
not set to OOh, DTL should be set to FFh, and has no 
impact on the number of bytes transferred. 
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Table 25. Sector Sizes 


[00 ta te 
ort 
a 


The amount of data that can be handled with a sin- 
gle command to the FDC depends on MT (multi- 
track) and N (Number of bytes/sector). 


Table 26. Effects of MT and N Bits: 


[al ema” [ane 
Capacity Perce from Disk 

| 1 | 256 x | 256 X 26=656 | | 256 X 26=656 | 656 26 at } 26 at side 0 or 1 | Oor 1 
CeCe ae 
ie elsanmnmet [ueamedt 
Po [| 102 xe= e192 | eatside or 


The Multi-Track function (MT) allows the FDC to 
read data from both sides of the diskette. For a par- 
ticular cylinder, data will be transferred starting at 
sector 1, side 0 and completing at the last sector of 
the same track at side 1. 


If the host terminates a read or write operation in the 
FDC, the ID information in the result phase is depen- 
dent on the state of the MT bit and EOT byte. Refer 
to Table 29. The termination must be normal. 


At the completion of the READ DATA Command, 
the head is not unloaded until after the Head Unload 
Time Interval (specified in the SPECIFY Command) 
has elapsed. If the host issues another command 
before the head unloads, the head settling time may 
be saved between subsequent reads. 


If the FDC detects a pulse on the INDEX# pin twice 
without finding the specified sector (meaning that 
the diskette’s index hole passes through index de- 
tect logic in the drive twice), the FDC sets the IC 


2-147 


82091AA 


code in Status Register 0 to 01 (Abnormal termina- | 


tion), sets the ND bit in Status Register 1 to 1 indi- 
cating a sector not found and terminates the READ 
DATA Command. . 


_ After reading the ID and data fields in each sector, 
the FDC checks the CRC bytes. If a CRC error oc- 
curs in the ID or data field, the FDC sets the IC code 
in Status Register 0 to 01 (Abnormal termination), 
sets the DE bit flag in Status Register 1 to 1, sets the 
DD bit in Status Register 2 to 1 if CRC is incorrect in 
the ID field, and terminates the READ DATA Com- 
mand. — 


SK Bit 
Value 


Y 


| Deleted Data es Yes Address Not Incremented. Next Sector 
. Not Searched For. 
| a 


Deleted Data _| Normal Termination Sector Not Read 
Fi . (“Skipped”’) 


intel. 


Table 27 describes the affect of the SK bit on the 


READ DATA command execution and results. 


8.5.2.2 Read Deleted Data 


This command is the same as the READ DATA © 
Command, except that it operates on sectors that 


contain a deleted data address mark at the begin- 


ning of a data field. Table 28 describes the affect of 
the SK bit on the READ DELETED DATA Command 
execution and results. | 


Table 27. Skip Bit vs READ DATA Command 


Data Address Mark | Sector | Results CM Bit Description of Results | 
Type Encountered Read of ST2 Set? P 


Normal Termination 


Except where noted in Table 27, the C or R value of the sector address is automatically incremented (see 


Table 29). 


Table 28. Skip Bit vs READ DELETED DATA Command , 


1 Yes 


SK Bit | Data Address Mark | Sector | Results CM Bit ieee a _ 

Value | Type Encountered Read | of ST2 Set? P | 
Address Not Incremented. Next Sector . 
Not Searched For. 


ce 


~| Normal Termination 


Normal Termination Sector Not Read 
(“Skipped’’) : 


Normal Termination 


Except where noted in Table 28, the C or R value of the sector address is automatically incremented (see 


Table 29). 
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8.5.2.3 Read Track 


This command is similar to the READ DATA Com- 
mand except that the entire data field is read contin- 
uously from each of the sectors of a track. Immedi- 
ately after encountering a pulse on the INDEX# pin, 
the FDC starts to read all data fields on the track as 
continuous blocks of data without regard to logical 
sector numbers. If the FDC finds an error in the ID or 
DATA CRC check bytes, it continues to read data 
from the track and sets the appropriate error bits at 
the end of the command. The FDC compares the ID 
information read from each sector with the specified 
value in the command and sets the ND flag to 1 in 
Status Register 1 if there is no comparison. Multi- 
track or skip operations are not allowed with this 
command. The MT and SK bits (Bits D7 and D5 of 
the first command byte respectively) should always 
be set to 0. 


This command terminates when the EOT specified 
number of sectors have been read. If the FDC does 
not find an ID address mark on the diskette after the 
second occurrence of a pulse on the INDEX# pin, 
then it sets the IC code in Status Register 0 to 01 
(Abnormal termination), sets the MA bit in Status 
Register 1 to 1, and terminates the command. 
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1. NC=no change; the same value as the one at the beginning of command execution. 
2. LSB=least significant bit; the LSB of H is complemented. 
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Table 29. Result Phase 


ID Information at Result Phase 


8.5.2.4 Write Data 


After the WRITE DATA Command has been issued, 
the FDC loads the head (if it is in the unloaded 
state), waits the specified head load time if unloaded 
(defined in the SPECIFY Command), and begins 
reading ID fields. When the sector address read 
from the diskette matches the sector address speci- 
fied in the command, the FDC reads the data from 


‘the host via the FIFO, and writes it to the sector’s 


data field. 


After writing data into the current sector, the FDC 
computes the CRC value and writes it into the CRC 
field at the end of the sector transfer. The sector 
number stored in R is incremented by one, and the 
FDC continues writing to the next data field. The 
FDC continues this multi-sector write operation. If a 
terminal count signal is received or a FIFO over/un- 
der run occurs while a data field is being written, the 
remainder of the data field is filled with zeros. 


The FDC reads the ID field of each sector and 
checks the CRC bytes. If the FDC detects a CRC 
error in one of the ID fields, it sets the IC code in 
Status Register 0 to 01 (Abnormal termination), sets 
the DE bit of Status Register 1 to 1, and terminates 
the WRITE DATA Command. 
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The WRITE DATA Command operates in much the 
same manner as the READ DATA Command. The 
following items are the same. Please refer to the 


intel. 


Because no data is transferred to the host, the TC 
signal cannot be used to terminate this command. 
By setting the EC bit to 1, an implicit TC will be is- 


READ DATA Command for details: 
e Transfer Capacity 

EN (End of Cylinder) bit 

ND (No Data) bit 

Head Load, Unload Time Interval 


e ID information when the host terminates the com- 
mand 


sued to the FDC. This implicit TC occurs when the 
SC value has decrement to 0 (a SC value of 0 veri- 
fies 256 sectors). This command can also be termi- 
nated by setting the EC bit to 0 and the EOT value 
equal to the final sector to be checked. When | 
EC=0, DTL/SC should be programmed to OFFh. 
Refer to Table 29 and Table 30 for information con- 
cerning. the values of MT and EC versus SC and 


EOT value. 
e Definition of DTL wnen N=O and when N does 
not=0 Definitions: 
# Sectors Per Side = Number of formatted 
. sectors per each side of 
8.5.2.5 Verify ihe disk. 
The VERIFY Command is used ‘to verify the data # Sectors Remaining = Number of formatted 


stored on a disk. This command acts exactly like a 
READ DATA Command except that no data is trans- 
ferred to the host. Data is read from the disk, and 
CRC is computed and checked against the previous- 
ly stored value. 


sectors left that can be 
read, including side 1 of 
the disk when MT = 1. 


Table 30. Verify Command Result Phase 


SC/EOT Value | Termination Result 


Unsuccessful Termination 
Result Phase Invalid a 


SC=DTL Successful Termination 
EOT < # Sectors Per Side Result Phase Valid 
SC=DTL Unsuccessful Termination 
EOT > # Sectors Per Side Result Phase Invalid . . 
1 SC < # Sectors Remaining _ Successful Termination 
AND Result Phase Valid 
EOT < # Sectors Per Side 
1 | SC > # Sectors Remaining 
OR 
EOT > # Sectors Per Side | 6 
SC=DTL Successful Termination 
EOT < # Sectors Per Side Result Phase Valid 
SC=DTL _ Unsuccessful Termination 
EOT > # Sectors Per Side Result Phase Invalid 
1 SC < # Sectors Remaining Successful Termination 
AND Result Phase Valid | 
EOT < # Sectors Per Side : 
1 Unsuccessful Termination 
Result Phase Invalid . 


SC > # Sectors Remaining 
OR 
EOT > # Sectors Per Side 


NOTE: . . 
When MT=1 and the SC value is greater than the number of remaining formatted sectors on Side 0, verification continues 
on Side 1 of the disk. 
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8.5.2.6 Format Track 


The FORMAT TRACK Command allows an entire 
track to be formatted. After a pulse from the 
INDEX # pin is detected, the FDC starts writing data 
on the disk including gaps, address marks, ID fields 
and data fields, per the IBM* System 34 (MFM). The 
particular values written to the gap and data field are 
controlled by the values programmed into N, SC, 
GPL, and D which are specified by the host during 
the command phase. The data field of the sector is 
filled with the data byte specified by D. The ID field 
for each sector is supplied by the host. That is, four 
data bytes per sector are needed by the FDC for C, 
H, R, and N (cylinder, head, sector number, and sec- 
tor size, respectively). 


82091AA 


After formatting each sector, the host must send 
new values for C, H, R, and N to the FDC for the 
next sector on the track. The R value (sector num- 
ber) is the only value that must be changed by the 
host after each sector is formatted. This allows the 
disk to be formatted with nonsequential sector ad- 
dresses (inter-leaving). This incrementing and for- 
matting continues for the whole track until the FDC 
encounters a pulse on the INDEX# pin again and it 
terminates the command. ~ 


Table 31 contains typical values for gap fields that 
are dependent on the size of the sector and the 
number of sectors on each track. Actual values can 
vary due to drive electronics. 


Table 31. Typical PC/AT Values for Formatting 


3.5” 1.44 MB 


NOTES: 
1. All values are in hex, except sector size. 


2. Gap3 is programmable during reads, writes, and formats. 


[wen | Ssectorsze | Nn | sc | emi | ara 
eee ee 
[~asoke | sta —~| oe fe) za | so 

[2sewe | se | ce | a | we | so 

[sie ef ef tee 

[~7eoxs [se —~i| oe | oe | ee 


3. GPL1=suggested Gap3 values in read and write commands to avoid splice point between data field and ID field of 


contiguous sections. 


4. GPL2= suggested Gap3 value in FORMAT TRACK Command. 
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8.5.2.7 Format Field 


System 34 Format Double Density 


SYNC haaiaiee AM | DATA 
i 

ia 

F& 


ISO Format 


C DATA AM | DATA 
Y 
L FB 

FS 


Perpendicular Format 


GAP 4a GAP 1 Cc GAP 2 mies AM | DATA 
80x 50x Y 41x 
4E 4E L 4E ina 
FS 


Figure 64. System 34, ISO and Perpendicular Formats 


290486-64 
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8.5.3 CONTROL COMMANDS 


Control commands differ from the other commands 
in that no data transfer takes place. Three com- 
mands generate an interrupt when complete; READ 
ID, RECALIBRATE and SEEK. The other control 
commands do not generate an interrupt. 


8.5.3.1 READ ID Command 


The READ ID Command is used to find the present 
position of the recording heads. The FDC stores the 
values from the first ID field it is able to read into its 
registers. If the FDC does not find an ID address 
mark on the diskette after the second occurrence of 
a pulse on the INDEX# pin, it then sets the IC code 
in Status Register 0 to 01 (Abnormal termination), 
sets the MA bit in Status Register 1 to 1, and termi- 
nates the command. | 


The following commands will generate an interrupt 
upon completion. They do not return any result 
bytes. It is recommended that control commands be 
followed by the SENSE INTERRUPT STATUS Com- 
mand. Otherwise, valuable interrupt status informa- 
tion will be lost. 


8.5.3.2 RECALIBRATE Command 


This command causes the read/write head within 
the FDC to retract to the track 0 position. The FDC 
clears the contents of the PCN counter, and checks 
the status of the TRKO pin from the FDD. As long as 
the TRKO pin is low, the DIR# pin remains 0 and 
step pulses are issued. When the TRKO pin goes 
high, the SE bit in Status Register 0 is set to 1, and 
the command is terminated. If the TRKO pin is still 
low after 79 step pulses have been issued, the FDC 
sets the SE and the EC bits of Status Register 0 to 1 
and terminates the command. Disks capable of han- 
dling more than 80 tracks per side may require more 
than one RECALIBRATE Command to return the 
head back to physical Track 0. 


The RECALIBRATE Command does not have a re- 


sult phase. The SENSE INTERRUPT STATUS Com- 
mand must be issued after the RECALIBRATE Com- 
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mand to effectively terminate it and to provide verifi- 
cation of the head position (PCN). During the com- 
mand phase of the recalibrate operation, the FDC is 
in the busy state, but during the execution phase it is 
in a non-busy state. At this time another RECALI- 
BRATE Command may be issued, and in this man- 
ner, parallel RECALIBRATE operations may be 
done on up to 2 drives simultaneously. 


After powerup, software must issue a RECALI- 
BRATE Command to properly initialize ail drives and 
the controller. 


8.5.3.3 DRIVE SPECIFICATION Command 


The FDC uses two pins, DRVDENO and DRVDEN1 
to select the density for modern drives. These sig- 
nals inform the drive of the type of diskette in the 
drive. The DRIVE SPECIFICATION Command speci- 
fies the polarity of the DRVDENO and DRVDEN1 
pins. It also enables/disables DSR programmed pre- 
compensation. 


This command removes the need for a hardware 
work-around to accommodate differing specifica- 
tions among drives. By programming this command 
during BIOS’s POST routine, the floppy disk control- 
ler internally configures the correct values for 
DRVDENO and DRVDEN?1 with corresponding pre- 
compensation value and data rate table enabled for 
the particular type of drive. 


This command is protected from software resets. Af- 
ter executing the DRIVE SPECIFICATION Com- 
mand, subsequent software resets will not clear the 
programmed parameters. Only another DRIVE 
SPECIFICATION Command or hard reset can reset 
it to default values. The 6 LSBs of the last byte of 
this command are reserved for future use. 


The DRATEO and DRATE1 are values as pro- 
grammed in the DSR register. See Table 32 for pin 
decoding at different data rates. | . 


Table 32 describes the drives that are supported 


with the DTO, DT1 bits of the DRIVE SPECIFICA- 
TION Command: 
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Table 32. DRVDENn Polarities 


ce 
a 
a 


| 


NOTE: 
(*) Denotes the default setting 


8.5.3.4 SEEK Command 


The read/write head within the drive is moved from | 


track to track under the control of the SEEK Com- 
mand. The FDC compares the PCN which is the cur- 
rent head position with the NCN and performs the 
following operation if there is a difference: 


PCN < NCN: Direction signal to drive set to 1 (step 
in), and issues step pulses. 


PCN > NCN: Direction signal to drive set to 0 (step 
out), and issues step pulses. 


The rate at which step pulses are issued is con- 
trolled by SRT (Stepping Rate Time) in the SPECIFY 
_Command. After each step pulse is issued, NCN is 
compared against PCN, and when NCN=PCN, then 
the SE bit in Status Register 0 is set to 1, and the 
command is terminated. 
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During the command phase of the seek or recali- 
brate operation, the FDC is in the busy state, but 
during the execution phase it is in the non-busy 
state. 


Note that if implied seek is not enabled, the read and 
write commands should be preceded by: 


1. SEEK Command; 
Step to the proper track 


2. SENSE INTERRUPT STATUS Command; 
Terminate the SEEK Command 


3. READ ID. 
Verify head is on proper track 


4. Issue READ/WRITE Command. 
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The SEEK Command does not have a result phase. 
Therefore, it is highly recommended that the SENSE 
INTERRUPT STATUS Command be issued after the 
SEEK Command to terminate it and to provide verifi- 
cation of the head position (PCN). The H bit (Head 
Address) in STO will always return a 0. When exiting 
DSR Powerdown mode, the FDC clears the PCN 
value and the status information to zero. Prior to is- 
suing the DSR POWERDOWN Commanga, it is highly 
recommended that the user service all pending in- 
terrupts through the SENSE INTERRUPT STATUS 
Command. 


8.5.3.5 SENSE INTERRUPT STATUS Command 
An interrupt signal on the INT pin is generated by the 
FDC for one of the following reasons: 
1. Upon entering the Result Phase of: 
a. READ DATA Command 
b. READ TRACK Command 
c. READ ID Command 
d. READ DELETED DATA Command 
e. WRITE DATA Command 
f. FORMAT TRACK Command 
g. WRITE DELETED DATA Command 
h. VERIFY Command 
2. End of SEEK, RELATIVE SEEK or 
RECALIBRATE Command 


3. FDC requires a data transfer during the execution 
phase in the non-DMA Mode 


The SENSE INTERRUPT STATUS Command resets 
the interrupt signal and via the IC code and SE bit of 
Status Register 0, identifies the cause of the inter- 
rupt. If a SENSE INTERRUPT STATUS Command is 
issued when no active interrupt condition is present, 
the status register STO will return a value of 80h 
(invalid command). 
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The SEEK, RELATIVE SEEK and the RECALI- 


BRATE Commands have no result phase. The 
SENSE INTERRUPT STATUS Command must be 
issued immediately after these commands to termi- 
nate them and to provide verification of the head 
position (PCN). The H (Head Address) bit in STO will 
always return a 0. If a SENSE INTERRUPT STATUS 
is not issued, the drive, will continue to be busy and 


may effect the operation of the next command. 


8.5.3.6 SENSE DRIVE STATUS Command 


The SENSE DRIVE STATUS Command obtains 
drive status information. It has no execution phase 
and goes directly to the result phase from the com- 
mand phase. STATUS REGISTER 3 contains the 
drive status information. 


8.5.3.7 SPECIFY Command 


The SPECIFY Command sets the initial values for 
each of the three internal timers. The HUT (Head 
Unload Time) defines the time from the end of the 
execution phase of one of the read/write commands 
to the head unload state. The SRT (Step Rate Time) 
defines the time interval between adjacent step 
pulses. Note that the spacing between the first and 
second step pulses may be shorter than the remain- 
ing step pulses. The HLT (Head Load Time) defines 
the time between the command phase to the execu- 
tion phase of a READ DATA or Write Data Com- 
mand. The Head Unload Time (HUT) timer goes 
from the end of the execution phase to the begining 
of the result phase of a READ Data or Write Data 
Command. The values change with the data rate 
speed selection and are documented in Table 34. 


Table 33. Interrupt Identification 


interrupt Due To 


Normal Termination of SEEK or RECALIBRATE Command 


Abnormal Termination of SEEK or RECALIBRATE Command 
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Table 34. Drive Control polays (ms) 


HUT 


500K 300K 


The choice of DMA or non-DMA operations is made 
by the ND bit. When ND=1, the non-DMA mode is 
selected, and when ND=0O, the DMA mode is se- 
lected. In DMA mode, data transfers are signalled by 


the DRQ pin. Non-DMA mode uses the RQM bit and — 


the IRQ6 pin to signal data transfers. 


8.5.3.8 CONFIGURE Command 


Issue the configure command to enable features like 
the programmable FIFO and set the begining track 
for precompensation. A CONFIGURE Command 
need not be issued if the default values of the FDC 
meets the system requirements. 


CONFIGURE DEFAULT VALUES: 


EIS No Implied Seeks 
- EFIFO FIFO Disabled 
~ POLL Polling Enabled 


FIFOTHR FIFO Threshold Set to 1 Byte 
PRETRK Pre-Compensation Set to Track 0 


ElS—Enable Implied Seek. When EIS=1, the FDC 


will perform a SEEK operation before executing a 


read/write command. The default value is 0 (no im- 
plied seek). 
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250K 


300K 250K 


1M 500K 


_ EFIFO—Enable FIFO. When EFIFO =‘, the FIFO is 


disabled (8272A compatible mode). This means 
data transfers are asked for on a byte by byte basis. 
The defauit value is 1 (FIFO disabled). The threshold 


‘defaults to one. 


POLL—Disable Polling. When POLL=1, polling of 
the drives is disabled. POLL Defaults to 0 (polling 
enabled). When enabled, a single interrupt is gener- 
ated after a reset. No polling is performed while the 
drive head is loaded and the head unload delay has 
not expired. 


FIFOTHR—The FIFO threshold in the execution 
phase of a read/write command. This is programma- 
ble from 1 to 16 bytes. FIFOTHR defaults to one 
byte. A 00 selects one byte and a OF selects 
16 bytes. 


PRETRK—Precompensation start track number. 
Programmable from track 0 to 255. PRETRK de- 
faults to track 0. A 00h selects track 0 and a FFh 
selects 255. 
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8.5.3.9 VERSION Command 


The VERSION Command checks to see if the con- 
troller is an enhanced type (82077, 82077AA, 
82077SL) or the older type (8272A/765A). A value 
of 90h is returned as the result byte, defining an en- 
hanced FDD controller is in use. No interrupts are 
generated. 


8.5.3.10 RELATIVE SEEK Command 


The RELATIVE SEEK Command is coded the same 
as for the SEEK Command, except for the MSB of 
the first byte and the DIR# bit. 


DIR# Head Step Direction Control 


ACTION 
PO. Step Head Out 
Step Head In 


RCN’ Relative Cylinder Number that determines 
how many tracks to step the head in or out 
from the current track number. 


‘The RELATIVE SEEK Command differs from the 
SEEK Command in that it steps the head the abso- 
lute number of tracks specified in the command in- 
stead of making a comparison against an internal 
register. The SEEK Command is good for drives that 
support a maximum of 256 tracks. RELATIVE 
SEEKs cannot be overlapped with other RELATIVE 
SEEKs. Only one RELATIVE SEEK can be active at 
a time. Bit 4 of Status Register 0 (EC) will be set to 1 
' if RELATIVE SEEK attempts to step outward beyond 
Track 0. 


As an example, assume that a floppy drive has 300 
useable tracks and that the host needs to read track 
300 and the head is on any track (0-255). If aa SEEK 
Command is issued, the head stops at track 255. Ifa 
RELATIVE SEEK Command is issued, the FDC 
moves the head the specified number of tracks, re- 
gardless of the internal cylinder position register (but 
increments the register). If the head had been on 
track 40 (D), the maximum track that the FDC could 
position the head on using RELATIVE SEEK, is 296 
(D), the initial track, +256 (D). The maximum count 
that the head can be moved with a single RELATIVE 
SEEK Command is 256 (D). 


The internal register, PCN, would overflow as the 
cylinder number crossed track 255 and would con- 
tain 40 (D). The resulting PCN value is thus (NCN + 
PCN) mod 256. Functionally, the FDC starts count- 
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ing from O again as the track number goes above 
255(D). It is the users responsibility to compensate 
FDC functions (precompensation track number) 
when accessing tracks greater than 255. The FDC 
does not keep track that it is working in an ‘‘extend- 
ed track area” (greater than 255). Any command is- 
sued uses the current PCN value, except for the RE- 
CALIBRATE Command that only looks for the 
TRACKO signal. RECALIBRATE returns an error if 
the head is farther than 79 due to its limitation of 
issuing a maximum 80 step pulses. The user simply 
needs to issue a second RECALIBRATE Command. 
The SEEK Command and implied seeks function 
correctly within the 44 (D) track (299-255) area of 
the extended track area. It is the users responsibility 
not to issue a new track position that exceeds the 
maximum track that is present in the extended area. 


To return to the standard floppy range (0-255) of 
tracks, a RELATIVE SEEK is issued to cross the 
track 255 boundary. 


A RELATIVE SEEK Command can be used instead 
of the normal SEEK Command but the host is re- 
quired to calculate the difference between the cur- 
rent head location and the new (target) head loca- 
tion. This may require the host to issue a READ ID 
Command to ensure that the head is physically on 
the track that software assumes it to be. Different 
FDC commands return different cylinder results 
which may be difficult to keep track of with software 
without the READ ID Command. , | 


8.5.3.11 DUMPREG Command 


The DUMPREG Command is designed to support 
system run-time diagnostics and application soft- 
ware development and debug. The command re- 
turns pertinent information regarding the status of 
many of the programmed fields in the FDC. This can 
be used to verify the values initialized in the FDC. 


8.5.3.12 PERPENDICULAR MODE Command 


An added capability of the FDC is the ability to inter- 
face directly to perpendicular recording floppy 
drives. Perpendicular recording differs from the tradi- 
tional longitudinal method by orienting the magnetic 
bits vertically. This scheme packs in more data bits 
for the same area. 


The PERPENDICULAR MODE Command allows the 


system designers to designate specific drives as 
Perpendicular recording drives. Data transfers be- 
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tween Conventional and Perpendicular drives are al- 
lowed without having to issue PERPENDICULAR 
MODE Commands between the accesses of the two 
different drives, nor having to change write precom- 
_ pensation values. | 


With this command, the length of the Gap2 field and 
VCO enable timing can be altered to accommodate 
the unique requirements of these drives. Table 36 
describes the effects of the WGATE and GAP bits 
for the PERPENDICULAR MODE Command. 


When both GAP and WGATE equal 0 the PERPEN- 
DICULAR MODE Command will have the following 
effect on the FDC: 


1. If any of the new bits DO and D1 are pro- 
grammed to 1, the corresponding drive is auto- 
matically programmed for Perpendicular mode 
(ie: GAP2 being written during a write operation, 
the programmed Data Rate will determine the 
length of GAP2), and data will be written with 0 
ns write precompensation. 


2. Any of the new bits (DO/D1) are programmed for 

0, the designated drive is programmed for Con- 

~ ventional Mode and data will be written with the 

currently programmed write precompensation 
value. : 


3. Bits DO and D1 can only be over-written when 
the OW bit is 1. The status of these bits can be 
determined by interpreting the eighth result byte 
of the DUMPREG Command. (Note: if either 
the GAP or WGATE bit is 1, bits DO and D1 are 
ignored.) 


= “a 
intel. 
Software and Hardware reset have the following ef- _ 


fects on the enhanced PERPENDICULAR MODE 
Command: 


1. A software reset (Reset via DOR or DSR regis- 
ters) only sets GAP and WGATE bits to 0; 
DO and D1 retain their previously programmed 
values. 


2. A hardware reset (Reset via pin 32) sets all bits 
(GAP, Wgate, DO, and D1) to 0 (All Drives Con- 
ventional Mode). 


8.5.3.13 POWERDOWN MODE Command 


The POWERDOWN MODE Command allows the 
automatic power management and enables the en- 
hanced registers (EREG EN) of the FDC. The use of 
the command can extend the battery life in portable 
PC applications. To enable auto powerdown the 
command may be issued during the BIOS power on 
self test (POST). 


This command includes the ability to configure the 
FDC into the enhanced mode extending the SRB 
and TDR registers. These extended registers ac- 
commodate bits that give more information about 
floppy drive interface, allow for boot drive selection, 
and identify the values of the PD and IDLE status. 


As soon as the command is enabled, a 10 ms or a 
0.5 sec minimum powerup timer is initiated, depend- 
ing on whether the MIN DLY bit is set to 0 or 1. This 
timer is one of the required conditions that has to be 
satisfied before the FDC will enter auto powerdown. 


Table 36. Effects of WGATE and GAP Bits 


NOTE: 


VCO Low Length of Gap2 Low Time for 
Time after | Gap2 Format | Written by Read | 
Index Pulse Field Write Data alee | 
‘ Operations 
Operation | | 


Conventional Mode 33 Bytes 22 Bytes - 24 Bytes 


Perpendicular Mode 33 Bytes 22 Bytes 19 Bytes 24 Bytes © 
(500 Kbps and Lower Data Rates) 


Reserved (Conventional) | 33 Bytes 22 Bytes 24 Bytes 


Perpendicular Mode. 18 Bytes 41 Bytes 38 Bytes 43 Bytes 
(1 Mbps Data Rate) 


Portion of 


Gap2 VCO 


When either GAP or WGATE bit is set, the current value of precompensation in the DSR is used. 


2-158 


ADVANCE INFORMATION : 


intel. 


Any software reset will re-initialize the timer. The tim- 
er countdown is also extended by up to 10 ms if the 
data rate is changed during the timer’s countdown. 
Without this timer, the FDC would have been put to 
sleep immediately after FDC is idle. The minimum 
delay gives software a chance to interact with the 
FDC without incurring an additional overhead due to 
recovery time. 


The command also allows the output pins of the 
floppy disk drive interface to be tri-stated or left unal- 
tered during auto powerdown. This is done by the 
FDI TRI bit. In the default condition (FDI TRI=0) the 
output pins of the floppy disk drive are tri-stated. 
Setting this bit leaves the interface unchanged from 
the normal state. 


The results phase returns the values programmed 
for MIN DLY, FDI TRI and AUTO PD. The auto pow- 
erdown mode is disabled by a hardware reset. Soft- 
ware results have no effect on the POWERDOWN 
MODE Command parameters. 


8.5.3.14 PART ID Command 


This command can be used to identify the floppy 
disk controller as an enhanced controller. The first 
stepping of the FDC (all versions) will yield 0x02 in 
the result phase of this command. Any future en- 
hancements on these parts will be denoted by the 5 
LSBs (0x01 to Ox1F). . 


8.5.3.15 OPTION Command 


The standard IBM format includes an index address 
field consisting of 80 bytes of GAP 4a, 12 bytes of 
the sync field, four bytes identifying the IAM and 
50 bytes of GAP 1. Under the ISO format most of 
this preamble is not used. The ISO format allows 
only 32 bytes of GAP 1 after the index mark. The 
ISO bit in this command allows the FDC to configure 
the data transfer commands to recognize this for- 
mat. The MSBs in this command are reserved for 
any other enhancements made available to the user 
in the future. 


8.5.3.16 SAVE Command 


The first byte corresponds to the values pro- 
grammed in the DSR with the exception of CLKSEL. 
The DRATE1, DRATEO used here are unmapped. 
The second byte is used for configuring the bits from 
the OPTION Command. All future enhancements to 
the OPTION Command will be reflected in this byte 
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as well. The next nine result bytes are explained in 
the Parameter Abbreviations section after the com- 
mand summary. The 13th byte is the value associat- 
ed with the POWERDOWN MODE Command. The 
disk status is used internally by the FDC. There are 
two reserved bytes at the end of this command for 
future use. | 


.This command is similar to the DUMPREG Com- 


mand but it additionally allows the user to read back 
the precompensation values as well as the pro- 
grammed data rate. It also allows the user to read 
the values programmed in the POWERDOWN 
MODE Command. The precompensation values will 
be returned as programmed in the DSR register. 
This command, used in conjunction with the RE- 
STORE Command, should prove very useful for 
SMM power management. This command reserves 
the last two bytes for future enhancements. 


8.5.3.17 RESTORE Command 


Using the RESTORE Command with the SAVE 
Command, allows the SMM power management to 
restore the FDC to its original state after a system 
powerdown. It also serves as a succinct way to pro- 
vide most of the initialization requirements normally 
handled by the system. The sequence of initializing 
the FDC after a reset occurred and assuming a 
SAVE Command was issued follows: | 


e Issue the DRIVE SPECIFICATION Command (if 
the design utilizes this command) 


e Issue the RESTORE Command (pass the 
16 bytes retrieved previously during SAVE) 


The RESTORE Command programs the data rate 
and precompensation value via the DSR. It then re- 
stores the values normally programmed through the 
CONFIGURE, SPECIFY, and PERPENDICULAR 
Commands. It also enables the previously selected 
values for the POWERDOWN Mode Command. The 
PCN values are set restored to their previous values 
and the user is responsible for issuing the SEEK and 
RECALIBRATE Commands to restore the head to 
the proper location. There are some drives that do 
not recalibrate in which case the RESTORE Com- 
mand restores the previous state completely. The 
PDOSC bit is retrievable using the SAVE Command, 
however, the system designer must set it correctly. 
The software must allow at least 20 ws to execute 
the RESTORE Command. When using the BOOT- 
SEL bits in the TDR, the user must restore or reini- 
tialize these bits to their proper values. 
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8.5.3.18 FORMAT AND WRITE Command — 


The FORMAT AND WRITE Command is capable of 
simultaneously formatting and writing data to the 


- diskette. It is essentially the same as the normal 


FORMAT Command. With the exception that includ- 

ed in the execution for each sector is not only the C, 
H, R, and N but also the data transfer of N bytes. 
_ The D value is ignored. This command formats the 
entire track. High speed floppy diskette duplication 
can be done fast and efficiently with this command. 
The user can format the diskette and put data on it 
in a single pass. This is very useful for software du- 
plication applications by reducing the time required 
to format and copy diskettes. 


9.0 IDE INTERFACE 


The 82091AA supports the IDE (Integrated Drive 
Electronics) interface by providing two chip selects, 


Primary Secondary 
Address Address 
1FOh 170h . 
; 1Fth 171h 


IDECSO# 


IDECSO # 


1F3h 173h 
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ah | IDECS0# | SectorNumber Register 
[aren | a7en | 1Deost# | Digtal OutputRegisier «|W 
[arm [37m | Wecsi* | Dive Address Register 


Cylinder Low Register. | RW 
Cylinder High Register | RW 


3F7h 377h IDECS1 # 


ff 
intel. 
and lower and upper data byte controls. DMA and 
16-bit data transfers are supported. Minimal external 
logic is required to complete the optional 16-bit IDE 


I/O and DMA interfaces. With external logic, a fully 
buffered interface is also supported. 


9.1 IDE Registers 
The 82091AA does not contain IDE registers. All of 


_ the IDE device registers are located in the IDE de- 


vice, except bit 7 of the Drive Address Register 
which is the Floppy Controller Disk Change status bit 


~ and is driven by the 82091AA. 


The IDE interface contains two chip selects 
(IDECSO# and IDECS1#). These signals are as- 
serted for accesses to the Command and Control 
Block registers located at 01Fxh and 03Fxh, respec- 
tively (Table 37). 


Table 37. IDE Register Set (Located in IDE Device) 


Data Register _ 
IDECSO # Error Register 
1Fih IDECSO# Write Precomp/Features Register 


R/W 
WO. 
R/W 
R/W 
R/W 
R/W 
R/W 
WO 
WO 
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9.2 IDE Interface Operation 
The 82091AA implements the chip select signals for 


the IDE interface and decodes the standard PC/AT ; 


primary and secondary I/O locations. 


The 82091AA provides a data buffer enable signal 
(DEN #) to control the lower data byte path for buff- 
ered designs. Buffering the lower data byte path is 
an application option that requires an external trans- 
ceiver/buffer. For buffered applications, DEN # con- 
trols an external transceiver and enables data bits 
IDED[7:0] onto the system data bus SD[7:0]. For 
non-buffered applications (typically the X-Bus con- 
figuration), IDED[7:0] are connected directly to the 
bus and DEN # is not used and becomes a no-con- 
nect. For 16-bit applications the upper data byte 
path (IDED[15:8]) is controlled by the HEN # signal. 


ISA Bus 


82091AA 


Figure 65 shows an example IDE interface without 
DMA capability. In this case all IDE accesses for set- 
ting up the IDE registers and transferring data is pro- 
grammed via I/O. The 82091AA generates the chip 
selects (IDECSO# and IDECS1#). The 82091AA 
also generates the DEN# and HEN# signals to en- 
able the data buffers. | 


Figure 66 shows an example DMA IDE interface for 
type “F’’ DMA cycles. To set up the IDE interface, 
the host accesses the IDE registers on the IDE de- 
vice. For programmed |/O accesses, the 82091AA 
generates the chip selects (IDECSO# and 
IDECS1#) to access the IDE registers and the 
DEN# and HEN# signals to control the data buff- 
ers. During DMA transfers the DMA handshake is 
between the DMA controller and IDE device via the 
DREQ and DACK# signals. The DACK# signal is 
ORed with the DEN# and HEN # signals to control 
the upper and lower byte buffers during DMA trans- 
fers. 


SD[7:0] 


SA[9:0] 
lIORC# 
lOWC# lOWC# 
RSTDRV ae RSTDRV 
1016# |< i016# 


SA[9:0] 


lORC#  ipecsi# 


IDECSO# 
DEN# 
HEN# 


SD[7:0] 


$D[15:8] 


290486-65 


Figure 65. IDE Interface Example (without DMA) 
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DB[15:8] 


A[2:0] 
low# 
lOR# 

BALE 


1O16# 
RST# 


290486-66 
Figure 66. IDE Interface Example (with DMA) ; 
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10.0 POWER MANAGEMENT 


The 82091AA provides power management capabili- 
ties for its primary functional modules (parallel port, 
floppy disk controller, serial port A, and serial port 
B). For each module, the 82091AA implements two 
types of power management—direct powerdown 
and auto powerdown. Direct powerdown, enabled 
via control bits in the 82091AA configuration regis- 
ters, immediately places the module in a powerdown 
mode by turning off the clock to the associated mod- 
ule. Direct powerdown removes the clock regardless 
of the activity or status of the module. By contrast, 
when auto powerdown is enabled (via control bits in 
the 82091AA configuration registers), the associated 
module only enters a powerdown mode if it is ina 

idle state. | 


NOTE: 
The entire 82091AA can be placed in direct 
powerdown by writing to the CLKOFF bit in 
the AIPCFG1 Register. 


10.1 Power Management Registers 


The floppy disk controller, parallel port, serial port A, 
and serial port B each have two 82091AA configura- 
tion registers. For each module, three configuration 
register bits control power management—xDPDN, 
xIDLE, and xAPDN. 


e xAPDN: auto-powerdown, shuts off the oscillator 
to the module when the module is idle. 


e xIDLE: idle status, a read only pin that indicates 
idle status. 


e xDPDN: direct powerdown, shuts off module os- 
cillator when active regardless of module status. 


The 82091AA exits any powerdown mode after a 
hardware reset (RSTDRV asserted) or reset via the 
xRESET bit in the 82091AA configuration registers. 
Direct powerdown can also be exited by writing the 
corresponding xPDN bit in the configuration register 
to 0. Auto powerdown is exited by events at the 
module (e.g., CPU read/write or module interface 
activity). 


NOTE: 

The configuration registers also contain the 
xEN bit. This bit is used to completely dis- 
able an unused module. Enabling a disabled 
module takes much longer than restoring a 
module from powerdown. Therefore, this bit 
is not recommend for temporarily disabling a 
module as a powerdown scheme. 
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10.2 Clock Power Management 


The internal clock circuitry of the 82091AA can be 
turned on or off as part of a power management 
scheme. The clock circuitry is controlled via the 
CLKOFF bit in the AIPCFG1 Register. If an external 
clock source exists, the user may want to turn off the 
internal oscillator to save power and provide mini- 
mum recovery time. 


Auto powerdown and direct powerdown (in each 
module) have no effect on the state of internal oscil- 
lator. 


10.3 FDC Power Management 


This section describes the FDC direct and auto pow- 
erdown modes and recovery from the powerdown 
modes. 


Auto Powerdown 


Automatic powerdown (APDN) has an advantage 
over direct powerdown (PDN) since the register con- 
tents are not lost under APDN. Automatic power- 
down is invoked by either the Auto Powerdown com- 
mand, or by enabling the FAPDN bit in the FDC con- 
figuration register. There are four conditions required 
before the FDC will enter powerdown: 


1. The motor enable pins ME[3:0] must be inactive. 


2. The FDC must be in an idle state. FDC idle is 
indicated by MSR=80h and the IRQ6 signal is 
negated (IRQ6 may be asserted even if 
MSR = 80h due to polling interrupt). 


3. The head unload timer (HUT, explained in the 
SPECIFY Command) must have expired. 


4. The auto powerdown timer must have timed out. 


An internal timer is initiated when the POWER- 
DOWN MODE Command is executed. The amount 
of time can be set by the user via the MIN DLY bits 
in the POWERDOWN MODE Command. The mod- 
ule is then powered down, provided all the remaining 
conditions are met. A software reset reinitializes the 
timer. When using the FDC FAPDN bit to enable the 
automatic powerdown feature, the MIN DLY bit is set 
to the default condition. 


Recovery from Auto Powerdown 
When the FDC is in auto powerdown, the module is 
awakened by a reset or access to the DOR, MSR or 


FIFO registers. The module remains in auto power- 
down mode after a software reset (i.e., it will power- 
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down again after being idle for the time specified by 
MIN DLY). However, the FDC does not remain in 
auto powerdown mode after a hardware reset or 
DSR reset. 


Direct Powerdown 


Direct powerdown is invoked via the Powerdown bit 
in the Data Rate Select Register (bit 6), or the 
FDPDN bit in the FCFG2 Register. Setting FDPDN 
to 1 will powerdown the FDC. All status is lost when 
this type of powerdown mode is used. The FDC exits 
powerdown mode after any hardware or software re- 
set. Direct powerdown overrides automatic power- 
down. 


Recovery from Direct Powerdown 


The FDC exits the direct powerdown state by setting 
the FDPDN bit to 0 followed by a software or hard- 
ware reset. | 


After reset, the FDC goes through a normal se- 
quence. The drive status is initialized. The FIFO 
mode is set to default mode on a hardware or soft- 
ware reset if the LOCK Command has not blocked it. 
Finally, after a delay, the polling interrupt is issued. 


10.4 Serial Port Power Management 


This section describes the serial port direct and auto 
powerdown modes and recovery from the power- 
down modes. | 


Auto Powerdown 


When auto powerdown is enabled in the SxCFG2 
_ Register (SxAPDN bit is 1), the serial port enters 
auto powerdown based on monitoring line interface 
activity. During auto powerdown, the status of the 
serial port is maintained (the FIFO and registers are 
not reset). Access to any serial port register is al- 
lowed during auto powerdown. The transmitter and 
the receiver enter powerdown individually, depend- 


ing on certain conditions. When there are no charac- | 


ters to transmit (TEMPTY = 1 in the LSR), the trans- 
mitter clock is shut off placing the transmitter in auto 
powerdown. In the case of the receiver, when serial 
input signal is inactive for approximately 5 character 
times, indicating that no character is being received, 
the receiver goes into auto powerdown. 


Recovery from Auto Powerdown 


The serial port recovers from auto powerdown when 
either the transmitter or receiver are active. If data is 
written to the transmitter or data is present at the 
receiver, the serial port exits from auto powerdown. 
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Direct Powerdown is invoked via the SxCFG2 Regis- 
ter (setting the SxDPDN bit to 1). When in direct 
powerdown, the clock to the module is shut off. All 
registers are accessible while in direct powerdown. 
A host read of the Receiver Buffer Register or a 
write to the Transmitter Holding Register should not 
be performed during powerdown. The SINx input 
should remain static. 


Direct Powerdown 


When direct powerdown is invoked, the transmit and 
receive sections of the serial port are reset, includ- 
ing the transmit and receive FIFOs. Thus, to prevent 
possible data loss when the FIFOs are reset, soft- 
ware should not invoke direct powerdown until the 
serial port is in the idle state as indicated by the 
SxIDLE bit in the SxCFG2 Register. 


Recovery from Direct Powerdown 


Recovery from direct powerdown is accomplished 
by writing the SxDPDN bit in the configuration regis- — 
ter to O or by a module reset. 


10.5 Parallel Port Power Management 


Auto Powerdown > 


Auto powerdown is enabled via the PAPDN bit in the 
PCFG2 Register. When enabled, the parallel port 
enters auto powerdown when the module is in an 
idle state. If the parallel port FIFO is being used to 
transfer data, the parallel port is in an | dle state 
when the FIFO is empty. 


_ Recovery from Auto Powerdown 


Recovery from auto powerdown occurs when the 
FIFO is written or as a result of parallel port interface 
activity. 


Direct Powerdown 


Direct powerdown is invoked via the PCFG2 Regis- 
ter (setting the PDPDN bit to 1). When PDPDN=1, 
the clock to the printer state machine is disabled 
and the state machine goes into an idle state. 


Recovery from Direct Powerdown 


Recovery from direct powerdown is accomplished 
by setting the PDPDN bit to 0 or the PRESET bit toa 
1-in the PCFG2 Register. An 82091AA hard reset 
(RSTDRV asserted) also brings the part out of direct 
powerdown. 
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11.0 ELECTRICAL NOTICE: This data sheet contains information on 
CHARACTERISTICS products in the sampling and initial production phases 
of development. The specifications are subject to 
change without notice. Verify with your local Intel 
11.1 Absolute Maximum Ratings Sales office that you have the latest data sheet be- 
fore finalizing a design. 
Storage Temperature .......... — 65°C to + 150°C * WARNING: Stressing the device beyond the “Absolute 
Supply Voltage................6. —0.5V to +8.0V Maximum Ratings” may cause permanent damage. 
Voltage on Any Input............. GND-—2V to 6.5V These are stress ratings only. Operation beyond the 


“Operating Conditions” is not recommended and ex- 
Voltage on Any Output ...GND-0.5V to Voc + 0.5V tended exposure beyond the “Operating Conditions” 


Power Dissipation ..............0.0cceeeeeeee 1w _~*May affect device reliability. 


11.2 DC Characteristics 
Table 38. DC Specifications (Vcc =5V £10%, Tamb = 0°C to 70°C) 


Symbol p i st tan Ti Voc = 3.3V £0.3V 
mdDo arameter 
é [Meee] mee 


ee ME CELT Meee TS ee 
i lanier anaemia tot — 
ferret vot nto mt) I 20 as +05 Tae a a 


Vcc Supply Current — 1 Mbps FDC Data Rate 
= Vit = 0.45V, Vip =2.4V alla sic 


a IccinPowerdown |_| 100A rc 100 pA 
Input Load Current - 10pA +10 pA 
(all input pins) —10 pA —10 pA 
lOFL Data Bus Output +10 pA 7 +10 pA 
Float Leakage | —10 pA —10 pA 
IBPL Parallel Port Back-Power Leakage . 
fer, (All Parallel Port Signals) hack eecuee Mey 


NOTES: 

1. Test Conditions: Only the data bus inputs may float. All outputs are open. 

2. Test Conditions: Tested while reading a sync field of ‘00’. Outputs not connected to DC loads. This specication reflects 
the supply current when all modules within the 82091AA are active. 

. Test Conditions: Vii =Vss, Vin= Vcc; Outputs not connected to DC loads. 

. Test Conditions: Typical value with the oscillator off. 

. Test Conditions: All 82091AA modules are in their powerdown state. 

. Test Conditions: 10 wA (Vin=Vcc), —10HA (Vin = OV) 

. Test Conditions: OV<VoH<Vcc 

. Test Conditions: 0.45V<VoyH<Vecc 

. Test Conditions: Device in Circuit Voc = OV, Vin=5.5V max. 


OON DO & ® 
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Input Capacitance 

Input/Output Capacitance 
NOTE: 


All pins except pins under test are tied to AC ground. 


| 20 | pF | Sampled, not 100% Tested _| 
ee ae eee ee 


The following pin groupings are used in Table 40 and Table 41. 


DMA | FDDREQ, PPDREQ 

IRQx IRQ3, IRQ4, IRQ5, IRQ6, IRQ7 

Serial Port SOUTA, SOUTB, DTRA#, DTRB#, RTSA#, RTSB# 
Parallel Port PD[7:0], STROBE #, AUTOFD#, INIT#, SELECTIN# 


FDC Interface WRDATA, HDSEL#, STEP#, DIR#, WE#, FDME0O#, FDME1#, FDSO#, FDS1#, 
DRVDEN[1:0)] 


Table 40. Vo. Specifications (Voc =5V +10%, Tamb = 0°C to 70°C) 


tym Voco=5V + 10% Voc 3.3Vt03V 


SD[7:0] 


co Cin Tain 
) a ne 
vo | oman | — 
T~Vvor| SeraiPon | | oasv | ama [| sv [| 2ma 
[Vor | Paralsipot mae 
[Vo | promccse | ae 
[Vor | FoCinterace | mane 
Vor BENe Hens | eas 
[Vor | oecsitoe | ae 
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Table 41. Vox Specifications (Vcc =5V +10%, Tamb = 0°C to 70°C) 


C load = 50 pF for all logic outputs and 
100 pF for the data bus. 


290486-67 


Figure 67. Load Circuit 


1.5V <+————- Test Points ————>> 1.5V 


Figure 68. AC Testing Input, Output 


290486-68 
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11.3 Oscillator 


The 24 MHz clock can be supplied either by a crystal (Figure 69) or a MOS level square wave. All internal 
timings are referenced to this clock or a scaled count that is data rate dependent. The crystal oscillator must 
be allowed to run for 10 ms after Vcc has reached 4.5V or exiting the POWERDOWN mode to guarantee that 
it is stable. . 


Crystal Specifications: 

Freq: | 24 MHz + 0.1% 

Mode: Parallel Resonant 
Fundamental Mode 

Series Resistance: < 400 

Shunt Capacitance: <5 pF 

C1, C2: 20 pF-25 pF 


24 MHz 
CRYSTAL 


82091AA 


290486-69 


Figure 69. Crystal Connections 


82091AA 


290486-70 


Figure 70. Oscillator Connections 
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11.4 AC Characteristics | : | 
Table 42. AC Specifications (Voc =5V + 10%, Tamb = 0°C to 70°C) 


- Clock Rise and Fall Time 


NOTES: 

1. Clock input high level test points for clock high time and clock rise/fall times are 3.5V with Vcc at 5V +10% and 2.0V 
with Vcc at 3.3V Voc +10%. Clock input low level test point for clock low time and clock rise/fall time is 0.8V. 

2. Clock input test point for clock period is 0.8V. 

3. Certain Floppy Disk Controller module timings are a function of the selected data rate. The nominal values for the internal 
clock period (tie) for the various data rates are: 


Internal Clock Period 


Disk Drive (*nominal values) 


Disk Rate 


All information contained in () in the following tables represents 3.3V specifications. 


Table 43. AC Specifications (Vcc = 5V + 10%, or [3.3V + 0.3V] Tamp=0°C to 70°C) 
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Table 43. AC Specifications (Vcc= 5V + 10%, or (3.3V + 0.3V) Tamb = 0°C to 70°C) (Continued) 


[Symbol] Parameter | Min | Max | Units| Notes | Figure | 


IOCHRDY 


IOCHRDY Propagation Delay from IORC #/ _ 55 (75) ta 82, 83 
lOWC# 


[i [lOCHRGY Propagation Doay fom Busy | [ea@s)| ne 


| lIORC # : 


IORC # Active Pulse Width 
t5b lIORC# Recovery Time 


ve) 
= 
 @) ; 
{3 |) 
a 
~) 


lIOWC # Active Pulse Width | 


re 


t7a AEN Setup to |ORC #4 /IOWC# Active 


‘7 | AENHoldfromIORC#/IOWG# Inactive | 0]  |ns | | 72,78 


: | NOWS # 


Tea [NOWS* BelayfomiORCHnOWoe | [es@o[ mw | —~*d are 
| TC | | 
fsa [TeAciverusowa ——S—S—=id |i | ed 


RESET 
RSTDRV | 


t10b Hardware Configuration Input Setup to 100 All Configuration 76 
RSTDRV Inactive Modes a 

t10c Hardware Configuration Input Hold from All Configuration 76 
RSTDRV Inactive Modes | 


INTERRUPTS 
RQ([4,3] (Serial Ports) 
IRQ[4,3] Inactive Delay from IORC #/ 100 90, 91 
IOWC # Active 
tlic IRQ[4,3] Inactive Delay from IORC # 100 IIR rd, 
Inactive LSR rd 
tl1d IRQ([4,3] Active Delay from DCD #/DSR#/ 
CTS#/RI# 


t6b 


ti1b 
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Table 43. AC Specifications (Voc = 5V + 10%, or (3.3V + 0.3V) Tamp = 0°C to 70°C) (Continued) 


[Symbot| Parameter | Win | Max [Unite Notes | Figure 


t12b IRQI7,5] Inactive Delay from IORC# / 70 (90) ECP rev, 81 
IOWC # Active fwd to FIFO . 

t12c IRQ{[7,5] Inactive Delay from IOWC # 70 (95) ECP fwd to ECR 81 
Inactive 


t12d | IRQI7,5] Delay from ACK# 70(90) | ns | AllModes 
t12e | IRQI7,5] Delay from FAULT# 70(90) | ns | ECP | a1 | 


t13b IRQ6 Inactive Delay from l|ORC #/ tle +125 2 
lOWC # Active . 
FDDREQ, PPDREQ 


tida xDREQ Inactive Delay from xDACK # 75 (100) 4 74 
Active 


t14b | FDREQCycle Time (Non-Burst DMA) | 6.25 ps 


t14c xDREQ Active from l|ORC #/IOWC # 100 
Inactive 


t14d xDREQ Setup IORC #/IOWC# 


t14e xDREQ Delay from I|ORC #/IOWC# 75 (100) 74 
Active 


t14f FDREQ Inactive Delay from TC Active 110 
PPDREQ Inactive Delay from TC Active 80 (90) 
t14g xDREQ to xDACK # Inactive eatte] 


FDDACK #, PPDACK # 


t15a xDACK # Active Delay from xDREQ 
Active 


t15b xDACK # Setup to |ORC # /IOWC# 18 74 
Active 


t15c xDACK # Hold from |ORC #/IOWC # 
Inactive 
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Table 43. AC Specifications (Vcc= 5V + 10%, or (3.3V + 0.3V) Tamb = 0°C to 70°C) (Continued) 


[Srmbot| ____—Parameter——————([win|_Max [Unite] Notes [Figure 
TC tts~“‘t‘S*S*S*S*SARALLELPORTCSSCSC~*” 
[ea [POI7.o] belay fomiOWG hactve | | 600) | rw [SAPS/w] 67 
sige | POI7.0} Delay romiOWGe Acive | | ro(100)| ns | EpPw | 62 
rec | POI7.O1 Float Dela tom iowc# inacive | 60| | ns | EpPw | a2 

84 


t16g | PDI7:0] Hold from STROBE Inactive 450; | |. ISAFIFO 


t16h | PD[7:0] Hold from BUSY Inactive Oe 
{16 _| PDI7:0] Setup to ACK# High fOr 
|t16) | PDI7:0] Hold from AUTOFD# Low xs 


ISA,PS/2 | 87 


t17a STROBE # Delay from lIOWC # Inactive Pd 60/ 90 


t17b ~— | STROBE# Delay from |ORC# /IOWC# 


| = 
[STROBE Delay rom IORG# AOWC# — 
i176 | STROBE* Active fom BUSY nacive [500[ | z 
i'7e [STROBE Actve om BUSY Inacive | o | | 


t17f. | STROBE Inactive Delay from BUSY Active | 0 | 


AUTOFD# 


(ida [AUTOFD# Delay fomiOWGe mnacive | 5 
tia [AUTOFD# Delay romionceiowce | 
ii8e[AUTOFD# Hold tom BUSY inactve [a0 | | ns | copa | 05 
{fad [ AUTOFD# Low Delay rom ACK nactve | 0 | 

rot [ns | corre | 60 


t18e AUTOFD# High Delay from ACK# Active 
60(90) | ns | AllModes 


INIT # 


t19a__| INIT# Delay from IOWC# Inactive —_ 
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Table 43. AC Specifications (Vcc= 5V + 10%, or (3.3V + 0.3V) Tamp = 0°C to 70°C) (Continued) 


Symbol] Parameter ‘(in| Max [Units] Notes | Figure 
SELECTIN# 
ada [SELECTIN® Delay fom OWO* acter | [6000] ns | WArSa | e7 
1200 | SELECTIV® ely tom iOwGerIORCe Acive| _[eoto)) | _ePP | az 
[aia [BUSY Acive Doay fom STROBE® Acivo [| | 600 | | Warsa [oa 
i2ib [BUSY Active Delayom STROBES Active [0] || +t es 
ic [BUSY inactive Delay tom STROBES inactive [0 | | | copia | 05 
id |BUSYSeuptoAcK# Acie _———=—«t o | | ec | ae 
iat [BUSY Hold tom AUTOFD# macive | o[ | | ecPrev | 86 
ACK # 
ize [AGK# Ave Holton AUTOFOW High [0 [ [| ecPrev [66 
22 [ACKE inactive Hold tom AUTOFD# Low | o| | | ecPrev | 86 
PPDIR/GCS# 
fa [scsecemtensatoo | Jooeof PT 
23> | PPOIR Delay fomiOWG# hacive | [e060)| | SAPs/a.coP| 7 
1230 [PPOWR Doty tom OWGe Aeive | looeon] | ere [2 


IDECS[1:0] # 


aia [DEC Doayromsatioo) ——=iéd;=Cswoo] dT SSC~*~‘idtCia 
jaa [DENA Boayromsariool ——=—=«dt’~SC*d@o mo] —«SCSCS*~*~*idr RT 
as [DEN# Delaytomxoacke ————=«dtSCitwocf | Cid 
iaéa [HENS belayromioiér ——SSSC*dY:SC*idiS wm] =dSSSC~=~idSCia 
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Table 43. AC Specifications (Voc = 5V + 10%, or (3.3V + 0.3V) Tamb = 0°C to 70°C) (Continued) 


a 


DTRx #, RTSx#, DCDx # 


ote itso 
[ata [DTRxs /RTSc# [OOK Active Delay romiowc#]| | 55(70)| ne _[WORw] 01 | 
[SC*RLOPPY DISKGONTROLER 


FLOPPY DISK CONTROLLER 


RDDATA# 


ee ee 
fata [Readdawruowan ——=SsSsS—=~—dSC‘iSSCidt Cs Cd 
a 
a a a 


|tgga |Datawidth si see note|seonote] =| 7 | 77 

% - HDSEL# 

| caer ge Tafel 
STEP # 


Sia [SiePeacetme —Ss—=—“~*é‘“‘*~*é~sdCSCYSC“‘ésN“ COC 
istb[STEP# OyleTime ——~S*~S ert |sno te] ns | 8 | 8 


DIR # 


(sea [DRA SoupwSTePeAcwe —=Ss=~C“‘~idSC‘SCidS Ce 
132 [DIR# Hold trom STEP® iactve ——~—S«dt to | ids | | 8 


Se | Seen een ene 
taa_|WE# Inactive DelayfromRSTDRVinactveedge | | 2 | ws | | 75 
ee See ei een ene 


INDEX # 


ta4a_|INDEX# Pulsewidth | | tte || 8 


NOTES: 

1. The FDC Status Register’s status bits which are not latched may be updated during a host read operation. 

2. The timing t13b is specified for the FDC interrupt signal in the polling mode only. These timings in case of the result 
phase of the read and write commands are microcode dependent. 

3. This timing is for FDC FIFO threshoid=1. When FIFO threshold is N bytes, the value should be multiplied by N and 
subtract 1.5 4s. The value shown is for 1 Mbps, scales linearly with data rate. 

4. This timing is a function of the internal clock period (t1e) and is given as (24) tle. The values of tie are shown in Note 3. 

5. If DACK# transitions before RD#, then this specification is ignored. If there is no transition on DACK#, then this be- 
comes the DRQ inactive delay. — 

6. TC width is defined as the time that both TC and DACK# are active. Note that TC and DACK# must overlap at least 
50 ns. 
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NOTES: (Continued) 
7. Based on the internal clock period (t1e). For various data rates, the read and write data width minimum values are: 


Disk Drive | 2am, | 
Data Rate 
| 800Kbps_— | 860s 


8.This timing is a function of the selected data rate as follows: 


9. This value can range from 0.5 ms to 8.0 ms and is dependent upon data rate and the Specify Command value. 
10. The minimum MFM values for WE# to HDSEL# change for the various data rates are: 


GPL is the size of gap 3 defined in the sixth byte of a Write Command. 


11. Based on internal clock period. 

12. Jitter tolerance is defined as: 
(Maximum bit shift from nominal position + 1/4, period of nominal data rate) x 100 percent is a measure of the allowable 
bit jitter that may be present and still be correctly detected. The data separator jitter tolerance is. measured under 
dynamic conditions that jitters the bit stream according to a reverse precompensation algorithm. 

13. The minimum reset active period for a software reset is dependent on the data rate, after the FDC module has been 
properly reset using the ti10a spec. The minimum software reset period then becomes: 


Minimum Software Reset 
Active Period 
Data Rate 


ee i 
| 500Kbps_ | 250s 
| 250Kbps_ | 500s 


Disk Drive 
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11.4.1 CLOCK TIMINGS 


290486-71 


Figure 71. Clock Timing 


11.4.2 HOST TIMINGS 


SA[10:0] 
AEN 


lIORC# 


SD[7:0] 3 Valid Data 


NOWS# 


DEN# 
290486-—72 


Figure 72. Host Read 
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SA[10:0] 


AEN 


— IOWC# 


SD[7:0] 


NOWS# 


DEN# 
290486-73 


Figure 73. Host Write 
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xDREQ 


FDDACK3#, 


PPDACK# =| 
liOwC#H 


SD[7:0] Valid Data 


t9a. 
TC 


290486-74 


Figure 74. DMA Timing 


RSTDRV 
FDDREQ, IREQ6 


WE# 
290486-75 © 


NOTE: 
FDDREQ, .|RQ6 depicts the FDC enabled condition under hardware configuration. Otherwise, these signals tri-state with 
the same timing as IRQ[7,5,4,3]. 


Figure 75. Reset Timing 
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RSTDRV 


HW Config Pins 


290486-76 


Figure 76. Reset Timing (Hardware Extended Configuration Mode) 


11.4.3 FDC TIMINGS 


WE# 


t29a 
WRDATA# | | \ | 


290486-—77 


Figure 77. Write Data Timing 


STEP# 


{34a 
INDEX# SS 


30a 
HDSEL 


WE# 


. 290486-78 


NOTE: 
For overlapped seeks, only one step pulse per drive selection is issued. Non-overlapped seeks will issue all programmed 
step pulses. 


Figure 78. FDC Drive Control/Timing 
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_ t28 | 
t28a 
RDDATA# 


Figure 79. FDC Internal PLL Timing 


290486-79 


IORC#NIOWC# 


IRQ6 
. 290486-80 


Figure 80. Floppy Disk Controller Interrupts 


11.4.4 PARALLEL PORT TIMINGS 


ACK# 
t12 
IRQ[7,5] (all modes) 


FAULT# (ECP) aaGiRiNGbSa Sr SC ace case 
t12e—___p| 


2, C-) aes SE Ae nA) (SURPLUS 


290486-81 


Figure 81. Parallel Port Interrupt Timing 
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liOWC# : 


Da 
STROBE# ied 
AUTOFD#/ <> = | 
3206 | 20h 
: — 


alibi ej Ci 
PD[7:0] Valid Data 


BUSY 


lIOCHRDY 


PPDIR 


Figure 82. EPP Write Timing 


iORC# 


ee 


Val 


—__? 
STROBE# ae 


AUTOFD#/ | | 
SELECTIN# ti6e 
PD[7:0] 


BUSY 
t4b 


lIOCHRDY 


290486-83 


Figure 83. EPP Read Timing 
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| = | t16¢ 
PD[7:0] ~ | Valid Data 
| t16f <+—t17d— t17 
STROBE# : | 
t21a-»> 
BUSY 


290486-84 


Figure 84. ISA-Compatible FIFO Timing 


PD[7:0] 


AUTOFD# - 


STROBE# 


290486-—85 


Figure 85. ECP Write Timing (Forward Direction) 
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PD[7:0] 


BUSY 


ACK# 


AUTOFD# 
290486-86 


Figure 86. ECP Read Timing (Reverse Direction) 


lOWC# 


PD[7:0] 


STROBE# 


AUTOFD# 


INIT# 


SELECT# 


PPDIR 


290486-87 


Figure 87. ISA-Compatible Write Timing 
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11.4.5 IDE TIMINGS 


SA[10:0] _ 
IDECS[1:0]# 


DEN# 


10164 | 


HEN# 


290486-88 


Figure 88. IDE Timing 


11.4.6 GAME PORT TIMINGS 


SA[10:0] 


GCS# 


i 


290486-89 


Figure 89. Game Port Timing 
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11.4.7 SERIAL PORT TIMINGS 


lORC#IOWC# 


IRQ([4,3] 


lORC# 


t11 | 
IRQ[4,3] a ae 


290486-90 


Figure 90. Serial Port Interrupt Timing 


IOWC#(WR MCR) 


RTSx#, DTRx# 


CTSx#,DSRx#, 


DCDx#,Ri# "1d 


IRQ[4,3] 


t11b 
IORC#(RD MSR) / 


290486-91 


Figure 91. Modem Control Timing 
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12.0 PINOUT AND PACKAGE INFORMATION 


12.1 Pin Assignment 


‘TI —) INDX# 


99 (I) PPDACK# 
92 CCI IDECSO# 
91 (I IDECS1# 
90 (I-—— ~ DRVDEN1 
86 (CI FDMEO#/MEEN# 
85 (CC FDS1#MDS1 
84 -I-r—_-FDSO#/MDSO 
83 -—L—) FDME1#/DSEN# 
rT-1T—) DIR# 
‘r3r—) STEP# 


100 (I-I—) PPDREQ 
94 (cr ~HEN# 
93 (I= ~VCC 


WRDATA# 
WE# 
TRKO# 
WP# 
RDDATA# 
HDSEL 
DSKCHG# 
VCCF 
PPDIR/GCS# 
STROBE# | 
AUTOFD# 
PDO 
FAULT# 
PD1 

INIT# 

PD2- 

X2 
X1/0SC 
VSS | 
SELECTIN# 
PD3 

VCCF . 
PD4 

PDS 

PD6 

PD7 

ACK# 
BUSY 
PERROR 
SELECT 


GOON Oa hQODND — 


SBBNSRRESLUB 


_DSRA# C—O 36 

SINA C—IT 37 
RTSA# C—ILTI 38 
SOUTA C—IcT 39 
CTSA# C—I"T) 40 
DTRA# CCU 41 

RIA# C—CT) 42 

SINB C—CT) 45 
SOUTB C—IU 47 
CTSB# C—O 48 
DTRB# C—-TI 49 


RSTORV cro 33 
DCDA# C—1- 35 


290486-92 


Figure 92. 82091AA Pin Diagram 
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Table 44. Alphabetical 82091AA Pin Assignment | 


Signal Name Pin # 
ACK# 
E 
AUTOFD# 
BUSY 
CTSA# 
CTSB# 
DCDA# 
DCDB# 
DEN# 
DIR# 
DRVDENO 
DRVDEN1 
DSKCHG # 
DSRA# 
DSRB # 44 


Craute ide 
[ropacke sd 7 ft 
[roprea «dt =e | 
[[Fomeoemmeene | s6 [0 
[FoMEI#/OSEN* [| @0| 0 
[Foso#/moso |e | 0 
Trost/mosi_| 5 | 0 
1/O 


HEN # 94 
IDECSO # 
IDECS1 # 
INDX# 

INIT # 

lO16# 
lOCHRDY 
lIORC # 
lIOWC # 


Type 


Ol 
aA 


> 
= 


NO 
— 


70 
53 
0 
48 


es 


© 
Nh 


~J 
ALN 


~~ 


I/O 


©} o 
ws 
~ 
O 


7 


ne) 


2 
19 
20 
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IRQ5 
IRQ7 
NOWS # 


56 
55 


[pronea | 10 | oO 
[~aopatae | 78 | 
Oe 
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ee 


SIZ 
O 1x 
Oo 
| 3 
“ 
i | © 


< 
” 
” 
- 
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Table 45. Numerical 82091AA Pin Assignment (Continued) 


Pin# Signal Name 
INIT # 
PD1 I/O 


FAULT # 


Type 


o> 


ba | 
= 
mi 
$f 


/O 


70 
71 
72 
73 
74 
75 
6 


AUTOFD # 
STROBE # 
PPDIR/GCS# 1/0 
VCCF 
DSKCHG # 
HDSEL 
RDDATA# 


ba | 


S| ~N 
= 
= 
$f 


8 TRKO# 


WRDATA# 


oc an ee 
ee 
[—e0|_Fomers7osene [0 
[e+ | Fosos/moso_ | 0 
[es | Fosie/ost | 0 
[—s6 | _FoME0#/MEEN* [0 
er [noe 
[eo | _orvoeno ito 
[80 | orvoens do 
ee = 
ee 


ar 
DEN # I/O 
lO16# 
FDDACK # 
FDDREQ 
PPDACK # 
PPDREQ 


He 
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12.2 Package Characteristics 


_Seating 
Plane 


LL 


Al 


1 HZ 


WOE 


i 


Cc - 

EY cee Oat SS 8 Oh a AS EW OS eS OS SS OO 0 OO Detail A 

Seating f ae 

Plane / —_ 

See Detail A 
| = | . T 
a liile 
-290486-93 


Figure 93. 100-Pin Quad Flat Pack (QFP) Dimensions 


2190 . ADVANCE a 


I ntal ‘ 82091AA 


Nn 
ioe) 
; 
N 
a 
NO 
aN 
Go 


~” 
op) 
aa 
mM 
C 
m 
O 
m 
@) 


ADVANCE INFORMATION 2-191 


- 82091AA _ | . intel. 


13.0 DATA SEPARATOR CHARACTERISTICS FOR FLOPPY DISK MODE — 


eee ee 


pie 
SPEER 


220 225 230 235 240 245 250 255 260 265 270 275 280 290486-94 _ 


ee 
Eee ce ee 
Laake ee eee eere 
SRR Ree RAPESEED 
Sete ee eee eae eS 


265 270 275 280 285 290 295 300 305 310 315 320 325 330 335 290486-95 


Figure 95. Typical Jitter Tolerance vs Data Rate (Capture Range 300 Kbps) 
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0 
440 450 460 470 480 490 500 510 520 530 540 550 560 290486-96 


ae es es se 


880 900 920 940 960 980 1000 1020 1040 1060 1080 1100 1120 290486-97 


Figure 97. Typical Jitter Tolerance vs Data Range (Capture Range 1 Mbps) 
Jitter Tolerance measured in percent. Capture range expressed as a percent of data rate, i.e., +3% percent. 
¢=Test Points: 250 Kbps, 300 Kbps, 500 Kbps and 1 Mbps are center, +5 percent @ 60 percent jitter. 


Test points are tested at temparture and Vcc limits. Refer to the datasheet. Typical conditions are: room 
temperature, nominal Vcc. 
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13.1 Write Data Timing 


WRDATA 


290486-98 


NOTE: 
Invert high. 


13.2 Drive Control 


290486-99 


NOTE: 
For overlapped seeks, only one see pulse per drive selection is issued. Non-overlapped Seeks will issue all programmed 
step pulses. Invert high. 
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13.3 Internal PLL 


RDDATA 


290486-A0 


NOTE: 
Invert high. 
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APPENDIX A 
FDC FOUR DRIVE SUPPORT 


Section 8.0 of this document completely describes the FDC when the module is configured for two drive 
support. In addition, the FDC commands in Section 8.0 provide four drive support information. This appendix 
provides additional information concerning four drive support. The signal pins that are affected by four drive 
support are described in Section A.1. Note that the FDC signals not discussed in this appendix operate the 
same for both two and four drive systems. The following registers are described in this appendix; Digital Output 
Register (DOR), Enhanced Tape Drive Register (TDR), and the Main Status Register (MSR). Some bits in 
these registers operate differently in a four drive configuration than a two drive configuration. 


NOTES: 


_@ The descriptions in this appendix assume that four floppy drive support has been selected by setting 
FDDQTY to 1 in the AIPCFG1 Register. 


¢ Only drive 0 or drive 1 can be selected as the boot drive. 


A.1 Floppy Disk Controller Interface Signals 


These signal descriptions are for a four drive system (FDDQTY = 1 in the AIPCFG1 Register). See Section 2.0 
for two drive system signal descriptions. 


FDME1 #/DSEN # (1) FLOPPY DRIVE MOTOR ENABLE 1, or DRIVE SELECT ENABLE: Ina 
| four drive system, this signal functions as a drive select enable 
(DSEN#). When DSEN # is asserted, MDS1 and MDS0O reflect the 
selection of the drive. 


FLOPPY DRIVE SELECT1, or MOTOR DRIVE SELECT 1: In a four 
drive system, this signal functions as a motor drive select (MDS1). 

MDS1, together with MDSO, indicate which of the four drives is selected, 
as shown in note 1. | 


_ FLOPPY DRIVE MOTOR ENABLE 0 or MOTOR ENABLE ENABLE: In 
a four drive system, this signal functions as a motor enable enable 

(MEEN #). MEEN # is asserted to enable the external decoding of MDS1 
and MDS0O for the appropriate motor enable (see note 1). 


FLOPPY DRIVE SELECT 0 or MOTOR DRIVE SELECT 0: In a four 
drive system, this signal functions as motor drive select (MDSO). MDSO, 
together with MDS1, indicate which of the four drives is selected as 

_ shown in note 1. 


FDS1#/MDS1(1) 


FDMEO #/MEEN #(1) 


FDSO#/MDSO(1) 


NOTE: 
1. These signal pins are used to control an external decoder for four floppy disk drives as shown below. Refer to the DOR 
Register Description in Section A.2 for details. 


MDS1 MDSO DSEN# =0 MEEN# =0 


0 0 Drive 0 MEO 
0 1 Drive 1 ME1 
1 0 Drive 2 ME2 
1 1 Drive 3 ME3 
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A.2. DOR—Digital Output Register 


|/O Address: Base +2h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


The Digital Output Register enables/disables the floppy disk drive motors, selects the disk drives, enables/dis- 
ables DMA, and provides a FDC module reset. The DOR reset bit and the Motor Enable bits have to be 
inactive when the 82091AA’s FDC is in powerdown. The DMAGATE# and Drive Select bits are unchanged. 
During powerdown, writing to the DOR does not wake up the 82091AA’s FDC, except for activating any of the 
motor enable bits. Setting the motor enable bits to 1 will wake up the module. The four internal drive select and 
four internal motor enable signals are encoded to a total of four output pins as described in Table 47. Figure 99 
shows an example of how these four output pins can be decoded to provide four drive select and four motor 
enable signals. Note that only drive 0 or drive 1 can be used as the boot drive when four disk drives are 
enabled. | 


7 6 5 4 3 2 1 0 Bit 
po} o fo} ol ojo} eo} 0 | peta 
Drive 0 Select (R/W) 
1=Selected 
0=Not Selected 
Drive 1 Select (R/W) 
1=Selected 
0=Not Selected 
FDC Reset (R/W) 
1=Resets FDC 
0=Does Not Reset FDC 
DMA Enable (R/W) 
1=Enable 
0=Disable 
Motor Enable 0 (R/W) 
(for Drive 0) 
1=Enable 
0=Disable 
Motor Enable 1 (R/W) 
1=Enable 
0=Disable 
Motor Enable 2 (R/W) 


1=Enable 
0=Disable 


Motor Enable 3 (R/W) 
1=Enable 


0=Disable 
290486-A1 


Figure 98. Digital Output Register 
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Motor Enable 3 (ME3): This bit controls a motor drive enable output signal and provides the signal 
output for the floppy drive 3 motor (via external decoding) as shown in Table 46. 


Motor Enable 2 (ME2): This bit controls a motor drive enable output signal and provides the signal _ 
output for the floppy drive 2 motor (via external decoding) as shown in Table 46. 


Motor Enable 1 (ME1): This bit controls a motor drive enable signal and provides the signal output 
for the floppy drive 1 motor (via external decoding) as shown in Table 46. 


Motor Enable 0 (MEO): This bit controls a motor drive enable signal and provides the signal output 
for the floppy drive 0 motor (via external decoding) as shown in Table 46. 


DMA Gate (DMAGATE): This bit enables/disables DMA for the FDC. When DMAGATE = 1, DMA — 


_for the FDC is enabled. In this mode FDDREQ, TC, IRQ6, and FDDACK# are enabled. When | 


DMAGATE = 0, DMA for the FDC is disabled. In this mode, the IRQ6 and DRQ outputs are tri-stated 
and the DACK# and TC inputs are disabled to the FDC. Note that the TC input is only disabled to 
the FDC module. Other functional units in the 82091 AA (e.g., parallel port or IDE interface) can still 
use the TC input signal for DMA activities. 


FDC Reset (DORRST): DORRST is a software reset for the FDC module. When DORRST is set to 
0, the basic core of the 82091AA’s FDC and the FIFO circuits are cleared conditioned by the LOCK 
bit in the Configure Command. This bit is set to 0 by software or a hard reset (RSTDRV asserted). 
The FDC remains in a reset state until software sets this bit to 1. This bit does not affect the DSR, 
CCR and other bits of the DOR. DORRST must be held active for at least 0.5 ws at 250 Kbps. This is 
less than a typical ISA I/O cycle time. Thus, in most systems consecutive writes to this register to 
toggle this bit allows sufficient time to reset the FDC. 


Drive Select (DS[1:0]): This field provides the output signals to select a particular floppy drive (via 
external decoding) as shown in Table 47. Note that the drive motor can be enabled separately 
without selecting the drive. This permits the motor to come up to speed before selecting the drive. 
Note also that only one drive can be selected at a time. However, the drive should not be selected 
without enabling the appropriate drive motor via bits[7:4] of this register. 
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Table 46. Output Pin Status for Four Disk Drives 
FDC DOR Register Bits 


aS 
MEO and 
DSO enable 
ME1 and 1 
DS1 enable 
ME2 and 
DS2 enable 
ME3 and 1. 
DS3 enable 
MEO enable DS[1:0] 400 1 
only 
ME1 enable DS[1:0] 401 
only 
ME2 enable DS[1:0] #10 
only 
ME3 enable 1 DS[1:0] #11 1 1 1 
only 
No ME or X x { 1  f { 
DS enable 


NOTE: 

To enable a particular drive motor and select the drive, the value for DS[1:0] must match the appropriate motor enable bit 
selected as indicated in the first four rows of the table. For example, to enable the drive 0 motor and select the drive, MEO is 
set to 1 and DS[1:0] must be set to 00. To enable the drive motor and keep the drive de-selected the value for DS[1:0] 
must not match the particular motor enable as shown in the first four rows. For example, to enable the motor for drive 0 
while the drive remains de-selected, MEO is set to 1 and DS[1:0] is set to 01, 10, or 11. 


Signal Pins 
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2 to 4 
Decoder 


290486-A2 


Figure 99. Example External Decoder (Four Drive System) 


A.3 TDR—Enhanced Tape Drive Register 


1/O Address: Base +3h 
Default Value: 00h 
Attribute: Read/Write 
Size: 8 bits 


This register allows the user to assign tape support to a particular drive during initialization. Any future refer- 
ences to that drive number automatically invokes tape support. A hardware reset sets all bits in this register to 
0 making drive 0 not available for tape support. A software reset via bit 2 of the DOR does not affect this 
register. Drive 0 is reserved for the floppy boot drive. Bits[7:2] are only available when eae EN= 1; other- 
wise the bits are tri- stated. 
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Default 


Tape Select (R/W) 
00=None (All are Floppy Drives) 


01=1 
— 10=2 
11=3 
Boot Drive Select (R/W) 
see Table 


Reserved 


290486-A3 


Figure 100. Enhanced Tape Drive Register 


Description 


2 Boot Drive Select (BOOTSEL): The BOOTSEL bit is used to remap the drive selects and motor 
enables. The functionality is shown below: 
BOOTSEL Mapping 
0 DSO — FDSO, MEO — FDMEO (default) 
DS1 — DS1, ME1 — FDME1 
1 DSO — DS1, MEO — FDME1 


DS1 — FDSO, ME1 — FDMEO 
Only drive 0 or drive 1 can be selected as the boot drive. 


Tape Select (TAPESEL[1:0]): These two bits are used by software to assign a logical drive number 


to be a tape drive. Other than adjusting precompensation delays for tape support, these two bits do 
not affect the FDC hardware. They can be written and read by software as an indication of the tape 
drive assignment. Drive 0 is not available as a tape drive and is reserved as the floppy disk boot 
drive. The tape drive assignments are as follows: 


Bits[1:0] Drive Selected 
00 None (all are floppy disk drives) 
01 1 


10 2 
11 3 
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A.4. MSR—Main Status Register : 


1/O Address: Base +4h 
Default Value: 00h | 

_ Attribute: Read Only 
Size: 8 bits 


This read only register provides FDC status information. This information is used by software to control the 
flow of data to and from the FIFO (accessed via the FDCFIFO Register). The MSR indicates when the FDC is 
ready to send or receive data through the FIFO. During non-DMA transfers, this register should be read before 
each byte is transferred to or from the FIFO. 


After a hard or soft reset or recovery from a powerdown state, the MSR is available to be read by the host. The 
register value is 00h until the oscillator circuit has stabilized and the internal registers have been initialized. 
- When the FDC is ready to receive a new command, MSR[7:0] = 80h. The worst case time allowed for the MSR 
to report 80h (i.e., RQM is set to 1) is 2.5 us after a hard or soft reset. 


Main Status Register is used for controlling command input and result output for all commands. Some example 
values of the MSR are: 


¢ MSR = 80H; The controller is ready to receive a command. 
e MSR = 90H; Executing a command or waiting for the host to read status bytes (assume DMA mode). 
e MSR= DOH; Waiting for the host to write status bytes. 


7 6 5 4 3 2 +1 + «0 Bit 
po fo fool aw |e] 0] cea 
Drive 0 Busy (RQ) 
see Text 


- Drive 1 Busy (RO) 
see Text 
Reserved 


- Command Busy (RO) 


1=FDC Command in Progress 
0=No FDC Command in Progress 


Non DMA Mode (RO) 
see Text 


Data I/O Direction (RO) 
1=Host Data Read Required 
=Host Data Write Required 


Request for Master (RO) 
.1=Host can Transfer Data 


0=Data Transfer is not Permitted 
290486-A4 


Figure 101. Main Status Register 
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Request For Master (RQM): When RQM = 1, the FDC is ready to send/receive data through the 
FIFO (FDCFIFO Register). The FDC sets this bit to 0 after a byte transfer and then sets the bit to 1 
when it is ready for the next byte. During non-DMA execution phase, RQM indicates the status of 

IRQ6. 


Direction I/O (DIO): When RQM = 1, DIO indicates the direction of a data transfer. When DIO= 1, 
the FDC is requesting a read of the FDCFIFO. When DIO=0, the FDC is ewe a write to the 
FDCFIFO. 


NON-DMA (NONDMA): Non-DMA mode is selected via the SPECIFY Command. in this mode, the 
FDC sets this bit to a 1 during the execution phase of a command. This bit is for polled data transfers 
and helps differentiate between the data transfer phase and the reading of result bytes. 


Command Busy (CMDBUSY): CMDBUSY indicates when a command is in progress. When the first 
byte of the command phase is written, the FDC sets this bit to 1. CMDBUSY is set to 0 after the last 
byte of the result phase is read. If there is no result phase (e.g., SEEK or RECALIBRATE 
Commands), CMDBUSY is set to 0 after the last command byte is written. 


Drive 3 Busy (DRV1BUSY): The FDC module sets this bit to 1 after the last byte of the command 
phase of a SEEK or RECALIBRATE Command is issued for drive 3. This bit is set to 0 after the host 
reads the first byte in the result phase of the SENSE INTERRUPT Command for this drive. 


Drive 2 Busy (DRV1BUSY): The FDC module sets this bit to 1 after the last byte of the command 
phase of a SEEK or RECALIBRATE Command is issued for drive 2. This bit is set to 0 after the host 
reads the first byte in the result phase of the SENSE INTERRUPT Command for this drive. 


Drive 1 Busy (DRV1BUSY): The FDC module sets this bit to 1 after the last byte of the command 
phase of a SEEK or RECALIBRATE Command is issued for drive 1. This bit is set to 0 after the host 
reads the first byte in the result phase of the SENSE INTERRUPT Command for this drive. 


Drive 0 Busy (DRVOBUSY): The FDC module sets this bit to 1 after the last byte of the command 
phase of a SEEK or RECALIBRATE Command is issued for drive 0. This bit is set to 0 after the host 
reads the first byte in the result phase of the SENSE INTERRUPT Command for this drive. 
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PCI TO PCMCIA/ENHANCED-IDE CONTROLLER 


m Provides the Ultimate Plug and Play 
Solution for High Performance PCI 
Desktop Systems 
— Supports Combinations of PCMCIA 
and Enhanced Local Bus IDE 
interfaces 

— Contains a 32-bit PCI Local Bus 
Slave Interface Running at 
25/33 MHz 

-—- Supports Motherboard and Add-In 
Card Implementations 


Compliant with PCMCIA 2.1/JEIDA 4.1 — 


Interface Standard 


— Supports up to Four 68-pin Standard 


PC Card Sockets, Cascadable for 
Additional Sockets 
— Each Socket Interchangeably 
Supports Either Memory or I/O PC 
Cards 
«- Software Compatible with the 
Industry Standard 82365SL PCIC 
__— Supports PCMCIA-ATA Disk Drive 
Devices 
— Features Prefetch Read and Post 
Write Data Buffer for PCMCIA 
Memory Cycles 


_ System Bus Timings Compatible with 

Pentium™ Processors and Intel486™ 

Processors 

-— Supports Ali Inte! PCisets 

— Programmabie PCMCIA and IDE 
Interface Timing 


— Easily Configured to Support Other | 


Standard Architectures 


| Dual Voltage Operation 


— Each PCMCIA Socket Automatically 
Configures to Support Either 3.3V or 
5.0V PC Cards 


Power Management 
— Individual Socket Power Control 
— Hot Insertion and Removal Capability 


PCI Local Bus Interfaces for Four 

Enhanced ‘IDE Devices 

— Provides Write Posting and Read 
Prefetching to Support High 
Performance IDE Devices — 

— Primary and Secondary IDE Devices 
can be Independently Programmed 
for Various Speed Selections 


Flexible System Configuration Options 

— Two-Socket Configuration with On- 
Chip Buffering 

— Four-Socket Configuration with 
Partial External Buffering 


Eliminates the Need for System 


Configuration Jumpers 

— Address Mapping for PCMCIA 
2.1/JEIDA 4.1 PC Card Memory 

— Address Windowing for !/O Space 

— Full 4-GByte PCI Address Range 

— Selectable Interrupt Steering from 
PC Cards to System Interrupt Lines 


208-Pin QFP Package 


The 82092AA is a high-bandwidth, software-configurable bridge that interfaces as many as four PCMCIA/ 
ExCA (PC Memory Card International Association/Exchangeable Card Architecture) PC cards and four en- 
hanced IDE devices to the Peripheral Component Interconnect (PCI) Bus. It is software compatible with the 
Intel 82365SL PC Card Interface Controller, but features a 32-bit PCI interface for maximum system perform- 
ance. The PPEC simplifies system design by reducing component count between the PCI Bus, PC cards, and 
IDE devices, and maximizes system flexibility by providing such benefits as PC card select decoding, multiple 
~ memory address translation maps, power management, and I/O interrupt steering. The PPEC also supports 
auto- -configuration, allowing dynamic system setup when inserting and removing PC Cards. 
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ACE[2:1] 
AWE#PGM# 
ARESET 

AWAIT# 
ABVD1/STSCHG#-RI# 
ABVD2/SPKR# 

AVS1 

AVS2 

ACD[2:1] 
ACADR[23:16,14,9:3] 


ACADR25/SIRQ | 
ACADR24/PIRQ 
ACADR15/SDIR# 
ACADR13/SCS1# 
ACADR12/SCS2# 
ACADR11/PCS1# 
ACADR10/PCS2# 
ACADR[2:0]/DA[2:0] 
ACDATA[15:0]/DD[15:0] 
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ARDY-BSY#/IREQ#/IORDY 
AIORD#/DIOR# 
AIOWR#/DIOW# 
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BCD[2:1] 
BCADR[25:0] 
BCDATA[15:0] 
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BRDY-BSY#/IREQ# 
BIORD# 

BIOWR# 

BREG# 
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1.0 INTRODUCTION 


The PPEC is a follow-on product to the Intel industry 
standard 82365SL PC Card Interface Controller 
(PCIC) used in mobile systems. It enhances the 
82365SL definition by providing a full 32-bit PCI in- 


terface for increased system performance, and by 


supporting up to four PCMCIA sockets and four local 
bus IDE devices for greater flexibility. The PPEC is 
82365SL compatible, and provides a standard sys- 
tem interface for PC Cards at the hardware and data 
interchange level. 


Figure 1 shows a typical PPEC system implementa- 
tion. The PPEC interfaces directly to the 5.0V PCI 
Local Bus, and supports four PCMCIA cards and 
four IDE devices in the configuration that is shown. 
The PPEC operates as a slave over the full PCI fre- 
quency range, but is optimized for 25 MHz and 
33 MHz. 


PPEC Configuration Modes 


The PPEC supports two configuration modes that 
allow selection of the number of PC Card sockets 
supported, the number of IDE interfaces supported, 
and the type of buffering for each socket. 


Mode 0 configures the PPEC for two independent 
PCMCIA sockets, or for one PCMCIA socket and 
two IDE interfaces. The sockets are internally buff- 
ered, and allow hot (power-on) card insertion and 
extraction. Each of the two IDE interfaces supports 
two IDE devices. 


Mode 1 configures the PPEC for up to four PCMCIA 
sockets and two IDE interfaces. External buffering is 
used for the address, data, and shared control sig- 
nals if fully-buffered interfaces are required. Each of 
the two IDE interfaces supports two IDE devices, as 
in Mode 0. 


Each PPEC PCMCIA/JEIDA card interface consists 
of 60 signal and 8 power connections. In Mode 0, 
each of the two PCMCIA sockets has its own set of 
signals and buses, but the IDE interface signals are 
multiplexed with Socket A signals. In Mode 1, one 
address bus, one data bus, and several control sig- 
nals are used as common signals for all four sock- 
ets, and several IDE interface signals are multi- 
plexed with the common signals. 
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1.1 Enhanced PCI Local Bus IDE 
interface 


The local bus IDE interfaces, designated the Primary 
IDE Interface and the Secondary IDE Interface, and 
their corresponding drives #0 and #1 are indepen- 
dently programmed to operate in the enhanced (pro- 
grammable) timing mode, or in standard compatible 
timing mode. The IDE physical interface is multi- 
plexed with existing PCMCIA signals to reduce cost, 
and the IDE controller uses internal PCMCIA Post- 
Write data buffers and separate Read-Prefetch 
buffers to improve the system performance. The 
interfaces are externally buffered in both PPEC 
configuration modes. 


The PPEC provides an IDE Hardware Configuration 
mechanism using the Power-On IDE Configuration 
Register which is mapped in the PCI configuration 
space. This allows full use of the PPEC’s Enhanced 
Fast Local Bus IDE without any requirement for 
BIOS upgrade or modification if the BIOS is not 
aware of the PPEC IDE. 


The higher performance of the PCI local bus IDE 
architecture with respect to the ISA IDE architecture 
results from the faster timing modes that are avail- 
able in the PCI local bus IDE architecture. The PPEC 
provides improved timing even when the IDE con- 
troller is configured to run cycles that correspond to 
IDE ATA specification timing modes 0, 1 or 2 (which 
are originally defined for ISA-based systems) be- 
cause of the proximity to the host CPU, and because 
of the clock granularity (PCI 33 MHz) at which timing 
is controlled. A more significant improvement is ob- 
tained when the PPEC is configured for the drives 
that support enhanced timing mode 3 or any arbitrar- 


ily-defined faster timing mode. 


Enhanced Timing 


The PPEC features programmable timing (see Pri- 
mary and Secondary IDE Timing Control Register 
descriptions) in the form of clock counts for the fol- 
lowing timing parameters: 


¢ Tsy (address/data set-up time) 
© Tpw (command pulse width) 
© Toye (overall cycle length) 


2-211 


82092AA 


The programmable timing allows support of currently 


defined and future IDE Modes, and for optimizations | 


based on PCI clock frequencies other than 33 MHz. 
IDE Primary and Secondary interface timing is inde- 
pendently controlled, allowing IDE drives with differ- 
ent timing characteristics to be supported by the 
same physical interface while still operating at their 
optimum speeds. . 


Further timing configuration is provided at the level 
_ of the Primary and Secondary interface. Each drive 
(drive O and drive 1) can be independently pro- 
grammed to run in enhanced timing mode or in stan- 
dard compatible Mode #0, so that any combination 
of fast and slow drives is possible. 


1.2 Internal Register and PCMCIA 
Address Window Access 


The PCI-PCMCIA Bridge PCI Configuration Regis- 


ters and the PCI-IDE PCI Configuration Registers 
conform to the Peripheral Component Interconnect 


(PCI) specification. The specification describes the 


essential registers that must be supported by PCI 
devices and functions, and should be referenced for 
a detailed explanation of the PCI-PCMCIA Bridge 
and PCI-IDE PCI Configuration Register access. 


1.2.1 PCMCIA SOCKET CONFIGURATION 
REGISTER ACCESS 


The PCMCIA Socket Configuration registers, com- 
prised of general setup registers, interrupt registers, 
|/O mapping control registers, and memory mapping 
control registers, are used for control of the PCMCIA 
socket functions. They are a superset of the 
82365SL register set, and are accessed using the 
same indexing method that is used in the 82365SL. 


Two read/write ports, an index port and a data port, 
are used to access the registers. The index port is 
written with the register offset that is used to access 
the register. Data is then written to the register or 
read from the register via the data port. 
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The index port address is loaded into the PCI- 
PCMCIA Bridge Base Address Register, which is lo- 


cated in PC! Configuration space. The data port ad- 


dress is the next location (index port address + 1). 
When writing to the configuration registers, the index 
and data registers may be accessed simultaneously 
with a 16-bit write operation to increase perform- 
ance. The index value is placed on data bits[7:0], 
and the data value to be written is placed on data 
bits[15:8]. 3 


The PPEC does not respond to a data port read or 
write operation unless a valid index has first been 
written to the index port. 


1.2.2 PCMCIA MEMORY WINDOWS 


The PPEC supports five independently enabled and 
configured memory and |/O address mapping win- 
dows for. each PCMCIA PC Card socket. The win- 
dows allow portions of 64 MByte common memory 
and/or 64 MByte attribute memory spaces on the 
PC Cards to be mapped to portions of the PC] Mem- 
ory address. Each window’s data bus width, 
PCMCIA interface timing, software write protect, and 
enable can be independently controlled. Mapping of 
each memory window can start and stop on any 
4 KByte boundary of PCI memory space within a 
16 MByte page. 


A Card Memory Page Address Register associated 
with each socket allows selection of the 16 MByte 


_window page anywhere in the 4 GByte PCI address 


space (see Figure 2). The PC Card memory offset 
address is added to the PCI address bits 23:12 to 
generate the address for the PC Card. The address 
mapping is compatible with the 82365SL. 


A window is opened by writing the PCI Memory start 
address, PCI Memory stop address, and PC Card 
memory offset to the window’s System Memory Aa- 
dress Mapping Start, System Memory Address Map- 
ping Stop, and Card Memory Offset Address high 
and low byte registers. The Card Memory Page Ada- 


dress Register must be written with the window’s 


16 MByte page address in PCI memory space, and 
the window must be enabled in the Address Window 
Enable Register. 
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Figure 1. Typical PPEC System Implementation 
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Figure 2. PCMCIA Memory Address Mapping 
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Common/Attribute Memory Address Mapping 


Both Common and Attribute memory can be ac- 
cessed on the PC Card through any of the PC] Mem- 


ory address mapping windows according to the state 
of the Register Active bit in the Card Memory Offset 
Address High Byte Register. When this bit is set to 0, 
common memory can be accessed; when set to 
one, attribute memory can be accessed. The PCI 
memory window to common or attribute memory can 
be mapped from any PCI address to any PC Card 
address. 


Several PCl Memory address mapping windows to 
different common memory address spaces can be 
opened simultaneously. Each of these windows can 
be configured to use a different timing mode, soft- 
ware write protect, and data width. 


1.2.3 PCMCIA I/O WINDOWS 


The PPEC features two independently enabled and 
controlled |/O address windows for each PCMCIA 
PC Card socket. The windows can be non-contigu- 
ous, and each window’s |/O data bus width can be 
independently controlled. The windows have a 
1 byte addressing resolution. 


|/O addressing of PC Cards is very similar to memo- 
ry addressing. Each |!/O address window has a 
16-bit sfart address and a 16-bit stop address locat- 
ed in the window’s //O Adaress Start and //O Aa- 
dress Stop high and low byte registers. PCI I/O Ad- 
dress bits([15:0] are compared with the start and 
stop addresses and must be greater than or equal to 
the start address, and less than or equal to the stop 


Posted Write Buffers/PCMCIA Prefetch Buffer 


Primary Prefetch Buffer Secondary Prefetch Buffer 
290511-5 
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address for access to the window. PCI address 
bits[31:16] must be 0 when addressing |/O Cards. 


Indirect offset addressing is not supported for |/O 
windows. PCI I/O Address bits[15:0] are passed di- 
rectly to the PC Card address pins if they fall within 
an |/O Window. Bits[25:16] of the PC Card address 
are driven low. 


1.3 Data Buffers 


The PPEC features read prefetching and write post- 
ing data buffering for up to four Dwords. This allows 
high speed 32-bit data transfers between the PCI 
Local Bus and the PPEC, and lower-speed 8-bit and 
16-bit data transfers between the PPEC and the PC 
Cards and the IDE devices. Assembly/disassembly 
logic translates 32-bit data from the PCI bus into 8- 
and 16-bit data required by the PCMCIA PC Cards 
and the IDE devices. 


Figure 3 shows a representation of the data buffer 
and the IDE prefetch buffers. The same physical 
buffers are used for both PCMCIA/IDE Posted Write 
operations, and for PCMCIA Prefetch operations. 
Separate 32-bit latches are used for storing IDE Pre- 
fetch data: one for the Primary drive interface, and 
one for the Secondary drive interface. 


The operation of the data buffers is controlled by 
two bits in the PCI-PCMCIA Configuration Control 
Register that enable and disable Posted Write Buffer 
and IDE Prefetch operation. Both modes may be ac- 
tive simultaneously, but the write posting function 
has priority over the prefetch function. - : 


0 31 0 


Figure 3. Data and IDE-Prefetch Buffers 
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Posted Writes and Prefetch Reads for IDE cycles 
are globally enabled in the PCI-PCMCIA PCI Config- 
uration Control Register, and individually enabled for 
each IDE device in the PCI-IDE Configuration Con- 
trol Register. IDE Posted Write cycles operate the 
same way as PCMCIA Posted Write cycles. Howev- 
er, the PPEC does not support burst data transfers 
for IDE Posted Write operations. 


The data buffers are not used for Attribute Memory 
cycles because of potential timing dependencies. 


1.4 PCMCIA Interface 


The PPEC configuration mode is selected by an ex- 
ternal 10-20K Ohm resistor on the SPKROUT #/ 
MODE pin. The voltage level applied to the pin is 
sampled at the end of the reset sequence, and the 
state is stored internally in the PPEC-PCMCIA PCI 
Configuration Control Register (PCICON). The pin is 
then reconfigured as an output to support the 
SPKROUT function. The AREG#/IDECFG pin is 
also sampled at the end of the reset sequence to 
determine whether IDE is supported in Mode 0. 


Table 1 shows mode _ selection with the 
SPKROUT #/MODE and AREG#/IDECFG pins. 


Mode 0 
Two PCMCIA sockets are supported in Mode 0. 


Each socket interface (Socket A and Socket B): has 
its own data bus, address bus, and control pins. 


a 
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If the AREG#/IDECFG pin is sampled high at the 
end of the reset sequence, the Socket A PCMCIA 
registers are disabled and the Socket A interface 
pins are reconfigured for IDE support, allowing the 
implementation of two Fast Local Bus IDE interfaces 
capable of supporting up to four IDE devices. Signal 


mapping for the IDE Interface in Mode 0 is described 
in Section 2.8, IDE Interface Signals. 


Mode 1 


Four PCMCIA sockets are supported in Mode 1 by 
allowing sockets A, B, C, and D to share a common 
data bus (CDATA[15:0]), a common address bus 
(CADR[25:0]), and four common control signals 
(REG#, OE#, IORD#, and IOWR#). The other 
control signals are not shared. 


External data buffers for each PCMCIA Socket may 
be used in Mode 1 to prevent the PC Cards from 
driving an excessive load, and to allow both 3.3V 
and 5V cards to be used simultaneously in a system. 
External buffers for the shared address and control 
lines are optional. They can be fully buffered for 
each socket or, by utilizing the INSERT # pins, can 
be either driven directly by the PPEC, or buffered by 
a single buffer to increase drive strength. See the 
PPEC Design Guide for specific application informa- 
tion. | 


Table 1. Configuration Mode Selection 


SPKROUT#/MODE | AREG#/IDECFG 
ea Se ee ee 
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2 Fully-Buffered PCMCIA Sockets; No IDE 


PCMCIA Socket B Only; Dedicated IDE Interface 


4-PCMCIA Sockets; Shared Address, Data, Control | — 


Configuration 
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Two Fast Local Bus IDE interfaces can be enabled 
in Mode 1 by programming the PPEC-IDE interface 
PCI Configuration Registers. When an IDE cycle is 


initiated, the PDIR# and SDIR# pins provide direc- _ 


tion control for the external IDE data buffers, and the 
PCS1#, PCS2#, SCS1# and SCS2# signals en- 
able the IDE devices. The PCMCIA sockets are not 
affected during IDE cycles because the card en- 
ables for each socket remain inactive. 


The AREG #/IDECFG pin is ignored in this mode. 


1.4.1 CARD INSERTION AND EXTRACTION 


The INSERT # function allows the PPEC to prepare 
for the insertion of a PC Card, preventing the inser- 


tion from affecting other sockets in implementations | 


requiring shared signal lines (Mode 1, partially buff- 
ered). The INSERT# pin is driven active at least 
1.5 ws prior to the PC Card signal-pin contact with a 
PCMCIA socket by an external circuit described in 
the PPEC Design Guide. 


The PPEC empties the Posted Write Buffers (PWBs) 
and tri-states the shared PCMCIA address and con- 
trol lines when a falling edge occurs on INSERT #. 
The PPEC drives the shared signals after power has 
been applied to the new PC Card, and normal opera- 
tion resumes. 


When a rising edge occurs on a CDx pin, the PPEC 
again empties the Posted Write Buffers and tri- 
states the shared address and control lines, and the 
dedicated PCMCIA socket signals. A rising edge on 
INSERT # indicates that the PC Card has been dis- 
connected from the signal pins, allowing the PPEC 
to drive the shared signals and resume normal 
PCMCIA operation. 


Hot insertion and extraction is possible in Mode 0 
because all PCMCIA interface signals are indepen- 
dent of each other in this mode. When a card inser- 
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tion is detected via the Card Detect inputs 
(xCD # [2:1]) with the Card Detect interrupt enabled, 
a Card Status Change interrupt is initiated, and pow- 
er is applied to the PCMCIA socket under software 
control. When a card removal is detected via the 
Card Detect inputs, the voltage to the socket is 
turned off under software control. 


1.4.2 POWER CONTROL 


The PPEC implements power management for each 
PCMCIA socket individually. Socket power manage- 
ment is controlled through the Power Control Regis- 
ter and the VS1/VS2 pins. 


1.4.2.1 Power Control Register Operation 


The Power Control Register controls the routing of 
power to the PCMCIA socket and enabling of the 
PCMCIA socket interface pins. A PCIRST clears all 
of the bits in this register. A detailed description of 
all of the bits in this register is found in Section 
3.2.1.3. This section describes only the Vcc Control 
and Vpp Control bits. 


Vec Control 


The Vcc Control bits in the Power Control Register 
control power to the PC Cards via an external latch. 
The control signals Vec5V and Vcc3V are routed to 
the external latch through the ACDATA lines during 
Power Control Write cycies. The value of these bits 
is modified by software writes to the Power Control 
Register or by hardware according to the value of 
the VS1/VS2 pins. Hardware modifies the Vcc Con- 
trol bits only when the iNSERT # signals are assert- 
ed, indicating partially buffered, Mode 1 implementa- 
tions. 


The Vcc Control bits control Vcc routing using the 
following encoding: 


Description 


No Connect 


Reserved 
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If the INSERT # signals are used in Mode 1 partially- 
buffered implementations, the VS1/VS2 pins are 
sampled during a PC Card insertion and are 


In Mode 0 and in fully-buffered Mode 1 implementa- 
tions, the INSERT # signals are not used, and power 
control is completely dependent upon software. 
Vpp Control 


The Vpp Control bits in the Power Control Register 


are latched externally, along with the Voc Control . 


bits. They are modified with software writes to the 
Power Control Register only. 
1.4.2.2 External Power Control Latch 


The PPEC is designed to directly interface with Max- 
im’s MAX780 Dual-Slot PCMCIA Power Controller. 
This device provides Vpp power and controls Vcc 
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used to determine the values of Vcc5V and Vec3V. 


The VS1/VS2 pins affect the Vcc Control bits in the 
following wey: 


Not Supported; 
(SERR# Asserted) 


power for 2 PCMCIA sockets. Two MAX780’s are 
required for 4-socket implementations. The MAX780 
contains an internal register for latching the power 
control signals provided by the 82365SL and com- 
patible controllers VppEN[1:0] and VocEN[1:0]. 
This latch allows the PPEC to write the values of the 
power control signals via the PCMCIA data lines, 
thus eliminating the need for dedicated power con- 
trol signals. If the Maxim device is not used in a sys- 
tem, an external register (74ALS273 or equivalent) is 
required to latch the power control signals. This ex- 
ternal latch, whether implemented using the Maxim 
device or a 74ALS273, is referred to in this docu- 
ment as the External Power Control Latch. 
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The following are the signals that transfer power 
control information to the External Power Control 
Latch, and the bus signal pins through which they 
are transferred. 


Transfer 
Pin Name 


PWRWR# 
ACDATAI[O] 
ACDATA[1] 


Power Signal 


Power Control Write Signal 

Socket A VppENO Control Signal 
Socket A VppEN1 Control Signal 
Socket B VppENO Control Signal | ACDATA[2] 
Socket B VppEN1 Control Signal | ACDATA[S3] 


Socket C VppENO Control Signal | ACDATA[8] 
(Mode 1 Only) 


Socket C VppEN1 Control Signal | ACDATA[9] 
(Mode 1 Only) 


Socket D VppENO Control Signal 
(Mode 1 Only) 


Socket D VppEN1 Control Signal 
(Mode 1 Only) 


Socket C Voc3V Control Signal 
(Mode 1 Only) 


Socket C Vcc5V Control Signal ACDATA[13] 
(Mode 1 Only) 
Socket D Voc3V Control Signal ACDATA([14] 
(Mode 1 Only) 
Socket D Vcc5V Control Signal ACDATA[15] 
(Mode 1 Only) 


ACDATA[10] 


ACDATA[11] 


ACDATAI12] 
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Note that in Mode 1, the ACDATA bus is renamed to 
CDATA. 


The value of the Voc3V and Vcc5V signals and 
VppEN[1:0] are determined by the control bits in the 
Power Control register for each socket. 


The External Power Control Latch is updated by 
placing the values of the power control signals onto 
the corresponding ACDATA lines, and pulsing the 
PWRWR # signal low. This operation takes place af- 
ter each of the following conditions: 


e A write cycle to any of the Power Control regis- 
ters | 


e A high Card Detect pin on a socket having Auto . 
Power enabled 


e Rising edge of PCIRST # 
e PC Card Reset 


e Detection of a PC Card insertion via one of the 
xINSERT # pins 


The PPEC allows any cycle currently taking place on 
the PCMCIA bus or PCI bus to complete before per- 
forming an external power control write cycle, then 
initiates a write cycle to the external latch. The pow- 
er control write operation cycle time is 6 PCICLKs, 
and consists of placing the Power Control bits for all 
sockets on the ACDATA bus, pulsing the PWRWR # 
signal for 5 PCICLKs, and holding the data for one 
additional clock to guarantee hold time. If 
a PCMCIA-targeted PCI cycle is initiated during an 
external power control write cycle, the PCI cycle is 
held in wait-states until the PCMCIA cycle can be 
executed. 
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1.4.2.3 Hardware-initiated Power On Sequence 


When the INSERT# pins are used to detect card 
insertions, the PCMCIA bus is tri-stated until. power 
has been applied to all PC Cards. A condition could 
_ exist where a PCI Master device other than the CPU 
tries to access the PCMCIA bus while the PCMCIA 
bus is tri-stated, causing the PCI Master to be re- 
tried. This would effectively lock out the CPU from 
the PPEC and prevent the CPU from applying power 
to the PC Card. To avoid this situation, the PPEC 
must perform a hardware-initiated power-on se- 
quence to the PC Card whenever the PCMCIA bus is 
tri-stated due to a PC Card insertion. 


_ The following sequence of events describes a hard-. 


ware-initiated power-on sequence: 


1. INSERT# is detected active for one of the 
~ PCMCIA sockets. 


2. Line buffers are flushed and the PCMCIA bus is 


tri-stated. 
3. CD1# and CD2# are detected active. 


4. The Power Control Register is updated according 
to the values of VS1/VS2. 


5. An external power control write cycle is per- 
formed. 


6. The PPEC is held for 256 PCICLKs (7.68 us mini- 
mum) to allow Vcc voltage to stabilize. 


7. The PCMCIA bus and The PPEC resume normal 
operation. 


Any subsequent writes to the Power Control Regis- 
ters by software override the Vcc Control bits set by 
hardware. If VS1/VS2 indicate the presence of an 
X.X-only PC Card, the PPEC does not apply power 
to the card and the PCMCIA bus is held in a tri-state 
condition until the card is removed. This situation is 
indicated by HOLDLED# remaining active. If 


SERR# is enabled, the PPEC asserts SERR# for 


one PCICLK to alert the system that an error condi- 
tion exists, and operation can not continue. 
1.4.2.4 Auto Power Enable 


The Auto Power function in the PPEC is intended to 
allow hardware to automatically power down a 
PCMCIA socket based on the Card Detect pins 
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(CDx). With Auto Power enabled, the power control 
signals Voc5V and VccsV are active only while both 
Card Detect inputs are low. As soon as one of the 
CDx lines goes high indicating that a card is being 
extracted, an external power control write cycle is 
initiated to negate the active power control pins. The 
Vpp control pins are automatically negated with the 
negation of the Vcc control pins, independent of the 
Auto Power function. Software is responsible for de- 
bouncing the CDx pins and disabling Auto Power 
whenever a card is extracted. When the Auto Power 
function is disabled, the power control signals are 
not qualified with the Card Detects. The sequence of 
steps for inserting and extracting a PC Card when 
using Auto Power is as follows: 


1. The default is Auto Power Enable = 0. | 

2. Software receives a Card Status Change (CSC) 
interrupt as a result of a card being inserted. 

3. Software waits for the CDx pins to become stable. 


4. Software reads the VSx pins and sets the Vcc/ 
Vpp control bits in the Power Control Register. 

5. The PPEC issues a write cycle to the external — 
power control latch (Maxim Power Switch or dis- 
crete latch). . - , 

6. Software waits for power to become stable (50 us 
minimum). 

7. Software enables the socket interface and sets 
Auto Power Enable = 1. 


Normal operation takes place. 

8. The PPEC detects a rising edge on either CDx 
pin. 

9. The PPEC sends a CSC interrupt and issues a 
write cycle to the external power control latch to 
disable the socket power. A hardware flag is auto- 
matically set, disabling power to the socket. 


10. Software waits for the CDx pins to become sta- 
ble. 


11. Software disables the socket interface and sets 
Auto Power Enable = 0. | 


12. The PPEC clears the flag that disables power to 
the socket as a result of step 11. 
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When the Auto Power bit of the Power Control regis- 
ter (bit 5) is O, Auto Power is disabled and power is 
controlled directly from the power control bits with- 
out being qualified with CDx. The PPEC does not 
prevent software from powering a card to a voltage 
other than that indicated by the VSx pins. Table 2 
summarizes the operation of the PPEC power con- 
trol. 


1.5 PC Card ATA Support 


The PCMCIA specification defines a protocol for 
ATA PC Cards. No special requirements are needed 
for accesses to PC Card ATA. Accesses to all ATA 
registers are treated as normal |/O accesses. 


1.6 PCI Interface 


The PPEC is a PCI target-only device. Its PCI Inter- 
face conforms to the Peripheral Component Inter- 
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connect (PCI) specification, which should be refer- 
enced for an understanding of the interface. 

Table 3 identifies the PCI commands that the PPEC 
supports, and their encoding on signal lines 
C/BE# [3:0]. The PCI bus signal descriptions in the 
following section further define the PCI operations 
that are supported by the PPEC. 


1.6.1 PCl SUPPORT 


The following sections describe PPEC PCI! support. 
Note that the PPEC is a target-only device, and 
therefore does not support PCI functions that are 
defined for PC! masters. 


1.6.1.1 Address Decoding 


The PPEC uses only positive address decode. The 
PPEC’s PCI-PCMCIA Bridge and PCI-IDE Interface 
functions both have SLOW DEVSEL# timing re- 
sponse. 


Table 2. Power Control Operation 


Power Control Register 


Output Auto Power 
Enable aa Enable 
= 7) = 5) 


— 


-p 
th 
O 
al 
mn 


NOTE: 


PPEC Pins 


Status 
Tri-state Register 
Outputs ? 
(See Note) PC Card 
CDi# CD2# Power 
Active 
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rh 
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For this table, the term Tri-state Outputs includes the PPEC outputs that are unique for a given PCMCIA socket. This 
includes all of the address, data, and control signals in Mode 0 (2-socket), but does not include the shared address, data, 
~and control signals in Mode 1 (4-socket). The shared PCMCIA signals defined in Mode 1 are enabled and disabled as a 
function of the INSERT # signals as described in Section 1.4.1. 
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1.6.1.2 Configuration Cycles 


The PPEC supports only Type 0 PCI configuration 
cycles. As a multifunctional device it supports ac- 
_cess to functions numbered 0 and.1. It does not 


: — 
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The PPEC supports only Linear Incrementing burst 
transfers. Attempts to access the PPEC using burst 
transfers in a mode other than Linear Incrementing 


results in subsequent target disconnects, and split- 
ting of the burst cycle into multiple single data phase 


respond to a configuration cycle that accesses func- 
tions 2-7, even if the functions are selected with the 
_ IDSEL mechanism. | 


transfers. . 


1.6.1.4 Exclusive (Locked) Access Support | 

NOTE: } 

None of the PPEC internal registers or 

PCMCIA I/O or memory locations can be ac- 

cessed after PCI reset until PCI Configuration 

_ Software (part of BIOS) configures the system 
_ resources properly. 


The PPEC can be locked as a resource by any PCI 
Initiator. In the context of locked cycles, the PPEC 
and the PCMCIA subsystem are considered a single 
resource. A locked access to any address within the 

PCMCIA subsystem locks the PPEC. | 


Note that write-posting and read-prefetch are dis- 
~ abled for PCI locked cycles. Any PCI Initiator access 
to the PPEC subsystem while it is locked results in 
' The PPEC supports burst transfers to PCMCIA retry. 
memory and to the IDE !/O Data Port with a post- 
write buffering mechanism when internal data buffer- 


ing is enabled. 
Table 3. PCI Commands 


[0000 | IeruptAcknowiedgs NT 
[0001 | Specilysle—SSCSC~SCCSC‘“‘“‘~SN 


- 1.6.1.3 Burst Transfer Support 


Supported As Target 


Yes 
| 1010 | ConfigurationRead =| YS 
Memory Write and Invalidate | 


NOTES: | 

1. Treated as Memory Write. 

2. Treated as Memory Read. 

3. PPEC does not respond on these commands. 
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1.6.1.5 Transaction Termination 


As a target, the PPEC terminates transactions for | 


the following conditions. 


Disconnect 

The PPEC responds with a disconnect when it 
is the target of multiple data phase transactions 
that cannot be serviced by the internal buffers 
(i.e., posted for writes or supply prefetched data 
during read operations). During posting, the 
PPEC terminates the cycle using disconnect se- 
mantics as soon as all posted write buffers are 
occupied. Similarly, the PPEC disconnects dur- 
ing burst reads as soon as a miss is generated 
(prefetch data is not available). This is because 
the next data phases would exceed the 8 PCI 
clock incremental latency limit while the PCI is 
kept in wait-states for more that 8 PCI clocks 
until one of the post write buffers is emptied to 
its destination, or additional data is fetched from 
the PCMCIA card or IDE interface. 


Retry 
The PPEC retries memory write cycles when all 
post write buffers are full. It also retries any cy- 
cle when it is locked as a resource and a PCl 
master tries to access the PPEC without negat- 
ing the PCILOCK# signal during the address 
phase. 


Target Abort 
The PPEC generates this type of termination 
during non-aligned Dword |/O transfers with ille- 
gal combinations of address and BEx. 


1.6.1.6 Parity Generation And Checking 


The PPEC supports parity generation and checking 
for both the address and data phases of cycles in 
which it positively decodes address. The PPEC as- 
serts the PERR# signal when it recognizes a parity 
error during bus transactions in which it is involved. 
The PPEC asserts the SERR# o/d signal for one 
PCI clock when it detects an address phase parity 
error, or a PCMCIA interface system error (i.e., when 
a X.XV-only PC Card is inserted). 


1.6.1.7 PCl Memory Cache Support 


The PCI can provide basic cache coherency control 
with two optional PCI signals, SDONE and SBO#. 
The PPEC does not support those signals, so 
PCMCIA memory cannot be directly cached. Howev- 


er, alternative schemes can be used (including | 
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“shadowing” in main memory and caching locally) to 
speed access to the read-only PCMCIA memory. 
This can improve performance of the XIP (eXecute 
In Place) PCMCIA applications. 


1.7 System Interface Functionality 


The PPEC can connect to system interrupts in two 
different ways: 


a. via 10 direct system interrupt signals. 


b. via 2 PCI interrupt signal lines which require addi- 
tional routing. | 


The direct system interrupt mode is provided so that 
PCMCIA software that requires “ISA compatibility” 
(i.e. non-shareable IRQ handlers which require spe- 
cific IRQ level) can run without modifications on Intel 
Microprocessor Architecture based platforms with 
PPEC as a PCI-PCMCIA Bridge. In this case, PCI 
interrupts are not used but the PCMCIA Card inter- 
rupts (as well as the Card Status Change interrupt) 
are configured to connect directly to specific system 
IRQ lines. On the system side, the PPEC interrupt 
signals can support either edge (ISA like) or level 
(active low-EISA, Microchannel, PCI like) triggering. 
Multiple PC Cards in a system can conflict if they try 
to utilize the same Edge interrupt Level. By steering 
them to different interrupt lines, the conflicts can be 
eliminated. | 


Designs that are not dependent on this type of soft- 
ware “compatibility” can use PCI interrupts (i.e., in- 
terrupt is configured using mechanism “‘b’’). 


The Global Control Register provides individual bits 
to enable Edge/Level Mode. The Interrupt and Gen- 
eral Control Register contains bits for |/O card Inter- 
rupt Steering. The Card Status Change Interrupt 
Configuration register contains bits for Card Status 
Change Interrupts. 


1.7.1 DIGITAL AUDIO SUPPORT—SPKROUT # 
SIGNAL 


The PPEC supports PC Card digital audio SPKR# 
signals. These signals are passed through to the 
SPKROUT # line, which is an exclusive-OR of all 
SPKR# inputs (from all sockets). In motherboard 
designs, this output line can be connected to the 
system speaker driver directly. In add-in card imple- 
mentations, a cable can be used to access the 
speaker, or a Piezo electric transducer can be pro- 
vided on the add-in card. 
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2.0 PPEC SIGNALS in: A standard input-only signal. 
in (ST) A Schmitt Trigger input signal. 
The signals described in this section are arranged in 


functional groups. The # symbol at the end of a out A totem pole output signal. 
signal name indicates that the signal’s active or as- . 0/d An open drain input/output signal. 
serted state occurs when the signal is at a low volt- t/s A bi-directional tri-state signal. 
age level. When # is not present after the signal t/s/ Mindirecionakan : aa) 
name, the signal is asserted when it is at the high eo uni-directional, tri-state output signal. 
voltage level. | s/t/s A sustained tri-state signal. This is an 
active low tri-state signal that is owned 
The terms assertion and negation are used exten- | and driven by one and only one agent 
sively in this document to minimize confusion when at a time. The agent that drives a s/t/s 
a mixture of active-iow and active-high signals are signal low must drive it high for at least 
described. The terms assert and assertion indicate one clock before letting it float. A new 
that a signal is active, independent of whether that agent can not start driving an s/t/s sig- 
level is represented by a high voltage or a low volt- nal sooner than one clock after the pre- 
age. The terms negate and negation indicate that a , vious owner tri-states it. An external 
- signal is inactive.. pull-up must be provided by the central 
The following notation is used to describe the PPEC ee radon omen 


signal types: | 


2.1 PCI Bus Interface Signals 


a 


PCICLK { PCI CLOCK: Provides timing for all transactions on the PCI bus. All other PCI signals 


are sampled on the rising edge of PCICLK, and all timing parameters are defined with 
PCIRST # 


respect to this edge. PPEC design is optimized for 25 MHz and 33 MHz PCI bus 
frequency. 


| NOTE: | 
PCMCIA and IDE state machines use PCICLK as a clock reference. This allows simpler 
design with good granularity for optimized timing, but selection of a PCI clock frequency 
other than 25 or 33 MHz may impact PCMCIA and IDE interface performance. 


PCI RESET: Forces the entire PPEC component into a known state. All t/s and s/t/s 
signals are forced to a high impedance state, and the o/d signals are allowed to float — 
high. All internal PPEC state machines are reset, and all registers are set to their default 
values. PCIRST # may be asynchronous to PCICLK when asserted or negated. 
Although asynchronous, negation must be with a clean, bounce-free edge. PCIRST # 
must be asserted for a minimum 1 ms, and PCICLK must be active during the last 100 
us of the PCIRST # pulse. 


ADDRESS AND DATA: Address and data are multiplexed on the same PCI pins. During 
the first clock of a transaction, AD[31:0] transfer a physical address (32 bits). During 
following clocks, AD[31:0] transfer data. 


A bus transaction consists of an address phase, followed by one or more data phases. 
PCI supports write bursts. Little-endian byte ordering is used. AD[7:0] define the least 
significant byte (LSB), and AD[31:24] the most significant byte (MSB). The information 
contained in the two low order address bits varies by address space. In the I/O address 
space, AD[1:0] are used to provide full byte address. During memory space accesses, 
these two bits provide information on the type of burst ordering. During configuration 
space accesses, they identify the type of configuration access. 


When the PPEC is the target of a PCI cycle, AD[31:0] is input during the address phase | . 
of a transaction. During the following data phase(s), the PPEC asserts data on AD[31:0] - 
if a PCI read, or accepts data if a PCI write. 


ADI31 :0] 
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2.1 PCli Bus Interface Signals (Continued) 


Xd ee 


C/BE # [3:0] BUS COMMAND AND BYTE ENABLES: These signals are multiplexed on the same 
PCI pins. During the address phase of a transaction, C/BE # [3:0] define the bus 
FRAME # 


command for bus command definitions. During the data phase, C/BE # [3:0] are used 
as Byte Enables. The Byte Enables determine which byte lanes carry meaningful 
TRDY # 
IRDY # ‘ 


data. C/BE # [0] applies to byte 0, and C/BE # [3] to byte 3. C/ BEY 0] # are not 
STOP# 


used for address decoding. 
PCILOCK # i 


IDSEL 
DEVSEL # 


a 
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CYCLE FRAME: Driven by the current initiator to indicate the beginning and duration 
of an access. FRAME # is asserted to indicate that a bus transaction is beginning. 

Data transfers continue while FRAME # is asserted. When FRAME # is negated, the 
transaction is in the final data phase. 


TARGET READY: Asserted by the PPEC as a target to indicate completion of the 
current data phase. TRDY # is used in conjunction with IRDY #. A data phase is 
completed on any clock during which both TRDY # and IRDY # are sampled 
asserted. When the PPEC is the target during a read cycle, TRDY # indicates that the 
PPEC has valid data asserted on AD[31:0]. When it is a target during a write cycle, it 
indicates that the PPEC is prepared to latch data. 


INITIATOR READY: IRDY # as an input indicates that the current cycle initiator is 
able to complete the current data phase of the transaction. lt is used in conjunction 
with TRDY #. A data phase is completed on any clock during which both IRDY # and 
TRDY # are sampled asserted. When the PPEC is the target of a write cycie, IRDY # 
indicates that valid data is present on AD[31:0]. During a read, it indicates that the 
initiator is prepared to latch data. 


STOP: Indicates that the PPEC, as a target of an PCI cycle, is requesting a master to 
stop the current transaction. Different semantics of the STOP # signai are defined in 
the context of other handshake signals (TRDY # and DEVSEL #). 


PCI LOCK: Indicates an atomic operation that may require multiple transactions to 
complete. When PCILOCK # is sampled negated during the address phase of a 
transaction in which the PPEC is involved, the PPEC’s interface becomes a locked 
resource until it samples PCILOCK # and FRAME # negated. When other masters 
attempt accesses to PPEC while it is locked, the PPEC responds with a RETRY 
termination. 


INITIALIZATION DEVICE SELECT: Used as a chip select during configuration read 
and write transactions. It is sampled during the address phase of a transaction. If the 
PPEC samples IDSEL active during configuration read or write and address 

AD[1:0] =00, it will respond by asserting DEVSEL# on the next cycle. 


DEVICE SELECT: The PPEC asserts DEVSEL # to claim a PCI transaction as a 
result of positive decode, and when it samples IDSEL active and address 
AD[1:0] = 00 during configuration cycles to the PPEC configuration registers. 


PARITY: Parity is even across AD[31:0] and C/BE # [3:0]. The PPEC drives PAR 
during read data phases when it is a target of a PCI cycle. This signal is an input in all 
other cases. During an address phase or write data phase in which the PPEC is a 
target, the PPEC samples this signal to compare it with internally generated parity. 
Note that PAR signal driving and tri-stating is always one clock delayed from the 
corresponding AD[31:0] signal driving and tri-stating. 
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2.1 PCI Bus Interface Signals (Continued) 


"Name | Type | _ Description 


PCI INTERRUPT REQUEST A: This is a level sensitive, active low signal that is used to 
INTB# 


signal interrupts from the PPEC’s PCI-PCMCIA functional block. It is enabled in the 
PPIRR register. 
PERR# 
SERR # 


The connection of INTA# to the system interrupt controller is system specific. Note that 
2.2 System Interrupt Signals | 


this signal typically requires an external pull-up resistor. 
[Name[ Type | SSCs cription. 


PCI INTERRUPT REQUEST B: This is a level sensitive, active low signal that is used to 
t/s/o or o/d | SYSTEM INTERRUPT REQUEST IRQ3: Depending on the PPEC’s configuration, 
this signal can be selected as an active high t/s/o or active low o/d driven signal 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. 
Note that this signal may require an external pull-up resistor depending on the. 


signal interrupts from the PPEC’s PCI-IDE Interface functional block. It is enabled in the 
system configuration and usage. 
IRQ4 | t/s/o or o/d 


PPIRR register. | | 
SYSTEM INTERRUPT REQUEST IRQ4: Depending on the PPEC’s configuration, 
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driven for a single PCI clock. The assertion of SERR # is synchronous with the clock and 
meets the setup and hold times of all bused signals. However, the restoring of SERR# to 
the negated state is accomplished by a weak pull-up resistor (same value as for s/t/s) __ 
which is provided by the system design, and not by the signaling agent or central 
resource. This pull-up resistor may take two to three clock periods to fully restore 
SERR#. 


SYSTEM ERROR: An open-drain signal that is used to report address parity errors during 
all transactions in which PPEC is involved. It is typically used by the system logic to. 
generate an NMI. SERR # is pure open drain and is actively driven for a single PCI clock. 
The assertion of SERR# is synchronous to the clock and meets the setup and hold times 
of all bused signals. However, the restoring of SERR# to the negated state is . 
accomplished by a weak pull-up resistor (Same value as used for s/t/s) that is provided 
by the system, and not by the signaling agent or central resource. This pull-up may take 
two to three clock periods to fully restore SERR #. 


The connection of INTB # to the system interrupt controller is system specific. Note that 
this signal typically requires an external pull-up resistor. 
PARITY ERROR: This is a sustained tri-state signal that is used to report data parity 
errors during all transactions for which the PPEC positively decodes address. It is typically 
used by the system logic to generate an NMI. SERR # is pure open drain, and is actively 
this signal can be selected as an active high t/s/o or active low o/d driven signal 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. 
Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 
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2.2 System Interrupt Signals (Continued) 


[Name | type | i eseription 


: t/s/o or o/d | SYSTEM INTERRUPT REQUEST IRQS: Depending on the PPEC’s configuration, 


this signal can be selected as an active high t/s/o or active low o/d driven signal 
IRQ7 | t/s/o or o/d 


according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. 

IRQ10 | t/s/o or o/d 

IRQ11 

IRQ12 

IRQ14 

IRQ15 
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Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 


SYSTEM INTERRUPT REQUEST IRQ7: Depending on the PPEC’s configuration, 
this signal can be selected as an active high t/s/o or active low o/d driven signal 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. | 


Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 


SYSTEM INTERRUPT REQUEST IRQ9: Depending on the PPEC’s configuration, 
this signal can be selected as an active high t/s/o or active low o/d driven signal. 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. 


Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 


SYSTEM INTERRUPT REQUEST IRQ10: Depending on the PPEC’s configuration, 
this signal can be selected as an active high t/s/o or active low o/d driven signal 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. 


Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 


SYSTEM INTERRUPT REQUEST IRQ11: Depending on the PPEC’s configuration, 
this signal can be selected as an active high t/s/o or active low o/d driven signal 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. 


Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 


SYSTEM INTERRUPT REQUEST IRQ12: Depending on the PPEC’s configuration, 
this signal can be selected as an active high t/s/o or active low o/d driven signal 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. 


Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 


SYSTEM INTERRUPT REQUEST IRQ14: Depending on the PPEC’s configuration, 
this signal can be selected as an active high t/s/o or active low o/d driven signal 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt environments. 


Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 


SYSTEM INTERRUPT REQUEST IRQ15: Depending on the PPEC’s configuration, 
this signal can be selected as an active high t/s/o or active low o/d driven signal 
according to the specific signaling requirement for shared/non-shared ISA/EISA/ 
Microchannel or other system bus interrupt requirements. 


Note that this signal may require an external pull-up resistor depending on the 
system configuration and usage. 
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2.3 Audio Interface And Configuration Mode Selection Signal 


SPKROUT # SPEAKER OUTPUT OR PCMCIA INTERFACE CONFIGURATION MODE: 
/MODE SPKROUT #/MODE is configured as an input during reset. The user selects 2- 
Socket Mode with a weak pull-down resistor (10K) on the signal pin, and selects 4- 
Socket with a weak pull-up resistor. The PPEC automatically reconfigures the pin as 
an output for use as SPKROUT # after reading and storing the state of the 
SPKROUT #/MODE pin at the end of the reset sequence. 


This signal MUST be connected to an external pull-up or pull-down resistor 
according to the desired operating mode. 


2.4 External Power Control Signal 


Oo 


PWRWR# ; POWER CONTROL WRITE: This signal is a write strobe for the PCMCIA Socket 


Power Control Logic. It is used to latch Voc and Vpp power-control information that is 
transferred via the PCMCIA Socket A data lines. This signal is active during I/O write 
access to the PPEC’s internal PCMCIA Power Control Registers, and during automatic 
Power-Control write sequences when reset is active or when the PCMCIA auto-power 
function is activated. 
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2.5 PCMCIA Interface Signals 


The PPEC supports two PCMCIA socket configura- 
tion modes: Mode 0 and Mode 1. The number of 
sockets supported differs with each mode. The 
PPEC signals therefore change according to the op- 
erating mode. 


All t/s and t/s/o PCMCIA signals are implemented 
using 5V/3.3V configurable buffers. 


208 | BCADR8 
207 | BCDATA3 


BCADR9 
BCDATA13 


BCDATA(1 
BCDATA12 
BCADR23 


A) od 2 oe 2 (9 00 SIO OF BI DD od 
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2.5.1 MODE 0 (TWO-SOCKET) CONFIGURATION 
MODE SIGNALS | 


Mode 0 configures the PPEC for two PCMCIA sock- 
ets: Socket A and Socket B. PCMCIA function sig- 
nals are identical for both sockets. However, Socket 
A signals may be multiplexed with IDE interface sig- 
nals (see Section 2.6) while Socket B signals are not 
multiplexed, and the Socket A AREG#/IDECFG 
signal has two functions while the Socket B REG# 
signal has one function. Figure 4 shows the PPEC 
signal pinout for Mode 0. 


157 | ACADR6 


ACADR22 
ARDY-BS 
ACADR2 


1 a 


Mode 0 (2-Socket) Pinout 


VSS1 
ACDATA13 
| ACDATAS 
ACDATA12 
ACDATA4 
ACDATA11 
ACDATA3 
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Figure 4. Mode 0 Pinout 
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—_- 0] SOCKET A AND SOCKET B DATA BUS SIGNALS [15:0]: This is a 16-bit data 
BCDATA[15:0] bus that is used for data transfer between the PPEC and the PCMCIA card. 


ACADR[25:0] SOCKET A AND SOCKET B ADDRESS BUS SIGNALS [25:0]: This is a 26-bit 
BCADRI[25:0] address bus that is used for addressing memory locations and attribute memory 
within a 64 MByte PCMCIA address range, and for addressing !/O within a 
64 KByte PCMCIA address range. 


AIORD # t/s/o | SOCKET A AND SOCKET B I/O READ: The PPEC uses this active low signal 

BIORD # and the REG # signal to gate I/O Read data from the PC Card. When low, IORD # 
gates |/O Read data from a memory PC Card only when the REG # signal is also 
asserted. 


AIOWR # t/s/o | SOCKET A AND SOCKET B I/O WRITE: The PPEC uses this active low signal 

BIOWR # and the REG # signal to gate I/O Write data to the PC Card. When low, IOWR# | 
gates the I/O Write data to the PC Card only when the REG # signal is alse 
asserted. 


AREG#/. t/ s/o | SOCKET A ATTRIBUTE MEMORY SELECT AND IDE CONFIGURATION: This 
IDECFG signal has two functions. 


| During reset it is configured as an input with the IDE Configuration function. The 
signal level is sampled at the end of the reset sequence. If it is sampled low, all of 
the Socket A pins are used for PCMCIA Socket-A interface signals; if it is sampled 
high, some of Socket A pins are used for IDE interface signals. The status of 
IDECFG pin when sampled is stored in the PPEC IDE Configuration Register so 
that it can be used to support BIOS software with enhanced auto-configuration 
capabilities. 


If it is sampled low at the end of the reset sequence, the signal is configured after 
reset as an output with the Attribute Memory Select function. The signal is inactive 
(high) during all normal accesses to main memory of PC Cards. I/O PC Cards do 
not respond to IORD# or IOWR # assertion when the AREG # signal is inactive. 
When it is active (low), access is limited to Attribute Memory when WE # or OE# 
are active, and to I/O ports when IORD# or IOWR# are active. Configurable 
memory PC Cards and I/O PC Cards contain configuration and status registers in — 
the Attribute Memory Space. 


This signal pin MUST be either externally pulled-up (IDE interface) with a weak 
pull-up resistor (10K Ohm) or pulled down (no IDE interface), depending on the 
system configuration. 


t/s/o | SOCKET B ATTRIBUTE MEMORY SELECT: This signal is inactive (high) during 
all normal accesses to what is known as Main Memory of the PC Card. I/O PC 
Cards do not respond to IORD# or IOWR# when the BREG # signal is inactive. 
When this signal is active (low), access is limited to Attribute Memory when WE # 
or OE # are active, and to I/O ports when IORD# or IOWR # are active. 
Configurable memory PC Cards and I/O PC Cards contain configuration and 
status registers in the Attribute Memory Space. __ 


t/s/o | SOCKET A AND SOCKET B OUTPUT ENABLE: This is an active low signal that 
gates Memory Read data from memory PC Cards. 
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2.6 Socket A and B PCMCIA Signals (Continued) 


[Name [Type] SSC neeeption 


ACE [2:1] # t/s/o | SOCKET A AND SOCKET B CHIP ENABLE [2:1]: These are active low signals 
BCE [2:1] # that are driven by the PPEC when the socket is enabled. CE1 # enables even 
bytes; CE2# enables odd bytes. 


SOCKET A AND SOCKET B WRITE ENABLE/PROGRAM: This signal has a 
single function with two semantics. In WE # semantics it is used by the host to 
gate Memory Write data. In PGM# semantics it is used for memory PC Cards that 
employ programmable memory technologies. — 


SOCKET A AND SOCKET B READY/BUSY OR INTERRUPT REQUEST: This 
signal has two functions. | | 


AWE #/PGM# 
BWE #/PGM# 


ARDY-BSY #/ 
IREQ# 


BRDY-BSY #/ 
IREQ# 


When a memory card is in use, it has the Ready/Busy function. The signal is 
driven low by the memory PC Card to indicate that the card circuits are busy 
processing a previous write command. READY/BUSY # is set high when the > 
memory PC Card is ready to accept a new data transfer command. 


When an I/O card is in use, it has the /REQ# interrupt request function. The card 
asserts IREQ# to indicate to the host that a device on the 1/O PC Card requires 
service by the host software. The signal is held at the inactive level when no 
interrupt is requested. 


The status of this signal is stored in the Interface Status Register. 


SOCKET A AND SOCKET B WRITE PROTECT OR CARD IS 16-BIT PORT: This 
signal has two functions. a 


For memory PC Cards, it has the Write Protect function that reflects the status of 
the Write Protect switch on the cards. If a memory PC Card switch is present, this 
signal is asserted by the card when the switch is enabled (write protection _ 
desired), and negated when the switch is disabled. If the memory PC Card has no 
Write Protect switch, the card connects this line to ground or Vcc, depending on 
the condition of the card memory. If the memory PC Card can always be written, 
the signal pin is connected to ground. If the memory PC Card is permanently Write 
Protected, the pin is connected to Vcc. The status of WP is stored in the Interface 
Status Register. However, Memory Write Cycle is not blocked by the xWP signal 
unless the Write Protect bit is set to 1 in the card memory offset Address High 
Byte Register. 


For |/O PC Cards, it has the “Card is 16-Bit Port’ (1\01IS16 #) function. The signal is 
asserted by the PC Card when the address on the bus corresponds to an address 
to which the PC Card responds, and the I/O Port that is addressed is capable of 
16-bit accesses. This signal is used by the PPEC’s data assembly/disassembly 
logic to determine the number of PCMCIA cycles required to complete data 
transfer (which from the PCI perspective can be 32-bits wide). If this signal is not 
asserted during a 16-bit 1/O access, the PPEC generates two 8-bit data cycles to 
the even and odd bytes of the 16-bit word which is requested by the initial cycle. 


The status of this signal is stored in the Interface Status Register. 


SOCKET A AND SOCKET B RESET: This signal forces a hard reset to the PC 
card when asserted. | 


AWP/IOIS16 # 
BWP/IOIS16 # 


ARESET t/s/o 
BRESET 
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2.6 Socket A and B PCMCIA Signals (Continued) 


ABVD1/ 
| STSCHG# 


BBVD1/ 
STSCHG #- 


ABVD2/ 
SPKR # 


BBVD2/ 
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SOCKET A AND SOCKET B BUS CYCLE WAIT: This signal is driven by the PC card 
to delay completion of a memory or I/O cycle that is in progress. 


SOCKET A AND SOCKET B BATTERY VOLTAGE DETECT 1/STATUS CHANGE- 
RING INDICATE: This signal has three functions. 


As Battery Voltage Detect 1, it is driven by a memory PC Card that has a battery to 
indicate the condition of the battery as follows: 


e When both BVD1 and BVD2 are asserted oem the battery is in good 
condition. 


e When BVD2 is negated while BVD1 is still asserted, the battery is in a warning 
condition and should be replaced, although data integrity on the memory PC 
Card is still assured. When BVD1 is negated (low) with BVD2 either asserted or 
negated, the battery is no longer serviceable and data is lost. 


As CHANGED STATUS (STSCHG #), it is held high the when the Signa/ on Change 
bit or the Changed bit in the Card Status Register on the PC Card is set to zero. When 
both the bits are one, the signal is held low. The Changed bit is the logical OR of the 
bits CVBAT1, CVBAT2, CWP and CBSYRDY in the Pin Replacement Register on the 
PC Card. | 


The signal status is stored in the Interface Status Register. 


SOCKET A AND SOCKET B BATTERY VOLTAGE DETECT OR DIGITAL AUDIO: 
This signal has two functions. 


As Battery Voltage Detect, it is driven by a memory PC Card that has a battery to 
indicate the condition of the battery as follows: 


e When both BVD1 and BVD2 are asserted (high), the battery is in see: 
condition. 


e When BVD2 is negated while BVD1 is still asserted, the battery is in a warning 
condition and should be replaced, although data integrity on the memory PC 
Card is still assured. When BVD1 is negated (low) with BVD2 either asserted or 
negated, the battery is no longer serviceable and data is lost. 


As Digital Audio, it is the input for a single amplitude (digital) audio waveform that is 
intended to drive the system’s speaker via the SPKROUT # output pin on the system 
(host) interface. 


The status of the Battery Voltage Detect signal is stored in the Interface Status 
Register. 
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GPO 


NOTE: 
The PCMCIA Input Acknowledge (INPACK) signal is not supported by the PPEC. 
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SOCKET A AND SOCKET B CARD VOLTAGE CAPABILITY SENSE #1: The 
PPEC samples this signal and the corresponding xVS2 signal before applying Vcc 
power to the socket to determine the PC card input voltage capability. 


The signal must be connected to an external pull-up resistor. The Status of this signal 
is stored in the Socket Power Configuration Register 


SOCKET A AND SOCKET B CARD VOLTAGE CAPABILITY SENSE #1: The 
PPEC samples this signal before configuring Vcc power to the socket to determine 
the PC card input voltage capability. If it is sampled high, 5V or 3.3V can be applied 
to the PC Card depending on the state of VS1. If it is sampled low, the PC Card 
required voltage is less than 3.3V, which the PPEC does not support. _ 


The status of this signal is available in the Socket Power Configuration Register. 


SOCKET A AND SOCKET B CARD DETECT [2:1]: These are two Card Detect 
signals that allow verification of proper card insertion. The signals are positioned at 
opposite ends of the connector to facilitate the detection process, and are 
connected to ground in the PC Card. The signals are therefore forced low whenever 
a card is placed in the socket. 


The status of the signals are available in the Interface Status Register. These ena 
have internal pull-up resistors. 


EXTEN #: This is used only in Mode 0, and only when the IDE Interface is not 
enabled. When the IDE is enabled in Mode 0, the EXTEN # signal pin is reserved. 


When low, EXTEN # enables external transceivers that de-couple the PCMCIA 
power latch from the Socket A CDATAI7:0] data bus signals to allow ‘“‘hot” insertion 
and removal. 


EXTERNAL TRANSCEIVER DIRECTION CONTROL OR GENERAL PURPOSE 
OUTPUT: This signal has two functions, depending on whether the IDE Interface is 
enabled, as determined by the state of IDECFG at the end of the reset sequence. 


If the IDE Interface is disabled, the EXTDIR signal provides direction control for 
external transceivers. It is high during read cycles, and low during write cycles. 


lf the IDE Interface is enabled, the GPO provides a general-purpose output. The 
GPO signal is directly controlled by bit 1 of the Global Security Control Register, and 
can be used to provide global PC Card LOCK function by controlling an external 
socket locking mechanism. 


ADVANGE INFORMATION | 2-233 


82092AA 


2.6.1 MODE 1 (FOUR-SOCKET) CONFIGURATION SIGNALS | 


In Configuration Mode 0, two PC Card sockets are available. In Configuration Mode 1, four PC Card sockets 
are available, requiring more signals than Mode 0. Figure 5 shows the PPEC signal pinout for Mode 1. 
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Figure 5. Mode 1 Pinout 
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Several signals and buses that are dedicated to Socket A in Mode 0 are common to all four sockets in Mode 1, 
as shown in Table 4. 
Table 4. Mode 1 Common Signals 


Mode 0 Socket A Signals Mode 1 Common Socket Signals 
ACDATA[15:0] CDATA [15:0] 
ACADRI[25:0] CADR([25:0] 


AIORD # 
AIOWR # lOWR # 


This use of common signals significantly reduces the number of signals (and package pins) that would be 
required if each socket had it’s own dedicated set of signals. It also releases the corresponding Socket B. 
signal pins (BCDATA[15:0], BCADR[25:0], etc.) for use by the following socket-specific signals: 


xCE1 # xVS1 xENABLE xRDY-BUSY #/IREQ# 
xCE2 # xVS2 xBVD1 xINSERT 
xCD1 # xWP/IOIS16 # xBVD2 XWAIT # 


xCD2# xWE #/PGM# xRESET xINSERT # 
XINSERT # and HOLDLED# (not listed) are Mode 1 signals that are not used in Mode 0. 


All of the signals used in Mode 1 are described in the following table. The sockets have separate, but 
functionally identical sets of signals. Table 5 lists the PPEC pinout for the various configuration modes. 


2.7 Socket A, B, C, and D PCMCIA Signals 


CDATA[15:0] | t/s COMMON DATA BUS SIGNALS [15:0]: This is a 16-bit data bus that is used for 
data transfer between the PPEC and the PCMCIA cards, and the PPEC and IDE 
drives when the IDE Interface is used. This bus is common to all of the sockets. 


CADR([25:0] COMMON ADDRESS BUS SIGNALS [25:0]: This is a 26-bit address bus that is 
used for addressing memory locations and attribute memory within a 64 MByte 
PCMCIA address range, and for addressing I/O within a 64 KByte PCMCIA address 
range. This bus is common to all of the sockets. 


lf the IDE interface is used, CADR[2:0] transfer IDE register addresses during IDE 


accesses. 


lIORD # t/s/o | COMMON I/O READ: The PPEC uses this active low signal and the REG# signal 
to gate I/O Read data from the PC Card. When low, |ORD # gates |/O Read data 
from a memory PC Card only when the REG# signal is also asserted. This signal is 


common to all of the sockets. 


lIOWR# t/s/o | COMMON I/O WRITE: The PPEC uses this active low signal and the REG # signal 
to gate 1/O Write data to the PC Card. When low, IOWR # gates the I/O Write data 
to the PC Card only when the REG # signal is also asserted. This signal is common 


to all of the sockets. 
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t/s/o | COMMON ATTRIBUTE MEMORY SELECT: This signal is inactive (high) during 
all normal accesses to main memory of PC Cards. I/O PC Cards do not respond 
| to |ORD# or IOWR # assertion when the AREG # signal is inactive. When it is 
| active (low), access is limited to Attribute Memory when WE # or OE # are active, 
and to I/O ports when lIORD# or IOWR # are active. Configurable memory PC 
Cards and I/O PC Cards contain configuration and status registers in the Attribute 
Memory Space. This signal is common to all of the sockets, and requires an 
: external pull-up resistor to prevent the signal from floating during reset 


OE# t/s/o | COMMON OUTPUT ENABLE: This is an active low signal that gates Memory 
: Read data from memory PC Cards. It is common to all of the sockets. 
EXTDIR out EXTERNAL TRANSCEIVER DIRECTION CONTROL: This signal is high during 


reads, and low during writes, and is used for both high bytes and low bytes. It 
defaults to write (low) at power-up. 


EXTDIR is used to control the drive direction of only the PCMCIA transceivers. 

Separate transceiver controls are provided for the IDE Interface. 

in(ST) SOCKET A-D READY/BUSY OR INTERRUPT REQUEST: This signal has two 
functions, depending on the card in the socket. . 


ACE # [2:1] 
BCE# [2:1] 
CCE# [2:1] . 
DCE # [2:1] 


AWE #/PGM# 
BWE#/PGM# 
CWE #/PGM# 
DWE #/PGM# 


ARDY-BSY #/ 
IREQ 
BRDY-BSY #/ 
IREQ# 
CRDY-BSY #/ 
IREQ# 


DRDY-BSY #/ 
IREQ# 


SOCKET A-D CHIP ENABLE [2:1]: These are active low signals that are driven 
| by the PPEC when the socket is enabled. CE1 # enables even bytes; CE2# 
enables odd bytes. 


SOCKET A-D WRITE ENABLE/PROGRAM: This signal has single function, but 
with two semantics. In WE # semantics, this signal is used by the host to gate 
Memory Write data. in PGM# semantics this signal is used for memory PC calds 
that employ programmable memory technologies. 


When a memory card is in use, it has the Ready/Busy function. The Sonali is 
driven low by the memory PC Card to indicate that the card circuits are busy 
processing a previous write command. READY/BUSY # is set high when memory 
PC Cards are ready to accept a new data transfer command. 


When an I/O card is in use, it has the /REQ# interrupt request function. The card 
asserts IREQ # to indicate to the host that a device on the I/O PC Card requires 
service by the host software. The signal is held at the inactive level when no 
interrupt is requested. 


The status of this signal is available in the Interface Status Register. 
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2.7 Socket A, B, C, and D PCMCIA Signals (Continued) 


AWP/IOIS16# SOCKET A-D WRITE PROTECT OR CARD IS 16-BIT PORT: This signal has two 
BWP/IOIS16 # functions, depending on the type of card in the socket. 


CWP/IOIS16 # For memory PC Cards, it has the Write Protect function that reflects the status of 
DWP/IOIS16 # the Write Protect switch on the cards. If a memory PC Card switch is present, this 
signal is asserted by the card when the switch is enabled (write protection | 
desired), and negated when the switch is disabled. If the memory PC Card has no 
Write Protect switch, the card connects this line to ground or to Vcc, depending on 
the condition of the card memory. If the memory PC Card can always be written, 
the signal pin is connected to ground. If the memory PC Card is permanently Write 
Protected, the pin is connected to Vcc. The status of WP is available in the 
Interface Status Register. However, Memory Write Cycle is not blocked by the WP 
signal unless the Write Protect bit is set to 1 in the card memory offset Address 
High Byte Register. 


For I/O PC Cards, it has the “Card is 16-Bit Port’ (\O1IS16 #) function. The signal is 
asserted by the PC Card when the address on the bus corresponds to an address 
to which the PC Card responds, and the I/O Port that is addressed is capable of . 
16-bit accesses. This signal is used by the PPEC’s data assembly/disassembly 
logic to determine the number of PCMCIA cycles required to complete data 
transfers (which from the PCI perspective can be 32-bits wide). If this signal is not 
asserted during a 16-bit |/O access, the PPEC generates two 8-bit data cycles to 
the even and odd bytes of the 16-bit word which is requested by the initial cycle. 


The status of this signal is available in the Interface Status Register. 


ARESET SOCKET A-D RESET: This signal forces a hard reset to the PC card when 
BRESET asserted. 
CRESET 


DRESET 


AWAIT # 
BWAIT # 
CWAIT # 
DWAIT # 


SOCKET A-D BUS CYCLE WAIT: This signal is driven by the PC card to delay 
completion of a memory or I/O cycle that is in progress. 
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2.7 Socket A, B, C, and D PCMCIA Signals (Continued) 


ABVD1/ | 
STSCHG # 


BBVD1/ 
STSCHG # 


CBVD1/ 
STSCHG # 
‘DBVD1/ 

STSCHG # 


ABVD2/ 
SPKR # 


BBVD2/ 
SPKR # 


CBVD2/ 
SPKR # 


DBVD2/ 
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SOCKET A-D BATTERY VOLTAGE DETECT 1/STATUS CHANGE: This signal has 
three functions. 

As Battery Voltage Detect 1, it is driven by memory a PC Card that Aus a battery to 
indicate the condition of the battery, and is used with BVD2 as follows: 


e When both BVD1 and BVD2 are asserted (high), the battery is in good 
condition. 


e When BVD2 is negated while BVD1 is still asserted, the battery is in a warning 

_ condition and should be replaced, although data integrity on the memory PC 
Card is still assured. When BVD1 is negated (low) with BVD2 either asserted or 
negated, the battery is no longer serviceable and data is lost. 


As CHANGED STATUS (STSCHG #), it is held high the when the Signa/ on Change bit 
or the Changed bit in the Card Status Register on the PC Card is set to zero. When 
both the bits are one, the signal is held low. The Changed bit is the logical OR of the 
bits CVBAT1, CVBAT2, CWP and CBSYRDY in the Pin Replacement Register.on the 
PC Card. 


The signal status is stored in the Interface Status Register. 


SOCKET A-D BATTERY VOLTAGE DETECT OR DIGITAL AUDIO: This signal has — 
two functions. 


As Battery Voltage Detect, it is driven by a memory PC Card that has a battery to 
indicate the condition of the battery as follows: | 


e When both BVD1 and BVD2 are asserted (high), the battery is in good 
condition. 


e When BVD2 is aguiceh while BVD71 is still asserted, the battery is in a warning 
condition and should be replaced, although data integrity on the memory PC 
Card is still assured. When BVD1 is negated (low) with BVD2 either asserted or 
negated, the battery is no longer serviceable and data is lost. 


As Digital Audio, it is the input for a single amplitude (digital) audio waveform that is 
intended to drive the system’s speaker via the SPKROUT # output pin on the ayer 
(host) interface. 


The status of the Battery Voltage Detect signal is stored in the Interface Status 
Register. 


SOCKET A-D CARD VOLTAGE CAPABILITY SENSE # 1: In Mode 1 partially 
buffered and non-buffered implementations, the PPEC samples this signal and the 
corresponding xVS2 signal before applying Vcc power to the socket to determine the 
PC card input voltage capability. 


The signal must be connected to an external pull-up resistor. The status of this signal 
is stored in the Socket Power Configuration Register. 
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2.7 Socket A, B, C, and D PCMCIA Signals (Continued) 


ACD[2:1] # 
BCD[2:1] # 
CCD[2:1] # 
DCD[2:1] # 


AENABLE # 
BENABLE # 
CENABLE # 
DENABLE # 


AINSERT # 
BINSERT # 
CINSERT # 
DINSERT # 


GPO/ 
LOCKOUT # 


HOLDLED # 


Description 


SOCKET A-D CARD VOLTAGE CAPABILITY SENSE # 2: In Mode 1 partially 
buffered and non-buffered implementations, the PPEC samples this signal and the 
corresponding xVS1 signal before applying Vcc power to the socket to determine 
the PC card input voltage capability. 


The signal must be connected to an external pull-up resistor. The status of this 
signal is stored in the Socket Power Configuration Register. 


SOCKET A-D CARD DETECT [2:1]: These are two Card Detect signals that allow 
verification of proper card insertion. The signals are positioned at opposite ends of 
the connector to facilitate the detection process, and are connected to ground in 
the PC Card. The signals are therefore forced low whenever a card is placed in the 
host socket. 


The status of the signals are stored in the Interface Status Register. ADC[2:1] # 
and BCD[2:1] # have internal pull-up resistors; CCD[2:1] # and DCD[2:1] # require 
external pull-up resistors. 


SOCKET A-D BUFFER ENABLE: This signal enables the PC Card socket buffers/ 
transceivers, and is controlled by the corresponding socket Power Control Register. 


SOCKET A-D CARD INSERTION DETECT: These signals are used in non- 
buffered or partially-buffered Mode 1 implementations to provide the PPEC with an 
early indication that a PC Card is being inserted into a PCMCIA socket. xINSERT # 
requires an external pull-up resistor, and is connected directly to one of the socket 
pins which is used normally (in fully buffered configuration) for Vss connection. See 
the ‘‘PPEC Design Guide”’ for a detailed discussion of the use of these pins. 


GENERAL PURPOSE OUTPUT/LOCKOUT: When bit 2 of the Global Security 
Control Register (GSCTRL) is set to 1, the GPO signal is enabled. When bit 2 of the 
GSTCTRL register is set to 0, the LOCKOUT # signal is enabled. The default value 
of bit 2 of the GSCTRL register is 0, enabling the LOCKOUT # signal. 


The GPO signal is directly controlled by bit 1 of the Global Security Control 
Register, and can be used to provide global PC Card LOCK function by controlling 
an external socket locking mechanism. 


LOCKOUT # is intended for systems that require a locking mechanism for the 
PCMCIA sockets. When the Lockout feature is selected and LOCKOUT # is active, 
the CD2# for each socket is treated as an Eject Request pin, and CD1 # is 
internally routed to the circuitry that uses CD2#. This feature does not affect the 
routing of the CDx# signals to the interrupt generator or to the status registers, soa 
rising edge on either card detect still generates a Card Status Change interrupt. All 
other internal circuitry that uses CD1 # and CD2#, such as the circuitry that tri- 
states the PCMCIA bus during a card removal, uses CD1 # exclusively while the 
socket is locked. 


HOLD LED: This signal is used to indicate a HOLD condition on the PCMCIA Bus 
during PC Card insertions and removals in non-buffered or partially-buffered Mode 
1 implementations. 


ADVANCE INFORMATION | 2-239 


s2092AA _ —_ intel. 


2.8 IDE Interface Sianal | In Mode 1, the IDE interface is independent of the 
| g PCMCIA interface with the exception of the data, ad- 
The PPEC supports two Fast Local Bus IDE interfac- dress, write, and read strobes which are used for 


es (2 connectors with a total of 4 IDE drives) in both both interfaces as follows: 
PCMCIA interface configuration modes. For clarity, 


the IDE interface pins are named and defined in this IDE Signal PCMCIA Signal 
section independently of the basic signals with | DD[15:0] CDATA[15:0] 
which they are multiplexed. DA[2:0] CADR[2:0] 
: DIOW # lIOWR# 
Most of the IDE interface signals are multiplexed _ DIOR# IORD# 
with Socket A signals in Mode 0. Table 5 lists the  —s’ | 
signal pinout for Mode 0 with and without IDE selec- Figure 2 shows the Mode 1 IDE signals. 
tion. ; 


2.9 IDE Interface Signals 


a 
DD[15:0] DRIVE DATA BUS [15:0]: This is an 8-bit or 16-bit bi-directional data bus that is located 
| transfers (registers, ECC bytes and, if the drive supports the Features Register, for 8-bit- 
' only data transfers that may be selected). } 
Data signals DD[7:0] can be used to support the IDE Hardware Configuration feature. 
DRIVE ADDRESS [2:0]: This is a 3-bit binary coded address asserted by the host to 
DIOR # out DRIVE I/O READ STROBE: The falling edge of DIOR # enables data from a register or 
from the drive’s data port onto the IDE interface data bus. The rising edge of DIOR a 
| latches data into the PPEC. | 
DIOW # out DRIVE 1/O WRITE STROBE: The rising edge of DIOW # clocks data from the IDE 
| interface data bus into a register or into the drive’s data port. 
lOCS16# 1/O CHIP-SELECT 16-BIT: The assertion of |OCS16# indicates to the PPEC that 16-bit 
data port has been addressed, and that the drive is prepared to send or receive a 16-bit 
data word. 
IORDY a 


between the IDE interface controller, and the drive. The lower 8 bits are used for 8-bit 
DA[2:0] out 
so access a drive register or the drive data port. 
|Pcsi# | 


I/O CHANNEL READY: This signal is driven low by the currently accessed drive to 
extend the IDE transfer cycle when the drive is not ready to respond to a data transfer 
request. When IORDY is not negated, it is in a high impedance state from the 
perspective of the IDE drive(s). 


An external pull-up resistor must be provided on the cable side of the IDE Interface. 
PRIMARY IDE CHIP SELECT FOR DATA/COMMAND |/O ADDRESS RANGE: This 
signal can be asserted only when IDEEN # is asserted (low) during IDE cycles to the 


appropriate address range as defined by the IDE Address Configuration Registers. It 
selects Command Block Registers of the drive(s) on the Primary IDE Interface. 
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2.9 IDE Interface Signals (Continued) 


ate ee 


PRIMARY IDE CHIP SELECT FOR CONTROL/STATUS I/O ADDRESS RANGE: This 


signal can be asserted only when IDEEN # is asserted (low) during IDE cycles to the 
SCS1 # | out 


appropriate address range as defined by the IDE Address Configuration Registers. It 
selects Control Block Registers of the drive(s) on the Primary IDE Interface. 


SECONDARY IDE CHIP SELECT FOR DATA/COMMAND I/O ADDRESS RANGE: This 
signal can be asserted only when IDEEN # is asserted (low) during IDE cycles to the 
appropriate address range as defined by the IDE Address Configuration Registers. It 
selects Command Block Registers of the drive(s) on the Secondary IDE Interface. 


SECONDARY IDE CHIP SELECT FOR CONTROL/STATUS I/O ADDRESS RANGE: 
This signal can be asserted only when IDEEN # is asserted (low) during IDE cycles to the 
appropriate address range as defined by the IDE Address Configuration Registers. It 
selects Control Block Registers of the drive(s) on the Secondary IDE Interface. 


PRIMARY IDE INTERFACE INTERRUPT REQUEST: This signal is used by the IDE 
drives on the Primary connector to interrupt the host processor. It can be routed to any 

system interrupt, and can therefore be internally OR-ed (within the PPEC) with Secondary 
IDE interrupt. 


SECONDARY IDE INTERFACE INTERRUPT REQUEST: This signal is used by the IDE | 
drives on the Secondary connector to interrupt the host processor. It can be routed to any 

system interrupt, and can therefore be internally OR-ed (within the PPEC) with Primary 
IDE interrupt. 


PRIMARY IDE TRANSCEIVER DIRECTION CONTROL: This signal controls the drive 
direction of the Primary IDE transceivers. The signal is asserted low only during read 
access to the Primary IDE registers. It is driven high all other times (during writes to 
Primary IDE registers, and when the Primary IDE is not accessed. 


SECONDARY IDE TRANSCEIVER DIRECTION CONTROL: This signal controls the 
drive direction of the Secondary IDE transceivers. The signal is asserted low only during 
read access to the Secondary IDE registers. It is driven high all other times (during writes 
to Secondary IDE registers, and when the Secondary IDE is not accessed). 
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2.10 Pin Cross-Reference List 


Table 5 lists the PPEC signals in package pin order 
according to mode. Note that the signal pinout 
changes in Mode 0 depending on whether the IDE 
interface is enabled. In Mode 1, the IDE interface is 


intel. 


separate from the socket interfaces with the excep- 
tion of the IDE DD[15:0] data bus, DA[2:0] address 
bus, DIOR# read strobe, and DIOW# write strobe 
which are multiplexed with the CDATA[15:0], 
CADR[2:0], IORD#, and IOWR# common socket 
signals. | 


Table 5. Pin Cross-Reference 


Mode 1 Pin Name 
(Four Sockets) 
CCE2# 


CVS1 
CWE #/PGM# 


CRDY-BSY #/IREQ# 
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~ BCDATA15 


DRESET BCADR4 BCADR4 
DVs2 BCADR12 BCADR12 


ADVANGE INFORMATION 


ntel ° 
Table 5. Pin Cross-Reference (Continued) 


| (Four Sockets) (Two Sockets) 


2 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
4 
4 
4 
4 
4 
4 
4 
4 
4 
4 
5 
5 


9 
0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
1 
52 
53 
54 
5 
57 
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Mode 0 Pin Name 
(One Socket + IDE) 


BCDATAO 
BCDATA1 
BCDATA2 
BCDATA8 
BCDATAQ 

SLOTPWR (5V or 3.3V) 

SPKROUT #/MODE 
Vgg (OUTPUTS) 


Vss (CORE) 
IRQ4 


—|RQ7 


VDD (5V) | 
IRQ10 
PCICLK 
Vsg (INPUTS) 
PCIRST # 
IRQ11 
IRQ12 
IRQ14 
IRQ15 
IDSEL 
AD31 
AD30 
AD29 
AD28 
AD27 
AD26 
AD25 
Vg (OUTPUTS) 
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: 


61 
62 
63 
64 
67 
70 
71 
—— 
730 
74 
a 
76 


: 
N 


78 
— 
= 
— 
ge 
83 
84 
85 
87 
s8 
91 
92 
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- Table 5. Pin Cross-Reference (Continued) 


Mode 1 Pin Name 
| (Four Sockets) 


nes 


DEVSEL # 


STOP # 
VDD (5V) 
| PCILOCK # 
| SERR # 


PERR # 


P 
ee 
Pes ourruTs) 


D9 
. C/BEO — 


‘ 


Mode 0 Pin Name 
(One Socket + iDE) | 


VDD (5V) 
AD24 
C/BE3 
 AD23 
 AD22 
— AD21 
AD20 
~ ADIO 
AD18 
ADIT 
AD16 
Vss (OUTPUTS) 
 C/BE2 
FRAME # 
IRDY # 
-TRDY# 
DEVSEL# 
STOP# 
VDD (5V) 
—— PCILOCK# 
PERR# 

- SERR# 
aa 
C/BE1 

AD15 
AD14 
AD13 
 AD12 

ADI1 | 
ADIO 
ADO 

Vgg (OUTPUTS) 
C/BEO 


Mode 0 PinName | 
(Two Sockets) 


VDD (5V) 
AD24 
C/BE3 
~ AD23 
AD22 
AD21 
~ aD20 
ADIOS 
AD18 
ADI7 - 
AD16 
Vss (OUTPUTS) 
 C/BE2 
FRAME# 
IRDY# — 
TRDY # 
DEVSEL# 
STOP# 
VDD (5V) 
PCILOCK# 
PERR# 
SERR# 
PA 
C/BE1 
ADIS 
AD14 
AD13 
AD12 
ADI 
 AD10 
ADS 
Vgg (OUTPUTS) 
C/BEO 


me) 


| 
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Table 5. Pin Cross-Reference (Continued) 


ADO 


RESERVED EXTEN # 


[Ves OurUTS) 


(Four Sockets) (Two Sockets) 
“Vo (INPUTS) 


82092AA 


Mode 0 PinName _ 
(One Socket + IDE) 


D 


© 


A 

A 

Vgg (INPUTS) 
VDD (5V) 

D 


Or}; N 


: 


A 
A 
AD 
AD 
A 
A 


; 
N | @ 


D1 
AD 
RESERVED | 
Vssg (OUTPUTS) 
INTA# 
INTB# 
PWRWR# — 


SLOTPWR (5V or 3.3V) 
GPO 


RESERVED 
D 
DD11 
DD4 
DDi2 
D 
DD13 
Vss (OUTPUTS) 


O 
a) ro) 


Ls) 


DD14 
DD7 
DD15 
RESERVED 
RESERVED 
PCS2# 
RESERVED 
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Table 5. Pin Cross-Reference (Continued) 


Mode 0 Pin Name 
(Two Sockets) | 


AOE# 
AIORD# 
ACADR11 
AIOWR # 
ACADR9 
ACADR17 
Vss (OUTPUTS) 
ACADR8 
. ACADR18 
ACADR13 
ACADR19 
ACADR14 
ACADR20 
AWE #/PGM# 
Vg (CORE) 
~ ACADR21 
ARDY-BSY #/IREQ# 
ACADR22 
ACADR16 
VDD (5V) 
ACADR23 
ACADR15 _ 
| ACADR24 
ACADR12 
ACADR25 
SLOTPWR (5V or 3.3V) 
Vgg (OUTPUTS) 
ACADR7 
AVS2 
ACADR6 
ACADRS5 
ARESET 
— ACADR4 


Mode 1 Pin Name 
(Four Sockets) 


OE# 

29 IORD# — 

3 CADR11 

131 ~IOWR# 

132 | CADR9 
CADR17 

Vss (OUTPUTS) 

135 CADR8 

3 CADR18 | 

137 CADR13 

138 CADRI9 ~ 

139 4 CADR14 

4 CADR20 

4 AWE#/PGM# | 

42 Vgg (CORE) 

4 CADR21 

144 ARDY-BSY #/IREQ# 

145 “CADR22 

146 | CADR16 

4 VDD (5V) 

4 CADR23 

4 CADR15 

150 | CADR24 

151 CADR12 

152 CADR25 

153 ~ SLOTPWR (5V or 3.3V) 

Vgg (OUTPUTS) 
CADR7 

156 AVS2 

157. CADR6 

158 —CADR5 — 

{ - ARESET 

CADR4 


Mode 0 Pin Name 
(One Socket + IDE) 


PDIR# 
DIOR# 
PCS1 # 
DIOW# 

RESERVED 
RESERVED 
Vgg (OUTPUTS) - 
RESERVED 
RESERVED 
SCS1 # 
RESERVED | 
RESERVED 
RESERVED 
RESERVED 
Vsg(CORE) 
RESERVED 
 |ORDY 
RESERVED 
RESERVED 
VDD (5V) 
RESERVED 
SDIR# 


Pin 


— | ok 
ND 
en) foe) 


—h 


on ae 9 
io) 
a 


3 


AAS 


weds 


o 


~h 
oO 


code 


9 
o_o 


wh 
GO) 


— 
N 


—h 


hk 
© : 


c 


SCS2# 
SIRQ. 

~ SLOTPWR (5V or 3.3V) 
- Vgg (OUTPUTS) 
RESERVED 
RESERVED 
RESERVED | 
RESERVED 
RESERVED 
RESERVED 


oO 


— 
Ol 
on 


=. on 
ms : 


; 
©. 


awk 
OD 
© 
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Table 5. Pin 


: Mode 1 Pin Name 
(Four Sockets) 


AWAIT# 
CADR3 
 CADR2 
Vgg (OUTPUTS) 
REG# 
CADR1 
ABVD2/SPKR # 
CADRO 
ABVD1/STSCHG # 
| CDATAO 
CDATA8 
CDATAt 
CDATAQ 
CDATA2 
CDATA10 
AWP/IOIS16# 
ACD2# 
BCD1 # 
179 BCE1# 
180 BCE2# 
181 | BVS1 
182 AINSERT# 
183 SLOTPWR (5V or 3.3V) 
184 lIOCS16# 
185 IORDY 
HOLDLED # 
187 AENABLE # 
{ BWE#/PGM# 
189 BRDY-BSY #/IREQ# 
190 Vgg (OUTPUTS) 
191 EXTDIR 
BENABLE # 
BRESET 


awh 


o 
ax 


6 
162 
163 


—h 


165 
166 
167 
168 
69 
170 
171 
172 
173 
174 
175 
176 
177 
178 


mah, 


© 
© 


© 
o>) 


—_— | 
oO; O 
ao | M 


oe) 
5 
S 
CB 
) 
(nl 
Z 
W 
© 
29) 
S 
= 
© 
cB 


Cross-Reference (Continued) 


Mode 0 Pin Name 
(Two Sockets) 


AWAIT # 
ACADR3 
ACADR2 
Vg (OUTPUTS) 
AREG#/IDECFG 
ACADR1 
ABVD2/SPKR# 
ACADRO 
ABVD1/STSCHG# _ 
ACDATAO 
ACDATA8 
ACDATA1 
ACDATAQ 
ACDATA2 
ACDATA10 
AWP/IOIS16# 
ACD2# 
BCD1 # 
BCE1# 
BCE2# 
BVS1 
BOE# 
SLOTPWR (5V or 3.3V) 
BIORD# 
BIOWR# 
BCADA13 
BCADR14 
BWE #/PGM# 
BRDY-BSY #/IREQ# 
| Vss (OUTPUTS) 
BCADR21 
BCADR22 _ 
BRESET 
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Mode 0 Pin Name 
(One Socket + IDE) 


RESERVED 
RESERVED 


Vg (OUTPUTS) 
AREG #/IDECFG 


RESERVED 
) 
RESERVED — 


> 


O 
nN 


DD10 
lOCS16# 
RESERVED 
BCD1 # 
BCE1# 
BCE2# 

BVS1 
BOE # 
SLOTPWR (5V or 3.3V) 
BIORD# 
BIOWR# 
BCADR13 
BCADR14 
BWE #/PGM# 
BRDY-BSY #/IREQ# 
Vss (OUTPUTS) 
BCADR21 
BCADR22 
BRESET 


s) ololu s) g s) 
ololG > > 
— | CO | © —_ NO 
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3.0 PPEC REGISTER DESCRIPTIONS 


The PPEC registers consist of PCI configuration reg- 
isters, and PCMCIA Socket Configuration registers. 
The PCI configuration registers are classified as PCI- 
PCMCIA Bridge PCI Configuration Registers, or PCI- 
IDE Interface PCI Configuration Registers. The 
PCMCIA Socket Configuration registers are classi- 
fied as General Setup Registers, Interrupt Registers, 


|/O Mapping Control Registers, or Memory Mapping | 


Control Registers. | 


Several PPEC registers contain reserved bits or 
fields labeled “Reserved” that must be handled cor- 
rectly by software. During reads, software must 
mask the reserved bits as undefined. During writes, 
software must ensure that the values of the reserved 
bits are preserved by first reading the reserved bits, 
merging the reserved bit values with the new values 
of the non-reserved bits, then writing the data. 


Several bits are described as “‘not implemented” in 
the register descriptions. These bits correspond to 


PCi-defined functions that are not implemented in — 


the PPEC, but are described to facilitate tracking of 
PCl-supported features. . 
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[200 [Vas (neuts) | Veg NPUTS) | Veg (NPUTS)__—_ 
[202 | aevozisexne | _Bavoa/spxRe | BavOa/SPKRA 
[zoe [onsets [—_ecabro «SSC CARO 


BCDATA3 ~ BCDATA3 
BCADR[8] BCADR{[8] 


Mode 0 Pin Name 
(One Socket +. IDE) | 


| - BVS2 


BCD2# - 


| BCD2# 


3.1 PCI Configuration Registers 


The PPEC supports PCI-PCMCIA Bridge and PCI- 
IDE Interface functions. These functions can be con- 
figured independently with two sets of PCI configura- 
tion registers in compliance with the PCI Local Bus 
Specification Revision 2.0. The two sets of configu- 
ration registers are accessed through a mechanism 
defined for multi-functional PCI devices. The PCI- 
PCMCIA Bridge configuration registers are ad- | 
dressed as a function #0 with AD[10:8] as shown in 
the following table, and the PCI-IDE Interface config- 
uration registers are addressed as a function #1. 
Attempted access of a register in the 2-—7 function 
range results in no response by the PPEC and a PCI- 
master abort. . 


Functions are accessed by AD[10:8] during the ad- 
dress phase of the configuration cycle as follows: 


AD[10:8] PPEC PCI Function Addressed 
000 #0: PCI-PCMCIA Bridge | 
001 . #1: PCI-IDE Interface 
010 through 111 none (Reserved) _ 


Note that the control bits for certain PCI functions 
that are defined in the PCI Specification but not used 
in the PPEC are shown in the configuration registers, 
but are described as ‘‘not implemented”. 
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Table 6. PCI-PCMCIA Bridge PCI Configuration Registers 


REVID 
CCODE 


INTLIN 
INTPIN 


3.1.1 PPEC FUNCTION #0—PCI-PCMCIA 
BRIDGE PCI CONFIGURATION 
REGISTERS 


The PCI-PCMCIA Bridge PCI Configuration Regis- 
ters, listed in Table 6, are 8-bit, 16-bit, and 32-bit 
registers. Particular bytes within 16-bit and 32-bit 
register are selected with byte enables. Reserved 
registers and bits are reserved for future use, and 
writing to them has no effect. When writing to a reg- 
ister with reserved bits, the reserved bits should be 
read first, then properly masked and written back to 
prevent future software incompatibility. 


3.1.1.1 VENID—Vendor ID 
Register Offset: OOh 


Default Value: 8086h 
Access: Read Only 
Size: 16 bits 


This is a unique 16 bit value assigned to a vendor 
that, together with the Device ID, uniquely identifies 
each PCI device. Writes to this register have 
no effect. 


Bits[15:0]: Vendor Identification 
This is a 16-bit value assigned to Intel. 


ADVANCE INFORMATION 


3.1.1.2 DEVID—Device ID 
Register Offset: 02h 


Default Value: 122%h 
Access: Read Only 
Size: 16 bits 


This is a unique 16 bit value that is assigned to the 
PCI-PCMCIA Bridge function. The Device ID, togeth- 
er with the Vendor ID, uniquely identifies each PCI 
device. Writes to this register have no effect. 


Bits[15:0]: Device Identification 
This value identifies the PCI-PCMCIA Bridge 
function. 


3.1.1.3 PCICMD—PCI Command 
Register Offset: 04h 


Default Value: oo000h 
Access: Read/Write 
Size: 16 bits 


This 16 bit register contains PCI control information. 
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15 10 9 8 7 6 5 4 3 2 4 0 Bit 
fe fo fofofofofo foo fo] petou 
| 1/0 Space Enable (R/W) 


1=Enable 
0=Disable 


Memory Space Enable (R/W) 
1=Enable 
0=Disable 


Bus Master Enable (R/W) . 
Not Implemented 


Special Cycle Enable (R/W) 
Not Implemented 


Memory Write and Invalidate Enable (R/W) | 
Not Implemented 


VGA Palette Snoop (R/W) 
Not Implemented 


Parity Error Enable (R/W) 
1=Enable 
0=Disable 


Reserved 


‘Address/Data Stepping Control (R/W) 
Not Implemented 


SERR# Enable (R/W) 
1=Enable 
0=Disable 


Fast Back-to-Back Control 
Not Implemented 
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Figure 6. PC| Command Register 


Bits[15:10]: Reserved 


Bit 9: Fast Back-to-Back Control 

This control function can be used only by a PCI mas- 
ter and is therefore not implemented in the PPEC. 
The bit always reads “0” (disabled). 


Bit 8: SERR# Enable | 
When this bit is set to 1, the PPEC asserts SERR# 
when it detects a parity error during an address 
phase, and when it detects an X.X PC Card in Mode 
1, partially-buffered implementations. When this bit 
is set to 0, SERR# is not asserted for any reason. 
Reset sets the bit to 0. 
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Bit 7: Address/Data Stepping Control 

This control function can be used only by a PCI mas- 
ter and is therefore not implemented in the PPEC. 
The bit always reads ‘‘0”’ (disabled). 


_ Bit 6: Parity Error Enable 


This bit controls PPEC response to PCI data parity 
errors. When this bit is set to 1, the PPEC activates 
PERR# when it detects a parity error during a data 
phase. When this bit is set to 0, the PPEC ignores 
parity errors. Reset sets the bit to 0 and disables 
data parity checking. 
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Bit 5: VGA Palette Snoop 

This bit is intended only for specific control of PCI- 
based VGA devices, and is not applicable to the 


PPEC. The bit is not implemented, and always reads 
“OQ”. 


Bit 4: Memory Write and Invalidate Enable 

This control function can be used only by the PCI 
master, and is therefore not implemented in the 
PPEC. The bit always reads “0” (disabled). 


Bit 3: Special Cycle Enable 

This bit is intended to enable response to supported 
special cycles. Since the PPEC does not respond to 
any special cycle, the bit is not implemented and 
always reads ‘0’. 


Bit 2: Bus Master Enable 

This bit is intended to enable mastership of the PCI. 
Since the PPEC cannot be a PCI master, the bit is 
not implemented and always reads “0”. 


Bit 1: Memory Space Enable 
This bit enables the PPEC to accept PCl-originated 
memory cycles. When the bit is set to 0, the PPEC 
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does not respond to PCI memory cycles to PCMCIA 
cards, and the PPEC DEVSEL# logic is inhibited 
during the memory cycles. 


Bit 0: 1/O Space Enable 

This bit enables the PCI-PCMCIA Bridge to accept 
PCl-originated I/O cycles. When the bit is set to 0, 
the PPEC does not respond to PCI master !/O cy- 
cles, and the PPEC DEVSEL # logic is inhibited dur- 
ing the 1/O cycles. 


3.1.1.4 PCISTS—PCI Status 


Register Offset: O6h 

Default Value: 0480h 
Access: Read Only (*see description) 
Size: 16-bits 


This 16-bit register is used to record status informa- 
tion for PCI bus-related events. Reads to this regis- 
ter behave normally. Writing bits 11, 14, and 15 to 1 
set the bits to 0. The other register ae cannot be 
written. 


15 14 13 12 #11 #10 9 8 7 6 0 Bit 
ENTE CoE Oe cr a re 7 


Reserved 


Fast Back-to-Back Capability (RO) 
1=Fast Back-to-Back Capability 


PERR# Asserted as a Master (RO) 
Not Implemented 


DEVSEL Timing (RO) 
10=Slow Speed DEVSEL# Assertion 


Signaled Target Abort Status (R/WC) 


1=Abort PCI I/O Cycle 


Received Target Abort Status (RO) 


Not Implemented 


Received Master Abort Status (RO) 


Not Implemented 


Signaled System Error Status (R/WC) 


1=SERR# Signal is Asserted 


Detected Parity Error Status (R/WC) 
1=Parity Error 
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Figure 7. PCl Status Register 
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Bits 15: Detected Parity Error Status 

This bit is to be set whenever the 82092AA as a 
target detects a parity error during the data phase, 
even if parity error handling is disabled (as con- 
trolled by bit 6 in the PC/ Command register). 
_ DEFAULT=0. 


Bit 14: Signaled System Error Status 

This bit is used to indicate that PCI device asserted 
SERR# signal. The 82092AA will assert this bit 
whenever it generates address phase parity error via 
SERR# pin. DEFAULT =0. 


Bit 13: Received Master Abort Status (not appli-. 


cable) | 

Since this control function can be used only by the 
PCI master it is not implemented and the bit is al- 
ways read as a “0” (disabled). 


Bit 12: Received Target Abort Status (not appili- 
cable) 

Received Target Abort Sataus by the PCI master. 
Since this control function can be used only by the 
PCI master it is not implemented and the bit is al- 
ways read as a “0” (disabled). 


Bit 11: Signaled Target Abort Status 
This bit is to be set by PCI target devices when mey 
generate a Target Abort. 


The 82092AA generates Target Abort in the case 
when it is the target of the PCI I/O cycle and ad- 
dress/byte-enable combination is invalid. More de- 
tails are provided in Section 1.6.1.5, Transaction 
Termination. 


Bit[10:9]: DEVSEL Timing 

These read-only bits encode the timing of 
DEVSEL# when 82092AA responds as a Target. 
PCI Specification defines three allowable timings for 
assertion of DEVSEL#: 00b=fast, 01b= medium, 
and 10b=slow (11b is reserved). These bits are 
Read-Only and they indicate the slowest time that a 
device asserts DEVSEL# for any bus command ex- 
cept Configuration Read and Configuration Write. 
The 82092AA PCI-IDE function implements medium 
speed DEVSEL# timing and therefore these bits 
contain value 01b. 


Bit 8: PERR# Asserted as a Master 
This control function can be used only by a PCI mas- 
ter. Therefore this control function is not implement- 
ed and the bit will be always read as a ‘‘0” (dis- 
abled). . 
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This read-only bit indicates PCI target capability to 
support fast back-to-back cycles. The 82092AA can 
support this type of cycle originated by any PCI mas- 
ter and therefore this bit is set to “1”. DEFAULT = 1. 


Bit 7: Fast Back-to-Back Capability 


Bit[6:0]: Reserved 


3.1.1.5 REVID—Revision ID — 


Register Offset: O8h 
Default Value: Oth 
Access: Read Only 
Size: 8 bits 


This 8 bit register contains device revision informa- 
tion. Writes to this register have no effect. 


-Bits[7:0]: Revision Identification 


This is the revision level of the PPEC. The initial 
PPEC revision level is 01h. 


3.1.1.6 CCPIB—Class Code-Programming 
Interface Byte 


Register Offset: O9h. 
Default Value: 00h 
Access: Read Only 
Size: 8 bits 


This 8 bit register contains device Programming In- 
terface information related to the Class Code bytes 
located at OAh offset. Writes to this register have no 
effect. 


Bits[7:0]: Programming Interface 

There are no specific register-level programming in- 
terfaces defined for this Class Code (indicated by 
register CCCB). Therefore, the value of this field is 0. 


3.1.1.7 CCCB—Class Code-Class Code Bytes | 
Register Offset: OAh 


Default Value: 0605h 
Access: Read Only 
Size: 16 bits 


This 16-bit register contains device Class Code 


. bytes in the following format: [BASE CLASS] [SUB- 


CLASS]. Writes to this register have no effect. 
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Bits[15:8]: Base Class 


The value O6h in this field identifies the function 
class as a bus bridge. 


Bits[7:0]: Sub-Class 
The value 05h in this field identifies the function sub- 
class as a PCMCIA bridge. 


3.1.1.8 HTYPE—Header Type 


Register Offset: OEh 
Default Value: 80h 
Access: Read Only 
Size: 8 bits 


This register indicates whether or not the device 
contains multiple functions, and identifies the layout 
of bytes 10h through 3Fh in configuration space. Bit 
7 indicates a multi-functional device when set to 1. 
Bits[6:0] specify layout of bytes 10h-3Fh. The PPEC 
uses layout type #0 as defined in the PCI specifica- 
tion. Writes to this register have no effect. 


Bit 7: Multifunction Indicator 
This bit is set to 1 to indicate that the PPEC is a 
multifunctional device. 


Bits[6:0]: Byte Layout 
This field specifies layout type ‘‘O” for bytes 10-3Fh, 
as defined in the PCI specification. 


3.1.1.9 PBBA—PCI-PCMCIA Bridge Base 
Address 


Register Offset: 10h 


Default value: 0000 0001h 
Access: Read/Write 
Size: 32 bits 


82092AA 


This register determines the starting address of the 
PCMCIA Index/Data Socket Configuration registers 
mapped in the system I/O space. PCMCIA Index/ 
Data Socket Configuration registers allow indirect 
access to the block of PCMCIA socket control regis- 
ters which consists of 256 8-bit locations divided into 
four sub-blocks, each containing 64 8-bit configura- 
tion registers that control the operations of particular 
PCMCIA socket. 


PCMCIA Index/Data Registers can be mapped any- 


_where in 4 GByte I/O space on a Dword boundary. 


They provide 82365SL-compatible windowing ac- 
cess to the PCMCIA socket control/configuration 
registers. The 82365SL-compatible PCMCIA config- . 
uration registers access via Index/Data registers im- 
plies that Index is an 8-bit I1/O port located at 
[BASEADDRESS], and Data is an 8-bit 1/O port lo- 
cated at [BASEADDRESS] + 1. 


Bits[31:2]: Base Address 
This value determines the starting address of the - 
PCMCIA Index/Data Socket Configuration registers 
mapped in the system I/O space. 


Bit 1: Reserved 


Bit 0: |1/O Space Indicator 
This bit is set to 1 to indicate I/O space. 


NOTE: 
Accesses to locations BASEADDRESS + 2 and 
BASEADDRESS+3 are not permitted. These 
accesses may cause errors that are not report- 
ed to the system. 


Default 


1/O Space (RO) 


Reserved 


Base Address (R/W) 
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Figure 8. PCI-PCMCIA Bridge Base Address Register 
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3.1.1.10 INTLIN—Interrupt Line — 


Register Offset: 3Ch 
Default Value: 00h 
Access: Read/Write 
Size: 8 bits 


This register is used to communicate interrupt line 
routing information. BIOS software must initialize 
this register during system configuration. The value 
in this register identifies the interrupt request level of 
the system interrupt controller(s) to which the PPEC 


interrupt pin is connected. Device drivers and the 


operating system can use this information to deter- 
mine priority and vector information. The value in 
this register is system architecture specific. — 


Bits[7:0]: Interrupt Line Identification 

The value in this field identifies the interrupt request 
level of the system interrupt controller(s) to which 
the PPEC interrupt pin is connected. 


NOTE: 
The PCI-PCMCIA Bridge can connect to sys- 
tem interrupt controllers in two different ways: 
a. via a single PCI interrupt signal line INTA# that re- 
quires additional routing (system specific). 
b. via 10 direct system interrupt signals. 


Mode (b) is provided to allow PCMCIA software 
that requires “ISA compatibility” (i.e., non- 
shareable IRQ handlers that require specific 
IRQ level) to run without modifications on Intel- 
architecture platforms with the PPEC as a PCI- 
PCMCIA Bridge. !n this case, the PCI interrupt 
scheme is not used, but the PCMCIA Card inter- 
-rupts (as well as the Card Status Change inter- 
rupt) are configured to connect directly to spe- 
cific system IRQ lines. The PCI Interrupt Line 
and the PCMCIA-PCI Interrupt Routing Register 
(PPIRR) remain in default state 0. Designs that 
are not dependent on this type of software 
“compatibility” can use PCI interrupt scheme 
using mechanism (a). 


3.1.1.11 INTPIN—Interrupt Pin 


Register Offset: 3Dh 
Default Value: Oth 
Access: Read Only 
Size: 8 bits - 


This register is used to indicate that the PCI- 


PCMCIA Bridge uses the INTA# PCI Interrupt 
Pin for signaling PC Card interrupts (Card Status 
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Change and/or I/O Interrupts). The PCMCIA-PCI In- 
terrupt Routing Register (PPIRR, located at offset 


50h) is used to enable (per PC Card) signaling of 
interrupts using the PCI interrupt scheme. 


Bits[7:0]: Interrupt Pin Selection 


_The value in this field, 01h, identifies the interrupt pin: 


used by the PPEC’s PCI-PCMCIA Bridge function as 
INTA#. 


3.1.1.12 PCICON—PCI Configuration Control 


| Register Offset: 40h 


Default Value: XXh 
Access: Read/Write 
Size: 8 bits 


The default is determined by the PCMCIA and IDE 
configurations as defined in the PCMCIA Interface 
description in this document. 


Bit 0: PCICLK Configuration 

This read/write bit defines the system PCICLK fre- 
quency. It must be initialized by the system software 
to provide optimized timing for 25 MHz or 33 MHz. 
as follows: 


1 
0 


25 MHz PCICLK 
33 MHz PCICLK 


ll il 


Bits[7:6]: Reserved 


Bit 5: Enhanced PCMCIA Timing Mode Enable 
When set to 1, this bit enables enhanced PCMCIA 
timing mode. When set to 0, the PPEC timing is 
82365SL compatible manner as far as timing control © 
based on the SMSTHO PCMCIA memory window 
control register is concerned. The slowest 365 tim- 
ing is selected and all writes to the enhanced timing - 
mode bits are ignored. When set to 1, the enhanced 
timing control is enabled. 


Bit 4: Global PCMCIA Read-Prefetch Buffering 
Enable 

This bit globally enables PCI to PCMCIA data buffer- 
ing for Prefetch Read operations when set to 1. 
When set to 0, buffered operations are disabled. 


Bit 3: Global PCMCIA Post-Write Buffering 
Enable 

This bit globally enables PCI to PCMCIA data buffer- 
ing for Post Write operations when set to 1. When © 
set to 0, buffered operations are disabled. 


This register provides read-only configuration infor- 
mation and data buffering enable/disable function. 
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Default 


PCI Clock Select (R/W) 
1=25MHz PCI Clock — 
0=33MHz PCI Clock 


PCMCIA Slot Configuration (RO) 


Global PCMCIA Post-Write Buffering Enable (R/W) 


1=Enable 


0=Disable 
Global PCMCIA Read-Prefetch Buffering Enable (R/W) 


1=Enable 
0=Disable 


Enhanced PCMCIA Timing Mode Enable (R/W) 


1=Enable 
0=Disable 


Reserved 
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Figure 9. PCI Configuration Control Register 


Bits[2:1]: PCMCIA Socket Configuration 

These two read-only bits define the PCMCIA socket 
configuration (i.e., the number of supported sockets 
based on PCMCIA interface and IDE interface pin 
configuration) as follows: 


Bit2 Bit1 Configuration 
0 0 2 PCMCIA Sockets (2-Socket 
Mode) 
0 1 1 PCMCIA Socket And IDE (2- © 
Socket Mode) 
1 X 4 PCMCIA Sockets (4-Socket 
Mode) 


3.1.1.13 PPIRR—PCMCIA-PCI Interrupt Routing 
Register 


Register Offset: 50h 
Default Value: 00h 
Access: Read/Write 
Size: 8 bits 


This register allows mapping of PCMCIA interrupts 
to either ISA interrupts, or PCI interrupts. Two inter- 
rupts, Card Status Interrupt and Card |/O Interrupt, 
can be generated and independently routed for each 
socket. When a register bit is set to 0, the corre- 
sponding interrupt is routed via one of the 10 system 
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interrupt lines (ISA mechanism) as specified in the 
Interrupt and General Control Register and the Card 
Status Change Interrupt Configuration Register. 
When a bit is set to 1, the corresponding interrupt is 
routed via INTA# (PCI mechanism). 


Bit 7: Socket D Card I/O IRQ Interrupt Routing 
This bit selects Card I/O Interrupt routing via the PCI 
mechanism, or the ISA mechanism. 


Bit 6: Socket D Card Status Change Interrupt 
Routing 

This bit selects Card Status Change Interrupt routing 
via the PCI mechanism, or the ISA mechanism. 


Bit 5: Socket C Card I/O IRQ Interrupt Routing 
This bit selects Card I/O Interrupt routing via the PCI 
mechanism, or the ISA mechanism. 


Bit 4: Socket C Card Status Change Interrupt 
Routing 

This bit selects Card Status Change Interrupt routing 
via the PCI mechanism, or the ISA mechanism. 


Bit 3: Socket B Card I/O IRQ Interrupt Routing 
This bit selects Card |/O Interrupt routing via the PCI 


“mechanism, or the ISA mechanism. 
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7 6 5 4 8 2 1 0 Bit 


Socket A Card Status Change 
Interrupt Routing (R/W) 

1=Via PCI Mechanism (INTA#) 
0=Via ISA Mechanism 


Socket A Card I/O IRQ Interrupt Routing (rm 
1=Via PCI Mechanism (INTA#) 
0=Via ISA Mechanism 


Socket B Card Status Change Interrupt Routing (R/W) 
1=Via PC! Mechanism (INTA#) _ 
0=Via ISA Mechanism 


Socket B Card I/O IRQ Interrupt Routing (R/W) 
1=Via PCI Mechanism (INTA#) 
_ 0=Via ISA Mechanism | 


Socket C Card Status Change Interrupt Routing (R/W) 
1=Via PCI Mechanism (INTA#) 
0=Via ISA Mechanism 


Socket C Card I/O IRQ Interrupt Routing (R/W) 
1=Via PCi Mechanism (INTA#) 


0=Via ISA Mechanism 


Socket D Card Status Change Interrupt Routing (R/W) 


1=Via PCI Mechanism (INTA#) 
0=Via ISA Mechanism 


Socket D Card I/O IRQ Interrupt Routing (R/W) 


1=Via PCI Mechanism (INTA#) 
0=Via ISA Mechanism 
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Figure 10. PCMCIA Interrupt Routing Register 


Bit 2: Socket B Card Status Change Interrupt 


Routing 
This bit selects Card Status Change Interrupt routing 
via the PCI mechanism, or the ISA mechanism. 


Bit 1: Socket A Card I/O IRQ Interrupt Routing 
This bit selects Card |/O Interrupt routing via the PCI 
mechanism, or the ISA mechanism. | 


Bit 0: Socket A Card Status Change Interrupt 
Routing 

This bit selects Card Status Change Interrupt routing 
via the PCI mechanism, or the ISA mechanism. 
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3.1.2 PPEC Function #1—PCI-IDE Interface PCI 
Configuration Registers 


~The PCI-PCMCIA Bridge PCI Configuration Regis- 
ters, listed in Table 7, are 8-bit, 16-bit, and 32-bit 


registers. Particular bytes within 16-bit and 32-bit 
registers are selected with byte enables. Reserved 
registers and bits are reserved for future use, and 
writing to them has no effect. When writing to a reg- 
ister with reserved bits, the reserved bits should be 
read first, then properly masked and written back to 
prevent future software incompatibility. 
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Table 7. PCI-IDE Interface PCI Configuration Registers 
Address | ; 


a A 
i 
 pOoBA 


10-13h PDCBA IDE Base Address #0—Primary IDE Data/Command 
14-17h PCSBA IDE Base Address #1—Primary IDE Control/Status 
18-1Bh SDCBA IDE Base Address #2—Secondary IDE Data/Command 


8 

h 

h 

Czosan fT 

3 

Taran [| Reseed 
Tasam [| Rewened 
Tach | RR | IDEISAIntorupt Routing Register 
[son | PORR | IDEPCIInteruptRoutng Register 


E 
FE 
C 
D 
1 

C 
D 


INTPIN Interrupt Pin 
h 
h 


a 
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3.1.2.1 VENID—Vendor ID 
Register Offset: OOh 


Default Value: 8086h 
Access: Read Only 
Size: 16 bits 


This is a unique 16-bit value assigned to a vendor 
that, together with the Device ID, uniquely identifies - 


each PCI device. Writes to this register have no 
effect. 


Bits[15:0]: Vendor Identification | 
This is a 16-bit value assigned to Intel. 


3.1.2.2 DEVID—Device ID 
Register Offset: 02h 


Default Value: 1222h 
Access: Read Only © 
Size: 16 bits 


This is a unique 16-bit value that is assigned to the 
PCI-IDE Interface function. Writes to this register 
have no effect. | 


Bits[15:0]: Device Identification 
This value identifies the PCI-IDE Interface function. 


3.1.2.3 PCICMD—PCI Command 
Register Offset: 04h 


Default Value: 0000h 
Access: Read/Write 
Size: | 16 bits 


This 16 bit register contains PCI control information. 
Bits[15:10]: Reserved 

Bit 9: Fast Back-to-Back Control 

This control function can be used only by a PCI mas- 


ter and is therefore not implemented in the PPEC. 
The bit always reads ‘‘0” (disabled). 
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Bit 8: SERR# Enable 


When this bit is set to 1, the PPEC asserts SERR # 
when it detects a parity error during an address 
phase, and when it detects an X.X PC Card in Mode 
1, partially-buffered implementations. When this bit 
is set to 0, SERR# is not asserted for ay reason. 
Reset sets the bit to 0. 


Bit 7: Address/Data Stepping Control 

This control function can be used only by a PCI mas- 
ter and is therefore not implemented in the PPEC. 
The bit always reads “0” (disabled). 


Bit 6: Parity Error Enable 

This bit controls PPEC response to PCI data parity 
errors. When this bit is set to 1, the PPEC activates 
PERR# when it detects a parity error during a data 
phase. When this bit is set to 0, the PPEC ignores 
parity errors. Reset sets the bit to 0 and disables 
data parity checking. 


Bit 5: VGA Palette Snoop 

This bit is intended only for specific control of PCI- 
based VGA devices, and is not applicable to the 
PPEC. The bit is not implemented, and always reads 
Oo”, 


Bit 4: Memory Write and Invalidate Enable 

This control function can be used only by the PCI 
master, and is therefore not implemented in the 
PPEC. The bit always reads ‘‘0” (disabled). 


Bit 3: Special Cycle Enable 

This bit is intended to enable response to supported 
special cycles. Since the PPEC does not respond to 
any special cycle, the bit is not implemented and 
always reads “0”. 


Bit 2: Bus Master Enable 


_ This bit is intended to enable mastership of the PCI. 


Since the PPEC cannot be a PCI master, the bit is 


not implemented and always reads ‘‘0”’. 
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1/0 Space Enable (R/W) 


1=Enable 
0=Disable 


Memory Space Enable (R/W) 
1=Enable 
0=Disable 


Bus Master Enable (R/W) 
Not Implemented 


Special Cycle Enable (R/W) 
Not implemented 


Memory Write and Invalidate Enable (R/W) 
Not Implemented 


VGA Palette Snoop (R/W) 
Not Implemented 


Parity Error Enable (R/W) 
1=Enable 
0=Disable 


Address/Data Stepping Control (R/W) 
Not Implemented 


SERR# Enable (R/W) 
1=Enable 
0=Disable 


Fast Back-to-Back Control 
Not Implemented 


Reserved 
290511-23 


Figure 11. PC! Command Register 
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Bit 1: Memory Space Enabie 

This bit is intended to enable acceptance of PCI- 
originated memory cycles. Since the PCI-IDE Inter- 
face does not use memory cycles, the bit is not im- 
plemented and always reads ‘‘0”.. 


Bit 0: I/O Space Enable 

This bit enables the PCI-IDE Interface to accept PCI- 
Originated |/O cycles. When the bit is set to 0, the 
interface does not respond to PCI master I/O cy- 
cles, and the PPEC’s PCI-IDE DEVSEL # logic is in- 
hibited during the I/O cycles. 


3.1.2.4 PCISTS—PCI Status 
Register Offset: O6h 


Default Value: §0280h 

Access: Read Only (see register 
description) — 

Size: 16 bits 


B 

intel. 
This 16 bit register is used to record status informa- 
tion for PCI bus-related events. Reads to this regis- 
ter behave normally. Writing bits 11, 14, and 15 to 1 


set the bits to 0. The other register bits cannot be 
written. 


Bit 15: Detected Parity E Error Status 


The PPEC sets this bit to 1 when, as a target, it 
detects a parity error during a data phase, even if 
parity error handling is disabled by bit 6 and bit 8 in 
the PC! Command Register. 


PEE T tT >>> d= ace 


Reserved 


Fast Back-to-Back Capability (RO) 
1=Fast Back-to-Back Capability 


PERR# Asserted as a Master (RO) 
Not Implemented 


DEVSEL Timing (RO) 
10=Slow Speed DEVSEL# Assertion 


Signaled Target Abort Status (R/WC) 
1=Abort PCI I/O Cycle 


Received Target Abort Status (RO) 


Not Implemented 


Received Master Abort Status (RO) 


Not implemented 


Signaled System Error Status (R/WC) 


1=SERR# signal is asserted 


Detected Parity Error Status Sith 
1=Parity Error 
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Figure 12. PCI Status Register 
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Bit 14: Signaled System Error Status 
The PPEC sets this bit to 1 whenever it signals an 
address phase parity error by asserting SERR#. 


Bit 13: Received Master Abort Status _ 

This control function can be used only by a PCI mas- 
ter, and is therefore not implemented in the PPEC. 
The bit always reads ‘‘0” (disabled). 


Bit 12: Received Target Abort Status 

This control function can be used only by a PCI mas- 
ter, and is therefore not implemented in the PPEC. 
The bit always reads “0” (disabled). 


Bit 11: Signaled Target Abort Status 

The PPEC sets this bit to 1 when it is the target of a 
PCI I/O cycle, and the address/byte-enable combi- 
nation is invalid. 


Bits[10:9]: DEVSEL Timing 

These read-only bits identify the slowest DEVSEL# 
response time for all bus commands except configu- 
ration read and configuration write, as defined in the 
PCI Specification. The PPEC implements medium 
speed DEVSEL# timing for PCI-IDE functions, and 
the bits are therefore 10b. 


Bit 8: PERR# Asserted as a Master 

This control function can be used only by a PCI mas- 
ter and is therefore not implemented in the PPEC. 
The bit always reads ‘‘0” (disabled). 


Bit 7: Fast Back-to-Back Capability 


This read-only bit is set to 1 to indicate that the. 


PPEC can support fast back-to-back cycles originat- 
ed by a PCI master. 


Bits[6:0]: Reserved 


3.1.2.5 REVID—Revision ID 


Register Offset: O8h 
Default Value: O1h 
Access: Read Only 
Size: 8 bits 


This 8-bit register contains device revision informa- 
tion. Writes to this register have no effect. 


Bits[7:0]: Revision Identification 


This is the revision level of the PPEC. The initial 
PPEC revision level is 07h. 
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3.1.2.6 CCPIB—Class Code-Programming 
Interface Byte 


Register Offset: O9h 
Default Value: 00h 
Access: Read Only 
Size: 8 bits 


This 8-bit register contains device Programming In- 
terface information related to the Class Code regis- 
ter located at OAh offset. Writes to this register have 
no effect. 


Bits[7:0]: Programming Interface 

There are no specific register-level programming in- 
terfaces defined for this Class Code (indicated by 
register CCCB). Therefore, the value of this field is 0. 


3.1.2.7 CCCB—Class Code-Class Code Bytes 
Register Offset: OAh 


Default Value: 0101h 
Access: Read Only 
Size: 16 bits 


This 16-bit register contains device Class Code in- 
formation in the following format: [BASE 
CLASS][SUB-CLASS]. Writes to this register have 
no effect. 


Bits[15:8]: Base Class 
The value Oth in this field identifies the function 
class as a mass storage controller. 


Bits[7:0]: Sub-Class 
The value 01h in this field identifies the function sub- 
class as an /DE Controller. 


3.1.2.8 HTYPE—Header Type 


Register Offset: OEh 
Default Value: 80h 
Access: Read Only 
Size: 8 bits 


This register indicates whether or not the device 
contains multiple functions, and identifies the layout 
of bytes 10h through 3Fh in configuration space. Bit 
7 indicates s multifunctional device when set to 1. 
Bits[6:0] specify layout of bytes 10h-3Fh. The PPEC 
uses layout type #0 as defined in the PCI specifica- 
tion. Writes to this register have no effect. 
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Default 


1/0 Space (RO) 


1=1/0 Space 
Reserved (RO) 


Base Address (R/W) 


290511-29 


Figure 13. IDE Base Address Register 0 


Bit 7: Multifunction Indicator 
This bit is set to 1 to indicate that the PPEC is a 
multifunctional device. 


Bits[6:0]: Byte Layout 
This field specifies layout type “0” for bytes 10- 3Fh, 
as defined in the PCI Specification. 


3.1.2.9 PDCBA—IDE Base Address #0-Primary 
IDE Data/Command Address Range 


Register Offset: 10h 


Default value: 0000 0001h 
Access: Read/Write 
Size: 32 bits 


This register determines the starting address of the 
primary IDE I/O address range for the Data/Com- 


mand register block. It can be mapped anywhere in 


4 GByte space on an 8-byte boundary. 
The address range is defined as follows: 
BaseAddress < address < BaseAddress +7. 
Bits[31:3]: Base Address 

This field holds the programmable base address of 


the primary IDE I/O address range for the Data/ 
Command register block. 
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Bits[2:1]: Reserved 


Bit 0: I/O Space 
This read only bit is set to 1 to indicate I/O space. 


NOTE: 
The PCl-compliant Base Address mechanism can 
be used for motherboard PPEC/IDE applications 
with PCl-customized BIOS. For applications that 
must use IDE functions in an ISA-compatible man- 
ner (e.g. PPEC add-in card with system BIOS that 
does not support PPEC-IDE), the address ranges 
defined with the four IDE BASE registers can be 
disabled by selecting the IDE hardware configura- 
tion feature in the IDE Power-On Configuration reg- 
ister. This feature allows configuration of IDE ad- 
dresses for the compatible ranges, and selection of 
enhanced IDE timing mode. The compatible ranges 


_ are: 


e Primary Data/Command Ports: 1F0-1F7h 

e Primary Control/Status Ports: 3F6h 

e Secondary Data/Command Ports: 170-177h 
e Secondary Control/Status Ports: 376h 


This PPEC feature eliminates the need for custom 


software for the IDE function, and applies to all four 
IDE Base Address Registers. 
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Default 


1/0 Space (RO) 
1=1/0 Space 


Reserved (RO) 


Base Address (R/W) 
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Figure 14. IDE Base Address Register 1 


3.1.2.10 PCSBA—IDE Base Address # 1-Primary 
IDE Control/Status Address Range 


Register Offset: 14h 


Default value: 0000 0001h 
Access: Read/Write 
Size: 32 bits 


This register determines the starting address of the 
primary IDE I/O address range for the Control/ 
Status register block. It can be mapped anywhere in 
4 GByte I/O space on an 8-byte boundary. 


The Primary address range is defined as follows: 
BaseAddress < address < BaseAddress + 7. 


Bits[31:3]: Base Address 

This field holds the programmable base address of 
the primary IDE I/O address range for the Control/ 
Status register block. These bits are read/write 
which indicates that the size of the required |/O ad- 
dress range is 8 bytes. In practical applications, only 
a subset of this range (1 byte) is used to access IDE 
registers. 
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Bits[2:1]: Reserved 


Bit 0: 1/O Space 
This read only bit is set to 1 to indicate I/O space. 


NOTE: 
When accessing Control/Status Registers, proper 
offset must be used - 6h to access address xxx6h 
(Alternate Status Register). 


3.1.2.11 SDCBA—IDE Base Address #2- 
Secondary IDE Data/Command 
Address Range 


Register Offset: 18h 

Default value: 0000 0001h 
Access: Read/Write 
Size: 32 bits 


This register determines the starting address of the 


secondary IDE |/O address range for the Data/ 
Command register block. It can be mapped any- 
where in 4 GByte space on an 8-byte boundary. 
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Default 


1/O Space (RO) 


1=1/0 Space 
Reserved (RO) 


Base Address (R/W) 
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Figure 15. IDE Base Address Register 2 


The address range is defined as follows: 
BaseAddress < address < BaseAddress + 7. 
Bits[31:3]: Base Address 

This field holds the programmable base address of 
the secondary IDE I/O address range for the Data/ 
Command register block. 

- Bits[2:1]: Reserved 


Bit 0: 1/O Space | 
This read only bit is set to 1 to indicate I/O space. 
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3.1.2.12 SCSBA—-IDE Base Address #3-_ 
Secondary IDE Control/Status Address 
Range 


Register Offset: 1Ch 


Default value: 0000 0001h 
Access: Read/Write 
Size: 32 bits 


This register determines the starting address of the 
_ secondary IDE !/O address range for the Control/ 


Status register block. It can be mapped anywhere in 
4 GByte I/O space on an 8-byte boundary. 
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Default 


1/O Space (RO) 
1=1/0 Space 


Reserved (RO) 


Base Address (R/W) 
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Figure 16. IDE Base Address Register 3 


Secondary IDE Control/Status address range is de- 
fined as follows: 

BaseAddress < address < BaseAddress + 7. 
Bits[31:3]: Base Address 

This field holds the programmable base address of 
the secondary IDE I/O address range for the Con- 
trol/Status register block. These bits are read/write, 
which indicates that the size of the required I/O ad- 
dress range is 8 bytes. In practical applications, only 
a subset of this range (2 bytes) is used to access 
IDE registers. 


Bits[2:1]: Reserved 


Bit 0: |1/O Space 
This read only bit is set to 1 to indicate |/O space. 


NOTE: 
When accessing Control/Status Registers, 
proper offset must be used-6h to access ad- 
dress xxx6h (Alternate Status Register). 


3.1.2.13 INTLIN—Interrupt Line 


Register Offset: 3Ch 
Default Value: 00h 
Access: Read/Write 
Size: 8 bits 


This register is used to communicate interrupt line 


routing information. BIOS software must initialize 
this register during system configuration. The value 
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in this register identifies the interrupt request level of 
the system interrupt controller(s) to which the PPEC 
interrupt pin is connected. Device drivers and the 
operating system can use this information to deter- 
mine priority and vector information. The value in 
this register is system architecture specific. 


Bits[7:0]: Interrupt Line Identification 

The value in this field identifies the interrupt request 
level of the system interrupt controller(s) to which 
the PPEC interrupt pin is connected. 


NOTE: 
The IDE Interface can connect to over inter- 
rupts in two different ways: 


a. via a single PCI interrupt signal line 
(INTB#) that requires additional routing 
(system specific). 


b. via 10 direct system interrupt signals (ISA 
mechanism). 


Mode (b) is provided so that ‘ISA compatible’ IDE 
BIOS software can be used without modifications on 
X86/Pentium™-based platforms with the PPEC asa 
PCI-IDE Interface Controller. In this case, PCI inter- 
rupts are not used. IDE interrupts are configured to 
connect directly to a specific system IRQ line as 
specified in the IDE-ISA Interrupt Routing Register 
(IIIRR). The PCI Interrupt Line Register (INTLN) and 
the IDE-PCI Interrupt Routing Register (PCIRR) must 
remain in default state 0. Designs that do not require 
this software compatibility can use the PCI interrupt 
mechanism (a). 
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3.1.2.14 INTPIN—Iinterrupt Pin 


Register Offset: 3Dh 
Default Value: 02h 
Access: Read Only 
Size: 8 bits 


The value in this register, 02h, identifies the interrupt 
pin used by the PCI-IDE Interface for signaling IDE 
interrupts (Primary and/or Secondary IRQs) as 
INTB#. The IDE-PCI Interrupt Routing Register 
(PCIRR, located at offset 50h) is used to enable (for 
each IDE interface) interrupt signaling using the PCI 
interrupt scheme. 


7 6 5 4& 3 2 1 0 Bit 


a 
intel. 
Bits[7:0]: interrupt Pin Selection 


The value in this field, 02h, identifies the PCI inter- 
rupt pin that is used by the PCI-IDE Interface device 
function as INTB#. 


3.1.2.15 PCICON—PCI Configuration Control 


Register Offset: 40h 
Default Value: 00h 
Access: Read/Write 
Size: 8 bits 


This register provides control of PCI-IDE data 
buffering. 


Primary IDE Drive 0 Post-Write 
Data Buffering Enable (R/W) 
1=Enable 

0=Disable 


Primary IDE Drive 1 Post-Write 
Data Buffering Enable (R/W) 
1=Enable 

0=Disable 


Enable Primary IDE Drive 0 
Read Prefetch Buffering (R/W) 
1=Enable 

0=Disable 


Enable Primary IDE Drive 1 
Read Prefetch Buffering (R/W) 
1=Enable 

0=Disabie 


Enable Secondary IDE Drive 0 
Post-Write Buffering (R/W) 

1=Enable 
0=Disable 


Enable Secondary IDE Drive 1 
Post-Write Buffering (R/W) 


1=Enable 
0=Disable 


Enable Secondary IDE Drive 0 
Read-Prefetch Buffering (R/W) 
1=Enable 
0=Disable 


Enable Secondary IDE Drive 1 
Read-Prefetch Buffering (R/W) 
1=Enable 
0=Disable 


NOTES: 
See bit description. 
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Figure 17. PCI Configuration Control Register 
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Bit 7: Enable Secondary IDE Drive 1 Read-Pre- 
fetch Buffering 
When this bit is set to 1, PCI to secondary IDE Drive 


1 data buffering is enabled for Read Prefetch opera- . 
tions. When the bit is set to 0, the buffering is dis-. 


abled. 


Bit 6: Enable Secondary IDE Drive 0 Read-Pre- 
fetch Buffering | 

When this bit is set to 1, PCI to secondary IDE Drive 
0 data buffering is enabled for Read Prefetch opera- 
tions. When the bit is set to 0, the buffering is dis- 
abled. 


Bit 5: Enable Secondary IDE Drive 1 Post-Write 
Buffering 

When this bit is set to 1, PCI to secondary IDE Drive 
1 data buffering is enabled for Post-Write opera- 
tions. When the bit is set to 0, the buffering is dis- 
abled. 


Bit 4: Enable Secondary IDE Drive 0 Post-Write 
Buffering 

When this bit is set to 1, PCI to secondary IDE Drive 
0 data buffering is enabled for Post-Write opera- 
tions. When the bit is set to 0, the buffering is dis- 
abled. 


Bit 3: Enable Primary IDE Drive 1 Read Prefetch 
Buffering 

When this bit is set to 1, PCI to secondary IDE Drive 
1 data buffering is enabled for Read Prefetch opera- 
tions. When the bit is set to 0, the buffering is dis- 
abled. The default value of this bit is dependent on 
the IDE Hardware Configuration feature. If IDE Hard- 
ware Configuration is enabled (bit 0 of the PIDECFG 
register is set to 1), the bit defaults to the value of bit 
7 of the PIDECFG register. If IDE Hardware Configu- 
ration is not enabled, the bit defaults to 0. 


Bit 2: Enable Primary IDE Drive 0 Read Prefetch 
Buffering 

When this bit is set to 1, PCI to primary IDE Drive 0 
data buffering is enabled for Read Prefetch opera- 
tions. When the bit is set to 0, the buffering is dis- 
abled. The default value of this bit is dependent on 
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the IDE Hardware Configuration feature. If IDE Hard- 


_ ware Configuration is enabled (bit 0 of the PIDECFG 


register is set to 1), the bit defaults to the value of bit 
7 of the PIDECFG register. If IDE Hardware Configu- 
ration is not enabled, the bit defaults to 0. 


Bit 1: Enable Primary IDE Drive 1 Post-Write 
Buffering 

When this bit is 1, PCl to secondary IDE Drive 1 
Post-Write data buffering is enabled. When this bit is 
0, buffering is disabled. The default value of this bit 
is dependent on the IDE Hardware Configuration 
feature. If IDE Hardware Configuration is enabled 
(bit O of the PIDECFG register is set to 1), the bit 
defaults to the value of bit 7 of the PIDECFG regis- 
ter. If IDE Hardware Configuration is not enabled, 
the bit defaults to 0. 


Bit 0: Primary IDE Drive 0 Post-Write Buffering 
When this bit is 1, PCI to primary IDE Drive 0 Post- 
Write data buffering is enabled. When this bit is 0, 
buffering is disabled. The default value of this bit is 
dependent on the IDE Hardware Configuration fea- 
ture. If IDE Hardware Configuration is enabled (bit 0 
of the PIDECFG register is set to 1), the bit defaults 
to the value of bit 7 of the PIDECFG register. If IDE 
Hardware Configuration is not enabled, the bit de- 
faults to 0. 


3.1.2.16 PIDECFG—Power-On IDE Configuration 


Register Offsét: 44h 
Default Value: xxh 
Access: Read/Write 
Size: 8 bits 


This register reports the status of the IDE Hardware 
Configuration signals that are multiplexed on 
PCMCIA Socket A data lines ACDATA[7:0] when 
the PPEC operates in Mode 0 (2-socket mode), and 
on common data lines CDATA[7:0] when the PPEC 
operates in Mode 1 (4-socket mode). The status of 
these signals is latched in this register during reset if 
this feature is enabled by the global IDE Hardware 
Configuration enable pin. These bits control the pre- 
load default value in the IDE timing control registers. 
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IDE Hardware Configuration Enable (R/W) 

1=Enable Hardware Configuration 

0=Disable Hardware Configuration 
Default: based on the status of the ACDATA0/CDATA0 
signal during reset. 


Primary IDE Data/Command Enable (R/W) 
1=Primary Data/Command Address Range Enabled 
0=Primary Data/Command Address Range Disabled 
Default: based on the status of the ACDATA1/CDATAI1 signal 
during reset. 


_ Primary IDE Control/Status Enable (R/W) 
1=Primary Control/Status Address Range Enabled 
0=Primary Control/Status Address Range Disabled 
Default: based on the status of the ACDATA2/CDATAZ2 signal 
during reset. 


Secondary IDE Enable (R/W) 
1=Secondary Data/Command and Control/Status Ranges Enabled — 
0=Secondary Data/Command and Control/Status Ranges Disabled 
Default: based onthe status of the ACDATA3/CDATAS signal 
during reset. 


Primary IDE Drive 1 Enhanced Timing Enable (RO) 
1=Programmable Timing Parameters 
0=Fixed Timing Parameters 
Default: based on the status of the ACDATA4/CDATA4 signal 
during reset. 


Primary Default Enhanced Timing Selection (RO) 
These Bits Control the Timing Mode of the Primary IDE 
as Follows: 


Bit 6 Bit 5 IDE Timing Mode 
0 0 
0 1 
1 0 
1 1 
Default: based on the status of the ACDATA[6:5]/CDATA[6:5] signals 
during reset. 


Primary IDE Buffering Default Configuration (RO) 
1=Buffering Enabled . 
0=Buffering Disabled 
Default: based on the status of the ACDATA7/CDATA7 signal 
during reset. 
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Figure 18. Power-On IDE Configuration Control Register 
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Bit 7: Primary IDE Buffering Default 
Configuration 

This bit enables IDE data port buffering when set to 
1 at the end of the reset sequence if ACDATAO is 
externally pulled high, and disables IDE data port 
buffering when set to 0. If ACDATAO is externally 
pulled low at the end of the reset sequence, this bit 
is not used to configure the IDE interface. After re- 
set, this bit indicates the state of the ACDATA7/ 
CDATA7 signal at the end of the reset sequence. 


Bits(6:5]: Primary Default Enhanced Timing 
Selection 

These bits control the timing mode of the primary 
IDE interface at the end of the reset sequence if 
ACDATADO is externally pulled high, as follows: 


Bit 6 Bit 5 IDE Mode Timing 
0 0 Mode 0 
0 1 Mode 1 
1 0 Mode 2 
1 1 Mode 3 


lf ACDATAO is externally pulled low at the end of the 
reset sequence, these bits are not used to configure 
the IDE interface. After reset, these bits indicate the 
states of the ACDATA[6:5]/CDATAI6:5] signals at 
the end of the reset sequence. 


Note that these bits directly define the timing mode 
for Primary IDE drive 0, and that the same timing is 
applied to the Primary IDE drive 1 if bit 4 of this 
register is set to 1. 


Bit 4: Primary Drive #1 Enhanced Timing Enable 
When this bit is set to 1 at the end of the reset se- 
quence with ACDATAO externally pulled high, pri- 
mary drive #1 data port timing is based on program- 
mable timing parameters. When the bit is set to 0 at 
the end of the reset sequence, the timing is fixed, 
Mode 0 compatible timing. If ACDATAO is externally 
pulled low at the end of the reset sequence, this bit 
is not used to configure the IDE interface. After re- 
set, this bit indicates the state of the ACDATA4/ 
CDATA4 signal at the end of the reset sequence. 


Bit 3: Secondary IDE Enable 

When this bit is 0, all Secondary IDE registers are 
disabled regardless of whether they are selected 
from the preset compatible range (170-177h, 376h), 
or IDE Base Address #2 and #3. When this bit is 1, 
the Secondary IDE registers are enabled. The de- 
fault value of this bit is 0 if IDE Hardware Configura- 
tion is disabled (bit 0 is sampled low). The default 
value is the value of ACDATA3 sampled at the end 
of the reset sequence if IDE Hardware Configuration 
is enabled (bit 0 is sampled high). 
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Bit 2: Primary IDE Control/Status Enable 

When this bit is 0, the Primary IDE Control/Status 
register is disabled regardless of whether it is select- 
ed from the preset compatible range (3F6h), or IDE 
Base Address #1. When this bit is 1, the Primary 
IDE Data/ Command register is enabled. The default 
value of this bit is 0 if IDE Hardware Configuration is 
disabled (bit 0 is sampled low). The default value is 
the value of ACDATA2 sampled at the end of the 
reset sequence if IDE Hardware Configuration is en- 
abled (bit 0 is sampled high). 


Bit 1: Primary IDE Data/Command Enable 

When this bit 0, the Primary IDE Data/Command 
registers are disabled regardless of whether they are 
selected from the preset compatible range (1FO- 
1F7h), or IDE Base Address #0. When this bit is 1, 
the Primary IDE Data/Command registers are en- 
abled. This bit defaults to 0 if IDE Hardware Configu- 
ration is disabled (bit O is sampled low). The default 
value is the value of ACDATA1 sampled at the end 
of the reset sequence if IDE Hardware Configuration 
is enabled (bit O is sampled high). 


Bit 0: IDE Hardware Configuration Enable 

The default value of this bit is determined by the 
value of the ACDATAO signal at reset. lf ACDATAO 
is sampled high at the end of the reset sequence, 
the default values of hardware configuration 
bits[7:1] are determined by the values of 
ACDATA|7:1], the fixed IDE compatible ranges are 
selected (subject to enable bits[3:1]), and PCI-IDE 
space defaults to enabled. If ACDATAO is sampled 
low, hardware configuration bits[7:1] default to 0, 
the IDE Base Address registers are selected (sub- 
ject to enable bits[3:1]), and PCI-IDE 1/O space de- 
faults to disabled. A software write to this bit selects 
between IDE compatible ranges (1) and IDE Base 
Address registers (0), but does not affect the PCI- 
IDE |/O space enable. 


NOTE: 
The Secondary IDE timing and Data Buffering 
control are not IDE Hardware configurable. 
They default to the slowest timing mode (Mode 
0), and data buffering disabled. 


3.1.2.17 PIDETC—Primary IDE Timing Control 
Register Offset: 48h 


Default value: xyoxh 
Access: Read/Write 
Size: 16 bits 


This register determines the timing characteristics 


and IORDY control of the Primary IDE interface. 
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15 14 13 12 11 10 9 8 7 6 2 1 #0 Bit 
eofe tom Pay oe fap too fot | petoun 
: | - Drive 0 Data Port Enhanced 
Timing Enable (R/W) 


1=Timing Controlled by Bits [15:2] 
0=Mode 0 Compatible Timing 


Drive 1 Data Port Enhanced 
Timing Enable (R/W) 

1=Timing Controlled by Bits [15:2] 
0=Mode 0 Compatible Timing 


Overall Cycle Time (R/W) 


Reserved 
DIOR#/DIOW# Pulse Width (R/W) 
- Reserved (R/W) 
Address/Data Setup Time (R/W) 


Drive 0 IORDY Override Enable (R/W) 
1=Enable 
0=Disable 

Drive 1 IORDY Override Enable (R/W) 


1=Enable 
0=Disable 
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NOTE: 
See bit description. — 


Figure 19. Primary IDE Timing Control Register 
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Bit 15: Drive #1 IORDY Override Enable 

When this bit is set to 1, the external IORDY signal is 
overridden for Primary Drive 1 (i.e., the IORDY signal 
is asserted internally regardless of the state of the 
external IORDY signal). When this bit is 0, the exter- 


nal IORDY signal is used to control completion of 
primary IDE drive #1 accesses. 


Bit 14: Drive #0 IORDY Override Enable 

When this bit is set to 1, the external IORDY signal is 
overridden for Primary Drive 0 (i.e., the IORDY signal 
is asserted internally regardless of the state of the 
external IORDY signal). When this bit is 0, the exter- 
nal IORDY signal is used to control completion of 
primary IDE drive #0 accesses. 


Bits[13:12]: Address/Data Setup Time 

These bits define, in system clock (PCICLK) periods, 
the address/data setup time with respect to the 
write/read strobes. If IDE hardware configuration is 
enabled by bit 0 of the Power-On IDE Configuration 
Register (PIDECFG), the default value of the bits 
correspond to the IDE timing mode selected by 
bits[6:5] of the PIDECFG Register. If IDE hard- 
ware configuration is not enabled, the default is 
11=Mode 0. 


Bit 11: Reserved 


Bits[10:8]: DIOR#/DIOW# Pulse Width 

These bits define the width of the Write and Read 
strobes in system clock (PCICLK) periods. If IDE 
hardware configuration is enabled by bit O of the 
Power-On IDE Configuration Register (PIDECFG), 
the default value of the bits correspond to the IDE 
timing mode selected by bits[6:5] of the PIDECFG 
Register. If IDE hardware configuration is not en- 
abled, the default is 110 = Mode 0. 


Bit 7: Reserved 
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Bits[6:2]: Overall Cycle Time 

Defines the length of the IDE cycle in aysien clock 
(PCICLK) periods. If IDE hardware configuration is 
enabled by bit 0 of the Power-On IDE Configuration 
Register (PIDECFG), the default value of the bits 
correspond to the IDE timing mode selected by 
bits[6:5] of the PIDECFG Register. If IDE hardware 
is not enabled, the default is 10110 = Mode 0. 


Bit 1: Drive #1 Data Port Enhanced Timing 
Enable 

When this bit is set to 1, IDE Primary Drive 0 access 
timing is controlled by bits[15: 2] of this register. Ac- 
cesses to other ports is based on compatible timing 
as defined by Mode 0 in the ATA specification. If IDE 
hardware configuration is enabled by bit 0 of the 
Power-On IDE Configuration Register (PIDECFG), 
the default value of the bit is the value of bit 4 of the 
PIDECFG Register. If IDE hardware configuration is 
not enabled, the default is 0. When this bit is set to 
0, accesses is based on compatible Mode #0 
timing. 


Bit 0: Drive #0 Data Port Enhanced Timing 
Enable 

When this bit is set to 1, IDE Primary Drive 0 access 
timing is controlled by bits[15:2] of this register. Ac- 
cesses to other ports is based on compatible timing 
as defined by Mode 0 in the ATA specification. 
When this bit is set to 0, accesses are based on 
compatible Mode #0 timing. The default value for 
this bit is 1. 


3.1.2.18 SIDETC—Secondary IDE Timing Control 
Register Offset: 4Ah 


Default value: 3658h 
Access: Read/Write 
Size: 16 bits 


This register determines the timing characteristics 
and IORDY control of the Secondary IDE interface. 
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13 12 #11 #10 9 8 7 6 2 $1 0 Bit 
en Ee ae 2 Re 


Drive 0 Data Port Enhanced | 

Timing Enable (R/W) 

1=Timing Controlled by Bits [15:2] 
=Mode 0 Compatible Timing 


Drive 1 Data Port Enhanced 
Timing Enable (R/W) 

1=Timing Controlled by Bits [15:2] 
0=Mode 0 Compatible Timing 


Overall Cycle Time (R/W) 
Reserved 
DIOR#/DIOW# Pulse Width (R/W) 
Reserved (R/W) 
Address/Data Setup Time (R/W) 


Drive 0 IORDY Override Enable (R/W) 
1=Enable 
0=Disable ; 
Drive 1 IORDY Override Enable (R/W) 
1=Enable 


0=Disable 
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NOTES: 
See bit description. 


Figure 20. Secondary IDE Timing Control Register 
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Bits 15: Drive #1 IORDY Override Enable 

When this bit is set to 1, the external IORDY signal is 
overridden for IDE Secondary Drive 1 (i.e., the 
IORDY signal is asserted internally regardless of the 
state of the external IORDY signal). When this bit is 
0, the external IORDY signal is used to control com- 
pletion of Secondary IDE drive #1 accesses. 


Bit 14: Drive #0 IORDY Override Enable 


When this bit is set to 1, the external IORDY signal is | 


overridden for IDE Secondary Drive 0 (i.e., the 
lIORDY signa! is asserted internally regardless of the 
state of the external IORDY signal). When this bit is 
0, the external IORDY signal is used to control com- 
pletion of Secondary IDE drive #0 accesses. 


Bits[13:12]: Address/Data Setup Time 

These bits define, in system clock (PCICLK) periods, 
the address/data setup time with respect to the 
write/read strobes. 


Bit 11: Reserved 


Bits[10:8]: DIOR#/DIOW# Pulse Width. 
These bits define the width of the Write and Read 
strobes in system clock (PCICLK) periods. 


Bit 7: Reserved 


Bits[6:2]: Overall Cycle Time 
These bits define the length of the IDE cycle in sys- 
tem clock (PCICLK) periods. 


Bit 1: Drive #1 Data Port Enhanced Timing 
Enabie 

When this bit is set to 1, IDE Secondary Drive 1 data 
port access timing is controlled by bits[15:2] of this 
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register. Accesses to other ports are based on com- 
patible timing as defined by Mode 0 in the ATA spec- 
ification. When this bit is set to 0, accesses to IDE 
ports when Drive 0 is active is based on compatible 
Mode #0 timing. 


Bit 0: Drive #0 Data Port Enhanced Timing 
Enable 

When this bit is set to 1, IDE Secondary Drive 0 data 
port access timing is controlled by bits[15:2] of this 
register. Accesses to other ports are based on com- 
patible timing as defined by Mode 0 in the ATA spec- 
ification. When this bit is set to 0, accesses to IDE 
ports when Drive 0 is active is based on compatible 
Mode #0 timing. | 


NOTE: : 
The Secondary IDE timing mode is not ID 
Hardware configurable. It defaults to Mode 0, 
the slowest timing mode. 


3.1.2.19 HIIRR—IDE-ISA Interrupt Routing 
Register 


Register Offset: 4Ch 
Default Value: XXh 
Access: | Read/Write 
Size: 8 bits 


This register selects mapping of the Primary and 


Secondary IDE Interface interrupt requests to any of 
10 ISA-compatible system interrupts. 
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Default 


Secondary IDE ISA Primary IDE ISA 
Interrupt Routing (R/W) Interrupt Routing (R/W) 
0=IRQ Not Selected 0=IRQ Not Selected 


1=Reserved 


2=Reserved 
3=IRQ3 Enabled 


4=IRQ4 Enabied 
5=IRQ5 Enabled 
6=Reserved 
7=IRQ7 Enabled 
8=Reserved 
9=IRQ9 Enabled 


_ 1=Reserved 


2=Reserved 
3=IRQ3 Enabled 
4=|IRQ4 Enabled 
5=IRQ5 Enabled 
6=Reserved 
7=IRQ7 Enabled 
8=Reserved 
9=IRQ9 Enabled 


A=IRQ10 Enabled : A=IRQ10 Enabled 
B=IRQ11 Enabled — B=IRQ11 Enabled 
C=IRQ12 Enabled C=iRQ12 Enabled 
D=Reserved D=Reserved 

E=IRQ14 Enabled E=IRQ14 Enabled 
F=i1RQ15 Enabled F=IRQ15 Enabled 
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Figure 21. IDE-ISA interrupt Routing Register 
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Bits[7:4]: Secondary IDE ISA Interrupt Mapping 
This field selects the IRQ level for the Secondary 
IDE Interface. The default for this field is 0 if IDE 
Hardware Configuration is disabled (bit 0=0) in the 
Power-On IDE Configuration Control Register 
(PIDECFG). The default is Fh if IDE Hardware Con- 


figuration is enabled (bit O=1) and the Secondary 
address range is enabled. 


Bits[3:0]: Primary IDE ISA Interrupt Mapping 
This field selects the IRQ level for the Primary IDE 
Interface. The default for this field is 0 if IDE Hard- 


ware Configuration is disabled (bit O=0) in the © 


Power-On IDE Configuration Control Register 
(PIDECFG). The default is Eh if IDE Hardware Con- 
figuration is enabled (bit O=1) and the Primary 
Data/Command address range is enabled. 


3.1.2.20 IDEICS—IDE Interrupt Configuration/ 
Status Register 


Register Offset: 4Dh 
Default Value: 00h 
Access: Read/Write 
Size: 8 bits 


This register allows selection of edge or level mode 
for Primary and Secondary interrupts selected via 
the IIIRR Register, and provides non-latched read- 
only status of the physical PIRQ and SIRQ signal 
pins. 


Bits[7:4]: Reserved 
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Bit 3: Secondary IDE System Interrupt Operation 
Mode 
This bit provides the IRQ operation mode for the 
system interrupt signal selected to be used as a 
Secondary IDE Interrupt via ie IIIRR Register as 
follows: 


1 =Level Mode Selected 
0=Edge Mode Selected 


Bit 2: Primary IDE System Interrupt Operation 


Mode 

This bit provides the IRQ operation mode for the 
system interrupt signal selected to be used as a Pri- 
mary IDE Interrupt via the lIIRR Register as follows: 


1 = Level Mode Selected 
O=Edge Mode Selected 


Bit 1: Secondary IDE Interrupt Status 
This bit provides the status of the SIRQ peconaly 
IRQ signal as follows: 


1= Secondary IDE IRQ active 
0= Secondary IDE IRQ inactive 


Bit 0: Primary IDE Interrupt Status 
This bit provides the status of the SIRQ Primary IRQ 
signal as follows: 


1= Primary IDE IRQ active 
0=Primary IDE IRQ inactive 


Default 


Primary IDE Interrupt Status (R/W) 
1=Primary IDE IRQ Active 
0=Primary IDE IRQ Inactive 


Secondary IDE Interrupt Status (R/W) 
1=Secondary IDE IRQ Active 
0=Secondary IDE IRQ Inactive 


Primary IDE System Interrupt Operation Mode (R/W) 
1=Level Mode Selected 
0=Edge Mode Selected 


Secondary IDE System Interrupt Operation Mode (R/W) 
1=Level Mode Selected 
0=Edge Mode Selected 


Reserved 
290511-40 


Figure 22. IDE Interrupt Configuration/Status Register 
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3.1.2.21 PCIRR—IDE-PCI arernone Routing 
Register 


Register Offset: 50h 
Default Value: 00h 
Access: Read/ Write 
Size: 8 bits 


This register allows mapping of IDE interrupts to ei- 
ther ISA interrupts, or PCI interrupts. One interrupt 
can be generated for the primary IDE interface, and 
another for the secondary IDE interface. Each of the 
interrupts can be routed independently. When bit 0 
or 1 is set to 0, the corresponding interrupt is routed 
via one of 10 system interrupt lines (ISA mechanism) 
_ selected by the IDE ISA Interrupt Mapping Register. 
When set to 1, the corresponding interrupt is routed 
via INTB# (PCI mechanism). 


Bits[7:2]: Reserved 


Reserved 


intel. 


Bit 1: Secondary IDE Interrupt Routing 
This bit selects Secondary IDE Interface Interrupt 


_ routing via the PCI mechanism, or the ISA mecha- 


nism. 


Bit 0: Primary IDE Interrupt Routing 
This bit selects Primary IDE Interface Interrupt rout- 
ing via the PCI mechanism, or the ISA mechanism. 


3.2 PCMCIA Socket Configuration 
Registers 


The PPEC has four identical sets of registers for 
controlling the four PCMCIA sockets, with each set 
controlling one socket. Each register set is com- 
prised of four types of registers: General Setup Reg- 
isters, Interrupt Registers, |/O Mapping Control Reg- 
isters, and Memory Mapping Control Registers. One 
set of registers is described in the following sections, 
with the address offset for each socket shown in 
each description. 


Bit 


Default 


Primary IDE Interrupt Routing (RW) 
1=Via PCI Mechanism (INTB#) 
0=Via ISA Mechanism 


Secondary IDE Interrupt Routing (RW) 
1=Via PCI Mechanism (INTB#) 
0=Via ISA Mechanism 
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Figure 23. IDE Interrupt Routing Register 
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3.2.1 GENERAL SETUP REGISTERS 


The General Setup Registers, listed in Table 8, are 
8-bit registers. Writes to Read Only General Setup 
registers and register bits have no effect. 


Table 8. General Setup Registers 


Register Offset | 
Sockets A:D Register Name 


wenticaton ———SSCS~dCOCRO 
Tor [a | | cr | istar | Imeracostaus—~—~=S«dYSCORO 
Toe [| ee | ce | pctmt | Powerconmo ~*~ 
os [ae | ee | ce | ADWEN | _Aderess Window Enable | RW 

— 


Poe | Gra | Globalcontor 
[ee [ee | Ae | ec | cScTAL | GlobalSecuriyConror 
Cie = 
=a 


3.2.1.1 IDREG—Identification Register Bits[7:6]: Interface Type 
ji These bits indicate the type of PC Cards supported 
Register Offset: Socket A—OOh by the PPEC at the particular socket as follows: 
Socket B—40h 
Socket C—80h 00 = 1/O Only 
Socket D—COh 01 = Memory Only 
Default value: 84h | 10 = Memory and I/O 
Access: Read/Write 11 = Reserved 
Size: 8 bits 


These bits do not identify the type of card that is 
The Identification Register is used by the system present at the socket. | | 
software to determine the type of PC Cards support- 

ed by the socket. 


Default 


82365SL Revision Number (R/W) 
Reserved - 82365SL Emulation | 


Interface Type (RO) 
00=1/0 Only 
01=Memory Only 
10=Memory and |/O 
11=Reserved 
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Figure 24. identification Register 
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Bits[5:4]: Reserved 


These are read/write bits that can be used to store 


82365SL-specific information to allow 82365SL em- 
ulation. 


Bits[3: 0]: Reserved—82365SL Revision Informa- 
tion 

This read/write field holds 82365SL revision infor- 
mation that allows the PPEC to emulate the 
82365SL. Software checks this field before execut- 
_ing code written for the 82365SL. 


i | : 
intel. 
3.2.1.2 ISTAT—Interface Status Register 


Socket A—O1h - 
Socket B—41h 
Socket C—81h 
Socket D—Cth 


Register. Offset: 


_ Default value: XX 


Access: Read-only 


- Size: 8 bits 


The Interface Status Register provides the current 
status of the PC Card socket interface signals. 


7 6 5 4 3 2 1 O Bit 
oT TT done 


Battery Voltage Detect 1 and 2 (RO) 
For Memory Cards: 
00=Battery Dead 
01=Battery Warning 
10=Battery Dead 
11=Battery Good 
For I/O Cards: 
see Bit Description 


Card Detect 1 and 2 (RO) 
see Bit Description 


Memory Write Protect (RO) 
see Bit Description 


Ready/Busy (RO) 


PC Card Power Active (RO) 
1=Power Provided 
0=Power Off 


Reserved 
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Figure 25. Interface Status Register 


Bit 7: Reserved 


Bit 6: PC Card Power Active 

Indicates the current power status of the socket. If 
this bit is set to zero, power to the socket is turned 
off (Vcc and Vpp are not applied). If the bit is set to 
one, power is applied to the socket (Vcc is applied 
according to bits[4:3] of the Power Control Register, 
and Vpp is applied according to bits[1:0] of the Pow- 
er Control Register). 


Bit 5: Ready/Busy # 

This bit is set to 1 to indicate that the PC Card is 
ready to accept a data transfer, and set to 0 to indi- 
cate that the card is busy completing an operation 
and cannot accept new data or commands. 
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Bit 4: Memory Write Protect 

This bit indicates the logic level of the WP signal on 
the memory PC Card interface. However, memory 
write access to the socket is blocked only if the write 
protect bit in the associated Card Memory Offset Ad- 
dress Register High byte register is set to one. 


Bits[3:2]: Card Detect 1 and 2 

These bits indicate, when both are set to 1, that a 
card is present at the socket and is fully seated. Bit 2 
is set to 1 if the CD1 signal on the PC Card interface 
is active, and bit 3 is set to 1 if the CD2 signal is 
active. Bits 2 and 3 are set to 0 if the corresponding 
CD1 and CD2 signals on the PC Card interface are 
inactive. 
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Bits[1:0]: Battery Voltage Detect 1 and 2 
For memory cards, these bits indicate the status of 
the battery as follows: 


BVD1 BVD2 Status 
0 0 Battery Dead 
0 1 Battery Dead 
1 0 Warning 
1 1 Battery Good 


For |/O PC Cards, bit 0 indicates the current status 
of the STSCHG signal from the PC Card. For |/O PC 
Cards, bit 1 indicates the current state of SPKR sig- 
nal from the PC Card. Refer to the Interrupt General 
Control Register bit 7 description for more details. 
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3.2.1.3 PCTRL—Power Control Register 


Socket A—02h 
Socket B—42h 
Socket C—82h 
Socket D—C2h 
Default value: XX 

Access: Read/Write 
Size: 8 bits 


Register Offset: 


This register controls power to the PC card. 
PCIRST # (PCI reset) clears all bits in this register. 
Output Enable should not be set until the register 
has been previously written setting the socket Vpp 
and Vcc Power Control bits. 


Default 


Vpp Control (R/W) 
(see Bit Description) 


Reserved 


Vcc Control (R/W) 
(see Bit Description) 


Auto Power Switch Enable (R/W) 
1=Automatic Socket Power Switching Enabled 
0=Automatic Socket Power Switching Disabled 


Reserved 


Output Enable 
1=Output Signals Enabled 
0=Output Signals Disabled 
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Figure 26. Power Control Register 


: ADVANCE INFORMATION 
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Bit 7: Output Enable 

When this bit is set to 0, the PPEC output signals 
that are directly connected to the socket (Mode 0) or 
are shared by other sockets (Mode 1) are tri-stated, 
and the ENABLE# signal to the socket is inactive. 
When the bit is set to 1, the signals are not tri-stated, 
and the ENABLE # signal is asserted. Output Enable 
should be set to 0 when the socket is not powered. 


Bit 6: Reserved 


Bit 5: Auto Power Switch Enable 
When this bit is set to 0, automatic socket power 
switching based on card detects is disabled. When 
the bit is set to 1, automatic socket power switching 
is enabled. Automatic socket power switching func- 
- tion controls the VocxV and VppENx power control 
bits. Voc is 5V or 3.3V depending on the sampled 
states of the VS1 and VS2 signals provided in the 
Card Detect and General Control Register. 


Bits[4:3]: Vcc Control 

These bits control the power to the PC Card via the 
external Voc-3V and Vcoc-5V control logic (External 
Power Latch). The two bits are encoded as follows: 


Bit4 Bit3 Vcec5V Vcc3V_ Description 


0 0 0 0 No Connect 
0 1 0 0 Reserved 

| 0 1 0 5.0V 

1 1 0 1 3.3V 


Bit 2: Reserved 


Bits[1:0]: Vpp Control 

These bits switch Vpp power using the external Vpp 
control logic (External Power Latch). The two bits 
are encoded together with bit 4 to implement the 
following control functions: 


Seats ae ..,. Vpp_ Vpp Applied 
Bit4 Bit1 Bito EN1 ENO Voltage 
1 0 0 0 0 No Connect 
1 0 1 0 1 5.0V 
1 1 0 1 0 12.0V 
1 1 1 0 0 Reserved 
0 x 4 0 0 No Connect 


For more details on Voc/Vpp control functions, see 
the Power Control description in Section 1.4.2 of this 
document. 


2-280 — 


intel. 


3.2.1.4 CSTCH—Card Status Change Register 


Socket A—04h 
Socket B—44h 
Socket C—84h 
Socket D—C4h 
Default value: OOh | 

Access: Read/Write 
Size: 8 bits . 


Register Offset: 


This register contains the status of the sources for 


the Card Status Change Interrupts. These sources 
can be enabled to generate a Card Status Change 
Interrupt by setting the corresponding bit in the Card 
Status Change Interrupt Configuration Register. The 
bits in this register read back as 0 when the corre- 
sponding status enable bits in the Card Status 
Change Interrupt Configuration Register are set to 0. 


When the Explicit Write Back Card Status Change 
Acknowledge bit is set in the Global Control Regis- 
ter, the acknowledgment of sources for the Card 
Status Change Interrupt is performed by writing back 
1 to the appropriate bit in the Card Status Change 
Register that was read as a 1. Once the interrupt 
source is acknowledged by writing a 1 to the bit, the 
bit reads back as 0. The interrupt signal responding 
to the card status change remains active, if enabled 
on a system IRQ line, until all of the bits in this regis- 
ter are zero. 


When the Explicit Write Back Card Status Acknowl- 
edge bit is not set, the Card Status Change Interrupt 
remains active, if enabled on a system IRQ line, until 
the Card Status Change Register is read. The read 
operation to the Card Status Change Register resets 
all bits in the register. 


If two or more Card Status Change Interrupts are 
pending or a Card Status Change Interrupt condition 
occurs while another is being serviced, the PPEC 
does not generate a second interrupt. 


The Interrupt Service Routine must read the Card 
Status Change Register to ensure that all interrupt 
requests are serviced before exiting the service rou- 
tines. 


Asserted PCIRST # (PCI reset) clears all bits in this 
register. 


In the following bit descriptions, bits names. that are 


in parenthesis are valid when the interface is config- 
ured for I/O PC Cards. 
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7 4 3 2 1 0 Bit 
ee cee 


Battery Dead (RO) 
Memory Cards: 
1=Battery Dead 
0=Battery OK 
I/O Cards: 
see Bit Description 


Battery Warning 
Memory Cards: 
1=Battery Warning Condition 


0=No Battery Warning Condition 
1/O Cards: 
Always=0 


Ready Change 


Memory Cards: 
1=Card Ready for New Data 
0=Card Not Ready for New Data 
1/O Cards: 
Always=0 


Change Detect 
1=Change Detected on CD1# or CD2# Signals 
O=No Change Detected 


Reserved 


290511-45 


Figure 27. Card Status Change Register 


Bits[7:4]: Reserved 


Bit 3: Change Detect 

This bit is set to 1 when a change occurs in either 
the CD1# or CD2# signal, or when a Software In- 
terrupt is generated. 


Bit 2: Ready Change 

This bit is set to 1 when a low-to-high transition oc- 
curs on the RDY-BSY# signal, indicating that the 
memory PC Card is ready to accept a new data 
transfer. The bit reads 0 for |/O PC Cards. 


Bit 1: Battery Warning 
This bit is set to 1 when a battery warning condition 
is detected. The bit reads 0 for I/O PC Cards. 


Bit 0: Battery Dead 

For memory PC Cards, this bit is set to 1 when a 
battery dead condition has been detected. For |/O 
PC Cards, it is set to 1 when the STSCHG# signal 
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from the I/O PC Card has been asserted low. The 
system software must then read the status change 
register in the PC Card to determine why the status 
change signal (STSCHG #) has been asserted. 


3.2.1.5 ADWEN—Address Window Enable 
Register 


Socket A—06h 
Socket B—46h 
Socket C—86h 
Socket D—Cé6h 
Default value: 00h 

Access: Read/Write 
Size: 8 bits 


Register Offset: 


This register controls enabling of the memory and 
|/O mapping windows to the PC Card memory or I/O 
space. All bits in this register are cleared after reset. 
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7 6 5 4 3 2 1 0. Bit 
Memory Window 0 Enable (R/W) 


1=Enable 
0=Disable 


Memory Window 1 Enable (R/W) 
1=Enable 
0=Disable 


Memory Window 2 Enable (R/W) 
1=Enable 
0=Disable 


Memory Window 3 Enable (R/W) 
1=Enable 
0=Disable 


Memory Window 4 Enable (R/W) 


1=Enable 
0=Disable 


Reserved 


I/O Window 0 Enable (R/W) 
1=Enable . 
0=Disable 


1/0 Window 1 Enable (R/W) 
1=Enable 
0=Disable 
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Figure 28. Address Window Enable Register 


Bit 7-Bit 6: 1/O Window 1 and Window 0 Enables 
Bits[7:6] function identically and independently. Bit 7 
applies to |/O Window 1; Bit 6 applies to [/O Win- 
dow 0. When the bits are set to 0, the card enable 
signals to the PC cards that are accessed through 
the corresponding I/O windows are inhibited. When 
set to one, the card enable signals are not inhibited. 
I/O accesses pass addresses from the system bus 
directly through to the PC cards. The corresponding 
Start and Stop register pairs must all be set to the 
desired window values before setting either of the 
bits to one. | 


Bit 5: Reserved 


Bit 4-Bit 0: Memory Window 4 - Memory 
Window 0 Enables 

Bits[4:0] function identically and independently. Bit 4 
applies to Memory Window 4, bit 3 applies to Memo- 
ry Window 3, etc. When the bits are set to 0, the 
card enable signals to PC cards that are accessed 
through the corresponding memory windows are in- 
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hibited. When set to one, the card enable signals are 
not inhibited. The corresponding start, stop, and off- 
set register pairs must all be set to the desired win- 
dow values before setting any of the bits to 1. When 
one of the bits is set to 1 and the system address is | 
within the corresponding window, the computed ad- 
dress will be generated for the accessed PC Card. 


3.2.1.6 GCTRL—Global Control Register 


Socket A—1Eh 
Socket B—5Eh 
Socket C—9Eh 
Socket D—DEh 
Default value: 00h 

Access: Read/Write 
Size: 8 bits 


Register Offset: 


This register is not duplicated for each socket, but 
can be accessed with the Socket A, B, C or D index. 
PCI reset clears all bits in this register. 
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Bit 
Default 


Reserved 


Card Status Interrupt Level (R/W) 
1=Active Low | 
0=Low-to-High Transition 


Card Status Change Acknowledge Mode (R/W) 
1=Explicit Write Back 
0=Card Status Change Register Read — 


IREQ Trigger Modes (R/W) 
(see Bit Description) 


Reserved 


Figure 29. Global Control Register 


Bit 7: Reserved 


Bits[6:3]: IREQ Trigger Modes 

When set to 1, these bits select level mode inter- 
rupts for IRQs generated by the particular PC card 
interrupts. When set to 0 (default), they select edge 
mode interrupts. Bit 3 is used for Socket A, Bit 4 for 
Socket B, Bit 5 for Socket C, and Bit 6 for Socket D 


Bit 2: Card Status Change Acknowledge Mode 
When this bit is set to 1, each Card Status Change 
Interrupt is acknowledged with an explicit write of 1 
to the Card Status Change Register bit that identifies 
the interrupt. When this bit is set to 0 (default state), 
each Card Status Change Interrupt is acknowledged 
by reading the Card Status Change Register. Read- 
ing the Card Status Change Register clears the reg- 
ister. 


Bit 1: Card Status Interrupt Level — 

When this bit is set to 1, the mode of the IRQ out- 
puts used to signal the Card Status Change (CSC) 
Interrupt is active low level. In this mode, the IRQs 
remain tri-stated until there is a card status change 
condition, at which time the asserted |RQ output 
goes low. The IRQ remains low until the interrupt is 
acknowledged (serviced). Once serviced, the IRQ 
output will change from low to tri-state. 
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When this bit is set to its default state of 0, the CSC 
IRQ outputs are low-to-high edge triggered inter- 
rupts. In this mode, the IRQ signals remain tri-stated 
until enabled for CSC interrupt, at which time the 
IRQ outputs are asserted low. The outputs stay low 
until there is a card status change condition, which 
causes the appropriate IRQ output to transition to 
the high level. It will remain high until the interrupt is 
acknowledged (serviced), then transitions to the low 
state. When disabled, the IRQ signals are tri-stated. 


Bit 0: Reserved 


3.2.1.7 GSCTRL—Global Security Control 
Register 


Socket A—2Eh 
Socket B—6Eh 
Socket C—AEh 
Socket D—EEh 
Default value: OOh 

Access: Read/Write 
Size: 8 bits 


Register Offset: 


This register is not duplicated for each socket, but 
can be accessed with the Socket A, B, C or D index. 
PCl reset clears all bits in this register. 
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Reserved 


Default 


HOLDLED Status (RO) 
1=HOLDLED Active 
0=HOLDLED Not Active 


GPO/LOCKOUT# Control (R/W) | 
If Bit 2=1 (GPO) 
1=Assert Signal 
0=Negate Signal 
If Bit 2=0 (LOCKOUT#) 
1=Negate Signal 
0=Assert Signal 


LOCKOUT# Enable 
1=GPO Function Selected 
0=LOCKOUT Function Selected 
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Figure 30. Global Security Control Register 


Bits[7:3]: Reserved 


_ Bit 2: Lockout# Enable 

This bit configures bit 1 to function as GPO control 
when set to 1, and as LOCKOUT # control when set 
to 0. 


Bit 1: General Purpose Output Control 

_ When bit 2 is set to 1, this bit allows software control 
of the General Purpose Output control signal. When 
bit 2 is set to 0, this bit allows software control of the 
LOCKOUT# output signal. When bit 2 is 0 
(LOCKOUT function) and this bit is 0, the 
LOCKOUT # signal is asserted, and the xCD2# sig- 
nals function as “eject request’. When bit 2 is 0 and 
this bit is 1, LOCKOUT # is negated, and the xCD2# 
signals retain their original function as Card Detect 
signals. See the PPEC Design Guide for details. 


Bit 0: HOLDLED Status 


This bit provides the status of the HOLDLED# out- 
put signal (pin), and is valid only in Mode 1. 
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3.2.1.8 CDGEN—Card Detect and General 
Control Register | 


Socket A—16h 
Socket B—56h 
Socket C—96h 
Socket D—D6h 


Register Offset: 


Default value: 00h 


Access: Read/Write 
Size: 8 bits 


This register is used to reset configuration registers 
and store voltage select signal status. It is necessary 
that the Configuration Reset Enable bit is set to 1 by 
the card detect change interrupt service routine only 
when a PC Card is inserted, and set to 0 when the 
card is removed. 7 


Bit 7: VS2 Voltage Select Status 

This bit indicates the status of the VS2 multifunction- 
al signal, which is used with VS1 to select proper 
Voc voltage (5V or 3.3V or disable) at a socket. 
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Reserved 


1=Interrupt Asserted 


VS2 Voltage Signal Select Status 


7 6 5 4 3 2 1 0 Bit 


Reserved 


Reserved 


Software Card Detect Interrupt (R/W) 


O=Interrupt Not Asserted 
VS1 Voltage Signal Select Status 
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Reserved 


- Configuration Register Reset Enable (R/W 
1=Enable 
0=Disable 
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Figure 31. Card Detect and General Control Register 


Bit 6: VS1 Voitage Select Status 

This bit indicates the status of the VS1 voltage 
select signal, which is used to select proper Voc 
voitage (5V or 3.3V or disable) at a socket. 


Bit 5: Software Card Detect Interrupt 

Setting this bit to 1 causes a Card Detect Card 
Status Change Interrupt for the associated socket if 
the Card Detect Enable bit is set to 1 in the Card 
Status Change Interrupt Configuration Register. The 
software interrupt functions and is acknowledged in 
the same manner as the hardware-generated inter- 
rupt. 


The Hardware Card Detect Card Status Change In- 
terrupt is not affected by the Software Card Detect 
Interrupt. The previous state of the CD1 and CD2 
inputs are latched so that though a Card Detect 
Card Status Change Interrupt occurs and is serviced 
and the CD1 and CD2 inputs change from the previ- 
ous state, a Hardware Card Detect Card Status 
Change Interrupt is still generated. If the Card De- 
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tect Enable bit is set to 0 in the Card Status Change 
Interrupt Configuration Register, writing a 1 to the 
Software Card Detect Interrupt bit has no effect. 


The Software Card Detect Interrupt bit always reads 
back as a 0. 


Bit 4: Reserved 
Bit 3: Reserved 
Bit 2: Reserved 


Bit 1: Configuration Register Reset Enable 
When this bit is set to 0, the configuration register 
reset function that is based on card detect is dis- 
abled. When it is set to 1, a reset pulse is generated 
to reset the configuration registers for the socket to 
their default state (zero’s) when both the CDi and 
CD2 inputs for the socket go high. There is one Con- 
figuration Register Reset Enable for each socket. 


Bit 0: Reserved 
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- 3.2.1.9 CPAGE—Card Memory Page Address 
Register 


Socket A—26h 
Socket B—66h 
Socket C—A6h 
~ Socket D—E6h 
Default value: OOh 
Access: Read/Write 
Size: 8 bits 


Register Offset: 


This register holds an 8-bit page address that allows 


selection of a 16 MByte window page in the 4 GByte » 


memory address space in which socket memory 
windows are mapped. Access to a window is al- 
~ lowed only when the page address in the corre- 
sponding Card Memory Page Address Register 


Register Offset 
Sockets A:D 
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matches PCI memory address bits A[31:24], indicat- 
ing a page hit. Reset clears all bits in this register, so 
that the default page is the first page (i.e., 0-16 
MByte address range). 


Bits[7:0]: Page Address 
Page Address bits[7:0] correspond to system ad- | 
dress lines A[31:24]. Access to one of the five mem- 
ory windows is allowed only if a match between the 
page address and system address lines A[31:24] 
occurs. | 


3.2.2 INTERRUPT REGISTERS 


The Interrupt Registers are listed in Table 9. The 
registers are 8-bit, read/write registers. 


Table 9. Interrupt jaca 


Mnemonic Register Name i 


IGENC Interrupt and General Control 
8 ‘Card Status Change Interrupt Configuration ta 7 
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3.2.2.1 IGENC—Interrupt and General Control 
Register 


Socket A—0O3h 

Socket B—43h 

Socket C—83h 
~ Socket D—C3h 

Default value: 00h 

Access: - Read/Write 

Size: 8 bits 


Register Offset: 


The Interrupt and General Control Register controls 
card type selection, card reset, and interrupt steer- 
ing for the PC Card I/O interrupts. 


Bit 7: Reserved 


Bit 6: Card Reset 

Setting this bit to 0 resets the PC Card by activating 
the RESET signal to the card. The RESET signal 
remains active until bit is set to 1. 


Reserved 
Card Type (R/W) 


1=I/0 
0=Memory 


Card Reset (R/W) 


1=No Reset 
0=Reset 


Reserved 
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Bit 5: Card Type | 

Setting this bit to 1 selects |/O PC Card, enabling 
the PC Card interface multiplexer to route PC Card 
I/O signals. Setting the bit to 0 selects Memory PC 
Card. When the bit is set to 1 (I/O PC Card), the 
STSCHG# signal from the I/O PC Card is used as 
the STSCHG status change signal. The current 
status of the signal is then available to be read from 
the Interface Status Register (01H), and the 
STSCHG signal can be configured as a source for 
the Card Status Change Interrupt. 


Bit 4: Reserved 


Bits[3:0]: IRQ Level Selection 3 
This field selects interrupt routing for 1/O PC Cards 
only. 


Default 


IRQ Select [3:0] (R/W) 
0000=No IRQ Selectec 
0001=Reserved 
0010=Reserved 
0011=IRQ3 Enabled 
0100=IRQ4 Enabled 
0101=IRQ5 Enabled 
0110=Reserved 
0111=IRQ7 Enabled 
1000=Reserved 
1001=IRQ9 Enabled 
1010=IRQ10 Enabled 
1011=IRQ11 Enabled 
1100=IRQ12 Enabled 
1101=Reserved 
1110=IRQ14 Enabled 


1111=IRQ15 Enabled 
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Figure 32. |/O Control Register 
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3.2.2.2 CSCICR—Card Status Change Interrupt 
Configuration Register 


Socket A—O5h 
Socket B—45h 
Socket C—85h 
Socket D—C5h 
Default value: 00h 

Access: Read/Write 
Size: 8 bits 


Register Offset: 


This register controls Card Status Change Interrupt 
steering and the Card Status Change Interrupt 
enables. 


Bits[7:4]: Card Status Change Interrupt Select 
This field selects Card Status Change Interrupt 
routing. . : 


Bit 3: Card Status Change Interrupt Enable 

Setting this bit to 1 enables a Card Status Change 
Interrupt when a change in the CD1 or CD2 signal 
occurs, or when a Software Interrupt is generated by 


a 

intel. 
writing to bit 5 of the CDOGEN register. Setting the bit 
to 0 disables the generation of a card status change 


interrupt when the CD1 or CD2 signals change state, 
or upon software command. 


Bit 2: Ready Interrupt Enable | 

Setting this bit to 1 enables a Card Status Change 
Interrupt when a low to high transition occurs on the 
RDY-BSY # signal. Setting the bit to 0 disables the 
interrupt. The bit has no effect when the interface is 


_ configured for |/O PC Cards. 


Bit 1: Battery Warning Interrupt Enable 

Setting this bit to 1 enables a Card Status Change 
Interrupt when a battery warning condition is detect- 
ed. Setting the bit to 0 disables the interrupt. 


Bit 0: Battery Dead Enable 

Setting this bit to 1 enables a Card Status Change 
Interrupt when a battery dead condition is detected 
in a memory PC Card, and when the STSCHG# sig- | 
nal is pulled low by an I/O PC Card. Setting the bit to 
0 disables the interrupt. 


Default 


Battery Dead Interrupt Enable (R/W 
1=Enable 
0=Disable 


Battery Warning Interrupt Enable (R/W) 
1=Enable 
0=Disable 


Ready Interrupt Enable (R/W) 
1=Enable 
0=Disable 


Card Detect Enable (R/W) 
1=Enable 
0=Enable 


“Card Status Change Interrupt Select [3:0] (R/W) 
0000=No IRQ Selected 
0001=Reserved 
0010=Reserved 
0011=IRQ3 Enabled 
0100=IRQ4 Enabled 

- 0101=IRQ5 Enabled 
0110=Reserved 
0111=IRQ7 Enabled 
1000=Reserved 
1001=IRQ9 Enabled 
1010=IRQ10 Enabled 
1011=IRQ11 Enabled 
1100=IRQ12 Enabled 
1101=Reserved 
1110=IRQ14 Enabled 
1111=IRQ15 Enabled 
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Figure 33. Card Status Change Interrupt Configuration Register 
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3.2.3 1/0 MAPPING CONTROL REGISTERS 


The !/O Mapping Control Registers are listed in Ta- 
ble 10. The registers are 8 bit read/write registers 
that specify data path sizes and start and stop ad- 
dresses for the two |/O windows. 


Table 10. 1/O Mapping Control Registers 


Register Offset 
Sockets A:D Mnemonic Register Name Access 


lIOSH1 |/O Address 1 Start High Byte 
|OSTL1 \/O Address 1 Stop Low Byte 


pc | 
\/O Address 1 Stop High Byte 


Ta [8 
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3.2.3.1 IOCREG—I/O Control Register __ with some software and hardware implementations 
: | such as an IDE interface, it is necessary that the PC 
Register Offset: Socket A—O7h Gard decode two consecutive I/O addresses to de- 
Socket B—47h ; termine the cycle data width. To meet the system 
Socket C—87h | | bus timings, this type of PC Card must decode ad- 
Socket D—C7h dress lines A[9:0] before the card enable signal be- . 
Default value: OOh comes active at the interface. The card decodes the 
Access: Read/Write address and responds to a 16-bit cycle by asserting 
Size: | 8 bits the: |OIS16# signal. The PPEC qualifies |IOIS16# 


with the card enable signals to control internal data 
This register controls the |/O data path size for I/O assembly/disassembly logic. 
windows O and 1. In order to be compatible 


7 6 5 4 3 2 1 0 Bit 
pe fete fof ala] &| o {oct 
| : 3 1/0 Window 1 Data Size (R/W) 


1=16 Bits 
0=8 Bits 


Reserved 


Reserved 


Reserved 


I/O Window 0 Data Size (R/W) 
1=16 Bits 
0=8 Bits 


Reserved 


Reserved 


Reserved 
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Figure 34. 1/O Control Register 
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Bits[7:5]: Reserved 

Bit 4: |1/O Window 1 Data Size 

This bit selects a 16-bit |/O data path to the PC Card 
when set to 1, and an 8-bit path when set to 0. 
Bits[3:1]: Reserved 

Bit 0: |1/O Window 0 Data Size 


This bit selects a 16-bit 1/O data path to the PC Card 
when set to 1, and an 8-bit path when set to 0. 


3.2.3.2 IOSLO—I/O Address 0 Start Low Byte 


Register 

Register Offset: Socket A—0O8h 
Socket B—48h 
Socket C—88h 
Socket D—C8h 

Default value: 0Oh 

Access: Read/Write 

Size: 8 bits 


This register holds the low order address bits that 
are used to determine the start address of I/O ad- 
dress window 0. This provides a minimum 1 byte 
window for |/O address window 0 if the Start and 
Stop addresses are the same. 


Bits[7:0]: |1/O Window 0 Start Address Low Bytes 


This field holds start address bits A[7:0] of |/O ad- 
dress window 0. 


3.2.3.3 |OSHO—I/O Address 0 Start High Byte 


Register 

Register Offset: Socket A—O9h 
Socket B—49h 
Socket C—89h 
Socket D—C9h 

Default value: 00h 

Access: Read/Write 

Size: 8 bits 


This register holds the high order address bits that 
are used to determine the start address of |/O ad- 
dress window 0. 
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Bits[7:0]: 1/0 Window 0 Start Address High 
Bytes 

This field holds start address bits A[15:8] of I/O ad- 
dress window 0. 


3.2.3.4 IOSTLO—I/O Address 0 Stop Low Byte 


Register 
Register Offset: Socket A—OAh 
Socket B—4Ah 

Socket C—8Ah 
Socket D—CAh 

Default value: 00h 

Access: Read/Write 

Size: 8 bits 


This register holds the low order address bits that 
are used to determine the start address of I/O ad- 
dress window 0. This provides a minimum 1 byte 
window for |/O address window 0 if the Start and 
Stop addresses are the same. 


Bits[7:0]: |1/O Window 0 Stop Address Low Bytes 
This field holds stop address bits A[7:0] of I/O ad- 
dress window 0. | 


3.2.3.5 IOSTHO—I/O Address 0 Stop High Byte 
Register 


Register Offset: Socket A—OBh 
Socket B—4Bh 


Socket C—8Bh 
Socket D—CBh 
Default value: 00h 
Access: Read/Write 
Size: 8 bits 


This register holds the high order address bits that 


-are used to determine the stop address of I/O ad- 


dress window 0. This provides a minimum 1 byte 
window for |/O address window 0 if the Start and 
Stop addresses are the same. 


Bits[7:0]: |/O Window 0 Stop Address High Bytes 


This field holds stop address bits A[15:8] of I/O ad- 
dress window 0. 
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3.2.3.6 IOSL1—I/O Address 1 Start Low Byte 


Register 
Register Offset: Socket A—OCh 
Socket B—4Ch 
Socket C—8Ch 


~ Socket D—CCh 
Default value: OOh 
Access: Read/Write 
Size: 8 bits 


This register holds the low order address bits that 
are used to determine the start address of I/O ad- 
_ dress window 1. This provides a minimum 1 byte 
window for I/O address window 0 if the Start and 
Stop addresses are the same. 


Bits[7:0]: |/O Window 1 Start Address Low Bytes 


This field holds start address bits A[7:0] of I/O ad- 
dress window 1.. 


3.2.3.7 IOSH1—1/O Address 1 Start aa Byte 


Register 
Register Offset: Socket A—ODh 
Socket B—4Dh 
~ Socket C—8Dh 


Socket D—CDh 
Default value: 00h 
Access: Read/Write 
Size: 8 bits 


This register holds the high order address bits that 
are used to determine the start address of I/O ad- 
dress window 1. | 

Bits[7:0]: 1/0 Window 1 Start Address High 
Bytes 

This field holds start address bits A[15:8] of 1/O ad- 
dress window 1. 


3.2.3.8 IOSTL1—I/O Address 1 Stop Low Byte 


Register | 
Register Offset: Socket A—OEh 
Socket B—4Eh 
Socket C—8Eh 


Socket D—CEh 
Default value: 00h 


Access: Read/Write 
Size: 8 bits 
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This register holds the low order address bits that 
are used to determine the start address of I/O ad- 
dress window 1. This provides a minimum 1 byte 
window for |/O address window 1 if the Start and 
Stop addresses are the same. 


Bits[7:0]: |1/O Window 1 Stop Address Low Bytes 
This field holds stop address bits A[7:0] of I/O ad- 


* dress window 1. 


3.2.3.9 IOSTH1—I/O Address 1 Stop High Byte 


Register 

Register Offset: Socket A—OFh 
Socket B—4Fh 
Socket C—8Fh 
Socket D—CFh 

Default value: OOh 

Access: Read/Write 

Size: 8 bits 


This register holds the high order address bits that 
are used to determine the stop address of I/O ad- 
dress window 1. This provides a minimum 1 byte 
window for I/O address window 1 if the Start and 
Stop addresses are the same. 


Bits[7:0]: |1/O Window 1 Stop Address High Bytes 
This field holds stop address bits A[15:8] of 1/O ad- 
dress window 1. 


3.2.4 MEMORY MAPPING Commnee 
REGISTERS 


The Memory Mapping Control Registers are 8 bit, 
read/write registers that specify the starting and 
stopping addresses of the five memory windows. » 
The registers are listed in Table 11. 


The registers are identical for each window. There- 
fore, only one of each type of register is shown in 
the following descriptions. The addresses for all five 
windows for each socket are shown, however, in the 
Register Offset section of each register description. 
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Table 11. Memory Mapping Control Registers 


Register Offset 
Sockets A:D Register Name 


10h 50h 90h DOh SMSLO System Memory Address Mapping Window 0 R/W 
Start Low Byte 

18h 58h 98h D8h SMSL1 System Memory Address Mapping Window 1 R/W 
Start Low Byte 

20h 60h AOh EOh SMSL2 System Memory Address Mapping Window 2 R/W 
Start Low Byte 

28h 68h A8h E8h SMSL3 System Memory Address Mapping Window3 | R/W 
Start Low Byte 

30h 70h BOh FOh SMSL4 System Memory Address Mapping Window 4 R/W 
Start Low Byte 

11h 51h 91h Dih SMSHO System Memory Address Mapping Window 0 R/W 
Start High Byte 

19h 59h 99h D9h SMSH‘1 System Memory Address Mapping Window 1 R/W 
Start High Byte 

21h 61h Ath Eth SMSH2 System Memory Address Mapping Window 2 R/W 
Start High Byte 

29h 69h AQ9h E9h SMSH3 System Memory Address Mapping Window 3 R/W 
Start High Byte | 

31h 71h Bth Fih SMSH4 System Memory Address Mapping Window 4 R/W 
Start High Byte 

12h 52h 92 D2h SMSTLO System Memory Address Mapping Window 0 R/W 
Stop Low Byte 

1Ah 5Ah 9Ah DAh SMSTL1 System Memory Address Mapping Window 1 R/W 
Stop Low Byte 

22h 62h A2h E2h SMSTL2 System Memory Address Mapping Window 2 R/W 
Stop Low Byte 

2An 6Ah AAh EAh SMSTL3 System Memory Address Mapping Window 3 R/W 
Stop Low Byte 

32 72h B2h F2h SMSTL4 System Memory Address Mapping Window 4 R/W | 
Stop Low Byte 

13h 53h 93h D3h SMSTHO System Memory Address Mapping Window0 | R/W 
Stop High Byte 

1Bh 5Bh 9Bh DBh SMSTH1 System Memory Address Mapping Window 1 R/W 
Stop High Byte 

23h 63h A3h E3h SMSTH2 System Memory Address Mapping Window 2 R/W 
Stop High Byte 
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Table 11. Memory Mapping Control Registers (Continued) 
Register Offset . 
. Sockets A:D ; Mnemonic 


6Bh AB EBh SMSTH3 System Memory Address Mapping Window 3 
: Stop High Byte 
33h 73h BSh F3h SMSTH4 System Memory Address Mapping Window 4 
Stop High Byte 


94h _| Dan | OFFLO | Card Memory Offset Address O Low Byte | R/W 
RW | 
pw 
RW 
pW 
Rw | 
p/w 
LRW | 


Register Name 


> 


co 


O1 
ro ae a a 


A4h Card Memory Offset Address 2 Low Byte 

z 
Ban | Fah 
Tien [ ssh | osm | Osh 


| 20h | 6D | ADh OFFH3 Card Memory Offset Address 3 High Byte =| R/W_ | 
OFFH4 Card Memory Offset Address 4 High Byte | R/W 


3.2.4.1 SMSL[4:0]—System Memory Address | 
Mapping Windows 0-4 Start Low Byte 
Registers 


Register Offset: 


ce) 
2) 


0/0/90 


R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 
R/W 

R/W 

R/W 


[window 0 | Window 1 | Window 2 | Window 8 | Window ¢ 
[socket [son [sah [eon | 6eh | ron 
[socket [oon [oen [eon [ean [Fon 


Default value: OOh Bits[7:0]: System Memory Window Start Address 
Access: Read/Write This field holds the system memory window start ad- 
Size: 8 bits dress bits A[19:12]. 


These five registers hold the low order address bits 
that determine the start address of the correspond- 
ing system memory address mapping windows. The 
register contents correspond to PCl memory ad- 
dress bits A[19:12], and are used to determine 
whether memory accesses are valid. 


2-294 a | ADVANCE INFORMATION : 


I ntl P . 82092AA 


3.2.4.2 SMSH[4:0]—System Memory Address 
Mapping Windows 0-4 Start High Byte 
Registers 


Register Offset: 


[window 0] Window 1 Window 2 | Window 3 | Window 4 


69h 71h 


Default value: OOh Bit 6: Reserved 
Access: Read/Write 
Size: 8 bits Bits[5:4]: Scratch Bits 


These five registers hold the high order address bits These bits can be used for general-purpose register 
that determine the start address of the correspond- storage and retrieval. 

ing system memory address mapping windows. The 

address bits correspond to PCI memory address bits Bits[3:0]: Memory Window Start Address 


A[23:20], and are used to determine whether mem- These are high order address bits that determine the 
ory accesses are valid. The data path size of each start address of the system memory address map- 
window is controlled by a bit in its corresponding ping window. 

register. 

Bit 7: Data Size 3.2.4.3 SMSTL[4:0]—System Memory Address 
This bit selects an 8-bit memory data path to the PC Mapping Windows 0-4 Stop Low Byte 
Card when set to 0, and a 16-bit memory data path Register 


when set to 1. 


Register Offset: 


Default value: O0Oh Bits[7:0]: System Memory Window Stop Address 
Access: Read/Write This field holds the system memory window stop ad- 
Size: 8 bits dress bits A[19:12]. 


These five registers hold the low order address bits 
that determine the stop address of the correspond- 
ing system memory address mapping windows. The 
register contents correspond to PCl memory ad- 
dress bits A[19:12], and are used to determine 
whether memory accesses are valid. 
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3.2.4.4 SMSTHI4:0]—System Memory Address 
Mapping Windows 0-4 Stop High Byte 
Registers 


Register Offset: 


Default value: 10100000b 
Access: Read/Write 
— Size: 8 bits 


These five registers contain the high order address 
bits that determine the stop address of the corre- 
- sponding system memory address mapping win- 
dows. The address bits correspond to PCI memory 
address bits A[23:20], and are used to determine 
whether memory accesses are valid. Two bits in 
each of the registers select delays for 16-bit access- 
es to the corresponding system memory window. 


Bits[7:5]: Memory Window Timing Select 
PCMCIA timing parameters are independently con- 
figured for each Common Memory Window by pro- 


Scratch Bits (R/W) 


[window 0 | Window t | Window 2 | Window 3 | window 4 
sera fron fren [zon an Tn 
[socket [san [san [ean [ean [79 
Soxkaec [son [een [gn [as [eon 
[socket [oan [oan [eon [eh [rah 


gramming these timing bits. Timing Mode 101 is the 
default for this field, and cannot be changed (i.e. 
writes to the bits 5-7 are ignored) until PPEC- 
PCMCIA PCICON register bit 5 (Enhanced PCMCIA 
Timing Mode Enable) is set to 1. 


Bit 4: Reserved 
Bits[3:0]: Memory Window Stop Address 


This field holds system memory window stop ad- 
dress bits A23:A20. 


Bit 
Defauit- 


Memory Window Stop Address 
High Byte (R/W) 


Memory Window Timing Select 


000=Reserved 
001=80 ns 
010=100 ns 
011=150 ns 
100=200 ns 
101=250 ns 
110=600 ns 
111=Reserved 
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Figure 35. System Memory Address Mapping Windows 0-4 Stop High Byte Registers 
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3.2.4.5 OFFL[4:0]—Card Memory Offset Address 
0-4 Low Byte Registers 


Register Offset: 


Socket A 


Default value: OOh 


S 


Read/Write 
8 bits 


Access: 
Size: 


These five registers contain the low order address 
bits that are added to system address bits A[19:12] 
to generate the memory addresses for the PC 
Cards. 


3.2.4.6 OFFH[4:0]—Card Memory Offset 
Address 0 High Byte Registers 


Register Offset: 


82092AA 


Bits[7:0]: Card Memory Offset Address 

These bits are added to PCI memory address bits 
A[19:12] to generate the memory address for the 
PC Card. . 


[window 0 | window 1 


Default value: 00h 
Access: Read/Write 
Size: 8 bits 


Bits[5:0] of the registers are added to PCI| memory 
address bits A[23:20] to generate the memory ad- 
dresses for the PC Cards. The registers also control 
the PC Card memory software write protect for the 
corresponding system memory windows, and select 
whether the memory windows are mapped to attri- 
bute memory, or to common memory on the PC 
Cards. 


Bit 7: Write Protect 

When this bit is set to 1, write operations to the PC 
Card through the corresponding system memory 
window are inhibited. When set to 0, write opera- 


ADVANCE INFORMATION 


EDh F5h 


tions are allowed. The WP Switch on the memory 
card sets the Memory Write Protect bit in the Inter- 
face Status Register, but does not alone block mem- 
ory write cycles. 


Bit 6: Register Active | 

When this bit is set to 1, accesses to the system 
memory window result in attribute memory on the 
PC Card being accessed by asserting REG low. 
When set to 0, accesses to the system memory re- 
sult in common memory on the PC Card being ac- 
cessed by driving REG high. 


Bits[5:0]: Card Memory Offset Address 

These bits are added to PCI memory address bits 
A([23:20] to generate the memory address for the 
PC Card. 
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4.0 ELECTRICAL CHARACTERISTICS 


4.1 Maximum Ratings 
Case Temperature Under Bias. .. —65°C to + 110°C 


Storage Temperature .......... —65°C to + 150°C 
Supply Voltages 7 | 

with Respect to Ground ...—0.5V to Vcc + 0.5V 
Voltage On Any Pin ......... —0.5V to Vcc + 0.5V 
Power Dissipation........ ehaw naan sees tn 1.0W 


4.2 Characteristics 


4.2.1 PCI INTERFACE DC SPECIFICATIONS 
Table 12. PCi Interface DC Characteristics (Vcc = 5V*5%, Tease = 0°C to + 85°C) 


intel. 


The junction temperature for the PPEC is 95°C with 
a case temperature of 85°C. 5 


NOTICE: This data sheet contains information on 
products in the sampling and initial production phases | 
of development. The specifications are subject to 
change without notice. Verify with your local Intel 
Sales office that you have the latest data sheet be- 
fore finalizing a design. | 


*WARNING: Stressing the device beyond the “Absolute 


_ Maximum Ratings” may cause permanent damage. 


These are stress ratings only. Operation beyond the 
“Operating Conditions’’ is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. _ | 
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4.2.2 PCMCIA INTERFACE DC SPECIFICATIONS | | 
Table 13. PCMCIA Interface DC Specifications (Voc = 5V*5%, Tcase = 0°C to + 85°C) 


nit 
ie oe I Me 
; a 


L 
Input High Voltage 


= v 
3 v 
ae 
2.8 

Vou | Outnuttow Vonage [| 0s |v 
Cn taetvoinptGurent 
Fin | Hihevelinputurent | | 10 
Tew | Capactanceinpt |) 
cour | Capacitance Ouipat | | 
ice | Veo Suppty Curent | [200 [ma 


NOTES: . 

1. Vo_1 and VoH1 apply to PCMCIA signals that are shared in Mode 1: REG#, OE#, IOWR#, lORD#, CDATAI[15:0], 
CADRI[25:0]. 

2. Vo_2 and Voxe2 apply to all PCMCIA signals that are not listed in Note 1. 

3. VoH = 2.8V is the minimum high-state voltage specified by the PCMCIA specification. 

4. Vcoc3/5 is the voltage applied to the SOCKETPWR pins. This voltage may be set at 5V +10% or 3.3V +0.3V. 
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4.3 AC Characteristics 


4.3.1 CLOCK SIGNAL AC SPECIFICATIONS 
Table 14. Clock Signal AC Characteristics (Vcc = 5V +5%, Tease = 0°C to + 85°C) 


gee mene ren rr reese rere Meee er ee See eee seeeseese sees reese DOLerEE OA eOE SOD ODEO OSES SEESSISEESONS SE SSOSER EEE DE SD OEE SOD DO DE OST ODES PDE E EDD DOE ROS EEECO ODEO ODSOS DEER SESE SE eT OeE DOO eeeeeereseereeneD 


Peeeeree eT ee eerrrerieey Citeeits Uri t treet titi err i e i eiirii ris, Ofer Serer errr iii iriri irre riti rire rire iii rriiiirrt) Serre titres titi i tri Titre 
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Figure 36. PCICLK Timing 
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4.3.2 PCI INTERFACE AC SPECIFICATIONS 
Table 15. PCI interface AC Characteristics (Vcc = 5V +5%, Tease = 0°C to + 85°C) 


eS aero 


PCIRST # 


as Pulse Width 


PCICLK Active Setup to 
PCIRST # Negated 


AD([31:0], C/BE[3:0], FRAME #, IRDY #, PAR, PERR#, SERR#, TRDY#, DEVSEL#, 
STOP #, PCILOCK#, IDSEL 


[wea _[ Delay rompcicucrising |e | 1 | mw | | 
a 
tae [Wold rom PCICLK Fisng 


PCIRST 


t2b 
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Figure 37. PCIRT # Timing 


PCICLK 


Shared Signals 
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Figure 38. Shared Signal Timing 
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4.3.3 SYSTEM SIGNAL AC SPECIFICATIONS | 
"Table 16. System Signal AC Characteristics (Vcc = 5V +5%, Tease = 0°C to 0 +85°C) 


os ae 
etre cic cpesipeeeeetrn eaieacemrgrae 


IRQx 


Card Status change to a Card Status 39 
IRQx/INTx# Valid | change can be 
| caused by any 
CSC event, such 
| as the assertion: 
of BVD[1,0], 
, CD[1,0], 
STSCHG #, etc. 


PC Card IREQ# to. 
IRQx/INTx# Delay 


SPKROUT # 


SPKR # to SPKROUT # 
Delay 


Card Status Change 


IRQx/INTA# 


SPKROUT# 


290511-71 


Figure 39. System Signal Timing 
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4.3.4 POWER WRITE SIGNAL AC CHARACTERISTICS 
Table 17. Power Write Signal AC Characteristics (Vcc = 5V +5%, Tease = OC to + 85°C) 


t5a Data Valid Setup to 
PWRWR # Asserted 
t5b Data Valid Hold from 1 
PWRWR# Negated 
mee 


Pulse Width 5 


PWRWR# 
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Figure 40. Power Write Signal Timing 


4.3.5 PCMCIA MEMORY SIGNAL AC Attribute Memory writes and 5.0V Attribute Memory 
CHARACTERISTICS reads use the timing for 250ns cards (see Notes col- 


umn); 3.3V Attribute Memory reads use the timing 
Table 18 lists signal timing parameters for memory for 600 ns cards. 
read and write operations. All of the parameters list- 
ed in the table apply to Common Memory opera- 
tions. 


Table 18. PCMCIA Memory Signal AC Characteristics (Vcc = 5V +5%, Tease = 0°C to + 85°C) 


| Symbol | Parameter | in| Max | unit | Note | Figure 


} | CDATAL15:0] 


Valid Setup to WE # 2 CLKs — 20 80 ns Card 


Asserted 2CLKs — 20 100 ns Card 
2 CLKs — 20 - 150 ns Card 
2CLKs — 20 200 ns Card 
3 CLKs — 20(1) 250 ns Card 


4CLKs — 20(2) 600 ns Card 


Hold from WE # 1 CLK — 10 80 ns Card 

Negated 1 CLK — 10 100 ns Card 
2CLKs — 10 150 ns Card 
2 CLKs — 10 200 ns Card 
2CLKs — 10(1) 250 ns Card 


5 CLKs — 10(2) 600 ns Card 
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Table 18. PCMCIA Memory Signal AC Characteristics (Vcc = 5V +5%, Tccxe = 0°C to + 85°C) 
(Continued) es 


symbol Parameter [Min [Max unit] Note | Figure 


CADR([25:0],REG#,CE[2:1]#,EXTDIR | 


t6a Valid Setup to OE # 1 CLK — 20 
Asserted 2 CLKs — 20 


80 ns Card 
100 ns Card 
150 ns Card 
200 ns Card 
250 ns Card 
600 ns Card 


80 ns Card 

100 ns Card 
150 ns Card 
200 ns Card 
250 ns Card 
600 ns Card 


80 ns Card 

100 ns Card 
150 ns Card 
200 ns Card 
250 ns Card 
600 ns Card 


80 ns Card 

100 ns Card 
150 ns Card 
200 ns Card 
250 ns Card 
600 ns Card 


2 CLKs — 20 
2CLKs — 20 
3 CLKs — 20(1) 
4CLKs — 20(2) 


Valid Setup to data 4CLKs — 20 
Latched 5 CLKs — 20 
6 CLKs — 20 
8 CLKs — 20 

10 CLKs — 20(1) 

— 22 CLKs — 20(2) 
t7c Valid Setup to WE # 2CLKs — 20 
Asserted | 2CLKs — 20 
2CLKs — 20 
| 2 CLKs — 20 

3 CLKs — 20(1) 

| 4CLKs — 20(2) 


t7d Hold from WE # 1 CLK — 10 
Negated 1 CLK — 10 
| 2CLKs — 10 
2 CLKs — 10 
2 CLKs — 10(1) 
5 CLKs — 10(2) 


wh, 


\ 


OE # 


t6c OE # Asserted to | 3 CLKs — 20 
Data Latched 3 CLKs — 20 
4CLKs — 20 
6 CLKs — 20 
7 CLKs — 20(1) 
18 CLKs — 20(2) 


‘Data Latched to OE # 
Negated 


WE # 


-Pulse Width 3 CLKs + 0 80 ns Card 
3 CLKs + 0 100 ns Card 
3 CLKs + 0 150 ns Card 
| 5 CLKs + 0 200 ns Card 


. aN iN aN 
ND nN | 


80 ns Card 

100 ns Card 
150 ns Card 
200 ns Card 
250 ns Card 
600 ns Card 


BAN 
=k 


=i, 


N 


t7e 


6 CLKs + 0(1) 


250 ns Card 
600 ns Card 


11 CLKs + O(2) 
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Table 18. PCMCIA Memory Signal AC Characteristics 
(Voc = 5V +5%, Tcase = 0°C to ae <a ee 


-Srmbel_ 


WAIT # 

WAIT # Negated to 1CLK + 0 2 eh All Cards 

Data Latched + 10 

WAIT # Negated to 1CLK + 0 2 CLKs All Cards 

WE # Negated + 10 

~ Valid Delay from 

CADR[25:0] Valid | 


NOTES: 
1. Applies to Common Memory reads and writes, Attribute Memory writes, and 5.0V Attribute Memory reads. 
2. Applies to Common Memory reads and writes, and 3.3V Attribute Memory reads. 


EXTDIR 


MLL 
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Figure 42. Memory Write Timing 
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4.3.6 PCMCIA I/O SIGNAL AC CHARACTERISTICS 
Table 19 lists signal timing parameters for I/O read and write operations. | 


Table 19. PCMCIA I/O Signal AC Characteristics 


Symbol [Parameter ———S=d~S in| Max | Unit | Note | Figure 
0 
Fae | Vaid SctuptolOWRe Assorted ‘| acle-a0 | [m= | [| 
void tom OWR# Negatod (| 2cuxs-10 | | ms | | a 
[Vaid Setup to1ORD# Assorted [| acs | | | +| 
[Vatd Setup 0 DataLaiched | wocus-20| | | | a 
Vatd Setup to OWA Assoried | cus | | | +) 

recus-10 | | | | a 


Tiiog | val Dety rom Capriasclvaia | ——«dt | |i. 
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CADR,CE#([2:1], 
REG#,EXTDIR 


EXTDIR 


PCICLK 
CADR,REG#,CE# 


CDATA[15:0] 


EXTDIR 


1O1S16# 


Figure 44. 1/O Write Timing 
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4.3.7 IDE SIGNAL AC CHARACTERISTICS 


Table 20 lists signal timing parameters with respect 
to PCI clock edges for IDE read and write opera- 
tions. Note that integral number of clock delays are 
programmable for all IDE signals. 


Table 20. IDE Signal AC Characteristics 


t1i0a DIOR #/DIOW # Delay 
from PCI Clock 
t10b Address/Data/CS Delay 
| from PCI Clock 


| Note | Figure 
r=p | # 
a 
— DIOR #/DIOW # Duration _— Programmable 
Address/Data/CS come: 45 
to DIOR #/DIOW # 
Address/Data/CS 
Cycle Time 


Programmable 
Programmable . 


t10a—>| 


DIOR#/DIOW# 


Address/Data/CS x ee ee ee ene eae? 


Teye 
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Figure 45. IDE Timing 
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82077AA 
CHMOS SINGLE-CHIP FLOPPY DISK CONTROLLER 
m Single-Chip Floppy Disk Solution m Integrated Tape Drive Support 


— 100% PC AT* Compatible 
— 100% PS/2* Compatible 
— 100% PS/2 Model 30 Compatible 


m@ 12 mA Host Interface Drivers, 40 mA 
Disk Drivers 


— Integrated Drive and Data Bus m@ Four Fully Decoded Drive Select and 
Buffers Motor Signals 
m Integrated Analog Data Separator m Programmable Write Precompensation 
— 250 Kbits/sec Delays | 
— 300 Kbits/sec mw Addresses 256 Tracks Directly, _ 
= eaateyes sec Supports Unlimited Tracks 
in : . eeens ae m 16 Byte FIFO 
mg Hig Ege (oeneeos nterface = 68-Pin PLCC | 
| Perpendicular Recor ding Support (See Packaging Spec., Order #240800, Package Type N) 


The 82077AA floppy disk controller has completely integrated all of the logic required for floppy disk control. 
The 82077AA, a 24 MHz crystal, a resistor package and a device chip select implements a PC AT or PS/2 
solution. All programmable options default to compatible values. The dual PLL data separator has better 
performance than most board level/discrete PLL implementations. The FIFO allows better system perform- 
ance in multi-master systems (e.g. PS/2, EISA). The 82077AA is available in three versions—82077AA-5, 
82077AA and 82077AA-1. 82077AA-1 has all features listed in this data sheet. It supports both tape drives and 
4 Mb floppy drives. The 82077AA supports 4 Mb floppy drives and is capable of operation at all data rates 
through 1 Mbps. The 82077AA-5 supports 500/300/250 Kbps data rates for high and low density floppy 
drives. 


The 82077AA is fabricated with Intel’s CHMOS Ill technology and is available in a 68-lead PLCC (plastic) 
package. 


x 
BS -omee ke 8R28RR8a5 
M=ZSMBERPEBEFES Seve ese 
SREB ERE ERE EERE ARERR 
9 8 765 43 2 1 

DBO L311 SILT Vss 

Vgg C912 58 LJ Dso 

DB104913 57 EJ MEO 

0B203514 56 [J DIR 

DB3 (915 55 CJ STEP 

Vee C416 540) Vv 

ss ss 

DB4 (417 53 (-] WRDATA 

Ve- (918 82077AA 520) WE 

cc 

bB5 (419 510 HOSEL 


Vg5 421 49 [5 DENSEL 
087 (4 22 48 [-] MFM 
INT C923 47 TINC 
DRQ C324 46E AVoc 
TC OJ25 45 FE AVss 


INDX LJ 26 440] NC 


N 
“N 
N 
N 


IDENT 
DRATEO (1) 
DRATE1C 
DSKCHG (J 

RESET (J 


290166-1 
Figure 1. 82077AA Pinout 


*PS/2 and PC AT are trademarks of IBM. 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
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— 300 Kbits/sec 
m Single-Chip Laptop Desktop Floppy : 
Disk Controller Solution — 500 Kbits/sec 


— 100% PC AT* Compatible _ 7 1 Mbits/sec 
— 100% PS/2* Compatible m Programmable Crystal Oscillator for On 
— 100% PS/2 Model 30 Compatible or Off 
= eld iL ebeaae a i 386SL m Integrated Tape Drive Support 
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i integrated Drive sag Data Bus m Perpendicular Recording Support 
Buffers m 12 mA Host Interface Drivers, 40 mA 
: Disk Drivers 
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— Application Software Transparency m Four Fully Decoded Drive Select and 
— Programmable Powerdown Motor Signals 
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— Typical Power Consumption in m 16 Byte FIFO 
Power Down: 10 pA m 68-Pin PLCC 
z (See Packaging Handbook Order Number #240800, Package 
m High Speed Processor Interface Type N) 


The 82077SL, a 24 MHz crystal, a resistor package, and a device chip select implements a complete laptop 
solution. All programmable options default to 82077AA compatible values. The dual PLL data separator has 
_better performance than most board level/discrete PLL implementations. The FIFO allows better system 
performance in multi-master systems (e.g., Microchannel, EISA). 


The 82077S L is a superset of 82077AA. The 82077SL incorporates power management features while main- 
‘taining complete compatibility with the 82077AA/8272A floppy disk controllers. It contains programmable 
power management features while integrating all of the logic required for floppy disk control. The power 
management features are transparent to any application software. The 82077SL is available in three ver- 
sions—82077SL-5, 82077SL and 82077SL-1. 82077SL-1 has all features listed in this data sheet. It supports 
both tape drives and 4 MB floppy drives. The 82077SL supports 4 MB floppy drives and is capable of operation 
at all data rates through 1 Mbps. The 82077SL-5 supports 500/300/250 Kbps data rates for high and low 
density floppy drives. 


The 82077SL is fabricated with Intel’s advanced CHMOS III ea and is available in a 68. lead PLCC 
(plastic) package. 
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Figure 1. 82077SL Pinout 
*PS/2 and PC AT are trademarks of IBM. 
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Table 1. 82077SL Pin pesciedon 


HOST INTERFACE 


RESET 32 RESET: A high level places the 82077SL in a known idle state. All registers are 
cleared except those set by the Specify command. 


eee CHIP SELECT: Decodes base address range and qualifies RD and WR inputs. 


ADDRESS: Selects one of the host interface registers: 
ni 
Access 
| R | Status [StatusRegisterA A | SRA 
Ce cae Status Register 8 


0 [1 | 0 | A/W | Digital QutputRegister | DOR | 
0 [1] 1 | RW | Tape Drive Register | TOR | 
pt {[o][o] R_ | MainstatusRegister | MSR 

1 [0] 0] W_ | dataRateSelectRegister | DSR 

pt [0] +] Rw | data (FirstinFirst Ou) | FIFO | 
pt{tto}  |Reseves | 
t{1 [1] R__|digtalinputResister | DIR | 


1/O | DATA BUS: Data bus with 12 mA drive 


ae READ: Control signal 
| | | WRITE: Control signal 


DMA REQUEST: Requests service from a DMA controller. Normally active high, 
but goes to high impedance in AT and Model 30 modes when the appropriate bit is 
set in the DOR. 


DMA ACKNOWLEDGE: Control input that qualifies the RD, WR inputs in DMA 
cycles. Normally active low, but is disabled in AT and Model 30 modes when the 
appropriate bit is set in the DOR. 


TERMINAL COUNT: Control line from a DMA controller that terminates the current 
disk transfer. TC is accepted only while DACK is active. This input is active high in 
the AT, and Model 30 modes and active low in the PS/2 mode. 

33 

34 


INTERRUPT: Signals a data transfer in non-DMA mode and when status is valid. 
Normally active high, but goes to high impedance in AT, and Model 30 modes when 
the appropriate bit is set in the DOR. 


CRYSTAL 1,2: Connection for a 24 MHz fundamental mode parallel resonant 


crystal. X1 may be driven with a MOS level clock and X2 would be left 
unconnected. : 
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Table 1. 82077SL Pin Description (Continued) 


HOST INTERFACE (Continued) 


IDENTITY: Upon Hardware RESET, this input (along with MFM pin) selects 
between the three interface modes. After RESET, this input selects the type of 
drive being accessed and alters the level on DENSEL. The MFM pin is also 

sampled at Hardware RESET, and then becomes an output again. Internal pull- 
ups on MFM permit a no connect. 


TioeNt | MFM | INTERFACE _ 


| 1orNC | AT Mode 

1 0 ILLEGAL 

0 1orNC | PS/2 Mode 

0 0 ~ | Model 30 Mode 


AT MODE: Major options are: enables DMA Gate logic, TC is active high, 
Status Registers A & B not available. 

PS/2 MODE: Major options are: No DMA Gate logic, TC is active low, Status 
Registers A & B are available. 

MODEL 30 MODE: Major options are: enable DMA Gate logic, TC is active 
high, Status Registers A & B available. 

After Hardware reset this pin determines the polarity of the DENSEL pin. IDENT 
at a logic level of ‘‘1”, DENSEL will be active high for high (500 Kbps/1 Mbps) 
data rates (typically used for 5.25” drives). IDENT at a logic level of ‘‘0”, 
DENSEL will be active low for high data rates (typically used for 3.5” drives). 
This assumes the INVERT pin to be tied to ground. 


DISK CONTROL (All outputs have 40 mA drive capability) - 


INVERT: Strapping option. Determines the polartity of all signals in this section. 
Should be strapped to ground when using the internal buffers and these signals 
become active LOW. When strapped to VCC, these signals become active high 
and external inverting drivers and receivers are required. 


MEO ME0-3: Decoded Motor enables for drives 0-3. The motor enable pins are 
ME1 directly controlled via the Digital Output Register. 

ME2 

MES . 

DSO 58 DRIVE SELECT 0-3: Decoded drive selects for drives 0-3. These outputs are 
DS1 62 decoded from the select bits in the Digital Output Register and gated by 


MEO0-3. 


HEAD SELECT: Selects which side of a disk is to be used. An active level 
selects side 1. 


STEP: Supplies step pulses to the drive. 

DIRECTION: Controls the direction the head moves when a step signal is 

present. The head moves toward the center if active. 

WRITE DATA: FM or MFM serial data to the drive. Precompensation valueis | _ 
selectable through software. | 


WRITE ENABLE: Drive control signal that enables the head to write onto the 
disk. | 


DENSITY SELECT: Indicates whether a low (250/300 Kbps) or high (500 : 
Kbps/1 Mbps) data rate has been selected. , _ 
DISK CHANGE: This input is reflected in the Digital Input Register. 


DSKCHG 
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Table 1. 82077SL Pin Description (Continued) 


| Symbol | Pint | VO] Description 


DISK CONTROL (All outputs have 40 mA drive capability) (Continued) 
DRV2 30 DRIVE2: This indicates whether a second drive is installed and is reflected in 


Status Register A. 


TRKO | 2 | | | TRACKO: Control line that indicates that the head is on track 0. | 
}we | 4 |_L_ | WRITE PROTECT: Indicates whether the disk drive is write protected. _ 
INDX | 26 | 1 | INDEX: Indicates the beginning of the track. 


PLL SECTION 7 


RDDATA Gon ha READ DATA: Serial data from the disk. INVERT also affects the polarity of this 
signal. 


MFM 48 | I/O | MFM: At Hardware RESET, aids in configuring the 820775 L. Internal pull-up 
7 allows a no connect if a “1” is required. After reset this pin becomes an output 
and indicates the current data encoding/decoding mode (Note: If the pin is held at 
logic level “0” during hardware RESET it must be pulled to “1” after reset to 


enable the output. The pin can be released on the falling edge of hardware 
RESET to enable the output). MFM is active high (MFM). 


DRATEO 28 DATARATEO-1: Reflects the contents of bits 0,1 of the Data Rate Register... | 
DRATE1 29 (Drive capability of + 6.0 mA @ 0.4V and —4.0 mA @ 2.4V) 
PLLO 39 PLLO: This input optimizes the data separator for either floppy disks or tape drives. 
A “1” (or Vcc) selects the floppy mode, a ‘‘0” (or GND) selects tape mode. 
POWERDOWN STATUS 
IDLE 38 
high and if the part is powered down by setting the DSR POWERDOWN bit, IDLE 
pin is set low. 


37 POWERDOWN: This pin is active high whenever the part is in powerdown state, 
either via DSR POWERDOWN bit or via the Auto Mode. This pin can be used to 
disable external oscillator’s output. . 


MISCELLANEOUS | 


VCC Voltage: + 5V 


AVCC Analog Supply 
AVSS Analog Ground 


No Connection: These pins MUST be left unconnected. 


IDLE: This pin indicates that the part is in the IDLE state and can be powered 
down. IDLE state is defined as MSR = 80H, INT = 0, and the head being 
“unloaded” (as defined in Section 6.2.6). Whenever the part is in this state, IDLE 
pin is active high. If the part is powered down by the Auto Mode, IDLE pin is set 
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1.0 INTRODUCTION 


The 82077SL is a single-chip floppy disk controller 
for portable PC designs, PC-AT, Microchannel and 


EISA systems. The 82077SL includes all the power 


management features necessary to implement a 
powerful laptop and notebook solution. The 
82077S L is fully compatible with the 82077AA. The 
pin out remains the same with the exception of two 
new powerdown status pins, PD and IDLE. These 
pins will replace the LOFIL and HIFIL pins on the 
82077AA that are used to connect an external ca- 
pacitor. 


The 82077SL, a 24 MHz crystal, a resistor package 
and a chip select implement a complete design. The 
power management features of the 82077SL are de- 

‘signed to be transparent to all application software. 
~The 82077SL will seem awake to the software even 


x[1 a 


DATA RATE 


DRATE[O: 1] SELECTION 


POWER 
MANAGEMENT 
LOGIC 
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when it is in powerdown mode. All drive control sig- 
nals are fully decoded and have 40 mA drive buffers 
with selectable polarity. Signals returned from the 
drive are sent through on-chip input buffers with hys- 
teresis for noise immunity. The integrated analog 
data separator needs no external compensation of 
components, yet allows for wide motor variation with 
exceptionally low soft error rates. The microproces- 
sor interface has 12 mA drive buffers on the data 
bus plus 100% hardware register compatibility for 
PC-AT and Microchannel systems. The 16-byte 
FIFO with programmable thresholds is extremely 
useful in multi-master systems (Microchannel, EISA) 
or systems with large bus latency. 


Upon hardware reset, (Pin 32) the 82077SL defaults 


to 8272A functionality. Figure 1-1 is a block diagram 
of the 82077SL. 
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Figure 1-1. 82077SL Biock Diagram 
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1.1 Perpendicular Recording Mode 


An added capability of the 82077SL is the ability to 
interface directly to perpendicular recording floppy 
drives. Perpendicular recording differs from the tradi- 
tional longitudinal method by orienting the magnetic 
bits vertically. This scheme packs in more data bits 
for the same area. 


The 82077SL with perpendicular recording drives 
can read standard 3.5” floppies as well as read and 
write perpendicular media. Some manufacturers of- 
fer drives that can read and write standard and per- 
pendicular media in a perpendicular media drive. 


A single command puts the 82077SL into perpendic- 
ular mode. All other commands operate as they nor- 
mally do. The perpendicular mode requires the 
1 Mbps data rate of the 82077SL. At this data rate, 
the FIFO eases the host interface bottleneck due to 
the speed of data transfer to or from the disk. 


1.2 Power Management Scheme 


While maintaining compatibility with 82077AA, the 
82077SL contains a powerful set of features for con- 
serving power. This enables the 82077SL to play an 
important role in the power sensitive environment of 
portable personal computers. These features are 
transparent to any application software. 


The 82077SL supports two powerdown modes—di- 
rect powerdown and automatic powerdown. Direct 
powerdown refers to direct action by the software to 
powerdown without dependence on external factors. 
Automatic powerdown results from 82077SL’s moni- 
toring of the current conditions according to a previ- 
ously programmed mode. The 82077SL contains a 
new powerdown command that via programming 
can be used to invoke auto powerdown. 82077SL is 
powered down whenever a set of conditions are sat- 
isfied. Any hardware reset disables the automatic 
powerdown command. Software resets have no ef- 
fect on the POWERDOWN command parameters. 


The 82077SL also supports powerdown of its inter- 
nal crystal oscillator independent of the powerdown 
modes described above. By setting bit 5 in DSR reg- 
ister, the internal oscillator is turned off. This bit has 
sole control of the oscillator powerdown. This allows 
the internal oscillator to be turned off when an exter- 
nal oscillator is used. 


2.0 MICROPROCESSOR INTERFACE 


The interface consists of the standard asynchronous 


signals: RD, WR, CS, AO-A2, INT, DMA control and 


82077SL 


a data bus. The address lines select between config- 
uration registers, the FIFO and control/status regis- 
ters. This interface can be switched between PC AT, 
Model 30, or PS/2 normal modes. The PS/2 register 
sets are a superset of the registers found in a PC- 
AT. 


2.1 Status, Data and Control 
Registers 


As shown below, the base address range is supplied 
via the CS pin. For PC-AT or PS/2 designs, the pri- 
mary and secondary address ranges are 3FO Hex to 
37F Hex and 370 Hex to 377 Hex respectively. 


mE 

| R [Status Status RegisterA | A ISRA | 
nt ror 
On ee 
[0] 1 | 1] RAW [Tape Drive Register 
Ji]ofo| A |MainstatusRegister [MSR 
rr[o lo | w _[DataRate SelectRegster [DSR 
fo] 4] Raw 
ijifo]  [Resewed | 
i] ]4] R__|pigtatinputRegister [IR 


In the following sections, the various registers are 
shown in their powerdown state. The “UC” notation 
stands for a value that is returned without change 
from the active mode. The notation “ * ” means that 
the value is reflecting the actual status of the 
82077SL, but the value is determinable in the power- 
down state. “N/A” reflects the values of the pins 
indicated. ‘‘X’’ indicates that the value is undefined. 


2.1.1a STATUS REGISTER A 
(SRA, PS/2 MODE) 


This register is read-only and monitors the state of 
the interrupt pin and several disk interface pins. This 
register is part of the register set, and is not accessi- 
ble in PC-AT mode. 


This register can be accessed during powerdown 


state without waking up the 82077SL from its power- 
down state. 
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Function INT 
; : PENDING 


H/W Reset State | oo 6f ON 
AutoPDState | o 


The INT PENDING bit is used by software to monitor the state of the 82077SL INTERRUPT pin. The bits 
marked with a “ ° ” reflect the state of drive signals on the cable and are independent of the state of the 
INVERT pin. 


The INT PENDING bit is low by definition for 82077SL to be in powerdown. The bits reflecting the floppy disk 
drive input pins (TRKO, INDEX and WP) are forced to an inactive state. The floppy disk drive outputs (HDSEL, 
STEP, and DIR) also go to their inactive, default state. 


As a read-only register, there is no default value associated with a reset other than some drive bits will change | 
with a reset. The INT PENDING, STEP, HDSEL, and DIR bits will be low after reset. 


see 1.15 STATUS REGISTER A (SRA, MODEL 30 <a | 
e$— INT —_ 2 HDSEL INDX WP 
PENDING F/F 
1 | N/A N/A 1 


| H/WResetState | 0 ae we 
a ae 


Auto PD State 


~ This register has the following changes in PS/2 Model 30 Mode. Disk interface pins (Bits 0, 1, 2, 3, & 4) are 
inverted from PS/2 Mode. The DRQ bit monitors the status of the DMA Request pin. The STEP bit is latched 
with the Step output going active and is cleared with a read to the DIR register, Hardware or Software RESET. 


The DRQ bit is low by definition for 82077SL to be in powerdown. The bits reflecting the floppy disk drive input 
pins (TRKO, INDEX and WP) are forced to reflect an inactive state. The floppy disk drive outputs (HDSEL, | 
STEP, and DIR) also go to their inactive, default state. 


2.1.2a STATUS REGISTER B (SRB, PS/2 MODE) 


This register is read-only and monitors the state of several disk interface pins. This register is part of the PS/2 
register set, and is not accessible in PC-AT mode. 


ae es 

SEL 0 TOGGLE TOGGLE EN1 ENO 
| H/WResetStato | 1 | 1 | 0 | oo | 0 | 0 | 
| Autopostate | 1 | tf uc | oo | eo | ow 


As the only drive input, RODDATA TOGGLE’s activity is independent of the INVERT pin level and reflects the 
level as seen on the cable. 


The two TOGGLE bits do not read back the state of their respective pins directly. Instead, the pins drive a Flip/ 
Flop which produces a wider and more reliably read pulse. Bits 6 and 7 are undefined and always return a 1. 


After any reset, the activity on the TOGGLE pins are cleared. Drive select and Motor bits cleared by the 
RESET pin and not software resets. 
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2.1.25 STATUS REGISTER B (SRB, MODEL 30 MODE) 


RDDATA 
F/F 


This register has the following changes in Model 30 Mode. Bits 0, 1, 5, and 6 return the decoded value of the 
Drive Select bits in the DOR register. Bits 2, 3, and 4 are set by their respective active going edges and are 
cleared by reading the DIR register. The WRDATA bit is triggered by raw WRDATA signals and is not gated by 
WE. Bits 2, 3, and 4 are cleared to a low level by either Hardware or Software RESET. 


2.1.3 DIGITAL OUTPUT REGISTER (DOR) 
The Digital Output Register contains the drive select and motor enable bits, a reset bit and a DMA GATE bit. 


[yTe[Ts]*[s]2 [71]. 
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The MOT ENx bits directly control their respective motor enable pins (MEO-3). A one means the pin is active, 
the INVERT pin determines the active level. The DRIVE SELx bits are decoded to provide four drive select 
lines and only one may be active at a time. A one is active and the INVERT pin determines the level on the 
cable. Standard programming practice is to set both MOT ENx and DRIVE SEL«x bits at the same time. 


Table 2-1 lists a set of DOR values to activate the drive select and motor enable for each drive. 


Table 2-1. Drive Activation Values 


| Drive | DOR Value 


0 1CH 
1 2DH 
2 4EH 
3 8FH 


The DMAGATE bit is enabled only in PC-AT and Model 30 Modes. If DMAGATE is set low, the INT and DRQ 
outputs are tristated and the DACK and TC inputs are disabled. DMAGATE set high will enable INT, DRQ, TC, 
and DACK to the system. In PS/2 Mode DMAGATE has no effect upon INT, DRQ, TC or DACK pins and they 
are always active. 


The DOR reset bit and the Motor Enable bits have to be inactive when the 82077SL is in powerdown. The 
DMAGATE and DRIVE SEL bits are unchanged. During powerdown, writing to the DOR does not awaken the 
82077SL with the exception of activating any of the motor enable bits. Setting the motor enable bits active 
(high) will wake up the part. 


This RESET bit clears the basic core of the 82077SL and the FIFO circuits when the LOCK bit is set to “0” 
(see Section 5.3.2 for LOCK bit definition). Once set, it remains set until the user clears this bit. This bit is set 
by a chip reset and the 82077SL is held in a reset state until the user clears this bit. The RESET bit has no 
effect upon this register. 
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2.1.4 TAPE DRIVE REGISTER (TDR) 
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This register allows the user to assign tape support to a particular drive during initialization. Any future refer- 
ences to that drive number automatically invokes tape support. Hardware reset clears this register; software 
resets have not effect. TDR[2:7] are not writable and remain tristated if read. The tape select bits are hard- 
ware RESET to zeros, making Drive 0 not available for tape support. Drive 0 is reserved for the floppy boot 
drive. The tuning of the PLL for tape characteristics can also be done in hardware. If a 0 (GND) is applied to pin 
39 (PLLO) the PLL is optimized for tape drives, a 1 (Vcc) optimizes the PLL for floppies. This hardware 
selection mechanism overrides the software selection scheme. A typical hardware application would route the 
Drive Select pin used for tape drive support to pin 39 (PLLO). For further explanation on optimizing 82077 for 
tape drives please refer to Section 10.2.4. 


on ae 1.5 DATARATE SELECT REGISTER (DSR) 
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This register ensures backward compatibility with the 82072 floppy controller and is write-only. Changing the 
data rate changes the timings of the drive control signals. To ensure that drive timings are not violated when 
changing data rates, choose a drive timing such that the fastest data rate will not violate the timing. 


This register is identical to the one used in 82077AA with the exception of bit 5. This bit in the 82077SL 
denoted by PDOSC is used to implement crystal oscillator power management. The internal oscillator in the 
82077SL can be programmed to be either powered on or off via the PDOSC bit. This capability is independent 
of the chip’s powerdown state. In other words, auto powerdown mode and powerdown via activating POWER- 
DOWN bit has no effect over the power state of the oscillator. 


In the default state the PDOSC bit is low and the oscillator is powered up. When this bit is programmed to a 
one, the oscillator is shut off. Hardware reset clears this bit to a zero. Neither of the software resets (via DOR 
or DSR) have any effect on this bit. When an external oscillator is used, this bit can be set to reduce power 
consumption. When an internal oscillator is used, this bit can be set to turn off the oscillator to conserve 
power. However, PDOSC must go high only when the part is in the powerdown state, otherwise the part will 
not function correctly and must be hardware reset once the oscillator has turned back on and stabilized. 
Setting the PDOSC bit has no effect on the clock input to the Bc077 St. (the X1 pin). The clock input is 
separately disabled when the part is powered down. 


S/W RESET behaves the same as DOR RESET except that this reset is self clearing. 


POWERDOWN bit implements direct powerdown. Setting this bit high will put the 82077SL into the power- 
down state regardless of the state of the part. The part is internally reset and then put into powerdown. No 
status is saved and any operation in progress is aborted. Unlike the 82077AA this mode of powerdown does 
not turn off the internal oscillator. Any hardware or software reset will exit the 82077SL from this powerdown 
state. When 82077SL enters powerdown via this state it affects the floppy disk drive interface as suggested in 
Section 4.2.2. The state of the floppy disk drive pins during powerdown via the DSR register behaves similarly 
to that during auto powerdown. 
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PRECOMP 0-2 adjusts the WRDATA output to the disk to compensate for magnetic media phenomena 
known as bit shifting. The data patterns that are susceptible to bit shifting are well understood and the 
82077SL compensates the data pattern as it is written to the disk. The amount of precompensation is depen- 
dent upon the drive and media but in most cases the default value is acceptable. 


The 82077SL starts precompensating the data pattern starting on Track 0. The CONFIGURE command can 
change the track that precompensating starts on. Table 2-2 lists the precompensation values that can be 
selected and Table 2-3 lists the default precompensation values. The default value is selected if the three bits 
are zeros. 


DRATE 0-1 select one of the four data rates as listed in Table 2-4. The default value is 250 Kbps upon a chip 
(“Hardware’’) reset. Other (‘Software’) Resets do not affect the DRATE or PRECOMP bits. 


Table 2-2. Precompensation Delays 


PRECOMP Precompensation 
432 Delay 


0.00 ns—DISABLED 
41.67 ns 

83.34 ns 

125.00 ns 
166.67 ns 
208.33 ns 
250.00 ns 
DEFAULT 


Table 2-3. Default Precompensation Delays Table 2-4. Data Rates 


Data Precompensation DRATESEL DATA RATE 
Rate Delays MFN 


1 Mbps 41.67 ns 1 Mbps 


500 Kbps 125 ns 
300 Kbps 125 ns 
250 Kbps 125 ns 


500 Kbps 
300 Kbps 
250 Kbps 


2.1.6 MAIN STATUS REGISTER (MSR) 
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Auto PD State 
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The Main Status Register is a read-only register and 
is used for controlling command input and fesut out- 
put for all commands. 


RQM—lIndicates that the host can transfer data if 
set to a 1. No access is permitted if set to a 0. 


. DiO—Indicates the direction of a data transfer once 
RQNM is set. A 1 indicates a read and a 0 indicates a 
write is required. 


NON-DMA—This mode is selected in the SPECIFY 
command and will be set to a 1 during the execution 
phase of a command. This is for polled data trans- 
fers and helps differentiate between the data trans- 
fer phase and the reading of result bytes. 


COMMAND BUSY—This bit is set to a one when a 
command is in progress. This bit will go active after 
the command byte has been accepted and goes in- 
active at the end of the results phase. If there is no 
result phase (SEEK, RECALIBRATE commands), 
this bit is returned to a O after the last command 


byte. 


DRV x BUSY—These bits are set to ones when a 
drive is in the seek portion of a command, including 
_ geeks, and recalibrates. 


2.1.7 FIFO (DATA) 


All command parameter information and disk data 
transfers go through the FIFO. The FIFO is 16 bytes 
in size and has programmable threshold values. 
Data transfers are governed by the RQM and DIO 
bits in the Main Status Register. 


The FIFO defaults to an 8272A compatible mode 
after a ‘“‘Hardware”’ reset (Reset via pin 32). ‘‘Soft- 
ware” Resets (Reset via DOR or DSR register) can 
also place the 82077SL into 8272A compatible 


mode if the LOCK bit is set to “O” (See section 5.3.2 
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for the definition of the LOCK bit). This maintains 
PC-AT hardware compatibility. The default values 
can be changed through the CONFIGURE com- © 
mand (enable full FIFO operation with threshold 
control). The advantage of the FIFO is that it allows - 
the system a larger DMA latency without causing a 
disk error. Table 2.5 gives several examples of the 
delays with a FIFO. The data is based upon the fol- 
lowing formula: 


Threshold# x | x a| — 1.5 ws = DELAY 


1 
DATA RATE 


Table 2-5. FIFO Service Delay 


FIFO Threshold | Maximum Delay to Servicing 
Examples at 1 Mbps Data Rate 


1 xX 8ps — 1.5 ps = 6.5 ps 

2X 8ys — 1.5 ps = 14.5 ps 
8 xX Bus — 1.5 us = 62.5 us 
15 X Bus — 1.5 ps = 118.5 ps 


FIFO Threshold| Maximum Delay to Servicing 
Examples at 500 Kbps Data Rate 


1 byte 1x 16ys — 1.5 ys = 14.5 us 

2 bytes 2X 16 ps — 1.5 ps = 30.5 ps 

8 bytes 8 X 16 ps — 1.5 us = 126.5 ps 
15 bytes 15 X 16 us — 1.5 ws = 238.5 us 


At the start of a command, the FIFO action is always 
disabled and command parameters must be sent 
based upon the RQM and DIO bit settings. As the 
82077SL enters the command execution phase, it 
clears the FIFO of any data to ensure that invalid 
data is not transferred. 


An overrun or underrun will terminate the current 
command and the transfer of data. Disk writes will 
complete the current sector by generating a 00 pat-. 
tern and valid CRC. 
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2.1.8a DIGITAL INPUT REGISTER (DIR, PC-AT MODE) 


This register is read only in all modes. In PC-AT mode only bit 7 is driven, all other bits remain tristated. 


HW Reset Stato |N/A | 
autoPDsiate [0 


DSKCHG monitors the pin of the same name and reflects the opposite value seen on the disk cable, regard- 
less of the value of INVERT. The DSKCHG bit is forced inactive along with all the inputs from the floppy disk 
drive. All the other bits remain tristated. 


2.1.85 DIGITAL INPUT REGISTER (DIR, PS/2 MODE) 


[ow | 7 [s[s[«]s] 2 | 1 
Function DSK 1 1 | 1 DRATE DRATE 
La 
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The following is changed in PS/2 Mode: Bits 6, 5, 4, 
and 3 return a value of “1”, and the DRATE SEL1-0 
return the value of the current data rate selected 
(see Table 2-4 for values). 


> 
- 
- 

~~ 

ok 


HIGH DENS is low whenever the 500 Kbps or 
1 Mbps data rates are selected. This bit is indepen- 
dent of the effects of the IDENT and INVERT pins. 


The DSKCHG bit is forced inactive along with all the 
inputs from the floppy disk drive. All the other bits 
(as applicable) remain unchanged. 


Table 2-6 shows the state of the DENSEL pin when 
INVERT is low. 


This pin is set high after a pin RESET and is unaf- SP yestae meine Gee 


fected by DOR and DSR resets. 
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2.1.8¢ DIGITAL INPUT REGISTER (DIR, MODEL 30 MODE) 
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The following is changed in Model 30 Mode: Bits 6, 5, and 4 return a value of “0”, and Bit 7 (DSKCHG) is | 
inverted in Model 30 Mode. | | 


The DSKCHG bit is forced inactive along with all the ‘inputs from the floppy disk drive. All the other bits (as 
applicable) remain unchanged. 


Bit 3 reflects the value of DMAGATE bit set in the DOR register. 


Bit 2 reflects the value of NOPREC bit set in the CCR register. 


2.1.9a CONFIGURATION CONTROL REGISTER (CCR, PC AT and PS/2 MODES) 
' - This register sets the datarate and is write only. In the PC-AT it is named the DSR. 


[ee 7 pe ts[«[Ts[7y + fa 
Hck i Ka al a at =a 
SEL1 SELO 
wwrecctsae | —-|-][-,-}-])-] 1 | 0. 
Taworosate | — |—-[-1-]- [- |] vw | vw | 


Refer to the table in the Data Rate Select Register for values. Unused bits should be set to 0. 


2.1.95 CONFIGURATION CONTROL REGISTER (CCR, MODEL 30 MODE) 


Function —2.- | 
SELO 

H/W Reset State | | 

Auto PD State 


—_ 


NOPREC has no function, and is reset to ‘‘0” with a Hardware RESET only. 


2.2 RESET 


There are three sources of reset on the 82077SL; the RESET pin, a reset generated via a bitin the DOR anda 
reset generated via a bit in the DSR. All resets take the 82077SL out of the power down state. 


On entering the reset state, all operations are terminated and the 82077SL enters an idle state. Activating 
reset while a disk write activity is in progress will corrupt the data and CRC. 


On exiting the reset state, various internal registers are cleared, and the 82077SL waits for a new command. 
Drive polling will start uniess disabled by a new CONFIGURE command. 


2-324 ? | | 


intel. 


2.2.1 RESET PIN (“HARDWARE”) RESET 


The RESET pin is a global reset and clears all regis- 
ters except those programmed by the SPECIFY 
command. The DOR Reset bit is enabled and must 
be cleared by the host to exit the reset state. , 


2.2.2 DOR RESET vs DSR RESET 
(“SOFTWARE” RESET) 


These two resets are functionally the same. The 
DSR Reset is included to maintain 82072 compatibil- 
ity. Both will reset the 8272 core which affects drive 
status information. The FIFO circuits will also be re- 
set if the LOCK bit is a ‘‘0” (See Section 5.3.2 for the 
definition of the LOCK bit). The DSR Reset clears 
itself automatically while the DOR Reset requires 
the host to manually clear it. DOR Reset has prece- 
dence over the DSR Reset. The DOR Reset is set 
automatically upon a pin RESET. The user must 
manually clear this reset bit in the DOR to exit the 
reset state. 


The t30a specification in the A.C. Specifications 
gives the minimum amount of time that the DOR re- 
set must be held active. This amount of time that the 
DOR reset must be held active is dependent upon 
the data rate. 82077SL requires that the DOR reset 
bit must be held active for at least 0.5 ys at 
250 Kbps. This is less than a typical ISA I/O cycle 
time. 


2.3 DMA Transfers 


DMA transfers are enabled with the SPECIFY com- 
mand and are initiated by the 82077SL by activating 
the DRQ pin during a data transfer command. The 
FIFO is enabled directly by asserting DACK and ad- 
dresses need not be valid. CS can be held inactive 
during DMA transfers. 


3.0 DRIVE INTERFACE 


The 82077SL has integrated all of the logic needed 
to interface to a floppy disk or a tape drive which use 
floppy interface. All drive outputs have 40 mA drive 
capability and all inputs use a receive buffer with 
hysteresis. The internal analog data separator re- 
quires no external components, yet allows for an ex- 
tremely wide capture range with high levels of read- 
data jitter, and ISV. The designer needs only to run 
the 82077SL disk drive signals to the disk or tape 
drive connector. 


82077SL 


3.1 Cable Interface 


The INVERT pin selects between using the internal 
buffers on the 82077SL or user supplied inverting 
buffers. INVERT pulled to Vcc disables the internal 
buffers; pulled to ground will enable them. There is 
no need to use external buffers with the 82077SL in 
typical PC applications. 


The polarity of the DENSEL pin is controlled through 
the IDENT pin, after hardware reset. For 5.25” 
drives a high on DENSEL tells the drive that either 
the 500 Kbps or 1 Mbps data rate is selected. For 
some 3.5” drives the polarity of DENSEL changes 
to a low for high data rates. See Table 2-6 DENSEL 
Encoding for IDENT pin settings. | 


Additionally, the two types of drives have different 
electrical interfaces. Generally, the 5.25” drive uses 
open collector drivers and the 3.5” drives (as used 
on PS/2) use totem-pole drivers. The output buffers 
on the 82077SL do not change between open col- 
lector or totem-pole, they are always totem-pole. For 
design information on interfacing 5.25” and 3.5” 
drives to a single 82077SL, refer to Section 9. 


3.2 Data Separator 


The function of the data separator is to lock onto the 
incoming serial read data. When lock is achieved the © 
serial front end logic of the chip is provided with a 
clock which is synchronized to the read data. The 
synchronized clock, called Data Window, is used to 
internally sample the serial data. One state of Data 
Window is used to sample the data portion of the bit 
cell, and the alternate state samples the clock por- 
tion. Serial to parallel conversion logic separates the 
read data into clock and data bytes. 


To support reliable disk reads the data separator 
must track fluctuations in the read data frequency. 
Frequency errors primarily arise from two sources: 
motor rotation speed variation and instantaneous 
speed variation (ISV). A second condition, and one 
that opposes the ability to track frequency shifts is 
the response to bit jitter. 


The internal data separator consists of two analog 
phase lock loops (PLLs) as shown in Figure 3-1. The 
two PLLs are referred to as the reference PLL and 
the data PLL. The reference PLL (the master PLL) is 
used to bias the data PLL (the slave PLL). The refer- 
ence PLL adjusts the data PLL’s operating point as a 
function of process, junction temperature and supply 
voltage. Using this architecture it was possible to 
eliminate the need for external trim components. 


2-325 


82077SL 


REFERENCE 
OSCILLATOR ~ 


REFERENCE 
PHASE LOCK LOOP 


ANALOG TRIM DATA 


SYNC. DET. 


TAPE/DISK 


DATA SYNC DETECT 


DELAYED 
DATA 


DATA INTERNAL 
PHASE LOCK LOOP DW 


READ DATA | 
290410~4 


Figure 3-1. Data Separator Block Diagram 
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Figure 3-2. Data PLL 


Figure 3-2 shows the data PLL. The reference PLL 
has control over the loop gain by its influence on the 
charge pump and the VCO. In addition the reference 
PLL controls the loop filter time constant. As a result 
the closed loop transfer function of the data PLL is 
controlled, and immune to the first order, to environ- 
mental factors and process variation. 


Systems with analog PLLs are often very sensitive to 
noise. In the design of this data separator many 
steps were taken to avoid noise sensitivity problems. 
The analog section of the chip has a separate VSS 
pin (AVSS) which should be connected externally to 
a noise free ground. This provides a clean basis for 
VSS referenced signals. In addition many analog cir- 
cuit features were employed to make the overall sys- 
tem as insensitive to noise as possible. 
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3.2.1 JITTER TOLERANCE 


The jitter immunity of the system is dominated by the 
data PLL’s response to phase impulses. This is mea- 
sured as a percentage of the theoretical data win- 
dow by dividing the maximum readable bit shift by a 
/, bitcell distance. For instance, if the maximum al- 
lowable bit shift is 300 ns for a' 500 Kbps data 
stream, the jitter tolerance is 60%. The graph in Fig- 
ures 13-1 thru 13-4 of the Data Separator Character- 
istics sections illustrate the jitter tolerance of the | 
82077SL across each frequency range. . 
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3.2.2 LOCKTIME (tLOCK) 


The lock, or settling time of the data PLL is designed 
to be 64 bit times. This corresponds to 8 sync bytes 
in the MFM mode. This value assumes that the sync 
field jitter is 5% the bit cell or less. This level of jitter 
should be easily achieved for a constant bit pattern, 
since intersymbol interference should be equal, thus 
nearly eliminating random bit shifting. 


3.2.3 CAPTURE RANGE 


Capture Range is the maximum frequency range 
over which the data separator will acquire phase 
lock with the incoming RDDATA signal. In a floppy 
disk environment, this frequency variation is com- 
posed of two components: drive motor speed error 
and ISV. Frequency is a factor which may determine 
the maximum level of the ISV (Instantaneous Speed 
Variation) component. In general, as frequency in- 
creases the allowed magnitude of the ISV compo- 
nent will decrease. When determining the capture 
range requirements, the designer should take the 
maximum amount of frequency error for the disk 
drive and double it to account for media switching 
between drives. | 
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PSO,1 are 8272A control signals but are not available as outputs on the 82077SL. 


NOTE: 
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3.3 Write Precompensation 


_ The write precompensation logic is used to minimize 


bit shifts in the RDDATA stream from the disk drive. 


The shifting of bits is a known phenomena of mag- 


netic media and is dependent upon the disk media 
AND the floppy drive. 


The 82077SL monitors the bit stream that is being 
sent to the drive. The data patterns that require pre- 
compensation are well known. Depending upon the 
pattern, the bit is shifted either early or late (or not at 
all) relative to the surrounding bits. Figure 3-3 is a 
block diagram of the internal circuit. 


The top block is a 13-bit shift register with the no 
delay tap being in the center. This allows 6 levels of 
early and late shifting with respect to nominal. The 
shift register is clocked at the main clock rate 
(24 MHz). The output is fed into 2 multiplexors—one 
for early and one for late. A final stage of multiple- 
xors combines the early, late and normal data 
stream back into one which is the WRDATA output. 


SHIFT REGISTER 
> 


Lt | LATE MULTIPLEXOR 
i id 


WRDATA 
TO OUTPUT 
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Figure 3-3. Precompensation Block Diagram 
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4.0 POWER MANAGEMENT 
FEATURES 


The 82077SL contains power management features 
that makes it ideal for design of portable personal 
computers. These features can be classified into 
power management of the part and that of the inter- 
nal oscillator. The powerdown of the part is done 
independently of the internal oscillator in the 
82077SL. 


4.1 Oscillator Power Management 


The 82077SL supports a built-in crystal oscillator 
that can be programmed to be either powered down 
or active, independent of the power state of the chip. 
This capability is implemented by the PDOSC bit in 
the DSR. When PDOSC is set low, the internal oscil- 
lator is on and when it is set high the internal oscilla- 
tor is off. DSR powerdown does not turn off the os- 
cillator. 


When the external oscillator is used, power can be 
saved by turning off the internal oscillator. If the in- 
ternal oscillator is used, the oscillator may be pow- 
ered up (even when the rest of the chip is powered 
off) allowing the chip to wake up quickly and in a 


stable state. It is recommended to keep the internal . 


oscillator on even when in the powerdown state. 
The main reason for this is that the recovery time of 
the oscillator during wake up may take tens of milli- 
seconds under the worst case, which may create 
problems with any sensitive application software. In 
a typical application the internal oscillator should be 
on unless the system goes into a power saving or 
standby mode (such a mode request would be made 
by a system time out or by a user). In this case, the 
system software would take over and must turn on 
_ the oscillator sufficiently ahead of awakening the 
part. 


In the case of the external oscillators, the power up 
characteristics are similar. If the external source re- 
mains active during the time the 82077SL is pow- 
ered down, then the recovery time effect is mini- 
mized. The PD pin can be used to turn off the exter- 
nal source. While the PD pin is active 82077SL does 
not require a clock source. However, when the PD 
pin is inactive, the clocking source, once it starts 
oscillating, must be completely stable to ensure that 
the 82077SL operates properly. 


4.2 Part Power Management 


This section deals with the power management of 
the rest of the chip excluding the oscillator. This 
shows how powerdown modes and wake up modes 
are activated. 
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The rest of the chip is powered down in two ways— 
direct powerdown and automatic powerdown. Direct 
powerdown results in immediate powerdown of the 
part without regard to the current state of the part. 
Automatic powerdown results when certain condi- 
tions become true within the part. 


4.2.1 POWERDOWN MODES 


4.2.1.a Direct Powerdown 


Direct powerdown is conducted via the POWER- 
DOWN bit in the DSR register (bit 6). This mode is 
compatible to the 82077AA. Programming this bit 
high will powerdown 82077SL after the part is inter- 
nally reset. All current status is lost if this type of 
powerdown mode is used. The part can exit power- 
down from this mode via any hardware or software 
reset. This type of powerdown will override the auto- 
matic powerdown. If the part is in automatic power- 
down when the DSR powerdown is issued then all 
the previous status of the part will be lost and the 
82077SL will be reset to its default values. 


4.2.1.b Auto Powerdown 


Automatic powerdown is conducted via a ‘‘Set Pow- 
erdown Mode” command. There are four conditions 
required before the part will enter powerdown. All 
these conditions must be true for the part to initiate 
the powerdown sequence. These conditions are list- 
ed as follows: 


1. The motor enable pins ME[0:3] must be inactive, 


2. The part must be idle; this is indicated by 
MSR = 80H and INT = 0 (INT may be high even 
if MSR = 80H due to polling interrupt), 


3. The head unload timer (HUT—explained in Sec- 
tion 6.2.6) must have expired, and 


4. The auto powerdown timer must have timed out. 


The command can be used to enable powerdown by 
setting the AUTO PD bit in the command to high. 
The command also provides a capability of program- 
ming a minimum power up time via the MIN DLY bit 
in the command. The minimum power up time refers 
to a minimum amount of time the part will remain 
powered up after being awakened or reset. An inter- 
nal timer is initiated as soon as the auto powerdown 
command is enabled. The part is then powered 
down provided all the remaining conditions are met. 
Any software reset will reinitialize the timer. Chang- 
ing of data rate extends the auto powerdown timer 
by up to 10 ms, but only if the data rate is changed 
during the countdown. 


Disabling the auto powerdown mode cancels the 
timers and holds the 82077SL out of auto power- 
down. 
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4.2.2 WAKE UP MODES 


This section describes the conditions for awakening 
the part from both direct and automatic powerdown. 
Power conservation or extension of battery life is the 
main reason power management is required. This 
means that the 82077SL must be kept in power- 
down state as long as possible and should be pow- 
ered up as late as possible without compromising 
software transparency. 


To keep the part in powerdown mode as late as pos- 
sible implies that the part should wake up as fast as 
possible. However, some amount of time is required 
for the part to exit powerdown state and prepare the 
internal microcontroller to accept commands. Appli- 
cation software is very sensitive to such a delay and 
in order to maintain software transparency, the re- 
covery time of the wake up process must be careful- 
ly controlled by the system software. 


4.2.2.2 Wake Up from DSR Powerdown 


If the 82077SL enters the powerdown through the 
DSR powerdown bit, it must be reset to exit. Any 
form of software or hardware reset will serve, al- 
though DSR is recommended. No other register ac- 
cess will awaken the part, including writing to the 
DOR’s motor enable (ME[0:3]) bits. 


lf DSR powerdown is used when the part is in auto 
powerdown, the DSR powerdown will override the 
auto powerdown. However, when the part is awak- 
ened by a software reset, the auto powerdown com- 
mand (including the minimum delay timer) will once 
again become effective as previously programmed. 
If the part is awakened via a hardware reset, the 
auto powerdown is disabled. 


After reset, the part will go through a normal se- 
quence. The drive status will be initialized. The FIFO 
mode will be set to default mode on a hardware re- 
set or on a software reset if the LOCK command has 
not blocked it. Finally, after a delay, the polling inter- 
rupt will be issued. 


4.2.2.5 Wake Up from Auto Powerdown 


If the part enters the powerdown state through the 
auto powerdown mode, then the part can be awak- 
ened by reset or by appropriate access to certain 
registers. 


lf a hardware or software reset is used then the part 
will go through the normal reset sequence. If the 
access is through the selected registers, then the 
82077SL resumes operation as though it was never 
in powerdown. Besides activating the RESET pin or 
one of the software reset bits in the DOR or DSR, 
the following register accesses will wake up the part: 
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1. Enabling any one of the motor enable bits in the 
DOR register (reading the DOR does not awaken 
the part) | 


2. A read from the MSR register 
3. A read or write to the FIFO register 


Any of these actions will wake up the part. Once 
awake, 82077SL will reinitiate the auto powerdown 
timer for 10 ms or 0.5 sec. (depending on the MIN 
DLY bit the auto powerdown command). The part 
will powerdown again when all the powerdown con- 
ditions stated in Section 4.2.1b are satisfied. 


4.3 Register Behavior 


The register descriptions and their values in the 
powerdown state were given in Section 2.1. Table 
4.1 reiterates the AT and PS/2 (including model 30) 
configuration registers available. It also shows the 
type of access permitted. In order to maintain soft- 
ware transparency, access to all the registers must 
be maintained. As Table 4.1 shows, two sets of reg- 
isters are distinguished based on whether their ac- 
cess results in the part remaining in powerdown 
state or exiting it. | 


Access to all other registers is possible without 
awakening the part. These registers can be ac- 
cessed during powerdown without changing the 
status of the part. A read from these registers will 
reflect the true status as shown in the register de- 
scription in Section 2.1. A write to the part will result 
in the part retaining the data and subsequently re- 
flecting it when the part awakens. Accessing the 
part during powerdown may cause an increase in 
the power consumption by the part. The part will re- 
vert back to its low power mode when the access 
has been completed. 


4.4 Pin Behavior 


The 82077SL is specifically designed for the porta- 
ble PC systems in which the power conservation is a 
primary concern. This makes the behavior of the 
pins during powerdown very important. 


The pins of 82077SL can be divided into two major 
categories—system interface and floppy disk drive 
interface. The floppy disk drive pins are disabled 
such that no power will be drawn through the 
82077SL as a result of any voltage applied to the pin 
within the 82077SL’s power supply range. The flop- 
py disk drive interface pins are configurable by the 
FDI TRI bit in the auto powerdown command. When 
the bit is set the output pins of the floppy disk drive 
retain their original state. All other pins are either 
disabled or unchanged as depicted in Table 4-4. 
Most of the system interface pins are left active to 
monitor system accesses that may wake up the part. 
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4.4.1 SYSTEM INTERFACE PINS 


Table 4.2 gives the state of the system interface » 


pins in the powerdown state. Pins unaffected by 


powerdown are labeled “‘UC’’. Input pins are “DIS- | 


ABLED” to prevent them from causing currents in- 
ternal to the 82077SL when they have indeterminate 
input values. 


Table 4-1. 82077SL Register Behavior 


Availabie 


Registers Access 


Address ae PS/2 Permitted 
; (Model 30) 


Access to these registers DOES 
NOT wake up the part 


NOTE: . . 

*Writing to the DOR or DSR does not wake up the part, 
however, writing any of the motor enable bits or doing a 
software reset (either via DOR or DSR reset bits) will wake 
up the part. 


_ Table 4-2. 82077SL System Interface Pins 


System State in Ce aa 
Pins Power Down Power Down 
| Output Pins 
| DRQ_| UC(Low) __ 
UC 
uc | PD | HIGH 
Low (DSR PD) 
UC 
UC 
U 
Disabled 
Disabled 
Programmable 


?) 


> 
_— 
© 
NO 
feed 


O 
= 
f=) 
ha) 


S|) m | 7 
Alla is 


>) 


C 
X[1:2] 


+ 


Two pins which can be used to indicate the status of 
the part are IDLE and PD. These pins have replaced 
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the HIFIL and LOFIL pins in the 82077AA. The ca- 
pacitor required on the 82077AA has been integrat- 
ed on the chip. Table 4-3 shows how these pins re- 
flect the 82077SL status. 


Table 4-3. 82077SL Status Pins 


/PD | IDLE| MSR | PartStatus 

ae ee RQM = 1; | DSR Powerdown 
MSR[6:0] = X 

po] 1 | 80H | Ide 

pof of  — {Busy | 


The IDLE pin indicates when the part is idle state 
and can be powered. down. It is a combination of 
MSR equalling 80H, the head being unloaded and 
the INT pin being low. As shown in the table the 
IDLE pin will be low when the part is in DSR power- 
down state. The PD pin is active whenever the part 
is in the powerdown state. It is active for either mode 
of powerdown. The PD pin can be used to turn off an 
external oscillator of other floppy disk drive interface 
hardware. 


4.4.2 FDD INTERFACE PINS 


The FDD interface “input’’ pins during powerdown 
are disabled or unchanged as shown in Table 4-4. 
The floppy disk drive “output” pins are programma- 
ble by the FDI TRI bit in the auto powerdown com- 
mand. Setting of the FDI TRI bit in the auto power 
down command results in the interface retaining its 
normal state. When this bit is low (default state) all 
output pins in the FDD interface to the floppy disk 
drive itself are TRISTATED. Pins used for local logic 
control or part programming are unaffected. Table 4- 
4 depicts the state of the floppy disk interface pins in 
the powerdown state (FDI TRI is low). i 


Table 4-4. 82077SL FDD Interface Pins 
State in System State in 
Powerdown Pins Powerdown 
Output Pins 
(FDI TRI = 0) 
RDDATA| Disabled | ME[0:3] | Tristated 
Disabled | DS[0:3] | Tristated | 


| TRKO | Disabled | DIR | 
| DRV2 _ 
[DSKCHG 


Disabled WRDATA Tristated 


| Tristated | 
| Tristated_ 
| Tristated _| 
DSKCHG 
| Tristated _ 
| Tristated _ 
| Tristated _ 


UC 
DENSEL 
oe 


=z 
< 
mi 
8) 
| 


DRATE[0:1] 
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5.0 CONTROLLER PHASES 


For simplicity, command handling in the 82077SL 
can be divided into three phases: Command, Execu- 
tion and Result. Each phase is described in the fol- 
lowing secions. 


When there is no command in progress, the 
82077SL can be in idle, drive polling or powerdown 
state. 


5.1 Command Phase 


After a reset, the 82077SL enters the command 
phase and is ready to accept a command from the 
host. For each of the commands, a defined set of 
command code bytes and parameter bytes has to 
be written to the 82077SL before the command 
phase is complete (Please refer to Section 6.0 for 
the command descriptions). These bytes of data 
must be transferred in the order prescribed. 


Before writing to the 82077SL, the host must exam- 
ine the RQM and DIO bits of the Main Status Regis- 
ter. RQM, DIO must be equal to “1” and “0” respec- 
tively before command bytes may be written. RQM is 
set false by the 82077SL after each write cycle until 
the received byte is processed. The 82077SL as- 
serts RQM again to request each parameter byte of 
the command, unless an illegal command condition 
is detected. After the last parameter byte is re- 
ceived, RQM remains “0”, and the 82077SL auto- 
matically enters the next phase as defined by the 
command definition. 


The FIFO is disabled during the command phase to 
retain compatibility with the 8272A, and to provide 
for the proper handling of the “Invalid Command” 
condition. 


5.2 Execution Phase 


All data transfers to or from the 82077SL occur dur- 
ing the execution phase, which can proceed in DMA 
or non-DMA mode as indicated in the SPECIFY 
command. 


Each data byte is transferred by an INT or DRQ de- 
pending on the DMA mode. The CONFIGURE com- 
mand can enable the FIFO and set the FIFO thresh- 
old value. 


The following paragraphs detail the operation of the 
FIFO flow control. In these descriptions, <thresh- 
old> is defined as the number of bytes available to 
the 82077SL when service is requested from the 
host, and ranges from 1 to 16. The parameter FI- 
FOTHR which. the user programs is one less, and 
ranges from 0 to 15. 


82077SL 


A low threshold value (i.e. 2) results in longer peri- 
ods of time between service requests, but requires 
faster servicing of the request, for both read and 


write cases. The host reads (writes) from (to) the 


FIFO until empty (full), then the transfer request 


goes inactive. The host must be very responsive to 
_ the service request. This is the desired case for use 


with a “fast’’ system. 


A high value of threshold (i.e. 12) is used with a 
“sluggish” system by affording a long latency period 
after a service request, but results in more frequent 
service requests. 


5.2.1 NON-DMA MODE, TRANSFERS FROM 
THE FIFO TO THE HOST 


The INT pin and RQM bits in the Main Status Regis- 
ter are activated when the FIFO contains (16- 
<threshold>) bytes, or the last bytes of a full sector 
transfer have been placed in the FIFO. The INT pin 
can be used for interrupt driven systems and RQM 
can be used for polled sytems. The host must re- 
spond to the request by reading data from the FIFO. 
This process is repeated until the last byte is trans- 
ferred out of the FIFO. The 82077SL will deactivate 
the INT pin and RQM bit when the FIFO becomes 


empty. 


5.2.2 NON-DMA MODE, TRANSFERS FROM 
THE HOST TO THE FIFO 


The INT pin and RQM bit in the Main Status Register 
are activated upon entering the execution phase of 
data transfer commands. The host must respond to 
the request by writing data into the FIFO. The INT 
pin and RQM bit remain true until the FIFO becomes 
full. They are set true again when the FIFO has 
<threshold> bytes remaining in the FIFO. The INT 
pin will also be deactivated if TC and DACK# both 
go inactive. The 82077SL enters the result phase 
after the last byte is taken by the 82077SL from the 
FIFO (i.e. FIFO empty condition). 


5.2.3 DMA MODE, TRANSFERS FROM THE 
FIFO TO THE HOST 


The 82077SL activates the DRQ pin when the FIFO 
contains (16-—<threshold>) bytes, or the last byte 
of a full sector transfer has been placed in the FIFO. 
The DMA controller must respond to the request by 
reading data from the FIFO. The 82077S L will deac- 
tivate the DRQ pin when the FIFO becomes empty. 
DRQ goes inactive after DACK# goes active for the 
last byte of a data transfer (or on the active edge of 
RD#, on the last byte, if no edge is present on 
DACK #). A data underrun may occur if DRQ is not 
removed in time to prevent an unwanted cycle. 
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5.2.4 DMA MODE, TRANSFERS FROM THE 
HOST TO THE FIFO 


The 82077SL activates the DRQ pin when entering 
the execution phase of the data transfer commands. 
The DMA controller must respond by activating the 
DACK# and WR# pins and placing data in the 
FIFO. DRQ remains active until the FIFO becomes 
full. DRQ is again set true when the FIFO has 
<threshold> bytes remaining in the FIFO. The 
82077SL will also deactivate the DRQ pin when TC 
becomes true (qualified by DACK#), indicating that 
no more data is required. DRQ goes inactive after 
DACK# goes active for the last byte of a data trans- 
- fer (or on the active edge of WR# of the last byte, if 
no edge is present on DACK #). A data overrun may 
occur if DRQ is not removed in time to prevent an 
unwanted cycle. 


5.2.5 DATA TRANSFER TERMINATION 


The 82077SL supports terminal count explicitly 
through the TC pin and implicitly through the under- 
run/overrun and end-of-track (EOT) functions. For 
full sector transfers, the EOT parameter can define 
the last sector to be transferred in a single or multi- 
sector transfer. If the last sector to be transferred is 
a partial sector, the host can stop transferring the 
data in mid-sector, and the 82077SL will continue to 
complete the sector as if a hardware TC was re- 
ceived. The only difference between these implicit 
functions and TC is that they return “abnormal termi- 
nation” result status. Such status indications can be 
ignored if they were expected. 
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Note that when the host is sending data to the FIFO 
of the 82077SL, the internal sector count will be 
complete when 82077SL reads the last byte from its 
side of the FIFO. There may be a delay in the remov- 


al of the transfer request signal of up to the time 


taken for the 82077SL to read the last 16 bytes from 
the FIFO. The host must tolerate this delay. 


5.3 Result Phase 


The generation of INT determines the beginning of 
the result phase. For each of the commands, a de- 
fined set of result bytes has to be read from the 


82077SL before the result phase is complete. (Refer 
to Section 6.0 on command descriptions.) These 


bytes of data must be read out for another command 


_ to start. 


RQM and DIO must both equal ‘‘1” before the result 
bytes may be read from the FIFO. After all the result 


_ bytes have been read, the RQM and DIO bits switch 


to “1” and “0” respectively, and the CB bit is 
cleared. This indicates that the 82077SL is ready to 
accept the next command. 


6.0 COMMAND SET/DESCRIPTIONS. 


Commands can be written whenever the 82077S L is 
in the command phase. Each command has a 
unique set of needed parameters and status results. 
The 82077SL checks to see that the first byte is a 
valid command and, if valid, proceeds with the com- 
mand. If it was invalid, the next time the RQM bit in 
the MSR register is a “1” the DIO and CB bits will 
also be ‘1’, indicating the FIFO must be read. A 
result byte of 80H will be read out of the FIFO, indi- 
cating an invalid command was issued. After reading 
the result byte from the FIFO the 82077S L will return 
to the command phase. Table 6-1 is a summary of 
the Command set. 
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Table 6-1. 82077SL Command Set 


In 


D7 De Ds Dg D3 Do D; Do 
READ DATA 


Command Command Codes 


Sector ID information prior 
to Command execution 


Z=zzzzzz=ze= 


Execution Data transfer between the 
FDD and system 


Result eR ee ee a ee A ee a Status information after 
Command execution 


Sector ID information after 
Command execution 


Command Command Codes 
HDS 
Sector ID information prior 


to Command execution 


Ww 
W 
W 
W 
W 
W 
W 
W 
Ww 


Execution Data transfer between the 
FDD and system 


Status information after 
Command execution 


Result 


Sector ID information after 
Command execution 


DUVUVDDIAIDD 


Command Command Codes 


Sector ID information prior 
to Command execution 


Szzzzezzsze 


Execution Data transfer between the 
system and FDD 


Status information after 
Command execution 


Result 


Sector ID information after 
Command execution 


DUDVDID 
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Table 6-1. 82077SL Command Set (Continued) 


Phase R/W | DATA BUS Remarks | 
D7 De Ds Dg D3 Do Dy Do 


WRITE DELETED DATA 


Command 1 Command Codes 
HDS DS1 DSO 


Sector ID information prior 
to Command execution 


Execution Data transfer between the 
FDD and system 


Result PRET SEDO ee fe ee eee a ee Status information after 
Command execution 


Sector ID information after 
Command execution 


Command 0 1 0 Command Codes 
HDS DS1 DSO 
g Sector ID information prior 

to Command execution 


- Execution Data transfer between the 
FDD and system. FDC 
reads all ofcylinders | 
contents from index hole to 
EOT 


Result 7 Pe ee ee at ee eee ee a a ee Status information after 


Command execution 


Sector ID information after 
Command execution 


1 1 Command Codes 
HDS ‘DS1 ae 


Command 


Sector ID information prior 
to Command execution 


SSzzzzzzz=e 


Execution d No data transfer takes 
place 


Status information after 
Command execution 


Result 


Sector ID information after 
Command execution 


Command WwW 0 O- 0 1 - 0 0 0 0 Command Code 
Result R 1 0 0 1 0 0 0 0 Enhanced Controller 
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Table 6-1. 82077SL Command Set (Continued) 


DATA BUS | ae | 


FORMAT TRACK 
Command Command Codes 


Bytes/Sector 
Sectors/Cylinder 
Gap 3 

Filler Byte 


Execution 
For Each 
Sector 
Repeat: 


Input Sector 
Parameters 


=z=z=s= 


82077SL formats an entire 
cylinder 


STO Cs: Status information after 
ST 1 ee ee gee rae bs Se Command execution 
ST 2 | 

Undefined 

Undefined 

Undefined 

Undefined 


SCAN EQUAL 


Command 0 0 Command Codes 
HDS DS1 


R 
R 
R 
R 
R 
R 
R 


Sector ID Information 
Prior to Command 
Execution 


SSezeezzzzz=e 


Execution Data Compared 
Between the FDO 
and Main-System 


Status Information 
After Command 
Execution 


Result 


Sector ID Information 
After Command 
Execution 


DUVIIIDD 
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Table 6-1. 82077SL Command Set (Continued) 


Phase R/W DATABUS 
ae 


SCAN LOW OR EQUAL 


Command Command Codes 
Sector ID Information 
Prior to Command 
Execution 


ZSZzszzzz z= 


Execution Data Compared 
Between the FDO 
and Main-System 


Status Information 
After Command 
Execution 


Result 


Sector ID Information 
After Command 
Execution 


R 
R 
R 
R 
R 
R 
R 


Command ‘| Command Codes 


Sector ID Information 
Prior to Command 
Execution 


Execution | Data Compared 
Between the FDO 
and Main-System 


Status Information 
After Command 
Execution 


Result 


Sector ID Information 
After Command - 
Execution 


DUVUVDVDVIID 
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Table 6-1. 82077SL Command Set (Continued) 


R/W DATA BUS Remarks 
Da D3 _ 


RECALIBRATE 
Command , Command Codes . 


Execution Head retracted to Track 0 
Interrupt 


SENSE INTERRUPT STATUS 
Command Command Codes 


Result a ee | ee rie ete ae are are eae Status information at the 
end of each seek operation 


Command Command Codes 


Command Command Codes 


Result Pee ae ee, OS REE ee ae Se ae eee ee Status information about 
FDD 


Command Command Codes 


Execution Head is positioned over 
proper Cylinder on Diskette 


W 0 Configure Information 
W 0 0 

W EIS EFIFO POLL 

W PRETRK 


Command 


Command 
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Table 6-1. 82077SL Command Set (Continued) 


D7 Do 


= 


- Command *Note 
‘Execution Registers placed in FIFO 
Result PCN-Drive 0 

. PCN-Drive 1 

PCN-Drive 2 

PCN-Drive 3 


| C6 SUM Gal ey et are eer ND 


SCOT a eae: 
LOCK 0 D3 Do Dy Do GAP WGATE 
0 EIS EFIFO POLL -_ FIFOTHR: 
PRETRK 


READ ID 
Corimand . Commands 


DUDVDIVIIIAD 


Execution The first correct ID 
information on the Cylinder 
is stored in Data Register 


Result pa ae wr Oe See oh se Status information after 
Command execution 


Disk status after the 
Command has completed. 


PERPENDICULAR MODE 


Command 0 - 0 1 0 Command Codes 
DO GAP _ WGATE 


LOCK 
Command WwW LOCK 0 0 1 0 1 0 oO. . Command Code 
Result R 0 0 0 LOCK 0 0 0 0 
POWERDOWN MODE 


Command : 1 1 1 Command Codes 
FDI MIN DLY AUTO PD 
TRI 


Result FDI MIN DLY AUTO PD 
TRI 


INVALID 


Command —_ Cs naalid Codes a i Invalid Command Codes 
(NoOp — 82077SL goes 
into Standby State) 


Result a ees ae ae ee ae re, a ee eee ST 0 = 80H 


SC is returned if the last command that was issued was the FORMAT command. EOT is returned if the last command was a 
READ or WRITE. ; 


NOTE: : 


These bits are used internally only. They are not reflected in the Drive Select pins. It is the users responsibility to maintain 
correspondence between these bits and the Drive Select pins (DOR). 
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PARAMETER ABBREVIATIONS 


Symbol 
AUTO PD 


DIR 


DSO, DS1 


DTL 


EC 


EFIFO 


EIS 


Description 


Auto powerdown control. If this bit is 0, 
then the automatic powerdown is dis- 
abled. If it is set to 1, then the automatic 
powerdown is enabled. 


Cylinder address. The currently select- 
ed cylinder address, 0 to 255. 


Drive Select 0-3. Designates which 
drives are Perpendicular drives, a ‘‘1” 
indicating Perpendicular drive. 

Data pattern. The pattern to be written 
in each sector data field during format- 
ting. 

Direction control. If this bit is 0, then the 
head will step out from the spindle dur- 
ing a relative seek. If set to a 1, the 
head will step in toward the spindle. 


Disk Drive Select. 


drive 0 


drive 1 
drive 2 
drive 3 


Special sector size. By setting N to zero 
(00), DTL may be used to control the 
number of bytes transferred in disk 
read/write commands. The sector size 
(N = 0) is set to 128. If the actual sec- 
tor (on the diskette) is larger than DTL, 
the remainder of the actual sector is 
read but is not passed to the host dur- 
ing read commands; during write com- 
mands, the remainder of the actual sec- 
tor is written with all zero bytes. The 


CRC check code is calculated with the 


actual sector. When N is not zero, DTL 
has no meaning and should be set to 
FF HEX. 


- Enable Count. When this bit is ‘1” the 


“DTL” parameter of the Verify Com- 
mand becomes SC (Number of sectors 
per track). 


Enable FIFO. When this bit is 0, the 
FIFO is enabled. A “1” puts the 
82077SL in the 8272A compatible 
mode where the FIFO is disabled. 


Enable implied seek. When set, a seek 
operation will be performed before exe- 
cuting any read or write command that 
requires the C parameter in the com- 
mand phase. A “0” disables the implied 
seek. 


Symbol 


EOT 


FDI TRI 


GAP 


GPL 


H/HDS 


HLT 


HUT 


Lock 


MFM 


MIN DLY 


MT 


82077SL 


Description 


End of track. The final sector number of 
the current track. 


Floppy Drive Interface Tristate: If this bit 
is 0, then the output pins of the floppy 
disk drive interface are tristated. This is 
also the default state. If it is set to 1, 
then the floppy disk drive interface re- 
mains unchanged. ~ 7 


Alters Gap 2 length when using Perpen- 
dicular Mode. 


Gap length. The gap 3 size. (Gap 3 is 
the space between sectors excluding 
the VCO synchronization field). 


Head address. Selected head: O or 1 
(disk side 0 or 1) as encoded in the sec- 
tor ID field. 


Head load time. The time interval that 
82077SL waits after loading the head 
and before initiating a read or write op- 
eration. Refer to the SPECIFY com- 
mand for actual delays. 


Head unload time. The time interval 
from the end of the execution phase (of 
a read or write commana) until the head 
is unloaded. Refer to the SPECIFY 
command for actual delays. 


Lock defines whether EFIFO, FI- 
FOTHR, and PRETRK parameters of 
the CONFIGURE command can be re- 
set to their default values by a ‘Soft- 
ware Reset” (Reset made by setting 
the proper bit in the DSR or DOR regis- 
ters). 


MFM mode selector. A one selects the 
double density (MFM) mode. 


Minimum power up time control. This bit 
is active only if AUTO PD bit is enabled. 
Setting this bit to a 0, assigns a 10 ms 
minimum power up time and setting this 
bit to a 1, assigns a 0.5 sec. minimum 
power up time. 


Multi-track selector. When set, this flag 
selects the multi-track operating mode. 
In this mode, the 82077SL treats a 
complete cylinder, under head 0 and 1, 
as a single track. The 82077SL oper- 
ates as if this expanded track started at 
the first sector under head 0 and ended 
at the last sector under head 1. With 
this flag set, a multitrack read or write 
operation will automatically continue to 
the first sector under head 1 when the 
82077SL finishes operating on the last 
sector under head 0. 
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Symbol 
N 


NCN 


ND 


Ow 


PCN 


POLL 


PRETRK 


R 


RCN 


SC 
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Description 


Sector size code. This specifies the 
number of bytes in a sector. If this pa- 
rameter is “‘00’’, then the sector size is 
128 bytes. The number of bytes trans- 
ferred is determined by the DTL param- 


eter. Otherwise the sector size is (2° 


raised to the ‘‘N’th’ power) times 128. 


All values up to “07” hex are allowable. 


“07’h would equal a sector size of 16k. 
It is the users responsibility to not select 
combinations that are not possible with 


the drive. 


128 bytes 
256 bytes 
512 bytes 
1024 bytes 


16 Kbytes 


New cylinder number. The desired cylin- 
der number. 


Non-DMA mode flag. When set to 1, in- 
dicates that the 82077SL is to operate 
in the non-DMA mode. In this mode, the 
host is interrupted for each data trans- 
fer. When set to 0, the 82077SL oper- 
ates in DMA mode, interfacing to a 
DMA controller by means of the DRQ 
and DACK# signals. 


The bits denoted Do, Dy, Do, and Dg of 
the PERPENDICULAR MODE com- 
mand can only be overwritten when the 
OW bit is set to 1”. 


Present cylinder number. The current 


position of the head at the completion 
of SENSE INTERRUPT STATUS com- 
mand. 


Polling disable. When. set, the internal 
polling routine is disabled. When clear, 
polling is enabled. 

Precompensation start track number. 
Programmable from track 00 to FFH. 


Sector address. The sector number to 
be read or written. In multi-sector trans- 
fers, this parameter specifies the sector 


number of the first sector to be read or 


written. 


Relative cylinder number. Relative cylin- 
der offset from present cylinder as used 
by the RELATIVE SEEK command. 


Number of sectors. The number of sec- 
tors to be initialized by the FORMAT 
command. The number of sectors to be 


verified during a Verify Command, when : 


EC is set. 


= i 
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Symbol Description 


SK ——_ Skip flag. When set to 1, sectors con- 
taining a deleted data address mark will 
automatically be skipped during the ex- 
ecution of READ DATA. If READ DE- 
LETED is executed, only sectors with a 
deleted address mark will be accessed. 
When set to “0”, the sector is read or 
written the same as the read and write 
commands. ? 


SRT 


Step rate interval. The time interval be- 
tween step pulses issued by the 
82077SL. Programmable from 0.5 to 8 
milliseconds, in increments of 0.5 ms at 
the 1 Mbit data rate. Refer to the SPEC- 
- IFY command for actual delays. 

STO Status register 0-3. Registers within 

ST1 the 82077SL that store status informa- 

ST2 tion after a command has been execut- 

ST3 ed. This status information is available 
to the host during the result phase after 
command execution. 

WGATE _ Write gate alters timing of WE, to allow 


for pre-erase loads in perpendicular 
drives. 


6.1 Data Transfer Commands 


All of the READ DATA, WRITE DATA and VERIFY 
type commands use the same parameter bytes and 
return the same results information. The only differ- 
ence being the coding of bits 0-4 in the first byte. 


An implied seek will be executed if the feature was 
enabled by the CONFIGURE command. This seek is 
completely transparent to the user. The Drive Busy 
bit for the drive will go active in the Main Status Reg- 
ister during the seek portion of the command. If the 
seek portion fails, it will be reflected in the results 
status normally returned for a READ/WRITE DATA 
command. Status Register 0 (STO) would contain 
the error code and C would contain the cylinder on 
which the seek failed. 


6.1.1 READ DATA 


A set of nine (9) bytes is required to place the 
82077SL into the Read Data Mode. After the READ 
DATA command has been issued, the 82077SL 
loads the head (if it is in the unloaded state), waits 
the specified head settling time (defined in the 
SPECIFY command), and begins reading ID Address 
Marks and ID fields. When the sector address read 
off the diskette matches with the sector address 
specified in the command, the 82077SL reads the 
sector’s data field and transfers the data to the 
FIFO. 
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After completion of the read operation from the cur- 
rent sector, the sector address is incremented by 
one, and the data from the next logical sector is read 
and output via the FIFO. This continuous read func- 
tion is called “Multi-Sector Read Operation”. Upon 
receipt of TC, or an implied TC (FIFO overrun/un- 
derrun), the 82077SL stops sending data, but will 
continue to read data from the current sector, check 
the CRC bytes, and at the end of the sector termi- 
nate the READ DATA Command. 


N determines the number of bytes per sector (see 
Table 6-2 below). If N is set to zero, the sector size 
is set to 128. The DTL value determines the number 
of bytes to be transferred. If DTL is less than 128, 
the 82077SL transfers the specified number of bytes 
to the host. For reads, it continues to read the entire 
128 byte sector and checks for CRC errors. For 
writes it completes the 128 byte sector by filling in 
zeroes. If N is not set to OO Hex, DTL should be set 
to FF Hex, and has no impact on the number of 
bytes transferred. 


Table 6-2. Sector Sizes 


128 bytes 
256 bytes 
512 bytes 
1024 bytes 


16 Kbytes 


The amount of data which can be handled with a 
single command to the 82077SL depends upon MT 
(multi-track) and N (Number of bytes/sector). 


Table 6-3. Effects of MT and N Bits 


MT Max. Transfer Final Sector 
Capacity Read from Disk 


256 X 26 = 6,656 | 26 at side O or 1 
256 X 52 = 13,312 | 26 at side 1 
512 x 15 = 7,680 | 15 atsideOor 1 
512 < 30 = 15,360 | 15 atside 1 
1024 x 8= 8192] 8atsideOor1 
1024 X 16 = 16,384 | 16 atside 1 


The Multi-Track function (MT) allows the 82077SL to 
read data from both sides of the diskette. For a par- 
ticular cylinder, data will be transferred starting at 
Sector 1, Side 0 and completing at the last sector of 
the same track at Side 1. 


If the host terminates a read or write operation in the 
82077SL, then the ID information in the result phase 
is dependent upon the state of the MT bit and EOT 
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byte. Refer to Table 6-6. The termination must be 
normal. 


At the completion of the READ DATA Command, 
the head is not unloaded until after the Head Unload 
Time Interval (specified in the SPECIFY command) 
has elapsed. If the host issues another command 
before the head unloads then the head settling time 
may be saved between subsequent reads. 


If the 82077SL detects a pulse on the IDX pin twice 
without finding the specified sector (meaning that 
the diskette’s index hole passes through index de- 
tect logic in the drive twice), the 82077SL sets the IC 
code in Status Register 0 to 01” (Abnormal termi- 
nation), and sets the ND bit in Status Register 1 to 

1” indicating a sector not found, and terminates the 
READ DATA Command. 


After reading the ID and Data Fields in each sector, 
the 82077SL checks the CRC bytes. If a CRC error 
occurs in the ID or data field, the 82077SL sets the 
IC code in Status Register 0 to “01”’ (Abnormal ter- 
mination), sets the DE bit flag in Status Register 1 to 
°41”, sets the DD bit in Status Register 2 to ‘‘1” if 
CRC is incorrect in the ID field, and terminates the 
READ DATA Command. 


Table 6-4 below describes the affect of the SK bit on 
the READ DATA command execution and results. 


Table 6-4. Skip Bit vs READ DATA Command 


Sk |DataAddress| Results 


i Mark Type | Sector | CM Bit of} Description 
Value | Encountered | Read? | ST2 Set?| of Results 


Normal Data Yes No Normal 
Termination. 
Address Not 
Incremented. 
Next Sector 
Not Searched 
For. 

Normal 
Termination. 
Normal 
Termination 
Sector Not 
Read 

| (“Skipped’’). 


Deleted Data Yes Yes 


Normal Data 


Deleted Data 


Except where noted in Table 6-4, the C or R value of 
the sector address is automatically incremented 
(see Table 6-6). 
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6.1.2 READ DELETED DATA 


This command is the same as the READ DATA com- 
mand, only it operates on sectors that contain a De- 
leted Data Address Mark at the beginning of a Data 
Field. 


Table 6-5 describes the affect of the SK bit on the 


READ DELETED DATA command execution and re- 
sults. 


Table 6-5. Skip Bit vs 
READ DELETED DATA Command 


Data Address Results 


Mark Type | Sector | CM Bit of| Description 
fae Encountered | Read? | ST2 Set?|_ of Results 


Normal Data Address Not 
incremented. 
Next Sector |. 
Not Searched 
| For. 
Deleted Data Yes No Normal 
- . ; Termination. 
Normal Data No Yes Normal 
Termination 
Sector Not 
Read 
(“Skipped”’). 
Deleted Data Yes No Normal 
| | Termination. — 


— 
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Except where noted in Table 6-5 above, the C or R 


value of the sector address is automatically incre- 
mented (See Table 6-6). 


6.1.3 READ TRACK 


This command is similar to the READ DATA com- 
mand except that the entire data field is read contin- 
uously from each of the sectors of a track. Immedi- 
ately after encountering a pulse on the IDX pin, the 
82077SL starts to read all data fields on the track as 
continuous blocks of data without regard to logical 
sector numbers. If the 82077SL finds an error in the 
ID or DATA CRC check bytes, it continues to read 
data from the track and sets the appropriate error 
bits at the end of the command. The 82077SL com- 
pares the ID information read from each sector with 
the specified value in the command, and sets the 
ND flag of Status Register 1 to a “1” if there is no 
comparison. Multi-track or skip operations are not 
allowed with this command. The MT and SK bits 
(Bits D7 and D5 of the first command byte respec- 
tively) should always be set to “‘0”’. 


This command terminates when the EOT specified 
number of sectors have been read. If the 82077SL 
does not find an ID Address Mark on the diskette 
after the second occurrence of a pulse on the IDX 
pin, then it sets the IC code in Status Register 0 to . 
“01” (Abnormal termination), sets the MA bit in 
Status Register 1 to “1”, and terminates the com- 
mand. | 


Table 6-6. Result Phase Table 


to Host 


cw | ewe 


| = EqualtoEOT sid to EOT 


Less than EOT 


Final Sector Transferred 


[eqaltocoT—~| ovt | Nc) orf no 
eee 


[tessihaneoT | no | no | avi | no 
, —~sate cor | no [88 Tor 


-—Ewatoeot [ess ass [ot [ne 


Te [| a [Ww 


poc+t | NC | oot | NC 


Pp NC | NC | Ret | NC 


NC: no change, the same value as the one at the beginning of command execution. 


LSB: least significant bit, the LSB of H is complemented. 
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6.1.4 WRITE DATA 


After the WRITE DATA command has been issued, 
the 82077SL loads the head (if it is in the unloaded 
state), waits the specified head load time if unloaded 
(defined in the SPECIFY command), and begins 
reading ID Fields. When the sector address read 
from the diskette matches the sector address speci- 
fied in the command, the 82077SL reads the data 
from the host via the FIFO, and writes it to the sec- 
tor’s data field. 


After writing data into the current sector, the 
82077SL computes the CRC value and writes it into 
the CRC field at the end of the sector transfer. The 
Sector Number stored in “R’’ is incremented by one, 
and the 82077SL continues writing to the next data 
field. The 82077SL continues this ‘Multi-Sector 
Write Operation’. Upon receipt of a terminal count 
signal or if a FIFO over/under run occurs while a 
data field is being written, then the remainder of the 
data field is filled with zeros. 


The 82077SL reads the ID field of each sector and 
checks the CRC bytes. lf it detects a CRC error in 
one of the ID Fields, it sets the IC code in Status 
Register 0 to “01” (Abnormal termination), sets the 
DE bit of Status Register 1 to “1”, and terminates 
the WRITE DATA command. 


The WRITE DATA command operates in much the 
same manner as the READ DATA command. The 
following items are the same. Please refer to the 
READ DATA Command for details: 


e Transfer Capacity 

e EN (End of Cylinder) bit 

e ND (No Data) bit 

e Head Load, Unioad Time Interval 


e ID information when the host terminates the com- 
mand. | 


e Definition of DTL when N = 0 and when N does 
not = O. 
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6.1.5 WRITE DELETED DATA 


This command is almost the same as the WRITE 
DATA command except that a Deleted Data Ad- 
dress Mark is written at the beginning of the Data 
Field instead of the normal Data Address Mark. This 
command is typically used to mark a bad sector con- 
taining an error on the floppy disk. 


6.1.6 VERIFY 


The VERIFY command is used to verify the data 
stored on a disk. This command acts exactly like a 
READ DATA command except that no data is trans- 
ferred to the host. Data is read from the disk, CRC 
computed and checked against the previously 
stored value. 7 


Because no data is transferred to the host, TC (pin 
25) cannot be used to terminate this command. By 
setting the EC bit to “1” an implicit TC will be issued 
to the 82077SL. This implicit TC will occur when the 
SC value has decrement to 0 (an SC value of 0 will 
verify 256 sectors). This command can also be ter- 
minated by setting the EC bit to “O” and the EOT 
value equal to the final sector to be checked. If EC is 
set to “0” DTL/SC should be programmed to OFFH. 
Refer to Table 6-6 and Table 6-7 for information 
concerning the values of MT and EC versus SC and 
EOT value. 


Definitions: 


# Sectors Per Side = Number of formatted sectors 
per each side of the disk. 


# Sectors Remaining = Number of formatted sec- 


tors left which can be read, including side 1 of the 
disk if MT is set to 1”. 
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Table 6-7. Verify Command Result Phase Table 


| SC = DTL 


NOTE: 
lf MT is set to “1” and the SC value is greater than the number of remaining formatted sectors on Side 0, verifying will 
continue on Side 1 of the disk. 


6.1.7 FORMAT TRACK 


The FORMAT command allows an entire track to be 
formatted. After a pulse from the IDX pin is detected, 
the 82077SL starts writing data on the disk including 
Gaps, Address Marks, ID Fields and Data Fields, per 
the IBM System 34 (MFM). The particular values 
that will be written to the gap and data field are con- 
trolled by the values programmed into N, SC, GPL, 
and D which are specified by the host during the 
command phase. The data field of the sector is filled 
with the data byte specified by D. The ID Field for 
each sector is supplied by the host; that is, four data 
bytes per sector are needed by the 82077SL for C, 
H, R, and N (cylinder, head, sector number and sec- 
tor size respectively). 
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SC/EOT Value Termination Result 


EOT < # Sectors Per Side 


SC = DTL Unsuccessful Termination 
'  - EOT > # Sectors Per Side Result Phase Invalid 


SC < # Sectors Remaining 
AND 
EOT < # Sectors Per Side 


SC > # Sectors Remaining 
OR | 
~EOT > # Sectors Per Side 


1 SC = DTL Successful Termination 
EOT < # Sectors Per Side | Result Phase Valid . 
SC = DTL Unsuccessful Termination © 
EOT > # Sectors Per Side Result Phase Invalid 


SC < # Sectors Remaining 
AND 
EOT < # Sectors Per Side 


SC > # Sectors Remaining 
OR 
EOT > # Sectors Per Side 


Successful Termination 
Result Phase Valid 


Successful Termination 
Result Phase Valid 


Unsuccessful Termination 
Result Phase Invalid 


Successful Termination 
Result Phase Valid 


Unsuccessful Termination 
Result Phase Invalid 


After formatting each sector, the host must send 
new values for C, H, R and N to the 82077SL for the 
next sector on the track. The R value (sector num- 
ber) is the only value that must be changed by the 
host after each sector is formatted. This allows the 


disk to be formatted with nonsequential sector ad- 


dresses (interleaving). This incrementing and for- 
matting continues for the whole track until the 
82077SL encounters a pulse on the IDX pin again 
and it terminates the command. 


Table 6-8 contains typical values for gap fields which 
are dependent upon the size of the sector and the 


- number of sectors on each track. Actual values can 


vary due to drive electronics. 
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Table 6-8. Typical Values for Formatting 


| | Sectorsize | oN | sc 
256 01 12 


GPL1 GPL2_ 
A OC 


0 


01 10 20 32 

02 09 2A 50 

5.25” Drives MFM 03 04 80 FO 
04 02 C8 FF 

05 01 C8 FF 

1 OF OE 36 

3.5” Drives MFM 512** 2 09 1B 54 
1024 3 05 35 74 


GPL1 = suggested GPL values in read and write commands to avoid splice point between data field and ID field of contigu- 
ous sections. | 

GPL2 = suggested GPL value in FORMAT TRACK command. 

*PC-AT values (typical) 

**PS/2 values (typical). Applies with 1.0 MB and 2.0 MB drives. 


NOTE: 
All values except Sector Size are in Hex. 


6.1.7.1 Format Fields 


GAP 4a | SYNC GaP1| sync | _'!DAM |c},, Cc | GAP2| Sync | DATAAM 
80x 12x | 3x 50x 12x | 3x Y D Rj} 22x 12x | 3x | FB GAP 3 | GAP 4b 
4E 00 |coo{FO}] 4E | 00 Jay] FEtL C| 4E | 00 | ay | ge 


Figure 6-1. System 34 Format Double Density 


GAP 4a | SYNC GaP 1| Sync {_'DAM | ci ./s C} GAP2] SYNC} DATAAM . 
80x 12x | 3 50x 12x | 3x Y D E R| 41x 12x 3x | FB GAP 3 | GAP 4b 
4E 00 |co|/FO} 4E | 00 Jay} FE} L Cc C}| 4E | 00 | ay | ge | 


Figure 6-2. Perpendicular Format 
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6.1.8 SCAN COMMANDS 


The SCAN Commands allow data which is being 
read from the diskette to be compared against data 
which is being supplied from the main system (Proc- 
essor in NON-DMA mode, and DMA Controller in 
DMA mode). The FDC compares the data on a byte- 
by-byte basis, and looks for a sector of data which 
meets the conditions of Depo = Dprocessor: DEDO 
< Dprocessor: Of DFpo = Dprocessor- Ones comple- 
ment arithmetic is used for comparison (FF = larg- 


est number, 00 = smallest number). After a whole 


sector of data is compared, if the conditions are not 
met, the sector number is incremented (R_ + 
STP — R), and the scan operation is continued. 
The scan operation continues until one of the follow- 
ing conditions occurs; the conditions for scan are 
met (equal, low, or high), the last sector on the track 
_is reached (EOT), or the terminal count signal is re- 
— ceived. 


If the conditions for scan are met then the FDC sets 
the SH (Scan Hit) flag of Status Register 2 to a 1 
(high), and terminates the Scan Command. If the 
conditions for scan are not met between the starting 
sector (as specified by R) and the last sector on the 
cylinder (EOT), then the FDC sets the SN (Scan Not 
Satisfied) flag of Status Register 2 to a 1 (high), and 
terminates the Scan Command. The receipt of a 
TERMINAL COUNT signal from the Processor or 
DMA Controller during the scan operation will cause 
the FDC to complete the comparison of the particu- 
lar byte which is in process, and then to terminate 
the command. Table 6-9 shows the status of bits SH 
and SN under various conditions of SCAN. 
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If the FDC encounters a Deleted Data Address Mark 
on one of the sectors (and SK = 0), then it regards 
the sector as the last sector on the cylinder, sets CM 
(Control Mark) flag of Status Register 2 to a 1 (high) 
and terminates the command. If SK = 1, the FDC 
skips the sector with the Deleted Address Mark, and 
reads the next sector. In the second case (SK = 1), 
the FDC sets the CM (Control Mark) flag of Status 
Register 2 to a 1 (high) in order to show that a Delet- 
ed Sector has been encountered. 


When either the STP (contiguous sectors STP = 01, 
or alternate sectors STP = 02) sectors are read or 
the MT (Multi-Track) is programmed, it is necessary. 
to remember that the last sector on the track must 
be read. For example, if STP = 02, MT = 0, the 
sectors are numbered sequentially 1 through 26, 
and we start the Scan Command at sector 21; the 
following will happen. Sectors 21, 23, andf 25 will be 
read, then the next sector (26) will be skipped and 
the Index Hole will be encountered before the EOT 
value of 26 can be read. This will result in an abnor- 
mal termination of the command. If the EOT had 
been set at 25 or the scanning started at sector 20, 
then the Scan Command would be completed in a 
normal manner. 


During the Scan Command data is supplied by either 
the processor or DMA Controller for comparison 
against the data read from the diskette. In order to 
avoid having the OR (Over Run) flag set in Status 
Register 1, it is necessary to ahve the data available 
in less than 13 ws (MFM Mode). If an Overrun oc- 
curs the FDC terminates the command. 


Table 6-9. Scan Status Codes 


Scan Equal ~ 


Scan Low or Equal 


Scan High or Equal 
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Status Register 2 


DFpo = Dprocessor 
DFbo a DProcessor 


Depo = Dprocessor 
DFDo < Dprocessor 
DFpo > DProcessor 


DFpo = Dprocessor 
DFDo > Dprocessor | 
Depo + Dprocessor 
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6.2 Control Commands 


Control commands differ from the other commands 
in that no data transfer takes place. Three com- 
mands generate an interrupt when complete; READ 
ID, RECALIBRATE and SEEK. The other control 
commands do not generate an interrupt. 


6.2.1 READ ID 


The READ ID command is used to find the present 
position of the recording heads. The 82077SL stores 
the values from the first ID Field it is able to read into 
its registers. If the 82077SL does not find an ID Ad- 
dress Mark on the diskette after the second occur- 
rence of a pulse on the IDX pin, it then sets the IC 
code in Status Register 0 to “01” (Abnormal termi- 
nation), sets the MA bit in Status Register 1 to “1”, 
and terminates the command. 


The following commands will generate an interrupt 
upon completion. They do not return any result 
bytes. It is highly recommended that control com- 
mands be followed by the SENSE INTERRUPT 
STATUS command. Otherwise, valuable interrupt 
status information will be lost. 


6.2.2 RECALIBRATE 


This command causes the read/write head within 
the 82077SL to retract to the track 0 position. The 
82077SL clears the contents of the PCN counter, 
and checks the status of the TRKO pin from the 
FDD. As long as the TRKO pin is low, the DIR pin 
remains O and step pulses are issued. When the 
TRKO pin goes high, the SE bit in Status Register 0 
is set to ‘1’, and the command is terminated. If the 
TRKO pin is still low after 79 step pulses have been 
issued, the 82077SL sets the SE and the EC bits of 
Status Register 0 to “1”, and terminates the com- 
mand. Disks capable of handling more than 80 
tracks per side may require more than one RECALI- 
BRATE command to return the head back to physi- 
cal Track 0. 


The RECALIBRATE command does not have a re- 
sult phase. SENSE INTERRUPT STATUS command 
must be issued after the RECALIBRATE command 
to effectively terminate it and to provide verification 
of the head position (PCN). During the command 
phase of the recalibrate operation, the 82077SL is in 
the BUSY state, but during the execution phase it is 
in a NON BUSY state. At this time another RECALI- 
BRATE command may be issued, and in this man- 
ner, parallel RECALIBRATE operations may be 
done on up to 4 drives at once. 
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Upon power up, the software must issue a RECALI- 
BRATE command to properly initialize all drives and 
the controller. 


6.2.3 SEEK 


The read/write head within the drive is moved from 
track to track under the control of the SEEK Com- 
mand. The 82077SL compares the PCN which is the 
current head position with the NCN and performs 
the following operation if there is a difference: 


—PCN < NCN: Direction signal to drive set to ae 
(step in), and issues step pulses. 


—PCN > NCN: Direction signal to drive set to “0” 
(step out), and issues step pulses. 


The rate at which step pulses are issued is con- 
trolled by SRT (Stepping Rate Time) in the SPECIFY 
command. After each step pulse is issued, NCN is 
compared against PCN, and when NCN = PCN, 
then the SE bit in Status Register 0 is set to “1”, and 
the command is terminated. 


During the command phase of the seek or recali- 
brate operation, the 82077SL is in the BUSY state, 
but during the execution phase it is in the NON 
BUSY state. 


Note that if implied seek is not enabled, the read and 
write commands should be preceded by: 


1) SEEK command; Step to the proper track 


2) SENSE INTERRUPT Terminate the Seek 
STATUS command; command 


3) READ ID. Verify head is on 
proper track 


4) Issue READ/WRITE 
command. 


The SEEK command does not have a result phase. 
Therefore, it is highly recommended that the SENSE 
INTERRUPT STATUS Command be issued after the 
SEEK command to terminate it and to provide verifi- 
cation of the head position (PCN). The H bit (Head 
Address) in STO will always return a ‘0’. When exit- 
ing DSR POWERDOWN mode, the 82077SL clears 
the PCN value and the status information to zero. 
Prior to issuing the DSR POWERDOWN command, 
it is highly recommended that the user service all 
pending interrupts through the SENSE INTERRUPT 
STATUS command. 


6.2.4 SENSE INTERRUPT STATUS | 


An interrupt signal on INT pin is generated by the 
82077SL for one of the following reasons: 
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1. Upon entering the Result Phase of: 
a. READ DATA Command 
b. READ TRACK Command ~ 
c. READ ID Command 
d. READ DELETED DATA Command 
e. WRITE DATA Command | 
f. FORMAT TRACK Command 
g. WRITE DELETED DATA Command 
h. VERIFY Command 


2. End of SEEK, RELATIVE SEEK ~$ or BEVAEE 
BRATE Command 


3. 82077SL requires a data transfer during the exe- 
_ cution phase in the non-DMA Mode 


-The SENSE INTERRUPT STATUS command resets 
the interrupt signal and via the IC code and SE bit of 
Status Register 0, identifies the cause of the inter- 
rupt. If a SENSE INTERRUPT STATUS command is 
issued when no active interrupt condition is present, 


the status register STO will return a value of 80H: 


(invalid command). 


Table 6-9. interrupt identification 


se [ie | _interruptOueTo 
0 


Polling 
Normal Termination of SEEK or 


RECALIBRATE command 
Abnormal Termination of SEEK or 
RECALIBRATE command 


The SEEK, RELATIVE SEEK and the RECALI- 
BRATE commands have no result phase. SENSE 
INTERRUPT STATUS command must be issued im- 
mediately after these commands to terminate them 
and to provide verification of the head position 
(PCN). The H (Head Address) bit in STO will always 
return a “0”. If a SENSE INTERRUPT STATUS is 


not issued, the drive, will continue to be BUSY and 


may effect the operation of the next command. 


6.2.5 SENSE DRIVE STATUS 


SENSE DRIVE STATUS obtains drive status infor- 
mation. It has no execution phase and goes directly 
to the result phase from the command phase. 
STATUS REGISTER 3 contains the drive status in- 
formation. 


6.2.6 SPECIFY 


The SPECIFY command sets the initial values for 
each of the three internal timers. The HUT (Head 
Unload Time) defines the time from the end of the 
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execution phase of one of the read/write commands 
to the head unload state. The SRT (Step Rate Time) 
defines the time interval between adjacent step 


pulses. Note that the spacing between the first and 
second step pulses may be shorter than the remain- 


_ ing step pulses. The HLT (Head Load Time) defines 


the time between the Head Load signal goes high 
and the read, write operation starts. The values 
change with the data rate speed selection and are 


_documented in Table 6-10. 


Table 6-10. Drive Control —— = 


mir 1M 500K 300K 250K|1M 500K 300K 250K 


ae 
00 
01 
02 


7F 
7F 


The choice of DMA or NON-DMA operations is 
made by the ND bit. When this bit is ‘1’, the NON- 
DMA mode is selected, and when ND is “0”, the 
DMA mode is selected. In DMA mode, data transfers © 
are signalled by the DRQ pin. Non-DMA mode uses 
the RQM bit and the INT pin to signal data transfers. 


6.2.7 CONFIGURE 
Issued to select the special features of the 82077SL. 
A CONFIGURE command need not be issued if the 


default values of the 82077SL meet the system re- 
quirements. | 


CONFIGURE DEFAULT VALUES: 


EIS _ — No Implied Seeks 
EFIFO —FIFO Disabled 
POLL |§ —Polling Enabled 


FIFOTHR — FIFO Threshold Set to 1 Byte 
PRETRK — Pre-Compensation Set to Track 0 


| 

intel. 

EIS—Enable implied seek. When set to ‘1’, the 
82077SL will perform a SEEK operation before exe- 


cuting a read or write command. Defaults to no im- 
plied seek. 


EFIFO—A “1” puts the FIFO into the 8272A com- 
patible mode where the FIFO is disabled. This 
means data transfers are asked for on a byte by byte 
basis. Defaults to “1”, FIFO disabled. The threshold 
defaults to one. - 


POLL—Disable polling of the drives. Defaults to “0”, 
polling enabled. When enabled, a single interrupt is 
generated after a RESET. No polling is performed 
while the drive head is loaded and the head unload 
delay has not expired. 


FIFOTHR—The FIFO threshold in the execution 
phase of read or write commands. This is program- 
mable from 1 to 16 bytes. Defaults to one byte. A 
“00” selects one byte “OF” selects 16 bytes. 


PRETRK—Pre-compensation start track number. 
Programmable from track 0 to 255. Defaults to track 
0. A “00” selects track 0, “FF’’ selects 255. 


6.2.8 VERSION 


The VERSION command checks to see if the con- 
troller is an enhanced type or the older type (8272A/ 
765A). A value of 90 H is returned as the result byte, 
defining an enhanced FDD controller is in use. No 
interrupts are generated. 


6.2.9 RELATIVE SEEK 

The command is coded the same as for SEEK, ex- 
cept for the MSB of the first byte and the DIR bit. 
DIR Head Step Direction Control. 


0 Step Head Out 
1 Step Head In 


RCN Relative Cylinder Number that determines 
how many tracks to step the head in or out 
from the current track number. 


The RELATIVE SEEK command differs from the 
SEEK command in that it steps the head the abso- 
lute number of tracks specified in the command in- 
stead of making a comparison against an internal 
register. The SEEK command is good for drives that 
support a maximum of 256 tracks. RELATIVE 
SEEKs cannot be overlapped with other RELATIVE 
SEEKs. Only one RELATIVE SEEK can be active at 
a time. Bit 4 of Status Register 0 (EC) will be set if 
RELATIVE SEEK attempts to step outward beyond 
Track 0. 
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As an example, assume that a floppy drive has 300 
useable tracks and that the host needs to read track 
300 and the head is on any track (0-255). If a SEEK 
command was issued, the head would stop at track 
255. If a RELATIVE SEEK command was issued, the 
82077SL would move the head the specified num- 
ber of tracks, regardless of the internal cylinder posi- 
tion register (but would increment the register). If the 
head had been on track 40 (D), the maximum track 
that the 82077SL could position the head on using 
RELATIVE SEEK, would be 296 (D), the initial track, 
+ 256 (D). The maximum count that the head can be 
moved with a single RELATIVE SEEK command is 
256 (D). 


The internal register, PCN, would overflow as the 
cylinder number crossed track 255 and would con- , 
tain 40 (D). The resulting PCN value is thus (NCN + 
PCN) mod 256. Functionally, the 82077SL starts 
counting from 0 again as the track number goes 
above 255(D). It is the users responsibility to com- 
pensate 82077SL functions (precompensation track 
number) when accessing tracks greater than 255. 
The 82077SL does not keep track that it is working 
in an “extended track area’’ (greater than 255). Any 
command issued would use the current PCN value 
except for the RECALIBRATE command which only 
looks for the TRACKO signal. RECALIBRATE would 
return an error if the head was farther than 79 due to 
its limitation of issuing a maximum 80 step pulses. 
The user simply needs to issue a second RECALI- 
BRATE command. The SEEK command and implied 
seeks will function correctly within the 44 (D) track 
(299-255) area of the “extended track area’. It is 
the users responsibility not to issue a new track posi- 
tion that would exceed the maximum track that is 
present in the extended area. 


To return to the standard floppy range (0-255) of 
tracks, a RELATIVE SEEK would be issued to cross 
the track 255 boundary. 


A RELATIVE SEEK can be used instead of the nor- 
mal SEEK but the host is required to calculate the 
difference between the current head location and 
the new (target) head location. This may require the 
host to issue a READ ID command to ensure that 
the head is physically on the track that software as- 
sumes it to be. Different 82077SL commands will 
return different cylinder results which may be difficult 


‘to keep track of with software without the READ ID 


command. 


6.2.10 DUMPREG 
The DUMPREG command is designed to support 


system run-time diagnostics and application soft- 
ware development and debug. 
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6.2.11 PERPENDICULAR MODE COMMAND 


The PERPENDICULAR MODE command should be _ 


issued prior to executing READ/WRITE/FORMAT 
commands that access a disk drive with perpendicu- 
lar recording capability. With this command, the 
length of the Gap2 field and VCO enable timing can 
be altered to accommodate the unique requirements 
of these drives. Table 6-11 describes the effects of 
the WGATE and GAP bits for the PERPENDICULAR 
MODE command. Upon a reset, the 82077SL will 
default to the conventional mode (WGATE = 0, 
GAP = 0). 


Selection of the 500 Kbps and 1 Mbps perpendicular 
- modes is independent of the actual data rate select- 
ed in the Data rate Select Register. The user must 
ensure that the two data rates remain consistent. 


The Gap2 and VCO timing requirements for perpen- 
dicular recording type drives are dictated by the de- 
- sign of the read/write head. In the design of this 
head, a pre-erase head precedes the normal read/ 
write head by a distance of 200 micrometers. This 
works out to about 38 bytes at a 1 Mbps recording 
density. Whenever the write head is enabled by the 
Write Gate signal the pre-erase head is also activat- 
ed at the same time. Thus, when the write head is 
initially turned on, flux transitions recorded on the 
media for the first 38 bytes will not be precondi- 
tioned with the pre-erase head since it has not yet 
been activated. To accommodate this head activa- 
tion and deactivation time, the Gap2 field is expand- 
ed to a length of 41 bytes. The format field shown in 
Figure 5-3 illustrates the change in the Gap2 field 
size for the perpendicular format. - 


“ | 
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On the read back by the 82077SL, the controller 
must begin synchronization at the beginning of the 
Sync field. For the conventional mode, the internal 
PLL VCO is enabled (VCOEN) approximately 24 
bytes from the start of the Gap2 field. But when the 
controller operates in the 1 Mbps perpendicular 
mode (WGATE = 1,GAP = 1), VCOEN goes active 
after 43 bytes to accommodate the increased Gap2 
field size. For both cases, an approximate 2 byte 
cushion is maintained from the beginning of the sync 
field for the purposes of avoiding write splices in the 
presence of motor speed variation. 


For the WRITE DATA case, the 82077SL activates 
Write Gate at the beginning of the sync field under 
the conventional mode. The controller then writes a 
new sync field, data address mark, data field, and 
CRC as shown in Figure 6-1. With the pre-erase 
head of the perpendicular drive, the write head must 
be activated in the Gap2 field to insure a proper 
write of the new sync field. For the 1 Mbps perpen- — 
dicular mode (WGATE = 1, GAP = 1), 38 bytes will 
be written in the Gap2 space. Since the bit density is 
proportional to the data rate, 19 bytes will be written | 
in the Gap2 field for the 500 Kbps perpendicular 
mode (WGATE = 1, GAP = 0). 


It should be noted that none of the alterations in 
Gap2 size, VCO timing, or Write Gate timing affect 
normal program flow. The information provided here 
is just for background purposes and is not needed 
for normal operation. Once the PERPENDICULAR | 
MODE command is invoked, 82077SL software be- 

havior from the user standpoint is unchanged. 


Table 6-11. Effects of WGATE and GAP Bits 


VCO Low 
Time after 


GAP WGATE 


index Pulse 


33 Bytes | 
33 Bytes 


Conventional Mode 
Perpendicular Mode 
(500 Kbps Data Rate) 
Reserved 
(Conventional) 
Perpendicular Mode 
(1 Mbps Data Rate) 


33 Bytes 


NOTE: 


Gap2 Format | Written by Write 


18 Bytes 


Length of | Portion of Gap2 Gap2 VCO 
Low Time for 


Data Operation | Read Operations 
24 Bytes 
24 Bytes 


Field 


24 Bytes 


43 Bytes 


When either GAP or WGATE bit is set, the current value of precompensation in the DSR is used. 
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6.2.12 POWERDOWN MODE COMMAND 


The POWERDOWN MODE command allows the au- 
tomatic power management of the 82077SL. This 
especially allows the extension of battery life in por- 
table PC systems. This command should be issued 
during the BIOS power on self test (POST) to enable 
auto powerdown. 


As soon as the command is enabled, a 10 ms ora 
0.5 sec minimum power up timer is initiated depend- 
ing on whether the MIN DLY bit is set to 0 or 1. This 
timer is one of the required conditions that has to be 
satisfied before the part will enter auto powerdown. 
Any software reset will reinitialize the timer. The tim- 
er countdown is also extended by up to 10 ms if the 
data rate is changed during the timer’s countdown. 
Without this timer 82077SL would have been put to 
sleep immediately after 82077SL is idle. The mini- 
mum delay gives software a chance to interact with 
82077SL without incurring an additional overhead 
due to recovery time. 


The command also allows the output pins of floppy 
disk drive interface to be tristated or left unaltered 
during auto powerdown. This is done by the FDi TRI 
bit. In the default condition (FDI TRI = 0) the output 
pins of the floppy disk drive are tristated. Setting this 
bit leaves the interface unchanged from the normal 
state. 


The results phase returns the values programmed 
for MIN DLY, FDI TRI and AUTO PD. The results 
phase of the auto powerdown mode command has 
its two most significant bits set to zero to distinguish 
it from the 82077AA’s command of the same value 
which returns an “Illegal Command”’ status of 80H. 
The auto powerdown mode is disabled by a hard- 
ware reset. Software results have no effect on the 
POWERDOWN MODE command parameters. 


6.3 Command Set Enhancements 


The PERPENDICULAR MODE and DUMPREG com- 
mands were enhanced along with the addition of a 
new LOCK command in the 82077AA. These en- 


Old PERPENDICULAR MODE command: 


NOTE: 


Data Bus 
D3 D2 D1 


| pase | aw D5 D4 


PERPENDICULAR MODE 


Command W 0 0 0 1 0 0 1 0 Command 
W 0 0 0 0 0 0 GAP WGATE Code 
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hancements also hold for the 82077SL and are ex- 
plained in this section of the data sheet. The com- 
mands were enhanced/added in order to provide 
protection against older software application pack- 
age which could inadvertently cause system com- 
patibility problems. The modifications/additions are 
fully backward compatible with the 82077AA which 
do not support the enhancements. 


6.3.1 PERPENDICULAR MODE 


The PERPENDICULAR MODE Command is en- 
hanced to allow the system designers to designate 
specific drives as Perpendicular recording drives. 
This enhancement is made so that the system de- 
signer does not have to worry about older applica- 
tion software packages which bypass their system’s 
FDC (Floppy Disk Controller) routines. The enhance- 
ment will also allow data transfers between Conven- 
tional and Perpendicular drives without having to is- 
sue PERPENDICULAR MODE commands between 
the accesses of the two different drives, nor having 
to change write pre-compensation values. The fol- 
lowing is an explanation of how this enhancement is 
implemented: 


With the old faplomentations the user must properly 
program both the PERPENDICULAR MODE com- 
mand and write pre-compensation value before ac- 
cessing either a Conventional or Perpendicular 
drive. These programmed values apply to all drives 
(DO-D3) which the 82077SL may access. It should 
also be noted that any form of RESET “Hardware” 
or “Software” will configure the PERPENDICULAR 
MODE command for Conventional mode (GAP and 
WGATE = “0”). 


With the enhanced implementation, both the GAP 
and WGATE bits have the same affects as the old 
implementation except for when they are both pro- 
grammed for value of ‘0’ (Conventional mode). For 


the case when both GAP and WGATE equal “0” the 


PERPENDICULAR MODE command will have the 
following effect on the 82077SL: 1) If any of the new 
bits DO, D1, D2, and D3 are programmed to “1” the 
corresponding drive will automatically be  pro- 
grammed for Perpendicular mode (ie: GAP2 being 


For the definition of GAP and WGATE bits see Table 6-11 and Section 6.2.11 of the data sheet. 
For the Enhanced PERPENDICULAR MODE command definition see Table 6-1. 
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written during a write operation, the programmed 
Data Rate will determine the length of GAP2.), and 
data will be written with 0 ns write pre-compensa- 
tion. 2) any of the new bits (DO-—D3) that are pro- 
grammed for ‘‘0” the designated drive will be pro- 
grammed for Conventional Mode and data will be 


written with the currently programmed write pre-— 


compensation value. 3) Bits DO, D1, D2, and D3 can 
only be over written when the OW bit is written as a 
- “4”. The status of these bits can be determined by 
interpreting the eighth result byte of the enhanced 
DUMPREG Command (See Section 6.3.3). (Note: if 
either the GAP or WGATE bit is a ‘‘1”’, then bits DO- 
D3 are ignored.) 


“Software” and “Hardware” RESET will have the 
following effects on the enhanced PERPENDICU- 
LAR MODE command: 
1) “Software” RESETs (Reset via DOR or DSR reg- 
isters) will only clear GAP and WGATE bits to 
~ “Q”, D3, D2, D1, and DO will retain their previous- 
~ ly programmed values. 
2) “Hardware’’ RESETs (Reset via pin 32) will clear 
all bits (GAP, Wgate, DO, D1, D2, and D3) to ‘0” 
(All Drives Conventional Mode). 


6.3.2 LOCK 


In order to protect a system with long DMA latencies 
against older application software packages that 
can disable the 82077SL’s FIFO the following LOCK 
Command has been has been retained in the 
82077SL’s command set: [Note: This command 


LOCK 


NOTES: 


Data Bus 


R/W 
a nT D6 D5 D4 
}———______ pupae Result Byte 
ir: — Undefined — 


; 

intel. 
should only be used by the system’s FDC routines, 
and ISVs (Independent Software Vendors) should 
refrain from using it. If an ISV’s application calls for 
having the 82077SL FIFO disabled a CONFIGURE 
Command should be used to toggle the EFIFO (En- 
able FIFO) bit. ISV can determine the value of the . 


LOCK bit by interpreting the eighth result byte of an 
DUMPREG Command (See Section 6.3.3).] 


The LOCK command defines whether EFIFO, 
FIFOTHR, and PRETRK parameters of the CON- 
FIGURE command can be RESET by the DOR and 
DSR registers. When the LOCK bit is set to a ‘‘1” all 
subsequent “software” RESETs by the DOR and 
DSR registers will not change the previously set pa- 
rameter values in the CONFIGURE command. When 
the LOCK bit is set to a “0” “software” RESETs by 
the DOR or DSR registers will return these parame- 
ters to their default values (See Section 6.2.7). All 
“hardware” Resets by pin 32 will set the LOCK bit to 
a “0” value, and will return EFIFO, FIFOTHR, and 
PRETRK to their default values. A Status byte is re- 
turned immediately after issuing the command byte. 
This Status byte reflects the value of the Lock bit set 
by the command byte. (Note: No interrupts are gen- 
erated at the end of this command.) 


6.3.3 ENHANCED DUMPREG COMMAND 
To accommodate the new LOCK command and en- 
hanced PERPENDICULAR MODE command the 


eighth result byte of DUMPREG command has been 
modified in the following manner: 


D3 D2 D1 


WGATE 


1. Data bit 7 reflects the status of the new LOCK bit set by the LOCK Command. 
2. Data Bits DO-D5 reflect the status for bits D3, D2, D1, D0, GAP and WGATE ‘set by the PERPENDICULAR MODE 


Command. 
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7.0 STATUS REGISTER ENCODING 


The contents of these registers are available only through a command sequence. 


7.1 Status Register 0 


7,6 IC | . Interrupt 00-Normai termination of command. The specified command was properly 
Code executed and completed without error. 
: 01-Abnormal termination of command. Command execution was started, 
but was not successfully compieted. 
10-Invalid command. The requested command could not be executed. 
11-Abnormal termination caused by Polling. | 


5 SE Seek End The 82077SL completed a SEEK or RECALIBRATE command, or a READ 
or WRITE with implied seek command. | 


Equipment The TRKO pin failed to become a “i” after: 
Check 1. 80 step pulses in the RECALIBRATE commana. 
2. The RELATIVE SEEK command causes the 8207758 L to step outward 


beyond Track 0. 


ee oe ee Unused. This bit is always “0”. 
fo lee a Head Address | The current head address. | 
DS1,0 | Drive Select | The current selected drive. 


7.2 Status Register 1 


BAN 


7 EN End of The 82077SL tried to access a sector beyond the final sector of the track 
Cylinder (255D). Will be set if TC is not issued after Read or Write Data Command. 
Data Error The 82077SL detected a CRC error in either the !D field or the data field of 
a secior. 
Overrun/ Becomes set if the 82077SL does not receive CPU or DMA service within 
Underrun the required time interval, resulting in data overrun or underrun. 
2 No Data Any one of the following: 
1. READ DATA, READ DELETED DATA command, the 82077SL did not 
2. READ ID command, the 82077SL cannot read the ID field without an 
error. 
sequence. 
it. Not Writable 


| 6 | Le Unused. This bit is always “O”’. 
Pee, | Unused. This bit is always “0”. | | 
find the specified sector. 
3. READ TRACK command, the 82077SL cannot find the proper sector 
MA Missing 
Address Mark 


WP pin became a ‘1” while the 82077SL is executing a WRITE DATA, 
WRITE DELETED DATA, or FORMAT TRACK command. 


Any one of the following: 
1. The 82077SL did not detect an ID address mark at the spécned track 
after encountering the index pulse from the IDX pin twice. 

2. The 82077SL cannot detect a data address mark or a deleted data 
address mark on the specified track. 
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7.3 Status Register 2 


CM Control Mark 


address mark. 


address mark. 


Data Error 
in Data 
Field. 


@) 


7.4 Status Register 3 


Symbol 


a 


8.0 COMPATIBILITY 


ack 
~“ INO ];,oO Ts N 
oO 


The 82077SL was designed with software compati- 


bility in mind. It is a fully backwards compatible solu- 
tion with the older generation 8272A and NEC765A/ 
B disk controllers. The 82077SL also implements 
on-board registers for compatibility with the Personal 
System/2s as well as PC/AT and PC/XT floppy disk 
controller subsystems. The 8207785 is fully compat- 
ible with Intel’s 386SL Microprocessor Superset. 
. The 82077SL represents a superset of features that 
are available on 82077AA. Upon a hardware reset of 
the 82077SL, all registers, functions and enhance- 
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Unused. This bit is always “O”’. | 7 


Any one of the following: : 
1. READ DATA command, the 82077SL encounters a deleted data 


2. READ DELETED DATA command, the 82077SL encounters a data 


The 82077SL detected a CRC error in the data field. 


Wrong The track address from the sector ID field is different from the track 
Cylinder address maintained inside the 82077SL. | | 
ee ae Unused. This bit is always “0”. | | | 
Lees Unused. This bit is always “‘0”’. 


BC Bad Cylinder 
indicates a bad track with a hard error according to the IBM soft- 
sectored format. . 


The 82077SL cannot detect a data address mark or a deleted data 


Missing Data 
Address Mark | address mark. 


a ‘Unused. This bit is always “1”. 


The track address from the sector ID field is different from the track 
address maintained inside the 82077SL and is equal to FF hex which 


ments default to a PS/2, PC/AT, or PS/2 Model 30 
compatible operating mode depending on how the 
IDENT and MFM pins are sampled during Hardware 
Reset. 


8.1 Register Set Compatibility 


The register set contained within the 82077SL is a 
culmination of hardware registers based on the ar- 
chitectural growth of the IBM personal computer 
line. Table 8-1 indicates the registers required for 
compatibility based on the type of computer. 


82077SL 
Register 


) 
| DIR 
| CCR 


*CCR is emulated by DSR in an 82072 PC/AT design. 


i 
| SRB 
| DOR 
| MSR 
| dsR 


8.2 PS/2 vs. AT vs. Model 30 Mode 


To maintain compatibility between PS/2, PC/AT, 
and Model 30 environments the IDENT and MFM 
pins are provided. The 82077SL is placed into the 
proper mode of operations upon Hardware RESET 
with the appropriate settings of the IDENT and MFM 
pins. The proper settings of the IDENT and MFM 
pins are described in IDENT’s pin description. Differ- 
ences between the three modes are described in 
the following sections. 


8.2.1 PS/2 MODE 


IDENT strapped low causes the polarity of DENSEL 
to be active low for high (500 Kbps/1 Mbps) data 
rates (typically used for 3.5” drives). This polalrity of 
DENSEL assumes INVERT # to be low. A compre- 
hensive description of DENSEL behavior is given in 
Table 2-6. 


The DMAGATE bit in the Digital Output Register 
(DOR) will not cause the DRQ or INT output signals 
to tristate. This maintains consistency with the oper- 
ation of the floppy disk controller subsystem in the 
PS/2 architecture. 


TC is an active low input signal that is internally qual- 
ified by DACK being active low. 


8.2.2 PC/AT MODE 


IDENT strapped high causes the polarity of DENSEL 
to be active high for high (500 Kbps/1 Mbps) data 
rates (typically used for 5.25” drives). This polarity 
of DENSEL assumes INVERT # to be low. A com- 
prehensive description of DENSEL behavior is given 
in Table 2-6. 
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If the DMAGATE bit is written to a ‘‘0” in the Digital 
Output Register (DOR), DRQ and INT will tristate. If 


DMAGATE is written to a “1”, then DRQ and INT will 


be driven appropriately by the 82077SL. 


TC is an active high input signal that is internally 
qualified by DACK# being active low. © 


8.2.3 MODEL 30 MODE 


IDENT strapped low causes the polarity of DENSEL 
to be active low for high (500 Kbps/1 Mbps) data 
rates (typically used for 3.5” drives). This polarity of 
DENSEL assumes INVERT # to be low. A compre- 
hensive description of DENSEL behavior is given in 
Table 2-6. 


DMAGATE and TC function the same as in PC/AT 
mode: 


8.3. Compatibility with the FIFO © 


The FIFO of the 82077SL is designed to be trans- 
parent to non-FIFO disk controller software devel- 
oped on the older generation 8272A standard. Oper- 
ation of the 82077SL FIFO can be broken down into 
two tiers of compatibility. For first tier compatibility, 
the FIFO is left in the default disabled condition 
upon a ‘“‘Hardware”’ reset (via pin 32). In this mode 
the FIFO operates in a byte mode and provides 
complete compability with non-FIFO based soft- 
ware. For second tier compatibility, the FIFO is en- 
abled via the CONFIGURE command. When the 
FIFO is enabled, it will temporarily enter a byte mode 
during the command and result phase of disk con- 
troller operation. This allows for compatible opera- 
tion when interrogating the Main Status Register 
(MSR) for the purpose of transferring a byte at a 
time to or from the disk controller. For normal disk 
controller applications, the system designer can still 
take advantage of the FIFO for time critical data. 
transfers during the execution phase and not create 
any conflicts with non-FIFO software during the 
command or result phase. 


In some instances, use of the FIFO in any form has 
conflicted with certain specialized software. An ex- 
ample of a compatibility conflict using the FIFO is 
with software that monitors the progress of a data 
transfer during the execution phase. If the software 
assumed the disk controller was operating in a sin- 
gle byte mode and counted the number of bytes 
transferred to or from the disk controller to trigger 
some time dependent event on the disk media (i.e. 
head position over a specific data field), the same 
software will not have an identical time relationship if 
the FIFO is enabled. This is because the FIFO al- 
lows data to be queued up, and then burst trans- 
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ferred across the host bus. To accommodate soft- 
ware of this type, it is recommended that the FIFO 
be disabled. 


8.4 Drive Polling 


The 82077SL supports the polling mode of the older 
generation 8272A. This mode is enabled upon a re- 
set and can be disabied via the CONFIGURE com- 
mand. This mode is supported for the sole purpose 
of providing backwards compatibility with software 
that expects it’s presence. 


The intended purpose of drive polling dates back to 
8” drives as a means to monitor any change in 
status for each disk drive present in the system. 
Each of the drives is selected for a period of time 


4 _and its READY signal sampled. After a delay, the 


next drive is selected. Since the 82077SL does not 
support READY in this capacity (internally tied true), 
the polling sequence is only simulated and does not 
affect the drive select lines (DSO—DS3) when it is 
active. If enabled, it occurs whenever the 82077SL 
is waiting for a command or during SEEKs and RE- 
CALIBRATEs (but not IMPLIED SEEKs). Each drive 
Is assumed to be not ready after a reset and a 

“ready” value for each drive is saved in an internal 
register as the simulated drive is polled. An interrupt 
will be generated on the first polling loop because of 
the initial ‘not ready” status. This interrupt must be 
followed with a SENSE INTERRUPT STATUS com- 
mand from the host to clear the interrupt condition 
for each of the four logical drives. 


9.0 PROGRAMMING GUIDELINES 


Programming the 82077SL is identical to any other 
8272A compatible disk controller with the exception 
of some additional commands. For the new designer 
it is useful to provide some guidelines on how to 
program the 82077SL. A typical disk operation in- 
volves more than issuing a command and waiting for 
the results. The control of the floppy disk drive is a 
low level operation that requires software interven- 
tion at different stages. New commands and fea- 
tures have been added to the 82077SL to reduce 
the complexity of this software interface. 


9.1 Command and Result Phase 
_Handsnaking 


Before a command or parameter byte can be issued 
to the 82077SL, the Main Status Register (MSR) 
must be interrogated for a ready status and proper 
FIFO direction. A typical floppy controller device 
driver should contain a subroutine for sending com- 
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mand or parameter bytes. For this discussion, the 
routine will be called “Send ers with the flow- 
chart shown in Figure 9-1. 


INITIALIZE TIMEOUT 
__ COUNTER 
READ MSR 


MSR = 10XXXXXXb ? 


WRITE BYTE TO FIFO 


RETURN — : 
; INCREMENT COUNTER 


COUNTER EXPIRED? _ 


TIMEOUT ERROR 


29041 0-7 


Figure 9-1. Send__Byte Routine 


The routine loops until RQM is 1 and DIO is 0 indi- 
cating a ready status and FIFO direction is inward. If 
this condition is true, the 82077SL is ready to accept 
a command or parameter byte. A timeout counter is 
used to insure software response within a reason- 
able amount of time in case of no response by the 
82077SL. As a note, the programmer must be care- 
ful how the maximum delay is chosen to avoid un- 
necessary timeouts. For example, if anew command 
is issued when the 82077SL is in the middle of a 
polling routine, the MSR will not indicate a ready 
status for the next parameter byte until the polling 
sequence completes the loop. This could cause a 
delay between the first and second bytes of up to 
250 ws (@ 250 Kbps). If polling is disabled, this maxi- 
mum delay is 175 ws. There should also be enough 
timeout margin to accommodate a shift of the soft- 
ware to a higher speed system. A timeout value that 
results in satisfactory operation on a 16 MHz CPU 
might fail when the software is moved to a system 
with a 25 MHz CPU. A recommended solution is to 
derive the timeout counter from a system hardware 
counter that is fixed in frequency from CPU clock to 
CPU clock. 


For reading result bytes from the 82077SL, a similar 
routine is used. Figure 9-2 illustrates the flowchart 
for the routine ‘““Get_byte”’. The MSR is polled until 
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RQM is 1 and DIO is 1, which indicates a ready 
status and outward FIFO direction. At this point, the 
host can read a byte from the FIFO. As in the 
Send__byte routine, a timout counter should be in- 
corporated in case of a disk controller lock-up condi- 
tion. For example, if a disk was not inserted into the 
disk drive at the time of a read operation, the con- 
troller would fail to receive the index pulse and lock- 
up since the index pulses are required for termina- 
tion of the execution phase. 


9.2 Initialization 


Initializing the 82077SL involves setting up the ap- 
propriate configuration after a reset. Parameters set 
by the SPECIFY command are undefined after a 
system reset and will need to be reinitialized. CON- 
FIGURE command parameters default to a known 
state after a system reset but will need to be reinitial- 
ized if the system requirements are different from 
the default settings. The flowchart for the recom- 
mended initialization sequence of the 82077SL is 
shown in Figure 9-3. 


INITIALIZE TIMEOUT 
COUNTER 


READ MSR 
INCREMENT COUNTER 
COUNTER EXPIRED? 


READ BYTE FROM FIFO 
RETURN 


TIMEOUT ERROR 
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Figure 9-2. Get__Byte Routine 


Following a reset of the 82077SL, the Configuration 
Control Register (CCR) should be reinitialized for the 
appropriate data rate. An external reset via the RE- 
SET pin will cause the data rate and write precom- 
pensation values to default to 250 Kbps (10b) and 
125 ns (000b) respectively. Since the 125 ns write 
precompensation value is optimal for the 514,” and 
31%" disk drive environment, most applications will 
not require the value to be changed in the initializa- 
tion sequence. As a note, a software reset issued via 
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the DOR or DSR will not affect the data rate or write 
precompensation values. But it is recommended as 
a safe programming practice to always program the 
data rate after a reset, regardless of the type. 


Since polling is enabled after a reset of the 
82077SL, four SENSE INTERRUPT STATUS com- 
mands need to be issued afterwards to clear the 
status flags for each drive. The flowchart in Figure 
9-3 illustrates how the software clears each of the 
four interrupt status flags internally queued by the 
82077SL. It should be noted that although four 
SENSE INTERRUPT STATUS commands are is- 
sued, the INT pin is only active until the first SENSE 
INTERRUPT STATUS command is executed. 


RESET 
PROGRAM DATA RATE 
VIA CCR 
WAIT FOR INTERRUPT 
ISSUE SENSE INTERRUPT 
STATUS COMMAND 
READ STO & PCN 


LOOP 4 TIMES 


» PARAMETERS 
DIFFERENT FROM 
DEFAULT? 


ISSUE CONFIGURE 
COMMAND 
ISSUE SPECIFY 
COMMAND 
82077AA READY TO 
ACCEPT COMMANDS 


Figure 9-3. Initialization Flowchart 
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As a note, if the CONFIGURE command is issued 
within 250 us of the trailing edge of reset (@ 1 
Mbps), the polling mode of the 82077SL can be dis- 
abled before the polling initiated interrupt occurs. 
Since polling stops when the 82077SL enters the 
command phase, it is only time critical up to the first 
byte of the CONFIGURE command. If disabled in 
time, the system software no longer needs to issue 
the four SENSE INTERRUPT STATUS commands 
to clear the internal interrupt flags normally caused 
by polling. 


The CONFIGURE command should also be issued if 
the system requirements are different from the de- 
fault settings (as described in Section 6.2.7). For ex- 
ample, the CONFIGURE command can be used to 


enable the FIFO, set the threshold, and enable Im- 


plied Seeks. 


The non-DMA mode flag, step rate (SRT), head load 
(HLT), and head unload times (HUT) programmed by 
the SPECIFY command do not default to a known 
state after a reset. This behavior is consistent with 
the 8272A and has been preserved here for compat- 
ibility. Thus, it is necessary to always issue a SPECI- 
FY command in the initialization routine. 


9.3 . Recalibrates and Seeks 


Commands that position the disk head are different 
from the typical READ/WRITE/FORMAT command 
in the sense that there is no result phase. Once a 
RECALIBRATE, SEEK, or RELATIVE SEEK com- 
mand has been issued, the 82077SL will return a 
ready status in the Main Status Register (MSR) and 
perform the head positioning operation as a back- 
ground task. When the seek is complete, the 
82077SL will assert the INT signal to request serv- 
‘ice. A SENSE INTERRUPT STATUS command 
should then be asserted to clear the interrupt and 
read the status of the operation. Since the drive and 
motor enable signals are directly controlled through 
the Digital Output Register (DOR) on the 82077SL, a 
write to the DOR will need to precede the RECALI- 
BRATE or SEEK command if the drive and motor is 
not already enabled. Figure 9-4 shows the flow chart 
for this operation. . 


9.4 Read/Write Data Operations 


A read or write data operation requires several steps 
to complete successfully. The motor needs to be 
turned on, the head positioned to the correct cylin- 
der, the DMA controller initialized, the read or write 
command initiated, and an error recovery scheme 
implemented. The flowchart in Figure 9-5 highlights 
a recommended algorithm for performing a read or 
write data operation. 


2-358 


ENABLE DRIVE & MOTOR 
VIA DOR 
ISSUE RECALIBRATE OR 
SEEK COMMAND 
~ WAIT FOR INTERRUPT 


TISSUE SENSE INTERRUPT 
STATUS COMMAND 
- READ STO & PCN 


N 
<> ° SEEK FAILURE 


YES 


SEEK COMPLETE 


Figure 9-4. Recalibrate and Seek Operations 
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Before data can be transferred to or from the disk- 
ette, the disk drive motor must be brought up to 
speed. For most 31.” disk drives, the spin-up time is — 
300 ms, while the 514,” drive usually requires about 
500 ms due to the increased moment of inertia asso- 
ciated with the larger diameter diskette. 


One technique for minimizing the motor spin-up de- 
lay in the read data case is to begin the read opera- 
tion immediately after the motor is turned on. When 
the motor is not initially up to speed, the internal 
data separator will fail to lock onto the incoming data 
stream and report a failure in the status registers. 
The read operation is then repeated until successful 
status is obtained. There is no risk of a data integrity 
problem since the data field is CRC validated. But, it 
is not recommended to use this technique for the 
write data operation even though it requires suc- 
cessful reading of the ID field before the write takes 
place. The data separator performance of the 
82077SL is such that locking to the data stream 
could take place while the motor speed variation is 
still significant. This could result in errors when an 
attempt is made to read the disk media by other disk 
controllers that have a narrower incoming data 
stream frequency bandwidth. 


After the motor has been turned on, the matching 
data rate for the media inserted into the disk drive 
should then be programmed to the 82077SL via the 
Configuration Control Register (CCR). The 82077SL 


ENABLE DRIVE & MOTOR 
VIA DOR 


PROGRAM DATA RATE 
VIA CCR 
RECALIBRATE 


MOTOR ON -_ 


TIME > 500 msec 


INITIALIZE DMA 
CONTROLLER 
ISSUE READ OR WRITE 
COMMAND 
INITIALIZE TIMEOUT 
COUNTER 


COUNTER 
TIMEOUT? 


FDC INTERRUPT 
DETECTED? 


YES 


OPERATION COMPLETE 


82077SL 


FDC TIMEOUT ERROR 


READ/WRITE 
TRIES > 3 


RECALIBRATE 


ES 
READ/WRITE OPERATION 
FAILED 
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Figure 9-5. Read/Write Operation 


is designed to allow a different data rate to be pro- 
grammed arbitrarily without disrupting the integrity of 
the device. In some applications, it is required to au- 
tomatically determine the recorded data rate of the 
inserted media. One technique for doing this is to 
perform a READ ID operation at each available data 
rate until a successful status is returned in the result 
phase. 


lf implied seeks are not enabled, the disk drive head 
must be positioned over the correct cylinder by exe- 
cuting a SEEK command. After the seek is com- 


plete, a head settling time needs to be asserted be- 
fore the read or write operation begins. For most 
drives, this delay should be a minimum of 15 ms. 
When using implied seeks, the minimum head set- 
tling time can be enforced by the head load time 
(HLT) parameter designated in the SPECIFY com- 
mand. For example, a HLT value of 8 will yield an 
effective head settling time of 16 ms for a pro- 
grammed data rate of 500 Kbps. Of course if the 
head is already positioned over the correct cylinder, 
the head settling time does not need to be enforced. 
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ENABLE DRIVE & MOTOR 
VIA DOR 


PROGRAM DATA RATE 
VIA CCR 


RECALIBRATE 
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TIME > 500 msec 
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ISSUE FORMAT TRACK 
COMMAND 


INITIALIZE TIMEOUT 
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COUNTER 
TIMEOUT? 


FDC INTERRUPT 
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READ RESULT BYTES 
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SEEK TO NEXT CYLINDER 


FDC TIMEOUT ERROR 


INCREMENT CYLINDER 
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FORMAT COMPLETE ~ 
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Figure 9-6 Formatting 


The DMA controller is then initialized for the data 
transfer and the read or write command is executed. 
Typically the DMA controller will assert Terminal 
- Count (TC) when the data transfer is complete. The 


82077SL will then complete the current data transfer . 


and assert the INT signal signifying it has entered 
the result phase. The result phase can also be en- 
tered by the 82077SL if an error is encountered or 
the last sector number equals the End of Track 
(EOT) parameter. 


Based on the algorithm in Figure 9-5, if an error is 
encountered after reading the result bytes, two more 
retries are performed by reinitializing the DMA con- 
troller and re-issuing the read or write data com- 
mand. A persisting failure could indicate the seek 
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operation did not achieve proper alignment between 
the head and the track. The disk head should then 
be recalibrated and the seek repeated for a maxi- 
mum of two more tries. Unsuccessful operation after 
this point should be reported as a disk failure to th 


operating system. | 


9.5 Formatting 


The disk formatting procedure involves positioning 
the head on each track and creating a fixed format 
field used for organizing the data fields. The flow- 
chart in Figure 9-6 highlights the typical format pro- 
cedure. | 
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After the motor has been turned on and the correct 
data rate programmed, the disk head is recalibrated 
to track 0. The disk is then allowed to come up to 
speed via a 500 ms delay. It is important the disk 
speed has stabilized before the actual formatting to 
avoid any data rate frequency variations. Since the 
format fields contain critical information used by the 
data separator of the disk controller for synchroniza- 
tion purposes, frequency stability of the data stream 
is imperative for media interchangeability among dif- 
ferent systems. 


The ID field data created on the disk during the for- 
mat process is provided by the DMA controller dur- 
ing the execution phase. The DMA controller is ini- 
tialized to send the C, H, R and N values for each 
sector ID field. For example, to format cylinder 7, on 
head 1, with 9 sectors, and a sector size of 2 (512 
bytes), the DMA controller should be programmed to 
transfer 36 bytes (9 sectors x 4 bytes per sector) 
with the following data field: 7,1,1,2, 7,1,2,2, 7,1,3,2, 

.. 7,1,9,2. Since the values provided to the 
82077SL during the execution phase of the format 
command are directly recorded as the ID fields on 
the disk, the data contents can be arbitrary. Some 
forms of copy protection have been implemented by 
taking advantage of this capability. 


After each head for a cylinder has been formatted, a 
seek operation to the next cylinder is performed and 
the format process is repeated. Since the FORMAT 
TRACK command does not have implied seek capa- 
bility, the SEEK command must be used. Also, as 
discussed in Section 9-2, the head settling time 
needs to be adhered to after each seek operation. 


9.6 Verifies 


In some applications, the sector data needs to be 
verified immediately after each write operation. The 
verify technique historically used with the 8272A or 
82072 disk controller involved reinitializing the DMA 
controller to perform a read transfer or verify transfer 
(DACK# is asserted but not RD #) immediately after 
each write operation. A read command is then to be 
issued to the disk controller and the resulting status 
indicates if the CRC validated the previously written 
data. This technique has the drawback of requiring 
additional software intervention by having to repro- 
gram the DMA controller between each sector write 
operation. The 82077SL supports this older verify 
technique but also provides a new VERIFY com- 
mand that does not require the use of the DMA con- 
troller. This is also available in 82077AA. 


To verify a write data transfer or format track opera- 
tion using the VERIFY command, the software sim- 
ply issues the command with the same format as a 
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~ READ DATA command but without the support of 


the DMA controller. The 82077SL will then perform a 
disk read operation without a host data transfer. The 
CRC will be calculated for each sector read and 
compared against the value stored on the disk. 
When the VERIFY command is complete, the status 
register will report any detected CRC errors. 


9.7 Powerdown State and Recovery 


The two power management modes coupled with 
the internal oscillator power management forms an 
important consideration for programming the 
82077SL. The recovery of 82077SL and the time it 
takes to achieve complete recovery depends on 
how 82077SL is powered down and how it is awak- 
ened. The following sections describe all the pro- 
gramming concerns and subtleties involved in using 
power management features of the 82077SL. 


9.7.1 OSCILLATOR POWER MANAGEMENT 


Section 4.1 covers the power management scheme 
involved in powering down of both an internal and an 
external oscillator. Both types of oscillators face 
drop out effects and require recovery times on the 
order of tens of milliseconds (this may be objection- 
able to some application software). This means that 
if the oscillator is powered down then it is imperative 
for the software to assure enough time for the oscil- 
lator to recover to a stable state. Oscillator power 
management must be controlled by the system soft- 
ware especially to maintain software transparency. 
In cases where the system goes into a standby 
mode (by user request or system timeout), the pow- 
er management software can turn off the oscillator 
to conserve power. Complete recovery from an os- 
cillator powerdown state requires the software to 
turn on the oscillator sufficiently ahead of awakening 
the 82077SL. 


9.7.2 PART POWER MANAGEMENT 


The part powerdown and wake up modes are cov- 
ered in Section 4.2 in detail. This section is meant to 
address the programming concerns for the part (ex- 
cluding the oscillator) during these modes. 


9.7.2.a Powerdown Modes 


For both types of powerdown modes—DSR power- 
down and auto powerdown, if reset is used to exit 
the part from powerdown then the internal microcon- 
troller will go through a standard sequence: register 
initialization followed after some delay by an inter- 
rupt. 
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Software transparency in auto powerdown mode is 
preserved by MSR retaining the value of 80H which 
indicates that the part is ready to receive a com- 
mand. This feature allows the part to powerdown 

while maintaining its responsiveness to any applica- 
tion software. 


9.7.2.5 Wake Up Modes 


Wake up from DSR powerdown results in the part 
being internally reset and all present status being 
lost. During DSR powerdown the RQM bit in the 
MSR is set. A software or hardware reset will wake 
up the part. 


The case for wake up from auto powerdown is differ- 
ent. The BIOS and application software are very 
sensitive to delays involved in writing the first com- 
mand bytes to the 82077SL. Most programs have 
short error timeouts in these cases. Such programs 
would not tolerate any floppy disk controller that was 
unable to receive the first byte of a command at any 
time. The following describes how 82077SL uniquely 
sustains its software transparency during wake up 
sequences. 


Prior to writing a command to 82077SL, it is first 
necessary to read the MSR to ensure that the 
82077SL is ready (RQM bit must be set) to receive 
the command. When the part detects a MSR read, it 
assumes that another command will follow and be- 
gins the wake up process. While the part is waking 
up it does not change the state of the MSR (MSR = 
80H) and is able to receive the command in the 
FIFO. At this point one of the two following scenar- 
ios can occur. 


— No other command is sent subsequent to the 
MSR read. The part wakes up and initializes the 
minimum power up timer. Upon the expiration of 
this timer the part is once again put in power- 
down state. 

— Another command follows the MSR read. If the 
command is send during the part’s recovery from 

- powerdown, the part remembers the command, 
clears the RQM bit (to prevent further bytes be- 
ing written) and acts on the command once it is 
fully awake. 
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If the MSR was not checked prior to. writing of a 
commana, the part will proceed as stated above with 
the RQM bit cleared and the command byte held 
until the internal microcontroller is ready. Writing the 
motor enable bits in DOR active will initiate the wake 


up sequence with RQM set high, ready to receive 
any command. 


As it is clear from the above discussion, the immedi- 
ate access to the floppy disk controller for the first 
command byte is vital to software transparency. The 
recovery of the part from powerdown may involve a 
delay after the first command byte has been issued. 
However, all programs have tolerance for the delay 
after the first command byte is issued. In a powered 
up chip, it is possible for the microcontroller to be in 
its “polling loop’. As a result the tolerance for this 
delay provides an excellent window for recovery of 
the part. 


10.0 DESIGN APPLICATIONS 


10.1 PC/AT Floppy Disk Controller 


This section presents a design application of a PC/ 
AT compatible floppy disk controller. With an 
82077SL, a 24 MHz crystal, a resistor package, and 
a device chip select, a complete floppy disk control- 
ler can be built. The 82077SL integrates all the nec- 
essary building blocks for a reliable and low cost 
solution. But before we discuss the design applica- 
tion using the 82077SL, it is helpful to describe the 
architecture of the original IBM PC/AT floppy disk 
controller design that uses the 8272A. 


10.1.1 PC/AT FLOPPY DISK CONTROLLER 
ARCHITECTURE 


The standard IBM PC/AT floppy disk controller us- 
ing the 8272A requires 34 devices for a complete 
solution. The block diagram in Figure 10-1 illustrates 
the complexity of the disk controller. A major portion 
of this logic involves the design of the data separa- 
tor. The reliability of the disk controller is primarily 
dictated by the performance and stability of the data 
separator. Discrete board level analog phase lock 
loops generally offer good bit jitter margins but suffer - 
from instability and tuning problems in the manufac- 
turing stage if not carefully designed. While digital 
data separator designs offer stability and generally a 
lower chip count, they suffer from poor performance 
in the recovery of data. 


All 
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Figure 10-1. Standard IBM PC/AT Floppy Disk Controller 


Table 10-1 indicates the drive and media types the 
IBM PC/AT disk controller can support. This re- 
quires the data separator to operate at three differ- 
ent data rates: 250 Kbps, 300 Kbps and 500 Kbps. 
Clocks to the data separator and disk controller 
need to be prescaled correspondingly to accommo- 
date each of these data rates. The clock prescaling 
is controlled by the Data rate Select Register (DSR). 
Supporting all three data rates can compromise the 
performance of the phase lock loop (PLL) if steps 
are not taken in the design to adjust the perform- 
ance parameters of the PLL with the data rate. 


Table 10-1. Standard PC/AT 
Drives and Media Formats 


: Drive Data ' 
40 


360 Kbyte | 300 RPM} 250 Kbps 9 
*360 Kbyte | 360 RPM | 300 Kbps 9 40 
1.2 Mbyte | 360 RPM! 500 Kbps 80 


*360 Kbyte diskette in a 1.2 Mbyte drive. 
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The PC/AT disk controller provides direct control of 
the drive selects and motors via the Digital Output 
Register (DOR). As a result, drive selects on the 
8272A are not utilized. This places drive selection 
and motor speed-up control responsibility with the 
software. The DOR is also used to perform a soft- 
ware reset of the disk controller and tristate the 
DRQ2 and IRQ6 output signals on the PC bus. 


The design of the disk controller also requires ad- 
dress decode logic for the disk controller and regis- 
- ter set, buffering for both the disk interface and PC 
bus, support for write precompensation and monitor- 
ing of the disk change signal via a separate read 
only register (DIR). An |/O address map of the com- 
plete register set for the PC/AT floppy disk control- 
ler is shown in Table 10-2. 


Table 10-2. 1/O Address Map for the PC/AT 


3FOH — Unused 

SFIH —_ -Unused | 

3F2H Write Digital Output Register 
3F3H — Unused 

3F4H Read Main Status Register 
SF5H | Read/Write | Data Register 

3F6H — Unused 

3F7H Write Data Rate Select Register 


3F7H Read Digital Input Register 
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10.1.2 82077SL PC/AT SOLUTION 


The 82077SL integrates the entire PC/AT controller 
design with the exception of the address decode on 
a single chip. The schematic for this solution is 
shown in Figure 10-2. The chip select for the 
82077SL is generated by a 16L8 PAL that is pro- 
grammed to decode addresses O3FOH thru 03F7H 
when AEN (Address Enable) is low. The program- 
ming equation for the PAL is shown in a ABEL file 
format in Figure 10-3. An alternative address decode 
solution could be provided by using a 74LS133 13 
input NAND gate and 74LS04 inverter to decode 
A3-A14 and AEN. Although the PC/AT allows for a 
64K I/O address space, decoding down to a 32K 
I/O address space is sufficient. with the existing 
base of add-in cards. 


A direct connection between the disk interface and 


the 82077SL is provided by on-chip output buffers 
with a 40 mA sink capability. Open collector outputs 
from the disk drive are terminated at the disk con- 
troller with a 1500 resistor pack. The 82077SL disk 
interface inputs contain a schmitt trigger input struc- 
ture for higher noise immunity. The host interface is 
a similar direct connection with 12 mA sink capabili- 
ties on DBO-—DB7, INT and DRQ. 


S9E-¢ 


49}101}U0D SIG Addo|4 1LV¥/Dd 1SZZ02Z8 "2-01 eanbig 


*Typical values for 5.25” disk drives. 
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For 3.5” disk drive, use 1K resistors. 


34 PIN DISK INTERFACE 
(odd pins 1-33 grounded) 
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MODULE PCATO77_LOGIC; 


TITLE "82077SL PC/AT FLOPPY DISK CONTROLLER! ; 
PCATO77 DEVICE "P16L8' ; | 


GND, VCC 
SA3,SA4,SA5,SA6,S5SA7,SA8,SA9,SA10 
SA11,5A12,SA15,SA14,S5SA15 , AEN 
CSO77_ 


EQUATIONS 


"" CHIP SELECT FOR THE 82077SL (SFOH -- 


PIN 10,20; 

PIN 1,2,5,4,5,6,7,8; 
PIN 9,11,15,14,15,16; 
PIN 12; 


SF7H) 


CSO77. = !(!SA15 & !SAl14 & !SA15 & !SAl2 & !SAl1l & !SA10O & 
| SAO & SAS & SA7 & SA6 & SA5 & SA4 & !SA3 & !AEN) ; 


END PCATO77_LOGIC 


Figure 10-3. PAL Equation File for a PC/AT Compatible FDC Board 


10.2 3.5” Drive Interfacing 


The 82077SL is designed to interface to both 3.5” 
and 5.25” disk drives. This is facilitated by the 


82077SL by orienting IDENT to get the proper polari- ° 


ty of DENSEL for the disk drive being used. Typical- 
ly DENSEL is active high for high (500 Kbps/ 
1 Mbps) data rates on 5.25” drives. And DENSEL is 
typically active low for high data rates on 3.5”. 
drives. A complete description of how to orient 
IDENT to get the proper polarity for DENSEL is giv- 
en in Table 2-6. 


10.2.1 3.5” DRIVES UNDER THE AT MODE 


When interfacing the 82077SL floppy disk controller 
with a 3.5” disk drive in a PC/AT application, it is 
possible that two design changes will need to be 
implemented for the design discussed in Section 
10.1. Most 3.5” disk drives incorporate a totem pole 
interface structure as opposed to open collector. 
Outputs of the disk drive will drive both high or low 
voltage levels when the drive is selected, and float 
only when the drive has been deselected. These to- 
tem pole outputs generally can only sink or source 
4 mA of current. As a result, it is recommended to 
replace the 1509 termination resistor pack with a 
4.7 KQ package to pull floating signals inactive. 
Some other 3.5” drives do have an open collector 
interface, but have limited sink capability. In these 
cases, the drive manufacturer manuals usually sug- 
gest a 1 KO. termination. 
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A second possible change required under ‘AT 
mode” operation involves high capacity 3.5” disk 
drives that utilize a density select signal to switch 
between media recorded at a 250 Kbps and 
500 Kbps data rate. The polarity of this signal is typi- 
cally inverted for 3.5” drives versus 5.25” drives. 
Thus, an inverter can be added between the DEN- 
SEL output of the 82077SL and the disk drive inter- 
face connector when using 3.5” drives. 


But drives that do not support both data rates or 
drives with an automatic density detection feature 
via an optical sensor do not require the use of the 
DENSEL signal. 


Another method is to change the polarity of IDENT — 
with a drive select signal. ORing RESET with the 
drive select signal (DSO-3) used for the 3.5” disk 
drive will produce the proper polarity for DENSEL 
(assuming INVERT # is low). 


10.2.2 3.5” DRIVES UNDER THE PS/2 MODES 


If IDENT is strapped to ground, the DENSEL output 
signal polarity will reflect a typical 3.5” drive mode of 
operation. That is, DENSEL will be high for 250 Kbps 
or 300 Kbps and low for 500 Kbps or 1 Mbps (as- 
suming INVERT# is low). Thus the only change 
from the disk interface shown in Figure 10-2 is to 
replace the 1500 termination resistor pack with a 
value of about 10 KN. This will prevent excessive 
current consumption on the CMOS inputs of the 
82077SL by pulling them inactive when the drive(s) © 
are deselected. 


intel. 


10.2.3 COMBINING 5.25” AND 3.5” DRIVES 


If 5.25” and 3.5” drives are to be combined in a 
design, then steps need to be taken to avoid conten- 
tion problems on the disk interface. Since 3.5” 
drives do not have a large sink capability, the 1500 
termination resistor pack required by 5.25” drives 
cannot be used with the 3.5” drive. To accommo- 
date both drives with the same disk controller, the 
outputs of the 3.5” drive should be buffered before 
connecting to the 82077SL disk interface inputs. 
The 82077SL inputs are then connected to the nec- 
essary resistive termination load for the 5.25” inter- 
face. 


The block diagram in Figure 10-4 highlights how a 
combined interface could be designed. In this exam- 
ple, the 5.25” drive is connected to drive select 0 
(DSO) and the 3.5” drive is connected to drive select 
1 (DS1). DS1 is also used to enable a 74LS244 buff- 
er on the output signals of the 3.5” drive. The drive 
select logic of the 82077SL is mutually exclusive and 
prevents the activation of the buffer and 5.25” drive 
at the same time. Since the 74LS244 has an Io, of 
24 mA, the termination resistor should be increased 
to 2202. This could impact the reliability of the 5.25” 
drive interface if the cable lengths are greater than 5 
feet. 


74LS244 
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To accommodate the polarity reversal of the DEN- 
SEL signal for 3.5” drives, it is routed through an 
inverter for the 3.5” drive interface. A 1 KO pull-up 
should be placed on the output of the inverter to 
satisfy the low requirements for the 3.5” drive when 
using a 74LS04. 


10.2.4 OPTIMIZING 82077SL-1 FOR TAPE 
DRIVE MODE 


The floppy disk controller can be configured for the 


tape drive mode by both hardware and software. 
Configuring the 82077SL-1 for the tape drive mode 
refers to optimization of the internal data separator 
in order to deal with the effect of ISV which is more 
pronounced on a tape drive than on a floppy disk 
controller. Hardware selection is done by setting the 
PLLO (pin 39) to 0 or GND. This optimizes the data 
separator for tape drives by changing the loop filter 
component values and loop gain. TDR selection is 
disabled under this mode. Software selection of the 
tape drive mode for the FDC is implemented via set- 
ting of the appropriate bits in the tape drive register 
(TDR). This selection is enabled only while PLLO is 
set high. This aids the user in configuring the particu- 
lar drives as tape drive even when in floppy mode. 


5.25" Disk Drive 


3.5" Disk Drive 


290410-15 


Figure 10-4. Combined 3.5” and 5.25” Drive interface 
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As shown below the TDR contains two bits which 
can be utilized to assign tape support to a particular 
drive during initialization. 


Hardware resets clears this register but it remains 
unaffected by any software reset. TDR[2:7] remain 
in a tristated condition and are not readable. Drive 0 
is reserved for the floppy boot drive and cannot be 
configured for tape drives using the TDR (software 
mechanism). Hardware selection overrides any se- 


lection made by the software, i.e., by setting PLLO to” 


GND, tape drive mode will be selected regardless of 
the changes made to the TDR. Although the soft- 
ware mechanism does not allow to select drive 0 for 
tape drive, when PLLO = 0 any drive can be sup- 
ported for tape drive. a 


82077SL-1 has the capability to support up to a total 
of four drives. Most PC systems today have at least 
one floppy disk drive. This leaves the possibility of 
installing up to three tape drives. The following de- 


290410-31 


R is a pullup resistor, typically 10K. 
Figure 10-5. Optimizing 82077SL-1 for Tape Drive Mode 
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scribes a way to configure the floppy disk controller 
in a multiple tape drive environment. This also de- 
pends on whether the system manufacturer wishes 


to leave certain drive slots fixed for tape drives or 
variable by the user. 


All Tape Drives Are Variable—lf the drives chosen 
as tape drives are variable then the configuration 
mechanism used is strictly software. After strapping 
PLLO high, the bits TDR[0:1] can be programmed 
during initialization for various drives that can be se- 
lected as tape drives. It should be noted that in this 
case drive 0 cannot be selected as one of the tape 
drives. : 


Combination of Fixed/Variable Tape Drives—'if 
any drive can be determined to be fixed then either 
the motor enable pin or the drive select pin of that 
particular drive can be used to drive PLLO to GND 
when selected. Figure 10-5A and Figure 10-5B show 
two scenarios where drives that are fixed for tape 
drive use their motor enable or drive select signals 
to drive PLLO to GND. 


Figure 10-5C shows by using jumpers flexibility can 


be incorporated in the system'and the drive/s to be 
fixed for tape drives can be left to the user. 
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11.0 D.C. SPECIFICATIONS 


*WARNING: Stressing the device beyond the “Absolute 


11.1 Absolute Maximum Ratings Maximum RFatings” may cause permanent damage. 


Storage Temperature .......... — 65°C to + 150°C i Pssaer : A see ih wes begbas . 4 pe 2 ie 
Supply Voltage .............-..--. —0.5 to +8.0V tended exposure beyond the “Operating Conditions” 
Voltage on Any Input........... GND — 2Vto6.5V ~—«May affect device reliability. 

Voltage on Any Output..GND — 0.5V to VCC + 0.5V 

Power Dissipation ................ eee eee 1 Watt 


11.2 D.C. Characteristics 
Ta = 0°C to = 70°C, Voc = +5V +10%, Vssg = AVsg = OV 


[symbot] Parameter | Min 


| Max — | Unit, Test Conditions 


Vue | iipatowvotage x1 ———=SC~=“‘*‘“*~srSC SP ow 
Mine [input High Votage xt ——SC~*~dSC<‘ SW vs VP 


ViL Input Low Voltage —0.5 V | 
(all pins except X1) 
Vin Input High Voltage 2.0 Voc +0.5) V 
(all pins except X1) 
VoL Output Low Voltage 0.4 V |lo. = 2.5mA 
MFM 


DBO-7, INT and DRQ 


MEO-3, DSO-3, DIR, STP 0.4 V | lop = 40mA 
WRDATA, WE, HDSEL 
and DENSEL | 
VOH Output High Voltage 3.0 V | loy = —2.5mA 
MFM. 


Ail Outputs ey a 


Voc Supply Current (Total) 
1 Mbps Data Rate, Vi_ = Vss, Vin = Voc 
1 Mbps Data Rate, Vj, = 0.45, Vin = 2.4 

500 Kbps Data Rate, Vi, = Vss, Vin = Vcc 

500 Kbps Data Rate, Vi), = 0.45, Vin = 2.4 


lie Input Load Current 
(all input pins) 
Data Bus Output Float Leakage 


NOTES: 

1. The data bus are the only inputs that may be floated. 

2. Tested while reading a sync field of ‘00’. Outputs not connected to D.C. Loads. 
3. Vit = Vss, Vin = Vcc; Outputs not connected to D.C. loads. 
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(Notes 1, 2) 
(Notes 1,2) | 
(Notes 1, 2) 
(Notes 1, 2) 
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_ Capacitance 


Input Capacitance | F=41MHz, Tas = 25°C 


Clock Input Capacitance . Sampled, not 100% Tested. 
Input/Output Capacitance 


NOTE: 
All pins except pins under test are tied to AC ground. 


~ LOAD CIRCUIT | A. C. TESTING INPUT, OUTPUT WAVEFORM 


82077SL 2.0 2.0 


T Pate 


pas 290410-16 290410-17 
Cioad = 50 pF for all logic outputs, 
100 pF for the data bus. 


5 ci ¢ The crystal oscillator must be allowed to run for 
11.3 Oscillato 10 ms after VCC has reached 4.5V or exiting the 
POWERDOWN mode to guarantee that it is stable. 


Crystal Specifications 


= ererti Frequency: 24 MHz +0.1% 


Mode: Parallel Resonant 
Fundamental Mode 


Series Resistance: Less than 400 
290410-3 Shunt Capacitance: Less than 5 pF 


Figure 11-2. Crystal Oscillator Circuit 


The 24 MHz clock can be supplied either by a crystal 
or a MOS level square wave. All internal timings are 
referenced to this clock or a scaled count which is 
data rate dependent. 
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12.0 A.C. SPECIFICATIONS _ 
Ta = 0°C to 70°C, Voc = +5V +10%, Vsg = AVss = OV 


Symbol | Parameter, =| Min’ S| Max | Unit_ 
CLOCK TIMINGS 


10 


16 
i 
“166 
HOST READ CYCLES 
Address Hold from RD 


t1 
t2 
ns) 
t4 41.66 


N [| — 
Oo | O 


Address Hold from RD 


t7 RD 

8 

t9 

t10 
13 
14 


a 

a ae 

ti eee 
t12 
= ee 


Address Setup to WR 


WR Pulse Width 


. 

7 
DMA CYCLES 

236 (Note 18) 
{25 

t26 

{27 

t28 

29 


or ~~ 
ceoeel, ss 


t15 
t16 
19 
20 
21 


t5 + 125 


us 


1 


t 
RESET 


t30 “Hardware”’ Reset Width(§) 170 


t30a “Software” Reset Width(5) (Note 11) 


t31 Reset to Control Inactive 


DACK Setup to RD, WR 


NN 
© 
” 


on 
oO 
~ 
aS 


4 
” 
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A.C. SPECIFICATIONS (Continued) 
Ta = 0°C to 70°C, Voc = +5V £10%, Vsg = AVss = OV 


ee a ce Ie 


WRITE DATA TIMING 


TwareDATATMG 
[ee | waetaawane fT 
DRIVE CONTROL 
eS 
Tee | oRHoatromstep dt 
[ter | STEP Active ime tag) | 2s 
[ee [step GyeeTinet 
0 
ce: 


INDEX Pulse Width —— 
WE to HDSEL Change (Note 13) 


READ DATA TIMING 


82077SL-5 500K 
Data Rate Period = 1/f44 
Lockup Time 
NOTES: 


1. This timing is for FIFO threshold = 1. When FIFO threshold is N bytes, the value should be multiplied by N and subtract 
1.5 ws. The value shown is for 1 Mbps, scales linearly with data rate. 

2. This value can range from 0.5 ms to 8.0 ms and is dependent upon data rate and the Specify command value. 

3. Many timings are a function of the Seiecie’ data rate. The nominal values for the internal clock period (t5) for the various 
data rates are: — 


1 Mbps 3 x oscillator period = 125 ns 
500 Kbps 6 x oscillator period = 250 ns 
300 Kbps _——: 10 x oscillator period = 420 ns 
250 Kbps 12 x oscillator period = 500 ns 


~ 4, if DACK transitions before RD, then this ppermeanon is ignored. If there is no transition on DACK, then this becomes the 
DRQ inactive delay. 

5. Reset requires a stable eeciltatar to meet the minimum active period. 

6. Based on the internal clock period (t5). For various data rates, the Write Data Width minimum values are: 


I 


1 Mbps 5 x oscillator period —50 ns = 150 ns 
500 Kbps _—«.10 x oscillator period —50 ns = 360 ns 
300 Kbps 16 x oscillator period —50 ns = 615 ns 
250 Kbps 19 x oscillator period —50 ns = 740 ns 


7. Test points for clock high time are 3.5V. Due to transitional times, clock high time max and clock low time max cannot be 
met simultaneously. Clock high time min and clock low time max cannot be met simultaneously. 
8. Based on internal clock period (t5). 


Maximum bit shift from nominal position 
9, Jitter tolerance is defined as: blot lL eel LUE ee 100% 
1/4 period of nominal data rate 


It is a measure of the allowable bit jitter that may be present and still be correctly detected. The data separator jitter 
tolerance is measured under dynamic conditions that jitters the bit stream according to a reverse piecompensehon algo- 
rithm. 

10. TC width is canned as the time that both TC and DACK are active. 
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A.C. SPECIFICATIONS (Continued) 


NOTES: (Continued) 
11. The minimum reset active period for a software reset is dependent on the data rate, after the 82077SL has been 
properly reset using the t30 spec. The minimum software reset period then becomes: 

1 Mbps 3x t4 = 125 ns 

500 Kbps 6x t4 = 250 ns 

300 Kbps 10x t4 = 420 ns 

250 Kbps 12x t4 = 500 ns 
12. Status Register’s status bits which are not latched may be updated during a Host read operation. 
13. The minimum MFM values for WE to HDSEL change (t41) for the various data rates are: 

1 Mbps 0.5 ms + [8 x GPL] 

500 Kbps 1.0 ms + [16 x GPL] 

300 Kbps 1.6 ms + [26.66 x GPL] 

250 Kbps 2.0 ms + [32 x GPL] 


GPL is the size of gap 3 defined in the sixth byte of a Write Command. 
14. This timing is a function of the selected data rate as follows: 

1 Mbps 1.0 ws Min 

500 Kbps 2.0 1s Min 

300 Kbps 3.3 ps Min 

250 Kbps 4.0 ps Min 
15. This timing is a function of the internal clock period (t5) and is given as (2/3) t5. The values of t5 are shown in Note 3. 
16. The timings t13 and t21 are specified for INT signal in the polling mode only. These timings in case of the result phase 
of the read and write commands are microcode dependent. 


17. Part Supported Feature 
Specification | Tape DriveMode | Perpendicular Mode 
82077SL-1 


_sao77se_ | rs 
szo77s-5_ | | 


CLOCK TIMINGS 


290410-18 
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HOST READ CYCLES © 


290410-19 


HOST WRITE CYCLES 


_ 290410-20 
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DMA CYCLES 


t27 
290410-21 


TERMINAL COUNT 


290410-22 


RESET 


DRQ, INT, 
MFM(O), WE 
290410-23 


NOTE: 
MFM(0) refers to the MFM pin left open during hardware reset. 
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WRITE DATA TIMING 


WRDATA 


290410-24 


NOTE: 
Invert high. 


DRIVE CONTROL 


290410-25 
NOTE: 
For overlapped seeks, only one step pulse per drive selection is issued. Non-overlapped seeks will issue all programmed 
step pulses. Invert high. 


INTERNAL PLL 


RDDATA 


290410-26 


NOTE: 
Invert high. 
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13.0 DATA SEPARATOR CHARACTERISTICS FOR FLOPPY DISK MODE | 


ice ei ll 
We 


0 
265 270 275 280 285 290 295 300 305 310 315 320 325 330 335 
290410~-28 


220 225 230 235 240 245 250 255 260 265 270 275 280 
290410-27 


Figure 13-1. Typical Jitter Tolerance Figure 13-2. Typical Jitter Tolerance 
vs Data Rate (Capture Range) vs Data Rate (Capture Range) _ 
(250 Kbps) (300 Kbps) 


ae 0 a Ce eo es a 

Ai eres Oe eal mam ee 
A 7H +--+ Hv 
AnGeeaea sees 


0 
440 450 460 470 480 490 500 510 520 530 540 550 560 880 900 920 940 960 980 1000 1020 1040 1060 1080 11001120 


290410-29 eovatOs 3? 
Figure 13-3. Typical Jitter Tolerance Figure 13-4. Typical Jitter Tolerance 
vs Data Rate (Capture Range) vs Data Rate (Capture Range) 
(500 Kbps) (1 Mbps), 82077SL-1 


Jitter Tolerance measured in percent. See datasheet — Section 3.2.1 capture range expressed as a percent of data rate, 
i.e., +3%. . 
e = Test Points: 

250, 300, 500 Kbps are center, +3% @ 68% jitter, +5% @ 65% jitter 

1 Mbps are center, +3% @ 68% jitter, +4% @ 63% jitter 
Test points are tested at temperature and Vcc limits. Refer to the datasheet. Typical conditions are: room temperature, 
nominal Vcc. 
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14.0 DATA SEPARATOR CHARACTERISTICS FOR TAPE DRIVE MODE | 


eee 


Tore 


0 0 
440 455 470 485 500 515 530 545 560 880 910 940 970 1000 1030 1060 1090 1120 


290410-34 290410-—35 
Figure 14-1. Typical Jitter Tolerance Figure 14-2. Typical Jitter Tolerance 
(+0% ISV, 500 Kbps) . (+0% ISV, 1 Mbps) 


0 0 J 
440 455 470 485 500 515 530 545 560 - -880 910 940 970 1000 1030 1060 1090 1120 
290410-36 290410-37 
Figure 14-3. Typical Jitter Tolerance Figure 14-4. Typical Jitter Tolerance 
vs Data Rate (Capture Range) vs Data Rate (Capture Range) 
(+3% ISV, 500 Kbps) | (+3% ISV, 1 Mbps) 
NOTES: | 


1. Jitter Tolerance measured in percent. See datasheet — Section 3.2.1 capture range expressed as a percent of data rate, 
i.e., 5%, 
2. Typical conditions are: room temperature, nominal Vcc. 


2-378 | 


i ntel > 82077SL 


15.0 82077SL 68-LEAD PLCC PACKAGE THERMAL CHARACTERISTICS 
Ta 


Ambient Te 
Temp. (°C) (c oe ae 


NOTES: 

Case Temperature Formula: 

To = Ta + P [6ja — jc] 

Junction Temperature Formula: 

Tj) = Te + P [6jc] 

p = Power dissipated 

6\, = thermal resistance from the junction to the case. 
§j, = thermal resistance from the junction to the ambient. 


82077SL Revision Summary 


The following changes have been made since revision 004: 
All references to the FM Mode have been removed. The 82077SL does not support the FM Mode. 


The following changes have been made since revision 003: 


1. The 82077SL does not support the FM Mode. All references to the FM Mode have been removed. The 
82077SL does not support the FM Mode. 


The following changes have been made since revision 002: 
Title Page Second paragraph, last two sentences deleted and replaced with: 


The 820778 L is available in three versions—82077SL-5, 82077SL and 82077SL-1. 82077SL- 1 
has all features listed in this data sheet. It supports both tape drives and 4 MB floppy drives. 
The 82077SL supports 4 MB floppy drives and is capable of operation at all data rates through 
1 Mbps. The 82077SL-5 supports 500/300/250 Kbps data rates for high and low density floppy 
drives. 


Section 2.1.8a Bit 7 has been changed from DSK to DSKCHG. 


Section 2.3 New sentence added to end of paragraph. This sentence reads, “CS can be held inactive 
during DMA transfers”’. 


Section6.0 Addition of Scan Equal, Scan Low or Equal, and Scan High or Equal to Table 6-1. 
Section 6.1.8 New section added, titled “Scan Commands”’. 
Section 12.0 Timing diagram, DMA Cycles corrected. Symbol t26 corrected on signal DACK. 
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82078 CHMOS SINGLE-CHIP 
FLOPPY DISK CONTROLLER 


= Small Footprint and Low Height — m Integrated Analog Data Separator 
Packages — 250 Kbits/sec 
m= Supports Standard 5.0V as Well as Low = a poae nab 
- Voltage 3.3V Platforms e TAGT nel eee 
— Selectable 3.3V and 5.0V a St aoe 
Configuration | a its/sec 
— 5.0V Tolerant Drive Interface Integrated Tape Drive Support 
m Enhanced Power Management ei sskaly ai 500 Kbps/ 
— Application Software Transparency ea He ma dete bina 
— Programmable Powerdown ae kd p> laps Vive meae 
Command Perpendicular Recording Support for 
— Save and Restore Commands for OV 4 MB Drives | 
Powerdown 
— Auto Powerdown and Wakeup | i a cae Drive Select and Motor 
Modes : Sa 
— Two External Power Management Programmable Write a as 
Pins Delays 
— Consumes No Power While in Addresses 256 Tracks Directly, 
Powerdown | Supports Unlimited Tracks 
m Programmable Internal Oscillator 16 Byte FIFO | 
m Floppy Drive Support Features Single-Chip Floppy Disk Controller 
— Drive Specification Command Solution for Portables and Desktops 
— Media ID Capability Provides Media — 100% PC-AT* Compatible 
Recognition __ — 100% PS/2* Compatible 
— Drive ID Capability Allows the User — 100% PS/2 Model 30 Compatible 
to Recognize the Type of Drive | _— Fully Compatible with Intel’s 386SL 
_ —— Selectable Boot Drive Microprocessor SuperSet 
_— Standard IBM and ISO Format — Integrated Drive and Data Bus 
Features . Buffers 
— Format with Write Command for : : : : 
_ High Performance in Mass Floppy Sevan in 64 Pin QFP and 44 Pin QFP 
Duplication (See Package Specification Order Number 240800, Package 
m Integrated Host/Disk Interface Drivers nae 2) 


The 82078 Product Family brings a set of enhanced floppy disk controllers. These include several features 
that allow for easy implementation in both the portable and desktop market. The current family includes a 64 
pin and a 44 pin part in the smaller form factor QFP package. The 3.3V version of the 64 pin part provides an _ 
ideal solution for the rapidly emerging 3.3V platforms. It also allows for a 5.0V tolerant floppy drive interface — 
that lets the users retain their normal 5.0V drives. Another version of the 64 pin part provides support for 2 
Mbps data rate tape drives. 


*Other brands and names are the property of their respective owners. 


February 1994 
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Table 1-0. 64 Pin Part Versions 


po tv ov | Mbps Data Rate 
ssosse | XX 
62076-1 ae a ee eee eee 


The 44 pin is targeted for platforms that are operated at 3.3V or 5.0V and do not require more than two drive 
support. The 82078-5 is designed for price sensitive 5.0V designs which do not include 4 MB drive support. 
Table 2-0. 44 Pin Part Versions 


Se 
a 
a 

a SO 


82078-3 


Both parts can be operated at 1 Mbps/500 Kbps/300 Kbps/250 Kbps. Additionally, one version of the 64 pin 
part provides 2 Mbps data rate operation specific for the new tape drives. 


The 82078 is fabricated with Intel’s advanced CHMOS Iil technology. 


49 |-———_] RDGATE 


. 
e+) 


FDSO# 
DACK# (11 FDMEO# 
pBo C———J2 DRVIDO 
vssp ———3 FOS1# 
bB1 C14 FDME1# 
DRVID1 
DIR# 
VCCF 
MEDIDO 
STEP# 
vss 


DB2 C5 
IDENTO (16 
DB3 C17 
vssP (18 
vcc (19 
DB4 (10 
IDENT1 C7) 11 


o 
oe 


085 Coa} 12 FDS2# 
FDME2# 
VSS C114 HDSEL# 
WE# 
WRDATA# 


re) 
o 


DB6 (713 


DB7 C115 
SEL3V# C116 


& 


DRV2# C1 19 
TRKO# (J 20 
INDX# C______] 21 
AVCC (___] 24 
MEDID1 (J 25 
DOSKCHG# C______] 26 
RDDATA# C______] 27 
DRVDENO (_______] 28 
vss (______] 29 
DRVDEN1 (______] 30 
FDME3# (_____] 31 
FDS3#4 (_________j 32 


290468-1 
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DACK# C11 | | 33 FDSo# 
pBo C2 : 32;-—_] FDMEO# 
bB1 C3 | 31 FDS1#/PD# 
pe2 14 . 30[(——) FDME 1#/IDLE# 
DB3 ———15 29; DIR# | 
vssP c—|6 28(-—— VCCF 
vec c—7 | 275-7 STEP# 
DB4 18 26¢-— vss 
pps c——|9 25-— HDSEL# 


DB6 c—— 10 24--—_ WE# 


oB7 c—111 | 23-5 WRDATA# 


N 
= 
< 


INDX# (15 

AVSS (17 
DSKCHG# he 
RDDATA# ——ko 


ORVDENO C1 


DAVDEN1 (22 


‘TRKO# C114 
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82078 44PIN | 
-CHMOS SINGLE-CHIP FLOPPY DISK CONTROLLER 


= Small Footprint and Low Height 
Package 


m Enhanced Power Management 


— Application Software Transparency 


— Programmable Powerdown 
Command 

— Save and Restore Commands for 
Zero-Volt Powerdown 

— Auto Powerdown and Wakeup 
Modes 


— Two External Power Management 


Pins 
— Consumes No Power While in 
Powerdown 


m Integrated Analog Data Separator 
— 250 Kbps 
— 300 Kbps 
— 500 Kbps 
— 1 Mbps 


m@ Programmable Internal Oscillator 


m Floppy Drive Support Features 

— Drive Specification Command 

— Selectable Boot Drive 

— Standard IBM and ISO Format 
Features 

— Format with Write Command for 
High Performance in Mass Floppy 
Duplication 


The 82078, a 24 MHz crystal, a resistor package, and a device chip select implements a complete solution. All 
programmable options default to 82078 compatible values. The dual PLL data separator has better perform- 
ance than most board level/discrete PLL implementations. The FIFO allows better system performance in 


multi-master (e.g., Microchannel, EISA). 


The 82078 maintains complete software compatibility with the 82077SL/82077AA/8272A floppy disk control- 
lers. It contains programmable power management features while integrating all of the logic required for floppy 


‘Integrated Tape Drive Support 
— Standard 1 Mbps/500 Kbps/ 
250 Kbps Tape Drives 


Perpendicular Recording Support for 


_ 4 MB Drives | 
m Integrated Host/Disk Interface Drivers 
m Fully Decoded Drive Select and Motor 


Signals 


Programmable Write peeomeeneanen 


Delays 


Addresses 256 Tracks Directly, 
Supports Unlimited Tracks 


16 Byte FIFO 


Single-Chip Floppy Disk Controller 

Solution for Portables and Desktops 

— 100% PC/AT* Compatible 

— Fully Compatible with Intel386™ SL 

-— Integrated Drive and Data Bus 
Buffers 


Separate 5.0V and 3.3V Versions of the 
44 Pin part are Available 


Available in a 44 Pin QFP Package 


disk control. The power management features are transparent to any application software. 


The 82078 is fabricated with Intel’s advanced CHMOS Ill technology and is also available in a 64-lead QFP 


package. 


*Other brands and names are the property of their respective owners. 


October 1994 
Order Number: 290474-003 
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82078 44 Pin CHMOS Single-Chip Floppy Disk Controller 


CONTENTS 
1.0 INTRODUCTION ................... 


2.0 MICROPROCESSOR 
INTERFACE oon ted sticnticiaredus 


2.1 Status, Data, and Control 


 (OGISIGIS: 3434450 eG ons brace’ , 


2.1.1 Status Register B (SRB, 
EREG EN = 1) 


ove eeeeevreee ee eee 


Cr 


2.1.3 Enhanced Tape Drive 
Register (TDR) ..... ple ennta sunt 


2.1.4 Datarate Select Register 
(DSR) 


eoev,eeneeer eee see evr ee wate eevee 


2.1.5 Main Status Register 
(MSR) 


— 2.1.6 FIFO (DATA) | 
2.1.7 Digital Input Register (DIR) .. 
2.2 Reset 


2.2.1 Reset Pin (““HARDWARE?’’) 
RROSCE siete ete tie ees: 


2.2.2 DOR Reset vs DSR Reset 
(“SOFTWARE” RESET) 


2.38 DMA Transfers .................. 


3.0 DRIVE INTERFACE ................ 
- 3.1 Cable Interface .................. 
3.2 Host and FDD Interface Drivers .. 
3.3 Data Separator .................. 


eeoeevreveree eevee ee erer ee eve eeee @ 


oseeoevoeereevevreeeeos 


eee e er ee eee wee ee ee ee ee em hm Po eo 


3.3.1 Jitter Tolerance ....... anes 


eoceeneree ee eos 


3.3.2 Locktime (tLock) 
3.3.3 Capture Range 
3.4 Write Precompensation .......... 
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Figure 1-0. 82078 44 Pin Pinout 


Table 1.0. 82078 (44 Pin) Description 


@ H/W 


HOST INTERFACE 


RESET 34 N/A RESET: A high level places the 82078 in a known idle state. All 
registers are cleared except those set by the Specify command. 


ADDRESS: Selects one of the host interface registers: _ 
A2 A1 AO Access. Register 
R Reserved 
R/W Status Register B SRB 
5 R/W Digital Output Register DOR 
| R/W Tape Drive Register TDR 
R Main Status Register MSR 
W Data Rate Select Register DSR 
| R/W Data Register (FIFO) FIFO 
| Reserved , 
- .Digital Input Register DIR 
Configuration Control Register CCR 


N/A | CHIP SELECT: Decodes the base address range and qualifies RD# 
and WR #. 
42 N/A | READ: Read control signal for data transfers from the floppy drive to 
. the system. | 
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Table 1 0 82078 (44 Pin) Description (Continued) 


@ H/W 


HOST INTERFACE ——e— 


N/A WRITE: Write control signal for data transfers to the floppy 
drive from the system. 


DMA REQUEST: Requests service from a DMA controller. 
Normally active high, but will go to high impedance in AT and 
Model 30 modes when the appropriate bit is set in the DOR. 


DMA ACKNOWLEDGE: Control input that qualifies the RD#, 
WR # inputs in DMA cycles. Normally active low, but is disabled 
in AT and Model 30 modes when the appropriate bit is set in the 
DOR. 


DATA BUS: 12 mA data bus. 


INTERRUPT: Signals a data transfer in non-DMA mode and 
when status is valid. Normally active high, but goes to high 
impedance when the appropriate bit is set in the DOR. 


TERMINAL COUNT: Control line from a DMA controller that 
terminates the current disk transfer. TC is effective only when 
qualified by DACK #. This input is active high. 


EXTERNAL CLOCK OR CRYSTAL: Connection for a 24 MHz 
fundamental mode parallel resonant crystal. X1 can also be 
driven by an external clock (external oscillator) which can be 
either at 48 MHz or 24 MHz. If external oscillator is used then 
the PDOSC bit can be set to turn off the internal oscillator. Also, 
if a 48 MHz external oscillator is used then the CLK48 bit must 
be set in the enhanced CONFIGURE command. 


PLL SECTION 


RDDATA# | 20 | | | N/A | READ DATA: Serial data from the floppy disk. 


DISK CONTROL 


TRKO# 14 N/A TRACKO: This is an active low signal that indicates that the 
head on track 0. 

INDX # N/A INDEX: This is an active low signal that indicates the beginning 
of the track. 


WRITE PROTECT: This is an active low signal that indicates 
whether the floppy disk in the drive is write protected. 


DSKCHG # 19 N/A DISK CHANGE: This is an input from the floppy drive reflected 
in the DIR. 

DRVDENO, 21 DRIVE DENSITY: These signals are used by the floppy drive to 

DRVDEN1 22 configure the drive for the appropriate media. 

WRDATA# 23 WRITE DATA: MFM serial data to the drive. Precompensation 
value is selectable through software. 
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Table 1.0 82078 (44 Pin) Description (Continued) — 


@ H/W 


DISK CONTROL en 
WRITE ENABLE: Floppy drive control signal that enables 
the head to write orito the floppy disk. 

STEP # STEP: Supplies step pulses to the floppy drive to move 
the head between tracks. 


DIRECTION: It is an active low signal which controls the 
| direction the head moves when a step signal is present. 
- Tz 
_ ; ia 


The head moves inwards towards the center if this signal 
FDME1#/IDLE# | 30 = 


is active. 
2-388 | | 


HEAD SELECT: Selects which side of the floppy disk is 
to be used for the corresponding data transfer. It is active 
low and an active level selects head 1, otherwise it 

defaults to head 0. 


FLOPPY DRIVE MOTOR ENABLE 0: Decoded motor 
enable for drive 0. The motor enable pins are directly 

controlled via the DOR and are a function of the mapping 
based on BOOTSEL bits in the TDR. 


FLOPPY DRIVE MOTOR ENABLE or IDLE: One of these 
is selected based on the level of the 44PDEN bit in the 
auto powerdown command. 


FLOPPY DRIVE MOTOR ENABLE 1: Decoded motor 
enable for drive 1. The motor enable pins are directly 
controlled via the DOR and are a function of the mapping 
based on BOOTSEL bits in the TDR. 


IDLE: This pin indicates that the part is in the IDLE state 
and can be powered down. IDLE state is defined as 

MSR = 80H, INT = 0, and the head being ‘“‘unloaded”’ 
(as defined in the section describing powerdown). 
Whenever the part is in this state, IDLE pin is active low. If 
the part is powered down by the Auto Powerdown Mode, 
IDLE pin is set low. If the part is powered down by setting 
the DSR POWERDOWN bit, IDLE pin is set high. 


FLOPPY DRIVE SELECT 0: Decoded floppy drive select 
for drive 0. These outputs are decoded from the select 

bits in the DOR and are a function of the mapping based 
on BOOTSEL bits in the TDR. 


FLOPPY DRIVE MOTOR ENABLE or PD: One of these 
is selected based on the level of the 44PDEN bit in the 
auto powerdown command. 


FLOPPY DRIVE SELECT 1: Decoded floppy drive select 
for drive 1. These outputs are decoded from the select _ 
bits in the DOR and are a function of the mapping based 

on BOOTSEL bits in the TDR. 


POWERDOWN: This pin is active low whenever the part 
is in powerdown state, either via DSR POWERDOWN bit 
or via the Auto Powerdown Mode. This pin can be used to 
disable an external oscillator’s output. 


FDSO # 


FDS1#/PD# 
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Table 1.0. 82078 (44 Pin) Description (Continued) 


POWER AND GROUND SIGNALS 
Mec | 7 | | NA | PowerSuppy? OSOSC~—~S 
Misses | 6 || NA | GROUNoovSOSCS~—~—~S 
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avec | 18 || NA | aNALOGvOLTAGESSSOSCS~S~S 
Voor | 28 | | N/A | VOLTAGE: + 5V ior a8V foppy dive, F8aVioraSaVawve. 
paves [7 [wa Tanatonarono 


NOTE: 
*The digital power supply Vcc and the analog power supply AVcc should either be the same or regulated to be within 0.1V 


of either. 
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1.0 INTRODUCTION 


The 82078 (44 pin) enhanced floppy disk controller 
incorporates several new features allowing for easy 
implementation in both the portable and desktop 
markets. It provides a low cost, small form factor 
solution targeted for 5.0V and 3.3V platforms that do 
not require more than two drive support. 


The 82078 (44 pin) implements these new features 


while remaining functionally compatible with 


82077SL/82077AA/8272A floppy disk controllers. 


a 

intel. 
Together with a 24 MHz crystal, a resistor package 
and a device chip select, these devices allow for the 
most integrated solution available. The integrated 
analog PLL data separator has better performance 
than most board level discrete PLL implementations 
and can be operated at 1 Mbps/500 Kbps/ 
300 Kbps/250 Kbps. A 16-byte FIFO substantially . 
improves system performance especially in multi- 
master systems (e.g. Microchannel, EISA). 


Figure 1-1 is a block diagram of the 82078. 
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Figure 1-1. 82078 Block Diagram 
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2.0 MICROPROCESSOR INTERFACE 


The interface consists of the standard asynchronous signals: RD#, WR#, CS#, AO—A2, INT, DMA control 
and a data bus. The address lines select between configuration registers, the FIFO and control/status regis- 
ters. 


2.1 Status, Data, and Control Registers 


As shown below, the base address range is supplied via the CS# pin. For PC-AT or PS/2 designs, the primary 
and secondary address ranges are 3F0O Hex to 3F7 Hex and 370 Hex to 377 Hex respectively. 


Register 


Reserved 

Status Register B 
Digital Output Register 

Tape Drive Register 

Main Status Register 

Data Rate Select Register 

Data (First In First Out) 

Reserved 

Digital Input Register 


! 


Configuration Control Register 


In the following sections, the various registers are shown in their powerdown state. The “UC” notation stands 
for a value that is returned without change from the active mode. The notation ‘‘*’’ means that the value is 
reflecting the required status (for powerdown). “N/A” means not applicable. ‘X” indicates that the value is 
undefined. 


2.1.1 STATUS REGISTER B (SRB, EREG EN = 1) 


In the AT/EISA mode the SRB is made available whenever the EREG EN bit in the auto powerdown command 
is set. The register functionality is defined as follows (bits 7 through 3 are reserved): 


ee 
| R | Rsvp | Rsvp | Rsv> | RSV | 


ee 
| RSVD | 
eed bec 
Hak Ha Ha 
ee ee 
al ead he 


C 
PD 
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PD and IDLE reflect the inverted values on the corresponding pins when 44PD EN = 1 (these pins are muxed 
with FDS1 and FDME1). The signal on the IDLE# pin can be masked by setting IDLEMSK bit high in this 
_ register. The IDLE bit will remain unaffected. Since some systems will use the IDLE # pin to provide interrupt to 
the SMM power management, its disabling allows less external interrupt logic and reduction in board space. 
Only hardware reset will clear the IDLEMSK bit to zero. When the IDLEMSK bit is set, there is no way to 
distinguish between autopowerdown and DSR powerdown. 


NOTE: 
The 44 pin versions of the 82078 are designed to support evther PD# and IDLE# or FDME1# and FDS1#, 
but not both simultaneously. - 


IDLEMSK IDLE # (pin) 
0 unmasked 
1 masked 


- 2.1.2 DIGITAL OUTPUT REGISTER (DOR) 
The Digital Output Register contains the drive select and motor enable bits, a reset bit and a DMAGATE £ bit. 


ee et ee ee ae 
EN1 ENO GATE # | SEL 

H/WResetStato| 0 | 0 | o | o | o | o | o | o | 

jAutopDstate | oo | o | o# | o | ue fo ow | ue | uc 


The MOT ENx bits directly control their respective motor enable pins (FDMEO- 1). The DRIVE SEL bit is" 
decoded to provide four drive select lines and only one may be active at a time. Standard programming 
practice is to set both MOT ENx and DRIVE SELx bits at the same time. 


| NOTE: ~~. 
The 44 pin versions of the 82078 are designed to support evther PD# and IDLE# or FDME1# and FDS1#, 
but not both simultaneously. 
Table 2-1 lists a set of DOR values to activate the drive select and motor enable for each drive. 


Table 2-1. Drive Activation Value 


| Drive | DOR Value | 


0 ~ 1CH 
1 2DH 


The DMAGATE # bit is enabled only in PC-AT. If DMAGATE# is set low, the INT and DRQ outputs are 
tri-stated and the DACK# and TC inputs are disabled. DMAGATE# set high will enable INT, DRQ, TC, and 
DACK #. to the system. 


The DOR reset bit and the Motor Enable bits have to be inactive when the 82078 is in powerdown. The 
DMAGATE # and DRIVE SEL bits are unchanged. During powerdown, writing to the DOR does not awaken the 
82078 with the exception of activating any of the motor enable bits. Setting the motor enable bits active (high) 
will wake up the part. . | | 


This RESET # bit clears the basic core of the 82078 and the FIFO circuits when the LOCK bit is set to “0” (see 

Section 5.3.2 for LOCK bit definitions). Once set, it remains set until the user clears this bit. This bit is set by a 

chip reset and the 82078 is held in a reset state until the user clears this bit. The RESET # bit has no effect 
upon the register. 
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2.1.3 ENHANCED TAPE DRIVE REGISTER (TDR) 


awl [|e | * | «* |* |] * | 1] 0° 
rr | _msvo | revo | revo | Rsvo | Asvo |soorset | TAPESELi| TAPESELO 


H/W N/A N/A N/A N/A N/A 
Reset | | 
PD 7 
H/W N/A N/A N/A N/A N/A | 
Reset } 
PD 


NOTE: 

*These bits are only available when EREG EN = 1, otherwise the bits are tri-stated. 

This register allows the user to assign tape support to a particular drive during initialization. Any future refer- 
ences to that drive number automatically invokes tape support. Hardware reset clears this register; software 
resets have no effect. The tape select bits are hardware RESET to zeros, making Drive 0 not available for 
tape support. Drive 0 is reserved for the floppy boot drive. 


The BOOTSEL bit in the 44 pin part is used to remap the drive selects and motor enables. The functionality is 
as described below: 


44PD EN BOOTSEL(TDR) Mapping 


DSO —> FDSO, MEO —> FDMEO 
DS1 — FDS1, ME1 — FDME1 


DSO — FDS1, MEO — FDME1 
DS1 —» FDSO, ME1 —> FDMEO 


DSO — FDSO, MEO —> FDMEO 
DS1-—> PD, ME1— IDLE 


The 44PD EN bit in the Auto Powerdown command has precedence over the BOOTSEL bit mapping as shown 
above. 


2.1.4 DATARATE SELECT REGISTER (DSR) | 
| pts | 7 | 6 | 5 {| 4 | 3 | 2 | 41 | o 
Function S/W POWER PDOSC PRE- PRE PRE | DRATE DRATE 

RESET DOWN COMP2 COMP'1 COMPO SEL1 SELO 
H/W Reset { 
State 
Auto PD S/W POWER PDOSC PRE- PRE- PRE- DRATE DRATE 
State RESET DOWN COMP2 COMP'1 COMP0 SEL1 SELO 
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This register ensures backward compatibility with 
the 82072 floppy controller and is write-only. Chang- 
ing the data rate changes the timings of the drive 


control signals. To ensure that drive timings are not | 
violated when changing data rates, choose a drive 
timing such that the fastest data rate will not violate © 


the timing. | 


The PDOSC bit is used to implement crystal oscilla- 
tor power management. The internal oscillator in the 
82078 can be programmed to be either powered on 
or off via PDOSC. This capability is independent of 
the chip’s powerdown state. Auto powerdown mode 
and powerdown via the POWERDOWN bit have no 
effect over the power state of the oscillator. 


In the default state the PDOSC bit is low and the. 


oscillator is powered up. When this bit is pro- 
grammed to a one, the oscillator is shut off. Hard- 
ware reset clears this bit to a zero. Neither of the 
software resets (via DOR or DSR) have any effect 
on this bit. Note, PDOSC should only be set high 
when the part is in the powerdown state, otherwise 
the part will not function correctly and must be hard- 
ware reset once the oscillator has turned back on 
and stabilized. Setting the PDOSC bit has no effect 
on the clock input to the 82078 (the X1 pin). The 
- clock input is separately disabled when the part is 
~ powered down. The SAVE command checks the 
status of PDOSC, however the RESTORE command 
will not restore the bit high. | 


S/W RESET behaves the same as DOR RESET ex- 
cept that this reset is self cleaning. 


POWERDOWN bit implements direct powerdown. 
Setting this bit high will put the 82078 into the pow- 
erdown state regardless of the state of the part. The 
part is internally reset and then put into powerdown. 
No status is saved and any operation in progress is 
aborted. A hardware or software reset will exit the 
82078 from this powerdown state. 


PRECOMP 0-2 adjusts the WRDATA output to the 
disk to compensate for magnetic media phenomena 
known as bit shifting. The data patterns that are sus- 
ceptible to bit shifting are well understood and the 
82078 compensates the data pattern as it is written 
to the disk. The amount of pre-compensation is de- 
pendent upon the drive and media but in most cases 
the default value is acceptable. 
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Table 2-2. Precompensation Delays 


PRECOMP | Precompensation Delays | 
DSRI4,3,2] | x1@24MHz 
0.00 ns — Disabled 


Data Precompensation | 
Rate Delays (ns) 


1 Mbps 41.67 


ToaMbps [tas 
[eas Mops [tas 


The 82078 starts pre-compensating the data pattern 


starting on Track 0. The CONFIGURE command can 
change the track that pre-compensating starts on. 
Table 2-2 lists the pre-compensation values that can 
be selected and Table 2-3 lists the default pre-com- 
pensation values. The default value is selected if the 
three bits are zeroes. 


DRATE O-1 select one of the four data rates as 
listed in Table 2-4. The default value is 250 Kbps 


upon after a “Hardware” reset. Other “Software” 


Resets do not affect the DRATE or PRECOMP bits. 


Table 2-4. Data Rates 


ec 
ee a 
ee 
re ee 
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2.1.5 MAIN STATUS REGISTER (MSR) 


ee 
ee 
H/WResetState | 0 | 
Auto PD State 


The Main Status Register is a read-only register and 
is used for controlling command input and result out- 
put for all commands. 


RQM—lIndicates that the host can transfer data if 
set to 1. No access is permitted if set to a 0. 


DiO—Indicates the direction of a data transfer once 
RQM is set. A 1 indicates a read and a 0 indicates a 
write is required. 


NON-DMA—This mode is selected in the SPECIFY 
command and will be set to a 1 during the execution 
phase of a command. This is for polled data trans- 
fers and helps differentiate between the data trans- 
fer phase and the reading of result bytes. 


COMMAND BUSY—This bit is set to a one when a 
command is in progress. It goes active after the 
command byte has been accepted and goes inac- 
tive at the end of the results phase. If there is no 
result phase (SEEK, RECALIBRATE commands), 
the bit returns to a 0 after the last command byte. 


DRV x BUSY—These bits are set to ones when a 
drive is in the seek portion of a command, including 
seeks and recalibrates. 


Some example values of the MSR are: 


e MSR = 80H; The controller is ready to receive a 
command. 


e MSR = 90H; executing a command or waiting for 
the host to read status bytes (assume DMA 
mode). 


e MSR = DOH; waiting for the host to write status 
bytes. 


2.1.6 FIFO (DATA) 


All command parameter information and disk data 
transfers go through the FIFO. The FIFO is 16 bytes 
in size and has programmable threshold values. 
Data transfers are governed by the RQM and DIO 
bits in the Main Status Register. 


= 
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The FIFO defaults to an 8272A compatible mode 
after a “Hardware” reset (Reset via pin 32). “Soft- 
ware” Resets (Reset via DOR or DSR register) can 
also place the 82078 into 8272A compatible mode if 
the LOCK bit is set to “0” (See the definition of the 
LOCK bit), maintaining PC-AT hardware compatibil- 
ity. The default values can be changed through the 
CONFIGURE command (enable full FIFO operation 
with threshold control). The advantage of the FIFO 
is that it allows the system a larger DMA latency 
without causing a disk error. Table 2-5 gives several 
examples of the delays with a FIFO. The data is 
based upon the following formula: 


Threshold# x 1/DATA RATE x 8 — 1.5 ps = DELAY 


Table 2-5. Delay Servicing Time 


FIFO Threshold 
Examples at 1 Mbps Data Rate* 


NOTE: 
*Not available on the 82078-5. 


Examples at 500 Kbps Data Rate* - 


At the start of a command, the FIFO action is always 
disabled and command parameters must be sent 
based upon the RQM and DIO bit settings. As the 
82078 enters the command execution phase, it 
clears the FIFO of any data to ensure that invalid 
data is not transferred. An overrun or underrun will 
terminate the current command and the transfer of 
data. Disk writes will complete the current sector by 
generating a 00 pattern and valid CRC. 


2-395 


82078 44 PIN 


2.1.7 DIGITAL INPUT REGISTER (DIR) 
Only bit 7 is driven, all other bits remain tri-stated. 
ee ee 


H/W Reset State DSK CHG # 


NOTE: . 
(—) means these bits are tri-stated. 


-DSKCHG# monitors the pin of the same name and 
reflects the opposite value seen on the disk cable. 
The DSKCHG # bit is forced inactive along with all 
the inputs from the floppy disk drive. All the other 
_ bits remain tri-stated. 


2.2 Reset 


There are three sources of reset on the 82078; the 
RESET pin, a reset generated via a bit in the DOR 


and a reset generated via a bit in the DSR. All resets © 


take the 82078 out of the powerdown state. 


In entering the reset state, all operations are termi- 
nated and the 82078 enters an idle state. Activating 
reset while a disk write activity is in progress will 
corrupt the data and CRC. 


On exiting the reset state, various internal registers 
are cleared, and the 82078 waits for a new com- 
mand. Drive polling will start unless disabled by a 
- new CONFIGURE command.. 


2.2.1 RESET PIN (“HARDWARE”) RESET 


The RESET pin is a global reset and clears all regis- 
ters except those programmed by the SPECIFY 
command. The DOR Reset bit is enabled and must 
be cleared by the host to exit the reset state. 


2.2.2 DOR RESET vs DSR RESET 
— (“SOFTWARE” RESET) 


These two resets are functionally the same. The 
DSR Reset is included to maintain 82072 compatibil- 
ity. Both will reset the 8272 core which affects drive 
status information. The FIFO circuits will also be re- 
set if the LOCK bit is a ‘0” (see definition of the 
LOCK bit). The DSR Reset clears itself automatically 
while the DOR Reset requires the host to manually 
clear it. DOR Reset has precedence over the DSR 
Reset. The DOR Reset is set automatically upon a 
pin RESET. The user must manually clear this reset 
bit in the DOR to exit the reset state. 


2-396 


The t30a specification in the A.C. Specifications 
gives the minimum amount of time that the DOR re- 
set must be held active. This amount of time that the 
DOR reset must be held active is dependent upon. 
the data rate. 82078 requires that the DOR reset bit 
must be held active for at least 0.5 ws at 250 Kbps. © 
This is less than a typical ISA I/O cycle time. 


2.3 DMA Transfers 


DMA transfers are enabled with the SPECIFY com- | 
mand and are initiated by the 82078 by activating 
the DRQ pin during a data transfer command. The 
FIFO is enabled directly by asserting DACK# and 
addresses need not be valid (CS# can be held inac- 
tive during DMA transfers). 


3.0 DRIVE INTERFACE 


The’ 82078 has integrated all of the logic needed to 
interface to a floppy disk or a tape drive which use 
floppy interface. All drive outputs have 12 mA drive 
capability and all inputs use a receive buffer with 
hysteresis. The internal analog data separator 
requires no external components, yet allows for an 
extremely wide capture range with high levels of 
read-data jitter, and ISV. The designer needs only to 
run the 82078 disk drive signals to the disk or tape 
drive connector. 


3.1 Cable interface 


Generally, 5.25” drive uses open collector drivers 
and 3.5” drives use totem-pole drivers. The output 
buffers on the 82078 do not change between open 
collector or totem-pole, they are always totem-pole. 


DRVDENO and DRVDEN1 connect to pins 2 and 6 
or 33 (on most disk drives) to select the data rate 
sent from the drive to the 82078. The polarity of 
DRVDENO and DRVDEN1 can be programmed 
through the Drive Specification command (see the 
command description for more information). 
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3.2 Host and FDD Interface Drivers 


The chart below shows the drive capabilities of the 
82078. 


Drive 3.3V 5.0V 
Requirement (loL/lon) (loL/lon) 


FDD = 12 mA/—4mA 
SYS = 12 mA/—4mA 


FDD = 6mA/—2mA 

SYS = 6mA/-2mA 
Today’s floppy disk drives have reduced the output 
buffer’s drive requirements on the floppy drive inter- 
face to 6 mA per drive at 5.0V. To support 2 drives, 
the drive output buffer drive capability needs to be 
12 mA (at 5.0V). This is a reduction from 40 mA 
needed on the 82077SL. At 3.3V the 82078 halves 
the drive capability to 6 mA (3 mA per drive). 


The slew rate control on the output buffers of the 
82078 has been changed to reduce noise. The di/dt 
of the output drivers has been controlled such that 
the noise on the signal is minimized. The transition 
times are illustrated in the table below: 


Signal | Transition 
Edge Time (ns) 


NOTE: 


*At 5.6V, 0°C, 50 pF load, 10% Voc to 90% Vcc. 


REFERENCE 
OSCILLATOR 


REFERENCE 
PHASE LOCK LOOP 
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3.3 Data Separator 


The function of the data separator is to lock onto the 
“incoming serial read data. When lock is achieved the 


serial front end logic of the chip is provided with a 
clock which is synchronized to the read data. The 
synchronized clock, called Data Window, is used to 
internally sample the serial data. One state of Data 
Window is used to sample the data portion of the bit 
cell, and the alternate state samples the clock por- 
tion. Serial to parallel conversion logic separates the 
read data into clock and data bytes. 


To support reliable disk reads the data separator 
must track fluctuations in the read data frequency. 
Frequency errors primarily arise from two sources: 
motor rotation speed variation and instantaneous 
speed variation (ISV). A second condition, and one 
that opposes the ability to track frequency shifts is 
the response to bit jitter. 


The internal data separator consists of two analog 
phase lock loops (PLLs) as shown in Figure 3-1. The 
two PLLs are referred to as the reference PLL and 
the data PLL. The reference PLL (the master PLL) is 
used to bias the data PLL (the slave PLL). The refer- 
ence PLL adjusts the data PLL’s operating point as a 
function of process, junction temperature and supply 
voltage. Using this architecture it was possible to 
eliminate the need for external trim components. 


ANALOG TRIM DATA 


SYNC. DET. 


TAPE/DISK 


DATA —_—_—> SYNC DETECT 


DELAYED 
DATA 


DATA INTERNAL 
PHASE LOCK LOOP DW 


READ DATA 
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Figure 3-1. Data Separator Block Diagram 
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Phase Lock Loop Overview 


PHASE 
DETECTOR 


READ 


DATA CHARGE 


vcO PUMP 


‘ENABLE 


2x CLOCK 


ANALOG TRIM DATA 
FROM REFERENCE 
PHASE LOCK LOOP 
LOOP tt 

FILTER ° 


DATA 
WINDOW, 
vco 
FEEDBACK 


INTERNAL 
DW 
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Figure 3-2. Data PLL 


| Figure 3-2 shows the data PLL. The reference PLL 


~~ has control over the loop gain by its influence on the 


charge pump and the VCO. In addition, the refer- 
ence PLL controls the loop filter time constant. As a 
result, the closed loop transfer function of the data 
~ PLL is controlled, and immune to the first order, to 
environmental factors and process variation. 


Systems with analog PLLs are often very sensitive to 
noise. In the design of this data separator, many 
steps were taken to avoid noise sensitivity problems. 
The analog section of the chip has a separate Vss 


pin (AVss) which should be connected externally to 


a noise free ground. This provides a clean basis for 
Vsg referenced signals. In addition, many analog cir- 
cuit features were employed to make the overall sys- 
tem as insensitive to noise as possible. 


3.3.1 JITTER TOLERANCE 


The jitter immunity of the system is dominated by the 
data PLL’s response to phase impulses. This is mea- 
sured as a percentage. of the theoretical data win- 
dow by dividing the maximum readable bit shift by a 
Y, bitcell distance. For instance, if the maximum al- 
lowable bit shift is 300 ns for a 500 Kbps data 
stream, the jitter tolerance is 60%. 


3.3.2 LOCKTIME (tLock) 


The lock, or settling time of the data PLL is designed 
to be 64-bit times (8 sync bytes). The value assumes 
that the sync field jitter is 5% the bit cell or less. This 
level of jitter is realistic for a constant bit pattern. 
Intersymbol interference should be equal, thus near- 
ly eliminating random bit shifting. | 
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3.3.3 CAPTURE RANGE 


Capture Range is the maximum frequency range 
over which the data separator will acquire phase 
lock with the incoming RDDATA signal. In a floppy 
disk environment, this frequency variation is. com- 
posed of two components: drive motor speed error 
and ISV. Frequency is a factor which may determine 
the maximum level of the ISV (Instantaneous Speed 
Variation) component. In general, as frequency in- 
creases the allowed magnitude of the ISV compo- 
nent will decrease. When determining the capture 
range requirements, the designer should take the 
maximum amount of frequency error for the disk 
drive and double it to account for media switching 
between drives. 


3.4 Write Precompensation | 


The write precompensation logic is used to minimize 
bit shifts in the RDDATA stream from the disk drive. 
The shifting of bits is a known phenomena of mag- 
netic media and is dependent upon the disk media 
AND the floppy drive. 


The 82078 monitors the bit stream that is being sent 
to the drive. The data patterns that require precom- . 
pensation are well known. Depending upon the pat- 
tern, the bit is shifted either early or late (or not at all) 
relative to the surrounding bits. Figure 3-3 is a block 
diagram of the internal circuit. 


The top block is a 13-bit shift register with the no 
delay tap being in the center. This allows 6 levels of 
early and late shifting with respect to nominal. The 
shift register is clocked at the main clock rate 
(24 MHz). The output is fed into 2 multiplexors, one 
for early and one for late. A final stage of multiple- 
xors combines the early, late and normal data 
stream back into one which is the WRDATA output. 
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SHIFT REGISTER | 
>. 


PRECOMP 


aa . 
SELECTION FROM ==> EARLY MULTIPLEXOR ea] LATE MULTIPLEXOR 
DSR ‘ . 


NO DELAY WRDATA 


TO OUTPUT 
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Figure 3-3. Precompensation Block Diagram 


4.0 POWER MANAGEMENT 
FEATURES 


The 82078 contains power management features 
that makes it ideal for design of portable personal 
computers. These features can be ciassified into 
power management of the part and that of the inter- 
nal oscillator. The powerdown of the part is done 
independently of the internal oscillator in the 82078. 


4.1 Power Management Scheme 


The portable market share of the personal comput- 
ing market has increased significantly. To improve 
power conservation on portable platforms, designs 
_ are migrating from 5.0V to 3.3V. Intel’s 82078-3 al- 
lows designers to incorporate 3.3V floppy disk con- 
troller support in their systems. . 


The 82078 supports two powerdown modes, direct 
powerdown and automatic powerdown. Direct pow- 
erdown refers to direct action by the software to 
powerdown without dependence on external factors. 
Automatic powerdown results from 82078's monitor- 
ing of the current conditions according to a previous- 
ly programmed mode. Any hardware reset disables 
the automatic POWERDOWN command, however 
software resets have no effect on the command. 
The 82078 also supports powerdown of its internal 
crystal oscillator independent of the powerdown 
modes described above. By setting bit 5 (PDOSC) in 
the DSR register, the internal oscillator is turned off. 
This bit has sole control of the oscillator powerdown, 
allowing the internal clock to be turned off when an 
external oscillator is used. 


4.2 Oscillator Power Management 


The 82078 supports a built-in crystal oscillator that 
can be programmed to be either powered down or 
active, independent of the power state of the chip. 
This capability is implemented by the PDOSC bit in 
the DSR. When PDOSC is set low, the internal oscil- 
lator is on. When PDOSC is set high, the internal 
oscillator is off. Note, a DSR powerdown does not 


~ turn off the oscillator. 


When the external oscillator is used, power can be 
saved by turning off the internal oscillator. If the in- 
ternal oscillator is used, the oscillator may be pow- 
ered up (even when the rest of the chip is powered 
off) allowing the chip to wake up quickly and in a 
stable state. It is recommended to keep the internal 
oscillator on even when in the powerdown state. 
The main reason for this is that the recovery time of 
the oscillator during wake up may take tens of milli- 
seconds under the worst case, which may create 
problems with any sensitive application software. In 
a typical application the internal oscillator should be 
on unless the system goes into a power saving or 
standby mode (such a mode request would be made 
by a system time out or by a user). In this case, the 
system software would take over and must turn on 
the oscillator sufficiently ahead of awakening the 
part. 


In the case of the external oscillators, the power up 
characteristics are similar. If the external source re- 
mains active during the time the 82078 is powered 
down, then the recovery time effect is minimized. 
The PD# pin can be used to turn off the external 
source. While the PD# pin is active 82078 does not 
require a clock source. However, when the PD# pin 
is inactive, the clocking source, once it starts oscil- 
lating, must be completely stable to ensure that the 
82078 operates properly. 
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4.3 Part Power Management 


This section deals with the power management of 
the rest of the chip excluding the oscillator. This sec- 
tion explains pote modes and wake up 
modes. 


4.3.1 DIRECT POWERDOWN 


Direct powerdown is conducted via the POWER- 
DOWN bit in the DSR register (bit 6). Programming 
this bit high will powerdown 82078. All status is lost 
if this type of powerdown mode is used. The part can 


exit powerdown from this mode via any hardware or 


software reset. This type of powerdown overrides 
the automatic powerdown. When the part is in auto- 
‘matic powerdown and the DSR powerdown is is- 


sued, the previous status of the part is lost and the 


82078 resets to software default values. 


4.3.2 AUTO POWERDOWN 


Automatic powerdown is conducted via a ‘‘Power- 
down Mode” command. There are four conditions 
required before the part will enter powerdown. All of 
these conditions must be true for the part to initiate 
the powerdown sequence. These conditions follow: 


1. The motor enable pins FDME[0:1] must be inac- 
tive. | 


2. The part must be idle; this is indicated by MSR = 
80H and INT = 0 (INT may be high even if MSR 
= 80H due to polling interrupt). 

3. The Head Unload Timer (HUT, explained in the 
SPECIFY command) must have expired. 


4. The auto powerdown timer must have timed out. 


The command can be used to enable powerdown by 
setting the AUTO PD bit in the command to high. 
The command also provides a capability of program- 
ming a minimum power up time via the MIN DLY bit 
in the command. The minimum power up time refers 
to a minimum amount of time the part will remain 
powered up after being awakened or reset. An inter- 
nal timer is initiated as soon as the auto powerdown 
command is enabled. The part is then powered 
down provided all the remaining conditions are met. 
Any software reset will reinitialize the timer. Chang- 
ing of data rate extends the auto powerdown timer 
by up to 10 ms, but only if the data rate is changed 
during the countdown. 


Disabling the auto powerdown mode cancels the 
timers and holds the 82078 out of auto powerdown. 


The IDLE# pin can be masked via the IDLEMSK bit 
in Status Register B (EREG EN = 1). 
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This section describes the conditions for awakening 
the part from both direct and automatic powerdown. 
Power conservation or extension of battery life is the 
main reason power management is required. This 
means that the 82078 must be kept in powerdown 
state as long as possible and should be powered up 
as late as possible without compromise software 
transparency. | 


4.3.3 WAKE UP MODES 


To keep the part in powerdown mode as late as pos- 


_ sible implies that the part should wake up as fast as 


possible. However, some amount of time is required 
for the part to exit powerdown state and prepare the 
internal microcontroller to accept commands. Appli- 
cation software is very sensitive to such a delay and 
in order to maintain software transparency, the re- 
covery time of the wake up process must be careful- 


_ ly controlled by the system software. 


4.3.3.1 Wake Up from DSR Powerdown 


If the 82078 enters the powerdown through the DSR 
powerdown bit, it must be reset to exit. Any form of 
software or hardware reset will serve, although DSR 
is recommended. No other register access will 
awaken the part, including writing to the DOR’s mo- 
tor enable (FDME[0:1]) bits. 


lf DSR powerdown is used when the part is in auto 
powerdown, the DSR powerdown will override the 
auto powerdown. However, when the part is awak- 
ened by a software reset, the auto powerdown com- 
mand (including the minimum delay timer) will once 
again become effective as previously programmed. | 
If the part is awakened via a hardware reset, the 
auto powerdown is disabled. 


After reset, the part will go through a normal se- 
quence. The drive status will be initialized. The FIFO 
mode will be set to default mode on a hardware re- 
set or on a software reset if the LOCK command has 
not blocked it. Finally, after a delay, the oipoune inter- 
rupt will be issued. 


4.3.3.2. Wake Up from Auto Powerdown 


If the part enters the powerdown state through the 
auto powerdown mode, then the part can be awak- 
ened by reset or by appropriate access to certain 
registers. 


lf a hardware or software reset is used then the part 
will go through the normal reset sequence. If the 
access is through the selected registers, then the 
82078 resumes operation as though it was never in 
powerdown. Besides activating the RESET pin or 
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one of the software reset bits in the DOR or DSR, 
the following register accesses will wake up the part: 


1. Enabling any one of the motor enable bits in the 
DOR register (reading the DOR does not awaken 
the part) 


2. A read from the MSR register 
3. A read or write to the FIFO register 


Any of these actions will wake up the part. Once 


awake, 82078 will reinitiate the auto powerdown tim- 
er for 10 ms or 0.5s (depending on the MIN DLY bit 
the auto powerdown command). The part will power- 
down again when all the auto powerdown conditions 
are satisfied. 


4.4 Register Behavior 


The register descriptions and their values in the 
powerdown state are listed in the Microprocessor 
Interface section. Table 4-1 reiterates the configura- 
tion registers available. It also shows the type of 
access permitted. In order to maintain software 
transparency, access to all the registers must be 
maintained. As Table 4-1 shows, two sets of regis- 
ters are distinguished based on whether their ac- 
cess results in the part remaining in powerdown 
state or exiting it. 


Table 4-1. 82078 Register Behavior 


Available Registers | Access | 


Access to these registers 
DOES NOT wake up the part 


oo fT 
cor | sao eres 9 [aw 


NOTE: 

*Writing to the DOR or DSR does not wake up the part, 
however, writing any of the motor enable bits or doing a 
software reset (either via DOR or DSR reset bits) will wake 
up the part. 
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Access to all other registers is possible without 
awakening the part. These registers can be ac- 
cessed during powerdown without changing the 
status of the part. A read from these registers will 
reflect the true status as shown in the register de- 
scription in Section 2.1. A write to the part will result 
in the part retaining the data and subsequently re- 
flecting it when the part awakens. Accessing the 
part during powerdown may cause an increase in 
the power consumption by the part. The part will re- 
vert back to its low power mode when the access 
has been completed. None of the extended registers 
effect the behavior of the powerdown mode. 


4.5 Pin Behavior 


The 82078 is specifically designed for the portable 
PC systems in which the power conservation is a 
primary concern. This makes the behavior of ‘the 
pins during powerdown very important. 


The pins of 82078 can be divided into two major 
categories; system interface and floppy disk drive 
interface. The floppy disk drive pins are disabled 
such that no power will be drawn through the 82078 
as a result of any voltage applied to the pin within 
the 82078’s power supply range. The floppy disk 
drive interface pins are configurable by the FDI TRI 
bit in the auto powerdown command. When the bit is 
set the output pins of the floppy disk drive retain 
their original state. All other pins are either disabled 
or unchanged as depicted in Table 4-4. Most of the 
system interface pins are left active to monitor sys- 
tem accesses that may wake up the part. 


4.5.1 System Interface Pins 


Table 4-2 gives the state of the system interface 
pins in the powerdown state. Pins unaffected by 
powerdown are labeled ‘‘UC’’. Input pins are “DIS- 
ABLED” to prevent them from causing currents in- 
ternal to the 82078 when they have indeterminate 
input values. 
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Table 4-2. System Interface Pins 


State In StateIn |. 
Power Down Power Down 


Input Pins 


UC 
UC - 
UC 
UC 
UC 


| Output Pins 
[RG [ UC (Low 
Low (DSR PD) 
UC 
_ Disabled 
Disabled 
rogrammable 


NOTE: : 
*These pins are muxed with FDS1 and FDME1 and are 
only available when 44PD EN = 1. 


Two pins which can be used to indicate the status of 
the part are IDLE # and PD#. Table 4-3 shows how 
these pins reflect the 82078 status. Note that these 
pins are only enabled when 44PD EN = 1. 


Table 4-3. 82078 Status Pins 


80H Auto Powerdown 


RQM = 1; | DSR Powerdown 
MSRI6:0] = X 


Busy | 


_ The IDLE# pin indicates when the part is in idle 
state and can be powered down. It is a combination 
of MSR equaling 80H, the head being unloaded and 
the INT pin being low. As shown in the table, the 
IDLE # pin will be low when the part is in DSR pow- 
erdown state. The PD# pin is active whenever the 
part is in the powerdown state. It is active for either 
mode of powerdown. The PD# pin can be used to 
turn off an external oscillator of other floppy disk 
drive interface hardware. 


4.5.2 FDD INTERFACE PINS 


The FDD interface “input” pins during powerdown 
are disabled or unchanged as shown in Table 4-4. 
The floppy disk drive “output” pins are programma- 
ble by the FDI TRI bit in the auto powerdown com- 
mand. Setting of the FDI TRI bit in the auto power 
down command results in the interface retaining its 
normal state. When this bit is low (default state) all 
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State In ‘ State In 


| 
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output pins in the FDD interface to the floppy disk 
drive itself are tri-stated. Pins used for local logic 
control or part programming are unaffected. Table 


4-4 depicts the state of the floppy disk interface pins 
in the powerdown state (FDI TRI is low). | 


Table 4-4, 82078 FDD Interface Pins 


-  Qutput Pins 
(FDI TRI = 0) 


wer | Tete 
[Jorvoenror| stated 


5.0 CONTROLLER PHASES 


For simplicity, command handling in the 82078 can 
be divided into three phases: Command, Execution 
and Result. Each phase is described in the following 
sections. 


When there is no command in progress, the 82078 
can be in idle, drive polling or powerdown state. 


5.1 Command Phase 


After a reset, the 82078 enters the command phase 
and is ready to accept a command from the host. 
For each of the commands, a defined set of com- 
mand code bytes and parameter bytes has to be 
written to the 82078 before the command phase is 
complete (Please refer to Section 6.0 for the com- 
mand descriptions). These bytes of data must be 
transferred in the order prescribed. 


Before writing to the 82078, the host must examine 
the RQM and DIO bits of the Main Status Register. 
RQM, DIO must be equal to “1” and “0” respective- 
ly before command bytes may be written. RQM is 
set false by the 82078 after each write cycle until the 
received byte is processed. The 82078 asserts RQM 
again to request each parameter byte of the com- 
mand, unless an illegal command condition is de- 
tected. After the last parameter byte is received, 
RQM remains “0”, and the 82078 automatically en- 
ters the next phase as defined by the command defi- 


nition. 


a 
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The FIFO is disabled during the command phase to 
retain compatibility with the 8272A, and to provide 


for the proper handling of the ‘Invalid Command” 
condition. 


5.2 Execution Phase 


All data transfers to or from the 82078 occur during 
the execution phase, which can proceed in DMA or 
non-DMA mode as indicated in the SPECIFY com- 
mand. 


Each data byte is transferred by an INT or DRQ 
depending on the DMA mode. The CONFIGURE 
command can enable the FIFO and set the FIFO 
threshold value. . 


The following paragraphs detail the operation of the 
FIFO flow control. In these descriptions, (threshold) 
is defined as the number of bytes available to the 
82078 when service is requested from the host, and 
ranges from 1 to 16. The parameter FIFOTHR which 
the user programs is one less, and ranges from 0 to 
15. 


A low threshold value (i.e. 2) results in longer peri- 
ods of time between service requests, but requires 
faster servicing of the request, for both read and 
write cases. The host reads (writes) from (to) the 
FIFO until empty (full), then the transfer request 
goes inactive. The host must be very responsive to 
the service request. This is the desired case for use 
with a “fast” system. 


A high value of threshold (i.e. 12) is used with a 
“sluggish” system by affording a long latency period 
after a service request, but results in more frequent 
service requests. 


5.2.1 NON-DMA MODE, TRANSFERS FROM 
THE FIFO TO THE HOST 


The INT pin and RQM bits in the Main Status Regis- 
ter are activated when the FIFO contains 16 (or set 
threshold) bytes, or the last bytes of a full sector 
transfer have been placed in the FIFO. The INT pin 
can be used for interrupt driven systems and RQM 
can be used for polled sytems. The host must re- 
spond to the request by reading data from the FIFO. 
This process is repeated until the last byte is trans- 
ferred out of the FIFO, then 82078 deactivates the 
INT pin and ROM bit. 
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5.2.2 NON-DMA MODE, TRANSFERS FROM 
THE HOST TO THE FIFO 


The INT pin and RQM bit in the Main Status Register 
are activated upon entering the execution phase of 
data transfer commands. The host must respond to 
the request by writing data into the FIFO. The INT 
pin and RQM bit remain true until the FIFO becomes 
full. They are set true again when the FIFO has 
(threshold) bytes remaining in the FIFO. The INT pin 
will also be deactivated if TC and DACK# both go 
inactive. The 82078 enters the result phase after the 
last byte is taken by the 82078 from the FIFO (i.e. 
FIFO empty condition). 


5.2.3 DMA MODE, TRANSFERS FROM THE 
FIFO TO THE HOST | 


The 82078 activates the DRQ pin when the FIFO 
contains 16 (or set threshold) bytes, or the last byte 
of a full sector transfer has been placed in the FIFO. 
The DMA controller must respond to the request by 
reading data from the FIFO. The 82078 will deacti- 
vate the DRQ pin when the FIFO becomes empty. 
DRQ goes inactive after DACK# goes active for the 
last byte of a data transfer (or on the active edge of 
RD#, on the last byte, if no edge is present on 
DACK #) Note that DACK # and TC must overlap for 
at least 50 ns for proper functionality. 


5.2.4 DMA MODE, TRANSFERS FROM THE 
HOST TO THE FIFO 


The 82078 activates the DRQ pin when entering the 
execution phase of the data transfer commands. 
The DMA controller must respond by activating the 
DACK# and WR# pins and placing data in the 
FIFO. DRQ remains active until the FIFO becomes 
full. DRQ is again set true when the FIFO has 
(threshold) bytes remaining in the FIFO. The 82078 
will also deactivate the DRQ pin when TC becomes 
true (qualified by DACK# by overlapping by 50 ns), 
indicating that no more data is required. DRQ goes 
inactive after DACK # goes active for the last byte of 
a data transfer (or on the active edge of WR# of the 
last byte, if no edge is present on DACK#). 
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5.2.5 DATA TRANSFER TERMINATION 


The 82078 supports terminal count explicitly through 
the TC pin and implicitly through the underrun/over- 
run and end-of-track (EOT) functions. For full sector 
transfers, the EOT parameter can define the last 


sector to be transferred in a single or multisector — 


transfer. If the last sector to be transferred is a par- 
tial sector, the host can stop transferring the data in 
mid-sector, and the 82078 will continue to complete 
the sector as if a hardware TC was received. The 
only difference between these implicit functions and 
TC is that they return ‘abnormal termination’ result 
status. Such status indications can be ignored if they 
were expected. 


Note that when the host is sending data to the FIFO 
of the 82078, the internal sector count will be com- 
plete when 82078 reads the last byte from its side of 
the FIFO. There may be a delay in the removal of 
the transfer request signal of up to the time taken for 
the 82078 to read the last 16 bytes from the FIFO. 
The host must tolerate this delay. 


5.3 Result Phase 


The generation of INT determines the beginning of 
the result phase. For each of the commands, a de- 
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fined set of result bytes has to be read from the 3 


82078 before the result phase is complete. (Refer to 
Section 6.0 on command descriptions.) These bytes 
of data must be read out for another command to 
start. 


RQM and DIO must both equal ‘‘1” before the result 
bytes may be read from the FIFO. After all the result 
bytes have been read, the RQM and DIO bits switch 
to “1” and “0” respectively, and the CB bit is 
cleared. This indicates that the 82078 is eoady to 
accept the next command. 


6.0 COMMAND SET/DESCRIPTIONS 


Commands can be written whenever the 82078 is in 
the command phase. Each command has a unique 
set of needed parameters and status results. The 
82078 checks to see that the first byte is a valid 
command and, if valid, proceeds with the command. 
If it was invalid, the next time the RQM bit in the 


MSR register is a “1” the DIO and CB bits will also © 


be ‘1’, indicating the FIFO must be read. A result 
byte of 80H will be read out of the FIFO, indicating 
an invalid command was issued. After reading the 
result byte from the FIFO the 82078 will return to the 
command phase. Table 6-1 is a summary of the 
Command set. 
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Table 6-1. 82078 Command Set 


in 


D7 De — Ds D4 D3 D2 D, Do 
READ DATA 


Command Command Codes 


Sector ID Information Prior 
to Command Execution 


=S=zezeszsezzseze 


Execution Data Transfer Between the 
FDD and System 


Status Information After 
Command Execution 


Result 


Sector ID information After 
Command Execution 


DwUVIDIIID 


1 0 0 Command Codes 
HDS DSi DSO 


Command 


Sector ID Information Prior 
to Command Execution 


W 
Ww 
WwW 
WwW 
WwW 
W 
WwW 
Ww 
Ww 


Execution . Data Transfer Between the 
FDD and System 


Status Information After 
Command Execution 


Result 


Sector ID Information After 
Command Execution 


DUVUDIWDIIDID 


Command Command Codes 


Sector ID Information Prior 
to Command Execution 


Zzzzzzzzze 


Execution Data Transfer Between the 
FDD and System 


Status Information After 


Command Execution 


Sector ID Information After 
Command Execution 
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Table 6-1. 82078 Command Set (Continued) 


Phase | R/W 1 peepee | Remarks : 
D7 De Ds Ds D3 Do D, Do 


WRITE DELETED DATA 


1 Command Codes 
HDS DS1 DSO 


Command 


Sector ID Information Prior 
to Command Execution 


SSzzszzzszze=e 


Execution Data Transfer Between the 
FDD and System 


Status Information After 
Command Execution 


Result 


Sector ID Information After 
Command Execution 


DUVDVIVIID 


Command 0 1 0 Command Codes 
, HDS DS1 DSO 
Sector ID Information Prior 
to Command Execution 


Execution Data Transfer Between the 


FDD and System. FDC 
Reads All Sectors from 
Index Hole to EOT 


Result . a eS Race ee ree Picea ee SO eee a ee Status Information After 
Command Execution 


Sector ID Information After 
Command Execution 


Command Command Codes 
He ae 
Sector ID Information Prior 


to Command Execution 


SStzzzzzzeE 


Execution No Data Transfer Takes 
Place 


Status Information After 
Command Execution 


Result 


Sector ID Information After 
Command Execution 


VERSION. 


Command Command Code 
Result Enhanced Controller 
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Table 6-1. 82078 Command Set (Continued) 


PATAEUS : Remarks 


FORMAT TRACK 
Command 


Command Codes 


Bytes/Sector. 
Sectors/Cylinder 
Gap3 

Filler Byte 


=S=Zzezzeze 


Execution 
For Each 
Sector 
Repeat: 


‘Input Sector 
Parameters 


zzz 


82078 Formats an Entire 
Cylinder 


Result eee STO Status Information After 
ST 1 ss: «COMMand Execution 
ST 2 
Undefined 
Undefined 
Undefined 
Undefined 


SCAN EQUAL 


Command Command Codes 


Sector ID Information 
Prior to Command 
Execution 


Z=tszetzez22= 


Execution Data Compared 
Between the FDO 
and Main-System 


Status Information 
After Command 
Execution 


Result 


Sector ID Information 
After Command 
Execution 


DVUDVIADIIAID 
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Table 6-1. 82078 Command Set (Continued) 


Phase R/W en DATAEUS Remarks 
Dy De Ds . D4 D3 Do D, Do , 


SCAN LOW OR EQUAL 


Command > Command Codes 
Sector ID Information 
Prior to Command 
Execution . 


W 
Ww 
W 
W 
W 
Ww 
W 
W 
W 


Execution . Data Compared 
. Between the FDO 
and Main-System 


Status Information 
After Command 
Execution 


Result 


Sector ID Information 
After Command 
Execution 


DDUDUDUVDID 


Command Command Codes 
DS1 
Sector ID Information 
Prior to Command 


Execution 


f==fstetetzezeze 


Execution Data Compared 
Between the FDO 
and Main-System 


Result ee a Css Status Information 
After Command 
Execution 


Sector ID Information 
After Command 
Execution 
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Command 


Execution 


Command 


Result 


Command 


Command 


Result 


Command 
Phase 


Result 
Phase 


Command 


Execution 


Command 


W 
W 


WwW 
W 
R 


=: 2s 


DDD D 


Table 6-1. 82078 Command Set (Continued) 


DATA BUS 


SENSE INTERRUPT STATUS 


DRT1 
0 
DRT1 
DRT1 


0 
0 


0 
0 0 
EIS EFIFO POLL 
PRETRK 


DRTO 
0 
DRTO 
DRTO 


0 
0 


D7 Dg Ds Dg D3 Do D; Do 


RECALIBRATE 


DT1 . 


DT1 


0 
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Remarks | 


Command Codes 
Enhanced Controller 


Head Retracted to Track 0 
Interrupt 


Command Codes 


Status Information at the 
End of Each Seek 
Operation 


Command Codes 


Command Codes 


Status Information About 
FDD 


Command Codes 


0-4 Bytes Issued 


Drive 0 
Drive 1 
RSVD 
RSVD 


Command Codes 


Head is Positioned Over 
Proper Cylinder on Diskette 


Command Code 
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Command 
Execution 


‘ 


Result 


DVBvVvDIIWIIIII DV 


Command 


Execution 


Result 


R 
R 
R 
R 
R 
R 
= 


Command 


Command W 
Result R 
Command W 
Result R 


Command 


Result 


Command 
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DATA BUS 
D4 D3 Do D, 


PCN-Drive 0 
PCN-Drive 1 
-RSVD 

RSVD — 


HLT 
SC/EOT 
0 0 D; Do GAP 
EIS EFIFO POLL ___ FIFOTHR 
PRETRK 


READ iD 


LOCK 0. 
PART ID 


1 0 
—STEPPING— 


POWERDOWN MODE 


EREG 44PD 
EN EN 


EREG 44PD 
EN EN 


OPTION 


1 0 
—-RSVD—- 


Table 6-1. 82078 Command Set (Continued) 


Remarks 
Do 


*Note ; 
Registers Placed in FIFO 


ND 


WGATE 


Commands 


The First Correct ID 
Information on the Cylinder 
is Stored in Data Register 


Status Information After — 
Command Execution 


Disk Status After the 
Command has Completed . 


Command Codes 


Command Code 
Part ID Number 


Command Code 


Command Code 
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Table 6-1. 82078 Command Set (Continued) 


DATA BUS Remarks 


SAVE 


Command Command Code 
Phase 


Result SEL PD PCO  DRATE1 DRATEO | Save Info to Reprogram the 
Phase oT 3V #* OSC . FDC 
0 0 0 0 0 0 ISO 


PCN-Drive 0 
PCN-Drive 1 
RSVD 
RSVD 


HLT Spe cre reef er side a area ND 
SC/EOT See ee ee ee 
0 0 0 D Do GAP WGATE 
EIS EFIFO POLL St? -RIPOTHR 
PRETRK 
0 EREG 44PD RSVD FDI MIN 
EN EN TRI DLY 
DISK/STATUS 
RSVD 


DUDDDIVIAVIVADD 


R 
R 


Command Command Code 
Phase 


PCO DRATE1 DRATEO Restore Original 


0 0 ISO Register Status 
PCN-Drive 0 
PCN-Drive 1 
RSVD 
RSVD 


HLT 
SC/EOT 

0 D, Do GAP 
POLL ._—S—S* FIFOTHR 
PRETRK 

44PD RSVD MIN 
EN DLY 
DISK/STATUS 

RSVD 

RSVD 


NOTE: 
*For the 82078, 82078-5, SEL3V# = 1. For the 82078-3, SEL3V# = 0. 
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Table 6-1. 82078 Command Set (Continued) 


Phase R/W pane 


FORMAT AND WRITE . 


1 1 | 
HDS DS1 


Command 


Execution 
Repeated 
for each 
Sector 


Input 
Sector 
Parameters 


ZZzZzeziz2Fzzz22= 


Data Transfer of N Bytes 


82078 Formats and Writes 
Entire Track 
STO 
ST 1 
ST2 
Undefined 
Undefined 
ee t—‘“‘C nein ae ae ee ete ae eae Fe 
eae en aa SOT Ee COT: Undefined Gees 5 a : 
INVALID 
Command | Es Se ee eet Oe Invalid Codes ee ee Invalid Command Codes 


(NoOp — 82078 Goes into 
Standby State) 


Result 
Phase 


oBumuvvAaID 


Result Ce ee re eet aa AS ee ee Sea eee ST 0O = 80H 
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Parameter Abbreviations 
Symbol Description 
44PD EN Powerdown pin status. This bit allows the PD and IDLE pins to be available at FDS1 and 


FDME1 instead of the DS1 and ME1 pins. The BOOTSEL bit in the 44 pin part remaps the 
drive selects and motor enables when this bit is low. See the table below for functionality: 


44PD EN BOOTSEL(TDR) Mapping 


Default = DSO — FDSO, MEO —> FDMEO 
DS1 — FDS1, ME1 — FDME?1 


: 1 DSO — FDS1, MEO —> FDME1 

DS1 — FDSO, ME1 — FDMEO 

1 X DSO — FDSO, MEO — FDMEO 
DS1— PD, ME1— IDLE 


AUTO PD Auto powerdown control. If this bit is DSO, DS1 Disk Drive Select. 


0, then the automatic powerdown is 
disabled. If it is set to 1, then the auto- /ps1 | pso; | 
Po | 0 | aveo 


matic powerdown is enabled. 


C ‘Cylinder address. The currently se- 
lected cylinder address, 0 to 255. | o | 1. | drivet | 
DO, D1 Drive Select 0-3. Designates which 


1 | | Rsvo_ 


drives are Perpendicular drives, a ‘‘1” 
indicating Perpendicular drive. 


D Data pattern. The pattern to be written DTL Special sector size. By setting N to 
in each sector data field during for- zero (00), DTL may be used to control 
matting. the number of bytes transferred in 

DN Done. This bit indicates that this is the disk read/write commands. The sec- 
last byte of the drive specification tor size (N = 0) is set to 128. If the 
command. The 82078 checks to see if actual sector (on the diskette) is larger 
this bit is high or low. If it is low, it than DTL, the remainder of the actual 
expects more bytes. sector is read but is not passed to the 
DN = 0 82078 expects more subse- host during read commands; during 

quent bytes. | write commands, the remainder of the 


actual sector is written with all zero 
bytes. The CRC check code is calcu- 
lated with the actual sector. When N 
benefit is that by setting this is not zero, DTL has no meaning and 
bit high, a direct check of the BHOUIG De Pea er wie : 
current drive specifications DRATE[O:1] Data rate values from the DSR regis- 
can be done. ter. 
DIR Direction control. If this bit is 0, then 
the head will step out from the spindle 
during a relative seek. If set to a 1, the 
head will step in toward the spindle. 


DN = 1 Terminates the command 
phase and jumps to the re- 
sults phase. An additional 
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DRTO, DRT1 Data rate table select. These two bits 


select between the different data rate 
tables. The default is the conventional 
_ table. These also provide mapping of 
the data rates selected in the DSR 
and CCR. The table below shows this. 


- Bits in DSR/CCR 


et 
}500Kbps|_ 
300 Kbps] 
250 Kbps] 
RSVD 


1 RSVD RSVD 


Drive density select type. These bits 
select the outputs on DRVDENO and 
DRVDEN1 based on mode of opera- 
tion that was selected via the IDENT1 
and IDENTO pins. More information is 
available in the Design Applications 
section. 


EC Enable Count. When this bit is “1” the 
“DTL” parameter of the Verify Com- 
mand becomes SC (Number of sec- 
tors per track). 


Enable FIFO. When this bit is 0, the 
FIFO is enabled. A “1” puts the 
82078 in the 8272A compatible mode 
where the FIFO is disabled. 


EIS Enable implied seek. When set, a 
seek operation will be performed be- 
fore executing any read or write com- 
mand that requires the C parameter in 
the command phase. A “0” disables 
the implied seek. 


End of track. The final sector number 
of the current track. 


DTO, DT1 


EFIFO 


EOT 
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EREG EN © 


FDI TRI 


FDO, FD1 


GAP © 


GPL 
HDS 


HLT 


HUT 


ISO 


intel 


Enhanced Register Enable. 


EREG EN = 1 The TDR register is 
extended and SRB is 
made visible to the 
user. 


EREG EN = 0 Standard registers are 
- used. 


Floppy Drive Interface Tristate: If this 
bit is 0, then the output pins of the 
floppy disk drive interface are tri-stat- 
ed. This is also the default state. If it is 
set to 1, then the floppy disk drive in- 
terface remains unchanged. 


Floppy drive select. These two bits se- 
lect which physical drive is being 
specified. The FDn corresponds to 
FDSn and FDMEn on the floppy drive 
interface. The drive is selected inde- 
pendent of the BOOTSELn bits. 
Please refer to Section 2.1.1 which 
explains the distinction between phys- 
ical drives and their virtual mapping as 
defined by the BOOTSEL1 and 
BOOTSELO bits. 


Alters Gap2 length when using Per- 
pendicular Mode. 


Gap length. The Gap3 size. (Gap3 is 
the space between sectors excluding 
the VCO synchronization field). 


Head address. Selected head: 0 or 1 
(disk side 0 or 1) as encoded in the 
sector ID field. 


Head load time. The time interval that 
82078 waits after loading the head 
and before initiating a read or write 
operation. Refer to the SPECIFY com- 
mand for actual delays. 


Head unload time. The time interval 
from the end of the execution phase 
(of a read or write command) until the 
head is unloaded. Refer to the SPECI- 
FY command for actual delays. 


ISO Format: If this bit is set high the 
ISO format is used for all data transfer 


‘commands. When this bit is set low 


the normal IBM system 34 and per- 
pendicular is used. The default is ISO 
= 0. | | 


intel. 


Lock 


MFM 


MIN DLY 


MT 


NCN 


Lock defines whether EFIFO, 
FIFOTHR, and PRETRK parameters 
of the CONFIGURE command can be 
reset to their default values by a 
“Software Reset” (Reset made. by 
setting the proper bit in the DSR or 
DOR registers). 


MFM mode. A one selects the double 
density (MFM) mode. A zero is re- 
served. 


Minimum power up time control. This 
bit is active only if AUTO PD bit is en- 
abled. Setting this bit to a 0, assigns a 
10 ms minimum power up time and 
setting this bit to a 1, assigns a 0.5s 
minimum power up time. 


Multi-track selector. When set, this 
flag selects the multi-track operating 
mode. In this mode, the 82078 treats 
a complete cylinder, under head 0 and 
1, as a single track. The 82078 oper- 
ates as if this expanded track started 
at the first sector under head O and 
ended at the last sector under head 1. 
With this flag set, a multitrack read or 
write operation will automatically con- 
tinue to the first sector under head 1 
when the 82078 finishes operating on 
the last sector under head 0. 


Sector size code. This specifies the 
number of bytes in a sector. If this pa- 
rameter is ‘OO’, then the sector size 
is 128 bytes. The number of bytes 
transferred is determined by the DTL 
parameter. Otherwise the sector size 
is (2 raised to the “‘N’th’ power) times 
128. All values up to “07” hex are al- 
lowable. ‘07’’h would equal a sector 
size of 16K. It is the users responsibili- 
ty to not select combinations that are 
not possible with the drive. 


Cn | Sector Size 


01 | 256 bytes 


512 bytes 


03 1024 
07 16 Kbytes 


New cylinder number. The desired cyl- 
inder number. 


ND 


NRP 


OW 


PCN 


PC2, PC1, 
PCO 


PDOSC 


PTS 


POLL 


PRETRK 


R 


RCN 


SC 


82078 44 PIN 


Non-DMA mode flag. When set to 1, 
indicates that the 82078 is to operate 
in the non-DMA mode. In this mode, 
the host is interrupted for each data 
transfer. When set to 0, the 82078 op- 
erates in DMA mode, interfacing to a 
DMA controller by means of the DRQ 
and DACK# signals. 


No Results phase. When this bit is set 
high the result phase is skipped. 
When this bit is low the result phase 
will be generated. 


The bits denoted DO, D1, D2, and D3 
of the PERPENDICULAR MODE com- 
mand can only be overwritten when 
the OW bit is set to “1”. 


Present cylinder number. The current 
position of the head at the completion 
of SENSE INTERRUPT STATUS 
command. 


Precompensation values from the 
DSR register. 


When this bit is set, the internal oscil- 
lator is turned off. 


Precompensation table select. This bit 
selects whether to enable the pre- 
compensation value programmed in 
the DSR or not. In the default state, 
the value programmed in DSR will be 
used. 


PTS = 0 DSR programmed precom- 
pensation delays 


PTS = 1 No precompensation delay 
is selected for the corre- 
sponding drive. 

Polling disable. When set, the internal 

polling routine is disabled. When 

clear, polling is enabled. 


Precompensation start track number. 


_ Programmable from track 00 to FFH. 


Sector address. The sector number to 
be read or written. In multi-sector 
transfers, this parameter specifies the 
sector number of the first sector to be 
read or written. 


Relative cylinder number. Relative cyl- 
inder offset from present cylinder as 
used by the RELATIVE SEEK com- 
mand. 


Number of sectors. The number of 
sectors to be initialized by the FOR- 
MAT command. The number of 
sectors to be verified during a Verify 
Command, when EC is set. 
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SK Skip flag. When set to 1, sectors con- . 


taining a deleted data address mark 
will automatically be skipped during 
the execution of READ DATA. If 
READ DELETED is executed, only 
sectors with a deleted address mark 
will be accessed. When set to ‘0’, the 
sector is read or written the same as 
_the read and write commands. 


SRT Step rate interval. The time interval 
between step pulses issued by the 
82078. Programmable from 0.5 ms to 
8 ms, in increments of 0.5 ms at the 1 


Mbit data rate. Refer to the SPECIFY © 


command for actual delays. 


Status registers 0-3. Registers within 
the 82078 that store status informa- 
tion after a command has been exe- 
cuted. This status information is avail- 
able to the host during the result 
phase after command execution. 


These bits identify the stepping of the 
82078. | 


Write gate alters timing of WE, to al- 
low for pre-erase loads in perpendicu- 
lar drives. 


- STO-3 


STEPPING 


WGATE 


6.1 Data Transfer Commands 


All of the READ DATA, WRITE DATA and VERIFY 
type commands use the same parameter bytes and 
return the same results information. The only differ- 
ence being the coding of bits 0-4 in the first byte. 


An implied seek will be executed if the feature was 
enabled by the CONFIGURE command. This seek is 
completely transparent to the user. The Drive Busy 
bit for the drive will go active in the Main Status Reg- 
ister during the seek portion of the command. If the 
seek portion fails, it will be reflected in the results 
status normally returned for a READ/WRITE DATA 
command. Status Register 0 (STO) would contain 
the error code and C would contain the cylinder on 
which the seek failed. 


6.1.1 READ DATA 


A set of nine (9) bytes is required to place the 82078 
into the Read Data Mode. After the READ DATA 
command has been issued, the 82078 loads the 
head (if it is in the unloaded state), waits the speci- 
fied head settling time (defined in the SPECIFY com- 
mand), and begins reading ID Address Marks and ID 
fields. When the sector address read off the diskette 
matches with the sector address specified in the 
command, the 82078 reads the sector’s data field 
and transfers the data to the FIFO. 
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After completion of the read operation from the cur- 
rent sector, the sector address is incremented by 
one, and the data from the next logical sector is read 


_and output via the FIFO. This continuous read func- 


tion is called “Multi-Sector Read Operation’. Upon 
receipt of TC, or an implied TC (FIFO overrun/un- 
derrun), the 82078 stops sending data, but will con- 
tinue to read data from the current sector, check the 
CRC bytes, and at the end of the sector terminate 
the READ DATA Command. 


N determines the number of bytes per sector (see 
Table 6-2). If N is set to zero, the sector size is set to 
128. The DTL value determines the number of bytes 
to be transferred. If DTL is less than 128, the 82078 
transfers the specified number of bytes to the host. 
For reads, it continues to read the entire 128 byte 
sector and checks for CRC errors. For writes it com- 
pletes the 128 byte sector by filling in zeroes. If N is 
not set to 00 Hex, DTL should be set.to FF Hex, and 
has no impact on the number of bytes transferred. 


Table 6-2. Sector Sizes 


|_N_| Sector Size | 
|00 | 128 bytes | 
ror 
| 03 | 1024 bytes 

a ee 
| 


The amount of data which can be handled with a 
single command to the 82078 depends upon MT 
(multi-track) and N (Number of bytes/sector). | 


Table 6-3. Effects of MT andN Bits 
ur] Max. Transfer 
Capacity eee Disk 
oil eee eT 26 at | 26 at side Oor1 | Oor 1 
aa] sax ien tent eenmeet 


/0 |3| 1024x8=8192 | 8atsideOor1 
1024 x 16 = 16384] 16 atside 1 


The Multi-Track function (MT) allows the 82078 to 
read data from both sides of the diskette. For a par- 
ticular cylinder, data will be transferred starting at 
Sector 1, Side 0 and completing at the last sector of 
the same track at Side 1. 


intel. 


if the host terminates a read or write operation in the 
82078, then the ID information in the result phase is 
dependent upon the state of the MT bit and EOT 
byte. Refer to Table 6-6. The termination must be 
normal. 


At the completion of the READ DATA Command, 
the head is not unloaded until after the Head Unload 
Time Interval (specified in the SPECIFY command) 
has elapsed. If the host issues another command 
before the head unloads then the head settling time 
may be saved between subsequent reads. 


If the 82078 detects a pulse on the INDX# pin twice 
without finding the specified sector (meaning that 
the diskette’s index hole passes through index de- 
tect logic in the drive twice), the 82078 sets the IC 
code in Status Register 0 to “01” (Abnormal termi- 
nation), and sets the ND bit in Status Register 1 to 
“4” indicating a sector not found, and terminates the 
READ DATA Command. 


After reading the ID and Data Fields in each sector, 
the 82078 checks the CRC bytes. If a CRC error 
occurs in the ID or data field, the 82078 sets the IC 
code in Status Register 0 to “01” (Abnormal termi- 
nation), sets the DE bit flag in Status Register 1 to 
4” sets the DD bit in Status Register 2 to “1” if 
CRC is incorrect in the ID field, and fetminates the 
READ DATA Command. 


Table 6-4 below describes the affect of the SK bit on 
the READ DATA command execution and results. 


Table 6-4. Skip Bit vs READ DATA Command 


SK | Data Address Results 
Mark Type 


Sector | CM Bit of| Description 

Value | Encountered | Read? | ST2 Set?| of Results 
Normal Data Yes Normal 

Termination. 


Deleted Data Yes Yes Address Not 
Incremented. 
Next Sector 
Not Searched 
For. 


1 Normal Data Yes Normal 
Termination. 


1 Deleted Data Yes Norma! 
Termination 
Sector Not 
Read 
(“Skipped”’). 
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Except where noted in Table 6-4, the C or R value of 
the sector address is automatically incremented 
(see Table 6-6). 


6.1.2 READ DELETED DATA 


This command is the same as the READ DATA com- 
mand, only it operates on sectors that contain a De- 
leted Data Address Mark at the beginning of a Data 


- Field. 


Table 6-5 describes the affect of the SK bit on the 
READ DELETED DATA command execution and re- 
sults. 


Table 6-5. Skip Bit vs READ 
DELETED DATA "see: 


iN Data Address} —=—séResults si 


Mark Type | Sector | CM Bit of| Description 
abe Encountered | Read? | ST2Set?| of Results 
Normal Data Normal 
Termination. 
Deleted Data Address Not 
Incremented. 
_ “= 
Except where noted in Table 6-5 above, the C or R 
value of the sector address is automatically incre- 


Next Sector 
mented (see Table 6-6). 


Not Searched 


Termination 
Sector Not 


Termination. 


6.1.3 READ TRACK 


This command is similar to the READ DATA com- 
mand except that the entire data field is read contin- 
uously from each of the sectors of a track. Immedi- 
ately after encountering a pulse on the INDX# pin, 
the 82078 starts to read all data fields on the track 
as continuous blocks of data without regard to logi- 
cal sector numbers. If the 82078 finds an error in the 
ID or DATA CRC check bytes, it continues to read 
data from the track and sets the appropriate error 
bits at the end of the command. The 82078 com- 
pares the ID information read from each sector with 
the specified value in the command, and sets the 
ND flag of Status Register 1 to a ‘‘1” if there is no 
comparison. 
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Multi-track or skip operations are not allowed with 
this command. The MT and SK bits (Bits D7 and D5 
of the first command byte respectively) should al- 
ways be set to “0”. or 


This command terminates when the EOT specified 
number of sectors have been read. If the 82078 


does not find an ID Address Mark on the diskette. 


after the second occurrence of a pulse on the 
INDX# pin, then it sets the IC code in Status Regis- 
ter 0 to 01” (Abnormal termination), sets the MA bit 
in Status Register 1 to “1”, and terminates the com- 
mand. — 


ID Information 
at Result Phase 


Final Sector 
Transferred 
to Host 


| Table 6-6. Result Phase Table 
ia 
pe |H| RIN 
: 
ieee 
{ 


NOTES: 


NC: No Change, the same value as the one at the begin- 
ning of command execution. 
_ LSB: Least Significant Bit, the LSB of H is complemented. 


6.1.4 WRITE DATA 


After the WRITE DATA command has been issued, 
the 82078 loads the head (if it is in the unloaded 
state), waits the specified head load time if unloaded 
(defined in the SPECIFY command), and begins 
reading ID Fields. When the sector address read 
from the diskette matches the sector address speci- 
fied in the command, the 82078 reads the data from 
the host via the FIFO, and writes it to the sector’s 
data field. | 


After writing data into the current sector, the 82078 
computes the CRC value and writes it into the CRC 


field at the end of the sector transfer. The Sector. 


Number stored in ‘‘R’” is incremented by one, and 
the 82078 continues writing to the next data field. 
The 82078 continues this ‘‘Multi-Sector Write Opera- 
tion”. Upon receipt of a terminal count signal or if a 
FIFO over/under run occurs while a data field is be- 
ing written, then the remainder of the data field is 
filled with zeros. 
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The 82078 reads the ID field of each sector and 


checks the CRC bytes. If it detects a CRC error in 
one of the ID Fields, it sets the IC code in Status 


‘Register 0 to “01” (Abnormal termination), sets the 


DE bit of Status Register 1 to ‘1’, and terminates 
the WRITE DATA command. 


The WRITE DATA command operates in much the 
same manner as the READ DATA command. The 
following items are the same. Please refer to the 
READ DATA Command for details: 


e Transfer Capacity 

¢ EN (End of Cylinder) bit 

e ND (No Data) bit 

e Head Load, Unload Time Interval 


e ID information when the host terminates the com- 
mand. . : 


© Definition of DTL when N = 0 and when N does 
not = 0. 


6.1.5 WRITE DELETED DATA 


This command is almost the same as the WRITE 
DATA command except that a Deleted Data Ad- 
dress Mark is written at the beginning of the Data 
Field instead of the normal Data Address Mark. This 
command is typically used to mark a bad sector con- 
taining an error on the floppy disk. 


6.1.6 VERIFY 


The VERIFY command is used to verify the data 
stored on a disk. This command acts exactly like a 
READ DATA command except that no data is trans- 
ferred to the host. Data is read from the disk, CRC 
computed and checked against the previously © 
stored value. 


Because no data is transferred to the host, TC 
(pin-25) cannot be used to terminate this command. 
By setting the EC bit to “1” an implicit TC will be 
issued to the 82078. This implicit TC will occur when 
the SC value has decrement to 0 (an SC value of 0 
will verify 256 sectors). This command can also be 
terminated by setting the EC bit to “0” and the EOT 
value equal to the final sector to be checked. If EC is 
set to “0” DTL/SC should be programmed to OFFH. 
Refer to Table 6-6 and Table 6-7 for information 
concerning the values of MT and EC versus SC and 
EOT value. 


Definitions: 


# Sectors Per Side = Number of formatted sectors 
per each side of the disk. 


# Sectors Remaining = Number of formatted sec- 
tors left which can be read, including side 1 of the 
disk if MT is set to “1”. 
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Table 6-7. Verify Command Result Phase Table 


NOTE: | 
If MT is set to “1” and the SC value is greater than the number of remaining formatted sectors on Side 0, verifying will 
continue on Side 1 of the disk. 


6.1.7 FORMAT TRACK 


The FORMAT command allows an entire track to be 
formatted. After a pulse from the INDX# pin is de- 
tected, the 82078 starts writing data on the disk in- 
cluding Gaps, Address Marks, ID Fields and Data 
Fields, per the IBM System 34 (MFM). The particular 
values that will be written to the gap and data field 
are controlled by the values programmed into N, SC, 
GPL, and D which are specified by the host during 
the command phase. The data field of the sector is 
filled with the data byte specified by D. The ID Field 
for each sector is supplied by the host; that is, four 
data bytes per sector are needed by the 82078 for 
C, H, R, and N (cylinder, head, sector number and 
sector size respectively). 


After formatting each sector, the host must send 
new values for C, H, R and N to the 82078 for the 
next sector on the track. The R value (sector num- 
ber) is the only value that must be changed by the 
host after each sector is formatted. This allows the 
disk to be formatted with nonsequential sector ad- 
dresses (interleaving). This incrementing and _ for- 
matting continues for the whole track until the 82078 
encounters a pulse on the INDX# pin again and it 
terminates the command. 


pot | EC SC/EOT Value 


SC = DTL 
EOT < # Sectors Per Side 


SC = DTL | Unsuccessful Termination 
EOT > # Sectors Per Side Result Phase Invalid 


SC < # Sectors Remaining 
AND 
EOT < # Sectors Per Side 


SC > # Sectors Remaining 
OR 
EOT > # Sectors Per Side 


SC = DTL Successful Termination 
EOT < # Sectors Per Side Result Phase Valid 

SC = DTL Unsuccessful Termination 
EOT > # Sectors Per Side Result Phase Invalid 


SC < # Sectors Remaining 
AND 
EOT < # Sectors Per Side 


SC > # Sectors Remaining 
OR 
EOT > # Sectors Per Side 


Successful Termination 
Result Phase Valid 


Successful Termination 
Result Phase Valid 


Unsuccessful Termination 
Result Phase Invalid 


Successful Termination 
Result Phase Valid 


Unsuccessful Termination 
Result Phase Invalid 


Table 6-8 contains typical values for gap fields which 
are dependent upon the size of the sector and the 
number of sectors on each track. Actual values can 
vary due to drive electronics. 


Table 6-8. Typical PC-AT Values for Formatting 


5.25" 1.2M 512 02 | OF 2A 50 
360K 512 02 | 09 2A 50 
35° 2.88M 512 02 | 24 
02| 18° 
02} 09 
NOTE: 


1.44M 512 
All values except Sector Size are in Hex. 


rae 


] 
720K 512 


Gap3 is programmable during reads, writes, and for- 
mats. 


GPL1 = suggested Gap3 values in read and write 
commands to avoid splice point between data field 
and ID field of contiguous sections. 


GPL2 = suggested Gap3 value in FORMAT TRACK 
command. 
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6.1.7.1 Format Fields 


Table 6-9. aed 34 Format Double menslty 


DATA 
SYNC Ea a GAP2 | SYNC 
12x 22x 12x =A DATA 
00 4E 00 | 3x 
Fig 


ae 6-10. ISO Format 


DATA 
ig 22x 12x aes DATA 
4E 00 x 
aaa 


Table an Perpendicular Format 


ae 
SYNC Ea a GAP2 sync | PATA | 
1 fe 41x 12x DATA 
4E 00 3x FB 
acu 


6.2 Scan Commands 
The SCAN Commands allow data which is being 


read from the diskette to be compared against data ~ 


which is being supplied from the main system (Proc- 
essor in NON-DMA mode, and DMA Controller in 
DMA mode). The FDC compares the data on a byte- 
_ by-byte basis, and looks for a sector of data which 

~meets the conditions of Depp = Dprocessor: DEpp < 
- Dprocessor, Of Depp = Dprocessor- Ones comple- 


} Scan Equal 


Scan Low or Equal 


Scan High or Equal 
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Table 6-12. Scan Status Codes 


Status Register 2. 


ment arithmetic is used for comparison (FF = larg- 
est number, 00 = smallest number). After a whole 
sector of data is compared, if the conditions are not 
met, the sector number is incremented (R_ + 


STP — R), and the scan operation is continued. . 


The scan operation continues until one of the follow- 


‘ing conditions occur, the conditions for scan are met 


(equal, low, or high), the last sector on the track is 
reached (EOT), or the terminal count signal is re- 
ceived. . 


Depp = Dprocessor 
DFpp cas DProcessor 


DFpp = Dprocessor 
DFpp < DProcessor 
DFpp > DProcessor 


Depp = Dprocessor 
DFpb > Dprocessor 
DFpp ¢ DProceeeor 
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If the conditions for scan are met then the FDC sets 
the SH (Scan Hit) flag of Status Register 2 to a 1 
(high), and terminates the Scan Command, If the 
conditions for scan are not met between the starting 
sector (as specified by R) and the last sector on the 
cylinder (EOT), then the FDC sets the SN (Scan Not 
Satisfied) flag of Status Register 2 to a 1 (high), and 
terminates the Scan Command. The receipt of a 
TERMINAL COUNT signal from the Processor or 
DMA Controller during the scan operation will cause 


the FDC to complete the comparison of the particu- | 


lar byte which is in process, and then to terminate 
the command. Table 6-12 shows the status of bits 
SH and SN under various conditions of SCAN. 


lf the FDC encounters a Deleted Data Address Mark 
on one of the sectors (and SK = 0), then it regards 
the sector as the last sector on the cylinder, sets CM 
(Control Mark) flag of Status Register 2 to a 1 (high) 
and terminates the command. If SK = 1, the FDC 
skips the sector with the Deleted Address Mark, and 
reads the next sector. In the second case (SK = 1), 
the FDC sets the CM (Control Mark) flag of Status 
Register 2 to a 1 (high) in order to show that a Delet- 
ed Sector had been encountered. 


When either the STP (contiguous sectors STP = 01, 
or alternate sectors STP = O02 sectors are read) or 
the MT (Multi-Track) are programmed, it is neces- 
sary to remember that the last sector on the track 
must be read. For example, if STP = 02, MT = OQ, 
the sectors are numbered sequentially 1 through 26, 
and we start the Scan Command at sector 21; the 
following will happen. Sectors 21, 23, and 25 will be 
read, then the next sector (26) will be skipped and 
the index Hole will be encountered before the EOT 
value of 26 can be read. This will result in an abnor- 
mal termination of the command. If the EOT had 
been set at 25 or the scanning started at sector 20, 
then the Scan Command would be completed in a 
normal manner. 


During the Scan Command data is supplied by either 
the processor or DMA Controller for comparison 
against the data read from the diskette. In order to 
avoid haying the OR (Over Run) flag set in Status 
Register 1, it is necessary to have the data available 
in less than 13 ys. If an Overrun occurs the FDC 
terminates the command. 


6.3 Control Commands 


Control commands differ from the other commands 
in that no data transfer takes place. Three com- 
mands generate an interrupt when complete; READ 
ID, RECALIBRATE and SEEK. The other control 
commands do not generate an interrupt. 
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6.3.1 READ ID 


The READ ID command is used to find the present 
position of the recording heads. The 82078 stores 
the values from the first ID Field it is able to read into 
its registers. If the 82078 does not find an ID Ad- 
dress Mark on the diskette after the second occur- 
rence of a pulse on the INDX# pin, it then sets the 
IC code in Status Register 0 to “01” (Abnormal ter- 
mination), sets the MA bit in Status Register 1 to 
“1”, and terminates the command. 


The following commands will generate an interrupt 
upon completion. They do not return any result 
bytes. It is highly recommended that control com- 
mands be followed by the SENSE INTERRUPT 
STATUS command. Otherwise, valuable interrupt 
status information will be lost. 


6.3.2 RECALIBRATE 


This command causes the read/write head within 
the 82078 to retract to the track 0 position. The 
82078 clears the contents of the PCN counter, and 
checks the status of the TRKO pin from the FDD. As 
long as the TRKO pin is low, the DIR pin remains 0 


and step pulses are issued. When the TRKO pin 


goes high, the SE bit in Status Register 0 is set to 
“1”, and the command is terminated. If the TRKO pin 
is still low after 79 step pulses the command is ter- 
minated. Disks capable of handling more than 80 
tracks per side may require more than one RECALI- 
BRATE command to return the head back to physi- 
cal Track 0. 


The RECALIBRATE command does not have a re- 
sult phase. SENSE INTERRUPT STATUS command 
must be issued after the RECALIBRATE command 
to effectively terminate it and to provide verification 
of the head position (PCN). During the command 
phase of the recalibrate operation, the 82078 is in 
the BUSY state, but during the execution phase it is 
in a NON BUSY state. At this time another RECALI- 
BRATE command may be issued, and in this man- 
ner, parallel RECALIBRATE operations may be 
done on up to 2 drives at once. 


Upon power up, the software must issue a RECALI- 
BRATE command to properly initialize all drives and 
the controller. 

6.3.3 DRIVE SPECIFICATION COMMAND 

The 82078 uses two pins, DRVDENO and DRVDEN‘ 


to select the density for modern drives. These sig- 


nals inform the drive of the type of diskette in the 
drive. The Drive Specification command specifies 
the polarity of the DRVDENO and DRVDEN1 pins. It 
also enables or disables DSR programmed precom- 
pensation. 
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This command removes the need for a hardware 
workaround to accommodate differing specifications 
among drives. By programming this command during 
BIOS’s POST routine, the floppy disk controller will 
internally configure the correct values for DRVDENO 
and DRVDEN1 with corresponding precompensa- 
tion value and data rate table enabled for the partic- 
ular type of drive. 


_ This command is protected from software resets. Af- 
ter executing the DRIVE SPEC command, subse- 
quent software resets will not clear the programmed 
parameters. Only another DRIVE SPEC-command or 
H/W reset can reset it to default values. The 6 LSBs 
of the last byte of this command are reserved for 
future use. 


The DRATEO and DRATE1 are values as pro- 
grammed in the DSR register. The DENSEL is high 
- for high data rates (1 Mbps and 500 Kbps) and low 
_ for low data rates (300 Kbps and 250 Kbps). 


The following table describes the drives that are 
supported with the DTO, DT1 bits of the Drive Speci- 
fication command: 


DRVDENn Polarities 


oe | ar] 2 | onmaoomecn 
os a 
[aooKops| 0 | 1 
[250 Kops [0 
: 
. 
[a00Kops| 0 | 
[asoKops| 1 | 
DtMbps[ op 
[500 Kops | 0 
[250 Kips | 1 
—— 
_ a 
a 


1 


: 
|250Kbps| 0 | ot 
_ NOTE: 


(*) Denotes the default setting. 
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The read/write head within the drive. is moved from 
track to track under the control of the SEEK com- 
mand. The 82078 compares the PCN which is the 
current head position with the NCN and performs 


6.3.4 SEEK 


the following operation if there is a difference: 


PCN < NCN: Direction signal to drive set to ‘‘1” 
(step in), and issues step pulses. < 


PCN > NCN: Direction signal to drive set to “0” 
(step out), and issues step pulses. 


The rate at which step pulses are issued is con- 
trolled by SRT (Stepping Rate Time) in the SPECIFY 
command. After each step pulse is issued, NCN is 
compared against PCN, and when NCN = PCN, 
then the SE bit in Status Register 0 is set to 1”, and 
the command is terminated. 


During the command phase of the seek or recali- 
brate operation, the 82078 is in the BUSY state, but 
during the execution phase it is in the NON BUSY 
state. 


Note that if implied seek is not enabled, the read and 
write commands should be preceded by: 


1. SEEK command; Step to the proper track 


2. SENSE INTERRUPT STATUS command; Termi- 


nate the Seek command 
3. READ ID. Verify head is on proper track 


4, Issue READ/WRITE command. 


The SEEK command does not have a result phase. 


_ Therefore, it is highly recommended that the SENSE 


INTERRUPT STATUS command be issued after the 
SEEK command to terminate it and to provide verifi- 
cation of the head position (PCN). The H bit (Head 
Address) in STO will always return a “0”. When exit- 
ing DSR POWERDOWN mode, the 82078 clears the 
PCN value and the status information to zero. Prior 
to issuing the DSR POWERDOWN command, it is 
highly recommended that the user service all pend- 
ing interrupts through the SENSE INTERRUPT 
STATUS command. é 


6.3.5 SENSE INTERRUPT STATUS 
An interrupt signal on INT pin is generated by the 
82078 for one of the following reasons: , 
1. Upon entering the Result Phase of: 
a. READ DATA Command 
. READ TRACK Command 
. READ ID Command 
. READ DELETED DATA Command 
. WRITE DATA Command 


oOaQaowrwy 
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f. FORMAT TRACK Command 
g. WRITE DELETED DATA Command 


_h. VERIFY Command 


2. End of SEEK, RELATIVE SEEK or RECALI- 
BRATE Command — 


3. 82078 requires a data transfer during the execu- 
tion phase in the non-DMA Mode 


The SENSE INTERRUPT STATUS command resets 
the interrupt signal and via the IC code and SE bit of 
Status Register 0, identifies the cause of the inter- 
rupt. If a SENSE INTERRUPT STATUS command is 
issued when no active interrupt condition is present, 
the status register STO will return a value of 80H 
(invalid commana). 


Table 6-13. Interrupt Indentification 


| SE | IC | interrupt Due To 
fo fas [reg 
1 Normal Termination of SEEK or 
RECALIBRATE command 
1 01 | Abnormal Termination of SEEK or 
RECALIBRATE command 
The SEEK, RELATIVE SEEK and the RECALI- 
BRATE commands have no result phase. SENSE 
INTERRUPT STATUS command must be issued im- 
mediately after these commands to terminate them 
and to provide verification of the head position 
(PCN). The H (Head Address) bit in STO will always 
return a “0”. If a SENSE INTERRUPT STATUS is 


not issued, the drive, will continue to be BUSY and 
may effect the operation of the next command. 


6.3.6 SENSE DRIVE STATUS 


SENSE DRIVE STATUS obtains drive status infor- 
mation. It has no execution phase and goes directly 
to the result phase from the command phase. 
STATUS REGISTER 3 contains the drive status in- 
formation. 


6.3.7 SPECIFY 


The SPECIFY command sets the initial values for 
each of the three internal timers. The HUT (Head 
Unload Time) defines the time from the end of the 
execution phase of one of the read/write commands 
to the head unload state. The SRT (Step Rate Time) 
defines the time interval between adjacent step 
pulses. Note that the spacing between the first and 
second step pulses may be shorter than the remain- 
ing step pulses. The HLT (Head Load Time) defines 
the time between the command phase to the execu- 
tion phase of a read/write data command. The Head 
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Unload Time (HUT) timer starts at the end of the 
execution phase to the beginning of the result phase 
of a read/write command. The values change with 
the data rate speed selection and are documented 
in Table 6-14. 


Table 6-14. Drive Control Delays (ms) 


1M 500K 300K 250K/1M 500K 300K 250K 


0;}128 256 32 


1M © 500K 300K 250K 


00 


The choice of DMA or NON-DMA operations is 
made by the ND bit. When this bit is 1”, the NON- 
DMA mode is selected, and when ND is “0”, the 
DMA mode is selected. In DMA mode, data transfers 
are signalled by the DRQ pin. Non-DMA mode uses 
the RQM bit and the INT pin to signal data transfers. 


6.3.8 CONFIGURE 


Issue the configure command to enable features like 
the programmable FIFO and set the beginning track 
for pre-compensation. A CONFIGURE command 
need not be issued if the default values of the 82078 
meet the system requirements. 


CONFIGURE DEFAULT VALUES: 


EIS . No Implied Seeks 
EFIFO FIFO Disabled 
POLL Polling Enabled 


FIFOTHR FIFO Threshold Set to 1 Byte 
PRETRK Pre-Compensation Set to Track 0 


ElS—Enable Implied Seek. When set to ‘1”, the 
82078 will perform a SEEK operation before execut- 
ing a read or write command. Defaults to no implied 
seek. 
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EFIFO—A “1” puts the FIFO into the 8272A com- 
patible mode where the FIFO is disabled. This 


means data transfers are asked for on a byte by byte : 


basis. Defaults to “1”, FIFO disabled. The threshold 
defaults to one. 


POLL—Disable polling of the drives. Defaults to ‘‘0”, 
polling enabled. When enabled, a single interrupt is 


generated after a RESET. No polling is performed 


while the drive head is loaded and the head unload 
delay has not expired. 


FIFOTHR—The FIFO threshold in the execution 
phase of read or write commands. This is program- 
mable from 1 to 16 bytes. Defaults to one byte. A 
“00” selects one byte, “OF” selects 16 bytes. 


PRETRK—Pre-compensation start track number. 


Programmable from track 0 to 255. Defaults to track 
0. A “00” selects track 0, “FF’’ selects 255. 


6.3.9 VERSION 


The VERSION command checks to see if the con- 
troller is an enhanced type (82077, 82077AA, 
82077SL) or the older type (8272A/765A). A value 
of 90H is returned as the result byte, defining an 
enhanced FDD controller is in use. No interrupts are 
generated. Refer to the Part ID command for more 
identification information on the 82078. — 


6.3.10 RELATIVE SEEK 


The command is coded the same as for SEEK, ex- 
cept for the MSB of the first byte and the DIR bit. 


DIR Head Step Direction Control 


oR [Action 
0 | Step Heed Out 


RCN Relative Cylinder Number that determines 
how many tracks to step the head in or out 
from the current track number. 


The RELATIVE SEEK command differs from the 
SEEK command in that it steps the head the abso- 
lute number of tracks specified in the command in- 
stead of making a comparison against an internal 
register. The SEEK command is good for drives that 
support a maximum of 256 tracks. RELATIVE 
SEEKs cannot be overlapped with other RELATIVE 
SEEKs. Only one RELATIVE SEEK can be active at 
atime. Bit 4 of Status Register 0 (EC) will be set if 
RELATIVE SEEK attempts to ee outward beyond 
Track 0. 
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As an example, assume that a floppy drive has 300 
useable tracks and that the host needs to read track 
300 and the head is on any track (O—255). If a 
SEEK command was issued, the head would stop at 
track 255. If a RELATIVE SEEK command was is- 
sued, the 82078 would move the head the specified 
number of tracks, regardless of the internal cylinder 
position register (but would increment the register). If 
the head had been on track 40 (D), the maximum 
track that the 82078 could position the head on us- 
ing RELATIVE SEEK, would be 296 (D), the initial 
track, +256 (D). The maximum count that the head 
can be moved with a single RELATIVE SEEK com- 
mand is 256 (D). 


The internal register, PCN, would overflow as the 
cylinder number crossed track 255 and would con- 
tain 40 (D). The resulting PCN value is thus (NCN + 
PCN) mod 256. Functionally, the 82078 starts count- 
ing from O again as the track number goes above 
255(D). It is the users responsibility to compensate 
82078 functions (precompensation track number) 
when accessing tracks greater than 255. The 82078 
does not keep track that it is working in an “extend- 
ed track area’’ (greater than 255). Any command is- 
sued would use the current PCN value except for the 
RECALIBRATE command which only looks for the 
TRACKO signal. RECALIBRATE would return an er- 
ror if the head was farther than 79 due to its limita- 
tion of issuing a maximum 80 step pulses. The user 
simply needs to issue a second RECALIBRATE 
command. The SEEK command and implied seeks 
will function correctly within the 44 (D) track (299- 
255) area of the “extended track area”. It is the us- 
ers responsibility not to issue a new track position 
that would exceed the maximum track that is pres- 
ent in the extended area. 


To return to the standard floppy range (0-255) of 
tracks, a RELATIVE SEEK would be issued to cross 
the track 255 boundary. 


A RELATIVE SEEK can be used instead of the nor- 

mal SEEK but the host is required to calculate the 
difference between the current head location and 
the new (target) head location. This may require the 
host to issue a READ ID command to ensure that 
the head is physically on the track that software as- 


‘sumes it to be. Different 82078 commands will return 


different cylinder results which may be difficult to 
keep track of with software without the READ ID 
command. 
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6.3.11 DUMPREG 


The DUMPREG command is designed to support 
system run-time diagnostics and application soft- 
ware development. and debug. The command re- 
turns pertinent information regarding the internal 
status of the 82078. This can be used to verify the 
values initialized in the 82078. 


6.3.12 PERPENDICULAR MODE COMMAND 


Note, perpendicular mode functionality is not avail- 
able on the 82078-5. | 


6.3.12.1 About Perpendicular Recording Mode 


An added capability of the 82078 is the ability to 
interface directly to perpendicular recording floppy 
drives. Perpendicular recording differs from the tradi- 
tional longitudinal method by orienting the magnetic 
bits vertically. This scheme packs in more data bits 
for the same area. 


6.3.12.2 The Perpendicular Mode Command 


The PERPENDICULAR MODE command allows the 
system designers to designate specific drives as 
Perpendicular recording drives. Data transfers be- 
tween Conventional and Perpendicular drives are al- 
lowed without having to issue PERPENDICULAR 
MODE commands between the accesses of the two 
different drives, nor having to change write pre-com- 
pensation values. 


With this command, the length of the Gap2 field and 
VCO enable timing can be altered to accommodate 
the unique requirements of these drives. Table 6-16 
describes the effects of the WGATE and GAP bits 
for the PERPENDICULAR MODE command. 
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When both GAP and WGATE equal “0” the PER- 
PENDICULAR MODE command will have the follow- 
ing effect on the 82078-1) if any of the new bits DO, 
D1, D2, and D3 are programmed to “1” the corre- 
sponding drive will automatically be programmed for 
Perpendicular mode (ie: GAP2 being written during a 
write operation, the programmed Data Rate will de- 
termine the length of GAP2.), and data will be written 
with 0 ns write pre-compensation. 2) Any of the new 


— bits (DO-D1) that are programmed for “‘O”’’, the des- 


ignated drive, will be programmed for Conventional 
Mode and data will be written with the currently pro- 
grammed write pre-compensation value. 3) Bits DO 
and D1 can only be over written when the OW bit is 
written as a “1”. The status of these bits can be 
determined by interpreting the eighth result byte of 
the DUMPREG command. 


NOTE: | 
If either the GAP or WGATE bit is a ‘‘1’’, then bits 
DO-D1 are ignored. 


“Software” and “Hardware” RESET will have the 
following effects on the enhanced PERPENDICU- 
LAR MODE command: 

1. “Software” RESETs (Reset via DOR or DSR reg- 
isters) will only clear GAP and WGATE bits to 
“0”, D1 and DO will retain their previously pro- 
grammed values. 


2. “Hardware” RESETs (Reset via pin-32) will clear 
all bits (GAP, WGATE, DO and D1) to “0” (All 
Drives Conventional Mode). | 


Table 6-16. Effects of WGATE and GAP Bits 


VCO Low Length of Portion of Gap2 | Gap2 VCO Low 
Time after | Gap2 Format | Written by Write Time for 
index Pulse Field Data Operation | Read Operations 


33 Bytes 24 Bytes 
33 Bytes 24 Bytes 


Conventional Mode 
Perpendicular Mode 
(500 Kbps Data Rate) 
Reserved 
(Conventional) 
Perpendicular Mode 
(1 Mbps Data Rate) 


0 Bytes 
19 Bytes 


33 Bytes 0 Bytes 24 Bytes 


18 Bytes 38 Bytes 43 Bytes 


NOTE: 
When either GAP or WGATE bit is set, the current value of precompensation in the DSR is used. 
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6.3.13 POWERDOWN MODE COMMAND 


The POWERDOWN MODE command allows the au- 
tomatic power management and enables the en- 
hanced registers (EREG EN) of the 82078. The use 


of the command can extend the battery life in porta- 


ble PC applications. To enable auto powerdown the 
command may be issued during the BIOS power on 
self test (POST). 


This command includes the ability to ésniaure the 
82078 into the enhanced mode extending the SRB 
and TDR registers. These extended registers ac- 
commodate bits that give more information about 
floppy drive interface, allow for boot drive selection, 
and identify the values of the PD and IDLE status. 


As soon as the command is enabled, a 10 ms ora 
0.5s minimum power up timer is initiated depending 
on whether the MIN DLY bit is set to O or 1. This 
timer is one of the required conditions that has to be 
satisfied before the part will enter auto powerdown. 
Any software reset will reinitialize the timer. The tim- 
er countdown is also extended by up to 10 ms if the 
data rate is changed during the timer’s countdown. 
Without this timer 82078 would have been put to 
sleep immediately after 82078 is idle. The minimum 
delay gives software a chance to interact with 82078 
without incurring an additional overhead due to re- 
covery time. ; 


The command also allows the output pins of floppy 
disk drive interface to be tri-stated or left unaltered 
during auto powerdown. This is done by the FDI TRI 
bit. In the default condition (FDI TRI = 0) the output 
pins of the floppy disk drive are tri-stated. Setting 
this bit leaves the interface unchanged from the nor- 
mal state. 


The results phase returns the values programmed 
for MIN DLY, FDI TRI and AUTO PD. The auto pow- 
erdown mode is disabled by a hardware reset. Soft- 
ware results have no effect on the POWERDOWN 
MODE command parameters. 


6.3.14 PART ID COMMAND 


This command can be used to identify the floppy 
disk controller as an enhanced controller. The first 
stepping of the 82078 (all 44 pin versions) will yield 
0x41 in the result phase of this command. Any future 
enhancements on these parts will be denoted by the 
5 LSBs (0x01 to 0x1F). 


2-426 


intel. 


The standard IBM format includes an index address 
field consisting of 80 bytes of GAP4a, 12 bytes of 
the sync field, four bytes identifying the IAM and 
50 bytes of GAP1. Under the ISO format, most of 


6.3.15 OPTION COMMAND 


this preamble is not used. The ISO format allows 


only 32 bytes of GAP1. after the index mark. The ISO 
bit in this command allows the 82078 to configure 
the data transfer commands to recognize this for- 
mat. The MSBs in this command are reserved for 
any other enhancements made available to the user | 
in the future. 


6.3.16 SAVE COMMAND 


The first byte corresponds to the values pro- 
grammed in the DSR with the exception of CLK48. 
The DRATE1, DRATEO used here are unmapped. 
The second byte is used for configuring the bits from 
the OPTION command. All future enhancements to 
the OPTION command will be reflected in this byte 
as well. The next nine result bytes are explained in 
the Parameter Abbreviations section after the com- 
mand summary. The 13th byte is the value associat- 
ed with the auto powerdown command. The disk 
status is used internally by 82078. There are two 
reserved bytes at the end of this command for mnUnS 
use. 


This command is similar to the Dumpreg command 
but it additionally allows the user to read back the 
precompensation values as well as the programmed 
data rate. It also allows the user to read the values 
programmed in the auto power down command. The 
precompensation values will be returned as pro- 
grammed in the DSR register. This command is used 
in conjunction with the Restore command should 
prove very useful for SMM power management. This 
command reserves the last two bytes for future en- 
hancements. 


6.3.17 RESTORE COMMAND 


Using Restore with the Save command, allows the 
SMM power management to restore the 82078 to its 
original state after a system powerdown. It also 
serves as a succinct way to provide most of the ini- 
tialization requirements normally handled by the sys- 
tem. The sequence of initializing the 82078 after a 
reset occurred and assuming a Save command was 
issued follows: 


e Issue the Drive Spec command (if the design uti- | 
lizes this command) 


e Issue the Restore command (pass the 16 bytes 
retrieved previously during SAVE) 
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The Restore command will program the data rate 
and precompensation value via the DSR. It then re- 
stores the values normally programmed through the 
Configure, Specify, and Perpendicular commands. It 
also enables the previously selected values for the 
AUTO Powerdown command. The PCN values are 
set restored to their previous values and the user is 
responsible for issuing the seek and recalibrate 
commands to restore the head to the proper loca- 
tion. There are some drives that do not recalibrate in 
which case the Restore command will restore the 
previous state completely. The PDOSC bit is retriev- 
able using the Save command, however, the system 
designer must set it correctly. The software must al- 
low at least 20us to execute the Restore command. 
When using the BOOTSEL bits in the TDR, the user 
must restore or reinitialize these bits to their proper 
values. 


6.3.18 FORMAT AND WRITE COMMAND 


The format and write command is capable of simul- 
taneously formatting and writing data to the diskette. 
It is essentially the same as the normal format com- 
mand. With the exception that included in the execu- 
tion for each sector is not only the C, H, R, and N but 
also the data transfer of N bytes. The D value is 
ignored. This command formats the entire track. 
High speed floppy diskette duplication can be done 
fast and efficiently with this command. The user can 
format the diskette and put data on it in a single 
pass. This is very useful for software duplication ap- 
plications by reducing the time required to format 
and copy diskettes. 
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6.3.19 LOCK 


The LOCK command is included to protect a system 
with long DMA latencies against older application 
software packages that can disable the 82078’s 
FIFO. [Note: This command should only be used by 
the system’s FDC routines, and ISVs (Independent 
Software Vendors) should refrain from using it. If an 
ISV’s application calls for having the 82078 FIFO 
disabled, a CONFIGURE command should be used 
to toggle the EFIFO (Enable FIFO) bit. ISV can de- 
termine the value of the LOCK bit by interpreting the 
eighth result byte of an DUMPREG command.] 


The LOCK command defines whether EFIFO, 
FIFOTHR, and PRETRK parameters of the CON- 
FIGURE command can be RESET by the DOR and 
DSR registers. When the LOCK bit is set to a “1” all 
subsequent ‘software’ RESETs by the DOR and 
DSR registers will not change the previously set pa- 
rameter values in the CONFIGURE command. When 
the LOCK bit is set to a “0”, “software’” RESETs the 
DOR or DSR registers will return these parameters 
to their default values. All “hardware’’ Resets will set 
the LOCK bit to a “0” value, and will return EFIFO, 
FIFOTHR, and PRETRK to their default values. A 
Status byte is returned immediately after issuing the 
command byte. This Status byte reflects the value of 
the Lock bit set by the command byte. 


NOTE: 


No interrupts are generated at the end of this com- 
mand. 
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7.0 STATUS REGISTER ENCODING ~ 


_ The contents of these registers are available only through a command sequence. 


7.1 Status Register 0 
[ent # | Symbol | Name | 
7,6 IC Interrupt 00— Normal termination of command. The specified command was 
Code . properly executed and completed without error. 
| 01— Abnormal termination of command. Command execution was 
_ Started, but was not successfully completed. : 
10— Invalid command. The requested command could not be 
executed. 
11— Abnormal termination caused by Polling. 


5 - Seek End The 82078 completed a SEEK or RECALIBRATE command, or a 
= s | READ or WRITE with implied seek command. | 


EC Equipment The TRKO pin failed to become a ‘‘1”’ after: 

Check 1. 80 step pulses in the RECALIBRATE command. 

2. The RELATIVE SEEK command causes the 82078 to step 
outward beyond Track 0. . 


Description 


Unused. This bit is always “0”. - 


eS ae 
2 Head Address | The current head address. — 
aoe DS1,0 | Drive Select The current selected drive. : 


End of Cylinder | The 82078 tried to access a sector beyond the final sector of the | 
track (255D). Will be set if TC is not issued after Read or Write. 


Unused. This bit is always “0”. 


Data Error The 82078 detected a CRC error in either the ID field or the data 
field of a sector. 


Overrun/ | Becomes set if the 82078 does not receive CPU or DMA service 
Underrun within the required time interval, resulting in data overrun or 


| underrun. 7 
ae 


No Data 


Unused. This bit is always “‘0”’. 


Any one of the following: 

1. READ DATA, READ DELETED DATA command, the 82078 did 
not find the specified sector. 

2. READ ID command, the 82078 cannot read the ID field without 
an error. | | 

3. READ TRACK command, the 82078 cannot find the proper 
sector sequence. 


WP pin became a “1” while the 82078 is executing a WRITE | 
DATA, WRITE DELETED DATA, or FORMAT TRACK command. 


Any one of the following: 

1. The 82078 did not detect an ID address mark at the specified 
track after encountering the index pulse from the INDX# pin 
twice. | 7 

2. The 82078 cannot detect a data address mark or a deleted data 

address mark on the specified track. 


Missing 
Address Mark 
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7.3 Status Register 2 
[eit # | symbot [Name | SSS~S*~*~*~éi tion 
1. READ DATA command, the 82078 encounters a 
deleted data address mark. 
2. READ DELETED DATA command, the 82078 
Data Error in Data Field | The 82078 detected a CRC error in the date field. __ 
Wrong Cylinder The track address from the sector ID field is different from 
the track address maintained inside the 82078. 
Unused. This bit is always “O”’. : 


CM Control Mark Any of the following: 
encountered a data address mark. 


Unused. This bit is always “0”. 


ees ae eee 
ie ae 
1 BC Bad Cylinder The track address from the sector ID field is different from 
the track address maintained inside the 82078 and is equal 
to FF hex which indicates a bad track with a hard error 
according to the IBM soft-sectored format. 
Missing Data The 82078 cannot detect a data address mark or a deleted 
Address Mark data address mark. | 


[Name [SSC erp 


7.4 Status Register 3 


es es 
[6 [we | Wie Protected | Indicates he status ofthe WP pin 
er 
ee 


» Indicates the status of the DS1, DSO pins. 
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8.0 COMPATIBILITY 


The 82078 was designed with software compatibility — 
in mind. It is a fully backwards compatible solution 
with the older generation 8272A and NEC765A/B 
disk controllers. It is fully compatible with Intel’s 
_ 386/486SL Microprocessor SupetSe: 


8.1 Compatibility with the FIFO 


The FIFO of the 82078 is designed to be transparent 
to non-FIFO disk controller software developed on 
the older generation 8272A standard. Operation of 
the 82078 FIFO can be broken down into two tiers of 
compatibility. For first tier compatibility, the FIFO is 
left in the default disabled condition upon a ‘“Hard- 
ware’”’ reset. In this mode the FIFO operates in a 
‘byte mode and provides complete compability with 
non-FIFO based software. For second tier compati- 
bility, the FIFO is enabled via the CONFIGURE com- 
mand. When the FIFO is enabled, it will temporarily 
enter a byte mode during the command and result 
‘phase of disk controller operation. This allows for 
compatible operation when interrogating the Main 
Status Register (MSR) for the purpose of transfer- 
ring a byte at a time to or from the disk controller. 
For normal disk controller applications, the system 
designer can still take advantage of the FIFO for 
time critical data transfers during the execution 
phase and not create any conflicts with non-FIFO 
software during the command or result phase. | 


In some instances, use of the FIFO in any form has 
conflicted with certain specialized software. An ex- 
ample of a compatibility conflict using the FIFO is 
with software that monitors the progress of a data 
transfer during the execution phase. If the software 


assumed the disk controller was operating ina sin- | 


gle byte mode and counted the number of bytes 
transferred to or from the disk controller to trigger 
some time dependent event on the disk media (i.e. 
head position over a specific data field), the same 
software will not have an identical time relationship if 
the FIFO is enabled. This is because the FIFO al- 
lows data to be queued up, and then burst trans- 
ferred across the host bus. To accommodate soft- 
ware of this type, it is recommended that the FIFO 
be disabled. 
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The 82078 supports the polling mode of the older 
generation 8272A. This mode is enabled upon a re- 
set and can be disabled via the CONFIGURE com- 


8.2 Drive Polling 


_. mand. This mode is supported for the sole purpose 


of providing backward compatibility with software 
that expects it’s presence. 


The intended purpose of drive polling dates back to 


8" drives as a means to monitor any change in 


status for each disk drive present in the system. 
Each of the drives is selected for a period of time 
and its READY signal sampled. After a delay, the 
next drive is selected. Since the 82078 does not 
support READY in this capacity (internally tied true), 
the polling sequence is only simulated and does not 
affect the drive select lines (DSO-—DS3) when it is 
active. If enabled, it occurs whenever the 82078 is 
waiting for a command or during SEEKs and 
RECALIBRATEs (but not IMPLIED SEEKs). Each 
drive is assumed to be not ready after a reset and a 
“ready” value for each drive is saved in an internal 
register as the simulated drive is polled. An interrupt 
will be generated on the first polling loop because of 
the initial ‘‘not ready” status. This interrupt must be 
followed with a SENSE INTERRUPT STATUS com- 
mand from the host to clear the interrupt condition 
for each of the four logical drives. 


9.0 PROGRAMMING GUIDELINES 


Programming the 82078 is identical to any other 
8272A compatible disk controller with the exception 
of some additional commands. For the new designer 
it is useful to provide some guidelines on how to 
program the 82078. A typical disk operation involves 
more than issuing a command and waiting for the 
results. The control of the floppy disk drive is a low 
level operation that requires software intervention at 
different stages. New commands and features have 
been added to the 82078 to reduce the complexity 
of this software interface. 
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9.1 Command and Result Phase 
Handshaking 


Before a command or parameter byte can be issued 
to the 82078, the Main Status Register (MSR) must 
be interrogated for a ready status and proper FIFO 
direction. A typical floppy controller device driver 
should contain a subroutine for sending command or 
parameter bytes. For this discussion, the routine will 
be called ‘““Send__byte” with the flowchart shown in 
Figure 9-1. 


INITIALIZE TIMEOUT 
COUNTER 


READ MSR 


MSR = 10XXXXXXb ? 


WRITE BYTE TO FIFO 


RETURN 


INCREMENT COUNTER 
COUNTER EXPIRED? 


TIMEOUT ERROR 
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Figure 9-1. Send__Byte Routine 


The routine loops until RQM is 1 and DIO is 0 indi- 
cating a ready status and FIFO direction is inward. If 
this condition is true, the 82078 is ready to accept a 
command or parameter byte. A timeout counter is 
used to insure software response within a reason- 
able amount of time in case of no response by the 
82078. As a note, the programmer must be careful 
how the maximum delay is chosen to avoid unnec- 
essary timeouts. For example, if a new command is 
issued when the 82078 is in the middle of a polling 
routine, the MSR will not indicate a ready status for 
the next parameter byte until the polling sequence 
completes the loop. This could cause a delay be- 
tween the first and second bytes of up to 250 ps 
(@ 250 Kbps). If polling is disabled, this maximum 
delay is 175 ws. There should also be enough time- 
out margin to accommodate a shift of the software 
to a higher speed system. A timeout value that re- 
sults in satisfactory operation on a 16 MHz CPU 
might fail when the software is moved to a system 
with a 25 MHz CPU. A recommended solution is to 
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derive the timeout counter from a system hardware 
counter that is fixed in frequency from CPU clock to 
CPU clock. 


INITIALIZE TIMEOUT 
COUNTER 


READ MSR 
INCREMENT COUNTER 
COUNTER EXPIRED? 


READ BYTE FROM FIFO 
RETURN 


YES 
TIMEOUT ERROR 
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Figure 9-2. Get__Byte Routine 


For reading result bytes from the 82078, a similar 
routine is used. Figure 9-2 illustrates the flowchart 


- for the routine ‘““Get_byte’’. The MSR is polled until 


RQM is 1 and DIO is 1, which indicates a ready 
status and outward FIFO direction. At this point, the 
host can read a byte from the FIFO. As in the 
Send__byte routine, a timout counter should be in- 
corporated in case of a disk controller lock-up condi- 
tion. For example, if a disk was not inserted into the 
disk drive at the time of a read operation, the 
controller would fail to receive the index pulse and 
lockup since the index pulses are required for termi- 
nation of the execution phase. 


9.2 Initialization 


Initializing the 82078 involves setting up the appro- 
priate configuration after a reset. Parameters set by 
the SPECIFY command are undefined after a sys- 
tem reset and will need to be reinitialized. CONFIG- 
URE command parameters default to a known state 
after a system reset but will need to be reinitialized if 
the system requirements are different from the de- 
fault settings. This can be accomplished in two 
ways; either issue the individual commands, or issue 
the Restore command (assuming the Save com- 
mand was issued). The Restore command is a suc- 
cinct way to initialize the 82078, this is the preferable 
method if the system power management powers 
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the 82078 on and off frequently. The flowchart for 
the recommended initialization sequence of the 
82078 is shown in Figure 9-3. 


Following a reset of the 82078, the Configuration 
Control Register (CCR) should be reinitialized for the 
appropriate data rate. An external reset via the 
RESET pin will cause the data rate and write pre- 
compensation values to default to 250 Kbps (10b) 
and 125 ns (000b) respectively. Since the 125 ns 
write precompensation value is optimal for the 514,” 
and 31%” disk drive environment, most applications 
will not require the value to be changed in the initiali- 
zation sequence. As a note, a software reset issued 
via the DOR or DSR will not affect the data rate or 
write precompensation values. But it is recommend- 
ed as a safe programming practice to always pro- 
gram the data rate after a reset, regardless of the 


type. 7 


Since polling is enabled after a reset of the 82078, 
four SENSE INTERRUPT STATUS commands need 
to be issued afterwards to clear the status flags for 
each drive. The flowchart in Figure 9-3 illustrates 


i | oie: 

intel. 
how the software clears each of the four interrupt 
status flags internally queued by the 82078. It should 
be noted that although four SENSE INTERRUPT 
STATUS commands are issued, the INT pin is only 


active until the first SENSE INTERRUPT STATUS 
command is executed. 


As a note, if the CONFIGURE command is issued 
within 250 ys of the trailing edge of reset 


(@1 Mbps), the polling mode of the 82078 can be 


disabled before the polling initiated interrupt occurs. 
Since polling stops when the 82078 enters the com- 
mand phase, it is only time critical up to the first byte 
of the CONFIGURE command. If disabled in time, 
the system software no longer needs to issue the 
four SENSE INTERRUPT STATUS commands to 
clear the internal interrupt flags normally caused by 
polling. 


The CONFIGURE command should also be issued if 
the system requirements are different from the de- 
fault settings. For example, the CONFIGURE com- 
mand can be used to enable the FIFO, set the 
threshold, and enable Implied Seeks. 


DEASSERT S/W 
RESET BIT IN DOR 


ISSUE CONFIGURE 
IF 48MHz EXT. OSC. 
IS USED AS CLK. 


PROGRAM DATA RATE 
VIA CCR OR DSR 


WAIT FOR INTERRUPT 


' RESTORE COMMAND* 


ISSUE SENSE INTERRUPT 
STATUS COMMAND 


LOOP 4 TIMES 


READ STO & PCN 


ISSUE SPECIFY 


ISSUE PERPENDICULAR 
(FOR 4MB DRIVES) 


DRIVE SPECIFICATION 


82078 READY TO 
ACCEPT COMMANDS 


NOTE: 
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(*) A sense interrupt status may be required if the Restore command is not issued within 250 us of the trailing edge of a 


H/W reset (@1 Mbps). 
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Figure 9-3. Initialization Flowchart 
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The non-DMA mode flag, step rate (SRT), head load 
(HLT), and head unload times (HUT) programmed by 
the SPECIFY command do not default to a known 
state after a reset. This behavior is consistent with 
the 8272A and has been preserved here for compat- 
ibility. Thus, it is necessary to always issue a 
SPECIFY command in the initialization routine. 


9.3 Recalibrates and Seeks 


Commands that position the disk head are different 
from the typical READ/WRITE/FORMAT command 
in the sense that there is no result phase. Once a 
RECALIBRATE, SEEK, or RELATIVE SEEK com- 
mand has been issued, the 82078 will return a ready 
status in the Main Status Register (MSR) and per- 
form the head positioning operation as a back- 
ground task. When the seek is complete, the 82078 
will assert the INT signal to request service. A 
SENSE INTERRUPT STATUS command should 
then be asserted to clear the interrupt and read the 
status of the operation. Since the drive and motor 
enable signals are directly controlled through the 
Digital Output Register (DOR) on the 82078, a write 
to the DOR will need to precede the RECALIBRATE 
or SEEK command if the drive and motor is not al- 
ready enabled. Figure 9-4 shows the flow chart for 
this operation. 


ENABLE DRIVE & MOTOR 
VIA DOR 


ISSUE RECALIBRATE OR 
SEEK COMMAND 
WAIT FOR INTERRUPT 
ISSUE SENSE INTERRUPT 
STATUS COMMAND 


READ STO & PCN 
SEEK FAILURE 


YES 


SEEK COMPLETE 
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Figure 9-4. Recalibrate and Seek Operations 
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9.4 Read/Write Data Operations 


A read or write data operation requires several steps 
to complete successfully. The motor needs to be 
turned on, the head positioned to the correct cylin- 
der, the DMA controller initialized, the read or write 
command initiated, and an error recovery scheme 
implemented. The flowchart in Figure 9-5 highlights 
a recommended algorithm for performing a read or . 
write data operation. 


Before data can be transferred to or from the disk- 
ette, the disk drive motor must be brought up to 
speed. For most 314” disk drives, the spin-up time is 
300 ms, while the 514,” drive usually requires about 
500 ms due to the increased moment of inertia asso- 
ciated with the larger diameter diskette. 


One technique for minimizing the motor spin-up de- 
lay in the read data case is to begin the read opera- 
tion immediately after the motor is turned on. When 
the motor is not initially up to speed, the internal 
data separator will fail to lock onto the incoming data 
stream and report a failure in the status registers. 
The read operation is then repeated until successful 
status is obtained. There is no risk of a data integrity 
problem since the data field is CRC validated. But, it 
is not recommended to use this technique for the 
write data operation even though it requires suc- 
cessful reading of the ID field before the write takes 
place. The data separator performance of the 82078 
is such that locking to the data stream could take 
place while the motor speed variation is still signifi- 
cant. This could result in errors when an attempt is 
made to read the disk media by other disk control- 
lers that have a narrower incoming data stream fre- 
quency bandwidth. 


After the motor has been turned on, the matching 
data rate for the media inserted into the disk drive 
should then be programmed to the 82078 via the 


Configuration Control Register (CCR). The 82078 is 


designed to allow a different data rate to be pro- 
grammed arbitrarily without disrupting the integrity of 
the device. In some applications, it is required to au- 
tomatically determine the recorded data rate of the 
inserted media. One technique for doing this is to 
perform a READ ID operation at each available data 
rate until a successful status is returned in the result 
phase. 
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ENABLE DRIVE & MOTOR 
VIA DOR 


PROGRAM DATA RATE 
VIA CCR 


RECALIBRATE 


MOTOR ON 
~ TIME > 500 msec 


YES 


INITIALIZE DMA 
CONTROLLER 


ISSUE READ OR WRITE 
COMMAND 


- INITIALIZE TIMEOUT 
COUNTER 


COUNTER 
TIMEOUT? FDC TIMEOUT ERROR 


FDC INTERRUPT READ/WRITE 
DETECTED? . TRIES > 3 


YES 


YES 
READ RESULT BYTES RECALIBRATE 


os 


ES YES 
- PREAD/WRITE OPERATION 
OPERATION COMPLETE FAILED 


Figure 9-5. Read/Write Operation 
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lf implied seeks are not enabled, the disk drive head 
must be positioned over the correct cylinder by exe- 
cuting a SEEK command. After the seek is com- 
plete, a head settling time needs to be asserted be- 
fore the read or write operation begins. For most 
drives, this delay should be a minimum of 15 ms. 
When using implied seeks, the minimum head set- 
tling time can'be enforced by the head load time 
(HLT) parameter designated in the SPECIFY com- 
mand. For example, a HLT value of 8 will yield an 
effective head settling time of 16 ms for a pro- 
grammed data rate of 500 Kbps. Of course if the 
head is already positioned over the correct cylinder, 
the head settling time does not need to be enforced. 


The DMA controller is then initialized for the data 
transfer and the read or write command is executed. 
Typically the DMA controller will assert Terminal 
Count (TC) when the data transfer is complete. The 
82078 will then complete the current data transfer 
and assert the INT signal signifying it has entered 
the result phase. The result phase can also be en- 
tered by the 82078 if an error is encountered or the 
last sector number equals the End of Track (EOT) 
parameter. 


Based on the algorithm in Figure 9-5, if an error is 
encountered after reading the result bytes, two more 
retries are performed by reinitializing the DMA con- 
troller and re-issuing the read or write data com- 
mand. A persisting failure could indicate the seek 
operation did not achieve proper alignment between 
the head and the track. The disk head should then 
be recalibrated and the seek repeated for a maxi- 
mum of two more tries. Unsuccessful operation after 
this point should be reported as a disk failure to the 
operating system. 
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9.5 Formatting 


The disk formatting procedure involves positioning 
the head on each track and creating a fixed format 
field used for organizing the data fields. The flow- 
chart in Figure 9-6 highlights the typical format pro- 
cedure. 


After the motor has been turned on and the correct 
data rate programmed, the disk head is recalibrated 


to track 0. The disk is then allowed to come up to 


speed via a 500 ms delay. It is important the disk 
speed has stabilized before the actual formatting to 
avoid any data rate frequency variations. Since the 
format fields contain critical information used by the 
data separator of the disk controller for synchroniza- 
tion purposes, frequency stability of the data stream 
is imperative for media interchangeability among dif- 
ferent systems. 


The ID field data created on the disk during the for- 
mat process is provided by the DMA controller dur- 
ing the execution phase. The DMA controller is ini- 
tialized to send the C, H, R and N values for each 
sector ID field. For example, to format cylinder 7, on 
head 1, with 9 sectors, and a sector size of 2 (512 
bytes), the DMA controller should be programmed to 
transfer 36 bytes (9 sectors <x 4 bytes per sector) 
with the following data field: 7,1,1,2, 7,1,2,2, 7,1,3,2, 
... 7,1,9,2. Since the values provided to the 82078 
during the execution phase of the format command 
are directly recorded as the ID fields on the disk, the 
data contents can be arbitrary. Some forms of copy 
protection have been implemented by taking advan- 
tage of this capability. 
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ENABLE DRIVE & MOTOR 
VIA DOR 


PROGRAM DATA RATE 
VIA CCR 


RECALIBRATE 


MOTOR ON 
TIME > 500 msec 


YES 


INITIALIZE DMA 
CONTROLLER 


ISSUE FORMAT TRACK 
COMMAND 


INITIALIZE TIMEOUT 
COUNTER 


COUNTER 
TIMEOUT? 


“FDC INTERRUPT 
DETECTED? 


YES 


READ RESULT BYTES 


REPEAT FOR 2ND HEAD 


Figure 9-6. Formatting 


After each head for a cylinder has been formatted, a 
seek operation to the next cylinder is performed and 
the format process is repeated. Since the FORMAT 
TRACK command does not have implied seek capa- 
bility, the SEEK command must be used. Also, as 
discussed in Section 9-2, the head settling time 
needs to be adhered to after each seek operation. 


9.6 Save and Restore 


The Save and Restore commands were developed 
for portable systems that use zero-volt powerdown 
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SEEK TO NEXT CYLINDER 


FDC TIMEOUT ERROR 


INCREMENT CYLINDER 
COUNT 


CYLINDER COUNT 
> MAXIMUM # 


YES 
FORMAT COMPLETE 
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to conserve power. These systems turn off the Voc . 
to most of the system and retain the system status 
in a specific location. In older floppy controller de- 
signs, in order for system designers to retrieve the 
floppy controller status, a lot of separate commands 


_ and register reads were required. The Save com- 


mand stores the key status information in a single 
command, the Restore command restores this infor- 
mation with a single command. These commands 
can be integrated into the SMM module that is re- 
sponsible for zero-volt powerdown. . 
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The sequence of initializing the 82078 after a reset 
occurred and assuming a Save command was is- 
sued follows: 


e Issue the Drive Spec command (if the design uti- 
lizes this command) 


e Issue the Restore command 


The Restore command programs the data rate and 
precompensation value via the DSR. It then restores 


the values normally programmed through the Con- 


figure, Specify, and Perpendicular commands. It also 
enables the previously selected values for the AUTO 
Powerdown command. The command then restores 
the PCN values to its previous values. The user is 
responsible for issuing the seek and recalibrate 
commands to restore the head to the proper loca- 
tion. There are some drives that do not recalibrate in 
which case the Restore command will restore the 
previous state completely. The PDOSC bit is retriev- 
able using the Save command, however it is up to 
the system designer to set it correctly. The software 
must allow at least 20us to execute the Restore 
command. When using the BOOTSEL bit in the 
TDR, the user must restore or reinitialize this bit to 
it’s proper value. 


9.7 Verifies 


In some applications, the sector data needs to be 
verified immediately after each write operation. One 
verify technique reinitializes the DMA controller to 
perform a read transfer or verify transfer (DACK # is 
asserted but not RD#) immediately after each write 
operation. Issue a read command to the disk con- 
troller and the resulting status indicates if the CRC 
validated the previously written data. This technique 
has the drawback of requiring additional software in- 
tervention by having to reprogram the DMA control- 
ler between each sector write operation. The 82078 
supports this verify technique but also provides a 
VERIFY command that does not require the use of 
the DMA controller. 


To verify a write data transfer or format track opera- 
tion using the VERIFY command, the software sim- 
ply issues the command with the same format as a 
READ DATA command but without the support of 
the DMA controller. The 82078 will then perform a 
disk read operation without a host data transfer. The 
CRC will be calculated for each sector read and 
compared against the value stored on the disk. 


When the VERIFY command is complete, the status: 


register reports detected CRC errors. 
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9.8 Powerdown State and Recovery 


The two power management modes coupled with 
the internal oscillator power management forms an 
important consideration for programming the 82078. 
The recovery of 82078 and the time it takes to 
achieve complete recovery depends on how 82078 


is powered down and how it is awakened. The fol- 


lowing sections describe all the programming con- 
cerns and subtleties involved in using power man- 
agement features of the 82078. The 3.3V version of 
the 82078 has the same power saving features as 
the 5.0V versions. 


9.8.1 OSCILLATOR POWER MANAGEMENT 


Section 4.1 covers the power management scheme 
involved in powering down of both an internal and an 
external oscillator. Both types of oscillators face 
drop out effects and require recovery times on the 
order of tens of milliseconds (this may be objection- 
able to some application software). This means that 
if the oscillator is powered down then it is imperative 
for the software to assure enough time for the oscil- 
lator to recover to a stable state. Oscillator. power 
management must be controlled by the system soft- 
ware especially to maintain software transparency. 
In cases where the system goes into a standby 
mode (by user request or system time-out), the pow- 
er management software can turn off the oscillator 
to conserve power. This can also be controlled in 
hardware using the Powerdown (PD#) pin. Com- 
plete recovery from an oscillator powerdown state 
requires the software to turn on the oscillator suffi- 
ciently ahead of awakening the 82078. 


9.8.2 PART POWER MANAGEMENT 


The part powerdown and wake up modes are cov- 
ered in Section 4.2 in detail. This section is meant to 
address the programming concerns for the part (ex- 
cluding the oscillator) during these modes. 


9.8.2.1 Powerdown Modes 


For both types of powerdown modes—DSR power- 
down and auto powerdown, if reset is used to exit 
the part from powerdown then the internal microcon- 
troller will go through a standard sequence: register 
initialization followed after some delay by an inter- 
rupt. 


Software transparency in auto powerdown mode is 
preserved by MSR retaining the value of 80H which 
indicates that the part is ready to receive a com- 
mand. This feature allows the part to powerdown 
while maintaining its responsiveness to any applica- 
tion software. 


2-437 


82078 44 PIN 


The PD and IDLE status bits can be monitored via 
the Status Register B (SRB, EREG EN = 1). Since 


the IDLE# pin stays high when the 82078 is in idle 


state, the IDLEMSK bit can be used to set the pin 


low again ee part of a power management routine). 


NOTE: 
The IDLEMSK prevents the user from knowing if 
the part has entered auto powerdown or DSR pow- 
erdown. . 


9.8.2.2 Wake Up Modes 


Wake up from DSR powerdown results in the part 
being internally reset and all present status being 
lost. During DSR powerdown the RQM bit in the 
MSR is set. A software or hardware reset will wake 
up the part. 


The case for wake up from auto powerdown is differ- 
ent. The BIOS and application software are very 
sensitive to delays involved in writing the first com- 
mand bytes to the 82078. Most programs have short 
error time-outs in these cases. Such programs would 
not tolerate any floppy disk controller that was un- 
able to receive the first byte of a command at any 
time. The following describes how 82078 uniquely 
sustains its software veep during wake up 
sequences. 


Prior to writing a command to 82078, it is first neces- 
_ sary to read the MSR to ensure that the 82078 is 
ready (RQM bit must be set) to receive the com- 
mand. When the part detects a MSR read, it as- 
sumes that another command will follow and begins 
the wake up process. While the part is waking up it 
does not change the state of the MSR (MSR = 
80H) and is able to receive the command in the 
. FIFO. At this point one of the two following scenar- 
ios Can occur. 


No other command is sent subsequent to the MSR 
read. The part wakes up and initializes the minimum 
power up timer. Upon the expiration of this timer the 
part is once again put in powerdown state. | 
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Another command follows the MSR read. If the com- 
mand is sent during the part’s recovery from power- 
down, the part remembers the command, clears the 


ROM bit (to prevent further bytes being written) and 
acts on the command once it is fully awake. 


If the MSR was not checked prior to writing of a 
commang, the part will proceed as stated above with 
the RQM bit cleared and the command byte held 
until the internal microcontroller is ready. Writing the 
motor enable bits in DOR active will initiate the wake 
up sequence with RQM set high, ready to receive 
any command. 


As it is clear from the above discussion, the immedi- 
ate access to the floppy disk controller for the first 
command byte is vital to software transparency. The 
recovery of the part from powerdown may involve a 
delay after the first command byte has been issued. 
However, all programs have tolerance for the delay 
after the first command byte is issued. In a powered 
up. chip, it is possible for the microcontroller to be in 
its “polling loop”. As a result, the tolerance for this 
delay provides an excellent window for recovery of 
the part. 


10.0 DESIGN APPLICATIONS 


10.1 Operating the 82078-3 i in a3.3V 
Design 


The design for 3.3V is the same as it is for 5.0V, 
however the floppy drive interface signals can be at 
either 3.3V or 5.0V levels depending on the voltage 
on the Vccr pin. The Vccr pin allows the FDD inter- 
face to be operated in mixed (3.3V/5.0V) mode. For 
example, if the system operates at 3.:3V and the © 
floppy disk drive operates at 5.0V, the 82078 can be 
configured to operate at 3.3V with 5.0V available to 
the drive interface. See Figure 10-1 for a schematic. 
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10.2 Selectable Boot Drive 


Generally a standard personal computer is config- 


ured with a 1.2 MB 5.25” disk drive and a 1.44 MB 


or 2.88 MB 3.5” disk drive. Usually the drive that 
connects as “‘A:” is the boot drive. At times the user 
may want to configure ‘‘B:” as the boot drive. Cur- 
rently some BIOS’ use a special implementation in 
software to accomplish this. The 82078 now offers 


this capability more efficiently by configuring the — 


boot drives. 


_ The 82078 allows for virtual drive designations. This 


is a result of multiplexing the boot drive select and — 


motor enable lines, as shown in Figure 10-2. 


44PD EN BOOTSEL (TDR) 


= y. * 


Default 


& 

intel. 
The DRIVE SEL1 and the DRIVE SEL2 bits in the 
DOR register decode internally to generate the sig- 
nals DSn. The MEn signals generate directly from 
the DOR register. The DSn and MEn signals get 
mapped to actual FDSn and FDMEn pins based on 
the BOOTSELn bits (selected in the TDR register). 
The exact mapping of BOOTSEL vs the FDSn and 
FDMEn pins is shown in the following table. 


Mapping 
—_ DSO — FDSO, MEO —> FDMEO 
DS1 — FDS1, ME1 — FDME1 


DSO —> FDS1, MEO —> FDME7 
DS1 —> FDSO, ME1 —> FDMEO 
DSO —> FDSO, MEO —> FDMEO 
DS1— PD, ME1— IDLE 


BOOTSELO 


BOOTSEL 1 
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Figure 10-2. Virtual Drive Configuration 
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The BOOTSEL bit allows users to multiplex the out- 
put drive signals allowing different drives to be the 
boot drive. The DSn and MEn bits are considered 
virtual designations since the DSn and MEn signals 
get remapped to different corresponding physical 
FDSn and FDMEn pins. In other words, once the 
BOOTSEL bit is configured for a non-default selec- 
tion, all future references made to the controller will 
be assumed as virtual designations. Note, due to the 
virtual designations TAPESEL[1:0] = 00 would never 
enable tape mode due to boot drive restrictions. 


10.3 How to Disable the Native Floppy 
Contolier on the Motherboard 


There are occasions when the floppy controller de- 
signed onto the motherboard of a system needs to 
be disabled in order to operate another floppy con- 
troller on the expansion bus. This can be done with- 
out changing the BIOS or remapping the address of 
the floppy controller (provided there is a jumper, or 
another way to disable the chip select on the native 
controller). 


Upon reset, the DOR register in the 82078 is set to 
OOH. If the CS # is left enabled during the POST, the 
DOR is set to OCH, this enables the DMA GATE # bit 
in the DOR. When this bit is set, the 82078 treats a 
DACK# and a RD# or WR# as an internal chip 
select (CS #). Bus contention will occur between the 
native controller and the auxiliary controller if the 
DMA GATE# bit becomes active, even if the CS# 
signal is not present. 
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The proper way to disable the native floppy control- 
ler is to disable the CS# before the system is turned 
on. This will prevent the native controller from get- 
ting initialized. Another option is to map the native 
controller to a secondary address space, then dis- 
able the DMA GATE# via the DOR disabling the 
DMA GATE #. This assumes that the native control- 
ler is switched to a secondary address space. 


10.4 Replacing the 82077SL witha 
82078 in a 5.0V Design 


The 82078 easily replaces the 5.0V 82077SL with 
minimum design changes. With a few exceptions, 
most of the signals are named as they were in the 
82077SL. Some pins were eliminated and others re- 
named to accommodate a reduced pin count and 
smaller package. 


The connections to the AT bus are the same as the 
82077SL with the following exceptions: MFM and 
IDENT have been removed. The PLLO pin was re- 
moved. Tape drive mode on the 82078 must be con- 
figured via the Tape Drive Register (TDR). 


The Drive Interface on the 82078 is also similar to 
the 82077SL except as noted: DRVDENO and 
DRVDEN1 on the 82078 take the place of DENSEL, 
DRATEO, and DRATE1 on the 82077SL. The Drive 
Specification Command configures the polarity of 
these pins, thus selecting the density type of the 
drive. The Motor Enable pins and the Drive Select 
pins are renamed FDME(0-1) and FDS(0-1) re- 
spectively on the 82078. 10K pull-up resistors can 
be used on the disk interface. See Figure 10-3 for a 
schematic of the connection. 
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Pin Changes on the 44 Pin Part: 


e If the 44PD EN bit in the powerdown command is 
set, then the FDS1# and FDME1# no longer 
function as drive select and motor enable. In- 
stead these pins become functional as status 
outputs of PD and IDLE. 


e INVERT # is removed. 
e Four NCs (no connects) are removed. 


e MFM, IDENT have been removed. The 44 pin 
82078 only operates in AT/EISA mode. 


82078 44 PIN | 


PLLO is removed. Hardware configurability for 
tape drive mode is not supported. Configure tape 
mode via the TDR register. 


DENSEL, DRATE1, DRATEO pins have been 
substituted by DRVDENO, DRVDEN1. The new 
pins are configured for each drive via the Drive 
Specification command. 


DRV2 and RDGATE are not available. 


There are 3 Vsg pins, 2 Vcc pins, one AVss and 
one AVcc pin. | 
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11.0 D.C. SPECIFICATIONS 


11.1 Absolute Maximum Ratings 


Storage Temperature ..........—65°C to + 150°C 
Supply Voltage ..... pnceteceae eeace —0.5 to +8.0V 
Voltage on Any Input........... GND — 2V to 6.5V 
Voltage on Any Output .GND — 0.5V to Voc + 0.5V 
Power Dissipation ..............cece00.. nee ds 1W 


intal. 


* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


11.2 D.C. Characteristics T, = 0°C to + 70°C, Vsg = AVgg = OV 


44 PIN D.C. CHARACTERISTICS 


Min (V) 


Input Low Voltage, 

X1 

VIHC Input High 
Voltage, X1 


Input Low Voltage 
(All Pins except 
X1) . 


Input High Voltage 
(All Pins except 
X1) 


VoL 
Outptus 

Vo 

So 


44 PIN D.C. CHARACTERISTICS Ioc 


Voc — 0.4 


1 Mbps Data Rate 
| Vit = Vss, Vin = Voc 
1 Mbps Data Rate 
Vit = 0.45, Vip, = 2.4 
500 Kbps Data Rate 
Vit = Vss; ViH = Voc 


Ne Input Load Current (All Input 
Pins) 
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Veco = +5V +10% 


Test ‘Test 
j max | contting | min | max” | coding 
8 


ecco’ MOI Bicol cet Ee 


|| ton = =100 wa oH = 


ne Voc = +5V +10% Voc = +3.3V £0.3V 
arameter 
Typical | Max | Test Condition | Typical Test Condition 
25mA | (Notes 1,2) 16mA | (Notes 1, 2) 
20.8 mA (Notes 1, 2) (Notes 1, 2) 


11.8mA (Notes 1, 2) (Notes 1, 2) 
1 loca 500 Kbps Data Rate 17.6mA | 25mA | _ (Notes 1, 2) 6.2mA | 14mA (Notes 1, 2) 
Vit = 0.45, Vin = 2.4 . 


604A | (Notes 3,4) 


10 pA | Vin = Voc 
—10 pA | Vin = OV 


Vec = 3.3V +0.3V 


i 2 ae 


60 pA (Notes 3, 4) 


10 pA | Vin = Voc 
—~10 pA | Vin = OV 
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44 PIN D.C. CHARACTERISTICS Icc (Continued) | 


p , Voc = +5V +10% Voc = +3.3V +0.3V 
arameter 
Typical | Max | Test Condition Typical | Max | Test Condition 


Data Bus Output +10 pA | 0.45 < Vout < Voc +10 pA | 0.45 < Vout < Voc 
Float Leakage 
NOTES: | 


1. Only the data bus inputs may float. 

2. Tested while reading a sync field of “‘00’’. Outputs not connected to D.C. loads. 
3. Vit = Vss, Vin = Voc; Outputs not connected to D.C. loads. 

4. Typical value with the oscillator off. 


CAPACITANCE 


Clock Input Capacitance | 200 
Input/Output Capacitance 


NOTE: 
All pins except pins under test are tied to A.C. ground. 


f = 1 MHz, Ta = 25°C ~ 
Sampled, Not 100% Tested 
a ee: 


LOAD CIRCUIT 11.3 Oscillator 


24 MHz 
= CRYSTAL 


290474-13 


NOTE: 
Cload = 50 pF for all logic outputs, 100 pF for the data 
bus. 
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A.C. TESTING INPUT, OUTPUT WAVEFORM 48 MHz or 24 MHz 


Oscillator x1 


82078SL 


X2 
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The 24 MHz clock can be supplied either by a crystal 
or a MOS level square wave. All internal timings are 
referenced to this clock or a scaled count which is 
data rate dependent. 


The crystal oscillator must be allowed to run for 
10 ms after Vcc has reached 4.5V or exiting the 
POWERDOWN mode to guarantee that it is stable. 


Frequency: 24 MHz +0.1% 
Mode: Parallel Resonant Fundamental 
Mode 


Series Resistance: Less than 409 
Shunt Capacitance: Less than 5 pF 
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12.0 A.C. SPECIFICATIONS 
Ta = 0°C to +70°C, Voc = +5V 10%, +3.3V +0.3V, Ves = AVgg = OV 


CLOCK TIMINGS 
<a CRE 
[clock Fatime 
[Glock high Time Sid 
[ciecktowTine™ | te 
[internal GockPenoa@) 
HOST READ CYCLES 
[AdirssSeuptono* «tS 
a a 
HOST WRITE CYCLES 
a 
[commandinacive 
[Data Scuptowne «| 
ae 
a 
ac 
a 


a | 
” 


t1 


tS + 125 


pe j 
” 


DMA CYCLES 
<i a 
[DAcK# SetuptoRoswhe [6 
[DAcK# Hold tom Roe, wae [0 
[pRatoADe, WAe Active” | 0 

0 

men 


tS + 125 


” 


a 


Terminal Count Width(1 0) 
TC to DRQ Inactive 


NO 
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12.0 A.C. SPECIFICATIONS 
Ta = 0°C to +70°C, Voc = +5V £10%, +3.3V £0.3V, Vgs = AVssg = OV (Continued) 


[Symbor__[ Parameter | Min. =| Max Unt 
RESET 
[wo | Hardware” Resetwatn®) [0 SCdSO 
t30a “Software” Reset Width(5) | (Note11) | ons 
[tat | ResettoConrotinactve | S| 
WRITE DATA TIMING 
a a es Sr 
a 
Han. 


anaes TRA AE 


te 19 

READ DATA TIMING 
[wo | —‘Readbatausowah =| —iwSdSCSC=“‘*‘idSOCiS 
a 
Se 


NOTES: 

1. This timing is for FIFO threshold = 1. When FIFO threshold is N bytes, the value should be multiplied by N and subtract 
1.5 ws. The value shown is for 1 Mbps, scales linearly with data rate. 

2. This value can range from 0.5 ms to 8.0 ms and is dependent upon data rate and the Specify command value. 

3. Many timings are a function of the selected data rate. The nominal values for the internal clock period (t5) for the various 
data rates are: 


1 Mbps 3 X oscillator period = 125 ns 
500 Kbps__ 6 oscillator period = 250 ns 
300 Kbps_ 10 X oscillator period = 420 ns 
250 Kbps‘ 12 ~X oscillator period = 500 ns 
4. If DACK# transitions before RD#, then this specification is ignored. If there is no transition on DACK#, then this becomes 
the DRQ inactive delay. 
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5. 
6. 


10. 


11. 


12. 
13. 


14. 


15. 
16. 


Reset requires a stable oscillator to meet the minimum active period. . 
Based on the internal clock period (t5). For various data rates, the Write Data Width minimum values are: 
1 Mbps 5 X oscillator period —50 ns = 150 ns 
500 Kbps_ ‘10 X oscillator period —50 ns = 360 ns 
300 Kbps 16 x oscillator period —50 ns = 615 ns 
250 Kbps_ 19 X oscillator period —50 ns = 740 ns 


. Test points for clock high time are 3.5V. Due to transitional times, clock high time max and clock low time max cannot be 


met simultaneously. Clock high time min and clock low time max can not be met simultaneously. 


. Based on internal clock period (t5). 
. Jitter tolerance is defined as: 


(Maximum bit shift from nominal position + 1/4, period of nominal data rate) x 100% 
is a measure of the allowable bit jitter that may be present and still be correctly detected. The data separator jitter 
tolerance is measured under dynamic conditions that jitters the bit stream according to a reverse precompensation 
algorithm. Pp . 
TC width is defined as the time that both TC and DACK# are active. Note that TC and DACK# must overlap at least 
50 ns. 
The minimum reset active period for a software reset is dependent on the data rate, after the 82078 has been properly 
reset using the t30 spec. The minimum software reset period then becomes: 
1 Mbps 3x t4= 125ns 
500 Kbps’ 6 X t4 = 250ns 
300 Kbps 10 x t4 = 420ns 
. 250 Kbps 12 x t4 = 500ns 
Status Register’s status bits which are not latched may be updated during a Host read operation. 
The minimum MFM values for WE to HDSEL change (t41) for the various data rates are: 
1 Mbps 0.5ms + [8 X GPL] 
500 Kbps 1.0ms + [16 x GPL] 
300 Kbps 1.6ms + (26.66 <x GPL] 
250 Kbps 2.0ms + [32 x GPL] 
GPL is the size of gap3 defined in the sixth byte of a Write Command. 
This timing is a function of the selected data rate as follows: 
1 Mbps = 1.0 us min 
500 Kbps 2.0 ps min 
300 Kbps 3.3 us min 
250 Kbps 4.0 ps min 
This timing is a function of the internal clock period (t5) and is given as (7/4) t5. The values of t5 are shown in Note 3. 
The timings t13 and t21 are specified for INT signal in the polling mode only. These timings in case of the result phase of 
the read and write commands are microcode dependent. 


2-448 


intel ; | 82078 44 PIN 


Clock Timings 
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Host Write Cycies 


290474-18 
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RD#, WR# 


DRQ, INT, 
WE# 


DMA Cycles 


Terminal Count 


t22 
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Write Data Timing 


WRDATA 


290474-22 


Drive Control 


290474-23 


NOTE: , 
For overlapped seeks, only one step pulse per drive section is issued. Non-overlapped seeks will issue all programmed 
step pulses. . 


internal PLL 
t44 


RDDATA 
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12.1 Package Outline for the 44 Pin QFP Part 


82078 addresses the current need of the smaller and thinner packages, for the current market. The size of the 
part is becoming increasingly important in the portable computer market. The QFP part considerably reduces | 
the real estate consumed. The package outline with the appropriate dimensions are given below: 


44-Lead Quad Flatpack Package 
D 


ea ee | | 
BUCO CES EOEGH ELLE 


| 44PinQFP Package  —t~ 
| _Nominal(mm) | ___Tolerance(mm) 


[bead witht 
[teed Thickness Pe | 
“Temi 

[tonesss 

-~Temint | 

a = 
[“tead Spacing fet Od 

Tissot | oN | 
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13.0 REVISION HISTORY FOR THE 


82078 44 PIN 


The following list represents the key differences be- 
tween version 002 and version 003 of the 82078 
44 pin data sheet. 


Section 2.1 


Reference to register SRA removed. SRA is not 
available on the 44 pin 82078. 


Section 2.1.2 
DRIVE SEL 1 removed from DOR description. This 


bit is not available on the 44 pin version of the 
82078. 


Section 4.2 
Clarification of PDOSC. 


82078 44 PIN 


Section 4.4 


Reference to register SRA removed. SRA is not 


available on the 44 pin 82078. 


Section 5.2.3 


~ Redundant information removed. 


Section 5.2.4 


Redundant information removed. 


Section 6.3.2 


Clarification of command. 


Table 1.0 


Reference to register SRA removed. SRA is not 


available on the 44 pin 82078. 


Table 2-2 and Table 2-3 


Table headings swapped to proper tables. 


2-453 


intel. 


82078 64 PIN 
CHMOS SINGLE-CHIP FLOPPY DISK CONTROLLER 
m Small Footprint and Low Height ; — Selectable Boot Drive 
Packages — Standard IBM and ISO Format 
m Supports Standard 5.0V as well as Low Features 
Voltage 3.3V Platforms _ = Format with Write Command for 
— Selectable 3.3V and 5.0V | 7 | High Performance in Mass Floppy 
Configuration | | Duplication 
— 5.0V Tolerant Drive Interface m Integrated Tape Drive Sasnee 


— Standard 1 Mbps/500 Kbps/ . 
_ 250 Kbps Tape Drives 
— New 2 Mbps Tape Drive Mode 


m Enhanced Power Management 
— Application Software Transparency | 
— Programmable Powerdown 


Command m@ Perpendicular Recording Support for 
— Save and Restore Commands for 4 MB Drives | 
Zero-Volt Powerdown . : 
— Auto Powerdown and Wakeup mg Integrated ee interface Drivers 
Modes m Fully Decoded Drive Select and Motor 
— Two External Power Management Signals 
Pins m Programmable Write Precompensation 
— Consumes no Power when in Delays 
sewer own _ m Addresses 256 Tracks Directly, 
m Integrated Analog Data Separator | Supports Unlimited Tracks 
— 250 Kbps | 
— 500 Kbps : m Single-Chip Floppy Disk Controller 
— 1 Mbps Solution for Portables and Desktops 
— 2 Mbps — 100% PC AT* Compatible | 
, — 100% PS/2* Compatible _ 
a pcan ule Internal Oscillator — 100% PS/2 Model 30 Compatible 
m Floppy Drive Support Features — Fully Compatible with Intel386™ SL 
— Drive Specification Command Microprocessor SuperSet 
— Media ID Capability Provides Media 


Recognition m Integrated Drive and Data Bus Buffers 


— Drive ID Capability Allows the User m Available in 64 Pin QFP Package 
to Recognize the Type of Drive 


The 82078, a 24 MHz crystal, a resistor package, and a device chip select implements a complete solution. All 
programmable options default to 82078 compatible values. The dual PLL data separator has better perform- 
ance than most board level/discrete PLL implementations. The FIFO allows better system performance in 
multi-master (e.g., Microchannel, EISA). 


The 82078 maintains complete software compatibility with the 82077SL/82077AA/8272A floppy disk control- 
lers. It contains programmable power management features while integrating all of the logic required for floppy 
disk control. The power management features are transparent to any application software. There are two 
versions of 82078 floppy disk controllers, the 82078SL and 82078-1. 


The 82078 is fabricated with Intel’ s advanced CHMOS III technology and is also available in a 44- lead QFP 
package. 


*Other brands and names are the property of their respective owner. 
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Figure 1-0. 82078 Pinout 
Table 1-0. 82078 (64 Pin) Description 


Pin @ H/W 
oma @[o[P oem 


HOST INTERFACE 


RESET N/A_ | RESET: A high level places the 82078 in a known idle state. All registers 
are cleared except those set by the Specify command. 


ADDRESS: Selects one of the host interface registers: 
‘ A2 A1 AO Access Register 
A2 0 0 O R Status Register A SRA 
0 O 1 4=FR/W Status Register B SRB 
Oo 1 0 R/W Digital Output Register DOR 
Oo 1 1 R/W Tape Drive Register TDR 
1 0 O R Main Status Register MSR 
1 0 oO W Data Rate Select Register DSR 
1 0 1 R/W Data Register (FIFO) FIFO 
1 1 0 Reserved 
1 . Digital Input Register DIR 
1 Configuration Control Register CCR 


atop CHIP SELECT: Decodes the base address range and qualifies RD # and 
WR#. 
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Table 1-0. 82078 (64 Pin) Description (Continued) 


Pin @ H/W 
= 


HOST INTERFACE (Continued) 


61 N/A | READ: Read control signal for data transfers from the floppy drive to the 
system. 
eect WRITE: Write control side for data transfers to the floppy drive from the 
system. 


DMA REQUEST: Requests service from a DMA controller. Normally active 
high, but will go to high impedance in AT and Model 30 modes when the 
appropriate bit is set in the DOR. 


DMA ACKNOWLEDGE: Control input that qualifies the RD#, WR # inputs 
in DMA cycles. Normally active low, but is disabled in AT and Model 30 
modes when the appropriate bit is set in the DOR. 


DATA BUS: 12 mA data bus. 


IDENTITY: These inputs decode between the several operation modes 
available to the user. These pins have no effect on the DRVDEN pins. 
IDENTO IDENT1 INTERFACE 


IDENTO 
IDENT 1 


1 1 AT mode 
1 0 ILLEGAL 
0 1 PS/2 mode 
0 0 Model 30 


AT MODE: Major options are: enables DMA gate logic, TC is active high, 
Status Register B is available based on a bit the powerdown command. 
PS/2 MODE: Major options are: no DMA gate logic, TC is active low, Status 
Registers A & B are available. 

MODEL 30 MODE: Major options are: enable DMA gate logic, TC is active 
high, Status Registers A & B are available. 


INTERRUPT: Signals a data transfer in non-DMA mode and when status is 
valid. Normally active high, but goes to high impedance when the 
appropriate bit is set in the DOR. 


TERMINAL COUNT: Control line from a DMA controller that terminates the 
current disk transfer. TC is effective only when qualified by DACK #. This 
input is active high in the AT, and Model 30 modes alia the appropriate bit 
is set in the DOR. 


EXTERNAL CLOCK OR CRYSTAL: Connection for a 24 MHz fundamental 
mode parallel resonant crystal. X1 can also be driven by an external clock 
(external oscillator) which can be either at 48 MHz or 24 MHz. If external 
oscillator is used then the PDOSC bit can be set to turn off the internal 
oscillator. Also, if a 48 MHz exernal oscillator is used then the CLK48 bit 
must be set in the enhanced CONFIGURE command. 
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Table 1-0. 82078 (64 Pin) Description (Continued) 


A @ H/W 
POWER MANAGEMENT 
SEL3V # 16 SELECT 3.3V: This is a control pin that is used to select between 3.3V 
operation and 5.0V operation. This is an active low signal and selects 
3.3V mode of operation when tied to ground. 


POWERDOWN: This pin is active high whenever the part is in 
powerdown state, either via DSR POWERDOWN bit or via the Auto 
Powerdown Mode. This pin can be used to disable an external 


oscillator’s output. 


IDLE 59 IDLE: This pin indicates that the part is in the IDLE state and can be 
powered down. IDLE state is defined as MSR = 80H, INT =0, and the 
head being “unloaded” (as defined in Section 4.0, Power Management |. 
Features). Whenever the part is in this state, IDLE pin is active high. If 
the part is powered down by the Auto Powerdown Mode, IDLE pin is set 
high and if the part is powered down by setting the DSR POWERDOWN 

: bit, IDLE pin is set low. 


PLL SECTION 


RDDATA# | 27 | | | N/A | READ DATA: Serial data from the floppy disk. 
RDGATE fag} ol] | READ GATE: This signal is basically used for diagnostic purposes. 


DISK CONTROL 


DRV2# DRIVE2: This is an active low signal that indicates whether a second 
drive is installed and is reflected in SRA. 


TRKO# 20 N/A | TRACKO: This is an active low signal that indicates that the head is on 
track 0. 

INDX # 21 N/A | INDEX: This is an active low signal that indicates the beginning of the 
track. 

WP # 22 N/A | WRITE PROTECT: This is an active low signal that indicates whether 
the floppy disk in the drive is write protected. 

MEDID1 25 N/A 

MEDIDO 40 to indicate the density type of the media installed in the floppy drive. 
These should be tied low if not being used. 

DSKCHG # ae ol Mae DISK CHANGE: This is an input from the floppy drive reflected in the 
DIR. 

DRVDENO | 28 DRIVE DENSITY: These signals are used by the floppy drive to 

DRVDEN1 30 configure the drive for the appropriate media. 

FDME3 # FLOPPY DRIVE MOTOR ENABLE: Decoded motor enables for drives 


FDME2# 0 to 3. The motor enable pins are directly controlled via the DOR and 
FDME1 # are a function of the mapping based on BOOTSEL bits in the TDR. 


FDME0 # 


MEDIA ID: These are active high signals that are output from the drive 


FLOPPY DRIVE SELECT: Decoded floppy drive selects for drives 0 to 


3. These outputs are decoded from the select bits in the DOR and area 
function of the mapping based on BOOTSEL bits in the TDR. 
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Table 1-0. 82078 (64 Pin) Description (Continued) 


Pin @ H/W | er 
Se ——— 


DISK CONTROL (Continued) 


34 WRITE ENABLE: Floppy drive control signal that enables the head to 

write onto the floppy disk. 

HDSEL# 35 HEAD SELECT: Selects which side of the floppy disk is to be used for the 
corresponding data transfer. It is active low and an active level selects 
head 1, otherwise it defaults to head 0. 

“STEP# 39 STEP: Supplies step pulses to the floppy drive to move the head between 
tracks. 

DIR # DIRECTION: It is an active low lena which controls the direction the 
head moves when a step signal is present. The head moves inwards 

towards the center if this signal is active. 
DRVIDO 46 N/A | DRIVE ID: These signals are input from the floppy drive and indicate the 
DRVID1 43 


type of drive being used. These should be tied low if not being used. ° 
POWER AND GROUND SIGNALS 


lVccr | 41 | | _N/A_ | VOLTAGE: +5V for 5V floppy drive and 3.3V for 3.3V floppy drive. 


Voc N/A | VOLTAGE: + OV or3.3V 
56 


GROUND: 0V 
i | 
38 


AVcc | 24. | | ~N/A__| ANALOG VOLTAGE | 
rn 


*NOTE: 
The digital power supply Vcc and the analog power supply AVoc should either be the same or regulated to be within 0.1V of © 
either. 
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1.0 INTRODUCTION 


The 82078, a 24 MHz (or 48 MHz) oscillator, a resis- 
tor package and a chip select implement a complete 


design. The power management features of the | 


82078 are transparent to application software, the 
82078 seems awake to the software even in power- 
down mode. All drive control signals are fully decod- 
ed and have 24 mA (12 mA @ 3.3V) drive buffers. 
Signals returned from the drive are sent through on- 
chip input buffers with hysteresis for noise immunity. 
The integrated analog data separator needs no ex- 
ternal compensation of components, yet allows for 
wide motor variation with exceptionally low soft error 
rates. The microprocessor interface has 12 mA drive 
buffers on the data bus plus 100% hardware register 
compatibility for PC-AT and Microchannel systems. 
The 16-byte FIFO with programmable thresholds is 
extremely useful in multi-master systems (Micro- 
Channel, EISA) or systems with large bus latency. 


The 82078 features: 
e 3.3V operation 


INTERNAL OSC. 


DATA RATE 
SELECTION 


POWER 


82078 64 PIN 


¢ Small QFP package 
@ 2 Mbps data rate for tape drives 
e Register enhancements from the 82077SL 


Several pin changes accommodate the reduced pin 
count (from the 68 pin 82077SL) and the added fea- 
tures. Functional compatibility refers to software 
transparency between 82077SL/AA and the 82078. 
The 64 pin part will implement a superset of the fea- 
tures required to support all platforms, but is not pin 
to pin compatible to the 82077S L. 


The 82078SL is capable of operating at both 3.3V 
and 5.0V. The 82078-1 only operates at 5.0V but 
has an available 2 Mbps tape drive data rate. All 
other features are available on both parts. 


Part 2 Mbps 


Figure 1-1 is a block diagram of the 82078. 


SERIAL 
INTERFACE 
LOGIC 


WRITE CLK 
GENERATOR 


SEPARATOR 


” 
= 
o 
a 
< 
2 
ea 
WwW 
ke 
< 


MICRO- MEDID0:1 
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DISK 
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MANAGEMENT 
LOGIC 


LOGIC STEP 
HDSEL 
DENSEL 


IDENTO 
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Figure 1-1. 82078 Block Diagram 
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2.0 MICROPROCESSOR INTERFACE 


The interface consists of the standard asynchronous signals: RD#, WR#, CS#, AO—A2, INT, DMA control 
and a data bus. The address lines select between configuration registers, the FIFO and control/status regis- 
ters. This interface can be switched between PC AT, Model 30, or PS/2 normal modes. The PS/2 register sets 
‘are a superset of the registers found in a PC-AT. | 


2.1 Status, Data and Control Registers 


-As shown below, the base address range is supplied via the CS# pin. For PC-AT or PS/2 designs, the primary 
and secondary address ranges are 3F0 Hex to 3F7 Hex and 370 Hex to 377 Hex respectively. 


| 


; : 

[Rain Status Register 

es a 

| ital input Register 
WwW 


Configuration Control Register 


In the following sections, the various registers are shown in their powerdown state. The “UC” notation stands 
for a value that is returned without change from the active mode. The notation “*’”” means that the value is 


reflecting the required status (for powerdown). ‘‘n/a’’ means not applicable. ‘*X” indicates that the value is 
undefined. 


2.1.1 STATUS REGISTER A (SRA, PS/2 MODE) 


This register is read-only and monitors the state of the interrupt pin and several disk interface pins. This 
register is part of the register set, and is not accessible in PC-AT mode. 


This register can be accessed during powerdown state without waking up the 82078 from its powerdown state. 
ee ee pa | 2 | a fo 


Function INT DRV2# | STEP | TRKO# | HDSEL | INDX# | WP# | 
PENDING | 


riwReseiSite | 0 | aves | 0 | Tako | 0 | NOx | whe | 
Paworoste | on | uc fo |] + | o | 1 | 1 | 


The INT PENDING bit is used by software to monitor the state of the 82078 INTERRUPT pin. By definition, the 
INT PENDING bit is low in powerdown state. The bits reflecting the floppy disk drive input pins (TRKO, INDEX, 
and WP) are forced inactive. Floppy disk drive outputs (HDSEL, STEP, and DIR) also go to their inactive, 
default state. 


As a read-only register, there is no default value associated with a reset other than some drive bits will change 
with a reset. The INT PENDING, STEP, HDSEL, and DIR bits will be low after reset. 
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2.1.2 —_"Iee ee A xn ee MODEL 30 aie 


+e = 8 = —_ — — # 
PENDING a F 


Ce a a A UG i a 


This register has the following changes in PS/2 Model 30 Mode. Disk interface pins (Bits 0, 1, 2, 3, and 4) are 
inverted from PS/2 Mode. The DRQ bit monitors the status of the DMA Request pin. The STEP bit is latched 
with the Step output going active and is cleared with a read to the DIR register, Hardware or Software RESET. 


The DRQ bit is low by definition for 82078 to be in powerdown. The bits reflecting the floppy disk drive input 
pins (TRKO, INDEX, and WP) are forced to reflect an inactive state. The floppy disk drive outputs (HDSEL, 
STEP, and DIR) also go to their inactive, default state. 


2.1.3 STATUS REGISTER B (SRB, ENHANCED AT/EISA) 


In the AT/EISA mode the SRB is made available whenever the EREG EN bit in the auto powerdown command 
is set. The register functionality is defined as follows (bits 7 through 3 are reserved): 


PD and IDLE reflect the values on the corresponding pins. The signal on the IDLE pin can be masked by 
setting IDLEMSK bit high in this register. The IDLE bit will remain unaffected. Since some systems will use the 
IDLE pin to provide interrupt to the SMM power management, its disabling allows less external interrupt logic 
and reduction in board space. Only hardware reset will clear the IDLEMSK bit to zero. 


When the IDLEMSK bit is set, the user cannot distinguish between auto powerdown and DSR powerdown (i.e., 
by using the IDLE pin). 


IDLEMSK _ IDLE (pin) 
0 unmasked 
1 masked 


Caaoro [x [x [x [x [x] ve Jeu 


PwwReset | wa | na | wa | wa | wa | 0 | wa | wa 
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2.1.4 STATUS REGISTER B (SRB, PS/2 MODE) 


[Bits | 7 pe[ s [+ [oa Ts 
Function 1 1 DRIVE WRDATA RDDATA 
SEL 0 TOGGLE TOGGLE 


As the only drive input, RDATA TOGGLE’s activity reflects the level as seen on the cable. 


The two TOGGLE bits do not read back the state of their respective pins directly. Instead, the pins drive a 
Flip/Flop which produces a wider and more reliable read pulse. Bits 6 and 7 are undefined and always return 
toa. | 


After any reset, the activity on the TOGGLE pin is cleared. Drive select and Motor bits cleared by the RESET 
pin and not software resets. 


one aaaes 1.5 STATUS REGISTER B ae oa 6 MODEL 30 MODE) 


a 

id Kl hdl ad Led 
F/F F/F F/F 

nwreaaigiie | ones | [ 7 | 0 eae Oe ee ee 

jAutopDstate | uc | uc | uc | oo | o Jo} uc | uw 


This register has the following changes in Model 30 Mode. Bits 0, 1, 5, and 6 return the decoded value of the 
Drive Select bits in the DOR register. Bits 2, 3, and 4 are set by their respective active going edges and are 
cleared by reading the DIR register. The WRDATA bit is triggered by raw WRDATA signals and is not gated by 
WE. Bits 2, 3, and 4 are cleared to low level by either Hardware or Software RESET. 


2.1 6 DIGITAL OUTPUT REGISTER (DOR) 
The Digital Output Register contains the drive select and motor enable bits, a reset bit and a DMA GATE# bit. 


aaa a ae a 
EN3 EN2 EN1 ENO GATE # SEL1 SEL2 

THwresetsate|_o | o | o | o | o | o | o | 0 | 

| AutopDstate | ot | or | or | o | uc | ow | uc | uc | 


The MOT ENx bits directly control their respective motor enable pins (FDMEO-—3). The DRIVE SELx bits are 
decoded to provide four drive select lines and only one may be active at a time. Standard programming 
practice is to set both MOT ENx and DRIVE SELx bits at the same time. 


Table 2-1 lists a set of DOR values to activate the drive select and motor enable for each drive. 
Table 2-1. Drive Activation Value 


| Drive | DOR Value 


0 1CH 
1 2DH 
2 4EH 
3 8FH 
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The DMAGATE # bit is enabled only in PC-AT and Model 30 Modes. If DMAGATE # is set low, the INT and 
DRQ outputs are tri-stated and the DACK# and TC inputs are disabled. DMAGATE# set high will enable INT, 
DRQ, TC, and DACK# to the system. In PS/2 Mode DMAGATE# has no effect upon INT, DRQ, TC, or 
DACK # pins, they are always active. 


The DOR reset bit and the Motor Enable bits have to be inactive when the 82078 is in powerdown. The 
DMAGATE# and DRIVE SEL bits are unchanged. During powerdown, writing to the DOR does not awaken the 
82078 with the exception of activating any of the motor enable bits. Setting the motor enable bits active (high) 
will wake up the part. 


This RESET # bit clears the basic core of the 82078 and the FIFO circuits when the LOCK bit is set to “0” (see 
Section 5.3.2 for LOCK bit definitions). Once set, it remains set until the user clears this bit. This bit is set by a 
chip reset and the 82078 is held in a reset state until the user clears this bit. The RESET # bit has no effect 
upon the register. 


2.1.7 TAPE DRIVE REGISTER (TDR AT/EISA, PS/2, MODEL 30) 


H/W Reset State 
Auto PD State 


(—) means these bits are not writable and remain tri-stated if read. 


This register allows the user to assign tape support to a particular drive during initialization. Any future refer- 
ences to that drive number automatically invokes tape support. Hardware reset clears this register; software 
resets have no effect. By default, the tape select bits are hardware RESET to zeros, making Drive 0 not 
available for tape support. 


2.1.8 ENHANCED TAPE DRIVE REGISTER (TDR, AT, PS/2, MODEL 30, EREG EN = 1) 


In the PS/2 and Model 30 mode and AT/EISA mode the extended TDR is made available only when the 
EREG EN bit is set, otherwise the bits are tri-stated. The register functionality is defined as follows: 


[uiWReset| MEDIO [MEDIDO | DAVID |oRVDo| 0 | 0 | 0 | 0 


ee ee ee a 


C= NA SR 
[atop [wa | wa | w/a | n/a [BOOTSELT | BOOTSELO| TAPESELI | TAPESELO 


MEDID1, MEDIDO reflect the values on the respective pins. Similarly, the DRVIDO, DRVID1 reflect the values 
on the DRVID1 and DRVIDO pins. 


The TAPESEL1, TAPESELO functionality is retained as defined in the non-enhanced TDR, except that the 
application of boot drive restriction (boot drive cannot be a tape drive) depends on what drive selected is by 
the BOOTSEL1, BOOTSELO bits. | 
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The BOOTSEL1, BOOTSELO are not reset by software resets and are decoded as shown below. These bits _ 
allow for reconfiguring the boot up drive and only reset by hardware reset. A drive can be enabled by remap- 
ping the internal DSO and MEO to one of the other drive select and motor enable lines (Refer to “Selectable 
Boot Drives” in the Design applications chapter). Once a non-default value for BOOTSEL1 and BOOTSELO is 
selected, all programmable bits are virtual designations of drives, i.e., it is the user’s responsibility to know the 

mapping scheme detailed in the following table. | 


BOOTSEL1 BOOTSELO Mapping: 


DSO — FDSO, MEO —> FDMEO 
DS1 — FDS1, ME1 — FDME1 
oo 
DSO — FDS2, MEO — FDME2 
DS1 — FDS1, ME1 — FDME1 
Function S/W POWER | PDOSC PRE PRE PRE DRATE ;} DRATE | 
RESET | DOWN ae Se a ae ara ae 
H/W Reset State ae 


DS2 — FDS2, ME2 — FDME2 
Auto PD State S/W | POWER _ - 22 - ge pe — ae 
RESET | DOWN COMP2'| COMP1 | COMPO | SEL1 | SELO 


DSO —> FDS1, MEO —> FDME1 
ino oer (ime 
This register ensures backward compatibility with the 82072 floppy controller and is write-only. Changing the 


DS1 —» FDSO, ME1 — FDMEO 
2.1.9 DATARATE SELECT REGISTER (DSR) 
data rate changes the timings of the drive control signals. To ensure that drive timings are not violated when 


DS2 — FDS2, ME2 — FDME2 
changing data rates, choose a drive timing such that the fastest data rate will not violate the timing. 


The PDOSC bit is used to implement crystal oscillator power management. The internal oscillator in the 82078 
can be programmed to be either powered on or off via PDOSC. This capability is independent of the chip’s 
powerdown state. Auto powerdown mode and powerdown via POWERDOWN bit has no effect over the power 
state of the oscillator. | 


In the default state the PDOSC bit is low and the oscillator is powered up. When this bit is programmed to a 
one, the oscillator is shut off. Hardware reset clears this bit to a zero. Neither of the software resets (via DOR 
or DSR) have any effect on this bit. Note, PDOSC should only be set high when the part is in the powerdown 
state, otherwise the part will not function correctly and must be hardware reset once the oscillator has turned 
back on and stabilized. Setting the PDOSC bit has no effect on the clock input to the 82078 (the X1 pin). The 
clock input is separately disabled when the part is powered down. The SAVE command checks the. status of 
PDOSC, however, the RESTORE command will not restore the bit high. 


S/W RESET behaves the same as DOR RESET except that this reset is self cleaning. 
POWERDOWN bit implements direct powerdown. Setting this bit high will put the 82078 into the powerdown 
state regardless of the state of the part. The part is internally reset and then put into powerdown. No status is 


saved and any operation in progress is aborted. A hardware or software reset will exit the 82078 from this 
powerdown state. 


2-466 | : 


intel : 82078 64 PIN 


PRECOMP 0-2 adjusts the WRDATA output to the disk to compensate for magnetic media phenomena known 
as bit shifting. The data patterns that are susceptible to bit shifting are well understood and the 82078 
compensates the data pattern as it is written to the disk. The amount of pre-compensation is dependent upon 
the drive and media, but in most cases the default value is acceptable. 


Table 2-2. Precompensation Delays 


PRECOMP Precompensation Delays 


x1 @ 48 MHz 
if CLK48 = 1, enabled only @ 2 Mbps 
if CLK48 = 0, enabied at all data rates 


DEFAULT 


Table 2-3. Default Precompensation Delays 


Data Rate Precompensation 
Delays (ns) 
2 Mbps 20.84 
1 Mbps 41.67 


The 82078 starts pre-compensating the data pattern starting on Track 0. The CONFIGURE command can 
change the track that pre-compensating starts on. Table 2-2 lists the pre-compensation values that can be 
selected and Table 2-3 lists the default pre-compensation values. The default value is selected if the three bits 
are zeroes. 


DRATE 0-1 select one of the four data rates as listed in Table 2-4. The default value is 250 Kbps after a 
“Hardware” reset. Other “Software” Resets do not affect the DRATE or PRECOMP bits. 


Table 2-4. Data Rates 
po 500 Kp 
pt 800Kops 
Pp 28 Kps 
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2.1.10 MAIN STATUS REGISTER (MSR) 


DIO NON CMD DRV3 DRV2 DRV1 at 
DMA BSY BUSY BUSY BUSY BUSY | 


Prownestswie [0 [x [x [x fx fx Pk [x 
[To fe fo [fo | 0 


Function 


Auto PD State 


The Main Status Register is a read-only register and is used for controlling command input and result output 
for all commands. 


RQM—Indicates that the host can transfer data if set to 1. No access is permitted if set to a 0. 


DlO—lIndicates the direction of a data transfer once RQM is set. A 1 indicates a read and a 0 indicates a write 
is required. 


NON- DMA—This mode is selected in the SPECIFY command and will be set to a 1 during the execution phase 
of a command. This is for polled data transfers and helps differentiate between the data transfers and the 
reading of result bytes. | 


COMMAND BUSY—This bit is set to a one when a command is in progress. This bit goes active after the 
command byte has been accepted and goes inactive at the end of the results phase. If there is no result phase 
(SEEK, RECALIBRATE commands), this bit returns toa 0. 


DRV x BUSY—These bits are set to ones when a drive is in the seek portion of a command, menene seeks 
and recalibrates. 


Some example values of the MSR are: 

e MSR 80H; The controller is ready to receive a command. 

e MSR = 90H; executing a command or waiting for the host to read status bytes (assume DMA mode). 
© MSR = DOH; waiting for the host to write status bytes. 


2.1.11 FIFO (DATA) 


All command parameter information and disk data transfers go through the FIFO. The FIFO is 16 bytes in size 
and has programmable threshold values. Data transfers are governed by the RQM and DIO bits in the Main 
Status Register. 


The FIFO defaults to an 8272A compatible mode after a “Hardware” reset (Reset via pin 32). “Software’”’ 
Resets (Reset via DOR or DSR register) can also place the 82078 into 8272A compatible mode if the LOCK bit 
is set to ‘‘O” (See the definition of the LOCK bit), maintaining PC-AT hardware compatibility. The default values 
can be changed through the CONFIGURE command (enable full FIFO operation with threshold control). The 
advantage of the FIFO is that it allows the system a larger DMA latency without causing a disk error. Table 2-5 
gives several examples of the delays with a FIFO. The data is based upon the following formula: 


Threshold# x 1/DATA RATE X 8- 1.5 us = DELAY 


FIFO Threshold| Maximum Delay to Servicing 
Examples at 500 Kbps Data Rate 


1byte | 1x 16ps — 1.5 ps = 14.5 us 


Table 2-5. FIFO Threshold Examples 


FIFO Threshold | Maximum Delay to Servicing 
Examples at 1 Mbps Data Rate 


1 byte 1x 8us — 1.5 ys = 6.5 us 
2 bytes 2x 8us — 1.5 ys = 14.5 ws 
8 bytes 8 X Bus — 1.5 pS = 62.5 us 
15 bytes 15 X 8us — 1.5 ys = 118.5 ps 
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2 bytes 2X 16 us — 1.5 ps = 30.5 us 
8 bytes 8 X 16 us — 1.5 us = 126.5 us 
15 bytes 15 x 16 ps — 1.5 ws = 238.5 ps 
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At the start of a command, the FIFO action is always disabled and command parameters must be sent based 
upon the RQM and DIO bit settings. As the 82078 enters the command execution phase, it clears the FIFO of 
any data to ensure that invalid data is not transferred. An overrun or underrun will terminate the current 
command and the transfer of data. Disk writes will complete the current sector by generating a 00 pattern and 
valid CRC. 


2.1.12 DIGITAL INPUT REGISTER (DIR, PC-AT MODE) 


This register is read only in all modes. In PC-AT mode only bit 7 is driven, all other bits remain tri-stated. 


ave DSK 
CHG 


H/2 Reset State DSK 
CHG 


Auto PD State = 


(—) means these bits are tri-stated when read. 


DSKCHG monitors the pin of the same name and reflects the opposite value seen on the disk cable. The 
DSKCHG bit is forced inactive along with all the inputs from the floppy disk drive. All the other bits remain 
tri-stated. 


2.1.13 DIGITAL INPUT REGISTER (DIR, PS/2 MODE) 


H/W Reset 


Auto PD 


(*) These bits are only available when PS2 STAT = 1: Bits 5 and 6 show the status of PD (powerdown) and IDLE respec- 
tively. Bit 4 shows the status of IDLEMSK, this bit disables the IDLE pin when active. 


Bit 3 returns a value of ‘1’, and the DRATE SEL1-0 return the value of the current data rate selected (see Table 2-4 for 
values). 


HIGHDENS# is low whenever the 500 Kbps or 1 Mbps data rates are selected. It is high when either 
250 Kbps, 300 Kbps, or 2 Mbps is selected. 


The DSKCHG bit is forced inactive along with all the inputs from the floppy disk drive. All the other bits (as 
applicable) remain unchanged. 


The Drive Specification Command modifies the DRATE SEL bits. Refer to Table 6-2 for a description. 


an 1.14 DIGITAL i ame REGISTER care MODEL 30 a ae er 


Gea Fh bal nd sud edd 
CHG # GATE # SEL1 SELO 

HW Reset Sate | N/A | 0 ro fo f+ fo 
a aa a 


(*) These bits are only available when PS2 STAT = 1: Bits 5 and 6 show the status of PD (powerdown) and IDLE respec- 
tively. Bit 4 shows the status of IDLEMSK, this bit disables the IDLE pin when active. Bit 7 (DSKCHG) is inverted in Model 30 
Mode. 


2-469 


82078 64 PIN :. intel ‘ 


The DSKCHG # bit is forced inactive along with all the inputs from the floppy disk drive. All the other bits (as __ 
applicable) remain unchanged. 


The Drive Specification Command modifies the DRATE SEL bits. Refer to Table 6-2 for information regarding 
the mapping of these bits. : ; 


Bit 3 reflects the value of DMAGATE # bit set in the DOR register. 


Bit 2 reflects the value of NOPREC bit set in the CCR register. 


| 2.1.15 CONFIGURATION CONTROL REGISTER (CCR, PC AT and PS/2 MODES) 


This register sets the datarate and is write only. 


aa eS bere Le 

x A Ei al acal  edBe=a 3 
ie SEL1 SELO 

| HwRestateState | — | — | — | |} ~ |} ~ | 4 | oo 

Reis Hil a el fa al Bd 
| | SEL1 SELO 


(*) This bit is enabled only when PS2 STAT = 1 (Powerdown Mode). Refer to the table in the Data Rate Select Register for 
values. Unused bits should be set to 0. IDLEMSK is not available in the CCR for PC AT mode. In PC AT, IDLEMSK is 
available in the SRB. 


2.1.16 CONFIGURATION CONTROL REGISTER (CCR, MODEL 30 MODE) 


zm ral 2 [| 41] 0 
Be es Rl Nata af 
SEL1 ~SELO 
a ae a eS 
P= [ue P= [ue ee 


(*) This bit is enabled only when PS2 STAT = 1 (Powerdown Mode). NOPREC has no function, and is reset to “O” with a 
Hardware RESET only. 
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2.2 Reset 


There are three sources of reset on the 82078; the 
RESET pin, a reset generated via a bit in the DOR 
and a reset generated via a bit in the DSR. All resets 
take the 82078 out of the powerdown state. 


In entering the reset state, all operations are termi- 
nated and the 82078 enters an idle state. Activating 
reset while a disk write activity is in progress will 
corrupt the data and CRC. 


On exiting the reset state, various internal registers 
are cleared, and the 82078 waits for a new com- 
mand. Drive polling will start unless disabled by a 
new CONFIGURE command. 


2.2.1 RESET PIN (“HARDWARE”) RESET 


The RESET pin is a global reset and clears all regis- 
ters except those programmed by the SPECIFY 
command. The DOR Reset bit is enabled and must 
be cleared by the host to exit the reset state. 


2.2.2 DOR RESET vs DSR RESET 
(“SOFTWARE” RESET) 


These two resets are functionally the same. The 
DSR Reset is included to maintain 82072 compatibil- 
ity. Both will reset the 82072 core which affects drive 
status information. The FIFO circuits will also be re- 
set if the LOCK bit is a “O” (see definition of the 
LOCK bit). The DSR Reset clears itself automatically 
while the DOR Reset requires the host to manually 
clear it. DOR Reset has precedence over the DSR 
Reset. The DOR Reset is set automatically upon a 
pin RESET. The user must manually clear this reset 
bit in the DOR to exit the reset state. 


The t30a specification in the A.C. Specifications 
gives the minimum amount of time that the DOR re- 
set must be held active. This amount of time that the 
DOR reset must be held active is dependent upon 
the data rate. The 82078 requires that the DOR re- 
set bit must be held active for at least 0.5 ws at 250 
Kbps. This is less than a typical ISA !/O cycle time. 
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2.3 DMA Transfers 


DMA transfers are enabled with the SPECIFY com- 
mand and are initiated by the 82078 by activating 
the DRQ pin during a data transfer command. The 
FIFO is enabled directly by asserting DACK# and 
addresses need not be valid (CS # can be held inac- 
tive during DMA transfers). 


3.0 DRIVE INTERFACE 


The 82078 has integrated all of the logic needed to 
interface to a floppy disk or a tape drive which use 
floppy interface. All drive outputs have 24 mA drive 
capability and all inputs use a receive buffer with 
hysteresis. The internal analog data separator re- 
quires no external components, yet allows for an ex- 
tremely wide capture range with high levels of read- 
data jitter, and ISV. The designer needs only to run 
the 82078 disk drive signals to the disk or tape drive 
connector. 


3.1 Cable Interface 


Generally, 5.25” drive uses open collector drivers 
and 3.5” drives (as used on PS/2) use totem-pole 
drivers. The output buffers on the 82078 do not 
change between open collector or totem-pole, they 
are always totem-pole. 


DRVDENO and DRVDEN1 connect to pins 2 and 6 
or 33 (on most disk drives) to select the data rate 
sent from the drive to the 82078. The polarity of 
DRVDENO and DRVDEN1 can be programmed 
through the Drive Specification command (see the 
command description for more information). 


When the 82078SL is operating at 3.3V, the floppy 
drive interface can be configured to either 5.0V or 
3.3V, via the Vocr (pin 41). The drive interface fol- 
lows the voltage level on Voce. A selectable drive 
interface allows the system designer the greatest 
flexibility when designing a low voltage system. 
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3.2 Data Separator 


The function of the data separator is to lock onto the 
incoming serial read data. When lock is achieved, 
the serial front end logic of the chip is provided with 
a Clock which is synchronized to the read data. The 
synchronized clock, called Data Window, is used to 
internally sample the serial data. One state of Data 
Window is used to sample the data portion of the bit 
cell, and the alternate state samples the clock por- 
tion. Serial to parallel conversion logic separates the 
read data into clock and data bytes. 


To support reliable disk reads the data separator 
must track fluctuations in the read data frequency. 


REFERENCE 
OSCILLATOR 


REFERENCE 
PHASE LOCK LOOP 


| 

intel. 
Frequency errors primarily arise from two sources: 
motor rotation speed variation and instantaneous 
speed variation (ISV). A second condition, and one 


that opposes the ability to track frequency shifts is 
the response to bit jitter. 


The internal data separator consists of two analog 
phase lock loops (PLLs) as shown in Figure 3-1. The 
two PLLs are referred to as the reference PLL and 
the data PLL. The reference PLL (the master PLL) is 
used to bias the data PLL (the slave PLL). The refer- 
ence PLL adjusts the data PLL’s operating point as a 
function of process, junction temperature and supply 
voltage. Using this architecture it was possible to 
eliminate the need for external trim components. - 


ANALOG TRIM DATA 


TAPE/DISK 


DATA —_——> SYNC DETECT 


DELAYED 


SYNC. DET. 


DATA 


INTERNAL 
DW 


DATA 
PHASE LOCK LOOP 


READ DATA 
290475-3 


Figure 3-1. Data Separator Block Diagram 
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Figure 3-2. Data PLL 
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Figure 3-2 shows the data PLL. The reference PLL 


_ has control over the loop gain by its influence on the 

charge pump and the VCO. In addition the reference 
PLL controls the loop filter time constant. As a result 
the closed loop transfer function of the data PLL is 
controlled, and immune to the first order, to environ- 
mental factors and process variation. 


Systems with analog PLLs are often very sensitive to 
noise. In the design of this data separator many 
steps were taken to avoid noise sensitivity problems. 
The analog section of the chip has a separate VSS 
pin (AVSS) which should be connected externally to 
a noise free ground. This provides a clean basis for 
VSS referenced signals. In addition many analog cir- 
cuit features were employed to make the overall sys- 
tem as insensitive to noise as possible. 


3.2.1 JITTER TOLERANCE 


The jitter immunity of the system is dominated by the 
data PLL’s response to phase impulses. This is mea- 
sured as a percentage of the theoretical data win- 
dow by dividing the maximum readable bit shift by a 
VY, bit cell distance. For instance, if the maximum 
allowable bit shift is 300 ns for a 500 Kbps data 
stream, the jitter tolerance is 60%. 


3.2.2 LOCKTIME (tLOCK) 


The lock, or settling time of the data PLL is designed 
to be 64 bit times (8 sync bytes). The value assumes 
that the sync field jitter is 5% the bit cell or less. This 
level of jitter is realistic for a constant bit pattern. 
Intersymbol interference should be equal, thus near- 
ly eliminating random bit shifting. 


WRDATA -————> 
24 MHz =P L 


PRECOMP 
SELECTION FROM 
DSR 


eh EARLY MULTIPLEXOR 


5 
PSO 

s 
PS1 


SHIFT REGISTER 
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3.2.3 CAPTURE RANGE 


Capture Range is the maximum frequency range 
over which the data separator will acquire phase 
lock with the incoming RDDATA signal. In a floppy 
disk environment, this frequency variation is com- 
posed of two components: drive motor speed error 
and ISV. Frequency is a factor which may determine 
the maximum level of the ISV (Instantaneous Speed 
Variation) component. In general, as frequency in- 
creases the allowed magnitude of the ISV compo- 
nent will decrease. When determining the capture 
range requirements, the designer should take the 
maximum amount of frequency error for the disk 
drive and double it to account for media switching 
between drives. 


3.3 Write Precompensation 


The write precompensation logic is used to minimize 
bit shifts in the RDDATA stream from the disk drive. 
The shifting of bits is a known phenomena of mag- 
netic media and is dependent upon the disk media 
AND the floppy drive. 


The 82078 monitors the bit stream that is being sent 
to the drive. The data patterns that require precom- 
pensation are well known. Depending upon the pat- 
tern, the bit is shifted either early or late (or not at all) 
relative to the surrounding bits. Figure 3-3 is a block 
diagram of the internal circuit. 


The top block is a 13-bit shift register with the no 
delay tap being in the center. This allows 6 levels of 
early and late shifting with respect to nominal. The 
shift register is clocked at the main clock rate 
(24 MHz). The output is fed into 2 multiplexors one 
for early and one for late. A final stage of multiple- 
xors combines the early, late and normal data 
stream back into one which is the WRDATA output. 


LATE j urewemom 


WRDATA 
TO OUTPUT 


290475-5 


Figure 3-3. Precompensation Block Diagram 
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4.0 POWER MANAGEMENT 
FEATURES 


The 82078 contains power management features 
that makes ‘it ideal for design of portable personal 
computers. In addition to all of the power manage- 
ment features the 82078SL also operates at 3.3V. 
These features can be classified into power man- 
agement of the part and that of the internal oscilla- 
tor. The powerdown of the part is done independent- 
ly of the internal oscillator in the 82078. 


4.1 Power Management Scheme 


The 82078 supports two powerdown modes, direct 
powerdown and automatic powerdown. Direct pow- 
—erdown refers to direct action by the software to 
powerdown without dependence on external factors. 
Automatic powerdown results from 82078’s monitor- 
ing of the current conditions according to a previous- 
ly programmed mode. Any hardware reset disables 
the automatic POWERDOWN command, however, 
software resets have no effect on the command. 
The 82078 also supports powerdown of its internal 
crystal oscillator independent of the powerdown 
modes described above. By setting bit 5 (PDOSC) in 
the DSR register, the internal oscillator is turned off. 
- This bit has sole control of the oscillator powerdown, 
allowing the internal clock to be turned off when an 
external oscillator is used. 


4.2 3.3V Support for Portable 
Platforms | 


The portable market share of the personal comput- 
ing market has increased significantly. To improve 
power conservation on portable platforms, designs 
are migrating from 5.0V to 3.3V. Intel’s 82078SL al- 
lows designers to incorporate 3.3V floppy disk con- 
troller support in their systems. The 82078SL has a 
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SELS8V # pin to allow selection of either 5.0V or 3.3V 
operation. In order to support the slower migration of 
floppy drives to 3.3V and allow system vendors to 
use standard 5.0V floppy drive inventory, the 
82078SL accommodates a 5.0V tolerant floppy drive 
interface. This is achieved by changing the floppy 
drive’s interface power supply, VCCF between 5.0V 
and 3.3V supplies. The 82078SL’s 3.3V D.C. specifi- 
cation conforms to the JEDEC standard that de- 
scribes the operating voltage levels for Integrated 
Circuits operating at 3.3V +0.3V. The 82077SL also | 


maintains compatibility to 5.0V A.C. specifications. 


4.3 Oscillator Power Management 
The 82078 supports a built-in crystal oscillator that 


can be programmed to be either powered down or 


active, independent of the power state of the chip. 
This capability is implemented by the PDOSC bit in 
the DSR. When PDOSC is set low, the internal oscil- 
lator is on, it is off when the bit is high. Note, a DSR 
powerdown does not turn off the oscillator. 


When the external oscillator is used, power can be 
saved by turning off the internal oscillator. If the in- 
ternal oscillator is used, the oscillator may be pow- 
ered up (even when the rest of the chip is powered 
off) allowing the chip to wake up quickly and in a 
stable state. It is recommended to keep the internal 
oscillator on even when in the powerdown state. 
The main reason for this is that the recovery time of 
the oscillator during wake up may take tens of milli- 
seconds under the worst case, which may create 
problems with any sensitive application software. In 
a typical application the internal oscillator should. be 
on unless the system goes into a power saving or 
standby mode (such a mode request would be made 
by a system time out or by a user). In this case, the 
system software would take over and must turn on 
the oscillator sufficiently ahead of awakening the 
part. : 
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In the case of the external oscillators, the power up 
characteristics are similar. If the external source re- 
mains active during the time the 82078 is powered 
down, then the recovery time effect is minimized. 


The PD pin can be used to turn off the external . 


source. While the PD pin is active, the 82078 does 
not require a clock source. However, when the PD 
pin is inactive, the clocking source, once it starts 
oscillating, must be completely stable to ensure that 
the 82078 operates properly. 


4.4 Part Power Management 


This section deals with the power management of 
the rest of the chip excluding the oscillator. This sec- 
tion explains powerdown modes and wake up 
modes. 


4.4.1 DIRECT POWERDOWN 


Direct powerdown is conducted via the POWER- 
DOWN bit in the DSR register (bit 6). Programming 
this bit high will powerdown 82078. All status is lost 
if this type of powerdown mode is used. The part can 
exit powerdown from this mode via any hardware or 
software reset. This type of powerdown overrides 
the automatic powerdown. When the part is in auto- 
matic powerdown and the DSR powerdown is is- 
sued, the previous status of the part is lost and the 
82078 resets to its default values. 


4.4.2 AUTO POWERDOWN 


Automatic powerdown is conducted via a ‘‘Power- 
down Mode” command. There are four conditions 
required before the part will enter powerdown. All 
these conditions must be true for the part to initiate 
the powerdown sequence. These conditions follow: 


1. The motor enable pins FDME[0:3] must be inac- 
tive. 


2. The part must be idle; this is indicated by MSR = 
80H and INT = O (INT may be high even if 
MSR = 80H due to polling interrupt). 


3. The head unload timer (HUT, explained in the 
SPECIFY command) must have expired. 


4. The auto powerdown timer must have timed out. 


The command can be used to enable powerdown by 
setting the AUTO PD bit in the command to high. 
The command also provides a capability of program- 
ming a minimum power up time via the MIN DLY bit 
in the command. The minimum power up time refers 
to a minimum amount of time the part will remain 
powered up after being awakened or reset. An inter- 
nal timer is initiated as soon as the auto powerdown 
command is enabled. The part is then powered 
down provided all the remaining conditions are met. 
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Any software reset will reinitialize the timer. Chang- 
ing of data rate extends the auto powerdown timer 
by up to 10 ms, but only if the data rate is changed 
during the countdown. 


Disabling the auto powerdown mode cancels the 
timers and holds the 82078 out of auto powerdown. 


The IDLE pin can be masked via the IDLEMSK bit in 
Status Register B (Enhanced AT/EISA). When in 
PS/2 mode, the PS/2 STAT bit in the Powerdown 
Command can be set to enable PD and IDLE bits in 
the DIR register (bits 5 and 6) and IDLEMSK (bit 4) 
can be enabled. 


4.4.3 WAKE UP MODES 


This section describes the conditions for awakening 
the part from both direct and automatic powerdown. 
Power conservation or extension of battery life is the 
main reason power management is required. This 
means that the 82078 must be kept in powerdown 
state as long as possible and should be powered up 
as late as possible without compromising software 
transparency. 


To keep the part in powerdown mode as late as pos- 
sible implies that the part should wake up as fast as 
possible. However, some amount of time is required 


- for the part to exit powerdown state and prepare the 


internal microcontroller to accept commands. Appli- 
cation software is very sensitive to such a delay and 
in order to maintain software transparency, the re- 
covery time of the wake up process must be careful- 
ly controlled by the system software. 


4.4.3.1 Wake Up from DSR Powerdown 


If the 82078 enters the powerdown through the DSR 
powerdown bit, it must be reset to exit. Any form of 
software or hardware reset will serve, although DSR 
is recommended. No other register access will 
awaken the part, including writing to the DOR’s mo- 
tor enable (FDME[0:3]) bits. 


lf DSR powerdown is used when the part is in auto 
powerdown, the DSR powerdown will override the 
auto powerdown. However, when the part is awak- 
ened by a software reset, the auto powerdown com- 
mand (including the minimum delay timer) will once 
again become effective as previously programmed. 
If the part is awakened via a hardware reset, the 
auto powerdown is disabled. 


After reset, the part will go through a normal se- 
quence. The drive status will be initialized. The FIFO 
mode will be set to default mode on a hardware re- 
set or on a software reset if the LOCK command has 
not blocked it. Finally, after a delay, the polling inter- 
rupt will be issued. 
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4.4.3.2 Wake Up from Auto Powerdown 


If the part enters the powerdown state through the 
auto powerdown mode, then the part can be awak- 
ened by reset or by appropriate access to certain 
registers. 


If a hardware or software reset is used then the part 
_ will go through the normal reset sequence. If the 
access is through the selected registers, then the 
82078 resumes operation as though it was never in 
powerdown. Besides activating the RESET pin or 
one of the software reset bits in the DOR or DSR, 
the following register accesses will wake up the part: 


1. Enabling any one of the motor enable bits in the 
DOR register (reading the DOR does not awaken 
the part). 

2. A read from the MSR register. 

3. A read or write to the FIFO register. 


a 

intel. 
Any of these actions will wake up the part. Once 
awake, 82078 will reinitiate the auto powerdown tim- 
er for 10 ms or 0.5 sec. (depending on the MIN DLY 
bit the auto powerdown command). When operating 
at 2 Mbps, the time is halved to 5 ms or 0.25 sec. 
depending on the MIN DLY bit. The part will power- 


down again when all the auto powercon conditions 
are satisfied. 


4.5 Register Behavior 


The register descriptions and their values in the 
powerdown state are listed in the Microprocessor 
Interface section. Table 4-1 reiterates the AT and 
PS/2 (including model 30) configuration registers 
available. It also shows the type of access permit- 
ted. In order to maintain software transparency, ac- 
cess to all the registers must be maintained. As Ta- 
ble 4-1 shows, two sets of registers are distin- 
guished based on whether their access results in the 
part remaining in powerdown state or exiting it. 


Table 4-1. 82078 Register Behavior 


Address 


AvailableRegisters | Access 


| PS/2 
PC-AT (Mode! 30) 


. Access to these registers DOES NOT wake up the part 


a 
SRB (EREG EN = 1) 


_ Access to these registers wake up the part 


FIFO 


Permitted 


*Writing to the DOR or DSR does not wake up the part, however, writing any of the motor enable bits or doing a software 


reset (either via DOR or DSR reset bits) will wake up the part. 


2-476 


a 

intel. 

Access to all other registers is possible without 
awakening the part. These registers can be ac- 
cessed during powerdown without changing the 
status of the part. A read from these registers will 
reflect the true status as shown in the register de- 
scription in Section 2.1. A write to the part will result 
in the part retaining the data and subsequently re- 
flecting it when the part awakens. Accessing the 
part during powerdown may cause an increase in 
the power consumption by the part. The part will re- 
vert back to its low power mode when the access 
has been completed. None of the extended registers 
effect the behavior of the powerdown mode. 


4.6 Pin Behavior 


The 82078 is specifically designed for the portable 
PC systems in which the power conservation is a 
primary concern. This makes the behavior of the 
pins during powerdown very important. 
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The pins of 82078 can be divided into two major 
categories; system interface and floppy disk drive 
interface. The floppy disk drive pins are disabled 
such that no power will be drawn through the 82078 
as a result of any voltage applied to the pin within 
the 82078’s power supply range. The floppy disk 
drive interface pins are configurable by the FDI TRI 
bit in the auto powerdown command. When the bit is 
set the output pins of the floppy disk drive retain 
their original state. All other pins are either disabled 
or unchanged as depicted in Table 4-4. Most of the 
system interface pins are left active to monitor sys- 
tem accesses that may wake up the part. 


4.6.1 SYSTEM INTERFACE PINS 


Table 4-2 gives the state of the system interface 
pins in the powerdown state. Pins unaffected by 
powerdown are labeled ‘UC’. Input pins are 
“DISABLED” to prevent them from causing currents 
internal to the 82078 when they have indeterminate 
input values. 


Table 4-2. System interface Pins 


| SystemPins State In Powerdown System Pins State In Powerdown 


UC (Low) 


HIGH 
High (Auto PD) 


? | 


IDLE 


Low — PD) 
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Two pins which can be used to indicate the status of 


the part are IDLE and PD. Table 4-3 shows how | 


these pins reflect the 82078 status. 


Table 4-3. 82078 Status Pins | 
IDLE Part Status | 


rome [wen 
MSR[6:0] = X 

a 

os a 


The IDLE pin indicates when the part is idle state 


and can be powered down. It is a combination of 
MSR equalling 80H, the head being unloaded and 
the INT pin being low. As shown in the table the 
IDLE pin will be low when the part is in DSR power- 


= 
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down state. The PD pin is active whenever the part 
is in the powerdown state. It is active for either mode 


of powerdown. The PD pin can be used to turn off an 


external oscillator of other floppy disk drive interface 
hardware. : 


4.6.2 FDD INTERFACE PINS 


The FDD interface “input” pins during powerdown 
are disabled or unchanged as shown in Table 4-4. 
The floppy disk drive ‘‘output” pins are programma- 
ble by the FDI TRI bit in the auto powerdown com- 
mand. Setting of the FDI TRI bit in the auto power- 
down command results in the interface retaining its 
normal state. When this bit is low (default state) all 
output pins in the FDD interface to the floppy disk 
drive itself are tri-stated. Pins used for local logic 
control or part programming are unaffected. Table 
4-4 depicts the state of the floppy disk interface pins 
in the powerdown state (FDI TRI is low). 


Table 4-4. 82078 FDD Interface Pins 


State In 


FDD Pins 


RDDATA Disabled 


WP Disabled | 
D 


TRKO Disabled 


INDX# Disabled 
DSKCHG# | Disabled 
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FDD Pins 
Powerdown Powerdown 


FDME[0:3] # 
FDS[0:3] # 
DIR # 
STEP # 
WRDATA# 
E 
HDSEL # 
DRVDEN(0:1] # 


State in 


Output Pins 
(FDI TRI = 0) 


Tristated 
Tristated 
Tristated 
Tristated 
Tristated 
Tristated 
Tristated 
Tristated 


tH 


intel. 


5.0 CONTROLLER PHASES 


For simplicity, command handling in the 82078 can 
be divided into three phases: Command, Execution 
and Result. Each phase is described in the following 
sections. 


When there is no command in progress, the 82078 
can be in idle, drive polling or powerdown state. 


5.1 Command Phase 


After a reset, the 82078 enters the command phase 


and is ready to accept a command from the host. ~ 


For each of the commands, a defined set of com- 
mand code bytes and parameter bytes has to be 
written to the 82078 before the command phase is 
complete (Please refer to Section 6.0 for the com- 
mand descriptions). These bytes of data must be 
transferred in the order prescribed. 


Before writing to the 82078, the host must examine 
the RQM and DIO bits of the Main Status Register. 
RQM, DIO must be equal to “1” and “0” respective- 
ly before command bytes may be written. RQM is 
set false by the 82078 after each write cycle until the 
received byte is processed. The 82078 asserts RQM 
again to request each parameter byte of the com- 
mand, unless an illegal command condition is de- 
tected. After the last parameter byte is received, 
RQM remains “0”, and the 82078 automatically en- 
ters the next phase as defined by the command defi- 
nition. 


The FIFO is disabled during the command phase to 
retain compatibility with the 8272A, and to provide 
for the proper handling of the “Invalid Command’”’ 
condition. 


5.2 Execution Phase 


All data transfers to or from the 82078 occur during 
the execution phase, which can proceed in DMA or 
non-DMA mode as indicated in the SPECIFY com- 
mand. 


Each data byte is transferred by an INT or DRQ de- 
pending on the DMA mode. The CONFIGURE com- 
mand can enable the FIFO and set the FIFO thresh- 
old value. 


The following paragraphs detail the operation of the 
FIFO flow control. In these descriptions, (threshold) 
is defined as the number of bytes available to the 
82078 when service is requested from the host, and 
ranges from 1 to 16. The parameter FIFOTHR which 
the user programs is one less, and ranges from 0 to 
15. 
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A low threshold value (i.e., 2) results in longer peri- 
ods of time between service requests, but requires 
faster servicing of the request, for both read and 
write cases. The host reads (writes) from (to) the 
FIFO until empty (full), then the transfer request 
goes inactive. The host must be very responsive to 
the service request. This is the desired case for use 
with a “‘fast’’ system. , 


A high value of threshold (i.e., 12) is used with a 
‘‘sluggish” system by affording a long latency period 
after a service request, but results in more frequent 
service requests. 


5.2.1 NON-DMA MODE, TRANSFERS FROM 
THE FIFO TO THE HOST 


The INT pin and RQM bits in the Main Status Regis- 
ter are activated when the FIFO contains 16 (or set 
threshold) bytes, or the last bytes of a full sector - 
transfer have been placed in the FIFO. The INT pin 
can be used for interrupt driven systems and RQM 
can be used for polled sytems. The host must re- 
spond to the request by reading data from the FIFO. 
This process is repeated until the last byte is trans- 
ferred out of the FIFO, then 82078 deactivates the 
INT pin and RQM bit. 


5.2.2 NON-DMA MODE, TRANSFERS FROM 
THE HOST TO THE FIFO 


The INT pin and RQM bit in the Main Status Register 
are activated upon entering the execution phase of 
data transfer commands. The host must respond to 
the request by writing data into the FIFO. The INT 
pin and RQM bit remain true until the FIFO becomes 
full. They are set true again when the FIFO has 
(threshold) bytes remaining in the FIFO. The INT pin 
will also be deactivated if TC and DACK# both go 
inactive. The 82078 enters the result phase after the 
last byte is taken by the 82078 from the FIFO (i.e., 
FIFO empty condition). 


5.2.3 DMA MODE, TRANSFERS FROM THE 
FIFO TO THE HOST 


The 82078 activates the DRQ pin when the FIFO 
contains 16 (or set threshold) bytes, or the last byte 
of a full sector transfer has been placed in the FIFO. 
The DMA controller must respond to the request by 
reading data from the FIFO. The 82078 will deacti- 
vate the DRQ pin when the FIFO becomes empty. 
DRQ goes inactive after DACK# goes active for the 
last byte of a data transfer (or on the active edge of 
RD#, on the last byte, if no edge is present on 
DACK#). Note that DACK# and TC must overlap 
for at least 50 ns for proper functionality. 
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5.2.4 DMA MODE, TRANSFERS FROM THE 
HOST TO THE FIFO 


The 82078 activates the DRQ pin when entering the 
execution phase of the data transfer commands. 
The DMA controller must respond by activating the 


DACK# and WR# pins and placing data in the | 
FIFO. DRQ remains active until the FIFO becomes | 


full. DRQ is again set true when the FIFO has 


(threshold) bytes remaining in the FIFO. The 82078 | 


will also deactivate the DRQ pin when TC becomes 
true (qualified by DACK# by overlapping by 50 ns), 
indicating that no more data is required. DRQ goes 
inactive after DACK # goes active for the last byte of 
a data transfer (or on the active edge of WR # of the 
last byte, if no edge is present on DACK#). 


5.2.5 DATA TRANSFER TERMINATION 


The 82078 supports terminal count explicitly through 
the TC pin and implicitly through the underrun/over- 
run and end-of-track (EOT) functions. For full sector 
transfers, the EOT parameter can define the last 
sector to be transferred in a single or multisector 
transfer. If the last sector to be transferred is a par- 
tial sector, the host can stop transferring the data in 
mid-sector, and the 82078 will continue to complete 
the sector as if a hardware TC was received. The 


only difference between these implicit functions and 


TC is that they return “abnormal termination” result 
status. Such status indications can be ignored if they 
were expected. 
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Note that when the host is sending data to the FIFO 
of the 82078, the internal sector count will be com- 
plete when 82078 reads the last byte from its side of 
the FIFO. There may be a delay in the removal of | 
the transfer request signal of up to the time taken for 


the 82078 to read the last 16 bytes from the FIFO. 
The host must tolerate this delay. 


5.3 Result Phase 


The generation of INT determines the beginning of 
the result phase. For each of the commands, a de- 
fined set of result bytes has to be read from the © 
82078 before the result phase is complete. (Refer to 
Section 6.0 on command descriptions.) These bytes 
of data must be read out for another command to 
start. 


RQM and DIO must both equal “1” before the result 
bytes may be read from the FIFO. After all the result 
bytes have been read, the RQM and DIO bits switch 
to “1” and “0” respectively, and the CB bit is 
cleared. This indicates that the 82078 is ey to 

accept the next command. 


6.0 COMMAND SET/DESCRIPTIONS 


Commands can be written whenever the 82078 is in 
the command phase. Each command has a unique 
set of needed parameters and status results. The 
82078 checks to see that the first byte is a valid 
command and, if valid, proceeds with the command. 
If it was invalid, the next time the RQM bit in the 
MSR register is a “1” the DIO and CB bits will also 
be ‘1’, indicating the FIFO must be read. A result 
byte of 80H will be read out of the FIFO, indicating 
an invalid command was issued. After reading the 
result byte from the FIFO the 82078 will return to the 
command phase. Table 6-1 is a summary of the 
Command set. 
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Table 6-1. 82078 Command Set 


Phase R/W Sara Bus. Remarks 
D7 De Ds Ds D3 Do D, Do 


_ READ DATA 


Command Command Codes 
HDS 
Sector ID Information prior 


to Command Execution 


Z=Sezezzzezze 


Execution Data Transfer between the 
FDD and System 


Status Information after 
Command Execution 


Result 


Sector ID Information after 
Command Execution 


R 
R 
R 
R 
R 
R 
R 


Command Command Codes 


Sector ID Information prior 
to Command Execution 


=Z=etzezzzzze 


Execution Data Transfer between the 
FDD and System 


Status Information after 
Command Execution 


Result 


Sector ID Information after 
Command Execution 


DUDUDDDVDD 


MT MFM 0 0 0 1 0 1 Command Codes 
0 0 0 0 0 HDS DS1 DSO 
C Sector ID Information prior 
H to Command Execution 
R 
N 
EOT 
GPL 
DTL 
Execution Data Transfer between the 
FDD and System 
Result a i i tn es ec OO) ea ee ee Status Information after 
ce As ag Command Execution 
ST 2 
Cc. 
H Sector ID Information after 
R Command Execution 
N 
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Table 6-1. 82078 Command Set (Continued) 


D7 De Ds D4 D3 Do D; Do 
WRITE DELETED DATA 


Command Command Codes 
HDS DS1 
Sector ID Information prior 


to Command Execution 


S=Sszzzzzz=e 


Execution Data Transfer between the 
FDD and System 


Status Information after 
Command Execution 


Result 


Sector ID Information after 
Command Execution 


DUVIIIIDV 


Command 0 1 0 Command Codes 
HDS DS1 DSO 
Sector ID Information prior 
to Command Execution 


Execution . - Data Transfer between the 
FDD and System. FDC 
Reads All Sectors from 
Index Hole to EOT 


Result Re ocean cece eat oes Se a ee ee ee Status Information after 
Command Execution 


Sector ID Information after: 
Command Execution 


Command 1 1 Command Codes 
HDS DS1 
Sector ID Information prior 


to Command Execution 


Szszzzzzz=E 


Execution ; Data Transfer between the 
FDD and System 


Status Information after 
Command Execution - 


Result 


Sector ID Information after 
Command Execution 


Command 0 0 0 1 0 A 0 0 0 Command Code 
Result 1 0 mm) 1 0 0) 0 0 Enhanced Controller 


DUVIIID 
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Command 


Execution 
For Each 
Sector 
Repeat: 


Result 


=Z==zezzsz=z 
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Table 6-1. 82078 Command Set (Continued) 


DATA BUS 
Dg D3 
FORMAT TRACK 


1 
0 HDS 


STO 

ST 1 

ST 2 
Undefined 
Undefined 
Undefined 
Undefined 
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Command Codes 


Bytes/Sector 
Sectors/Cylinder 
Gap3 

Filler Byte 


Input Sector 
Parameters 


82078 Formats an Entire 
Cylinder 


Status Information after 
Command Execution 


SCAN EQUAL 


Command 


Execution 


Result 


Sztszzzzzze 


DUVDVDAD 


Command Codes 


Sector ID Information 
prior to Command 
Execution 


Data Compared 
between the FDD 
and Main-System 


Status Information 
after Command 
Execution 


Sector ID Information 
after Command 
Execution 
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Command 


Z=tezszetzeize 


Execution 


Result 


Command 


ZStezszzezeszezsze 


Execution 


Result 


DUVDVIAIVD 
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Table 6-1. 82078 Command Set (Continued) 


DATA BUS 


Ds D3 De 
SCAN LOW OR EQUAL __ 


0 
HDS 


Command Codes 


Sector ID Information 
Prior to Command 
Execution 


Data Compared 
Between the FDD 
and Main-System 


Status Information 
After Command 
Execution 


Sector ID Information 
After Command 
Execution 


Command Codes 


Sector ID Information 
Prior to Command 
Execution 


Data Compared 
Between the FDD 
and Main-System 


Status Information 
After Command 
Execution 


Sector ID Information 
After Command 
Execution 


Command 


Execution 


Command 


Result 


Command 


Command 


Result 


Command 
Phase 


Result 
Phase 


Command 


Execution 


Command 


Command 


R/W 


=: 2 


DUDA 


Table 6-1. 82078 Command Set (Continued) 


DATA BUS 
Da D3 
_ RECALIBRATE 


SENSE INTERRUPT STATUS 


PTS DRT1 DRTO DT1 


0 
0 0 
EFIFO POLL 
PRETRK 
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Command Codes 
Enhanced Controller 


Head Retracted to Track 0 
interrupt 


Command Codes 


Status Information at the 
End of each Seek 
Operation 


Command Codes 


Command Codes 


Status Information about 
FDD 


Command Codes 


0-4 bytes issued 


Drive 0 
Drive 1 
Drive 2 
Drive 3 


Command Codes 


Head is Positioned over 
Proper Cylinder on Diskette 


Command Code 


2-485 


82078 64 PIN 


Command 
Execution 


Result 


DVDUDVVIDAIIIIIAD 


Command 


Execution 


Result 


Command 


Command WwW 
Result R 


Table 6-1. 82078 Command Set (Continued) | 


DATA BUS | . | 
Remarks 
D4 D3 Do D; Do 


DUMPREG 


*Note 
Registers Placed in FIFO 


PCN-Drive 0 
PCN-Drive 1 
PCN-Drive 2 
PCN-Drive 3 


PG. hee ate ae ND 

SC/EOT eee ee ere ee 

D3 Do Dy Do GAP = WGATE 

EIS EFIFO POLL = FIFOTHR | 
PRETRK 


READ ID 


0 1 Commands 
HDS DS1 
The First Correct ID 
Information on the Cylinder 
is Stored in Data Register 


Status Information after 
Command Execution 


Disk Status after the 
Command has Completed 


PERPENDICULAR MODE 


0 
Dy 


Command Codes 
LOCK 0 


PART ID 


Command Ww 0 0 0 1 1 0 0 0 Command Code 
Result R 0 ) ) ——STEPPING—— 1 Part ID Number | 


Command 


Result 


2-486 


POWERDOWN MODE 


0 1 Command Code 
PS2 FDI 
STAT TRI 


PS2 FDI 
STAT TRI 


OPTION 


1 0 Command Code 
—--RSVD—-- 


Command 
Phase 


Result 
Phase 


Command 
Phase 


_ Result 


D 


DUVDIIIIII I DV 


R 
R 
R 


SFtzz FSSSSSSSLSLSZSES 
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Table 6-1. 82078 Command Set (Continued) 


— a | 


Command Code | 


PCO DRATE1 DRATEO | Save info to Reprogram the 
FDC 
0 0 0 0 ISO 


PCN-Drive 0 
PCN-Drive 1 
PCN-Drive 2 
PCN-Drive 3 
HLT ee ae ee ee eat ee ND 
SC/EOT ee a Sa a ee ee eee 
0 D3 Do D, Do GAP WGATE 
EIS EFIFO POLL —___~—S—- FIFOTHR 
PRETRK 
0 EREG RSVD PS2 FDI MIN - 
EN STAT TRI DLY 
DISK/STATUS. 
RSVD 
RSVD 


Command Code 


CLK48 SEL 3V# PC2 PC1 PCO DRATE1 DRATEO | Restore Original 
8) 0 0 0 0 0 iSO Register Status 
PCN-Drive 0 
PCN-Drive 1 
PCN-Drive 2 
PCN-Drive 3 


HLT 
SC/EOT 
D3 Do D, Do GAP 
EIS EFIFO POLL te |) CFIFOTHR 
PRETRK 
0 EREG RSVD PS2 FDI MIN 
EN STAT TRI DLY 
DISK/STATUS 
RSVD 
RSVD 
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Table 6-1. 82078 Command Set (Continued) 


Phase R/W DATA BUS or Remarks 
. Dz Dg Ds Dg D3 Do D, Do 


FORMAT AND WRITE 
Command W Command Code 
WwW 
W 
WwW 
W 
W 
Execution W Input 
Repeated WwW Sector 
for each W Parameters 
Sector W 
WwW Data Transfer of N Bytes 
82078 Formats and Writes 
Entire Track 
Result R STO 
Phase R ST 1 
R ST 2 
R Undefined 
R Undefined 
R Undefined 
R Undefined 
INVALID 
Command i) se Invalid Codes sts Invalid Command Codes 
(NoOp — 82078 goes into 
Standby State) 
Result R Pea A Maar ne act aan) i en STO —tC‘ézE:C<SS.:OO' = ‘80H 


2-488 | 


intel. 


PARAMETER ABBREVIATIONS 


Symbol 
AUTO PD 


CLK48 


DO, D1, D2, 
D3 
D 


DN 


DIR 


Description 


Auto powerdown control. If this bit is 0, 
then the automatic powerdown is dis- 
abled. If it is set to 1, then the automat- 
ic powerdown is enabled. 


Cylinder address. The currently select- 
ed cylinder address, 0 to 255. 


CLK48 = 1 indicates an external 
48 Mz oscillator is being used. 


CLK48 = 0 indicates a 24 MHz clock. 


Drive Select 0-3. Designates which 
drives are Perpendicular drives, a “1” 
indicating Perpendicular drive. 


Data pattern. The pattern to be written 
in each sector data field during format- 
ting. 

Done. This bit indicates that this is the 
last byte of the drive specification com- 
mand. The 82078 checks to see if this 
bit is high or low. If it is low, it expects 
more bytes. 


DN = 0 82078 expects more subse- 
quent bytes. 


Terminates the command 
phase and jumps to the re- 
sults phase. An _ additional 
benefit is that by setting this 
bit high, a direct check of the 
current drive specifications 
can be done. 


Direction control. If this bit is 0, then 
the head will step out from the spindle 
during a relative seek. If set to a 1, the 
head will step in toward the spindle. 


DN = 


—_—h 


DSO, DS1 


DTL 


DRATE1, 
DRATEO 


DRTO, 
DRT1 


DTO, DT1 
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Disk Drive Select. 


Drive 0 


Drive 1 
Drive 2 
Drive 3 


Special sector size. By setting N to 
zero (00), DTL may be used to control 
the number of bytes transferred in disk 
read/write commands. The sector size 
(N = 0) is set to 128. If the actual sec- 
tor (on the diskette) is larger than DTL, 
the remainder of the actual sector is 
read but is not passed to the host dur- 
ing read commands; during write com- 
mands, the remainder of the actual 
sector is written with all zero bytes. The 
CRC check code is calculated with the 
actual sector. When N is not zero, DTL 
has no meaning and should be set to 
FF HEX. 


Data rate values from the DSR register. 


Data rate table select. These two bits 
select between the different data rate 
tables. The default is the conventional 
table. These also provide mapping of 
the data rates selected in the DSR and 
CCR. The mapped values are provided 
for read back by the system software 
are as shown in the DIR (in PS/2 Mode 
only). Table 6-2 shows this. 


Drive density select type. These bits 
select the outputs on DRVDENO and 
DRVDEN1 based on mode of opera- 
tion that was selected via the IDENT1 
and IDENTO pins. More information is 
available in the Design Applications 
section. 
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Table 6-2. Data Rate Select Table 


Bits in DSR/CCR ~ Bits returned via DIR 
. : (Only available in PS/2) 
DRTO | DRT1 | DRATEO | DRATE1 DRATEO DRATE1 
Rate | 
ee ae ae 


o | o [0 [0 | s00Kbps[ 0 | 0 
[af 0 [a0oktes[ 


To [1 fasokops [oP 
1 [0 [0 [00kops[ of 

es 

Co [1 [aso Kops oP 


—-RSVD—- 


a an — 
1 [0 [0 [s00Ks[ 0 | o 
[fo fas fT 


[0 [+_[esokops[ of 


2 Mbps 
Tape Drive 


RSVD 


Perpendicular mode 
FDDs 


EC Enable Count. When this bit is ‘‘1” the FDI TRI Floppy Drive Interface Tri-state: If this 
“DTL” parameter of the Verify Com- bit is 0, then the output pins of the flop- 
mand becomes SC (Number of sectors py disk drive interface are tri-stated. 
per track). This is also the default state. If it is set 

EFIFO Enable FIFO. When this bit is 0, the , to 1, then the floppy disk drive interface _ 
FIFO is enabled. A “1” puts the 82078 remains unchanged. 


in the 8272A compatible mode where  FDO,FD1_ Floppy drive select. These two bits se- 
the FIFO is disabled. lect which physical drive is being speci- 


EIS Enable implied seek. When set, a seek fied. The FDn corresponds to FDSn 
operation will be performed before exe- and FDMEn on the floppy drive inter- 
cuting any read or write command that face. The drive is selected independent 
requires the C parameter in the com- | of the BOOTSELn bits. Please refer to 
mand phase. A “0” disables the im- Section 2.1.1 which explains the dis-. 
plied seek. | tinction between physical drives and 


their virtual mapping as defined by th 
EOT End of track. The final sector number OO TSEI Pe RerGEo Gi . 


of the current track. 
EREGEN _ Enhanced Register Enable. 


EREG EN = 1 In PS/2- mode the | SaesG 
TDR register is ex- | Shed 
tended. In AT/EISA rive 


Drive 2 


mode, the TDR regis- 
ter is extended and 
SRB is made visible to 


GAP Alters Gap 2 length when using Per- 
the user. | 
G os d  AT/EISA pendicular Mode. 
EREG EN = tandar GPL Gap length. The gap 3 size. (Gap 3 is 


and PS/2 registers are 


used. the space between sectors excluding 


the VCO synchronization field). 


HDS Head address. Selected head: 0 or 1 
(disk side 0 or 1) as encoded in the 
sector ID field. 
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HLT 


HUT 


ISO 


Lock 


MFM 


MIN DLY 


MT 


Head load time. The time interval that 
82078 waits after loading the head and 
before initiating a read or write opera- 
tion. Refer to the SPECIFY command 
for actual delays. | 


Head unload time. The time interval 
from the end of the execution phase (of 
a read or write command) until the 
head is unloaded. Refer to the SPECI- 
FY command for actual delays. 


ISO Format: If this bit is set high the 
ISO format is used for all data transfer 
commands. When this bit is set low the 
normal IBM system 34 and perpendicu- 
lar is used. The default is ISO = 0. 


Lock defines whether EFIFO, 
FIFOTHR, and PRETRK parameters of 
the CONFIGURE command can be re- 
set to their default values by a “Soft- 
ware Reset” (Reset made by setting 
the proper bit in the DSR or DOR regis- 
ters). 


MFM mode. A one selects the double 
density (MFM) mode. A zero is re- 
served. 


Minimum power up time control. This 
bit is active only if AUTO PD bit is en- 
abled. Setting this bit to a 0, assigns a 
10 ms minimum power up time and set- 
ting this bit to a 1, assigns a 0.5 sec. 
minimum power up time (unless 2 
Mbps, then 5 ms to 0.25 sec.). 


Multi-track selector. When set, this flag 
selects the multi-track operating mode. 
In this mode, the 82078 treats a com- 
plete cylinder, under head 0 and 1, asa 
single track. The 82078 operates as if 
this expanded track started at the first 
sector under head 0 and ended at the 
last sector under head 1. With this flag 
set, a multitrack read or write operation 
will automatically continue to the first 
sector under head 1 when the 82078 
finishes operating on the last sector un- 
der head 0. 


Sector size code. This specifies the 
number of bytes in a sector. If this pa- 
rameter is ‘OO’, then the sector size is 
128 bytes. The number of bytes trans- 
ferred is determined by the DTL param- 
eter. Otherwise the sector size is (2 
raised to the “N’th” power) times 128. 
All values up to “07” hex are allowable. 
‘07”h would equal a sector size of 16k. 
It is the users responsibility to not se- 
lect combinations that are not possible 
with the drive. 


NCN 


ND 


NRP 


OW 


PCN 


PC2, PC1, 
PCO 


PDOSC 


PS/2 STAT 


PTS 
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128 bytes 
256 bytes 


512 bytes 
1024 bytes 


16 Kbytes 


New cylinder number. The desired cyl- 
inder number. 


Non-DMA mode flag. When set to 1, 
indicates that the 82078 is to operate in 
the non-DMA mode. In this mode, the 
host is interrupted for each data trans- 
fer. When set to 0, the 82078 operates 
in DMA mode, interfacing to a DMA 
controller by means of the DRQ and 
DACK# signals. 


No Results phase. When this bit is set 
high the result phase is skipped. When 
this bit is low the result phase will be 
generated. 


The bits denoted DO, D1, D2, and D3 of 
the PERPENDICULAR MODE com- 
mand can only be overwritten when the 
OW bit is set to “1”. 


Present cylinder number. The current 
position of the head at the completion 
of SENSE INTERRUPT STATUS com- 
mand. 


Precompensation values from the DSR 
register. 


When this bit is set, the internal oscilla- 
tor is turned off. 


This may be done if using the external 
48 MHz oscillator. 


PS/2 status. This bit is functional only 
in the PS/2 mode. In all other modes 
this bit will not have any effect. When 
set high this bit enables two bits (bits 5 
and 6) in the DIR register to reflect the 
values of PD and IDLE respectively ex- 
cept when IDLEMSK (bit 4) is set. De- 
fault value is 0. 


Precompensation table select. This bit 
selects whether to enable the precom- 
pensation value programmed in the 
DSR or not. In the default state, the 
value programmed in DSR will be used. 


PTS = 0 DSR programmed precom- 
pensation delays. 


PTS = 1 No precompensation delay 
is selected for the corre- 
sponding drive. 
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POLL 


PRETRK 


R 


RCN 


SC 


- SEL3V# 
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Polling disable. When set, the internal 
polling routine is disabled. When clear, 
polling is enabled. 


Precompensation start track number. 
Programmable from track 00 to FFH. 


Sector address. The sector number to 
be read or written. In multi-sector trans- 
fers, this parameter specifies the sec- 
tor number of the first sector to be read 
or written. | 

Relative cylinder number. Relative cyl- 
inder offset from present cylinder as 
used by the RELATIVE SEEK com- 
mand. 

Number of sectors. The number of sec- 
tors to be initialized by the FORMAT 
command. The number of sectors to be 


verified during a Verify Command, 


when EC is set. 


SEL3V#. = 1 indicates that the part is 
operating at 5.0V. 


SEL3V# = 0 indicates that the part is 


_ Operating at 3.3V. 


SK | 


SRT 


STO-3 


STEPPING 


WGATE 


| 

intel. 
Skip flag. When set to 1, sectors con- 
taining a deleted data address mark 
will automatically be skipped during the 
execution of READ DATA. If READ DE- 
LETED is executed, only sectors with a 
deleted address mark will be accessed. 
When set to “0”, the sector is read or 


written the same as the read and write 
commands. 


Step rate interval. The time interval be- 
tween step pulses issued by the 82078. 
Programmable from 0.5 ms to 8 ms, in 
increments of 0.5 ms at the 1 Mbit data 
rate. Refer to the SPECIFY command 
for actual delays. 


Status registers 0-3. Registers within 
the 82078 that store status information 
after a command has been executed. 
This status information is available to 
the host during the result phase after 
command execution. 


These bits identify the stepping of the 
82078. 


Write gate alters timing of WE, to allow. 
for pre-erase loads in perpendicular 
drives. | 
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6.1 Data Transfer Commands 


All of the READ DATA, WRITE DATA and VERIFY 
type commands use the same parameter bytes and 
return the same results information. The only differ- 
ence being the coding of bits 0-4 in the first byte. 


An implied seek will be executed if the feature was 
enabled by the CONFIGURE command. This seek is 
completely transparent to the user. The Drive Busy 
bit for the drive will go active in the Main Status Reg- 
ister during the seek portion of the command. If the 
seek portion fails, it will be reflected in the results 
status normally returned for a READ/WRITE DATA 
command. Status Register 0 (STO) would contain 
the error code and C would contain the cylinder on 
which the seek failed. 


6.1.1 READ DATA 


A set of nine (9) bytes is required to place the 82078 
into the Read Data Mode. After the READ DATA 
command has been issued, the 82078 loads the 
head (if it is in the unloaded state), waits the speci- 
_ fied head settling time (defined in the SPECIFY com- 
mand), and begins reading ID Address Marks and ID 
fields. When the sector address read off the diskette 
matches with the sector address specified in the 
command, the 82078 reads the sector’s data field 
and transfers the data to the FIFO. 


After completion of the read operation from the cur- 
rent sector, the sector address is incremented by 
one, and the data from the next logical sector is read 
and output via the FIFO. This continuous read func- 
tion is called “Multi-Sector Read Operation”. Upon 
receipt of TC, or an implied TC (FIFO overrun/un- 
derrun), the 82078 stops sending data, but will con- 
tinue to read data from the current sector, check the 
CRC bytes, and at the end of the sector terminate 
the READ DATA Command. 


N determines the number of bytes per sector (see 
Table 6-3). If N is set to zero, the sector size is set to 
128. The DTL value determines the number of bytes 
to be transferred. If DTL is less than 128, the 82078 
transfers the specified number of bytes to the host. 
For reads, it continues to read the entire 128 byte 
sector and checks for CRC errors. For writes it com- 
pletes the 128 byte sector by filling in zeroes. If N is 
not set to 00 Hex, DTL should be set to FF Hex, and 
has no impact on the number of bytes transferred. 
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Table 6-3. Sector Sizes 


128 bytes 
256 bytes 


512 bytes 
1024 bytes 


16 Kbytes 


The amount of data which can be handled with a 
single command to the 82078 depends upon MT 
(multi-track) and N (Number of bytes/sector). 


Table 6-4. Effects of MT and N Bits 

ur] w Max. Transfer 
Capacity from Disk 

ro [+] 256 x 26 = 656 | 26atside ort 


512 x 15 = 7680 | 15atsideOor1 
ra [sie x 50 = 1s 


1 


4 


1024 x 8 = 8192 8 at side 0 or 1 
1024 X 16 = 16384] 16 atside 1 


The Multi-Track function (MT) allows the 82078 to 
read data from both sides of the diskette. For a par- 
ticular cylinder, data will be transferred starting at 
Sector 1, Side 0 and completing at the last sector of 
the same track at Side 1. 


If the host terminates a read or write operation in the 
82078, then the ID information in the result phase is 
dependent upon the state of the MT bit and EOT 
byte. Refer to Table 6-7. The termination must be 
normal. 


At the completion of the READ DATA Command, 
the head is not unloaded until after the Head Unload 
Time Interval (specified in the SPECIFY command) 
has elapsed. If the host issues another command 
before the head unloads then the head settling time 
may be saved between subsequent reads. 


if the 82078 detects a pulse on the INDX# pin twice 
without finding the specified sector (meaning that 
the diskette’s index hole passes through index de- 
tect logic in the drive twice), the 82078 sets the IC 
code in Status Register 0 to 01” (Abnormal termi- 
nation), and sets the ND bit in Status Register 1 to 
“4” indicating a sector not found, and terminates the 
READ DATA Command. 


2-493 


82078 64 PIN 


After reading the ID and Data Fields in each sector, 
the 82078 checks the CRC bytes. If a CRC error 
occurs in the ID or data field, the 82078 sets the IC 
code in Status Register 0 to “01” (Abnormal termi- 
nation), sets the DE bit flag in Status Register 1 to 
1”, sets the DD bit in Status Register 2 to ‘‘1” if 
CRC is incorrect in the ID field, and terminates the 
READ DATA Command. 


Table 6-5 describes the affect of the SK bit on the 
READ DATA command execution and results. 


_ Table 6-5. Skip Bit vs READ DATA Command 


Mark Type | Sector | CM Bit of| Description 
Value Encountered Read? | ST2 Set?| of Results 

Normal Data | Yes Normal 
Termination. 


Deleted Data Yes Yes Address Not 
| incremented. 
Next Sector 
Not Searched 
: For. 


1 Normal Data Yes Normal 
Termination. 


1 Deleted Data Yes Normal 
Termination 
Sector Not 
Read 
(“Skipped”). 


Except where noted in Table 6-5, the C or R value of 
the sector address is automatically incremented 
(see Table 6-7). 


SK | Data Address 


6.1.2 READ DELETED DATA 


This command is the same as the READ DATA com- 
mand, only it operates on sectors that contain a De- 
leted Data Address Mark at the beginning of a Data 
Field. | 
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Table 6-6 describes the affect of the SK bit on the 
READ DELETED DATA command execution and re- 
sults. 


Table 6-6. Skip Bit vs 
READ DELETED DATA Command 


Bi Mark Type | sector| CM Bit of | Description 
Value | Encountered | read? | ST2 Set?| of Results 
Normal Data Yes Yes Normal 

. Termination. 


Deleted Data Yes Address Not 
Incremented. 
Next Sector 
Not Searched 
For. 

Normal Data Yes Normal 

| Termination 
Sector Not 
Read 

(“Skipped”). 


1 Deleted Data Yes Normal 
Termination. 


Except where noted in Table 6-6 above, the C or R 
value of the sector address is automatically incre- 
mented (see Table 6-7). 


6.1.3 READ TRACK 


This command is similar to the READ DATA com- 
mand except that the entire data field is read contin- 
uously from each of the sectors of a track. Immedi- 
ately after encountering a pulse on the INDX# pin, 
the 82078 starts to read all data fields on the track 
as continuous blocks of data without regard to logi- 
cal sector numbers. If the 82078 finds an error in the 
ID or DATA CRC check bytes, it continues to read 
data from the track and sets the appropriate error 
bits at the end of the command. The 82078 com- 
pares the ID information read from each sector with 
the specified value in the command, and sets the 
ND flag of Status Register 1 to a “1” if there is no 
comparison. 


Multi-track or skip operations are not allowed with 
this command. The MT and SK bits (Bits D7 and D5 
of the first command byte respectively) should al- 
ways be set to “0”. | 
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Table 6-7. Result Phase Table 
Final Sector 
Transferred 


MT at Result Phase 
tonost [oc Tw | R [W 


* eemerieiel an be 
: 

) 
: 


NC: No Change, the same value as the one at the begin- 
ning of command execution. 


LSB: Least Significant Bit, the LSB of H is complemented. — 


This command terminates when the EOT specified 
number of sectors have been read. If the 82078 
does not find an ID Address Mark on the diskette 
after the second occurrence of a pulse on the 
INDX# pin, then it sets the IC code in Status Regis- 
ter 0 to “01” (Abnormal termination), sets the MA bit 
in Status Register 1 to “1”, and terminates the com- 
mand. 


6.1.4 WRITE DATA 


After the WRITE DATA command has been issued, 
the 82078 loads the head (if it is in the unloaded 
state), waits the specified head load time if unloaded 
(defined in the SPECIFY command), and begins 
reading ID Fields. When the sector address read 
from the diskette matches the sector address speci- 
fied in the command, the 82078 reads the data from 
the host via the FIFO, and writes it to the sector’s 
data field. 


After writing data into the current sector, the 82078 
computes the CRC value and writes it into the CRC 
field at the end of the sector transfer. The Sector 
Number stored in ‘‘R” is incremented by one, and 
the 82078 continues writing to the next data field. 
The 82078 continues this “Multi-Sector Write Opera- 
tion’. Upon receipt of a terminal count signal or if a 
FIFO over/under run occurs while a data field is be- 
ing written, then the remainder of the data field is 
filled with zeroes. 


The 82078 reads the ID field of each sector and 
checks the CRC bytes. If it detects a CRC error in 
one of the ID Fields, it sets the IC code in Status 
Register 0 to “01” (Abnormal termination), sets the 
DE bit of Status Register 1 to “1”, and terminates 
the WRITE DATA command. 
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The WRITE DATA command operates in much the 
same manner as the READ DATA command. The 
following items are the same. Please refer to the 
READ DATA Command for details: 


e Transfer Capacity 

e (End of Cylinder) bit 

e ND (No Data) bit 

e Head Load, Unload Time Interval 


e ID information when the host terminates the com- 
~ mand. 


e Definition of DTL when N = O and when N does 
not = 0. 


6.1.5 WRITE DELETED DATA 


This command is almost the same as the WRITE 
DATA command except that a Deleted Data Ad- 
dress Mark is written at the beginning of the Data 
Field instead of the normal Data Address Mark. This 
command is typically used to mark a bad sector con- 
taining an error on the floppy disk. 


6.1.6 VERIFY 


The VERIFY command is used to verify the data 
stored on a disk. This command acts exactly like a 
READ DATA command except that no data is trans- 
ferred to the host. Data is read from the disk, CRC 
computed and checked against the previously 
stored value. 


Because no data is transferred to the host, TC (pin 
25) cannot be used to terminate this command. By 
setting the EC bit to “1” an implicit TC will be issued 
to the 82078. This implicit TC will occur when the SC 
value has decrement to 0 (an SC value of 0 will veri- 
fy 256 sectors). This command can also be terminat- 
ed by setting the EC bit to “0” and the EOT value 
equal to the final sector to be checked. If EC is set to 
“0” DTL/SC should be programmed to OFFH. Refer 
to Table 6-6 and Table 6-7 for information concern- 
ing the values of MT and EC versus SC and EOT 
value. 


Definitions: 
# Sectors Per Side = Number of formatted sec- 
tors per each side of the 


disk. 


# Sectors Remaining = Number of formatted sec- 
tors left which can be read, 
including side 1 of the disk 
if MT is set to “1”. 
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Table 6-8. Verify Command Result Phase Table 


~ §C/EOT Value Termination Result . | 
_ SC=DTL © Successful Termination 
. EOT < # Sectors Per Side Result Phase Valid 
SC = DTL Unsuccessful Termination 
EOT > # Sectors Per Side Result Phase Invalid 


SC < # Sectors Remaining Successful Termination | 
| AND Result Phase Valid 
EOT < # Sectors Per Side | 


SC > # Sectors Remaining 
OR 
EOT > # Sectors Per Side 


SC = DTL Successful Termination 
EOT < # Sectors Per Side - Result Phase Valid | 
SC = DTL Unsuccessful Termination 
EOT > # Sectors Per Side Result Phase Invalid 


SC < # Sectors Remaining Successful Termination 
AND Result Phase Valid 
EOT < # Sectors Per Side 


SC > # Sectors Remaining 
OR 
EOT > # Sectors Per Side 


EC 


Unsuccessful Termination 
Result Phase Invalid 


{ 


Unsuccessful Termination 
Result Phase Invalid 


NOTE: . 
If MT is set to “1” and the SC value is greater than the number of remaining formatted sectors on Side 0, verifying will 
continue on Side 1 of the disk. 
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6.1.7 FORMAT TRACK 


The FORMAT command allows an entire track to be 


formatted. After a pulse from the INDX# pin is de- 
tected, the 82078 starts writing data on the disk in- 
cluding Gaps, Address Marks, ID Fields and Data 
Fields, per the IBM System 34 (MFM). The particular 
values that will be written to the gap and data field 
are controlled by the values programmed into N, SC, 
GPL, and D which are specified by the host during 
the command phase. The data field of the sector is 
filled with the data byte specified by D. The ID Field 
for each sector is supplied by the host; that is, four 
data bytes per sector are needed by the 82078 for 
C, H, R, and N (cylinder, head, sector number and 
sector size respectively). 
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After formatting each sector, the host must send 
new values for C, H, R and N to the 82078 for the 
next sector on the track. The R value (sector num- 
ber) is the only value that must be changed by the 
host after each sector is formatted. This allows the 


_disk to be formatted with nonsequential sector ad- 


dresses (interleaving). This incrementing and _ for- 
matting continues for the whole track until the 82078 
encounters a pulse on the INDX# pin again and it 
terminates the command. 


Table 6-9 contains typical values for gap fields which 
are dependent upon the size of the sector and the © 
number of sectors on each track. Actual values can 
vary due to drive electronics. 


_. Table 6-9. Typical PC-AT Values for Formatting 


NOTE: 
All values except Sector Size are in Hex. 


Gap3 is programmable during reads, writes, and formats. 


GPL1 = suggested Gap3 values in read and write commands to avoid splice point between data field and ID 


field of contiguous sections. 


GPL2 = suggested Gap3 value in FORMAT TRACK command. 


6.1.7.1 Format Fields 


Table 6-10. System 34 Format Double Density 


GAP 3 | GAP 4b 


GAP 4a] SYNC GAP1| SYNC| IDAM |¢ me Cc | GAP 2| SYNC | DATAAM 
80x 12x | 3, 50x 12x | 23, Y D E R| 22x 12x | 3y | FB 
4E 00 }oolFO}] 4e | 00 | ay] FE} L Cc C}| 4E | 00 | ay | ge 


Table 6-11. ISO Format 


GAP1|SYNC| !DAM ic Ss C| GAP2| SYNC | DATAAM 
H 

32x 12x | 3x x D E R| 22x 12x | 3x | FB 

4E 00 At FE L C Cc 4E 00 A FR 


GAP 3] GAP 4b 


Table 6-12. Perpendicular Format 


GAP 3 | GAP 4b 


GAP 4a | SYNC GAP1|syNc{_!DAM |c/ js C| GAP 2} Sync | DATAAM 
80x 12x | 3 50x 12x | 3x Y D E R{ 41x 12x 3x | FB 
4E° | 00 |colFO} 4E | 00 J ay{FEPL Cc Cj} 4E | 00 | ay | ge 
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6.2 Control Commands 


Control commands differ from the other commands 
in that no data transfer takes place. Three com- 
‘mands generate an interrupt when complete; READ 
ID, RECALIBRATE and SEEK. The other control 
~ commands do not generate an interrupt. 


6.2.1 READ ID 


The READ ID command is used to find the present 
position of the recording heads. The 82078 stores 
the values from the first ID Field it is able to read into 
its registers. If the 82078 does not find an ID Ad- 
dress Mark on the diskette after the second occur- 
rence of a pulse on the INDX# pin, it then sets the 
IC code in Status Register 0 to “01’’ (Abnormal ter- 
mination), sets the MA bit in Status Register 1 to 
4” and terminates the command. 


The following commands will generate an interrupt 
upon completion. They do not return any result 
bytes. It is highly recommended that control com- 
mands be followed by the SENSE INTERRUPT 
STATUS command. Otherwise, valuable interrupt 
status information will be lost. 


6.2.2 RECALIBRATE 


This command causes the read/write head within - 


the 82078 to retract to the track 0 position. The 
82078 clears the contents of the PCN counter, and 
checks the status of the TRKO pin from the FDD. As 
long as the TRKO pin is low, the DIR pin remains 0 
‘and step pulses are issued. When the TRKO pin 
goes high, the SE bit in Status Register 0 is set to 
“4” and the command is terminated. If the TRKO pin 
is still low after 79 step pulses have been issued, the 
82078 sets the SE and the EC bits of Status Regis- 
ter 0 to ‘1’, and terminates the command. Disks 
capable of handling more than 80 tracks per side 
may require more than one RECALIBRATE com- 
mand to return the head back to physical Track 0. 


The RECALIBRATE command does not have a re- 


sult phase. SENSE INTERRUPT STATUS command 
must be issued after the RECALIBRATE command 
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to effectively terminate it and to provide verification 
of the head position (PCN). During the command 
phase of the recalibrate operation, the 82078 is in 
the BUSY state, but during the execution phase it is 
in a NON BUSY state. At this time another RECALI- 
BRATE command may be issued, and in this man- 


ner, parallel RECALIBRATE operations may be 
done on up to 4 drives at once. 


Upon power up, the software must issue a RECALI- 
BRATE command to properly initialize all drives and 
the controller. 


6.2.3 DRIVE SPECIFICATION COMMAND 


The 82078 uses two pins, DRVDENO and DRVDEN1 
to select the density for modern drives. These sig- 
nals inform the drive of the type of diskette in the 
drive. The Drive Specification command specifies 
the polarity of the DRVDENO and DRVDEN1 pins. It 
also enables or disables DSR programmed precom- 
pensation. 


This command removes the need for a hardware 
workaround to accommodate differing specifications 
among drives. By programming this command during 
BIOS’s POST routine, the floppy disk controller will 
internally configure the correct values for DRVDENO 
and DRVDEN1 with corresponding precompensa- 
tion value and data rate table enabled for the partic- 
ular type of drive. 


This command is protected from software resets. Af- 
ter executing the DRIVE SPEC command, subse- 
quent software resets will not clear the programmed 
parameters. Only another DRIVE SPEC command or 
H/W reset can reset it to default values. The 6 LSBs 
of the last byte of this command are reserved for 

future use. a 


The DRATEO and DRATE1 are values as_pro- 
grammed in the DSR register. The DENSEL is high 
for high data rates (1 Mbps and 500 Kbps) and low 


_ for low data rates (300 Kbps and 250 Kbps). 


Table 6-13 describes the drives that are supported 
with the DTO, DT1 bits of the Drive Specification 
command: — 
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Table 6-13. Drive Support via the Drive Specification Command 
DRVDENn Polarities for AT/EISA Mode (IDENTO, IDENT1 = 11) 


1 Mbps | 
500 Kbps 
300 Kbps 
250 Kbps 


1 Mbps 
500 Kbps 
300 Kbps 
250 Kbps 


1 Mbps 
500 Kbps 
300 Kbps 
250 Kbps 


1 Mbps 
500 Kbps 
300 Kbps 
250 Kbps 


o- oO — 


(*) Denotes the default setting 


DRVDEN Polarities for PS/2, Model 30 Mode (IDENTO, IDENT1 = 0X) 


Data Rate DRVDENO DRVDEN1 


1 Mbps 1 
500 Kbps 
300 Kbps 
250 Kbps 


1 Mbps 
500 Kbps 
300 Kbps 
250 Kbps 


1 Mbps 
500 Kbps 
300 Kbps 
250 Kbps 


1 Mbps 
500 Kbps 
300 Kbps 
250 Kbps 


(*) Denotes the default setting 
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6.2.4 SEEK 


The read/write head within the drive is moved from | 


track to track under the control of the SEEK Com- 
mand. The 82078 compares the PCN which is the 
current head position with. the NCN and performs 
the following operation if there is a difference: 


PCN < NCN: Direction signal to drive set to “1” 
(step in), and issues step pulses. 


PCN > NCN: Direction signal to drive set to “0” 
(step out), and issues step pulses. 


The rate at which step pulses are issued is con- 
trolled by SRT (Stepping Rate Time) in the SPECIFY 
- command. After each step pulse is issued, NCN is 
compared against PCN, and when NCN = PCN, 
then the SE bit in Status Register 0 is set to “1”’, and 
the command is terminated. 


During the command phase of the seek or recali- 
brate operation, the 82078 is in the BUSY state, but 
during the execution phase it is in the NON BUSY 
state. 


Note that if implied seek is not enabled, the read and 
write commands should be preceded by: 


1. SEEK command; Step to the proper track 


2. SENSE INTERRUPT STATUS command; Termi- 
nate the Seek command 


3. READ ID. Verify head is on proper track 
4. Issue READ/WRITE command. 


The SEEK command does not have a result phase. 
Therefore, it is highly recommended that the SENSE 
INTERRUPT STATUS Command be issued after the 
SEEK command to terminate it and to provide verifi- 
cation of the head position (PCN). The H bit (Head 
Address) in STO will always return a ‘0’. When exit- 
ing DSR POWERDOWN mode, the 82078 clears the 
PCN value and the status information to zero. Prior 
to issuing the DSR POWERDOWN command, it is 
highly recommended that the user service all pend- 
ing interrupts through the SENSE INTERRUPT 
STATUS command. 


6.2.5 SCAN COMMANDS 


The SCAN Commands allow data which is being 
read from the diskette to be compared against data 
which is being supplied from the main system (Proc- 
essor in NON-DMA mode, and DMA Controller in 
DMA mode). The FDC compares the data on a byte- 


by-byte basis, and looks for a sector of data which | 


meets the conditions of Depp = Dprocessor, DEpp < 
Dprocessor: OF Drpp = Dprocessor- Ones comple- 
ment arithmetic is used for comparison (FF = larg- 
est number, 00 = smallest number). After a whole 
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sector of data is compared, if the conditions are not | 
met, the sector number is incremented (R + STP. 
— > R), and the scan operation is continued. The 
scan operation continues until one of the following 
conditions occur; the conditions for scan are met 
(equal, low, or high), the last sector on the track is 
reached (EOT), or the terminal count signal is re- 
ceived. 


If the conditions for scan are met then the FDC sets 
the SH (Scan Hit) flag of Status Register 2 to a 1 
(high), and terminates the Scan Command. If the 
conditions for scan are not met between the starting 
sector (as specified by R) and the last sector on the 
cylinder (EOT), then the FDC sets the SN (Scan Not 
Satisfied) flag of Status Register 2 to a 1 (high), and 
terminates the Scan Command. The receipt of a 
TERMINAL COUNT signal from the Processor or 
DMA Controller during the scan operation will cause | 
the FDC to complete the comparison of the particu- 
lar byte which is in process, and then to terminate 
the command. Table 6-9 shows the status of bits SH 
and SN under various conditions of SCAN. 


lf the FDC encounters a Deleted Data Address Mark 
on one of the sectors (and SK = 0), then it regards 
the sector as the last sector on the cylinder, sets CM 
(Control Mark) flag of Status Register 2 to a 1 (high) 
and terminates the command. If SK = 1, the FDC 
skips the sector with the Deleted Address Mark, and 
reads the next sector. In the second case (SK = 1), 
the FDC sets the CM (Control Mark) flag of Status 
Register 2 to a 1 (high) in order to show that a Delet- 
ed Sector has been encountered. 


When either the STP (contiguous sectors STP = 01, 
or alternate sectors STP = 02 sectors are read) or 
the MT (Multi-Track) are programmed, it is neces- 


sary to remember that the last sector on the track — 


must be read. For example, if STP = 02, MT = QO, 
the sectors are numbered sequentially 1 through 26, 
and we start the Scan Command at sector 21; the 
following will happen. Sectors 21, 23, and 25 will be 
read, then the next sector (26) will be skipped and 
the Index Hole will be encountered before the EOT 
value of 26 can be read. This will result in an abnor- 
mal termination of the command. If the EOT had 
been set at 25 or the scanning started at sector 20, 
then the Scan Command would be completed in a 
normal manner. | 


During the Scan Command data is supplied by either 
the processor or DMA Controller for comparison 
against the data read from the diskette. In order to 
avoid having the OR (Over Run) flag set in Status 
Register 1, it is necessary to have the data available 
in less than 13 ys. If an Overrun occurs the FDC 
terminates the command. 
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Table 6-13. Scan Status Codes 


Scan eauel 


Scan Low or Equal 


Scan High or Equal 


6.2.6 SENSE INTERRUPT STATUS 
An interrupt signal on INT pin is generated by the 
82078 for one of the following reasons: 
1. Upon entering the Result Phase of: 
. READ DATA Command 
. READ TRACK Command 
. READ ID Command 
. READ DELETED DATA Command 
. WRITE DATA Command 

FORMAT TRACK Command 
. WRITE DELETED DATA Command 
h. VERIFY Command 


2. End of SEEK, RELATIVE SEEK or RECALI- 
BRATE Command 


3. 82078 requires a data transfer during the execu- 
tion phase in the non-DMA Mode 


aor oaoiiasa#& 


The SENSE INTERRUPT STATUS command resets 
the interrupt signal and via the IC code and SE bit of 
Status Register 0, identifies the cause of the inter- 
rupt. If a SENSE INTERRUPT STATUS command is 
issued when no active interrupt condition is present, 
the status register STO will return a value of 80H 
(invalid commana). 


Table 6-14. Interrupt Identification 


se [te | _ interrupt ueTo 
0 


Polling 
Normal Termination of SEEK or 


RECALIBRATE command 
Abnormal Termination of SEEK or 
RECALIBRATE command 


The SEEK, RELATIVE SEEK and the RECALI- 
BRATE commands have no result phase. SENSE 
INTERRUPT STATUS command must be issued im- 
mediately after these commands to terminate them 
and to provide verification of the head position 
(PCN). The H (Head Address) bit in STO will always 
return a “O”. If a SENSE INTERRUPT STATUS is 


Status Register 2 


DrFpp = Dprocessor 
DFpp cae DProcessor 


DFpp = DProcessor 
DEpp S DProcessor 
DFpp > Dprocessor 


Depp = Dprocessor 
DFpb > DProcessor 
Depp + Dprocessor 


not issued, the drive will continue to be BUSY and 
may effect the operation of the next command. 


6.2.7 SENSE DRIVE STATUS 


SENSE DRIVE STATUS obtains drive status infor- 
mation. It has no execution phase and goes directly 
to the result phase from the command phase. 
STATUS REGISTER 3 contains the drive status in- 
formation. 


6.2.8 SPECIFY 


The SPECIFY command sets the initial values for 
each of the three internal timers. The HUT (Head 
Unload Time) defines the time from the end of the 
execution phase of one of the read/write commands 
to the head unload state. The SRT (Step Rate Time) 
defines the time interval between adjacent step 
pulses. Note that the spacing between the first and 
second step pulses may be shorter than the remain- 
ing step pulses. The HLT (Head Load Time) defines 
the time between the command phase to the execu- 
tion phase of a read/write data command. The Head 
Unload Time (HUT) timer starts at the end of the 
execution phase to the beginning of the result phase 
of a read/write command. The values change with 
the data rate speed selection and are documented. 
in Table 6-15. 


Table 6-15. Drive Control Delays (ms) 
HUT SRT 


1M 500K 300K 250K/1M 500K 300K 250K 


0 
1 
A 
B 
Cc 
D 
E 
F 
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The choice of DMA or NON-DMA operations is 
made by the ND bit. When this bit is “1”, the NON- 
DMA mode is selected, and when ND is “0”, the 
DMA mode is selected. In DMA mode, data transfers 
are signalled by the DRQ pin. Non-DMA mode uses 
the RQM bit and the INT pin to signal data transfers. 


6.2.9 CONFIGURE 


Issue the configure command to enable features like 

the programmable FIFO and set the beginning track 
for pre-compensation. A CONFIGURE command 
need not be issued if the default values of the 82078 
meet the system requirements. The CLK48 bit al- 
lows the 82078 to connect to a 48 MHz oscillator, 
this can reduce board space if there is a 48 MHz 
signal already available on the system. 


- CONFIGURE DEFAULT VALUES: 


EIS — No Implied Seeks 
EFIFO §— FIFO Disabled 
POLL — Polling Enabled 


FIFOTHR — FIFO Threshold Set to 1 Byte 
PRETRK — Pre-Compensation Set to Track 0 


EIS—Enable implied seek. When set to “1”, the 
82078 will perform a SEEK operation before execut- 
ing a read or write command. Defaults to no implied 
seek. 


EFIFO—A ‘‘1” puts the FIFO into the 8272A com- 
patible mode where the FIFO is disabled. This 
_means data transfers are asked for on a byte by byte 
basis. Defaults to “1”, FIFO disabled. The threshold 
defaults to one. 


POLL—Disable polling of the drives. Defaults to “0”, 
polling enabled. When enabled, a single interrupt is 
generated after a RESET. No polling is performed 
while the drive head is loaded and the head unload 
delay has. not expired. 
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FIFOTHR—The FIFO threshold in the execution 
phase of read or write commands. This is program- 


mable from 1 byte to 16 bytes. Defaults to one byte. 
A “00” selects one byte, ‘‘OF” selects 16 bytes. 


PRETRK—Pre-compensation start track number. 
Programmable from track 0 to 255. Defaults to track 
0. A “00” selects track 0, “FF” selects 255. 


CLK48—Default is ‘‘0”’, external clock is assumed to 
be 24 MHz. If a 48 MHz external oscillator is used 
the bit must be set high. Note that the 82078 does 
not support a 48 MHz crystal, only an external oscil- 
lator. Note, this must be enabled first during the ini- 
tialization routine of the POST if a 48 MHz oscillator 
is used. = 


6.2.10 VERSION 


The VERSION command checks to see if the con- 
troller is an enhanced type (82077, 82077AA, 
82077SL) or the older type (8272A/765A). A value 
of 90H is returned as the result byte, defining an 
enhanced FDD controller is in use. No interrupts are 
generated. 


6.2.11 RELATIVE SEEK 


The command is coded the same as for SEEK, ex- 
cept for the MSB of the first byte and the DIR bit. 


DIR Head Step Direction Control. 


| 0 | ___ Step Head Out 
Step Head in 


RCN Relative Cylinder Number that determines 
how many tracks to step the head in or out 
from the current track number. 


The RELATIVE SEEK command differs from the 
SEEK command in that it steps the head the abso- 
lute number of tracks specified in the command in- 
stead of making a comparison against an internal 
register. The SEEK command is good for drives that 
support a maximum of 256 tracks. RELATIVE 
SEEKs cannot be overlapped with other RELATIVE 
SEEKs. Only one RELATIVE SEEK can be active at 
a time. Bit 4 of Status Register 0 (EC) will be set if 
RELATIVE SEEK attempts to step outward beyond 
Track 0. | 


As an example, assume that a floppy drive has 300 
useable tracks and that the host needs to read track 
300 and the head is on any track (0-255). If a SEEK 
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command was issued, the head would stop at track 
255. If a RELATIVE SEEK command was issued, the 
82078 would move the head the specified number of 
tracks, regardless of the internal cylinder position 
register (but would increment the register). If the 
head had been on track 40 (D), the maximum track 
that the 82078 could position the head on using 
RELATIVE SEEK, would be 296 (D), the initial track, 
+ 256 (D). The maximum count that the head can be 
moved with a single RELATIVE SEEK command is 
256 (D). 


The internal register, PCN, would overflow as the 
cylinder number crossed track 255 and would con- 
tain 40 (D). The resulting PCN value is thus (NCN + 
PCN) mod 256. Functionally, the 82078 starts count- 
ing from 0 again as the track number goes above 
255(D). It is the users responsibility to compensate 
82078 functions (precompensation track number) 
when accessing tracks greater than 255. The 82078 
does not keep track that it is working in an ‘‘extend- 
ed track area” (greater than 255). Any command is- 
sued would use the current PCN value except for the 
RECALIBRATE command which only looks for the 
TRACKO signal. RECALIBRATE would return an er- 
ror if the head was farther than 79 due to its limita- 
tion of issuing a maximum 80 step pulses. The user 
simply needs to issue a second RECALIBRATE 
command. The SEEK command and implied seeks 
will function correctly within the 44 (D) track 
(299-255) area of the ‘extended track area”. It is 
the users responsibility not to issue a new track posi- 
tion that would exceed the maximum track that is 
present in the extended area. 


To return to the standard floppy range (0-255) of 
tracks, a RELATIVE SEEK would be issued to cross 
the track 255 boundary. 
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A RELATIVE SEEK can be used instead of the nor- 
mal SEEK but the host is required to calculate the 
difference between the current head location and 
the new (target) head location. This may require the 
host to issue a READ ID command to ensure that 
the head is physically on the track that software as- 
sumes it to be. Different 82078 commands will return 
different cylinder results which may be difficult to 
keep track of with software without the READ ID 
command. : 


6.2.12 DUMPREG 


The DUMPREG command is designed to support 
system run-time diagnostics and application soft- 
ware development and debug. The command re- 
turns pertinent information regarding the internal 
status of the 82078. This can be used to verify the 
values initialized in the 82078. 


6.2.13 PERPENDICULAR MODE COMMAND 


6.2.13.1 About Perpendicular Recording Mode | 


An added capability of the 82078 is the ability to 
interface directly to perpendicular recording floppy 
drives. Perpendicular recording differs from the tradi- 
tional longitudinal method by orienting the magnetic 
bits vertically. This scheme packs in more data bits 
for the same area. 


6.2.13.2 The Perpendicular Mode Command 


The PERPENDICULAR MODE Command allows the 
system designers to designate specific drives as 


Table 6-16. Effects of WGATE and GAP Bits 


VCO Low 
Time after 
Index Pulse 


GAP WGATE 


Conventional Mode 
Perpendicular Mode 


(500 Kbps Data Rate) 
Reserved 
(Conventional) 
Perpendicular Mode 
(1 Mbps Data Rate) 


NOTE: 


Gap2 Format | Written by Write 


Length of | Portion of Gap2 Gap2 VCO 
Low Time for 


Data Operation | Read Operations 
~ 0 Bytes 24 Bytes 
19 Bytes 24 Bytes 


Field 


0 Bytes 24 Bytes 


38 Bytes 43 Bytes 


When either GAP or WGATE bit is set, the current value of precompensation in the DSR is used. 
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Perpendicular recording drives. Data transfers be- 
tween Conventional and Perpendicular drives are al- 
lowed without having to issue PERPENDICULAR 
MODE commands between the accesses of the two 
different drives, nor having to change write pre-com- 
pensation values. 


With this command, the length of the Gap2 field and 
VCO enable timing can be altered to accommodate 
the unique requirements of these drives. Table 6-16 
describes the effects of the WGATE and GAP bits 
for the PERPENDICULAR MODE command. 


When both GAP and WGATE equal “0” the PER- 
PENDICULAR MODE command will have the follow- 
ing effect on the 82078: 1) If any of the new bits DO, 
Di, D2, and D3 are programmed to “1” the corre- 
sponding drive will automatically be programmed for 
Perpendicular mode (i.e.: GAP2 being written during 
a write operation, the programmed Data Rate will 
determine the length of GAP2), and data will be writ- 
ten with 0 ns write pre-compensation. 2) any of the 
new bits (DO-—D3) that are programmed for “0” the 
designated drive will be programmed for Conven- 
tional Mode and data will be written with the current- 
ly programmed write pre-compensation value. 3) 
Bits DO, D1, D2, and D3 can only be over written 
when the OW bit is written as a ‘‘1”. The status of 
these bits can be determined by interpreting the 
eighth result byte of the DUMPREG Command. 
(Note: if either the GAP or WGATE bit is a “1”, then 
bits DO-D3 are ignored.) 


“Software” and “Hardware” RESET will have the 
following effects on the enhanced PERPENDICU- 
LAR MODE command: , 


1. “Software” RESETs (Reset via DOR or DSR reg- 

isters) will only clear GAP and WGATE bits to 

~“Q”, D3, D2, D1, and DO will retain their previous- 
ly programmed values. 7 


2. “Hardware” RESETs (Reset via pin 32) will clear 


all bits (GAP, WGATE, DO, D1, D2, and D3) to 


“0” (All Drives Conventional Mode). 


6.2.14 POWERDOWN MODE COMMAND - 


The POWERDOWN MODE command allows the au- 
tomatic power management and enables the en- 
hanced registers (EREG EN) of the 82078. The use 
of the command can extend the battery life in porta- 
ble PC applications. To enable auto powerdown the 
command may be issued during the BIOS power on 
self test (POST). 


This command includes the ability to configure the 
82078 into the enhanced AT/EISA and PS/2 mode. 
In the enhanced PS/2 and Model 30 modes, this 
makes the PD and IDLE pin status visible in the DIR 
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register. In the enhanced AT/EISA modes, this com- 
mand extends the SRB and TDR register. These ex- 
tended registers accommodate bits that give more 
information about floppy drive interface, allow for 


boot drive selection, and identify the values of the 
PD and IDLE status. 


As soon as the command is enabled, a 10 ms ora 
0.5 sec. (5 ms or 0.25 with 2Mbps tape mode) mini- © 
mum powerup timer is initiated depending on wheth- 
er the MIN DLY bit is set to 0 or 1. This timer is one | 
of the required conditions that has to be satisfied 
before the part will enter auto powerdown. Any soft- 
ware reset will reinitialize the timer. The timer count- 
down is also extended by up to 10 ms if the data rate 
is changed during the timer’s countdown. Without 
this timer 82078 would have been put to sleep im- 
mediately after 82078 is idle. The minimum delay 
gives software a chance to interact with 82078 with- 
out incurring an additional overhead due to recovery 
time. 


The command also allows the output pins of floppy 
disk drive interface to be tri-stated or left unaltered 
during auto powerdown. This is done by the FDI TRI 
bit. In the default condition (FDI -TRI=0) the output — 
pins of the floppy disk drive are tri-stated. Setting 
this bit leaves the interface unchanged from the nor- 
mal state. 


The results phase returns the values programmed 
for MIN DLY, FDI TRI and AUTO PD. The auto pow- 
erdown mode is disabled by a hardware reset. Soft- 
ware results have no effect on the POWERDOWN 
MODE command parameters. 


6.2.15 PART ID COMMAND 


This command can be used to identify the floppy 
disk controller as an enhanced controller. The first 
stepping of both versions of the 64 pin 82078 will 
yield 0x01 in the result phase of this command. Any 
future enhancements on these parts will be denoted 
by the 5 LSBs (0x01 to Ox1F). 


6.2.16 OPTION COMMAND 


The standard IBM format includes an index address. 
field consisting of 80 bytes of GAP 4a, 12 bytes of 
the sync field, four bytes identifying the IAM and 
50 bytes of GAP 1. Under the ISO format most of 
this preamble is not used. The ISO format allows _ 
only 32 bytes of GAP 1 after the index mark. The — 
ISO bit in this command allows the 82078 to config- 
ure the data transfer commands to recognize this 
format. The MSBs in this command are reserved for 
any other enhancements made available to the user 
in the future. 
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6.2.17 SAVE COMMAND 


The first byte corresponds to the values pro- 
grammed in the DSR with the exception of CLK48. 
The DRATE1, DRATEO used here are unmapped. 
The second byte is used for configuring the bits from 
the OPTION command. All future enhancements to 
the OPTION command will be reflected in this byte 
as well. The next nine result bytes are explained in 
the Parameter Abbreviations section after the com- 
mand summary. The 13th byte is the value associat- 
ed with the auto powerdown command. The disk 
status is used internally by 82078. There are two 
reserved bytes at the end of this command for future 
use. 


This command is similar to the DUMPREG com- 
mand but it additionally allows the user to read back 
the precompensation values as well as the pro- 
grammed data rate. It also allows the user to read 
the values programmed in the auto powerdown 
command. The precompensation values will be re- 
turned as programmed in the DSR register. This 
command is used in conjunction with the Restore 
command should prove very useful for SMM power 
management. This command reserves the last two 
bytes for future enhancements. 


6.2.18 RESTORE COMMAND 


Using Restore with the Save command, allows the 
SMM power management to restore the 82078 to its 
original state after a system powerdown. It also 
serves as a succinct way to provide most of the ini- 
tialization requirements normally handled by the sys- 
tem. The sequence of initializing the 82078 after a 
reset occurred and assuming a Save command was 
issued follows: 


e Issue the Drive Spec command (if the design uti- 
lizes this commana) 


e Issue the Restore command (pass the 16 bytes 
retrieved previously during SAVE) 


The Restore command will program the data rate 
and precompensation value via the DSR. It then re- 
stores the values normally programmed through the 
Configure, Specify, and Perpendicular commands. It 
also enables the previously selected values for the 
AUTO Powerdown command. The PCN values are 
set restored to their previous values and the user is 
responsible for issuing the seek and recalibrate 
commands to restore the head to the proper loca- 
tion. There are some drives that do not recalibrate in 
which case the Restore command will restore the 
previous state completely. The PDOSC bit is retriev- 
able using the Save command, however, the system 
designer must set it correctly. The software must al- 
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low at least 20 ys to execute the Restore command. 
When using the BOOTSEL bits in the TDR, the user 
must restore or reinitialize these bits to their proper 
values. 


6.2.19 FORMAT AND WRITE COMMAND 


The format and write command is capable of simul- 
taneously formatting and writing data to the diskette. 
It is essentially the same as the normal format com- 
mand. With the exception that included in the execu- 
tion for each sector is not only the C, H, R, and N but 
also the data transfer of N bytes. The D value is 
ignored. This command formats the entire track. 
High speed floppy diskette duplication can be done 
fast and efficiently with this command. The user can 
format the diskette and put data on it in a single 
pass. This is very useful for software duplication ap- 
plications by reducing the time required to format 
and copy diskettes. 


6.2.20 LOCK 


The LOCK command is included to protect a system 
with long DMA latencies against older application 
software packages that can disable the 82078’s 
FIFO. 


NOTE: 

This command should only be used by the sys- 
tem’s FDC routines, and ISVs (Independent Soft- 
ware Vendors) should refrain from using it. If an 
ISV’s application calls for having the 82078 FIFO 
disabled a CONFIGURE Command should be used 
to toggle the EFIFO (Enable FIFO) bit. ISV can de- 
termine the value of the LOCK bit by interpreting 
the eighth result byte of an DUMPREG Command. 


The LOCK command defines whether EFIFO, 
FIFOTHR, and PRETRK parameters of the CON- 
FIGURE command can be RESET by the DOR and 
DSR registers. When the LOCK bit is set to a ‘'1”’ all 
subsequent “software’’ RESETs by the DOR and 
DSR registers will not change the previously set pa- 
rameter values in the CONFIGURE command. When 
the LOCK bit is set to a “0” ‘software’ RESETs by 
the DOR or DSR registers will return these parame- 
ters to their default values. All “hardware” Resets 
will set the LOCK bit to a “O” value, and will return 
EFIFO, FIFOTHR, and PRETRK to their default val- 
ues. A Status byte is returned immediately after issu- 
ing the command byte. This Status byte reflects the 
value of the Lock bit set by the command byte. 


NOTE: 


No interrupts are generated at the end of this com- 
mand. 
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7.0 STATUS REGISTER ENCODING 


The contents of these registers are available only through a command sequence. 


7.1 Status Register 0 


7,6 Interrupt 00—Normal termination of command. The specified command was 
Code | properly executed and completed without error. 
01i—Abnormal termination of command. Command execution was started, 
but was not successfully completed. 
10—Invalid command. The requested command could not be executed. 
11—Abnormal termination caused by Polling. 


Seek End The 82078 completed a SEEK or RECALIBRATE command, or a READ or 
WRITE with implied seek command. 


Equipment The TRKO pin failed to become a “1”’ after: 
Check 1. 80 step pulses in the RECALIBRATE command. 
2. The RELATIVE SEEK command causes the 82078 to step outward: 


beyond Track 0. 


1s sae Unused. This bit is always ee 
| 2} H | Head Address | The current head address. | 
DS1,0 | Drive Select The current selected drive. : 


7.2 Status Register 1 


End of The 82078 tried to access a sector beyond the final sector of the track 
Cylinder (255D). Will be set if TC is not issued after Read or Write Data Command. 
ae ae Unused. This bit is always ‘0”’. 


Ua eal hastill The 82078 detected a CRC error in either the ID field or the data field ofa 
sector. 


Overrun/ Becomes set if the 82078 does not receive CPU or DMA service within the 
Underrun required time interval, resulting in data overrun or underrun. 
i ee Unused. This bit is always “O”. 

No Data | Any one of the following: 
2. READ ID command, the 82078 cannot ead the ID field without an error. 
3. READ TRACK command, the 82078 cannot find the proper sector 
sequence. 

Address Mark | 1. The 82078 did not detect an ID address mark at the specified track after 
encountering the index pulse from the INDX# pin twice. 
2. The 82078 cannot detect a data address mark or a deleted data 


1. READ DATA, READ DELETED DATA command, the 82078 did not find 
NW Not Wala WP pin became a “1” while the 82078 is executing a WRITE DATA, 

WRITE DELETED DATA, or FORMAT TRACK command. 

address mark on the specified track. 


the specified sector. 
Missing Any one of the following: 
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7.3 Status Register 2 | | 


m7 |= |=) Unused. This biti always “0” 


CM Control Mark | Any one of the following: | 

1. READ DATA command, the 82078 encounters a deleted data 
address mark. ; 
2. READ DELETED DATA command, the 82078 encountered a data 
address mark. 

Data Error The 82078 detected a CRC error in the data field. 

in Data Field 

4 WC Wrong The track address from the sector ID field is different from the track 
Cylinder address maintained inside the 82078. 


Unused. This bit is always “O”’. 


Unused. This bit is always ‘‘O”. 


1 BC Bad Cylinder The track address from the sector ID field is different from the track 
address maintained inside the 82078 and is equal to FF hex which 
indicates a bad track with a hard error according to the IBM soft- . 
sectored format. 
Missing Data The 82078 cannot detect a data address mark or a deleted data 
Address Mark | address mark. 
7.4 Status Register 3 


C7 [= |= | Winised Tis btisaaye"o™ 
Te | we | wit Protected | indicates the status ofthe WPpin 
rs [| = | Unused. Thistitisatvayst™ 
rs — | — | Unvsed. thsthisabways™. 
[2 [wo | Head Aasress | indicates the status othe HOSELpin 
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8.0 COMPATIBILITY 


The 82078 was designed with sotiwaré compatibility 
in mind. It is a fully backwards compatible solution 
with the older generation 8272A and NEC765A/B 
disk controllers. The 82078 also implements on- 
board registers for compatibility with the Personal 
System/2s as well as PC/AT and PC/XT floppy disk 
controller subsystems. The 82078 is fully compatible 
with Intel’s 386/486SL Microprocessor Superset. 
Upon reset, the 82078 samples IDENTO and 
-IDENT1 to determine PS/2, PC/AT or PS/2 Model 
30 mode. 


8.1 PS/2 vs AT vs Model 30 Mode 


The 82078 operates in three different modes: PS/2, 
PC/AT, and Model 30. The 82078 is placed into the 
proper mode of operations upon Hardware RESET 
with the appropriate settings of the IDENTO and 
IDENT1 pins. 


8.2 Compatibility with the FIFO. 


The FIFO of the 82078 is designed to be transparent 
to non-FIFO disk controller software developed on 
the older generation 8272A standard. Operation of 
the 82078 FIFO can be broken down into two tiers of 
compatibility. For first tier compatibility, the FIFO is 
left in the default disabled condition upon a ‘“Hard- 
ware” reset. In this mode the FIFO operates in a 
byte mode and provides complete compability with 
non-FIFO based software. For second tier compati- 
- bility, the FIFO is enabled via the CONFIGURE com- 
mand. When the FIFO is enabled, it will temporarily 
enter a byte mode during the command and result 
phase of disk controller operation. This allows for 
compatible operation when interrogating the Main 
Status Register (MSR) for the purpose of transfer- 
ring a byte at a time to or from the disk controller. 
For normal disk controller applications, the system 
designer can still take advantage of the FIFO for 
time critical data transfers during the execution 
phase and not create any conflicts with non-FIFO 
software during the command or result phase. 


In some instances, use of the FIFO in any form has 
conflicted with certain specialized software. An ex- 
ample of a compatibility conflict using the FIFO is 
with software that monitors the progress of a data 


transfer during the execution phase. If the software | 
assumed the disk controller was operating in a sin- | 


gle byte mode and counted the number of bytes 
transferred to or from the disk controller to trigger 
some time dependent event on the disk media (i.e., 
head position over a specific data field), the same 
software will not have an identical time relationship 
if the FIFO is enabled. This is because the FIFO 
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allows data to be queued up, and then burst trans- 
ferred across the host bus. To accommodate soft- 


ware of this type, it is recommended that the FIFO 
be disabled. 


8.3 Drive Polling 
The 82078 supports the polling mode of the older 


_ generation 8272A. This mode is enabled upon a re- 


set and can be disabled via the CONFIGURE com- 
mand. This mode is supported for the sole purpose 
of providing backward compatibility with software 
that expects its presence. 


The intended purpose of drive polling dates back to 
8” drives as a means to monitor any change in 
status for each disk drive present in the system. 
Each of the drives is selected for a period of time 
and its READY signal sampled. After a delay, the 
next drive is selected. Since the 82078 does not 
support READY in this capacity (internally tied true), 
the polling sequence is only simulated and does not 
affect the drive select lines (DSO—DS3) when it is 
active. If enabled, it occurs whenever the 82078 is 
waiting for a command or during SEEKs and RE- 
CALIBRATEs (but not IMPLIED SEEKs). Each drive 
is assumed to be not ready after a reset and a 
“ready” value for each drive is saved in an internal 
register as the simulated drive is polled. An interrupt 
will be generated on the first polling loop because of 
the initial “not ready” status. This interrupt must be 
followed with a SENSE INTERRUPT STATUS com- 
mand from the host to clear the interrupt condition 
for each of the four logical drives. 


9.0 Programming Guidelines 


Programming the 82078 is identical to any other 
8272A compatible disk controller with the exception 
of some additional commands. For the new design- 
er, it is useful to provide some guidelines on how to 
program the 82078. A typical disk operation involves 
more than issuing a command and waiting for the 
results. The control of the floppy disk drive is a low 
level operation that requires software intervention at 
different stages. New commands and features have 
been added to the 82078 to reduce the complexity 
of this software interface. 


9.1 Command and Result Phase 
Handshaking 


Before a command or parameter byte can be issued 


to the 82078, the Main Status Register (MSR) must 


be interrogated for a ready status and proper FIFO 
direction. A typical floppy controller device driver 
should contain a subroutine for sending command or 


INITIALIZE TIMEOUT 
COUNTER 


READ MSR 


MSR = 10XXXXXXb ? 


WRITE BYTE TO FIFO 


RETURN 


INCREMENT COUNTER 


COUNTER EXPIRED? 


TIMEOUT ERROR 
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Figure 9-1. Send__Byte Routine 


parameter bytes. For this discussion, the routine will 
be called ‘““Send__byte” with the flowchart shown in 
Figure 9-1. 


The routine loops until RQM is 1 and DIO is 0 indi- 
cating a ready status and FIFO direction is inward. If 
this condition is true, the 82078 is ready to accept a 
command or parameter byte. A timeout counter is 
used to insure software response within a reason- 
able amount of time in case of no response by the 
82078. As a note, the programmer must be careful 
how the maximum delay is chosen to avoid unnec- 
essary timeouts. For example, if a new command is 
issued when the 82078 is in the middle of a polling 
routine, the MSR will not indicate a ready status for 
the next parameter byte until the polling sequence 
completes the loop. This could cause a delay be- 
tween the first and second bytes of up to 250 pus (@ 
250 Kbps). If polling is disabled, this maximum delay 
is 175 ws. There should also be enough timeout 
margin to accommodate a shift of the software to a 
higher speed system. A timeout value that results in 
satisfactory operation on a 16 MHz CPU might fail 
when the software is moved to a system with a 
25 MHz CPU. A recommended solution is to derive 
the timeout counter from a system hardware counter 
that is fixed in frequency from CPU clock to CPU 
clock. 
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INITIALIZE TIMEOUT 
COUNTER 
READ MSR 


READ BYTE FROM FIFO 


RETURN 
' INCREMENT COUNTER 


COUNTER EXPIRED? 


YES 
TIMEOUT ERROR 
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Figure 9-2. Get__Byte Routine 


For reading result bytes from the 82078, a similar 
routine is used. Figure 9-2 illustrates the flowchart 
for the routine “Get__byte”. The MSR is polled until 
RQM is 1 and DIO is 1, which indicates a ready 
status and outward FIFO direction. At this point, the 
host can read a byte from the FIFO. As in the 
Send__byte routine, a timeout counter should be in- 
corporated in case of a disk controller lock-up condi- 
tion. For example, if a disk was not inserted into the 
disk drive at the time of a read operation, the con- 
troller would fail to receive the index pulse and lock- 
up since the index pulses are required for termina- 
tion of the execution phase. 


9.2 Initialization 


Initializing the 82078 involves setting up the appro- 
priate configuration after a reset. Parameters set by 
the SPECIFY command are undefined after a sys- 
tem reset and will need to be reinitialized. CONFIG- 
URE command parameters default to a known state 
after a system reset but will need to be reinitialized if 
the system requirements are different from the de- 
fault settings. This can be accomplished in two 
ways, either issue the individual commands, or issue 
the Restore command (assuming the Save com- 
mand was issued). The Restore command is a suc- 
cinct way to initialize the 82078, this is the preferable 
method if the system power management powers 
the 82078 on and off frequently. The flowchart for 
the recommended initialization sequence of the 
82078 is shown in Figure 9-3. 


2-509 


82078 64 PIN 


H/W RESET 


DEASSERT S/W 
RESET BIT IN DOR 


ISSUE CONFIGURE 
IF 48MHz EXT. OSC. 
IS USED ASCLK.  — 


PROGRAM DATA RATE 
. VIA CCR OR OSR 


WAIT FOR INTERRUPT 


RESTORE COMMAND* 


ISSUE SENSE INTERRUPT 
STATUS COMMAND 


ISSUE SPECIFY 
ISSUE PERPENDICULAR 
(FOR 4MB DRIVES) 


DRIVE SPECIFICATION 


LOOP 4 TIMES 


82078 READY TO 


ACCEPT COMMANDS 


/ 290475-8 
*Sense Interrupt Status may be required if Restore CMD is not issued within 250 ys of trailing edge of H/W reset 
_(@1 Mbps). : 


Figure 9-3. Initialization Flowchart 


Following a reset of the 82078, the Configuration 
Control Register (CCR) should be reinitialized for the 
appropriate data rate. An external reset via the 
RESET pin will cause the data rate and write pre- 
compensation values to default to 250 Kbps (10b) 
and 125 ns (000b) respectively. Since the 125 ns 
write precompensation value is optimal for the 5 14,” 
and 3 1%” disk drive environment, most applications 
will not require the value to be changed in the initiali- 
zation sequence. As a note, a software reset issued 
via the DOR or DSR will not affect the data rate or 
write precompensation values. But it is recommend- 
ed as a safe programming practice to always pro- 
gram the data rate after a reset, regardless of the 


type. 


Since polling is enabled after a reset of the 82078, 
four SENSE INTERRUPT STATUS commands need 
to be issued afterwards to clear the status flags for 
each drive. The flowchart in Figure 9-3 illustrates 
how the software clears each of the four interrupt 
status flags internally queued by the 82078. It should 
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be noted that although four SENSE INTERRUPT 
STATUS commands are issued, the INT pin is only 
active until the first SENSE INTERRUPT STATUS 
command is executed. ee 


“As a note, if the CONFIGURE command is issued 


within 250 ys of the trailing edge of reset 
(@1 Mbps), the polling mode of the 82078 can be 
disabled before the polling initiated interrupt occurs. 


' Since polling stops when the 82078 enters the com- 


mand phase, it is only time critical up to the first byte 
of the CONFIGURE command. If disabled in time, 
the system software no longer needs to issue the 
four SENSE INTERRUPT STATUS commands to 
clear the internal interrupt flags normally caused by 
polling. 


The CONFIGURE command should also be issued if 
the system requirements are different from the de- 
fault settings. For example, the CONFIGURE com- 
mand can be used to enable the FIFO, set the 
threshold, and enable Implied Seeks. 


intel. 


The non-DMA mode flag, step rate (SRT), head load 
(HLT), and head unload times (HUT) programmed by 
the SPECIFY command do not default to a known 
state after a reset. This behavior is consistent with 
the 8272A and has been preserved here for compat- 
ibility. Thus, it is necessary to always issue a 
SPECIFY command in the initialization routine. 


9.3 Recalibrates and Seeks 


Commands that position the disk head are different 
from the typical READ/WRITE/FORMAT command 
in the sense that there is no result phase. Once a 
RECALIBRATE, SEEK, or RELATIVE SEEK com- 
mand has been issued, the 82078 will return a ready 
status in the Main Status Register (MSR) and per- 
form the head positioning operation as a back- 
ground task. When the seek is complete, the 82078 
will assert the INT signal to request service. A 
SENSE INTERRUPT STATUS command should 
then be asserted to clear the interrupt and read the 
status of the operation. Since the drive and motor 
enable signals are directly controlled through the 
Digital Output Register (DOR) on the 82078, a write 
to the DOR will need to precede the RECALIBRATE 
or SEEK command if the drive and motor is not al- 
ready enabled. Figure 9-4 shows the flow chart for 
this operation. 


ENABLE DRIVE & MOTOR 
VIA DOR 
ISSUE RECALIBRATE OR 
SEEK COMMAND 


WAIT FOR INTERRUPT 


ISSUE SENSE INTERRUPT 
STATUS COMMAND 


READ STO & PCN 


SEEK FAILURE 


YES 


SEEK COMPLETE 
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Figure 9-4. Recalibrate and Seek Operations 
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9.4 Read/Write Data Operations 


A read or write data operation requires several steps 
to complete successfully. The motor needs to be 
turned on, the head positioned to the correct cylin- 
der, the DMA controller initialized, the read or write 
command initiated, and an error recovery scheme 
implemented. The flowchart in Figure 9-5 highlights 
a recommended algorithm for performing a read or 
write data operation. | | 


Before data can be transferred to or from the disk- 
ette, the disk drive motor must be brought up to 
speed. For most 31%” disk drives, the spin-up time is 
300 ms, while the 514,” drive usually requires about 
500 ms due to the increased moment of inertia asso- 
ciated with the larger diameter diskette. 


One technique for minimizing the motor spin-up de- 
lay in the read data case is to begin the read opera- 
tion immediately after the motor is turned on. When 
the motor is not initially up to speed, the internal 
data separator will fail to lock onto the incoming data 
stream and report a failure in the status registers. 
The read operation is then repeated until successful 
status is obtained. There is no risk of a data integrity 
problem since the data field is CRC validated. But, it 
is not recommended to use this technique for the 
write data operation even though it requires suc- 
cessful reading of the ID field before the write takes 
place. The data separator performance of the 82078 
is such that locking to the data stream could take 
place while the motor speed variation is still signifi- 
cant. This could result in errors when an attempt is 
made to read the disk media by other disk control- 
lers that have a narrower incoming data stream fre- 
quency bandwidth. 


After the motor has been turned on, the matching 
data rate for the media inserted into the disk drive 
should then be programmed to the 82078 via the 
Configuration Control Register (CCR). The 82078 is 
designed to allow a different data rate to be pro- 
grammed arbitrarily without disrupting the integrity of 
the device. In some applications, it is required to au- 
tomatically determine the recorded data rate of the 
inserted media. One technique for doing this is to 
perform a READ ID operation at each available data 
rate until a successful status is returned in the result 
phase. 
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ENABLE DRIVE & MOTOR 
VIA DOR 
PROGRAM DATA RATE 
VIA CCR 


RECALIBRATE 


MOTOR ON - 


TIME > 500 msec 


INITIALIZE DMA 
CONTROLLER 


ISSUE READ OR WRITE 
COMMAND 


INITIALIZE TIMEOUT 
COUNTER 


COUNTER 
TGEOur: , FDC TIMEOUT ERROR 


FDC INTERRUPT READ/WRITE 
DETECTED? TRIES > 3 


YES | 
READ RESULT BYTES | RECALIBRATE 


STATUS PASS? <> 
Y 


YES ES 
READ/WRITE OPERATION 
OPERATION COMPLETE FAILED 


Figure 9-5. Read/Write Operation 
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lf implied seeks are not enabled, the disk drive head 
must be positioned over the correct cylinder by exe- 
cuting a SEEK command. After the seek is com- 
plete, a head settling time needs to be asserted be- 
fore the read or write operation begins. For most 
drives, this delay should be a minimum of 15 ms. 
When using implied seeks, the minimum head set- 
tling time can be enforced by the head load time 
(HLT) parameter designated in the SPECIFY com- 
mand. For example, a HLT value of 8 will yield an 
effective head settling time of 16 ms for a pro- 
grammed data rate of 500 Kbps. Of course if the 
head is already positioned over the correct cylinder, 
the head settling time does not need to be enforced. 


The DMA controller is then initialized for the data 
transfer and the read or write command is executed. 
Typically the DMA controller will assert Terminal 
Count (TC) when the data transfer is complete. The 
82078 will then complete the current data transfer 
and assert the INT signal signifying it has entered 
the result phase. The result phase can also be en- 
tered by the 82078 if an error is encountered or the 
last sector number equals the End of Track (EOT) 
parameter. 


Based on the algorithm in Figure 9-5, if an error is 
encountered after reading the result bytes, two more 
retries are performed by reinitializing the DMA con- 
troller and re-issuing the read or write data com- 
mand. A persisting failure could indicate the seek 
operation did not achieve proper alignment between 
the head and the track. The disk head should then 
be recalibrated and the seek repeated for a maxi- 
mum of two more tries. Unsuccessful operation after 
this point should be reported as a disk failure to the 
operating system. - 
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9.5 Formatting 


The disk formatting procedure involves positioning 
the head on each track and creating a fixed format 
field used for organizing the data fields. The flow- 
chart in Figure 9-6 highlights the typical format pro- 
cedure. 


After the motor has been turned on and the correct 
data rate programmed, the disk head is recalibrated 
to track 0. The disk is then allowed to come up to 
speed via a 500 ms delay. It is important the disk 
speed has stabilized before the actual formatting to 
avoid any data rate frequency variations. Since the 
format fields contain critical information used by the 
data separator of the disk controller for synchroniza- 
tion purposes, frequency stability of the data stream 
is imperative for media interchangeability among dif- 
ferent systems. 


The ID field data created on the disk during the for- 
mat process is provided by the DMA controller dur- 
ing the execution phase. The DMA controller is ini- 
tialized to send the C, H, R and N values for each 
sector ID field. For example, to format cylinder 7, on 
head 1, with 9 sectors, and a sector size of 2 (512 
bytes), the DMA controller should be programmed to 
transfer 36 bytes (9 sectors x 4 bytes per sector) 
with the following data field: 7,1,1,2, 7,1,2,2, 7,1,3,2, 
.. 7,1,9,2. Since the values provided to the 82078 
during the execution phase of the format command 
are directly recorded as the ID fields on the disk, the 
data contents can be arbitrary. Some forms of copy 
protection have been implemented by taking advan- 
tage of this capability. 
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VIA DOR 
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RECALIBRATE 
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INITIALIZE TIMEOUT 
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COUNTER 
TIMEOUT? 


FDC INTERRUPT 
DETECTED? 
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Figure 9-6. Formatting 


After each head for a cylinder has been formatted, a 
seek operation to the next cylinder is performed and 
the format process is repeated. Since the FORMAT 
TRACK command does not have implied seek capa- 
bility, the SEEK command must be used. Also, as 
discussed in Section 9.2, the head settling time 
needs to be adhered to after each seek operation. 


9.6 Save and Restore 


The Save and Restore commands were developed 
for portable systems that use zero-volt powerdown 
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to conserve power. These systems turn off the Voc 
to most of the system and retain the system status 
in a specific location. In older floppy controller de- 
signs, in order for system designers to retrieve the 
floppy controller status, a lot of separate commands | 
and register reads were required. The Save com- 
mand stores the key status information in a single 
command, the Restore command restores this infor- 
mation with a single command. These commands 
can be integrated into the SMM module that is re- 
sponsible for zero-volt powerdown. 


a 
intel. 
The sequence of initializing the 82078 after a reset 


occurred and assuming a Save command was is- 
sued follows: 


e Issue the Drive Spec command (if the design uti- 
lizes this command) 


e issue the Restore command 


The Restore command programs the data rate and 
precompensation value via the DSR. It then restores 
the values normally programmed through the Con- 
figure, Specify, and Perpendicular commands. It also 
enables the previously selected values for the AUTO 
Powerdown command. The command then restores 
the PCN values to its previous values. The user is 
responsible for issuing the seek and recalibrate 
commands to restore the head to the proper loca- 
tion. There are some drives that do not recalibrate in 
which case the Restore command will restore the 
previous state completely. The PDOSC bit is retriev- 
able using the Save command, however it is up to 
the system designer to set it correctly. The software 
must allow at least 20 us to execute the Restore 
command. When using the BOOTSEL bits in the 
TDR, the user must restore or reinitialize these bits 
to their proper values. 


9.7 Verifies 


In some applications, the sector data needs to be 
verified immediately after each write operation. One 
verify technique reinitializes the DMA controller to 
perform a read transfer or verify transfer (DACK# is 
asserted but not RD#) immediately after each write 
operation. Issue a read command to the disk con- 
troller and the resulting status indicates if the CRC 
validated the previously written data. This technique 
has the drawback of requiring additional software in- 
tervention by having to reprogram the DMA control- 
ler between each sector write operation. The 82078 
supports this verify technique but also provides a 
VERIFY command that does not require the use of 
the DMA controller. 


To verify a write data transfer or format track opera- 
tion using the VERIFY command, the software sim- 
ply issues the command with the same format as a 
READ DATA command but without the support of 
the DMA controller. The 82078 will then perform a 
disk read operation without a host data transfer. The 
CRC will be calculated for each sector read and 
compared against the value stored on the disk. 
When the VERIFY command is complete, the status 
register reports detected CRC errors. 
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9.8 Powerdown State and Recovery 


The two power management modes coupled with 
the internal oscillator power management forms an 
important consideration for programming the 82078. 
The recovery of 82078 and the time it takes to 
achieve complete recovery depends on how 82078 
is powered down and how it is awakened. The fol- 
lowing sections describe all the programming con- 
cerns and subtleties involved in using power man- 
agement features of the 82078. 


9.8.1 OSCILLATOR POWER MANAGEMENT 


Section 4.1 covers the power management scheme 
involved in powering down of both an internal and an 
external oscillator. Both types of oscillators face 
drop out effects and require recovery times on the 
order of tens of milliseconds (this may be objection- 
able to some application software). This means that 
if the oscillator is powered down then it is imperative 
for the software to assure enough time for the oscil- 
lator to recover to a stable state. Oscillator power 
management must be controlled by the system soft- 
ware especially to maintain software transparency. 
In cases where the system goes into a standby 
mode (by user request or system time-out), the pow- 
er management software can turn off the oscillator 
to conserve power. This can also be controlled in 
hardware using the Powerdown (PD) pin. Complete 
recovery from an oscillator powerdown state re- 
quires the software to turn on the oscillator suffi- 
ciently ahead of awakening the 82078. 


9.8.2 PART POWER MANAGEMENT 


The part powerdown and wake up modes are cov- 
ered in Section 4.2 in detail. This section is meant to 
address the programming concerns for the part (ex- 
cluding the oscillator) during these modes. 


9.8.2.1 Powerdown Modes 


For both types of powerdown modes—DSR power- 
down and auto powerdown, if reset is used to exit 
the part from powerdown then the internal microcon- 
troller will go through a standard sequence: register 
initialization followed after some delay by an inter- 
rupt. 
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Software transparency in auto powerdown mode is 
preserved by MSR retaining the value of 80H which 
indicates that the part is ready to receive a com- 
mand. This feature allows the part to powerdown 
while maintaining its responsiveness to any applica- 
tion software. 


The PD and IDLE status bits can be monitored via 
the Status Register B (SRB, enhanced AT/EISA 
mode) and in the Digital Input Register (DIR, PS/2 
and Model 30). Since the IDLE pin stays high when 
the 82078 is in idle state, the IDLEMSK bit can be 
used to set the pin low again (as part of a power 
management routine). 


9.8.2.2 Wake Up Modes 


Wake up from DSR powerdown results in the part 
_ being internally reset and all present status being 
lost. During DSR powerdown the RQM bit in the 
MSR is set. A software or hardware reset will wake 
up the part. 


The case for wake up from auto powerdown is differ- 
ent. The BIOS and application software are very 
sensitive to delays involved in writing the first com- 
mand bytes to the 82078. Most programs have short 
error time-outs in these cases. Such programs would 
not tolerate any floppy disk controller that was un- 
able to receive the first byte of a command at any 
time. The following describes how 82078 uniquely 
sustains its software transparency during wake up 
sequences. 


Prior to writing a command to 82078, it is first neces- 
sary to read the MSR to ensure that the 82078 is 
ready (RQM bit must be set) to receive the com- 
mand. When the part detects a MSR read, it as- 
sumes that another command will follow and begins 
the wake up process. While the part is waking up it 


does not change the state of the MSR (MSR = | 


80H) and is able to receive the command in the 
FIFO. At this point one of the two following scenar- 
ios can occur. 
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No other command is sent subsequent to the MSR 
read. The part wakes up and initializes the minimum 


power up timer. Upon the expiration of this timer the 
part is once again put in powerdown state. 


Another command follows the MSR read. If the com- 
mand is sent during the part’s recovery from power- 
down, the part remembers the command, clears the 
RQM bit (to prevent further bytes being written) and 
acts on the command once it is fully awake. © 


If the MSR was not checked prior to writing of a 
command, the part will proceed-as stated above with 
the RQM bit cleared and the command byte held 
until the internal microcontroller is ready. Writing the 
motor enable bits in DOR active will initiate the wake 


-up sequence with RQM set high, ready to receive 


any command. 


As it is clear from the above discussion, the immedi- 
ate access to the floppy disk controller for the first 
command byte is vital to software transparency. The 
recovery of the part from powerdown may involve a 
delay after the first command byte has been issued. 
However, all programs have tolerance for the delay 
after the first command byte is issued. In a powered 
up chip, it is possible for the microcontroller to be in 
its ‘‘polling loop’. As a result the tolerance for this 
delay provides an excellent window for recovery of 
the part. 


10.0 DESIGN APPLICATIONS 


10.1 Operating the 82078SL in a 3.3V 
Design 


The design for 3.3V is the same as for 5.0V with two 
exceptions: The SEL3V# pin must be held low to 
select 3.3V operation, and the VCCF pin can be ei- 
ther 3.3V or 5.0V (VCCF can only be 5.0V when 
SELS8V # is high). The VCCF pin allows the controller 
to be operated in mixed (3.3V/5.0V) mode. For ex- 
ample, if the system operates at 3.3V and the floppy 
disk drive operates at 5.0V, the 82078 can be con- 
figured to operate at 3.3V with 5.0V available to the 
drive interface. See Figure 10-1 for a schematic. 
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10.2 Selectable Boot Drive 


Generally a standard personal computer is config- 


ured with a 1.2 Mb 5.25” disk drive and a 1.44 or 


2.88 Mb 3.5” disk drive. Usually the drive connects 


as “A:” and is the boot drive. At times the user may. 


want to configure “B:”’ as the boot drive. Currently 


some BIOS’ use a special implementation in soft- . 


ware to accomplish this. The 82078 now offers this 
capability more efficiently by configuring the boot 
drives. 


The 82078 allows for virtual drive designations. This 
is a result of allowing multiplexing the boot drive se- 
lect and motor enable lines. This is shown in the 
Figure 10-2. | 


intel. 


The DRIVE SEL1 and the DRIVE SEL2 bits in the 


-DOR register decode internally to generate the sig- 


nals DSn. The MEn signals generate directly from 
the DOR register. The DSn and MEn signals get 
mapped to actual FDSn and FDMEn pins based on 


_ the BOOTSELn bits (selected in the TDR register). 
_ The exact mapping of BOOTSEL vs. the FDSn and 


FDMEn pins is shown in the following table. 


BOOTSEL BOOTSELO 


MOT | MOT | MOT | MOT 
ENS | EN2 | EN1 | ENO 


DRV, DRV 
SEL1) SEL2 


FDSO 
FDS1 


FDMEO 
FDME1 
FDME2 


FDSO, MEO 
FDS1, ME1 
FDS2, ME2 


FDS1, MEO 
FDSO, ME1 
FDS2, ME2 - 


FDS2, MEO 
FDS1, ME1 
FDSO, ME2 


FDS2. 


mamooomoa 


FDS3 


BOOTSELO ue BOOTSEL1 


Ge 


ee 


FOME2 


[oor ee 


FDME3 
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Figure 10-2. Virtual Drive Configuration 
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The BOOTSELn bits allow users to multiplex the out- 
put drive signals allowing different drives to be the 
boot drive. The DSn and MEn bits are considered 
virtual designations since the DSn and MEn signals 
get remapped to different corresponding physical 
FDSn and FDMEn pins. In other words, once the 
BOOTSELn bits are configured for a non-default se- 
lection, all future references made to the controller 
will be assumed as virtual designations. For exam- 
ple, if BOOTSEL1, BOOTSELO = 10 then DOR[1:0] 
= 00 refers to drive 2 and FDS2, FDME2 lines will 
be activated. Also, if TAPESEL[1:0] = 10, then tape 
mode is selected whenever FDSO, FDMEO are se- 
lected. Note, due to the virtual designations TAPE- 
SEL[1:0] = 00 would never enable tape mode due 
to boot drive restrictions. 


10.3 How to Disable the Native Fioppy 
Controller on the Motherboard 


There are occasions when the floppy controller de- 
signed onto the motherboard of a system needs to 
be disabled in order to operate another floppy con- 
troller on the expansion bus. This can be done with- 
out changing the BIOS or remapping the address of 
the floppy controller (provided there is a jumper, or 
another way to disable the chip select on the native 
controller). 


Upon reset, the DOR register in the 82078 is set to 
OOH. If the CS# is left enabled during the POST, the 
DOR is set to OCH, this enables the DMA GATE # bit 
in the DOR. When this bit is set the 82078 treats a 
DACK# and a RD# or WR# as an internal chip 
select (CS #). Bus contention will occur between the 
native controller and the auxiliary controller if the 
DMA GATE# bit becomes active, even if the CS# 
signal is not present. 


82078 64 PIN 


The proper way to disable the native floppy control- 
ler is to disable the CS # before the system is turned 
on. This will prevent the native controller from get- 
ting initialized. Another option is to map the native 
controller to a secondary address space, then dis- 
able the DMA GATE# via the DOR disabling the 
DMA GATE#. This assumes that the native control- 
ler is switchable to a secondary address space. 


10.4 Replacing the 82077SL with a 
82078 in a 5.0V Design 


The 82078 easily replaces the 5.0V 82077SL with 
minimum design changes. With a few exceptions, 
most of the signals are named as they were in the 
82077SL. Some pins were eliminated and other re- 
named to accommodate a reduced pin count and 
smaller package. 


The connections to the AT bus are the same as the 
82077SL with the following exceptions: MFM and 
IDENT have been replaced by IDENT1 and IDENTO. 
The PLLO pin was removed. Configure the tape drive 
mode on the 82078 via the Tape Drive Register 
(TDR). 


The Drive Interface on the 82078 is also similar to 
the 82077SL except as noted: DRVDENO and 
DRVDEN1 on the 82078 take the place of DENSEL, 
DRATEO, and DRATE1 on the 82077SL. The Drive 
Specification Command configures the polarity of 
these pins, thus selecting the density type of the 
drive. The Motor Enable pins (MEO-3) and the Drive 
Select pins (DSO-3) are renamed FDME(0-3) and 
FDS(0-3) respectively on the 82078. 10K pull-up re- 
sistors can be used on the disk interface. See Figure 
10-3 for a schematic of the connection. 
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~ Pin Changes on the 64 Pin Part: 


INVERT # is removed 
4 NC’s (no connects) are removed 


MFM, IDENT pins on the 82077SL have been 
changed to IDENT1 and IDENTO respectively. 


PLLO pin, which allowed for H/W configuration of 
tape drive mode is no longer available. Tape 
mode can be configured via the TDR register. 


DENSEL, DRATE1, DRATEO pins have been 
substituted by DRVDENO, DRVDEN1. The Drive 
Specification command can be used to configure 
these pins for various requirements of drives 
available on the market. 


RDGATE has been added and can be used for 
diagnostics of the PLL. 


82078 64 PIN 


-MEDID1, MEDIDO ‘are new, they return media 


type information to the TDR register. 


DRVID1, DRVIDO return drive type information to 
the TDR register. 

SEL3V# selects between either 3.3V or 5V 
mode. Connecting the pin LOW selects 3.3V 
mode. 

5 VSS pins, 2 VCC pins, 2 VSSP pins, 1 VCCF 
pin, and 1 AVCC and 1 AVSS pin. 


VCCF can be used to interface a 5.0V or a 3.3V 
drive to the 82078 (when SEL3V# is low). 


The Hardware RESET pulse width has changed 
from 170 times the oscillator period to 100 ns 
plus 25 times the oscillator period. 
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11.0 D.C. SPECIFICATIONS 


11.1 Absolute Maximum Ratings 


Storage Temperature —65°C to + 150°C 
Supply Voltage —0.5V to +8.0V 
Voltage on Any Input GND — 2V to 6.5V 
Voltage on Any Output GND —0.5V to Vcc +0.5V 
Power Dissipation 1W 


11.2 D.C. Characteristics T, = 0°C to 70°C, Vsg = AVgs = OV 


64 PIN D.C. CHARACTERISTICS 


Veg = +5V +10%(7) Vec = 3.3V + 0.3V 


: Test — . Test 


Vow {All outputs 
Alloutputs [Vcc — 0.4 loH = —100 pA|Vcc — 0.2 


Test Test 
1 Mbps Data Rate 15.4mA (Notes 1, 2, 5) 
Vit = Vss; Vin = Voc | 
Vit = 0.45V, Vin = 2.4V 


500 Kbps Data Rate 11.8mA (Notes 1, 2) (Notes 1, 2) 
Vit = Vss; Vin = Voc 
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64 PIN D.C. CHARACTERISTICS (Ic¢c) (Continued) 


Veco = +5V + 10%(7) Vec = 3.3V + 0.3V 
Symbol Parameter 7 Test T Test 
yP Conditions yP Conditions — 
he Input Load Current 10 pA Vin = Vec 10 pA Vin = Voc 
(all input pins) —10 pA | Vin = OV —10 pA | Vin = OV 
lOFL Data Bus Output +10 pA | 0.45 < +10 pA | 0.45 < Vout < Voc 
Float Leakage Vout < Vcc +10 pA 


NOTES: 

Only the data bus inputs may float. 

Tested while reading a sync field of 00‘. Outputs not connected to D.C. loads. 

Vit = Vss, Vin = Vcc; Outputs not connected to D.C. loads. 

. Typical value with the oscillator off. 

. loc for 2 Mbps Data Rate: Max 40 mA (TTL), 35 mA (CMOS) at 5.5V, typical 29. 2 mA (TTL) and 24.4 (CMOS). 
. Status outputs are PD, IDLE, and RDGATE. 

. Voc and Voce for the 82078-1 is +5V +5%. 


NOOAR WM = 


64 PIN MIXED MODE D.C. CHARACTERISTICS 


Veco = 3.3V £0.3V, Vecr = +5V + 10%(7) 


Parameter 
asa Min(V) Max(V) Test Conditions 


Input Low Voltage iattion Votege Mt pins except X1) —0.3 

(floppy drive interface pins) = 0.5 

Input High Voltage (system interface pins except X1) 2.0 vas + 0.3 

(floppy drive interface pins) 2.0 — + 0.5 
VoL System Interface 
lo. = 24mA 


re aa re 


FDD Interface outputs 
Status Pins: IDLE, PD, RDGATE 


oie 
a 
poeaneses 
Vou _ |All system outputs | 
ho 
eo = 08 


lon = —4.0mA 
lon = —100 pA 
lon = —100 pA 


All FDD interface outputs 


All system outputs 
All FDD interface outputs 


Voc — 0.2 
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CAPACITANCE 


Input Capacitance _ F = 1 MHz, Ta = 25°C 
Clock Input Capacitance Sampled, not 100% Tested 
NOTE: 


All pins except pins under test are tied to AC ground. 


LOAD CIRCUIT | A.C. TESTING INPUT, OUTPUT WAVEFORM 


2.0 2.0 


> TEST POINTS < 


0.8 0.8 


290475-16 © 


vss 290475-15 
Cioad = 50 for all logic outputs, 
100 pF for the data bus. 


or a MOS level square wave. All internal timings are 
referenced to this clock or a scaled count which is 
data rate dependent. 7 


11.3 Oscillator | The 24 MHz clock can be supplied either by a crystal 


Ci 


The crystal oscillator must be allowed to run for 


— ely 10 ms after Vocg has reached 4.5V or exiting the 
POWERDOWN mode to guarantee that it is stable. 
Frequency: 24 MHz +0.1% 
Mode: | Parallel Resonant 
290475-17 | Fundamental Mode 


Series Resistance: Less than 400 
Shunt Capacitance: Less than 5 pF 


48 MHz or 24 MHz 


Oscillator x1 


82078SL 


X2 


290475-18 


2-524 oe 


intel > 82078 64 PIN 


12.0 A.C. SPECIFICATIONS 
Ta = 0°C to 70°C, Vog = +5V +10%(17), +3.3V +0.3V, Vgg = AVgg = OV 


| Symbot | Parameter | Min’ =| Max] Unit 
| tt | ClockRiseTime | | tts 

Clock Fall Time ee 10 
2 
‘ 
ta 41.66 
|__Internal Clock Period | 


[Address SeupioAb* —=«dtSCtCi 
[AD# Pulse Wish ————SSC*dSCCt 
adress Hold omRD# it 
[ata Vaidtrom ape) 
: co aoe 

anna 

ares 


” 


tit 
t12 
| t5 + 125 
| DataHoldfromRD# | 
HOST WRITE CYCLES 
| WR# PulseWidth | 80 
| AddressHoldfromWR# | 
| Commandinacive | 6 
a ae 
fe ed 


t7 
t8 
t9 
t1 
t 


0 
13 
14 


. 


t 
DMA CYCLES 

| DRQCyclePeriod) | 

| DACK#toDRQInactve | | 
t23a 


t15 
t16 
t17 
t18 
t19 
t20 

21 


tS + 125 


ws 
t2 


a 
© 
>) 


50 
RESET 


t30 “Hardware” Reset Width(5) 1.13 — 
31. 


= 
7) 


t 
t 
t2 
t2 
t2 
t2 


22 
3 
24 
5 
6 
7 
8 
29 


| 
o 
ro) 

a 


t30a “Software” Reset Width(5) (Note 11) 
Reset to Control Inactive es uel 2 


'¢ 
o 


t 
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A.C. SPECIFICATIONS 
ee 0°C to 70°C, Voc = +5V a +3. 3V +0. 3V, Vss = AVss = OV (Continued) 


WRITE DATA TIMING 
DRIVE CONTROL 


a 
a 
as stepa yaoi 
a 
ce a 


READ DATATIMING ~ . 
wo | ResddaaPusewan [oe 
es 
a a Sie 
ae 


t44 Data Rate Period = 1/f44 
tLOCK Lockup Time 


NOTES: 
1. This timing is for FIFO threshold = 1. When FIFO threshold is N bytes, the value should be multiplied by N and subtract 
1.5 ys. The value shown is for 1 Mbps, scales linearly with data rate. 
2. This value can range from 0.5 ms to 8.0 ms and is dependent upon data rate and the Specify command value. 
3. Many timings are a function of the selected data rate. The nominal values for the internal clock period (t5) for the various 
data rates are: 
2 Mbps ' 1.5x oscillator period = 62.5 ns 
1 Mbps 3x oscillator period = 125 ns 
500 Kbps 6x oscillator period = 250 ns 
300 Kbps 10x oscillator period = 420 ns 
250 Kbps 12x oscillator period = 500 ns 
4. If DACK# transitions before RD#, then this specification is ignored. If there is no transition on DACK#, then this be- 
comes the DRQ inactive delay. 
5. Reset requires a stable oscillator to meet the minimum active period. 
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6. Based on the internal clock period (t5). For various data rates, the Write Data Width minimum values are: 
2 Mbps 2.5x oscillator period —50 ns = 75 ns 
1 Mbps 5x oscillator period —50 ns = 150 ns 
500 Kbps 10x oscillator period —50 ns = 360 ns 
300 Kbps 16x oscillator period —50 ns = 615 ns 
250 Kbps 19x oscillator period —50 ns = 740 ns és 
7. Test points for clock high time are 3.5V. Due to transitional times, clock high time max and clock low time max cannot be 
met simultaneously. Clock high time min and clock low time max can not be met simultaneously. 
8. Based on internal clock period (t5). 
9. Jitter tolerance is defined as: : 
(Maximum bit shift from nominal position + 1% period of nominal data rate) x 100% is a measure of the allowable bit 
jitter that may be present and still be correctly detected. The data separator jitter tolerance is measured under dynamic 
conditions that jitters the bit stream according to a reverse precompensation algorithm. 
10. TC width is defined as the time that both TC and DACK# are active. Note that TC and DACK# must overlap at least | 
50 ns. 
11. The minimum reset active period for a software reset is dependent on the data rate, after the 82078 has been properly - 
reset using the t380 spec. The minimum software reset period then becomes: 
2 Mbps 15x t4 = 62.5 ns 
1 Mbps 3x t4 = 125 ns 
500 Kbps 6x t4 = 250 ns 
300 Kbps 10x t4 = 420 ns 
250 Kbps 12 x t4 = 500 ns 
12. Status Register’s status bits which are not latched may be updated during a Host read operation. 
13. The minimum MFM values for WE to HDSEL change (t41) for the various data rates are: 
2 Mbps 0.5 ms + [4x GPL] 
1 Mbps 0.5 ms + [8 x GPL] 
500 Kbps 1.0 ms + [16 x GPL] 
300 Kbps 1.6 ms + [26.66 x GPL] 
250 Kbps 2.0 ms + [32 x GPL] 
GPL is the size of gap 3 defined in the sixth byte of a Write Command. 
14. This timing is a function of the selected data rate as follows: 
2 Mbps 0.5 ys Min 
1 Mbps 1.0 ps Min 
500 Kbps 2.0 ys Min 
300 Kbps) = 3.3 pws Min 
250 Kbps) 4.0 us Min 
15. This timing is a function of the internal clock period (t5) and is given as (24) t5. The values of t5 are shown in Note 3. 
16. The timings t13 and t21 are specified for INT signal in the polling mode only. These timings in case of the result phase 
of the read and write commands are microcode dependent. 


Part Specification 2 Mbps Data Rate 
82078SL ae 


| 


82078-1 
17. For 82078-1 only, Voc and Vccr requirements are +5V +5%. 
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Clock Timings 


290475-19 


Host Read Cycles 


290475-20 — 


Host Write Cycles 


AO, CS#, 
t15 t16 a 


t18 


290475-21 
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DMA Cycles 


RD#, WR# 
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Terminal Count 


290475-23 


DRQ, INT, 
WE# 


290475-24 
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Write Data Timing | 
WE# / | \ 
WROATA# 
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Drive Control 


INDEX# 


HDSEL# 


NOTE: 290475-26 
For overlapped seeks, only one step pulse per drive selection is issued. Non-overlapped seeks will issue all programmed 
step pulses. 


Internal PLL 
t44 — 


RDDATA# 
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12.1 Package Outline for the 64 QFP Part 


The 82078 addresses the current need of the smaller and thinner packages, for the current market. The size of 
the part is becoming increasingly important in the portable computer market. The QFP part considerably 
reduces the real estate consumed. The package outline, with the appropriate dimensions is given below: 


64-Lead Quad Flatpack Package 


Y, 


290475-28 


ae 
eX ee 7 
eee oe ONO ONO 
ss 010 
| bead Thickness | |B 
| Terminl =| 5 tO 
ee ee | £0.10 

— 

re ae 

ee 

ae ee 


Overall Height 
Stand Off 
Lead Width 


pereren a 


Lead Count 


13.0 REVISION HISTORY FOR THE 82078 64 PIN 


The following list represents the key differences between version 002 and version 003 of the 82078 64 pin 
data sheet. 


Section 5.2.3 Redundant information removed. 

Section 5.2.4 Redundant information removed. 

Section 8.0 Description of IDENTO and IDENT1 changed to clarify their function. 
Section 11.2 New Vol specification added for status pins. 

Table 6-2 Data in table reordered to be consistent. 

AC Specifications Voc has changed for 82078-1 only. 
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INTRODUCTION 


The evolution of the floppy has been marked in little 
over a decade by a significant increase in capacity ac- 


companied by a noticeable decrease in the form factor 


from the early 8 inch floppy disks to the present day 3.5 
inch floppy disks. This decade will also be remarkable 
as OEMs adopt “Super” dense floppies. 


The most commonly seen floppies today are invariably 
one of the form factors — the 5.25” or the 3.5”. Each 
form factor has several associated capacity ranges. The 
5.25” floppies available are: 180 KB (single density), 
360 KB (double density) and 1.2 MB (high density). 
The 3.5” floppies available are: 720 KB (double densi- 
ty) and 1.44 MB (high density). The emerging super 
dense floppies will evolve on the installed base of 3.5” 
floppies. The latest member of this set is the 2.88 MB 
(extra density) floppy, pioneered by Toshiba. The cor- 
nerstone of market acceptance of newer drives is com- 
patibility to the older family. The 2.88 MB (formatted) 
floppy drive allows the user to format, read from and 
write to the lower density diskettes. 


As programs and data files get bigger, the demand for 
higher capacity floppies becomes obvious. There are 
several 3.5” higher density drives available from vari- 
ous vendors with capacities well into the 20 MB range. 
NEC has introduced a 13 MB drive and companies 
such as Insite have introduced 20 MB drives. Both 
drives require servo-mechanisms to accurately position 
the head over the right track. NEC’s drive has the stan- 
dard floppy drive interface whereas Insite’s interface is 
SCSI based. The market for these floppy drives will 
remain a niche unless they receive more OEM support. 


Initiated by Toshiba’s research and innovation of the 


higher density 4 MB floppy disk media, the market is 
headed towards the super dense floppy drive. After 
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IBM’s endorsement of the 4 MB (unformatted) floppy 
disk drives on their PS/2 model 57 and PS/2 model 90, 
several OEMs have shown a growing interest in “su- 
per” dense floppy disk drives. The latest DOS 5.0 sup- 
ports the new 4 MB floppy media and BIOS vendors 


like Pheonix, AMI, Award, Quadtel, System Soft, and 
Microid all support the newer 4 MB floppy media. 


PURPOSE 


An important consideration to implement the 4 MB 
floppy drive is the floppy disk controller. Intel’s highly 
integrated floppy disk controller, 82077AA/SL, has led 
the market in supporting the 4 MB floppy drive. Two 
ingredients are necessary to fully support these drives: 
1 Mbps transfer rate and the perpendicular recording 


fmode. This paper deals with a discussion of what the 
_ perpendicular mode is and how can a 4 MB floppy disk 


drive be implemented in a system using the 


82077AA/SL. 


PERPENDICULAR RECORDING MODE 


Toshiba has taken the 2 MB floppy and doubled the 
storage capacity by doubling the number of bits per 
track. Toshiba achieved this by an innovative magnetic 
recording mode, called the vertical or the perpendicular 
recording mode. This mode utilizes magnetization per- 
pendicular to the recording medium plane. This is in 
contrast to the current mode of longitudinal recording 
which uses the magnetization parallel to the recording 
plane. By making the bits stand vertical as opposed to 
on their side, recording density is effectively doubled, 
Figure 1. The new perpendicular mode of recording not | 
only produces sharp magnetization transitions neces- 
sary at higher recording densities, but is also more sta- 

ble. | ; 
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The 4 MB disks utilize barium ferrite coated substrates 
to achieve perpendicular mode of magnetization. Cur- 
rent disks use cobalt iron oxide (Co-g-Fe,03) coating 
for longitudinal recording. The barium ferrite ensures 
good head to medium contact, stable output and dura- 
bility in terms of long use. High coercivity is required 
to attain high recording density for a longitudinal re- 
cording medium (coercivity specification of a disk re- 
fers to the magnetic field strength required to make an 
accurate record on the disk). A conventional head 
could not be used in this case; however, the barium 
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ferrite disk has low coercivity and the conventional fer- 
rite head can be used. The new combination heads in- 
clude a pre-erase mechanism, i.e., the ferrite ring heads 
containing erase elements followed by the read/write 
head. These erase elements have deep overwrite pene- 
tration and ensure complete erasure for writing new 
data. The distance between the erase elements and the 
read/write head is about 200mm. This distance is im- 
portant from the floppy disk controller point of view 
and will be discussed in later sections. 


PERPENDICULAR RECORDING 


MAGNETIZATION 


MAGNETIC LAYER 


LONGITUDINAL RECORDING 


———— SUBSTRATE 


292093-2 


Figure 1. Perpendicular vs Longitudinal Recording 
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PERPENDICULAR DRIVE FORMAT 
AND SPECIFICATION 


Figures 2a and 2b show the IBM drive format for both 
double density and perpendicular modes of recording. 
_ The main difference in recording format is the length of 
Gap2 between the ID field and the Data field. The 
main reason for the increased Gap2 length is the pre- 
erase head preceding the read/write head on the newer 
4 MB floppy drives. The size of the data field is main- 
tained at 512 KBytes standard. The increase in the ca- 
pacity is implemented by increasing the number of sec- 
tors from 18 to 36. Table 1 shows the specifications of 
the various capacity 3.5” drives. 
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PERPENDICULAR MODE COMMAND 


The current 82077AA/SL parts contain the ‘“en- 
hanced” perpendicular mode command as shown in 
Figure 3. This is a two byte command with the first 
byte being the command code (0x12H). The 2nd byte - 
contains the parameters required to enable perpendicu- 
lar mode recording. The former command (in the older 
82077 parts) included only the WGATE and GAP bits. 
This command is compatible to the older mode where 
only the two LSBs are written. The enhanced mode 
allows system designers to designate specific drives as 
perpendicular recording drives. The second byte will be 
referenced as the PR[0:7] byte for ease of discussion. 
The following discusses the use of the enhanced perpen- 
dicular recording mode. 
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Figure 2a. Conventional IBM 1 MB and 2 MB Format (MFM) 
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Figure 2b. Perpendicular 4 MB Format (MFM) 
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Figure 3. Perpendicular Mode Command 
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3.5" 3.5" 3.5" 
1.44 MB 2.88 MB 


Table 1. Specifications of FDDs 


Various Parameters Used 5.25” 
in the Different Kinds of FDDs. 360 KB 


Number of Cylinders | 40 | 80 | | B80 | 
Ce | r 

300 
| 9870 | 34868 
4% 
27 
84 


Sectors/Track 3 


1.44 MB 2.88MB 


5876 9870 17432 34868 


48 
Data Transfer Rate (Mbps) XT 0.25 
AT 0.30 

42 


[#2 | a 
[20 [0 


512 KB 
ED/DS 


The following describes the various functions of the 
programmed bits in the PR: : 


OW If this bit is not set high, all PR[2:5] are 
ignored. In other words, if OW = 0, only 
GAP and WGATE are considered. In order 
to select a drive as perpendicular, it is neces- 
sary to set OW = 1 and select the Dn bit. 


Dn This refers to the drive specification bits and 
corresponds to PR[2:5]. These bits are con- 
sidered only ifOW = 1. During the READ/ 
WRITE/FORMAT command, the drive se- 
lected in these commands is compared to 
Dn. If the bits match then perpendicular 
mode will be enabled for that drive. For ex- 
ample, if DO is set then drive 0 will be con- 
figured for perpendicular mode. 


GAP This alters the Gap2 length as required by 
the perpendicular mode format. 


WGATE Write gate alters timing of WE to allow for 
pre-erase loads in perpendicular drives. 


The VCOEN timing and the length of the Gap2 field 
(explained above) can be altered to accommodate the 


unique requirements of the 4 MB floppy drives by GAP 
and WGATE bits of the PR. Table 2 describes the ef- 
fects of the GAP and WGATE bits for the perpendicu- 
lar command. 


82077AA/SL’s PERPENDICULAR 
MODE SUPPORT 


The 82077AA and 82077SL both support 4 MB record- 
ing mode. The 82077SL has power management fea- 
tures included as well. Both AA and SL product lines 
have three versions each out of which two of the ver- 
sions support the 4 MB floppy drives. The 82077AA-1, 
82077AA, 82077SL, and 82077SL-1 all support the 
4 MB floppy drives. A single command puts the 
82077AA/SL into the perpendicular mode. This mode 
also requires the data rate to be set at 1 Mbps. The 
FIFO that is unique to Intel’s 82077AA/SL parts may 
become necessary to remove the host interface bottle- 
neck due to the higher data rate. The 4 MB floppy disk 
drives are downward compatible to 1 MB and 2 MB 
floppy diskettes. The following discussion explains the 
implications of the new 4 MB combination head and 
the functionality of the perpendicular mode command. 


2-537 


AP-358 


Table 2. Effects of GAP and WGATE Bits 


= 


The implementation of 4 MB drives requires under- 


standing the Gap2 (see Figures 2a and 2b) and VCO 


timing requirements unique to these drives. These new 
requirements are dictated by the design of the “combi- 
nation head” in these drives. Rewriting of disks in the 
4 MB drives requires a pre-erase gap to erase the mag- 
netic flux on the disk preceding the writing by the 
read/write gap. The read/write gap in the 4 MB drive 
does not have sufficient penetration (as shown in Figure 
4a) to overwrite the existing data. In the conventional 
drives, the read/write gap had sufficient depth and 
could effectively overwrite the older data as depicted in 
Figure 4b. It must be noted that it is necessary to write 


RD/WR GAP 


COMBINATION HEAD = 


Pa Portion 
| | VCO Low Length of Gap2 Gap2 ed 
: of Gap2 ; Low Time 
Mode Time after Written by : 
Format é for Read 
Index Pulse . Write Data ‘ 
Field . Operations 
Operation 


33 Bytes | 22 Bytes 24 Bytes 


1 Perpendicular 33 Bytes 22 Bytes 19 Bytes | 24 Bytes 
(Data Rate = 500 kbps) | 


[0 [Conventional (| a3Bytes | 22 Bytes 24 Bytes 
Perpendicular 33 Bytes 41 Bytes 38 Bytes 43 Bytes 


the conventional 2 MB media in the 4 MB drive at 
500 Kbps perpendicular mode. This ensures proper era- 
sure of existing data and reliable write of the new data. 
The pre-erase gap in the 4 MB floppy drives is activated 
only during format and write commands. Both the pre- 
erase gap and read/write gap are activated at the same 
time. 


As shown in Figure 4a, the pre-erase gap precedes the 
read/write gap by 200mm. This distance translated to 
bytes is about 38 bytes at a data rate of 1 Mbps and 19 
bytes at 500 Kbps. Whenever the read/write gap is en- 
abled by the Write Gate signal the pre-erase gap is acti- 
vated at the same time. | 


PRE-ERASE GAP 


ee re re a ¥ z a re : 
(ee Zee! | : LL LL LL Le 
ID FIELD GAP2=41 bytes of 4E |,” DATA FIELD 
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Figure 4b. Head Design for the Conventional 2 MB Mode 
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In conventional drives, the Write Gate is asserted at the 
beginning of the sync field, i.e., when the read/write is 
at the beginning of the data field. The controller then 
writes the new sync field, data address mark, data field 
and CRC (see Figure 2a). With the combination head, 
the read/write gap must be activated in the Gap2 field 
to ensure proper write of the new sync field. To accom- 
modate both the distance between the pre-erase gap and 
read/write gap and the head activation and deactiva- 
tion time, the Gap2 field is expanded to a length of 41 
bytes at 1 Mbps (see Figure 2b). Since the bit density is 
proportional to the data rate, 19 bytes will be written in 
the Gap2 field at SOO Kbps data rate in the perpendicu- 
lar mode. . 


On the read back by the 82077AA/SL, the controller 
must begin the synchronization at the beginning of the 
sync field. For conventional mode, the internal PLL 
VCO is enabled (VCOEN) approximately 24 bytes 
from the start of the Gap2 field. However, at 1 Mbps 
perpendicular mode the VCOEN goes active after 43 
bytes to accomodate the increased Gap2 field size. For 
each case, a 2 byte cushion is maintained from the be- 
ginning of the sync field to avoid write splices caused 
by motor speed variation. 


It should be noted that none of the alterations in Gap2 
size, VCO timing or Write Gate timing affect the nor- 
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mal program flow. Once the perpendicular command is 
invoked, 82077AA/SL behaviour from the user stand- 
point is unchanged. 


PROGRAMMING PERPENDICULAR 
MODE 


Figures 5a and 5b show a flowchart on how the perpen- 
dicular recording mode is implemented on the 
82077AA/SL. The perpendicular mode command can 
be issued during initialization. As shown in Figure 5a 
the perpendicular command stores the PR value inter- 
nally. This value is used during the data transfer com- 
mands for configuration in order to deal with the per- 
pendicular drives. Table 2 shows how the Gap2 length, - 
VCOEN timing or Write Gate timing is affected. The 
OW bit is also tested for in this part of the loop. The 
enhanced perpendicular mode is enabled by setting the 
OW = 1, setting the Dn bits corresponding to the in- 
stalled perpendicular drive high and leaving PR[0:1] = 
‘00’. | 


As shown in Figure 5b, the Gap2 length is initially set 
to the conventional length of 22 bytes. Next the 
PR[0:1] bits (GAP, WGATE) are checked if they are 
set to ‘00’. If the PR[0:1] bits are set to ‘10’ then, per- 
pendicular mode is disabled and conventional mode is 
retained. If the PR[0:1] = ‘01’ or ‘11’ the VCOEN is 


GET THE FIRST BYTE 
FROM FIFO 


N 
TEST FOR NEXT a 
we 


FIFO = PR[0:7] 
SAVE PR[0:7] 
INTERNALLY 
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Figure 5a. Perpendicular Command Handling 
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Figure 5b. During Data Transfer Commands 
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set to activate 43 bytes or 24 bytes from the start of the 
Gap2 field, depending on the value as shown in Table 2. 
After this, PR[0:1] = ‘11’ is checked; if not true (pro- 
grammed ‘01’) the program is exited with only the 
VCOEN timing being set for perpendicular mode. If 
true, however, the Gap2 length is set up for perpendic- 
ular mode (note: this is done independent of the data 
rate). It must be noted that if the PR[0:1] bits are set to 
‘11’ then it is up to the user to disable precompensation 
before accessing perpendicular drives. The other branch 
of the flowchart refers to setting of PR[0:1] to ‘00’. In 
this case, the perpendicular command will have the fol- 
lowing effect: 


1. If any of the Dn bits in PR[2:5] programmed high, 
then precompensation is automatically disabled 
(0 ns is selected for the specified drive regardless of 
the data rate) and VCOEN is set to activate appro- 
priately. All the bits that are set low will enable the 
82077 to be configured for conventional mode, i.e., 
exit the program without modifications (shown Fig- 
ure 5b). 


2. Next the data rate is checked for 1 Mbps. If the data 
rate is at 1 Mbps, then Gap2 length is set to 41 
bytes, otherwise, the program is exited without set- 
ting up the Gap2 to 41 bytes. 


It must be noted that if PR[2:5] are to be recognized in 
the command the OW bit must be set high. If this bit is 
low, setting of Dn bits will have no effect. Setting the 
OW bit will enable the storage of the Dn bit. Also set- 
ting PR[0:1] to any other value than ‘00’ will override 
anything written in the Dn bits. In other words, setting 
PR[0:1] to a value other than ‘00’ enables the effect of 
that for all drives. It must be noted that if PR[0:1] bits 
are set to a value other than ‘00’ then it is recommend- 
ed not to use the enhanced command mode, i.e., all 
other bits should be zero. Consider the following exam- 
ples: 

a. PR[0:7] = 0x84; This is the way to use the com- 
mand in the enhanced mode. In this case, the OW 
= 1 and D0 is set high. During the data transfer 
command, if DO is selected it will be automatically 
configured for perpendicular mode. If D1 is ac- 
cessed, however, it will be configured for conven- 
tional mode. Similarly, if PR[0:7] = 0x88 then D1 
is configured for perpendicular mode and D0 is con- 
figured for conventional mode. Software resets do 
not clear this mode. 
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b. PR[0:7] = 0x03; This is the way to use the com- 
mand in the old mode. If the user decides to use this 
mode, then it must be noted that the command has 
to be issued before every data transfer command. 
Also when used this way, all the drives are config- 
ured for perpendicular mode. The user must also 
remember to disable precompensation and set the 
data rate to 1 Mbps while accessing the perpendicu- 
lar drive in the system. Any software reset clears the 
command. 


c. PR[0:7] = 0x87; In this case, the OW = 1, DO = 1 
and PR[0:1] = 11. This may be called a mixed 
mode and should be refrained from usage. This is 
similar to setting PR[0:7] = 0x03, because setting 
PR[0:1] high overrides automatic configuration. In 
this case the user has to be aware that. precompensa- 
tion must be disabled and the data rate must be set 
to 1 Mbps while accessing drive 0. After software 
reset, bits GAP and WGATE will be cleared, but 
OW and DO will retain their previously set values. 
In other words, after software reset, the part will see 
PR[0:7] = 0x84. Evidently, this would cause prob- 
lems and, therefore, it is recommended this mode 
not be used. 


d. PR[0:7] = 0x80; In this case, the OW = 1, Dn = 
O and PR[0:1] = 00. This has the effect of clearing 
the perpendicular mode command without doing a 
hardware reset. Another way to do this would be to 
set PR[0:7] = 0x02; this can then be used to tempo- 
rarily disable perpendicular mode configuration 
without affecting the previously programmed Dn 
values. Software reset following this will reenable 
the previously programmed enhanced mode com- 
mand. 


Using the enhanced perpendicular command removes 
the requirement of issuing the perpendicular command 
for each data transfer command and manually setting 
the perpendicular configuration. 


“Software” RESETs (via DOR or DSR registers) will 
only clear the PR[0:1] values to ‘0’. Dn bits will retain 
their previously programmed values. “Hardware” RE- 
SETs will clear all the programmed bits including OW 
and Dn bits to ‘0’. The status of these bits can be deter- 
mined by issuing the dumpreg command and checking 
the 8th result byte. This byte will contain the pro- 
grammed values of the Dn and PR[0:1] bits as shown 
in Figure 6. The OW bit is not returned in this result 
byte. 
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Phase | R/W/— : 
| D7 -~=6 D6 D5 D4 
a Result Byte 


Data Bus . 
Remarks 
D3 D2 D1 2 ae 
DUMPREG COMMAND 


mesic 6. oer Command © 


INTERFACE BETWEEN 82077AA/SL AND THE DRIVE 


FDC-FDD 
INTERFACE 


There is' currently no industry-wide standard for the 
FDC to FDD interface. There are numerous floppy 
drive vendors, each with their own modes and interface 
pins to enable 4 MB perpendicular mode. The drive 
interface not only varies from manufacturer to manu- 
_ facturer but also within a manufacturer’s product line. 
The differences on the interface mainly originate from 
configuring the floppy drive into the 4 MB mode. De- 
pending on the drive, the differences can create prob- 
lems of daisy-chaining a 4 MB drive with the standard 
1 MB and 2 MB drives. Of course, for laptops this is 


not a problem since most of them use a single floppy 


drive. Lack of an industry standard makes it necessary 
to look at each drive and build a interface for that par- 
ticular drive. 


The following is a brief discussion about some of the 
floppy drives available in the market and how these can 
be interfaced with the 82077AA/SL. It is important to 
note that although a manufacturer’s name may be given 
in connection with the interface described, Intel does 
not guarantee that the interface discussed will apply to 
all the drives from that manufacturer. The main goal is 
introduce to the reader how to interface the 
82077AA/SL with a 4 MB floppy drive. 


Previously, for the conventional 1 MB and 2 MB AT 
mode drives, a single Density Select input was used by 
floppy drives to select between high density and low 
density drives. A high on this input enabled high densi- 
ty operation (500 Kbps) whereas a low enabled low 
density operation (300 Kbps/250 Kbps). This signal 
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was asserted high or low by the floppy disk controller 
depending on the data rate programmed. For the 4 MB 
operation, there are two inputs defined by the floppy 
drive manufacturers. The polarity of these inputs en- 
ables the selected density operation. Implementing this 
requires at least 1 new pin to be defined on the FDC- 
FDD interface. Most floppy vendors have elected to 
take pin 2 (originally density select) and redefine the 
polarity to conform to one of these new density select 
inputs and another pin to be the other density select 
input. However, the new density select on pin 2 is not 
compatible to the old density select input in many of 
the floppy drives. This precludes the user from daisy 
chaining 4 MB drives with conventional drives. Anoth- 
er problem is that the second density select pin varies 
on its location on the FDC-FDD interface from drive 
to drive. 


The way that the BIOS determines what type of disk- 
ette is in what type of drive is by trial and error. The 
system tries to read the diskette at 250 Kbps; if it fails 
then it will set the data rate to higher value and retry. 
The BIOS does this until the right data rate is selected. 
This method will still be implemented for the 4 MB 
drives by some BIOS vendors. However, the 4 MB 


drives available today also have two media sense ID 


pins that relate to the user what type of media is pres- 
ent in the floppy drive. This information will also re- 
quire two pins on the FDC-FDD interface. The loca- 
tion of these pins is once again variable from drive to 
drive. 


| 

intel. 

Some manufacturers have circumvented the entire stan- 
dardization problem by including an auto configuration 
in the drive. In these cases, the type of floppy put into 
the drive is sensed by the hole (each 4/2/1 MB diskette 
has a hole in different locations identifying it) on the 
diskette. Then the drive automatically sets itself up for 
this mode. The BIOS must obviously set up the floppy 
disk controller for the correct data rate which could be 
done if the media sense ID was read and decoded as to 
the data rate. Due to lack of extra pins on the even side 
of the floppy connector the newer locations of some’ of 
the functions are migrating to the odd pins (previously 
all grounded). Some drive manufacturers have even 
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The 82077AA/SL currently has two output pins 
DRATEO and DRATE! (pins 28 and 29 respectively) 
which directly reflect the data rate programmed in the 
DSR and CCR registers. These two pins can be used to 
select the correct density on the drive. These two can 


_ also be used with the combination of DENSEL to select 


the correct data rate. At the present time the 
82077AA/SL does not support media sense ID. How- 
ever, the user could easily make it readable directly by 
BIOS. The following is a discussion on what combina- 
tion of DRATEO, DRATE1, and DENSEL could be 
used to interface to some of the currently available flop- 
py drives. 


made this configurable via jumpers. For instance, the 
new TEAC drives have a huge potpourri of configura- 
tions that would satisfy the appetite of some of the most 
finicky system interfaces. 


1. TEAC 235J-600/Toshiba PD-211/Sony (Old Version) 


These were among the first 4 MB drives available in the market. Each of them has a mode select input on pins 2 and 
6. The polarity required for each different data rate is as shown below: 


Rate pin 2 pin 6 
1 Mbps 
500 Kbps 


ewe 
300 Kbps/ 
[aso xtes [166 


It is clear from the above that DRATEO = MODSELO and MODSEL!1 = DRATEI1#. This would mean taking 
the drate signals onto pins 2 and 6 of the FDC-FDD interface. Unfortunately this solution requires an inverting gate. 
TEAC has recently, however, come out with a new version called TEAC 235J-3653. On this drive there are a 
number of possible configurations into which the drive can be put into, however, only the best way to interface to the 
82077AA/SL will be discussed. The requirements are as shown below. This shows that HDIN = DENSEL (original 
signal for conventional drives) and EDIN = DRATEDO. As suggested in the TEAC spec for method 1, the straps 
connected are MSC, HI2 (sets HDIN on pin 2), DC34 and EI6 (sets EDIN on pin 6). Pins 4, 29, and 33 are left 
open. Since pin 2 has the same polarity as the conventional drive requirement and the secondary input is connected 
via pin 6 (no connect on the conventional drives) daisy chaining this TEAC drive with a conventional drive does not 
cause any incompatibility. Figure 7 shows how the TEAC can be connected to the 82077AA/SL. It also shows daisy 
chaining of the TEAC drive with a conventional drive. 


300 Kbps/ 
1 Mbps 
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Figure 7. Interfacing 82077AA/SL to TEAC 235J-3653 
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2. Panasonic JU-259A (New Version) 


‘This is Panasonic’s new drive and has the HDIN signal on pin 2 and EDIN signal on pin 6. The requirements are 
shown below. This type of interface allows for daisy chaining the Panasonic drive with a conventional drive. The 
DENSEL signal can be connected to pin 2 and the DRATEO should be connected to pin 6. 


1 pee om | 4MB | 


300 Seno | 2M 
1 oo 


250 | 250 Kbps 


3. Mitsubishi MF356C (Model 252UG/788UG) 


There are two models of this drive. The 252UG has DENSEL1 on pin 2 and DENSELO on pin 33, whereas the 
788UG has DENSELO located on pin 2 and DENSEL! located on pin 6. Via jumpers, it is possible to configure the 
drives to different polarity for the density select line. The following table shows the configuration for the 252UG in 


which jumper setting is 2MS = I/F and 4 MS = I/F. 
Data | Capacity | DENSEL | DRATE1 | DRATEo | PENSEL1| DENSELO 
Rate pin 2 pin 33 


SS DC 
nepetep epee 
1 pa 


The correct connection requirement is: DENSEL (from 82077AA/SL) = DENSEL1 and DRATEO = DENSELO. 
Although there are other configurations, this provides the best one, since daisy chaining is possible without any 
problem. 


4. Epson SMD-1060 


This drive has 3 different modes of operation. Mode B is the best and is similar to Mitsubishi’s drives as described 
above. In this mode, HDI signal is connected to pin 2 and EDI is connected to pin 33. Mode B is enabled by 
inserting jumpers across 3-4 and 7-8 (SSO1 B block) and 1-2 and 3-4 (SSO3 block) for the drive with the power 
separated type (i.e., a connector for the floppy signals and another one for power supply) of 34-pin connector. 


As demonstrated by the table, HDI = DENSEL and EDI = DRATEDO. These connections would ensure daisy 
chaining capability without any problems. 
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5. Sony MP-F40W-14/15 


The dash 14 and 15 are two drives from Sony that handle 4 MB requirements. The MP-F40W-14 has the DENSITY 
SELECT 1, DENSITY SELECT 0 on pins 2 and 33 respectively, whereas the MP-F40W-15 has the DENSITY 
SELECT 1, DENSITY SELECT 0 on pins 2 and 6 respectively. As it is obvious from the table below, daisy chaining 
is easily done if the 82077A A/SL is connected in the PS/2 mode (by tying IDENT low) with either type of drive, the 
only difference being the location of DENSITY SELECT 0. | 


| | DENSITY | DENSITY 
as SELECT! SELECTO 
a 
a 
RARSEA ES 
a 


If the drive is used in the PS/2 mode, then DENSITY SELECT1 = DENSEL and DENSITY SELECTO 
_DRATEO. To use the drive in AT mode, DENSITY SELECT! = DRATEI1 and DENSITY SELECTO 
DRATEDO, as shown below. However, daisy chaining is not possible. 


DENSEL DENSITY | DENSITY 
PS/2 mode | DRATE1| DRATEO; SELECT1/| SELECTO 


3 


300 Kbps/| 4MB 1 
1 Mbps 


250 Kbps 1 


1 MB 


in 


1 


= 
a 
cals 
a BE 


6. Toshiba ND3571 


Toshiba MB drive has the HD mode selection on pin 6 and ED mode selection on pin 2. This causes daisy chaining 
problems with conventional drives as shown in the figure below: 


Data ED Mode | HD Mode 
4 


a 
RASS RARE 
a 


"| 300 Kbps/ 
1 Mbps. 


MB 
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82077SL 4 MB DESIGN 


This section presents a design application of a PC/AT 
compatible floppy disk controller. The 82077SL inte- 
grates the entire PC/AT controller design with the ex- 


ception of the address decode on a single chip. The | 


schematic for this solution is shown in Figure 8. The 
chip select for the 82077SL is generated by a 85C220 
PLD that is programmed to decode addresses 03 FOH 
through 03F7H when AEN is low. The programming 
equations for the wPLD is in the Intel’s .ADF format 
and can be processed using the IPLSII compiler (avail- 
able from Intel). 


A floppy disk interface is provided by on-chip output 
buffers with a 40 mA sink capability. The outputs from 
the disk drive are terminated at the floppy disk control- 
ler with a 1 KO resistor pack. The 82077SL disk inter- 
face inputs contain a Schmitt trigger input structure for 
higher noise immunity. The host interface is a similar 
direct connection with on-chip 12 mA sink capable 
buffers on DBO-7, INT and DRQ. 
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The schematic shows eleven jumpers numbered J1 
through J11. The table below describes the functions of 
these jumpers as well as their normal connections. The 
normal connections allow the BIOS to work without 
modification. In the normal mode, the 82077SL re- 
sponds to DRQ2 and DACK2# as well as IRQ6. De- 
pending on the type of drive interfaced to this board, 
the DENOUTO and DENOUTI signals can be tied. 
With the setting to 2—3 on J8 and J9, the default setting 
is DENSEL on DRVDENO and DRATEO on 
DRVDEN1. PIN6/33 SELECT is used to set for pin 6 
as the EDIN input. The J11 should always be closed. It 
can be used to measure the current consumption of 
82077SL. J7 selects between the primary and secondary 
address spaces. There are two resistor packs used for 
pullups on input signals from the floppy drive interface. 
These resistors are rated at 1K. Please note that if using 
older 5.25” drives, the pullup on some of them is 1500. 
Most modem 5.25” drives use a 1K value. In order to 
ensure the correct value please refer to the floppy drive 
specification manual. 7 


For further information, please contact your local Intel 
sales office. 


Connection 
[ai | DRGT:DWA request 1 usedwith DACK’# toallowforDMAwansfers | Open 
[13 | DACK': DMA acknowledge 1 used with DR to allow for DMA wansfere | Open 
a5 | 1ROS:Interuptine 5 usedto generate floppy nterupts | Open 
IRQ6: Interrupt line 6 used to generate floppy interrupts Closed 
[a7 | Ave: Address selection (between SFX and 97x address ranges) «| _—Open 
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pieog uoneneng 1S22028 “8 eunbi4 


RP2 (VALUE = 10K) RP41 (VALUE = tk) 
vcc vcc 


vcc vcc 


U4 


PENOUTS INP4/CLK I/0.4 
d INP2 1/0.2 
8 INP3 1/0.3 


INP4 I/0.4 
INPS I/0.5 
INPG I/0.6 
INP7 I/0.7 
INP8S I/0.8 
INPS 


85C220 


~IOCHCK GND 
07 


RESDAV 
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DAG DRATE141 
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[spe 14] 30 29 
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intel : | | AP-358 


Designer: K. Shah 
Company: Intel Corp. 


Dept: IMD Marketing 
Date: April '92 
Rev.#: 


% The wPLD used in the 82077SL Evaluation board design, Rev.#1.0. % 
85C220 dip package 


OPTIONS: TURBO = ON 
PART: 85C220 


INPUTS: 
SA9@2, % System Address Inputs % 
SA8@3, 
SA7@4, 
SA6@5, 
SA5@6, 
SA4Q7, 
SA3@8, 
AEN@9, 


DENOUTO@1, % Maps the DRVDENO and DRVDEN1 to appropriate polarity table % 
DENOUT1@18, % Maps the DRVDENO and DRVDEN1 to appropriate polarity table % 


ADDSEL@11, % Selects between primary and secondary address spaces % 
DRATEO@12, % DRATEO signal from the 82077SL % 

DRATE1@135, % DRATE1 signal from the 82077SL % 

DENSEL@14 % DENSEL signal from the 82077SL % 


OUTPUTS : 
CS_@15, % 82077SL chip select signal % 


DRVDEN1@16, %@ Drive density signal connected to EDIN of the drive % 
DRVDENO@17 % Drive density signal connected to HDIN of the drive % 


NETWORK : 
% Inputs % 


SA9 
SA8 


INP (SA9) 

INP (SA8) 

INP (SA7) 

INP (SA6) 

INP (SA5) 

INP (SA4) 

INP (SA3) 

AEN = INP(AEN) 

INP (ADDSEL) 
INP (DRATEO) 
INP (DRATE1L) 
INP (DENSEL) 
DENOUTO = INP(DENOUTO) 
DENOUT1 = INP(DENOUTIL) 


n 
> 
o 
Unde nbau 


3 

te 

oO 
nou ue 


% Outputs % 
CS_ = CONF(CSeq, Voc) 


DRVDENO = CONF(DENOeq, Voc) 
DRVDEN1 = CONF(DEN1leq, Voc) 
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AP-358 | _ : intel , 
EQUATIONS: 


% CS_is activated for 3F0-3F7 and 570-3577 address spaces % 


CSeq = (AEN' * SA9 * SAS * SA7' * SAG * SA5 * SA4 * SA3' * ADDSEL' 
+ AEN' * SA * SA8 * SA7 * SAG * Bao * os * SAS‘ * pease 


% These are the signals generated on DRVDENO and DRVDEN1 for the FDC=-FDD 
interface | 
DENOUTL DENOUTO DRVDENO DRVDEN1 
0 0 DRATEO 
DRATEO 


0 Le. « 
lL 0 DRATEO 
1 ) DRATE1 


7 


DENOeq = DENSEL * (DENOUTO' * DENOUT1') + DENSEL' * (DENOUTO * DENOUTL') 
+ DRATE1 * (DENOUTO' * DENOUT1) + DRATEO * (DENOUTO * DENOUT1) ; 
DENleq = DRATE1 * (DENOUTO * DENOUT1) + DRATEO * (DENOUTO' + DENOUT1') ; 


82077SL Application Note Revision Summary 


The following changes have been made since revision 001: 
Table 2 kBps was corrected to kbps. 


Page 12 3. Mitsubishi MF356C description modified to ath “There are two models of this drive. The 252UG has 
DENSEL!I on pin 2 and DENSELO on pin 33, whereas the 788UG has DENSELO located on pin 2 and 
DENSEL1 located on pin 6. Via jumpers, it is possible to configure the drives to different polarity for the 
density select lines. The following table shows the configuration for the 252UG in which jumper setting is 
2 MS = I/F and 4 MS = I/F.” 

Figure 8 Arrow added to diagram. 


Page 17 Columns corrected to line up properly. 
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Memory Controllers 


8206 a 
ERROR DETECTION AND CORRECTION UNIT 


m Detects All Single Bit, and Double Bit m Separate Input and Output Busses—No 
and Most Multiple Bit Errors Timing Strobes Required 


m Corrects All Single Bit Errors m Supports Read With and Without 

, Correction, Writes, Partial (Byte) 
oeeecuens Writes, and Read-Modify-Writes 
Detection 35 ns 42Nns 


Correction 55 ns 67 ns m@ HMOS Ill Technology for Low Power 


m Automatic Error Scrubbing with 8207 m 68 Pin Grid Array Package 
m Expandable to Handle 80 Bit Memories 


The HMOS 8206 Error Detection and Correction Unit is a high-speed device that provides error detection and 
correction for memory systems (static and dynamic) requiring high reliability and performance. Each 8206 
handles 8 or 16 data bits and up to 8 check bits. 8206’s can be cascaded to provide correction and detection 
for up to 80 bits of data. Other 8206 features include the ability to handle byte writes, memory initialization, and 
error logging. 


1 
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Dlio.15 LATCH ee 
EAD 041 
STB 


REA 
PARTIAL PARITY K 7 
GENERATOR 

on afoer] | 


3 SYNDROME 
SYO/CBO/PPOg, C7 


CACT 


CHECK BIT 
SYNOROME 


16 
DATA 
PARTIAL PARITY ae 7 correction [—Z— K_— >d0woly.,, 
GENERATOR j a 
RITE 


WRi 
PARTIAL PARITY 


GENERATOR H 


Is YNDROME, 
LATCH 


PPI/POS/NSL 


M/S 


GND +5V 
SEDCU R/W Vss Voc WZ  BMo., 


205220-1 
Figure 1. 8206 Block Diagram 


The complete document for this product is available on Intel’s “Data-on-Demand”’ CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

September 1987 

Order Number: 205220-008 3-1 
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8207 | 
DUAL-PORT DYNAMIC RAM CONTROLLER 
mw Provides All Signals Necessary to m Fast Cycle Support for 8 MHz 80286 
Control 16K, 64K and 256K Dynamic with 8207-16 
RAMs m Slow Cycle Support for 8 MHz, 10 MHz 
m= Directly Addresses and Drives up to 2 8086/88, 80186/ 188 with 8207-8, 
Megabytes without External Drivers 8207-10 
m Supports Single and Dual-Port - @ Provides Signals to Directly Control the 
Configurations 8206 Error Detection and Correction 
m Automatic RAM Initialization in All Unit 
Modes m Supports Synchronous or 


mw Four Programmable Refresh Modes Asynchronous Operation on Either Port 


Bile m 68 Lead JEDEC Type A Leadiess Chip 
7 Reali aaa pomery cere Ere Carrier (LCC) and Pin Grid Array (PGA), 


Both in Ceramic. 


The intel 8207 Dual-Port Dynamic RAM Controller is a high-performance, systems-oriented, Dynamic RAM 
controller that is designed to easily interface 16K, 64K and 256K Dynamic RAMs to Intel and other microproc- 
essor systems. A dual-port interface allows two different busses to independently access memory. When 
configured with an 8206 Error Detection and Correction Unit the 8207 supplies the necessary logic for design- 
ing large error-corrected memory arrays. This combination provides automatic memory initialization and trans- 
parent memory error scrubbing. 
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Figure 1. 8207 Block Diagram 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

. September 1987 
3-2 , Order Number: 210463-007 
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tel 82C08 
CHMOS DYNAMIC RAM CONTROLLER 


m 0 Wait State with INTEL Processors m Directly Addresses and Drives up to 
mw iAPX 286 82C08-20 20 MHz | 4 Megabyte without External Drivers 
(10, 8 MHz) 82C08-16 16 MHz _ Microprocessor Data Transfer and 
iAPX 186/88 82C08-10 10 MHz Advance Acknowledge Signals 

86/88 )} 82C08-8 8 MHz 


Five Programmable Refresh Modes 


| ie 
m Supports 64K and 256K DRAMs m Automatic RAM Warm-up 
a 
a 


(256K x 1 and 256K x 4 Organizations) 


m Power Down Mode with Programmable 
Memory Refresh using Battery Backup 


Pin-Compatible with 8208 
48 Lead Plastic DIP; 68 Lead PLCC 
(See Intel Packaging; Order Number: 231369-001) 


= Compatible with Normal Modes of 
Static Column and Ripplemode DRAMs 


The Intel 82C08 Dynamic RAM Controller is a CMOS, high performance, systems oriented, Dynamic RAM 
controller that is designed to easily interface 64K and 256K Dynamic RAMs to Intel and other microproces- 
sors. The 82C08 also has a power down mode where only the refresh logic is activated using battery backup. 
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Figure 1. Block Diagram and Pinout Diagrams 


The complete document for this product is available on Intel’s ““Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

September 1990 

Order Number: 231357-008 3-3 
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CHAPTER 1 
INTRODUCTION 


Accompanying the introduction of microprocessors 
such as the 8088, 8086, 80186 and 80286 there has been 
a rapid proliferation of intelligent peripheral devices. 
These special purpose peripherals extend CPU per- 
formance and flexibility in a number of important 
ways. 


Table 1-1. Intelligent Peripheral Devices 


Programmable Multiprotocol- 
Serial Communications 
Controller 


Intelligent devices like the 82077AA floppy disk con- 
troller and 8273 synchronous data link controller (see 
Table 1-1) can preprocess serial data and perform con- 
trol tasks which off-load the main system processor. 
Higher overall system throughput is achieved and soft- 
ware complexity is greatly reduced. The intelligent 
peripheral chips simplify master processor control tasks 
by performing many functions externally in peripheral 
hardware rather than internally in main processor soft- 
ware. 


Intelligent peripherals also provide system flexibility. 
They contain on-chip mode registers which are pro- 
grammed by the master processor during system initial- 
ization. These control registers allow the peripheral to 
be configured into many different operation modes. The 
user-defined program for the peripheral is stored in 


main system memory and is transferred to the peripher- 
al’s registers whenever a mode change is required. Of 
course, this type of flexibility requires software over- 
head in the master system which tends to limit the ben- 
efit derived from the peripheral chip. 


In the past, intelligent peripherals were designed to 
handle very specialized tasks. Separate chips were de- 
signed for communication disciplines, parallel I/O, 
keyboard encoding, interval timing, CRT control, etc. 
Yet, in spite of the large number of devices available 
and the increased flexibility built into these chips, there 
is still a large number of microcomputer peripheral 
control tasks which are not satisfied. 


With the introduction of the Universal Peripheral In- 
terface (UPI) microcomputer, Intel has taken the intel- 
ligent peripheral concept a step further by providing an 
intelligent controller that is fully user programmable. It 
is a complete single-chip microcomputer which can 
connect directly to a master processor data bus. It has 
the same advantages of intelligence and flexibility 
which previous peripheral chips offered. In addition, 
UPIs are user-programmable: it has 1K/2K bytes of 
ROM or EPROM memory for program storage plus 
64/128/256 bytes of RAM memory UPI-41A, 
41AH/42, 42AH respectively for data storage or ini- 
tialization from the master processor. The UPI device 
allows a designer to fully specify his control algorithm 
in the peripheral chip without relying on the master 
processor. Devices like printer controllers and key- 
board scanners can be completely self-contained, rely- 
ing on the master processor only for data transfer. 


The UPI family currently consists of seven compo- 

nents: 

@ 8741A microcomputer with 1K EPROM memory 

e 8741AH microcomputer with 1K OTP EPROM 
memory 

© 8041AH microcomputer with 1K ROM memory 

® 8742 microcomputer with 2K EPROM memory 

@ 8742AH microcomputer with 2K “OTP” EPROM 
memory 

@ 8042AH microcomputer with 2K ROM memory 

® 8243 I/O expander device 


The UPI-41A/41AH/42/42AH family of microcom- 
puters are functionally equivalent except for the type 
and amount of program memory available with each. 
In addition, the UPI-41AH/42AH family has a Signa- 
ture Row outside the EPROM Array. The UPI-41AH/ 
42AH family also has a Security Feature which renders 
the EPROM Array unreadable when set. 
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All UPI’s have the following main features: e Interval timer/event counter 
® 8-bit CPU © Two 8-bit TTL compatible I/O ports 
© 8-bit data bus interface registers @ Resident clock oscillator circuits 


The UPI family has the following differences: 


Table 1-2 


UPI-41A UPI-42 UPI-41AH UPI-42AH 


1K x 8 EPROM . 2K x 8 EPROM 1K x8 ROM 2K x 8 ROM 
or 1Kx8OTP or 2K x8 OTP 
64 x 8 RAM 128 x 8 RAM 128 x 8 RAM 256 x 8 RAM 
*Set Security Feature 
**Signature Row Feature 
32 Bytes with: | 
1. Test Code/Checksum 
2. Intel Signature 
3. Security Byte 
4. User Signature 


PROGRAMMING 
UPI-41A ~  UPI-41AH/UPI-42AH 


Vop = 25V — 21V 12.5V 

lpp = 50 ms 50 mA 30 mA 

EA = 21.5V-24.5V 18V 12.5V 
Vpy = 21.5V-24.5V 18V . 20.V-5.5V 
TPW = 50ms 50ms 1 ms 


PIN DESCRIPTION 
UPI-41A/UPI-42 UPI-41AH/UPI-42AH 


(T1) T1 functions as a test input which can be T1 functions as a test input that can be directly 
directly tested using conditional branching tested using conditional.branching instructions. It 
-| instructions. It functions as the event timer input works as the event timer input under software 
under software control. control. It is used during sync mode to reset the 
; instruction state to Si and synchronize the 
internal clock to phase 1. 


(SS) Single step input used with the sync Single step input used with the sync output to 

output to step the program through each step the program through each instruction. — 

instruction. This pin is used to put the device in sync mode by 
applying + 12.5V to it. 


Port 1 (P10—P17): 8-bit, Quasi-Bidirectional 1/O Port 1 (P10—P1/7): 8-bit, Quasi-Bidirectional |/O 
| Lines. Lines. P10-—P17 access the Signature Row and 
Security Bit. 7 


NOTES: | 
*For a complete description of the Security Feature, refer to the UPI-41AH/42AH Datasheet. 
**For a complete description of the Signature Row, refer to the UPI-41AH/42AH Datasheet. 


intel. 


HMOS processing has been applied to the UPI family 
to allow for additional performance and memory capa- 
bility while reducing costs. The UPI-41A/41AH/42/ 
42AH are all pin and software compatible. This allows 
growth in present designs to incorporate new features 
and add additional performance. For new designs, the 
additional memory and performance of the UPI- 
41A/41AH/42/42AH extends the UPI ‘grow your 
own solution’ concept to more complex motor control 
tasks, 80-column printers and process control applica- 
tions as examples. 


The 8243 device is an I/O multiplexer which allows 
expansion of I/O to over 100 lines (if seven devices are 
used). All three parts are fabricated with N-channel 
MOS technology and require a single, 5V supply for 
operation. 


INTERFACE REGISTERS FOR MULTI- 
PROCESSOR CONFIGURATIONS 


In the normal configuration, the UPI-41A/41AH/42/ 
42AH interfaces to the system bus, just like any intelli- 
gent peripheral device (see Figure 1-1). The host proc- 
essor and the UPI-41A/41AH/42/42AH form a loose- 
ly coupled multi-processor system, that is, communica- 
tions between the two processors are direct. Common 
resources are three addressable registers located physi- 
cally on the UPI-41A/41AH/42/42AH. These reg- 
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isters are the Data Bus Buffer Input (DBBIN), Data 
Bus Buffer Output (DBBOUT), and Status (STATUS) 
registers. The host processor may read data from 
DBBOUT or write commands and data into DBBIN. 
The status of DBBOUT and DBBIN plus user-defined 
status is supplied in STATUS. The host may read 
STATUS at any time. An interrupt to the UPI proces- 
sor iS automatically generated (if enabled) when 
DBBIN is loaded. 


Because the UPI contains a complete microcomputer 
with program memory, data memory, and CPU it can 
function as a “Universal” controller. A designer can 
program the UPI to control printers, tape transports, or 
multiple serial communication channels. The UPI can 
also handle off-line arithmetic processing, or any num- 
ber of other low speed control tasks. 


POWERFUL 8-BIT PROCESSOR 


The UPI contains a powerful, 8-bit CPU with as fast as 
1.2 usec cycle time and two single-level interrupts. Its 
instruction set includes over 90 instructions for easy 
software development. Most instructions are single byte 
and single cycle and none are more than two bytes long. 
The instruction set is optimized for bit manipulation 
and I/O operations. Special instructions are included to 
allow binary or BCD arithmetic operations, table look- 
up routines, loop counters, and N-way branch routines. 


UPI-41A/41AH 


CONTROL 
BUS 


ADDRESS 
BUS 


/42/42AH 


MATRIX 
PRINTER 


~ 231318-1 


Figure 1-1. Interfacing Peripherals To Microcomputer Systems 
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mM 8741A 


bs XXXX 


m 8741AH, 


8742AH, 
; 87C42 


231318-49 | 231318-47 


-8741A 


Electrically 8741AH, 8742AH 


Programmable Electrically 


Light Erasable Programmed - 
EPROM OTP EPROM 


231318-2 231318-3 


8041AH, 8042AH D8742 
Programmed Electrically 
ROM . _* Programmable 
Light Erasable 
EPROM 


Figure 1-2. Pin Compatible ROM/EPROM Versions 


SPECIAL INSTRUCTION SET 
FEATURES ae 


® For Loop Counters: 
-Decrement Register and Jump if not zero. 


¢ For Bit Manipulation: 
AND to A (immediate data or Register) 
OR to A (immediate data or Register) 
XOR to A (immediate data or Register) 
AND to Output Ports (Accumulator) 
OR to Output Ports (Accumulator) 
Jump Conditionally on any bit in A 


8-BiT 
MICROCOMPUTER 
SYSTEM 


Figure 1-3. Interfaces and Protocols for Multiprocessor Systems 
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e For BDC Arithmetic: 
Decimal Adjust A 
Swap 4-bit Nibbles of A 
Exchange lower nibbles of A and Register 
Rotate A left or right with or without Carry 


e For Lookup Tables: 
Load A from Page of ROM (Address in A) 
Load A from Current Page of ROM 
(Address in A) 


UPI-41A/41AH PERIPHERAL 
/42/42AH CONTROL 


UPI-41A/41AH OFF-LINE ARITHMETIC 
/42/42AH PROCESSING 


UPI-41A/41AH ERIAL 
/42/42AH COMMUNICATION 
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Features for Peripheral Control 


The UPI 8-bit interval timer/event counter can be used, 


to generate complex timing sequences for control appli- 
cations or it can count external events such as switch 
closures and position encoder pulses. Software timing 
loops can be simplified or eliminated by the interval 
timer. If enabled, an interrupt to the CPU will occur 
when the timer overflows. 


The UPI I/O complement contains two TTL-compati- 
ble 8-bit bidirectional I/O ports and two general-pur- 
pose test inputs. Each of the 16 port lines can individu- 
ally function as either input or output under software 
control. Four of the port lines can also function as an 
interface for the 8243 I/O expander which provides 
four additional 4-bit ports that are directly addressable 
by UPI software. The 8243 expander allows low cost 
I/O expansion for large control applications while 
maintaining easy and efficient software port addressing. 


16 1/0 LINES 


UPI-41A/41AH 
/42/42AH 


12 1/0 LINES 


231318-4 


Figure 1-4. 8243 |/O Expander Interface 


On-Chip Memory 


The UPI’s 64/128/256 bytes data memory include dual 
working register banks and an 8-level program counter 
stack. Switching between the register banks allows fast 
response to interrupts. The stack is used to store return 
addresses and processor status upon entering a subrou- 
tine. 
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The UPI program memory is available in three types to 
allow flexibility in moving from design to prototype to 
production with the same PC layout. The 8741A/8742 
device with EPROM memory is very economical for 
initial system design and development. Its program 
memory can be electrically programmed using the Intel 
Universal PROM Programmer. When changes are 
needed, the entire program can be erased using UV 
lamp and reprogrammed in about 20 minutes. This 
means the 8741A/8742 can be used as a single chip 
“breadboard” for very complex interface and control 
problems. After the 8741A/8742 is programmed it can 
be tested in the actual production level PC board and 
the actual functional environment. Changes required 
during system debugging can be made in the 
8741A/8742 program much more easily than they 
could be made in a random logic design. The system 
configuration and PC layout can remain fixed during 
the development process and the turn around time be- 
tween changes can be reduced to a minimum. 


At any point during the development cycle, the 
8741A/8742 EPROM part can be replaced with the 
low cost UPI-41AH/42AH respectively with factory 
mask programmed memory or OTP EPROM. The 
transition from system development to mass production 
is made smoothly because the 8741A/8742, 8741AH 
and 8041AH, 8742AH and 8042AH parts are com- 
pletely pin compatible. This feature allows extensive 
testing with the EPROM part, even into initial ship- 
ments to customers. Yet, the transition to low-cost 
ROMs or OTP EPROM is simplified to the point of 
being merely a package substitution. 


PREPROGRAMMED UPI’s 


The 8242AH, 8292, and 8294 are 8042AH’s that are 
programmed by Intel and sold as standard peripherals. 
Intel offers a complete line of factory programmed key- 
board controllers. These devices contain firmware de- 
veloped by Phoenix Technologies Ltd. and Award Soft- 
ware Inc. See Table 1-3 for a complete listing of Intels’ 
entire keyboard controller product line. The 8292 is a 
GPIB controller, part of a three chip GPIB system. 
The 8294 is a Data Encryption Unit that implements 
the National Bureau of Standards data encryption algo- 
rithm. These parts illustrate the great flexibility offered 
by the UPI family. 
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Table 1-3. Keyboard Controller Family Product Selection Guide 
UPI-42: The industry standard for desktop Keyboard Control. Sn 
| Rom | orp | Comments 
ROM Device | 


Phoenix firmware version 2.5 


8242PC Phoenix Multikey/42 firmware, PS/2 style mouse support 
8242WA Award firmware version 3.57 | 
8242WB Award firmware version 4.14, PS/2 style mouse support 


Available as OTP (N, P) or EPROM (D) | 


UPI-C42: A low power CHMOS version of the UPI-42. The UPI-C42 doubles the user programmable memory size, 
adds Auto A20 Gate support, includes Standby (**) and Suspend power down modes, and is available in a space 
saving 44-lead QFP pkg. 


[Device | Package [ Rom | OTP 


82C42PC Phoenix Multikey/42 firmware, PS/2 style mouse support 
82C42PD Phoenix MultiKey/42L firmware, KBC and SCC for portable apps. 
82C42PE Phoenix MultikKey/42G firmware, Energy Efficient KBC solution 


farce [ues | | aK 


UPI-L42: The low voltage 3.3V version of the UPI-C42. | 


[Device | Package | ROM [oTP[ SSS Commente 
reo [wes | ak | | ROMDece 
pero ee ae ee Phoenix MultiKey/42 firmware, PS/2 style mouse support 
82L42PD | N,P,S Phoenix MultikKey/42L firmware, KBC and SCC for portable apps. 
}e7t42 | NPS | | 4K | One Time Programmable Version 


NOTES: 

N = 44 lead PLCC, P = 40 lead PDIP, S = 44 lead QFP, D = 40 lead CERDIP 
KBC = Key Board Control, SCC = Scan Code Control 

(**) Standby feature not supported on current (B-1) stepping 


One Time Programmable Version 


DEVELOPMENT SUPPORT UPI DEVELOPMENT SUPPORT 
The UPI microcomputer is fully supported by Intel @ 8048/UPI-41A/41AH/42/42AH Assembler 
with development tools like the UPP PROM program- © Universal PROM Programmer UPP Series 


mer already mentioned. The combination of device fea- 
tures and Intel development support make the UPI an 
ideal component for low-speed peripheral control appli- e Training Courses 
cations. 


e Application Engineers 
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CHAPTER 2 
FUNCTIONAL DESCRIPTION 


The UPI microcomputer is an intelligent peripheral 
controller designed to operate in iAPX-86, 88, MCS-85, 
MCS-80, MCS-51 and MCS-48 systems. The UPI’s ar- 
chitecture, illustrated in Figure 2-1, is based on a low 
cost, single-chip microcomputer with program memo- 
ry, data memory, CPU, I/O, event timer and clock os- 
cillator in a single 40-pin package. Special interface reg- 
isters are included which enable the UPI to function as 
a peripheral to an 8-bit master processor. 


This chapter provides a basic description of the UPI 
microcomputer and its system interface registers. Un- 


less otherwise noted the descriptions in this section ap- 
ply to the 8741AH, 8742AH with OTP EPROM mem- 


8-BIT CPU 


1024 X 8, 2048 X 8 
PROGRAM 


MEMORY 
(ROM/EPROM) | 


8-BIT 8-BiT 
DATA BUS DATA BUS 
INPUT REGISTER OUTPUT REGISTER 


SYSTEM 
INTERFACE 


ory, the 8741A/8742 (with UV erasable program mem- 
ory) and the 8041AH, 8042AH. These devices are so 
similar that they can be considered identical under 
most circumstances. All functions described in this 
chapter apply to the UPI-41A/41AH/42/42AH. 


PIN DESCRIPTION 


The UPI-41A/41AH/42/42AH are packaged in 40-pin 
Dual In-Line (DIP) packages. The pin configuration 
for both devices is shown in Figure 2-2. Figure 2-3 illus- 
trates the UPI Logic Symbol. 


64x8 
128 x8 


8-BIT 
256 x 8 1 
DATA MEMORY TIMER, COUNTER 


8-BIT 
STATUS 


18 
REGISTER 1/0 LINES 


PERIPHERAL INTERFACE 
N 
1/0 EXPANSION 
231318-6 


Figure 2-1. UPI-41A/41AH/42/42AH Single Chip Microcomputer 


4-9 


UPI-41A/41AH/42/42AH USER’S MANUAL | in 


TEST 0 Vcc 
XTAL1 TEST1 
XTAL2 P27 /DACK 
RESET P26 /DRO 
ss P25/ iF 
cs P24/ OBF 
EA P47 
RO P16 
AO P15 
wR P14 
SYNC P13 
Do P12 
01 Pig 
D2 P10 
D3 Voo 
D4 PROG 
O05 P23 y 
Dé P22 
07 P21 
Vss |} 20 P20 


231318-7 
Figure 2-2. Pin Configuration 


UPI-41A/41AH 
/42/42AH 


CHIP SELECT 


231318-8 


Figure 2-3. Logic Symbol 
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The following section summarizes the functions of each UPI pin. NOTE that several pins have two or more 
functions which are described in separate paragraphs. 


Table 2-1. Pin Description 


Symbol | PinNo. | Type [| _—~—~=SNameandFunction 


Do | is? ioe 19 | DATA BUS: Three-state, bidirectional DATA BUS BUFFER 
| is? lines used to interface the UPI-41A/41AH/42/42AH 
, ekg als to an 8-bit estos elie data pus. 


Poo—Po7 21-24 PORT 2: 8- bit, PORT 2 quasi-bidirectional |/O ines The lower 
35-38 4 bits (Po9—P 9) interface directly to the 8243 |/O expander 

device and contain address and data information during PORT 
4-7 access. The upper 4 bits (P24—P27) can be programmed 
to provide interrupt Request and DMA Handshake capability. 
Software control can configure Ps, as Output Buffer Full 
(OBF) interrupt, P25 as Input Buffer Full (IBF) interrupt, Pog as 
DMA Request (DRQ), and P27 as DMA 
ACKnowledge (DACK). 


WRITE: |/O write input which enables the master CPU to write 
data and command words to the UPI INPUT DATA BUS 
BUFFER. | 


READ: I/O read input which enables the master CPU to read 
data and status words from the OUTPUT DATA BUS BUFFER 
or status register. 
CS CHIP SELECT: Chip select input used to select one UPI- 
41A/41AH/42/42AH microcomputer out of several 
connected to a common data bus. 
TEST 0, 1 TEST INPUTS: Input pins can be directly tested using 
TEST 1 39 conditional branch instructions. 
the event timer input (under software control). TESTO (To) is 
41A/41AH/42/42AH. 
XTAL 1, : INPUTS: Inputs for a crystal, LC or an external timing signal to 
XTAL 2 determine the internal oscillator frequency. 
instruction cycle. SYNC can be used as a strobe for external 
EXTERNAL ACCESS: External access input which allows 
emulation, testing and PROM/ROM verification. 
during PROM programming. 
During |/O expander access the PROG pin acts as an 
RESET: Input used to reset status flip-flops and to set the 
program counter to zero. RESET is also used during PROM 
ss 5 SINGLE STEP: Single step input used in conjunction with the 
SYNC output to step the program through each instruction. 
Meo f 40} POWER: + 5V main power supply pin. 
21V for UPI-42 programming operation, + 12V for 
programming, UPI-41AH/42AH. Low power standby pin in 
[Ves_«(| 20. ~| | GROUND: Circuit ground potential. 
7 4-11 


Ao COMMAND/DATA SELECT: Address input used by the 
master processor to indicate whether byte transfer is data 
(Ag = 0) or command (Ag = 1). 
FREQUENCY REFERENCE: TEST 1 (T;) also functions as 
used during PROM programming and verification in the UPI- 
SYNC OUTPUT CLOCK: Output signal which occurs once per UPI 
circuitry; itis also used to synchronize single step operation. 
PROG PROGRAM: Multifunction pin used as the program pulse input 
address/data strobe to the 8243. 
RESET 4 
programming and verification. 
POWER: + 5V during normal operation. + 25V for UPI-41A, 
ROM version. 
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The following sections provide a detailed functional de- 
scription of the UPI microcomputer. Figure 2-4 illus- 
trates the functional blocks within the UPI device. 


CPU SECTION 


The CPU section of the UPI-41A/41AH/42/42AH 
microcomputer performs basic data manipulations and 
controls data flow throughout the single chip computer 
via the internal 8-bit data bus. The CPU section in- — 
cludes the following functional blocks shown in Figure 
2-4: 


e Arithmetic Logic Unit (ALU) 
e Instruction Decoder 

e Accumulator 

 @ Flags 


Arithmetic Logic Units (ALU) 


The ALU is capable of performing the following opera- 
tions: 


@ ADD with or without carry 

e AND, OR, and EXCLUSIVE OR 
© Increment, Decrement 

© Bit complement 

@ Rotate left or right 

e Swap. 

¢ BCD decimal adjust 


INTERNAL 
BUS 


i « DBB A 
OT] stanus 
REGISTER 
PROGRAM 
STATUS 
OBBOUT II 
Dy-D, < he 


(8, 


MASTER 
SYSTEM 
INTERFACE 


INSTRUCTION 
DECODER 


CONTROL 
LOGIC 


CRYSTAL, XTAL1 
Lc, OR 
CLOCK XTAL2 


Vpp “> PROM PROGRAM SUPPLY 


TEMPORARY 
REGISTER 


Vog Ph +5 SUPPLY 


Vsg —————>_ GROUND 
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In a typical operation data from the accumulator is 
combined in the ALU with data from some other 
source on the UPI-41A/41AH/42/42AH internal bus 
(such as a register or an I/O port). The result of an 
ALU operation can be transferred to the internal bus or 
back to. the accumulator. 


If an operation such as an ADD or ROTATE requires 
more than 8 bits, the CARRY flag is used as an indica- 
tor. Likewise, during decimal adjust and other BCD 
operations the AUXILIARY CARRY flag can be set 
and acted upon. These flags are part of the Program 
Status Word (PSW). | 


Instruction Decoder 


During an instruction fetch, the operation code (op- 
code) portion of each program instruction is stored and 
decoded by the instruction decoder. The decoder gener- 
ates outputs used along with various timing signals to 
control the functions performed in the ALU. Also, the 
instruction decoder controls the source and destination 
of ALU data. 


Accumulator 


The accumulator is the single most important register 
in the processor. It is the primary source of data to the 
ALU and is often the destination for results as well. 
Data to and from the I/O ports and memory normally 
passes through the accumulator. —— 


DATA 
MEMORY Be eee 


REG. BANK 1 128 x 8 
256 x 8 
STACK RANDOM ~ 
ACCESS 
REG. BANK 0 MEMORY 
MULTIPLEXER 


PERIPHERAL 
INTERFACE 


PORT 4-7 
EXPANDER 
INTERFACE 


1K X 8. 2K X 8 
PROM ROM 
PROGRAM 
MEMORY 
CONDITIONAL 
BRANCH 
LOGIC 


COUNTER 


8-BIT 
TIMER/ 
EVENT COUNTER 
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Figure 2-4. UPI-41A/41AH/42/42AH Block Diagram 
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PROGRAM MEMORY 


The UPI-41A/41AH/42/42AH microcomputer has 
1024, 2048 8-bit words of resident, read-only memory 
for program storage. Each of these memory locations is 
directly addressable by a 10-bit program counter. De- 
pending on the type of application and the number of 
program changes anticipated, three types of program 
memory are available: 


® 8041AH, 8042AH with mask programmed ROM 
Memory 


e 8741AH, 8742AH with electrically programmable 
OTP EPROM Memory 


e 8741A and 8742 with electrically programmable 
EPROM Memory 


A program memory map is illustrated in Figure 2-5. 
Memory is divided into 256 location ‘pages’ and three 
locations are reserved for special use: 


LOCATION 7 — TIMER 
INTERRUPT VECTORS 
PROGRAM HERE 


LOCATION 3 — IBF 
INTERRUPT VECTORS 
PROGRAM HERE 


LOCATION 0 — RESET 


oL7 Le} 5)4)3)211 10 f- vectors 


PROGRAM HERE 


PROGRAM MEMORY MAP 
231318-10 


ADDRESS 


Figure 2-5. Program Memory Map 
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INTERRUPT VECTORS 


1) Location 0 
Following a RESET input to the processor, the next 
instruction is automatically fetched from location 0. 


2) Location 3 
An interrupt generated by an Input Buffer Full 
(IBF) condition (when the IBF interrupt is enabled) 
causes the next instruction to be fetched from loca- 
tion 3. 


3) Location 7 
A timer overflow interrupt (when enabled) will 
cause the next instruction to be fetched from loca- 
tion 7. 


Following a system RESET, program execution begins 
at location 0. Instructions in program memory are nor- 
mally executed sequentially. Program control can be 
transferred out of the main line of code by an input 
buffer full (IBF) interrupt or a timer interrupt, or when 
a jump or call instruction is encountered. An IBF inter- 
rupt (if enabled) will automatically transfer control to 
location 3 while a timer interrupt will transfer control 
to location 7. 


All conditional JUMP instructions and the indirect 
JUMP instruction are limited in range to the current 
256-location page (that is, they alter PC bits 0-7 only). 
If a conditional JUMP or indirect JUMP begins in lo- 
cation 255 of a page, it must reference a destination on 
the following page. 


Program memory can be used to store constants as well 
as program instructions. The UPI-41AH, 42AH in- 
struction set contains an instruction (MOVP3) de- 
signed specifically for efficient transfer of look-up table 
information from page 3 of memory. 


DATA MEMORY 


The UPI-41A has 64 8-bit words of Random Access 
Memory, the UPI-41AH has 128 8-bit words of Ran- 
dom Access Memory; the UPI-42 has 128 8-bit words 
of RAM; and the UPI-42AH has 256 8-bit words of 
RAM. This memory contains two working register 
banks, an 8-level program counter stack and a scratch 
pad memory, as shown in Figure 2-6. The amount of 
scratch pad memory available is variable depending on 
the number of addresses nested in the stack and the 
number of working registers being used. 


Addressing Data Memory 


The first eight locations in RAM are designated as 
working registers Ro—R7. These locations (or registers) 
can be addressed directly by specifying a register num- 
ber in the instruction. Since these locations are easily 
addressed, they are generally used to store frequently 
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accessed intermediate results. Other locations in data 
memory are addressed indirectly by using Ro or R, to 
specify the desired address. 


8042AH/ 
8742AH 


USER RAM 224 X 8 


BANK 1 
WORKING. 
REGISTERS 
8X8 
iS SELECTED 


ADDRESSED 
INDIRECTLY 
A THROUGH 
8 LEVEL STACK Rt OR Ro 
USER RAM (Ro OR Ry’) 
16X8 


BANK 0 | 


WORKING 


REGISTERS DEC TEY 
8X8 


iS SELECTED 
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Figure 2-6. Data Memory Map 


H 


Working Registers 


Dual banks of eight working registers are included in 
the UPI-41A/41AH/42/42AH data memory. Loca- 
tions 0—7 make up register bank 0 and locations 24-13 
form register bank 1. A RESET signal automatically 
selects register bank 0. When bank 0 is selected, refer- 
ences to Rg—R7 in UPI-41A/41AH/42/42AH instruc- 
tions operate on locations O—7 in data memory. A “‘se- 
lect register bank” instruction is used to selected be- 
tween the banks during program execution. If the in- 
struction SEL RB1 (Select Register Bank 1) is execut- 
ed, then program references to Rg—R7 will operate on 
locations 24—31. As stated previously, registers 0 and 1 
in the active register bank are used as indirect address 
registers for all locations in data memory. 


Register bank 1 is normally reserved for handling inter- 
rupt service routines, thereby preserving the contents of 
the main program registers. The SEL RB1 instruction 
can be issued at the beginning of an interrupt service 
routine. Then, upon return to the main program, an 
RETR (return & restore status) instruction will auto- 
matically restore the previously selected bank. During 
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interrupt processing, registers in bank 0 can be accessed 

indirectly using Ro and R)’. 


If register bank 1 is not used, registers 24—31 can still 
serve as additional scratch pad memory. 


Program Counter Stack — 


RAM locations 8-23 are used as an 8-level program 
counter stack. When program control is temporarily 
passed from the main program to a subroutine or inter- 
rupt service routine, the 10-bit program counter and — 
bits 4—7 of the program status word (PSW) are stored 
in two stack locations. When control is returned to the 
main program via an RETR instruction, the program 
counter and PSW bits 4-7 are restored. Returning via 
an RET instruction does not restore the PSW bits, 
however. The program counter stack is addressed by 
three stack pointer bits in the PSW (bits 0-2). Opera- 
tion of the program counter stack and the program 
status word is explained in detail in the following sec- 
tions. | 


The stack allows up to eight levels of subroutine ‘nest- 
ing’; that is, a subroutine may call a second subroutine, 
which may call a third, etc., up to eight levels. Unused 
stack locations can be used as scratch pad memory. 
Each unused level of subroutine nesting provides two 
additional RAM locations for general use. 


The following sections provide a detailed description of 
the Program Counter Stack and the Program Status 
Word. 


PROGRAM COUNTER 


The UPI-41A/41AH/42/42AH microcomputer has a 
10-bit program counter (PC) which can directly ad- 
dress any of the 1024, 2048, or 4096 locations in pro- 
gram memory. The program counter always contains 
the address of the next instruction to be executed and is 
normally incremented sequentially for each instruction 
to be executed when each instruction fetches occurs. 


When control is temporarily passed from the main pro- 
gram to a subroutine or an interrupt routine, however, 
the PC contents must be altered to point to the address 
of the desired routine. The stack is used to save the 
current PC contents so that, at the end of the routine, 
main program execution can continue. The program 
counter is initialized to zero by a RESET signal. 


PROGRAM COUNTER STACK . 


The Program Counter Stack is composed of 16 loca- 
tions in Data Memory as illustrated in Figure 2-7. 
These RAM locations (8 through 23) are used to store 
the 10-bit program counter and 4 bits of the program 
status word. 


a 
I ntel : 
An interrupt or Call to a subroutine causes the contents 


of the program counter to be stored in one of the 8 
register pairs of the program counter stack. 


DATA 
MEMORY 
LOCATION 


23 
22 
21 
20 


eae ae 


STACK 
POINTER 


18 
17 
16 
15 
14 


PSW (4-7) PCe-9) 


PCi4_7) PCio_3) 


Figure 2-7. Program Counter Stack 


A 3-bit Stack Pointer which is part of the Program 
Status Word (PSW) determines the stack pair to be 
used at a given time. The stack pointer is initialized by 
a RESET signal to 00H which corresponds to RAM 
locations 8 and 9. 


The first call or interrupt results in the program coun- 
ter and PSW contents being transferred to RAM loca- 
tions 8 and 9 in the format shown in Figure 2-7. The 
stack pointer is automatically incremented by | to point 
to location is 10 and 11 in anticipation of another 
CALL. 


Nesting of subroutines within subroutines can continue 
up to 8 levels without overflowing the stack. If overflow 
does occur the deepest address stored (locations 8 and 
9) will be overwritten and lost since the stack pointer 
overflows from 07H to OOH. Likewise, the stack pointer 
will underflow from 00H to 07H. 


The end of a subroutine is signaled by a return instruc- 
tion, either RET or RETR. Each instruction will auto- 
matically decrement the Stack Pointer and transfer the 
contents of the proper RAM register pair to the Pro- 
gram Counter. 


PROGRAM STATUS WORD 


The 8-bit program status word illustrated in Figure 2-8 
is used to store general information about program exe- 
cution. In addition to the 3-bit Stack Pointer discussed 
previously, the PSW includes the following flags: 
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e CY — Carry 
e AC — Auxiliary Carry 
e Fo — Flag 0 


e BS — Register Bank Select 


SAVED IN STACK STACK POINTER 


B LSB 


MS' 


231318-12 
Figure 2-8. Program Status Word 


The Program Status Word (PSW) is actually a collec- 
tion of flip-flops located throughout the machine which 
are read or written as a whole. The PSW can be loaded 
to or from the accumulator by the MOV A, PSW or 
MOV PSW, A instructions. The ability to write directly 
to the PSW allows easy restoration of machine status 
after a power-down sequence. 


The upper 4 bits of the PSW (bits 4, 5, 6, and 7) are 
stored in the PC Stack with every subroutine CALL or 
interrupt vector. Restoring the bits on a return is op- 
tional. The bits are restored if an RETR instruction is 
executed, but not if an RET is executed. 


PSW bit definitions are as follows: 
e Bits O—2 Stack Pointer Bits So, $1, S2 
e Bit 3 Not Used 


e Bit 4 Working Register Bank 
O = Bank 0 
1 = Bank 1 


e Bit 5 Flag 0 bit (Fo) 
This is a general purpose flag which can be cleared 
or complemented and tested with conditional jump 
instructions. It may be used during data transfer to 
an external processor. 


e Bit 6 Auxiliary Carry (AC) 
The flag status is determined by an ADD instruc- 
tion and is used by the Decimal Adjustment instruc- 
tion DAA 

e Bit 7 Carry (CY) 
The flag indicates that a previous operation resulted 
in overflow of the accumulator. 


CONDITIONAL BRANCH LOGIC 


Conditional Branch Logic in the UPI-41AH, 42AH al- 
lows the status of various processor flags, inputs, and 
other hardware functions to directly affect program ex- 
ecution. The status is sampled in state 3 of the first 
cycle. 
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Table 2-2 lists the internal conditions which are testable 
and indicates the condition which will cause a jump. In 
all cases, the destination address must be within the 
page of program memory (256 locations) in which the 
jump instruction occurs. 


OSCILLATOR AND TIMING CIRCUITS 


The UPI-41A/41AH/42/42AH’s internal timing gen- 
eration is controlled by a self-contained oscillator and 
timing circuit. A choice of crystal, L-C or external 
clock can be used to derive the basic oscillator frequen- 


cy. 
The resident timing circuit consists of an oscillator, a 


state counter and a cycle counter as illustrated in Fig- 
ure 2-9. Figure 2-10 shows instruction cycle timing. 


Oscillator 


The on-board oscillator is a series resonant circuit with ~ 


a frequency range of 1 to 12.5 MHz depending on 


: | . 
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which UPI is used. Refer to Table 1.1. Pins XTAL 1 
and XTAL 2 are input and output (respectively) of a 
high gain amplifier stage. A crystal or inductor and _ 
capacitor connected between XTAL 1 and XTAL 2 
provide the feedback and proper phase shift for oscilla- 
tion. Recommended connections for crystal or L-C are 
shown in Figure 2-11. 


State Counter 


The output of the oscillator is divided by 3 in the state 
counter to generate a signal which defines oe state 
times of the machine. 


Each instruction cycle consists of five states as illustrat- 
ed in Figure 2-10 and Table 2-3. The overlap of address 
and execution operations illustrated in Figure 2-10 al- 
lows fast instruction execution. 


Table 2-2. Conditional Branch Instructions 


; : Jump Condition 


Accumulator 


Accumulator bit 
Carry flag 


User flag 


Timer flag 
Test Input 0 


Test Input 1 


Input Buffer flag 
Output Buffer flag 


OSCILLATOR 


CYCLE 
COUNTER 
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Figure 2-9. Oscillator Configuration 
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All bits zero 
Any bit not zero 
Bit “b” = 1 
Carry flag = 1 
Carry flag = 0 
Fo flag = 1 

F; flag = 1 
Timer flag = 


IBF flag = 0 
OBF flag = 1 


1.2-4.17 »s CYCLE 


INPUT INPUT 
OUTPUT ADDRESS FING. PC | OUTPUT ADDRESS 
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Figure 2-10. Instruction Cycle Timing 


| 
intel ‘ | UPI-41A/41AH/42/42AH USER’S MANUAL 


Table 2-3. Instruction Timing Diagram 


iraruton | a 
ee =< ee Ye 
Instruction] Program Counter Timer 
Fetch Increment Increment Output 
Instruction} Program cn ae Timer 
| increment ; a | Increment - Fetch 
ANL Pp, DATA| Instruction Program Timer Immediate 
Counter Data 
pr rn. Increment [= | Increment Fetch 
ORL Pp, DATA|Instruction Program Timer Immediate 
Counter Data 
Fetch Increment Output Increment 
Instruction] Program Counter| Opcode/ Address Timer To P2 Lower 
Instruction| Program Counter} Opcode/Address Timer Data 
ORLD Pp, A Fetch Increment Increment 
Instruction] Program Counter} Opcode/ Address Timer Data 


Sample Increment Fetch 
Condition Timer Immediate Data 
Fetch Increment Increment Update 
Fetch Increment 
Ne CBR Program Counter 


Increment 
Timer 
Fetch Increment Increment Output 
STRT T Fetch Increment Start 
STRT CNT instruction] Program Counter Counter 
STOP TCNT Fetch Increment 
Instruction} Program Counter 


CYCLE 2 


Read Port 


Output 


Output 


Program 
Counter 


Stop 
Counter 
Fetch Increment Enable 
Instruction} Program Counter Interrupt 
Fetch increment Disable 
Instruction| Program Counter Interrupt 
EN DMA Fetch Increment 
Instruction} Program Counter 


DMA Enabled 
DRQ Cleared 
Fetch Increment OBF, IBF 
EN ETAGS Instruction Output Enabled Loe! 


XTAL 1 


UPI-41A/41AH 
4 
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Figure 2-11. Recommended Crystal and L-C Connections 
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Cycle Counter 


The output of the state counter is divided by 5 in the 
cycle counter to generate a signal which defines a ma-: 


chine cycle. This signal is call SYNC and is available 
continuously on the SYNC output pin. It can be used 
to synchronize external circuitry or as a general pur- 
pose clock output. It is also used for synchronizing sin- 
gle-step. | 


Frequency Reference 


The external crystal provides high speed and accurate 
timing generation. A crystal frequency of 5.9904 MHz 


is useful for generation of standard communication fre- 


quencies by the UPI-41A/41AH/42/42AH. However, 
if an accurate frequency reference and maximum proc- 


essor speed are not required, an inductor and capacitor _ 


may be used in place of the crystal as shown in Figure 
2-11. 


'A recommended range of inductance and capacitance 
combinations is given below: 


e L = 130 pH corresponds to 3 MHz 
e L = 45 wH corresponds to 5 MHz 


An external clock signal can also be used as a frequency 
reference to the UPI-41A/41AH/42/42AH; however, 
the levels are not TTL compatible. The signal must be 
in the 1-12.5 MHz frequency range depending on 
which UPI is used. Refer to Table 1-2. The signal must 
be connected to pins XTAL 1 and XTAL 2 by buffers 
with a suitable pull-up resistor to guarantee that a logic 
**1” is above 3.8 volts. The recommended connection is 
shown in Figure 2-12. 


XTAL 1 


UPI-41A/41AH 
/42/42AH 


XTAL 2 


STANDARD TTL OR 
OPEN COLLECTOR 
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Figure 2-12. Recommended Connection 
For External Clock Signal 
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INTERVAL TIMER/EVENT COUNTER 


- The UPI-414/41AH/42/42AH has a resident 8-bit 
_ timer/counter which has several software selectable 


modes of operation. ‘As an interval timer, it can gener- 
ate accurate delays from 80 microseconds to 20.48 mil- 


_ liseconds without placing undue burden on the proces- 


sor. In the counter mode, external events such as switch 
closures or tachometer pulses can ve counted and used 
to direct program flow. 


- Timer Configuration 


Figure 2-13 illustrates the basic timer/counter configu- 
ration. An 8-bit register is used to count pulses from 


either the internal clock and prescaler or from an exter- 


nal source. The counter is presettable and readable with 


~ two MOV instructions which transfer the contents of 


the accumulator to the counter and vice-versa (i.e. 
MOV T, A and MOV A, T). The counter is stopped by 
a RESET or STOP TCNT instruction and remains 
stopped until restarted either as a timer (START T in- 
struction) or as a counter (START CNT instruction). 
Once started, the counter will increment to its maxi- | 
mum count (FFH) and overflow to zero continuing its 
count until stopped by a STOP TCNT instruction or 
RESET. 


The increment from maximum count to zero (overflow) 
results in setting the Timer Flag (TF) and generating an 
interrupt request. The state of the overflow flag is test- 
able with the conditional jump instruction, JTF. The 
flag is reset by executing a JTF or by a RESET signal. 


The timer interrupt request is stored in a latch and 
ORed with the input buffer full interrupt request.. The 
timer interrupt can be enabled or disabled independent 
of the IBF interrupt by the EN TCNTI and DIS 
TCTNI instructions. If enabled, the counter overflow 
will cause a subroutine call to location 7 where the tim- 
er service routine is stored. If the timer and Input Buff- 
er Full interrupts occur simultaneously, the IBF source 
will be recognized and the call will be to location 3. 
Since the timer interrupt is latched, it will remain pend- 
ing until the DBBIN register has been serviced and will 
immediately be recognized upon return from the serv- 
ice routine. A pending timer interrupt is reset by the 
initiation of a timer interrupt service routine. 


- Event Counter Mode 


The STRT CNT instruction connects the TEST 1 input 
pin to the counter input and enables the counter. Note 
this instruction does not clear the counter. The counter 
is incremented on high to low transitions of the TEST 1 
input. The TEST 1 input must remain high for a mini- 
mum of one state in order to be registered (250 ns at 
12 MHz). The maximum count frequency is one count 


' per three instruction cycles (267 kHz at 12 MHz). 


There is no minimum frequency limit. 
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Timer Mode 


The STRT T instruction connects the internal clock to 
the counter input and enables the counter. The input 
clock is derived from the SYNC signal of the internal 
oscillator and the divide-by-32 prescaler. The configu- 
ration is illustrated in Figure 2-13. Note this instruction 
does not clear the timer register. Various delays and 
timing sequences between 40 psec and 10.24 msec can 
easily be generated with a minimum of software timing 
loops (at 12 MHz). 


Times longer than 10.24 msec can be accurately mea- 
sured by accumulating multiple overflows in a register 
under software control. For time resolution less than 40 
psec, an external clock can be applied to the TEST 1 
counter input (see Event Counter Mode). The mini- 
mum time resolution with an external clock is 3.75 
psec (267 kHz at 12 MHz). 


TEST 1 Event Counter Input 


The TEST | pin is multifunctional. It is automatically 
initialized as a test input by a RESET signal and can be 
tested using UPI-41A conditional branch instructions. 


In the second mode of operation, illustrated in Figure 
2-13, the TEST 1 pin is used as an input to the internal 


PRESCALER 
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EXTERNAL 
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COUNTER 
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8-bit event counter. The Start Counter (STRT CNT) 
instruction controls an internal switch which connects 
TEST 1 through an edge detector to the 8-bit internal 
counter. Note that this instruction does not inhibit the 
testing of TEST 1 via conditional Jump instructions. 


In the counter mode the TEST 1 input is sampled once 
per instruction cycle. After a high level is detected, the 
next occurrence of a low level at TEST 1 will cause the 
counter to increment by one. 


The event counter functions can be stopped by the Stop 
Timer/Counter (STOP TCNT) instruction. When this 
instruction is executed the TEST 1 pin becomes a test 
input and functions as previously described. 


TEST INPUTS 


There are two multifunction pins designated as Test 
Inputs, TEST 0 and TEST 1. In the normal mode of 
operation, status of each of these lines can be directly 
tested using the following conditional Jump instruc- 
tions: 


e JTO Jump if TESTO = 1 
e JNTO Jump if TEST 0 = 0 
e JTi Jumpif TEST1 = 1 
e JNT1 Jump if TEST 1 = 0 


OSCILLATOR 


INTERRUPT 


OVERFLOW 
FLAG 


LOAD/READ 


INTERNAL BUS 
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Figure 2-13. Timer Counter 
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The test imputs are TTL compatible. An external logic 
signal connected to one of the test inputs will be sam- 
pled at the time the appropriate conditional jump in- 
struction is executed. The path of program execution 
will be altered depending on the state of the external 
signal when sampled. 


INTERRUPTS 


The UPI-41A/41AH/42/42AH has the following in- 
ternal interrupts: 

_@ Input Buffer Full (IBF) interrupt 

¢ Timer Overflow interrupt 


The IBF interrupt forces a CALL to location 3 in pro- 
gram memory; a timer-overflow interrupts forces a 
CALL to location 7. The IBF interrupt is enabled by 
the EN I instruction and disabled by the DIS I instruc- 
tion. The timer-overflow interrupt is enabled and dis- 
abled by the EN TNCTI and DIS TCNTI instructions, 
respectively. 


IBF 
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Figure 2-14 illustrates the internal interrupt lo ogic. An 
IBF interrupt request is generated whenever WR and 
CS are both low, regardless of whether interrupts are 
enabled. The interrupt request is cleared upon entering 
the IBF service routine only. That is, the DIS I instruc- 
tion does not clear a pending IBF interrupt. 


| Interrupt Timing Latency 


When the IBF interrupt is enabled and an IBF inter- 
rupt request occurs, an interrupt sequence is intiated as 
soon as the currently executing instruction is complet- 
ed. The following sequence occurs: 


e A CALL to location 3 is forced. 


e The program counter and bits 4—7 of the Program 
Status Word are stored in the stack. 


e The stack pointer is incremented. 
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Figure 2-14. interrupt Logic 
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Location 3 in program memory should contain an un- 
conditional jump to the beginning of the IBF interrupt 
service routine elsewhere in program memory. At the 
end of the service routine, an RETR (Return and Re- 
store Status) instruction is used to return control to the 
main program. This instruction will restore the pro- 
gram counter and PSW bits 4-7, providing automatic 


restoration of the previously active register bank as 
well. RETR also re-enables interrupts. 


A timer-overflow interrupt is enabled by the EN 
TCNTI instruction and disabled by the DIS TCNTI 
instruction. If enabled, this interrupt occurs when the 
timer/counter register overflows. A CALL to location 
7 is forced and the interrupt routine proceeds as de- 
scribed above. 


The interrupt service latency is the sum of current in- 
struction time, interrupt recognition time, and the in- 
ternal call to the interrupt vector address. The worst 
case latency time for servicing an interrupt is 7 clock 
cycles. Best case latency is 4 clock cycles. 


Interrupt Timing 


Interrupt inputs may be enabled or disabled under pro- 
gram control using EN I, DIS I, EN TCNTI and DIS 
TCNTI instructions. Also, a RESET input will disable 
interrupts. An interrupt request must be removed be- 
fore the RETR instruction is executed to return from 
the service routine, otherwise the processor will re-en- 
ter the service routine immediately. Thus, the WR and 
CS inputs should not be held low longer than the dura- 
tion of the interrupt service routine. 


The interrupt system is single level. Once an interrupt 
is detected, all further interrupt requests are latched but 
are not acted upon until execution of an RETR instruc- 
tion re-enables the interrupt input logic. This occurs at 
the beginning of the second cycle of the RETR instruc- 
tion. If an IBF interrupt and a timer-overflow interrupt 
occur simultaneously, the IBF interrupt will be recog- 
nized first and the timer-overflow interrupt will remain 
pending until the end of the interrupt service routine. 


External Interrupts 


An external interrupt can be created using the UPI- 
41A/41AH/42/42AH timer/counter in the event 
counter mode. The counter is first preset to FFH and 
the EN TCNTI instruction is executed. A timer-over- 
flow interrupt is generated by the first high to low tran- 
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sition of the TEST 1 input pin. Also, if an IBF interrupt 
occurs during servicing of the timer/counter interrupt, 
it will remain pending until the end of the service rou- 
tine. 


Host Interrupts And DMA 


If needed, two external interrupts to the host system 
can be created using the EN FLAGS instruction. This 
instruction allocates two I/O lines on PORT 2 (P24 and 
P25). Po4 is the Output Buffer Full interrupt request 
line to the host system; P5 is the Input Buffer empty 
interrupt request line. These interrupt outputs reflect 
the internal status of the OBF flag and the IBF inverted 
flag. Note, these outputs may be inhibited by writing a 
“0” to these pins. Reenabling interrupts is done by 
writing a “1” to these port pins. Interrupts are typically 
enabled after power on since the I/O ports are set in a 
“1” condition. The EN FLAG’s effect is only cancelled 
by a device RESET. 


DMA handshaking controls are available from two 
pins on PORT 2 of the UPI-41A/41AH/42/42AH mi- 
crocomputer. These lines (P2¢ and P27) are enabled by 
the EN DMA instruction. P2¢ becomes DMA request 
(DRQ) and P27 becomes DMA acknowledge (DACK). 
The UPI program initiates a DMA request by writing a 
“1” to Pog. The DMA controller transfers the data into 
the DBBIN data register using DACK which acts as a 
chip select. The EN DMA instruction can only be can- 
celled by a chip RESET. 


RESET 


The RESET input provides a means for internal initiali- 
zation of the processor. An automatic initialization 
pulse can be generated at power-on by simply connect- 
ing a 1 pfd capacitor between the RESET input and 
ground as shown in Figure 2-15. It has an internal 
pull-up resistor to charge the capacitor and a Schmitt- 
trigger circuit to generate a clean transition. A 2-stage 
synchronizer has been added to support reliable opera- 
tion up to 12.5 MHz. 


If automatic initialization is used, RESET should be 
held low for at least 10 milliseconds to allow the power 
supply to stabilize. If an external RESET signal is used, 
RESET may be held low for a minimum of 8 instruc- 
tion cycles. Figure 2-15 illustrates a configuration using 
an external TTL gate to generate the RESET input. 
This configuration can be used to derive the RESET 
signal from the 8224 clock generator in an 8080 system. 
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Figure 2-15. External Reset Configuration 


The RESET input performs the following functions: 
Disables Interrupts 

Clears Program Counter to Zero 

Clears Stack Pointer 

Clears Status Register and Flags 

Clears Timer and Timer Flag _ 

Stops Timer 

Selects Register Bank 0 

Sets PORTS 1 and 2 to Input Mode 


DATA BUS BUFFER 


Two 8-bit data bus buffer registers, DBBIN and 
DBBOUT, serve as temporary buffers for commands 
and data flowing between it and the master processor. 
Externally, data is transmitted or received by the DBB 
registers upon execution of an INput or OUTput in- 
struction by the master processor. Four control signals 
are used: 


e Ag Address input signifying control or data 
¢ CS Chip Select 

e RD Read Strobe 

e WR Write Strobe 


Transfer can be implemented with or without UPI pro- 
gram interference by enabling or disabling an internal 
UPI interrupt. Internally, data transfer between the 
DBB and the UPI accumulator is under software con- 
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trol and is completely asynchronous to the external 
processor timing. This allows the UPI software to han- 
dle peripheral control tasks independent of the main 
processor while still maintaining a data interface with 
the master system. 


Configuration 


Figure 2-16 illustrates the internal configuration of the 
DBB registers. Data is stored in two 8-bit buffer regis- 
ters, DBBIN and DBBOUT. DBBIN and DBBOUT 
may be accessed by the external processor using the 
WR line and the RD line, respectively. The data bus is 
a bidirectional, three-state bus which can be connected 
directly to an 8-bit microprocessor system. Four con- 
trol lines (WR, RD, CS, Ap) are used by the external 
processor to transfer data to and from the DBBIN and 
DBBOUT registers. 


An 8-bit register containing status flags is used to indi- 
cate the status of the DBB registers. The eight status 
flags are defined as follows: 


© OBF Output Buffer Full 
This flag is automatically set when the UPI-Micro- 
computer loads the DBBOUT register and is cleared 
when the master processor reads the data register. 


e IBF Input Buffer Full 
This flag is set when the master processor writes a 
character to the DBBIN register and is cleared 
when the UPI INputs the data register contents to 
its accumulator. 
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Figure 2-16. Data Bus Buffer Configuration 


e Fo 
This is a general purpose flag which can be cleared 
or toggled under UPI software control. The flag is 
used to transfer UPI status information to the mas- 
ter processor. 


© F, Command/Data 
This flag is set to the condition of the Ap input line 
when the master processor writes a character to the 
data register. The F, flag can also be cleared or tog- 
gled under UPI-Microcomputer program control. 


e ST4 through ST7 
These bits are user defined status bits. They are de- 
fined by the MOV STS,A instruction. 


SYSTEM INTERFACE 


Figure 2-17 illustrates how a UPI-Microcomputer can 
be connected to a standard 8080-type bus system. Data 
lines Do-D7 form a three-state, bidirectional port 
which can be connected directly to the system data bus. 
The UPI bus interface has sufficient drive capability 
(400 A) for small systems, however, a larger system 
may require buffers. 


Four control signals are required to handle the data 

and status information transfer: 

e WR 
I/O WRITE signal used to transfer data from the 
system bus to the UPI DBBIN register and set the 
F, flag in the status register. 

e RD 
I/O READ signal used to transfer data from the 
DBBOUT register or status register to the system 
data bus. 


e cs 
CHIP SELECT signal used to enable one 8041AH 
out of several connected to a common bus. 

© Ao 
Address input used to select either the 8-bit status 
register or DBBOUT register during an I/O READ. 
Also, the signal is used to set the F, flag in the 
status register during an I/O WRITE. 


The WR and RD signals are active low and are stan- 
dard MCS-80 peripheral control signals used to syn- 
chronize data transfer between the system bus and pe- 
ripheral devices. 


The CS and Ag signals are decoded from the address 
bus of the master system. In a system with few I/O 
devices a linear addressing configuration can be used 
where Ao and A, lines are connected directly to Ag and 
CS inputs (see Figure 2-17). 


Data Read 


Table 2-4 illustrates the relative timing of a DBBOUT 
Read. When CS, Ao, and RD are low, the contents of 
the DBBOUT register is placed on the three-state Data 
lines Do-D7 and the OBF flag is cleared. 


The master processor uses CS, Aj, WR, and RD to 
control data transfer between the DBBOUT register 
and the master system. The following operations are 
under master processor control: 
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Figure 2-17. Interface to 8080 System Bus 


Table 2-4. Data Transfer Controls 


Read DBBOUT register 
Read STATUS register 


_ Write DBBIN data register 
Write DBBIN command register 
Disable DBB 


Status Read 


Table 2-4 shows the logic sequence required for a 
STATUS register read. When CS and RD are low with 
Ao high, the contents of the 8-bit status register appears 
on Data lines Do—D7. 


Data Write 


Table 2-4 shows the sequence for writing information 
to the DBBIN register. When CS and WR are low, the 
contents of the system data bus is latched into DBBIN. 

Also, the IBF flag is set and an interrupt is generated, if 
enabled. 
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Command Write 


During any write (Table 2-4), the state of the Ag input 
is latched into the status register in the F; (cCommand/ 
data) flag location. This additional bit is used to signal 
whether DBBIN contents are command (Ag = 1) or 
data (Ag = 0) information. 


INPUT/OUTPUT INTERFACE 


The UPI-41A/41AH/42/42AH has 16 lines for input 
and output functions. These I/O lines are grouped as 
two 8-bit TTL compatible ports: PORTS 1 and 2. The 
port lines can individually function as either inputs or 
outputs under software control. In addition, the lower 4 
lines of PORT 2 can be used to interface to an 8243 I/O 
expander device to increase I/O capacity to 28 or more 
lines. The additional lines are grouped as 4-bit ports: 
PORTS 4, 5, 6, and 7. 


PORTS 1 and 2 


PORTS 1 and 2 are each 8 bits wide and have the same 
I/O characteristics. Data written to these ports by an 
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OUTL Pp,A instruction is latched and remains un- 
changed until it is rewritten. Input data is sampled at 
the time the IN, A, Pp instruction is executed. There- 
fore, input data must be present at the PORT until read 
by an INput instruction. PORT 1 and 2 inputs are fully 
TTL compatible and outputs will drive one standard 
TTL load. 


Circuit Configuration 


The PORT | and 2 lines have a special output structure 
(shown in Figure 2-18) that allows each line to serve as 
an input, an output, or both, even though outputs are 
statically latched. 


Each line has a permanent high impedance pull-up (50 
KQ) which is sufficient to provide source current for a 
TTL high level, yet can be pulled low by a standard 
TTL gate drive. Whenever a “1” is written to a line, a 
low impedance pull-up (2502) is switched in momen- 
tarily (500 ns) to provide a fast transition from 0 to 1. 
When a “0” is written to the line, a low impedance 
pull-down (3000) is active to provide TTL current 
sinking capability. 


To use a particular PORT pin as an input, a logic “1” 
must first be written to that pin. 


NOTE: 
A RESET initializes all PORT pins to the high im- 
pedance logic “1” state. 


ORL, ANL 


BUS 
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An external TTL device connected to the pin has suffi- 
cient current sinking capability to pull-down the pin to 
the low state. An IN A, Pp instruction will sample the 
status of PORT pin and will input the proper logic 
level. With no external input connected, the IN A,Pp 
instruction inputs the previous output status. 


This structure allows input and output information on 
the same pin and also allows any mix of input and 
output lines on the same port. However, when inputs 
and outputs are mixed on one PORT, a PORT write 
will cause the strong internal pull-ups to turn on at all 
inputs. If a switch or other low impedance device is 
connected to an input, a PORT write (‘1” to an input) 
could cause current limits on internal lines to be ex- 
ceeded. Figure 2-19 illustrates the recommended con- 
nection when inputs and outputs are mixed on one 
PORT. 


The bidirectional port structure in combination with 
the UPI-41A/41AH/42/42AH logical AND and OR 
instructions provide an efficient means for handling sin- 
gle line inputs and outputs within an 8-bit processor. 


PORTS 4, 5, 6, and 7 


By using an 8243 I/O expander, 16 additional I/O lines 
can be connected to the UPI-41AH, 42AH and directly 
addressed as 4-bit I/O ports using UPI-41AH, 42AH 
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Figure 2-18. Quasi-Bidirectional Port Structure 
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instructions. This feature saves program space and de- 
sign time, and improves the bit handling capability of 
the UPI-41A/41AH/42/42AH. 


The lower half of PORT 2 provides an interface to the 
8243 as illustrated in Figure 2-20. The PROG pin is 
used as a strobe to clock address and data information 
via the PORT 2 interface. The extra 16 I/O lines are 
referred to in UPI software as PORTS 4, 5, 6, and 7. 


Each PORT can be directly addressed and can be — 


ANDed and ORed with an immediate data mask. Data 
can be moved directly to the accumulator from the ex- 
pander PORTS (or vice-versa). 


The 8243 I/O ports, PORTS 4, 5, 6, and 7, provide 
more drive capability than the UPI-41A/41AH/42/ 
42AH bidirectional ports. The 8243 output is capable 
of driving about 5 standard TTL loads. 


PORT 1,2 


UPI-41A/41AH 
/42/42AH 


| 

In lal ; 
Multiple 8243’s can be connected to the PORT 2 inter- 
face. In normal operation, only one of the 8243’s would 
be active at the time an Input or Output command is 
executed. The upper half of PORT 2 is used to provide 
chip select signals to the 8043’s. Figure 2-21 shows how 
four 8243’s could be connected. Software is needed to 
select and set the proper PORT 2 pin before an INPUT 
or OUTPUT command to PORTS 4-7 is executed. In 
general, the software overhead required is very minor 
compared to the added flexibility of having a large 
number of I/O pins available. | 
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Figure 2-19. Recommended PORT Input Connections 
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Figure 2-20. 8243 Expander Interface 
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Figure 2-21. Multiple 8243 Expansion 
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CHAPTER 3 
INSTRUCTION SET 


The UPI- 41A/41AH/42/42AH Instruction Set is op- 
code-compatible with the MCS-48 set except for the 
elimination of external program and data memory in- 
structions and the addition of the data bus buffer in- 
structions. It is very straightforward and efficient in its 
~ use of program memory. All instructions are either 1 or 
2 bytes in length (over 70% are only | byte long) and 
over half of the instructions execute in one machine 
- cycle. The remainder require only two cycles and in- 
clude Branch, Immediate, and I/O operations. 


The UPI-41A/41AH/42/42AH Instruction Set effi- 
ciently handles the single-bit operations required in 
control applications. Special instructions allow port bits 
to be set or cleared individually. Also, any accumulator 
bit can be directly tested via conditional branch instruc- 
tions. Additional instructions are included to simplify 
loop counters, table look-up routines and N-way 
branch routines. 


The UPI-41A/41AH/42/42AH Microcomputer han- 
dles arithmetic operations in both binary and BCD for 
efficient interface to peripherals such as keyboards and 
displays. 


The instruction set can. be divided into the following 
_ groups: 

@ Data Moves 

e Accumulator Operations 

© Flags | 

® Register Operations 
e Branch Instructions 


Control 
Timer Operations 
Subroutines 


Input/Output Instructions 


Data Moves | 
(See Instruction Summary) 


The 8-bit accumulator is the control point for all data 
transfers within the UPI-41A/41AH/42/42AH. Data 
can be transferred between the 8 registers of each work- 
ing register bank and the accumulator directly (i.e., 
with a source or destination register specified by 3 bits 
in the instruction). The remaining locations in the 


RAM array are addressed either by Ro or Ry of the 


active register bank. Transfers to and from'RAM< re- 
quire one cycle. 


Constants stored in Program Memory can be loaded 
directly into the accumulator or the eight working reg- 
isters. Data can also be transferred directly between the 
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accumulator and the on-board timer/counter, the 
Status Register (STS), or the Program Status Word | 


-(PSW). Transfers to the STS register alter bits 4-7 


only. Transfers to the PSW alter machine status ac- 
cordingly and provide a means of restoring status after 
an interrupt or of altering the stack pointer if necessary. 


Accumulator Operations 


Immediate data, data memory, or the working registers 
can be added (with or without carry) to the accumula- 
tor. These sources can also be ANDed, ORed, or exclu- 
sive ORed to the accumulator. Data may be moved to 
or from the accumulator and working registers or data 
memory. The two values can also be exchanged in a 
single operation. 


The lower 4 bits of the accumulator can be exchanged 
with the lower 4 bits of any of the internal RAM loca- 
tions. This operation, along with an instruction which 
swaps the upper and lower 4-bit halves of the accumu- > 
lator, provides easy handling of BCD numbers and 
other 4-bit quantities. To facilitate BCD arithmetic a 
Decimal Adjust instruction is also included. This 
instruction is used to correct the result of the binary 
addition of two 2-digit BCD numbers. Performing a 
decimal adjust on the result in the accumulator produc- 
es the desired BCD result. 


The accumulator can be incremented, decremented, 
cleared, or complemented and can be rotated left or 
right 1 bit at a time with or without carry. 


A subtract operation can be easily implemented in UPI 
software using three single-byte, single-cycle instruc- 
tions. A value can be subtracted from the accumulator 
by using the following instructions: 


© Complement the accumulator 
© Add the value to the accumulator 
® Complement the accumulator 


Flags 


There are four user accessible flags: 
@ Carry - 

e Auxiliary Carry 

° Fo 

ee F, 


_ The Carry flag indicates overflow of the accumulator, 


while the Auxiliary Carry flag indicates overflow be- 
tween BCD digits and is used during decimal adjust 
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operations. Both Carry and Auxiliary Carry are part of 
the Program Status Word (PSW) and are stored in the 
stack during subroutine calls. The Fo and F; flags are 
general-purpose flags which can be cleared or comple- 
mented by UPI instructions. Fo is accessible via the 
Program Status Word and is stored in the stack with 
the Carry flags. F; reflects the condition of the Ag line, 
and caution must be used when setting or clearing it. 


Register Operations 


The working registers can be accessed via the accumu- 
lator as explained above, or they can be loaded with 
immediate data constants from program memory. In 
addition, they can be incremented or decremented di- 
rectly, or they can be used as loop counters as explained 
in the section on branch instructions. 


Additional Data Memory locations can be accessed 
with indirect instructions via Rg and R}. 


Branch Instructions 


The UPI-41A/41AH/42/42AH Instruction Set in- 
cludes 17 jump instructions. The unconditional allows 
jumps anywhere in the 1K words of program memory. 
All other jump instructions are limited to the current 
page (256 words) of program memory. 


Conditional jump instructions can test the following in- 
puts and maching flags: 


e TEST 0 input pin 

e TEST 1 input pin 

e Input Buffer Full flag 
¢ Output Buffer Full flag 
e Timer flag 

e Accumulator zero 

e Accumulator bit 

® Carry flag 

© Fo flag 

e F; flag 


The conditions tested by these instructions are the 
instantaneous values at the time the conditional jump 
instruction is executed. For instance, the jump on accu- 
mulator zero instruction tests the accumulator itself, 
not an intermediate flag. 


The decrement register and jump if not zero (DJNZ) 
instruction combines decrement and branch operations 
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in a single instruction which is useful in implementing a 
loop counter. This instruction can designate any of the 


8 working registers as a counter and can effect a branch 


to any address within the current page of execution. 


A special indirect jump instruction (JMPP @A) allows 


the program to be vectored to any one of several differ- 
ent locations based on the contents of the accumulator. 
The contents of the accumulator point to a location in 
program memory which contains the jump address. As 
an example, this instruction could be used to vector to 
any one of several routines based on an ASCII charac- 
ter which has been loaded into the accumulator. In this 
way, ASCII inputs can be used to initiate various rou- 
tines. 


Control 


The UPI-41A/41AH/42/42AH Instruction Set has six 
instructions for control of the DMA, interrupts, and 
selection of working registers banks. 


The UPI-41A/41AH/42/42AH provides two instruc- 
tions for control of the external microcomputer system. 
IBF and OBF flags can be routed to PORT 2 allowing 
interrupts of the external processor. DMA handshaking 
signals can also be enabled using lines from PORT 2. 


The IBF interrupt can be enabled and disabled using 
two instructions. Also, the interrupt is automatically 
disabled following a RESET input or during an inter- 
rupt service routine. 


The working register bank switch instructions allow the 
programmer to immediately substitute a second 8 regis- 
ter bank for the one in use. This effectively provides 
either 16 working registers or the means for quickly 
saving the contents of the first 8 registers in response to 
an interrupt. The user has the option of switching regis- 
ter banks when an interrupt occurs. However, if the 
banks are switched, the original bank will automatically 
be restored upon execution of a return and restore 
status (RETR) instruction at the end of the interrupt 
service routine. 


Timer 

The 8-bit on-board timer/counter can be loaded or read 
via the accumulator while the counter is stopped or 
while counting. 


The counter can be started as a timer with an internal 
clock source or as an event counter or timer with an 
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external clock applied to the TEST 1 pin. The instruc- 
tion executed determines which clock source is used. A 
single instruction stops the counter whether it is operat- 
ing with an internal or an external clock source. In 
addition, two instructions allow the timer interrupt to 
- be enabled or disabled. 


Subroutines 


Subroutines are entered by executing a call instruction. 
Calls can be made to any address in the 1K word pro- 
gram memory. Two separate return instructions deter- 
mine whether or not status (i.e., the upper 4 bits of the 
PSW) is restored upon return from a subroutine. 


Input/Output Instructions 


Two 8-bit data bus buffer registers (DBBIN and 
DBBOUT) and an 8-bit status register (STS) enable the 
UPI-41A universal peripheral interface to communi- 
cate with the external microcomputer system. Data can 
be INputted from the DBBIN register to the accumula- 
tor. Data can be OUTputted from the accumulator to 
the DBBOUT register. 


The STS register contains four user-definable bits 
(ST4-ST7) plus four reserved status bits (IBF; OBF, Fo 
and F}). The user-definable bits are set from the accu- 
mulator. ‘ 


The UPI-41A/41AH/42/42AH' peripheral interface 
has two 8-bit static I/O ports which can be loaded to 
and from the accumulator. Outputs are statically 
latched but inputs to the ports are sampled at the time 
an IN instruction is executed. In addition, immediate 
data from program memory can be ANDed and ORed 
directly to PORTS 1 and 2 with the result remaining on 
the port. This allows “masks” stored in program mem- 
ory to be used to set or reset individual bits on the I/O 
ports. PORTS 1 and 2 are configured to allow input on 
a given pin by first writing a “1” to the pin. 


Four additional 4-bit ports are available through the 
8243 I/O expander device. The 8243 interfaces to the 
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UPI-41A/41AH/42/42AH peripheral interface via 


four PORT 2 lines which form an expander bus. The 
8243 ports have their own AND and OR instructions 


like the on-board ports, as well as move instructions to 
transfer data in or out. The expander AND or OR in- 


structions, however, combine the contents of the accu- 
mulator with the selected port rather than with imme- 
diate data as is done with the on-board ports. 


INSTRUCTION SET DESCRIPTION 


The following section provides a detailed description of 
each UPI instruction and iilustrates how the instruc- 
tions are used. 


For further information about programming the UPI, 
consult the 8048/8041AH Assembly Language Manual. 


Table 3-1. Symbols and Abbreviations Used 


Accumulator 
Carry 


FLAG 0, FLAG 1 (C/D flag) 

Interrupt 

Mnemonic for ‘‘in-page’”’ operation 

Program Counter 

Port designator (p = 1, 2, or 4-7) 
Program Status Word 


Register designator (r = 0-7). 

Stack Pointer 

Status register 

Timer 

Timer Flag 

TEST 0, TEST 1 

Immediate data prefix 

Indirect address prefix 

Double parentheses show the effect of @, 

that is @RO is shown as ((RO)). 
Contents of 
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Table 3-2. Instruction Set Summary 


Mnemonic Description 


ACCUMULATOR 
ADD A, Rr Add register to A 
ADD A, @Rr Add data memory to A 
ADD A, #data Addimmediate toA 
ADDC A, Rr Add register to A with carry 
ADDCA,@Rr Adddatamemory toA 
with carry 
ADDC A, Add immediate to A 
# data with carry 
ANL A, Rr And register to A 
ANLA, @Rr And data memory to A 
ANLA, #data Andimmediate toA 
ORL A, Rr Or register to A 
ORLA, @Rr Or data memory to A 
ORLA, #data Orimmediate to A 
XRL A, Rr Exclusive Or 
register to A 
XRLA, @Rr Exclusive Or data 
memory to A 
XRLA, #data Exclusive Or 
immediate to A 
INCA Increment A 
DECA Decrement A 
CLR A Clear A 
CPLA Complement A 
DAA Decimal Adjust A 
SWAP A Swap nibbles of A 
RLA Rotate A left 
RLCA Rotate A left 
through carry 
RRA Rotate A right 
RRC A Rotate A right 
through carry 


INPUT/OUTPUT 

INA, Pp Input port to A 

OUTL Pp, A Output A to port 

ANL Pp, #data And immediate to port 
ORL Pp, #data Or immediate to port 

IN A,DBB Input DDB to A, clear IBF 
OUT DBB,A Output A to DBB, Set OBF 
MOV STS,A A4-A7 to bits 4-7 of status 
MOVD A,Pp Input Expander port to A 
MOVD Pp,A Output A to Expander port 
ANLD Pp,A And A to Expander port 
ORLD Pp,A Or A to Expander port 


DATA MOVES 

MOV A, Rr Move register to A 

MOV A, @Rr Move data memory toA 

MOV A, #data Move immediate to A 

MOV Rr, A Move A to register 

MOV @Rr, A Move A to data memory 

MOV Rr, #data Move immediate to register 

MOV @Rr, Move immediate to 

# data data memory 

MOV A, PSW Move PSW to A 

MOV PSW, A Move A to PSW 

XCH A, Rr Exchange A and registers 

XCH A, @Rr Exchange A and | 
data memory 

XCHD A, Exchange digit of A 

@Rr and register 


Bytes Cycle 


ee ee ee ee ee ee Cae 


ak eh hk et OD 


NNN NM |= |= | NYMNNN PY 


Mnemonic Description 


DATA MOVES (Continued) 

MOVP A, @A Move to A from current 
page 

MOVP3 A, Move to A from page 3 

@A 


TIMER/COUNTER 

MOV A,T Read Timer/Counter 

MOV T,A Load Timer/Counter 

STRT T Start Timer 

STRT CNT Start Counter 

STOP TCNT Stop Timer/Counter 

EN TCNTI Enable Timer/Counter 

DIS TCNTI Disable Timer/Counter 
Interrupt 


CONTROL 


-EN DMA Enable DMA Handshake 


Lines 
EN | Enable IBF interrupt 
DIS | Disable IBF interrupt 
EN FLAGS Enable Master Interrupts 
SEL RBO Select register bank 0 
SEL RB1 Select register bank 1 
NOP No Operation 


REGISTERS 

INC Rr ~ Increment register 

INC @Rr Increment data memory 
Decrement register 


SUBROUTINE 

CALL addr Jump to subroutine 
Return 
Return and restore status 


Clear Carry 
Complement Carry 
Clear Flag 0 
Complement Flag 0 
Clear F, Flag 
Complement F,; Flag 


BRANCH 

JMP addr Jump unconditional 
JMPP @A Jump indirect 

DJNZ Rr, Decrement register 
addr and jump on non-zero 
JC addr Jump on Carry = 1 

JNC addr Jump on Carry = 0 

JZ addr Jump on A zero 

JNZ addr Jump on A not zero 

JTO addr Jump on To = 1 

JNTO addr Jump on Tp = 0 

JT1 addr Jump on T; = 1 

JNT1 addr Jump on T; = 0 

JFO addr Jump on Fo Flag = 1 
JF1 addr Jump on F, Flag = 1 
JTF addr Jump on Timer Flag = 1 
JNIBF addr Jump on IBF Flag = 0 
JOBF addr Jump on OBF Flag = 1 
JBb addr Jump on Accumulator Bit 


Bytes Cycle 


N PO 


PONMNMNYONNNNMNNMNNN DPD PDP 
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ALPHABETIC LISTING 


ADDA,Rr Add Register Contents to Accumulator 


Opcode: 


Example: 


The contents of register ‘r’ are added to the accumulator. Carry is affected. 


(A) — (A) + (RD r= 0-7 
ADDREG: ADD A,R6 — :ADD REG 6 CONTENTS 


;TO ACC 


ADD A,@Rr__ Add Data Memory Contents to Accumulator 


Opcode: 


Example: 


The contents of the standard data memory location address by register ‘r’ bits O—7 are added 
to the accumulator. Carry is affected. 


(A) <— (A) + (@r) r= 0-1 
ADDM: MOV RO, #47 ;MOVE 47 DECIMAL TO REG 0 
ADD A,@RO - ;ADD VALUE OF LOCATION 
| _ 347TO ACC 


ADD A,#data Add Immediate Data to Accumulator 


Opcode: 


_ Example: 


Loooo] 0011] © | dy dg dg dg | da do dy do 


This is a 2-cycle instruction. The specified data is added to the accumulator. Carry is affected. 
(A) <— (A) + data 7 


ADDID: ADD A,#ADDER ;ADD VALUE OF SYMBOL 
;ADDER’ TO ACC 


'ADDCA,Rr Add Carry and Register Contents to Accumulator 
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Opcode: 


Example: 


The content of the carry bit is added to accumulator location 0. The contents of register ‘r’ are 
then added to the accumulator. Carry is affected. 


(A) — (A) + Rn + © r= 0-7 
ADDRGC: ADDC A,R4 ;ADD CARRY AND REG 4 
| ;CONTENTS TO ACC 
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ADDC A,@Rr Add Carry and Data Memory Contents to Accumulator 


The content of the carry bit is added to accumulator location 0. Then the contents of the 
standard data memory location addressed by register ‘r’ bits O—7 are added to the accumula- 
tor. Carry is affected. 


| (A) <— (A) + (Rn) + © r= 0-1 
Example: ADDMC: MOV R1,#40 _ ;MOV ‘40’ DEC TO REG 1 
ADDC A,@R1 ;ADD CARRY AND LOCATION 40 
;CONTENTS TO ACC 


ADDC A,#data Add Carry and Immediate Data to Accumulator 


Opcode: 0001;]0011 | © | dz dg ds dg | dg do dy do 


This is a 2-cycle instruction. The content of the carry bit is added to accumulator location 0. 
Then the specified data is added to the accumulator. Carry is affected. 
(A) <~ (A) + data + (C) 


Example: ADDC A, #255 ;ADD CARRY AND ‘225’ DEC 
;sTO ACC 


ANLA,Rr Logical AND Accumulator With Register Mask 


Data in the accumulator is logically ANDed with the mask contained in working register ‘r’. 


(A) < (A) AND (Rr) r = 0-7 
Example: ANDREG: ANL A,R3 AND’ ACC CONTENTS WITH MASK 
;MASK IN REG 3 


ANLA,@Rr Logical AND Accumulator With Memory Mask 


Data in the accumulator is logically ANDed with the mask contained in the data memory 
location referenced by register ‘r’, bits 0-7. 


(A) <— (A) AND ((Rn)) r= 0-1 
Example: ANDDM: MOV RO, #0FFH MOV ‘FF’ HEX TO REG 0 
ANL A, #0AFH AND’ ACC CONTENTS WITH | 
-MASK IN LOCATION 63 
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ANLA,#data Logical AND Accumulator With Immediate Mask 


Opcode: |0101{|0011 | | dy dg ds dy | dg do dy do 


This is a 2-cycle instruction. Data in the accumulator is logically ANDed with an immediate- 
ly-specified mask. 3 7 
(A) <— (A) AND data 


Example: ANDID: ANL A,#0AFH _ ;‘AND’ ACC CONTENTS 


;WITH MASK 10101111 
ANL A,#3+X/Y AND’ ACC CONTENTS 
; ;WITH VALUE OF EXP 
‘3 + X/Y’ 


ANL PP,#data Logical AND PORT 1-2 With immediate Mask 


Opcode: | 1001 | 10 p; po] © | dz dg ds d4 | dg do dy do 


This is a 2-cycle instruction. Data on the port ‘p’ is logically ANDed with an immediately- 
specified mask. | 
(Pp) <— (Pp) AND data p = 1-2 


Note: Bits O—1 of the opcode are used to represent PORT 1 and PORT 2. If you are coding in binary 
rather than assembly language, the mapping is as follows: 


Example: ANDP2: ANL P2,#OFOH AND’ PORT 2 CONTENTS 
| | - ;WITH MASK‘F0’ HEX 
(CLEAR P20-23) 


ANLD Pp,A Logical AND Port 4-7 With Accumulator Mask 


Opcode: | 1001 


This is a 2-cycle instruction. Data on port ‘p’ on the 8243 expander is logically ANDed with 
the digit mask contained in accumulator bits 0-3. 
(Pp) <— (Pp) AND (A0-3) po 4a! 


Note: The mapping of Port ‘p’ to opcode bits py, po is as follows: 


Example: ANDP4: ANLD P4,A ;AND’ PORT 4 CONTENTS 
;WITH ACC BITS 0-3 
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CALL address Subroutine Call 


Opcode: @i90 Ag Ag 1 | O100') © | a7 ag as a4 | Ag Ad a; AQ 


This is a 2-cycle instruction. The program counter and PSW bits 4-7 are saved in the stack. 
The stack pointer (PSW bits 0-2) is updated. Program control is then passed to the location 
specified by ‘address’. | 


Execution continues at the instruction following the CALL upon return from the subroutine. 
((SP)) <— (PC), (PSW4_7) 

(SP) <— (SP) + 1 

(PCg_9) <— (addrg_g) 

(PCo_7) <— (addro_7) 


Example: Add three groups of two numbers. Put subtotals in locations 50, 51 and total in location 52. 


MOV RO, #50 sMOVE ‘50’ DEC TO ADDRESS 
sREG 0 
BEGADD: MOV A,R1 ;sMOVE CONTENTS OF REG 1 
;TO ACC 
ADD A,R2 ;ADD REG 2 TO ACC 
CALL SUBTOT ;CALL SUBROUTINE ‘SUBTOT’ 
ADD A,R3 ;ADD REG 3 TO ACC 
ADD A,R4 ;ADD REG 4 TO ACC 
CALL SUBTOT ;CALL SUBROUTINE ‘SUBTOT?’ 
ADD A,R5 ;ADD REG 5 TO ACC 
ADD A,R6 ;ADD REG 6 TO ACC 
CALL SUBTOT ;CALL SUBROUTINE ‘SUBTOT’ 
SUBTOT: MOV @RO,A ;MOVE CONTENTS OF ACC TO 
;sLOCATION ADDRESSED BY 
;REG 0 
INC RO sINCREMENT REG 0 
RET ;sRETURN TO MAIN PROGRAM 


CLRA Clear Accumulator 


The contents of the accumulator are cleared to zero. 
(A) <- OOH 


CLRC Clear Carry Bit 


During normal program execution, the carry bit can be set to one by the ADD, ADDC, RLC, 
CPLC, RRC, and DAA instructions. This instruction resets the carry bit to zero. 
(Cc) <— 0 


CLRF1 Clear Flag 1 


The F, flag is cleared to zero. 
(Fi) <— 0 
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CLRFO Clear Flag 0 


Fo flag is cleared to zero. 
(Fo) <— 0 | 


CPLA Complement Accumulator 


Opcode: 


The contents of the accumulator are complemented. This is strictly a one’s complement. Each 
one is changed to zero and vice-versa. 
(A) <— NOT (A) 


Example: Assume accumulator contains 01101010. 
CPLA: CPLA | ;ACC CONTENTS ARE COMPLE- 
;MENTED TO 10010101 


CPLC Complement Carry Bit 


Opcode: 


The setting of the carry bit is complemented; one is changed to zero, and zero is changed to 
one. | 
(C) <— NOT (GC) 


Example: Set C to one; current setting is unknown. 


CT01: CLR C ;C IS CLEARED TO ZERO 
CPL C 3C IS SET TO ONE 
CPL FO COMPLEMENT FLAG 0 


Opcode: 


The setting of Flag 0 is complemented; one is changed to zero, and zero is changed to one. 
Fy <— NOT (FO) | 


‘' CPLF1 Complement Fiag 1 


The setting of the F; Flag is complemented; one is changed to zero, and zero is changed to 
one. , 
(Fj) < NOT ()) 
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DAA _ Decimal Adjust Accumulator 


The 8-bit accumulator value is adjusted to form two 4-bit Binary Coded Decimal (BCD) digits 
following the binary addition of BCD numbers. The carry bit C is affected. If the contents of 
bits O—3 are greater than nine, or if AC is one, the accumulator is incremented by six. 


The four high-order bits are then checked. If bits 4-7 exceed nine, or if C is one, these bits are 
increased by six. If an overflow occurs, C is set to one; otherwise, it is cleared to zero. 


Example: Assume accumulator contains 9AH. 


DA A ;ACC ADJUSTED TO 01H with C set 
C AC ACC 
0 O 9AH INITIAL CONTENTS 
06H ADD SIX TO LOW DIGIT 
0 O AlH 


60H ADD SIX TO HIGH DIGIT 


1 0 01H RESULT 


DEC A Decrement Accumulator 


The contents of the accumulator are decremented by one. 
(A) <— (A)- 1 


Example: Decrement contents of data memory location 63. 


MOV RO, #3FH ;MOVE ‘3F’ HEX TO REGO 

MOV A,@RO ;MOVE CONTENTS OF LOCATION 63 
;TO ACC 

DEC A ;DECREMENT ACC 

MOV @RO,A ;MOVE CONTENTS OF ACC TO 
;LOCATION 63 


DEC Rr Decrement Register 


Opcode: 1100 


The contents of working register ‘r’ are decremented by one. 
(Rr) <— (Rr) — 1 r= 0-7 


Example: DECR1: DEC Ri ;DECREMENT ADDRESS REG 1 


DIS! Disable IBF Interrupt 


Opcode: 


The input Buffer Full interrupt is disabled. The interrupt sequence is not initiated by WR and 
CS, however, an IBF interrupt request is latched and remains pending until an EN I (enable 
IBF interrupt) instruction is executed. 


Note: The IBF flag is set and cleared independent of the IBF interrupt request so that handshaking 
protocol can continue normally. 
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DIS TCNTI Disable Timer/Counter Interrupt 


The timer/counter interrupt is disabled. Any pending timer interrupt request is cleared. The 
interrupt sequence is not initiated by an overflow, but the timer flag is set and time accumula- 
tion continues. 


DJNZ Rr, address Decrement Register and Test 


Opcode: 1110 {| 11o1y Io | © | a ag as ag | ag AD a1 AQ 


This is a 2-cycle instruction. Register ‘r’ is decremented and tested for zero. If the register 
contains all zeros, program control falls through to the next instruction. If the register con- 
tents are not zero, control jumps to the specified address within the current page. 
(Rr) <— (Rr) - 1 | 
If R + 0, then; 
(PCo_7) <— addr 

Note: A 10-bit address specification does not cause an error if the DJNZ instruction and the jump 

target are on the same page. If the DJNZ instruction begins in location 255 of a page, it will 


jump to a target address on the following page.. Otherwise, it is limited to a jump within the 
current page. : 


Example: Increment values in data memory locations 50-54. 


MOV RO, #50 sMOVE ‘50’ DEC TO ADDRESS 
a ;REG 0 
MOV R3,#05 ;MOVE ‘5’ DEC TO COUNTER 
;sREG 3 
INCRT: INC @RO sINCREMENT CONTENTS OF 
;sLOCATION ADDRESSED BY 
;REG 0 | 
INC RO ;sINCREMENT ADDRESS IN REG 0° 
DJINZ R3,INCRT sDECREMENT REG 3——-JUMP TO 
- 3INCRT’ IF REG 3 NONZERO 
NEXT—— j‘NEXT’ ROUTINE EXECUTED 
;IF R3 IS ZERO | 


-EN DMA _ Enable DMA Handshake Lines 


DMA handshaking is enabled using P29¢ as DMA request (DRQ) and P27 as DMA acknowl- 
edge (DACK). The DACK lines forces CS and Apo low internally and clears DRQ. 


-_ENFLAGS Enable Master interrupts 


The Output Buffer Full (OBF) and the Input Buffer Full (IBF) flags (IBF is inverted) are 
routed to Pz4 and P25. For proper operation, a “1” should be written to P25 and P 4 before the 
EN FLAGS instruction. A “0” written to P24 or P25 disables the pin. 
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EN! Enable IBF Interrupt 


The Input Buffer Full interrupt is enabled. A low signal on WR and CS initiates the interrupt 
sequence. 


EN TCNTI Enable Timer/Counter Interrupt 


The timer/counter interrupt is enabled. An overflow of this register initiates the interrupt 
sequence. 


INA,DBB Input Data Bus Buffer Contents to Accumulator 


Data in the DBBIN register is transferred to the accumulator and the Input Buffer Full (IBF) 
flag is set to zero. 

(A) <— (DBB) 

(IBF) < 0 


Example: INDBB: IN A,DBB -INPUT DBBIN CONTENTS TO 
-ACCUMULATOR 


INA,Pp Input Port 1-2 Data to Accumulator 


Opcode: 


This is a 2-cycle instruction. Data present on port ‘p’ is transferred (read) to the accumulator. 


(A) <— (Pp) p = 1-2 (see ANL instruction) 
Example: INP 12: IN A,P1l ‘INPUT PORT 1 CONTENTS 
;TO ACC 
MOV R6,A ~;MOVE ACC CONTENTS TO 
;REG 6 
IN A,P2 sINPUT PORT 2 CONTENTS 
;sTO ACC 
MOV R7,A ;sMOVE ACC CONTENTS TO REG 7 


INC A_ increment Accumulator 


The contents of the accumulator are incremented by one. 
(A) <— (A) +1 


Example: Increment contents of location 10 in data memory. 


INCA: MOV RO, #10 ;MOV ‘10’ DEC TO ADDRESS 
;REG 0 
MOV A,@RO sMOVE CONTENTS OF LOCATION 
310 TO ACC 
INCA sINCREMENT ACC 
MOV @RO,A sMOVE ACC CONTENTS TO 


;sLOCATION 10 
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INC Rr_ Increment Register 


Opcode: 


The contents of working register ‘r’ are incremented by one. 
(Rr) €— (Rr) + 1. r = 0-7 


Example: INCRO: INC RO ;sINCREMENT ADDRESS REG 0 


INC @Rr_ Increment Data Memory Location 


The contents of the resident data memory location addressed by register ‘r’ bits 0—7 are 
incremented by one. 


(Rr)) <— (Rr) + 1 r= 0-1 
Example: INCDM: MOV R1,#OFFH ;MOVE ONES TO REG 1 
INC @R1 sSINCREMENT LOCATION 63 


JBb address Jump If Accumulator Bit is Set 


This is a 2-cycle instruction. Control passes to the specified address if accumulator bit ‘b’ is set 


to one. 
(PCo_7) addr ifb = 1 
(PC) — (PC) + 2 ifb =O 
Example: JB4IS1: JB4 NEXT JUMP TO ‘NEXT’ ROUTINE 


;IF ACC BIT 4 = 1 


JC address Jump if Carry Is Set 


This is a 2-cycle instruction. Control passes to the specified address if the carry bit is set to 


one. 
(PCo_7) <— addr ifC=1 
(PC) <— (PC) + 2 if C=0 
Example: JC1: JC OVERFLOW JUMP TO ‘OVFLOW’ ROUTINE 


IFC = 1 


JFO address Jump If Flag 0 is Set 


This is a 2-cycle instruction. Control passes to the specified address if flag 0 is set to one. 


(PCo_7) <— addr if Fo = 1 
| Example: JFOIS1: JFO TOTAL | JUMP TO ‘TOTAL’ ROUTINE 
;IF Fo = 1 
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JF1address Jump If C/D Flag (F1) Is Set 


This is a 2-cycle instruction. Control passes to the specified address if the C/D flag (F}) is set 


to one. 
(PCo_7) <— addr ifF,; = 1 
Example: JF 11S1: JFi FILBUF JUMP TO ‘FILBUF’ 


;ROUTINE IF F, = 1 


JMP address Direct Jump Within 1K Block 


Opcode: aji0 Ag ABO | 0100 | © | a7 ag as ag | ag Aad a AO 


This is a 2-cycle instruction. Bits 0-10 of the program counter are replaced with the directly- 
specified address. 

(PCg_19) <— addr 8-10 

(PCo_7) <— addr 0-7 


Example: JMP SUBTOT sJUMP TO SUBROUTINE ‘SUBTOT’ 
JMP $-6 JUMP TO INSTRUCTION SIX LOCATIONS 
;BEFORE CURRENT LOCATION 


JMP 2FH ;sJUMP TO ADDRESS ‘2F” HEX 


JMPP @A_ indirect Jump Within Page 


This is a 2-cycle instruction. The contents of the program memory location pointed to by the 
accumulator are substituted for the ‘page’ portion of the program counter (PC 0-7). 


(PCo-7) <— ((A)) 


Example: Assume accumulator contains OFH 
JMPPAG: JMPP @A ;sJMP TO ADDRESS STORED IN 
;LOCATION 15 IN CURRENT PAGE 


JNC address Jump If Carry Is Not Set 


This is a 2-cycle instruction. Control passes to the specified address if the carry bit is not set, 
that is, equals zero. 


(PCo_7) <— addr ifC =0 
Example: JCO: INC NOVFLO JUMP TO ‘NOVFLO’ ROUTINE 
SFC =0 


JNIBF address Jump If Input Buffer Full Flag ls Low 


This is a 2-cycle instruction. Control passes to the specified address if the Input Buffer Full 
flag is low (IBF = 0). 


(PCo_7) <— addr if IBF = 0 
Example: LOC 3:JNIBF LOC 3 JUMP TO SELF IF IBF = 0 
;OTHERWISE CONTINUE 
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JNTO address Jump if TEST 0 is Low 


Opcode: 


Example: 


This is a 2-cycle instruction. Control passes to the specified address, if the TEST 0 signal is 
low. Pin is sampled during. SYNC. 


(PCo_7) <— addr ifTp = 0 
JTOLOW: JNTO 60 | sJUMP TO LOCATION 60 DEC 
IF Tg = 0 


JNT1 address Jump If TEST 1is Low 


Opcode: 


Example: 


This is a 2-cycle instruction. Control passes to the specified address if the TEST 1 signal is low. 
Pin is sampled during SYNC. | 


(PCo_7) <— addr ifT; =0 
JT1LOW: JNT1 OBBH ;sJUMP TO LOCATION ‘BB’ HEX ~ 
| IFT; =0 


JNZ address Jump If Accumulator Is Not Zero 


Opcode: 


Example: 


This is a 2-cycle instruction. Control passes to the specified address if the accumulator con- 
tents are nonzero at the time this instruction is executed. _ 


(PCo_7) <— addr ifA #0 
JACCNO: JINZ OABH "JUMP TO LOCATION ‘AB’ HEX 


;IF ACC VALUE IS NONZERO 


JOBF Address Jump If Output Buffer Full Flag Is Set 


Example: 


This is a 2-cycle instruction. Control passes to the specified address if the Output Buffer Full 
(OBF) flag is set (= 1) at the time this instruction is executed. 


(PCo_7) <— addr if OBF = 1 | 
JOBFHI: JOBF OAAH JUMP TO LOCATION ‘AA’ HEX 


;IF OBF = 1 


JTF address Jump If Timer Flag is Set 
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Example: 


This is a 2-cycle instruction. Control passes to the specified address if the timer flag is set to 
one, that is, the timer/counter register overflows to zero. The timer flag is cleared upon 


execution of this instruction. (This overflow initiates an interrupt service sequence if the timer- 
overflow interrupt is enabled.) 


(PCo_7) < addr ifTF = 1 
JTF1: JTF TIMER _ ,JUMP TO ‘TIMER’ ROUTINE 
| IF TF = 1 
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JTO address Jump If TEST 0 Is High 


Opcode: 


Example: 


This is a 2-cycle instruction. Control passes to the specified address if the TEST 0 signal is 
high (= 1). Pin is sampled during SYNC. 


(PCo_7) <— addr ifTp = 1 
JTOHI: JTO 53 JUMP TO LOCATION 53 DEC 
IF Tp = 1 


JT1 address Jump If TEST 1 Is High 


Opcode: 


Example: 


This is a 2-cycle instruction. Control passes to the specified address if the TEST 1 signal is 
high (= 1). Pin is sampled during SYNC. 


(PCo_7) <— addr fT) = 1 
JT1HI: JT1 COUNT -JUMP TO ‘COUNT’ ROUTINE 
IFT, =1 


JZ address Jump If Accumulator Is Zero 


Opcode: 


Example: 


This is a 2-cycle instruction. Control passes to the specified address if the accumulator con- 
tains all zeros at the time this instruction is executed. 


(PCo_3) <— addr ifA = 0 
JACCO: JZ OA3H -JUMP TO LOCATION ‘A3’ HEX 
-IF ACC VALUE IS ZERO 


MOV A,#data Move Immediate Data to Accumulator 


Opcode: 


Example: 


0010;]0011] © | d7 dg ds dy d3 d2 dj do 


This is a 2-cycle instruction. The 8-bit value spedified by ‘data’ is loaded in the accumulator. 
(A) <— data 


MOV A, #OA3H ;MOV ‘A3’ HEX TO ACC 


MOV A,PSW Move PSW Contents to Accumulator 


Opcode: 


Example: 


The contents of the program status word are moved to the accumulator. 


(A) < (PSW) 
Jump to ‘RBISET? routine if bank switch, PSW bit 4, is set. 
BSCHK: MOV A,PSW sMOV PSW CONTENTS TO ACC 
JB4 RB1 SET JUMP TO ‘RBISET’ IF ACC 
;sBIT 4 = 1 
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MOV A,Rr Move Register Contents to Accumulator 


Opcode: | 1111 


Eight bits of data are moved from working register ‘r’ into the accumulator. 


(A) <~ (Rr) | r= 0-7 
Example: MAR: MOV A,R3 ;MOVE CONTENTS OF REG 3 
;sTO ACC 


MOV A,@Rr Move Data Memory Contents to Accumulator 


The contents of the data memory location addressed by bits 0-7 of register ‘r’ are moved to 
the accumulator. Register ‘r’ contents are unaffected. 


(A) — (Rp) PaO 
Example: Assume R1 contains 00110110. 
MADM: MOV A,@R1 ‘MOVE CONTENTS OF DATA MEM 
‘LOCATION 54 TO ACC 


MOV A,T Move Timer/Counter Contents to Accumulator | 


Opcode: 


The contents of the timer/event-counter register are moved to the accumulator. The timer/ 
event-counter is not stopped. 
(A) < (7) 


Example: Jump to “Exit” routine when timer reaches ‘64’, that is, when bit 6 is set-—assuming initializa- 
tion to zero. 


TIMCHK: MOV A,T sMOVE TIMER CONTENTS TO 
;ACC 
JB6 EXIT ;sJUMP TO ‘EXIT’ IF ACC BIT 
6=1 


MOV PSW,A Move Accumulator Contents to PSW 


The contents of the accumulator are moved into the program status word. All condition bits 
and the stack pointer are affected by this move. 


(PSW) <— (A) 
Example: Move up stack pointer by two memory locations, that is, increment the pointer by one. 
INCPTR: MOV A,PSW ;MOVE PSW CONTENTS TO ACC 
INCA \ ;sINCREMENT ACC BY ONE 
MOV PSW,A ;MOVE ACC CONTENTS TO PSW 
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MOV Rr,A Move Accumulator Contents to Register 


Opcode: | 1010 


The contents of the accumulator are moved to register ‘r’ 


(Rr) <— (A) | r= 0-7 
Example: MRA MOV RO,A -- sMOVE CONTENTS OF ACC TO 
‘REG 0 


MOV Rr,#data Move Immediate Data to Register 


Opcode: | 10114] 1121 10 | © | dz de ds dy | dg do dy do 


This is a 2-cycle instruction. The 8-bit value specified by ‘data’ is moved to register ‘r’. 
(Rr) <~ data r= 0-7 


Example: MIR4: MOV R4,#HEXTEN ;THE VALUE OF THE SYMBOL 

;SHEXTEN’ IS MOVED INTO 
;REG 4 

MIRS: MOV RS, #PI*(R*R) ;THE VAUE OF THE 
;EXPRESSION ‘PI*(R*R)’ 
sIS MOVED INTO REG 5 

MIR6: MOV R6, #OADH SAD’ HEX IS MOVED INTO 
REG 6 


MOV @Rr,A Move Accumulator Contents to Data Memory 


The contents of the accumulator are moved to the data memory location whose address is 
specified by bits O—7 of register ‘r’. Register ‘r’ contents are unaffected. 


(Rr)) < (A) i | 
Example: Assume RO contains 11000111. 
MDMA: MOV @R,A ;MOVE CONTENTS OF ACC TO 
;LOCATION 7 (REG) 


MOV @Rr,#data Move Immediate Data to Data Memory 


Opcode: PaO 4d: 0-00 i e | d7 dg ds dq | dg do dy dg 


This is a 2-cycle instruction. The 8-bit value specified by ‘data’ is moved to the standard data 
memory location addressed by register ‘r’, bit O—7. 


Example: Move the hexadecimal value AC3F to locations 62-63. 


MIDM: MOV RO, #62 ;MOVE ‘62? DEC TO ADDR REGO 
MOV @RO, #OACH sMOVE ‘AC’ HEX TO LOCATION 62 
INC RO sSINCREMENT REG 0 TO ‘63’ 
MOV @RO, #3FH ;MOVE ‘3F’ HEX TO LOCATION 63 
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MOV STS,A Move Accumulator Contents to STS Register 


The contents of the accumulator are moved into the status register. Only bits 4—7 are affected. 
(STS4_7) <— (Aq_7) | 


Example: Set ST4-ST7 to “1”. 


MSTS: MOV A,#0FOH ‘SET ACC 
~ MOV STS,A ;MOVE TO STS 


MOV T,A Move Accumulator Contents to Timer/Counter 


Opcode: — 


The contents of the accumulator are moved to the timer/event-counter register. 


(T) <— (A) 
Example: Initialize and start event counter. 
INITEC: CLR A ;CLEAR ACC TO ZEROS 
MOV T,A ;MOVE ZEROS TO EVENT COUNTER 
STRT CNT sSTART COUNTER | 


MOVD A,Pp Move Port 4-7 Data to Accumulator 


This is a 2-cycle instruction. Data on 8243 port ‘p’ is moved (read) to accumulator bits 0-3. 
Accumulator bits 4—7 are zeroed. 
(Ap-3) <— Pp p= 4-7 
(A4_7) <— 0 


Note: Bits O-—1 of the opcode are used to represent PORTS 4-7. If you are coding in binary rather 
than assembly language, the mapping is as follows: 


Example: INPPT5: MOVDA,P5 | ;MOVE PORT 5 DATA TO ACC 
;BITS 0-3, ZERO ACC BITS 4-7 


MOVD Pp,A Move Accumulator Data to Port 4, 5, 6 and 7 


Opcode: 0011) 141 py Po 


This is a 2-cycle instruction. Data in accumulator bits O—3 is moved (written) to 8243 port ‘p’. 
Accumulator bits 4—7 are unaffected. (See NOTE above regarding port mapping.) 


Example: Move data in accumulator to ports 4 and 5. 


’ 


OUTP45: MOVD P4,A ‘MOVE ACC BITS 0-3 TO PORT 4 
SWAP A -EXCHANGE ACC BITS 0-3 AND 4-7 
MOVD P35,A -MOVE ACC BITS 0-3 TO PORT 5 
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MOVP A,@A Move Current Page Data to Accumulator 


This is a 2-cycle instruction. The contents of the program memory location addressed by the 
accumulator are moved to the accumulator. Only bits 0-7 of the program counter are affected, 
limiting the program memory reference to the current page. The program counter is restored 
following this operation. 


(A) <— ((A)) 


Note: This a 1-byte, 2-cycle instruction. If it appears in location 255 of a program memory page, @A 
addresses a location in the following page. 


Example: MOV128: MOV A, #128 ;MOVE ‘128’ DEC TO ACC 
MOVP A,@A ;CONTENTS OF 129TH LOCATION 
SIN CURRENT PAGE ARE MOVED TO 
;ACC 


MOVP3 A,@A Move Page 3 Data to Accumulator 


This is a 2-cycle instruction. The contents of the program memory location within page 3, 
addressed by the accumulator, are moved to the accumulator. The program counter is restored 
following this operation. 

(A) <— ((A)) within page 3 


Example: Look up ASCII equivalent of hexadecimal code in table contained at the beginning of page 3. 
Note that ASCII characters are designated by a 7-bit code; the eighth bit is always reset. 


TABSCH: MOV A,#OB8H ;MOVE ‘B8’ HEX TO ACC (10111000) 
ANL A, #7FH ;LOGICAL AND ACC TO MASK BIT 
37 (00111000) 
MOVP3, A,@A sMOVE CONTENTS OF LOCATION 
38’ HEX IN PAGE 3 TO ACC 
(ASCII £8’) 
Access contents of location in page 3 labelled TAB1. Assume current program location is not 
in page 3. 
TABSCH: MOV A,#TABI1 sSISOLATE BITS 0-7 
;OF LABEL 
;ADDRESS VALUE 
MOVP3 A,@A ;MOVE CONTENT OF PAGE 3 
;LOCATION LABELED ‘TAB?’ 
;TO ACC 


NOP The NOP Instruction 


No operation is performed. Execution continues with the following instruction. 


ORLA,Rr Logical OR Accumulator With Register Mask 


Data in the accumulator is logically ORed with the mask contained in working register ‘r’. 


(A) <— (A) OR (Rr) r= 0-7 
Example: ORREG: ORL A,R4 OR’ ACC CONTENTS WITH 
;MASK IN REG 4 
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ORLA,@Rr Logical OR Accumulator With Memory Mask 


Data in the accumulator is logically ORed with the mask contained in the data memory 
location referenced by register ‘r’, bits 0-7. 


(A) — (AVOR(RD) r=0-1 
Example: ORDM: MOVE RO,#3FH ‘MOVE 3F’ HEX TO REG 0 
ORL A, @RO OR’ ACC CONTENTS WITH MASK 
-IN LOCATION 63 


ORL A,#Data Logical OR Accumulator With Immediate Mask 


Opcode: | 0100/|00111] © | dy dg ds dq | dg do dy do 


This is a 2-cycle instruction. Data in the accumulator is logically ORed with an immediately- 
specified mask. 
(A) <— (A) OR data 


Example: ORID: ORL A, #‘X’ ;OR’ ACC CONTENTS WITH MASK 
~ 301011000 (ASCII VALUE OF ‘X’) 


ORL Pp,#data_ Logical OR Port 1-2 With Immediate Mask 


Opcode: 1 0p; po | @ | dy de ds dy | dg do dy do 


This is a 2-cycle instruction. Data on port ‘p’ is logically ORed with an immediately-specified 


mask. 
(Pp) <~ (Pp) OR data | p = 1-2 (see OUTL instruction) 
Example: ORP1: ORL P1,#OFH SOR’ PORT 1 CONTENTS WITH 
;MASK ‘FF’ HEX (SET PORT 1 
‘TO ALL ONES) 


ORLD Pp,A_ Logical OR Port 4-7 With Accumulator Mask 


Opcode: 1000 | 11 py po 


This is a 2-cycle instruction. Data on 8243 port ‘p’ is logically ORed with the digit mask 
contained in accumulator bits 0-3, 
(Pp) (Pp) OR (Ap_3) p = 4-7 (See MOVD instruction) 


Example: ORP7; ORLD P7,A SOR’ PORT 7 CONTENTS 
;WITH ACC BITS 0-3 


OUT DBB,A Output Accumulator Contents to Data Bus Buffer 


Opcode: 


Contents of the accumulator are transferred to the Data Bus Buffer Output register and the 
Output Buffer Full (OBF) flag 1 is set to one. 

(DBB) <— (A) 

OBF < 1 


Example: OUTDBB: OUT DBB,A _ ;OUTPUT THE CONTENTS OF ~ 
;THE ACC TO DBBOUT 
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OUTL Pp,A Output Accumulator Data to Port 1 and 2 


Opcode: 10 py po 


This is a 2-cycle instruction. Data residing in the accumulator is transferred (written) to port 
‘p’ and latched. 
(Pp) <— (A) P = 1-2 


Note: Bits O—1 of the opcode are used to represent PORT 1 and PORT 2. If you are coding in binary 
rather than assembly language, the mapping is as follows: 


Example: OUTLP; MOV A,R7 ;MOVE REG 7 CONTENTS TO ACC 
OUTL P2,A ;OUTPUT ACC CONTENTS TO PORT2 
MOV A,R6 ;MOVE REG 6 CONTENTS TO ACC 
OUTL PIA ;OUTPUT ACC CONTENTS TO PORT 1 


RET Return Without PSW Restore 


This is a 2-cycle instruction. The stack pointer (PSW bits 0-2 is decremented. The program 
counter is then restored from the stack. PSW bits 4-7 are not restored. 

(SP) < (SP) — 1 

(PC) <— ((SP)) 


RETR Return With PSW Restore 


This is a 2-cycle instruction. The stack pointer is decremented. The program counter and bits 
4—7 of the PSW are then restored from the stack. Note that RETR should be used to return 
from an interrupt, but should not be used within the interrupt service routine as it signals the 
end of an interrupt routine. 

(SP) <—- (SP) — 1 

(PC) <— ((SP)) 

(PSW4_7) <— ((SP)) 


RLA Rotate Left Without Carry 


The contents of the accumulator are rotated left one bit. Bit 7 is rotated into the bit 0 position. 


(An+1) <— (An) | n = 0-6 
(Ag) <— (A7) 
Example: Assume accumulator contains 10110001. 
RLNC: RLA ;NEW ACC CONTENTS ARE 01100011 
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RLCA Rotate Left Through Carry 


Opcode: 


Example: 


The contents of the accumulator are rotated left one bit. Bit 7 replaces the carry bit; the carry 
bit is rotated into the bit 0 position. 


(An+1) <— (An) n= 0-6 
(Ap) <— (©) 
(C) <— (A7) 
Assume accumulator contains a ‘signed’ number; isolate sign without changing value. 
RLTC: CLR C ;CLEAR CARRY TO ZERO 

RLC A sROTATE ACC LEFT, SIGN 

sBIT (7) IS PLACED IN CARRY 
RRA sROTATE ACC RIGHT—VALUE 


(BITS 0-6) IS RESTORED, 
;CARRY UNCHANGED, BIT 7 
;IS ZERO 


RRA_ Rotate Right Without Carry 


Opcode: 


Example 


The contents of the accumulator are rotated right one bit. Bit O is rotated into the bit 7 
position. 


(A) < (An + 1) n = 0-6 

(A7) <— (Ao) 

Assume accumulator contains 10110001. 

RRNC: RRA | sNEW ACC CONTENTS ARE 11011000 


RRC A_ Rotate Right Through Carry 


Opcode: 


4-50 


Example 


_ The contents of the accumulator are rotated one bit. Bit 0 replaces the carry bit; the carry bit is 


rotated into the bit 7 position. 


(An) <— (A, + D n = 0-6 

(A7) — © 

(C) < (Ag) | 

Assume carry is not set and accumulator contains 10110001. 

RRTC: RRCA ;CARRY IS SET AND ACC 
; ;CONTAINS 01011000 


intel. 


UPI-41A/41AH/42/42AH USER’S MANUAL 


SELRBO Select Register Bank 0 


Opcode: 


PSW BIT 4 is set to zero. References to working registers 0-7 address data memory locations 
0-7. This is the recommended setting for normal program execution. 
(BS) <— 0 


SEL RB1 Select Register Bank 1 


Opcode: 


Example: 


PSW bit 4 is set to one. References to working registers 0-7 address data memory locations 
24-31. This is the recommended setting for interrupt service routines, since locations 0-7 are 
left intact. The setting of PSW bit 4 in effect at the time of an interrupt is restored by the 
RETR instruction when the interrupt service routine is completed. 


Assume an IBF interrupt has occurred, control has passed to program memory ecauon 3, and 
PSW bit 4 was zero before the interrupt. 


LOC3: JMP INIT -JUMP TO ROUTINE ‘INIT’ 
INIT: MOV R7,A -MOV ACC CONTENTS TO 
-LOCATION 7 

SEL RB1 ‘SELECT REG BANK 1 
MOV R7,#OFAH ‘MOVE ‘FA’ HEX TO LOCATION 31 
SEL RBO ‘SELECT REG BANK 0 
MOV A,R7 ‘RESTORE ACC FROM LOCATION 7 
RETR -RETURN——-RESTORE PC AND PSW 
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STOP TCNT Stop Timer/Event Counter 


This instruction is used to stop both time accumulation and event counting. 


Example: Disable interrupt, but jump to interrupt routine after eight overflows and stop timer. Count 
overflows in register 7. 


START: DIS TCNTI ;DISABLE TIMER INTERRUPT 
CLR A ;CLEAR ACC TO ZERO 
MOV T,A ;MOV ZERO TO TIMER 
MOV R7,A os ;MOVE ZERO TO REG 7 
, STRT T ;sSTART TIMER 
MAIN: JTF COUNT ;sJUMP TO ROUTINE ‘COUNT?’ 
| ;IF TF = 1 AND CLEAR TIMER FLAG 
JMP MAIN ;CLOSE LOOP 
COUNT: INC R7 ;INCREMENT REG 7 
~ MOV A,R7 ;MOVE REG 7 CONTENTS TO ACC 
JB3 INT ;sJSUMP TO ROUTINE ‘INT’ IF ACC 
- sBIT 3 ISSET (REG7 = 8) 
JMP MAIN ;OTHERWISE RETURN TO ROUTINE 
. sMAIN 
INT: STOP TCNT ;sSTOP TIMER 
~  JMP 7H ;sJUMP TO LOCATION 7 (TIMER 
;INTERRUPT ROUTINE) 


STRT CNT Start Event Counter 


Opcode: | 0100] 0101 | 


The TEST 1 (T})) pin is enabled as the event-counter input and the counter is started. The 
event-counter register is incremented with each high to low transition on the T, pin. 


Example: Initialize and start event counter. Assume overflow is desired with first T; input. 


STARTC: EN TCNTI sENABLE COUNTER INTERRUPT 
MOV A, #OFFH ;MOVE ‘FF’ HEX (ONES) TO 
sACC 
MOV T,A sMOVE ONES TO COUNTER 
STRT CNT sINPUT AND START 


STRTT Start Timer 


Opcode: 


Timer accumulation is initiated in the timer register. The register is incremented every 32 
instruction cycles. The prescaler which counts the 32 cycles is cleared but the timer register is 
not. 


Example: Initialize and start timer. 


STARTT: EN TCNTI | ;ENABLE TIMER INTERRUPT 
CLRA CLEAR ACC TO ZEROS 
MOV T,A ;MOVE ZEROS TO TIMER 
STRT T ;sSTART TIMER 
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SWAP A Swap Nibbles Within Accumulator 


Opcode: 


Bits O—3 of the accumulator are swapped with bits 4-7 of the accumulator. 


(A4_7) <> (Ao_3) 
Example: Pack bits 0—3 of locations 50-51 into location SO. 
PCKDIG: MOV RO, #50 sMOVE ‘50’ DEC TO REG 0 
MOV R1,#51 < sMOVE ‘51’ DEC TO REG 1 
XCHD A,@RO sEXCHANGE BIT 0-3 OF ACC 
;AND LOCATION 50 
SWAP A ;sSWAP BITS 0-3 AND 4-7 OF ACC. 
XCHD A,@ R1 ;EXCHANGE BITS 0-3 OF ACC AND 
;LOCATION 51 
MOV @RO,A ;MOVE CONTENTS OF ACC TO 
;LOCATION 51 


XCH ARr Exchange Accumulator-Register Contents 


The contents of the accumulator and the contents of working register ‘r’ are exchanged. 


(A) <— (Rr) r= 0-7 
Example: Move PSW contents to Reg 7 without losing accumulator contents. 
XCHAR7: XCH A,R7 sEXCHANGE CONTENTS OF REG 7 
sAND ACC 
MOV A,PSW ;MOVE PSW CONTENTS TO ACC 
XCH, A,R7 ;EXCHANGE CONTENTS OF REG 7 
| ;AND ACC AGAIN 


XCH A,@Rr Exchange Accumulator and Data Memory Contents 


The contents of the accumulator and the contents of the data memory location addressed by 
bits O—7 of register ‘r’ are exchanged. Register ‘r’ contents are unaffected. 


(A) <> (Rr) r= 0-1 
Example: Decrement contents of location 52. 
DEC 52: MOV RO, #52 ;MOVE ‘52’ DEC TO ADDRESS 
;REG 0 
XCH A,@RO sEXCHANGE CONTENTS OF ACC 
;AND LOCATION 52 
DEC A ;DECREMENT ACC CONTENTS 
XCH A,@RO sEXCHANGE CONTENTS OF ACC 
;AND LOCATION 52 AGAIN 
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XCHDA,@Rr Exchange Accumulator and Data Memory 4-bit Data 


This instruction exchanges bits 0-3 of the accumulator with bits O—3 of the data memory 
location addressed by bits 0-7 of register ‘r’. Bits 4—7 of the accumulator, bits 4—7 of the data 
memory location, and the contents of register ‘r’ are unaffected. 


(Ao-3) <> ((Rro-3)) =e 
Example: Assume program counter contents have been stacked in locations 22-23. 
XCHNIB: MOV RO, #23 ;MOVE ‘23’ DEC TO REG 0 
CLRA ;CLEAR ACC TO ZEROS 
XCHD A,@RO | ;EXCHANGE BITS 0-3 OF ACC 


-AND LOCATION 23 (BITS 8-11 
-OF PC ARE ZEROED, ADDRESS 
-REFERS TO PAGE 0) 


XRLA,Rr Logical XOR Accumulator With Register Mask 


Spoons (40 


Data in the accumulator is EXCLUSIVE ORed with the mask contained in working register 
yg 


(A) <— (A) XOR (Rr) r= 0-7 
Example: XORREG: XRL A,R5 XOR’ ACC CONTENTS WITH 
| } ‘MASK IN REG 5 


XRLA,@Rr Logical XOR Accumulator With Memory Mask 


Data in the accumulator is EXCLUSIVE ORed with the mask contained in the data memory © 
location address by register ‘r’, bits 0-7. 


(A) < (A) XOR (Rn) r= 0-1 
Example: XORDM: MOV R1,#20H -MOVE ‘20’ HEX TO REG 1 
XRLA,@RI ““XOR’ ACC CONTENTS WITH MASK 
IN LOCATION 32 


XRL A,#data, Logical XOR Accumulator With Immediate Mask 


Opcode:. |, 1101 ;,0011 | © | d7 dg ds dg | dg do dy do 


This is a 2-cycle instruction. Data in the accumulator is EXCLUSIVE ORed with an immedi- 
ately-specified mask. 
(A) <— (A) XOR data 


‘Example: XORID: XRL A,#HEXTEN ;XOR CONTENTS OF ACC WITH 
sMASK EQUAL VALUE OF SYMBOL 
— ;SHEXTEN’ 
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CHAPTER 4 
SINGLE-STEP AND PROGRAMMING 
POWER-DOWN MODES 


SINGLE-STEP 


The UPI family has a single-step mode which allows 
the user to manually step through his program one in- 
struction at a time. While stopped, the address of the 
next instruction to be fetched is available on PORT 1 
and the lower 2 bits of PORT 2. The single-step feature 
simplifies program debugging by allowing the user to 
easily follow program execution. 


MOMENTARY 
PUSH TO STEP 


% 7474 


Figure 4-1 illustrates a recommended circuit for single- 
step operation, while Figure 4-2 shows the timing rela- 
tionship between the SYNC output and the SS input. 
During single-step operation, PORT 1 and part of 
PORT 2 are used to output address information. In 
order to retain the normal I/O functions of PORTS 1 
and 2, a separate latch can be used as shown in Figure 
4-3. 


INPUT ON 
UPI-41A/41AH 
42/42AH 


FROM 
UPI-41A/41AH/ 
42/42AH 

SYNC OUTPUT 


231318-28 


% 7474 


Figure 4-1. Single-Step Circuit 


| ACTIVE CYCLE 


SYNC 
. CAUSED BY 
SS BUTTON ; 
ss : x 


P10-17 PORT DATA x PCO-7 x 
P20-P21 4 PC8-9 x 


STOP CYCLE | . ACTIVECYCLE = | 


231318-29 


Figure 4-2. Single-Step Timing 
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UPI-41A/41AH 
(142/42AH 


OC = OPEN COLLECTOR TTL 


LS = LOW POWER SCHOTTKLY TTL 


P17 INPUT DATA 
| 231318-30_ 


Figure 4-3. Latching Port Data 


Timing 
The sequence of single-step operation is as follows: 


1) The processor is requested to stop by applying a low 
level on SS. The SS input should not be brought low 


while SYNC is high. (The UPI samples the SS pin in — 


_ the middle of the SYNC pulse). 


2) The processor responds to the request by stopping 
during the instruction fetch portion of the next in- 
struction. If a double cycle instruction is in progress 
when the single-step command is received, both cy- 
cles will be completed before stopping. 


3) The processor acknowledges it has entered the 
stopped state by raising SYNC high. In this state, 


which can be maintained indefinitely, the 10-bit ad- — 


dress of the next instruction to be fetched is preset 
on PORT 1 and the lower 2 bits of PORT 2. 


4) SS is then raised high to bring the processor out of 
the stopped mode allowing it to fetch the next in- 
struction. The exit from stop is indicated by the proc- 
essor bringing SYNC low. 
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5) To stop the processor at the next instruction SS must 
be brought low again before the next SYNC pulse— 
the circuit in Figure 4-1 uses the trailing edge of the 
previous pulse. If SS is left high, the processor re- 
mains in the “RUN” mode. 


Figure 4-1 shows a schematic for implementing single- 
step. A single D-type flip-flop with preset and clear is 
used to generate SS. In the RUN mode SS is held high 
by keeping the flip-flop preset (preset has precedence 
over the clear input). To enter single-step, preset is re- 
moved allowing SYNC to bring SS low via the clear 
input. Note that SYNC must be buffered since the 
SN7474 is equivalent to 3 TTL loads. 


The processor is now in the stopped state. The next | 


instruction is initiated by stoppe state. The next instruc- 


tion is initiated by clocking “1” the flip-flop. This “1”’. 
will not appear on SS unless SYNC is high (Le., clear 
must be removed from the flip-flop). In response to SS 
going high, the processor begins an instruction fetch 
which brings SYNC low. SS is then reset through the 

clear input and the processor again enters the stopped — 
State. 
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EXTERNAL ACCESS 


The UPI family has an External Access mode (EA) 
which puts the processor into a test mode. This mode 
allows the user to disable the internal program memory 
and execute from external memory. External Access 
mode is useful in testing because it allows the user to 
test the processor’s functions directly. It is only useful 
for testing since this mode uses Dp—D7, PORTS 10-17 
and PORTS 20-22. 


This mode is invoked by connecting the EA pin to 5V. 
The 11-bit current program counter contents then come 
out on PORTS 10-17 and PORTS 20-22 after the 
SYNC output goes high. (PORT 10 is the least signifi- 
cant bit.) The desired instruction opcode is placed on 
Do-D7 before the start of state S}. During state S;, the 
opcode is sampled from Dg—D7 and subsequently exe- 
cuted in place of the internal program memory con- 
tents. 


The program counter contents are multiplexed with the 
I/O port data on PORTS 10-17 and PORTS 20-22. 


The I/O port data may be demultiplexed using an ex- . 


ternal latch on the rising edge of SYNC. The program 
counter contents may be demultiplexed similarly using 
the trailing edge of SYNC. 


Reading and/or writing the Data Bus Buffer registers is 
still allowed although only when Do—D7 are not being 
sampled for opcode data. In practice, since this sam- 
pling time is not known externally, reads or writes on 
the system bus are done during SYNC high time. Ap- 
proximately 600 ns are available for each read or write 
cycle. 


, 


POWER DOWN MODE 
(UPI-41AH/42AH ONLY) 


Extra circuitry is included in the UPI-41AH/42AH 
version to allow low-power, standby operation. Power 
is removed from all system elements except the inter- 
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nal data RAM in the low-power mode. Thus the con- 
tents of RAM can be maintained and the device draws 
only 10 to 15% of its normal power. 


The Vcc pin serves as the 5V power supply pin for all 
of the UPI-41AH/42AH version’s circuitry except the 
data RAM array. The Vpp pin supplies only the RAM 
array. In normal operation, both Vcc and Vpp are 
connected to the same 5V power supply. 


To enter the Power-Down mode, the RESET signal to 
the UPI is asserted. This ensures the memory will not 
be inadvertently altered by the UPI during power- 
down. The Vcc pin is then grounded while Vpp is 
maintained at 5V. Figure 4-4 illustrates a recommended 
Power-Down sequence. The sequence typically occurs 
as follows: 


1) Imminent power supply failure is detected by user 
defined circuitry. The signal must occur early 
enough to guarantee the UPI-41AH/42AH can save 
all necessary data before Vcc falls outside normal 
operating tolerance. 


2) A “Power Failure” signal is used to interrupt the 
processor (via a timer overflow interrupt, for in- 
stance) and call a Power Failure service routine. 


3) The Power Failure routine saves all important data 
and machine status in the RAM array. The routine 
may also initiate transfer of a backup supply to the 
Vpp pin and indicate to external circuitry that the 
Power Failure routine is complete. 

4) A RESET signal is applied by external hardware to 
guarantee data will not be altered as the power sup- 
ply falls out of limits. RESET must bé low until Vcc 
reaches ground potential. 


Recovery from the Power-Down mode can occur as 
any other power-on sequence. An external 1 pfd capac- 
itor on the RESET input will provide the necessary 
initialization pulse. . 
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Figure 4-4. Power-Down Sequence 
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CHAPTER 5 
SYSTEM OPERATION 


BUS INTERFACE 


The UPI-41A/41AH/42/42AH Microcomputer func- 


tions as a peripheral to a master processor by using the 
data bus buffer registers to handle data transfers. The 
DBB configuration is illustrated in Figure 5-1. The UPI 
Microcomputer’s 8 three-state data lines (D7—Dg) con- 
nect directly to the master processor’s data bus. Data 
transfer to the master is controlled by 4 external inputs 
to the UPI: 


e Ay Address Input signifying command or data 
e cs Chip Select 

e RD Read strobe 

e WR Write strobe 


STATUS 
REGISTER 
DATA BUS 

INPUT REGISTER 


DATA BUS 
OUTPUT REGISTER 
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Figure 5-1. Data Bus Register Configuration 


‘The master processor addresses the UPI-41A/41AH/ 
42/42AH Microcomputer as a standard peripheral de- 
vice. Table 5-1 shows the conditions for data transfer: 


Table 5-1. Data Transfer Controls 


eS[ho[R0[ wa] conten 


Read DBBOUT 

Read STATUS 

Write DBBIN data, set F; = 0 
Write DBBIN command set 

Fy = 1 
Disable DBB 
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Reading the DBBOUT Register 


The sequence for reading the DBBOUT register is 
shown in Figure 5-2. This operation causes the 8-bit 
contents of the DBBOUT register to be placed on the 
system Data Bus. The OBF flag is cleared automatical- 


ly. . 


Reading STATUS 


The sequence for reading the UPI Microcomputer’s 8 
STATUS bits is shown in Figure 5-3. This operation 
causes the 8-bit STATUS register contents to be placed 
on the system Data Bus as shown. 
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Figure 5-2. DBBOUT Read 
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BUS CONTENTS DURING STATUS READ 


D7 


D6 D5 D4 D3 D2 D1 DO 


Figure 5-3. Status Read 
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Figure 5-4, Writing Data to DBBIN 


Write Data to DBBIN 


The sequence for writing data to the DBBIN register is 
shown in Figure 5-4. This operation causes the system 
Data Bus contents to be transferred to the DBBIN reg- 
ister and the IBF flag is set. Also, the F, flag is cleared 
(F, = 0) and an interrupt request is generated. When 
the IBF interrupt is enabled, a jump to location 3 will 
occur. The interrupt request is cleared upon entering 
the IBF service routine or by a system RESET input. 


Writing Commands to DBBIN 


The sequence for writing commands to the DBBIN reg- 
ister is shown in Figure 5-5. This sequence is identical 
to a data write except that the Ag input is latched in the 
F, flag (F; = 1). The IBF flag is set and an interrupt 
request is generated when the master writes a command 
to DBB. 


Operations of Data Bus Registers 


The UPI-41A/41AH/42/42AH Microcomputer con- 
trols the transfer of DBB data to its accumulator by 
executing INput and OUTput instructions. An IN 
A,DBB instruction causes the contents to be trans- 
ferred to the UPI accumulator and the IBF flag is 
cleared. 


The OUT DBB,A instruction causes the contents of the 
accumulator to be transferred to the DBBOUT register. 
The OBF flag is set. 


The UPI’s data bus buffer interface is applicable to a 
variety of microprocessors including the 8086, 8088, 
8085AH, 8080, and 8048. 


A description of the interface to each of these proces- 
sors follows. 
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Figure 5-5. Writing Commands to DBBIN 


DESIGN EXAMPLES 


8085AH Interface 


Figure 5-6 illustrates an 8085AH system using a UPI- 
41A/41AH/42/42AH. The 8085AH system uses a 
multiplexed address and data bus. During I/O the 8 
upper address lines (Ag—Aj5) contain the same I/O 
address as the lower 8 address/data lines (Ag—A7); 
therefore I/O address decoding is done using only the 
upper 8 lines to eliminate latching of the address. An 
8205 decoder provides address decoding for both the 
UPI and the 8237. Data is transferred using the two 
DMA handshaking lines of PORT 2. The 8237 per- 
forms the actual bus transfer operation. Using the UPI- 
41A/41AH/42/42AH’s OBF master interrupt, the 
UPI notifies the 8085AH upon transfer completion us- 
ing the RST 5.5 interrupt input. The IBF master inter- . 
rupt is not used in this example. 


8088 Interface 


Figure 5-7 illustrates a UPI-41A/41AH/42/42AH in- 
terface to an 8088 minimum mode system. Two 8-bit 
latches are used to demultiplex the address and data 
bus. The address bus is 20-lines wide. For I/O only, the 
lower 16 address lines are used, providing an address- 
ing range of 64K. UPI address selection is accom- 
plished using an 8205 decoder. The Ag address line of 
the bus is connected to the corresponding UPI input for 
register selection. Since the UPI is polled by the 8088, 
neither DMA nor master interrupt capabilities of the 
UPI are used in the figure. 


8086 Interface 


The UPI-41A/41AH/42/42AH can be used on an 
8086 maximum mode system as shown in Figure 5-8. 
The address and data bus is demultiplexed using three 
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Figure 5-6. 8085AH-UPI System 
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Figure 5-7. 8088-UPI Minimum Mode System 
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Figure 5-8. 8086-UP] Maximum Mode Systems 


8282 latches providing separate address and data buses. 
The address bus is 20-lines wide and the data bus is 16- 
lines wide. Multiplexed control lines are decoded by the 
8288. The UPI’s CS input is provided by linear selec- 
tion. Note that the UPI is both I/O mapped and memo- 
ry mapped as a result of the linear addressing tech- 
nique. An address decoder may be used to limit the 
UPI-41A/41AH/42/42AH to a specific I/O mapped 
address. Address line A; is connected to the UPI’s Ag 
input. This insures that the registers of the UPI will 
have even I/O addresses. Data will be transferred on 
Do-D7 lines only. This allows the I/O registers to be 
accessed using byte manipulation instructions. 


8080 Interface 


Figure 5-9 illustrates the interface to an 8080A system. 
In this example, a crystal and capacitor are used for 
UPI-41A/41AH/42/42AH timing reference and pow- 
er-on RESET. If the 2-MHz 8080A 2-phase clock were 
used instead of the crystal, the UPI-41A/41AH/42/ 
42AH would run at only 16% full speed. 


The Ag and CS inputs are direct connections to the 
8080 address bus. In larger systems, however, either of 
these inputs may be decoded from the 16 address lines. 


The RD and WR inputs to the UPI can be either the 
IOR and IOW or the MEMR and MEMR signals de- 
pending on the I/O mapping technique to be used. 


The UPI can be addressed as an I/O device using IN- 
put and OUTput instructions in 8080 software. 


8048 Interface 


Figure 5-10 shows the UPI interface to an 8048 master 
processor. 


The 8048 RD and WR outputs are directly compatible 
with the UPI. Figure 5-11 shows a distributed process- 
ing system with up to seven UPI’s connected to a single 
8048 master processor. 


In this configuration the 8048 uses PORT 0 as a data 
bus. I/O PORT 2 is used to select one of the seven 
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Figure 5-9. 8080A-UPI Interface 
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Figure 5-10. 8048-UPI Interface 


UPI’s when data transfer occurs. The UPI’s are pro- 
grammed to handle isolated tasks and, since they oper- 
ate in parallel, system throughput is increased. 


GENERAL HANDSHAKING 
PROTOCOL 


1) Master reads STATUS register (RD, CS, Ag = (0, 
O, 1)) in polling or in response to either an IBF or an 
OBF interrupt. 


_ 2) If the UPI DBBIN register is empty (IBF flag = 0), 
Master writes a word to the DBBIN register (WR, 
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CS, Ag = (0, 0, 1) or (0, 0, 0)). If Ag = 1, write 
command word, set F;. If Ag = 0, write data word, 
F, = 0. 

3) If the UPI DBBOUT register is full (OBF flag = 1), 
Master reads a word from the DBBOUT register 
(RD, CS, Ag = (0,0, 0)). | 

4) UPI recognizes IBF (via IBF interrupt or JNIBF). 
Input data or command word is processed, depend- 
ing on F1; IBF is reset. Repeat step 1 above. 


5) UPI recognizes OBF flag = O (via JOBF). Next 


word is output to DBBOUT register, OBF is set. 
Repeat step | above. 
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Figure 5-11. Distributed Processor System 
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CHAPTER 6 
APPLICATIONS 


ABSTRACTS 


The UPI-41A/41AH/42/42AH is designed to fill a 
wide variety of low to medium speed peripheral inter- 
face applications where flexibility and easy implementa- 
tion are important considerations. The following exam- 
ples illustrate some typical applications. 


Keyboard Encoder 


Figure 6-1 illustrates a keyboard encoder configuration 
using the UPI and the 8243 I/O expander to scan a 
128-key matrix. The encoder has switch matrix scan- 
ning logic, N-key rollover logic, ROM look-up table, 
FIFO character buffer, and additional outputs for dis- 
play functions, control keys or other special functions. 


PORT 1 and PORTs 4-7 provide the interface to the 
keyboard. PORT 1 lines are set one at a time to select 
the various key matrix rows. 


When a row is energized all 16 columns (i.e., PORTs 
4—7 inputs) are sampled to determine if any switch in 
the row is closed. The scanning software is code effi- 


8243 
EXPANDER © 


PORT 7 


rit 


16 COLUMNS 


cient because the UPI instruction set includes individu- 

al bit set/clear operations and expander PORTs 4-7 

can be directly addressed with single, 2-byte instruc- 

tions. Also, accumulator bits can be tested in a single 

operation. Scan time for 128 keys is about 10 ms. Each 

matrix point has a unique binary code which is used to 

address ROM when a key closure is detected. Page 3 of 

ROM contains a look-up table with useable codes (i.e., 

ASCII, EBCDIC, etc.) which correspond to each key. 

When a valid key closure is detected the ROM code 

corresponding to that key is stored in a FIFO buffer in 

data memory for transfer to the master processor. To 

avoid stray noise and switch bounce, a key closure must 

be detected on two consecutive scans before it is consid- | 
ered valid and loaded into the FIFO buffer. The FIFO 

buffer allows multiple keys to be processed as they are 

depressed without regard to when they are released, a 
condition known as N-key rollover. 


The basic features of this encoder are fairly standard: 
and require only about 500 bytes of memory. Since the 
UPI is programmable and has additional memory ca- 
pacity it can handle a number of other functions. For 
example, special keys can be programmed to give an 
entry on closing as well as opening. Also, I/O lines are 
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Figure 6-1. Keyboard Encoder Configuration 


4-64 


| 

intel. 

available to control a 16-digit, 7-segment display. The 
UPI can also be programmed to recognize special com- 
binations of characters such as commands, then 


transfer only the decoded information to the master 
processor. 


Matrix Printer Interface 


The matrix printer interface illustrated in Figure 6-2 is 
a typical application for the UPI. The actual printer 
mechanism could be any of the numerous dot-matrix 
types and similar configurations can be shown for 
drum, spherical head, daisy wheel or chain type print- 
ers. 


The bus structure shown represents a generalized, 8-bit 
system bus configuration. The UPI’s three-state inter- 
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face port and asynchronous data buffer registers allow 
it to connect directly to this type of system for efficient, 
two-way data transfer. 


The UPI’s two on-board I/O ports provide up to 16 
input and output signals to control the printer mecha- 
nism. The timer/event counter is used for generating a 
timing sequence to control print head position, line 
feed, carriage return, and other sequences. The on- 
board program memory provides character generation 
for 5 x 7, 7 x 9, or other dot matrix formats. As an 


_ added feature a portion of the data memory can be used 


as a FIFO buffer so that the master processor can send 
a block of data at a high rate. The UPI can then output 
characters from the buffer at a rate the printer can ac- 
cept while the master processor returns to other tasks. 
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Figure 6-2. Matrix Printer Controller 
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The 8295 Printer Controller is an example of an UPI 
preprogrammed as a dot matrix printer interface. 


Tape Cassette Controller 


Figure 6-3 illustrates a digital cassette interface which 
can be implemented with the UPI. Two sections of the _ 


tape transport are controlled by the UPI: digital data/ 
command logic, and motor servo control. 


The motor servo requires a speed reference in the form 
of a monostable pulse whose width is proportional to 
the desired speed. The UPI monitors a prerecorded 
clock from the tape and uses its on-board interval timer 
to generate the required speed reference pulses at each 
clock transition. 


Recorded data from the tape is supplied serially by the 


data/command logic and is converted to 8-bit words by 


the UPI, then transferred to the master processor. At 
10 ips tape speed the UPI can easily handle the 8000 
bps data rate. To record data, the UPI uses the two 
input lines to the data/command logic which control 


the flux direction in the recording head. The UPI also _ 


‘monitors 4 status lines from the tape transport includ- 
ing: end of tape, cassette inserted, busy, and write per- 
mit. All control signals can be handled by the UPI’s 
two I/O ports. 


Universal !1/O Interface 


Figure 6-4 shows an I/O interface design based on the 
UPI. This configuration includes 12 parallel I/O lines 
and a serial (RS232C) interface for full duplex data 
transfer up to 1200 baud. This type of design can be 
used to interface a master processor to a broad spec- 
trum of peripheral devices as well as to a serial commu- 
nication channel. 


PORT 1 is used strictly for I/O in this example while 
PORT 2 lines provide five functions: 


@ P23-P29_~=(I/O lines (bidirectional) | 


© Px4 Request to send (RTS) 
@ Pr5 Clear to send (CTS) . 
© Pr Interrupt to master 

© P47 Serial data out 


The parallel I/O lines make use of the bidirectional 
port structure of the UPI. Any line can function as an 
input or output. All port lines are automatically initial- 
ized to 1 by a system RESET pulse and remain latched. 
An external TTL signal connected to a port line will 
override the UPI’s 50 KO internal pull-up so that an 
INPUT instruction will correctly sample the TTL sig- 
nal. | 
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Figure 6-3. Tape Transport Controller 
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Four PORT 2 lines function as general I/O similar to 
PORT 1. Also, the RTS signal is generated on PORT 2 
under software control when the UPI has serial data to 
send. The CTS signal is monitored via PORT 2 as an 
enable to the UPI to send serial data. A PORT 2 line is 
also used as a software generated interrupt to the mas- 
ter processor. The interrupt functions as a service re- 
quest when the UPI has a byte of data to transfer or 
when it is ready to receive. Alternatively, the EN 
FLAGS instruction could be used to create the OBF 
and IBF interrupts on P24 and P»s. 


The RS232C interface is implemented using the TEST 
O pin as a receive input and a PORT 2 pin as a transmit 
output. External packages (Ag, Aj) are used to provide 
RS232C drive requirements. The serial receive software 
is interrupt driven and uses the on-chip timer to per- 
form time critical serial control. After a start bit is de- 
tected the interval timer can be preset to generate an 
interrupt at the proper time for sampling the serial bit 
stream. This eliminates the need for software timing 
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— loops and allows the processor to proceed to other tasks 


(i.e., parallel I/O operations) between serial bit sam- 
ples. Software flags are used so the main program can 
determine when the interrupt driven receive program 
has a character assembled for it. 


This type of configuration allows system designers flex- 
ibility in designing custom I/O interfaces for specific 
serial and parallel I/O applications. For instance, a sec- 
ond or third serial channel could be substituted in place 
of the parallel I/O if required. The UPI’s data memory 
can buffer data and commands for up to 4 low-speed 
channels (110 baud teletypewriter, etc.) 


Application Notes 


The following application notes illustrate the various 
applications of the UPI family. Other related publica- 
tions including the Microcontroller Handbook are avail- 
able through the Intel Literature Department. 
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Figure 6-4. Universal I/O Interface 
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| UPI-41AH/42AH 
UNIVERSAL PERIPHERAL INTERFACE 


8-BIT SLAVE MICROCONTROLLER 


m UPI-41: 6 MHz; UPI-42: 12.5 MHz m= Fully Compatible with all Intel and Most 

m Pin, Software and Architecturally Other Microprocessor Families 
Compatible with all UPI-41 and UPI-42 m Interchangeable ROM and OTP EPROM 
Products Versions 


g 8-Bit CPU plus ROM/OTP EPROM, RAM, 
i/O, Timer/Counter and Clock in a 
Single Package 


m 2048 x 8 ROM/OTP, 256 x 8 RAM on 
UPI-42, 1024 x 8 ROM/OTP, 128 x 8 


m Expandable |/O 

m Sync Mode Available 

m Over 90 Instructions: 70% Single Byte 
@ Available in EXPRESS 


RAM on UPi-41, 8-Bit Timer/Counter, 18 — Standard Temperature Range 
Programmable I/O Pins @ inteligent Programming Algorithm 
m One 8-Bit Status and Two Data — Fast OTP Programming 
Registers for Asynchronous Slave-to- m Available in 40-Lead Plastic and 44- 
Master Interface Lead Plastic Leaded Chip Carrier 
m= DMA, Interrupt, or Polled Operation Packages 
Supported (See Packaging Spec., Order #240800-001) 


Package Type P and N 


The Intel UPI-41AH and UPI-42AH are general-purpose Universal Peripheral Interfaces that allow the designer 
to develop customized solutions for peripheral device control. 


They are essentially “slave” microcontrollers, or microcontrollers with a slave interface included on the chip. 
Interface registers are included to enable the UPI device to function as a slave peripheral controller in the MCS 
Modules and iAPX family, as well as other 8-, 16-, and 32-bit systems. 


To allow full user flexibility, the program memory is available in ROM and One-Time Programmable EPROM 
. (OTP). All UPI-41AH and UPI-42AH devices are fully pin compatible for easy transition from Pies to 
production level designs. 


UPI=41AH 
UPI=42AH 


. 210393~2 
Figure 1. DIP Pin Configuration 
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Figure 2. PLCC Pin Configuration 
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Figure 3. Block Diagram 
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THE INTEL 8242 


As shown in the UPI-42 product matrix, the UPI-42 
will be offered as a pre-programmed 8042 with sev- 
eral software vendors’ keyboard controller firmware. 
The current list of available 8242 versions include 
keyboard controller firmware from both Phoenix 
Technologies Ltd., IBM, and Award Software Inc. 
The 8242 is programmed with Phoenix Technologies 
Ltd. keyboard controller firmware for AT-compatible 
systems. This keyboard controller is fully compatible 
with all AT-compatible operating systems and appli- 
cations. The 8242PC also contains Phoenix Tech- 
nologies Ltd. firmware. This keyboard controller 


provides support for AT, PS/2 and most EISA plat- 
forms as well as PS/2-style mouse support for either 
AT or PS/2 platforms. 


The Intel 8242BB is programmed with IBM’s key- 
board controller firmware. The 8242BB provides an 
off the shelf keyboard and auxiliary device controller 
for AT, PS/2, EISA, and PCI architectures. 


The 8242WA contains Award Software Inc. firm- 
ware. This device provides at AT-compatible key- 
board controller for use in IBM PC AT compatible 
computers. The 8242WB contains a version of 
Award Software Inc. firmware that provides PS/2 
style mouse support in addition to the standard fea- 
tures of the 8242WA. 


*Contact factory for current code revision available in all versions of the 8242 product lines. 
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Table 1. Pin Description 


Name and Function 


DIP pag 
Symbol | Pin Type 
No. 


TEST INPUTS: Input pins which can be directly tested using conditional branch 
instructions. 

FREQUENCY REFERENCE: TEST 1 (T 4) also functions as the event timer input (under 
software control). TEST 0 (To) is used during PROM programming and ROM/EPROM 
verification. It is also used during Sync Mode to reset the instruction state to S1 and 
synchronize the internal clock to PH1. See the Sync Mode Section. . 


INPUTS: Inputs for a crystal, LC or an external timing signal to determine the internal 
oscillator frequency. 


RESET: Input used to reset status flip-flops and to set the program counter to zero. 
RESET is also used during EPROM programming and verification. 


SINGLE STEP: Single step input used in conjunction with the SYNC output to step the 
program through each instruction (EPROM). This should be tied to + 5V when not used. 
This pin is also used to put the device in Sync Mode by applying 12.5V to it. 


CHIP SELECT: Chip select input used to select one UPI microcomputer out of vera 
connected to a common data bus. 
EXTERNAL ACCESS: External access input which allows emulation, testing and 
ROM/EPROM verification. This pin should be tied low if unused. 
READ: |/O read input which enables the master CPU to read data and status words from 
the OUTPUT DATA BUS BUFFER or status register. 
COMMAND/DATA SELECT: Address Input used by the master processor to indicate 
whether byte transfer is data (Ag = 0, F1 is reset) or command (Ao = 1, F1 is set). ).Ag = 0 
during program and verify operations. 
10 WRITE: I/O write input which enables the master CPU to write data and command words 

to the UP! INPUT DATA BUS BUFFER. 

/SYNC OUTPUT CLOCK: Output signal which occurs once per UPI instruction cycle. SYNC can 
be used as a strobe for external circuitry; it is also used to synchronize single step | 
operation. 

Do- Dy 12-19) 14-21] I/O | DATA BUS: Three-state, bidirectional DATA BUS BUFFER lines used to interface the UPI 

(BUS) microcomputer to an 8-bit master system data bus. — 


Pie i ne 27-34 | 30-33] I/O | PORT 1: 8-bit, PORT 1 quasi-bidirectional I/O lines. P}9—P47 access the signature row 
ae 38 and security bit. 


ia 21 -24 24~27| \/O | PORT 2:8- bit, PORT 2 quasi- -bidirectional I/O lines. The lower 4 bits (P29-P23) interface 

35-38 | 39-42 directly to the 8243 I/O expander device and contain address and data information during 

PORT 4-7 access. The upper 4 bits (P24-P27) can be programmed to provide interrupt 

Request and DMA Handshake capability. Software control can configure Po, as Output 

Buffer Full (OBF) interrupt, Pos as Input Buffer Full (IBF) interrupt, Pog as DMA Request 
(DRQ), and P27 as DMA ACKnowledge (DACK). 

PROG PROGRAM: Multifunction pin used as the program pulse input during PROM programming. 
During !/O expander access the PROG pin acts as an address/data strobe to the 8243. 
This pin should be tied high if unused. 

ec | 40 | 4 | [POWER +svVmainpowersumpyein 


. oo POWER: + 5V during normal Speration: + 12.5V during programming operation. Low | 


power standby supply pin. 


vss | 20 | 22 | | GROUND: Circuit ground potential. 


intel. 


UPI-41AH and UPI-42AH FEATURES 


1. Two Data Bus Buffers, one for input and one for 
output. This allows a much cleaner Master/Slave 
protocol. 


INTERNAL 
DATA BUS 


8 oral 
OUTPUT ) 
DATA 

BUS 
BUFFER 


(8) 
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2. 8 Bits of Status 


D7 De Ds Dg Dg Do Dy Do 
ST4-ST7 are user definable status bits. These 
bits are defined by the ““MOV STS, A” single byte, 
single cycle instruction. Bits 4-7 of the acccumu- 
lator are moved to bits 4-7 of the status register. 
Bits 0-3 of the status register are not affected. 

MOV STS, A Op Code: 90H 


PaO Oy Ml Oe | Os) 0r 10.) 
Do 


D7 
3. RD and WR are edge triggered. IBF, OBF, F; and 


INT change internally after the trailing edge of RD 
or WR. 


Y AFFECTED 
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UPI-41AH/42AH 


During the time that the host CPU is reading the 
status register, the UPI is prevented from updat- 
ing this register or is ‘locked out.’ 


.Po4 and Pos are port pins or Buffer Flag pins 


which can be used to interrupt a master proces- 
sor. These pins default to port pins on Reset. 


If the “EN FLAGS” instruction has been execut- 
ed, Po4 becomes the OBF (Output Buffer Full) pin. 


~ A“1” written to Po, enables the OBF pin (the pin 


outputs the OBF Status Bit). A “0” written to Pog 
disables the OBF pin (the pin remains low). This 
pin can be used to indicate that valid data is avail- 
able from the UPI (in Output Data Bus Buffer). 


lf “EN FLAGS” has been executed, Pos becomes 
the IBF (Input Buffer Full) pin. A “1” written to Pas 
enables the IBF pin (the pin outputs the inverse of 
the IBF Status Bit. A “0” written to Pos disables 
the IBF pin (the pin remains low). This pin can be 
used to indicate that the UPI is ready for data. 


OBF (INTERRUPT REQUEST) 


IBF (INTERRUPT REQUEST) 
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Data Bus Buffer Interrupt Capability 


EN FLAGS Op Code: OF5H 
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5. Pog and P97 are port pins or DMA handshake pins 
for use with a DMA controller. These pins default 
to port pins on Reset. | 


If the “EN DMA” instruction has been executed, 
Pog becomes the DRQ (DMA Request) pin. A “1” 
written to Pog causes a DMA request (DRQ is acti- 
vated). DRQ is deactivated by DACKeRD, 
DACKeWR, or execution of the “EN DMA” in- 
struction. | | 210393-8 


If “EN DMA” has been executed, P27 becomes 
the DACK (DMA ACKnowledge) pin. This pin acts 
as a chip select input for the Data Bus Buffer reg- 
isters during DMA transfers. 


or . 
TO 
PERIPHERAL 


/ DEVICES 
To 


TO 
pa PERIPHERAL 
UPI-41AH —- DRQ| P26 | c 2 , { pevices 
: ‘0 


or 
UPI-42AH 
OACK 
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DMA Handshake Capability 


EN DMA _ Op Code: 0E5H 


pt Se SOG A Os 
D7 Do 


KEYBOARD 


F 8243 

6. When EA is enabled on the UPI, the program slates | ee 

- counter is placed on Port 1 and the lower three geaWe 
bits of Port 2 (MSB = Poo, LSB = Pj). On the 


~ UPI this information is multiplexed with PORT 4 
DATA (see port timing diagrams at end of this 
- data sheet). 
7. The 8741AH and 8742AH support the inteligent 
.Programming Algorithm. (See the Programming 
Section.) 


PORT2 PROG 
CONTROL 


CONTROL BUS 


DATA BUS 
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APPLICATIONS 


B KEYBOARD/SYSTEM 
UPI-41AH CONTROL /INTERFACE 
OR PORT SIGNALS 
UPI-47AH = =.2 


DATA 
BUS 


TW 


> 
{o) 


Ww aad 

(’2) o 

2S) |£3 
> 

aa za 

a (eo) 

<x oO 


al 3 


KBDATA 


SERIAL DATA 
FROM KEYBOARD 
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_ Figure 4. UPI-41AH/42AH Keyboard Controller 
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OOT MATRIX PRINTER 


FORM 
PRINT L.F. HOLD 


| 


SOLENOIDS 


SOLENOID 
DRIVERS 


7OR9 


MOTOR 
ORIVERS 


PRINT POSITION 
TOP OF FORM 
__LINE FEED POSITION 


_—-. 


PORT 2 PORT 1/PORT 2 
UPI-41AH or UPI-42AH 
OBB CONTROL 


i 


‘DATABUS __ 


Ses, 
iets 
ie 


ee 
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CONTROL BUS 


Figure 8. UPI-41AH/42AH 80-Column 
Matrix Printer Interface 


PROGRAMMING AND VERIFYING THE 
8741AH AND 8742AH OTP EPROM 


Programming Verification 


In brief, the programming process consists of: acti- 
vating the program mode, applying an address, 
latching the address, applying data, and applying a 
programming pulse. Each word is programmed com- 
pletely before moving on to the next and is followed 
by a verification step. The following is a list of the 
pins used for programming and a description of their 


functions: 
XTAL 1 | 2 Clock Inputs 
Initialization and Address Latching 


Selection of Program or Verify Mode 
EA Activation of Program/Verify Signature 
Row/Security Bit Modes 
BUS Address and Data Input 
Data Output During Verify 
Address Input 


Programming Power Supply 
PROG Program Pulse Input 


WARNING 

An attempt to program a missocketed 8741AH or 8742AH will result in 
severe damage to the part. An indication of a properly socketed part is 
the appearance of the SYNC clock output. The lack of this clock may 
be used to disable the programmer. 


UPI-41AH/42AH 


The Program/Verify sequence is: 


1.CS = 5V, Voc = 5V, Vop = 5V, RESET = OV, 
Ao = OV, TEST 0 = 5V, clock applied or internal 
oscillator operating, BUS floating, PROG = 5V. 


. Insert 8741AH or 8742AH in programming socket 
. TEST 0 = OV (select program mode) 
. EA = 12.5V (active program mode) 


.Vpp = 12.5V (programming power) 
. Address applied to BUS and Pop_99 
. RESET = 5V (latch address) 
9. Data applied to BUS 
10. PROG = 5V followed by one 1 ms pulse to OV 
11.TEST 0 = 5V (verify mode) 
12. Read and verify data on BUS 
13. TEST 0 = OV 
14. Apply overprogram pulse 
15. RESET = OV and repeat from step 6 


16. Programmer should be at conditions of step 1 
when 8741AH or 8742AH is removed from socket 


2 
3 
4 
5. Vcc = 6V (programming supply) 
6 
7 
8 


Please follow the intgligent Programming flow chart 
for proper programming procedure. 


inteligent Programming Algorithm 


The intgligent Programming Algorithm rapidly pro- 
grams Intel 8741AH/8742AH EPROMSs using an effi- 
cient and reliable method particularly suited to the 
production programming environment. Typical pro- 
gramming time for individual devices is on the order 
of 10 seconds. Programming reliability is also en- 
sured as the incremental program margin of each 
byte is continually monitored to determine when it 
has been successfully programmed. A flowchart of 
the 8741AH/8742AH intgligent Programming Algo- 
rithm is shown in Figure 9. 


The intgligent Programming Algorithm utilizes two 
different pulse types: initial and overprogram. The 
duration of the initial PROG pulse(s) is one millisec- 
ond, which will then be followed by a longer overpro- 
gram pulse of length 3X msec. X is an iteration coun- 
ter and is equal to the number of the initial one milli- 
second pulses applied to a particular 8741AH/ 
8742AH location, before a correct verify occurs. Up 
to 25 one-millisecond pulses per byte are provided 
for before the overprogram pulse is applied. 
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START 
EA = 12.5V 
ADDRESS = FIRST LOCATION 


PROGRAM ONE 1 ms PULSE 
INCREMENT X 


NO : 
VERIFY FAIL} DEVICE 
ONE BYTE FAILED 


PASS 


PROGRAM ONE PULSE 
OF 3X ms DURATION 


INCREMENT LAST 
_ ADDRESS ADDRESS? 


YES 
Voc = Vpp =9-0V 


COMPARE 
ALL BYTES TO DEVICE 
ORIGINAL FAILED 
DATA 
PASS 


DEVICE 
PASSED 


Figure 9. Programming Algorithm 
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The entire sequence of program pulses and byte 
verifications is performed at Vcc = 6.0V and Vpp = 
12.5V. When the inteligent Programming cycle has 
been completed, all bytes should be compared to 
the original data with Voc = 5.0, Vpop = 5V. 


Verify 


A verify should be performed on the programmed 
bits to determine that they have been correctly pro- 
grammed. The verify is performed with TO 5V, 
Vpp = 5V, EA = 12.5V, SS = 5V, PROG 5V, 
AO = OV, and CS = 5V. 


SECURITY BIT 


The security bit is a single EPROM cell outside the 
EPROM array. The user can program this bit with the 
appropriate access code and the normal program- 
ming procedure, to inhibit any external access to the 
EPROM contents. Thus the user’s resident program 
is protected. There is no direct external access to 
this bit. However, the security byte in the signature 


row has the same address and can be used to. 


check indirectly whether the security bit has been 
programmed or not. The security bit has no effect on 
the signature mode, so the security byte can always 
be examined. 


SECURITY BIT PROGRAMMING/_ 
VERIFICATION 


Programming 


a. Read the security byte of the signature mode. 
Make sure it is OOH. 


UPI-41AH/42AH 


b. Apply access code to appropriate inputs to put 


the device into security mode. 
c. Apply high voltage to EA and Vpp pins. 


d. Follow the programming procedure as per the 
inteligent Programming Algorithm with known 
data on the databus. Not only the security bit, but 
also the security byte of the signature row is pro- 
grammed. 


e. Verify that the security byte of the signature 
mode contains the same data as appeared on 
the data bus. (If DBO-DB7 = high, the security 
byte will contain FFH.) 


f. Read two consecutive known bytes from the 
EPROM array and verify that the wrong data are 
retrieved in at least one verification. If the 
EPROM can still be read, the security bit may 
have not been fully programmed though the se- 
curity byte in the signature mode has. 


Verification 


Since the security bit address overlaps the address 
of the security byte of the signature mode, it can be 
used to check indirectly whether the security bit has 
been programmed or not. Therefore, the security bit 
verification is a mere read operation of the security 
byte of the signature row (OFFH = security bit pro- 
grammed; 00H = security bit unprogrammed). Note 
that during the security bit programming, the reading 
of the security byte does not necessarily indicate 
that the security bit has been successfully pro- 
grammed. Thus, it is recommended that two consec- 
utive known bytes in the EPROM array be read and 
the wrong data should be read at least once, be- 
cause it is highly improbable that random data coin- 
cides with the correct ones twice. 
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SIGNATURE MODE 


The UPI-41AH/42AH has an additional 32 bytes of 
EPROM available for Intel and user signatures and 
miscellaneous purposes. The 32 bytes are parti- 
tioned as follows: 


A. 


Test code/checksum—This can accommodate 
up to 25 bytes of code for testing the internal 
nodes that are not testable by executing from the 
external memory. The test code/checksum is 
present on ROMs, and OTPs. 


. Intel signature—This allows the programmer to 


read from the UPI-41AH/42AH the manufacturer 
of the device and the exact product name. It fa- 
cilitates automatic device identification and will 
be present in the ROM and OTP versions. Loca- 
tion 10H contains the manufacturer code. For In- 


tel, it is 89H. Location 11H contains the device | 


code. 


intel. 


The code is 43H and 42H for the 8042AH and 


OTP 8742AH, and 41H and 40H for the 8041AH 
and OTP 8741AH, respectively. The code is 44H 
for any device with the security bit set by Intel. 


. User signature—The user signature memory is 


implemented in the EPROM and consists of 2 
bytes for the customer to program his own signa- 
ture code (for identification purposes and quick 


sorting of previously programmed materials). 
. Test signature—This memory is used to store 


testing information such as: test data, bin num-_ 
ber, etc. (for use in quality and manufacturing 
control). 


. Security byte—This byte is used to check 


whether the security bit has been programmed 
(see the security bit section). 


The signature mode can be accessed by setting P10 = 0, P11-P17 = 1, and then following the programming 
and/or verification procedures. The location of the various address partitions are as follows: 


Device : No. of 
es ee 


Test Code/Checksum ) — OFH 
16H 1EH 
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SYNC MODE 


The Sync Mode is provided to ease the design of 
multiple controller circuits by allowing the designer 
to force the device into known phase and state time. 
The Sync Mode may also be utilized by automatic 
test equipment (ATE) for quick, easy, and efficient 
synchronizing between the tester and the DUT (de- 
vice under test). 


j 
x 


SYNC MODE TIMING DIAGRAMS 


UPI-41AH/42AH 


Sync Mode is enabled when SS pin is raised to high 
voltage level of +12 volts. To begin synchroniza- 
tion, TO is raised to 5 volts at least four clock cycles 
after SS. TO must be high for at least four X1 clock 
cycles to fully reset the prescaler and time state 
generators. TO may then be brought down during 
low state of X1. Two clock cycles later, with the ris- 
ing edge of X1, the device enters into Time State 1, 
Phase 1. SS is then brought down to 5 volts 4 clocks 
later after TO. RESET is allowed to go high 5 tCY (75 
clocks) later for normal execution of code. 


mai LLU UU LULL LLL 


PHASE 1 


PHASE 2 


TIME STATE 
12V 

Ss 5V 
OV 


5V j | | 


ov 


5V 


Minimum Specifications 
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SYNC Operation Time, tsync = 3.5 XTAL 1 Clock cycles. Reset Time, tag = 4 tcy. 


NOTE: 


The rising and falling edges of TO should occur during low state of XTAL1 clock. 
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ACCESS CODE 


The following table summarizes the access codes required to invoke the Sync Mode, Signature Mode, 
and the Security Bit, respectively. Also, the programming and verification modes are included for 


comparison. 


Control Signals 


| | AccessCode 
/Port2| Port 


Data Bus 


[ro [Ast[ss[ea[PROG] von [Vocl 0 1 2 3 4 5 6 7012/0 1294567 


Programming 
Mode to | 1 {4 JH] 878 |VppH| Voc 


}o | o[4|Hv| 1 |Voou|Vocl Address | Addr ay ay X X X X X X| 


| 


| Datain 
HoH tLe  —__Adeaes_ Ae fao a XX 8 


High | 


(0 [+ [av] 1 |voon|vool Adar (620 SigMode Table) [0 0 00 11 11xxt 


|o | 1 [1 [Hv{ s7B |Vppu|Vool| = Datain 0 0 
0 | 
| Address 


Voc | Voc Data Out 


NOTES: — 
1.a = Oor1; ay = Oor 1. ag must = aj. 


“ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias ....0°C to + 70°C 


Storage Temperature .......... — 65°C to + 150°C 
Voltage on Any Pin with 

Respect to Ground.............. —0.5V to +7V 
Power Dissipation ............0cceceeeeeees 1.5W 


Address 


* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- — 
tended exposure beyond the “Operating Conditions”’ 
may affect device reliability. 


D.C. CHARACTERISTICS Ta = 0°C to + 70°C, Voc = Vpp = +5V £10% 


Parameter 
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Twin | Max 

input Low Votage cop XTALI,XTAL2, RESET) | —05 | 08 

Vins | Input Low Votage OeTALY,XTALZ, RESET | 05 | 06 
Tvinr | Input High Votage OTALI.RESEN das 
[output Low Votage o-D) Si 


intel. UPIAIAH/424H 


D.C. CHARACTERISTICS Ta = 0°C to + 70°C, Voc = Vpp = +5V +10% (Continued) 


7 aa 
2] [lon = = 50 nA 


N 
& 
S/9° 
or 
< 
oy 
r~ 
I 
_ 
O 
3 
> 


4 

4 

a0 | ma [Type = Oma 
Typical = 80 mA 
0 

0 


NO 
BN 


NOTE: 
1. Sampled, not 100% tested. 


D.C. CHARACTERISTICS—PROGRAMMING 
Ta = 25°C +5°C, Voc = 6V £0.25V, Vpp = 12.5V +0.5V 


NOTES: 

1. Voltages over 13V applied to pin Vpp will permanently damage the device. 

2. VEAH Must be applied to EA before Vppy and removed after Vpp_. 

3. Vcc must be applied simultaneously or before Vpp and must be removed simultaneously or after Vpp. 
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A.C. CHARACTERISTICS T, = 0°C to +70°C, Vsg = OV, Voc = Vop = +5V +10% 


DBB READ 


[ symbot | [wax [nts] 
[ug «dS AnSeupioDY it ot 
[tea |S. AoHatdatertot | ots 
[te | RD Pusewatm | tee 
[mo | 08, Ato Data Otdoy [idee 
a. 


| , 0 
| 07 
, 160 
AD toDataOutDely | 0 +| 100 =” 


RDT toDataFloatDelay | | 8 


DBB WRITE | 
[symbol [Parameter iwi 
nw [OS ApSetuptowA | os 
Tie 0S. Agtotdaterwat? [os 
Se 
[tow | Dataseuptownt | 90s 
[two | Dataowanerwat [os 


CLOCK 


[Syme «dC arametee [ina 
TertPratanvazany | Oyletime | 12 | 920 | pst) 
Toye UPratanraant) | ObokPerod ‘| 60 
tows |G righ Time fa 
tom dock tow Tine | 8 
seTime | 
a 


Clock Fall Time 


NOTE: 
1. toy = 15/f(XTAL) 


tr 


A.C. CHARACTERISTICS DMA 


[Symbot [Parameter Min 


__ DACK to Data Valid 
RD or WR to DRQ Cleared 


NOTE: 
1.C, = 150 pF. 
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A.C. CHARACTERISTICS—PROGRAMMING | 
Ta = 26°C £5°C, Voc = 6V £0.25V, VpopL = +5V £0.25V, VopH = 12.5V +0.5V 
(8741AH/8742AH ONLY) 


NOTES: 

1. Typical Initial Program Pulse width tolerance = 1 ms +5%. 
2. This variation is a function of the iteration counter value, X. 
3. If TEST 0 is high, too can be triggered by RESET fT. 


A.C. CHARACTERISTICS PORT 2 T, = 0°C to + 70°C, Voc = +5V +10% 


Tsymbot | ——SsParameter to | Min 
tcp | Port Contol Setup BetoreFaling Edge of PROG | 1/15toy—28 | 55 | 
650 
: 
tpp 
tpp 


input DataHotime 
output Data SetupTine ——SCSCS*~dSC«g | 
proc Pusewidth ———SSS~S~~C«é gy | 8 


NOTES: 
1.C,_ = 80 pF. 
2.CL = 20 pF. 


3. toy = 1.25 ps. 


4-81 


UPI-41AH/42AH 


A.C. TESTING INPUT/OUTPUT WAVEFORM 


INPUT/OUTPUT | 


DEVICE 
UNDER 
TEST 


210393-14 


210393-—15 


DRIVING FROM EXTERNAL SOURCE-TWO OPTIONS | 


210393-16 210393-17 


Rise and Fall Times Should Not Exceed 10 ns. Resis- 
tors to Vcc are Needed to Ensure Viy = 3.5V if TTL 
Circuitry is Used. 


LC OSCILLATOR MODE 


L C NOMINAL 1 
45H 20pF 5.2MHz fie 
120H 20pF 3.2MHz 2arvLC 
| _ CG + 3Cpp 


C! 
2 


210393-19 
Ci 5 pF (STRAY 5 pF) 
C2 (CRYSTAL + STRAY) 8 pF 
C3 20-30 pF INCLUDING STRAY. 
Crystal Series Resistance Should 
be Less Than 302 at 12.5 MHz. 


Cpp = 5-10 pF 
Pin-to-Pin Capacitance 


210393-18 
Each C Should be Approximately 20 pF, including Stray Capacitance. 


4-82 | 


I ntel : UPI-41AH/42AH 


WAVEFORMS 


READ OPERATION—DATA BUS BUFFER REGISTER 


7 (SYSTEM'S 
CS OR Ag ADORESS BUS) 


(READ CONTROL: 


DATA BUS 
(OUTPUT) ¢|-—— DATA VALID Bee. 
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WRITE OPERATION—DATA BUS BUFFER REGISTER 


(SYSTEM'S 
ADORESS BuS) 


(WRITE CONTROL) 


DATA BUS DATA DATA 
(INPUT) MAY CHANGE MAY CHANGE 
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CLOCK TIMING 
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WAVEFORMS (continued) 
COMBINATION PROGRAM/VERIFY MODE 


: END OF 
PROGRAM ——*|+——- VERIFY > PROGRAM >| PROGRAM 


tor. OR VERIFY 
Veay( 12.5 V) x 


EA V,,(5V) 


Vi (0 V) 
Vin(S Vv) 
TO me 
et a x 
sec ee, 
Vina (OV) 


Vin(5 V) 
DBp-pB, = )--- ADDRESS DATA IN x DATA OUT NEXT ADDRESS 


-_ oe 
Viy(5 V) 
a ine | ei 
<— 
VppH(12-5 V) i 


OP Vpn (5 V) 


Viy(5 V) i 


PROG 
Vi (0 V) 
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NOTES: 

1. Ag must be held low (OV) during program/verify modes. 

2. For Vin, Vint» Vit: Vit1, VobH: and VppL, please consult the D.C. Characteristics Table. 

3. When programming the 8741AH/8742AH, a 0.1 wF capacitor is required across Vpp and ground to suppress spurious 
voltage transients which can damage the device. 


VERIFY MODE 


—_ 


ADDRESS (07) = DATA OUT NEXT ADDRESS 


VIH 
P20=P22 NEXT ADDRESS 
VIL 
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NOTES: 

1. PROG must float if EA is low. 

2. PROG must float or = 5V when EA is high. 

3. P39—-P17 = 5V or must float. 

4. Pog—Po7 = 5V or must float. 

5. Ag must be held low during programming/verify modes. 
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WAVEFORMS (Continued) 


DMA 


DATA BUS 
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PORT 2 


SYNC 


EXPANDER 
PORT 


top ————>}_ "Po 
-_.P_ 


OUTPUT PORT 29.3 DATA PORT CONTROL \ OUTPUT DATA ’ 


EXPANDER 
PORT 


x INPUT 
PCRT 29.3 DATA {} PORT CONTROL K cata - 


perme tpp a ELLE 


210393-26 


PORT TIMING DURING EXTERNAL ACCESS (EA) 


Pio. . 
Xe > FX 
P 20.22 7 


- 210393-27 
On the Rising Edge of SYNC and EA is Enabled, Port Data is Valid and can be Strobed. On the Trailing Edge of Sync 
the Program Counter Contents are Available. 
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Table 2. UPI instruction Set 


| Mnemonic Description Bytes Cycles 


ACCUMULATOR 


Mnemonic 
DATA MOVES 


Description 


ADD A, Rr 
| ADD A, @Rr 


| ADD A, #data 
ADDC A, Rr 


ADDC A, @Rr 
ADDC A, #data 


ANL A, Rr 
| ANL, A @Rr 


ANLA, #data 
ORL A, Rr 
ORL, A; @Rr 


ORLA, #data 
XRLA, Rr 


XRLA, @Rr 
XRLA, #data 
INCA 
DEC A 
CLRA 
CPLA 
DAA 

| SWAP A 
RLA 
RLCA 


RRA 
RRCA 


INPUT/OUTPUT 
IN A, Pp 

OUTL Pp, A 
ANL Pp, #data 
ORL Pp, #data 
IN A, DBB 
OUT DBB, A 
MOV STS, A 
MOVD A, Pp 
MOVD Pp, A 
ANLD Pp, A 


ORLD Pp, A 
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Add register to A 

Add data memory 
toA 

Add immediate to A 

Add register to A 
with carry 

Add data memory 
to A with carry 

Add immediate 
to A with carry 

AND register to A 

AND data memory 
toA 

AND immediate to A 

OR register to A 

OR data memory 
toA 

OR immediate to A 

Exclusive OR regis- 
tertoA 

Exclusive OR data 

‘memory to A 

Exclusive OR imme- 
diate to A 


Increment A 


Decrement A 
Clear A 
Complement A 
Decimal Adjust A 
Swap nibbles of A 
Rotate A left 
Rotate A left through 
carry 
Rotate A right 
Rotate A right 
through carry 


Input port to A 

Output A to port 

AND immediate to 
port 

OR immediate to 
port 

Input DBB to A, 
clear IBF 

Output A to DBB, 
set OBF 


A4—A7 to Bits 4-7 of. 


Status 

Input Expander 
port to A 

Output A to 
Expander port 

AND A to Expander 
port 

OR A to Expander 
port 


SN ee, ee ee, ee ee ee 


MOV A, Rr 
MOV A, @Rr 


MOV A, #data 


MOV Rr, A 
MOV @Rr,A 


MOV Rr, #data 


MOV @Rr, 
#data 
MOV A, PSW 
MOV PSW,A 
XCH A, Rr 


XCH A, @Rr 
XCHD A, @Rr 


MOVP A, @A 


MOVPS, A, @A 


Move register to A 
Move data memory 
toA 


Move immediate to A - 


Move A to register 
Move A to data 
memory 
Move immediate to 
register 
Move immediate to 
data memory 
Move PSW to A 
Move A to PSW 
Exchange A and 
register 
Exchange A and 
data memory 
Exchange digit of A 
and register 
Move to A from 
current page 
Move to A from 
page 3 


TIMER/COUNTER 


MOV A, T 
MOV T,A 
STRT T 
STRT CNT 
STOP TCNT 
EN TCNTI 


DIS TCNTI 


CONTROL 
EN DMA 


EN| 
DIS | 

EN FLAGS 
SEL RBO 
SEL RB1 


NOP 


REGISTERS 
INC Rr 
INC @Rr 


DEC Rr 


Read Timer/Counter 

Load Timer/Counter 

Start Timer 

Start Counter 

Stop Timer/Counter 

Enable Timer/ 
Counter Interrupt 

Disable Timer/ 
Counter Interrupt 


Enable DMA Hand- 


shake Lines 
Enable IBF Interrupt 


Diable IBF Inter- 
rupt 

Enable Master 
Interrupts 

Select register 
bank 0 

Select register 
bank 1 

No Operation 


Increment register 


_ Increment data 


memory 
Decrement register 


Mnemonic 


SUBROUTINE 
CALL addr 
RET 

RETR 


BRANCH 
JMP addr 
JMPP @A 
DJNZ Rr, addr 


JC addr 
JNC addr 
JZ addr 
JNZ addr 
JTO addr 
JNTO addr 
JT1 addr 
JNT1 addr 
JFO addr 
JF1 addr 
JTF addr 


JNIBF addr 
JOBF addr 


JBb addr 


Description 


Jump to subroutine 

Return 

Return and restore 
status 


Clear Carry 
Complement Carry 
Clear Flag 0 
Complement Flag 0 
Clear F1 Flag 

_ Complement F1 Flag 


Jump unconditional 
Jump indirect . 
Decrement register 
and jump 
Jump on Carry = 1 
Jump on Carry = 0 
Jump on A Zero 
Jump on A not Zero 
Jump on TO = 1 
Jump on TO = 0 
Jump onT1 = 1 
Jump on T1 = 0 
Jump on FO Flag = 1 
Jump on F1 Flag = 1 
Jump on Timer Flag 
= 1, Clear Flag 
Jump on IBF Flag 
=0 
Jump on OBF Flag 
= 1 
Jump on Accumula- 
for Bit 


Bytes Cycles 


NNN NNNNN ND ND PD 
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8741A 
UNIVERSAL PERIPHERAL INTERFACE 


8-BIT MICROCOMPUTER 


m@ 8-Bit CPU plus ROM, RAM, I/O, Timer a Fully Compatible with All 
and Clock in a Single Package | Microprocessor Families 


m One 8-Bit Status and Two Data _ 3.6 MHz 8741A-8 Available 
_ Registers for Asynchronous Slave-to- Expandable I/O | 


a 
, = 
Master Interface ae : —e. 
m DMA, Interrupt, or Polled Operation = ower-Down Capability 
es 
a 


Supported Over 90 Instructions: 70% Single Byte 
m 1024 x 8 EPROM, 64 x 8 RAM, 8-Bit _ Available in EXPRESS 
- Timer/Counter, 18 Programmable I/O _ =Standard Temperature Range 

- Pins _-—Extended Temperature Range 


The Intel 8741A is a general purpose, programmable interface device designed for use with a variety of 8-bit 
~microprocessor systems. It contains a low cost microcomputer with program memory, data memory, 8-bit CPU, 
1/O ports, timer/counter, and clock in a single 40- pin package. Interface registers are included to enable the 
UPI device to function as a peripheral controller in MCS®-48, MCS-80, MCS-85, MCS-86, and other 8-bit 
systems. 


The UPI-41A has 1K words of program memory and 64 words of data memory on-chip. | 


The device has two 8-bit, TTL compatible |/O ports and two test inputs. Individual port lines can function as 
either inputs or outputs under software control. |/O can be expanded with the 8243 device which is directly 
compatible and has 16 I/O lines. An 8-bit programmable timer/counter is included in the UPI device for 
generating timing sequences or counting external inputs. Additional UPI features include: single 5V supply, 
single-step mode for debug and dual working register banks. | 


Because it’s a complete microcomputer, the UPI provides more flexibility for the designer than conventional 
LSI interface devices. It is designed to be an efficient controller as well as an arithmetic processor. Applica- 
tions include keyboard scanning, printer control, display multiplexing and similar functions which involve inter- 
facing peripheral devices to microprocessor systems. 


Pin Configuration 
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Block Diagram 


(INTERNAL 
us 


PERIPHERAL 
INTERFACE 


PROG 
REtEY 


g——~« 
aay 
DNTERFACE 


=a 


PROGRAM Test 
cavsta. | xtais———. MEMORY comaitionac |7 #57 
iC.08 BRANCH 
CLOCK LOGIC TEST 1 
11 8IT | 
Yeo eon: idea 
COUNTER 


| Vee —————— + 5 SUPPLY 


Ves —————> QROUND amy 
Table 1. Pin Description 


Three-state, bidirectional DATA BUS BUFFER Inputs for a crystal, LC or an external timing 
lines used to interface the UPI-41A to an 8-bit XTAL 2 | signal to determine the internal oscillator 
master system data bus. frequency. 


P49—-P47 | 8-bit, PORT 1 quasi-bidirectional I/O lines. SYNC _ | Output signal which occurs once per UPI-41A 
instruction cycle. SYNC can be used as a strobe 
for external circuitry; it is also used to 


Poo—Po7 | 8-bit, PORT 2 quasi-bidirectional I/O lines. The 
synchronize single step operation. 


lower 4 bits (P29—P 23) interface directly to the 
EA External access input which allows emulation, 
testing and PROM verification. 


8243 |/O expander device and contain address 
and data information during PORT 4-7 access. 

PROG | Multifunction pin used as the program pulse 
input during PROM programming. 


The upper 4 bits (P24—-P27) can be programmed 
to provide interrupt Request and DMA 

During |/O expander access the PROG pin acts 
as an address/data strobe to the 8243. 


290241 -1 


O 
t 

Oo 
N 


Handshake capability. Software control can 
configure Po4 as OBF (Output Buffer Full), Pos 
as IBF (Input Buffer Full), Pog as DRQ (DMA 
Request), and P27 as DACK (DMA 
ACKnowledge). 


Input used to reset status flip-flops and to set 
the program counter to zero. 

RESET is also used during PROM programming 
and verification. 

RESET should be held low for a minimum of 8 
instruction cycles after power-up. 


| et é 
Cc 
2 


= 
Bs) 


1/O write input which enables the master CPU to 
write data and command words to the UPI-41A 
INPUT DATA BUS BUFFER. 


1/O read input which enables the master CPU to 
read data and status words from the OUTPUT 
DATA BUS BUFFER or status register. 


Single step input used in the 8741A in 
conjunction with the SYNC output to step the 
program through each instruction. 


+ 5V main power supply pin. . 


Chip select input used to select one UPI-41A out 
of several connected to a common data bus. 


Address input used by the master processor to 
indicate whether byte transfer is data or 
command. During a write operation flag F is set 
to the status of the Ag input. 


+ 5V during normal operation. + 25V during 
programming operation. Low power standby 
supply pin in ROM version. 


Circuit ground potential. . | 


TEST 0, 
TEST 1 


Input pins which can be directly tested using 
conditional branch instructions. 

(T+) also functions as the event timer input 
(under software control). To is used during 
PROM programming and verification in the 
8741A. 


| ae) xX 
n” 
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UPI-41A FEATURES AND 

ENHANCEMENTS 

1. Two Data Bus Buffers, one for input and one for 
output. This allows a much cleaner Master/Slave 
protocol. 


INTERNAL 
DATA BUS 
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2. 8 Bits of Status 


Dz Dg Ds Dg Dg Do Dy Do 


ST,-ST7 are user definable status bits. These 
bits are defined by the “MOV STS, A” single byte, 
single cycle instruction. Bits 4-7 of the accumula- 
tor are moved to bits 4-7 of the status register. 
Bits O-3 of the status register are not affected. 


MOV STS, A Op Code: 90H 


3. RD and WR are edge triggered. IBF, OBF, Fy and 
INT change internally after the trailing eage" of RD 
or WR. 


FLAGS AFFECTED 
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4.Po4 and Pos are port pins or Buffer Flag pins 
which can be used to interrupt a master proces- 
sor. These pins default to port pins on Reset. 


If the “EN FLAGS” instruction has been execut- 
ed, Pog becomes the OBF (Output Buffer Full) pin. 


A “1” written to Po, enables the OBF pin (the pin - 


outputs the OBF Status Bit). A “0” written to Pog 
disables the OBF pin (the pin remains low). This 
pin can be used to indicate that valid data is avail- 
able from the UPI41A (in Output Data Bus Buffer). 
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If “EN FLAGS” has been executed, Pos becomes 
the IBF (Input Buffer Full) pin. A “1” written to Pos 
enables the IBF pin (the pin outputs the inverse of 
the IBF Status Bit). A “0” written to Pos disables 
the IBF pin (the pin remains low). This pin can be 


_ used to indicate that the UPI is ready for data. 


= | P24 |-—» OBF (INTERRUPT REQUEST) 


IBF (INTERRUPT REQUEST) 


 290241-4 


Data Bus Buffer Interrupt Capability 


EN FLAGS Op Code: OF5H 


D7 Do 


. Pog and P97 are port pins or DMA handshake pins 


for use with a DMA controller. These pins default 
to port pins on Reset. 


If the “EN DMA” instruction has been executed, 
Pog becomes the DRQ (DMA Request) pin. A “1” 
written to Pog causes a DMA request (DRQ is acti- 
vated). DRQ is deactivated by DACKeRD, 
DACKeWR, or execution of the “EN DMA” in- 
struction. 

If “EN DMA” has been executed, P27 becomes 
the DACK (DMA Acknowledge) pin. This pin acts 
as a chip select input for the Data Bus Buffer reg- 
isters during DMA transfers. 


DRQ | P26 | 


UPI-41A 


DACK| P27 jo 


290241-6 
DMA Handshake Capability 


EN DMA _ Op Code: OE5H . 


pe 0 120 Ost a 
D7 Do 
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APPLICATIONS 


TO 
, PERIPHERAL 
DEVICES 


TO 


PERIPHERAL 
DEVICES 


~__DATA BUS 8 Oss 
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Figure 2. 8048-8741A Interface 


DOT MATRIX PRINTER 
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° 
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8 ROWS 
SOLENOID 
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— 


PORT2 PROG 
UPI-41A PORT 2 PORT 1/PORT 2 
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CONTROL 


wt 


_DATABUS 
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Figure 3. 8741A-8243 Keyboard Scanner 


‘oe 
ws 
ne 


__ CONTROL BUS 
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Figure 4. 8741A Matrix Printer Interface 
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PROGRAMMING, VERIFYING, AND 
ERASING THE 8741A EPROM 


Programming Verification 


In brief, the programming process consists of: acti- 
vating the program mode, applying an address, 
latching the address, applying data, and applying a 
programming pulse. Each word is programmed com- 
pletely before moving on to the next and is followed 
by a verification step. The following is a list of the 
pins used for programming and a description of their 
functions: 


Clock Input (1 to 6 MHz) 
Initialization and Address Latching 
Selection of Program or Verify Mode 
Activation of Program/Verify Modes 


Address and Data Input 

Data Output during Verify 

Address Input 

Programming Power Supply 

Program Pulse Input 
WARNING: | | 
_An attempt to program a missocketed 8741A will result in severe dam- 
age to the part. An indication of a properly socketed part is the ap- 


pearance of the SYNC clock output. The lack of this clock may be 
used to disable the programmer. 


The Program/Verify sequence is: 


1.Ap = OV, CS = 5V, EA = 5V, RESET = OV, 
TESTO = 5V, Vpp = 5V, clock applied or internal 
oscillator operating, BUS and PROG floating 


. Insert 8741A in programming socket 
. TEST 0 = OV (select program mode) 
. EA = 28V (active program mode) 

. Address applied to BUS and P20-1 

. RESET = 5V (latch address) 

. Data applied to BUS 


NOOO BR ©O PO 
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8. Vpp = 25V (programming power) 

9. PROG = OV followed by one 50 ms pulse to 23V 

10. Vpp = 5V 

11.TEST 0 = 5V (verify mode) 

12. Read and verify data on BUS 

13. TEST 0 = OV 

14. RESET = OV and repeat from step 6 


15. Programmer should be at conditions of step 1 
when 8741A is removed from socket 


8741A Erasure Characteristics 


The erasure characteristics of the 8741A are such 
that erasure begins to occur when exposed to light 
with wavelengths shorter than approximately 
4000 Angstroms (A). It should be noted that sunlight 
and certain types of fluorescent lamps have wave- 
lengths in the 3000-4000A range. Data show that 
constant exposure to room level fluorescent lighting 
could erase the typical 8741A in approximately 3 
years while it would take approximately one week to 
Cause erasure when exposed to direct sunlight. If 
the 8741A is to be exposed to these types of lighting 
conditions for extended periods of time, opaque la- 
bels are available from Intel which should be placed 
over the 8741A window to prevent unintentional era- 


gure. 


The recommended erasure procedure for the 8741A 


_ is exposure to shortwave ultraviolet light which has a 


wavelength of 2537A. The integrated dose (i.e., UV 
intensity < exposure time) for erasure should be a 
minimum of 15 w-sec/cm2. The erasure time with 
this dosage is approximately 15 to 20 minutes using 
an ultraviolet lamp with a 12,000 j»W/cm2 power rat- 
ing. The 8741A should be placed within one inch of 
the lamp tubes during erasure. Some lamps have a 
filter on their tubes which should be removed before 
erasure. = 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature under Bias ....0°C to + 70°C 


*WARNING: Stressing the device beyond the “Absolute 


Storage Temperature ee eee ee — 65°C to + 150°C Maximum Ratings” may cause permanent damage. 
Voltage on Any Pin with These are stress ratings only. Operation beyond the 
Respect to Ground................ 0.5V to +7V “Operating Conditions” is not recommended and ex- 
ere tended exposure beyond the “Operating Conditions” 

Power Dissipation...............0 cece ee eee 1.5W may affect device reliability. 


D. C. CHARACTERISTICS 
= 0°C to + 70°C, Vsg OV, Voc = Vpp = +5V £10% 


[symbol | Parameter ~~~ in | wax [Unit] Test Gonations 
Vu.__[ Input Low Votage (except xTALL, XTALAFESE | -os[ oa |v] 
Nini [input Low Votage XTAL1,xTAL2,RESET) | -o5| 06 |v] 
vin [Input igh Voiago (except XTAL', xTaLa, RESE)| 22 [Veo] | 
ving [input igh Voiago OcTAL1,xTAL2.RESET) | 38 | Voo| v] 


Output Low Voltage (Dp-D7) Ff as | ov lo. = 2.0 mA 


Output Low Voltage (P39P47, PaoP27, Sync) PL 0.45 | ov | lo. = 1.6mA 
Output Low Voltage (PROG) ae 0.45 | Vv | lou = 1.0m 
ees ooo High Voltage (All Other Outputs) Ent pla loH = —50 pA 


‘i __| Input Leakage Current (To, T1, RD,WR, CS, Ao, EA) ter | WA | Vsg < Vin < Voc | 


Output Leakage Current (Do—D7, High Z State) Vss +0.45 
< eer gaa < Vcc 


— Low input Load Current (Py9P17, PaoP2n sept Vii 0ev 
Low Input Load Current (RESET, SS) Ff 02 | mA. Mit = = 0.8V 
Total Supply Current P| 125 | mA. Typical = 60 mA 


A.C. CHARACTERISTICS T, = 0°C to + 70°C, Vsg = OV, Voc = Vop = +5V £10% 
DBB READ 


[Symbot_[ Parameter‘ win | wax | Unt | Test Gonaiions — 
Tun | CS AvSeuptoPOd [0 | |= | 
Ty | CS AptodaterDE | 0 | nef 
Se 
Tiny | C8.Agtooateoubsay |_| 228 
Teo [FD to Data Outeiey | «das 
[tor [ROT toData loetDelay | ‘| 100 cme: 
Ttoy__| Oye Tine evcopteraias) | 28 [15 
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DBB WRITE 


[Cap SeuptoWAL [0 
CS. AgHoldatterWRT | 0 


DataHoldafterWRT | oO | 


A.C. TIMING SPECIFICATION FOR PROGRAMMING 
= 0°C to +70°C, Veg = +5V +10% 


NOTE: . 
1. If TEST 0 is high, tpo can be triggered by RESET T. 


D.C. SPECIFICATION FOR PROGRAMMING 
Ta = 25°C £5°C, Voc = 5V 5%, Vpp = 25V +1V_ 
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= AD or WR to DRO Cleared 


Port Control Setup before Falling Edge of PROG 10 
Port Control Hold after Falling Edge of PROG 100 


A.C. TESTING INPUT/OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 


DEVICE 
UNDER 
TEST 
C, = 150 pF 


290241 -23 
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TYPICAL 8741A CURRENT CRYSTAL OSCILLATOR MODE 


TYPICAL 8741A CURRENT 
80 mA 


XTAL2 
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Crystal series resistance should be 
< 759 at 6 MHz; < 1809 at 3.6 MHz. 


40° 


TEMP (°C) 


290241-14 


4-95 


8741A | ; a INtal.. 


DRIVING FROM EXTERNAL SOURCE 


290241-12 
Both XTAL1 and XTAL2 should be driven. 
Resistors to Vcc are needed to ensure Vj, = 3.8V 
if TTL circuitry is used. 


LC OSCILLATOR MODE 


L C  NOMINALf | 1 
45 pH 20pF 5.2MHz T= gale’ - 
120uH 20pF 3.2MHz | 
_ C + 3Cpp 


2 


C! 


Cpp = 5-10 pF 
Pin-to-Pin Capacitance 
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Each C should be approximately 20 pF, including stray capacitance. 


WAVEFORMS 


READ OPERATION—DATA BUS BUFFER REGISTER 


= ) (SYSTEM'S 
4 ADDRESS BUS) 


—_————— tra —————__—__—_—_— «— tra —o 


(READ CONTROL) 


(OUTPUT 4 -—————— DATA VALID be: 
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WAVEFORMS 


WRITE OPERATION—DATA BUS BUFFER REGISTER 


(SYSTEM'S 
ADDRESS BUS) 


(WRITE CONTROL) 


DATA BUS DATA DATA 
(INPUT) MAY CHANGE \- ecg hd a) MAY CHANGE 
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COMBINATION PROGRAM/VERIFY MODE 


COMBINATION PROGRAM/VERIFY MODE 


23V 


EA sy 


PROGRAM PROGRAM 


el 


ttw 


TESTO 


.RESET 


tbo > 


taw twa 
- www n d ADDRESS DATA TO BE ae DATA \—.—~—ANEXT ADDR 
DB)~DB7 » 0-7) VALIDAA PROGRAMMED VALID a> VALID VALID 
Poo"Py  atoESS ADDRESS (8-9) VALID | atieess 


tow 


2.3l—ee_e—_—_—o— ee ; 
PROG 5 anne Oe e@eaeeaaeoae | SO ey ee 
+0 @egaeeee A csceeesscioeenelisvesieseinineatimumieie 
290241 -20 
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WAVEFORMS 


VERIFY MODE 


VERIFY MODE 


ADDRESS NEXT NEXT DATA Vo ee eee ewe 
0=7) VALID ADDRESS OUT VALID 


ADDRESS (89) VALID ~ NEXT ADDRESS VALID 
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NOTES: . . 

1. PROG must float if EA is low (i.e., #23V), or if TO = 5V for the 8741A. - 

2. XTAL1 and XTAL2 driven by 3.6 MHz clock will give 7.17 ws tcy. This is acceptable for 8741-8 parts as well as 
standard parts. oe 

PROG must float or = 5V when EA is high. 

3. Ago must be held low (i.e., = OV) during program/verify modes. 


DMA 


DATA BUS 


290241 -~22 
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PORT 2 TIMING 


SYNC 


EXPANDER . 
PORT DE Ts a 


ORT CONTROL ‘ ) 


ORTCONTROL 


OUTPUT PORT 29.3 DATA OUTPUT DATA 
EXPANDER 
PORT 
INPUT 


a— IC p——e | -—(pC—e 
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PORT TIMING DURING EXTERNAL ACCESS (EA) 


290241-18 
On the rising edge of SYNC and EA is enabled, port data is valid and can be strobed. On the trailing edge of sync the 
program counter contents are available. 
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UNIVERSAL PERIPHERAL INTERFACE 
8-BIT SLAVE MICROCONTROLLER 


m 8742: 12 MHz m= DMA, Interrupt, or Polled Operation 
m Pin, Software and Architecturally Supported 
Compatible with 8741A m@ Fully Compatible with all Intel and Most 


Other Microprocessor Families 
Expandable I/O 

RAM Power-Down Capability 

Over 90 Instructions: 70% Single Byte 


Available in EXPRESS | 
— Standard Temperature Range 


m 8-Bit CPU plus ROM, RAM, I/O, Timer 
and Clock in a Single Package 


m 2048 x 8 EPROM, 128 x 8 RAM, 8-Bit 
Timer/Counter, 18 Programmable 1/0 
Pins 


mw One 8-Bit Status and Two Data 
Registers for Asynchronous Slave-to- 
Master Interface 


The Intel 8742 is a general-purpose Universal Peripheral Interface that allows designers to grow their own 
customized solution for peripheral device control. It contains a low-cost microcomputer with 2K of program 
memory, 128 bytes of data memory, 8-bit timer/counter, and clock generator in a single 40-pin package. 
Interface registers are included to enable the UPI device to function as a peripheral controller in the MCS®-48, 
MCS- 51, MCS-80, MCS-85, 8088, 8086 and other 8-, 16-bit systems. 


The 8742 is software, pin, and architecturally compatible with the 8741A. The 8742 doubles the on-chip 
memory space to allow for additional features and performance to be incorporated in upgraded 8741A de- 
signs. For new designs, the additional memory and performance of the 8742 extends the UPI concept to more 
complex motor control tasks, 80-column printers and process control applications as examples. 


40{ )Vcc 
391) TEST 1 
38 [| P27/BACK 
37 [_} P2e/DRQ 
36 [_] Pas/i8F 
35 ["] P2g/OBF 


Ea]? 34 P17 
RD( |] 8 P16 
Ao] 9 32) P15 
WRE]10 31) P14 
SYNC(] 11 Ypyq2 30(1P13 
Do (_j 12 291 )P12 
01,413 28) P14 
D2[] 14 271 JP10 
03(-] 15 261 | Voo 
D4 (| 16 25 [_] PROG 
Ds (_} 17 241 J P23 
De [| 18 23 [_) P22 
D7 (_} 19 22{ | P21 
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Figure 1. Pin Configuration 


| November 1991 
4-100 Order Number: 290256-001 


8742 


INTERNAL 
; BUS 
oes 
STATUS 
REGISTER 


DATA 
MEMORY 
MASTER 
SYSTEM 
INTERFACE 
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Figure 2. Block Diagram 
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Table 1. Pin Description 


Name and Function 


TEST INPUTS: Input pins which can be directly tested using conditional branch 
instructions. _ 

FREQUENCY REFERENCE: TEST 1 (T}) also functions as the event timer input (under 
software control). TEST 0 (To) is used during PROM programming and EPROM 
verification. 


INPUTS: Inputs for a crystal, LC or an external timing signal to determine the internal 
oscillator frequency. 


| RESET: Input used to reset status flip-flops and to set the program counter to zero. 
RESET is also used during EPROM programming and verification. 


Ss ° SINGLE STEP: Single step input used in conjunction with the SYNC output to step the 
program through each instruction (EPROM). This should be tied to + 5V when not used. 
cs CHIP SELECT: Chip select input used to select one UPI microcomputer out of several 
connected to a common data bus. 
EXTERNAL ACCESS: External access input which allows emulation, testing and EPROM 
verification. This pin should be tied low if unused. 
COMMAND/ DATA SELECT: Address Input used by the master processor to indicate 


whether byte transfer is.data (Ag = 0, F1 is reset) or command (Ap = 1, F1 is set). Ag = 0 
during program and verify operations. 


OUTPUT CLOCK: Output signal which occurs once per UPI instruction cycle. SYNC can 
be used as a strobe for external circuitry; it is also used to synchronize single step 
operation. 


DATA BUS: Three-state, bidirectional DATA BUS BUFFER lines used to interface the UPI 
microcomputer to an 8-bit master system data bus. 


PORT 1: 8-bit, PORT 1 quasi-bidirectional I/O lines. 


PORT 2: 8-bit, PORT 2 quasi-bidirectional |/O lines. The lower 4 bits (P29—P23) interface 
directly to the 8243 I/O expander device and contain address and data information during 
PORT 4-7 access. The upper 4 bits (P24-P27) can be programmed to provide interrupt 
Request and DMA Handshake capability. Software control can configure P24 as Output 
Buffer Full (OBF) interrupt, Pos as Input Buffer Full (IBF) interrupt, Pog as DMA Request 
(DRQ), and P97 as DMA ACKnowledge (DACK). 


PROGRAM: Multifunction pin used as the program pulse input during PROM programming. 
During |/O expander access the PROG pin acts as an address/data strobe to the 8243. 
This pin should be tied high if unused. 


POWER: + 5V main power supply pin. 


Vpp POWER: + 5V during normal operation. +21V during programming operation. Low power 
standby supply pin. 


GROUND: Circuit ground potential. 
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UPI-42 FEATURES 

1. Two Data Bus Buffers, one for input and one for 
output. This allows a much cleaner Master/Slave 
protocol. 


INTERNAL 


DATA BUS 


OUTPUT 
DATA 


BUS 
BUFFER 
(8) 
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2. 8 Bits of Status 


Dz De Ds D4 Dg Do Dy Do 
ST4-ST7 are user definable status bits. These 
bits are defined by the ‘““MOV STS, A’”’ single byte, 
single cycle instruction. Bits 4-7 of the acccumu- 
lator are moved to bits 4-7 of the status register. 
Bits 0-3 of the status register are not affected. 

MOV STS, A Op Code: 90H 


Ee ed ee ee 
Do 


D7 
3. RD and WR are edge triggered. IBF, OBF, F; and 


INT change internally after the trailing edge of RD 
or WR. 


FLAGS AFFECTED 
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During the time that the host CPU is reading the 
status register, the 8742 is prevented from updat- 
ing this register or is “locked out”. 


4.Po4 and Pos are port pins or Buffer Flag pins 
which can be used to interrupt a master proces- 
sor. These pins default to port pins on Reset. 


lf the ‘EN FLAGS” instruction has been execut- 
ed, Pog becomes the OBF (Output Buffer Full) pin. 
A “1” written to Pog enables the OBF pin (the pin 
outputs the OBF Status Bit). A “0” written to Pog 
disables the OBF pin (the pin remains low). This 
pin can be used to indicate that valid data is avail- 
able from the UPI-41A (in Output Data Bus Buff- 
er). 

lf “EN FLAGS” has been executed, Pos becomes 
the IBF (Input Buffer Full) pin. A “1” written to Pos 
enables the IBF pin (the pin outputs the inverse of 


8742 


the IBF Status Bit. A “0” written to Pos disables 
the IBF pin (the pin remains low). This pin can be 
used to indicate that the UPI is ready for data. 


OBF (INTERRUPT REQUEST) 


IBF (INTERRUPT REQUEST) 
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Data Bus Buffer Interrupt Capability 


EN FLAGS Op Code: OF5H 


Pa ee eo a 
D D 
5. Pog a Po7 are port pins or DMA sang pins 


for use with a DMA controller. These pins default 
to port pins on Reset. 


If the ‘EN DMA” instruction has been executed, 
Pog becomes the DRQ (DMA Request) pin. A ‘‘1” 
written to Pog causes a DMA request (DRQ is acti- 
vated). DRQ is deactivated by DACKeRD, 
DACKeWR, or execution of the “EN DMA”’ in- 
struction. 


If “EN DMA” has been executed, P27 becomes 
the DACK (DMA Acknowledge) pin. This pin acts 
as a chip select input for the Data Bus Buffer reg- 
isters during DMA transfers. 


UPI-41/42 
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DMA Handshake Capability 


EN DMA _ Op Code: 0E5H 


bea a0 (0a 0 a 

D7 ‘Do 

6. The RESET input on the 8742, includes a 2-stage 
synchronizer to support reliable reset operation 
for 12 MHz operation. 

7. When EA is enabled on the 8742, the program 
counter is placed on Port 1 and the lower three 
bits of Port 2 (MSB = Pos, LSB = P40). On the 
8742 this information is multiplexed with PORT 
DATA (see port timing diagrams at end of this 
data sheet). 


4-103 


8742 


APPLICATIONS 


To 


’ PERIPHERAL 


DEVICES 
<«—_— Tg 
Ty | 3 


Cc 


290256-7 


Figure 3. 8088-8742 Interface 


8243 KEYBOARD 
EXPANDER MATRIX 


8 ROWS 


OATA BUS . 


CONTROL BUS 
290256-9 


Figure 5. 8742-8243 Keyboard Scanner 
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TO 
PERIPHERAL 


DEVICES 
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Figure 4. 8048H-8742 Interface 


DOT MATRIX PRINTER 


FORM 
PRINT L.F. HOLO SOLENOIOS 


SOLENOID 


7ORS 


MOTOR 
ORIVERS 


Né FEED POSITION 


PRINT POSITION 
TOP OF FORM 
é 


| 


PORT 2 ‘PORT 1/PORT 2 
8742 


Ose CONTROL 


mi 


DATA 8US 


CONTROL BUS 
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Figure 6. 8742 80-Column 
Matrix Printer Interface 
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PROGRAMMING, VERIFYING, AND 
ERASING THE 8742 EPROM 


Programming Verification 


In brief, the programming process consists of: acti- 
vating the program mode, applying an address, 
latching the address, applying data, and applying a 
programming pulse. Each word is programmed com- 
pletely before moving on to the next and is followed 
by a verification step. The following is a list of the 
pins used for programming and a description of their 
functions: 


XTAL 1 Clock-Input 
Initialization and Address Latching 


Selection of Program or Verify Mode 
Activation of Program/Verify Modes 
A 


Address and Data Input 
Data Output During Verify 


WARNING 


An attempt to program a missocketed 8742 will result in severe dam- 
age to the part. An indication of a properly socketed part is the ap- 
pearance of the SYNC clock output. The lack of this clock may be 
used to disable the programmer. 


The Program/Verify sequence is: 


1.Apo = OV, CS = 5V, EA = 5V, RESET = OV, 
TESTO = 5V, Vpp = 5V, clock applied or inter- 
nal oscillator operating, BUS floating, PROG = 
5V. 


. Insert 8742 in programming socket 

. TEST 0 = OV (select program mode) 
. EA = 18V (active program mode) 

. Address applied to BUS and Poap_90 

. RESET = 5V (latch address) 


oor, dO YO 


8742 


7. Data applied to BUS** 
8. Vpp = 21V (programming power) — 


9.PROG = Vcc followed by one 50 ms pulse to 
18V 


10. Vpp = 5V 

11.TEST 0 = 5V (verify mode) 

12. Read and verify data on BUS 

13. TEST 0 = OV 

14, RESET = OV and repeat from step 5 


15. Programmer should be at conditions of step 1 
when 8742 is removed from socket 


8742 Erasure Characteristics 


The erasure characteristics of the 8742 are such 
that erasure begins to occur when exposed to light 
with wavelengths shorter than approximately 4000 
Angstroms (A). It should be noted that sunlight and 
certain types of fluorescent lamps have wavelengths 
in the 3000-4000A range. Data shows that constant 
exposure to room level fluorescent lighting could 
erase the typical 8742 in approximately 3 years 
while it would take approximately one week to cause 
erasure when exposed to direct sunlight. If the 8742 
is to be exposed to these types of lighting conditions 
for extended periods of time, opaque labels are 
available from Intel which should be placed over the 
8742 window to prevent unintentional erasure. 


The recommended erasure procedure for the 8742 
is exposure to shortwave ultraviolet light which has a 
wavelength of 2537A. The integrated dose (i.e., UV 
intensity < exposure time) for erasure should be a 
minimum of 15 w-sec/cm2. The erasure time with 
this dosage is approximately 15 to 20 minutes using 
an ultraviolet lamp with a 12,000 »W/cm2 power rat- 
ing. The 8742 should be placed within one inch of 
the lamp tubes during erasure. Some lamps have a 
filter on their tubes which should be removed before 
erasure. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias ...... 0°C to 70°C 
Storage Temperature .......... —65°C to + 150°C . 
Voltage on Any Pin With Respect 
10: GlOUNG isch les eelicawe aes —0.5to +7V 
~ Power Dissipation.............. weesnad ...1.5W 


*WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions’ is not recommended and ex- 
tended exposure beyond the “Operating Conditions” - 
may affect device reliability. 


D.C. CHARACTERISTICS Tz, = 0° to + 70°C, Voc = Vpp = +5V £10% 


/ 


Output Low Voltage (P19—-P47, Pap-—P27, Sync) 
[Vou | Outbut High Voltage @o-D) ——SSSSC*diC 
| 


Input Leakage Current (To, T1, RD, WR, CS, Ao, EA) 
| loFL Output Leakage Current (Dg—D7, High Z State) Vss +0.45 | 

| | <Vout< Vcc 

Low Input Load Current (P49—-P47, Pog—Po7) VIL = 0.8V 


‘inp | Voo Supply Curent 


N 
or; © 


ho | po a) 
BLA 
IH+- 
ro) 
3/ 
Bs 


Nm | — 
oe me) 


[Tow = =50 pA] 


100 


D.C. CHARACTERISTICS—PROGRAMMING 
Ta = 25°C +5°C, Voc = 5V +5%, Vpp = 21V +0.5V 


Test Conditions 


1.0 
1.0 


intel 3 | 8742 


A.C. CHARACTERISTICS Ta = 0°C to + 70°C, Vsg = OV, Veco = Vpp = +5V +10% 


DBB READ 


CS, Ap Setup to RD J 
CS, Ap Hold after RD T 


DBB WRITE 


CS, Ap Setup to WR J 
CS, Ao Hold after WR T 


WR Pulse Width 
Data Setup to WR T 
Data Hold after WR T 


NOTE: 
1. Toy = 15/f(XTAL) 


A.C. CHARACTERISTICS Ta = 25°C +5°C, Voc = 5V +5%, Vpp = +21V +0.5 
PROGRAMMING 


| Parameter | Min’ | Max | 
Address Setup Time to RESET T 
Address Hold Time after RESET T ert 
| tow _|_DatainSetupTimetoPROGT | 4tcy | | 
| two___| DatainHoldTimeafterPROGL | 4tcy | | 
| tex | RESETHoldTimetoVerity | toy | 
| 1.0 | 
| 1.0 
Leos 
ana, 
ae 
| atcy | 


Tivosw | Vop Setup TimetoPROGT—+|—O 
Tivoon | VopHoldTime after PROGT | 0 
Tew | Program Pulse wiath ——=SS«d =i 
Tto0 | Test0t0DataOutDeay | 
Tiww | RESET Pulse With to Latch Adaress [cy | _ 
Tut | Vop and PROG Rise andFaTimes | 05 | 20 | ys 

Micy | CPU Operation OyieTine | 40 as 
ed aa eae 


NOTE: 
lf TEST 0 is high, tpo can be triggered by RESET fT. 
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A.C. CHARACTERISTICS DMA 


DACK to WR or RD er nae 
RD or WR to DACK ac 205 


DACK to Data Valid a 
RD or WR to DRQ Cleared 


NOTE: 
1.C, = 150 pF. . 


A.C. CHARACTERISTICS PorT 2 T, = 0°Cto +70°C, Vog = +5V +10% 


win 
a 
tpg | Port Control Hold afterFaling Edge of PROG | 1/10tcy | 125 
ten [PROG to Time P2 InputMustBeValid | @/18toy-16 |__| 
Cee [Input DataHoldTime SSC 
top | Output Data Setup Time ——~—=S~S~S~S~sSC gy P28 
[tp | Output Data Hold Time ————SSS~*dS A gy 80 a8 

Tipp PROG Pulse Width ———SSOSCS~SCAO gy 


' 


Port Control Setup before Falling Edge of PROG | 1/15 tcy—28 


NOTES: 
1.C. = 80 pF. 
2.C, = 20 pF. 


3: toy =. 1.25 ps. 
A.C. TESTING INPUT/OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 


INPUT/OUTPUT 


DEVICE 
UNDER 


TEST 
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DRIVING FROM EXTERNAL SOURCE 
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Crystal Series Resistance Should be <750 at 12 MHz; 
<1802 at 3.6 MHz. 


290256-14 


Rise and Fall Times Should Not Exceed 20 ns. Resis- 
tors to Vcc are Needed to Ensure Vj = 3.5V if TTL 
Circuitry is Used. 
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LC OSCILLATOR MODE 


1 
2mVLC’ 
L C NOMINAL 
45H 20pF 5.2MHz ee ee 

120H 20pF 3.2MHz 2 
Cpp = 5 pF-10 pF 
Pin-to-Pin Capacitance 

290256-15 
Each C Should be Approximately 20 pF, including Stray Capacitance. 


WAVEFORMS 
READ OPERATION—DATA BUS BUFFER REGISTER 


(SYSTEM'S 
ADDRESS BUS) 


(READ CONTROL) 


DATA BUS 
(OUTPUT) 


290256-16 


(SYSTEM'S 
ADDRESS BUS) 


(WRITE CONTROL) 


OATA BUS OATA DATA 
(INPUT) MAY CHANGE MAY CHANGE 
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CLOCK TIMING 


290256-23 
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WAVEFORMS 


COMBINATION PROGRAM/VERIFY MODE 


PROGRAM 


taw twa too > 
| ~----( PORES OW bat asieo ea ooo moa (NEXT ADDR 
DBp~DB7 - » Ger VALID X PROGRAMMED VALID) t) VALID 


18V 
PROG - 


+5 eum © O82 2282882222 eo @ @Oeea © @ @ Quan Ee=eTeEEED @eoeaeeaanaeaeoaeneec eee @ @ @ 
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VERIFY MODE 


RESET 


ADDRESS DATA OUT NEXT 4 
Poo7P22 : ADDRESS (8=10) VALID NEXT ADDRESS VALID 
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NOTES: 

1. PROG must float if EA is low or EA is low or if TESTp = 5V. 
2. Ao must be held low (i.e., = OV) during program/verify modes. 
3. Test 0 must be held high. 


The 8742 EPROM can be programmed by the fol- 2. iUP-200/iUP-201 PROM Programmer with the 
lowing Intel products: _ iUP-F87/44 Personality Module. 


1. Universal PROM Programmer (UPP 103) ae 
eral of the Intellec Development System with a 
UPP-549 Personality Card. 
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WAVEFORMS (Continued) 


DMA 


OATA BUS 
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PORT 2 


SYNC 
EXPANDER 
-——!pp ——+| '*0 
PORT -- 
OuTPUT PORT 29.3 DATA PORT CONTROL N OUTPUT DATA D 


EXPANDER 
PORT 


INPUT 4 


PCRT 29.3 DATA 
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PORT TIMING DURING EXTERNAL ACCESS (EA) 


P10.47 


P20.22 


290256-22 
On the Rising Edge of SYNC and EA is Enabled, Port Data is Valid and can be Strobed on the Trailing Edge of Sync the 
Program Counter Contents are Available. 
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UPI-C42/UPI-L42 


UNIVERSAL PERIPHERAL INTERFACE 
CHMOS 8-BiIT SLAVE MICROCONTROLLER 


m Pin, Software and Architecturally 
Compatible with all UPI-41 and UPI-42 
Products 


m Low Voltage Operation with the UPI- 
L42 
— Full 3.3V Support | 


Integrated Auto A20 Gate Support 
Suspend Power Down Mode 
Security Bit Code Protection Support 


1/0, Timer/Counter and Clock in a 
Single Package 


m 4096 x 8 ROM/OTP, 256 x 8 RAM 8-Bit 
Timer/Counter, 18 Programmable |/O 
Pins 

= DMA, Interrupt, or Polled Operation 
Supported 


8-Bit CPU plus ROM/OTP EPROM, RAM, 


m One 8-Bit Status and Two Data 
Registers for Asynchronous Slave-to- 
Master Interface 


m Fully Compatible with all Intel and Most 
Other Microprocessor Families 
Interchangeable ROM and OTP EPROM 
Versions 

Expandable I/O 

Sync Mode Available 

Over 90 Instructions: 70% Single Byte 
Quick Pulse Programming Algorithm 

— Fast OTP Programming 


Available in 40-Lead Plastic, 44-Lead 
Plastic Leaded Chip Carrier, and | 
44-Lead Quad Flat Pack Packages 


(See Packaging Spec., Order #240800, Package Type P, N, 
_and S) 


The UPI-C42 is an enhanced CHMOS version of the industry standard Intel UPI-42 family. It is fabricated on 
Intel’s CHMOS IIl-E process. The UPI-C42 is pin, software, and architecturally compatible with the NMOS UPI 
family. The UPI-C42 has all of the same features of the NMOS family plus a larger user programmable memory 
array (4K), integrated auto A20 gate support, and lower power consumption inherent to a CHMOS product. 


The UPI-L42 offers the same functionality and socket compatibility as the UPI-C42 as well as providing low 


voltage 3.3V operation. 


The UPI-C42 is essentially a “slave’’ microcontroller, or a microcontroller with a slave interface included on the 
chip. Interface registers are included to enable the UPI device to function as a slave peripheral controller in the 
MCS Modules and iAPX family, as well as other 8-, 16-, and 32-bit systems. 


To allow full user flexibility, the program memory is available in ROM and One-Time Programmable EPROM 


(OTP). 


TEST OCF1 40 EI Vee 

XTAL1 EY 2 39}0) TesT 1 | | 
XTAL2 C93 38 (7 P,, /DACK , 
RESET 4 3715) Pog /DRQ 
36 P2, /1BF 
351) P,,/0BF 


Ay 32F9P,5 Ag Cj 10 

we C410 31CIPy, WREY 11 
UPI-C42 P. 

SYNCEH1! ypicrga 30F0P,3 Nc C412 UPI-C42 
Dy) E412 29FI P12 sync (413 UPI-L42 
pb, O13 28 P,, Do Cy 14 
Do, Cyt4 27 EI Pig pb, 15 


290414-1 
Figure 1. DIP Pin 
Configuration 
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mI} P27 /DACK 
I} Pyg/DRQ 


ae Pi, 43 31Fo, 
P1,44 30710, 

ial meee P1395 29 {77 SYNC 

i Hs pi,4s UPI-C42 re 
Pig 7 UPI-L42 27 BA, 


P2,/0BF C411 23—1Ss 


NC LJ 


P2, /iBF 
P2,/0RQ & 


Loa ood 


P27 /DACK 
TESTI 

C 
TESTO 
XTALI 
XTAL2 
c 
RESET 
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Figure 3. QFP Pin Configuration 
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Figure 2. PLCC Pin Configuration 


October 1994 
Order Number: 290414-003 


i ntel on UPI-C42/UPI-L42 
Table 1. Pin Description 


_ Name and Function 


TEST INPUTS: Input pins which can be directly tested using conditional 
branch instructions. 


FREQUENCY REFERENCE: TEST 1 (T}) functions as the event timer 
input (under software control) and during the STANDBY power down 
mode, as a method of resuming normal operation. TEST 0 (To) is a multi- 
function pin used during PROM programming and ROM/EPROM 
verification, during Sync Mode to reset the instruction state to S1 and 
synchronize the internal clock to PH1, and during the STANDBY power 
down mode, as a method of resuming normal operation (see Powerdown 
section). 


INPUT: Input to the oscillator amplifier and internal clock generator 
circuits. 


RESET: Input used to reset status flip-flops, set the program counter to 
zero, and force the UPI-C42 from the suspend power down mode. 


RESET is also used during EPROM programming and verification. 


SINGLE STEP: Single step input used in conjunction with the SYNC output 
to step the program through each instruction (EPROM). This should be tied 
to + 5V when not used. This pin is also used to put the vevies! in Sync 
Mode by — 12.5V to it. 


EXTERNAL ACCESS: External access input which allows emulation, 
testing and ROM/EPROM verification. This pin should be tied low if 
unused. 


COMMAND/DATA SELECT: Address Input used by the master processor 
to indicate whether byte transfer is data (Ag = 0, F1 is reset) or command 
(Ag = 1, F1 is set). Ag = 0 during program and verify operations. 


WRITE: I/O write input which enables the master CPU to write data and 
command words to the UPI INPUT DATA BUS BUFFER. 
OUTPUT CLOCK: Output signal which occurs once per UPI instruction 
cycle. SYNC can be used as a strobe for external circuitry; it is also used to 
synchronize single step operation. 
Do-D7 12-19 | 14-21 | 30-37 | I/O | DATA BUS: Three-state, bidirectional DATA BUS BUFFER lines used to 
(BUS) interface the UPI microcomputer to an 8-bit master system data bus. 
P39-Pi7 | 27-34 | 30-33 | 2-10 1/O | PORT 1: 8-bit, PORT 1 quasi-bidirectional I/O lines. Pj9—P47 access the 
35-38 signature row and security bit. 
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| Table 1. Pin Description (Continued) 
| DIP | PLCC 7 
Pin Pin 
No. No. 


QFP . 
Pin Type 
No. . 
21-24 | 24-27 39-42 I/O | PORT 2: 8-bit, PORT 2 quasi-bidirectional I/O lines. The lower 4 bits 
35-38 | 39-42 | 11, 13-15 (P29—-Poa3) interface directly to the 8243 I/O expander device and 
contain address and data information during PORT 4-7 access. Po, 
PROG 25 28 43 1/0 
During |/O expander access the PROG pin acts as an address/data 
strobe to the 8243. This pin should be tied high if unused. 
Vop POWER: + 5V during normal operation. + 12.75V during programming 
operation. Low power standby supply pin. 
ves | || «0 | 


can be programmed to provide Auto A20 Gate support. The upper 4 
IVss GROUND: Circuit ground potential. | 


bits (P24-P27) can be programmed to provide interrupt Request and 
INTERNAL 


Name and Function 


DMA Handshake capability. Software control can configure Po, as 
Output Buffer Full (OBF) interrupt, Pos as Input Buffer Full (IBF) 
interrupt, Pog as DMA Request (DRQ), and P27 as DMA ACKnowledge 
(DACK). 


PROGRAM: Multifunction pin used as the program pulse input during . 
PROM programming. 


086 
STATUS 


1 OATA 
MEMORY 


I eel 


INTERFACE 
INSTRUCTION 
as - PERIPHERAL 
. INTERFACE 
OGIC 


ACCUMULATOR 


PROM/ROM 


PROGRAM 
CRYSTAL | XTAL12-——— MEMORY conoitionat [7 TEST O 
LC, OR BRANCH 
CLocK | XTAL2 LOGIC 
TEMPORARY TEST 


REGISTER 


; 12 BIT 
| Vpp————> PROM PROGRAM SUPPLY PROGRAM 
POWER Vcc +5 SUPPLY COUNTER. 
Vss QROUND | cai 


TIMER 


EVENT COUNTER 
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Figure 4. Block Diagram 
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UPI-C42/L42 PRODUCT SELECTION GUIDE 


UPI-C42: Low power CHMOS version of the UPI-42. 


[pews | package | nom ow | ~S~S*~*~ mews 
Teocee [wes | « | | ROMO 


82C42PC Phoenix MultiKey/42 firmware, PS/2 style mouse support 


82C42PD Phoenix Multikey/42L firmware, KBC and SCC for portable apps. 
82C42PE Phoenix Multikey/42G firmware, Energy Efficient KBC solution 


87042 Pups | | 4k | One Time Programmable Version 


UPI-L42: The low voltage 3.3V version of the UPI-C42. 


aE a_i 
82L42PC N,P,S Phoenix Multikey/42 firmware, PS/2 style mouse support 
82L42PD N,P,S Phoenix Multikey/42L firmware, KBC and SCC for portable apps. — 
87L42 | NPS | | 4K. | OneTimeProgrammable Version = One Time Programmable Version 


N = 44 lead PLCC, P = 40 lead PDIP, S = 44 lead QFP, D = 40 lead CERDIP 
KBC = Key Board Control, SCC = Scan Code Control 


THE INTEL 82C42 The 82C42PC provides a low powered solution for 
industry standard keyboard and PS/2 style mouse 

As shown in the UPI-C42 product matrix, the UPI- control. The 82C42PD provides a cost effective 

C42 is offered as a pre-programmed 80C42 with var- means for keyboard and scan code control for note- 

ious versions of Multikey/42 keyboard controller book platforms. The 82C42PE allows a quick time to 

firmware developed by Phoenix Technologies Ltd. | market, low cost solution for energy efficient desk- 
top designs. 
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UPI-42 COMPATIBLE FEATURES 


1. Two Data Bus Buffers, one for input and one for 
output. This allows a much cleaner Master/Slave 
protocol. 


INTERNAL 
DATA BUS 


Hh 
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2. 8 Bits of Status 


Dz De Ds D4 Dg Do Dy Do 
ST,4-ST7 are user definable status bits. These 
bits are defined by the ‘MOV STS, A” single 
byte, single cycle instruction. Bits 4-7 of the 
acccumulator are moved to bits 4-7 of the status 
register. Bits 0-3 of the status register are not 
affected. , 

MOV STS, A Op Code: 90H 


| 1 {olol{+{ofofojo. 
Do 


D7 


3. RD and WR are edge triggered. IBF, OBF, Fy and 
INT change internally after the trailing edge of RD 
or WR. 

During the time that the host CPU is reading the 
status register, the UPI is prevented from updat- 
ing this register or is ‘locked out.’ 


, Y AFFECTED 


290414-6 


| 
intel. 
4. Po, and Pos are port pins or Buffer Flag pins 


which can be used to interrupt a master proces- 
sor. These pins default to port pins on Reset. 


If the “EN FLAGS” instruction has been execut- 
ed, Pog becomes the OBF (Output Buffer Full) 
pin. A ‘‘1” written to Po, enables the OBF pin (the 
pin outputs the OBF Status Bit). A “0” written to 
P54 disables the OBF pin (the pin remains low). 
This pin can be used to indicate that valid data is 
available from the UPI (in Output Data Bus Buff- 
er). ; | 

If “EN FLAGS” has been executed, Pas be- 
comes the IBF (Input Buffer Full) pin. A “1” writ- 
ten to Pos enables the IBF pin (the pin outputs 
the inverse of the IBF Status Bit. A “0” written to 
Pos disables the IBF pin (the pin remains low). 
This pin can be used to indicate that the UPI is 
ready for data. 


Data Bus Buffer Interrupt Capability 


OBF (INTERRUPT REQUEST) 


IBF (INTERRUPT REQUEST) 
290414-7 


EN FLAGS Op Code: 0F5H 


te) ae ae 0) 0 fh a] 
Do 


D7 


5. Pog and P97 are port pins or DMA handshake 
pins for use with a DMA controller. These pins 
default to port pins on Reset. 


If the “EN DMA” instruction has been executed, 
Pog becomes the DRQ (DMA Request) pin. A ‘1” 
written to Pog causes a DMA request (DRQ is 
activated). DRQ is deactivated by DACKeRD, 
DACKeWR, or execution of the “EN DMA”’ in- 
struction. 


DMA Handshake Capability 
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If “EN DMA” has been executed, Po7 becomes 
the DACK (DMA ACKnowledge) pin. This pin acts 


as a chip select input for the Data Bus Buffer 
registers during DMA transfers. 


EN DMA Op Code: 0E5H : 
a det 0 10) 10] a 
D7 Do 


6. When EA is enabled on the UPI, the program 
counter is placed on Port 1 and the lower four 
bits of Port 2 (MSB = Po3, LSB = Py). On the 
UPI this information is multiplexed with PORT 
DATA (see port timing diagrams at end of this 
data sheet). 


7. The UPI-C42 supports the Quick Pulse Program- 
ming Algorithm, but can also be programmed 
with the Intelligent Programming Algorithm. (See 
the Programming Section.) 


UPI-C42 FEATURES 


Programmable Memory Size Increase 


The user programmable memory on the UPI-C42 will 
be increased from the 2K available in the NMOS 
product by 2X to 4K. The larger user programmable 
memory array will allow the user to develop more 
complex peripheral control micro-code. P2.3 (port 2 
bit 3) has been designated as the extra address pin 
required to support the programming of the extra 2K 
of user programmable memory. 


The new instruction SEL PMB1 (73h) allows for ac- 
cess to the upper 2K bank (locations 2048-4095). 
The additional memory is completely transparent to 
users not wishing to take advantage of the extra 
memory space. No new commands are required to 
access the lower 2K bytes. The SEL PMBO (63h) 
has also been added to the UPI-C42 instruction set 
to allow for switching between memory banks. 


Extended Memory Program 
Addressing (Beyond 2K) 


For programs of 2K words or less, the UPI-C42 ad- 
dresses program memory in the conventional man- 
ner. Addresses beyond 2047 can be reached by ex- 
ecuting a program memory bank switch instruction 
(SEL PMBO, SEL PMB1) followed by a branch in- 
struction (JMP or CALL). The bank switch feature 
extends the range of branch instructions beyond 
their normal 2K range and at the same time prevents 
the user from inadvertently crossing the 2K boundary. 
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PROGRAM MEMORY BANK SWITCH 


The switching of 2K program memory banks is ac- 
complished by directly setting or resetting the most 
significant bit of the program counter (bit 11); see 
Figure 5. Bit 11 is not altered by normal increment- 
ing of the program counter, but is loaded with the 
contents of a special flip-flop each time a JMP or 
CALL instruction is executed. This special flip-flop is 
set by executing an SEL PMB1 instruction and reset 
by SEL PMBO. Therefore, the SEL PMB instruction 
may be executed at any time prior to the actual bank 
switch which occurs during the next branch instruc- 
tion encountered. Since all twelve bits of the pro- 
gram counter, including bit 11, are stored in the 
stack, when a Call is executed, the user may jump to 
subroutines across the 2K boundary and the proper 
PC will be restored upon return. However, the bank 
switch flip-flop will not be altered on return. 


Ne 


Conventional Program Counter 
eCounts OOOH to 7FFH 
eOverflows 7FFH to 000H 


JMP or CALL instructions transfer contents 


of internal flip-flop to A, , 
eFlip-flop set by SEL MB1 


*Flip-flop reset by SEL MBO 
or by RESET 


During interrupt service routine 
A,1 is forced to "9" 
All 12 bits are saved in stack 
290414-30 


Figure 5. Program Counter 


INTERRUPT ROUTINES 


Interrupts always vector the program counter to lo- 
cation 3 or 7 in the first 2K bank, and bit 11 of the 
program counter is held at “0” during the interrupt 
service routine. The end of the service routine is sig- 
naled by the execution of an RETR instruction. Inter- 
rupt service routines should therefore be contained 
entirely in the lower 2K words of program memory. 
The execution of a SEL PMBO or SEL PMB‘1 instruc- 
tion within an interrupt routine is not recommended 
since it will not alter PC11 while in the routine, but 
will change the internal flip-flop. 


Automatic A20 Gate Support 


This feature has been provided to enhance the per- 
formance of the UPI-C42 when being used in a key- 
board controller application. The UPI-C42 design 
has included on chip logic to support a hardware 
GATEA20 feature. This feature is enabled by the 
A20EN instruction and remains enabled until the de- 


4-117 


UPI-C42/UPI-L42 


vice is reset. It is important to note that the execu- 
tion of the A20EN instruction redefines Port 2, bit 1 
as a pure output pin with read only characteristics. 
The state of this pin can be modified only through a 
valid “D1” command sequence (see Table 1). Once 
enabled, the A20 logic will process a ‘D1’ com- 
mand sequence (write to output port) by setting/re- 
setting the A20 bit on port 2, bit 1 (P2.1) without 
requiring service from the internal CPU. The host 
can directly control the status of the A20 bit. At no 
time during this host interface transaction will the 
IBF flag in the status register be activated. If the 
A20EN instruction is not issued, the UPI-C42 treats 


the “D1”? command like any other command/data . 


sequence. The on chip GATEA20 logic will ignore all 
GATEA20 command/data sequences. Table 1 gives 
several possible GATEA20 command/data _ se- 
quences and UPI-C42 responses. 


- Table 1.D1 Command Sequences 


[pw orver[az| commen 


Dih n(1) | Set A20 Sequence 
DFh Only DB1 Is Processed 
FFH(2) 
Dth 
DDh 
FFh 


Dih 
Dih 
DFh 
FFh 
Dth 
XxXh(8) 
DDh 


© 


ooh 


Clear A20 Sequence 


Double Trigger Set 
Sequence 


Invalid Sequence 
No Change in State 
of A20 Bit 


Oo - rer — O- = O —- 
SSS 5555585 585 


—~- oO o0 00 000 00 
om > ee Rees ee Se See a <> ae ee | 


NOTES: 

1. Indicates that P2.1 remains at the previous logic level. 

2. Only FFh commands in a valid A20 sequence have no 
effect on IBF. An FFh issued at any other time will activate 
IBF. 

3. Any command except D1. 


The above sequences assume that the GATEA20 
logic has been enabled via the A20EN instruction. 
As noted, only the value on DB 1 (data bus, bit 1) is 
processed. This bit will be directly passed through to 
P2.1 (port 2, bit 1). The AZOEN mode can be used in 
conjunction with both powerdown modes. 
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The execution of the suspend instruction (82h or 
E2h) causes the UPI-C42 to enter the suspend 
mode. In this mode of operation the oscillator is not 
running and the internal CPU operation is stopped. 
The UPI-C42 consumes <40 pA in the suspend 
mode. This mode can only be exited by RESET. 
CPU operation will begin from PC = 000h when the 
UPI-C42 exits from the suspend power down mode. 


SUSPEND 


Suspend Mode Summary 


¢ Oscillator Not Running 

e CPU Operation Stopped 

e Ports Tristated with Weak (~ 2-10 pA) Pull-Up 
© Micropower Mode (Icc < 40 pA) 


_ @ This mode is exited by RESET 


a 

intel. 

Table 2 covers all suspend mode pin states. In addi- 
tion to the suspend power down mode, the UPI-C42 


will also support the NMOS power down mode as 
outlined in Chapter 4 of the UPI-42AH users manual. 


Table 2. Suspend Mode Pin States 


| Pins | Suspend 


Ports 1 and 2 
Outputs Tristate 
Inputs Weak Pull-Up 
Disabled 


DBB(1) 
Outputs 
Inputs 


System Control 


Normal 
Normal 
Disabled 
(RD#, WR#, 
CS#, AO) 


(XTAL1, XTAL2) 
i 


EA Disabled, 
No Pull-Up 
SS# Disabled, 
Weak Pull-Up 


NOTES: 

1. DBB outputs are Tristate unless CS# and RD# are ac- 
tive. DBB inputs are disabled unless CS# and WR# are 
active. 

2. A “disabled” input will not cause current to be drawn 
regardless of input level (within the supply range). 

3. Weak pull-ups have current capability of typically 5 wA. 
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NEW UPI-C42 INSTRUCTIONS 


The UPI-C42 will support several new instructions to 
allow for the use of new C42 features. These in- 
structions are not necessary to the user who does 
not wish to take advantage of any new C42 function- 
ality. The C42 will be completely compatible with alll 
current NMOS code/applications. In order to use 
new features, however, some code modifications will 
be necessary. All new instructions can easily be in- 
serted into existing code by use of the ASM-48 mac- 
ro facility as shown in the following example: 


Macname MACRO 


DB 63H 
ENDM 


New Instructions 


The following is a list of additions to the UPI-42 in- 
struction set. These instructions apply only to the 
UPI-C42. These instructions must be added to exist- 
ing code in order to use any new functionality. 

SEL PMBO Select Program Memory Bank 0 © 
OPCODE 0110 0011 (63h) 

PC Bit 11 is set to zero on next JMP or CALL instruc- 
tion. All references to program memory fall within 
the range of 00-2047 (O-7FFh). 

SEL PMB1 Select Program Memory Bank 1 
OPCODE 0111 0011 (73h) 

PC Bit 11 is set to one on next JMP or CALL instruc- 
tion. All references to program memory fall within 
the range of 2048-4095 (800h—FFFh). 7 
ENA20 Enables Auto A20 hardware 

OPCODE 0011 0011 (33h) 


Enables on chip logic to support Auto A20 Gate fea- 
ture. Will remain enabled until device is reset. This 
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circuitry gives the host direct control of port 2 bit 1 
(P2.1) without intervention by the internal CPU. 
When this opcode is executed, P2.1 becomes a ded- 
icated output pin. The status of this pin is read-able 
but can only be altered through a valid “D1” com- 
mand sequence (see Table 1). 


ENTX Enable T0/T1 Wake Up Function 
OPCODE 1100 0011 (C3H) 


Enables on chip logic to allow the TO or T1 input pin 
to ‘‘wake”’ the UPI-C42 from the STANDBY power 
down mode. 


SUSPEND Invoke Suspend Power Down Mode 
OPCODE 1000 0010 (82h) or 1110 0010 
(E2h) | 


Enables device to enter micro power mode. In this 
mode the external oscillator is off, CPU operation is 
stopped, and the Port pins are tristated. This mode 
can only be exited via a RESET signal. 


PROGRAMMING AND VERIFYING THE 
UPI-C42 


The UPI-C42 programming will differ from the NUOS 
device in three ways. First, the C42 will have a 4K 
user programmable array. The UPI-C42 will also be 
programmed using the Intel Quick-Pulse Program- 
ming Algorithm. Finally, port 2 bit three (P2.3) will be 
used during program as the extra address pin re- 
quired to program the upper 2K bank of additional 
memory. None of these differences have any effect 


on the full CHMOS to NMOS device compatibility. 


The extra memory is fully transparent to the user 
who does not need, or want, to use the extra memo- 
ry space of the UPI-C42. 


In brief, the programming process consists of: acti- 
vating the program mode, applying an address, 
latching the address, applying data, and applying a 
programming pulse. Each word is programmed com- 
pletely before moving on to the next and is followed 
by a verification step. The following is a list of the 
pins used for programming and a description of their 
functions: 
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[rin [Function 
Clock Input ~ 
[Rasst | iniiaization and Adcress Latching 


EA Activation of Program/Verify Signature | . 
Row/Security Bit Modes 
BUS Address and Data Input 
| Data Output During Verify 
Address Input 7 


/Vpp | Programming Power Supply 
PROG | Program Pulse Input | 


WARNING 

An attempt to program a missocketed UPI-C42 will result in 
severe damage to the part. An indication of a properly . 
socketed part is the appearance of the SYNC clock output. 
The lack of this clock may be used to disable the program- 
mer. | 


The Program/Verify sequence is: 
1. Insert 87C42 in programming socket 


2. CS = 5V, Voc = 5V, Vpop = 5V, RESET = OV, 
Ao = OV, TEST 0 = 5V, clock applied or inter- 
nal oscillator operating, BUS floating, PROG = 
5V. 


3. TEST 0 = OV (select program mode) 
4. EA = 12.75V (active program mode) 
5. Vcc = 6.25V (programming supply) 

6. Vpp = 12.75V (programming power) 
7. Address applied to BUS and Pop_93 

8. RESET = 5V (latch address) 
9. Data applied to BUS 


10. PROG = 5V followed by one 100 ps pulse to 
OV : 


11. TEST 0 = 5V (verify mode) 

12. Read and verify data on BUS 

13. TEST 0 = OV 

14. RESET = OV and repeat from step 6 


15. Programmer should be at conditions of step 1 
when the 87C42 is removed from socket 


Please follow the Quick-Pulse Programming flow 


chart for proper programming procedure shown in 
Figure 6. 


INC. ADDR. 


ADDRESS? 


DEVICE 
FAILED 


Veo =Vpp=5V 


COMPARE ALL 
BYTES TO ORIGINAL 
DATA 


DEVICE 
PASSED 
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Figure 6. Quick-Pulse Programming Algorithm 


Quick-Pulse Programming Algorithm 


As previously stated, the UPI-C42 will be pro- 
grammed using the Quick-Pulse Programming Algo- 
rithm, developed by Intel to substantially reduce the 
thorughput time in production programming. 


The Quick-Pulse Programming Algorithm uses initial 
pulses of 100 ys followed by a byte verification to 
determine when the address byte has been suc- 
cessfully programmed. Up to 25 100 ps pulses per 
byte are provided before a failure is recognized. A 
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flow chart of the Quick-Pulse Programming Algo- 
rithm is shown in Figure 6. 


The entire sequence of program pulses and byte 
verifications is performed at Vcc = 6.25V and 
Vpp = 12.75V. When programming has been com- 
pleted, all bytes should be compared to the original 
data with Voc = Vpp = 5V. | 


A verify should be performed on the programmed 
bits to ensure that they have been correctly pro- 
grammed. The verify is performed with TO = 5V, 
Vop = 5V, EA = 12.75V, SS# = 5V, PROG = 5V, 
AO = OV, and CS# = 5V. | 


In addition to the Quick-Pulse Programming Algo- 
rithm, the UPI-C42 OPT is also compatible with In- 
tel’s Intgligent Programming Algorithm which is used 
to program the NMOS UPI-42AH OTP devices. 


The entire sequence of program pulses and byte 
verifications is performed at Vcc = 6.25V and 
Vop = 12.75V. When the intgligent Programming 
cycle has been completed, all bytes should be com- 
pared to the original data with Vcc = 5.0, Vpop = 
5V. 


Verify 


A verify should be performed on the programmed 
bits to determine that they have been correctly pro- 
grammed. The verify is performed with TO = SV, 
Vpp = 5V, EA = 12.75V, SS = 5V, PROG = SV, 
AO = OV, and CS = SV. 


SECURITY BIT 


The security bit is a single EPROM cell outside the 
EPROM array. The user can program this bit with the 
appropriate access code and the normal program- 
ming procedure, to inhibit any external access to the 
EPROM contents. Thus the user’s resident program 
is protected. There is no direct external access to 
this bit. However, the security byte in the signature 
row has the same address and can be used to 
check indirectly whether the security bit has been 
programmed or not. The security bit has no effect on 
the signature mode, so the security byte can always 
be examined. 


SECURITY BIT PROGRAMMING/ 
VERIFICATION 


Programming 


a. Read the security byte of the signature mode. 
Make sure it is OOH. 
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b. Apply access code to appropriate inputs to put 
the device into security mode. : 


c. Apply high voltage to EA and Vpp pins. 


d. Follow the programming procedure as per the 
Quick-Pulse Programming Algorithm with known 
data on the databus. Not only the security bit, but 
also the security byte of the signature row is pro- 
grammed. 


e. Verify that the security byte of the signature 
mode contains the same data as appeared on 
the data bus. (If DBO-DB7 = mgt the security 

~_ byte will contain FFH.) 


f. Read two consecutive known bytes from the 
EPROM array and verify that the wrong data are 
retrieved in at least one verification. If the 
EPROM can still be read, the security bit may 
have not been fully programmed though the se- 
curity byte in the signature mode has. 


Verification 


Since the security bit address overlaps the address 
of the security byte of the signature mode, it can be 
used to check indirectly whether the security bit has 
been programmed or not. Therefore, the security bit 
verification is a mere read operation of the security 
byte of the signature row (OFFH = security bit pro- 
grammed; 00H = security bit unprogrammed). Note 
that during the security bit programming, the reading 
of the security byte does not necessarily indicate 
that the security bit has been successfully pro- 
grammed. Thus, it is recommended that two consec- 
utive known bytes in the EPROM array be read and 
the wrong data should be read at least once, be- 
cause it is highly improbable that random data coin- 
- cides with the correct ones twice. 


SIGNATURE MODE 


The UPI-C42 has an additional 64 bytes of EPROM 
available for Intel and user signatures and miscella- 
neous purposes. The 64 bytes are partitioned as fol- 
lows: 


A. Test code/checksum—This can accommodate 
up to 25 bytes of code for testing the internal 
nodes that are not testable by executing from the 
external memory. The test code/checksum is 
present on ROMs, and OTPs. 


B. Intel signature—This allows the programmer to 
read from the UPI-41AH/42AH/C42 the manu- 
facturer of the device and the exact product 
name. It facilitates automatic device identification 
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and will be present in the ROM and OTP ver- 
sions. Location 10H contains the manufacturer 
code. For Intel, it is 89H. Location 11H contains 
the device code. 


The code is 43H and 42H for the 8042AH/80C42 
and OTP 8742AH/87C42, respectively. The 
code is 44H for any device with the security bit 
set by Intel. 


C. User signature—The user signature memory is 
implemented in the EPROM and consists of 2 
bytes for the customer to program his own signa- 
ture code (for identification purposes and quick 
sorting of previously programmed materials). 


D. Test signature—This memory is used to store 
testing information such as: test data, bin num- 
ber, etc. (for use in quality and manufacturing 
control). 


E. Security byte—This byte is used to check 
whether the security bit has been programmed 
(see the security bit section). 


F. UPI-C42 Intel Signature—Applies only to 


CHMOS device. Location 20H contains the man- - 


ufacturer code and location 21H contains the de- 
vice code. The Intel UPI-C42 manufacturer’s 
code is 99H. The device ID’s are 82H for the 
OTP version and 83H for the ROM version. The 
device ID’s are the same for the UPI-L42. 


The signature mode can be accessed by setting 
P10 = 0, P11-P17 = 1, and then following the pro- 
gramming and/or verification procedures. The loca- 
tion of the various address partitions are as shown in 
Table 3. 


SYNC MODE 


The Sync Mode is provided to ease the design of 
multiple controller circuits by allowing the designer 
to force the device into known phase and state time. 
The Sync Mode may also be utilized by automatic 
test equipment (ATE) for quick, easy, and efficient 
synchronizing between the tester and the DUT (de- 
vice under test). 


Syne Mode is enabled when SS pin is raised to high 
voltage level of +12 volts. To begin synchroniza- 
tion, TO is raised to 5 volts at least four clock cycles 
after SS. TO must be high for at least four X2 clock 
cycles to fully reset the prescaler and time state 
generators. TO may then be brought down during 
low state of X2. Two clock cycles later, with the ris- 
ing edge of X2, the device enters into Time State 1, 
Phase 1. SS is then brought down to 5 volts 4 clocks 
later after TO. RESET is allowed to go high 5 tCY (75 
clocks) later for normal execution of code. 
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Table 3. Signature Mode Table 


ee ee 
| Type 
Test Code/Checksum 0 OFH ROM/OTP 
16H 1EH 


versione tare 


ACCESS CODE 


The following table summarizes the access codes required to invoke the Sync Mode, Signature Mode, 
and the Security Bit, respectively. Also, the programming and verification modes are included for 
comparison. 


| 
[To |RST|SS|EA|PROG| Vop |Vocl|0_1 2 3 4 § 6 7|0123/0 1234567 
Fo [o|t|Hv| 1 \opn|vool Address | Addr fay ay X XX X XX 
Fo} 1] +|hv] ste Woou[Vool —Datan | Ader 
Pofolijuv| + |Voc|vool Address | Addr ay a X XX X XX 
ODS | Addr | 


rare 


Programming 
Mode 


re 

PET alike s (eal Siena” eke 
refi [rfl 1 [vechvecl bao tooo 
soouiy [ree] 0 0 | 1 ]ovl + Woon! oo] _Atross ito 0 0 
oe 

ooo 


verity, 0 | 0 [1 |Hv| 1 |Voc|Vocl Address 
Voc |Voc] —Dataut 
NOTE: 


1. a = Oor1; a, = Oor 1. a must = aj. 
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SYNC MODE TIMING DIAGRAMS 


DASE 4s ae das a ee es ee es ee 


PHASE Q2= — cm am aes a= au a= eu axe 


TIME STATE 
T2V 


Ss 5V 
OV 


5vV oo LL. | 


ov 


SV 
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Minimum Specifications 
SYNC Operation Time, tsync = 3.5 XTAL 2 Clock cycles. Reset Time, tas = 4 tcy. 


NOTE: 
The rising and falling edges of TO should occur during low state of XTAL 2 clock. 


APPLICATIONS 


KEYBOARD/SYSTEM 
CONTROL/INTERFACE 
SIGNALS 


ADDRESS 
BUS 


KBDATA 


} SERIAL DATA 


FROM KEYBOARD 


290414-12 


Oo 
PERIPHERAL 
DEVICES 
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_ Figure 8. 8088-UPI-C42 Interface 
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APPLICATIONS (Continued) 


°o 
PERIPHERAL 
: DEVICES 
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6243 KEYBOARD 
EXPANDER Ps MATRIX 


CONTROL BUS 


290414-11 


Figure 10. UP!-C42-8243 Keyboard Scanner 


DOT MATRIX PRINTER 


FORM 
PRINT L.F HOLD SOLENOIDS 


SOLENOID 
DAIVERS 


7OR9 


MOTOR 
ORIVERS 


PRINT POSITION 
TOP OF FORM 
LINE FEED POSITION 


PORT 2 PORT t/PORT 2 
UPI-C42 

eB CONTROL 

SO a ee 


CONTROL BUS 
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Figure 11. UPi-C42 80-Column Matrix Printer Interface 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias ....0°C to + 70°C 


Storage Temperature .......... —65°C to + 150°C 
Voltage on Any Pin with 

Respect to Ground.............. —0.5V to +7V 
Power Dissipation ............... ccc ee ee eee 1.5W 


DC CHARACTERISTICS T, = 


Input Low Voltage 
7 input High Voltage 
| (Except XTAL2, RESET) 
Vin Input High Voltage 
(XTAL2, RESET) 
Output Low Voltage (Do-—D7) ts 


Output Low Voltage 
(P10P17, PaoP27, Sync) 


Bia 


* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions’’ 
may affect device reliability. — 


°C to +70°C, SS = Vpp = +5V +10%; +3.3V +10% UPI-L42 


cart 


| UPI-L42 | L42 


V lo, = 2.0 mA UPI-C42 
lo. = 1.3 mA UPI-L42 


V llo, = 1.6 mA UPI-C42 
lo. = 1 mA UPI-L42 


lo. = 1.0 mA UPI-C42 


cc 


= feral foe] Tor [vie 
lok. = - 

cin a ad Oa 

loH = —260 pA UPI-L42 


VOH1 Output High Voltage 2.4 2.4 
(All Other Outputs) 


Input Leakage Current 


NL | | +10 +10 
(To, T1, RD, WR, CS, Ao, EA) 
ae 


—50 | — 250 —175 WA | Port Pins 
Min Vin = 2.4V 
Max Vin = 0.45V 


lOFL | Output Leakage Current 
(Do-D7, High Z State) 


ly Low Input Load Current 
(P10P17, PooP27) 


0.7 mA UPI-L42 | 


'lon = —50 pA UPI-C42 
lon = —25 pA UPI-L42 


vA |Vss s Vin S Voc 


loi | Low Input Load Current —40 BA | Vin S Vit 
(RESET, SS) 


Port Sink Current 
a 7, PaoPa7)_ 


‘pp | Vpp Supply Current 
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DC CHARACTERISTICS 
Ta = 0°C to +70°C, Voc = Vop = +5V +10%; +3.3V +10% UPI-L42 (Continued) 


loc + Ipp Total Supply Current: 

Active Mode @ 12.5 MHz 30 20 mA | Typical 14 mA UPI-C42, 
9 mA UPI-L42 

Suspend Mode 40 26 uA | Osc. Off(l, 4) 

Ipp Standby | Power Down mA | NMOS Compatible 
Supply Current Power Down Mode 
Input Leakage Current 100 100 BA | Vin = Voc 
oe Pao-Po7) 
Cin Input ae art ae 10 TA = PTa= 25°C) PTa= 25°C) 


NOTE: 
1. Sampled, not 100% tested. 


DC CHARACTERISTICS—PROGRAMMING (UPI-C42 AND UPI-L42) 
Ta = 26°C +5°C, Voc = 6.25V £0.25V, Vop = 12.75V +0.25V 


[Smet | raamete —nin n[ts 
[Von | Von Powtam Votage ightever | 1as| 18 ven 
[Voo | VopVotiageowLevei «dt ars «dbase 
[Vou [PROG Prowram VotageFightevel | 20 [55 |v 
TV, | PROG Votagetowieer | os | os |v 
Ven. | eAVotagelow Level ——SS~Ci*dSC 0s 
[to | Vp Hinh Votage SuppiyGurent | 
[eq a igh Votage Supply Curent 
NOTES: 


1. Voltages over 13V applied to pin Vpp will permanently damage the device. 

2. VEaH must be applied to EA before Vppy and removed after Vpp-. 

3. Vcc must be applied simultaneously or before Vpp and must be removed simultaneously or after Vpp. ° 
4. Sampled, not 100% tested. 
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AC CHARACTERISTICS 
Ta = 0°C to +70°C, Vsg = OV, Voc = Vpp = +5V £10%; +3.3V +10% for the UPI-L42 


NOTE: 
All AC Characteristics.apply to both the UPI-C42 and UPI-L42 


DBB READ 


CS, Ao Setup to RD | 


aie 
nes eee 
(68, AaHoaterRoT | 0 
68, Ag io DataGutboay | 
[AD f toDataFicetDeley | 


DBB WRITE 


[symbol [Parameter down 
uw |S ApSeuptowal [of 
wa | eS Atidaterwat [of 
iw | wr Pus wet ite 


T~ tow | Data Setup to wh T 
[wo | ataoidaterwat [0 


“41280 A | 


ntel ® | UPI-C42/UPI-L42 


AC CHARACTERISTICS | 
Ta = 0°C to + 70°C, Vsg = OV, Voc = Vop = +5V £10%; +3.3V +10% for the UPI-L42 (Continued) 


CLOCK 


[Sabot Sd arameter | 

. 
[~eveurvcee/upiiae | GrockPeicd | 80 | 61a 
s 


NOTE: 
1. toy = 15/f(XTAL) 


AC CHARACTERISTICS DMA 


<a 
DACK to WR or RD 


NOTE: 
1.C, = 150 pF. 


AC CHARACTERISTICS PonrT 2 


[ax 
[tcp | Port Gontol Setup Befow Faling EdgeofPROG | 1/t5tcy—28 | 65 | 
tec | PortGontrolHold After Faling Edge of PROG | 1/i0icy | 125 | ‘| ns 
[ten | PROGIoTime P2inputMustBeVaid | —8/t5tcy-16 | | 650 
[ter ar ae 
tor | 
eo 3 


inputatavodtime 
OutputDataSetupTime ——=S~*~*~dtCit my as | 
[proG pulsewidth ———SS~*~C« gy | 5 


NOTES: 
1. CL = 80 pF 
2.C_ = 20 pF 
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AC CHARACTERISTICS—PROGRAMMING (UPI-C42 AND UPI-L42) 
Ta = 25°C +5°C, Voc = 6.25V +0.25V, Vop_ = +5V £0.25V, Vopy = 12.75V £0.25V _ 


(87C42/87L42 ONLY) | 


| Symboi | Parameter =| Min 
Address Setup Time to RESET T : 


Address Hold Time after RESET T acy | [| 
ae Sen me Dead Ce ee ee 


Data in Hold Time after PROG T 


[Testoio Data Outdely | 
[uw [RESET Pulse wathioLatchAdcress [toy | 
Tint) [PROG Rise andFaTimes =| 

[ey | cv Operation oysetine «dpe ae | 
[ine | RESET Setup TmobetorsEAT | acy | 
[ine TT EatigntoVootigh 


NOTES: 3 . 
1. This variation is a function of the iteration counter value, X. 
2. If TEST 0 is high, too can be triggered by RESET T. 


7 
i 
[tow | trial Program Pulse with ——=S«;=SiS Yt 
| tw _|__Test0SetupTimeforProgramMode | toy | 
| twr | TestHold Time after ProgramMode | toy | 

tf 
icy ji 
TRE 

i) = 


AC TESTING INPUT/OUTPUT WAVEFORM AC TESTING LOAD CIRCUIT 


DEVICE 
UNDER 
TEST : 
CL = 150 pF 


INPUT/OUTPUT 


i 


290414-16 . 
. 290414-17 
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DRIVING FROM AN EXTERNAL SOURCE 


290414-18 


290414--19 
Rise and Fall Times Should Not 
Exceed 10 ns. Resistors to Voc 
are Needed to Ensure Viy = 3.5V 
if TTL Circuitry is Used. 


NOTE: 
See XTAL1 Configuration Table. 


LC OSCILLATOR MODE 


L C NOMINAL 1 
45H 20pF 5.2 MHz f=—= 
120H 20pF 3.2MHz 2mVLC 


_ C + 3Cpp 
2 


C’ 
290414-21 
C1 5 pF (STRAY 5 pF) 
C2 (CRYSTAL + STRAY) 8 pF 
C3. 20-30 pF INCLUDING STRAY 
Crystal Series Resistance Should 
be Less Than 302 at 12.5 MHz. 


Cpp = 5-10 pF 
Pin-to-Pin Capacitance 


290414-20 
Each C Should be Approximately 20 pF, including Stray Capacitance. 


XTAL1 Configuration Table 
XTAL1 Connection 


2) 10 KO. Resistor 


Not recommended for CHMOS Recommended configuration for Low power configuration 
designs. Causes approximately designs which will use both recommended for CHMOS only 


16 mA of additional current flow NMOS and CHMOS parts. This designs to provide lowest 
through the XTAL1 pin on UPI- configuration limits the additional | possible power consumption. 
C42 and approximately 11 mA of {| current through the XTAL1 pinto | This configuration will not work 
- additional current through XTAL1 | approximately 1 mA, while with the NMOS device. 
on the UPI-L42. maintaining compatibility with the 
NMOS device. 
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WAVEFORMS 


READ OPERATION—DATA BUS BUFFER REGISTER 


a (SYSTEM'S 
CS OR Ag ADORESS BUS) 


(READ CONTROL: 


DATA BUS 
(OUTPUT) ~~ ¢|-——— DATA VALID i. 


290414-22 


WRITE OPERATION—DATA BUS BUFFER REGISTER 


(SYSTEM'S 
ADORESS BUS) 


(WRITE CONTROL) 


DATA BUS DATA DATA 
(INPUT) MAY CHANGE MAY CHANGE 


290414-23 


CLOCK TIMING 


290414-24 
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ntel ® : UPI-C42/UPI-L42 


WAVEFORMS (Continued) 


COMBINATION PROGRAM/VERIFY MODE 


END OF 
PROGRAM 9 ———> | VERIFY 1 PROGRAM —>| procRAM 


OR VERIFY 


Veay (12.75 V) 


Viy(5 V) 
Vi, (0 V) 


Vin (5 V) 
V, (0 VY) 


Vint (5 ¥) 
Vit 1 (0 V) 


Vin (5 VY) 


POPP? vi (OV) 


Poo-Pos NEXT ADDRESS 
V4 (0 V) 


Vppy (12.75 Y) 
V 
DD 
Yoni (5 ¥) 


Viy(5 V) 
v,(0¥) 


290414-25 


NOTES: 

1. Ag must be held low (OV) during program/verify modes. 

2. For Vin, Vin, Vit» Vict, VopH» and Vpp_, please consult the D.C. Characteristics Table. 

3. When programming the 87C42, a 0.1 wF capacitor is required across Vpp and ground to suppress spurious voltage 
transients which can damage the device. 


VERIFY MODE 


DBO-DB7 


P20-P23 NEXT ADDRESS 
VIL 


290414-26 


NOTES: 

1. PROG must float if EA is low. 

2. PROG must float or = 5V when EA is high. 

3. Py9-P17 = 5V or must float. 

4. Po4—Po7 = 5V or must float. 

5. Ao must be held low during programming/verify modes. 
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WAVEFORMS (continued) 


DMA 


DATA BUS 


290414-27 


PORT 2 


SYNC 


EXPANDER 


PORT 
_ OUTPUT PORT 29.3 DATA PORTCONTROL X OUTPUT DATA ) 


EXPANDER 
PORT 


INPUT 
| PCRT 29.3 DATA {/ PORT CONTROL KY» pata J 


tc p—e |~—tpC—e 


290414—28 


PORT TIMING DURING EXTERNAL ACCESS (EA) 


Pp bal 

acs PORT PORT pe 
Pp DATA DATA 

20-22 


290414-29 
On the Rising Edge of SYNC and EA is Enabled, Port Data is Valid and can be Strobed. On the Trailing Edge of =yne 
the Program Counter Contents are Available. 
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In 


Mnemonic 


ACCUMULATOR 


ADD A, Rr 
ADD A, @Rr 


ADD A, #data 
ADDC A, Rr 


ADDC A, @Rr 


ADDC A, #data 


ANL A, Rr 
ANL, A @Rr 


ANLA, #data 
ORL A, Rr 
ORL, A, @Rr 


ORL A, #data 
XRL A, Rr 


XRL A, @Rr 
XRL A, #data 


INCA 
DECA 
CLRA 
CPLA 
DAA 
SWAP A 
RLA 
RLCA 


RRA 
RRCA 


INPUT/OUTPUT 


IN A, Pp 

OUTL Pp, A 
ANL Pp, #data 
ORL Pp, #data 
IN A, DBB 

OUT DBB,A 
MOV STS, A 
MOVD A, Pp 
MOVD Pp, A 


ANLD Pp, A 


ORED Pp, A 


tel. 


Description 


Add register to A 

Add data memory 
toA 

Add immediate to A 

Add register to A 
with carry 

Add data memory 
to A with carry 

Add immediate 
to A with carry 

AND register to A 

AND data memory 
toA 

AND immediate to A 

OR register to A 

OR data memory 
toA 

OR immediate to A 

Exclusive OR regis- 
tertoA 

Exclusive OR data 
memory to A 

Exclusive OR imme- 
diate to A 

Increment A 

Decrement A 

Clear A 

Complement A 

Decimal Adjust A 

Swap nibbles of A 

Rotate A left 

Rotate A left through 
Carry 

Rotate A right 

Rotate A right 
through carry 


Input port to A 

Output A to port 

AND immediate to 
port 

OR immediate to 
port 

Input DBB to A, 
clear IBF 

Output A to DBB, 
set OBF 

A4—A7 to Bits 4-7 of 
Status 

Input Expander 
port toA 

Output A to 
Expander port 

AND A to Expander 
port 

OR A to Expander 
port 


Tabie 4. UPI Instruction Set 
Mnemonic 


DATA MOVES 
MOV A, Rr 
MOV A, @Rr 


Bytes Cycles 


MOV A, #data 
MOV Rr, A 
MOV @Rr, A 


MOV Rr, #data 


MOV @Rr, 

# data 
MOV A, PSW 
MOV PSW,A 
XCH A, Rr 


XCH A, @Rr 
XCHD A, @Rr 
MOVP A, @A 


MOVP3, A, @A 


MOV A, T 
MOV T,A 
STRT T 
STRT CNT 
STOP TCNT 
EN TCNTI 


a ee ee 


DIS TCNTI 


CONTROL 
*EN A20 
EN DMA 
EN | 

*EN TX 

DIS | 

EN FLAGS 
*SEL PMBO 
*SEL PMB1 


SEL RBO 


SEL RB1 


UPI-C42/UPI-L42 


Description 


Bytes Cycles 


Move register to A 
Move data memory 
toA 
Move immediate to A 
Move A to register 
Move A to data 
memory 
Move immediate to 
register 
Move immediate to 
data memory 
Move PSW to A 
Move A to PSW 
Exchange A and 
register 
Exchange A and 
data memory 
Exchange digit of A 
and register 
Move to A from 
current page 
Move to A from 
page 3 


TIMER/COUNTER 


Read Timer/Counter 

Load Timer/Counter 

Start Timer 

Start Counter 

Stop Timer/Counter 

Enable Timer/ 
Counter Interrupt 

Disable Timer/ 
Counter Interrupt 


Enable A20 Logic 

Enable DMA Hand- 
shake Lines 

Enable IBF Interrupt 

Enable T0/T1 Wake 
Up Function 


Diable IBF Inter- 
rupt 

Enable Master 
Interrupts 

Select Program 
memory bank 0 

Select Program 
memory bank 1 

Select register 
bank 0 

Select register 
bank 1 


* UPI-C42/UPI-L42 Only. 
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| Table 4. UPI Instruction Set (Continued) 


Mnemonic Description Bytes Cycles 


CONTROL (Continued) 
*SUSPEND _ Invoke Suspend Power- 


' Mnemonic 


BRANCH | | 
~ | JMP addr Jump unconditional 


Description 


| NOP. 


REGISTERS 


INC Rr 
INC @Rr 


| DEC Rr 


down mode 
No Operation 


Increment register 

Increment data 
memory 

Decrement register 


SUBROUTINE 


CALL addr 
RET 
| RETR | 


Jump to subroutine 

Return 

Return and restore 
status 


JMPP @A 


DJNZ Rr, addr 


JC addr 
JNC addr 


| JZ addr 


JNZ addr 
JTO addr 
JNTO addr 
JT1 addr 
JNT1 addr 
JFO addr 
JF1 addr 
JTF addr 


Jump indirect 
Decrement register 
and jump 
Jump on Carry = 1 
Jump on Carry = 0 
Jump on A Zero 
Jump on A not Zero 
Jump on TO = 1 
Jump on TO = 0 
Jump on T1 = 1 
Jump on T1 = 0 
Jump on FO Flag = 1 
Jump on F1 Flag = 1 
Jump on Timer Flag 


NUMONMNNMNND DNDN ND PY 


NNONMNNNMNYNNN ND PY 


hm Mh PM 


Clear Carry 
Complement Carry 
Clear Flag 0 
Complement Fiag 0 
Clear Fi Flag 
Complement F1 Flag 


= 1, Clear Flag 
Jump on IBF Flag 
=0 
Jump on OBF Flag 
= 4 
JBb addr ~ Jump on Accumula- 
for Bit 


JNIBF addr 


JOBF addr 


*UPI-C42/UPI-L42 Only. 


REVISION SUMMARY 


The following has been changed since Revision 
-003: | 


1. Delete all references to standby powerdown 
- mode. 


The following has been changed since Revision 
-002: 


1. Added information on keyboard controller prod- 
uct family. 


2. Added I) specification for the UPI-L42. 


The following has been changed since Revision 
-001: 


1. Added UPI-L42 references and specification. 
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Support Peripherals 


intel. | 
UPI-452 
CHMOS PROGRAMMABLE I/O PROCESSOR 


83C452 - 8K < 8 Mask Programmable Internal ROM 
80C452 - External ROM/EPROM 


m 83C452/80C452:3.5 to 14 MHz Clock m Two 16-Bit Timer/Counters 
Rate m Boolean Processor 

a pal Compatible with the MCS-51 = Bit Addressable RAM 

m 128-Byte Bi-Directional FIFO Slave a: Serpe Sources 
Interface m@ Programmable Full Duplex Serial 


w Two DMA Channels Cnanne! 


m 256 X 8-Bit Internal RAM 64K Program Memory Space 


m 34 Additional Special Function 64K Data Memory Space 
Registers m 68-Pin PGA and PLCC 


(See Packaging Spec., Order: #231369) 


mw 40 Programmable I/O Lines 


The Intel UPI-452 (Universal Peripheral Interface) is a 68 pin CHMOS Slave I/O Processor with a sophisticated 
bi-directional FIFO buffer interface on the slave bus and a two channel DMA processor on-chip. The UPI-452 
is the newest member of Intel’s UPI family of products. It is a general-purpose slave I/O Processor that allows 
the designer to grow a customized interface solution. 


The UPI-452 contains a complete 80C51 with twice the on-chip data and program memory. The sophisticated 
slave FIFO module acts as a buffer between the UPI-452 internal CPU and the external host CPU. To both the 
external host and the internal CPU, the FIFO module looks like a bi-directional bottomless buffer that can both 
read and write data. The FIFO manages the transfer of data independent of the UPI-452 core CPU and 
generates an interrupt or DMA request to either CPU, host or internal, as a FIFO service request. 


The FIFO consists of two channels:the Input FIFO and the Output FIFO. The division of the FIFO module 
array, 128 bytes, between Input channel and Output channel is programmable by the user. Each FIFO byte 
has an additional logical ninth bit to distinguish between a data byte and a Data Stream Command byte. 
Additionally, Immediate Commands allow direct, interrupt driven, bi-directional communication between the 
UPI-452 internal CPU and external host CPU, bypassing the FIFO. 


The on-chip DMA processor allows high speed data transfers from one writeable memory space to another. 
As many as 64K bytes can be transferred in a single DMA operation. Three distinct memory spaces may be 
used in DMA operations; Internal Data Memory, External Data Memory, and the Special Function Registers 
(including the FIFO IN, FIFO OUT, and Serial Channel Special Functions Registers). 


The complete document for this product is available on Intel’s “Data-on-Demand”’ CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

November 1994 
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intel. 
(8231A | 
ARITHMETIC PROCESSING UNIT 


m Fixed Point Single and Double | Compatible with all Intel and most 
Precision (16/32 Bit) | other Microprocessor Families 

mg Floating Point Single Precision (32 Bit) | mm Direct Memory Access or Programmed 

m Binary Data Formats 1/0 Data Transfers 

m Add, Subtract, Multiply and Divide m End of Execution Signal 

= Trignometric and Inverse Trigonometric @ General Purpose 8-Bit Data Bus 
Functions Interface 

m Square Roots, Logarithms, m Standard 24 Pin Package 
Exponentiation m +12V and + 5V Power Supplies 

m Float to Fixed and Fixed to Float m Advanced N-Channel Silicon Gate 
Conversions HMOS Technology 


m Stack Oriented Operand Storage 


The Intel 8231A Arithmetic Processing Unit (APU) is a monolithic HMOS LSI device that provides high per- 
formance fixed and floating point arithmetic and floating point trigonometric operations. It may be used to 
enhance the mathematical capability of a wide variety of processor-oriented systems. Chebyshev polynomials | 
are used in the implementation of the APU algorithms. 


All transfers, including operand, result, status and command information, take place over an 8-bit bidirectional 
data bus. Operands are pushed onto an internal stack and commands are issued to perform operations on the 
data and the stack. Results are then available to be retrieved from the stack. 


Transfers to and from the APU may be handled by the associated processor using conventional programmed 
|/O, or may be handled by a direct memory access controller for improved performance. Upon completion of 
each command, the APU issues an end of execution signal that may be used as an interrupt ey the CPU to 
help coordinate program execution. 


e 
AD O 
_ BUS 
i - OF CONTROL 
OPERAND 
“ STACK | 


8x 16 ; 
READY ALU 


Ss; 


BUS 
080-087 (ann) 
eurren COMMAND 
REGISTER 


STATUS 
: REGISTER 


WORKING 


REGISTERS 


Vss (1 
Veo (42 
EACK []3 
SVACK [44 
SvREQ (j5 


CONSTANT po Nor use | (16 
(TIE LOW) | 


oBo |] 8 
dB1 (39 
0B2 (_} 10 
DB3 [_}11 
pB4 [_}12 


ALGORITHM 
CONTROLLER 


CONTROL 


El El 


231305-2 
CONTROL ; Figure 2. Pin Configuration 


INTERFACE 


231305-1 
Figure 1. Block Diagram 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. . 
September 1993 
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intel. 
8237A 
HIGH PERFORMANCE 
PROGRAMMABLE DMA CONTROLLER 


(8237A-5) 


m Enable/Disable Control of Individual m Directly Expandable to Any Number of 
DMA Requests Channels 
= Four Independent DMA Channels = End of Process Input for Terminating 
m Independent Autoinitialization of All Transfers 
Channels = Software DMA Requests 
m= Memory-to-Memory Transfers m Independent Polarity Control for DREQ 
m= Memory Block Initialization and DACK Signals 
m Address Increment or Decrement m Available in EXPRESS | 
— Standard Temperature Range 
w High Performance: Transfers up to 


Available in 40-Lead Cerdip and Plastic 
Packages 
(See Packaging Spec, Order #231369) 


1.6M Bytes/Second with 5 MHz 8237A-5 


The 8237A Multimode Direct Memory Access (DMA) Controller is a peripheral interface circuit for microproc- 
essor systems. It is designed to improve system performance by allowing external devices to directly transfer 
information from the system memory. Memory-to-memory transfer capability is also provided. The 8237A 
offers a wide variety of programmable control features to enhance data throughput and system optimization 
and to allow dynamic reconfiguration under program control. 


The 8237A is designed to be used in conjunction with an external 8-bit address latch. It contains four indepen- 
dent channels and may be expanded to any number of channels by cascading additional controller chips. The 
three basic transfer modes allow programmability of the types of DMA service by the user. Each channel can 
be individually programmed to Autoinitialize to its original condition following an End of Process (EOP). Each 
channel has a full 64K address and word count capability. 


EOP 
RESET for (41 40/7) av 
i 16 BIT BUS iow (2 39{7] a6 
16 BIT BUS MEMR [3 38] ] AS 


A4-A7 
OUTPUT 
BUFFER 


DECREMENTOR INCIDECREMENTOR : A0-A3 
vO BUFFER 
TEMP WORD TEMP ADDRESS (aiiee inte 
COUNT REG (16) REG (16) 


CLOCK TIMING READ BUFFER 


ANDO 
CONTROL ASE | BASE 


READ/WRITE BUFFER 


CURRENT | CURRENT 
ADDRESS WORD 


se 8237A-5 


'OR Sour és CJ 30 {7] peo 
ea CLK [12 2317] pes 
RESET ((] 13 281) oB2 
DACK3 (J 15 26{ ] 084 
ie: DREQ3 [j 16 251] OACKO 
DREQO- 4 | comano 80-087 preQ2 (417 244) DACK1 
OREO? Sabane COMMAND (8) INTERNAL DATA BUS oa REQ: [118 23 (7 ops 
HLDA ENCODER a ig DREQO (J 19 22{7) 0B6 
HRO ROTATING (GND) Vss (] 20 21, | 0B7 
OACKS 231466-2 
ee Figure 2. Pin 
gure 2 


Configuration 
231466-1 


Figure 1. Block Diagram 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

September 1993 
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intel. 
82C37A-5 
CHMOS HIGH PERFORMANCE 


PROGRAMMABLE DMA CONTROLLER 


m Pin Compatible with NMOS 8237A-5 | m Address Increment or Decrement 
m Enable/Disable Control of Individual m High performance: 5 MHz Speed 
DMA Requests 4 Transfers up to 1.6 MBytes/Second 
~ Fully Static Design with Frequency m Directly Expandable to any Number of 
Range from DC to 5 MHz Channels | 
m Low Power Operation m End of Process Input for Terminating 
Transfers 


m Four Independent DMA Channels 


m Independent Autoinitialization of all m Software DMA Requests 
Channels is Independent Polarity Control for DREQ 


m= Memory-to-Memory Transfers and DACK Signals 
m Memory Block Initialization m Available in 40-Lead Plastic DIP 


The Intel 82C37A-5 Multimode Direct Memory Access (DMA) Controller is a CHMOS peripheral interface 
circuit for microprocessor systems. !t is designed to improve system performance by allowing external devices 
to directly transfer information from the system memory. Memory-to-memory transfer capability is also provid- 
ed. The 82C37A-5 offers a wide variety of programmable control features to enhance data throughput and 
- system optimization and to allow dynamic reconfiguration under program control. 


The 82C37A-5 is designed to be used in conjunction with an external 8-bit address register. It contains four 
independent channels and may be expanded to any number of channels by cascading additional controller 
chips. 


The three basic transfer modes allow programmability of the types of DMA service by the user. Each channel 
can be individually programmed to Autoinitialize to its original condition following an End of Process (EOP). 


Each channel has a full 64K address and word count capability. 


DECREMENTOR INCIDECREMENTOR 
TEMP WORD TEMP ADDRESS 
COUNT REG (16) REG (16) 


16 BIT BUS 
16 BIT BUS 


CLOCK TIMING READ BUFFER READ/WRITE BUFFER 
ND 


OUTPUT 
BUFFER 


A0-A3 


AEN A 
CONTROL BASE | oeet CURRENT | CURRENT 
ADSTB appRess | ™ ADDRESS | ee 


(16) COUNT (16) 
WRITE BUFFER READ BUFFER 
ig! D80-D87 
R 
DREQ3 PRIORITY COMMAND (8) INTERNAL DATA BUS 0 BUFFE CCS os) 
ENCODER ; 
HLDA reits ig ; 
ROTATING 
ane PRIORITY 
tone LOGIC READ WRITE 
MODE STATUS (8) TEMPORARY (8) 
) rscuesrs | = 


COMMAND 
CONTROL 


REQUEST (4) 


231202-1 
Figure 1. Block Diagram 
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RESET 
DACK2 
DACK3 
DREQ3 
OREQ2 
OREQ1 
DREQO 
(GND) Vss 


82C37A-5 
1 31 


Voc( + 5V) 
DBO 
0B1 
DB2 
0B3 
084 
DACKO 
DACK1 
OB5 
OB6 
0B7 


Figure 2. 82C37A-5 
40-Lead DIP Configuration 


231202-2 


82C37A-5 
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@ 


82C37A-5 | . | | | intel 


Table 1. Pin Description 


Name and Function 
POWER: +5 volt supply. 
GROUND: Ground. 
CLOCK INPUT: Clock Input controls the internal operations of the 
82C37A-5 and its rate of data transfers. The input may be driven at 
up to 5 MHz for the 82C37A-5. — 
CHIP SELECT: Chip Select is an active low input used to select the 
82C37A-5 as an I/O device during the Idle cycle. This allows CPU 
communication on the data bus. 
RESET: Reset is an active high input which clears the Command, 
Status, Request and Temporary registers. It also clears the first/last 
flip-flop and sets the Mask register. Following a Reset the device is 
in the Idle cycle. 


READY: Ready is an input used to extend the memory read and 
write pulses from the 82C37A-5 to accommodate slow memories or 


Type 


ee 


RESET 


READY 
HLDA 


DREQO-DREQ3 


DBO-DB7 


1/O peripheral devices. Ready must not make transitions during its 
specified setup/hold time. 


HOLD ACKNOWLEDGE: The active high Hold Acknowledge from 
the CPU indicates that it has relinquished control of the system 
busses. 


DMA REQUEST: The DMA Request lines are individual 
asynchronous channel request inputs used by peripheral circuits to 
obtain DMA service. In fixed Priority, DREQO has the highest priority 
and DREQ3 has the lowest priority. A request is generated by 
activating the DREQ line of a channel. DACK will acknowledge the 
‘recognition of DREQ signal. Polarity of DREQ is programmable. 
Reset initializes these lines to active high. DREQ must be 
maintained until the corresponding DACK goes active. 


DATA BUS: The Data Bus lines are bidirectional three-state signals 
connected to the system data bus. The outputs are enabled in the 
Program condition during the |/O Read to output the contents of an 
Address register, a Status register, the Temporary register or a 
Word Count register to the CPU. The outputs are disabled and the 
inputs are read during an I/O Write cycle when the CPU is | 
programming the 82C37A-5 control registers. During DMA cycles 
the most significant 8 bits of the address are output onto the data 
bus to be strobed into an external latch by ADSTB. In memory-to- 
memory operations, data from the memory comes into the 
82C37A-5 on the data bus during the read-from-memory transfer. In 
the write-to-memory ‘transfer, the data bus outputs place the data 

_ into the new memory location. 


I/O READ: I/O Read is a bidirectional active low three-state line. In 
the Idle cycle, it is an input control signal used by the CPU to read 
the control registers. In the Active cycle, it is an output control signal 
used by the 82C37A-5 to access data from a peripheral during a 
DMA Write transfer. 


I/O WRITE: I/O Write is a bidirectional active low three-state line. In 
the Idle cycle, it is an input control signal used by the CPU to load 
information into the 82C37A-5. In the Active cycle, it is an output 
control signal used by the 82C37A-5 to load data to the peripheral 
during a DMA Read transfer. 


~ 
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I/O 


I/O 
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Table 1. Pin Description (Continued) 


Symbol Name and Function 


END OF PROCESS: End of Process is an active low bidirectional 
signal. Information concerning the completion of DMA services is 
available at the bidirectional EOP pin. The 82C37A-5 allows an 
external signal to terminate an active DMA service. Thisis 
accomplished by pulling the EOP input low with an external EOP 
signal. The 82C37A-5 also generates a pulse when the terminal 
count (TC) for any channel is reached. This generates anEOP___ 
signal which is output through the EOP Line. The reception of EOP, 
either internal or external, will cause the 82C37A-5 to terminate the. 
service, reset the request, and, if Autoinitialize is enabled, to write 
the base registers to the current registers of that channel. The mask 
bit and TC bit in the status word will be set for the currently active 
channel by EOP unless the channel is programmed for 
Autoinitialize. In that case, the mask bit remains unchanged. During 
memory-to-memory transfers, EOP will be output when the TC for 
channel 1 occurs. EOP should be tied high with a pull-up resistor if it 
is not used to prevent erroneous end of process inputs. 


= 
O 


A0O-A3 ADDRESS: The four least significant address lines are bidirectional 
three-state signals. In the Idle cycle they are inputs and are used by 
the CPU to address the register to be loaded or read. In the Active 

cycle they are outputs and provide the lower 4 bits of the output | 


address. 


A4-A7 ADDRESS: The four most significant address lines are three-state 
outputs and provide 4 bits of address. These lines are enabled only 


during the DMA service. 


HOLD REQUEST: This is the Hold Request to the CPU and is used 
to request control of the system bus. If the corresponding mask bit 
is clear, the presence of any valid DREQ causes 82C37A-5 to issue 
the HRQ. After HRQ goes active at least one clock cycle (TCY) 

must occur before HLDA goes active. 


DMA ACKNOWLEDGE: DMA Acknowledge is used to notify the 
individual peripherals when one has been granted a DMA cycle. The 
sense of these lines is programmable. Reset initializes them to 
active low. 


ADDRESS ENABLE: Address Enable enables the 8-bit latch 
containing the upper 8 address bits onto the system address bus. 
AEN can also be used to disable other system bus drivers during 
DMA transfers. AEN is active HIGH. 


ADDRESS STROBE: The active high, Address Strobe is used to 
strobe the upper address byte into an external latch. — 


DACKO-DACK3 
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MEMR MEMORY READ: The Memory Read signal is an active low three- 
state output used to access data from the selected memory location 
during a DMA Read or a memory-to-memory transfer. | 

MEMW MEMORY WRITE: The Memory Write is an active low three-state 


output used to write data to the selected memory location during a 
DMA Write or a memory-to-memory transfer. 


PINS5: This pin should always be at a logic HIGH level. An internal 
pull-up resistor will establish a logic HIGH when the pin is left 

floating. It is recommended, however, that PIN5 be connected to 
Vcc: 


7 
ria 
on 
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FUNCTIONAL DESCRIPTION 


The 82C37A-5 block diagram includes the major log- 
ic blocks and all of the internal registers. The data 
interconnection paths are also shown. Not shown 
are the various control signals between the blocks. 
The 82C37A-5 contains 344 bits of internal memory 
in the form of registers. Figure 3 lists these registers 
by name and shows the size of each. A detailed 
_ description of the registers and their functions can 
be found under Register peecepion 


16 bits 
16 bits 
16 bits 
16 bits - 


Base Address Registers 

Base Word Count Registers 
Current Address Registers 
Current Word Count Registers 
Temporary Address Register 16 bits 
Temporary Word Count Register 16 bits 
Status Register 8 bits 
Command Register 8 bits 
Temporary Register 8 bits 
Mode Registers 6 bits 
Mask Register 4 bits 
Request Register 4 bits 


Figure 3. 82C37A-5 Internal Registers 
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The 82C37A-5 contains three basic blocks of control 


logic. The Timing Control block generates internal © 


timing and external control signals for the 82C37A-5. 
The Program Command Control block decodes the 
various commands given to the 82C37A-5 by the mi- 
croprocessor prior to servicing a DMA Request. It 
also decodes the Mode Control word used to select 
the type of DMA during the servicing. The Priority 
Encoder block resolves priority contention between 
DMA channels requesting service simultaneously. 


DMA Operation 


The 82C37A-5 is designed to operate in two major 
cycles. These are called Idle and Active cycles. 
Each device cycle is made up of a number of states. 
The 82C37A-5 can assume seven separate states, 
each composed of one full clock period. State 1 (S1) 
is the inactive state. It is entered when the 
82C37A-5 has no valid DMA requests pending. 
While in S1, the DMA controller is inactive but may 
be in the Program Condition, being programmed by 
the processor. State 0 (SO) is the first state of a 
DMA service. The 82C37A-5 has requested a hold 
but the processor has not yet returned an acknowl- 
— edge. The 82C37A-5 may still be programmed until it 
receives HLDA from the CPU. An acknowledge from 
the CPU will signal that DMA transfers may begin. 
$1, S2, S3 and S4 are the working states of the 
DMA service. If more time is needed to complete a 
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transfer than is available with normal timing, wait 
states (SW) can be inserted between S2 or S3 and 
S4 by the use of the Ready line on the 82C37A-5. 
Note that the data is transferred directly from the 
|/O device to memory (or vice versa) with IOR and 


MEMW (or MEMR and IOW) being active at the 


same time. The data is not read into or driven out of 
the 82C37A-5 in |/O-to-memory or a 


DMA transfers. 


Memory-to-memory transfers require a read-from 
and a write-to-memory to complete each transfer. 
The states, which resemble the normal working 
states, use two digit numbers for identification. Eight 


states are required for a single transfer. The first four - 


states (S11, $12, S13, S14) are used for the read- 
from-memory half and the last four states (S21, S22, 
$23, S24) for the write-to-memory half of the transfer. 


IDLE CYCLE 


When no channel is requesting service, the 
82C37A-5 will enter the Idle cycle and perform “S1” 
states. In this cycle the 82C37A-5 will sample the 
DREQ lines every clock cycle to determine if any 
channel is requesting a DMA service. The device will 
also sample CS, looking for an attempt by the micro- 
processor to write or read the internal registers of 
the 82C37A-5. When CS is low and HLDA is low, the 
82C37A-5 enters the Program Condition. The CPU 
can now establish, change or inspect the jnternal 


definition of the part by reading from or writing to the 
internal registers. Address lines AO—A3 are inputs to - 


the device and select which registers will be read or 


written. The IOR and IOW lines are used to select 


and time reads or writes. Due to the number and size 
of the internal registers, an internal flip-flop is used 
to generate an additional bit of address. This bit is 


used to determine the upper or lower byte of the 16- 


bit Address and Word Count registers. The flip-flop 
is reset by Master Clear or Reset. A separate soft- 
ware command can also reset this flip-flop. 


Special software commands can be executed by the 
82C37A-5 in the Program Condition.. These com- 
mands are decoded as sets of addresses with the 
CS and IOW. The commands do not make use of 
the data bus. Instructions include Clear First/Last 
Flip-Flop and Master Clear. 


ACTIVE CYCLE 


When the 82C37A-5 is in the Idle cycle and a non- 
masked channel requests a DMA service, the device 


= 
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will output an HRQ to the microprocessor and enter 


the Active cycle. It is in this cycle that the DMA serv- 
ice will take place, in one of four modes: 


Single Transfer Mode — In Single Transfer mode 
the device is programmed to make one transfer only. 
The word count will be decremented and the ad- 
dress decremented or incremented following each 
transfer. When the word count “rolls over’ from zero 
to FFFFH, a Terminal Count (TC) will cause an Auto- 
initialize if the channel has been programmed to do 
SO. 


DREQ must be held active until DACK becomes ac- 
tive in order to be recognized. If DREQ is held active 
throughout the single transfer, HRQ will go inactive 
and release the bus to the system. It will again go 
active and, upon receipt of a new HLDA, another 
single transfer will be performed, in 8080A, 8085AH, 
80C88, or 80C86 system this will ensure one full ma- 
chine cycle execution between DMA transfers. De- 
tails of timing between the 82C37A-5 and other bus 
control protocols will depend upon the characteris- 
tics of the microprocessor involved. 


Block Transfer Mode — In Block Transfer mode 
the device is activated by DREQ to continue making 
transfers during the service until a TC, caused by 
word count going to FFFFH, or an external End of 
Process (EOP) is encountered. DREQ need only be 
held active until DACK becomes active. Again, an 
Autoinitialization will occur at the end of the service 
if the channel has been programmed for it. 


Demand Transfer Mode — In Demand Transfer 
mode the device is programmed to continue making 
transfers until a TC or external EOP is encountered 
or until DREQ goes inactive. Thus transfers may 
continue until the |/O device has exhausted its data 
capacity. After the |/O device has had a chance to 
catch up, the DMA service is re-established by 
means of a DREQ. During the time between services 
when the microprocessor is allowed to operate, the 
intermediate values of address and word count are 
stored in the 82C37A-5 Current Address and Current 
Word Count registers. Only an EOP can cause an 
Autoinitialize at the end of the service. EOP is gener- 
ated either by TC or by an external signal. 


Cascade Mode — This mode is used to cascade 
more than one 82C37A-5 together for simple system 
expansion. The HRQ and HLDA signals from the ad- 
ditional 82C37A-5 are connected to the DREQ and 
DACK signals of a channel of the initial 82C37A-5. 
This allows the DMA requests of the additional de- 
vice to propagate through the priority network cir- 
cuitry of the preceding device. The priority chain is 
preserved and the new device must wait for its turn 
to acknowledge requests. Since the cascade chan- 
nel of the initial 82C37A-5 is used only for prioritizing 
the additional device, it does not output any address 
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or control signals of its own. These could conflict 
with the outputs of the active channel in the added 
device. The 82C37A-5 will respond to DREQ and 
DACK but all other outputs except HRQ will be dis- 
abled. The ready input is ignored. 


Figure 4 shows two additional devices cascaded into 
an initial device using two of the previous channels. 
This forms a two level DMA system. More 
82C37A-5s could be added at the second level by 
using the remaining channels of the first level. Addi- 
tional devices can also be added by cascading into 
the channels of the second level devices, forming a 
third level. | . 


2ND LEVEL 


82C37A-5 
MICROPROCESSOR 1ST LEVEL 


HRO DREQ 


HLDA DACK 


82C37A-5 


OREQ 
DACK HLDA 


INITIAL DEVICE 
82C37A-5 


ADDITIONAL 
DEVICES 
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Figure 4. Cascaded 82C37A-5s 


TRANSFER TYPES 


Each of the three active transfer modes can perform 
three different types of transfers. These are Read, 
Write and Verify. Write transfers move data from and 
1/0 device to the memory by activating MEMW and 
IOR. Read transfers move data from memory to an 
I/O device by activating MEMR and IOW. Verify 
transfers are pseudo transfers. The 82C37A-5 oper- 
ates as in Read or Write transfers generating ad- 
dresses, and responding to EOP, etc. However, the 
memory and |/O control lines all remain inactive. 
The ready input is ignored in verify mode. 


Memory-to-Memory — To perform block moves of 
data from one memory address space to another 
with a minimum of program effort and time, the 
82C37A-5 includes a memory-to-memory transfer 
feature. Programming a bit in the Command register 
selects channels 0 to 1 to operate as memory-to- 
memory transfer channels. The transfer is initiated 
by setting the software DREQ for channel 0. The 
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82C37A-5 requests a DMA service in the normal 
manner. After HLDA is true, the device, using four 
state transfers in Block Transfer mode, reads data 
from the memory. The channel 0 Current Address 
register is the source for the address used and is 
decremented or incremented in the normal manner. 
The data byte read from the memory is stored in the 
82C37A-5 internal Temporary register. Channel 1 
then performs a four-state transfer of the data from 
the Temporary register to memory using the address 
in its Current Address register and incrementing or 
decrementing it in the normal manner. The channel 
1 current Word Count is decremented. When the 
word count of channel 1 goes to FFFFH, a TC is 
generated causing an EOP output terminating the 
service. 


Channel 0 may be programmed to retain the same 
address for all transfers. This allows a single word to 
be written to a block of memory. 


The 82C37A-5 will respond to external EOP signals 
during memory-to-memory transfers. Data compara- 
tors in block search schemes may use this input to 
terminate the service when a match is found. The 
timing of memory-to-memory transfers is found in 
Figure 12. Memory-to-memory operations can be 
detected as an active AEN with no DACK outputs. 


Autoinitialize — By programming a bit in the Mode 
register, a channel may be set up as an Autoinitialize 
channel. During Autoinitialize initialization, the origi- 
nal values of the Current Address and Current Word 
Count registers are automatically restored from the 
Base Address and Base Word count registers of that 
channel following EOP. The base registers are load- 
ed simultaneously with the current registers by the 
microprocessor and remain unchanged throughout 
the DMA service. The mask bit is not altered when 
the channel is in Autoinitialize. Following Autoinitial- 
ize the channel is ready to perform another DMA 
service, without CPU intervention, as soon as a valid 
DREQ is detected. In order to Autoinitialize both 
channels in a memory-to-memory transfer, both 
word counts should be programmed identically. If in- 
terrupted externally, EOP pulses should be applied 
in both bus cycles. 


Priority — The 82C37A-5 has two types of priority 
encoding available as software selectable options. 
The first is Fixed Priority which fixes the channels in 
priority order based upon the descending value of 
their number. The channel with the lowest priority is 
3 followed by 2, 1 and the highest priority channel, 0. 
After the recognition of any one channel for service, 
the other channels are prevented from interfering 
with that service until it is completed. 


The second scheme is Rotating Priority. The last 
channel to get service becomes the lowest priority 
channel with the others rotating accordingly. 
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With Rotating Priority in a single chip DMA system, 
any device requesting service is guaranteed to be 
recognized after no more than three higher priority 
services have occurred. This prevents any one 
channel from monopolizing the system. 


Compressed Timing — In order to achieve even 
greater throughput where system characteristics 
permit, the 82C37A-5 can compress the transfer 
time to two clock cycles. From Figure 11 it can be 
seen that state S3 is used to extend the access time 
of the read pulse. By removing state S3, the read 
pulse width is made equal to the write pulse width 
and a transfer consists only of state S2 to change 
the address and state S4 to perform the read/write. 
S1 states will still occur when A8-A15 need updat- 
ing (see Address Generation).. Timing for com- 
pressed transfers is found in Figure 14. 


Address Generation — In order to reduce pin 
count, the 82C37A-5 multiplexes the eight higher or- 
der address bits on the data lines. State S1 is used 
to output the higher order address bits to an external 
latch from which they may be placed on the address 
bus. The falling edge of Address Strobe (ADSTB) is 
used to load these bits from the data lines to the 
latch. Address Enable (AEN) is used to enable the 
bits onto the address bus through a three-state en- 
able. The lower order address bits are output by the 
82C37A-5 directly. Lines AO—A7 should be connect- 
ed to the address bus. Figure 11 shows the time 
relationships between CLK, AEN, ADSTB, DBO- 
DB7 and A0O-A7. 


During Block and Demand Transfer mode services, | 
which include multiple transfers, the addresses gen- 
erated will be sequential. For many transfers the 
data held in the external address latch will remain 
the same. This data need only change when a carry 
or borrow from A7 to A&8 takes place in the normal 
sequence of addresses. To save time and speed 
transfers, the 82C37A-5 executes S1 states only 
when updating of A8—A15 in the latch is necessary. 
This means for long services, S1 states and Address 
Strobes may occur only once every 256 transfers, a 
savings of 255 clock cycles for each 256 transfers. 


REGISTER DESCRIPTION 


Current Address Register — Each channel has a 
16-bit Current Address register. This register holds 
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the value of the address used during DMA transfers. 
The address is automatically incremented or decre- 


mented after each transfer and the intermediate val- 
ues of the address are stored in the Current Address 


register during the transfer. This register is written or — 


read by the microprocessor in successive 8-bit 
bytes. It may also be reinitialized by an Autoinitialize 
back to its original value. Autoinitialize takes place 
only after an EOP. 


Current Word Register — Each channel has a 16- 


bit Current Word. Count register. This register deter- 
mines the number of transfers to be performed. The 
actual number of transfers will be one more than the 
number programmed in the Current Word Count reg- 
ister (i.e., programming a count of 100 will result in 
101 transfers). The word count is decremented after 
each transfer. The intermediate value of the word 
count is stored in the register during the transfer. 
When the value in the register goes from zero to 
FFFFH, a TC will be generated. This register is load- 
ed or read in successive 8-bit bytes by the micro- 
processor in the Program Condition. Following the 
end of a DMA service it may also be reinitialized by 
an Autoinitialization back to its original value. Auto- 
initialize can occur only when an EOP occurs. If it is 
not Autoinitialized, this register will have a count of 
FFFFH after TC. 


Base Address and Base Word Count Registers 
— Each channel has a pair of Base Address and 
Base Word Count registers. These 16-bit registers 
store the original value of their associated current 
registers. During Autoinitialize these values are used 
to restore the current registers to their original val- 
ues. The base registers are written simultaneously 
with their corresponding current register in 8-bit 
bytes in the Program Condition by the microproces- 
sor. These registers cannot be read by the micro- 
processor. 


Command Register — This 8-bit register controls 
the operation of the 82C37A-5. It is programmed by 
the microprocessor in the Program Condition and is 
cleared by Reset or a Master Clear instruction. The 
following table lists the function of the command 
bits. See Figure 6 for address coding. 


Mode Register — Each channel has a 6-bit Mode 
register associated with it. When the register is being 
written to by the microprocessor in the Program 
Condition, bits 0 and 1 determine which channel 
Mode register is to be written. 


Request Register — The 82C37A-5 can respond to 
requests for DMA service which are initiated by soft- 
ware as well as by a DREQ. Each channel has a 
request bit associated with it in the 4-bit Request 
register. These are non-maskable and subject to pri- 
oritization by the Priority Encoder network. Each 
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register bit is set or reset separately under software 
control or is cleared upon generation of a TC or ex- 
ternal EOP. The entire register is cleared by a Reset. 
To set or reset a bit, the software loads the proper 
form of the data word. See Figure 5 for register ad- 


Command Register 
7 6 5 4 3 2 1 O «<¢——Bit Number 


Memory-to-memory disable 
Memory-to-memory enable 


Channel 0 address hold disabie 
Channel 0 address hold enable 
lf bitO=0 


Controller enable 
Controller disable 


Normal timing 
Compressed timing 
If bitO=1 


Fixed priority 
Rotating priority — 


Late write selection 
Extended write selection 
If bit 34 


DREQ sense active high 
DREQ sense active low 


DACK sense active low 
_DACK sense active high 


Mode Register 
7 6 5 4 3 2 1 O <¢—— Bit Number 


Channel 0 select 
Channel! 1 select 
Channel 2 select 
Channel 3 select 


Verify transfer 
Write transfer 
Read transfer 
legal 

If bits 6 and 7=11 


Autoinitialization disable 
Autoinitialization enabie 


Address increment select 
Address decrement select 


Demand mode select 

Single mode select 

Block mode select 

Cascade mode select 
Request Register 


7 6 5 4 3 2 1 0 <«—Bit Number 


00 Select channel 0 
01 Select channel 1 
10 Select channel 2 
11 Select channei 3 


0 Reset request bit 
1 Set request bit ~ 
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dress coding. In order to make a software request, 
the channel must be in Block Mode. 


Mask Register — Each channel has associated 


with it a mask bit which can be set to disable the 
incoming DREQ. Each mask bit is set when its asso- 
ciated channel produces an EOP if the channel is 
not programmed for Autoinitialize. Each bit of the 4- 
bit Mask register may also be set or cleared sepa- 
rately under software control. The entire register is 
also set by a Reset. This disables all DMA requests 
until a clear Mask register instruction allows them to 
occur. The instruction to separately set or clear the 
mask bits is similar in form to that used with the 
Request register. See Figure 5 for instruction ad- 
dressing. 


7 6 5 4 3 2 1 0 ~<— Bit Number 


Select channel! 0 mask bit 
Select channel 1 mask bit 
Select channel 2 mask bit 
Select channel 3 mask bit 


Don’t Care 


Clear mask bit 
Set mask bit 
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All four bits of the Mask register may also be written 


with a single command. 


7 6 5 4 3 2 1 =O «<¢—— Bit Number 


sae ee 
Don’t Care 


Clear channel 0 mask bit — 
Set channel 0 mask bit 


Clear channel 1 mask bit 
Set channel 1 mask bit 


Clear channe! 2 mask bit 
Set channel 2 mask bit 


Clear channel 3 mask bit 
Set channel 3 mask bit 
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Figure 5. Definition of Register Codes 
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Status Register — The Status register is available 
to be read out of the 82C37A-5 by the microproces- 
sor. It contains information about the status of the 


devices at this point. This information includes which 


channels have reached a terminal count and which 
channels have pending DMA requests. Bits 0-3 are 
set every time a TC is reached by that channel or an 
external EOP is applied. These bits are cleared upon 
Reset and on each Status Read. Bits 4-7 are set 
whenever their corresponding channel is requesting | 
service. 


7 6 5 4 3 2 1 «=O <——~ Bit Number | 


Channel 0 has reached TC 
Channel 1 has reached TC 
Channel 2 has reached TC 
Channel 3 has reached TC 


Channel 0 request 
Channel 1 request 
Channel 2 request 
Channel 3 request 
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Temporary Register — The Temporary register is 
used to hold data during memory-to-memory trans- 
fers. Following the completion of the transfers, the 
last word moved can be read by the microprocessor 
in the Program Condition. The Temporary register 
always contains the last byte transferred in the previ- 
ous memory-to-memory operation, unless cleared 
by a Reset. 


Software Commands — These are additional spe- 
cial software commands which can be executed in 
the Program Condition. They do not depend on any 
specific bit pattern on the data bus. The three soft- 
ware commands are: 


Clear First/Last Flip-Flop: This command is exe- 
cuted prior to writing or reading new address or 
word count information to the 82C37A-5. This ini- 
tializes the flip-flop to a known state so that subse- 
quent accesses to register contents by the micro- 
processor will address upper and lower bytes in 
the correct sequence. 


Master Clear: This software instruction has the 
same effect as the hardware Reset. The Com- 
mand, Status, Request, Temporary, and Internal 
First/Last Flip-Flop registers are cleared and the 
Mask register is set. The 82C37A-5 will enter the 
Idle cycle. 


Clear Mask Register: This command clears the 
mask bits of all four channels, enabling them to 
accept DMA requests. 
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Figure 6 lists the address codes for the software 
commands: 


Operation 


Read Status Register 
Write Command Register 


3 
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pt fo} ats} + | 0 | WriteMode Register | 
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pt {1 j}ol}o| + | 0 | ClearByte Pointer Flip-Flop | 
pt [i foltt| o | 1 | Read temporary Register 
pata fot at + | o | Mastercier 
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pt fafa tt] 4 | 0 | Write aliMask Register Bits 


Figure 6. Software Command Codes 
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Base and Current Address 


Current Address 


Base and Current Word Count 


Current Word Count 


Base and Current Address 


Current Address 


Base and Current Word Count 


Current Word Count 


Base and Current Address 


Current Address 


Base and Current Word Count 


Current Word Count 


Base and Current Address 


Current Address 


Base and Current Word Count 


Current Word Count 
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PROGRAMMING 


The 82C37A-5 will accept programming from the 
host processor any time that HLDA is inactive; this is 
true even if HRQ is active. The responsibility of the 
host is to assure that programming and HLDA are 
mutually exclusive. Note that a problem can occur if 
a DMA request occurs, on an unmasked channel 
while the 82C37A-5 is being programmed. For in- 
stance, the CPU may be starting to reprogram the 
two byte Address register of channel 1 when chan- 
nel 1 receives a DMA request. If the 82C37A-5 is 
enabled (bit 2 in the command register is 0) and 
channel 1 is unmasked, a DMA service will occur 
after only one byte of the Address register has been 
reprogrammed. This can be avoided by disabling the 
controller (setting bit 2 in the command register) or 
masking the channel before programming any other 
registers. Once the programming is complete, the 
controller can be enabled/unmasked. 


ee Flip-Flop; Data Bus DBO-DB7 


AO-A7 
A8-A15 
AQ-A7 
A8-A15 
WO-W7 
ws-W15 
WO-W7 
w8-W15 


Banana fon ni iin iiod0DDCCCO|CDCCOOOCO > 
aaah iat tat ot te lOOdOodondod9aoodod{|ie ae aes oes ui i Ooododod0od0oo0onrcoo > 


=~ 32 OO Od/I|i- SH Od =H OO)" + oder as OO] = OO + = OO 
ooo0oo0oooo|;oo0o0cn”coooooroo0o0o0o0o0cooo,r;o0o0o0°c;coo0o°o 


Figure 7. Word Count and Address Register Command Codes 


82C37A-5 


After power-up it is suggested that all internal loca- 
tions, especially the Mode registers, be loaded with 
some valid value. This should be done even if some 
~ channels are unused. | 7 


APPLICATION INFORMATION 


Figure 8 shows a convenient method for configuring 
a-DMA system with the 82C37A-5 controller and an 
8080A/8085AH microprocessor system. The multi- 
mode DMA controller issues a HRQ to the processor 
whenever there is at least one valid DMA request 


. | 

intel ; 
from a peripheral device. When the processor re- 
plies with a HLDA signal, the 82C37A-5 takes con- 
trol of the address bus, the data bus and the control 
bus. The address for the first transfer operation 
comes out in two bytes — the least significant 8 bits 
on the eight address outputs and the most signifi- 
cant 8 bits on the data bus. The contents of the data 
bus are then latched into the 8-bit latch to complete 
the full 16 bits of the address bus. After the initial 
transfer takes place, the latch is updated only after a 
carry or borrow is generated in the least significant 
address byte. Four DMA channels are provided 
when one 82C37A-5 is used. : 


ADDRESS BUS A0-A15 


A15 


8-BIT LATCH 


CONTROL 
BUS 


SYSTEM DATA BUS 
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Figure 8. 82C37A-5 System Interface 


5-14 


I ntel 2 82C37A-5 


ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature under Bias ...... OSNOTOe * WARNING: Stressing the device beyond the “Absolute 
Case Temperature See eee eee ee 0°C to + 75°C Maximum Ratings” may cause permanent damage. 
Storage Temperature .......... —55°C to +150°C These are stress ratings only. Operation beyond the 


“Operating Conditions” is not recommended and ex- 


Voltage on Any Pin with tended exposure beyond the “Operating Conditions” 
Respect to Ground.............. —0.5V to +7V may affect device reliability. 


Power Dissipation...............0.ee eee 1.0 Watt 


D.C. CHARACTERISTICS 
Ta = 0°C to 70°C, Tcase = 0°C to 75°C, Veg = +5.0V +5%, GND = OV 


[symbol | Parameter | win [Typ | Max | Unt | TestConditons 
vou | Ouipatrignvotage [a7 | [|v [ius -10ma 
iam 


VOH 
|Vou__| OutputLow voltage | 
oe 
vu | input Ow votage | —08 
neo 


= 
— 
— 
— 
— 


+10 
+10 
0 A | (Note 1) 


uA | HLDA = OV, Vy, = OV, 
| Vin = Voc 


fe = 1.0 MHz, Inputs = OV 


Output Capacitance 
Ci Input Capacitance 
|/O Capacitance 


_ 
—_—h 
> < 


82C37A-5 


e 


A.C. CHARACTERISTICS—DMA (MASTER) MODE 


Ta = 0°C to 70°C, Toase = 0°C to 75°C, Voc = +5V +5%, GND = OV 
| Symbol | Parameter =| SS Min S| Max 
| TAEL | AENHIGHfromCLKLOW(S1)DelayTime || | —(200 
| TAET | AENLOWfromCLKHIGH(SI)DelayTime | | 180 
| TAFAB_ | ADRActivetoFloatDelayfromCLKHIGH |_| 
120 
| TAFDB | DBActivetoFloatDelayfromCLKHIGH | |_—170 
| TAHS | DBfromADSTBLOWHoldTime | ST 
| TAHW | ADRiromWRITEHIGHHoldTime | TCY-50 | 
TAK | _DACK Valid from CLK LOW Delay Time (Notes) | =| 170 
| EOPHIGH fromCLKHIGH Delay Time(Note4) | |_170 
| EOPLOWfromCLKHIGHDelayTime sss | S170 
| TASM | ADRStablefromCLKHIGH | L170 
| TASS | DBtoADSTBLOWSetupTime ss | Sts] 
| TCH | ClockHighTime(Transitions<10ns) | 8 | 
: hee 
Auto Initialize Enabled 
| OlKoyoleTime ee 


TCY CLK Cycle Time 
TDCL CLK HIGH to READ or WRITE LOW Delay (Note 2) 


~ TDCTR READ HIGH from CLK HIGH 
(S4) Delay Time (Note 2) — 


WRITE HIGH from CLK HIGH 
(S4) Delay Time (Note 2) 


HRQ Valid from CLK HIGH Delay Time 
EOP LOW from CLK LOW Setup Time 
EOP Pulse Width 

ADR Float to Active Delay from CLK HIGH 
READ or WRITE Active from CLK HIGH 
DB Float to Active Delay from CLK HIGH 
HLDA Valid to CLK HIGH Setup Time 
Input Data from MEMR HIGH Hold Time 


TDCTW 


TDQ1 
TEPS 
TEPW 
TFAAB 
TFAC 
TFADB 
THS 
TIDH 


ALN 

ro) 
| |e : 
oO 
° 


aL. 


N 
or 


TIDS | Input Data to MEMR HIGH Setup Time 170 tl 
TODH Output Data from MEMW HIGH Hold Time ee 
TODV Output Data Valid to MEMW HIGH - 15 | 
TQS DREQ to CLK LOW (SI,S4)SetupTime(Note3) | oF | | 
TRH CLK to READY LOW Hold Time | go S| sd 
TRS READY to CLK LOW Setup Time = ae 
TSTL ADSTB HIGH from CLK HIGH Delay Time ar: 

TSTT ADSTB LOW from CLK HIGH Delay Time a 
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A.C. CHARACTERISTICS—PERIPHERAL (SLAVE) MODE 
Ta = 0°C to 70°C, Toase = O°C to 75°C, Voc = +5V +5%, GND = OV 


a 
ADR Valid or CS LOW to READ LOW | 50 


ADR Valid to WRITE HIGH Setup’ Time 


RW pons 
pons 
pons 
i ie 
pons 


Data from WRITE HIGH Hold Time 
Write Width 
NOTES: 


1. Input frequency 5 MHz, when RESET, Vin = OV/Vcc, CL = 0 pF. 

2. The net IOW or MEMW Pulse width for normal write will be TCY-100 ns and for extended write will be 2TCY-100 ns. The 
net |OR or MEMR pulse width for normal read will be 2TCY-50 ns and for compressed read wiil be TCY-50 ns. 

3. DREQ and DACK signals may be active high or active low. Timing diagrams assume the active high mode for DREQ and 
active low for DACK. 

4. EOP is an open collector output. This parameter assumes the presence of a 2.2K pullup to Vcc. 


A.C. TESTING INPUT/OUTPUT WAVEFORM 


231202-11 
A.C. Testing: Inputs are driven at 2.4V for a Logic “1” and 0.45V 
for a Logic “0.” All timing measurements are made at 1.5V. 
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WAVEFORMS 


SLAVE MODE WRITE TIMING 


x INPUT VALID e 


— 


—_————— TD 


--DBO-DB7_ INPUT VALID 


231202-12 


Figure 9. Slave Mode Write 


SLAVE MODE READ TIMING 


ADORESS MUST BE VALID : 


DATA OUT VALID » , 


231202-13 


Figure 10. Slave Mode Read 
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WAVEFORMS (Continued) 


DMA TRANSFER TIMING 


aim one 


sate 


—— mits ~ 


mt nent 


231202-14 


Figure 11. DMA Transfer 
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WAVEFORMS (Continued) 


MEMORY-TO-MEMORY TRANSFER TIMING 


[ | 
TFAAB\<--- = TAHS TASM }+-— ; > ]+-— TAHS TAFAB 
| 4 | wey 


ADDRESS VALID »: ADDRESS VALID 


DB0-DB7 


ic 


OSIRIS a 
TODV ——*| | TOOH 
|| a 
TAFC 


TIDH > 


+ TIOS-> 


TEPS ——+ al 


“™ W/Z WANS L/L 
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Figure 12. Memory-to-Memory Transfer 


READY TIMING 


EXTENDED 
WRITE 
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Figure 13. Ready 
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WAVEFORMS (Continued) 


COMPRESSED TRANSFER TIMING 


ee 
<—-TOCTW 
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RESET TIMING 


1OR OR IOW 


231202-18 


Figure 15. Reset 


DATA SHEET REVISION REVIEW 1. The “PRELIMINARY” markings have been re- 
moved from the data sheet. The 82C37A-5 is no 

The following list represents key differences be- longer a preliminary part. 

tween this and the -004 data sheet. Please review — 2. A section of the Functional Description describing 

this summary carefully. 82C37A-5 operation with the 8085 CPU has been 
deleted. 
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8253/8253-5 
PROGRAMMABLE INTERVAL TIMER 


m MCS-85 Compatible 8253-5 m Count Binary or BCD 
m 3 Independent 16-Bit Counters im Single + 5V Supply 
m DC to 2.6 MHz _ @ Available in EXPRESS 


— Standard Temperature Range 


' poeramnae pountenmenes — Extended Temperature Range 


The Intel 8253 is a programmable counter/timer device designed for use as an Intel microcomputer peripheral. 
It uses NMOS technology with a single +5V supply and is packaged in a 24-pin plastic DIP. 


It is organized as 3 independent 16-bit counters, each with a count rate of up to 2.6 MHz. All modes of 
operation are software programmable. 


CLK 0 


DATA 
BUS 
BUFFER 


COUNTen GATE 0 


OUT 0 


; 
CLK1 2 
COUNTER 3 
=1 GATE 1 4 
OUT 1 5 
: 6 
7 
8 
9 
10 
CLK 2 


CONTROL 
WORD COUNTER 


GAT 
REGISTER — . cae 
OUT 2 | 231306-2 
Figure 2. Pin Configuration 


INTERNAL BUS 


231306-1 
Figure 1. Block Diagram | 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

November 1986 
5-22 . . Order Number: 231306-001 
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8254 
PROGRAMMABLE INTERVAL TIMER 

= Compatible with All Intel and Most m Six Programmable Counter Modes 

Other Microprocessors m Three Independent 16-Bit Counters. 
m@ Handles Inputs from DC to 10 MHz , , 

— 8 MHz 8254 re) ae or BCD Counting 

— 10 MHz 8254-2 m Single +5V Supply — 
m Status Read-Back Command m Available in EXPRESS 


— Standard Temperature Range 
The Intel 8254 is a counter/timer device designed to solve the common timing control problems in microcom- 
puter system design. It provides three independent 16-bit counters, each capable of handling clock inputs up 
to 10 MHz. All modes are software programmable. The 8254 is a superset of the 8253. 


The 8254 uses HMOS technology and comes in a 24-pin plastic or CERDIP package. 


CLK 0 


oe = COUNTER Lg pee 


OUT O 


ae) EOUNIER res 
‘ OUT 1 


> COUNTER : aes 


DATA 
BUS 
BUFFER 


INTERNAL BUS 


231164-2 
Figure 2. Pin Configuration 


CONTROL 
WORD 
REGISTER 


231164—1 
Figure 1. 8254 Block Diagram 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

September 1993 

Order Number: 231164-005 5-23 
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82C54 


CHMOS PROGRAMMABLE INTERVAL TIMER 


m Compatible with ali Intel and most 
other microprocessors 


m High Speed, “Zero Wait State” 
_. Operation with 8 MHz 8086/88 and 
80186/ 188 


m Handles Inputs from DC 
— 10 MHz for 82C54-2 


wm Available in EXPRESS 
_ Standard Temperature Range 
— Extended Temperature Range 


Three independent 16-bit counters 


Low Power CHMOS 
—Icc = 10 mA @ 8 MHz Count 
frequency 


Completely TTL Compatible — 

Six Programmable Counter Modes 

Binary or BCD counting | 

Status Read Back Command 

Available in 24-Pin DIP and 28-Pin PLCC“ 


The Intel 82C54 is a high-performance, CHMOS version of the industry standard 8254 counter/timer which is 
designed to solve the timing control problems common in microcomputer system design. It provides three 
independent 16-bit counters, each capable of handling clock inputs up to 10 MHz. All modes are software 
programmable. The 82C54 is pin compatible with the HMOS 8254, and is a superset of the 8253. 


Six programmable timer modes allow the 82C54 to be used as an event counter, elapsed time indicator, 


programmable one-shot, and in many other applications. 


The 82C54 is fabricated on Intel’s advanced CHMOS III technology which provides low power consumption | 
with performance equal to or greater than the equivalent HMOS product. The 82C54 is available in 24-pin DIP 


and 28-pin plastic leaded chip carrier (PLCC) packages. 


~<@—#$- CLK 0 


OUT 0 


INTERNAL BUS 


COUNTER 


231244-1 
Figure 1.82054 Block Diagram 
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Oe oe 


RD 
= 
26 


25,)NC 
2afcs 
23, a1 
221] ao 
21{-) CLK2 
20}_] OUT2 
19{_} GATE2 


4 («115 


tS LI ty UU UU I 
OUTO GATEO GND NC OUT1GATETCLK1 
231244-3 


PLASTIC LEADED CHIP CARRIER 


231244-2 
Diagrams are for pin reference only. 
Package sizes are not to scale. 


Figure 2. 82C54 Pinout 


October 1994 
Order Number: 231244-006 
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Table 1. Pin Description 


Data: Bidirectional tri-state data bus lines, 
connected to system data bus. 


Clock 0: Clock input of Counter 0. 


Clock 2: Clock input of Counter 2. 


Address: Used to select one of the three Counters | 
or the Control Word Register for read or write 
operations. Normally connected to the system 
address bus. 


Counter 0 
Counter 1 
Counter 2 
Control Word Register 


CS 21 24 Chip Select: A low on this input enables the 82054 
| to respond to RD and WR signals. RD and WR are 
ignored otherwise. | 
26 Ee Read Control: This input is low during CPU read 
operations. 
WR 23 27 Write Control: This input is low during CPU write 
operations. 


| Voc | 24 | 28 | Power: + 5V power supply connection, 
ENC] | 444, 15,25 | | NoConnect 


FUNCTIONAL DESCRIPTION sired delay. After the desired delay, the 82C54 will 


interrupt the CPU. Software overhead is minimal and 

variable length delays can easily be accommodated. 
enere Some of the other counter/timer functions common 
The 82C54 is a programmable interval timer/counter to microcomputers which can be implemented with 
designed for use with Intel microcomputer systems. the 82C54 are: 
It is a general purpose, multi-timing element that can 
be treated as an array of I/O ports in the system 
software. 


Real time clock 

Even counter 

Digital one-shot 
Programmable rate generator 
Square wave generator 
Binary rate multiplier 
Complex waveform generator 
Complex motor controller 


The 82C54 solves one of the most common prob- 
lems in any microcomputer system, the generation 
of accurate time delays under software control. In- 
stead of setting up timing loops in software, the pro- 
grammer configures the 82C54 to match his require- 
ments and programs one of the counters for the de- 
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Block Diagram 


DATA BUS BUFFER 


This 3-state, bi-directional, 8-bit buffer is used to in- 
terface the 82C54 to the system bus (see Figure 3). 


C=) es) COUNTER 
0 


> COUNTER 
1 


” 
> 
@ 
ad 
< 
z 
(4 
w 
= 
= 


WORD ee 
REGISTER 
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Figure 3. Block Diagram Showing Data Bus 
Buffer and Read/Write Logic Functions 


READ/WRITE LOGIC 


The Read/Write Logic accepts inputs from the sys- 
tem bus and generates control signals for the other 
functional blocks of the 82C54. A; and Ao select 
one of the three counters or the Control Word Regis- 
ter to be read from/written into. A “low” on the RD 
input tells the 82C54 that the CPU is reading one of 
the counters. A “low” on the WR input tells the 
82C54 that the CPU is writing either a Control Word 
or an initial count. Both RD and WR are qualified by 
CS; RD and WR are ignored unless the 82C54 has 
been selected by holding CS low. 


The WR# and CLK signals should be synchronous. 
This is accomplished by using a CLK input signal to 
the 82C54 counters which is a derivative of the sys- 
tem clock source. Another technique is to externally 
synchronize the WR# and CLK input signals. This is 
done by gating WR# with CLK. 
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CONTROL WORD REGISTER | 


The Control Word Register (see Figure 4) is selected 
by the Read/Write Logic when Aj, Ag = 11. If the 
CPU then does a write operation to the 82C54, the 
data is stored in the Control Word Register and is 
interpreted as a Control Word used to define the 
operation of the Counters. | 


The Control Word Register can only be written to; 
status information is available with the Read-Back 
Command. 


DATA Ss 
BUS ESS \\~——— GATE 0 
BUFFER SG 


231244-5 


Figure 4. Block Diagram Showing Control Word 
Register and Counter Functions 


COUNTER 0, COUNTER 1, COUNTER 2 


These three functional blocks are identical in opera- 
tion, so only a single Counter will be described. The 
internal block diagram of a single counter is shown 
in Figure 5. | | | 


The Counters are fully independent. Each Counter 
may operate in a different Mode. 


The Control Word Register is shown in the figure; it 
is not part of the Counter itself, but its contents de- 
termine how the Counter operates. 


CLK n 


231244-6 


Figure 5. internal Block Diagram of a Counter 


The status register, shown in the Figure, when 
latched, contains the current contents of the Control 
Word Register and status of the output and null 
count flag. (See detailed explanation of the Read- 
Back command.) 


The actual counter is labelled CE (for “Counting Ele- 
ment’). It is a 16-bit presettable synchronous down 
counter. 


OLw and OL, are two 8-bit latches. OL stands for 
“Output Latch”; the subscripts M and L stand for 
‘Most significant byte” and ‘“‘Least significant byte’’ 
respectively. Both are normally referred to as one 
unit and called just OL. These latches normally “‘fol- 
low” the CE, but if a suitable Counter Latch Com- 
mand is sent to the 82C54, the latches “latch” the 
present count until read by the CPU and then return 
to “following” the CE. One latch at a time is enabled 
by the counter’s Control Logic to drive the internal 
bus. This is how the 16-bit Counter communicates 
over the 8-bit internal bus. Note that the CE itself 
cannot be read; whenever you read the count, it is 
the OL that is being read. | 


Similarly, there are two 8-bit registers called CRiy 
and CR, (for ‘Count Register’). Both are normally 
referred to as one unit and called just CR. When a 
new count is written to the Counter, the count is 


82054 


stored in the CR and later transferred to the CE. The 
Control Logic allows one register at a time to be 
loaded from the internal bus. Both bytes are trans- 
ferred to the CE simultaneously. CRyy and CR, are 
cleared when the Counter is programmed. In this 
way, if the Counter has been programmed for one 
byte counts (either most significant byte only or least 
significant byte only) the other byte will be zero. 
Note that the CE cannot be written into; whenever a 
count is written, it is written into the CR. 


The Control Logic is also shown in the diagram. CLK 
n, GATE n, and OUT n are all connected to the out- 
side world through the Control Logic. 


82C54 SYSTEM INTERFACE 


The 82C54 is treated by the systems software as an 
array of peripheral |/O ports; three are counters and 
the fourth is a control register for MODE program- 
ming. 


Basically, the select inputs Ap, Ay connect to the Apo, 
A; address bus signals of the CPU. The CS can be 
derived directly from the address bus using a linear 
select method. Or it can be connected to the output 
of a decoder, such as an Intel 8205 for larger sys- 
tems. 


ADDRESS BUS (16) 


CONTROL 8US 


, DATA BUS (8) 


= 
Tt 


Do-D7 RO WR 

82C54 

COUNTER 
1 


OUT GATE CLK OUT GATE CLK OUT GATE CLK 


| 
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A: Ao 


COUNTER COUNTER 
0 2 


Figure 6. 82C54 System Interface 
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OPERATIONAL DESCRIPTION | 


General 


After power-up, the state of the 82C54 is undefined. 
The Mode, count value, and output of all Counters 
are undefined. ~ | 


How each Counter operates is determined when it is 
programmed. Each Counter must be programmed 
before it can be used. Unused counters need not be 
programmed. 


Control Word Format 


Ay,A9= 11 CS=0 RD=1 WR=0 


D7 De Ds D4 


intel. 


Counters are programmed by writing a Control Word 
and then an initial count. The control word format is 
shown in Figure 7. 


Programming the 82C54 


All Control Words are written into the Control Word 
Register, which is selected when Aj, Aj = 11. The 
Control Word itself specifies which Counter is being 
programmed. 


By contrast, initial counts are written into the Coun- 
ters, not the Control Word Register. The Aj, Apo in- 
puts are used to select the Counter to be written 
into. The format of the initial count is determined by 
the Control Word used. 


D3 Do D; Do 


[sot | sco | Rw1 | Rwo | M2 | Mt | Mo | BCD | 


| SC — Select Counter: 


FOr Select Counter 0 © 


1 Select Counter 1 


| 1 | Select Counter 
| 1 | 0 | SelectCounter2 


, , Read-Back Command 
(See Read Operations) 
RW — Read/Write: 
RW1 RWO 


NOTE: Don’t care bits (X) should be 0 to insure 
compatibility with future Intel products. 


M — MODE: 


Binary Counter 16-bits 


Binary Coded Decimal (BCD) Counter 
(4 Decades) 


Figure 7. Control Word Format 
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Write Operations 


The programming procedure for the 82C54 is very 
flexible. Only two conventions need to be remem- 
bered: | 


1) For each Counter, the Control Word must be ~ 


written before the initial count is written. 


2) The initial count must follow the count format 
specified in the Control Word (least significant 
byte only, most significant byte only, or least sig- 
nificant byte and then most significant byte). 


Since the Control Word Register and the three 
Counters have separate addresses (selected by the 
A, Ag inputs), and each Control Word specifies the 
Counter it applies to (SCO, SC1 bits), no special in- 


=. 


Control Word — Counter 0 
LSB of count— Counter 0 
MSB of count — Counter 0 
Control Word — Counter 1 
LSB of count— Counter 1 
MSB of count — Counter 1 
Control Word — Counter 2 
LSB of count— Counter 2 
MSB of count — Counter 2 


OO722200-) 


—a— st st OO | OO — 


hg 
> 
° 


Control Word — Counter 0 
Counter Word — Counter 1 
Control Word — Counter 2 
LSB of count— Counter 2 
LSB of count— Counter 1 
LSB of count— Counter 0 
MSB of count — Counter 0 
MSB of count— Counter 1 
MSB of count — Counter 2 


-O000- = = 
o- OOO — — — 


NOTE: 


82C54 


struction sequence is required. Any programming 
sequence that follows the conventions above is ac- 
ceptable. 


A new initial count may be written to a Counter at 
any time without affecting the Counter’s pro- 
grammed Mode in any way. Counting will be affected 
as described in the Mode definitions. The new count 
must follow the programmed count format. 


lf a Counter is programmed to read/write two-byte 
counts, the following precaution applies: A program 
must not transfer control between writing the first 
and second byte to another routine which also writes 
into that same Counter. Otherwise, the Counter will 
be loaded with an incorrect count. 


kg 


Control Word — Counter 2 
Control Word — Counter 1 
Control Word — Counter 0 
LSB of count— Counter 2 
MSB of count — Counter 2 
LSB of count— Counter 1 
MSB of count — Counter 1 
LSB of count — Counter 0 
MSB of count — Counter 0 


COO=32-00+3=-5) 


oooo-A-A- = = 


oh 
oO 


_ Control Word — Counter 1 
Control Word — Counter 0 


LSB of count— Counter 1 
Control Word — Counter 2 
LSB of count— Counter 0 
MSB of count — Counter 1 
LSB of count— Counter 2 
MSB of count— Counter 0 
MSB of count — Counter 2 


~OA 0O0O3034 PP 


In all four examples, all counters are programmed to read/write two-byte counts. 
These are only four of many possible programming sequences. 


Figure 8. A Few Possible Programming Sequences 


Read Operations 


It is often desirable to read the value of a Counter 
without disturbing the count in progress. This is easi- 
ly done in the 82054. 


There are three possible methods for reading the 
counters: a simple read operation, the Counter 


Latch Command, and the Read-Back Command. 
Each is explained below. The first method is to per- 
form a simple read operation. To read the Counter, 
which is selected with the A1, AO inputs, the CLK 
input of the selected Counter must be inhibited by 
using either the GATE input or external logic. Other- 
wise, the count may be in the process of changing 
when it is read, giving an undefined result. 
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COUNTER LATCH COMMAND 


The second method uses the ‘Counter Latch Com- 
mand’’. Like a Control Word, this command is written 
to the Control Word Register, which is selected 
when Ai, Ag = 11. Also like a Control Word, the 
SCO, SC1 bits select one of the three Counters, but 
two other bits, D5 and D4, distinguish this command 
from a Control Word. 


A, Ag= 11; CS=0; RD= 1; WR=0 
D7 De Ds Ds D3 Do Dy Do 


rset [sco o[o[x|[x[x[x 


-SC1, SCO - specify counter to be latched 


SC1 Sco Counter 


Read-Back Command 


D5,D4 - 00 designates Counter Latch Command 


X - don’t care 


NOTE: 
Don’t care bits (X) should be 0 to insure compatibility 
with future, Intel products. 


Figure 9. Counter Latching Command Format 


The selected Counter’s output latch (OL) latches the 
count at the time the Counter Latch Command is 
received. This count is held in the latch until it is read 
by the CPU (or until the Counter is reprogrammed). 
The count is then unlatched automatically and the 
OL returns to “following” the counting element (CE). 
This allows reading the contents of the Counters 
‘fon the fly” without affecting counting in progress. 
Multiple Counter Latch Commands may be used to 
latch more than one Counter. Each latched Coun- 
ter’s OL holds its count until it is read. Counter Latch 
Commands do not affect the programmed Mode of 
the Counter in any way. | 


lf a Counter is latched and then, some time later, 
latched again before the count is read, the second 
Counter Latch Command is ignored. The count read 


will be the count at the time the first Counter Latch 


Command was issued. 


With either method, the count must be read accord- 
ing to the programmed format; specifically, if the 
Counter is programmed for two byte counts, two 
bytes must be read. The two bytes do not have to be 
read one right after the other; read or write or pro- 
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gramming operations of other Counters may be in- 
serted between them. 


Another feature of the 82C54 is that reads and 
writes of the same Counter may be interleaved; for 
example, if the Counter is programmed for two byte 
counts, the following sequence is valid. 


1. Read least significant byte. 
2. Write new least significant byte. 
3. Read most significant byte. 
4. Write new most significant byte. 


lf a Counter is programmed to read/write two-byte 
counts, the following precaution applies; A program 
must not transfer control between reading the first 
and second byte to another routine which also reads 
from that same Counter. Otherwise, an incorrect 
count will be read. 


READ-BACK COMMAND 


The third method uses the Read-Back command. 
This command allows the user to check the count 
value, programmed Mode, and current state of the 
OUT pin and Null Count flag of the selected coun- 
ter(s). 


The command is written into the Control Word Reg- 
ister and has the format shown in Figure 10. The — 
command applies to the counters selected by set- 
ting their corresponding bits D3,D2,D1 = 1. 


D7 Dg’ ODs D4 D3 Do D; .Do 
1 | 1 [COUNT] STATUS| CNT 2} CNT 1} CNTO| 0 | 


Ds: 0 = Latch count of selected counter(s) 
D4: 0 = Latch status of selected counter(s) 
D3: 1 = Select counter 2 

Do: 1 = Select counter 1 

D4: 1 = Select counter 0 

Do: Reserved for future expansion; must be 0 


Figure 10. Read-Back Command Format 


The read-back command may be used to latch multi- 
ple counter output latches (OL) by setting the 
COUNT bit D5=0 and selecting the desired coun- 
ter(s). This single command is functionally equiva- 
lent to several counter latch commands, one for 
each counter latched. Each counter’s latched count 
is held until it is read (or the counter is repro- 
grammed). That counter is automatically unlatched 
when read, but other counters remain latched until 
they are read. If multiple count read-back commands 
are issued to the same counter without reading the 
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count, all but the first are ignored; i.e., the count 
which will be read is the count at the time the first 
read-back command was issued. 


The read-back command may also be used to latch 
status information of selected counter(s) by setting 
STATUS bit D4=0. Status must be latched to be 
read; status of a counter is accessed by a read from 
that counter. 


The counter status format is shown in Figure 11. Bits 
D5 through DO contain the counter’s programmed 
Mode exactly as written in the last Mode Control 
Word. OUTPUT bit D7 contains the current state of 
the OUT pin. This allows the user to monitor the 
counter’s output via software, possibly eliminating 
some hardware from a system. 


Ds D3 Dg Di Do 


oe 


Out Pin is 1 
Out Pin is 0 
Dg 1 = Null count 
O = Count available for reading © 
Ds-Dp Counter Programmed Mode (See Figure 7) 


Figure 11. Status Byte 


NULL COUNT bit D6 indicates when the last count 
written to the counter register (CR) has been loaded 
into the counting element (CE). The exact time this 
happens depends on the Mode of the counter and is 
described in the Mode Definitions, but until the count 
is loaded into the counting element (CE), it can’t be 
read from the counter. If the count is latched or read 
before this time, the count value will not reflect the 
new count just written. The operation of Null Count 
is shown in Figure 12. 


Command 


! SESS RUSS CECAEIES 


Description 


D7 De Ds Da Dg Do Di Do | 
Read back count and status of Count and status latched 
Counter 0 for Counter 0 
leteteleis fas erenmanaat | Read back status of Counter? back status of Counter 1 


Read back status of Counters 2, 1 eee eee latched for Counter 
2, but not Counter 1 


| 0 | Read back count of Counter 2 Count latched for Counter 2 


Read back count and status of Count latched for Counter 1, 
Counter 1 but not status 
fe a ee | 1 Read back status of Counter 1 Command ignored, status 
already latched for Counter 1 
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THIS ACTION: 

A. Write to the control 
word register:[1] 

B. Write to the count 
register (CR); [21 

C. New count is loaded 
into CE (CR —> CE); 


CAUSES: 


Null count= 1 


Null count= 1 


Null count= 0 


[1] Only the counter specified by the control word will 
have its null count set to 1. Null count bits of other 
counters are unaffected. 


[2] \f the counter is programmed for two-byte counts 
(least significant byte then most significant byte) null 
count goes to 1 when the second byte is written. 


Figure 12. Null Count Operation 


lf multiple status latch operations of the counter(s) 
are performed without reading the status, all but the 
first are ignored; i.e., the status that will be read is 
the status of the counter at the time the first status 
read-back command was issued. 


Both count and status of the selected counter(s) 
may be latched simultaneously by setting both 
COUNT and STATUS bits D5,D4=0. This is func- 
tionally the same as issuing two separate read-back 
commands at once, and the above discussions ap- 
ply here also. Specifically, if multiple count and/or 
status read-back commands are issued to the same 
counter(s) without any intervening reads, ail but the 
first are ignored. This is illustrated in Figure 13. 


lf both count and status of a counter are latched, the 
first read operation of that counter will return latched 
status, regardless of which was latched first. The 
next one or two reads (depending on whether the 
counter is programmed for one or two type counts) 
return latched count. Subsequent reads return un- 
latched count. 


Results 


| Status latched for Counter 1_| latched for Counter 1 


Figure 13. Read-Back Command Example 
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|o | 1 | 1 | X | X | No-Operation (3-State) | 


Figure 14. Read/Write Operations Summary 


Mode Definitions 


The following are defined for use in describing the - 


operation of the 82C54. 


CLK PULSE: a rising edge, then a falling edge, in 
that order, of a Counter’s CLK input. 


TRIGGER: a rising edge of a Counter’s GATE in- 

put. 

COUNTER LOADING: the transfer of a count from 
the CR to the CE (refer to 
the “Functional Descrip- 
tion’) 


MODE 0: INTERRUPT ON TERMINAL COUNT 


Mode 0 is typically used for event counting. After the 
Control! Word is written, OUT is initially low, and will 
remain low until the Counter reaches zero. OUT then 
goes high and remains high until a new count ora 
new Mode 0 Control Word is written into the Coun- 
ter. 
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GATE = 1 enables counting; GATE = 0 disables 
counting. GATE has no effect on OUT. 


After the Control Word and initial count are written to 
a Counter, the initial count will be loaded on the next 
CLK pulse. This CLK pulse does not decrement the 
count, so for.an initial count of N, OUT does not go 
high until N + 1 CLK pulses after the initial count is 
written. 


lf a new count is written to the Counter, it will be 
loaded on the next CLK pulse and counting will con- 
tinue from the new.count. If a two-byte count is writ- 
ten, the following happens: | 


1) Writing the first byte does not disable counting. 
OUT is set low immediately (no clock pulse re- 
quired). 

2) Writing the second byte allows the new count to 
‘be loaded on the next CLK pulse. 


3) When there is a count in progress, writing a new 
LSB before the counter has counted down to 0 
and rolled over to FFFFh, WILL stop the counter. 
However, if the LSB is loaded AFTER the counter 
has rolled over to FFFFh, so that an MSB now 
exists in the counter, then the counter WILL NOT 
stop. 


This allows the counting sequence to be synchroniz- 
ed by software. Again, OUT does not go high until N 
+ 1 CLK pulses after the new count of N is written. 


a | 
intel. 

If an initial count is written while GATE = 0, it will 
still be loaded on the next CLK pulse. When GATE 
goes high, OUT will go high N CLK pulses later; no 


CLK pulse is needed to load the Counter as this has 
already been done. 


CW=10 LSB=4 


0} o{o]o1} 01] FF] FF 
Pet woes| abe | eee eee FE 


CW=10 LSB=3 


iets twin slelalel? ete 


CW=10 LSB=3 LSB x2 


OU ie Ne ot ee tee 
istute to (sledciele tote 
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NOTE: 

The Following Conventions Apply To All Mode Timing 
Diagrams: 

1. Counters are programmed for binary (not BCD) 
counting and for Reading/Writing least significant byte 
(LSB) only. sass 

2. The counter is always selected (CS always low). 

3. CW stands for “Control Word”; CW = 10 means a 
control word of 10, hex is written to the counter. 

4. LSB stands for “Least Significant Byte” of count. 

5. Numbers below diagrams are count values. 

The lower number is the least significant byte. 

The upper number is the most significant byte. Since 
the counter is programmed to Read/Write LSB only, 
the most significant byte cannot be read. 

N stands for an undefined count. 

Vertical lines show transitions between count values. 


Figure 15. Mode 0 
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MODE 1: HARDWARE RETRIGGERABLE 
ONE-SHOT 


OUT will be initially high. OUT will go low on the CLK 
pulse following a trigger to begin the one-shot pulse, 
and will remain low until the Counter reaches zero. 
OUT will then go high and remain high until the CLK 
pulse after the next trigger. 


After writing the Control Word and initial count, the 
Counter is armed. A trigger results in loading the 
Counter and setting OUT low on the next CLK pulse, 
thus starting the one-shot pulse. An initial count of N 
will result in a one-shot pulse N CLK cycles in dura- 
tion. The one-shot is retriggerable, hence OUT will 
remain low for N CLK pulses after any trigger. The 
one-shot pulse can be repeated without rewriting the 
same count into the counter. GATE has no effect on 
OUT. 


If a new count is written to the Counter during a one- 
shot pulse, the current one-shot is not affected un- 
less the Counter is retriggered. In that case, the 
Counter is loaded with the new count and the one- 
shot pulse continues until the new count expires. 


CW=12 LSB=3 


Iefwetulwtwtsfetstolels ts | 


Cw=12 LSB=3 


Fede dodu te SPs Pees ee yg] 


CW=12 LSB=2 LSB=4 


Pe PRS Tea acl odor ee aya 
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Figure 16. Mode 1 
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MODE 2: RATE GENERATOR 


This Mode functions like a divide-by-N counter. It is 
typicially used to generate a Real Time Clock inter- 
rupt. OUT will initially be high. When the initial count 
has decremented to 1, OUT goes low for one CLK 
pulse. OUT then goes high again, the Counter re- 
loads the initial count and the process is repeated. 


Mode 2 is periodic; the same sequence is repeated 


indefinitely. For an initial count of N, the sequence 
repeats every N CLK cycles. 


GATE = 1 enables counting; GATE = 0 disables 
counting. If GATE goes low during an output pulse, 
OUT is set high immediately. A trigger reloads the 
Counter with the initial count on the next CLK pulse; 


OUT goes low N CLK pulses after the trigger. Thus . 


the GATE input can be used to synchronize the 
Counter. 


After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. OUT 
goes low N CLK Pulses after the initial count is writ- 
ten. This allows the Counter to be synchronized by 
software also. 


CwWw=14 LSB=3 


Iythfutwpsfelsfalalils| 


Cw=14 LSB=3 


Iyte(e fe totsdadsislels 
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NOTE: 
A GATE transition should not occur one clock prior to 
terminal count. 


Figure 17. Mode 2 
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Writing a new count while counting does not affect 
the current counting sequence. If a trigger is re- 
ceived after writing a new count but before the end 
of the current period, the Counter will be loaded with 
the new count on the next CLK pulse and counting 
will continue from the new count. Otherwise, the 


new count will be loaded at the end of the current 
counting cycle. In mode 2, a COUNT of 1 is illegal. 


MODE 3: SQUARE WAVE MODE 


Mode 3 is typically used for Baud rate generation. 
Mode 3 is similar to Mode 2 except for the duty cycle 
of OUT. OUT will initially be high. When half the ini- 
tial count has expired, OUT goes low for the remain- 
der of the count. Mode 3 is periodic; the sequence 
above is repeated indefinitely. An initial count of N 
results in a square wave with a period of N CLK 
cycles. 


GATE = 1 enables counting; GATE = 0 disables 
counting. If GATE goes low while OUT is low, OUT is | 
set high immediately; no CLK pulse is required. A 
trigger reloads the Counter with the initial count on 
the next CLK pulse. Thus the GATE input can be 
used to synchronize the Counter. 


After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. This 
allows the Counter to be synchronized by software 
also. 


Writing a new count while counting does not affect 
the current counting sequence. If a trigger is re- 
ceived after writing a new count but before the end 
of the current half-cycle of the square wave, the 
Counter will be loaded with the new count on the 
next CLK pulse and counting will continue from the 
new count. Otherwise, the new count will be loaded 
at the end of the current half-cycle. 


Mode 3 is implemented as follows: 


~ Even counts: OUT is initially high. The initial count is 


loaded on one CLK pulse and then is decremented 
by two on succeeding CLK pulses. When the count 
expires OUT changes value and the Counter is re- 
loaded with the initial count. The above process is 
repeated indefinitely. 


Odd counts: OUT is initially high. The initial count 
minus one (an even number) is loaded on one CLK 
pulse and then is decremented by two on succeed- 
ing CLK pulses. One CLK pulse after the count ex- 
pires, OUT goes low and the Counter is reloaded 
with the initial count minus one. Succeeding CLK 
pulses decrement the count by two. When the count 
expires, OUT goes high again and the Counter is 
reloaded with the initial count minus one. The above 
process is repeated indefinitely. So for odd counts, 
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OUT will be high for (N + 1)/2 counts and low for 
(N —1)/2 counts. 


CWw=16 LS@=4 


etm detedodedeledelelede ded | 


CW=16 (LSB=5 


o]o0o};. 8] OY OF} Oayoft}oyosy eo 
Pao ie Pa ee eee be | 
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NOTE: 
A GATE transition should not occur one clock prior to 
terminal count. 


Figure 18. Mode 3 


MODE 4: SOFTWARE TRIGGERED STROBE 


OUT will be initially high. When the initial count ex- 
pires, OUT will go low for one CLK pulse and then 
go high again. The counting sequence is ‘‘triggered”’ 
by writing the initial count. 


GATE = 1 enables counting; GATE = 0 disables 
counting. GATE has no effect on OUT. 


After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. This 
CLK pulse does not decrement the count, so for an 
initial count of N, OUT does not strobe low until 
N + 1 CLK pulses after the initial count is written. 


lf a new count is written during counting, it will be 
loaded on the next CLK pulse and counting will con- 


tinue from the new count. If a two-byte count is writ- - 


ten, the following happens: 


82C54 


1) Writing the first byte has no effect on counting. 


2) Writing the second byte allows the new count to 
be loaded on the next CLK pulse. 


This allows the sequence to be “retriggered’’ by 


software. OUT strobes low N+1 CLK pulses after 
the new count of N is written. 


CW=18 LSB=3 


0 {| o0{0o | 0 | FF] FF | FF 
| N | 5 | " | . | 3 | 2 | 1 | 0 | FF | FE | FO 


CW=18 (tSB=3 


CW=18 LSB=3 


0 0 0 0 0 0 FF 
| n | N | N | x | 3 | 2 | | 2 | 1 | | Fr | 
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Figure 19. Mode 4 


MODE 5: HARDWARE TRIGGERED STROBE 
(RETRIGGERABLE) 


OUT will initially be high. Counting is triggered by a 
rising edge of GATE. When the initial count has ex- 
pired, OUT will go low for one CLK pulse and then 
go high again. 
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After writing the Control Word and initial count, the 
counter will not be loaded until the CLK pulse after a 
trigger. This CLK pulse does not decrement the 


count, so for an initial count of N, OUT does not 


strobe low until N+ 1 CLK pulses after a trigger. 


_ A trigger results in the Counter being loaded with the 
initial count on the next CLK pulse. The counting 
sequence is retriggerable. OUT will not strobe low 
for N + 1 CLK pulses after any trigger. GATE has 
no effect on OUT. 


lf a new count is written during counting, the current 
counting sequence will not be affected. If a trigger 
occurs after the new count is written but before the 
current count expires, the Counter will be loaded 
with the new count on the next CLK pulse and 
counting will continue from there. 


CW=1A LSB=3 


Ime tu tetw [siete tolels | 


CW=1A LSB=3 
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CW=1A_ LSB=3 LSB =5 
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Figure 20. Mode 5 
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) Initiates 
ee 

2) Resets output 

after next 


1) Disables 


counting Initiates Enables 
2) Sets output counting counting 
immediately 


high 
1) Disables 


counting Initiates Enables 
2) Sets output counting counting 

immediately 

high 


4 - Disables Enables | 
counting | counting 
Initiates — 
counting 


Figure 21. Gate Pin Operations Summary 


MIN MAX 
COUNT | COUNT 


0 is eS iaien to 216 for binary counting and 104 for 
BCD counting 


Figure 22. Minimum and Maximum initial Counts 
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Operation Common to All Modes 


Programming 


When a Control Word is written to a Counter, all 
Control Logic is immediately reset and OUT goes to 
a known initial state; no CLK pulses are required for 
this. 


GATE 


The GATE input is always sampled on the rising 
edge of CLK. In Modes 0, 2, 3, and 4 the GATE input 
is level sensitive, and the logic level is sampled on 
the rising edge of CLK. In Modes 1, 2, 3, and 5 the 
GATE input is rising-edge sensitive. In these Modes, 
a rising edge of GATE (trigger) sets an edge-sensi- 
tive flip-flop in the Counter. This flip-flop is then sam- 
pled on the next rising edge of CLK; the flip-flop is 
reset immediately after it is sampled. In this way, a 
trigger will be detected no matter when it occurs—a 
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high logic level does not have to be maintained until 
the next rising edge of CLK. Note that in Modes 2 
and 3, the GATE input is both edge- and level-sensi- 
tive. In Modes 2 and 3, if a CLK source other than 
the system clock is used, GATE should be pulsed 
immediately following WR of a new count value. 


COUNTER 


New counts are loaded and Counters are decre- 
mented on the falling edge of CLK. 


The largest possible initial count is 0; this is equiva- 
lent to 216 for binary counting and 104 for BCD 
counting. 


The Counter does not stop when it reaches zero. In 
Modes 0, 1, 4, and 5 the Counter “wraps around” to 
the highest count, either FFFF hex for binary count- 
ing or 9999 for BCD counting, and continues count- 
ing. Modes 2 and 3 are periodic; the Counter reloads 
itself with the initial count and continues counting 
from there. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias....... 0°C to 70°C 
Storage Temperature.......... .. 65° to + 150°C 
Supply Voltage ................06. —0.5 to +8.0V 
Operating Voltage .................. +4V to +7V 
Voltage on any Input.......... GND —2V to +6.5V 
Voltage on any Output ..GND-—0.5V to Voc + 0.5V 
Power Dissipation ........... 0.0.00 e eee 1 Watt 


D.C. CHARACTERISTICS 


* WARNING: Stressing the device beyond the “Absolute 
Maximum Fiatings’’ may cause permanent damage. — 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” — 
may affect device reliability. 


(Ta=0°C to 70°C, Vec=5V+ 10%, GND=OV) (Ta = —40°C to +85°C for Extended Temperature) 


[Symbol [Parameter 
| 
| 


Output High Voltage 


in| ‘Input Load Current 
Output Float Leakage Current 


Voc Supply Current 


Voc Supply Current-Standby 


IL 
IH 
OL 
OH 
IL 
CC 


IccsB 


Voc Supply Current-Standby 


Input Capacitance 
1/O Capacitance 
Output Capacitance 


’ 


A.C. CHARACTERISTICS 


+2.0 Vin= Vcc to OV 
Vout = Vcc to 0.0V 


8MHz 82C54 
10MHz 82C54-2 
CLK Freq = DC 
CS = Vcc. 
All iInputs/Data Bus Voc 
All Outputs Floating 


CLK Freq = DC 
CS = Vcc. All Other Inputs, 
I/O Pins = Vgnp, Outputs Open 


returned to GND(5) 


(Ta = 0°C to 70°C, Voc = 5V +10%, GND =OV) (Ta = —40°C to + 85°C for Extended Temperature) 


BUS PARAMETERS (Note 1) 
READ CYCLE | 


t 
t 
t 
t 
t 
t 
NOTE: : 


1. AC timings measured at Voy = 2.0V, Vo. = 0.8V. 
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, | Min 
| tan | Address Stable BeforeRD | 30 
| tsa | CS StableBetoreRDL | 
[| taza | AddressHoldTimeatterRDT | 
[| tan | RD Pulsewidth | 
| tap | Datta DelayfromRDL | 
[| typ | Data DelayfromAddress | 
| tor | RDP toDataFloating | 
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A.C. CHARACTERISTICS (Continued) 
WRITE CYCLE 


Symbol . Parameter 


Address Stable Before WR { 


CS Stable Before WR J 


Address Hold Time After WR T 
Data Setup Time Before WR T 


CLOCK AND GATE 


Clock Period 


High Pulse Width 


[Clock RiseTime ———SSiSSSSCid 
NOTES: 


2. In Modes 1 and 5 triggers are sampled on each rising clock edge. A second trigger within 70 ns for the 82C54-2 of the 
rising clock edge may not be detected. 

3. Low-going glitches that violate tpwH, tpw_ may cause errors requiring counter reprogramming. 

4. Except for Extended Temp., See Extended Temp. A.C. Characteristics below. 

5. Sampled not 100% tested. Ta = 25°C. | 

6. If CLK present at Two min then Count equals N+2 CLK pulses, Two max equals Count N+1 CLK pulse. Two min to 
Twc max, count will be either N+ 1 or N+2 CLK pulses. 

7. In Modes 1 and 5, if GATE is present when writing a new Count value, at Two min Counter will not be triggered, at Two 
max Counter will be triggered. . 

8. If CLK present when writing a Counter Latch or ReadBack Command, at Tc, min CLK will be reflected in count value 
latched, at Tc, max CLK will not be reflected in the count value latched. Writing a Counter Latch or ReadBack Command 
between Tc. min and Tw, max will result in a latched count vallue which is + one least significant bit. 


EXTENDED TEMPERATURE (Ta = —40°C to + 85°C for Extended Temperature) 


| Symbot | Parameter 


CLK Delay for Loading 
Gate Delay for Sampling 


82C54. | | | | I ntel > 


t 


WAVEFORMS 


WRITE 


[$< ty — i twa peer 


ileal 


tow ——> two—> 
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READ 


231244-15 


RECOVERY 


231244-16 
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CLOCK AND GATE 


OUTPUT 0 


A.C. TESTING INPUT, OUTPUT WAVEFORM 


INPUT/OUTPUT 


2.4 
2.0 2.0 


= TEST POINTS < 


0.8 0.8 
0.45 


231244-18 
A.C. Testing: Inputs are driven at 2.4V for a logic “1” and 0.45V 
for a logic ‘‘0.” Timing measurements are made at 2.0V for a logic 
“4” and 0.8V for a logic ‘‘0.” 


REVISION SUMMARY 


The following list represents the key differences be- 
tween Rev. 005 and 006 of the 82C54 Data Sheet. 


1. References to and specifications for the 8 MHz 
82C54 are removed. Only the 10 MHz 82C52-2 
remains in production. 


82C54 


231244-17 — 
* Last byte of count being written 


A.C. TESTING LOAD CIRCUIT 


DEVICE 
UNDER 
TEST 


231244-19 


C. = 150 pF 
C,_ includes jig capacitance 
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8255A-5 

PROGRAMMABLE PERIPHERAL INTERFACE 
m MCS-85 Compatible 8255A-5 m Direct. Bit Set/Reset Capability Easing 
m 24 Programmable I/O Pins Control Application Interface 
m= Completely TTL Compatible m Reduces System Package Count 
m Fully Compatible with Intel m Improved DC Driving Capability 

Microprocessor Families | m Available in EXPRESS 

m= Improved Timing Characteristics — Standard Temperature Range 


— Extended Temperature Range 


m 40 Pin DIP Package 


(See Intel Packaging: Order Number: 240800-001, 
Package Type P) 


The Intel 8255A is a general purpose programmable I/O device designed for use with Intel microprocessors. It 
has 24 I/O pins which may be individually programmed in 2 groups of 12 and used in 3 major modes of 
operation. In the first mode (MODE 0), each group of 12 I/O pins may be programmed in sets of 4 to be input 
or output. In MODE 1, the second mode, each group may be programmed to have 8 lines of input or output. Of 
the remaining 4 pins, 3 are used for handshaking and interrupt control signals. The third mode of operation 
(MODE 2) is a bidirectional bus mode which uses 8 lines for a bidirectional bus, and 5 lines, borrowing one 
from the other group, for handshaking. 


————- +5V 


POWER GRouP 
SUPPLIES A 
om —S bios 
Te 
GROUP 
is 1/0 
PORT C Cee PC7-PCe 
Bi-DIREC TIONAL DATA BUS 
07-00 
: BUFFER 8255A-5 
se a 
RB 
- — 
7. “tous ENN OLSON 
: he 
RESET 
231308-2 
Figure 2. Pin 
Configuration 
{ol 


231308-1 
Figure 1. 8255A Block Diagram 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

| September 1993 
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intel. 82C55A 
CHMOS PROGRAMMABLE PERIPHERAL INTERFACE 


= Compatible with all Intel and Most = Control Word Read-Back Capability 
Other Microprocessors m Direct Bit Set/Reset Capability 


m High Speed, “Zero Wait State” m 2.5 mA DC Drive Capability on all 1/0 
Operation with 8 MHz 8086/88 and Port Outputs gaia 


es Available in 40-Pin DIP and 44-Pin PLCC 
m 24 Programmable I/O Pins re ee ae eee 
m Available in EXPRESS 


m Low Power CHMOS — Standard Temperature Range | 
um Completely TTL Compatible — Extended Temperature Range 


The Intel 82C55A is a high-performance, CHMOS version of the industry standard 8255A general purpose 
programmable |/O device which is designed for use with all Intel and most other microprocessors. It provides 
24 |/O pins which may be individually programmed in 2 groups of 12 and used in 3 major modes of operation. 
The 82C55A is pin compatible with the NMOS 8255A and 8255A-5. 


In MODE 0, each group of 12 I/O pins may be programmed in sets of 4 and 8 to be inputs or outputs. In 
MODE 1, each group may be programmed to have 8 lines of input or output. 3 of the remaining 4 pins are used 
for handshaking and interrupt control signals. MODE 2 is a strobed bi-directional bus configuration. 


The 82C55A is fabricated on Intel’s advanced CHMOS III technology which provides low power consumption 
with performance equal to or greater than the equivalent NMOS product. The 82C55A is available in 40-pin 
DIP and 44-pin plastic leaded chip carrier (PLCC) packages. 
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Figure 1. 82C55A Block Diagram 


231256-2 
Figure 2. 82C55A Pinout 


Diagrams are for pin reference only. Package 
sizes are not to scale. 
The complete document for this product is available on Intel’s “Data-on-Demand”’ CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 
September 1987 
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tel 8256AH 
MULTIFUNCTION MICROPROCESSOR 


SUPPORT CONTROLLER 


m Programmable Serial Asynchronous 


m Two 8-Bit Programmable Parallel I/O 


Communications Interface for 5-, 6-, 7-, 
or 8-Bit Characters, 1, 114, or 2 Stop 
Bits, and Parity Generation 


m@ On-Board Baud Rate Generator a 


Programmable for 13.Common Baud 
Rates up to 19.2 KBits/Second, or an 
External Baud Clock Maximum of 1M 
Bit/Second 


m Five 8-Bit Programmable Timer/ 
Counters; Four Can Be Cascaded to 
Two 16-Bit Timer/Counters 


Ports; Port 1 Can Be Programmed for 
Port 2 Handshake Controls and Event 
Counter Inputs 


Eight-Level Priority Interrupt Controller 
Programmable for 8085 or iAPX 86, 
iAPX 88 Systems and for Fully Nested 
Interrupt Capability 


Programmable System Clock to 1 <x, 


2xX<,3 X,or5 X 1.024 MHz 


The Intel 8256AH Multifunction Universal Asynchronous Receiver-Transmitter (MUART) combines five com- 
monly used functions into a single 40-pin device. It is designed to interface to the 8086/88, iAPX 186/188, and 
8051 to perform serial communications, parallel I/O, timing, event counting, and priority interrupt functions. All 
of these functions are fully programmable through nine internal registers. In addition, the five timer/counters 
and two parallel |/O ports can be accessed directly by the microprocessor. 
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The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 


your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 
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October 1994 
Order Number: 230759-002. 


Me! 8259A 


PROGRAMMABLE INTERRUPT CONTROLLER 
(8259A/8259A-2) 


m 8086, 8088 Compatible m Single +5V Supply (No Clocks) 

m MCS-80, MCS-85 Compatible m Available in 28-Pin DIP and 28-Lead 
m Eight-Level Priority Controller ee ed hid 

m Expandable to 64 Levels mg Available in EXPRESS 

m= Programmable interrupt Modes — Standard Temperature Range 


m Individual Request Mask Capability i xrenced vemperature Range 


The Intel 8259A Programmable Interrupt Controller handles up to eight vectored priority interrupts for the CPU. - 
It is cascadable for up to 64 vectored priority interrupts without additional circuitry. It is packaged in a 28-pin 
DIP, uses NMOS technology and requires a single + 5V supply. Circuitry is static, requiring no clock input. 


The 8259A is designed to minimize the software and real time overhead in handling multi-level priority inter- 
rupts. It has several modes, permitting optimization for a variety of system requirements. 


The 8259A is fully upward compatible with the Intel 8259. Software originally written for the 8259 will operate 
the 8259A in all 8259 equivalent modes (MCS-80/85, Non-Buffered, Edge Triggered). 
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Figure 1. Block Diagram 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

December 1988 - 

Order Number: 231468-003 5-45 
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— 82C59A-2 


CHMOS Programmable Interrupt Controller 


m Pin Compatible with NMOS 8259A-2 m 80C86/88 and 8080/85/86/88 
mw Ejight-Level Priority Controller _ Compatible 
‘m Expandable to 64 levels m Fully Static Design 

a 

a 


Programmable Interrupt Modes m Single 5V Power Supply 
Low Standby Power—10 yA @ Available in 28-Pin Plastic DIP 


(See Packaging Spec., Order #231369) 
m Individual Request Mask Capability | 


The Intel 82C59A-2 is a high performance CHMOS version of the NMOS 8259A-2 Priority Interrupt Controller. 
The 82C59A-2 is designed to relieve the system CPU from the task of polling in a multi-level priority interrupt 
system. The high speed and industry standard configuration of the 82C59A-2, make it compatible with micro- 
processors such as the 80C86/88, 8086/88 and 8080/85. 


The 82C59A-2 can handle up to 8 vectored priority interrupts for the CPU and is cascadable to 64 without 
additional circuitry. It is designed to minimize the software and real time overhead in handling multi-level 
priority interrupts. Two modes of operation make the 82C59A-2 optimal for a variety of system requirements. 
Static CHMOS circuit design, requiring no clock input, insures low operating power. It is packaged in a 28-pin 
plastic DIP. . 
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Table 1. Pin Description 


Symbol STS Name and Function 
| 28 |__| SUPPLY: +5 Supply 


CHIP SELECT: A low on this pin enables RD and WR 
communication between the CPU and the 82C59A-2. INTA 
functions are independent of CS. 


WRITE: A low on this pin when CS is low enables the 
82C59A-2 to accept command words from the CPU. 


READ: A low on this pin when CS is low enables the. 
82C59A-2 to release status onto the data bus for the CPU. 

“Dy=Dp - BIDIRECTIONAL DATA BUS: Control, status and interrupt- 
vector information is transferred via this bus. 


CAS9-CAS2 12, 13, 15 CASCADE LINES: The CAS lines form a private 82C59A-2 
bus to control a multiple 82C59A-2 structure. These pins are 
outputs for a master 82C59A-2 and inputs for a slave 
82C59A-2. 


SLAVE PROGRAM/ENABLE BUFFER: This is a dual 
function pin. When in the Buffered Mode it can be used as an 
output to control buffer transceivers (EN). When not in the 
buffered mode it is used as an input to designate a master (SP 
= 1) or slave (SP = 0). 


INT INTERRUPT: This pin goes high whenever a valid interrupt 
request is asserted. It is used to interrupt the CPU, thus it is 
connected to the CPU’s interrupt pin. 


INTERRUPT REQUESTS: Asynchronous inputs. An interrupt 
request is executed by raising an IR input (low to high), and 
holding it high until it is acknowledged (Edge Triggered Mode), 
or just by a high level on an IR input (Level Triggered Mode). 
Internal pull-up resistors are implemented on IRO-7. 


INTA INTERRUPT ACKNOWLEDGE: This pin is used to enable 
82C59A-2 interrupt-vector data onto the data bus by a 
sequence of interrupt acknowledge pulses issued by the CPU. 


Ao AO ADDRESS LINE: This pin acts in conjunction with the CS, 
WR, and RD pins. It is used by the 82C59A-2 to decipher 
various Command Words the CPU writes and status the CPU 
wishes to read. It is typically connected to the CPU AO 
address line (A1 for 80C86, 80C88). 
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82C59A-2 


FUNCTIONAL DESCRIPTION 


Interrupts in Microcomputer Systems 


Microcomputer system design requires that I/O de- 
vices such as keyboards, displays, sensors and oth- 
er components receive servicing in an efficient man- 
ner so that large amounts of the total system tasks 
can be assumed by the microcomputer with little or 
no effect on throughput. : 


The most common method of servicing such devic- 
es is the Polled approach. This is where the proces- 
sor must test each device in sequence and in effect 
“ask” each one if it needs servicing. It is easy to see 
that a large portion of the main program is looping 
through this continuous polling cycle and that such a 
method would have a serious, detrimental effect on 
system throughput, thus limiting the tasks that could 
be assumed by the microcomputer and reducing the 
cost effectiveness of using such devices. 


A more desirable method would be one that would 
allow the microprocessor to be executing its main 
program and only stop to service peripheral devices 
when it is told to do so by the device itself. In effect, 
the method would provide an external asynchronous 
input that would inform the processor that it should 
complete whatever instruction that is currently being 
executed and fetch a new routine that will service 
the requesting device. Once this servicing is com- 
plete, however, the processor would resume exactly 
where it left off. 


This method is called /nterrupt. |t is easy to see that 


system throughput would drastically increase, and 
thus more tasks could be assumed by the micro- 
computer to further enhance its cost effectiveness. 


The Programmable Interrupt Controller (PIC) func- 
tions as an overall manager in an Interrupt-Driven 
system environment. It accepts requests from the 
peripheral equipment, determines which of the in- 


coming requests is of the highest importance (priori- 


ty), ascertains whether the incoming request has a 
higher priority value than the level currently being 
serviced, and issues an interrupt to the CPU based 
on this determination. 


Each peripheral device or structure usually has a 
special program or “‘routine” that is associated with 
its specific functional or operational requirements; 
this is referred to as a “service routine’. The PIC, 
after issuing an Interrupt to the CPU, must somehow 


input information into the CPU that can “point” the 


Program Counter to the service routine associated 
with the requesting device. This “pointer” is an ad- 
dress in a vectoring table and will often be referred 
to, in this document, as vectoring data. 
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The 82C59A-2 


The 82C59A-2 is a device specifically designed for 
use in real time, interrupt driven microcomputer sys- 
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Figure 3a. Polled Method 


231201-4 


Figure 3b. Interrupt Method 


a 
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tems. It manages eight levels or requests and has 
built-in features for expandability to other 
82C59A-2’s (up to 64 levels). It is programmed by 
the system’s software as an I/O peripheral. A selec- 
tion of priority modes is available to the programmer 
so that the manner in which the requests are proc- 


essed by the 82C59A-2 can be configured to match 
system requirements. The priority modes can be 


changed or reconfigured dynamically at any time. 


during the main program. This means that the com- 
plete interrupt structure can be defined as required, 
based on the total system environment. 


INTERRUPT REQUEST REGISTER (IRR) AND 
IN-SERVICE REGISTER (ISR) 


The interrupts at the IR input lines are handled by 
two registers in cascade, the Interrupt Request Reg- 
ister (IRR) and the In-Service Register (ISR). The 
IRR is used to store all the interrupt levels which are 
requesting service; and the ISR is used to store all 
the interrupt levels which are being serviced. 


PRIORITY RESOLVER 


This logic block determines the priorities of the bits 
set in the IRR. The highest priority is selected and 
strobed into the corresponding bit of the ISR during 
INTA pulse. 


INTERRUPT MASK REGISTER (IMR) 


The IMR stores the bits which mask the interrupt 
lines to be masked. The IMR operates on the IRR. 
Masking of a higher priority input will not affect the 
interrupt request lines of lower priority. 


INT (INTERRUPT) 


This output goes directly to the CPU interrupt input. 
The Vox level on this line is designed to be fully 
compatible with the 8080A, 8085A, 80C88 and 
80C86 input levels. 


INTA (INTERRUPT ACKNOWLEDGE) 


INTA pulses will cause the 82C59A-2 to release vec- 
toring information onto the data bus. The format of 
this data depends on the system mode (PM) of the 
82C59A-2. 


DATA BUS BUFFER 


This 3-state, bidirectional 8-bit buffer is used to inter- 
face the 82C59A-2 to the system Data Bus. Control 
words and status information are transferred 
through the Data Bus Buffer. 


82C59A-2 


READ/WRITE CONTROL LOGIC 


The function of this block is to accept OUTput com- 
mands from the CPU. It contains the Initialization 
Command Word (ICW) registers and Operation 
Command Word (OCW) registers which store the 
various control formats for device operation. This 
function block also allows the status of the 
82C59A-2 to be transferred onto the Data Bus. 


CS (CHIP SELECT) 


A LOW on this input enables the 82C59A-2. No 
reading or writing of the chip will occur unless the 
device is selected. 


WR (WRITE) 


A LOW on this input enables the CPU to write con- 
trol words (ICWs and OCWs) to the 82C59A-2. 


RD (READ) 


A LOW on this input enables the 82C59A-2 to send 
the status of the Interrupt Request Register (IRR), In 
Service Register (ISR), the Interrupt Mask Register 
(IMR), or the Interrupt level onto the Data Bus. 


Ao 


This input signal is used in conjunction with WR and | 
RD signals to write commands into the various com- 
mand registers, as well as reading the various status 
registers of the chip. This line can be tied directly to 
one of the address lines. 


THE CASCADE BUFFER/COMPARATOR 


This function block stores and compares the IDs of 
all 82C59A-2’s used in the system. The associated 
three |/O pins (CASO-—2) are outputs when the 
82C59A-2 is used as a master and are inputs when 
the 82C59A-2 is used as a slave. As a master, the 
82C59A-2 sends the ID of the interrupting slave de- 
vice onto the CASO-2 lines. The siave thus selected 
will send its preprogrammed subroutine address 
onto the Data Bus during the next one or two con- | 
secutive INTA pulses. (See section “Cascading the 
82C59A-2’’.) 
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INTERRUPT SEQUENCE 


The powerful features of the 82C59A-2 in a micro- 
computer system are its programmability and the in- 
terrupt routine addressing capability. The latter al- 
lows direct or indirect jumping to the specific inter- 
rupt routine requested without any polling of the in- 
terrupting devices. The normal sequence of events 


intel. 


during an ee depends on the type of CPU be- 
ing used. 


The events occur as follows in an MCS-80/85 sys- 

tem: 

1. One or more of the INTERRUPT REQUEST Lines 
(IR7-—0) are raised high, setting the corresponding 
IRR bit(s). 
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Figure 4. 82C59A-2 Block Diagram 
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Figure 5. 82C59A-2 Interface to Standard System Bus 
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2. The 82C59A-2 evaluates these requests, and 
sends an INT to the CPU, if appropriate. 

3. The CPU acknowledges the INT and responds 
with an INTA pulse. 

4. Upon receiving an INTA from the CPU group, the 
highest priority ISR bit is set, and the correspond- 


ing IRR bit is reset. The 82C59A-2 will also re-- 


lease a CALL instruction code (11001101) onto 
the 8-bit Data Bus through its D7-0 pins. 


5. This CALL instruction will initiate two more INTA 
pulses to be sent to the 82C59A-2 from the CPU 
group. 

6. These two INTA pulses allow the 82C59A-2 to 
release its preprogrammed subroutine address 
onto the Data Bus. The lower 8-bit address is re- 
leased at the first INTA pulse and the higher 8-bit 
address is released at the second INTA pulse. 


7. This completes the 3-byte CALL instruction re- 
leased by the 82C59A-2. In the AEOI mode the 
ISR bit is reset at the end of the third INTA pulse. 
Otherwise, the ISR bit remains set until an appro- 
priate EO! command is issued at the end of the 
interrupt sequence. 


The events occurring in an 80C86 system are the 
same until step 4. 


4. Upon receiving an INTA from the CPU group, the 
highest priority ISR bit is set and the correspond- 
ing IRR bit is reset. The 82C59A-2 does not drive 
the Data Bus during this cycle. 


5. The 80C86 will initiate a second INTA pulse. Dur- 
ing this pulse, the 82C59A-2 releases an 8-bit 
pointer onto the Data Bus where it is read by the 
CPU. 


6. This completes the interrupt cycle. In the AEOI 
mode the ISR bit is reset at the end of the second 
INTA pulse. Otherwise, the ISR bit remains set 
until an appropriate EOI command is issued at the 
end of the interrupt subroutine. 


If no interrupt is present at step 4 of either sequence 
(i.e., the request was too short in duration) the 
82C59A-2 will issue an interrupt level 7. Both the 
vectoring bytes and the CAS lines will look like an 
interrupt level 7 was requested. 


When the 82C59A-2 PIC receives an interrupt, INT 
becomes active and an interrupt acknowledge cycle 
is started. If a higher priority interrupt occurs be- 
tween the two INTA pulses, the INT line goes inac- 
tive immediately after the second INTA pulse. After 
an unspecified amount of time the INT line is activat- 
ed again to signify the higher priority interrupt waiting 
for service. This inactive time is not specified and 
can vary between parts. The designer should be 
aware of this consideration when designing a sys- 
tem which uses the 82C59A-2. It is recommended 
that proper asynchronous design techniques be fol- 
lowed. 


82C59A-2 


INTERRUPT SEQUENCE OUTPUTS 


MCS®-80, MCS-85 


This sequence is timed by three INTA pulses. During 
the first INTA pulse the CALL opcode is enabled 
onto the data bus. 
Content of First Interrupt 
Vector Byte 
D7 D6 D5 D4 D3 D2 D1 DO 


CALLCODE| 110 0 1 #141 90 1 


During the second INTA pulse the lower address of 
the appropriate service routine is enabled onto the 
data bus. When Interval = 4 bits As—A7 are pro- 
grammed, while Ap-A4 are automatically inserted by 
the 82C59A-2. When Interval = 8 only Ag and A7 © 
are programmed, while Ag—As are automatically in- 
serted. . 


Content of Second Interrupt 
Vector Byte 


During the third INTA pulse the higher address of the 
appropriate service routine, which was programmed 
as byte 2 of the initialization sequence (Ag — Aj4s5), is 
enabled onto the bus. 
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Content of Third Interrupt 
Vector Byte 


D7 D6 D5 D4 D2 D1 DO 
ras [ata [ara [ar [art [avo | a0 [a8 
80C86, 80C88 


80C86, 80C88 ise is similar to MCS-80 mode ex- 
cept that only two Interrupt Acknowledge cycles are 
issued by the processor and no CALL opcode is 
sent to the processor. The first interrupt acknowl- 
edge cycle is similar to that of MCS-80, 85 systems 
in that the 82C59A-2 uses it to internally freeze the 
state of the interrupts for priority resolution and as a 
master it issues the interrupt code on the cascade 


lines at the end of the INTA pulse. On this first cycle — 


it does not issue any data to the processor and 
leaves its data bus buffers disabled. On the second 
interrupt acknowledge cycle in 80C86, 80C88 mode 
the master (or slave if so programmed) will send a 
byte of data to the processor with the acknowledged 
interrupt code composed as follows (note the state 
of the ADI mode control is ignored and As—A;4 are 
unused in 80C86, 80C88 mode): 


Content of interrupt Vector Byte 
for 80C86, 80C88 System Mode 


bar [rte [ts] prs] of ofa 


PROGRAMMING THE 82C59A-2 


The 82C59A-2 accepts two types of command 

words generated by the CPU: 

1. /nitialization Command Words ([CWs): Before nor- 
mal operation can begin, each 82C59A-2 in the 
system must be brought to a starting point — by a 
sequence of 2 to 4 bytes timed by WR pulses. 

2. Operation Command Words (OC Ws): These are 

‘the command words which command the 
82C59A-2 to operate in various interrupt modes. 
These modes are: 


a. Fully nested mode 
b. Rotating priority mode 
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The OCWs can be written into the 82C59A-2 any- 
time after initialization. 


Cc. Special mask mode 
d. Polled mode 


INITIALIZATION COMMAND WORDS 
(ICWS) | 


GENERAL 


Whenever a command is issued with AO = 0 and D4 
= 1, this is interpreted as Initialization Command 
Word 1 (ICW1). ICW1 starts the initialization se- 
quence during which the following automatically oc- 
Cur. 


a. The edge sense circuit is reset, which means that 
following initialization, an interrupt request (IR) in- 
put must make a low-to-high transition to gener- 
ate an interrupt. 


b. The Interrupt Mask Register is cleared. 
c. IR7 input is assigned priority 7. 
d. The slave mode address is set to 7. 


e. Special Mask Mode is cleared and Status Read is 
set to IRR. 


f. If 1C4 = 0, then all functions selected in ICW4 are 
set to zero. (Non-Buffered mode*, no Auto-EOl, 
MCS-80, 85 system). 


*NOTE: 
Master/Slave in ICW4 is only used in the buffered 
mode. 


INITIALIZATION COMMAND WORDS 1 AND 2 
(ICW1, ICW2) 


As—Aj5: Page starting address of service routines. 
In an MCS 80/85 system, the 8 request levels will 
generate CALLs to 8 locations equally spaced in 
memory. These can be programmed to be spaced 
at intervals of 4 or 8 memory locations, thus the 
8 routines will occupy a page of 32 or 64 bytes, 
respectively. 


The address format is 2 bytes long (Ag—A45). When 
the routine interval is 4, Ag—A,4 are automatically in- 
serted by the 82C59A-2, while As—Aj5 are pro- 
grammed externally. When the routine interval is 8, 
Ao-As are automatically inserted by the B2CS9A-2, 
while Ag—Aji5 are programmed externally. 


The 8-byte interval will maintain compatibility with 
current software, while the 4-byte interval is best for 
a compact jump table. 


In an 80C86, 80C88 system A;5-Aj1; are inserted in 
the five most significant bits of the vectoring 
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byte and the 82C59A-2 sets the three least signifi- 
cant bits according to the interrupt level. Ayg—As are 
ignored and ADI (Address Interval) has no effect: 


LTIM: If LTIM = 1, then the 82C59A-2 will operate 
in the level interrupt mode. Edge detect logic 
on the interrupt inputs will be disabled. 


ADI: CALL address interval. ADI = 1 then inter- 
val = 4; ADI = 0 then interval = 8. 


SNGL: Single. Means that this is the only 82C59A-2 
in the system. If SNGL = 1 no ICW3 will be 
issued. 


IC4: if this bit is set — ICW4 has to be read. If 
ICW4 is not needed, set IC4 = 0. 


INITIALIZATION COMMAND WORD 3 (ICW3) 


This word is read only when there is more than one 
82C59A-2 in the system and cascading is used, in 
which case SNGL = 0. It will load the 8-bit slave 
register. The functions of this register are: 


a. In the master mode (either when SP = 1, or in 
buffered mode when M/S = 1 in ICW4) a “1” is 
set for each slave in the system. The master then 
will release byte 1 of the call sequence (for MCS- 
80/85 system) and will enable the corresponding 
slave to release bytes 2 and 3 (for 80C86, 80C88 
only byte 2) through the cascade lines. 


NO (SINGL = 1) 


READY TO ACCEPT 
INTERRUPT REQUESTS 


Figure 6. Initialization Sequence 
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b. In the slave mode (either when SP = 0, or if BUF 
= 1 and M/S = 0 in ICW4) bits 2-0 identify the 
slave. The slave compares its cascade input with 
these bits and, if they are equal, bytes 2 and 3 of 
the call sequence (or just byte 2 for 80C86, 
80C88 are released by it on the Data Bus. 


INITIALIZATION COMMAND WORD 4 (ICW4) 
SFNM: If SFNM = 1 the special fully nested mode 
is programmed. 


BUF: If BUF = 1 the buffered mode is pro- 
grammed. In buffered mode SP/EN be- 
comes an enable output and the master/ 
slave determination is by M/S. 


M/S: If buffered mode is selected: M/S = 1 
means the 82C59A-2 is programmed to be a 
master, M/S = 0 means the 82C59A-2 is 
programmed to be a slave. If BUF = 0, M/S 
has no function. | 


lf AEO! = 1 the automatic end of interrupt 
mode is programmed. a 


PM: Microprocessor mode: »PM = 0 sets the 
82C59A-2 for MCS-80, 85 system operation, 
uPM = 1 sets the 82C59A-2 for 80C86 sys- 
tem operation. 


AEOI!: 


231201-9 
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NOTE: 


Icw1 


D7 D4 Ds 


1=ICW4 NEEDED 


O=NO ICW4 NEEDED 


1 =SINGLE ; 
0 =CASCADE MODE 


CALL ADDRESS INTERVAL 
1=INTERVAL OF 4 
=INTERVAL OF 8 


1=LEVEL TRIGGERED MODE 
O=EDGE TRIGGERED MODE 


Az~As OF INTERRUPT 


VECTOR ADDRESS 
(MCS=80 /85 MODE ONLY) 


y At A A 
WA % % 


A,5—Ag OF INTERRUPT 
VECTOR ADDRESS 
(MCS-80/85 MODE ONLY) 
Tz—Ts OF INTERRUPT 
VECTOR ADDRESS 
(80C86 /80C88 MODE) 


=IR INPUT HAS A SLAVE 
O=!IR INPUT DOES NOT HAVE 
A SLAVE 


ICW3 (SLAVE DEVICE) 
Ag dD De Ds D, Dz Do D, Do 


ICW4 


D, De Ds Dg Dz Dy Dy Dg 


Ao 


1 = 80C86 /80C88 MODE 
0=MCS=80 /85 MODE 


1=AUTO EOI 
O=NORMAL EO! 


To 1.x ] NON-BUFFERED MODE 
r 4 | 0 | BUFFERED MODE /SLAVE 
fy {| 1 {| BUFFERED MODE / MASTER 


1 =SPECIAL FULLY NESTED MODE 
O=NOT SPECIAL FULLY NESTED 
MODE 


Slave ID is equal to the corresponding master IR input. 
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Figure 7. Initialization Command Word Format 
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OPERATION COMMAND WORDS 
(OCWs) 


After the initialization Command Words (ICWs) are 
programmed into the 82C59A-2, the chip is ready to 
accept interrupt requests at its input lines. However, 
during the 82C59A-2 operation, a selection of algo- 
rithms can command the 82C59A-2 to operate in 
various modes through the Operation Command 
Words (OCWSs). 


OPERATION CONTROL WORDS (OCWs) 


ocw1 
AO 


D7 D6 a a a ae D4 D3 D2 D1 


/M7 M6 M5 M4 M3 M2 M1 MO| M6 M5 M4 M3 M2 M1 MO 


ocw2 
| 0 | R SL EO} 0 0 2 Ut LO 


OCcW3 


[| 0 ESMM SMM 0 1 P RR AIS 


OPERATION CONTROL WORD 1 (OCW1) 


OCW1 sets and clears the mask bits in the interrupt 
Mask Register (IMR). M7—Mo represent the eight 
mask bits. M = 1 indicates the channel is masked 
(inhibited), M = 0 indicates the channel is enabled. 


OPERATION CONTROL WORD 2 (OCW2) 


R, SL, EO! — These three bits control the Rotate 
and End of Interrupt modes and combinations of the 
two. A chart of these combinations can be found on 
the Operation Command Word Format. 


Lo, Ly, Lo —These bits determine the interrupt level 
acted upon when the SL bit is active. 


OPERATION CONTROL WORD 3 (OCW3) 


ESMM — Enable Special Mask Mode. When this bit 
is set to 1 it enables the SMM bit to set or reset the 
Special Mask Mode. When ESMM = 0 the SMM bit 
becomes a “don’t care”. 


SMM — Special Mask Mode. If ESMM = 1 and 
SMM = 1 the 82C59A-2 will enter Special Mask 
Mode. If ESMM = 1 and SMM = 0 the 82C59A-2 
will revert to normal mask mode. When ESMM = 0, 
SMM has no effect. 


82C59A-2 


FULLY NESTED MODE 


This mode is entered after initialization unless anoth- 
er mode is programmed. The interrupt requests are 
ordered in priority form O through 7 (0 highest). 
When an interrupt is acknowledged the highest pri- 
ority request is determined and its vector placed on 
the bus. Additionally, a bit of the Interrupt Service 
register (ISO-7) is set. This bit remains set until the 
microprocessor issues an End of Interrupt (EOI) 
command immediately before returning from the 
service routine, or if AEO! (Automatic. End of Inter- 
rupt) bit is set, until the trailing edge of the last INTA. 
While the IS bit is set, all further interrupts of the 
same or lower priority are inhibited, while higher lev- 
els will generate an interrupt (which will be acknowl- 
edged only if the microprocessor internal interrupt 
enable flip-flop has been re-enabled through soft- 
ware). 


After the initialization sequence, IRO has the highest 
priority and IR7 the lowest. Priorities can be 
changed, as will be explained, in the rotating peony 
mode. 


END OF INTERRUPT (EO!) 


The In Service (IS) bit can be reset either automati- 
cally following the trailing edge of the last in se- 
quence INTA pulse (when AEO! bit in ICW4 is set) or 
by a command word that must be issued to the 
82C59A-2 before returning from a service routine 
(EOI command). An EO! command must be issued 
twice if in the Cascade mode, once for the master 
and once for the corresponding slave. 


There are two forms of EOI command: Specific and 
Non-Specific. When the 82C59A-2 is operated in 
modes which preserve the fully nested structure, it 
can determine which IS bit to reset on EOI. When a 
Non-Specific EOI command is issued the 82C59A-2 
will automatically reset the highest IS bit of those 
that are set, since in the fully nested mode the high- 
est IS level was necessarily the last level acknowl- 
edged and serviced. A non-specific EO! can be is- 
sued with OCW2 (EO! = 1, SL = 0, R = 0). 


When a mode is used which may disturb the fully 


nested structure, the 82C59A-2 may no longer be 
able to determine the last level acknowledged. In 
this case a Specific End of Interrupt must be issued 
which includes as part of the command the IS level 
to be reset. A specific EO! can be issued with OCW2 
(EOI = 1, SL = 1, R = 0, and LO-L2 is the binary 
level of the IS bit to be reset). 


It should be noted that an IS bit that is masked by an 


IMR bit will not be cleared by a non-specific EOI if 
the 82C59A-2 is in the Special Mask Mode. 
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INTERRUPT MASK 
1=MASK SET 
| O=MASK RESET 


IR LEVEL TO BE 
ACTED UPON 


NON SPECIFIC EO] COMMAND } eno OF INTERRUPT 


SPECIFIC EOI COMMAND 

ROTATE ON NON=SPECIFIC EOI COMMAND 

ROTATE IN AUTOMATIC EO! MODE (SET) | aroune ROTATION 
ROTATE IN AUTOMATIC EOI MODE (CLEAR) 

*ROTATE ON SPECIFIC EO! COMMAND 
*SET PRIORITY COMMAND 

NO OPERATION 


} SPECIFIC ROTATION 


*LO—L2 ARE USED 


ocw3 


READ REGISTER COMMAND 


1=POLL COMMAND 
O=NO POLL COMMAND 


SPECIAL MASK MODE 


SPECIAL 
MASK 


NO ACTION 


Figure 8. Operation Command Word Format 
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AUTOMATIC END OF INTERRUPT (AEOI) MODE 


lf AEOI = 1 in ICW4, then the 82C59A-2 will operate 
in AEOI mode continuously until reprogrammed by 
ICW4. In this mode the 82C59A-2 will automatically 
perform a non-specific EO! operation at the trailing 
edge of the last interrupt acknowledge pulse (third 
pulse in MCS-80/85, second in 80C86/88). Note 
that from a system standpoint, this mode should be 
used only when a nested multilevel interrupt struc- 
ture is not required within a single 8B2C59A. 


The AEOI mode can only be used in a master 
82C59A and not a slave. 


AUTOMATIC ROTATION 


(Equal Priority Devices) 


In some applications there are a number of interrupt- 
ing devices of equal priority. In this mode a device, 
after being serviced, receives the lowest priority, so 
a device requesting an interrupt will have to wait, in 
the worst case until each of 7 other devices are 
serviced at most once. For example, if the priority 
and “‘in service”’ status is: 


Before Rotate (IR4 the highest priority requiring 
service) 
IS7 1S6 IS5 IS4 IS3 IS2 1S1 ISO 


of tfols}ojojojo. 


Highest 
Priority 


“IS” Status 


Lowest 
Priority 


{ dL. 
Priority Status }7felsl4iaf2{1]o. 


After Rotate (!R4 was serviced, all other priorities 
rotated correspondingly) 


IS7 IS6 1S5 1S4 IS3 IS2 IS1 ISO 


poli jojo}ojojofo. 


Highest 

Priority 
tod 
2|1}o}7|6lsjaja 


There are two ways to accomplish Automatic Rota- 
tion using OCW2, the Rotation on Non-Specific EO! 
Command (R = 1, SL = 0, EOI = 1) and the Ro- 


“IS” Status 


Lowest 
Priority 


Priority Status 


82C59A-2 


tate in Automatic EOI Mode which is set by (R 
SL = 0, EO! = 0) and cleared by (R = 0, SL 
EOI! = 0). 


1, 
0, 


SPECIFIC ROTATION 


(Specific Priority) 


The programmer can change priorities by program- 
ming the bottom priority and thus fixing ail other pri- 
Orities; i.e., if IR5 is programmed as the bottom prior- 
ity device, then IR6 will have the highest one. 


The Set Priority command is issued in OCW2 where: 
R = 1, SL = 1; LO-L2 is the binary priority level 
code of the bottom priority device. 


Observe that in this mode internal status is updated. 
by software control during OCW2. However, it is in- 
dependent of the End of Interrupt (EO!) command 
(also executed by OCW2). Priority changes can be 
executed during an EO! command by using the Ro- 
tate on Specific EO! command in OCW2 (R = 1, SL 
= 1, EOI = 1 and LO-L2 = IR level to receive 
bottom priority). | 


INTERRUPT MASKS 


Each Interrupt Request input can be masked individ- 
ually by the interrupt Mask Register (IMR) pro- 
grammed through OCW1. Each bit in the IMR masks 
one interrupt channel if it is set (1). Bit O masks IRO, 
Bit 1 masks IR1 and so forth. Masking an IR channel 
does not affect the other channels operation. 


SPECIAL MASK MODE 


Some applications may require an interrupt service 
routine to dynamically alter the system priority struc- 
ture during its execution under software control. For 
example, the routine may wish to inhibit lower priori- 
ty requests for a portion of its execution but enable 
some of them for another portion. 


The difficulty here is that if an interrupt Request is 
acknowledged and an End of Interrupt command did 
not reset its IS bit (i.e., while executing a service 
routine), the 82C59A-2 would have inhibited all lower 
priority requests with no easy way for the routine to 
enable them. 


That is where the Special Mask Mode comes in. In 
the special Mask Mode, when a mask bit is set in 
OCW1, it inhibits further interrupts at that level and 
enables interrupts from a// other levels (lower as well 
as higher) that are not masked. 
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Thus, any interrupts may be selectivity enabled by 
loading the mask register. 


The special Mask Mode is set by OCW3 where: 
SSMM = 1, SMM = 1, and cleared where SSMM = 
1, SMM = 0. 


POLL COMMAND 


In Poll mode the INT output functions as it normally 
does. The microprocessor should ignore this output. 
This can be accomplished either by not connecting 
the INT output or by masking interrupts within the 
microprocessor, thereby disabling its interrupt input. 
Service to devices is achieved by software using a 
Poll command. 


_ The Poll command is issued by setting P = “1” in 
OCW3S. The 82C59A-2 treats the next RD pulse to 


LTIM BIT 
O=EDGE 
1=LEVEL 


READ IRR 


WRITE MASK 


- , | 

intel. 
the 82C59A-2 (i.e., RD = 0, CS = 0) as an interrupt 
acknowledge, sets the appropriate IS bit if there is a 


request, and reads the priority level. ee is fro- 
zen from WR to RD. 


The word enabled onto the data bus during RD is: 
D7 D6 D5 D4 D3 D2 D1 ODO 
C= Ww2 W1 WO 


WO-Wz2: 


Binary code of the highest priority level requesting 
service. 


I: Equal to a “1” if there is an interrupt. 


This mode is useful if there is a routine command 


common to several levels so that the INTA se- 


quence is not needed (saves ROM space). Another - 
application is to use the poll mode to expand the 
number of priority levels to more than 64. 


TO OTHER PRIORITY CELLS 


PRIORITY 


pSET ISR | ResoLvER 


CONTROL 
LOGIC 


INTERNAL 
DATA BUS 


MASTER CLR 
READ ISR 
READ IMR 


231201-12 


1. Master Clear active only during ICW1 
2. Freeze/ is active during INTA/and poll sequences only 


3. Truth Table for D-Latch 


Cj; D Q OPERATION 
1 Di FOLLOW 
0 Qn-1 HOLD 


Figure 9. Priority Cell—Simplified Logic Diagram 
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READING THE 82C59A-2 STATUS 


The input status of several internal registers can be 
read to update the user information on the system. 
The following registers can be read via OCW3 (IRR 
and ISR or OCW1 [IMR)}). 


Interrupt Request Register (IRA): 8-bit register which 
contains the levels requesting an interrupt to be ac- 
knowledged. The highest request level is reset from 
the IRR when an interrupt is acknowledged. (Not af- 
fected by IMR). 


In-Service Register (ISR): 8-bit register which con- 
tains the priority levels that are being serviced. The 
ISR is updated when an End of Interrupt Command 
is issued. 


Interrupt Mask Register. 8-bit register which con- 
tains the interrupt request lines which are masked. 


The IRR can be read when, prior to the RD pulse, a 
Read Register Command is issued with OCW3 (RR 
= 1, RIS = 0.) 


The ISR can be read when, prior to the RD pulse, a 
Read Register Command is issued with OCW3 (RR 
= 1, RIS = 1): 


There is no need to write an OCW3 before every 
status read operation, as long as the status read 
corresponds with the previous one; i.e., the 
82C59A-2 “remembers” whether the IRR or ISR has 
been previously selected by the OCW3. This is not 
true when poll is used. 


After initialization the 82C59A-2 is set to IRR. 


For reading the IMR, no OCW3 is needed. The out- 
put data bus will contain the IMR whenever RD is 
active and AO = 1 (OCW'1). 


Polling overrides status read when P = 
in OCWS. 


EARLIEST IR 
CAN BE REMOVED 


82C59A-2 


EDGE AND LEVEL TRIGGERED MODES 
This mode is programmed using bit 3 in ICW1. 


lf LTIM = ‘0’, an interrupt request will be recognized 
by a low to high transition on an IR input. The IR 
input can remain high without generating another in- 
terrupt. 


lf LTIM = ‘1’, an interrupt request will be recognized 
by a ‘high’ level on IR Input, and there is no need for 
an edge detection. The interrupt request must be 
removed before the EO! command is issued or the 
CPU interrupt is enabled to prevent a second inter- 
rupt from occurring. 


The priority cell diagram shows a conceptual circuit 
of the level sensitive and edge sensitive input circuit- 
ry of the 82C59A-2. Be sure to note that the eaves" 
latch is a transparent D type latch. 


In both the edge and level triggered modes the IR 
inputs must remain high until after the falling edge of 
the first INTA. If the IR input goes low before this 
time a DEFAULT IR7 will occur when the CPU ac- 
knowledges the interrupt. This can be a useful safe- 
guard for detecting interrupts caused by spurious 
noise glitches on the IR inputs. To implement this 
feature the IR7 routine is used for ‘‘clean up” simply 
executing a return instruction, thus ignoring the inter- 
rupt. If IR7 is needed for other purposes a default 
IR7 can still be detected by reading the ISR. A nor- 
mal IR7 interrupt will set the corresponding ISR bit, a 
default IR7 won't. If a default IR7 routine occurs dur- 
ing a normal IR7 routine, however, the ISR will re- 
main set. In this case it is necessary to keep track of 
whether or not the IR7 routine was previously en- 
tered. If another IR7 occurs it is a default. 


LATCH’ 
"EDGE TRIGGERED MODE ONLY ARMED 
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Figure 10. IR Triggering Timing Requirements 
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THE SPECIAL FULLY NESTED MODE 


This mode will be used in the case of a big system. 


where cascading is used, and the priority has to be 
conserved within each slave. In this case the fully 
nested mode will be programmed to the master (us- 
ing ICW4). This mode is similar to the normal nested 
mode with the following exceptions: 


a. When an interrupt request from a certain slave is 
in service this slave is not locked out from the 
master’s priority logic and further interrupt re- 
quests from higher priority IR’s within the slave 
will be recognized by the master and will initiate 
interrupts to the processor. (In the normal nestled 
mode a slave is masked out when its request is in 
service and no higher requests from the same 
slave can be serviced.) 


b. When exiting the Interrupt Service routine the 
software has to check whether the interrupt serv- 
iced was the only one from that slave. This is 
done. by sending a non-specific End of Interrupt 
(EOI) command to the slave and then reading its 
In-Service register and checking for zero. If it is 
empty, a non-specific EOI can be sent to the mas- 
ter too. If not, no EOI should be sent. 


BUFFERED MODE 


When the 82C59A-2 is used in a large system where 
bus driving buffers are required on the data bus and 
the cascading mode is used, there exists the Pree: 
lem of enabling buffers. 


The buffered mode will structure the 82C59A-2 to 
send an enable signal on SP/EN to enable the buff- 
ers. In this mode, whenever the 82C59A-2’s data 
bus outputs are enabled, the SP/EN output be- 
comes active. 


intel. 


This modification forces the use of software pro- 
gramming to determine whether the 82C59A-2 is a 
master or a slave. Bit 3 in ICW4 programs the buff- 
ered mode, and bit 2 in ICW3 determines whether it 
is a master or a slave. 


CASCADE MODE 


The 82C59A-2 can he easily interconnected in a 
system of one master with up to eight slaves to han- 
dle up to 64 priority levels. 


The master controls the slaves through the 3 line 
cascade bus. The cascade bus acts like chip selects 
to the slaves during the INTA sequence. 


In a cascade configuration, the slave interrupt out- 
puts are connected to the master interrupt request 
inputs. When a slave request line is activated and 
afterwards acknowledged, the master will enable the 
corresponding slave to release the device routine 
address during bytes 2 and 3 of INTA. (Byte 2 only 
for 80C86/80C88). 


The cascade bus lines are normally low and will con- 
tain the slave address code from the trailing edge of 
the first INTA pulse to the trailing edge of the third 
pulse. Each 82C59A-2 in the system must follow a 
separate initialization Sequence and can be pro- 
grammed to work in a different mode. An EOi com- 
mand must be issued twice: once for the master and 
once for the corresponding slave. An address de- 
coder is required to activate the Chip Select (CS) 
input of each 82C59A-2. 


The cascade lines of the Master 82C59A-2 are acti- 
vated only for slave inputs, non slave inputs leave 
the cascade line inactive (low). 


ADORESS BUS (16) 


CONTROL BUS 


a i - 


DATA BUS (8) 


DO-7 = INTA 


INTERRUPT REQUESTS 
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Figure 11. Cascading the 82C59A-2 
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ABSOLUTE MAXIMUM RATINGS* 


miMpIOnt Vem ature Heer See OS * WARNING: Stressing the device beyond the “Absolute 
Storage Temperature .......... —65°C to + 150°C Maximum Ratings” may cause permanent damage. 
Supply Voltage (w.r.t. ground) ........ —0.5 to 7.0V These are stress ratings only. Operation beyond the 


“Operating Conditions” is not recommended and ex- 
Input Voltage (w.r.t. ground) ...—0.5toVec + 0.5V tended exposure beyond the “Operating Conditions” 
Output Voltage (w.r.t. ground). . —0.5 to Voc + 0.5V may affect device reliability. 


Power Dissipation..................0008- 0.9 Watt 


Vin = Voc or GND 
All IR = GND 
Outputs Unloaded 
Voc = 5.5V 


D.C. CHARACTERISTICS Ta = 0°C to 70°C, Voc = 5V +10% 
Pi [reste | 05 


Output High Voltage V lon = —2.5mA 
ee av loH = —100 pA 


= IR Input Leakage Current — 300 VIN = 
+10 Vin = Voc 


NOTE: 
Repeated data input with 80C86-2 timings. 


CAPACITANCE Ta = 25°C; Voc = GND = OV 


[Parameter | Win [ Max | Unite | TestGondtions 
a ae 
cour | Ouputcepaciance [ts fe | st 
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A.C. CHARACTERISTICS T, = 0°C to 70°C, Voc = 5V +10%. 
TIMING REQUIREMENTS 


TAHRL | AO/CS Setup to RD/INTA J 
TRHAX AO/CS Hold after RD/INTA T 


82C59A-2 


TWHDX Data Hold after WR T 
TJLJH Interrupt Request Width (Low) 


TCVIAL Cascade Setup to Second or Third 
INTA J (Slave Only) 

TRHRL End of RD to next RD 160 
End of INTA to next INTA within 
an INTA sequence only 


TWHWL End of WR to next WR 


*TCHCL End of Command to next Command 400 
(Not same command type) 
End of INTA sequence to next 
INTA sequence. 


*Worst case timing for TCHCL in an actual microprocessor system is typically much greater than 400 ns (i.e. 8085A = 1.6 
ws, 8085-A2 = 1 us, 80C86 = 1 ys, 80C86-2 = 625 ns) 


NOTE: 
This is the low time required to clear the input latch in the edge triggered mode. 


10 
160 
190 
160 
100 

40 
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i ntel 82C59A-2 
1 


TRLDV | Data Valid from RD/INTA J 
TRHDZ | Data Float after RD/INTA T 10 | 85 | 


8259A-2 


| Min | 

Loud 

| 10 

Interrupt Output Delay a 
Sd == cea Dd 

(Master Only) 

Road 

ee 

| 


TA 
TRHEH Enable Inactive from RD fT or INTA T 
TAHDV Data Valid from Stable Address 
TCVDV Cascade Valid to Valid Data 


**Test Condition Definition Table 


TESTCONDITION | v1 | RI | 
1 1.7V | 5230 | OPEN | 100 pf 
2 4.5V | 1.8k0 | 1.8k0 | 30 pf 


A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 


TRLEL | Enable Active fom RD J or INTA L 


INPUT OUTPUT 


Se 
VIL = 0.4V 0.45V 


OUTPUT TEST POINT 


FROM 
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DEVICE UNDER TEST 
ci* 


A.C. Testing: All input signals must switch between V\_ — 0.4V 
and Viy + 0.4V. Input Rise and Fall Times must be < 15 ns. All 


timing measurements are made at 2.4V and 0.45V. si aaa 


*Includes Stray and 
Jig Capacitance 


WAVEFORMS 


DATA BUS 


231201-17 


: 5-63 


82C59A-2 | i ntel : 


WAVEFORMS (Continued) 


READ/INTA 


cs 
ADORESS BUS 
Ae 


DATA BUS 
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OTHER TIMING 


231201-19 
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WAVEFORMS (Continued) 


INTA SEQUENCE 


TCVIAL TCVIAL 


ee ee, 


TIALCV 
= 231201-20 


NOTES: 
1. Interrupt output must remain HIGH at least until leading edge of first INTA. 
2. Cycle 1 in 80C86 and 80C88 systems, the Data Bus is not active. 


DATA SHEET REVISION REVIEW 


The following changes have been made since revision 003 of the 82C59A-2 data sheet. 

1. Preliminary was removed. 

2. A reference to PLCC packaging was removed. 

3. The first paragraph of the Poll Command section was rewritten to clarify the status of the INT pin. 


4. A paragraph was added to the Interrupt Sequence section to indicate the status of the INT pin during 
multiple interrupts. 
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8279/8279-5 
PROGRAMMABLE KEYBOARD/DISPLAY INTERFACE 
m Simultaneous Keyboard Display m Single 16-Character Display 
Operations | = Right or Left Entry 16-Byte Display 
m Scanned Keyboard Mode RAM 
m Scanned Sensor Mode m Mode Programmable from CPU 
m@ Strobed Input Entry Mode | Programmable Scan Timing 
m 8-Character. Keyboard FIFO _@ Interrupt Output on Key Entry 
m 2-Key Lockout or N-Key Rollover with m Available in EXPRESS | 
Contact Debounce -—— Standard Temperature Range 


m Dual 8- or 16-Numerical Display — Extended Temperature range 


The Intel 8279 is a general purpose programmable keyboard and display |/O interface device designed for use 
with Intel microprocessors. The keyboard portion can provide a scanned interface to a 64-contact key matrix. 
The keyboard portion will also interface to an array of sensors or a strobed interface keyboard, such as the hall 
_ effect and ferrite variety. Key depressions can be 2-key lockout or N-key rollover. Keyboard entries are 

debounced and strobed in an 8-character FIFO. If more than 8 characters are entered, overrun status is set. 
Key entries set the interrupt output line to the CPU. | 


The display portion provides a scanned display interface for LED, incandescent, and other popular display 
technologies. Both numeric and alphanumeric segment displays may be used as well as simple indicators. The 
8279 has 16x8 display RAM which can be organized into dual 16x4. The RAM can be loaded or interrogated 
by the CPU. Both right entry, calculator and left entry typewriter display formats are possible. Both read and 
write of the display RAM can be done with auto-increment of the display RAM address. 


KEY DATA 


CNTL ‘STB |< 


1 
2 
3 
4 
5 
6 
7 
8 
9 


CPU 
INTERFACE 


DISPLAY 
DATA 


290123-2 
290123-1 Figure 2. Pin Configuration | 
Figure 1. Logic Symbol 


The complete document for this product is available on Intel’s “Data-on-Demand” CD-ROM product. Contact 
your local Intel field sales office, Intel technical distributor, or call 1-800-548-4725. 

September 1987 
5-66 Order Number: 290123-002 
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82389 


_ MESSAGE PASSING COPROCESSOR 
A MULTIBUS II BUS INTERFACE CONTROLLER 


mu Highly Integrated VLSI Device 

— Single-Chip Interface for the Parallel 
System Bus (IEEE 1296) 

— Interrupt Handling/Bus Arbitration 
Functions 

— Dual-Buffer Input and Output DMA 
Capabilities 

— Nine 32-Byte High Speed FIFOs 


= Multiple Interface Support 

— Complete Protocol Support of the 
PSB Bus (Message Passing) 

— Processor Independent Interface 
(8-, 16-, or 32-Bit CPU) 

— Low-Cost 8-Bit Microcontroller 
Interface 

— Dual-Port Memory Interface 


m High Performance Coprocessing 

Functions 

— Offloads CPU for Communication 
and Bus Interfacing 

— 40 Megabytes/sec Burst Transfer 
Speed | 

— Optimized for Real-Time Response 
(Max. 900 ns for 32-Byte Interrupt 
Packet) | 


m CMOS Technology 
m 149-Pin PGA Package (15 x 15 Grid) 


The MPC 82389 is a highly integrated VLSI device that maximizes the performance of a Multibus Il based 
multiprocessor system. It integrates the functions of bus arbitration, data transmit packetizing, error handling 
and interrupt control. Because of these integrated functions, the host CPU can be offloaded to utilize the 
maximum bus performance and subsequently increase the system throughput. The MPC 82389 also supports 
geographic addressing by providing access to the local interconnect registers for reference and control. 


The MPC 82389 is designed to interface with an 8-, 16-, or 32-bit processor. The Parallel System Bus (PSB) 
performance is not affected by the CPU buswidth or bandwidth. The data on the PSB is burst transferred at the 
maximum bus speed of 40 Megabytes/second regardless of CPU bus performance. Such performance is 
possible due to decoupling of the CPU from the PSB. 


This data sheet is supplemented by a MPC User’s Manual, \ntel literature number 176526-002. The MPC 
User’s Manual provides detailed information regarding hardware and software board design information. In 
addition, the IEEE 1296 specification can provide more information regarding the MULTIBUS II bus architec- 


ture. 


MULTIPROCESSOR ARCHITECTURE 


LOCAL 
RESOURCES 


PROCESSOR 
CIRCUIT BOARD 


November 1991 
Order Number: 290145-004 


PARALLEL SYSTEM BUS 


290145-1 
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1.0 MPC 82389 INTRODUCTION 


The 82389 Message Passing Coprocessor (MPC) is 
a highly integrated CMOS VLSI device which inter- 
faces any microprocessor to the MULTIBUS II Paral- 
lel System Bus (PSB). The PSB is defined for easy 
access and sharing of resources in a processing en- 
vironment which allows the existence of both intelli- 
gent and non-intelligent add-in boards. The MPC 
complements the MULTIBUS II environment by pro- 
viding an optimized interface for the PSB at its maxi- 
mum bandwidth. The MPC also offloads the host 
CPU, thus increasing system throughput, by provid- 
ing the necessary bus arbitration, message passing 
protocol, error handling and interrupt control for a 
MULTIBUS II system. Figure 1-1 shows an example 
of the MPC’s message passing performance. 


1.1 Functional Overview 


The MPC 82389 is a bus interface controller which 
offloads the host CPU for interprocessor communi- 
cation on the PSB. The MPC 82389 features four 
interfaces which support a variety of data transfer 
operations. 


1.1.1 MPC 82389 INTERFACES 


The three primary interfaces to the MPC (PSB Inter- 
face, Host CPU Interface and Interconnect Inter- 
face) all function asynchronously to one another. 
This is accomplished through the use of internal 
latches and FIFOs that allow references to occur 
simultaneously on all interfaces. In addition to the 
three primary interfaces, the MPC contains a Dual- 
Port Interface which provides compatibility with past 
system implementations and software. | 
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—PSB Interface | 


The PSB Interface is the synchronized, shared data 


_ pathway in the MULTIBUS II system. 


—Host CPU Interface 

The Host CPU Interface is a set of addressable reg- 
isters and ports that is the private pathway for the 
local microprocessor on the MULTIBUS II board. 


—Interconnect Interface 

The Interconnect Interface provides a path for add- 
ed board functionality that is independent from the 
host CPU. 


—Dual-Port Interface 
The Dual-Port Interface supports shared memory 
references. 


1.1.2 MAJOR OPERATIONS 


—Unsolicited and Solicited Message Passing 

The unsolicited and solicited message passing pro- 
tocol is an interprocessor communication protocol 
which allows an intelligent agent* on the PSB to 
communicate with another agent without any CPU 
intervention at full PSB speed. | 


—PSB Memory and I/O Single Cycle Access 

The MPC performs single cycle read/write transfers 
from the host to memory and I/O locations across 
the PSB. The MPC handles bus arbitration, parity 
generation and error detection without CPU inter- 
vention. 


—Local Interconnect Access | 
The host CPU and other agents on the PSB can 
access local interconnect space via the MPC. 


*An agent is any device with an interface to the 
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Figure 1-1. Message Passing Performance Example 
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—Remote Interconnect Access 

The MPC enables the host CPU to access remote 
interconnect locations assigned to other PSB 
agents. 


—Dual-Port Memory Access Support 
Other PSB agents can access dual-port memory via 
the MPC. 


—Central Services Module (CSM) support 

The MPC has a minimal set of built-in CSM support 
features which allow the CSM to be incorporated 
into any MULTIBUS II board design. 


2.0 MESSAGE PASSING PROTOCOL 


The MULTIBUS II architecture designates the data 
transfer protocol between agents on the PSB as 
message passing. Message passing allows agents 
to transfer variable amounts of data at maximum 
PSB speed. The MPC fully supports the PSB’s stan- 
dardized message passing protocol. The entire 
handshaking procedure between agents on the PSB 
is handled by the MPC without CPU intervention. 


There are two types of messages that can be trans- 
mitted from one agent to another: Unsolicited Mes- 
sages and Solicited Messages. 


2.1 Unsolicited Messages 


Unsolicited messages are short, fixed-length mes- 
sages that can arrive unexpectedly. Unsolicited 
messages can be transmitted without explicit buffer 
allocation and without synchronization between 
sending and receiving agents on the PSB. Unsolicit- 
ed messages are often referred to as intelligent or 
virtual interrupts, since they can be used as a signal- 
ing mechanism between boards, replacing tradition- 
al system interrupts and freeing the CPU from hav- 
ing to poll for information. In addition, unsolicited 
messages allow for up to 28 bytes of user data. 
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2.2 Solicited Messages 


Solicited messages are used to transfer large 
amounts of data. Up to 16 Mbytes (less 1 byte) of 
data can be transferred in a single solicited message 
transmission sequence. Solicited message transfers 
require the receiving agent to explicitly allocate a 
buffer. Buffer negotiation between sending and re- 
ceiving agents is handled using unsolicited mes- 
sages as follows: 


— A buffer request message initiates a solicited 
message transfer. It requests the receiving agent 
to allocate a buffer large enough to hold the so- 
licited data. 


— A buffer grant message must be returned by the 
receiving agent before the solicited data can be 
transferred. The buffer grant informs the sending 
agent’s MPC that a buffer has been allocated 
and indicates that the receiving agent’s MPC is 
ready to begin the data transfer. 


— A buffer reject message is returned by the re- 
ceiving agent if a buffer for the solicited data 
cannot be provided. In this case, the rejection is 
final, and no further action is required. 


lf a DMA controller handles the solicited message 
transfer, DMA controller setup is also needed. Typi- 
cally, the sending agent programs its DMA controller 
immediately before sending a buffer request, and 
the receiving agent programs its DMA controller im- 
mediately before sending a buffer grant. 


Once solicited buffer negotiation is complete (the 
sending agent’s MPC has received a buffer grant), 
the agents transfer the data without further interven- 
tion. The data is sent as a series of solicited packets 
on the sending agent’s local bus. The MPCs perform 
transfer and routing across the PSB automatically. 
At the end of the solicited data transfer, both the 
sending and receiving agents get a completion indi- 
cation from their local MPC. 


3.0 MPC 82389 INTERFACES 


The MPC 82389 features a total of 4 interfaces. The 
three primary interfaces are the Host CPU Interface, 
PSB Interface and the Interconnect Interface. The 
MPC also has a Dual-Port Memory Interface which 
provides compatibility with past system implementa- 
tions and software. Figure 3-1 shows the four MPC 
bus interfaces. 
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Figure 3-1. MPC Bus Interfaces 


3.1 Host CPU Interface 


The Host CPU Interface connects an 8-, 16-, or 32- 
bit processor to the MPC. The Host CPU Interface 
supports direct references to memory, I/O, and in- 
terconnect address space on the PSB. The entire 
Host CPU Interface is composed of three sub-inter- 
faces: Register Sub-Interface, Reference Sub-Iinter- 
face and DMA Sub-Interface. 


—Register Sub-Interface 


The Register Sub-Interface is composed of a bank 


of 8-bit registers on the Host CPU Interface. These 
registers provide the configuration, status and com- 
mand interface for the host CPU. A host register op- 
eration is independent from operations which may 
~ be in progress at the MPC’s other interfaces. How- 
ever, some host register operations are dependent 
on the internal state of the MPC. In host register 
operations, the maximum duration is decided by the 
strobe width. Thus, the number of wait states re- 
quired at the local interface is under the control of 
the host CPU. 


—Reference Sub-Interface | 

The Reference Sub-Interface supports direct refer- 
ences to memory, I/O, and interconnect address 
space on the PSB. Memory and I/O references are 
initiated by the CPU to the MPC. The MPC responds 
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to a memory or I/O reference by putting the CPU on 
hold while arbitrating for the PSB. The CPU is held in 
wait states until the reference is complete or until a 
bus exception condition occurs on the PSB. The 
Reference Sub-Interface supports both read and 
write operations to the registers. The local intercon- 
nect address space is differentiated from the inter- 
connect address on the PSB by the bit pattern 
stored in the MPC’s slot address register. 


—DMA Sub-!nterface 


_ The DMA Sub-Interface supports data transfers be- 


tween the local memory and the MPC during solicit- 
ed message operations. The DMA Interface is de- 
signed to support either two-cycle or fly-by (single- 
cycle) read/write transfers. For two-cycle opera- 
tions, the DMA controller performs one cycle into 
memory and another cycle to the MPC; a read com- 
mand is used to get data from the MPC and a write 
command is used to put data into the MPC. Fly-by 
operations allow data to be transferred during a sin- 
gle bus cycle; a fly-by transfer will use a write com- 
mand to get data from the MPC (corresponding to a 
memory write) and a read command to put data into 
the. MPC (corresponding to a memory read). The 
higher performance possible with fly-by transfers 
mandates the alignment of data on 4-byte bounda- 
ries. 


intel. 


3.2 Parallel System Bus Interface 


The Parallel System Bus (PSB) Interface is a full 32- 
bit interface to other boards in the MULTIBUS II 
chassis. The PSB Interface supports PSB aprbitra- 
tion, data transfer and error handling. 


—Parallel System Bus Arbitration 

The MPC begins PSB access arbitration upon a re- 
quest which is generated inside the MPC. This re- 
quest could be the result of a synchronized PSB 
memory, I/O or interconnect reference request or a 
message packet transmit request from the CPU. 


—Data Transfer 

The PSB Interface contains all the address/data 
lines and necessary control signals for data transfer. 
These control signals provide the control mecha- 
nism between agents during transfer operations. 


—Error Handling 

The MPC monitors errors generated during data 
transfer operations. The MPC recognizes data integ- 
rity problems on the PSB and bus timeout condi- 
tions. 


3.3 Interconnect Interface 


The Interconnect Interface is an independent 8-bit 
communication interface which allows the MPC to 
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be connected to a microcontroller. (It is highly rec- 
ommended that an 8051 or similar microcontroller 
be used on the Interconnect Interface.) This micro- 


controller will perform tasks such as board configu- 
_ration at startup and local diagnostics. 


The interconnect space of an agent is the only re- 
quired bus space by the IEEE 1296 specification and 
has a 512-byte register range. Within this space the 
microcontroller can store the local operating and 
configuration parameters associated with the agent. 
For example, local diagnostics can be executed out 
of the microcontroller and the results posted in the 
interconnect space. | 


Local resources on an agent gain access to inter- 
connect space through the MPC’s interconnect bus. 
A microcontroller connects to the interconnect bus - 
for intelligent handling of interconnect operations. 
All interconnect bus signals are asynchronous to the 
bus clock and to the local bus signals. 


3.4 Basic Implementation with the 
MPC 82389 


Figure 3-2 shows a basic implementation of the 
MPC 82389. Included in this implementation is the 
Interconnect Interface, the Host CPU Interface and 
the PSB Interface. 
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3.5 Dual-Port Interface 


The Dual-Port Interface supports shared memory accesses between agents on the PSB. In order to fully 
implement dual-port memory, some additional dual-port memory controller logic is required. Figure 3-3 shows 
an example of the MPC implemented with dual-port memory. 
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Figure 3-3. The MPC implemented with Dual-Port Memory 
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4.0 MPC 82389 OPERATIONS ~ 


The primary function of the MPC 82389 is MULTI- 
BUS II message passing. In addition to message 
passing, the MPC performs the following functions: 
— Memory and I/O Reference | 

— Local Interconnect Reference 

— Remote Interconnect Reference 

— Interconnect Replier Operations 

— Dual-Port Replier Operations 

— Central Services Module Support 


_ 4.1 MULTIBUS II Message Passing 


The MPC manages the routing of message packets 
as they flow between the interfaces of each MULTI- 
BUS Il agent in the system. For message traffic on 
the PSB, message decode logic on the PSB input 
bus determines message routing through the MPC. 
For the Host CPU Interface and Interconnect Inter- 
face, the MPC defines a signal protocol for message 
passing. 


MULTIBUS II messages, both unsolicited and solicit- 
ed, are transferred through nine dedicated internal 


Transmit/Error Receive 
FIFO 
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Figure 4-1. The MPC Uses Nine Dedicated Internal 32-Byte FIFO Buffers 
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FIFO buffers between the Host CPU Interface and 
PSB Interface. Unsolicited messages are intelligent 
(also called virtual) interrupts which notify the receiv- 
ing agent to prepare for the receipt of solicited mes- 
sages. Unsolicited messages use the Transmit/Er- 
ror FIFO and the Receive FIFO. The Transmit FIFO 
holds a 32-byte packet for transmittal across the: 
PSB. If there is an error in transmission, the Transmit 
FIFO becomes the Error FIFO, where the errant 
message can be read back along with error status. 
The Receive FIFO is a circular queue of four 32-byte 
buffers from which unsolicited messages are re- 
ceived from the PSB by the host CPU. 


Solicited messages consist of information data 
packets which are transmitted between agents. So- 

licited messages use the Solicited Input FIFO and. 
Solicited Output FIFO. These FIFOs are dual 32- 

byte buffers which are used for the temporary stor- 

age of solicited data packets as they travel between 

the Host CPU Interface and the PSB Interface. The 

solicited output header logic attaches header infor- 

mation to the solicited data packet before sending. it 
onto the PSB. All FIFOs are able to operate inde- 

pendently and concurrently, thus creating a true mul- 

titasking message passing environment. Figure 4-1 

shows the nine dedicated internal FIFO buffers. 
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4.1.1 UNSOLICITED TRANSMIT/RECEIVE 


Unsolicited message passing sequences occur be- 
tween the Host CPU Interface and the PSB Interface 
using FIFOs internal to the MPC. FIFO status is 
available on the Host CPU Interface and in state ma- 
chines internal to the MPC. On the Host CPU Inter- 
face, host register operations write bytes to the 
Transmit FIFO and read bytes from the Receive 


FIFO. On the PSB, the MPC manages the emptying _ 


and filling of the Transmit and Receive FIFOs using 
MULTIBUS Il message passing protocol and the 
Transmit and Receive FIFOs on another agent’s 
MPC. For detailed information about message pass- 
ing protocol across the PSB, see the /EEE 1296 
High Performance Synchronous 32-bit Bus Stan- 
dard. 


4.1.2 SOLICITED INPUT/OUTPUT 


Solicited transfers are pre-negotiated using unsolicit- 
ed message sequences. Dedicated FIFOs (Solicited 
Input FIFO and Solicited Output FIFO) are then used 
for the transfer of solicited data packets. This allows 
large amounts of data to be moved between agents 
independently of unsolicited messages. In most cas- 
es, the solicited transfer occurs under DMA control, 
freeing the host CPU to handle other activities. The 
DMA controller uses the input channel DMA re- 
quest/acknowledge and output channel DMA re- 
quest/acknowledge signals along with the read/ 
write signal to stream the data from/to the solicited 
FIFOs. On the PSB, the data is transferred in bursts 
using MULTIBUS II message passing protocol and 
similar solicited FIFOs on another agent’s MPC. The 
MPCs add header information to the packets on the 
PSB, indicating source, destination and length. Data 
transfers through the solicited FIFOs can be set up 
for 8, 16 or 32 bits of data width on the Host CPU 
Interface, but occur at full 32-bit width on the PSB. 


4.2 Memory and I/O References 


Remote memory or !/O reference operations are 
Host CPU Interface operations that involve an ac- 
cess through the MPC to a resource across the PSB. 
This resource can be a dumb memory or I/O board. 
The remote reference can only be done through the 
MPC as a single cycle operation (no block transfers) 
to the remote resource and can involve an unknown 
number of wait states. Many MULTIBUS II CPU 
boards use an alternate path (such as the iLBX bus 
found on Intel iSBC boards) that is an independent 
extension of the local bus for full-speed and block 
transfer operations. 


The host CPU initiates a memory or |/O reference by 
activating memory select (MEMSELYT) or !/O select 
(IOSEL), A<5-2>, BE<3-0>, with a RD or WR 
strobe. If necessary, LOCK is activated to allow 
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back-to-back accesses across the PSB, holding all 
other agents off the memory or I/O resource. The 
MPC activates its WAIT output to indicate that the 
operation is in progress. 


The data for reference operation proceeds through 
the MPC and PSB to a memory or I/O address on 
another agent. A data path from D<31-0> through 
the buffered address/data bus (BAD<31-0>) is 
used for the data transfer. Data is latched internally 
in a reference data latch. Parity is generated to the 
PSB on BPAR <3-0O> for the data on each write 
operation and checked on data read. Completion of 
the operation is indicated when the MPC deactivates 
the WAIT output. 


The memory or I/O address for the reference opera- 
tion is routed around the MPC through an external 
reference address latch. This latch is controlled by 
the REFADR signal from the MPC. 


4.3 Local interconnect Reference 


A local interconnect reference operation is an ac- 
cess by the host CPU to the interconnect records 
maintained by the local interconnect microcontroller. 
The geographic interconnect address is preloaded 
into a pair of registers internal to the MPC. The up- 
per 5 bits of the interconnect address determine 
whether the operation is local or remote. A data path 
from D<7-0> to the interconnect address/data 
bus ([AD<7-0>) is used. The microcontroller uses 
the interconnect request (IREQ) output to sense the 
request. The request is serviced by the interconnect 
microcontroller through a sequence of accesses to 
registers within the MPC using the interconnect ad- 
dress strobe (IAST), interconnect read (IRD), and in- 
terconnect write (IWR) strobes, and the IAD multi- 
plexed bus. The WAIT signal is used as for memory 
and I/O references to indicate completion of the lo- 


_ cal interconnect reference operation. 


4.4 Remote Interconnect Reference 


A remote interconnect reference is an access by the 
host CPU to interconnect space on another agent. 
The host CPU requests a remote interconnect refer- 
ence by writing the interconnect address to the 
same register used in the local interconnect request, 
except that the upper 5 bits of the interconnect ad- 
dress indicate the slot address of another agent on 
the PSB. The data flows through the MPC as ina 
remote memory or I/O reference, except that the 
data transfer occurs only on D<7-0>. The remote 
microcontroller services the request through an in- 
terconnect replier operation. 


+* indicates that the signal is active low. 
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4.5 Interconnect Replier Operations 


When another agent performs a remote intercon- 


nect reference request, it gains access to local inter- 
connect space through the MPC. The MPC decodes 
an interconnect request on the PSB for a slot ID 
match and signals the interconnect microcontroller 
independently of the local bus interface. The micro- 
controller then handles the request in the same way 
as a local interconnect request. 


4.6 Dual-Port Replier Operations 


Other agents can access dual-port memory via the 
MPC. A memory access request on the PSB is de- 
coded by the MPC for an address range match and 
serviced by the dual-port controller (external circuitry 
must be provided). The MPC provides only the hand- 
shaking path. Data transfer occurs directly on the 
BAD bus. If a bus exception occurs while a dual-port 
memory reference is in progress, the MPC will signal 
the dual-port controller to terminate the operation. 


4.7 Central Services Modular Support 


The IEEE 1296 specification defines the Central 
Services Module (CSM) that resides in Slot 0 of a 
MULTIBUS II system. The CSM is responsible for 


~ these functions: - 


— reset sequencing ee reset ‘Signal on the 
PSB) 


— assignment of card slot and arbitration IDs during 
reset initialization 


_ — generation of system wide clocks for all agents 
(bus clocks and time of day) 


— generation of bus timeout | 


— battery back-up of system constants (host ID, 
time of day, etc.) 


-The MPC has a minimal set of built-in CSM support 
features that allow the incorporation of CSM into any 
MULTIBUS II board design. The MPC, interconnect 

_microcontroller, and a small amount of external cir- 

cuitry can fully implement the CSM automatically 

_ when the board is inserted into Card Slot 0. 


4.7.1 ADDITIONAL CSM REQUIREMENTS 


In addition to the interconnect microcontroller and 
the MPC, the following functions must be provided 
through external logic: 


— clock generation 

— PSB reset generation 

— cold/warm start detection 
— PSB timeout generation 
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The clock generator provides the bus clock (BCLK) | 
and central clock (CCLK) signals to the PSB. The 
reset generator provides the hardware reset line 
(RESET) to all agents on the PSB. Cold/warm start 
detection circuitry distinguishes between a power-up 
reset and a warm-start reset; on power-up the CSM 


assigns arbitration and slot IDs. The PSB timeout 
function determines when the PSB is hung. 


See the MPC User's Manual (\ntel literature number 
176526-002) and the CSM\002 Hardware Refer- 
ence Manual (\ntel literature number 459706- 001) 
for more information about the CSM. | 


5.0 MPC 82389 PIN DESCRIPTIONS 


This section describes each signal pin (or group of 
pins) on the MPC. Emphasis is placed on giving as 
much information as possible to ease the task of 
designing hardware associated with the MPC signal 
pins. The pins are described in terms of these func- 
tional groups: 
e PSB interface 

e local bus (host CPU) interface 
¢ dual-port memory control 


e jnterconnect bus interface 


5.1 PSB Signals 


The PSB signals provide the interface to other 
boards in the MULTIBUS Il chassis. Very little sup- 
port circuitry is required for this part of the board. 
Only high-current drivers and reset control logic is 
needed. Some MPC signal pins have built-in open 
collector high-current drivers that allow connection 
directly to the PSB. For complete information on the 
PSB, see the /EEE 1296 High Performance Synchro- 
nous 32-bit Bus Standard document. 


PSB signals fall into five groups, depending on func- _ 
tion: 


¢ arbitration operation signal group 
e address/data bus signal group 

¢ system control signal group 

© central control signal group 

e exception operation signal group 


Unless otherwise stated, all PSB signals are syn- 
chronous to the bus clock. | 
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High current drivers used to drive the buffered ad- 
dress/data (BAD) bus should be controlled with 
minimal logic. This is to limit propagation delays 
and avoid possible bus contention problems. En- 
sure that the placement of these drivers and the 
MPC is done as close to the PSB (the P1 connec- 
tor on a MULTIBUS II board) as possible to mini- 
mize signal stub lengths and capacitive loading. 


5.1.1 ARBITRATION OPERATION SIGNAL 
GROUP 


These MPC pins are used by an agent to obtain ex- 
clusive access to the PSB. They are all high-current 
drive, open-collector signals. Below is a description 
of each signal. 


BREQ (Bus Request). BREQ is a bidirectional 
open-collector signal that connects directly to the 
PSB. As an input to the MPC, it indicates that agents 
are awaiting access to the bus. As an output, the 
MPC asserts BREQ to request PSB access. 


ARB<5-0> (Arbitration). ARB<5-0> are bidi- 
rectional, open-collector signals that connect direct- 
ly to the PSB. ARB<5-0> are used (during normal 
operation) to identify the mode and arbitration priori- 
ty of an agent during an arbitration cycle. During sys- 
tem initialization (while reset is active), the central 
services module (CSM) drives these signals to initial- 
ize slot and arbitration IDs. 


5.1.2 ADDRESS/DATA BUS SIGNAL GROUP 


This signal group includes a 32-bit multiplexed ad- 
dress/data path (BAD<31-0>) and the byte parity 
signals (BPAR<3-0>). These signals require buff- 
ering through bus transceivers before connection to 
the PSB. This signal group also includes the bus 
transceiver control signals (ADDIR and REFADR). 


BAD <31-0> (Buffered Address/ Data). 
BAD<31-0> are the 32 bidirectional, multiplexed 
address/data signals that provide the interface to 
the PSB address/data bus (AD) when buffered 
through 74F245 or equivalent bus transceivers. 
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NOTE: 
Do not use pull-up resistors to drive the BAD bus 
high. If pull-up resistors are present, the MPC can- 
not guarantee valid logic states with proper timing. 


- BPAR<3-0> (Buffered Parity). BPAR are four 


signals that provide parity for the 32-bit BAD bus. 
These bidirectional lines connect to the PSB 
PAR <3-0> signals through.a 74F245 or equivalent 
transceiver. These signals are used to receive byte 
parity for incoming data and to drive byte parity for 
outgoing data. 


ADDIR (Address/Data Direction). ADDIR is an 
output that provides direction control over the bus 
transceivers buffering the BAD<31-O> and 
BPAR<3-0> signals. In the high state, this signal 
causes the transceivers to drive address/data infor- 
mation along with parity onto the PSB. In the low 
state, this signal causes address/data information 
and parity to be received from the PSB. 


REFADR (Reference Address Enable). REFADR 
is an output used to enable external reference ad- 
dress buffers during reference operations. Asserting 
this signal places the reference address onto the 
BAD bus. The address path enabled by this signal is 
only used for memory and |/O reference operations 
to the PSB. It is not used during message passing or 
for PSB references to interconnect space. 


5.1.3 SYSTEM CONTROL SIGNAL GROUP 


The system contro! signal group on the PSB pro- 
vides a control mechanism between agents during 
transfer operations. 


BSC<9-0> (Buffered System Control). BSC. 
<9-0O> is a group of ten bidirectional signals that 
connect to the PSB through 74F245 or equivalent 
transceivers. Agents on the PSB use these signals 
for commands or status, depending on the phase of 
the operation. The function of each of these lines 
during request and reply phases of transfer opera- 
tions is summarized in Table 5-1. 
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Table 5-1. Summary of BSC Signal Functions 


Request Phase 


NOTE: 


Siena 


: Reply Phase 


_The end-of-transter (EOT) handshake in single-cycle operations is indicated by BSC <4,3,2> as follows: the requesting MPC 
drives BSC <3,2> and waits for the replier to drive BSC4; when the replier responds, the EOT handshake is complete. 


SCDIR<1,0> (System Control Direction). 
SCDIR<1,0> are output signals that provide direc- 
tion control of the 74F245 transceivers driving and 
receiving BSC <9-0>. SCDIRO provides control for 
BSC <9,3-0>, while SCDIR 1 provides control for 
BSC<8-4>. When either signal is high, the bus 
transceiver drives BSC signals onto the PSB. When 
either signal is low, signals on the PSB are driven 
onto the BSC lines. 


5.1.4 CENTRAL CONTROL SIGNAL GROUP 


The central control signal group provides bus status 
and control information for devices operating on the 
PSB. The CSM, residing in slot 0 of the MULTIBUS Il 
backplane, generates BCLK, LACHn, and RESET. — 


BBCLK (Buffered Bus Clock). BBCLK is received 
by the MPC to synchronize all operations on the 
PSB. This input should be connected to BCLK (on 
the PSB) using a 74AS1804 or equivalent inverting 
buffer. The falling edge of BCLK provides all system 
timing references. BBCLK normally has a fixed oper- 
ating frequency of 10 MHz. _ 
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NOTE: 
BCLK can be varied from DC to 10 MHz. You may 
use this feature for single-stepping on the PSB dur- 
ing debugging. | 


LACHn (ID Latch). LACHn is an input signal used 
during initialization of slot and arbitration IDs (where 
“n” is the slot number). When the RESET signal is 
active, LACHn indicates when a slot or arbitration ID 
is available and should be latched. LACHn is an ac- 
tive high input and should be connected to the 
LACHn signal on the PSB with a 74AS1804 or equiv- 
alent inverting buffer. 


RESET. Reset is an input that places the MPC ina 
known state. Only the parts of the MPC involved 
with initialization of slot and arbitration IDs remain 
unaffected. RESET is an active high input and 
should be connected to the RST signal on the PSB 
with a 74AS1804 or equivalent inverting buffer. | 


lf the MPC is used in a CSM implementation, the 
interconnect microcontroller and some external logic 
controls RESET. On power up, the CSM generates 
the RESET signal to the backplane. Within a few 
clock cycles, receiving MPCs complete their internal . 
reset. Table 5-2 summarizes the states of MPC sig- 
nal outputs while the RESET signal is active. 
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Table 5-2. Signal States During Reset 


BAD <31-0> 


SCDIR <1,0> 


H = Electrical high state. 
L = Electrical low state. 
Z = High impedance (tri-state). 


RSTNC (Reset Not Complete). Agents assert 
RSTNC during reset to extend the initialization time 
period beyond the time that RESET allows. RSTNC 
is a bidirectional OR-tied signal on the PSB that is 
low when one or more agents have not completed 
their reset requirements. Agents cannot perform bus 
operations while RSTNC is asserted. However, 
agents may access local interconnect space if your 
firmware implementation allows such access. 
RSTNC is an open-collector signal with high-current 
drive that connects directly to the PSB. 


5.1.5 Exception Operation Signal Group 


The exception operation signal group indicates ex- 
ception errors on the PSB. 


BUSERR (Bus Error). The MPC asserts BUSERR 
when a data integrity problem on the PSB is detect- 
ed during a transfer operation. Possible problems 
are: detection of a parity error on the BAD bus or 
BSC lines, or a protocol error associated with the 
BSC lines. BUSERR is a bidirectional, open-collector 
signal with high current drive that connects directly 
to the PSB. 


TIMOUT (Timeout). TIMOUT, as an input from the 
PSB, is used to detect a bus timeout condition. The 
CSM activates this signal when it determines that an 
agent is taking too much time asserting a handshake 
signal, or if a bus owner has maintained bus owner- 
ship for an excessive length of time. The exact 
amount of time is a fixed value relative to BBCLK 
that is approximately 10,000 clock cycles (1 ms @ 
10 MHz). TIMOUT is an active high input to the MPC 
and must be connected to the TIMOUT signal of the 
PSB through a 74AS1804 or equivalent inverting 
buffer. 


BUSERR Z(H) 


Reset State 


When the MPC is configured for CSM operation, 
TIMOUT becomes an output, generating the timeout 
condition to all agents on the PSB. In this case, the 
TIMOUT pin should be connected to the PSB by a 
74F242 driver or equivalent. 


5.2 Dual-Port Memory Control Signals 


The MPC provides these signals (SEL, COM, ERR) 
to support dual-port memory. In order to fully imple- 
ment dual-port memory, some additional dual-port 
memory controller logic is required. 


SEL (Select). The SEL output indicates that a dual- 
port memory access is in progress. SEL initiates 
dual-port operations and may be used to enable the 
dual-port data buffers onto the BAD bus. When the 
MPC receives the EOT handshake, or if the MPC 
detects an exception, it deactivates SEL. 


COM (Complete). COM is an input to the MPC. The 
dual-port memory controller asserts COM to indicate 
completion of a dual-port access. COM is assumed 
to be synchronous to the bus clock. After the memo- 
ry controller has asserted COM, the MPC asserts 
the replier ready (BSC4) signal on the next bus 
clock. The memory controller cannot deassert COM 
until the EOT handshake is complete on the PSB. 
This requires that the memory controller monitor the 
PSB for the EOT handshake. 


ERR (Error). ERR, an input to the MPC, is asserted 
by the dual-port memory controller to signal a mem- 
ory data parity error. ERR must be stable (high or 
low) whenever COM is asserted. The MPC responds 
to this signal by completing the replier handshake on 
the PSB using a data error agent error code. This 
signal may be asynchronous to the bus clock since it 
is qualified by the COM signal. 
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5.3 Local Bus Signals 


The MPC local bus allows many types of microproc- 


essors, perhaps with differing data widths, byte 
alignment, and bit ordering, to connect to the 
MULTIBUS II PSB. This microprocessor is often re- 
ferred to as the Host CPU on the MULTIBUS II proc- 
essor board. The MPC has five signal groups on the 
local bus: 


e data bus 

e address/status signals 
e transfer control 

@ interrupt signals 

e DMA control lines 


5.3.1 DATA BUS 


The local data bus is the signal path for data trans- 
fers between the host CPU and the MPC. 


D<31-0>.D<31-0> is the 32-bit local data bus. 
Although this is a 32-bit interface, the MPC allows 
operation with processors using 8-, 16-, or 32-bit 
data busses. 


| NOTE: 

Intel CPU architecture defines bit 0 and byte 0 as 
least significant. When connecting non-Intel proces- 
sors to the MPC local data bus, it is important that 
this bit and byte ordering be maintained across the 
PSB. This allows agents of differing CPU types to 
work together in a single chassis. If byte-swapping 
is needed, see the discussion of the byte enable 
(BE<3-0>) signal pins. 


5.3.2 ADDRESS/STATUS SIGNALS 


The address/ status signals select or identify all MPC 
operations over the local bus. 


A<5-2> (Address). The. address inputs select 
MPC registers for message and interconnect space 
operations. A1 and AO are omitted to provide a con- 
sistent register address for all data bus width op- 
tions. A <5-2> are qualified by RD or WR and 
therefore must be stable within the specified set-up 
and hold window. 


MEMSEL (Memory Select). This MPC input signal 


tells the MPC that the current operation is a memory 
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reference across the PSB. MEMSEL is qualified by 


RD or WR and therefore must be stable within the 
specified set-up and hold window. 


fates oa a NON ee 
MEMSEL, IOSEL, REGSEL IDACK, and ODACK 
are mutually exclusive. In order to be valid, no more 
than one should be active during the same set-up 
and hold window. 


IOSEL (I/O Select). This input signal tells the MPC 
that the current operation is an |/O reference to the 
PSB. IOSEL is qualified by RD or WR and therefore 
must be stable within the specified set-up and hold 
window. 


REGSEL (Register Select). This input_signal is 
used to identify MPC register operations. REGSEL is 
qualified by RD or WR and therefore must be stable 
within the specified set-up and hold window. 


LOCK. This input signal allows back-to-back opera- 
tions to be performed on the PSB or local intercon- 
nect space. When the bus owner activates LOCK, all 


other agents are held off the PSB or local resource 


until LOCK is deactivated. 


BE<3-0> (Byte Enable). These input signals, gen- 


erated by the host CPU or DMA controller, validate 


bytes on the data bus. BE<3-0> are qualified by 
RD or WR and therefore must be stable within the 
specified set-up and hold window. BE<3-0> corre- 
spond to data bytes 3 through 0 on the data bus 
(where byte 3 is D<31-24>). For remote reference 
operations, only combinations supported by the 
IEEE 1296 specification are valid. 


A 32-bit local bus requires that all byte enable and 
data signals are used. For 16-bit local buses, BE1 
and BE2 are used to indicate which of the two bytes | 

will contain valid data, and only D<15-0> are used. © 
For 8-bit local bus operations, BE1 and BEO are 
used to select which byte of the PSB will carry the 
valid data byte. This mode uses ony D<7-0> (on 
the local bus). Note that during all read operations, 
the MPC drives all data lines (D<31-0>). Consecu- 
tive accesses to message FIFOs must be in ascend- 
ing byte sequence 0, 1, 2, 3 in any non-overlapping 
combination. 


Table 5-3 shows the valid byte enable combinations 
for both the local data bus (D<31-0>) and the PSB 
(AD <31-0>): 
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Table 5-3. Valid Byte Enable Combinations 


eee ae ere ne eee eee 


(4 oe et ae de i 
xx << «xx xxx S§ 


oe ka a oly Ee 
aol aks ae aa fe a ee 
ft 2 Feo a ee 


NOTES: 

L = Electrical low state (active) 

H = Electrical high state (inactive) 
Vn = Valid data bytes 

X = Active bytes with undefined data 


For the 32-bit host interface, legal combinations of byte enables form byte /anes: the paths where valid data 
bytes are present during a single transfer on the local data bus (as well as in the MULTIBUS II environment). 
Non-intel Microprocessors can use byte lanes to perform byte-swapping or other data manipulations in hard- 
ware. The figure below illustrates the legal byte lanes as they relate to byte enable combinations: 


; 32 = bit 
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Figure 5-4. Byte Lanes 
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Each shaded box in Figure 5-4 represents a valid 


byte lane for a given combination of BE during a 
single read or write operation. There are four types 
of byte lanes: 8-bit, 16-bit, 24-bit and 32-bit. Bit and 
byte ordering follow the Intel standard of bit or byte 0 
as least significant. Assume that invalid byte lanes 
contain any value of data (i.e. non-constant). Take 
precautions (masking in software, etc.) to ensure 
that invalid data does not cause problems. | 


When using a DMA controller to handle solicited 
data transfers to/from local memory, misalignment 
of data in memory and resulting partial packets are 
handled using the BE lines. The DMA interface of 
the MPC provides support by only incrementing in- 
ternal pointers (or detecting completion) when the 
proper byte-enable signal is active. Table 5-4 shows 
which BE line the MPC ecognizes for partial pack- 
ets: 


Table 5-4. Byte Enable Usage for DMA Control 


Bytes Byte Enable 
Remaining Recognized 


5.3.3 TRANSFER CONTROL SIGNALS 


Transfer operation control to the MPC over the local 
_ bus is provided by two command signals and a wait 
signal. This handshake provides fully interlocked 
(two-sided handshake) operation. 


RD (Read). This input signal starts a read operation. 
RD must transition cleanly, since it is used to qualify 
other signals in the read operation. 


WR (Write). This input signal starts a write opera- 
tion. WR must transition cleanly, since it is used to 
qualify other signals in the write operation. 


WAIT. WAIT is an MPC output signal used to extend 
a transfer operation. The signal will be used by the 
MPC for all accesses that require synchronization to 
another resource. It is activated when a command 
goes active and deactivated when the operation is 
- completed. 


5.3.4 INTERRUPT SIGNALS 


Interrupt signals are used to inform the host CPU 
that the MPC requires service. The MPC generates 
two signals: one for message operations and one for 
reference errors. 
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MINT (Message Interrupt). The MINT output signal 
is used for all message-related signaling to the host 
CPU. This includes the arrival of an unsolicited mes- 
sage, the availability of the transmit FIFO, the com- 
pletion of a solicited transfer, and an error-on mes- 
sage transfer. . 


EINT (Error Interrupt). The EINT output signal is 
used to signal all errors related to memory, |/O, or 
interconnect space operations. Internal registers in 
the MPC provide exact details of the error via inter- 
connect space. 


5.3.5 DMA CONTROL SIGNALS 


The MPC provides four DMA control signals that 
connect with an external DMA controller. 


ODREQ (Output Channel DMA Request). ODREQ 
iS an output signal that enables DMA transfers to the 
MPC (i.e., output to the PSB). This signal behaves as 
a normal DMA request line during solicited message 
output operations. ODREQ is activated during the 
transfer phase of a solicited message operation 
when the solicited output FIFO is empty. The DMA 
controller responds to ODREQ by moving data from 
local memory to the FIFO for transfer to a fecewing 
agent on the PSB. 


IDREQ (Input Channel DMA Request). IDREQ is 
an output signal that enables DMA transfers from 
the MPC (i.e. input from the PSB). This signal be- 
haves as a normal DMA request line during solicited 
message input operations. IDREQ is activated dur- 
ing the transfer phase of a solicited message opera- 
tion when the solicited input FIFO is full. The DMA 
controller responds to ODREQ by moving data from 
the FIFO to local memory. When the FIFO is emp- 
tied, IDREQ is deactivated. 


ODACK (Output Channel DMA Acknowledge). 
ODACK is generated by the DMA controller in re- 
sponse to an output channel DMA request. ODACK 
is qualified by RD or WR and therefore must be sta- 
ble within the specified set-up and hold window. 


gee, ieee NONE a oe 
MEMSEL, IOSEL, REGSEL IDACK, and ODACK 
are mutually exclusive. In order to be valid, no more 
than on should be active during the same set-up 
and hold window. 


IDACK (Input Channel DMA Acknowledge). 


_ IDACK is generated by the DMA controller in re- 


sponse to an input channel DMA request. IDACK is 
qualified by RD or WR and therefore must be stable 
within the specified set-up and hold window. 
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5.4 Interconnect Bus Signals 


Brief descriptions of the interconnect bus signal pins 
are given here. For more information on using the 
interconnect microcontroller, see the MPC User’s 
Manual, Chapter 5, “Interconnect Programming”’ 
(Order number 176526-002). 


IAD <7-0> (Interconnect Address/ Data). 
IAD<7-0> is an 8-bit, bidirectional, multiplexed ad- 
dress and data bus intended to interface directly to a 
microcontroller. In addition to the MPC, other inter- 
connect accessible local resources can be connect- 
ed to this bus. 


IREQ (interconnect Request). The MPC asserts 
this output signal when an interconnect operation 
has been requested from either the local bus or the 
PSB. Tne MPC asserts IREQ to the interconnect mi- 
crocontroller at different times for read and write op- 
erations. For a read operation, IREQ is asserted im- 
mediately after detecting an address match between 
the requested address and an internal register. For a 
write operation, IREQ is delayed until valid data is 
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available (i.e., BSC3 is asserted). In either case, if 
the local bus interface has locked the local intercon- 
nect space, IREQ is inhibited. 


IAST (Interconnect Address Strobe). IAST is a 
signal from the microcontroller that tells the MPC 
that a valid address is on the interconnect bus. [AST 
may be directly connected to the ALE (Address 
Latch Enable or equivalent) output of most micro- 
controllers. IAST must provide clean transitions. 


IRD (Interconnect Bus Read). The microcontroller 
asserts IRD to perform a read operation to one of 
the MPC interconnect interface registers. IRD must 
provide clean transitions. 


— ____— NOTE: 
When IRD and IWR are activated at the same time, 
all MPC outputs are disabled. Use this feature to 
disable the MPC in board test applications. 


IWR (Interconnect Write). The microcontroller as- 
serts IWR to perform a write operation to one of the 
MPC interconnect interface registers. IWR must pro- 
vide clean transitions. 
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6.0 Package Dimensions 


The MPC 82389 is packaged in a 149-pin Ceramic Pin Grid Array (PGA). The pins are arranged 0.100 inch 
(2.54 mm) center-to-center, in a 15 x 15 matrix. Please refer to. Figure 6-3 for case outlines. 


A wide variety of sockets are available including the zero-insertion force socket for prototyping. 


METAL LID 


(TOP VIEW) 


TIMOUT 
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Figure 6-1. MPC 82389 Pinout—View from Top Side 
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(BOTTOM VIEW) 
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Figure 6-2. MPC 82389 Pinout—View from Pin Side 
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Table 6-1. MPC Signal Summary 
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Table 6-1. MPC Signal Summary (Continued) 
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7.0 MPC 82389 ELECTRICAL DATA 


This section provides detailed A.C. and D.C. specifi- 
cations for the MPC 82389. 


7.1 Maximum Ratings 


Operating Temperature 


(Under Bias) ................. — 10°C to + 85°C 
Storage Temperature .......... —65°C to + 150°C 
Voltage on Any Pin.......... —0.5V to Voco + 0.5V 
Power Dissipation........... 0.0.0 cece eee eee 2.5W 
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NOTE: 
Stresses above those listed may cause permanent 
damage to the device. This is a stress rating only 
and functional operation at these or any other con- 
ditions above those listed in the operational sec- 
tions of this specification is not implied. 


Exposure to absolute maximum rating conditions 
for extended periods may affect device reliability. 
Although the MPC 82389 contains protective cir- 
cuitry to resist damage from static electrical dis- 


_ charges, always take precautions against high stat- 


ic voltages or electric fields. 


7.2 D.C. Specifications Voc = 5.0V +5%, Ta = O°C to + 70°C 


Table 7-1. D.C. Specifications 


Parameter 


Output Low Voltage 
VoL2 Output Low Voltage 
Open Collector 
Output High Voltage 2.4 


Input Leakage Current 


4 Open Collector 
wan Leakage Current 


BBCLK Input Leakage Current 


Output Low Current 4.0 


lout Open Collector Output 
Low Current 


ADDIR and REFADR 
Output Low Current 


NOTE: 
1. Sampled only, not 100% tested. 


Input Low Voltage 
Input High Voltage Voc + 0.5 


Power Supply Current a 


oe 
Output High Current =) 
p10 
| a 


0.4V < Vin < 2.4V 


OV < Vin < Voc 
VoL = 0.45V 


VoL = 0.55V 


VoL = 0.45V 

fc = 1 MHz, 25°C (Note 1) 
fc = 1 MHz, 25°C (Note 1) 
fc = 1 MHz, 25°C (Note 1) 


fo = 1 MHz, 25°C (Note 1) 
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7.3 A.C. Specifications 


TEST 
The A.C. specifications for the MPC 82389 are spec- 2.0V' POWTS 
ified in Tables 7-2, 7-3 and 7-4 and Figures 7-2, 7-3, 0.8V 0.8V 
7-4 and 7-5. Figure 7-1 specifies the test points for 
measuring the A.C. parameters. Table 7-2 and Fig- 
ures 7-2 and 7-3 specify the A.C. parameters for the 


2.0V 


OUTPUT WAVEFORM 


host CPU bus. Table 7-3 and Figure 7-4 specify the BiOV': copes 2.0V 

A.C. parameters for the interconnect bus. Table 7-4 1.4V (BBCLK) \ 

and Figure 7-5 specify the A.C. parameters for the sid sd 

PSB. Figure 7-6 defines the test load for the A.C. ; INPUT WAVEFORM 

specifications. . | 290145~12 


Figure 7-1. A.C. Test Waveforms | 


Table 7-2. Host CPU Bus A.C. Specifications (Vcc = 5V +5%, Ta = 0°C to + 70°C) 


Address and BE Setup to Command Active 
Select and DACK Setup to Command Active 


‘Address, BE, Select and DACK 
Hold from Command Active 


Test - 
Conditions |. 


Max 


Time between Commands 


Command Inactive to Read Data Disable 
(Note 5) 
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100 


ty 

t4 i 

t7 | 

tg | i 

tio 

{44 J fro 

Command Active to LOCK Active (Note 1) 

LOCK Hold from WAIT Inactive (Note 2) 

t14 

t15 

17 

tig 

ty9 | 


18 
24 
| Command Active to Write Data Valid 
Write Data Hold from WATT Inactive 
Command Active Time 42 


Read Data Valid from Command Active 


C, = 90 pF 


C. = 50 pF 


42 


Write Data Setup to Command Inactive 
—Registers 
—DMA 


Write Data Hold from Command Inactive 


Command Active to MINT or DREQ Inactive 
(Notes 3, 4) 
Command Active to DREQ Inactive 
(Note 4) 


NOTES: 

1. Required to guarantee locking of resource. 

2. Required to guarantee resource remains locked. 

3. MINT deassertion only if no other sources are pending. 

4. For DREQ inactive timing, tg applies to a normal last transfer deassert condition and t;g to an error deassert condition. 
5. Disable condition occurs when the output current becomes less than the input leakage specification. ; 
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D31-DO 
(OUT OF MPC) 


D31=D0 
(INTO MPC) 


LOCK 
290145-13 


AS~A2 


BE3-BEO 
REGSEL, 
IDACK , ODACK 


RD,WR 


D31=D0 
(OUT OF MPC) 


D31~-D0 
(INTO MPC) 
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Figure 7-3. Host CPU Interface Register and DMA Operation Timing 
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IAST Active Time 


Command Active Time 
Command Inactive to [AST Active 


IAST Inactive to Command Active 
Address Setup to IAST Inactive 
Address Hold from IAST Inactive 


Write Data Setup to Command 
Inactive 
t37 Write Data Hold from Command 
Inactive 
t38 Read Data Enable from Command 
Active 


Read Data Valid from Command 
Active 
Read Data Hold from Command 
inactive 
Read Data Disable from Command 
Inactive (Note 2) 
EINT, IREQ Inactive from Command 
Active (Note 1) 

NOTES: 


1. EINT inactive only on write to error register. IREQ inactive only on write to arbitration register. 
2. Disable condition occurs when the output current becomes less than the input leakage specification. 
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Figure 7-4. Interconnect Bus Timing 
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Table 7-4. PSB Interface A.C. Specifications (Vcc = 5V +5%, Ta = O°C to + 70°C) 


Test 


eS 
Tg | BoKuowtme —SSC*dC Pe 
"gn | BORHightime ——S*dt eos 


BCLK Fall Time 


Clock to Output Delay 
BREQ, BUSERR, RSTNC (Note 2) 
ARB5-—ARBO (Notes 2, 3) 


tRB 
teB 
tR 
_' 
tsk 


tcp 


C. = 500 pF 
C. = 500 pF 


BAD31-BADO, BSC7-—BSCO CL = 75 pF 
BPAR3-—BPARO, BSC9, BSC8 C. = 50 pF 
SCDIRO, SCDIR1 (H to L) Cy = 25 pF 

(L to H) CL = 25 pF 
ADDIR (L to H) CL = 50 pF 

(H to L) Cy = 50 pF 
REFADR CL = 75 pF 
SEL Cy = 50 pF 


Hold Time from Clock 

BREQ, BUSERR, RSTNC 
ARB5—-ARBO (Note 3) 
BAD31-BADO, BPAR3—-BPARO 
BSC9-BSCO 

SCDIRO, SCDIR1 

ADDIR 

REFADR 

SEL 


Turn On Delay from Clock (Note 4) 
BREQ, BUSERR, RSTNC 
ARB5-ARBO (Note 1) 
BAD31-BADO, BPAR3-BPARO 
BSC9-BSCO 


tH 


ton 


torr Turn Off Delay from Clock (Note 5) 
BREQ, BUSERR, RSTNC 36 ns 
ARB5-—ARBO (Note 3) 36 ns 
BAD31-BADO, BPAR3-BPARO 29 ns 
: BSC9-BSCO0 29 ns 


*tcL and tcy are MULTIBUS II specifications. 
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Table 7-4. PSB interface A.C. Specifications (Vcc = 5V +5%, Ta = O°C to + 70°C) (Continued) 


Test 


Input Setup Time tc Time to Clock 
BREQ, BUSERR, RSTNC 
ARB5-ARBO (Note 3) 
BAD31-BADO, BPAR3-BPARO 
BSC9-—BSCO 
TIMEOUT, LACHn, RESET 
COM, ERR 


Input Hold Time from Clock 
BREQ, BUSERR, RSTNC 
ARB5-—ARBO (Note 3) 
BAD31-—BADO, BPAR3—BPARO 
BSC9-BSCO 

TIMEOUT, LACHn, RESET 

COM, ERR 


NOTES: 

1. The clock timings are provided to reference the MPC specification to the PSB specifications. These specifications assume 
a 74AS1804 or equivalent buffer. 

2. The 500 pF load is a distributed load as defined in the PSB specification. The open drain signals are designed such that 
the output delay and bus loss meets the PSB specification requirement. 


3. The ARB5-ARBO signal timings are with respect to the first and last clock of the arbitration period. Details can be found 
in the PSB specification. Also, the arbitration logic has been designed to meet the loop delay specification accounting for the 
full path of input to output plus bus loss. 

4. Minimum turn on times are measured the same way as hold times. Specifically, the logic level driven by another device on 
the previous clock cycle must not be disturbed. 

5. Maximum turn off times are measured to the condition where the output leakage current becomes less than the input 
leakage specification. 
6. All stated capacitances are based on design requirements. Production test limitations may require some parameters to be 
tested under a different condition. , 
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NOTE: . 
1. SAMPOINT point for BBCLK is 1.4V. 


Figure 7-5. PSB Interface Timing 
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